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Boot  Legs 

Boot  Legs,  Machines  for  taming «. 

Boot  Leg,  Machines  for  turning 

Boot  Patterns 

Boot  and  Shoe  Soles,  Machine  for  skiving 

Bootuid  Shoe  Tips 

Boring  Machine 

Boring  Machine 

Boring  Machine 

Bonng  Machines 

Boring  or  Mortising  Machine 

Bottke,  FiUing 

Bottles,  Glass  stopper  for 

Bottles,  Inserting  stoppers  in 

Bottle  Stopper 

Bottle  Stoppers 

Bof'e  Stoppers 

Bowling  Alleys,  Substitute  for  pins  in 

Boxes  of  Carriage  Hubs 

Boxes  for  carriage  wheels.  Anti-friction 

Boxes,  Fare 

Boxes,  Fare 

Boxes,  Fare,  for  railroad  cars,  &c 

Boxes,  Fire,  Locomotive 

Boxes,  Match 

Boxes,  Stuffing,  Packing  for 

Boxes  and  Bags,  Machines  for  making 

Brace,  BaU 

Bracelets 

Bracelets,  &c.  Constructing 

Braiding  Machine 

Braiding  Machines 


Brakes,  Antomatic 

Brakes,  Car ^ 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car,  Railroad 

Brakes,  Car,  EaibFoad 

Brakes,  Car,  Railroad 

Brakes  for  carriages 

Brakes,  Carriage 

Brakes,  Carriage,  Adjustable 

Brakes  for  carnages.  Self-acting. .' 

Brakes  to  driving  wheels  of  trecul  powers,  A^ 
plication  of. 

Bmkes,  Hemp 

Brakes,  Hemp ...,,.--.----.------.----. .... 

Brakes,  Hemp 

Bmkes,  Hemp 

Brakes,  Hemp 

Bnkes,  Hemp 

Bnkes^  Hemp 


Josiah  H.  No jes . . . 
George  A.  Mltdiell. 
C.IL  Hebns 


Joseph  G.  Whittier. 
George  A.  Mitchell. 


C.  H.  Leffingwen 

David  A.  Haviland 

A.  Ransom 

David  Bissel 

A.  Forrist  and  C.  A.  Wheeler 

Wm.  F.  Trowbridge 

Thomas  J.  Mayall 

EliP.  Drake 

N.  R.  Merchand. 

8.  L.  Fitts 

Amos  Leonard 

S.  W.  Bidwell 

Henry  W.  Putnam 

8.  A.  Whitney 

Amasa  Stone 

W.  A.  Shaw 

M.  C.Cronk 

J.  A.  Preston.. 

J.  M.  Currier 

James  A.  Cramer 

J.  B.  Blanchard 

W.  B.  Bartram 

J.  B.  Slawson , 

H.  Tupper 

James  L.  Yauclain 

Samuel  W.  Francis 

Ross  and  Thomas  Winans 

John  Miller,  ir 

8.  H.  Bartholomew 

Henry  Kipling 

J,  8.  Pahner 

G.  K,  Winchester 

H.  W.  Cady,  J.  M.  Carpenter,  and 
G.  K.  Winchester. 

John  Wilkinson 

W.  C.  Wright 

A.  C.  Herron 

G.  W.  Bridgman 

W.  R.  and  H.  E.  Kay 

P.  S.  Devlan.... 

John  PettengiU,  jr 

C.  B.  Lashar 

Daniel  Derr 

Lucius  Parker 

Joseph  Mulvey  and  C.  Ohlomachcr. 

J.  E.  Brigffs 

Lewis  R.  Carpenter 

J.  A.  Letts 

William  Ellmaker 

James  Curran 


Robert  Heneage 

J.  B.  McConnick  and  W.  R.  Baker 

William  Jones 

Robert  Dodsworth 

William  H.  Austin  and  F.  Creasy. 

J.  R.  McDonald 

J.  H.  Phillips 


31,733 
31,073 
31,666 

31.922 
32,638 

32,335 
33,195 
31,281 
33,818 
33,342 
32,671 
33,440 
32,125 
32,449 
32,550 
33,324 
32,509 
33,602 
31,04a 
32,590 
33,964 
31,703 
32,647 
33,695 
31,873 
33,292 
31,204 
31,262 
31,755 
33,057 
32,187 
31,346 
32,777 
32,347 
31,931 
31,736 
31,061 
33,569 

31,047 
31,137 
31,387 
32,549 
32,(565 
32,758 
32,841 
34,000 
31,583 
32,783 
33,210 
31,837 
33,865 
31,249 
33,522 
33,133 

31,167 
31,181 
31,245 
31,375 
31,585 
31,899 
32,530 


Digiti 


zed  by  Google 


?iii 


INDEX. 


Inyention  or  DiscoTerj. 


Braces  for  hone  cars 

Brakes,  Railroad  safety 

Brakes  for  sewing  machines 

Brake,  Sled 

Brakes  for  slei^^hs 

Brakes  foryehicles 

Brakes,  Wagon 

Brakes,  Wagon 

Brakes,  Wagon 

Brand.  Marking 

Bran  Dusters 

Bread  Slicer 

Bread  and  Pastry  Board 

Breeching  to  shafls,  Attaching 

Brewing,  Preparing  mash  for 

Brick,  Fire,  Oven  Tor  baking 

Bricks,  Making 

Brick  Machines 

Brick  Machines 

Brick  Machines 

Bridge 

Bridge,  Boat  and  ferry 

Bridge,  Draw 

Bridges,  Canal,  Self-opening 

Bridges,  Construction  of..  •••• 

Bridges,  Iron 

Bridges,  Iron,  Connecting  the  braces  of 

Bridges,  Suspension 

Bridges,  Truss 

Bridges,  Trussed  beam  for 

Bridges,  Trusses  of 

Bridge  Trusses,  Bearing  block  for 

Brine,  Injecting  meat  with 

Brine  for  the  manufacture  of  salt.  Purifying  . 

Broom 

Broom 

Broom 

Broom 

Broom 

Broom,  Stable 

Broom  Clasp 

Broom  Com 

Broom  Com,  Sizing 

Brush 

Brushes 

Brush,  Fan  and  Fly,  Automatic 

Brush,  Flexible  back 

Brush,  Qalyanic  metal  friction , 

Brush,  Hair 

Bmsh,  Marking 

Brush,  Scrabbing 

Brush  Blocks,  Boring 

Buckets,  Army  feed  and  water 

Buckets,  Field \ 

Buckles 

Buckles 

Buggy  Tops 

BuffffY  Tops,  Frames  for , 

Builoings,  Iron,  Constracting 

Buriid  Cases 

Burners,  Gas I 

Burners,  Gas 


Name  of  Patentee. 


Burners,  Gas. 
Burners,  Gas. 


George  R.  Barker 

D.  Pohlmann 

Daniel  Ruggles 

A.  8.  Clark 

M.  B.  and  S.J.  Lord. 

J.  A.  Whitney 

Josiah  Long 

Porter  Seward 

J.  S.  Whisler 

B.  B.Hill 

George  Clark  and  P.  T.  Etting. . . 

AJexander  Dick 

James  McNamee. . . 

G.  F.Holland 

Sumner  C.  Granger 

L.  A.  Boisson 

JohnMelling 

John  Caswell 

William  8.  Watson 
John  Caswell 


James  8.  York  and  G.  H.  Homing 
W.  W.  Virdin 


No. 


G.  W.  R.  Bayley  and  T.  W.  Nelson 

John  Selser 

Archibald  McGuffie 

Lewis  Elkenberry 

A.  D.  Bnggs 

Joseph  Tomlinson 

E.J.  Story 

P.  M.  I  lees  and  Z.  King 

J.  H.  Junkins 

John  L.  Piper 

James  C.  Adams 

J.  M.  Luther 

Daniel  Kaufman 

Thos.  Langdonand  H.  C.  Kellogg. 

C.  Wirtman 

8.  M.  Sherman 

William  H.  Towers 

E.  J.  Richmond  and  T.  Wright  .. 

Nelson  Holmes 

C.  L.  W.  Baker 

O.  M.  Truair 

Daniel  Fleming 

Thomas  J.  Mayall 

Sophia  Carpenter 

J.  J.  Adams 

L.  A.  Hoffman 

JohnF.  McClure 

Thaddeus  Fowle 

William  L.  Haller 

Thomas  Mitchell 

R.  B.  Fitts 

George  Wood , 

JohnE.  Smith 

John  W.  Hinman 

L.  H.  Gano 

J.  H.  Havens 

Samuel  J.  Seely 

John  H.  Weaver , 

Chas.  Monsen  and  Stillman  Moore 
J.    L.    Leffingwell   and  8.  W. 
Thompson. 

James  Poole 

Charles  P.  MiUer 


33,287 

31,737 

31,477 

32,351 

31,671 

32,659 

31,894 

32,006 

32,392 

33,860 

31,371 

31,789 

31,066 

34,036 

33,779 

31,150 

33,535 

32,047 

31,918 

32,046 

34,023 

32,846 

31,222 

33,606 

33,954 

31,157 

32,555 

32,440 

31,416 

33,384 

32,480 

33,542 

33,220 

33,725 

31,463 

32,299 

32,322 

33,010 

33,686 

32,083 

32,292 

32,504 

33,968 

31,593 

31,613 

32,970 

32,552 

32,625 

31,727 

33,986 

32,224 

31,471 

33,737 

32,328 

32, 152 

33,840 

32,558 

32,477 

32,256 

32,261 

31,473 

31,893 

32,738 
33,258 
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Name  of  Patentee. 


Np. 


Burners  for  porifyioff  gaa 

BnmerB,  Vapor,  for  heating,  Ac 

Burner  Begolators,  Gas 

Bnmishing  Machine 

Butter,  Preserving 

Bntto',  Preserring 

Batter  Worker 

BnttCT  Worker 

Batter  Worker 

Batter  Workers 

Batter  Workers , 

Battons 

Battons 

Battons,  Picture 

Battons,  Sospender 

Battons,  or  Garment  Fasteners 

Batton  Fasteners 

Batton  Fastenings 

Batton  and  Stnd  Fastening 

Batton  Hole  Matters 

C. 

Cable,  Telegraphic 

Cables,  Chain,  Link  shackle  of 

Cages,  Bird 

Cages,  Bird 

Calipers 

Calves,  Devices  for  weaning 

Cams,  Variable 

Can,  MUk 

Cans,  on 

Cans,  Oil,  Cap  for 

Cans,  Paint 

Cans,  Preserve 

Cans,  Preserve,  Sealing 

Cans  and  Jars,  Stoppers  for  sealing 

Candle  Stand,  Lamp  or 

Candlestick 

Candle  Wick 

Candle  Wick,  Lamp  and 

Candy,  Machines  for  rolling 

Cane  and  seat  combined 

Cane  Juice  with  solphnroas  gas,  Apparatos 

for  treating. 
Cane   Joice.     (See,   also,   Saeeharine  Jmu$ 

and  Sugar,) 

Cannon,  Mounting  and  manoenvering 

Cannon,  Bammers  for 

Canteen 

Canteen 

Canteen 

Canteen 

Canteen 

Canteen  Filler 

Caoutchouc,  Compositions  of. 

Caoutchouc,  Compositions  of 

Caoutchouc,  Vulcanizing 

Caoutchouc,  Vulcanizing 

Caoutchouc  &c,  Vulcanizhag 

Cioutchouc,  Vulcanizing  in  single  chamber 

apparatus. 

Caratchouc,  to  cloth.  Applying. 

Caoatchouc^     (See,  also,  tndta  RtMer  and 

fiaMer.) 


John  Daoks...... 

B.R.  Lewis 

A.  H.  Wood 

David  F.  Bandall 

N.  D.  WetmoPS. ••.••..•....... 

P.  Giraud 

J.  A.  Allen 

P.  G.  Woodard 

BrielD.  Pease 

G.  M.  Rhoades 

Noah  Bennett 

G.  A.  Meachara 

G.  A.  Meacham , 

R.  E.  Hitchcock 

Edwin  Smith 

B.  Bochlen  and  W.  Staehlen. ... 

Joseph  Lofendahl 

W.  Knhlenschmidt 

V.  G.Amold 

L  J.  Fearing , 

Thomas  W.  Evans 

W.J.  Hotchkiss 

H.  C.W.  Batterman.." 

William  Staehlen c. 

J.  H.  CaU 

J.  J.  WiMing 

William  H.  Andrews 

Philip  Toets 

Thomas  K.Anderson 

James  H.  Breckenridge 

J.  F.  Drummond ." 

N.  8.  GUbert 

Henry  8.  Fisher , 

J.  B.  Wilson 

F.A-MarshaU 

S.  L.  MaTBdcn  and  S.  B.  Burrell 

C.  A.  Wortendyke 

Stephen  B.  Weeden 

B.M.  MarshaU 

C.  H.  Dascomb 

G.  A.  Huwald 

Obadiah  Hopkins 

Matthew  C.  Bogia... 

Charles  Barthomae 

John  Case 

J.  A.  Montgomery 

Samuel  Herbert 

S.  G.  Morrison 

S.  H.  Bussell 

B.  F.  H.  Havemann 

B.  F.  H.  Havemann 

George  £.  Hayes 

B.  W.  Franklm 

D.  C.  Gately 

B.  W.  FrMJdin 

Christian  Moyer 


32,134 
31, 4« 
31,506 
33,&58 
31,638 
33,483 
31,364 
31,758 
33,794 
32,717 
33,290 
33,708 
33,Cf46 
33,038 
32,087 
33,025 
32,101 
32,iaS 
82,816 


32,iap 
31,021 

32;86^ 

33,21D 
32,411) 
33,912 
33,771 
32,40^ 
33,471 
31,866 
32,397 
31,235 
33,729 
31,856 
31,251 
33, 78^ 
31,049 
31,045 
32,881k 
33,073 
33»j086 


33,944 
33,51B 
32,744 
32,752 
33,360 
33,586 
34,004 
33,105 
31,240 
31,241 
31,599 
33,464 
33,303 
33,246 

31,729 
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Now 


QjftpB 

Capflf  Military-.-. 

CSfips,  Military  fatigue 

Capetans,  Portable 

Oapstaxui,  Ships' 

Capstan  and  Windlass,  Combined 

Capsules,  Metallic 

Carpet  Cleaner 

8  arpet  Fastener 
arpet  lining 

Carpet  Stretcner 

Carpet  Tack  Driver .- 

Carding  Machine .- 

Carding  Machines  .•..-...•..•.-.........-. 

Carriages , 

Carriages,  Children's 

Carriages,  Children's 

Carriages,  Children's,  or  Perambulators 

Carriages,  Gun 

Carriages,  Hounds  of. 

Carriages,  Making  skeins  of  axle  arms  of 

Carriages,  Steam,  for  common  roads 

garriages.  Steam,  Changing  the  speed  of 
airiages.  Wheel 

Carriages,  &c..  Holdback  for 

Carriage  Bodies 

Carriage  Bodies,  Hanging 

Carriage  Fronts,  Bemovable 

Carriage  Pole  Supporter 

Carriage  Steps 

CaniageTops,  Making  braces  for 

Carriage  Work,  Collar  for  ornamental 

Cars,  Stoppin|^and  starting 

Cars,  Railroa(C  Draught  bar  for 

Cars,  Railroad,  Equalizing^  beams  and  leTors  in 

Cars  for  Bailroads,  Metallic 

Cars,  Baih'oad,  Botrackers  for 

Cars,  Kailroad,  Stopping  and  starting .... 

Cars,  Bailroad,  Stopping  and  starting 

Cars,  Railroad,  Stopping  and  starting 

Cars,  Street  Railroad,  Collecting  fares  on 

Cars  and  Raih-oads 

Car  Trucks,  Railroad,  Applying  the  bolsters  in. 

Cart 

Carts,  Hemp 

Carts  or  Wagons,  Weighing 

Cartridges 

Cartridges,  Envelopes  for 

Cartridges,  Metallic 

Cartridges,  Metallic,  Manufacture  of 

Cartridges,  Skin 

Cartridges,  Waterproof 

Cartridge  Box 

Cartridge  Boxes 

Cartridge  Cases 

Cartridge  Loaders 

Caster,  Tumiture 

Cast<»r,  Furniture 

CastcHT,  Spring 

Casting^,  Aimealin^  and  swagfing 

Carts  forj)ads,  Takmg 

Cattle,  Watering,  in  railroad  cars 

Cattle  Fastenings 


J.  K.  Gittens,  jr 

J.F.Whipple 

C.  KoUinsky,  J.  Ehriich,  and  A. 
J.  De  ZeVk. 

Gieorge  Cook 

Charles  Perley 

Johns.  Getchell 

William  Betts 

A.  M.  George,  and  A.  M.  and  J. 
W.  Carter. 

M.D.andaA.Snyder 

JohnR.  Harrington 

G.  S.Greenleaf  and  Cyrus  Buckland 

H.  S.  Walcott 

Joseph  Davis 

S.  R.  Parkhurst 

C.  B.  Wood 

B.  P.  Crandell  and  J.  A.  Conover. 

Charles  Askam 

J.  A.  Crandall 

W.C.  Fuller 

JohnMaddock 

Gottlieb  Schreyer 

J.  K.  Fisher 

John  Griffin 

D.  F.  Goodhue  andE.  H.  Carey.. 

John  Davis 

W.  C.  and  J.  Dunn 

C.  C.  StringfellowandD.W.  Surles 
C.  F.  Abright  and  L.  Burkhard. . . 

Solomon  E.  BoUes 

H.  T.  Betts 

B.F.  Hooper 

Moses  Seward 

James  Higgins 

H.  J.  Lombaert 

J.  H.  Dennis 

B.  J.  LaMothe 

Joseph  D.  Potts - 

Bernard  Morohan 

P.  Louis.. 

J.  A.  Emerick. 

J.  H.  Dennis 

Chandler  McWayne 

M.  La  Rue  Harrison 

N.  R.Badwin 

T.  Feagan 

N.  E.  Doane 

Rollin  White 

A.  K.  Johnson  and  L.  Dow 

J.P.Gillespie 

Ethan  Allen 

Wm.  Mont  Storm 

Roberts  Bortholow 

G.  Jassath 

James  S.  Smith 

B.  C.  English 

Edward  Maynard 

Edward  Lindner 

C.  R.  Gorgas  and  W.  H.  Smith.. 
E.J.Hall 

E.  B.Wilson 

Fred.  Kesmodel 

Wiliam  Robinson 

Kendall  Gibbs 


33,  W 
32,84) 
33,651 

32,414 
31,619 
32,284 
33,179 
32,473 

32,089 
32,134 
31,383 
31,360 
31,425 
32,380 
32,337 
31,872 
32,271 
31,110 
32,702 
33,355 
32,255 
32,991 
31,455 
32,285 
33.555 
32;  513 
31,134 
33,328 
33,811 
32,460 
32,028 
31,330 
31,080 
31,670 
33,776 
33,350 
33,795 
31,124 
31,140 
32,127 
33,928 
33,534 
33,739 
31,293 
31,795 
31,155 
33,805 
33,393 
33,481 
31,695 
33,611 
32,345 
33,306 
31,680 
33,429 
31,896 
31,548 
32,766 
33,974 
33,315 
32,773 
33,605 
33,780 
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Nanw  of  Patentee. 


No. 


Cemeot  for  leather  and  other  Bobetanoes 

Cements  for  roofing  puposes 

Chiurs,  Endless,  and  tread  of  hone  powers . . . . 

Chaina,  Iron,  Making 

Chaor,  Adjustable 

Chair,  Camp 

Chair  for  disseminating  medicated  vi^rs 

Chiur,  Ice 

Chairs,  Rmlroad 

Chairs,  Railroad 

Chairs,  Railroad 

ChauB,  Railroad 

Cbaira,  Railroad,  and  Splicer 

Chairs,  Railroad  coapling 

C^ir,  Reclining 

QiairaQd  bed.  Camp 

Chair,  Lonnge  and  Cot 

Chairs,  ^c,  Spring  bottom  for 

Chair  Backs,  Cutting 

Cha:k  Erasers 

CaieeseVat 

Cheese  Yat  Operator 

Chess,  Bolting 

Chests,  Camp 

Chests,  Camp 

Chests,  Camp 

Ghesu,  Camp 

Chest,  Camp,  and  Cook's  Store,  Combined. . 

Che^i,  Camp  and  Table  combined 

Chimney,  l!amp 

ChimnejB  to  lamps.  Securing 

Chimneys,  Linings  for 

Chimney,  Throat  lor  tire  places 

Chaaney  Top * 

Chronometer  Escapement 

ClmclL  tor  tx>ring  hi  e-arms  c/linders 

Chucks  tor  Lathes 

Chum 

Churu ..••-• 

Churu - 

Chum 

Churu  ...... ......•••..• 

Chum • '" •-. 

Chum 

Chum .....i. 

Chum 

Chum - ••• 

Chum • 

Chum .....•••»••.. 

Chum • 

Chum 

Chum ..••... 

UlUm   ......  ..  m.m  ..  .....A  ....a.  •.••••  ..... 

Gkom * 

Cfaums .•.••...... ». 

Cfaonia -• • 

Chums 

Chums 

Chums - 

Chums 

Ckoms • 

Ghums 

C&itms « 


S.F.  HUton 

Peter  Harder 

G.  E.  Burt 

Edward  Weissenbom 

Amos  Chase 

P.J.Hardy 

J.  W.  SmUh 

l!>ederick  Ashley 

E.  B.  Banker 

Enoch  Wright 

Ira  Leonard 

Arch.  McGuffie 

E.  F.  Barnes 

B.  C.  Smith 

George  Hunsinger 

S.  G.  Crane 

G.  B.  Gorley  and  C.  G.  Brady. .. 

G.  W.  Griswold 

J.  A.  Dyer 

George  Hunger 

Darins  W.  Maples 

C.  M.  Wilkins 

Joseph  BeU 

George  Parr 

George  C.  Lane 

Ambrose  L.  Gamer 

Charles  W.  Irwin 

H.  W.  BaU 

Wesley  Ctiase 

E.  andE.  D.  Dithridge 

Edwin  Bowen 

Charles  Shiyers  and  S.  Ustick 

John£.Layton 

Nicholas  Hackett 

Prosper  Humbert 

Qharles  H.  Alsop 

Samuel  G.  Twambly 

J.  V.  Stevens ^ 

M.  C.  Longacre 

V.  Stirewatt 

Peter  Donwald 

J.  K.  Mickey 

Wm.  Hamilton 

W.B.  Hopkins 

Wm.  Jackson  and  Joseph  Clarke 

John  Stillwell 

C.T.Anderson 

T.  A.  Jebb 

H.  Hagans 

Nelson  Cabel 

Robert  Parker 

S.  W.  Mudge 

S.  W.  Mudge 

Royal  H.  Peck 

Wm.  F.  Armstrong «.. 

C.  D.  VauAUen , 

John  Fowler  and  W.  L.  Wahor  .. 

M.  C.  Cronk 

T.  R.  Markillie 

D.  W.  Seeley..... 

James  H.  Doughty 

Henry  Sidle , 

George  Gceway 

Jsalain  M.  Williams 

MoeesD.  WeUa 


33,065 
33,194 
33,024 
33,014 
3S2,511 

33,oe» 

32,364 
31,S90 
31,071 
31,3^ 
33,78S 
31,816 
33,114 
33,404 
33,393 
33,823 
33,193 
33,63) 
33,388 
33,684 
33,196 
31,935 
31,947 
32,643 
33,529 
3:i,734 
33,940 
33,630 
33,570 
33,438 
33,875 
33,498 
33,591 
31,015 
31,543 
33,675 
33,066 
31,338 
31,355 
31,413 
31,447 
31,554 
31,715 
31,800 
33,350 
32,388 
33,553 
33,097 
33,868 
33*091 

33,363 
33,6ri9 
33,815 
32,814 
.•fci,9W 
:O,930 
33,030 
3:(,  154 
3:^164 
33,469 
33,803 
33,973 
33,439 
31,756 
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Cigars.... 

Cif^arB,  Making 

Cigars,  Making 

Cigars,  Making 

Cigars,  Making  the  bodies  of. 

Cigars,  Putting  on  the  wrappers  of- ; . . . 

Cigar  Holders 

Cigar  Machine 

Cigar  Machines 

Cigar  Machines • 

Cisterns  Wells,  &c.,  Apparatus  for  walling, 
with  grout, 

damp,  Shoemaker's 

Clamping  Machine  for  carpenters 

Clay,  rmverizing  and  Cleaning 

Cloaks,  MUltary 

Cloak  and  Tent,  Conyerilble 

Clocks,  Calendar 

Clocks,  Self-winding .^ 

Clocks,  Tower 

Clocks,  Winding 

Clock  Escapement 

Clock  Escapements 

Clod  Crusher 

Cloth,  Elastic,  Manufacture  of. 

Cloth,  Machines  for  folding 

Cloths,  Teatering  and  drying 

Clothes  Dryer 

Clothes  Dryer v.. 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer,  Sevolying 

Clothes  Frame 

C  lothes  Frame 

Clothes  Frame - 

Clothes  Frame 

Clothes  Frame 

Clothes  Washer  and  wringer 

Clothes  Washer.  (See,also,  Washing  Machines. ) 

Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer 

.  Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer  to  a  tub.  Attaching 

Clothes  Wringer.  (Seo,  also,  Wringing  Ma- 
chines,) 

Clover,  Thrashing  and  cleaning 

Clover  Seed,  Humngand  cleaning 

Clover  Stripper  and  Hay  Bake,  Combined — 

Coal,  Breaking 

Coal,  Breaking 

Coal,  Machine  for  loading 

Coal  and  Ores,  Desulpherizing 

Coal  Hole  Covers 

Coal  Screens 

Coal  Scuttle 

Coal  Sifter 

Coal  Sifter  and  Shovel 

Cocks,  Gas 


Wnu  C.  Kneeland 

George  Barker 

J.  A.  Heald 

Fred.  Wiiterich 

G.  A.  Reiniger 

G.  A.  Reiniger 

Michael  Johnston 

W.  W.  Huse 

Julius  De  Bary 

Herrman  MUll!^  and  Chas.  Majer 
Fred.  Wilford 

Peter  Hanes 

William  R.  Axe 

Geo.  F.  Blake 

F.W.Weiss ^ 

Wm.  B.  Johns 

Galusha  Maranville 

Robert  Hitchcock 

Moses  G.  Crane 

Robert  Hitchcock 

JohnC.  Pitel 

Wm.  Hart 

Charles  Mahan,  sr 

John  W.  NewaU 

J.  D.  Elliott 

J.  S.  Winsor 

J.  H.  Durand 

C.  G.  Sargeant 

Ezra  Buss. 

Duane  Hall 

Chas.  Robinson 

Joel  Lee 

K.  B.  Elliott  and  James  Brown . 

L.  F.  Frazer 

LukeL.  Knight 

M.J.  Knox 

Elliot  Dickerman 

Edwin  R.  Bigelow 

Reuben  G.  Holmes 

Ezeriah  Spanlding 

G.  B.  Griffin 

W.  B.  Rhoades 

Jarvis  H.  Steadman 

OUver  D.Barrett 

R.  R.  Crosby  and  J.  Harris 

Washington  Whitney 

H.  W.Putnam 

D.  Lyman 

William  Rowe 

F.  B.  Cook 

R.  M.  Blair  and  A.  W.  Beatty... 

L.  P.  Gamer 

R.  A.  WUder 

Charles  Busher 

J.  J.  Storer 

John  Gault , 

Jasper  Snell  and  J.  R.  Deihm 

JohnG.  Treadwell 

David  J.  Starrett 

A.  H.  Knapp 

J.  G.  Leffingwell 


33,  M 
32,743 
32,993 
33,687 
33,603 
33,604 
31,806 
31,390 
32,406 
31,51() 
31,503 

31,539 
31,145 
33,810 
33,910 
33,588 
31,618 
33,250 
33,462 
31,242 
32,144 
33,990 
33,624 
33,361 
32,761 
32,021 
31,013 
31,260 
31,868 
31,960 
32,147 
33,853 
33,697 
31,538 
32,104 
32,569 
33,076 
33,232 
33,812 

32,090 
32,475 
32,650 
33,271 
33,411 
33,575 
3:J,861 
33,960 
31,895 


32,209 
32,470 
33,512 
31,451 
31,502 
32,680 
32,012 
32,865 
33,268 
32,158 
32,211 
31,575 
31,465 
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Cocb,  Gas 

Cocks,  Steam 

Cocks,  Steam 

Cocks,  Water  and  gas.  Cases  for 

Coffee,  Eice  and  other  grains,  Scouring,  clean- 
ing and  smutting. 

CoflfeePots 

Cofiie^Pots 

CoQeeandTea  Pots ,.... 

Cofiee  and  Tea  Pots,  Strainer  for 

Coffee  and  Tea  Pots,  Strainer  for 

Coifee  Roaster 

Coffee  Roasters 

Coffee  Steeper 

Coffee  Stmmer 

Coffins,  Metallic 

Comb,  Curry 

Combs,  Cuny , 

Combs,  Curry 

Combs,  Cuiry,  Rivetting 

Condensers,  Setting  tub^  for.. % 

Condenser,  Steam , 

Condensers  for  steam  exigines 

Condensers  for  steam  engines 

Condensers  for  steam  engines 

Condensers  for  steam  engines,  Surfoce , 

Condensers,  Surface,  Tubes  for 

Condenser  and  Water  Heater  for  steam  engines . 

Condensers  and  Coolers,  Tube  sheets  for 

Condensing  steam  or  Cooling  water,  Supply- 
ing water  to  steam  vessels  for. 

Cooking  Apparatus,  Camp 

Cooking  Apparatus,  Portable 

Coolears,  Beer 

Coolers  for  beer  and  other  liquids 

Coolers,  Water,  and  Refrigerators 

Coolers  and  Condensers,  Tube  Sheets  for 

Cooling  frictional  surfaces 

Cooling  and  Freezing,  Apparatus  for 

CopaiTa,  Capsules  ol 

Copies  of  eugravings,  &c.  Reducing , 

CoieCarria^ , 

Corks,  Cutting , 

Cork  Cutting  Machine 

Cork  Cutting  Machine 

Cork  Extractor 

Cork  Fastener  for  bottles.. 

Cerk  Machines 

Cork  Machines 

Cork  Pull 

Com,  Removing  the  husks  from 

Com,  Shelling  and  grinding 

Com  Furrows,  marking 

ComHuskers 

ComShellcrs 

ComSheliers 

CofnShellers... 

ComSheliers 

ComSheliers 

ComSheliers.... - 

CttcnShellers -< 

ComSheUers 

Con  Sheiieip  and  Cleanera 


J.  C.  Wightman 

Alfred  Swadklns 

Thomas  Sanford 

George  Mcllwain 

L.  D.  Hawkins 

David  Stewart 

H.  W.  Mosher 

E.  A.Kelsey 

Wellington  Case 

Kathan  Ames 

Soloman  and  Nicholas  Van  Dyk. 

Henry  E.  Richards 

Rufus  S.  Sanborn 

Daniel  Sherwood 

J.  H.  Renshaw 

Sarah  J.  Wheeler 

H.  L.  Baldwin 

Robert  D.  Porter 

B.  B.  Hotchkiss 

William  A.  Lighthall 

William  A.  Lighthall 

Fr.  B.  Stevens 

Fr.  B.  Stevens 

Wm.  A.  LighthaU 

Joseph  Cragg  and  Samuel  Arch' 

bold. 

D.  H.  Chamberlain 

J..S.  Hooten 

Wm.  A.  LighthaU 

Wm.  A.  Lighthall 

Duncan  McKenzie 

John  and  Wm.  Toothil 

G.  B.  TurreU 

F.  Streubel&A.  Roos 

A.Godley 

Wm.  A.  LighthaU 

A.  Doie 

Alex.  (J.  Twining 

Cauhaupe.. 

J.  A.  F.Lair 

Samuel  Fulton 

H.  F.  Cox  and  Alex.  MiUar 

Alex.  Millar 

Alex.  MiUar 

E.  A.  Bi 
Daniel 
Alex.  MlUar 
Isaac  Q( 
W.  C.  WycJ 

Jos.  Young 

George  Seymons 

George  G.  Crose ^ 

George  R.  WaUter 

C.  C.  French 

Matthew  Trimble 

L.  S.  Bimdy  and  L.  F.  Edgerson. 

Augustus  Adams 

Samuel  McQnistoii 

AncU  Stickney 

Abram  H.  Jones 

S.  J.  Parmele 

M.  F.  WiUlamson  and  J.  J.  Swi- 

gert 


32,804 
32,212 
32,314 
33,592 
3;),  064 

32,011 
32, 141 
32,876 
32,960 
33,316 
33,113 
33,453 
31,910 
32,791 
31,401 
31,199 
32,506 
33,904 
31,064 
33,960 
33,962 
3:),  856 
33,857 
33,951 
33,441 

33,763 
31,600 
32,528 
31,609 

33,367 
33,909 
32,846 
33,549 
31,968 
32,522 
32,823 
34,018 
33,983 
33,485 
32,060 
33,122 
31,253 
31,990 
32,396 
32,306 
32,076 
32,497 
32,394 
34,033 
32,898 
33,478 
31,637 
31,115 
31,839 
:I2,273 
32,971 
33,442 
33,627 
33,648 
34,008 
32,900 
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Corn  Shellers,  Threshing  Cylinder  and  Grind- 
ing Mill. 

Cornstalks,  Cutting  standing 

Cotton  and  Cotton  Stalks,  ]&traoting 

Cot,  Camp 

Cot  and  Bedstead 

Cot,  Lounge  and  Chair 

Cotton  Bales,  Tightening  Bopes  on 

Cotton  Cleaners 

Cotton  Cleaners , 

Cotton  Cleaners 

Cotton  Gin 

Cotton  Gins * 

Cotton  Gins,  Flues  for.. .« 

Cotton  Pickers 

Cotton  Pickers 

Cotton  Scraper 

Cotton  Scrapers 

Cotton  Seed,  Detaching  the  short  fibre  from. .. 

Cotton  and  Com  Stalks,  Extracting 

Coupling  Belt 

Coupling,  Car 

Coupling,  Car 

Coupling,  Car 

Coupling,  Car 

Coupling,  Car 

Coupling,  Car 

Coupling,  Hose ^ 

Coupling,  Hose 

Coupling,  Pipe 

Coupling  for  railroad  cars 

Coup.mgs,  Railroad  car 

Couplings,  Railroad  car 

Couphngs,  Railroad  rail 

Couplings  for  connecting  thills  to  axles  of  car- 
riages. 

Coupling,  ShaH 

Coupling  Links  of  railroad  cars,  adjusting 

Covennes  for  the  head 

Cows,  Milking 

Cows,  Milking 

Cradles,  Grain , 

Cradle,  Rocking 

Crane,  Portable I... 

Cranks,  Avoiding  the  dead  centres  in 

Cranks  of  steam  engines,  Over  covering  dead 
point  in. 

Cncket  Wickets *.! 

Cultivator , 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator *. , 

Cultivator »..fc.., 

Cultivator , 

Cultivator....  ...........•.•••.•.••....«.., 

Cultivator , 

Cultivator 

Cultivator 

Cultivators - 

Cultivators < 

Cultivators 

Cultivators 

Cultivators 


C.  BaUej 

T.  J.  Freeman 

Josiah  Bishop • 

Charles  Mettam 

WUIiamWeUs 

G.  B.  Gurley  A,  O.  G.  Brady  .... 

Charles  Wilson 

E.  W.Tarpley 

E.  A.  Heame 

A.  S.  Eastham 

J.  E.  Ferguson 

J.  F.Brown - 

J.  B.  Peyton 

John  Griffin 

J.  S.  Schuyler 

J.  D.  Houston 

Josiah  Shephard 

L.  P.  Jenks.. 

Josiah  Bishop 

Samuel  Metxler 

Francis  B.  Hall 

Abraham  Stroth 

A.  H.  Trego 

H.  C.  Hunt :.... 

G.  W.  Moffitt 

B.  F.  Sweet 

Ambrose  £.  Barnard 

Henry  Feyh 

Robert  Hale 

Arch.  H.  Rowand 

J.  H.  Osgood,  jr.,  and  F.  B.  Shaw 

R.  M.  Hughes 

A.  N.Gray 

Wm.  H.  Saunders 

Benj.  B.HUl 

Tyler  Andrews 

M.  D.Cohen 

M.  L.  Baker 

W.  D.Nichols 

Daniel  H.ViaU 

W.  A.  N.Long 

L.  A.  Beardsley 

T.  Williams 

John  Griffin 

William  Hanlan 

J.  T.  D.Alexander 

W.  A.  Dryden 

W.H.  Smith 

D.  S.  Stafford 

E.  W.FuUer 

A.  B.  Letter 

Solomon  Dwight 

Charles  Beech  and  Thomas  Brown 

S.M.Goff 

R.  A.  Le^r  and  Z.  B.  Kidder. .. 

Whitman  Price 

J.  W.  Taytor 

C.  W.S.Heaton 

J.  B.  Turner 

Wm.  Sfcrieby 

John  Cox  and  John  A.  Thorp  .. . . 
Charles  Gardner 


32,  lO 

31,928 
31,437 
32,884 
32,919 
33,192 
31,505 
31,069 
31,456 
31,661 
31,062 
32,116 
31,326 
31,165 
32,968 
31,122 
31,484 
32,626 
31,43r 
32,637 
32,223 
32,540 
32,543 
33,841 
33,958 
33,612 
31,103 
33,430 
33,193 
31,036 
31,127 
31,603 
33,036 
31,091 

33,639 
31,289 
33,984 
32,343 
32,379 
32,215 
33,045 
32,608 
31,926 
32,515 

32,869 
31, 101 
31,112 
31,132 
31,133 
31,163 
31, 178 
31,305 
31,367 
31,382. 
31,393 
31,400 
31,416 
31,665 
31,682 
31,683 
31,702 
31,710 
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CiltiTatoi^. 
GoltiTators. 
Galtivators . 
Cultivators . 
CnltiTators . 
CultiTators . 
ColtiTatois . 
CultiTators . 
CultiTators . 
CultiTators. 
CultiTators . 
CultiTators . 
Caltivators . 
Cultivators . 
CultiTators . 
Cultivators . 
Cultivators . 
Cultivating  . 
Cultivators  . 
Cultivators  . 
Cultivators  . 
Cultivators  . 


CnhivatoTS 

Cultivators  . . . . 
Cultivators 


Cultivators 

Cultivators 

Cultivators 

Cultivators , 

Cultivators 

Coltivators,  Cotton 

Cultivators,  Rotary 

Cultivators,  Seeding 

Cultivators,  Seeding 

Cultivators,  Seeding 

Curtain,  Carriage  fastenings 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  roller 

Cushions,  &Cf  materials  for 

Cut-off 

Cut-off  Apparatus  for  Steam  Engines 

Cut-off  gear  for  Steam  Engines 

Cut-off  n>r  Oscillating  Engines 

Cutters,  Button  hole 

Cutters,  Feed 

Cutters,  Meat 

Cutters,  Heat 

Cutters,  Meat 

Cutter,  Paper  and  Rule,  Combined  . . 

Cutters,  Straw 

Cutters,  Stiaw 

Cutters,  Straw 

Cutters,  Straw 

Cutters,  Straw 

Cutters,  Straw 

Cwtere,  Straw 

Omvh  Straw 


Charles  Markell 

W.  F.  Quimby 

Wm.  S.Riggs 

Frederick  Stamm 

O.  W.  Goslee 

Wm.  F.  Veber 

James  A.  Spear,  jr 

Isaac  Stout 

Cbauncey  W.  Emerson 

Ira  Cooper 

G.  W.  Hildrith 

Joseph  YoweU 

T.  S.  Cone  and  H.  8.  Potter 

Josiah  Mumford  and  J.  W.  Wilson 

W.  S.Weir,jr 

M.  Cain  and  W.  Stelfox 

R.  F.  Joynes 

Joseph  and  St.  Clair  Gum 

John  Keozer 

L.  H.  Doyle 

Nathan  Carr,  jr.,  and  John  Carr.. 

G.  W.  Lowbough  and  John  Wil- 
liams 

Henry  Bowers 

W.  H.  Howorth 

J.  B.  Moorhead  and  T.  A.  and  G. 
G.  Pool. 

Riley  Brotton 

A.  Hoffman  and  H.  W.  Limebeck 

J.  B.  Turner 

Jeremiah  Fink 

D.  C.  Gillilund 

George  W.  Rice 

Cicero  Comstock 

J.  Goodman  and  Samuel  Rote 

C.  T.  Settle 

A.  P,  Durant Jt 

W.  2.  W.  and  J.  W.  Chapman, . . , 

E.  M.  Judd 

J.  Y.  Marsh 

Silas  S.  Putnam 

Thomas  G.  Uarold 

George  Gatty 

Henry  W.  Cbace 

George  R.  Kelsey 

Langdon  Sawyer 

Bridge  Frodsham 

Fr.  S.  Stevens 

A.  S.  Walbridgo 

A.  K.  Rider 

William  Craig 

I.  J.  Feaing 

Mathew  Fletcher 

Purches  Miles 

Calvin  Adams 

John  Zeitter  and  Jos.  Zinth 

T.  E.  Oliver 

William  Newbury 

Ira  Reynolds , 

O.  C.Taytor 

U.  T.  Stuart  and  E.  E.  Stewart.  . 

G.  U.  and  J.  Relyea 

Otis  B.  Wattles 

J.  R.*Whittemore 

Uorafia B.  Hawkins. ........... 


31,725 
31,738 
31,742 
31,753 
31,884 
31,917 
3S,0ie 
32,097 
32,1!^ 
38,976 
32,366 
32,391 
32,413 
32,431 
32,442 
32,468 
32,479 
32,560 
32,567 
32,760 
ai,858 
33,044* 

33,129 
33,176 
33.208 

33,235 
33,740 
33,860 
33,986 
33,988 
32,082 
.31,531 
31, 118 
31,564 
32,825 
33,515 
31,246 
31,550 
31,623 
31,643 
32,062 
33,461 
33,708 
32,034 
33,777 
33,858 
33,274 
34,013 
33,477 
32,281 
33,137 
31,097 
32,852 
33,060 
31,5:>6 
31,029 
31,328 
31,417 
31,635 
31,740 
32,096 
33,119 
33,147 
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Catt«n,  Straw  and  hay 

Cutters,  Tobacco 

Catters,  Vegetable 

Catters,  Vegetable * 

Cotters,  Vegetable 

Cutting  bolts 

Cutting  machine,  Sugar 

Cutting  roots 

Cutting  roots,  Machine  for 

Cutting  standing  cornstalks 

Cutting  and  gprinding  apparatus 

CyUnders,  Copper,  Casting 

Cylinders,  Steam,  Relieving  them  of  the  water 
of  condensation. 

D. 

Daguerreotypes,  Mats  for 

Daguerreotype  Cases 

Damper  for  multitubular  steam  boilers 

Dampers  in  steam-heating  apparatus 

Dampers  for  stove-pipes 

Delineator,  Grade 

Derricks,  Floating 

Desk,  Night  readmg 

Diamonds,  Glaziers,  mounting 

Distillation,  Method  of 

Ditching  Machine 

Ditching  Machine 

Ditching  Machine 

Ditching  Machines 

Ditching  and  Tile  Laying  Machine 

Dogs,  £c.  Muzzles  for 

Dooirs,  Coach,  Stop  for 

Doors,  Railroad  Car 

Doors,  Weather  Strips  and  Fasteners  for 

Door  Fastener 

Double  Trees 

Dough  Mixing 

Dough  Mixinp^ 

Dove-tailing  Machine 

Dove-tailing  Machine 

Dove-tailing  Machines 

Drawing  Frame,  Stop  Motion  for 

Drawing  Instrument 

Dredging  Machine 

Drills,  Grain 

Drills,  Rock 

Drills,  Rock 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drilling  Oil  Wells,  Machine  for 

Drilling  Rocks , 

Dusters,  Bran 

E. 

Earth  borinff  machine 

Eftve  TroQC^  Wooden,  and  Piping 


J.  D.  Cochran 

H.  U.  and  H.  A.  Morse 

M.R.HubbeH 

JohnR.  Whittomore  .... 

Earl  Guyer  •.-.*. 

M.  D.  Budd 

WiUiamMoller 

W.C.  Berry 

Jacob  Widner : 

T.J.  Freeman - 

Purches  Miles 

Freeborn  Adflons 

G.  W.  Furman , 


John  Dean , 

RiUphHiU 

J.  R.  Robinson 

J.  J.  Smith 

Zebulon  Hunt 

O.  H.  Bogardus 

George  H.  Brush 

John  Rogowski 

John  Di^inson 

Van  Buren  Ryerson 

O.  Doolittle  and  N.  Eldridge . . . 

C.  E.  Martin 

J.  A.  Benedict  and  G.  W.  Cummings 
George  Ives 

B.  P.  Foster  and  W.  H.  Chaffee . 

C.  F.  Schmidt 

Henry  Killam 

Thomas  Castor 

D.  K-  Fischel 

William  Patten 

C.  C.  Bradley 

William  Hotine 

Elisha  Fitzgerald 

D.  A.  King  and  T.  Norris ,. 

EleazerCoflSn 

E.  L.  Jones  and  M.  E.  Carter... 

H.  G.Williams 

John  P.  Jamison 

Stephen  H.  Long 

H.  A.  and  L.  B.  Meyers 

William  Harson 

A.  Bigelow 

J.  H.  Bean 

Hiram  Moore 

George  W.  Nevill 

J.  S.  Marsh 

Jacob  Strayer 

John  and  Samuel  Fahmey 

John  Sims 

W.  D.  Harrah,  B.  S.  Baldwin, 

and  H.  P.  Jones. 

R.  H.  Lecky 

Truman  Crossett 

George  Clark  and  P.  T.  Elting   . 


J.  G.  Manley  and  F.  Wedge. 
S.T.  Field 


32,640 
31,460 
31,921 
32,247 
33,962 
33,260 
31,005 
33,922 
31,928 
31,096 
32,169 
31, 116 


34,035 
32,562 
31,743 
33,107 
32,834 
32,959 
31,950 
32,148 
33,188 
32,254 
31,376 
31,551 
31,653 
32,772 
33,506 
31,911 
33,892 
32.681 
33,640 
32,712 
33,820 
31,062 
33,432 
31,176 
31,301 
33,087 
32,391 
32,566 
31,811 
32,641 
31,430 
32,967 
31,105 
31,819 
32,078 
32,302 
32,319 
32,598 
aa,792 
33,145 

33,351 
32,963 
31,371 


31,469 
31,449 
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Edging  Macliine 

Egg  Beater 

^g  Beater 

^tftic  shined  g^oods.  Making 

Electric  Currents,  Integrating  inconstant 

Electric  light 

Electric  liffht 

Electric  Machine,  Frictional 

Electricity,  Lightftig  Gas  by 

Electricity,  Obtaining  light  by  fnctional 

Electro  Magnet 

Electro  Magnet 

Electro-magnetic  Bathing  Apparatus   

Electrophorons 

Electro-plating  with  copper  and  other  metals 

the  silvered  surface  of  mirrors,  Ac 
Elevating  grain.  Machines  for 


Elevating  Liquids  by  retained  power. 

Elevators 

Elevators,  Brick 


Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators.  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water,  for  cattle , 

Elevators,  Water,  for  cattle 

Embalming 

Engine,  Air 

Engines,  Air 

Engines,  Air  or  Gas 

"^     '    8,  Caloric,  Utiliung  the  Exhaust  of . . . 

,  Carding 

Carding -. 

,  Carding 

Hot-air 

Engines,  Hot-air 

Endues,  Hot-air 

"*     "    e,  Hydraulic 

liooomotive  for  ascending  inclined 


Name  <^  PMentoe. 


LuoianFay 

Walter  Hart 

William  T.  Nicholson  . 

Richard  Solis* 

Charles  Kifchof 

John  Thomas  May . . . . 

John  Thomas  May 

Robert  Cornelius 

Robert  Cornelius 

Maurice  Wesolowski .. 
A.  G.  Holcomb...^... 

J.  S.  Jenness 

James  Young 

Robert  Cornelius 

Justus  Van  Liebig . . . . 


Engines,  Oscillating 

Eogmes,  Osdllating  Steam 

Engines,  Overcomixig  dead  point  in  cranks  of 

EagiMs,  Rotary 

BagiMB,  Rotary - 


J.  and  H.  Bruchshow  and  W.  8. 
Underbill 

Rufus  Porter 

Otis  Tufts 

J.  H.  Bears  and  B.  Merritt 

J.  M.  Connel 

P.  Anderson 

C.  H.  Dunbrack 

John  M.  Perkins 

C.  F.  Anderson  and  S.  Davis  . . . 
R.  W.  Hunt  and  M.  Kennedy. . . 

Ranson  Bartle 

Calvin  Shepherd 

H.  H.  Hudson  and  G.  W.  Billings 
George  Murray  . 

C.  B&ler 

F.  B.  McGregor 

Eli  Mosher 

A.  W.Dewey.. 

Joel  Lee 

George  Race 

M.  A.  Shepard. 
J.  S.  Rand  .... 


J.  W.  Graham  and  J.  M.  Topliff. . . 

A.  H.  French 

Joseph  Rider 

MiloD.  Wilder 

D.  B.  Chatfield  and  J.  M.  Dutcher 

Nathan  Miller 

M.D.  Wilder 

Thomas  Holmes 

J.  J.  £.  Linair 

Richard  Lord 

Peter  Shearer 

P.Shaw 

Daniel  a  KimbaU 

George  Bradley 

Joseph  Davis 

Steven  Wilcox,  jr 

Philander  Shaw 

Philander  Shaw 

Kellis  Horde 

Sylvester  Marsh 


M.  £.  Bollinger  . 
Edmond  Russell . 

John  Griffin 

John  B.  Root 

C.  Christensen., 


No. 


33,100 
31,663 
%{,886 
31,838 
31,645 
33,467 
33,468 
32,364 
32,471 
31,273 
32,478 
32,874 
32,338 
32,353 
33,721 

33,634 

33,290 
32,441 
31,728 
31,006 
31,365 
31,377 
31,618 
31,769 
31,888 
31,9^ 
32,161 
32,191 
32,337 
32,348 
32,674 
32,680 
32,620 
32,639 
^,648 
32,665 
32,713 
32,767 
32,862 
33,007 
33,166 
33,605 
32,676 
32,661 
33,885 
31,722 
33,306 
33,215 
3S,497 
33,744 
33,762 
33,972 
31,924 
32,465 
33,799 
33,039 
33,265 

31,775 
32,787 
32,615 
32,906 
33,1^4 
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No. 


Engines,  Rotary 

Engines,  Steam 

Engines,  8team 

Engines,  Steam 

Bng'mes,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam .....i 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam < 

Engines,  Steam I 

Engines,  Steam,  Feed  water  heating  pipes  of. 

Engines,  Steam,  Packing  for 

Engines,  Steam,  Safety-plugs  for 

Engines,  Steam  and  hot-air ^ 

Engravings,  4&c.,  Reducing  copies  of 

Envelopes 

Envelopes 

Epaulets 

Erasers - 

Erasers,  Chalk 

Eraser  and  Eraser  Sharpener 

Evaporating  pan  for  Saccharine  juices 

Evaporator  for  Hot-air  pipes 

Excavating  Machine 

Excavators 

Excavators 

Excavators 

Excavators 

Excavators,  Post  hole ■ 

Excavators  for  water  courses  having  currents. , 

Extracts  under  pressure,  Making 

£^elet  machines 

F. 

Fabrics,  Fibrous  water-proof 

Fan,  Exhaust 

Fan,  Table 

Fan  Blower 

Fan  Blower 

Fan  and  Fly  Brush,  Automatic 

Fares  taken  on  public  conveyances,  Apparatus 

for  ascertaining  the 
Farinaceous  Substances,  Dessicating  and  taire- 

fying. 

Fatty  Substances,  Bleaching 

Faucets 

Faucets 

Faucets 

Faucets :. — 

Faucets 

Faucets 

Faucets,  Measuring 

Feathers,  Apparatus  for  cleaning 

Feathers,  Cleaning  and  renovatmg 

Featbers,  Dressing 

Felloe  machine 

Felt  cloth,  Forming  bats  for 

Felt  cloth,  Making 

Felting  machines • 

Fences,  Farm,  Portable 

Fences,  Field 

Ftfice^  Field, Portabk... 


William  H.  Devalin.. 

W.  S.  Bean... 

T.  Tisdale  Carpenter. 

P.  L.  Weimer 

Peter  Murray 

S.  H.  Whitmore 

SethH.  Whitmoi«..- 
John  R.  Armstrong . . 

J.  R.  Robinson 

E.  W.  Smith 

Jacob  Bradley. ...... 

Andrew  Buchanan . . . 

B.  Crawford 

J.H.Gould 

J.  R.  Robinson 

D.  Musselman 

J.  A.  F.  Lair 

Joseph  Gray 

Joseph  Reckendorfinr . 

W.H.Gray 

James  M.  Hicks . . . . . 

George  Munger 

John  Goult 

J.  V.  Harter 

G.  F.  J.  Colbom 

W.  F.  Wickersham.. 

William  Randall 

Arch.  Kirby 

Jesse  Bartoo . . 

Thomas  Hutchinson  . 

J.  D.  Owen 

N.  Vflm  Deventer  . . . . 
A.  A.  Burlingame. . . . 
Samuel  J.  Smith 


John  Wilson  ..... 

RansonCook 

A.  R.  Traber 

Ranson  Cook 

J.  F.  Leitch 

Sophia  Carpenter  . 
D.  F.  Haasz 


F.  Huckins  and  E.  C.  R.  Walker, 


F.  F.Mayer 

Ralph  Graham 

John  S.  Davison 

John  Neumann 

A.  W.  P.  Ladd 

Erastus  Stebbins 

Edwin  Parks 

A.  Houpt  and  J.  K.  Griffith. 

William  Mills 

JohnR.  Morrison 

Samuel  Orr 

C.  H.  Denlson 

Thomas  B.  Butler 

G.  G.  Bishop 

G.  N.  Bronson 

H.  C.  Foote 

Isaiah  G.  Inskeep 

G.  B.  Mallotto 


33,379 
31,138 
31,226 
31,272 
31,474 
31,500 
31,920 
32,039 
32,205 
32,538 
33,181 
33,981 
31,874 
31,51s 
32,206 
32,200 
33,486 
31,801 
32,813 
33,702 
32,286 
33,684 
33,304 
33,942 
31,158 
32,660 
31,905 
32,194 
^,494 
32,997 
33,814 
33,460 
31,951 
32,068 


34,021 
33,603 
31,268 
33,694 
34,028 
32,970 
31,513 

31,768 

33,005 
31,799 
3^053 
32,201 
32,699 
32,797 
32,888 
32,996 
33,594 
33,489 
31,993 
31,443 
33,426 
32, 6U 
32,042 
33,987 
31,607 
31,611 
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Name  of  Patentee. 


No. 


Fences,  Field,  Portable 

Fence,  Field,  Portable 

Fences,  Metal 

Fences,  Picket 

Fence,  Pickets,  Sharpening 

Fences,  Portable 

Fertilizers 

Fertilizers,  Sowing 

Fibrous  Materials,  Cleaning 

Fibrous  Material,  Machine  for  reducing 

Filamentous  matter  from  trees,  Extracting . 

Files,  Paper 

Files  and  Basps 

FUters. 

Filters 

Filters 

Filters,  Portable • -. 

Filters,  Water 

Filtering  Cup 

Filtering  Stopper 

Fire- Arms 

Fire- Arms 

lire-Arms 

Fire-Arms 

Fire-Arms 

Fre-Arms 

Fre-Arms 

Frc-Arms 

Fire-Anns 

Fire-Arms 

Frc-Arms,  Adjustable  back  sight  for . 

Fire-Arms,  Automatic  primer  lor 

Fire-Arms,  Breech-loaaing 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breeeh-loading 

Fre-Arms,  Breech-loading 

Frc-Arms,  Breech-loading 

Fre-Arms,  Breech-loading 

Fire-Arms,  Breech-loading -. 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loitding 

Fire-Arms,  Breech-loading 

Fre-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech  loading 

Fire-Arms,  Breech-loading 

Frc-Arms,  Breech-loading 

Fire- Arms;  Hammer  Guard  to 

Fire-Arms,  Revolving 

Fre-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fre-Arms,  Revolving 

Fre-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolvinc" , 

Fiie-Arm  Cylinders,  Chuck  for  boring 

Fire  Escape 

FreEsd^w 


Fife  Escape . 


O.  H.  P.  Orendorft 

David  Denham 

Henry  Noblit 

George  W.  T.  Grant 

H.  F.Bond 

Fred.  Richer 

John  0*Doris 

JohnP.  KUler 

C.  G.  Sargeant 

Reuben  Daniels 

A.  C.  Vautier 

Thomas  P.  Yates 

Thomas  Sheehan 

L.  P.  Jenks 

George  Norris ^ , 

Benjamin  Arnold 

H.  A.  Hall 

Andrew  T.  Dunshee 

Lewis  Jennings 

George  H.  Mellen 

Daniel  Moore 

Eugene  Lafaucheux 

C.  A.  McEvoy 

William  McCord 

Lorenzo  Sibert 

Albert  V.Hm 

J.H.Merrill 

J.  H.MerriU 

J.  A.  DeBrame 

Benjamin  F.  Joslyn 

C.  Sharp 

J.  H.Wells 

C.O.Wood 

Frederick  Townsend 

J.  H.  Merrill 

J.  H.  Merrill 

Herman  Schroder 

Christian  Sharps 

William  Palmer 

C.  D.  Shubarth 

Anton  Spellerberg 

Frederick  Curtis 

James  H.  Morrill 

F.  J.  Vittum  &  E.  M.  Stevens. ., 

Christian  Sharps 

C.  H.  Ballard 

S.  W.  Marsh 

Thomas  Lee 

Arnold  Hamilton 

Daniel  Moore 

Wilson  H.  Smith 

C.  Sharps 

C.  R.  AJsop ■ 

Ethan  AUeu 

William  H.  Elliot 

Ethan  Allen 

Charles  H.  Alsop 

Henry  Gross 

Anthony  Smith , 

Thomas  Shaw 

Charles  H.  Alsop 

Levi  Jewell 

J.  W.  Sprague,  James  Jones,  and 

A.  W.  Tj-rreU. 
J,  A.  Law 


33,792 

33,927 

33,211 

31,594 

32,960 

33,163 

34,039 

31,084 

33,852 

31,154 

33,551 

33,554 

31,331 

31,352 

32,202 

32,815 

32,361 

33,340 

33,281 

33,443 

31,473 

31,809 

31,815 

31,933 

32,316 

32,421 

32,450 

32,451 

32,6a'> 

33,435 

32,899 

34,020 

31,05(» 

31,268 

32,032 

32,03:^ 

32,653 

32,790 

32,887 

32,895. 

32,929» 

33,317 

33,536 

33,^560 

33, 6W 

33,.631 

33,655 

33,745 

33,769 

33,847 

33,907 

33,546 

32,333 

33,328 

33,382 

J^3,509 

33,770 

33,836 

34,016 

34,032 

32,675 

31,173 

31,216 

31,248 
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Fire  Escape 

Fire  Escape 

Fire  Escape 

Fireplaces 

Fireplaces 

Fireplaces 

Fireplaces 

Fireplaces --• 

Fireplaces,  Backplato  and  chimney  tliroat  for . 

Fireplaces,  Portatle 

Fireplace  Heater 

Fireplace  Heater 

Fisn,  Manufacture  of  manure  from 

Fish,  Preserving 

Flax  dressing » 

Fliers 

Flocl^,  Machines  for  Sifting 

Floor  clamp 

Flour,  Cooling  and  drying 

Flour  Sifter - 

Flower  Pots 

Flower  Pots 

Flower  Pots 

Fluid  Compositions,  burning 

Foot  Scraper 

Forffe,  Blacksmith's,  Portable 

Forks,.  Hay-elevating 

Forks  and  Spoons  to  knives,  Means  of  Attach- 
ing. 

Fracture  Apparatus 

Fracture  Apparatus 

Fracture  Bedstead  ...w 

Freezers,  Ice  cream 

Freezers,  Icecream 

Freezers,  Ice  cream 

Freezing,  Apparatus  for  cooling  and 

Friction  Clutches 

Fringe,  Making ' 

Fruits,  Buildings  for  preserving 

Fruit-drying  Apparatus 

Fruit  Gatherer 

Fruit  Gatherers 

Fruit  Gatherers 

Fruit  Gatherers 

Fruit  in  barrels.  Pressing 

Fruits  and  plants,  Method  of  growing 

Furnaces,  Blast,  &c.,  Heating  air  for 

Furnace,  Combination  of  Cooking  Stove  and 
Air-heating. 

Furnaces,  Engine,  Air-heating  apparatus  for.. 

Furnace  for  galvanizing  iron 

Furnaces  for  heating  buildings 

l*\imaces.  Hot-air 

Furnaces,  Hot-air - 

Furnaces,  Hot-air 

Furnaces  for  the  Manufiacture  of  Iron  and  Steel. 

Furnaces  for  Locomotives,  Blowers  to 

Furnaces  of  Locomotive  Engines,  Increasing 
the  draught  of 

Furnaces,  Refining  and  puddling 

■  I'umaces,  Refining  and  smelting 

Furnaces,  Reverberatory,  CoiLstructing  the  fire- 
chambers  in,  and  operating  the  fires  of. 

Furnaces  for  smelting  iron  ore 

Fumacds,  Steam-boiler 


Name  of  Patentee. 


William  Miller 

John  W.  McKenzie 

Aaron  Schute 

John  McMurtry 

B.  F.  Cowan 

J.  S.  Ganson  and  C.  F.  Coit 

J.  E.  Layton 

James  R.  Hcndrickson 

John  E.  Layton 

William  B.  Johns 

F.  L.  Hadenberg 

Samuel  S.  Bent 

J.B.Hyde 

Enoch  Piper 

G.  F.  Schaffer 

Joseph  B.  Clark 

J.  F.  Greene 

James  L.  Clough 

S.  N.  Park  and  J.  A.  Staats. 

A.  E.  and  J.  B.  Blood 

Otto  Eberhardt 

Thomas  Griffin 

Thomas  J.  Mayall 

B.  F.  Hobard 

Alexander  Ralph 

M.  De  La  Montanya 

Levi  A.  Beardsly 

Nathan  Ames 

John  Whitten 

Theod.  Burr 

Ezeldel  Daniels 

E.  P.  Forrey 

H.  B.  Masser 

Oscar  Paddock 

Alex.  C.  Twining 

R.  Reynolds 

L.  D.  Valletton 

Benjamin  ,M.  Nyer 

Eli  Duncan 

L.  M.  Parker 

M.  L.  Bym... 

N.  H.  Bruce 

Mark  Lounsbury 

E.  S.  Holmes 

A.  C.  Chamberlain 

Henry  Davies 

P.  J.  Ackerman 

JohnH.  Shotwell 

Wm.  Blake 

Joseph  Leeds 

A.  H.  Camp 

John  Adams 

Solomon  Mead 

J.  W.  Nystrom 

F.  B.  Blanchard 

John  Sweeney 

S.  M.  Falos 

S.  M.  Fales 

Jacob  Reese 

Patrick  Kerr 

J.  R.  Robinson 


No« 


32,778 
33,710 
33,757 
31,212 
31,785 
3.>,283 
32,700 
33,349 
33,591 
33,995 
32,364 
33,412 
33,706 
31,736 
33,625 
33,866 
31,514 
32,120 
32,433 
33,293 
31,306 
32,942 
33,205 
31,457 
33,491 
33,479 
33,288 
33,730 

31,501 
32,229 
31,958 
31,497 
32,138 
33,850 
34,018 
34,012 
31,916 
31,rJ4 
32,597 
31,475 
31,527 
32,973 
33,843 
31,689 
33,774 
33,521 
31,144 

33,801 
31,696 
31,892 
32,974 
33,819 
34,003 
33,446 
32,614 
3:J,011 

32,280 
32,279 
31,327 

32,426 
31f627 
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Name  of  Patentee. 


No. 


Furnaces,  Steam-boUer 

Farnacea,  Steam-boiler 

Furnaces  for  Steam  boilers 

Furnaces  of  Steam  boilers,  Promoting  combus- 
tion in 

Fumacea  for  treating  iron  ores 

Yuse  for  explosive  projectiles,  Safetjr  concus- 
sion 

Fuses  to  Shells,  Applying  ....•- 

G. 

Gaiters,  Ankle-snpportiug 

Gaiters,  Congress 

Gaiters,  Elastic  Stretching 

Games  of  chance.  Selecting  balls  for 

Gas,  Electrical  apparatus  tor  lighting 

Gas,  Lighting  b^  Electricity 

Gas,  Naphthalizing 

Gas,  Kaphthalizing 

Gas,  Water  Apparatus,  Portable 

Gas,  Water  Manufacture  of 

Gas-generating  Steam-boiler 

Gas,  Holder  Dry 

Ga»  Lights,  Apparatus  for  lighting  and  extin- 
guishing. 

Gas  RegnUitors 

Gas  Kegulators 

Gas  R^ulators 

Gates 

Gates 

Gates,  Approach-opening 

Gales,  Approach-opening 

Gates,  Automatic 

Gates,  Automatic 

Gates,  Canal  lock 

Gates,  Farm 

Gates,  Farm 

Gates,  Flood 

Gate  Post,  Non-swagging 

Gauge,  Pressure 

Gauge,  Pressure 

Gauge,  Pressure-- - 

Gauge,  Steam-pressure 

Gauge,  Steam-pressure 

Gauge,  Tucking 

Gauges  for  clapboards 

Gauges,  Water,  for  steam  boilers  .* 

Gauges,  Water,  for  steam  boilers 

Gear,  Kunning  Railroad  Cars 

Gearing  for  driving  machinery 

Gearing  for  gas  meters 

Gearing  for  machinery.  Friction 

Generators,  Steam 

Geographical  outlines  on  moulded  elastic  globes, 
Believing. 

Geometrical  lines,  &^,  Instrument  for  de- 
termining. 

Glass,  Grooved  rule  and  self-acy'usting  dia- 
mond for  cutting. 

Glass  Sha^  Grinding 

Globes,  moulded  elastic,  relieving  Qeographi- 
cidontlines  on. 

Ohie,  Hanafiietnie  of 


J.  R  Robinson 

J.  R.  Robinson 

James  Millholland 

J.  C.  Tiffany  andO.  G.  Heermance 

Isaac  Roger i 

J.  P.  Schenkl 

R.  P.  Parrott 

T.  O.  Rich 

H.  8.  HoUnes 

Alva  Worden 

Mortimer  Nelson 

S.  B.H.Vance 

Robert  Cornelius 

E.  Dwight  Kendall 

W.  H.  Gwynne 

Charles  Harasythy 

W.  H.  Gwynne 

John  Laing 

N.  Aubin 

N.  S.  Manross 

C.  L.  Herring 

Thomas  Powers  -.., 

G.H.Smith 

Hiram  Barber 

George  C.  Flaj 
R.  Brinkerhof 

W.  T.Cole 

Enos  Waterbury 

H.  W.  Miskimen 

Robert  Taylor 

H.  Gray  and  W.  A  Bury 

H.  R.  Sloat 

R.  Keese,  D.  T.  Ward,  and  J.  G. 
Wilkinson. 

Isaiah  Johnson 

John  Leavens 

R.  Finnegan  and  A.  F.  Schulte. . 

Wm.  Burnett 

Wm.  Burnett 

H.  T.  Crocker 

G.  C.  Munson 

Stephen  Inman 

Herman  Shlarbaum 

W.  B.  LeVan 

S.  Howard 

McClintock  Young,  jr 

Johns.  Elliott 

F.  P.  Dimpfel 

F.  E.  Schmidt 

H.  B.  Goodyear 

R  P.  Light 

John  Dickinson 

C.  C.  P.  Waterman 

H.  B.*GU)odyear 

Charles  W.  Cooper 


31,744 
32,313 
32, 076 
31,938 

31,580 
33,495 

33,662 


31,259 
32,291 
3:^,  456 
32,5Hl 
31,359 
32,471 
31,720 
:i2,222 
32,362 
33,249 
31,985 
32,676 
31,322 

31,168 
32,312 
32,670 
31,435 
31,965 
32,4('7 
33,338 
33,723 
33,896 
31,8:« 
31,8('0 
32,793 
33,201 

33,590 
31,721 
32,414 
33,063 
33,279 
32,911 
31,1^5 
33,199 
31,632 
32,775 
32,423 
32,733 
31,791 
31,6S9 
31,329 
31,311 

31,987 

33,380. 

33,175 
31,311 

32,979 
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Gold  and  Silver  Ores,  Treating 

Gold  from  earths,  dc^.,  Separating 

Gold  Washer 

Governor,  Steam-engine 

Governors  for  steam  engines 

Governors  for  steam  engines,  Centrifogal 

Grain,  Machine  for  binding 

Grain  Binding  Machine 1 

Grain,  Machine  for  hulling,  cleaning,  and  grind- 
ing. 

Grain,  Measuring  and  Sacking 

Grain,  Thresher  and  cleaner  of 

Grain,  Threshing  and  Separating 

Grain,  Threshing  and  Separating 

Grain  Threshing  and  Separating  Machine 

Grain  Cleaners 

Grain  Dryer 

Grain  Measurer  and  Begister 

Grain  Smut,  Composition  to  prevent 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grai  n  Separate rs 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators -. 

Grain  Separators .* 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators,   Threshing  Machines  and 
Straw  Carriers. 

Grainer*8  Tools 

Grates,  Fire 

Grates,  Furnace 

Grates,  Stove 

Grates,  Tubular,  for  steam  boilers 

Grenades,  Hand 

Gridirons 

Grinding  Apparatus,  Cutting  and 

Grooving  Machines 

Guano  Spreaders 

Guard,  Cattle,  for  Railings 

Guides  for  laymg  Card 

Gun,  Air 

Guns,  Harpoon 

Guns,  Heavy  Manoeuvring 

Guns,  Heavy  Operating 

Guns,  Platoon,  or  battery.  Portable 

Guns,  Kifling 

Gun  Battery,  Repeating 

Gun  and  Bayonet  Battery 

Gus-Capping  Instrument I 


John  Hastings  and  L.  P.  Gautier 

S.  H.  Mead 

Morris  Bradley 

John  H.  Pomeroy 

Junius  Judson 

C.  T.Porter 

Stephen  Reynolds 

W.  W.  Burson 

Charles  F.  CampbeU 

D.  M.  Cochran 

Wm.  Pieipoint 

Cytub  Roberts 

Hiram  Aldridge 

Jacob  Seibold 

Lewis  and  Jacob  Biiller 

Samuel  Schuyler 

J.  A.  Cluxton 

A.  N.  Overton 

EUis  Michael , 

A.  Fanckboner 

Jefferson  Marsh 

James  Matthews 

12.  Davis  and  Alonzo  Palmer 

Byron  Rice , 

W.  E.  Gaunt  and  B.  B.  Hinman.. 

Andrew  Hunter 

Linus  Merrill 

G.  B.  Turner  and  J.  A.  Yaughan 

George  Lull 

S.  M.  WirtzandF.  Swift 

Charles  B.  Martin 

J.  A.  Scott 

H.  H.  Seeley  and  P.  Griswold.... 

A.  J.  Vantuyl 

A.  P.  Merrill 

Henry  H.  Beach 

Jacob  Meyer 

W.  M.  Watson 

A.  H.Dixon 

J.  Furgusson 

Aaron  Higley 

Wm.  Pierpont 

R.  A.  Adams 

Joseph  Tiberi -., 

Marcus  M.  Rounds 

John  Mayer 

S.  C.  Sturtevant 

Wm.  F.  Ketchum 

Jacob  Shaver  and  A.  C.  Corse 

Purches  Miles 

J.H.Taylor 

L  J.  Saunders 

James  Forrest 

Wm.  Taylor 

Geo.  W.  B.  Gedney 

T.  W.  Roys 

Joseph  Stewart 

P.  F.  Jones 

C.  Stauf  and  C.  J.  Steinbach 

W.  H.  Gwynne 

Ezra  Ripley 

Jdel  W.  Andrews 

Edgar  D.  Seeley 


31,598 
33,257 
33,376 
33,903 
33,743 
32,583 
31,402 
31,526 
33,336 

33,186 
33,049 
32,085 
32,502 
32,896 
33,956 
31,191 
31,530 
33,400 
31,096 
31,114 
31,428 
31,577 
31,591 
31,675 
31,711 
31,981 
31,989 
32,017 
32,071 
32,099 
32,429 
32,454 
32,723 
32,729 
32,883 
33,231 
33,537 
33,617 
33,636 
33,639 
33,838 
34,010 

31,363 
31,914 
31,676 
33,919 
32,541 
33,089 
31,482 
31,098 
33,501 
31,409 
33,035 
31,494 
33,344 
31,190 
33,803 
33,891 
M,017 
33,884 
33,544 
33,731 
33,626 
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Gonpowder,  to  serve  es  char^ges  for  Fire- Arms. 

Gim-fitocks  to  piBtoIs,  AttacJong 

Gynmasiiun,  Portable 

Gymnastic  Apparatus 

H. 

Hair<noth,  Looms  for  weaving 

Hair-Crimper 

Halter  for  Horses 

Hames 

Hammers,  Steam 

Hammers,  Steam 

Hammock 

Hand  Grenades 

Handles,  Auger 

Handles,  Broom , 

Handles,  Kettle 

Handles,  Plongli  Turning 

Handle  for  hammers,  etc 

Handle  for  hoes , 

Handle  to  hoes.  Securing 

Handles  of  mining  picks,  Fastening 

Handles  to  picks,  etc,  Attaching 

Harness  for  preventing  the  forefegs  of  horses 
from  intenering. 

Harness  for  shbeing  horses 

Harrows 

Harrows - 

Ham)W8 

Harrows  .- - 

Harrows .... 

Harrow,  Rotary , 

fiarrows.  Rotary 

Harrows,  Rotary 

Harrows,  Rotary , 

Harrows,  Seeding 

Harrows  and  Sowers,  Combined , 

Harrow  Frames , 

Harvesters , 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters - 

Harvesters 

Harvest^B - 

Harvesters 

Harvesters 

Harvesters 

Harvesters -- 

Harvesters -- 

Harvesters 

Harvesters 

Harvesters - 

Harvesters 

Harvesters .- 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters - 

Harvesters 

Harvesters 

Harvesters 


John  H.  Brown 

E.  B.  Savage 

W.  andG.  Hamlon 

F.  Veerkamp  and  F.  Leopold 

Isaac  Lindsley 

W  F.  George 

J  E.Marshall 

Rnsel  Hazard 

R.  R.Tavlor 

Robert  Idorrison 

W.  H.  Forbnsh 

Wm.  F.  Ketchnm 

L.  L.  Pollard 

Wm.  H.  Towers 

Joseph  Warner 

F.  C.  Coppage 

Thomas  PniUips 

Samuel  Reynolds 

W.  L.  Clement. 

D.  Sheets  and  Jc^hn  B.  Press . 

W.  H.  Livingston 

D.  G.KetteU 

J.  P.  Reynolds ^ 

Samuel  Miller 

Moses  BnckUn 

T.C.Hooker 

J.  T.  Foster 

John  Adams 

William  H  Hain 

L.  S.Tyler 

Alonzo  W.  Olds 

Alonzo  Olds 

Edward  Badlam 

James  Brewer 

J.  Brainerd  and  E.  F.  Olds. . . 

George  Esterly 

George  Esterly 

D.  8.  Morgan 

C.  G.  Dickinson 

J.  R.  Tinker 

J.  B.  Smith 

P.  H.  Standish 

John  Blue 

Adam  Pritz 

James  Pine 

J.  S.  Marsh 

Ira  Jewell 

C.P.Wing 

Fred.  Landon 

Robert  Brown 

G.  W.  Richardson 

Wm.  K.  Miller 

McClintock  Young,  jr 

J.  Q.  A.  Frazier 

G.  S.  Reynolds 

John  Woody 

WordenP.  Penn 

John  F.  Sciberling 

Wm.  Mcintosh 

James  Pine 

E.  P.  Russell 

W.  A.  Wood 


33,060 
32,01^3 
31,059 
33,583 


32,634 

31,234 

32. 8:^7 

3:J,280 

31, 041 

33,595 

33, 678 

33,089 

32,890 

33,5(»2 

31,198 

32,910 

31,997 

32,146 

32,275 

33,454 

33,394. 

31,174 

31,213 
31,731 
32,462 
32,564 
32^599 
33,327 
31,813 
31,341 
33,212 
34,007 
32,554 
33,377 
31,865 
31,158 
31, 159 
31,183 
31,229 
31,339 
31,486 
31,490 
31,774 
32,080 
32,266 
32, -375 
32,400 
32,443 
32,446 
32,556 
32,669 
32,707 
32,807 
32,828 
32,915 
33,120 
33,263 
33,496 
33,533 
33,557 
33,712 
33,86U 
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Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters,  Binding  Attachment  to 

HarvosterSf  Binding  Attachment  to 

Harvesters,  Bindmg  Attachment  to 

Harvester,  Cane 

Harvesters,  Ciover 

Harvesters,  Clover 

Harvesters,  Com 

Harvesters,  Com 

Harvesters,  Com  and  Cane 

Harvesters,  Cutting  Apparatus 

Harvesters,  Cutting  Apparatus  of 

Harvesters,  Cutting  Apparatus  for 

Harvesters,  Cutting  Apparatus  for 

Harvesters,  Fingers  for 

Harvesters,  Finger  Guards  for 

Harvesters,  Finger  Guards  for 

Harvesters,  Finger  Guarjls  for 

Harvesters,  Fiuger  Guards  for 

Harvesters,  Fm^er  Guards  for 

Harvesters,  Gram  and  Grass 

Harvesters,  Grain  and  Grass 

Harvesters,  Guard  Fingers  for 

Harvesters,  Reels  for 

Harvester  Cutter  Grinder 

Hai-vesting  Machmes 

Harvesting  Machines 

Hnrvestmg  Machmes 

Harvestmg  Machines 

Harvesting  Machmes 

Harvesting  Machines 

Harvesting  Machines 

Harvestmg  Machines I 

Harvestmg  Machines , 

Harvesting  Machmes 

Hai-vestmg  Machines , 

Hats,  Die  for  pressing 

Hats,  Machine  for  finishing 

Hats,  Men's 

Hals,  Mihtary 

Hats  and  Caps,  Shaping  and  embossing 

Hat  Blocks 

Hat  Bodies,  Felting 

Hat  Bodies,  Felting 

Hat  Bodies,  Forming 

Hat  Bodies,  Machine  for  making 

Hat  Bodies,  Sizing 

Hay,  Loading 

Hay,  Machine  for  gathering 

Hay,  Machine  for  loading 

Hay,  Raking  and  cocking 

Hay,  Raking  and  loadin^r  .v 

Hay,  Turning  and  spreading 

Hay,  Gram,  Ac,  Ventilating 

Hearth,  Blacksmith's 

Heaters 

Heaters  for  Cheese  Vats 

Heaters,  Parlor 

Heater  and  Boiler 

Heating  Apparatus 


Daniel  L.  Emerson 

Harvey  L.  Hopkins 

R.  H.  C.  Preston ^... 

George  8.  Knapp 

E.  P.Russell 

William  Van  Anden 

S.D.  Harris 

Clark  Alvord 

C.  Powers  and  P.  Lancaster 

W.  B.  Robertson 

Frederick  Decker 

David  Hiuklo 

J.  V.  Brower 

S.  H.  Hamilton 

Wm.  M.  Mason 

D.  H.Thayer 

T.  C.  Hargraves 

A.  Stoler  and  S.  A.  Sisson 

L.G.  Kmffen 

E.P.  Russell 

M.  L.  Ballard 

M.L.  Ballard 

M.  L.  Ballard '. 

M.  L.  Ballard 

Lewis  Miller 

O.  Billing ;.... 

Lewis  Miller 

K.  H.  C.  Preston 

E.  P.  Russell 

E.  F.  Keeling 

E.H.  Wheeler 

Rufus  Dutton 

F.  H.  Manny 

Thomas  S.  Whitenack 

T.  C.  Hargrau 

Franklin  Clark 

Wm.  A.  Kuby 

J.  M.  Oiput 

Wm.  Nctf 

J.  C.  and  C.  N.  Mabeny 

Lewis  Miller 

Wm.  E.  Doubleday  andS.  H.  Lyon 

J.  H.LeBau..... 

Thomas  W.  Adams 

C.  L.  Pascal 

A.  L.  Bailey 

W.  W.  Cumberland 

Roswell  Northrop 

Russell  Smith 

G.  E.  Beatty  and  C.  8.  Beatty . .. 

J.  F.  Greene 

W.  E.Hatfield 

J.  B.  Mcintosh 

F.  F.  Fowler 

L.  Mishler 

L.'R.  Stone 

M.  G.  Couch 

E.  W.  Rullard 

Abel  Post 

John  Cavender 

George  W.  Oakeley 

Howell  Cooper 

John  Carton 

8.  A.  WiUett 

Ambrose  Kohler 


33,918 
33,943 
3:^,975 
33,997 
34,014 
34,01» 
31,540 
31,584 
33,(i01 
31,406 
3^,416 
32,092 
33,0:i6 
33, 142 
33,204 
31,6.'>4 
33,941 
3:J,9C6 
33,999 
31,745 
31,2  8 
31,219 
31,220 
31,284 
31,285 
33,091 
3:^,695 
33,265 
33,713 
33,043 
31,-275 
31,378 
32, 197 
32,216 
32,233 
32,002 
32,7:J6 
3;i,  i:.8 
33,539 
33,748 
3;i,645 
31,592 
31,177 
34,043 
33,900 
31,944 
31,442 
31,7:« 
32,500 
32,346 
31,053 
33,867 
31,470 
^,162 
33,359 
31,5<i8 
32,8<i0 
32,:i50 
32,584 
33, 132 
33,849 
31,373 
33,474 
32,731 
32,427 


Digiti 


zed  by  Google 


INDEX. 


XXV 


InTention  or  Difcoveiy. 


Name  of  Patentee. 


No. 


Heating  Apparatus 

Heating  Apparatus 

Heating  Apparatus,  Steam. .^ 

Heating  Appaiatos,  Steam^  Automatic  Begu- 
lator  for. 

Heating  buildings 

Heating  Railroad  Cars  with  steam 

Heating  and  ventilating  Railroad  Cars 

Hemmer  and  Finger  S^eld  for  hand  sewing  .. 

fiemmers  and  Folders .* 

Hemmers  for  hand-sewing 

Hemming  Guides 

Hemming  Guides 

Hemp  or  tlax.  Dressing , 

Hides,  Dressing 

Hmge 

Hmg«« 

Hinges 

Hinges,  Butt 

Hinges,  Butt,  Making 

Hinges,  Gate 

Hinges,  Kiveting 

Hoes 

Hoes,  Garden  — 

Hoes,  Manufacture  of 

Hoe  Blanks,  Machine  for  manufacture  of 

Hog  Cholera,  Medical  compounds  to  cure 

Hogs  from  rooting.  Preventing 

Hoisting  Apparatus 

Hoisting  Block 

Hoisting  Devices 

Hollow  Ware,  Hangpng  coven  to  Bailed  me- 

taHic 

Hominj  Machine 

Honeycomb,  Artificial 

Hooks  for  attaching  and  detaching  boats 

Hooks,  Fish 

Hooks,  Hold-Back 

Hook  Ladder,  Adjustable 

Hook  for  nautical  use 

Hook,  Safety,  for  harness 

Hook,  Self-closing 

Hook,  Tackle-block 

Hooks,  Whiffletree 

Hooks  and  Eyes 

Hooks  and  rings.  Swivel 

Hooks  and  Staples,  Bending 

Hoopic  to  ladies'  Skirts,  Clawing 

Hoop-Skirts 

Hoop-Skirts,  Punches  for  making  sides  for 

Hop  Frames 

Horses,  Harness  for  preventing  the  fore  legs 

oC  interfering. 

Horses,  Harness  for  shoeing 

Horses,  Pulleying 

Horse,  Rocking 

Horses,  Rocking 

Horses,  Rocking,  Spring 

Horses,  Toy 

Horses,  Weight  and  hitch  straps  for  fastening 

Horee  Collar  Block 

Hone  Powers .v 

HooePowen  .---— - 


Porter  Mitchell  ... 
M.  Greenebaum  .. 
William  C.  Baker. 
Charles  Cregg 


Wm.  D.  Bartlett 

G.  W.  Sampson 

T.  F.  Strong 

A.  H.  Downer 

J.  and  F.  Stevens 

J.  O.  Whitcomb 

Josiah  Howell 

G.  L.  Jencks 

G.  F.  Schaffer 

Horace  L.  Arnold i... 

Samuel  Ehrman 

C.  M.  Lane 

George  H.  Dodge , 

Christian  Shell 

Edw.  Brown  and  W.  H.  Van  Gie- 

son. 

SamuelJ.  Olmsted 

J.  W.  Valance  and  Hiram  Little- 

John. 
Philip  and  Henry  E.  Crapo. . .. . . 

Jonathan  Howard 

Walter  Baker 

Nathan  Brand 

J.  Lighter 

R.  Little 

E.G.Otis 

Watson  Duchemin 

J.  J.  Doyle 

Ezra  Ripley 


David  Haines 

Samuel  Wa^er  .... 

H.  Davidson 

W.S.Morris 

W.  B.  Winchell 

WillardT.  Farrar... 

John  Brooke 

Henry  Beagle,  jr.... 

J.  P.  James 

William  H.  Birdsall. 
Charles  Bentz 

A.  C.  Mason 

Josiah  Lees 

Simeon  Brooks 

B.  A.  Mann 

Henry  Cook 

Henry  Scheuerle.... 

L.  A.  Beardsley 

D.  G.  KeUete 


J.  P.  Reynold 

A.  H.Trego 

J.  A.  Crandall 

A.  Christian 

W.  E.  Vincent  and  C.  B.  Northmp 

J.  A.  CrandaU 

D.  S.  Bartlett 

Oraon  Morgan 

Gelston  Sanford 

T.  J.  Bottoms 


32,639 
33,483 
32,458 
32,559 

32.955 
32,843 
32,726 
31,878 
31,833 
32,036 
31,602 
32,519 
33,625 
33,229 
31,230 
32,483 
33,8:M) 
32,927 
31,949 

31,853 
33,174 

32,983 
31,977 
32,344 
31,525 
31,723 
31,610 
31,128 
33,929 
31,077 
31,035 

32,516 
32,258 

:«,o:« 

31,395 

33,915 

31,963 

32,408 

31,946 

32,872 

33,413 

32,678 

32,031 

33,653 

33,733. 

34,026 

33,517 

31,038 

33,177 

31, 174 

31,213 
32,801 
31,303 
31,869 
33,553 
31,571 
31,104 
32,708 
31,090 
31,394 
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Horsepowers , 

Horse  Powers , 

Horse  Powers • 

Horse  Powers,  Constructing - 

Horse  Powers,  Tread  of,  ana  endless  chains. .. 

Horse  Power  Machines 

Horsepower  Machines 

Horseshoe , 

Horseshoe 

Horseshoes,.  Calks  for 

Horseshoes,  Forming 

Horseshoes,  Making 

Horseshoes,  Making 

Horseshoes,  Toe-calking  for 

Horseshoe  Iron,  Formation  of 

Horseshoe  Iron,  Rolling 

Horseshoe  Machines 

Horses  or  Mules,  Training  to  rack 

Hose,  Fire  Engine,  Mending 

Hose,  Waterproof. 

Hose  Nozzles 

Hose  Tubing,  Caoutchouc 

Hotel  Annunciator t 

Houses,  Portable 

Hubs  to  axles.  Attaching 

Hubs,  Wa^^on  Boring 

Hub  Machme 

Hullers,  Buckwheat 

Hulling,  cleaning  and  grinding  grain 

Husking  Pins 

Huts,  Portable 

Hydrants 

Hydrants 

Hydrants 

Hydrants 

Hydrants  ., 

Hydrants 

Hydrants 

Hydraulic  Pressure  Indicator  . . : 

Hydraulic  Rams,  Directing  water  to  and  main- 
taining continuous  pressure  upon. 

Hydrometers 

Hydrometers 

Ice  Cutting 

Ice  Crusher 

Ice  Crusher  

India-rubber,  Utilizing  waste  vulcanized 

India-rubber  in  the  mould,  Giving  smooth  sur- 

'    faces  tS. 

India-rubber  and  other  gums.  Arrangement 
of  metallic  plates  for  vmcanizing. 

India-rubber  Goods 

India-rubber  Goods,  Applying  flocks  to  felt . .. 

India-rubber  Mats 

India-rubber  Pencil  Heads,  Moulds  for  shaping. 

India-rubber.  (  See,  also.  Caoutchouc  and  RuS- 
btr.) 

Injector,  Giflfard's,  Operating 

Inkstands 

Inkstands,  Barometer :. 

Insects,  Reptiles,  &c,  Apparatus  for  destroy- 
ing. 

Invalids,  Removing 

Iron,  Centring  bars  of. 

Iron  Cormgating 


J.  S.  Upton 

Augustus  Adams 

G.  E.  Burt 

Thomas  Schankwiler 

G.  E.  Burt 

E.  J.  Keep  and  W.  H.  Brigga. . . . 
H.  B.  Middaugh  and  Albert  Clark 

Eben  Cate 

J.  B.  Kendall 

J.  H.  Jennings 

Ebenczcr  Cate 

C.  H.  Perkins : 

Uriah  Billings 

C.  H.  Perkins 

Ebenezer  Cate 

Charles  Richardson 

D.  N.  AUard 

Commodore  Daniels 

J.  S.  Mackay 

Thomas  J.  Mayall 

William  Jeffers 

T.  J.  Mayall 

J.  H.  H.  Bennett 

David  N.  Skillings 

C.  H.  Denison 

John  Thompson 

I.  N.Felch 

C.  B.  Horton 

Charles  F.  Campbell 

William  Sberwin 

Andrew  Derrom 

J.  P.  Kenyon 

Joseph  Neumann 

George  M.  Seldon 

B.  F.Moore 

LevinP.  Clark 

Dewitt  C.  Crogier 

George  H.  Rogers 

J.  E.Wooten 

T.  Harbottle  and  M.  F.  Fowler. .. 


James  Adams 

A.  H.  and  C.  R.  Black. 

J.  Fielemever 

John  Middleton 

John  L.  Rowe 

Charles  McBumey 

Frederick  Simon 


Oscar  Falke  and  Edw.  Simon  . 


Hiram  Hutchison.. 
Isaac  F.  Williams 

T.J.  Mayall 

Arthur  Neill 


James  MillhoUand  . 

Jos.  W.  Ross 

T.  S.  Hudson 

Caleb  RusseU 


Jacob  Ruth  . . 
N.  F.  NeweU .. 
J.  S.  Vemam. 


31,342 
32,673 
33,028 
33,755 
3:^,024 
33,252 
33,358 
31,296 
33,709 
32,371 
31,780 
32,645 
33,692 
31,995 
31,781 
33,452 
31,941 
32,185 
31,143 
31,614 
33,200 
31,552 
33,926 
33,758 
33,577 
33,012 
31, 161 
33,040 
33,336 
33,369 
^,75t 
31,464 
32,338 
33,054 
33,095 
33,185 
33,239 
33,282 
32,329 
33,585 

31,ltX) 
31,773 
31,307 
31,027 
31,766 
33,094 
32,901 

33,523 

31,391 
33,808 
34,001 
31,187 


33,957 
32,207 
32,498 
32,720 

33,545 
31,257 
31,068 
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InTention  or  Discovery. 


Iron,  Mantlfactiire  of 

Iron,  Mannfacture  of 

Iron,  Sheet 

Iron,  Sheet,  Manofactore  of 

Iron,  Sheet,  Mannfacture  of 

Iron,  TooU  n«ed  in  Manufacture  of 

lion  and  Steel,  Making 

Iron  and  Ste^,  Manufacturing  malleable  cast, 
and  deoxjdizing  Ores. 

Iron  from  water  of  salt  wells  and  springs.  Sep- 
arating compounds  of. 

Irons,  Flat,  Guard  to 

Iron  Bars  and  Bods,  Polishing 

Iron  Castings,  and  preparing  Cast  Iron  Pat- 
terns, Reaucing. 

Iron  Masts,  Steeples,  &c 

Iron  Ore,  Reduction  of 

Irregular  forms,  Forming  and  punching  articles 

Im^ular  forms.  Turning 

Irrigating  Streets,  Apparatus  for 

Jack,  Boot 

Jack,  Boot 

Jack,  Boot 

Jack,  Boot  and  pantaloon ^ 

Jacks,  Hydraulic 

Jacks,  Lifting 

J4ck,  Whirling  for  tops,  Slc 

Jars,  Preserve 

Jar,  Preserve 

Jare,  Stoppering 


Name  of  Patentee. 


Jewehry,  Making  Joint  wire  or  stock  for  . 

Journals,  Mode  ot  Oiling 

Journal  Boxes 

Journal  Boxes 

Journal  Box 

Journal  Boxes 

Journal  Boxes,  Lining 


Key,  Edge 

Key,  Fastener 

Kilns,  Lime 1 

Knapsacks 

Knapsacks -• 

Knapsacks • 

Kni^^sack,  Overcoat,  and  Tent 

Knapsack  and  Bed  in  combination 

Knile  of  feed  cutters,  Adjustable 

Knives,  Means  of  attaching  forks  and  spoons 
to. 

E[nife  and  fork.  Construction  of 

Knife,  Fork,  and  Spoon,  Combined 

Knife,  Fork,  and  Spoon,  Combination  of 

Knife  Cleaner 

Knife  Cleaner 

Knife  Shsrpener 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines  ......................... 

Knl^ng  Machines 

lfM^tiiT*p  Much  I  "*^  ••.•.••.••.••.•..••.•••.. 


A.  L.  Fleury 

W.H.Perry 

D.  A.  Morris 

W.  D.  Wood 

William  Reiss,  sr 

A.  L.  Fleury 

Marcus  Lane 

A.  K.  Eaton 

George  H.  Cook 

J.  C.Brigg^ 

Bernard  Lauth 

H.R.Ely 

E.  8.  Boynton 

William  Quann 

Levi  Dodge 

Jonathan  Crager 

J.  P.  ElUott 

H.  M.  DeGraw 

W.  H.  Towers 

Moses  T.  Ridout 

J.  S.  Clou^andS.  S.Day 

B.  Blackwood 

Samuel  Shoemaker 

Julius  Wright 

J.  M.  Whitall 

N.S.Gilbert 

W.  D.  Ludlow 

Andrew  J.  Wiley 

Joseph  Wood 

N.W.Clark 

Davis  H.  Dotterer 

Joel  Webster 

O.  T.  L.  Heine  and  £.  Prussing  . 
Joseph  Corduan 

Edwin  Campbell 

E.  H.  Bailey 

R.  Donaldson 

George  D.  Arrington 

Thomas  Garrick 

Joseph  Short 

Josg)h  Short,  2d 

B.  Frodsham  and  M.  Levett 

J.  R.  Whittemore 

Nathan  Ames 

J.  W.  Hardee 

William  H.  Richards 

Nathan  Ames 

Oliver  Sweeny 

George  Smith 

J.  W.  Hyatt,  jr.,  and  J.  S.  Hyatt. 

Joseph  Hollen 

J.  B.Aiken 

M.  L.  Roberts 

Orson  Parkhurst 

J.  K.  and  E.  E.  Kilboume 

Joseph  Dalton 

S,  W.  Howland 


No. 


32,82« 
33,(H)« 
31,184 
32,341 
33,214 
21,450 
33,949 
32,621 

33,S74 

31,295 
31,54« 
31,880 

31,777 
33,020 
31,660 

31, 6W 
32,278 
31,374 
32,490 
33,543 
32.181 
32,612 
33,608 
33,284 
32,594 
33,938 
33,002 
33,807 
33,871 
31,297 
32,243 
32,604 
33,992 
31,655. 


32,230 
31,939 
31,445 
33,329 
33,343 
33,726 
33,468 
33,385 
32,936 
33,730 

33,703 
32,916 
33,285 
31,193 
32,902 
31,461 
31,020 
31,287 
81,404 
31,647 
31,984 
32,241 
32,295 
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Name  of  Patentee. 


No. 


Knitting  Machines 

Knitting  Machinery 

Knobs  to  doors,  &c.,  Securing  . 


Ladd^ 

Ladders,  Fire-Escape 

Ladders,  Fire-Escape 1  -  -  - 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Ilamps 

Lamps 

Lamps 

Lamps ^ 

Lamps 

Lamps , 

Lamps 

Lamps 

Lamps 

Lamps I... 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps ,-... 

Lamps 

Lamps 

Lamps 

Lamps,  Glass 

Lamps,  Improvement  in 

Lamps,  Kerosene,  Attachment  to 

Lamps,  Reflectors  in 

Lfunps,  Vapor 


Lamps,  Vapor 

Lamps,  Vapor 

Lamps,  Vapor - 

Lamps,  Vapor - 

Lamp  or  Candle  stand 

Lamp  and  Candle  Wicks 

Lamp  Chimneys,  Implements  for  handling  . 
Lamp  Chimneys,  Instmment  for  cleaning  .. 

Lamp  Shade 

Land,  Ploughing  and  Tilling 

Land,  TUli^  by  Steam , 


Walter  Aiken.. 
JohnTerreU.-, 
Charles  Ward  . 


George  Aldrich 

W.  A.  Shannon 

Anthony  Iske „-.. 

C.  H.  Dolbeare 

Henry  Liebert 

O.  C.  Evans 

EmilTritten j.. 

W.  H.  Topham 

C.  W.Calioon 

JohnT.  Clegp  , 

Fred.  Heidrick 

Anson  Judson 

Joshna  E.  Ambrose 

M.  L.  Callender 

Jacob  Stuber  and  Fred.  Frank . . . 

Joseph  Thomas 

Frea.  Heidrick 

W.  Freeman 

Walter  Hunt 

John  Russell 

J.C.Wright 

S.  S.  and  A-  J.  Post 

WUliamPitt 

Joseph  Thomas 

L.  J.  Worden  and  A.  Leach 

U.  B.  Vidal 

Carlton  Newman 

Henry  Hassenpflug 

William  P.  Patten 

John  J.  Gwynn 

A.  H.  Piatt  and  W.  S.  Hosecrans. 

A.  Odell  and  W.  A.  Burrows 

John  H.  Irwin ^ 

August  Kaestner 

WiBiam  Morehouse 

John  Mulvaney 

Charles  W.  Cahoon 

Charles  W.  Cahoon 

EmilTrittin 

David  A.  Moorp 

David  Hughes 

R.  B.  Pullan 

E.  D.  Rosencrantz 

Jacob  Reighard 

E.  P.  Slocum , 

H.  H.  Dickinson 

W.  G.  Schmidhn  and  J.  DriscoU  . 

C.  B.  Loveless 

Levi  Short 

Neil  Clifford 

C.  C.  Coe 

Mills  Ji.  Callender 

F.  A.  MarshaU , 

Stephen  R.  Weeden 

A.  H.  Merrill 

T.  B.  De  Forest 

Benjaimn  Arnold 

John  Fowlw,  p 

John  Fowler,  jr 


32,674 
31,042 
33,759 


•32,170 
33,963 
33,785 
31,012 
31,024 
31,160 
31,271 
31.496 
31,511 
31,8/0 
31,887 
31,983 
32,110 
32,118 
32,155 
32, 156 
32,248 
32,358 
32,402 
32,721 
32,847 
32,851 
32,889 
33,906 
32,918 
32,930 
33.047 
33,084 
33,102 
33,140 
33,402 
33,447 
33,588 
33,649 
33,749 
33,791 
33,824 
33,825 
33,859 
33,898 
33,945 
34,029 
34,030 
32,739 
32,537 
33,879 
33,962 
31,179 
31,282 
32,755 
32,808 
33,778 
31,251 
31,045 
33, 170 
31,111 
32,740 
32,809 
32,810 
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Lanterns 

Lanterns 

Lanterns 

Lanterns , 

Lanterns,  Carriage,  and  Axle  LabricaUnr,  Com- 
bined. 

Lanteftis,  Coal  OU 

Lantern^  Railroad  Signal 

Lanterns,  Signal 

I-ard,  Processes  for  refining 

Lard  and  TaUow,  Rendering 

Lard  and  Tallow,  Rendering 

Lasts,  Shaping 

Latchei^,  Door-guard  attachment  for 

Latch,  Gate 

Latches,  Locks,  and  Knob 

Latches,  Locks,  and  Knob 

Latch,  Thumb 

Lath  Machine 

Lathes,  Engine  Bests  for 

Lathe  for  turning  Broom  Handles 

Lathes,  Watchmaker's 

Lead,  Oxychloride  of 

Lead,  White,  Manufacturing 

Leather,  Coloring  skins  and 

Leather,  Composition  for  water-proofing 

Leather,  Finishing 

Leather,  Machines  for  dressing 

Leather,  Preparing  the  flanking  for  soloing  . .. 

Leather,  Splitting , 

Leather,  Tanning 

Leather,  Tanning \ 

Leather,  Trinm^ng 

Leather  Straps,  creasing  and  finishing 

Leather  and  other  substances,  Cement  for 

Legs,  Artificial  -v^ 

Letter  Balance  and  Penholder,  Combined  .... 

Lever  Escapement , 

Light,  Deck - 

Lights,  Electric 

Iiights,  Electric 

Lights,  Obtaining,  by  firictional  electricity 

Liights,  Signal,  i^ilroad 

Lights,  Vault,  Setting 

Unen  Smoother 

Liquids,  ApparatU9.for  evaporating 

Liquids,  Apparatus  for  evaporating .' 

Liquids,  Decalcifying 

Liquids,  defecating  saccharine 

laquidd,  Elevating  by  retained  Power 

Lithographic  Stones,  mounting 

Locks 

Locks 

Locks 

Locks 

Locks 

Locks - 

Locks 

Xiocks - 

Locks 

Locks - 

Locks 

Locks 

Locks 

Locks,  Combination 


Name  of  Patentee. 


E.J.Hale 

James  Hale  and  J.  S.  Atterbury.. 

George  H.  Magersuppe , 

E.  B.  Coflfin  and  A.  H.  Sylvester 
John  Scheeper 

S.  Sargent , 

N.  A.  Menaar 

H.  C.  Felthousen 

H.  S.  Lewis 

James  Turner , 

James  Turner , 

E.  R.  StillweU 

WUUam  Miller 

John  Ellis , 

W.  8.Kirkham 

A.  M.  Hill 

John  Range 

Albert  Gummer 

Henry  Morrison , 

Peter  Prescott 

Charles  TrTbby 

Ludwig  Brumlen ^ 

George  Cary , 

Jehu  Brainerd , 

R.  Goldenblum  and  F.  Steiner  . . . 

William  Ellard 

Charles  Kom 

Davoust  Kern 

J.  A.  Safford 

Phy lander  Daniels 

H.  McKonzie 

Samuel  P.  Pope 

W.  McK.  Thornton 

S.  F.Hilton 

Douglas  Bly 

D.  C.  Lawrence 

Prosper  Humbert 

Henry  Lanergan 

John  Thomas  May 

John  Thomas  May 

Maurice  Wesolowski 

Jacob  Pfeiffer 

John  Gault 

Horatio  Rodd , 

H.  Hathaway 

John  Trageser , 

Carlos  Garcia 

Jules  Duval 

Rufus  Porter ,. 

G.  H.  Reynolds 

Titus  Powers 

S.  C.  St.  John 

Linus  Yale,  jr 

F.  G.  Johnson 

Henry  Hartwig , 

Henry  Hartwig 

J.  J.  Hurshbuhl 

Linus  Yale,  jr 

Linus  Yale,  jr 

Moses  Ducharme 

John  Adt 

Charles  Claude 

R.  S.  Eddy  and  A.  O.  Miles 

F.  W.  Alexander  .-♦- 


No. 


31,713 
31,714 
31,896 
32,101 
33,853 

33,312 
32,377 
33,831 
32,633 
33,219 
33,969 
33,313 
33,682 
32,990 
32,521 
32,551 
32,339 
32,1U3 
33;  399 
33,466 
31,340 
31,224 
33,337 
33,331 
31,453 
31,879 
32,629 
32,628 
31,746 
31,349 
32,526 
33,264 
31,094 
33,065 
31,438 
33,091 
31,022 
31,247 
33,257 
33,458 
31,273 
33,600 
33,480 
32,001 
31,018 
32,542 
31,650 
31,304 
33,226 
31,033 
31,258 
31,267 
31,278 
31,320 
32,225 
32,226 
32,289 
32,330 
32,331 
32,334 
32,605 
33,476 
33,931 
32,171 
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Name  of  Patentee. 


No. 


Locks,  Door 

Locks  of  Fire- Arms ,-. 

Locks  of  Fire- Arms 

Locks,  Goard,  attachment  for 

Locks,  Gun .- 

Locks,  Hoop 

L«cks,  nosinff  for 

Lo^k  for  tbe&uts  of  Railroad  bolts 

Locks  for  Eailwaj  cars 

Locks,  Safe 

Locks,  Trunk 

Locks,  Wagon 

Lock  Attacnment 

Locks  and  Knob  Latches 

Locks  and  Knob-Latchors 

Locket  and  watch  rims,  Making 

Locomotion,  Apparatus  for 

Locomotives 

Locomotive  Apparatus 

Locomotives,  Connecting  rods  for 

Locomotives,  Turning 

Liooms 

Looms «. 

Looms 

Looms 

Looms 

Looms 

Looms 

Looms 

Looms 

Looms 

Looms,  Circular,  for  weaving  hats 

Looms,  Hak-cloth r-- 

Looms,  Hand 

Looms,  Harness  motion  for 

Looms,  Let-off  for 

Looms,  Let-off  motion  for 

Looms,  Pickers  for 

Looms,  Pickers  for 

Looms,  Picker-motion  for 

Looms,  Power 

Looms,  Power,  Stop-motion  for 

Loom  Handles,  Varnishing 

Looms  for  weaving  hair-cloth 

Lounge,  Cot,  and  Chair 

Iiounge  and  Camp  Stool,  Combined 

Lubricating  Compositions,  Metallic 

Lubricating  Compound 

Lubricating  Compound 

Lubricating  Cup 

Lubricator,  Abte,  and  Carriage  Lantern^  Com- 
bined. 

Lubricator  or  Oil  Cup 

Lubricator  for  Spinning  machinery 

Lumber,  Instrument  for  measuring 


M. 

Machinists*  instrument  for  determining  geo- 
metrical lines,  &.C. 

Magnets,  Belay 

Maize  suitable  for  grinding.  Preparation  to 
render. 

Malt  Liquors,  Preserving  and  discharging 

Manacles « 


Solomon  Fry 

Prince  Hiller 

William  Frank  ...a 

I  P.  8.  Folter 

J.  Homer  Smith 

Charles  Hughes 

J.  L.  Rowe 

H.  Lawrence  and  C.  H.  White. 

Thomas  Slaight 

Charles  Le  iJue 

E.  L.  Gaylord 

Thomas  Service 

P.  P.  Stephan 

W.  S.  Kirkham 

A.  M.  Hill 

D.  B.  Waite 

Elisha  Matterson 

John  L.  Whetstone 

E.  R.  Morrison 

David  Pollock 

Gilbert  M.  Cole 

William  Murkland 

Francis  Peabody 

George  Copeland 

George  Crompton 

JohnShinn 

Alexander  Frey 

Wm.  Graichen  and  C.  Hoffman 

Casper  Zuricki 

Jeremiah  A.  Marden 

George  Crompton 

Louis  Bonard 

John  Noblit 

J.  G.  Henderson 

B.  F.  Knowles 

William  H.  Gray 

Rensselear  Reynolds 

Samuel  Boom 

Samuel  Boom 

John  Robinson 

Thomas  King 

Thomas  Foden 

J.  L.  Lairdieson 

Isaac  Lindsley 

G.  B.  Guriey  and  O.  G.  Brady. 

O.  P.  Pell V 

C.'B.  Lawrence 

William  Turner 

A.  Lebkttcher 

Charles  S.  Wcstland 

John  Scheeper 

Robert  Press 

C.  Hardy 

Charies  Iteming 

R.B.  Light 

Leifffned  Marcus 

S.  P.^McCroskey 

Louis  Dnngan 

Alfred  Delastatius 


32,218 
32,188 
33,24f 
33,933 
33,371 
31,31S 
31,356 

32,  esc 

31,335 
33,65S 
3],23S 
32,08( 
31,33? 
32,521 
32,551 
32, 15£ 
32,447 
33,760 
33,01? 
33,902 
33,294 
31,324 
31,617 
31,95C 
32,123 
32,236 
32,245 
32,267 
32,501 
33,397 
33,520 
32,461 
31,992 
31,019 
31, 176 
31,969 
32,382 
31,776 
31,948 
32,586 
32,068 
33,383 
33,948 
32,634 
33,192 
33,362 
33,438 
31,512 
32,639 
33,561 
33,853 

33,508 
31,972 
31,308 


31,967 

33,254 
32,448 

33,637 
33, 9H 
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Blan  Power,  Application  of 

Manger,  Portable 

Manure  from  Fish,  Meftinfactnre  of. 

Manors,  sowin^^  Paiyerized 

Marking  Brand , . . . 

Marking  Brash , 

Marking  com  farrows,  Device  for 

Mast,  Steeples,  &c.  Iron 

Match  Holders 

Mats  for  Dagaerreotypes,  &c • 

Mattresses,  coshlons,  &c,  Material  for 

Mattress,  floating 

Meat,  Injecting,  with  Brine 

Meat,  Preserving 

Meat  chopper 

Medical  Powder  papers.  Machine  for  filling  and 
.  folding. 

Melodeons 

Melodeons 

Melodeons 

Meridian  Instniments 

Metal,  Machine  for  catting  and  ponching  sheet. 

Metal,  Ornamenting  hollow  articles  of 

Metal,  Sheet,  Double  seaming 

Metal,  Swaging  sheet 

Metals,  Treating 

Meters,  Gas 

Meters,  Gras,  Dry 

Meters,  Gas,  Dry 

Meters,  Gas,  Gecuring  for 

Meters,  Liquid 

Meters,  Water 


Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters  for  Water«Gas,  &c. 

Microscopes,  Portable 

MilU  . 


Mi.  IS,  Cider 

Mills,  Cider 

Mills,  Cider 

Mills,  Cider  and  Wine 

Mills,  Cob  and  feed 

Mills,  Coffee 

Mills,  Gig 

MiDs,  Grinding 

Mills,  Grinding 

IfiUs  for  grinding  apples 

Mills  for  grinding  grain 

MUla  for  grinding  paper  pulp 

Mnis  for  ^ndingpaper  pulp 

IfiUs,  Grinding,  Threshing  cylinder  and  Com 
SheUer. 

Milk,  Saw 

Mnis,  Saw 

Mills,  Saw,  Setting  the  log  m 

Mills,  Sugar 

MiDs,  Wind 

Mills.  Wind 

Milb,  Wind 

IfiUs,  Gearing 

Iffii  Picks 

Mm  Picks 


T.  W.  Haskings 

Thomas  Fisler 

J.B.  Hyde 

N.G.Swift 

B.B.Hill 

Thaddeus  Fowler 

George  G.  Cross 

E.  S.  Bovnton 

L.  J.  Johnson ". 

John  Dean 

Brid^  Frodsham 

William  Williams 

James  C.  Adams 

Daniel  E.  Somes 

Jacob  H.  Landis 

Mark  S.  I*almcr 

William  F.  Sheldon 

William  H.  Bigelow 

Riley  Burditt 

Fred.  Yeiser 

E.  C.  I'raser 

D.  R.  Praden •.... 

S.  Sweeney  and  S.  Parks 

W.H.  Beach 

Marcos  Lane 

Samuel  Clegg 

Lewis  Booro 

J.  A.  Sabbaton 

John  S.  Elliott 

James  C.  Cook 

F.  G.  Johnson 

J.  S.  ShaUer  and  G.  F.  Folson , . 

G.  Kober 

Joseph  Thomas 

Benjamin  S.  Chtux^h 

Silas  Barker  and  A.  H.  Smith... 

H.  Q.  Hawley 

R.  P.  P.  Dagron 

William  Stewart 

H.  T.  Watkins 

S.  and  R.  W.  CaldweU 

Jacob  Diehl  and  Wm.  Wilson  ... 

Joseph  R.  Gates 

II.  Omisby  and  E.  R.  Sumner  - . 

Edmund  Parker 

Robert  Kersbaw , 

S.  S.  Howard 

F.  W.  Krause  and  G.  W.  Strong 

Leander  McKee 

Victor  Fonchin 

Jos.  Jordan,  jr . . .  - 

Grelston  Sanford , 

C.  BaUcy 

W.  M.  Ferry,  jr , 

George  C.  Barnes 

Dennis  Lane 

Mf  rtin  Roe 

Willis  Holmes 

G.  H.  Reister 

A.  Giraudat 

J.  H.  Glover 

Peter  Faver 

Benjamin  Hostler , 


32,309 
33,24i 
33,706 
32,8(X) 
33,8«8 
33J>86 
33,'47a 
31,777 
32,735 
34,035 
33,777 
31,048 
33,228 
32,0<i9 
31,669 
32,642 

32,654 
33,180 
33,278 
33,970 
31,380 
32,850 
32,799 
31,347 
33,090 
32,049 
32,747 
32,788 
31,791 
•33,675 
31,055 
31,830 
32,878 
33,406 
33,475 
33,690 
33,348 
33,031 
31,492 
31,344 
32,000 
32,9dS 
33,581 
32,914 
33,599 
34,038 
32,565 
32,570 
31,553 
33,3(a 
31,321 
31,406 
31,113 

32,418 
33,425 
32,774 
31,828 
31,121 
31, 141 
31,798 
31,078 
31,964 
32,190 
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Millstones,  Cleaning  and  feeding  grain  to  burr. . 

Millstones,  Devices  for  leveling 

Millstones,  Diamond  protector  for  dressing 

Millstones,  Facing  and  polishing 

Millstones,  Machine  for  dressing 

MUlstones,  Ventilating , 

Mineral  Matter,  Crushing  and  pulverizing 
vegetable  and. 

Mining  Pan 

Mining  Picks,  &.C.,  Making r 

Mirrors,  &^,  Electro-plating  the  silvered  sur- 
faces of. 

Mop , 

Mop  Holder 

Mortising  Machine 

Mortising  Machine,  Boring  or 

Mosquito  Bar 

Mosquito  Bar  Frame 

Mosquito  Net. 

Motion,  Converting  reciprocating  into  rotary. 

Motion,  Mode  of  transmitting 

Motion,  Picker 

Motion,  Registering  reciprocating  and  rotary. 

Motion,  Stopping  and  changing 

Motion,  Transmitting 

Motion,  Transmitting 

Motion,  Transmitting 

Motion  into  rotary,  Converting  reciprocating. 

Motive  Power 

Motive  Power 

Moulds  for  castinff  pipe , 

Moulds,  Mode  of  neating 

Mouldboard  blanks 

Mouldings,  Cutting  wooden 

Mouldings,  Laying  metal  leaf  on 

Mouldings,  Preparmg  patterns  for 

Moulding  Machine.  Power ^ , 

Movement,  Mechanical 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines ^ 

Mowing  Machines 

Mowmg  Machines 

Mowing  Machines ■ 

Mowing  Machines ■ 

Mowing  Machines ■ 

Mowing  MeM^hines,  Hand 

Mowing  and  Reaping  Machines 

Mowing  and  Reccing  Machines,  Cutting  ap- 
paratus for. 

Mowing  and  Reaping  Machines,  Metallic  fin- 
ger-Mams for. 

Mowing  and  Reapingr  Machines.  (See,  also, 
Reaptng  Machines?) 

Music,  Pnnted,  Portfolios  for  filing  -  -  -  i 

Musical  Instruments,  Metallic  reeds  for 

Musical  Instruments,  Swells  for 

Musical  Instruments,  Tuning-pin  for 

Muzzles  for  dogs  and  other  animals 


Name  of  Patentee. 


S.  G.  Morrison 

Andrew  Dray 

John  Dickinson  ...t 

Edmund  Munson 

H.  B.  Weaver 

S.  G.  Morrison 

Matthew  Smith 

John  A.  Brock 

Elisha  Hughes 

Justus  Von  Leibig 

Arthur  Hemenway. 

William  R.  Axe 

8.  8.  Bartlett 

8.  W.  Bidwell 

Samuel  Roebuck 

James  Higgins 

T.  G.  Voorish  and  W.  B.  White- 
man. 

Turner  Williams 

Coleman  Sellers 

William  Nugent 

Francis  B.  Hall 

Fr.  A.  Pratt 

Samuel  Andress 

Mathaus  Eaefer 

J.  W.  Hewlett 

J.  C.  Butterworth  and  B.  H.  Ar- 
nolds. 

Louis  Tilliers 

A.  Giraudot 

Samuel  Fulton 

Henry  Movers 

W.  M.  Wateon 

A.  H.  Brown 

Robert  Marcher 

Hanson  Wright 

Henry  A.  BiUings 

Josian  James 

T.H.Dodge 

George  W.  Jennings 

E.  R.  Pease 

Rufus  Dutton 

JohnH.  Rible 

E.  F  and  J.  Herrington 

Henry  Fisher 

J.  D.  L.  Watkins  and  R.  Bry- 
son. 

AsaL.  Darby 

L.  G.  Kniffen 

L.  M.  Doudna..... ............ 

C.  H.  McCormick I 

C.  H.  McCormick 

C.  H.  McCormick 

J.  C.  Koch 

A.  J.  Hammond 

H.  Woodbury 

Swnuel  Clark 

C.  F.  Schmidt 


No. 


32,578 
32,596 
33,187 
31,255 
31,142 
32,579 
33,405 

32,115 
32,249 
33,721 

33,390 
31,586 
33,330 
32,50d 
33,365 
32,943 
32,018 

31,649 
33,283 
32,308 
32,133 
33,816 
31,522 
31,607 
31,978 
32,749 

33,112 
33,139 
32,058 
33,846 
33,672 
31,207 
32,950 
31,051 
33,291 
31,606 
31,520 
31,668 
31,692 
31,705 
31,907 
31,973 
32,244 
32,908 

33,296 
33,998 
33,578 
3:^,658 
33,656 

33,657 


32,374 
33,143 
33,323 
31,589 
31,911 
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Name  (^  Patentee. 


No. 


N. 


Nails,  Cat,  Annealing.! 

Nails,  Horseshoe,  Clmcliing 

Nails,  Horseshoe,  Machines  for 

Nail  Heads,  ImproTement  in 

Nail  Machine 

Nail  Machine ^ 

Nail  Machine 

Neck-Ties 

Needles 

Needles,  Eyes  of.  Polishing  ..- , 

Needles,  Making 

Needles,  Sewing  machine 

Needle  Points,  Grinding 

Newspapers,  Machines  for  addressing 

Newspaper  Files 

Newspaper  Files 

Newspaper  Wrappers 

Nats,  S^mless  Screw,  Casting 

Nats,  Tapping  and  Cutting  Screws,  Machine 

for. 
Not  Machines 


O. 


Oar 

Obstetrical  Bandages...^ 

Oil,  Coal,  Distilling 

Oiis,  Coal,  Distilling. 

Oils,  Distillation  of  Hydro-carbon 

Oils,  Distilling - 

Oils,  Distilling 

OH  from  fish,  Extracting 

Oils,  Hydro-carbon,  Distillation  of 

Oils,  Hydro-carbon,  Manofactore  of 

Oils,  Lubricating 

Oils,  Manufacture  of  Hydro-carbon 

Oils  for  the  manufacture  of  yamish,  &c,  Treat- 
ing drying. 

Oil  Cup  or  Lubricator 

Oil  Wells,  Drilling 

Oilers 

Ordnance 

Ordnance 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-lociding 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 


Ordnance, 
Ordufmce, 
Ordnance, 
Ordnance, 
Ordnance, 
Oidnance, 
Ordnance, 
Ordnance, 
Ordnance. 


Breech-loading.. 
Breech-loading.. 
Breech-loading.. 
Breech-loading.. 

Cast-iron 

Cast-iron 

Cast-iron 

Bianofactore  of  . 
Bepeating 


James  McCarty 

J.  E.  Draper 

S.  S.  Putnam 

W.  H.  Nichols  and  F.  D.  Strong 

Alfred  Owen w. 

EzraG.  HaU 

J.  L.  Krauser 

E.  C.  Townsend 

George  Cooper 

CbarTes  Kaiser 

Charles  Kaiser * 

Charles  H.  Wilcox , 

Charles  Kaiser 

H.  A.  Gage  ...... ......  ^. . . . . . 

H.  W.  White 

H.  S.  White 

L.  P.  Mara.. •.•••.....•.....••  • 

J.G.Holt 

G.  Bennett  and  B.  Dalzell 


P.  Miles. 


Thales  Lindsley 

Martha  Willis 

G.  W.  Kirchoffer 

H.  P.  Gengembre 

Joshua  Merrill 

Abraham  Quinn 

E.  G.  KeUey  and  A.  H.  Tait. 

A.  M.  MiUochan 

J.  J.  Johnston 

Luther  Atwood 

S.  M.  Mott 

Joshua  Merrill 

Fred.  Walton 


Kobert  Pross 

R.  H.Lecky 

L.  H.  Ohnsted 

B.  T.  Babbitt 

T.  J.  Mayall 

L.  C.  T.  Weber 

J.  8.  Butterfield 

Edward  Hamilton 

Hiram  Stanhope , 

Jos.  A.  France 

Charles  F.  Leisen 

Christ.  Grimshaw 

E.  B.  Butterfield 

Wm.  S.  Henson 

W.  G.  Sherwin,  Jas.  McFarland, 
and  Charles  Thieme. 

Henry  F.Mann , 

L.  W:  Broadwell 

Charles  Alger 

J.  A.  De  Brame 

J.  A.  Dahlgren 

J.  A.  Dahlgren 

J.  A.  Dahlgren 

R.  P.  Parrott 

Wm.  McCord  and  Edm.  Maher. .. 


32,025 
3-2,989 
34,531 
32,527 
31,397 
32,263 
33,018 
33,766 
31,153 
33,947 
33,707 
31,757 
33,043 
33,763 
31,200 
31,919 
31,516 
33,783 
31,14i 

31,056 


33,001 
31,843 
32,373 
33,699 
32,704 
31,998 
32,568 
31,765 
31,982 
31,858 
32,885 
32,705 
33,723 

33,508 
33,351 
•33,751 
31,291 
32,376 
31,044 
32,238 
32,768 
32,921 
33,244 
33,530 
33,582 
33,636 
33,646 
33,756 

33,787 
33,876 
33,976 
34,026 
32,983 

32,985 
33,401 
33,813 
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Name  of  Patentee. 


No. 


Ordnance,  Revolving 

Ordnance,  Vent-stoppers  of 

Ores,  Desu>pheri2ing  coal  and 

Ores,  Treating  zinc  and  other 

Ores  of  precious  metals,  Process  for  treating  the 


Ore  Separator 

Ornamentation,  Compositions  for  articles  of . . . 

Ovals,  Turning 

Oval  frames.  Turning 

Ovens 

Oven  for  bakiug  fire-brick 

Overcoat  and  Tent,  Convertible 

Overcoat,  Tent  and  Knapsack 


P. 


Packing  of  pistons  for  steam  engines 

racking  for  stuffing  boxes 

Packing  Case 

Padlocks 

Padlocks 

Padlocks 

Paint,  Article  of , 

Pail,  Ash 

Paint,  Preparation  of  oxide  of  zinc  for  a 

Pans,  Bake 

Pans,  Camp  and  Bakers* 

Pans,  Dust 

Pans,  Milk 

Pantaloons,  Guides  for  cutting  out 

Pantograph  Machines 

Paper,  Drying 

Paper,  Folding  Machines  for 

Paper,  Folding,  parting  and  cutting 

Paper,  Letter 

Paper,  Machines  for  damping 

Paper,  Machines  for  perforatinc' 

Paper,  Prepeuration  ot  fibre  for  the  manufacture 
of. 

Paper,  Printed,  to  remove  ink  from,  and  re- 
cover the  prfip. 

Paper,  Puncning  and  perforating 

Paper,  "Wall,  machine  for  bronzing 

Paper-making  Machinery 


Paper,  pulp  or  stock 

Paper  Stock,  Preparing. 

Papering  Walls,  Appaiatus  for 

Parasols  and  Umbrellas 

Pasteboard 

Pavements,  Iron 

Pavements,  Iron,  constructing 

Pavement  and  Railway,  combined 

Pegging  Machines 

Pegging  Machines,  Hand ^ 

Pencil 

Pencil  Sharpener 

Pens,  Fountain 

Pens,  Fountain-ruling  guides  for 

Pen  and  Pencil  Case 

Penholder 

Penholder,  Elastic 

Penholder  and  Letter  Balance,  Combined. 
Penman's  Assistant 


J.  A.  De  Brame 

J.  J.  Hirschbuhl 

J.  L  Stover 

Adrien  Muller 

J.  S.  Withered  and  S.  E.  Wood- 
worth. 

J.  J.  Muller 

Wm.  D.  Houston 

A.  H.  Brown , 

Isaac  P.  Tice , 

William  Sellers , 

L.  A.  Boisson 

Henry  J.  Phillips 

Joseph  Short,  2d 

Jesse  Young 

Ross  and  Thomas  Winans 

H.  D.  Stone 

J.  J.  Hirschbuhl 

Thomas  Slaight 

E.  M.and  J.  E.  Mix 

Isaac  Tyson,  jr 

G.  W.Walker 

Charles  Tilterton 

B.  F.  MiUer 

Chauncey  Bush. .  .•. 

G.  H.  Horstmann 

C.  F.  Spaulding 

J.  Ramsey  and  A.  B.  Smith 

Robert  Whittam ; 

John  Hoyt 

Wm.  H.  and  J.  MiUiken 

Cyrus  Chambers 

Thomas  H.  Dodge 

Andrew  Dougherty 

G.  C.Howard 

J.  E.  Mallory 

Benj.  Lambert 

G.  C.  Howard 

W.  G.  Mackay 

G.  J.  Wheeler,  G.  W.  DunneU, 
and  W.  Sharp. 
Henry  Lowe 

A.  Randel 

Bentley  Masslich , 

F.  G.Bancroft 

James  H.  Patterson 

Lucius  Stebbins 

B.  C.  Smith 

R.  C.  Smith 

Moses  Marshall 

E.  M.  Stevens 

J.  L.  Faber 

A.  C.  Funston 

P.C.Clark 

J.H.Hobbs 

Charles  W.  Lord 

Joel  Bryant 

J.  W.  Fearson 

D.  C.  Lawrence 

H.  G.  Eastman 


34,024 
32,42S 
32,012 
32,840 
31,499 

33,171 
33,391 
.3:^,334 
31,837 
31,192 
31,150 
33,752 
33,468 


31,847 
31,346 
31,569 
32,563 
33,715 
33,920 
32,491 
33,058 
32,320 
33,444 
33,514 
32.868 
33,903 
32, 145 
33,421 
32,870 
31,578 
31,588 

»2,ier 

32,759 
32,693 
31,814 

32,879 

32,370 
32,667 
31,215 

33,092 
32,203 
33,004 
33,472 
31,822 
33,610 
31,093 
31,131 
33,679 
33,022 
33,034 
33,940 
31,298 
31,516 
33,894 
31,225 
33,160 
33,091 
33,638 
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Name  of  Patentee. 


PendnlmnB,  conai 
PBrambulatoTS,  Children's  Carrii 
Pereassion  Caps,  Implement  for 

Percussion  ShellB ,., 

Photographs  on  paper,  YamiBhing 

Photographic  Album 

Photographic  Album 

Riotographic  Apparatus 

Photographic  Cards,  Cases  for 

Photographic  Medals 

Photographic  Pictures,  Apparatus  for  enlarging 

Photographic  Picturee,  Baths  for  turning 

Photographic  Pictures,  taking  by  artificial  light 
Photographic  Plates,  Dry,  Boxes 

Photography 

Photolithographic  Transfers 

RanoBell 

Piano-forte  Action 

Piano-forte  Action 

Piano  forte  Action 

Piano-forte  Action 

I^ano-forte  Action.... 

Piano-forte  Action 

Rano-forte  Keys 

Piano-forte  Keys,  gaging  and  toothing  ivory  for 

Rano-fortes,  Siquare 

Pickers '• ■ 

Pickers 

Pickers,  Cotton 

Ackers,  Staff-motion 

Picture  Frames,  Enamelling 

Piers,  Mode  of  lowering  into  the  water 

Pins,  Coating 

Pins,  Self-fastening 

Pipe  Casting 

Pipes,  Cement  and  metal.  Combination , 

P^es,  Cement,  Moulds  for  Earthen 

Pipes,  Hose  Gozzles  for 

Pipes,  Manufacture  of  hydraulic  cement 

Pipes,  Moulds  for  casting 

Pipes,  Moulding 

Vfpes  of  Plastic  Materials,  Moulds  for  Mould- 
mg. 

Pipes,  Stems  for  Smoking 

Pipes,  Tobacco 

Pipes,  Tobacco 

Pipes,  Water 

Rpe  Butts 

Pipe  Connexion,  Stove 

Pipe  Joint - 

I^pe  Joint  — - - 

I^  Moulding  Machine 

Pistons  of  Steam  Engines 

Pistons  for  Steam  En^es 

Pistons  of  Steam  Engmes 

Pistols,  Toy 

Pistols,  Revolving,  Base-pin  and  rammer  of  . 

Plane 

Plane,  Bench,  Bend  Attachment  for 

Plane,  Eotary,  Feeding  Tapering  lumber  to. . 

Planers,  Rotary,  Binding  rollers  for 

Planer,  Veneer 

Flming  Machines 

Planing  Machine,  Wood 

Planters,  Com,.-.. 


Lewis  Bradley : 

J.  A.  CrandaU 

Louis  Lelong  and  John  Decamp.. 

G.  W.  Gardner 

D.  W.  S.  Rawson 

F.  R.Grumel 

H.  T.  Anthony  and  F.  Phoebus.. . 

C.  G.  Anthoni 

William  Miller 

H.  E.  Copeley 

JohnH.  Whitley 

Rufiis  Anson 

P.  F.  andW.  S.  Dodge 

J.  and  J.  Stock 

J.  W.  Osborne 

J.  W.  Osborne 

C.  Williams  and  E.  F.  Falconnet. 

I.  J.  Harwood 

Fred.  Frickinger 

H.  S.  Calenberg 

J.  D.  Boedicker 

Henry  Steinway,  jr 

Henry  Steinway,  jr 

L.  H.  Brown 

Elliot  Savage 

C.  F.  Cbickering 

Albert  Holbrook 

Albert  Holbrook , 

John  Griffin 

G.  S.  Bean 

J.  Sperry  and  C.  W.  Sherwood-. 

C.  Van  Horn 

Thaddeus  Fowler 

Emile  Martin 

Samuel  Fulton 

Henry  Knight 

Charles  M.  Fierce,  jr.... 

Edward  M.  Wright 

Henry  Knight 

Samuel  Fulton 

Benjamin  S.  Benson 

John  Chilver 


No. 


Constantin  Hingher 

E.  A.  Marshall 

Moses  N.  Ward 

Arealous  Wyckoff 

L.  S.  Bunnell  ..: 

James  H.  Bell 

Alfred  C.  Jones 

S.  R.  Warner 

Beniamin  S.  Benson 

L.  B.  Batcheller 

James  O.  HaSght 

T.  S.  Davis 

Abner  Cutler  and  G.  Jenkins. 

W.  H.  Elliott 

A  S.  Cross 

L.  O.  Fairbanks 

P.  H.  Woolsey 

A.  T.  Serrell 

Gteorge  Williamson 

H.  D.  Stover 

George  Rinewalt 

A.  W.  Brinkerhoff 


31,524 

31,110 

33,531 

33,835 

31,906 

32,287 

32,404 

32,230 

33,507 

31,871 

31,060 

31,432 

31,444 

33,500 

32,668 

33, 172 

33,372 

31,385 

32,863 

33,427 

33,633 

32,386 

32,387 

32,972 

32,967 

32,119 

32,770 

32,771 

31,596 

31,206 

31,913 

33,615 

31,708 

33,711 

32,359 

33,152 

33,161 

a3,504 

32,298 

32,058 

33, 178 

32,754 

33, 017 
33,225 
a3,616 
32,100 
32,464 
31,652 
32,135 
33,275 
32,956 
32,174 
31,971 
31,303 
32,619 
33,932 
33,240 
31,707 
31,508 
31,678 
31,070 
32,904 
32,926 
31,072 
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Name  of  Patentee. 


No. 


Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com - . 

Planters,  Com 

Planters,  Com 

Planters,  Com '. 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Plauters,  Com , 

Planters,  Com 

Planters,  Com 

Planters,  Com,  Hand 

Planters,  Cora,  Hand 

Planters,  Com,  Hand 

Planters,  Com,  Hand 

Planters,  Cotton  Seed 

Planters,  Cotton  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed - 

Plants  and  Fruita,  Method  of  growing. 

Platiorms,  Extension 

Ploughs 

Ploughs •. 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs - 

Ploughs  

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs * 

Ploughs 

Ploughs 

Ploughs 

Ploughs 


William  Coombs 

E.  W.  KimbaU 

J.  Y.  D.  Murphy 

W.  C.  Willey , 

L.  K.  Jcnne 

B.  H.  Elmore 

F.  H.  Preston 

John  Cooley 

William  C.  Ford 

James  M.  Fov 

David  Humphreys 

Powers  Ricney 

J.  Stone  and  J.  F.  Archibald. 

Charles  K.  Myers 

H.J.  Howe 

Aaron  Cotton 

Adam  Brightbill 

G.  D.  Haworth 

J.  A.  C.  and  A.  S.  Hickman. 

Rodney  Welch 

D.  B.  Abbey 

Silas  P.  Briggs 

8.  Z.  Shores 

William  Douglass 

J.  W.Chappell 

L.  B.  Brown 

Daniel  Herlong 

Stephen  Johnson 

C.  C.  Garrett 

T.  W.  White 

Lewis  R.  Wright 

Daniel  Broy 

T.  B.  and  R.  N.  RockweU . . . 

J.  F.  Pond 

A.  C.  Chamberlain 

Andrew  Morse 

G.  H.  Moore 

Lorenzo  Wolfe 

William  Jarrell 

Jeremiah  Sweitzer 

H.  D.  Rogers 

Gabriel  Utley 

J.  K.  Gingrich 

D.  H.  Maloy 

J.  M.  Rodman. 


George  and  John  Seibert  , 
W.  F.  S 


Shedd. 

Lyman  D.  Burch 

J.  Rulofson  and  D.  De  Garmo... 

George  A.  Walker 

Loure  Green 

Daniel  W.  Smith 

George  W.  Depew 

J.  A.  Parlett  and  J.  Thompson . . 

Joseph  B.  Cooper 

George  W.  Cooper 

Hemr  F.  Mann 

Franklin  Trailer 

Edwin  J.  Fraser 

Valentine  Felker 

Thomas  Patterson 

ZadockM.  Beall 

L.  M.  Steams 


Ploughs William  Lape 

Plooghs .*• I  T.  S.  andT.  W.  Bi^pleye. 


31,07« 

31,085 

31,186 

31,201 

31,427 

31,448 

31,579 

31,700 

31,966 

32,05C 

32,065 

32,084 

32,096 

32,168 

32,294 

32,412 

33,015 

33,196 

33,107 

33,410 

33,688 

32, 178 

32,725 

32,937 

32,975 

31,107 

31,120 

31,354 

31,381 

32,09S 

32,108 

32, 117 

33,053 

33,103 

33,774 

32,265 

31,028 

31,136 

31,17a 

31,194 

31,407 

31,419 

31,452 

31,549 

31,559 

31,563 

31,565 

31,654 

31,677 

31,684 

31,712 

31,749 

31,761 

31,903 

31,955 

32,052 

32,073 

32,094 

32,129 

32,231 

32,311 

32,459 

32,489 

32,666 

32,714 
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FloDghs 

Ploughs 

Hougbs  .. 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs,  Capstans  for 

Ploughs,  Com 

Ploughs,  Covering 

Ploughs,  Device  tor  securing  shields  to. 

Ploughs,  Ditching 

Ploughs  for  Draining  and  Subsoiling. .. 

Ploughs,  Gang  — 

Ploughs,  Gang 

Ploughs,  Hillside 

Ploughs,  Mole 

Ploughs,  Mole.... 

Ploughs,  Mole 

Ploughs,  Mole 

Ploughs,  Mole.... ............ ....... 

Ploughs,  Seeding ^.. 

Ploughs,  Seeding 

Plough,  Snow - 

I^ough,  Snow 

Ploughs,  Steam 

Ploughs,  Steam 

Ploughs,  Steam 

Ploughs,  Steam 

Ploughs,  Subsoil 

Ploughs,  Subsoil 

Ploughs,  Subsoil.... 


Plough  Clevis.-.. 

Ploughing  and  tilling  land 

Ploughing  and  tilling  land 

Ploughing  and  tilling  land  bj  steam 

Ploughing  and  tilling  land  by  steam,  Drums 

or  pulleys  to  prevent  ropes  from  slipping  in 

machinery  for 

Pockets  of  wearing  apparel ^ 

Posts,  Fence - 

Posts,  Horse-hitching 

Posts,  Setting 

Potatoes,  machine  for  digging 

Potato  diggers - - 

Potato  diggfers - ■ 

Potato  diQrers*-"***  •---•••----••••---•  -•-■ 

Potatoes,  J^igging 

Potato  masher --•• - 

Pots  for  glass-making 

Poltery,  Machine  for  monldmg 

Powder,  Blasting,  Composition  for , 


Power,  Generatbii^ 

Power,  Transmitting... 
Pres^ve  Cans,  Sealing . 

Preserve  Jars 

Preserving  vessels ..-- - 

Presses — -- 

Presses 

VnuM ...,ui^ 


Name  of  Patentee. 


Canfield  Blodgett 

John  Dement 

Heniy  S.  Chichester 

Chas.  O'Brvan  and  Henry  Kreps. 

Henry  D.  Martins 

N.  F.  Burton 

R.  Coddington  and  D.  McCall... 

Soloman  Soaid 

Wilkinson  Furnas  \. 

L.  W.  Shaffer 

H.  C.  Drew 

Charles  E.  Paxton 

Washing^n  Roberts 

J.  F.  Cameron 

Ferdinand  Pimmer.... 

Loure  Green 

J.  F.  and  W.  L.  Black 

William  B.  Reedy 

Augustus  Sanborn 

Homer  Gillet 

J.  A.  Hammer  and  J.  P.  Gordon 

M.  A.  Howell,  jr 

H.  H.  Ballard  and  H.  McClure. .. 

S.  F.Jones 

W.  P.  Penn 

W.  P.  Penn 

F.  J.  Steinhauser 

Robert  Cassady  and  D.  Clark  .... 

John  K.  Smith 

S.  L.  Shotwell  and  B.  8.  Hicks... 

C.  W.  Saladu 

J.  W.  Fawkes 

J.  F.  Cameron 

James  McCoUum 

W.  A.  H.  Bumham  and  Samuel 

B.  Pierce. 
R.  A.  Blair  and  John  B.  Reed.... 

John  Fowler,  ^'r 

John  Fowler,  ^r 

JohnFowItf,  ir 

J.  Fowlerjr.,  K.  Burton,  D.Greig, 

and  J.  Head. 


Fenner  Darling , 

Williams.  Mayo 

Charles  Bush 

Patrick  Burke 

S.  B.  CoDoverand  M.  Spring.... 

T.  C.  Zulick 

F.  A.  Morley 

Perry  Marcey 

De  Witt  Clint  and  Ives  Lynd  .... 

Alfred  H.  Lorton 

Edward  Dithridge 

William  Linton 

W.  R.  Thomas  and  M.  Eman- 
uel, jr. 

Peter  Shearer 

Thomas  J.  Lowry 

Henry  8.  Fisher 

N.  S.  Gilbert 

J.  B.  Wilson 

Enoch  Thomas 

John  Seits,  sr 

Jjtoswall  Wakemui... 


No. 


32,740 
32,90C 
32,976 
33,096 
33,256 
33,568 
33,573 
33,621 
33,634 
33,906 
31,446 
33,793 
31,130 
31,109 
31,399 
32,866 
32,958 
33,851 
32,587 
31,117 
31, 313 
31,317 
31,771 
33,149 
31,129 
32,924 
31,491 
31,529 
32,153 
32,437 
32,652 
33,882 
31,108 
32,139 
33,131 

33,066 
32,027 
32,809 
32,026 
32,913 


31,227 
33,310 
32,601 
33,335 
32,183 
31,641 
32,781 
33,093 
31,299 
33,654 
31,011 
31,394 
32,016 

31,631 
82,070 
33,729 
33,938 
33,870 
31,495 
31,630 
31,841 
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Name  of  Patentee. 


No. 


Presses 

Presses,  Cheese 

Presses,  Cheese.... 

Presses,  Cheese - 

Pressed,  Cheese 

Presses,  Cheese  and  hook 

Presses,  Copying 

Presses,  Copying,  Portable 

Presses,  Cotton 

Presses,  Cotton - - 

Presses,  Cotton 

Presses,  Cotton ---. 

Presses,  Cotton 

Presses  for  hops,  hav,  &c 

Presses,  Lithographic 

Presses,  Lithographic  Power , 

Press,  Oil 

Press  for  packing  wool 

Press  for  preserving  hay  and  cotton 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing - 

Presses,  Printing,  Cylinder 

Presses,  Printing,  Feeding  paper  to 

Pressing  Cheese 

Primer,  Automatic,  for  fire-arms 

Printers'  Chase ^. 

Printers'  Rules,  mitring 

Printing  Apparatus,  Attaching  blocks  to  belts 
of. 

Projectiles  for  Fire-arms 

Projectiles  for  Fire-arms 

Projectiles,  Guide  for 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Kifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Smooth-bored  Ordnance 

Propeller 

Propeller,  Double-cone  Marine 

Propellers,  Marine 

Propeller,  Marine 

Propeller,  Screw 

Propeller,  Screw 

Propeller,  Screw 

Propeller,  Swimming.-, - 

Propeller  Shield 

Pulley,  Clutch 

Pulley  Block 

Pumps 

Pomps ••• .«•• 


Eli  HnddleBton  and  B.  M.  Hani' 
son. 

Calvin  Anbom 

John  Patterson 

C.  A.  Codding 

W.  H.Guy 

D.  P.  Nickerson 

C.Y.  Heckler 

Joseph  H.  Atwater 

Isaac  Griffin 

A.  Z.  McBride 

P.  G.  Gardiner 

Filmon  Gilbert 

Waldo  P.  Craig 

J.  W.  Shipman 

Robert  McNie .- 

Bernard  Ackerman 

J.  S.  Schuyler 

G^eorge  M.  Cooper 

John  K.  Harris .- 

G.  &S.  P.Gary 

Charles  Potter,  jr.. w 

Alberts.  Adams 

George  P.  Gordon 

Franklin  L.  Bailey 

George  R.  Dean 

Horace  Goodrich 

Charles  Montague 

F.  O.  Degener 

O.  Tallcott 

Horace  A.  Stone 

J.  H.  Wells 

Wm.  O.  Stoddard 

G.  H.  Babcock 

Alexanders.  Davis 

Reuben  Shaler 

Elisha  Matteson 

J.  Goodspeed  and  C.  Crawley  ... 

S.C.Abbott , 

John  Gault 

Edward  Lindner 

Charles  F.  Brown 

John  Gault 

B.  B.  Hotchkiss 

J.  A.  Dahlgren 

R.  P.  Parrott 

R.  P.  Parrott 

William  Page 

Isaac  P.  Tice 

C.  H.  Sayre 

James  A.  Woodbury 

Edward  S.  Renwick 

J.  R.  Baylis 

Maximilian  Wappich 

Eugene  Lacroix,  jr 

Abram  G,  Tomplunfl 

David  Bell 

Harrison  Elliott 

Jacob  Kleiber 

Jeremiah  Carhart 

John  Shinn 

L.  A.  Beardsley 

Albert  Bellingrath 

Thomas  Hansbrow 


31,979 

31,940 

32,142 

32,820 

33,248 

33, 157 

32,363 

31,860 

31,079 

31,323 

31,796 

31,967 

38,240 

33,798 

31,818 

32,672 

33,173 

31,784 

33,083 

31,573 

31,621  . 

31,760 

31,130 

^,172 

32,242 

33,387 

33,897 

33,676 

33,217 

31,834 

34,020 

32,798 

31,292 

33,775 

32,844 
33,746 
32,830 
31,099 
32,689 
32,949 
33,378 
33,738 
32,293 
32,986 
33,099 
33,100 
33,660 
33,718 
34,031 
33,863 
33,364 
33,574 
33,459 
33,893 
31,838 
32,609 
33,077 
31,608 
32,751 
33,321 
32,856 
31,206 
31,314 
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No. 


Pumps......  ................... 

Pomps .. 

Pmnps .... 

Pomps 

Pomps 

Pomps 

Pomps 

Pomps 

Pomps . • 

Pomps . 

Pomps ... 

Pon^....-.  ....  *.............. 

Pomps 

Pomps 

Pomps 

Pomps , 

Pomps 

Pomps . , 

Pomps 

Pomps . . 

Pomps 

Pomps...... .................. 

Pomps 

Pomps,  Cattle 

Pomps,  CatUe 

Pomps,  Operating , 

Pomps,  Rotary 

Pomps,  Rotary , 

Pomps,  Rotaiy 

Pomps,  Rotary 

Pomps,  Rotary 

Pomps,  Rotary 

Pomps,  Rotary 

Pomps,  Steam 

Pomps  for  Oil  wells 

Ponch  and  Shear 

Pouching  Machine 

Ponching  Machine 

Ponching  and.  Shtwipg  Machine. 


Qoadranta,  Horizons  for 

Quartz  Crusher j 

Qoartz  Crushers,  Stamp-head  for 

Quartz  Crushers,  Stamp-head  for 

Qoartz  Crushing  or  Pulverizing 

Qoiltmg  Frame 

Qoiltin^  Frame,   Table  and  Clothes 


Biyer, 


Radiators 

Rails,  Joints  for  railroad 

Rails,  Railroad 

Rails,  Railroad 

Rails  for  railroads.  Splicing  . 

Railroads 

Railroads 

Railroads,  City 

Raiboads,  City 

Railroads,  Coal 

Railroads,  Froga  for 

Kiilroadi  and  Cara 


Dennis  Hayes 

Alfred  M.  Perkms 

George  W.  Martin 

Harvev  Locke - 

John  M  May 

Walton  E.  Watters 

H.  G.  Crowell 

W.  W.  Robinson 

Nathan  Miller 

V.Weitz 

Nathan  Barrett 

J.  W.  Redding 

T.  8.  Southard. 

M.  T.  Greenleaf 

D.  W.Lewis 

Albert  Russell 

Benjamin  Douglas 

Gilbert  Van  Camp 

Cornelius  Bollinger 

T.  J.  Wadleigh 

John  W.  Laue 

F.  J.  WiUett 

Elisha  Fitzgferald 

Peter  Fraer 

£.  A.  and  S.  Moore  and  D.  Moouej 

James  Armstrong 

D.  D.  Hauly  and  J.  J.  Morris. - 

Chester  L.  Johnson 

John  Jones  and  A.  K.  Rider.. . . 

Monroe  Stannard 

B.F.  Taber 

Daniel  S.  Hamilton 

Fred.  Rochow 

Martin  Wilcox 

Wm.  H.  EUiott 

Timothy  F.Taft 

EUram  Powers 

David  Sprague 

P.  C.Perkins 


James  Rahill 

L.  F.  A.  Legouge  . 

Thomas  Wise 

S.  F.Hodge 

J.  C.  Dickey 

Asahel  Osbom 

Bernard  Fagan  — 


J.  B.  Supplee 

R.  French 

William  Watson 

L.  and  M.  Day  and  A.  Mercer... 

B.  A.  Mason  ..t. 

Alexander  Hay 

Rowland  Cromelieu 

W.  C.  Grimes 

E.  F.  Hyde 

Wm.  Yondon  and  D.  Thomas 

Joseph  Wood 

Chandler  McWayne 


31,804 
31,904 
32,030 
32,196 
32,251 
32,260 
32,356 
32,485 
32,577 
32,592 
32,607 
33,716 
32,724 
32,831 
32,881 
33,008 
33,299 
33,323 
33,375 
33,671 
33,765 
33,914 
33,936 
33,243 
33,848 
32,038 
31,597 
32,029 
32,372 
33,126 
33,550 
33,643 
33,961 
31,923 
33,736 
31,835 
31,476 
31,681 
31,674 


33,104 
32,999 
31,570 
33,993 
33,829 
31,821 
31,706 


31,493 
32,057 
33,503 
33,696 
32,074 
31,717 
31,786 
32,286 
32,518 
32,732 
34,022 
33,534 
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Railroad  Crossings 

Railroad  Indicator 

Railroad  Stations  or  Streets  of  Cities,  Machine 
for  indicating. 

Railroad  Tickets,  Machine  for  numbering 

Railroad  Tracks,  Frogs  for 

Railway 

Railways,  City 

Railways,  Diminishing  effect  of  collision  on.  -. 

Railways,  Permanent 

Railway  Drawing-heads,  Stop-motion  for 

Railway  and  Pavement,  Comoined 

Rain  Gutters,  Beading 

Rakes,  Hand,  for  reaping  machines 

Rakes  for  Harvesters 

Rakes  tor  Harvesters 

Rakes  for  Harvesters 

Rakes  for  Harvesters 

Rakes  for  Harvesters 

Rakes  for  Harvesters 

Rakes  for  Harvesters,  Automatic 

Rakes  for  Harvesters,  Automatic 

Rakes  for  Harvesters,  Automatic 

Rakes,  Hay , 

Rakes,  Hay , 

Rakes,  Hay , 

Rakes,  Hay 

Rakes,  Hay,  and  Clover-Stripper,  Combined.. 

Rakes,  Hoise 

Rakes,  Horse 

Rakes,  Horse 

Rakes,  Horse 

Rakes,  Horse 

Rakes,  Hor8<» 

Rakes  for  reapers 

Rake-Heads 

Raking  and  Cocking  Hay,  Machines  for 

Raking  Attachments  to  Harvesters 

Raking  Attachment  to  Harvesters 

Range,  Cooking 

Ranges,  Cooking,  Water-back  for 

Ranges  and  Cooking  Stoves 

Rasps  and  Files 

Rattan,  Cutting  into  Strands 

Rattan  Machine 

Reapers  and  Mowers 

Reaping  Machines 

Reaping  Machines 

Reaping  and  Mowing  Machines 

Reaping  and  Mowing  Machines 

Reaping  and  Mowing  Machines,  Cutters  for  . . 
Reaping  and  Mowing  Machines,  Cutting  Ap- 
paratus of. 
Reaping  and  Mowing  Machines,  Guards  or 

Fingers  for. 
Reaping  and  Mowing  Machines.    (See,  also, 
Mowing  Machine$7) 

Reels 

Reflectors  for  Lamps 


Reflectors  of  a  Solar  Camera,  Operating. 

Refrigerator 

Etefrigerator 

Refrigerator 

Refrigerator 


H.  F.  Thiemeyer- 

M.  T.  Ridout 

H.  H.  Gratz 


G.  J.  HiU 

Wm.  Ebbitt 

B.  C.  Smith 

P.  Andrew 

J.  R.  Rowand 

Robert  Watson 

B.  O.Page 

B.  C.  Smith 

Wm.  H.  Henderson 

George  Esterly 

T.  S.  Whitenack.... 

Chester  Bullock 

James  Pine 

W.  S.Wilmot 

A.  R.  Reese,  W.  Gould,  andN.  Lake 

Walter  A.  Wood 

Theodore  F.  Kums 

Theodore  F.  Kums 

Theodore  F.  Kums 

Wm.  Deckman 

E.  P.  Barton  and  R.  W.  Towle  - 

C.  R.-Soule 

F.  G.  Wilson 

R.  H.  Blair  and  A.  W.  Beatty... 

D.  B.  Woodward 

Jonah  Crites 

Samuel  Mowry 

J.  C.Stoddard 


Edward  Buchman 

Edward  Smith  and  Sidney  Cowles 

M.  C.  Brelsford.. 

J.  C.Stoddard 

L.  R.  Stone , 

G.  E.  Chenowith 

A.  B.  Smith , 

Moses  Pond 

James  Ingram 

James  Spear 

Thomas  Sheehan 

T.  J.  MayaU...., 

N.  H.  Richardson 

D.  Hitchings 

Welcome  Sprague 

John  Tustin 

Cyrenus  Wheeler,  jr. 

L.  Erpelding '. 

Wm.  S.  McCormick 

Wm.  S.  McCormick 


Salem  Copeland  . 


Caroline  H.  Cames 

W.  D.  Schmidlin  and  J.  W.  Dris- 
coll. 

D.  A.  Woodward 

B.  J.  Burnett 

John  C.  Schooley 

Thos.  W.  Chatfield 

Charles  Q.  Page 


33,670 
32,000 
31,237 

31,350 
33,381 
32,794 
32,606 
33,665 
32,321 
31,396 
31,131 
32,420 
31,113 
31,345 
32,160 
32,266 
32,493 
33,663 
33,761 
33,418 
33,419 
33,420 
32,054 
32,745 
32,795 
32,9'35 
33,513 
31,507 
31,875 
32,3af 
33,023 
33,183 
33,267 
31,106 
31,414 
31,568 
31,954 
32,317 
33,050 
31,083 
31,489 
31,331 
32,737 
32,651 
32,1^ 
33,021 
33,719 
31,686 
33,416 
33,681 
33,680 

31,440 


31,953 
32,723 

31,630 
31,007 
31,039 
31,781 
31,901 
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Befrigerator 

Eefrigerator , 

Befrigerator  for  Cooling  the  Condensing  Water 
and  Condensed  Steam  of  Steam  Engine. 

Bdrigerator  and  Water  Cooler 

Begister,  Fireplace i , 

Register  for  Gas  Metre 

Begister,  Hot  air 

Begi^ter,  Hot  air 

Register,  Hot  air 

Roister,  Omnibus 

Bister  for  Omnibuses,  &c 

Begistering  Apparatus  for  Steam  Engines  ... 

Begnlators,  Gas 

Bein  holder 

Betorts,  Gas 

Becorts,  Gas 

Betorts,  Gas 

Betorts,  Gas,  Construction  of 

Betortj?,  Gai»,  Making  fire  clay 

Betorts,  Manufacture  of  Prussiate  of  Potass  . . 

Betorts  for  the  manufacture  of  gas  from  wood. 

Rice,  Coffee,  and  other  Grains,  Scouring, 
Cleaning,  and  Smutting. 

Bice  Cleaning  Machine 

Rifle  Sights 

Bigging  Clasp 

Bing,  Halter 

Bings,  Making  Split 

Rivet  Machines,  bolt  and 

Road  Scraper 

Roll  Blotters 

Rollers,  Field 

Rolling  pin  and  docker  for  biscuit 

Roofing 

Roofing,  Composition  for 

Roofing,  Metallic 

Roofing  for  Slate 

Roofinff  cloth.  Making 

Rope,  Slachinery  for  Making 

Rope,  Machines  for  opening 

Ropewalks 

Row  Lock 

Rndder  Case  for  Navigable  Vessels 

Rolers 

Ruling  Machine,  Paper 

Ruling  Machines,  Paper 

Ronmng  gear  for  four-wheeled  Vehicles 


S. 


Saccharine  fluids,  Evaporating 

Saccharine  juices,  Apparatus  for  Evaporating.. 
Saccharine  juices,  Apparatus  for  Evaporating.. 

Saccharine  juices.  Clarifying 

Saccharine  juices.  Evaporating 

Saccharine  juices.  Pans  for  Evaporating  and 

Clarifying. 
Saccharine  juices.     (See,  also,  Cane  juice  and 


Saddles 

Saddle  Legging^. 

Bad  Irons 

Sadirons 


Elisha  Dexter 

Thomas  Gates 

W.  A.  Lighthall 

A.  Godley 

E.  A.  Tuttle 

Jas.  S.  EUiott 

J.  H.  Simonds 

J.  H.  Simonds 

8.  B.  Sexton 

E.  S.  Dawson  and  A.  Weeks 

Felix  Brunon 

P.L  Weimer 

Levi  Abbott 

Thos.  L.  Braynard 

8.  H.  &  M.  C.Walker 

A.  K.  Tupper 

A-  K.  Tupper 

J.  M.  Gallacher 

J.  S.  Heartt  and  8.  English.^.. . 
Jas.  Clark 


M.  Levy 

L.  D.  Hawkins. 


A.  H.  Wright  .... 
W.  J.  StiUman... 
Geo.  W.  Soule  ... 
Lucius  C.  Chase.. 

E.  H.  Perrv 

Abraham  Reese... 
O.  W.  Kellog.... 
P.  B.  Sheldon.... 

J.  C.  Pease 

Adam  Exton 

S.  R.  Jones 

C.  C.  Hoff 

Wm.  G.  Reed.... 
J.  8.  Sammons... 

D.  S.  Anderson... 

F.  J.Miller 

Richard  Mansley . . 
Horace  Maxson... 
Wm.  D.  Bush.... 

S.  Foster 

Geo.  Lane 

John  Dobbs 

Alfred  Hathaway  . 
D.  C.  Brown 


Christ.  Cory 

Wm.  Chesterman.... 

M.  H.  Mansfield 

Riley  Root 

B.  Coe  and  M.  Goon. 
Cornelius  Jacobs  .... 


Jacob  D.  Woodruflf . 

R.  N.  Eagle 

Wm.  B.  Johns 

P.  D.  VanHoesen  .. 
Wm.  McClur© 


32,987 
33,6«t 
31,547 

31,968 
3*2,728 
33,300 
31,486 
31,748 
32,897 
31,788 
31,778 
31,588 
:13,87S 
31,696 
32,019 
32,808 
33,921 
32,219 
33,623 
32,977 
31,98B 
33,064 

33,276 
33,965 
32,210 
32,180 
33,126 
32,381 
33,650 
31,483 
31,087 
33,053 
o^,836 
32,290 
31,821 
31,564 
32,111 
31,616 
32,524 
32,483 
3:{,823 
33,319 
32; 571 
33,898 
33,389 
33,566 


33,238 
31,151 
31,396 
33,450 
31,590 
32,998 


33,728 

331996 
31,095 
32,304 
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Name  of  Patentee. 


No. 


Sad  Irons.    (See,  also,  Flat  Irons,) 

Safes,  Burglar-proof,  Construction  of 

Safety  Belts 

Sails,  Gaff  for  vessels* 

Salt 

Salt  Digging 

Salt,  Purification  of 

Salt,  Purify ine  brine  for  the  manufacture  of.. 

Salt  Kettles,  Construction  of 

Sand,  Machines  for  Washing 

Sash,  Window 

Sashes,  Window,  Dovetailing 

Sasheb,  Window,  Hanging  and  operating 

Sashes,  Window,  Supportmg  ana  locking  — 

Sash  and  Blind  fastener ■ 

Sash  fastener 

Sash  fastener 

Sash  fasteners 

Sash  fastener.  Window 

Sash  holders.^ 

Sash  holder  and  fastener 

Sash  Supporter 

Sash  Supporters 

Sash  Supporter,  Window 

Sausage  Stuflfer 

Sausage  Stuffer ^ 

Saws 

Saws,  Adjusting  the  rates  of  mnley 

Saws,  Band,  Hanging 

Saws,  Hanging  and  Securing  reciprocating 

mill. 

Saws,  Planing 

Saws.  Scroll 

Saws,  Securing  Circular  to  Arbors 

Saws,  Securing  Circular  to  Arbors 

Saws,  Wood 

Saws,  Wood,  device  for  Straining 

Saw-dust,  Removing,  as  it  is  formed 

Saw  gummers 

Saw  eummers 

Saw  horse.  Wood 

Saw  plates,  Hardening 

Saw  Set 

Saw  Set 

Saw  Set 

Sawing  Curvelinear 

Sawing  curved  pieces.  Machine  for 

Sawing  firewood.  Machines  for 

Sawing  Machine 

Sawing  Machine,  Circular 

Sawing  Machine,  Cross-cut 

Sawing  Machines,  Cross-cut , 

Sawing  Machines,  Cross-cut 

Sawing  Machines,  Feeding  and  gigging  back 

movement  in. 

Scales 

Scales,  Platform 

Scale  and  weighing  Apparatus 

Scale  Beams 

Scissors 

Scissors 

Screws 

Screws  and  tacks,  head  for 

Screws  for  Winnowing  Machines 

Screw  Blanks,  Feeding 


T.  Selleck  and  W.  H.  BnUer 

Noah  Downing 

Wm.  H.  Conway 

N.W.Clark , 

Geo.  C.  Robinson 

J.  W.  Barker  and  J.  P.  Haskin . 

J.  M.  Luther 

O.  W.Seely 

L.  M.  Speer , 

E.  P.Carter 

C.  W.  Strout 

H.  T.  Stanard 

Wm.  Shaw 

W.  E.  &H.  G.  Arnold 

Wm.  B.  Barnard 

Jas.  C.  Butterworth 

Samuel  G.  Rice 

John  H.  Cobum 

H.  T.  Stanard 1. 

Wm.  N.  Martin 

B.  G.  Hildreth 

Wm.  Morehouse 

S.  G.  Morrison 

Augustus  Nittinger 

Martin  Riling 

Nathan  W.  Spaulding 

W.  J.  GaskiU 

W.  H.  Sullenberger 

J.  H.  Totman 

W.  S.  Winsor 

G.  L.  Baar 

John  Andrews 

John  Andrews 

Abijah  Fessenden 

Jas.  Haynes 

O.  H.  Burdett 

A.  H.  Wellington 

N.  W.  Spaul£n^ 

Geo.  Ives 

James  Dodge 

Amos  Call 

D.  P.  Foster 

Ruel  Rawson 

Enoch  Conger 

Enoch  Conger 

S.  A.  Clemens 

W.T.Mills 

W.  H.  Auld 

Peter  Fischer 

Daniel  Foreman 

S.  8.  Dice 

Jesse  Gilman 

S.  S.  Hitchcock 

Aug.  B.  Davis 

A.  H.  Piatt  and  W.  S.  Rosecrans 

A.  B.  Davis....- 

John  Reist 

A.  Haydon  Knapp ^.., 

Leonard  Marsh , 

G.  R.  Wilmot 

W.  M.  Watson 

D.  M.  Robertson 


33,455 
33,579 
33,2d5 
31,372 
31,827 
33,424 
33,725 
32,005 
33,108 
31,074 
33,667 
31,412 
33,666 
33,423 
31,221 
32,043 
33,869 
33,237 
32,657 
33,488 
33,647 
33,750 
33,596 
31,030 
31,403 
33,270 
32,941 
31,768 
31,496 

33,673 
33,732 
31,523 
32,503 
31,231 
31,054 
31,779 
33,913 
34,042 
31,605 
32,102 
32,179 
33,063 
33,492 
32,978 
31,783 
33,571 
32,839 
31,202 
31,535 
31,537 
31,877 
32,419 

31,243 
33,297 
33,403 
31,534 
31,032 
31,849 
33,487 
32,020 
33,618 
31,405 
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Invention  or  Diaeoreiy. 


_   Heads  for  doable 

,  Cane  for  Chairs 

tand  Cane  combiiMd 

Seat,  Car 

Seats,  Carriage,  self-a^josting 

Seat  for  railroad  Cars  andSchools 

Seat,  School 

Seat  for  Schools,  etc 

Seed,  Clover,  Hailing  and  Cleaning 

Seeds,  Clover,  Machine  for  Separating 

Seed,  Machines  for  Cleaning  and  hailing  clover. 

Seed,  Planters,  Shoes  for 

Seed^Sowing*  Machines 

Seeding  Machine 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines.... 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines.. 

Seeding  Machines 

Seeding  Machines 

Sewers,  Inlet 

Sewers,  Inlets 

Sewers,  Street 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Mikchines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines  — 

Sewing  Machines 

Sewing  Machines 

Sewing  &Iachines 

Sewing  ^lachines 

Sewing  Machines 

Selling  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines  — 

Sewing  Machines 

:Machfnes 

'Machines 

r Machines  •••••••.•••••••.•••••••. 


Name  of  Patentee. 


S.  H.  Drennon 

J.  B.  Sawyer 

C.  H.  Dascomb 

Thomas  Rainey 

John  C.  Kimball 

W.  H.  Joeckel 

BobertPaton 

Wm.  H.  Joeckel 

D.  S.  Wegener 

H.  Hnnsiker 

Jacob  Kuhn 

A.  W.  Brinkerhoff 

Alonzo  Webster 

C.  Eggleston 

David  Pardee 

W.  P.  Penn 

W.B.Qaarton 

Q.  W.  Lee  and  A.  B.  Beese...... 

T.  B.  Jones 

C.  W.  Fossler 

J.  M.  Bacon 

Nelson  Ford 

Ira  A.  Stafford 

C.  W.  Cahoon 

F.  M.  Bacon  and  J.  Fowler 

T.S.  Mills 

George  Harlan 

H.  K.  Stover 

M.  Groat  and  C.  Lawton 

Gilbert  Jessap 

A.  C.  Stiles 

M.  L.  Gorham 

H.  N.  Dalton 

Earll  Bellinger 

T.  R.  Richmond 

G.  W.  VanBnmt , 

J.  Early  and  J.  B.  Parvin 

William  H.  Short 

Strickland  Kneass 

John  Myers  and  George  Elbreg. . 

Thomas  Earle 

Charles  Irwin 

F.  D.  BaUou 

J.  T.  Bruen 

A.  F.  Johnson  and  J.  £.  Bartlett 

S.  M.  Lan|^on 

Qaartos  Rice 

J.  C.  Smith 

Francis  Nivelle 

J.  M.  Smith 

A.  H.  Hook 

Daniel  Bamam 

L.  H.  Smith 

C.W.Williams 

Qaartos  Rice 

Louis  Ballman 

P.  D.  Conmiings.... ............ 

J.  W.  Hewlett 

J.  Little  Hyde 

C.  B.  Richardsou 

Israel  M.  Rose 

John  £.  Earle 

L.  W.  Lathrop  and  L.  B.  Justice. 

JohnMoalson 

George  Joengst 


No. 


33,463 
32,535 
33,07^ 
32,893 
31,023 
33,887 
33,101 
33,994 
31,42P 
31,389 
32,630 
32,819 
33,013 
31,014 
31,086 
31,0^ 
31,0$ 
31,liS 
31,393 

31,433 
31,536 
31,753 
31,953 
32,040 
32,140 
32,227 
32,318 
32,476 
32,627 
32,813 
32,993 
33,073 
33,233 
33,664 
33,730 
33,881 
32,008 
32,401 
33,538 
31,156 
31, 171 

3i;^ 

31,211 
31,214 
31,263 
31,325 
31,334 
31,351 
31,366 
31,411 
31,423 
31,429 
31,434 
31,573 
31,601 
31,604 

31)643 
31,644 
31,640 
31,691 
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Invention  or  Discovery. 


Sewing  Machines , 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  bnwiiines 

Sewing  Mao-ines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines,  binder  guides  for 

Sewing  Machines,  Cording  guides  for 

Sewing  Machines,  etc..  Crank  for  driving.  -. 

Sewing  Machines,  Foiling  guides  for 

Sewing  Machines,  Guides  tor 

Sewing  Machines,  Hemming  guides  for 

Sewing  Machines,  Loop  catches  for 

Sowing  Machine  needles 

Sewing  Machines,  Needle,  setter  and  threader 

for. 
Sewing  Machines,  Treadle  attachments  for.. 

Sewing,  Scroll  Machines 

Sewing  Pins 

Sewing  work  holders 

Shades,  Window 

Shade  or  Curtain  roller 

Shade  fixtures 

Shade  fixtures 

Shafts,  Attaching  breeching  to 

Shafts,  Carriage,  Attaching 

Shafting,  Hangers  for 

Shears,  Pruning 

Shears,  Tinsmitn^s 

Shear  for  the  manufacture  of  axes 

Shear  and  punch 

Shearing  and  punching  Machine 

Sheathing,  Metallic 

Sheepskins,  Shearing 

Shells,  Applying  fuses  to 

Shells,  Bomb 

Shells,  Fuse  wood 

Shells  for  Ordnance .' 

Shells,  Percussion 

Shellers,  Com 

Shingles,  Sawing,  from  the  block 

Shingle  bolts.  Sawing*., ^ 


Name  of  Patentee. 


W.  C.  Hicks 

Noble  G.  Ross 

Amos  H.  Boyd , 

George  H.  Malloiy 

Henry  L.  Shaw 

Theodore  Burr 

W.C.  Hicks 

Samuel  Comfort,  jr 

William  Jones  and  P.  Haiighian 

J.  P.  Sherwood 

M.G.  Wilder 

L.  H.  Smifch , 

Lewis  Cooper 

J.  W.  Stokes 

W.  M.  Fuller 

Edward  Howell 

B.  F.  Norton 

Charles  Baymond 

Charles  Raymond 

G.  F.  Case 

C.  Hodgkins 

Louis  Bollman 

Louis  Bollman 

F.E.  Marble 

Charles  G.  Mann 

William  Weitling 

Reuben  W.  Drew 

William  O.  Grover 

William  O.  Grover 

J.  D.  Alvord 

S.  D.  Tucker 

Turner  Williams 

H.L.  Paddock 

W.  L.  Fish 

C.  Marsh 

C.  B.  Folger 

Charles  H.  Willcox 

J.  W.  Hardie 

Warren  Glover 

L.  D.  BaiTand 

James  McNamee 

H.  G.  Scofield 

F.  A.  Perry 

Langdon  Sawyer... 

F.  W.  Stafford 

John  Gibbs 

G.  F.  Holland 

Theodore  D.  Davis 

M.  H.Mansfield 

Joseph  Evans 

H.  S.  Piatt , 

Levi  Dodge 

Timothy  F.  Taft 

P.  C.  Perkins : 

Andrew  Whytock... , 

WUliamD.  Cutler 

R,P.  Parrott 

James  Mclntire 

S.  Sawyer 

Anthony  Pfiind 

G.  W.  Gardner 

Jacob  B.  Rand  and  W.  A.  W.  Long 

A.  F.  French 

James  C.  Brown 


No. 


31,806 
31, 8» 
31,864 
31,897 
32,007 
^,033 
32,064 
32,23& 
32,297 
32,31^ 
32,323 
32,385 
32,415 
32,456 
32,496 
32,517 
32,788 
32,785 
32,9SJ5 
33,029 
33,085 
33,414 
33,41A 
33,4^ 
33,556 
33,6l]& 
33,677 
33,778 
33,94D 
32,037 
33,817 
33,727 
32,7ip 
31,37§ 
31,645 
33,341 
31,757 
32,624 

31,236 
32,507 
33,16b 
31,481 
32,529 
32,034 
31,336 
32,7^ 
34,035 
33,827 
32,301 
32,827 
33,227 
31,927 
31,835 
31,674 
33,620 
32,184 

33  663 
32I7S 

34  Ofl) 

33M 
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Invention  or  DifooTwy. 


Name  of  Patentee. 


No. 


fiiin^le  Machines 

Shingle  3Iachines. ........ ....... 

Shmgle  Machines 

Shingle  Machines,  Tilting  device  in 

Ships,  Attaching  the  shroud  of 

Ships,  Docking 

Ship,  Life  preserving 

Ships,  Life  or  safety 

Ships,  Safety 

Ship  Building , 

Ship  Building 

Ships  rigging.  Setting  up 

Ship  scraper 

Shoes,  Gaiter,  Fastening  for 

Sboee,  India-rubber 

Shoes  and  Boots,  Gum 

Shoes  and  boot  heels.  Polishing 

Shoes  and  Boots.     (See,  also,  jBoo/t  and  S;Aoe#.) 

Shoes  for  seed  planters 

Shoemaker*s  Measures 

Shoe  pegging  Machine 

Shop  oin  or  &ubstitute  for  drawers 

Shot,  Canister,  for  ordnance 

Shot,  Mandrel  for  loading  case 

Shot  punches 

fihoalder  straps.  Fastenings  for 

Shoulder  straps.  Officer's 

Shovels  and  Spades 

Shutters,  Boiling  iron 

Shutters,  Koliing  iron 

Shutters  and  blind  bolt 

Shutter  and  door  fastener 

Shutter  fastener 

8l*ve 

Sieves,  Gas  slotting 

^hts.  Back,  Adjustable,  for  fire-arms 

Sights,  Riiie 

Signalizing,  Improved  system  of 

Si 


»i«ns. 


,  Machine  for  twisting 

8i&  thread.  Sorting 

Silk  and  other  thr^ds,  Machine  for  sorting  .. . 

Silk  and  other  thread.  Sorting 

Silver  ores.  Treating 

Sffik 

Shups,  Decolorizing 

Skates 

Skates 

Skates 

Skates 

Skate* 

Skates 


Skateg. 


P.  H.  Woolsey 

G.  Zehech  and  J.  Kiefer  . 

A.  H.Clark 

D.  M.  Boyd 

John  Taber 

J.  W.  Nystrom 

Theodore  Burr 

MathewGill 

Ethan  S.  Willson 

Henry  Randall 

Peter  Pardee 

B.  Ricketson 

John  C.  Gibbs 

Richard  Solis ........... 

Christ.  Meyer 

Louis  Banhoefer 

S.  W.  Chamberlain 


A.  W.  Brinkerhoff. 

Marcus  Lane 

Charles  Keniston . . . 

S.  B.  Schultz 

A-  M.  Sawyer 

S.  Sawyer 

C.  Johnston 

B.  G.  Barney 

J.  S.  Smith 

John  Lippincott  ... 
G.  F.  Litz 


J.  S.  Cochran 

Augustus  Reeve 

William  Patten 

William  M.  Griscom 

A.  E.  and  J.  B.  Blood 

R.  G.  Hunt 

C.  Sharp 

W.  J.  Stillman 

A.  J.  Myer 

William  B.  Little 

J.  E.  De  Maniguet 

J.  E.  Atwood  and  Lewis  Leigh.. . 

Goodrich  Holland 

GkK>drich  Holland 

John  Hastings  and  L.  P.  Gautier. 

JohnWalch 

H.  N.  Fryatt 

Alfred  Hathaway 

H.  W.  Warner 

Hiram  Clafk 

A.  J.  Gibson 

J.  A.  DeBrame 

Abram  Basford,  jr.,  and  W.  B.  Car- 
penter. 
R.  A.  Goodyear  and  L.  A.  Sprague 

N.  C.  Sanford 

J.  A.  De  Brame 

D.H.  Shirley 

T.  A.  Jebb 

Edward  Behr 

N.  W.  Camp 

G.  A.  Corser  and  A.  O.  Bundy.. 

C.E.Hall 

G.  G.  Griswold 

G.  WDyer 

JoaeghiL  Hoadley 


31,277 
31,937 
32,4e7 
32,616 
31,067 
31,135 
31,424 
32,623 
31,687 
33,559 
33,596 
31,908 
33,138 
31,750 
31,730 
31,146 
32,859 

32,819 
3;{,307 
33,151 
31,633 
33,754 
34,041 
32,007 
33,925 
32,588 
32,701 
31,250 
31,300 
3:{,266 
32,712 
32,221 
31,149 
32,871 
o2,  o99 
3:^,965 
31,256 
32,196 
32,75$ 
31,510 
31,316 
31,458 
31,598 
:W,115 
32,623 
31,017 
31,043 
31,699 
31,797 
32,024 
32, 173 

32,360 
32,435 
32,495 
32,6^ 
32,696 
32,734 
32,756 
32,821 
32,833 
32,8dr 
32,938 
32,944 
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NameofPatoBtoe. 


N«. 


Skates 

Skates,  Roller -- 

Skates,  Roller 

Skate  fastening^ 

Skate  fastenings 

Skate  fastening^ 

Skins,  Treating  without  remoying  the  hair — 

Skins  and  leather,  Coloring 

Skirts 

Skirts,  Hoop --. 

Skirts,  Skeleton,  Manufacture  of 

Skirts,  Spring,  Tape  for 

Skirt  supporters • 

Skirt  supporters 

Skirt  wire --- 

Slate,  Roofing  with --• 

Slate  frames --. 

Slats  and  Blinds 

Sleds,  Metallic 

Sleeve-fastener 

Smokestacks,  Locomotive 

Smoking  tubes --' 

Smut,  Grain,  Composition  to  prevent 

Soap 

Soap 

Soap,  Castor  oil,  Composition  of 

Soap,  Composition 

Soap,  Silicated 

Soap  into  balls.  Apparatus  to  form 

Soda,  Caustic,  Muiufacture  of 

Soda  apparatus  combined  with  an  ice-cutter. .. 

Soda  Fountain 

Sodawater  Apparatus 

Soda  used  in  the  manufacture  of  paper.   Be- 
coverinff. 

Soil,  Machines  for  paving  and  pulverizing 

Soles,  Flexible 

Soles,  Galvanic 

Sounding,  Deep-sea,  Specimen  cup  for 

Sowers  and  Hiurrows,  Combinedr 

Sowing  Guano 

Spades  and  Shovels 

Spading  machines 


Spading  machine,  Rotanr 

Spermatorrhoea,  Cure  of. 

Spermatorrhoea  Instrument 

Spikes,  Drawing  bolts  and 

Spike  Machines 

Spike  Machines 

Spinal  curvature.  Reducing 

Spinal  curvature.  Reducing 

Spinal  curvature,  Reducing 

Spinners,  Driving-power  for 

Spinning  frames 

Spinning  machines 

Spinning  machinery 

Spinning  machinery 

Spinning  machiiiery,  Flyers  for 

Spinning  machinery,  Lubricators  for 

Spinning  machinery,  Stop-motion  in 

Spokes  in  the  felloes  of  wheels 

Spoke  machine 

Spoke  machines,  Feeding  mechanism  for . . 

Spokeshave 

SpokeshaveB 


Stephen  R.  Gaing 

Henry  Rennie 

Albert  Anderson 

J.  B.  Gibbs , 

P.J.  Clark 

George  S.  Curtis 

David  Mumma. ........... 

Jehu  Brainerd 

Thomas  B.  De  Forest 

S.  R.  Wihnot 

Robert  J.  Mann 

T.  D.  Hoxsey 

J.  F.  Brown 

Sarah  H.  Balwin... 

W.E.  Frost 

J.  S.  Sammons 

Henry  W.  Harper 

JohnWyberd 

Robert  J.  Mann 

Dutee  Wilcox 

J.  L.  Vanclain 

R.  Boeklen  and  W.  Staehlen. 

A.  N.Overton 

Wm.L.  Dawson 

Henry  Warren 

T.D.Mathews 

William  Dennis 

G«orge  E.  Vanderburgh 

L.Smith  and R. French 

Henry  Lowe 

G.D.Dows 

A.D.Puffer 

Francis  Nichols 

Henry  Lowe 


R.J.Gatling 

Edward  G.  Kinsley 

Samuel  Nowlan 

W.P.Trowbridge 

James  Brewer 

8.  B.  Black 

John  Lippincott 

IsaacC.  Crane 

Donald  Mann 

H.  H.Reynolds 

H.H.Reynolds 

H.E.Fowle 

James  H.  Sweet 

Samuel  Cameron 

C.F.Tayk)r 

C.F.Taylor 

C.F.Taylor 

M.G.Hubbard 

F.S.Stoddard 

James  Higgins  and  T.  S.Whitworth 

George  Goulding 

John  A.  Patridge 

J.  F.Maynard 

C.Hardy 

J.P.Hillard 

D.  A.  Johnson 

Albert  R.  Davis 

Eliakim  Briggs , 

Martin  Coltin , 

John  Jennings,  jr 


33,939 
31,994 
33,689 
31,280 
31,348 
32,1GS 
34,095 
33,331 
31,878 
32,547 
31,932 
31,388 
33,971 
32,506 
33,764 
32,383 
33,144 
32,920 
33,202 
31,421 
33,114 
31,863 
33,400 
31,959 
33,221 
31,025 
33,339 
31,648 
33,055 
32,523 
33,880 
33,796 
32,709 
33,953 

32,600 
33,436 
32,603 
32,095 
33,377 
32,406 
32,701 
32,981 
32,137 
32,842 
33,162 
33,218 
32,213 
32,466 
32,013 
32,014 
32,015 
33,305 
32,166 
31,857 
32,059 
32,923 
33,356 
31,972 
33,037 
32,946 
33,074 
31,006 
32,617 
33|i589 
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No. 


Spools,  Turnlxiff,  MftchinM  for  .... .•.••• .... 

Spoons,  Iron,  Making 

^KK>]i8,  Mamrfactnre  of 

Spoons  and  Forks,  Means  of  attaching  to 
kniTes. 

5»P«B----: 

SpnngB,  Bed 

^rings,  Car 

Springs,  Car 

E^rings,  Carriage 

Springs,  Carriage 

Springs,  Carriage,  Arrangement  of 

Springs,  Carriage,  Arrangement  of 

Springs,  Cnskion 1 

ferings,  Door 

fi^rring,  Gate  or  door 

Springs  in  OoTemors,  Equalizing  the  action  of. 

Springs,  Making  npholsterj 

Springs,  MetaUic 

Springs,  Pneumatic 

qpiings  for  railroad  cars 

qirings.  Railroad  car 

firings  from  mbber  and  steel,  Manofactore  of. 

Spnng  Heads,  Carriage,  Heading 

Stalls  for  animals 

Stales  and  hooks,  Bendiiig 

Staves,  Machines  for  chiming  and  jointing 

Stares,  Making  wooden  yesMls  of 

Staye-jointer 

Stare  machine 

Stave  machinee 

Stave  machines 

Stave  machines 

Stave  machines 

Steam  and  air,  Combining  and  utilizing ...... 

Steamboat  Staging 

Steam  Boilers.     (See  BoUer$,  Steam,) 

Steel,  Converting  Iron  into  by  cementation. . . 

Steeples,  masts,  ^^,Iron 

Steeling  Apparatus 

Steering  Apparatus. 

Stewing  Apparatus........... 

Steering  Apparatos.... ..^..... 

Steering  Apparatus — 

Steering  Apparatus 

Steering  Apparatus  for  navigable  vessels 

Steering  vessels  by  water 

Stereoscopes - 

Stereoscopic  Pictures  of  moving  objects,  Ex- 
hibiting. 

SffllB,  Casing  of 

StiDs,  Construction  of 

StiDs,  Securing  bottom  to 

Stills,  Setting 

Stills  and  Still  bottoms,  Constructing 

Stilto 

Stilts 

Stimips 

Stiimps ....•.•........••......•.•...•. 

Stirrups  and  thear  covers 

Stone,  Dressing. .- 

Stone-dressing  Machines •• 

Stones,  dtc,  Machine  for  breaking 


J.  S.  Parker 

Florian  Crossjean 

G.J.Mix 

Nathan  Ames , 

Albert  Bridges , 

W.C.Cook 

G.L.  Turner 

Henry  E.  Boeder , 

P.  G.  Gardmer 

A,R.MUler 

E.  Roughton 

Thomas  Phillips 

James  W.  Evans 

John  O.  Blythe 

Joseph  W.  Briggs 

H.  W.Evans 

C.  A.  Young 

G.W.McMinn 

J.W.Hoagland 

T.F.Allen 

James  W.Evans 

S.  Moulton , 

John  Evans , 

Olney  Bolster 

Simeon  Brooks 

R.  D.  Bowker  and  Wm.  P.  Bensell 

W.H.Smoote 

G.  G.  Gabrion  and  N.  B.  Whitney 

Edward  and  Britain  Holmes 

Edward  and  Britain  Holmes 

Minard  Snell 

James  Nevison , 

Williapo  Sisson , 

R.  E.  Rogers  and  J.  Black 

A.JohnBeU 

E.R.  Weston 

E.8.Boynton 

John  Jefferson  and  Jas.  McCaus- 
land. 

Richard  F.  Joynes 

G.  W.  Robinson 

F.A.  Moreley 

W.  P.  Hunt  and  J.  D.  Spaulding . 

George  R.Moore 

R.&T.Winan8 , 

John  W.  Foster 

S.D.Goodale 

Coleman  Sellers 

Joshua  Merrill 

Joshua  Merrill 

J.G.Collins 

G.  T.  Sawyer,  W.  Howland,  jr., 
and  T.  C.  Hatch. 

Joshua  Merrill 

Joeee  Johnson 

G.  N.  Cumming^ .... .... ........ 

A.  A.  Livingston , 

Charles  Ray 

R.  N.Eagle 

Isaac  Freligh 

Ezra  H.  Lewis 

James  Reidy  ••«.  •• 


32,588 
33,247 
31,556 
33,730 

33,877 
32,358 
32,591 
33,366 
31,881 
33,789 
31,560 
31,823 
31,793 
31,668 
33,338 
33,183 
32,395 
31,517 
82,848 
31,108 
31,798 
33,597 
33,580 
33,473 
33,733 
31,368 
31,487 
31,164 
31,169 
31,459 
31,831 
31,934 
33,370 
32, 149 
31, 147 

32,546 
31,777 
32,896 

32,485 
32,719 
32,780 
33,465 
33,683 
31,845 
33,832 
31,310 
31,357 

32,951 
32,706 
32,557 
33,905 

a3,955 
31,210 
31,787 
33,354 
33,753 
33,930 
33, 191 
33,253 
33,493 
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-  No. 


Stones,  Machines  for  cutting 

Stone,  Machines  for  polishing 

Stools,  Camp 

Stools,  Camp 

Stoves  

Stoves 

Stoves 

Stoves 

Stoves 

Stoves  — 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves r... 

Stoves 

Stoves - 

Stoves,  Camp 

Stoves,  Coal — 

Stoves,  Cook 

Stoves,  Cook,  and  Camp  chest  combined 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking,  Combination  of,  and  air-heat- 
ing furnace. 

Stoves,  Cooking,  and  Ranges 

Stoves,  Fireboard 

Stoves,  B^iro-pot  for  Coal 

Stove  Covers,  Lifter  for 

Stove  Cover  Lifters 

Stove  Cover,  Lifter  and  Poker 

Stove  Griddle,  Moulding 

Stove  lining 

Strainer  for  Coffee  and  Teapots 

Streets,  Machines  for  Sweepinf^ 

Streets  of  cities,  Machines  tor  indicating 

Street  cleaning  machines 

Street  sweeping  machines 

Street  sweeping  machine 

Street  washer 

Stud  fastening.  Button  and 

Stuffing  boxes 

Stump  extractor 

Stump  extractor,  &c 

Stump  extractor 

Stump  extractor 

Stump  extractor 

Stump  extractor 

Stump  machine 

Stump  machine 

Subsoil,  Breaking 

Sugar,  Apparatus  for  evaporating 

Sugar,  Breaking 

Sugar,  Crude,  Dissolving — .. 

Sugar,  Crude,  Manufacture  of 

Sugar,  Manufacturing  Cube 

Sugar,  Maple,  Refining 

Sugar,  Renning  and  Ciystallizing 


M.M.Parrish 

£.  H.Lewis 

Nathaniel  Johnson 

Abel  Ashald.. 

S.F.^Tage 

S.T.Harvey 

M.  B.Stafford 

John  Masee 

B.  C.  Bibb'  and  Henry  Auger 

J.  G.  Treadwell  and  Wm.  HaUes  .. 

J.  C.  Henderson 

Newman  Silverthom 

John  Pearson,  jr 

T.  N.  Fisher  and  J.  H.  Zinn 

Wm.F.Beecher 

R.D.  Granger 

George  Hamel 

George  A.  Higgins 

Benjamin  T.  S^ney 

Edward  Kirk,  jr 

H.W.BaU 

J.  G.  Treadwell 

Hosea  H.  Huntley 

Wm.  Resor 

A.C.Bar8tow 

C.  P.  Geissenhainer 

Benjamm  F.  Gold 

F.  C.  Adams  and  Joseph  Peckover 
P.  J.  Ackerman 

James  Spear 1 

James  Spear 

Dennis  G.  Littlefield 

B.  R.  Hathaway 

R.  W.  Huston 

G.  J.  Huling  and  A.  Taplin 

M.  C.  Burliegh 

G.  B.  Snider  and  James  Gorton  .. 

Wellington  Case 

W.  H.  Hope 

H.  H.  Gratz 

Wm.  H.  Hope 

L.  Conroy 

L.  Conroy  .-. 

Joshua  Regester 

V.  G.  Arnold 

R.  &T.  Winans 

T.  G.  Davis  and  J.  Punches 

James  B.  Lyons 

Fred.  Kettler 

D.  A.  Danforth  and  W.  A,  Wil- 
kinson. 

F.  L.  Howe 

C.  J.  Glenn,  C.  Ball,  and  W.  S. 
Hackett 

D.  W.  Henderson 

John  Warner  and  J.  H.  Vosburgh. 

L.J.  Chateau 

A.  H.MiUer 

Joseph  Forrest '. 

Wm.  MoUer 

G.  Finken 

G.  Finken 

OrscmP.  Beardsley 

H.N.  Fiyatt 


32,711 
32,776 
32,6d8 
33,286 
31,480 
31,716 
31,751 
32,164 
32,176 
32,257 
32,691 
32,900 
33,048 
33,079 
33,127 
33,345 
33,525 
33,705 
33,367 
33,890 
33,630 
31,270 
31,930 
32,081 
32,228 
32,764 
32,829 
32,953 
31,144 

31,489 
32,928 
32,635 
31,541 
33,784 
33,587 
32,465 
31,266 
32,969 
31,762 
31,236 
32,234 
32,051 
33,572 
32,893 
32,816 
31,846 
31,228 
31,813 
32,193 
32,684 

33,320 
33,883 

31,386 
33,116 
33,877 
33,593 
32,282 
33,261 
33,524 
33,078 
33,289 
33,967 
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No. 


flogar,  Refining  and  Purifying 

Sugar  Machine 

Sugar  Moulds,  Drip  Pot  for 

Sugar  Solution,  Evaporating , 

Sugar.   (See,  also,  Cane  Jmce  and  Saccharine 

Juice. ) 
Sulphorons  Gas,  Treating  Cane  Juice  with  .. 

Surreal  Splints 

Swifts 

Swines 

Switclies  for  horse  railroads,  Self-acting 

Switches,  Railroiid 

Switches,  Railroad , 

Switches,  Railroad 

Switches,  Railroad 

Syringes,  Enema  .  — 

Syringes,  Enema , 

Syringes,  Enema , 

Syringes,  Enema - , 

Syringes,  Vaginal 

T. 

Table 

Table,  Extension 

Table,  Extension 

TW)le,  Folding 

Table,  Post  Office,  Distributing 

Table,  Self-waiting 

Tables,  Tivoli 

Table  and  Camp  Chest,  Combined 

Tablets 

Tablet,  Port  folio  and  writing 

Tackle,  Spring,  for  the  sheets  of  fore-and-aft 
rigged  vessels. 

TacE,  Head  for  Screws  and 

Tallow  and  Lard,  Rendering 

Tallow  and  Lard,  Rendering 

Tanning 

Tanning 

Tanning .---  ---. ...................... 

Tanning,  Apparatus  for 

Tanning,  Compositions  for 

Tanning,  Handling  hides  in 

Tanning,  Process  of 

Tanning  Composition 

Tanning  macnines 

Tanvats,  Stirrinff 

Tape  trimmings.  Machine  for  making 

Tar,  Utilization  of  Coal 

Tatting  frames 

Tea  Kettles 

Tteand  Coffee  pots 

Tea  and  Coffeepots,  Strainer  for 

Tea  pots.  Strainer  for  Coffee  and 

Teasels,  Machines  for  trimming 

Teeth,  Artificial 

Teeth,  Artificial,  Setting 

Teeth,  Card,  of  carding  cylinders,  grinding  the. 

Teeth,  Cultivator 

Teeth,  Saw 

Teeth,  Saw 

Teeth,  Saw,  Cutting 

Teeth,  Saw,  Cutting v 

Telegraphs  


J.  Wright 

Charles  Teckelnenburg 

J.  W.  Jarboe  and  A.  Mackey 

W.  B.  Goodrich 


G.  A.  Huwald , 

David  Ahl 

M.  R.  Griswold  and  O.  B.  Bailey 

Henry  Davies , 

J.  A.Heyle 

J.  M.  Brahn 

O.  W.Marshall 

H.  F.  Thiemeyer , 

Samuel  S.  Hamill 

G.W.Hubbard 

F.  B.  Richardson 

Elbridge  Stevens , 

Morris  Mattson 

Henry  K.  W.  Bradman 


P.  P.  Warriner 

T.  Q.  HaU 

S.  M.  Rounds 

Josee  Johnson , 

C.  H.  Bradley 

James  A.  Strong 

Ch.  Troelick 

Weslev  Chase , 

John  Wenisch  and  R.  B.  Berky.. 

G.  C.  Hathaway 

Wm.  Woodbury 


G.  R.  Wibnot 

James  Turner 

James  Turner 

Alex.  R.  Wyeth 

Jehu  Brainerd 

Geo.  W.  Hatch 

S.  P.  Patterson 

P.W.Thomas 

D.  A.  Haviland  and  A.  S.  Phillips. 

John  M.  MuUer 

Wm.  Beach 

James  Bain  and  Samuel  C.  Brown. 

Wm.  P.  Martin 

J.  E.  Earle 

Richards.  Child 

DavidF.  Randall 

A.  Ransom  and  R.  D.  Granger.. . 

E.  A.  Kelsey 

Wellington  Case 

Nathan  Ames 

George  M.  Rhodes 

A.  M.  &  J.  L.  Asay 

David  Steinberg 

Charles  Hardy 

Wm.  Morrisson 

J.  S.  Brown 

L.  B.  Southworth 

J.  D.  Custer 

Charles  KaiBor 

O.  M.  Phelps 


33,674 
33,111 
32,873 
31,669 


33,086 
33,476 
32,838 
33,576 
33,434 
31,439 
32,573 
33,669 
33,701 
31,318 
31,626 
31,634 
33,747 
33,234 


31,685 
31, 312 
32,894 
31,363 
32,748 
33,804 
32,811 
33,570 
32,097 
33,991 
31,759 

32,020 
33,219 
33,969 
31,640 
33,188 
33,388 
33,448 
33,314 
33,645 
33,790 
33,564 
32,041 
33,203 
32,663 
32,753 
31,®J4 
31,767 
32,876 
32,969 
33,316 
32,649 
31,770 
33,716 
31,311 
32,077 
31,073 
32,796 
32,662 
33,041 
32,458 
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N«. 


Telegraphs  

Telegraph,  Electro-magnetic 

Telegraphs,  Electro-magnetic 

Telegraph  Connectors,  Jointing 

Telegraph  Instrument 

Telegraph  Wires,  Suspending 

Telegraphic  Apparatus 

Telegraphic  Instruments 

Telegraphing 

Temples 

Temples 

Tents 

Tents 

Tents 

Tents 

Tents 

Tents 

Tents,  Knapsack  and  Overcoat 

Tents,  Supporting 

Tents,  Ventilating 

Tents,  Wooden,  Portable 

Tent  and  cloak.  Convertible 

Tent  and  overcoat,  Convertible 

Tent  fixture 

Textile  and  other  fabrics,  rendering  air  and 

water-tight. 

Thermometers 

Thills,  Attaching  to  Carriage  Axles 

Thills  for  Vehicles 

Thimbles 

Thimble  boxes,  Casting 

Thimble  Skeins,  Patterns  for 

Thresher  and  cleaner  of  grain 

Threshing  and  cleaning  clover 

Threshing  cylinder.  Com  sheller,  and  grinding 

mill. 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines,  Fan  attachment  to 

Threshing  Machines,  Gearing  for 

Threshing  Machines,  Straw-carrier  for 

Threshing  Machines,  Straw-carriers  for , 

Threshing  Machines,  Straw-carriers  of 

Threshing  Machines,  Straw-carriers  and  grain 

separators. 

Threshing  and  Separating  grain 

Threshing  and  Separating  grain 

Threshing  and  Separating  Machines 

Thread  dressing  Machines 

Thread,  Machine  lor  winding 

Thread,  Machine  for  sorting 

Thread,  Winding 

Thread  winding  guides 

Tickets,  Railroad,  Machine  for  numbering 

Tie,  Neck 

Ties,  Iron,  for  Cotton  bales 

Ties,  Iron,  for  Cotton  bales 

Tiles,  Drain 

Tiles,  Making  brick 

Tilefl,  Laying,  and  ditching  machines 

Tile  machines • 


Alex.  Bain 

A.  E.  Parks 

J.  E.  Smith 

John  N.  Power 

Edmund  F.  Barnes 

Henry  B.  Goodyear 

C.  H.  Burd 

Samuel  Brown,  jr 

Nathaniel  Parks 

Chas.  Hoffman  and  Wm.  Graichen 

Benj.  &  S.  B.  Levalley 

E.G.  Williams 

S.  M.Davis 

Thomas  Boyd..-- 

A.  L.  Haskell 

R.  B.  PaUan : 

Wm.  Rankin 

Joseph  Short 

George  B.  Adams 

Thomas  Boyd 

R.  K.  Hawley  &  W.  W.  Maughlin. 

Wm.  B.  Johns 

H.  J.  Phillips 

J.  H.  Landell 

A.  C.  Teubner 


M.  A.  Finnell 

C.  W.  Gage 

J.  W.  D.  F.  Moon- 
Benj.  W.  Hood.... 

James  G.  Holt 

E.  F.  Hurlbut 

Wm.  Pierpont 

William  Rowe 

C.  Bailey 


S.  E.  Oviatt 

W.  P.  Penn 

P.  H.  Standish 

Benj.  Hall,  jr.,  and  A.  Ralston.. 
C.  H.  Shank  and  S.  Stephenson . 

Benj.  Hoyle 

W.  C.  Reutgen  &  P.  H.  Humes.. 

Ivewis  Miller 

G.  Weiland 

Levi  Bronson 

M.  P.  Morgan 

Wm.  Pierpont 


Cyrus  Roberts 

Hiram  Aldridge 

Jacob  Seebola 

Gardiner  Hall,  jr 

E.  M.  Stevens 

J.  B.  Waring 

J.  A.  Bradshaw 

T.  B.  De  Forest 

G.J.  Hill 

P.  F.  Smith 

J.  J.  McComb 

G.N.  Beard •.... 

Adam  Newkumet 

D.  G.  Oldfield 

B.  P.  Foster  and  Wm.  H.  Chaffee. 
G.  S.  Tiffany  and  H.  C.  Ingraham. 


32,864 
31,903 
33,2^ 
31,622 
33,373 
33,700 
32,510 
33,027 
33,098 
31,974 
33,000 
32,715 
32,861 
33,130 
33,346 
33,959 
34,011 
33,4^ 
33,923 
33,068 
33,781 
33,528 
33,752 
32,481 
31,195 

33,935 
32,864 
32,779 
31,975 
32,264 
32,399 
33,049 
32,209 
32,112 

32,309 
32,582 
33,109 
33,148 
33,714 
33,886 
31,825 
31,764 
31,855 
33,061 
33,445 
34,010 

32,085 
32,502 
32,896 
33,141 
31,358 
33, 117 
32,445 
31,960 
31,350 
31,265 
31,252 
32,818 
32,079 
31,126 
33,506 
31,581 
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'Hme  detector,  Watchman's 

Time  ten-tale 

Time  tell-tale 

Tin  foils,  mannftkctnre  of 

TTres  for  locomotive  wheels 

Tire,  Railway,  Machine  for  rolling. 

Tires,  Shrinlung 

Tire,  Upsetting 

Tire,  Upsetting 

Tire,  Upsetting,  Machine  for 

Tire-bending  Machine 

Tire-heater 

Tobacco,  Apparatus  for  caring 


Tobacco,  Fines  for  drying 

Tomatoes,  Making  spiritnous  liquors  from  . . . 

Tombstones 

Tools,  Polishing 

Tool-handles 

Tooth  for  Cultivators,  Spring 

Tops,  Children's  flying 

Traces  to  Carriages,  Attaching 

Traces  to  Whiffletrees,  Attaching 

Trace-fas  teninffs 

Traps,  Animal. 

Traps,  Animal 

Traps,  Animal 

Traps,  Animal 

Traps,  Animal 

Traps,  Combined  bnr|^lar-alarm  and  animal. .. 

Traps,  Moth,  for  beehives 

T^pa,  Moth,  for  beehives 

Traps,  Steam 

Traps,  Steam 

Traps,  Steam 

Traps,  Steam 

Tre^,  Extracting  filamentous  matter  from 

Trees,  Machine  K>r  felling 

Trees,  Vines,  &c.  Composition  to  prevent  de- 
cay. 

Troughs,  Eave 

Troughs,  Wooden  eave  and  piping 

Troughs,  Wooden,  Machine  for  catting 

Trowels,  Masons' 

Trowsers,  Cutting 

Trucks,  Hand 

Trucks,  Railroad  Car 

Trunks,  Alarm 

Trunks,  Army 

Trunks,  Army 

Trunks,  Camp 

Trunk  and  bedstead  combined 

Trunk  convertible  into  a  bedstead 

Trusses 

Trusses  for  bridges 

Truss  frames  of  bridges.  Adjustment  of 

Truss  pads 

l^b  and  pail  machine 

Tubes  of  Artesian  wells 

TQb<»,  Smoking 

Tubes,  Trachea 

Tuning-pin  for  Musical  Instruments 

TnnneT,  DTyins 

Turning  oval  names 

Turning  tapering  forma. « 


John  Burke 

Edward  Roberts 

Henry  Manle 

J.  J.Crook 

William  W.  Snow 

S.  Jaqua 

Christian  Weitman 

C.  W.  Wilkins 

Benjamin  Upton 

W.  C.  Salmon  and  O.  F.  Bliss  . .. 

Joseph  Klepper 

Alfred  Ingalls 

B.  C.  Bilb,  G.  F.  Needham,  and 
G.  W.  Dorsey. 

W.  B.  Hix 

William  Schilling 

R.  P.  Henry  and  G.  W.  Fox 

T.  J.  Mayall 

L.  C.  Rodier 

Henry  Francisco , 

Henry  Benton 

William  L.  Hubbell 

L.  Humiston 

S.  W.  Cox  and  J.  H.  Trowbridge. 

W.  T.  Williams 

H.  D.  Dunning  and  P.  G.  Walker. 

John  Quigley 

Decatur  Pittman 

Reuben  Chadwick 

George  Smith 

Rufus  Haven 

William  J.  Ha2en 

Phineas  D.  Wesson 

John  Gunn 

G.  B.  Wiggins  and  J.  Hoard 

A.  L.  Bayley 

A.  C.  Vautier 

J.  8.  Foster 

B.  Best 


N.  J.  Eldred 

S.  T.  Field 

Arcalous  Wyckoff 

Franklin  Bisbee 

Thomas  Clancy 

William  C.  Reutgen 

Walter  Youmans 

C.W.Taylor 

Benjamin  Andrews 

J.  W.  Hardie 

L.  H.  Miller 

F.  Boisard  and  S.  Courath 

W.  B.  Strong 

E.  Gerdon  and  Jacob  Danim 

John  P.  Avery 

J.  W.  Miir]>h> 

John  O.  Bi  van 

R.  H.  Pc(k*^and  E.  M.  Gifford... 

H.  W.  SpooDf.r 

W.  A.  Luddeu 

B.  Segnitz 

Samuel  Clark 

F.  H.  Smith 

Isaac  P.  Tice 

W.  Wadleigh  and  N.  F.  Morrill. 


31,032 
31,853 
32,303 
32,355 
32,154 
31,244 
33,767 
31,422 
32,390 
31,478 
32,948 
31,170 
32,610 

31,081 
31,058 
33,782 
31,060 
31,189 
33,641 
32,272 
33,742 
31,718 
33,519 
31,504 
31,651 
32,434 
32,486 
32,961 
32,539 
33,347 
33,704 
31,842 
32,132 
32,492 
32,817 
33,551 
32,688 
31,587 

33,076 

31,44» 

31,509 

31,436 

33,57& 

31,741 

33,167 

31,754 

33,628 

3:?,  644 

33,398 

33,128 

32,536 

32,246. 

33,629 

32,199 

3;?,960 

32,644 

31,567 

31,468 

32,7«9 

31,589 

31,^566 

31,837 

32,931 
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No 


Turning  ovals 

Tarpentine  and  rosin,  Manufacturo  of . 

Type,  Cutting 

Type-cases 

Type-galleys,  Locking 


U. 


Umbrellas  and  Parasols 

Underground  receptacle  for  waste  matter 
Uterine  Supporters,  Self-adjusting 


Talvee 

Talves 

Valves 

Valves 

Valves,  Cut-off,  for  Steam  Engines 

Valve,  Governor,  for  Stciim  Engines 

Valves  for  hose-pipe 

Valves,  Pistons  and  piston,  of  Steam  Engines. . 

Valves  for  pumps 

Valves,  Kotary,  for  Steam  Engines 

Valves,  Sal'ety,  of  Locomotives,  Spring  bal- 
ance for. 

Valves,  Slide,  operating,  of  Engines  and  Pomps 

Valves,  Slide,  tor  Steam  Engines 

Valves,  Sliding-stop 

Valves,  Steam 

Valves,  Steam  slide  and  cut-off 

Valve  Arrangement 

Valve  Gear  of  Steam  Engines 

Valve  Gear  for  Steam  Engines 

Valve  Gear  of  Steam  Engines 

Valve  motion.  Cut-off 

Valve  motion  for  Steam  Engines 

Valves  of  Steam  Engines 

Valves  of  Steam  Engines,  Operating 

Valves  and  Valve  motion  for  Steam  Engines. . 

Varnish,  Apparatus  for  manufacturing 

Varnish,  Treating  drying  oils  for  the  manufac- 
ture of 

Vegetable  fibres,  Cleaning 

Vegetable  fibre.  Treating 

Vegetable  and  Mineral  matter,  Crushing  and 
Pulverizing 

Vehicles,  Running-gear  for  four-wheeled 

Vehicles  moved  by  mechanical  power,  Regu- 
lating the  speed  of 

Veneers,  Cutting 

Veneer  planer , 

Ventilating  Hats  and  Caps 

Ventilating  and  heating  railroad  cars 

Ventilators 

Ventilators,  Car 

Ventilators  for  houses 

Ventilators  for  railroad  cart 

Ventilators,  Railroad  Car 

Ventilators,  Railroad  Car 

Ventilators  for  railroad  cars - 

Ventilators,  Railroad  car 

Ventilators,  Railroad  car 

Ventilators,  Tent 

VMitilaton  for  windows 


A.  H.  Brown 

Henry  Napier 

J.  J.  C.Smith 

Thomas  N.  Hooker . 
Stephen  W.  Brown 

T.  G.  Bancroft 

Charles  Herdtfelder 
Dryden  Smith 


Nathan  Cope  and  Wm.  Hodgson. 

Thomas  Evans 

Daniel  Menthom 

Leopold  Thomas 

John  Broughton 

A.  White 

John  M.  de  Bolle 

T.  S.  Davis 

C.  A.  Clark 

Jerome  Wheelock 

James  Hughes 


Wm.  Braidwood  and  Jas.  Whiting 

A.  J.  Stevens 

H.  G.Ludlow,  2d 

James  H.  Scott 

Lewis  Eikenberry 

Lewis  Eikenberry 

J.  R.  Robinson 

Julia  A.  Ross 

Andrew  Hartupee 

Fr.  B.  Stevens 

J.  H.  Dialogue 

William  Smith 

William  J.  Stevan 

John  G.  West,  jr 

Fred.  Walton 

Fred.  Walton 


Charles  Brady. - 
Gelston  Sanford . 
Matthew  Smith. 


D.  C.  Brown . 
John  Griffin.. 


Isaac  J.  Cole 

George  Williamson 

J.  O.  Blythe 

T.  F.  Strong 

W.  L.  Washburn 

J.  B.  Bausman 

Samuel  W.  Williams 

Wm.  G.  Creamer 

John  Miller  and  Wm.  KeUing. 

F.  H.  Fumiss 

L.  C.  Beardsley 

John  A.  Thompson 

W.  A.  Brown 

Joseph  W.EUis 

J.  Londers  and  H.  IrerMn 


3:J,334 
31,991 
31,33:i 
31,037 
31,688 


33,472 
31,514 
33,609 


31,701 
3J,794 
32,4:» 
32,658 

33,  an 

32,934 
32,444 
31,303 
32,048 
32,593 
33,19C 

31,139 
32,589 
3  J,  309 
31,629 
3:1,735 
:«,055 
32,534 
33,368 
33,690 
33,855 
31,010 
31,335 
3:^,917 
33,561 
31,343 
33,72S 

33,333 
31,479 
3;i,405 

33,566 
31,59^ 

33,279 
31,070 
3;i,  121 
32,726 
32,730 
31,943 
3:<,325 
33,071 
33,259 
33,302 
a%565 
3:^,614 
33,979 
33,934 
31,672 
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Vessebi,  Asccrtamlng  the  carvaturo  of  the  keels 
ou  bottomfi  of 

Vessels,  Hracing  yards  of 

Vessp]?*,  IJaoying 

Ves^Hcls,  Construction  of  iron 

Vcs^Is,  1  )isinfecting  foul  air  in 

Vessels,  Fire  extinguishing  apparatus 

Ves.-els,  Iron 

Vessels,  Iron  navigable 

Vessels,  Preserving 

Vebsels,  Protecting  the  hulls  of,  from  balU 

Vice 

Vice,  Kroom 

Vice,  Joiner's  bench 

Vines,  etc..  Composition  to  prevent  decay  of.. 
Vinegar,  Manufacture,  by  the  quick  process  .. 
Violins,  Tuning  pegs  for 

W. 

Wagons,  Army  cooking 

Wafrons,  Bending  fifth  wheels  for 

Wagon,  Dumping 

Wagons,  Dumping 

Wagons,  Tail-boards  of 

Wagons,  Weighing  carts  or 

Washl)oards 

Washboards 

Waf^hingJcnuckle 

Washing  Machines 

Woisbing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines -. 

Washing  Machines 

Waiibing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Waahiug  Machines 

Washing  3iachines 

Washing  Machines 

Wifching  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Wa.shiug  Machines 

Washing  Machines 

Washing  Machines 

Wasshmg  Machines 

Washing  Machines 

Washing  Machines   

Washing  i^Iachines 

Washing  Machines 

Washing  Machines 

Wa-^hiug  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Wasniug  Miichines 

Washing  Machines 

Wa.iliing  Machines 

Washing  Machines 

Washing  Machines 


Name  of  Patentee. 


II.  E.  Fowle 

Trangott  Beck 

E.  Gonlara 

S.  J.  8«Mloy...... 

Alois  I*cteler 

J.  L.  Stuart 

B.  T.  Babbit 

S.  J.  8oeIey 

J.  B.  Wilson 

F.  Contesse  . . .  .• 

I^uis  Tilliers 

T.  C  Hargraves 

B.  llaworth 

B.  Best 

Fred.  Michael 

John  Albert 

G.  F.Wilson 

Charles  Kieser 

John  Wilkinson 

J.  W.Nvo 

Jos.  O.  Farrell 

N.  E.  Doane 

Warren  Hill 

George  Whitford 

Alexander  Warner 

J.  M.  Bois 

H.  C.  Alford 

C.  Carter 

U.  J.  Converse 

Charles  E.  Toop 

li.  W.  George 

8.  Hutchings  and  J.  D.  Leach  . . 

Henry  Bailey 

E.  T.  Shepard 

Henry  Benn 

William  Brannan 

James  M.  Tolley 

G.  W.  and  P.  M.  Gould 

John  S.  Peaslee 

J.  N.  Wilson 

C.  O.  Luce 

L.  L.  Miller 

John  D.  Cochran 

Jaracs  Doty,  jr,  and  Asa  H.  Doty 
John  SU'Vons  and  L.  H.  Bucll.. . 

IL  M.  Collier 

E.  Gore 

Horace  Boies 

D.  K.  Gamble 

Jerome  and  Gilbert  Bacon 

John  Young 

Samuel  Nowlan 

Edwin  A.  Hall 

S.  D.  Jones 

M.  S.  Hai'shaw 

Lawrence  Kearney 

Georg(!  Minor  and  B.  Beach 

John  M.  Oakley 

Joel  Leo 

Benjamin  Keed 

S.  t.  McDougall 


No. 


3S,15T 

^3,977 
3J,8ri6 
32,4(>3 
31,996 
32,389 
32,741 
31,747 
32,806 
32, 121 
32,093 
33,837 
32,913 
31,587 
33,206 
31,288 


33,768 
32,947 
31,135 
31,H51 
32,163 
31,ir»5 
32,l>94 
33,118 
32,9;;2 
31,223 
31,431 
3I,;"28 

3i,r»;w 

3J,t>:M> 
31,882 
31,889 
32,113 

32,  IM) 
32, 175 
:{2,177 
32,214 
32,220 
32,25;{ 
32,325 
32,336 
32,:i42 
32,411 
32,417 
32,438 
32,469 
32,474 
32,615 
32,664 
32,677 
S2,H06 
3t.**22 

33,  Oo: 
33,088 
33,146 
33,150 
3:5,207 
3:i,311 
3:5, 3.Vi 
33,:i63 
33,441 
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Naooe  of  Patentee. 


No. 


Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  and  Kinging  Machine 

Watches 

Watches,  Stop,  Adjusting  second  hand  in 

Watch  escapement ; 

Watch  and  locket  rims,  Making 

Watch-  and  locket  rims 

Water,  Purifying 

Water  closets 

Water  closets 

Water  closet  utensil,  Portable 

Water  elevators.     {Sbg  Elevators^  JVater.) 

Water  in  steam  boilers,  Indicating  the  position 
of. 

Watering  cattle  on  railroad  cars 

Weather  strips,  Adjustable 

Weighing  apparatus 

Weighing  apparatus 

Weighing  carts  or  wagons 

Weighing  sacks.  Machine  for 

Weight  and  hitch  strap  tor  fastening  horses. .. 

Wells,   cisterns,  etc.,  walling  with  grout,  Ap- 
paratus for. 

Wheels 

Wheels,  Car 

Wheels,  Car,  Annealing 

Wheels  for  carriages 

Wheels,  Carriage,  Elastic 

Wheels,  Carriage,  Joints  of  felloes  in 

Wheels,  Carriage,  Securing  to  axles 

"Wheels,  Fly,  Arranging 

Wheebj,  Paddle,  Feathenng 

Wheels,  Propelling 

Wheels,  Railroad  Car 

Wheels,  Kailroad  Car 

Wheels,  Scrolls  of  water 

Wheels,  Uniting  the  spokes   and  felloes  of 
wooden. 

WheeU  for  wagons,  Bending  fifth 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water  .^ 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water,  Gates  and  chutes  for 

Wheels,  Wind 

Wheels,  Wind 

Wheels  and  axles.  Railroad,  to  run  on  different 

gauged  tracks. 
Wheel  hubs,  Carriage,  securing  on  axles 


A.  P.  Quackenbush.., 

John  R.  Morrison 

A.  P.  Barlow 

8.  Burr 

P.  P.  Parkhurst 

John  De  Long 

H.  W.  Johnson 

Lewis  Face 

A.  L.  Dennison 

A.  Wadsworth 

G.  P.  Reed 

D.  B.  Waite 

D.B.  Waite 

T.  Jacobs  and  N.  J.  Wilkinson. .. 

Williams.  Carr 

F.  H.  Bartholomew 

James  Robertson 


H.  F.  Hart. 


William  Robinson 

O.  B.  Scolield 

A.  B.  Davis 

A.  H.  Piatt  and  W.  S.  Rosecrans. 

N.  E.  Doane 

Henry  Winter 

D.  S.  Bartlett 

Fred.  Wilford 


Peter  Wright 

W.  W.  Snow 

A.  L.  Mowry 

John  C.  Baker 

SethD.  Wopdbury.* 

F.  M.  Gibson 

E.  P.  Hoyt 

HortonB.  Peck 

Thomas  Cooley 

C.  Comstock  and  C.  Glidden . 

G.  G.  Lobdell 

O.  O.  VanOrman 

William  H.  Locke 

D.  A.  Johnson 


Charles  Keiser 

G.  W.  Armstrong 

Joel  Harris 

Ebenezer  Tuttle 

James  Reed 

Milton  Dilts 

William  Dripps 

Isaac  D.  Seely 

Joel  Haag  and  J.  C.  Smith 

Charles  Greenwalt 

C.  B.  Kenyon  and  J.  S.  Brown 

J.  B.  CaldweU  , 

Henry  Van  Dewater 

P.  M.  Hannas 

L.  S.  Fairchildand  W.  B.  Sturgess 
J.  L.  McPherson  and  J.  S.  Harri- 
son. 

Jacob  Maag 

Otis  Tufts 


Jolrn  Scheeper. 


33,449 
33,490 
33,571 
33,567 
33,661 
33,878 
33,aSf5 
33,698 
31,009 
3  J,  840 
31,999 
32,159 
3*2,905 
31,891 
33,070 
33,632 
33,494 

31,803 

33,605 
32,436 
31,533 
33, 403 
31,155 
32,326 
31,104 
31,503 

33,916 
31,488 
32,252 
32,742 
33,809 
31,309 
3:5,251 
31,935 
33,518 
32,182 
31,467 
33,273 
31,810 
31,462 

32,947 
31,217 
31,239 
31,418 
31,739 
31,790 
31,961 
32,004 
32,063 
32, 131 
32,192 
32,409 
33,220 
3:J,584 
33,241 
31,817 

32,428 
33,407 

34»015 
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Wheelwright's  Macluoe 

Wheelwright's  Machine 

Whiffiotree  attachment 

Whips 

Wicks,  Trimming 

Windlasses 

Windlass  and  Capstan,  Combined 

Window-sash,  Hanging 

Window-shade 

Window-shutters,  Operating 

Window-stop  and  Fastener 

Winnowers,  Grain 

Winnowing  Grain 

Winnowing  Machines 

Wire,  Hardening  and  tempering 

Wire-cloth  Dish  Covers 

Wood,  Bending 

Wood-bending  Machine 

Wood-bending  Machines 

Wood,  Cutting  and  Sawmg 

Wool,  Combing 

Wool,  Drawing  and  Spinning 

Wool,  Drying 

Wool,  Machine  for  drawing  and  twisting 

Wool  Washing 

Wrench 

Wrench 

Wrench 

Wrench , 

Wrenches 

Wrenches 

Wrench,  Pipe 

Wrenches,  Screw,  g^rinding  heads  for 

Wrench,  Wagon 

Wringing  Machines 

Wringing  Machines 

Wringing  and  Washing  Machine 

T. 

Yud,  Dressing 

Yokes,  Ox 

Yokes,  Ox 

Z. 

Zinc,  Oxide  of,  Preparation  for  a  i>aint 

Zinc  and  other  ores.  Treating 

Emc  from  wfwte  gases  of  furnaces.  Collecting 


Name  of  Patentee. 


Curtis  Luther 

N.  T.Edson 

C.  Marquardt 

J.  R.  Cannon 

A.  R.  Turner 

D.  M.  Edwardi  and  J.  Homer 

Johns.  GetcheU 

George  Dare 

J.  W.  Ogle 

Hercules  M.  Wilson 

Clark  Shaw 

H.H.  Beach 

J.  J.  Sbafer 

J.  K.  Buck 

Ichabod  Washburn 

L.H.  Allen 

Enoch  Robinson 

Hiram  McDonald 

A«  Luckhaupt 
Jerome  N. 
Henry  Rawson 

John  H.  Bloodgood 

Benjamin  James 

J.  T.  Plummer 

R.  G.  Turner  and  S.  B.  Robinson 

Ezra  Ripley 

William  Mason 

Charles  H.  Reynolds 

George  W.  Martin 

G.B.  Phillips 

George  Meaoer 

James  A.  Wilcox 

L.  and  A.  G.  Goes 

George  B.  Phillips 

John  Allender 

P.  D.  VanHoesen 

Lewis  Face 

Hugh  Whitehall 

T.  W.Porter 

M.  W.Mason 

Charles  Tillerton 

AdrionMuller 

H.  Weissenbom 


No. 


32,072 
32,277 
34,027 
31,37t) 
31,915 
32,262 
33,284 
32,472 
32,432 
33,553 
31,261 
32,508 
33,009 
32,857 
31,361 
32,457 
33,467 
31,183 
33,395 
32,945 
32,784 
33,374 
32,424 
31,031 
33,408 
31,034 
31,576 
31,826 
32,106 
32,453 
32,838 
33,223 
31,075 
31,693 
32,954 
33,409 
33,698 


33,222 
32,646 
33,003 


32,320 
32,840 
33,911 


DESIGNS. 


B. 


Bonnets 

Burial  Case 

C 

Cards 

Carpet 

Carpet,  (two  cases) 


Nancy  D.  Terry  .- 
Bernard  Smith.... 

Andrew  Dougherty 

R.  Allen 

E.  J.  Noy 


1,454 
1,470 


1,455 
1,366 
1,367 
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Cari)ct , 

Carpet 

Cu;  pet 

Carpi't 

Cui-])et 

Carpet 

Carpet 

Cftipet  

Ca:  J)et 

Caipet 

Carpet 

Carpet 

Carpet 

Carpet 

Cai  pet 

Carjjet 

Cai  pet 

CajjX't 

Cftj  pet I . 

Cai  prt 

Cai"pet 

Ca*  pft f 

Carpet 

Cai  jK't 

Carpel 

CarjH't 

Carpet 

CariH't 

Cai  pot 

Carpet 

Cai  |>ct 

Car])i't 

Carpet ^ 

Cai  pet 

Carpet 

CaqK't 

CariH  t 

Cari)et 

Carpet  Pattern 

Cai  pet  Pattern 

Car|H't  Pattern 

CarjHft  Patiem 

Car[K't  Pattern 

Carpet  Pattern 

Carpet  Pattern 

Cari)et  Pat  tern 

Carpet  Patiern 

Cai iH't  l\itlern 

CarjH't  Paitern 

Carpi  t  Pattern 

Carpet  Pu'  »ern 

Carpi t  Pattern 

Carpet  Pat!(  ru 

Catjiet  l*at:ern 

CariH't  Paiiern 

( larjH't  Pattern- 

Caipet  I'attern 

Carpet  Pattrni 

Car|»et  Pattern 

CariK-t  l*atieni 

CariK't  Patt(Mn 

Caqu't  Pattern 

Carpet  Pattern 

Cari)ct  Pattern 

Oftrpct  Pattern 


Name  of  Patentee. 


K.  J.  Ney 

II.  (i.  Thompson 
II.  (f.  Tlinmi»s(m 
II.  (jJ.  Tliompsun 

H.  (r.  TllOJlJpiOU 

II.  G.  Thompson 
II.  G.  Thompson 
II.  G.  Tlionii)son 
II.  G.  Thompson 
II.  G.  Thompson 
II.  G.  Thompson 
II.  G.  Tltompson 
II.  (J.  Tliompson 
II.  G.  Tliompson 
11.  G.  Thompson 
II.  (r.  Tliompson 
II.  G.  Thompson 

K.J.  Ney 

E.J.  Ney 

E.J.  Ney 

11.  (i.  Thompson 
II.  G.  Thompson 
H.  G.  Thompson 
H.  G.  Thompson 
II.  G.  Thompson 
II.  G.  Thompson 
II.  G.  Thompson 
H.  G.  Thompson 
II.  G.  Thompson 
II.  G.  Thompson. 
H.  G.  Thompson 

E.J.  Ney 

E   J.  Ney 

E.  J.  Ney 

E.  J,  Ney 

E.  J.  Ney 

E.  J.  Ney 

E.  J.  Ney 

E.  J.  Ney 

E.J.  Ney 

E.J.  Ney 

E.J.  Ney 

E.J.  Ney 

E.J.  Ney 

E.  J.  Ney 

E.  J.  Ney 

E.J.  Ney 

E.  J.  Ney 

E.J.  Ney 

E.J.  Ney 

E.J.  Ney 

H.  G.  Thompson . 
H.  G.  Thompson, 
II.  G.  Thompson. 
II.  G.  Thompson. 
II.  G.  Thompson. 
II.  G.  Thompson. 
H.  G.  Thompson. 
H.  G.  Thompson. 
II.  G.  Thompson. 
II.  G.  Thomp.son. 
II.  G.  Thompson. 
II.  G.Thompson. 
II.  G.  Tliompson. 
11.  G.  Thompson. 


No. 


Digiti 


zed  by  Google 


INDEX. 


Ivii 


Invention  or  Discovery. 


Name  of  Patentee. 


Carpet  Pattern I  II.  G.Thompson 

Clock  Case I  K.  C  Brewster 

Clock  Case [  Henry  K.  Hotchkiss. 

Clock  Case I  Elian  Ingraham 

Cluck  Case  Front j  Eiias  lugiaham 

Clock  Case  Front j  Eliaa  Ingraham 

Clock  Case  Front 1  Henry  Terry 

Coffins j  James  McDuff 

Cravat !  J.  A.  Eshleman. 


Curtain  Loops 


D. 


Cases. 


Desk,  School 


H. 


Handles  of  Table  Spoons  and  Forks  . 
Handles,  Spoon  and  Fork 


flats 

Hats 

Hats 

Horse  Spar. 


Iron  Doors. 


Label  on  trade  mark . 


O. 


Oilcloth  Pattern. 


Pencils,  Lead,  Trade-mark  on . 

Picture  Frame 

Pomps 


E- 


Bange,  Summer 


S. 


Sewing  Machine . 
Skirt,  Bahnoral.. 

Slate  roofing 

Spoons  


8to?e8. 


Stoves. 
Stoves. 
Stoves. 
Stoves. 
Stoves. 
Stoves. 
Stores. 


Edward  Maynard . 


H.  W.  Hayden... 
Wm.  P.  Uhliuger . 


J,  Gorham,  G.  Thurber  and  L. 

Dexter,  jr. 
J.  Gorham,  G.  Thurber  and  L. 

Dexter,  jr.  " 

S.  U.  Hawley 

J.  J.  MonlHett 

James  J.  Morrisett 

Thomas  Lyons 


Garrettson  Smith  and  H.  Brown. 


J.  D.  Brewer. 


James  Hutchinson  . 


E.  Faber 

r.  Girard 

Miles  Greenwood  . 


D.  M.  Scypes  and  S.  Smith. 


C.  A.  Shaw  and  J.  R.  Clark 

C.W.Cooke 

Daniel  Bickerby 

J.  Gorham,  G.  Thurber,  and  L. 

Dexter,  jr. 
J.   D.   Warren,   J.   B.   Scofiekl, 

Isaac  Wardwoll,  and  A.  J.  Jones. 

N.  S.  Vedder  and  E.  Ripley 

Jas.  Hortonand  J.  Martino 

A.  C.  Barstow 

W.  W.  Stanard 

W.  W.  Stanard 

bumuel  W.  Gibbs...-. 

M.  C.  Burleigh 


No. 


1,503 
l,:i90 
1,484 
1,504 
l,:tt« 
1,471 
1,483 
1,436 
1,488 
1,428 


],4d4 
1,478 


1,430 

1,440 

1,421 
1,429 
1,486 
1,507 


l,4r>3 


1,422 


1,435 


],47S 
3,479 
1,426 


1,457 


1,469 
1,424 
1,407 
1,472 

1,369 

1,389 
1,391 
1,396 
1,399 
1,401 
1,404 
1,423 


Digiti 


zed  by  Google 


Ivfli 


INDEX. 


Inyention  or  Diicoveij. 


Namo  of  Patentee. 


No. 


Btoves 

IStove,  Cap  and  base  of  a  parlor. 

Stove,  Cook 

8tove,  Cook 

h>tove,  Cook's 

Htove,  Cook's 

Stove,  Cook's 

Stove,  Cook's 

Stove,  Cooking 

Sfovo,  Cooking 

Stove,  Cooking 

Stoves,  Cooking 

Stove,  Cooking 

Stoves,  Cookine 

Stoves,  Egg  cylinder 

Stoves,  Gas  burning  cylinder. -- 

Stoves,  Laundry 

Stoves,  Parlor 

Stoves,  Parlor 

Stoves,  Parlor 

Stoves,  Parlor 

Stoves,  Plates  of  a  Cooking 

fttovcs.  Plates  of  a  Parlor 


^     T. 


Teapot 

Trade  mark 
Trade  mark  . 
Trade  mark 
Tumblers  ... 


W. 


Window  glass 

Window  Shade  Material . 
Work-holder 


C^rrettson  Smith  &,  Henry  Brown. 

S.W.Gibbs 

N.  S.  Vedder 

N.  8.  Vedder 

D.  M.  Scypes  and  S.  Smith 

Gilbert  Knapp 

Jacob  Mersereau 

Caleb  W.  Palmer 

John  Long 

N.  S.  Vedder 

Samuel  W.  Gibbs 

Caleb  W.  Palmer 

G.  Smith  and  H.  Brown 

J.  C.  Fay 

S.  H.  SaUer 

S.  H.  Sailer 

Wm.  A.  Green 

W.  W.  Stanard 

Samuel  W.  Gibbs 

Samuel  W.  Gibbs 

Gardner  Chilson 

J.  Horton  and  J.  Martino 

J.  Horton  and  J.  Martino 

Hiram  Young 

Sampson  Hamemann 

A.  F.  Johnson 

Levi  L.  Tower 

C.  S.  ChaflFee 

Charles  Probst 

G.  L.  Kelty 

C.  A.  Shaw 


1,430 
1,458 
1,288 

i,4:n 

L456 
l,4r3 
J,  474 
1,485 
1,386 
1,397 
1,406 
1,407 
1,420 
1,438 
1,476 
1,477 
1,466 
1,400 
1,405 
1,427 
1,487 
1,442 
1^441 


1,419 
1,387 
1,426 
1,432 
1,433 


1,398 
1,437 
1,468 


REISSUES,  1861. 


Amalgamator,  Gold  . . . 


B. 


Bedstead  fastening 

Beehives 

Bonnet  fronts 

Boxes,  Journal 

Boxes,  Journal 

C. 

Candles,  Moulding 

Candles,  Moulding 

Cars,  Street  passenger,  arrangement  of  Steam 

Engines  for  propelling 
Cars,  Transferring  from  one  track  to  another.. 

Cartridge,  Metallic 

Cheese,  Manufacture  of 

Cheese  vaU 


J.  N.  Wyckoff  and  T.  M.  Fell... 


ElishaE.  Everitt 

J.  S.  Harbison 

Geo.  A.  Cox 

P.  S.  Devlan 

P.  S.  Devlan 

Willis  Humiston 

Willis  Humiston 

Robert  IL  Long 

Wm.  Wharton,  jr , 

Edward  Maynard , 

F.  A.  Redington  &  Geo.  McClure 
C.  M.  Wilkins 


1.169 


1,160 
1,226 
1,175 
1,208 
1,209 


1,131 
1,132 
1.125 

1,143 
1,192 
1,189 
],2ri« 


Digiti 


zed  by  Google 


INDEX. 


Ik 


Invention  or  Disooverf. 


Clocks,  Calender 

Clothes  Wrinj^r 

Clover  Separators 

Cotton  ginning  and  barring  wool. 

Cotton  Gins 

Curtain  fixture.  Window 


D. 


I>red^ng  Crane 
DriilB,  Seed 


E. 


Engines,  Air 

Envelopes,  Making 

Epaulettes 

Evaporator  for  hot  air  pipes. 


Fancets,  Measuring 

Firc-nrms 

Fire-arms 

Fire-arms 

Fire-^irms 

Fire-arms,  Breech-  loading  repeating 

Friction  Clutches 

Furnaces,  Steam  boiler 

Furnaces  of  steam  boilers,  Promoting  com- 
bostion  in. 


Gate 

Grain  Cradles  . . . 
Grain  ISeparators . 
Grain  Separators. 
Grain  Separators. 
Grain  Separators. 
Gnus,  Blagazine  . 


n. 


Hammer,  Steam 

Handles,  Spade,  Shovel,  or  Dung  fork  . . . 

Harrows 

Harrows,  Seeding 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters -^ 

Harvesters 

Harvesters 

Harvesters 

Ifarvpsters 

Harvesters 

Harvesters 

Har\'esters 

Harvesters 

Harvesters 

Harvesters 

Harveoters 

Harvesters 


Name  of  Patentee. 


W.  S.  Huntington  and  H.  Platts 

Elliot  Dickcrman 

Christian  Reif 

8.  R.  Parkhurst 

L.  Campbell  and  T.  W.  Brown, 
li.  B.  BurcheU 


George  Wood  and  John  King 
Jonathan  Smith 

Philander  Shaw 

E.  W.  Toodale 

Jas.  S.Smith 

G.  F.  J.  Colbum 

Ira  Kinman 

Merrill  Pat.  Fire-arm  Man.  Co 
Merrill  Pat  Fire-arm  Man.  Co 
Merrill  Put.  Fire-arm  Man.  Co 
Merrill  Pat.  Fire-arm  Man.  Co 

Christian  Sharps 

Wendall  Wright 

J.  R.  Robinson , 

J.  C.  Tiffany 


Jasper  Johnson. 
M.  K.  Flanders. 
J.  A.  Vaughn  . . 
J.  A.  Vaughn  . . 
J.  A.  Vaughn  . . 
Jefierson  Nash.. 
E.  U.  Graham.. 


No. 


R.  R.  Taylor 

A.  v.,  J.  1).  4>  F.  Bhmchard.... 

DanielW.  Shares 

Henry  Hewitt 

A.  Palmer  and  8.  G.  WiUiams... 
A.  Palmer  and  S.  G.  Williams — 

John  Gore 

Samuel  &  J.  H.  Barley 

Fred.  Nishwitz 

Huntley,  Bowman  &  Co 

Huntley,  Bowman  &  Co 

Geo.  M.  Sclden 

Geo.  M.  Seldon 

Geo.  M.  Selden : 

Wm.  N.  Whitcley,  jr 

W.  A.  Kirby  and  D.  M.  Osborne. 

T.H.Dodge 

T.  H.  Dodge 

T.  II.  Dodge 

Rufus  Dutton 

T.  H.  Dodgo 


1,234 
3,119 
3,135 
1,137 
J,  163 
1,144 


1,248 
J,ltia 


1,176 
1,170 
1,239 
1,105 


1,149 

i,ir)a 
ijr>7 

1,158 
1,1.^>9 
1,199 
1,230 
1,184 
1,174 


1,121 
1,118 
1,120 
1,195 
1,196 
1,215 
1,123 


1,191 
1,231 
1,150 
1,151 
1,109 
1,110 
1,129 
1,130 
1,149 
1,171 
1,172 
1,179 
1,180 
1,181 
1,203 
1,211 
1,212 
1,213 
1,214 
1,215 
1,221 


Digiti 


zed  by  Google 


INDEX. 


Invention  or  Discovery. 


Harvesters,  Grain  and  Grass 

Harvesters,  Groin  and  Grass 

Harvesters,  Grain  and  Grass 

Harvesters,  Grain  and  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Traclt-clearers  for 

Hemp,  Cutting 

Hemp,  Cutting 

Hemp,  Cutting 

Hoop  machine 

Horse  power 

Horse  power 

Hose  coupling 


I. 


Inkstands,  Fountain 

Iron  Bailwaj  Cars 

Irregular  forms,  Machines  for  Cutting. 


K. 


Kettles,  Making  brass. 
Knife  and  fork  cleaner. 


L. 


Locks 

Locks,  Door  . 


M. 


Metals,  Burnishing 

Meters.  Gas 

Mills,  Flouring 

Mills  for  grinding  apples . 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 


Paper  boxes.^. 

Photographic  baths 

Planing  Machines,  Wood 

Plougl^,  Mole 

Presses,  Tobacco 

Presses,  Tobacco 

Presses,  Tobacco 

Projectiles  for  Rifled  Ordnance  . 
Projectiles  for  Bifled  Ordnance  . 

Pulp  Machine 

Pumps,  Portable 


B. 


Reaping  Machines  . 


Reflectors 

Registers  and  Ventilators  . 


Name  of  Patentee. 


Ko. 


J.  E.  Brown  and  S.  S.  Bartlett.. .; 

Cyrenus  Wheeler,  jr i 

Cyrenus  Wheeler,  jr i 

Cyrenus  Wheeler,  jr . . , 

J.  S.  &I).Lake 

J.  S.  &D.Lako ! 

J.  S.  &D.  Lake I 

J.  S.  &  D.Lake. 

Albert  W.  Morse 

W.  F.  Kctchuni j 

Wm.  N.Whitely 

Wm.N.Whitely ' 

Wm.  N.Whitely i 

Amer.  Hoop  Machine  Co ' 

James  Bray  ley  and  Mary  Pitts  ..  .1 

James  S.  Uptou ' 

EmcrsoQ  Gay  lord 


Francis  Draper  . 

S.J.  Seely 

R.  J.  Marcher . . 


F.  J.  Seymour. - 
SewallBrackett. 


L.  F.  Munger . 
G.  D.  Baldwin 


Jeremiah  Stcver 

Charles  C.  Lloyd 

D.  S.  Wageuer 

W.  O.  Hickok 

A.  M.  HaU 

C.  Aultman  and  L.  Miller. 
C.  Aultman  and  L.  Miller. 


Elisha  Waters 

B.  Hufnagle 

H.  D.  Stover 

M.  A.  Howell,  jr , 

George  Linday  and  Wm.  Cameron 

Wm.  Cameron 

Wm.  Cameron 

A.  A.  Hotchkiss 

A.  A.  Hotchkiss 

George  Sweetland 

W.  T.  Vose 


W.  H.  Seymour,  D.  S.  Morgan, 
and  S.  G.  Williams. 

Isaac  P.  Frink 

Edward  A.  Tuttle 


1,111 
l,25:i 
1,253 
1,254 
1,114 
1, 115 
1,116 
1,117 
1,108 
1,102 
1,200 
1,201 
1,202 
1,173 
1,1H5 
1,1K)0 
1,186 


1,164 
1,273 
1.227 


1,183 
1,134 


1,107 
1,193 


1,205 
1,153 
1,136 
1,161 
1,210 
1,245 
1,246 


1,212 
1,152 
1,190 
1,138 
1,124 
1,127 
1,128 
1,207 
1,249 
1,108 
1,146 


1,177 

1,251 
1,235 


Digiti 


zed  by  Google 


INDEX. 


Ixi 


Inyention  or  Discovery. 


Name  of  Patentee. 


No. 


8. 

Seats,  Car,  into  beds  or  lounges,  Converting.. 

Seats  for  public  buildings 

Seeding  Machines 

Sewing  Machines 

Sewing  Machines 

Seeing  Machine  Cases 

Ship  building 

Ship's  Winches 

Shirt  bosoma 

Skirts,  Hooped,  Making 

Spring  bed  [>ottom8 

Spring,  Car 

Spring,  Car 

Spring,  Bailroad  Car 

Steam  Engines 

Steam  Engines 

Steam  Engines 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves,  Cooking 

Stoves,  Cooking 

^YCfi,  Register  for 


Teeth,  PorceUiin 

Teeth-fixtures 

Threshing  machines 

Threshing  machines 

Timekeepers,  Winding  by  currents  of  air  . . . 

V. 


Valves,  Butterfly 

Valves  of  Steam  Engines,  Opening  and  closing 

the. 
Val^-es  of  Steam  Engines,  Opening  and  closing 

the. 

W. 

Wagons,  Casting  seamless  skeins  for 

Wagvus,  Seamless  thimble-skeins  for 

Washing  Machines 

Washing  Machines 

Wheels,  Water 

Willow-peeler 

Winch,  Direct  and  counter-motion 


H.  B.  Mycr 

A.  H.  Allen 

Lewis  Moore 

Elias  Howe,  jr 

W.  O.  Giover  and  W.  E.  Baker. 
F.  A.  Ross  and  W.  II.  Marshall . 

Richard  F.  Loper 

P.  H.  Jackson 

IraPerago,  jr 

C.  Newman 

Hiram  Tucker 

Richard  Vose 

Richard  Voso 

A.  T.  Watson 

F.  E.  Sickles 

F.  E.  Sickles 

Edward  Lynch 

D.  O.  Littlefield 

D.  G.  Littlefield 

D.  G.  Littlefield 

D.  G.  Littlefield 

Samuel  Pierce 

Samuel  Pierce 

S.  H.  Ransom  &  Co 


J.  W.  Moffitt.... 
John  H.  Landell. 
D.  S.  Wagoner. - 

S.  O.Oviatt 

C.B.  Hoard 


N.  Cope  and  Wm.  Hodson. 
F.  E.  Sickles 


F.  E.  Sickles. 


B.  Leonard  — 
B.  Leonard  ... 
John  Young. . . 
J.  F.  Pond.... 
H.  G.  Nelson.. 
J.M.Wood  ... 
Charles  Perley. 


1,228 
1,22G 
1,198 
1,154 
1,244 
1,145 
1,178 
1,141 
1,197 
1, 155 
1,217 
1,194 
1,218 
1,214 
1,106 
1,107 
1,240 
1,232 
1,2:« 
1,237 
1,2:58 
1,241 
1,242 
1,139 


1,122 
1,247 

i,i:« 

1,219 
1,140 


1,204 
1,112 

1,113 


1,229 
1,230 
1,216 
1,220 
1,187 
1,147 
1,18» 


EXTENSIONS,  1861. 


Bedstead,  Folding 

Boilers,  Steam 

Cables,  Chain,  Working  and  stopping 

Dies  for  cutting  screws 

Orates,  Fire 

Lead-pipe  Machinery , 

Looms,  Brussel,  (Reissue  No.  144) 

Ordnance,  Casting 

Pipes,  Side,  Connecting,  with  the  steam  chest. 


T.  B.  Bleocher.. 
Timothy  Clark  . 
Thomas  Brown. 
P.W.  Gates.... 
William  Pulver. 
S.  G.  Cornell... 
E.B.Bigelow  .. 
T.  J.Rodman.. 
H.  R.  Dunham. 


1,015 
5,254 
604 
5,103 
5,237 
5,253 
5,020 
5,236 
5,032 


Digiti 


zed  by  Google 


Ixfi 


INDEX. 


Invention  or  discovery. 


Name  of  Patentee. 


Printing  Prcsscw,  Rotary ;  R.  M.  Hoo 

PuddlciN  hall.**,  Rollinj^  and  conipi-cssinj I  J.  F.  WinKlow  . 

Heaping  Marliincs,  (liclssuo  No.  149) Obed  Hussoy . . . 

Reaping  Machines,  (Reissue  No.  45 J ) Obod  llussey . . . 

Reaping  Miu-limes,  ( Reissue  No.  742^ 1  Obed  llussey... 

licnping  Matehiucs,  (Reissue  No.  917; ,  Obed  Hussey . . . 

Stone,  Cutting i  Charles  Wilson. 

Wheels  for  Railroad  Carriages,  Cast  Iron Anson  Atwood. . 

Wheels  for  Railroad  Carnages,  Cast  Iron Anson  Atwood.. 

Wheels  for  Raiiroad  Carriages.  Cast  Iron |  Anson  Atwood.*. 

Wiro-grating,  Weaving,  (l^eissae  No.  747)  ...,  Henry  Jenkins  . 


No. 


f»» 


v>, 


199 

399 

'TIT 
i257 
,012 
11 J 
112 
112 
005 


ADDITIONAL  IMPROVEMENTS,  1861. 


Coupling  for  Railroad  Cars 

Electrical  apparatus  for  lighting  giis. 

Gate 

Heels,  Metallic,  for  Boots  and  Shoes 

Meters,  (las 

Rclrigerators 

Seats,  Couch,  for  Railroad!  Cars 

6oe<ling  Machines 

Thills  to  vehicles,  Attaching 


A.  II.  Rowand 

S.  B.  II.  Vance 

Jasper  Johnson 

J.  V.  Dinsmoro 

O.  J.  Willson  and  D.  11.  Fox 

William  M.  Baker 

John  Uartman,  jr 

F.  Chainbcrlin 

Douglas  Bly 


315 
318 
312 
311 
316 
310 
314 
313 
317 


Digiti 
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37TB  OoNGBBSS, )      HOUSE  OF  BEPRESENTATIVES.       ( Ex.  Due. 
2d  SeMum.      f  (No.  S3. 


PATENT  OFFICE  BEPOET  FOE  THE  TEAE  1861— MECHANICAL. 


LETTER 


noM 


THE  COMMISSIONER  OF  PATENTS, 


TBAmonDio 


The  Mechanical  Report  of  the  Patent  Office  for  the  year  1861. 


FsBRUABT  14,  1862. — Laid  on  the  table,  and  ordered  to  be  printed. 

Inm  5,  1862. — Retoloed,  That  twenty  thouaand  extra  copies  of  the  Mechanical  part  of  tha 
Patent  OflSice  Beport  for  1861  be  printed  for  the  uae  of  the  Hoiue,  and  ten  thooaand 
copiea  for  the  use  of  the  Patent  Office. 


United  States  Patent  Office, 

February  13,  1862. 

Sib:  I  hare  the  honor  herewith  to  transmit  the  annual  report  of  this  office 
for  the  year  1861,  to  be  laid  before  Congress. 

1  am,  very  respectfully,  your  obedient  servant, 

D.  P.  HOLLOWAT, 

Cotnmisiioner  if  Patents. 
Hon.  Oalusha  A.  Grow, 

Speaker  of  the  House  of  Repreicntativest  Washington,  D.  C. 


United  States  Patent  Office, 

January  31,  1862. 

Sir  :  In  conformity  with  the  requirements  of  the  14th  section  of  the  act  of 
H^orch  3,  1837,  entitled  ''  An  act  in  addition  to  the  act  to  promote  the  progreis 
gf  science  and  useful  arts,"  I  most  respectfully  submit  the  following  report : 

Id  the  section  of  the  act  above  referred  to  it  is  declared  to  be  the  duty  of  tha 
Commissioner  of  Patents  **  to  laj  before  Congress,  in  the  month  of  January, 
annually,  a  detailed  statement  of  the  expenditures  and  payments  by  him  made 
from  said  (patent)  fund.  And  it  shall  also  be  his  duty  to  lay  before  Congresfl^ 
b  the  monm  of  January,  annually,  a  list  of  all  patents  which  shaU  have  been 
gnmted  during  the  preceding  year,  designated  under  proper  heads,  the  subjects 
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(n  sticu  patentSy  smd  ninnsiiing  sn  Bipuabetical  Hst  of  me  patentees^  with  ni€lr 
places  of  residence ;  and  he  shall  also  famish  a  list  of  all  patents  which  shall 
nave  become  public  property  during  the  same  period,  together  with  such  other 
mformation  of  the  state  and  condition  of  the  Patent  Office  as  may  be  useful  to 
Congress  or  to  the  public." 

Tne  first  provision  of  the  above  instructions  to  the  Commissioner  requires 
"  a  detailed  statement  of  the  expenditures  and  payments  by  him  made:"  For 
a  more  complete  and  intelligible  exposition  of  the  affairs  of  the  office,  I  b(^ 
leave  to  submit  the  following  statement : 

No.  1. 

Number  of  applications  received  during  the  year 4,643 

Number  of  patents  granted,  including  designs,  reissues,  and  additional 

improvements 3,340 

Number  of  caveats  filed 700 

Number  of  applications  for  extension  of  patents 16 

Number  of  patents  extended 21 

Number  of  patents  expired  December  31, 1861 546 


No.  2. 

StatemefU  of  moneys  received  during  the  year. 

On  applications  for  patents,  reissues,  designs,  additional  improve- 
ments, extensions,  caveats,  disclaimers,  and  appeals $125,601  00 

For  copies  and  for  recording  assignments 11,753  44 

Total 137,354  44 


No.  3. 

Statement  of  easpenditures  Jrom  the  jnitent  Jund  during  the  year. 

For  salaries $92,868  92 

For  contingent  expenses 59,502  36 

For  temporary  clerks 43,791  31 

For  withdrawals 23,173  32 

For  refunding  money  paid  by  mistake 1,306  00 

Forjudges  in  appeal  eases 850  00 

Total 221,491  91 

No.  4. 

Statement  of  the  condition  of  the  p€Uent  Jimd. 

Amount  to  credit  of  patent  fund  on  January  1, 1861 $89,554  07 

Amount  paid  in  during  the  year 137,354  44 

Total 226,908  51 

tVom  which  deduct  expenditures  during  the  year •....«..  221,491  91 

Which  leaves  to  die  cvedit  of  the  patent  fund  Jaanaiy  1, 1862..  5,416  60 
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No.  5. 

Quarterly  statement  qf  expendituree  for  1861. 

first  auarter $61,050  23 

Second  qnarter 62,439  25 

Third  quarter 52,104  58 

Fourth  quarter 45,897  85 

Total  expenditure. 221,491  91 


No.  6. 

Tahle  taihibUiftg  the  Imdnees  of  the  office  for  ttoeniy-Jive  yean  ending  December 

31,  1861. 


Yean. 

Applications 
filed. 

CareaU  filed. 

Patents  iBSn'd. 

Cash  received. 

Cash  ezpendod* 

1837 

435 

620 

425 

473 

495 

517 

631 

602 

502 

619 

572 

660 

1,070 

995 

869 

1,020 

958 

1,902 

2,024 

2,502 

2,910 

3,710 

4,538 

4,819 

3,340 

$29,289  08 

42, 128  54 

37,260  00 

38,056  51 

40,413  01 

36,505  68 

35,315  81 

42,509  26 

61,076  14 

50,264  16 

63,111  19 

67,576  69 

80,752  78 

86,927  05 

95,738  61 

112,056  34 

121,527  45 

163, 789  84 

216,459  35 

192,588  02 

196, 132  01 

203,716  16 

245,942  15 

256.352  59 

137,354  44 

$33,506  98 

37,402  10 

34,543  51 

39,020  67 

52,666  87 

31,241  48 

80,766  96 

36,344  73 

39,395  jS5 

46, 158  71 

41.878  35 

58,905  84 

77,716  44 

80, 100  95 

86,916  93 

95,916  91 

182,869  83 

167, 146  32 

179,540  33 

199,931  02 

211,682  09 

198, 193  74 

210,278  41 

252, 820  80 

221,491  91 

1838...... 

1839 

1840 

1841 

1842 

1843 

1844 

1845 

1846 

1847 

Ife48 

1849 

1850 

1851 

1852 

1853 

1854 

1855 

1S56 

1857 

1858 

1859 

I860 

1861 

765 
847 
761 
819 
1,045 
1,246 
1,272 
1,631 
1,628 
1,955 
2,198 
2,258 
2,639 
2,673 
3,324 
4,435 
4,960 
4,771 
5,364 
6,225 
7,653 
4,643 

228 
812 
291 
315 
880 
452 
448 
553 
607 
595 
602 
760 
996 
901 
868 
906 
1,024 
1,010 
948 
1,097 
1,084 
700 

While  the  aggregate  receipts  of  the  office  have  heen  hnt  $137,354  44,  the  expenditures 
hare  amoonted  to  $221,491  91. 
Btjr  the  act  of  March  2, 1861,  the  expenses  of  the  office  were  laigelj  increased,  as  fbllows: 

Usries  of  examiners  in  chief. ••••...••    $6,437  53 

fialarfes  of  Commissionor  and  chi^  clerk  ••••••  •••• •••  ••..••  ••••.•  ••••       1, 500  0$ 

PrintlDg • • 17,854  37 


IMl. 


25,791  90 
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The  receipts  of  the  past  year  have  fallen  $118,998  15  below  Aoee  of  the 

{>rcvioQS  year;  and  the  cxpenditnreB,  omitting  the  above  $26,791  90  as  extra,  have 
)een  851,220  79  less  than  those  of  1860.  The  cause  of  this  great  falling  off  of 
receipts  must  be  apparent  to  every  reader.  The  great  inventive  mind  of  the 
country  has  been  attracted  in  another  direction  by  the  startling  scenes  of  rebel- 
Don  which  have  transpired.  A  state  of  civil  war  has  deprived  this  office  of  the 
patronage  of  most  of  the  slave-holding  States;  the  enterprise  of  the  loyal  States 
has,  to  a  great  degree,  been  paralyzed,  and  the  sale  of  patent  rights,  as  an  article 
of  traffic,  has,  in  a  great  measure,  been  ahandoned. 

To  provide  for  this  state  of  affiurs,  I  have  been  compelled  to  resort  to  a  most 
rigid  economy.  To  bring  the  expenditures  as  nearly  as  possible  within  the 
ability  of  the  office  to  meet  them,  by  way  of  retrenchment  I  dismissed  five 
principal  examiners,  five  assistant  examiners,  and  five  second  assistant  exank* 
iners.  The  compensation  fixed  by  law  of  the  principal  examiners  is  82,500;  the 
assistants,  81,800;  the  second  assistants,  81»600.  The  business  required  thai 
seven  of  each  of  these  classes  should  be  retained ;  but  a  still  further  reduction 
of  expenditure  being  necessary,  I  dismissed  the  principal  examiners  and  ap« 
pointed  them  assistant  examiners,  and  they  are  now  receiving  but  81,800  per 
year;  the  assistant  examiners  were  dismissed  and  appointed  second  assistant 
examiners,  at  a  salary  of  8l>600 ;  the  second  assistants  were  dismissed  and  ap- 

C'  Qted  clerks,  at  an  annual  salary  of  81»400.  These  officers,  however,  have  all 
n  performing  the  duties  pertaining  to  their  original  positions.  A  large  re- 
duction was  also  made  in  the  salaries  of  the  clerks.  The  temporary  clerks,  who 
formerly  received  ten  cents  per  one  hundred  words  for  copying,  are  now  paid  but 
eight  cents.  This  was  regarded  as  a  legitimate  reduction,  as  the  office  receives 
for  such  work,  by  law,  the  same  compensation  formerly  paid  the  clerks,  while 
ihe  expense  of  superintending  clerks,  stationery,  &c.,  exceeded  five  thousand 
dollars  per  annum.  A  large  number  of  laborers,  watchmen,  and  attendants  have 
been  dismissed,  and  their  places  are  now  vacant.  The  reduction  of  the  saUuies 
of  the  examiners  and  clerks  has  been  very  onerous  to  them.  The  expenses  of 
living  in  this  city  are  largely  increased  by  the  centring  here  of  a  large  army, 
and  the  attraction  of  thousands  of  civilians,  who  largely  consume  the  necessaries 
of  life,  which,  at  all  times,  ere  less  abundant  here  than  in  many  other  portions 
of  the  country.  The  military  necessity,  which  required  the  closing  of  tlie  com- 
munication between  the  farmers  of  Virginia,  from  whom  a  greater  part  of  the 
usual  supplies  come,  and  the  market  of  this  city,  has  contributed  much  to  the 
expense  <i  living  in  Washington.  For  these  reasons  I  respectfully  submit  to 
Congress  the  justice  and  propriety  of  conferring  upon  the  Commissioner  of 
Patents  authority  to  refund  the  difference  in  the  salaries  of  the  examiners  and 
clerks,  between  the  amount  allowed  bv  law  and  that  now  received  by  them, 
whenever,  in  his  opinion,  the  funds  of  the  office  will  justify  it. 

The  14th  section  of  the  act  approved  March  2, 1861,  provides  "that  the  Com- 
missioner of  Patents  be,  and  is  hereby,  authorized  to  print,  or,  in  his  discretion, 
to  cause  to  be  printed,  ten  copies  of  the  description  and  claims  of  all  patents 
which  may  hereafter  be  granted,  and  ten  copies  of  all  drawings  of  the  same, 
when  drawings  shall  accompany  the  patents :  Provided,  the  cost  of  printing  the 
text  of  said  descriptions  and  claims  shall  not  exceed,  exclusive  of  stationery,  the 
sum  of  two  cents  per  hundred  words  for  each  of  said  copies,  and  the  cost  of  the 
drawing  shall  not  exceed  fifty  cents  per  copy;  one  copy  of  the  above  number 
shall  bo  printed  on  parchment,  to  be  affixed  to  the  letters  patent;  the  work 
shall  be  under  the  direction,  and  subject  to  the  approval,  of  the  Commissioner  of 
Patents,  and  the  expense  of  the  said  copies  shall  be  paid  for  out  of  the  patent 
fund." 

'  In  accordance  with  this  provision  of  ^e  law,  and  with  the  approval  of  the 
Secretary  of  the  Interior,  I  contracted  with  a  responsible  party  for  the  execu 


Digiti 


zed  by  Google 


(X»|]II88IOKER  OP  PAT^m^S.  0 

Hon  of  the  work.  The  iBsaea  fttnn  the  2d  of  March  to  the  let  of  Novemler, 
1861,  were  printed  in  a  superior  style,  and  the  drawing  executed  in  the  most 
satisfiustorj  manner  bj  the  photographic  art. 

Tina  feotHre  of  the  law  has  given  eminent  satisfaction  to  the  inventors  of  this 
eonntiT,  and  has  commanded  the  admiration  of  inventors  and  the  superintend- 
ents of  patent  departments  in  tnanv  other  countries.  The  imperative  necessity 
which  required  it  to  be  suspAded  was  and  is  greatly  to  be  deplored;  but  I 
earnestly  hope  that  Congress  will  take  the  necessary  steps  to  resume  it  at  aa 
early  a  day  as  practicable. 

The  importance  of  furnishing  to  the  public  the  most  complete  practicable  in- 
fbrmation  in  relation  to  every  patented  invention  is  obvious.  Each  patent,  as 
the  name  implies,  should  be  open  to  the  perusal  of  all,  and  as  it  has  the  effect 
of  a  law  should  be  published  at  the  public  expense,  as  all  other  laws.  The 
people  of  the  country  should  have  full  information  as  to  all  patented  inventions, 
nrsUy,  that  by  a  knowledge  of  the  full  extent  of  the  exclusive  privilege  claimed 
by  the  holder  of  a  patent  they  may  not  be  exposed  to  damages  for  infringing 
upon  it ;  secondly,  that  they  may  not  be  induced  to  believe  that  the  holder  of  a 
patent  has  exclusive  privilege  for  more  than  is  described  and  claimed  in  his 
specification ;  thirdly,  that  they  may  be  informed  as  to  the  actual  progress  of 
the  uaefhl  arts  and  avail  themselves  of  the  most  use^  inventions;  and  fourthly, 
that  theL  whole  inventive  genius  of  the  country  may  be  stimulated  by  the 
examples  and  suggestions  ftnnished  by  descriptions  and  representations  of  each 
year's  inventions. 

Congress  has  evinced  its  appreciation  of  the  importance  of  furnishing  such 
information  by  the  large  appropriations  which  it  has  heretofore  authorized  for 
the  pubtifadon  of  the  mechanical  reports  of  this  office.  I  have  been  furnished 
by  ttie  Superintendent  of  Public  Printing  with  a  statement  of  the  cost  of  print- 
ing, paper,  binding,  &C.,  of  the  mechanic^  reports  of  this  office  for  each  of  the 
last  throe  years,  which  is  as  follows : 
1S58,  3  volumes,  32,950  copies,  cost 985,  669  08 

1859,  2  volumes,  68,550  copies,  cost 138,  700  32 

1860,  2  volumes,  66,550  copies,  cost 118,  992  09 

These  reports  contain  merely  brief  abstracts  of  the  specifications  made  origi- 
mtBj  by  examiners  in  the  office,  and  latterly  furnished  by  individuals  out  of  the 
offii^  by  contract,  and  consequently  prepared  with  the  least  possible  expendi- 
ture of  labor  and  expense,  with  the  claims  generally  unintelligible,  witBout  the 
full  description  contained  in  the  specifications.  Meagre  and  unsatisfactory  as 
these  abstracts  are,  the  reports  have  been  most  eagerly  sought  for  by  the  public. 
The  publication  of  these  reports  will,  I  think,  prove  to  have  been  most  wisely 
loipended,  if  the  substitute  can  be  provided  which  was  intended  to  be  secured 
by  the  late  law. 

In  making  provision  for  this  great  public  want  Congress  should  not  be  un- 
mindfbl  of  the  examples  or  other  nations  most  advanced  in  the  mechanical  arts. 
In  Gfieat  Britain,  France,  Sardinia,  and  Belgium,  the  specifications  are  published 
in  fidi*  and  in  such  a  form  that  printed  copies  may  be  furnished  to  all  who  may 
ttoljr  for  them,  at  cost  price,  while  the  entire  publications  are  extensively  dis- 
tnWed  for  the  free  use  of  the  public  In  Prussia,  Saxony  and  Bavaria,  officijil 
joomals  are  published  containing  full  abstracts  and  lists  of  the  specifications  of 
patents.  The  publications  of  specifications  of  patents  made  by  the  French 
govenunent  c<msist^of  91  volumes,  quarto,  of  the  old  law,  and  35  volumes,  quarto, 
of  the  law  of  1844.  All  which  have  been  presented  to  the  library  of  this  office. 
In  Great  Britain  the  publications  of  the  specification  and  drawings  of  patents 
haa  been  made  upon  a  scale  of  magiificence  which  entitles  it  to  be  regarded  as 
le  aLher  gx^eoi  national  works.  The  great  seal  patent  office  has  published  the 
^'*~^    apedficallans  and  drawings  of  patents  granted  by  that  office  since 
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1623,  in  two  Beries,  the  old  law  series  from  162^  to  1852,  and  the  new  series 
horn  October,  1852,  to  the  present  time.  The  old  law  series,  comprising  12,977 
patents  in  number,  are  contained  in  about  900  Tolumes,  450  folio  volumes  of 
drawings,  and  the  like  number  of  imperial  octavo  volumes  of  letter-press.  The 
indices  form  seven  imperial  octavo  volumes.  The  cost  of  these  works  in  1859 
amounted  to  <£92,000.  The  expense  of  printing  for  1859  was  estimated  by  the 
Commissioner  of  Patents  at  <£  17,500.  • 

The  publications  of  the  great  seal  office  consist  of  the  specifications  and 
drawings  of  patents  granted,  (the  drawings  are  not  photographic,)  a  subject-mat- 
ter index  of  patents,  an  alphabetical  index  of  patentees,  a  chronological  index 
of  patents,  commissioners  of  patents  journals,  (published  semi-weekly,)  assign- 
ments of  specifications  of  various  classes  of  patents,  of  which  twenty  volumea 
have  been  published,  and  all  are  in  course  of  publication. 

The  publications  are  distributed  among  one  hundred  and  seven  libraries  and 
offices  in  Great  Britain,  twenty-six  libraries  in  the  British  colonies,  and  twenty- 
two  in  foreign  countries.  Of  these  last,  six  are  in  the  United  States ;  the  coat 
of  which  has  been  upwards  of  <£  10,000.  The  cost  of  the  continuation  is  at 
least  $1,500  weekly.  For  these  costly  works  our  government  has  been  able  to 
make  no  return  except  the  meagre  abstracts  heretofore  published  by  us. 

No  attempt  has  been  made  in  the  publications  ordered  by  me,  under  the  pro* 
visions  of  the  late  law,  to  imitate  the  costly  works  published  by  the  ^eat  seal 
office ;  but  the  publications,  though  not  wanting  in  taste  and  finish,  are  be- 
lieved to  be  of  equal  practical  value.  Many  advantages  have  already  been  pre- 
sented by  a  brief^  trial  of  this  system  in  this  office,  among  which  may  be  men- 
tioned the  readiness  of  inventors  to  furnish  more  artistic  and  detailed  drawings, 
at  a  greatly  increased  expense,  with  the  view  of  exhibiting  these  inventions  to 
the  best  advantage' ;  a  change  which  would  greatly  facilitate  the  examinations 
of  the  office  as  well  as  aid  inventors  in  making  inquiries  as  to  the  patentability 
of  their  inventions.  Through  the  improvement  in  the  drawings,  thus  effected, 
and  by  the  adoption  of  the  photographic  system  of  illustration,  it  is  believed 
that  the  publications)  if  continued,  would  surpass  in  practical  value  those  of 
Great  Britain. 

The  depressed  condition  of  the  financial  affairs  of  this  office,  incident  to  the 
state  of  the  country,  has  alone  induced  me  to  abandon  the  wise  provision  of 
Congress,  requiring  the  printing  in  fuU  of  the  specifications  and  drawings  of 
the  patents  issued  from  this  office.  From  a  carefbl  examination  of  the  matter, 
I  am  induced  to  believe  that  if  Congress  were  to  appropriate  a  sum  sufficient  to 
defray  the  expense  heretofore  incurred  in  the  printing  of  the  specifications  and 
drawings  of  the  patents,  and  which  will  not  exceed  one-half  the  sum  heretofore 
expended  from  the  general  ^d  of  the  government,  the  office  will  be  able  here- 
after to  meet  the  expense  thus  to  be  incurred.  This  will  enable  those  who  de- 
sire copies  to  secure  them  at  a  small  cost  comparatively  with  what  they  now 
have  to  pay  for  manuscript  copies.  I  am  induced  t<4  believe  that  an  appropria- 
tion of  fifty  thousand  dollars  for  the  present  year  would  enable  the  office  to 
carry  out  this  most  salutary  provision  of  the  law  of  the  last  Congress.  An 
abandonment  of  the  publication  of  the  mechanical  reports,  rendered  unneces- 
sary by  the  printing  of  the  specifications  and  drawings,  \mder  the  law  of  March 
2,  1861,  would  save  to  the  government,  after  making  the  appropriation  above 
requested,  the  sum  of  $ 

The  restoration  to  the  Patent  Office  fund  of  the  amount  withdrawn  from  it 
in  conformity  with  the  provision  of  the  law  of  March  2.  1861,  would  be  an  act 
of  simple  justice  to  the  inventors  of  the  country,  by  whom  this  fund  has  been 
contributed.  It  would  seem  to  be  inequitable  fbr  them  to  bear  the  expense  of 
introducing  a  new  system  of  publication,  the  benefits  of  which  a^  not  for  them- 
selves but  the  general  public.    It  is  believed  that  this  charge  would  not  have 
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Wen  imposed  by  Congress  upon  tl^e  patent  fuod,  if  tke  dimilratidn  of  then 
existing  sarplos  fund,  in  conseqaenco  of  the  financial  dlflicultiea  of  the  coantry> 
had  been  anticipated.  The  Inventors  have  already  been  boavily  tased  for  the 
erection  of  the  Patent  Office  bmlding.  There  haA  been  eoutribnted  by  the 
patent  fund  for  this  purpose : 

By  act  of  July  4,  1826 $108,  000 

By  act  of  March  3,  1S49 50,  000 

By  act  of  May  15,  1850 90,  000 

By  act  of  September  30,  1850,  appropriating  $110,000,  if  so  much 

remained  in  the  patent  fund 71,  000 

Making  the  whole  amomit  contributed 319,  000 


The  appropriadon  of  this  fund  is  justified  only  by  the  consideration  that  the 
inventors  derive  the  most  immediate  benefit  from  the  use  of  the  Patent  Office 
building.  It  cannot  be  doubted  that  the  whole  patent  fund  should  be  pre- 
served for  the  use  of  those  who  contributed  it,  and  certainly  that  the  efficiency 
of  the  office  for  whose  support  this  fund  is  primarily  intended  should  not  be 
impaired  by  the  diversion  of  any  part  of  it  for  secondary  purposes.  Congress 
has  hereto^re  recognized  the  propriety  of  reimbursing  the  patent  fund  for  all 
sums  withdrawn  for  the  benefit  of  the  general  public.  Appropriations  hod  from 
rear  to  year  been  made  of  sums  to  bo  paid  out  of  the  patent  f^nd  for  the  col- 
leetion  of  agricultural  statistics  and  the  purchase  of  seeds.  By  the  act  of 
March  3, 1855,  the  sum  of  forty  thousand  and  seventy-eight  dollars  and  sevenly- 
eight  cents  was  appropriated  by  Congress,  to  be  paid  out  of  any  money  in  the 
trea^Fury  not  otherwise  appropriated*  for  the  reimbursement  to  the  patent  fund 
of  the  whole  amount  thus  withdrawn  from  the  fund  for  the  purposes  above 
mentioned. 

It  is  important  to  be  observed  that  it  is  indispensable  that  the  printing  of 
these  pubUcations  should  be  done  under  the  immediate  supervision  and  control 
of  the  office.  The  specifications  and  drawings  should  not  be  removed  from  the 
office,  as  they  are  in  constant  demand  for  remrence,  and  the  inventors  demand 
that  there  should  not  be  a  day's  delay  in  issuing  the  patents  after  their  date, 
wluch  will  be  always  liable  to  hsmpen  if  the  work  should  be  done  with  other 
public  printing.  The  type  should  be  set  up  within  the  office,  directly  from  the 
specifications.  By  doing  this  the  cost  of  copy  for  the  printer  and  the  cost  of 
reeordiDg  the  specifications  wiU  be  saved,  both  of  which  are  necessary  when  the 
setting  of  the  type  is  done  out  of  the  office.  The  saving  in  these  two  items  are 
the  most  importuit  elements  of  the  practicability  of  continuing  the  printing  at 
the  expense  of  the  office. 

As  these  pnUications,  if  continued,  will  be  intended  to  supply  the  place  of 
the  former  Patent  Office  Reports,  and  the  gratuitous  distribution  to  individuals 
wallf  of  coarse,  be  dispensed  wilb,  some  provision  should  be  made  to  place  them 
hdfim  the  publle.  A  sufficient  number  might  bo  purchased  by  Congress  at  the 
same  rate  that  may  be  charged  to  individuals,  to  place  them  in  the  most  im- 
portant libraries  in  each  State,  and  to  make  exchanges  demanded  by  national 
c^irteey  witJi  foieign  governments.  A  thousand  copies,  it  is  believed,  will  be 
Bifficient  to  communicate  the  information  as  to  the  iuventioiis  oi  this  office  as 
.  effiscto^y  as  has  been  done  by  the  gratuitous  distribution  to  individuals  of  the 
fintter  reportsu 

PBOPOSBD  AMBNDMBNTS. 

^  the  law  of  March 9,  1861,  it  is  provided  that  on  filing  each  onginal  ap« 
jBcai^oii  finr  a  patent,  except  for  a  design,  fifteen  dollars  shaH  be  paid,  and  on 
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issning  each  original  patent,  twentj  dollars.  Practically,  ih?s  postponement  of 
the  pajrment  of  the  final  fee  operates  disadvantageously  to  the  office.  The 
eridence  of  die  truth  of  this  statement  is  found  in  the  fact  that  more  than  four 
hundred  patents  which  have  heen  ordered  to  be  issued  are  now  in  the  office 
awaiting  the  payment  of  the  twenty  dollars.  Thus  the  office  is  deprived  of 
more  than  eight  thousand  dollars,  for  which  it  rendered  its  time  and  labor.  If 
this  provision  should  remain  as  it  now  is  the  number  will  .ai*gely  increase,  and, 
of  course,  wiH  prove  a  great  loss  to  the  fund,  and  may  pmve  the  source  of  end- 
less litigation.  It  may  be  further  observed  that,  until  the  additional  fees  are 
paid  on  these  applications,  each  operates  as  a  caveat  which  may  be  perpetual 
without  the  yearly  renewal  and  fee  required  in  other  cases  for  perpetuating 
caveats,  the  public  deriving  no  benefit  from  the  publication  of  the  patent,  and 
other  inventors  being  excluded  from  obtaining  patents  for  the  inventions.  I 
would  respectfully  suggest  that  the  law  be  amended,  either  by  restoring  the 
former  provision,  that  the  whole  fee  be  paid  on  making  the  application,  twenty 
dollars  to  be  repaid  to  the  applicant  when  the  application  is  finally  rejected  and 
withdrawn;  or  that  the  application  fee,  intended  to  cover  the  expense  of  exam- 
mation,  should  be  increasea  to  twenty-five  dollars,  and  that  ten  dollars  should 
be  required  on  the  issuing  of  the  patent. 

The  avowed  object  of  the  second  section  of  the  act  of  die  2d  of  March,  1861, 
is  "  securing  greater  uniformity  of  action  in  the  grant  and  reftisal  of  letters 
patent."  Tins  is  attempted  to  be  effi^ted  by  the  creation  of  three  examiners- 
m-chief,  whose  duty  it  is  made  to  "  revise  and  determine  upon  the  validity  of 
decisions  made  by  examiners  when  adverse  to  the  grant  of  letters  patent,  and  in 
interference  cases."  It  was  expected  by  this  means  to  relieve  the  Commissioner 
of  a  portion  of  the  labor  of  the  duties  of  office  imposed  upon  him,  but  it  has 
utterly  failed  to.  secure  this  last-named  object. 

As  now  constituted  under  the  law,  the  examiners-in-chief  form  a  tribunal 
independent  of  the  Commissioner  in  all  cases  of  rejection  or  interference  decided 
bv  the  examiner.  An  appeal  lies  from  the  examiner  to  them,  from  them  to  the 
Cfommissioner,  and  fix>m  him  to  one  of  the  judges  of  the  circuit  court  of  the 
District  of  Columbia. 

The  chief  justice  has  decided  that  an  appellant  must  go  through  each  tribunal 
before  the  judge  of  the  circuit  court  can  take  jurisdiction  of  his  case. 

This  state  of  the  law  and  practice  is  far  from  beneficial  to  the  public,  and 
does  not  tend  to  secure  greater  uniformity  of  action  in  the  grant  or  refusal  of 
letters  patent,  and  does  certainly  greatly  augment  the  labor  of  the  Coromis- 
noner.  The  act,  in  my  opinion,  should  be  so  amended  as  to  render  the  duties 
of  the  examiner-in-chief  advisory  only,  so  that  an  appeal,  as  formerly,  may  be 
taken  from  the  examiner  or  from  the  Commissioner  to  the  circuit  court.  All 
appeals  should  be  taken  fix)m  the  decision  of  the  examiner  directlv  to  the  Com- 
missioner, who  could  then  refer  it  to  the  examiners-in-chief,  or,  if  his  time  per- 
mitted, hear  it  in  person. 

The  disturbed  condition  of  the  country  has  brought  to  view  a  deficiency  in 
the  patent  laws  with  respect  to  the  protection  of  the  rights  of  assignees  of  \x^ 
ventions,  which  demands  the  attention  of  Congress.  In  many  cases  patents 
cannot  be  awarded  to  applicants  except  upon  amendment  of  their  specifications 
and  claims.  After  an  application  has  been  once  examined  and  rejected,  the  law 
requires  a  renewal  of  the  oath  of  invention,  by  the  inventor,  before  the  amended 
specification  can  be  re-examined.  Cases  have  lately  arisen  where  an  inventor 
having  filed  his  application  for  a  patent,  and  assigned  his  whole  interest  in  the 
invention,  has  disappeared  or  is  non  inventiis,  after  the  first  examination  and 
rejection  ;  althougn  in  such  case  the  defects  in  the  specification  might  be  cured 
by  amendment,  the  inventor  cannot  be  found  to  renew  tlie  oath  required  by  law, 
and  the  assignee,  the  actual  holder  of  the  invention,  is  without  remedy.    ItL, 
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ease  of  the  death  of  an  inventor  before  a  patent  shall  have  be^  granted  for  hia 
inventiou,  the  right  of  applying  for  and  obtaming  a  patent  therefor  devolves, 
by  law,  upon  his  executor  or  administrator.  I  would  recommend  that  provisioii 
be  made,  by  law,  that  when  the  inventor  after  making  his  application  and  as* 
signing  his  invention  may  not  be  found,  the  right  of  renewing  the  oath  of 
invention  and  amending  the  specification  shall  devolve  upon  the  assignee. 

It  is  difficult  to  conceive  of  any  substantial  reason  for  tbc  provision  contained 
in  the  7th  section  of  the  law  of  1836,  which  requires  that  an  applicant  for  a 
patent,  before  making  any  alteration  in  his  specification,  *'  shall  be  required  to 
make  oath  or  affirmation  anew."  It  is  certain  that  no  protection  to  the  public 
is  secured  by  this  provision,  while  the  requirement  is  a  matter  of  great  incon- 
venience to  the  applicant  and  the  office.  The  inconvenience  of  this  requirement 
has  been  particularly  apparent  since  the  number  of  foreign  applications  has  been 
greatly  increased,  in  tions^uence  of  the  reduction  of  fees  made  by  ihe  law  of 
1861.  Applications  from  Europe  and  California  have  often  been  delayed  for 
months  for  the  renewal  of  the  oath  required,  before  the  slightest  amendment 
could  be  made.  I  would  recommend  that  the  laws  be  so  amended  as  to  dispenae 
wholly  with  the  renewal  of  the  oath  of  invention. 

COPY-BIGHT. 

The  duties  connected  with  the  custody  of  all  books,  maps,  and  other  publica- 
tions deposited  in  the  Departinent  of  the  Interior,  according  to  the  laws  regu- 
lating copy-rights,  having  been  imposed  upon  this  bureau,  for  the  execution  of 
which  duty  a  yearly  appropriation  is  now  reouired,  I  beg  leave  to  recommend  a 
^  reform  which  will  not  only  save  this  expenaitnre  but  secure  other  important 
advantages  to  the  public. 

By  the  act  of  Congress  approved  May  31,  1790,  it  was  required  of  every 
person  desiring  to  secure  a  copy-right,  to  deliver  a  copy  of  the  work  to  the  Sec- 
retary of  State  within  six  months  of  its  publication,  "to  be  preserved  in  his 
office."  This  requirement  continued  in  force  under  the  araenament  to  the  act 
approved  April  29,  1802,  and  by  the  "  act  amending  the  several  acts  protecting 
copy-rights,"  approved  February  3,  1831,  it  was  required  that  a  copy  of  the 
work  should,  within  three  months  of  its  publication,  be  delivered  to  the  clerk  of 
the  district  court  of  the  United  States  of  the  district  wherein  the  author  or  pro- 

Erictor  should  reside,  and  that  it  should  be  the  duty  of  the  clerk  onoe  at  least 
1  every  year  to  transmit  all  copies  of  works  thus  received  to  the  Secretary  of 
State,  "to  be  preserved  in  his  office."  By  an  act  approved  February  5,  1859, 
the  Secretary  of  the  Interior  was  substituted  for  the  Secretary  of  State,  and 
all  works  and  records  heretofore  received  were  ordered  to  bo  transmitted  by  the 
latter  to  the  fonner,  no  change  in  any  other  provision  of  the  copy-right  law 
being  made.  ^ 

It  appears,  therefore,  that  for  a  period  of  seventy  years,  from  1790  to  I860, 
one  copy  of  every  work  claiming  security  of  copy-right  has  been  required  by 
law  to  be  deposited  in  an  executive  department  of  the  federal  government 
for  a  period  of  forty  years  by  the  author  directly,  and  for  thirty  subsequent 
yean  uizough  the  agency  of  clerks  of  the  United  States  district  courts.  The 
reaolt  contemplated  by  this  requirement  was  a  collection  of  copy-right  matter  at 
the  national  capital  in  the  lapse  of  jeara,  as  valuable  as  it  would  be  interesting, 
and  it  is  to  be  regretted  that  circumstances  should  have  tended  in  any  degree  to 
defisat  this  end. 

The  eariiest  r^5ord  of  the  receipt  of  a  copy-right  by  the  Secretary  of  State 
bean  date  January  19,  1796,  although  copies  of  two  works,  one  dated  1794» 
and  Ae  other  1795,  arc  found  in  the  library,  of  the  receipt  of  which  no  record 
exiBlf.  From,  1796  to  1831,  during  which  period  copy-rights  were  required  to 
baftaoaiaitted  directiy  to  the  Secretary  of  State  by  the  author  or  proprietor. 
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die  record  of  certificates  of  receipt  is  unbroken ;  and  daring  die  eleven  yearn 
from  1831  to  1841,  both  inclusiye,  the  register  of  works  received  at  the  D^ 
partment  of  State  fi-om  United  States  district  courts,  under  the  act  of  the 
former  years,  seems  equally  perfect.  But  here  ceases  all  record  or  register  at 
the  Department  of  State  or  copy-rights  received ;  and  for  a  period  of  twenty 
years,  from  1841  to  1860,  when  a  register  was  commenced  at  this  office,  whither 
the  service  had  been  transferred,  the  only  source  available  from  which  could  now 
be  compiled  a  complete  catalogue  of  all  the  copy-rights  entered  during  that  period 
la  the  United  States,  are  the  lists  and  records,  more  or  less  perfect,  transmitted 
more  or  less  regularly  by  the  clerks  of  the  United  States  district  courts,  ui  ac- 
cordance with  the  act. 

From  1796  to  1831  the  whole  number  of  copy-right  works  actually  recdved 
at  the  Department  of  State  was  2,212,  whilst  the  whole  number  for  the  aama 

Kriod  received  from  the  Department  of  State  in  1859  at  the  Patent  Office  was 
t  929,  or  less  than  one-half.  The  whole  number  of  copy-rights  received  at 
the  State  Department  from  1831  to  1841,  both  inclusive,  was  10,073,  whilst 
the  whole  number  received  at  the  Patent  Office  in  1859  was  6,017.  The  whole 
number  received  at  the  State  Department  from  1841  to  1859,  both  exclusive^ 
is  estimated  in  round  numbers  at  40,000,  whilst  the  whole  number  received  for 
the  same  period  at  the  Patent  Office  did  not  exceed  30,000. 

Out  of  some  50,000  copy-right  works,  therefore,  deposited  in  accordance  with 
law,  to  be  preserved,  from  1790  to  1859,  less  than  40,000  are  now  to  be  founds 
It  appears,  also,  from  careful  comparison  of  the  records  of  application^  for  copy- 
right with  the  list  of  works  received  for  a  series  of  years,  that  not  more  than 
two-thirds  of  all  the  works  for  which  a  copy-right  is  requested  are  ever  deposited 
with  the  clerks  of  the  district  courts  of  tlie  United  States,  as  is  required  oy  the 
act  of  1831,  or,  if  so  deposited,  are  ever  transmitted  by  the  clerks  to  this  city, 
as  is  also  required. 

The  evil  resulting  from  the  continuance  of  such  a  state  of  things  is  too  ob- 
vious to  demand  comment.  It  is  easy  to  suppose  a  case  in  which  the  absence 
of  copy-right  work  from  the  place  where  the  law  reouires  it  to  be  found,  when 
called  for  as  a  legal  voucher,  might  prove  extremely  aetrimental  to  the  interests 
of  its  proprietor,  especially  when  it  is  considered  that  judicial  decisions  hold 
that  proof  of  the  fulfilment  of  the  act  in  the  minutest  particular  is  indispensable 
to  the  security  of  the  right. 

The  copy-right  works  now  received  at  this  office  are  carefully  registered  and 
preserved,  and  this  done  at  an  annual  expense  of  more  than  $1,600.  That  this 
service  may  be  rendered  self-sustaining,  like  the  Patent  Office,  can  be  readily 
demonstrated,  and  thus  a  saving  of  the  above-named  amount  be  iliade  to  the 
treasury. 

At  the  Stationers'  Hall,  in  L^don,  all  applications  for  copy-rights  in  Engr 
land  are  made;  fix>m  thence  all  certificates  on  the  subject  are  issued,  and  there 
all  works  are  received  for  preservation.  The  same  service  could  be  performed 
at  the  Patent  Office  for  the  United  States,  and  be  sustained  by  the  same  amount 
of  fees  now  allowed  clerk?  of  the  United  States  district  courts  by  the  act  of  1831. 

Under  the  existing  law,  the  perfecting  of  a  copy-right  is  made  dependent 
on  the  performance  of  certain  duties  by  district  clerks  of  the  United  States,  no 
penalty  being  prescribed  for  neglect  of  those  duties.  These  officials  are  not 
subject  by  any  law  to  the  directions  of  the  department  or  office  charged  widi 
the  superintendence  of  the  service.  Hence,  with  perfect  impunity,  a  derk  in 
one  of  the  districts  has  for  eight  years  refused  to  transmit  either  recoixLs  or  copy- 
rights to  this  office,  in  obedience  to  the  law,  on  plea  of  insufficiency  of  oompen* 
aation.  Other  clerks  are  equally  negligent  of  their  duties.  The  present  system 
has  utterly  failed  to  secure  the  object  contemplated  by  the  original  enactment, 
and  so  valuable  to  those  authors  who  desire  protection  for  their  works.    Had 
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Ibe  plan  now  suggested  be^i  carried  axxk  wttli  the  flame  fidelity  as  bag  been  the 
Patent  Offico,  we  would  now  have  a  copj  of  almost  every  book>  pamphlet,  miip, 
tihar.  and  musical  composition  ever  paolished  in  this  country.  I  need  not  en- 
large upon  the  value  of  such  a  collection. 

It  is  a  subject  of  congratidation,  to  which  I  am  happy  to  refer  in  closing  this 
report,  that  notwithstanding  the  occupation  of  the  public  mind  with  the  para- 
mount thought  of  defending  the  govemmenti  and  the  apparent  diversion  of  so 
much  activity  ^m  peaceful  to  military  pursuits,  the  business  of  this  office,  so 
sensitive  to  any  financial  or  industrial  change,  sbows  a  vitality  in  the  industrial 
arts  of  the  country  not  to  have  been  expected  in  time  of  war.  Of  the  applica- 
tions for  patents  made  during  the  month  of  December  last,  arranged  according 
to  the  classification  of  the  office,  there  were,  in  the  classes  of— 

Agricultural  implements 63 

OfldorificB  and  pnotics - 45 

Chemical  processes 40 

Land  conveyance  and  engineering 59 

nbrous  and  textile  manufactures 9 

Fine  arts 24 

Household  furniture 31 

Leather,  harness,  and  wearing  apparel 42 

Lumber,  stone,  and  clay 19 

Philosophical  and  surgical  instruments 22 

Karigation 8 

Bteam  and  air  engines,  hydraulics,  and  pneumatics 35 

Hetallurgic  manufactures 1 23 

Fire-arms  and  implements  pf  war 58 

It  appears  by  ihis  statement  that  420  were  for  inventions  in  the  peaceful  arts, 
and  58  only  in  implements  of  war.  Although  some  of  the  former  are  adapted 
ior  military  use,  it  would  be  safe  to  say  that  five-sixths  are  inventions  connected 
with  productive  industry — a  proof  that  the  productive  interests  of  the  loyal 
States  have  not  been  materially  disturbed  by  the  national  convulsion. 

As  the  power  to  maintain  war  depends  upon  the  productive  labor  of  the 
eountiy,  and  the  capacity  of  production  is  increased  by  new  inventions,  it  is 
hoped  that  Congress  will  regard  the  encouragement  of  an  institution  which 
stimulates  and  protects  the  inventive  resources  of  the  country  as  not  simply  a 
duty,  but  a  national  necessity. 

D.  P.  HOLLO  WAY, 

CammUsianer  qfPatenU. 
Hon.  G^LUSHA  A.  Grow, 

Speaker  of  the  Haute  of  Representatives, 
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DESCRIPTIONS  AND  CLAIMS  OF  PATENTS 

ISSUED   IN   THE   TEAR    1861, 


ILLUSTRATED  WITH  ENGRAVINGa 


Ko.  31,005. — William  C.  Beruy,  of  Woodbridge,  N.  J. — Improvement  in  Machines  for 
attiag  Roots, — Patent  dated  Januniy  1,  1861. — Tpe  cutter  is  placed  at  the  bottom  of  a 
boppcT.  and  moves  longitudiuaIl}%  tlic  knives  bein^  so  arranged  aa  to  cut  verticallj  and 
toraoctally  on  each  end  of  the  cutter.  The  upright  Knives  ai'e  fastened  by  means  of  wedges- 
Kcared  in  the  bottom  of  the  cutter.  The  parts  are  so  arranged  as  to  prevent  clogging  of  the 
TKii  betv.  e<"ii  the  knives. 

CUim. — ^The  knives  G  and  H  IT,  and  the  wedges  1 1,  arranged  relatively  with  the  cutter 
F  and  the  finger  plates  K  K,  to  opcrato  as  and  for  the  purpose  set  forth. 

Ko.  31,006. — EliaKIM  Briggs,  of  South  Bend,  Ind. — Improvement  in  feeding  mechanism 
f^  Spoke  Machines. — ^Patent  dated  January  1,  18G1. — On  one  end  of  the  shaft  is  placed  a 
Hieir,  into  which  a  worm-wheel  gears,  the  wheel  having  its  axis  fitted  in  a  block  which  is 
spired  to  the  frame  by  a  joint,  to  admit  of  the  wheel  being  thrown  in  and  out  of  gear  with 
d«  screw.  A  clutch  and  pulley  are  made  to  slide  freely  on  the  Bhaft,  and  to  the  pulley  is 
eMaiei-red  an  arm,  the  front  end  of  which  is  attached  to  a  frame  in  which  is  placed  the  pattern 
hzd  stick  to  be  turned.  The  frame  is  moved  along  as  the  stick  is  acted  upon  by  a  cora  wind- 
ing on  the  axis  or  shaft  of  tke  worm-wheel. 

Claim. — ^Tbe  arrangement  of  the  screw  D,  wheel  E,  attached  to  block  G,  the  cord  "N, 
ittadied  to  arm  I  and  axis  F  of  wheel  E,  catch-bar  T,  and  sliding-clutch  H,  all  arranged 
kx  joint  operation  as  and  for  the  purpose  specified. 

Ko.  31,007. — Benajah  I.  Burnett,  of  Mount  Vernon,  N.  Y. — Improved  Refrigerator. — 
F&ioit  dated  January  1*  1B81. — ^The  ice  chamber  consists  of  on  isolated  frame  connected  at 
'tM  bottom  and  sides  dt  bars,  or  slats,  br  wire  netting,  each  side  inclining  inward  from  top  to 
bottom.  The  door  is  hinged  to  the  bottom  of  the  case,  and  has  sides  attached  to  it,  which 
mre  with  the  door  to  prevent  the  admission  of  air. 

Claim. — ^In  combination  with  the  provision  chamber,  the  employment  .of  an  ice  chamber 
B,  10  constructed  and  an-anged,  as  specified,  as  to  have  tapering  spaces  /  on  each  side,  as 
^edfied,  for  the  purpose  described. 

Also,  the  employment  of  the  door  or  leaf  C,  constmcted  and  operating  as  specified,  for  the 
pnpose  set  forth. 

yo.  31,006. — J.  M.  CONNEL,  of  Newark,  Ohio. — Improvement  in  Water  Elevators^ — 
Palest  dated  January  1,  1861. — ^An  adjustable  spout  is  hinged  to  the  side  of  the  curb ;  to  the 
n^er  end  of  the  spout  is  attached  a  rod  acting  as  a  lever  lulcnimed  in  a  slot  in  the  side  of 
tie  curb,  which  lever  is  acted  upon  by  a  rod  having  a  foot-^iece,  by  means  of  which  the  spout 
cm  he  raised.  When  the  filled  bucket  is  raised,  the  spout  is  turned  up  under  the  bucket,  a 
tten  on  the  spout  causing  a  valve  in  the  bottom  of  the  bucket  to  open  and  discharge  more 
flr  leas  water,  as  may  be  desired.  A  board  with  an  aperture  fitting  the  size  of  the  bucket 
sores  to  keep  the  latter  in  place. 
C2«Mi. — ^The  arrangement  of  means  for  actuating  the  spout  M,  which  is  hinsred  to  the 
,  CK^  as  set  forth,  for  operating  the  valve,  P,  and  controlling  the  quantity  and  the  flow  of 
water  in  connexion  writh  the  aperture  board  J,  as  and  for  the  purposes  described. 

Ba  31,009. — ^A-  L.  Dennison,  of  Waltham,  Mass. — Improvement  in  Watches. — Patent 
teed  January  1,  1861. — ^This  invention  consists  in  placing  the  pinion  which  engages  with 
Ike  main  gear  upon  a  supplementary  arbor  ont  of  the  centre  of  the  watch,  which  arbor 
canin  an  mtermediate  wheel  that  engages  directly  with  the  centre  wheel,  for  the  purpose  of 
iirtiiiiiliiiil^  the  thickness  and  diameter  of  watches  without  weakening  or  otherwise  injuring 

Cbiau — ^First,  the  intermediate  wheel  I,  in  combination  with  the  main  gear  C  and  central 
'^^kmk  K,  when  the  intermediate  and  central  wheels  are  in  the  same  plane,  as  set  forth. 
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Second,  combining  the  maintainiDg  power  with  an  intermediate  wheel  between  the  m^ 
gear  and  the  centraT"wheel|  whereby  toe  ratch  of  the  winding  arbor  and  the  ratch  of  tl 
maintaining  power  are  placed  in  the  same  plane,  for  the  purpose  set  forth. 

No.  31,010.— JoHF  H.  DiALOQUE,  of  Camden,  N.  J. — Improvement  in  Valve  Motion  fi 
Steam  Engines. — ^Patent  dated  January  1,  1861. — ^The  spindle  of  the  rear  Valve  bun  an  an 
connected  by  a  rod  to  thq  slide  C,  and  the  spindle  of  the  front  valve  has  a  similar  arm  attache 
to  the  slide  C^  These  slides  move  freely  on  the  bar  D,  a  reciprocating  motion  being  iniparte 
to  the  bar  by  an  eccentric  on  the  crank-shaft.  On  this  bar  D  ai'e  projections  arranged  ( 
carry  levers,  the  outer  arms  of  which  are  furnished  with  lips  for  catciiing  on  to  a  projectio 
in  the  slides  C  C*.  The  outer  ends  of  the  levers  are  depressed  by  means  of  spring  uressin 
against  the  under  sides  of  the  inner  ends.  The  outer  ends  of  the  levers  are  raisea  by  tb 
eccentrics  T  T  pressing  on  their  inner  ends,  the  lower  edge  of  the  eccentric  being^  so  shape 
as  to  alternately  depress  one  lever  while  allowing  the  other  to  rise. 

Claim. — ^The  reciprocating  bar  D,  its  slides  C  and  C'S  connected  to  the  steam  valves  by  an 
suitable  devices,  ana  the  catch-levers  I  and  I*,  havine  their  upper  suifaces  parallel  with  th 
.  line  in  which  the  said  reciprocating  bar  moves,  in  combination  with  the  vibrating  cams  T  an 
H\  or  their  equivalents,  controlled  by  the  governor,  the  whole  being  aiiangcKl  for  joint  actioi 
substantially  as  and  for  the  purpose  set  forth. 

No.  31,011.— Edw.\rd  DrrniiiDGE,  of  Pittsburg,  Ta.— Improvement  in  Pots  for  dai 

Making. — Patent  dated  January  1,  IHGl. — A  second  or  false  back  is  attached  to  the  sid< 
and  bottom  of  the  retort,  extending  up  to  a  line  even  with  the  mouth  of  the  same,  for  the  pui 
pose  of  adding  strength  to  the  retort,  and  relieving  it  from  a  part  of  the  weight  of  the  melt« 
glass. 

Claim. — ^The  use  of  the  second  or  false  back  in  retorts  or  pots  used  for  making  glass,  a 
described,  and  for  the  purpose  set  forth. 

No.  31,012. — Caleb  n.  Dolbeare,  of  Boston,  Mass. — Improvement  in  Lamps. — Patci 

dated  January  1,  18G1. — ^Thc  filing  tube  is  arranged  to  pass  from  the  outside  through  the  ca 
into  the  lauu),  so  that  the  latter  can  be  filled  with  duid  without  removing  the  cap. 

Claim. — lu  a  burner  of  the  kind  as  specified,  the  application  or  arrangement  of  a  fillin 
tube  D,  so  as  to  pass  down  thiough  the  cap  a,  substantially  in  manner  and  for  the  purpos 
set  forth. 

No.  31,013.— John  H.  Duraxd,  of  Niles,  Mich. — Improved  Clothes  Drier. — Patent  date 
January  1,  18C1. — A  series  of  cross  slats  are  connected  together  in  such  a  manner  as  to  t 
readily  expanded  and  contracted,  after  the  manner  of  the  **Lazy  Tongs." 

Claim, — A  clothes  drjer  A,  consisting  of  a  series  of  slats  B,  connected  by  cross-rails  C,  i 
combiiiution  with  the  links  E  and  legs  D,  all  arranged  and  operating  in  the  manner  and  fc 
the  purpose  set  forth. 

No.  31,014. — C.  Eggelston,  of  Beloit,  Wis. — Improvement  in  Seeding  Machines. — ^Paten 
dated  January  1,  1861. — The  inner  sides  of  the  wheels  are  provided  with  annular  case 
enclosing  the  driving  gears  aiJd  pinion  by  which  the  seed-shaits  arc  caused  to  rotate.  Th 
shafts  are  made  in  two  parts,  the  inner  ends  resting  on  a  central  bearing  partition.  Th 
bottom  of  the  hopper  being  semi-cylindiical,  is  provided  with  holes  made  square  at  one  en 
and  diamond-shaped  at  the  other,  a  sliding  plate  with  a  series  of  holes  of  similar  shape,  be 
in  a  reverse  position,  being  placed  beneath  the  hopper.  Beneath  each  hopper  is  a  cut-ol 
plate  operated  (each  one  separately)  by  hand.  The  seed  and  drill  spouts  are  hung  by  chain 
to  a  biir  in  the  rear,  so  as  to  be  readily  adjusted  to  diiil  different  depths  of  furrow,  and  all  th 
drill  spouts  may  be  raised  at  once  by  means  of  a  lever. 

Claim, — First,  the  combination  with  the  spoked  driving  wheel  B,  and  concentric  spnr-gea 
E,  of  a  surrounding  case  D,  and  sled-shaft  pinion  F,  the  whole  arranged  and  operating  a 
specified  for  the  purpose  set  forth. 

Second,  in  combination  with  the  series  of  spouts  C,  the  series  of  cut-offs  v  d',  an 
the  adjustable  diamond-slotted  bottom  Z,  and  slide  \V,  with  its  hand  lever  K,  and  adjustabi 
stop  L,  the  whole  constructed  and  operating  as  described  for  the  piujjose  set  forth.. 

Third,  in  combination  with  the  semi-cylindrical  seed-box  bottom,  the  double  Bee^ 
shaft  G  H,  with  two  sets  of  gears  and  central  bearing  partition  f,  and  separate  cut-offs  t 
each  seed  spout,  the  whole  constructed  and  operating  as  specified  for  the  puiposes  set  forth. 

Fomlh,  in  combination  with  the  spoufs  C,  attached  by  removable  i-otls,  h  i,  and  »e 
in  and  out  as  specified,  the  chains  g  supporting  adjustable  beam  S,  and  the  main  frain 
with  two  beams  M  and  N,  one  in  advance  of  the  other,  the  whole  constnictcd  and  operatinj 
as  described  for  the  purposes  set  forth. 

No.  31,015.^NiCHOLAS  Hackitt,  of  Albany,  N.  Y. — Improved  Chimney  Top, — ^Patex^ 
dated  January  1,  1861. — The  upper  part  of  the  main  pipe  is  enclosed  with  a  crowning  domc^ 
four  or  more  oiwiiiiigs  nrq  formed  in' the  sides  of  the  pipe  near  the  dome,  and  each  opening  i 
covered  with  an  inverted  conical  cap,  closed  at  the  top  and  with  an  opening  at  tho  bottom 


Digiti 


zed  by  Google 


COMMISSIONER   OF   PATENTS.  121 

A  cue  fonned  of  two  frostra  of  a  cone  united  surroimds  these  openings,  the  upper  one  being 
open  and  on  a  line  with  the  dome,  through  which  the  smoke  escapes^. 

Ci«tfii. — ^Tbe  employment  of  the  openings  D  D  D  D,  near  the  closed  end  of  the  pipe  A,  when 
fhieided  bj  the  caps  1*  F,  and  used  in  combination  with  the  external  conical  case  E,  and  tht 
guard  H,  as  and  for  the  purpose  specified. 

Na  31,016. — Joseph  H.uiRrs,  Jr.,  of  Roxbury,  Mass. — Improvement  in  Adding  Ma- 
dbtac«. — Patent  dated  January  1,  h'^'ul. — Three  revolving  wheels  severally  represent  units, 
tens,  and  huudreds.  The  spring.s  are  .so  arranged  that  as  a  wheel  rotates  the  incliued  plane 
pDBBses  them  bock,  and  instead  of  cuuttuuiug  to  traverse  a  circumien^nce  outside  the  pins,  a 
tenth  pin  is  pushed  one  graduation  iu  advance,  the  units  taking  the  place  of  the  tens,  and 
soon. 

Claim, — The  spring  escapement  movement  a,  in  connexion  with  the  pins  fi  n,  and  inclined 
plane  c,  working  in  the  manner  and  tor  the  purpose  described. 

No.  31,017. — Alfred  Hathawav,  of  Charlestown,  Mass. — Improvement  im  Skates, — 
PBteut  dated  Januarj'  1,  IdOl. — TIk'  ioot  rqpt  and  runner  are  so  connected  that  the  foot  of  th« 
wearer  Is  firmly  supported  iu  the  iiiio  of  the  centre  of  gravity,  and  the  toe  or  heel  is  allowed 
to  spring  when  the  runner  meets  wjih  any  inxgulaiities  on  the  ice.  Two  locking  arms  are 
kinged  to  the  foot-rest  in  8uch  a  niuuiier  as  to  prevent  the  same  from  turning  on  its  hinge  and 
lendering  it  rigid  when  de.sirablc. 

Claim. — An  improved  skate  as  niu'lo  not  only  with  its  foot-rest  combined  with  its  runner  by 
aeans  of  a  hinge,  rocker,  or  iUk-nitu,  but  with  a  spiing  or  springs  so  applied  to  such  runner 
and  foot-rest  as  to  present  an  ciiustic  support  to  either  or  both  ends  of  the  runner. 

Also,  the  combination  and  urruu^a-mcnt  of  the  locking  arms,  or  their  equivalents,  with 
the  foot  rest  and  tho  nmner  haviii^^  u  spring  or  spiings  so  applied  to  them  as  to  enable 
Ibento  operate  together,  substuiitiuny  »s  specitied. 

No.  31,018. — Hexry  Hathawav,  of  Detroit,  Mich.,  and  Bf:njamin  Laturop,  of  Tol- 
kod,  Conn. — Improvement  in  Apptiratus  for  evaporating  liquid*, — Patent  dated  January  1, 
1961. — Cooling  water  curreuts  a:c  dniwn  through  the  pans  by  means  of  a  siphon,  thus  causiuff 
pressure  inwardly  upon  the  jjau;*,  and  which  is  easily  sustained  by  very  thin  sheets  of  metM 
rapported  intemaMy  by  the  \voo<l  or  metallic  grate  enclosed  in  the  pan.  The  pans  are  arranged 
is  a  series  of  four  or  more,  inclining  uitemately  in  opposite  directions  for  the  ready  discharge 
ofthfiflmd. 

Qmm. — The  use  of  the  f^iphon  in  eouibiuation  with  the  gratings  and  arrangement  of  the  pane, 
nhAantially  as  described. 

Ka  31,019. — JoitN  G.  HKNunnsuN.  Pabiiyra,  Mo. — Improvement  in  Hand  Looms, — 
Fktent  dated  January  i,  18()]. — The  back  part  of  the  picker  staff  is  constructed  of  angler 
form  or  raised  on  the  top,  and  the  driver  ot  the  same  shape  on  the  bottom,  so  that  when  the 
ihiiiile  does  not  go  in  the  box,  those  parts  come  in  contact  and  turn  the  picker  staff  directly 
forward  against  the  breast  beam,  funning  a  positive  stop  to  the  lay.  The  beams  are  connected 
by  an  endless  belt  passing  around  the  ends  of  the  yarn  and  cloth  beams,  which  are  so  con- 
■tnided  that  the  rope  nms  I'a.ster  around  the  cU)th  beam  than  the  cloth  will  let  the  cloth  beam 
hini,  it  therefore  has  to  slip.  A  U  ver  is  used  to  regulate  the  tension  of  the  belt,  so  that  when 
the  loom  is  making  cloth  the  require  I  thickness,  the  bating  of  the  lay  is  just  sufficient  toover- 
oome  tho  friction  of  the  rope,  and  moves  the  cloth  along  as  it  is  woven.  The  web  is  shed  by 
raeene  of  a  frame  attache!  at  one  end  to  the  bod^'  of  the  lay  on  a  journal,  which  allows  it  te 
work  back  and  forth,  and  at  the  otlier  end  by  a  journal  to  guides  attached  to  the  breast  beam 
one  journal,  or  placed  on  the  same  journal  with  the  treadles,  the  frame  and  guides  thus  forming 
two  pieces  with  a  joint  at  each  end  and  a  joint  iu  the  middle.  When  the  lay  is  thrown  back, 
(his  middki  joint  goes  down  and  corner  up  as  the  lay  comes  forward.  Above  the  middle  joint 
is  a  shaft  with  !>taples  in  it.  The  tieadles  are  placed  on  a  journal  behind  which  comes  forward 
with  pointa  that  cutch  in  the  staples,  and  arc  taken  down  by  them. 

Ciaim. — First,  so  coni«tructing  atul  combining  the  picker  staff  M,  and  driver  L,  that  the  staff 
wiQ  stand  at  right  angles  to  the  lay  and  operate  as  a  stop  to  the  lay  when  the  shuttle  fails  te 
hooc,  mbstantially  as  described. 

Second,  operating  the  take-up  and  let-off  motions  by  the  beating  up  of  the  web,  by  meaiM 
of  the  endless  belt  connecting  the  rloth  and  yam  beams,  substantially  as  described. 

Third,  the  combination  oi  the  tri  uder  E  E,  guides  G  G,  and  shaft  M,  Fig.  1,  so  arranged 
diat  the  taring  down  of  one  treadle,  by  the  backward  motion  of  the  lay,  tmms  said  shafi  M 
partly  around,  throwing  out  another  staple,  to  take  down  the  treadles  in  the  proper  manner  to 
make  the  required  shed,  substantially  as  described. 

No.  31,020. — Joseph  Hollen,  <d  Fostoria,  Pa. — Improvement  in  Knitting  Machines, — 
Fitent  dated  January  1,  1801.— The  claim  and  engravmgs  will  explain  the  nature  of  this 
nvcntion,  the  details  of  which  do  not  admit  of  a  brief  description. 

"  '  ^ — First,  the  hook  G,  when  the  same  is  conatrocted  and  arranged  to  operate  in  takinir 
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up  the  stitch  and  carrying  it  over  the  end  of  the  needle  Y,  snbstantiaDy  in  the  carved  manner 
deecribed. 

Second,  giving  the  said  hook  G  the  sinking  and  curved  returning  motions  deecribed 
for  carrjin^  down  and  discharging  the  stitch  b^  means  of  the  hook  carrier  H,  operated  bj  the 
lever  arm  Nj  substantially  in  the  manner  descnbed. 

Third,  making  the  lower  end  of  the  presser  L  in  the  forked  form  described,  and  causing 
the  said  fork  to  move  in  a  curve  along  the  two  sides  of  the  needle  v,  as  described  and  for  Uie 
purpose  specified. 

No.  31,021.— W.  J.  HoTCHKiss,  of  Derby,  Coim,^Improvement  in  the  Link  Shackle  (if 
Chain  CabUs, — ^Patent  dated  January  1,  1861. — ^Thls  invention  consists  of  a  link  of  the  form 
of  an  ordinary  chain  link,  made  with  a  movable  piece  fitted  into  its  side  with  one  or  mor» 
tenons,  so  that,  when  in  place,  the  complete  shackle  presents  the  appearance  of  an  ordinary 
chain  link.    The  movable  side  piece  is  secured  bv  rivets. 

Claim, — ^The  construction  of  the  link  A,  and  the  movable  side  piece  B,  with  apertures  and 
hook-formed  tenons  in  their  extremities,  in  the  maimer  and  for  the  purposes  shown  and 
described. 

No.  31,022. — ^Prosper  Hubibert,  of  Boston,  Mass. — Improved  Lever  Escapement,^- 
Patent  dated  January  1,  1861. — ^Tho  lever  is  so  constructed,  and,  with  its  pallets,  so  applied 
relatively  to  the  balance  and  escape  wheel,  that  the  fork  of  the  lever  is  made  to  act  upon  the 
pin  Uirough  which  it  imparts  the  impulse  to  the  balance  on  the  side  of  the  balance  staff  oppcK 
site  to  that  on  which  the  escape  wheel  is  situated,  and  the  fork  is  made  to  act  upon  the  said 
pin  with  a  more  nearly  accompanying  movement,  and  operate  with  less  friction. 

Claim, — ^The  lever  C,  having  its  cyiindro-pallets  t  j  on  a  cylinder  D,  and  its  fork  g  f,  and 
staff  <2,  arranged  substantially  as  described  relatively  to  the  staff  6  of  the  balance  and  spmdle  c 
of  the  escape  wheel,  to  operate  qa  set  forth. 

No.  31,023.— John  C.  Kimball,  of  New  York,  N.  Y,— Improvement  in  Self-adjusting 
Carriage  Seats, — ^Patent  dated  January  1,  1861. — ^The  seat«  are  so  connected  with  the  inner 
sides  of  the  body  and  with  each  other  that,  by  slightly  raising  the  back  seat  and  pushing  it 
forward,  the  action  of  the  legs  or  connexions  will  draw  back  and  depress  the  forward  seat^ 
and  place  the  main  seat  over  it  without  touching  the  edge  of  the  body,  so  as  to  nu^e  a  one 
or  two-seated  carriage  at  pleasure. 

C/atm.— So  constructing  and  cotmecting  the  two  seats  that  the  curvilinear  motions  of  the 
back  seat  will  perfectly  control  the  curvilinear  motions  of  all  parts  of  the  forward  seat  when 
the  two  seats  are  constructed,  coimected,  and  made  to  produce  the  result  substantially 
as  described. 

No.  31,024. — ^Henry  Leibert,  of  Norristown,  Pa. — Improvement  in  Lamps. — ^Patent 
dated  January  1,  1861. — ^The  claim  and  engravings  will  explam  the  nature  of  this  invention. 

Claim, — ^Forming  an  adjustable  cap  for  uimps  of  a  single  flat  piece  of  metal  having  pro- 
jections e,  /,  and  6,  and  recesses  of  the  shape  and  arran^ment  described,  the  said  piece  of 
metal  being  bent  as  specified,  so  as  to  form  the  bodv  of  the  cap,  and  so  that  the  two  projeo* 
tions  e  e  s£bll  form  a  spring  dip  for  grasping  the  tube  of  the  lamp  in  the  manner  set  forUu 

No.  31,025.— Theodore  Depon  Mathews,  of  St  Peter's  Parish,  S.  C—Improvememt 
In  Composition  of  Castor  OU  Soaps, — ^Patent  dated  January  1,  1661.^This  invention  is 
explained  by  the  claim. 

Claim, — ^The  product  formed  by  combining  the  following  named  articles  in  the  proportiosis 
Indicated :  Oil  of  PaUna  Christi,  1  gallon ;  aqua  ammonia,  2  lbs ;  refined  potash,  6  lbs. 

No.  31,026.— Albert  G.  Mack,  of  Rochester,  N.  Y,— Improved  Machine  for  setting  tm 
Barrels, — ^Patent  dated  January  1,  1861. — ^The  frame  consists  of  a  bottom  plate  providea 
with  a  V-shaped  ledge  for  receiving  the  staves,  and  with  uprights  which  support  an  upper 
jMinnUr  plate.  To  the  base  on  opposite  sides  are  attached  vertical  rods,  which  serve  as  guidea 
for -a  band  which  is  made  to  slide  up  and  down  by  means  of  a  treadle  firame.  Under  the 
npper  ring  passes  a  rope  over  pullevs  tmd  around  a  windlass,  to  which  rope  are  attached 
cords  havmg  weights  suspended  at  their  lower  ends,  for  the  purpose  of  bringing  the  rope  to 
its  original  position  after  naving  been  brought  to  bear  upon  the  staves. 

Claim, — ^The  adjustable  or  rising  and  falling  band  B,  in  connexion  with  the  adjustable  and 
flexible  loaded  band  or  rope  D,  applied  to  frame  A,  which  is  provided  with  an  annular  ledm 
d  at  its  base  a,  an  annular  plate  c  at  its  top,  and  a  winch  or  windlass  H,  all  arranged  sn^- 
stantially  as  and  for  the  purpose  set  forth. 

No.  31,027.— John  Mtodleton,  of  New  York,  N.  Y  —Improved  Ice  CrMAer. —Pateai 
dated  January  1,  1861. — One  of  the  jaws  is  stationary,  and  the  other  is  moved  by  a  lever. 
The  bottom  of  the  receiver  consists  of  a  plate  which  is  held  in  position  by  a  spring.  The 
backward  movement  of  the  jaw  causes  the  plate  to  open  and  dischjeurge  the  crushed  ice,  wbeca 
5  projection  releases  the  tension  of  the  spring,  and  the  plate  resumes  its  position. 
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Claim, — ^Tbe  combination  of  the  receirer  A,  jaws  B  and  D,  and  sliding  bottom  Q,  operating 
together  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,028.— Gilbert  H.  Moore,  of  Rochester,  N.  Y.— Improvement  in  Ploughs.— 
Patent  dated  January  1,  1861. — ^This  invention  consists  in  the  formation  of  the  mould-board 
by  the  combination  of  two  spiral  curves  which  recede  from  the  centre  while  they  continue  to 
revolve  about  it ;  the  first  spiral  commencing  with  the  junction  of  the  share  with  the  land- 
side^  and  terminating  at  about  midway  of  the  mould-board,  at  the  point  where  the  furrow- 
slice  reaches  the  perpendicular. 

Claim, — ^A  plough  constructed  and  composed  of  the  several  characteristic  features  described. 

No.  31,029.— WllXIAM  Newbury,  of  Clarksville,  Uc^Impravement  in  Straw  Cutters.— 
Patent  dated  Januarv  1,  1861. — A  rake-toothed  feed  roller  is  arranged  at  the  bottom  of  the 
hopper,  and  feeds  tne  straw  to  the  cutter.  The  knives,  which  are  of  curved  form,  ure 
mounted  on  projections  on  a  circular  gauee-plate,  having  openings  cut  in  it  for  the  escape  of 
the  cut  straw.  The  knives  arc  adjusted  by  means  of  thicker  or  thinner  plates  placed  under 
them  and  secured  by  screws  to  the  gauge-plate.  A  series  of  pulleys  and  gearing  impart 
motion  to  the  several  parts. 

Claim. — First,  the  combination  of  one  rake-toothed  feed  roller  U,  a  vertical  hopper  F,  a 
series  of  revolving  knives  T  T,  a  horizontal  gauge-plate  A,  and  the  gearing  D  13  E  K  J  G  I 
H  N ;  the  whole  constructed,  arranged,  and  operatmg  in  the  manner  and  for  the  purposes 
set  forth. 

Second,  the  combination  of  the  separate  or  removable  projections  bb  on  the  knives*  rest, 
set  screws  m,  knives  T  T,  and  horizontal  gauge-plate  A,  in  the  manner  and  for  the  purpone 
•et  forth. 

No.  31,030.— August  Nittinger,  jr.,  of  Philadelphia,  Ta.— Improved  Sausage  Stuffer.— 
Patont  dated  January],  1861. — ^The  cylinder  is  provided  with  tiimnions  at  its  centre,  to 
admit  of  being  tilted  on  the  frame.  A  latch  with  a  rounded  end  and  kept  in  position  by  a  spring 
iJB  secured  to  the  trame.  As  the  cylinder  assumes  a  horizontal  position,  a  projection  near  its 
mouth  passes  over  the  end  of  the  latch  which  secures  it  to  the  frame.  A  table  is  hinged  to 
the  front  end  of  the  frame,  its  outer  end  being  supported  by  a  leg,  and  having  a  slot  at  its 
hinged  end  to  allow  of  the  free  movement  of  the  tube  when  the  cylinder  is  tilted. 

Claim. — First,  the  cylinder  J,  with  its  projection  m,  in  combination  with  the  spring  latch  I, 
the  latter  beine  so  constructed  and  so  arranged  in  respect  to  the  said  projection  tnat  the  cylin- 
der is  renderea  self-locking,  as  set  forth. 

Second,  the  hinged  table  L  and  its  oblong  slot  p,  when  arranged  on  the  frame  in  respect 
to  the  cylinder  J  and  its  tube  K,  as  and  for  the  purpose  set  forth. 

No.  31,  a*^!.— John  T.  Plummer,  of  Plainfield,  Coim.— Improvement  in  Machinery  for 
Drawing  and  Ttoisting  Wool, — Patent  dated  January  1,  1861. — A  detached  stationary  con- 
ducting tube  of  conical  form  is  fitted  in  the  upper  rail,  its  lower  end  entering  the  box  which 
contains  the  drawing-rollers.  The  two  portions  of  the  box  are  caused  to  rotate  at  different 
velocities.  By  this  arrangement  the  broken  end  of  a  roving  is  prevented  from  getting  foul 
of  other  roving  or  of  any  parts  of  the  machine,  and  either  a  broKen  end  or  the  end  of  a  new 
bobbin  is  con&cted  to  the  mouth  and  rollers  without  the  necessity  of  piecing. 

Claim, — ^The  stationary  detached  tube  G,  applied  in  combination  with  the  rotating  gear- 
box containing  the  front  or  lower  drawing  rollers,  substantially  as  and  for  the  purpose 
specified. 

No.  31,032.— JoHK  Reist,  of  Philadelphia,  Tn.— Improvement  in  Scissors.— VsLient  dated 
January  1,  1861. — ^This  invention  consists  in  the  attachment  of  a  pair  of  blades  jointod  to  a 
U-shaped  spring,  the  tendency  of  which  is  to  keep  the  blades  open,  but  by  compressing  them 
the  cutting  action  is  obtained. 

Claim, — Scissors  formed  by  the  described  combination  and  arrangement  of  blades  A,  springs 
C  and  D,  plates  B,  and  pivots  A  and  c ;  the  whole  being  constructed  and  operating  substan- 
tially as  described. 

No.  31,033.— George  H.  Reynolds,  of  New  York,  N.  Y,— Improvement  in  Mounting 
Lithographic  Stones. — Patent  dated  January  1,  1861. — This  invention  consists  in  cementing 
each  stone  permanently  in  a  movable  frame  of  cast  iron  or  other  metal,  the  fmme  to  be  secured 
to  the  bed  of  the  press  for  the  purpose  of  rendering  the  stone  less  liable  to  be  broken  under 
pressure. 

Claim, — Mounting  each  stone  permanently  in  a  metallic  frame,  in  the  manner  and  for  the 
purposes  substantially  as  set  forth. 

No.  31,034.— Ezra  Ripley,  of  Troy,  N.  Y.—Improved  IFrencA.- Patent  dated  January 
1 ,  1861. — ^This  invention  consists  in  combining  an  adjustable  rotating-faced  jaw  with  a  wrendi, 
stock,  or  bar,  having  a  griper  hinged  to  it,  and  when  adjusted  and  applied  to  rods  of  varying 
diamelers  does  not  pretent  the  same  point  of  contact  on  the  face  of  tne  jaw  to  the  article. 
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Claim, — The  rotating-face  adjustable  ja^  C,  having  a  direct  screw  adjostment,  as  described, 
in  combination  with  the  hook  or  claw  griper  B,  hinged  to  the  wrench  stock  or  bar  A,  com- 
bined substantially  and  operating  in  the  manner  and  for  the  purposes  set  forth  and  showxL 

No.  31,035.— Ezra  Rn»LEY,  of  Troy,  N.  Y.— Improved  Mode  of  Hanging  Covers  to  Bailed 
Metallic  Hollowware, — Patent  dated  January  1,  1861. — ^The  rear  end  of  the  cover  is  pitv 
vided  with  an  arm  which  is  made  to  fit  upon  the  lug  to  which  the  rear  end  of  the  bail  is 
secured,  bo  as  to  allow  the  cover  to  swing  oflf  when  necessary,  and  to  swing  back  and  cover 
the  kettle  when  water  is  poured  from  the  nozzle. 

Claim. — An  improved  and  more  convenient  article  of  teakettle  cover,  substantially  the 
same  as  fully  described  and  shown,  and  such  as  may  be  attached  in  a  line  with  the  spout  to 
spouted  and  bailed  metallic  hollow-ware  or  teakettles,  in  the  manner  substantially  as  set  forth. 

No.  31,036.— Archibald  H.  Rowand,  of  Allcffheny,  Pa. — Improvement  in  Coupling  for 
Railroad  Cars, — Patent  dated  January  1,  18G1. — ^I'his  invention  consists  in  providing  within 
a  box  a  series  of  metallic  springs  so  aiTanged  as  to  operate  with  a  lateral  pressure  on  oppo- 
site sides  of  a  wedge-shaped  bar,  so  as  to  allow  the  bar  to  press  between  the  opposing  and 
lateral  pressure  caused  by  the  springs  until  the  wedge  passes  the  entrance  to  the  springs. 

Claim, — The  application  and  use  of  the  compound  metallic  springs,  supported  by  the 
elastic  spring  pods  or  cushions  C  C  C  C,  and  its  socket  or  bed  m  wi,  operating  by  latent 
resistance  or  pressure  against  the  entrance  of  the  wedge-shaped  end  of  tne  bar  A,  substan- 
tiully  as  described  in  the  second  claim. 

Also,  the  application  of  the  ratchet-shaped  notches  N  N  N  N  N  N  in  the  inside  of  the 
main  or  metallic  springs,  and  the  corresponding  recesses  in  the  wedge  end  of  the  bar  A* 
in  combination,  for  the  purpose  set  forth  substantially  as  described. 

No.  .31,037.— Thomas  N.  Rooker,  of  New  York,  N.  Y. — Improvement  in  Type  Cases, — 
Patent  dated  January  1,  1861. — ^This  invention  consists  in  forming  the  type  case  and  its  box 
of  considerable  depth,  so  as  to  hold  a  largo  quantity  of  types ;  the  iKJxes  being  provided  with 
movable  bottoms  arranged  so  as  to  be  readily  adjusted  or  raised  as  the  types  are  taken  out 

Claim. — ^A  type  case  having  its  boxes  a  provided  with  movable  or  adjustable  bottoms  fr, 
arranged  to  operate  by  any  suitable  mechanism,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,038. — ^Henry  Scheuerle,  of  New  York,  N.  Y. — Improved  Punches  for  making 
Slides  for  Hoop  Skirts. — Patent  dated  January  1,  1861. — ^This  invention  consists  in  securing 
an  additional  die  to  those  used  for  cutting  and  forming  the  sides  of  hoop  skirts,  and  forming  a 
corresponding  female  die  in  the  forming  plate  below  the  same,  in  such  a  manner  as  to  cause 
the  bodies  of  metal  usually  thrown  away  between  the  portions  cut  out  by  the  former  dies  to 
be  cut  and  formed  into  tips  to  bind  the  oi^ds  of  the  bustle  hoops,  and  for  other  purposes. 

Claim, — Combining  with  the  male  and  female  dies  H  I  K  L,  for  cutting  and  ionning  the 
slides  from  the  strips  of  metal,  the  additional  set  of  dies  M  M',  for  cutting  and  tbrming  the  tips 
firom  the  portions  of  the  metal  strip  which  heretofore  went  to  waste,  as  set  forth. 

No.  31,039.— John  C.  Schooley,  of  Cincinnati,  O.— Improved  Refrigerator, — Patent 
iated  January  1,  1861. — ^The  air  passage  extends  from  the  exterior  of  the  ice  chamber  down 
the  inside,  encircling  the  bottom  of  the  ice  receptacle,  and  discharging  at  a  point  above  the 
mouth  of  the  water  escape  tube  in  the  bottom.  The  water  escape  tube  is  provided  with  a  par- 
tition making  two  passages,  one  leading  from  the  ice  chamber  and  the  other  from  the  induction 
air  pjtssagc. 

Claim. — First,  the  application  and  arrangement  of  the  air  induction  passage  0,  extending 
from  the  top  of  the  exterior  of  the  ice  chamber  down  its  inside  underneath  the  ice  meltings,  and 
<lis(' barging  at  a  point  above  them,  substantially  as  and  for  the  purpose  set  forth. 

Socoiid,  the  construction  of  the  double  water  escape  tube  M,  so  arranged  as  to  cany 
•fT  the  meltings  in  the  ice  chamber  and  the  moisture  produced  by  condensation  within  the  sub- 
mercrrd  air  induction  passage  with  one  and  the  same  water  cup,  substantially  as  and  for  the 
purposes  set  forth. 

No.  31,040.— Hermann  Shlarbaum,  of  New  York,  N.  Y. — Improvement  in  Aqumriums,^ 
Patent  dat^  January  1,  1861. — ^The  vessel  containing  the  animals,  &.C.,  is  made  of  glass  and 
placed  in  a  frame,  so  as  to  be  hung  upon  a  wall. 

Claim, — ^The  described  constraction  of  an  aquarium  arranged  so  as  to  be  suspended  on  a 
wall,  in  the  manner  and  for  the  purpose  substantially  as  set  forth. 

No.  31,041.— Robert  R.  Taylor,  of  Reading,  'PA,—Inproved  Steam  Hammer.— Patent 
dated  January  1, 1861. — By  connecting  the  piston  rod  to  the  wooden  helve,  at  a  point  between 
the  fulcrum  and  the  hammer,  a  mass  of  wood  absorbing  the  heavy  shocks  to  whicn  the  machine 
is  submitted  intervenes  between  the  fulcrum  of  the  helve  and  the  point  where  the  power  is 
applied,  as  well  as  between  the  latter  point  and  the  hanmier.  As  the  hammer  block  moTes  in 
vertical  guides,  its  face  will  always  be  parallel  with  the  face  of  the  anvil  whatever  may  be  the 
thidrnm  of  the  interrening  metaL     The  points  of  screws  within  the  slotted  lever  mo  sq 
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a^Jnsted  upon  a  projection  on  the  helve  that  the  extent  of  movement  of  the  helve  will  be  im- 
parted to  the  slotted  arm,  through  which  and  connecting  side  arms  a  reciprocating  motion, 
simultaneous  with  the  vibration  of  the  helve,  is  impaited  to  the  valve  spindles  and  their 
respective  valves,  the  extent  of  rise  and  fall  of  the  hammer  being  governed  oy  the  amount  of 
"dwell"  allowed  to  the  valves  by  the  adjustment  of  the  screws. 

Claim. — First,  combining  the  vibmting  wooden  helve  G  with  the  hammer  block,  moving  in 
vertical  guides  and  with  a  double-acting  steam  cylinder,  when  the  latter  is  connected  to  the 
wooden  helve  at  a  point  between  the  centre  of  the  helye^s  vibration  and  the  hammer,  as  and 
for  the  pui*pose  set  forth. 

Second,  operating  both  exhaust  and  steam  valves  by  means  of  the  projections  j  on  the 
holve,  and  the  slott^  lever  A,  with  its  adjustable  sot  screws  k  and  k\  the  whole  being  ammge^ 
and  operating  as  set  forth  for  the  puipose  specitietl. 

No.  31,042. — John  Terrell,  of  Philadelphia,  Pa. — Improvement  in  Knitting  Machines, — 
Patent  dated  January  1,  186J. — ^This  invention  is  designed  as  improvement  on  the  patents 
granted  to  J.  Hollen,  July  11,  1850,  and  November  28,  18r)4,  and  consists  of  devices  for 
operating  the  thread  passer,  and  a  mechanism  lor  regulating  the  movements  of  the  machine 
when  employed  for  turning  the  heel  and  toe  of  the  stocking.  The  invention  does  not  admit  of 
a  brief  description. 

Claim. — y'lrsL,  o|)erating  the  thread  presser  5  by  means  of  the  reciprocating  slide  Q  and  its 
roller  i/i',  in  combination  with  the  lever  S,  vertical  slide  T,  and  spring  »,  the  whole  being  con- 
structed and  arranged  substantially  as  set  forth. 

Second,  giving  the  signal  for  reversing  the  motion  of  the  machine  on  turning  the  heel  or 
toe  of  the  stocking  by  means  of  the  sliding  blocks  W  W  on  the  edge  of  the  plate  U,  in  com- 
bination with  the  shaft  7,  its  arm  12,  and  the  bar  13,  catch  9,  and  ratchet  wheel  /,  the  whole 
being  anangod  and  operating  substantially  as  set  forth. 

Third,  the  plate  U,  ring  V,  its  projection  k,  the  blocks  W  and  W,  with  the  springs  x  and 
to,  engaging  into  the  notches  on  the  back  of  the  said  plate  U  and  said  rin^  V,  as  specified, 
in  combination  with  the  movable  yielding  lever  C,  the  w-hole  being  arranged  lor  joint  operatiom 
substantially  as  and  for  the  purpose  specified. 

No.  31,043.— H.  W.  Warner,  of  Greenfield,  Mass.— /wiproceiwjwf  in  Skates.— Vatcnt 
dated  January  1,  1861. — ^This  invention  consists  in  so  forming  the  skate  that  the  foot  will 
stand  in  separate  and  independent  pails,  and  in  attiU!hing  it  to  the  runner,  by  bolts  and  nuts, 
so  as  to  obtain  a  pivot  connexion,  thus  giving  all  parts  a  fi-ee  rocking  motion.  The  skate  may 
be  made  to  fit  any  ordinary  sized  foot  by  placing  the  parts  neaier  or  further  apart. 

Claim. — A  skate  provided  with  separated  foot  plates  C,  that  are  jointed  to  the  runner  A,  as 
6lio>vn  and  describea. 

No.  31,044.— L.  C.  T.  Weber,  of  Rochester,  N.  Y.— Improvement  in  Breech-loading 
Ordnance. — Patent  dated  January  1,  18C1. — The  block  composing  a  part  of  the  l^reech  piece 
swings  upward  from  the  rear  of  the  barrel  upon  pivots  to  which  it  is  connected  by  strong  straps 
on  each  side.  The  piece  is  made  to  move  lu'ound  in  a  horizontal  direction  by  means  of  as 
inclined  shaft,  the  upper  end  of  which  is  placed  in  bearings  in  the  tranverso  stays  of  the  car- 
riage; at  the  lower  end  of  this  shaft  is  secured  a  spherical  roller,  the  shaft  being  caused  ta 
rotate  by  means  of  a  worm  wheel  gearing  with  an  endless  screw  worked  by  a  hand  wheel.  A 
Conner's  seat  Is  arranged  to  swing  upward  at  the  rear  of  the  caniage,  to  allow  of  the  piece 
being  loaded  and  fired  while  in  retreat.  T>vo  springs  are  secured  to  me  platform  and  extend 
up  in  the  rear  of  the  wheels,  so  as  gi-adually  to  check  the  recoil  and  cause  the  wheels  to  return 
to  their  proper  position  against  stops  in  front  of  them. 

Claim. — -Fii*st,  the  attachment  of  the  block  G,  containing  the  screw  plug  H,  to  the  barrel 
of  the  piece  by  strap  pieces  1 1,  attached  to  pivots  c  c,  secured  in  the  sides  of  the  barrel,  such 
strap  pieces  being  arranged  to  swing  in  vertica.1  planes  from  the  said  pivots  and  the  rear  face 
of  the  barrel,  and  front  face  of  the  said  block,  having  the  form  of  corresponding  arcs  concentric 
to  the  said  pivots,  all  substantially  as  described. 

Second,  the  adjustment  of  the  elevation  of  the  piece  by  means  of  a  shaft  M  and  cam  M', 
combined  with  a  shaft  r,  by  means  of  an  endless  screw  r',  and  worm  wheel  9,  imd  the  whole 
applied,  in  combination  with  the  gun  and  its  carriage,  substantially  as  sot  forth. 

Third,  the  employment  lor  working  liio  piece  in  a  horizontal  direction  of  a  shaft  P,  roller 
P',  worm  wheel  t,  endless  screw  Q',  and  shaft  Q,  the  whole  applied,  combined,  and  operating 
substantially  as  descnbed. 

Fourth,  the  swinging  gunner*s  seat  R,  applied  and  secured  to  the  carriage,  and  operating 
substantially  as  specifi^. 

tifth,  the  emplojrment  for  meeting  the  recoil  of  the  gun,  and  employing  the  force  thereof  te 
return  the  gun  to  its  place,  of  springs  U  U  and  V  V,  arranged  in  combination  with  boxes  C  C, 
and  operating  substantially  as  specified. 

No.  31,045.— Stephen  R.  Weeden,  of  Providence,  R.  \.— Improvement  in  Lamp  and 
Candle  Wicks, — Patent  dated  January  1,  1861. — ^The  invention  is  explained  by  the  claim  an^ 
engraving. 
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Claim. — ^The  wick  composed  of  a  single  strand  enchained  in  a  series  of  single  loops,  as 
described. 

No.  31,046.-8.  A.  Whitney,  of  Glassboroiigb,  N.  3,— Improved  Glass  Stopper  for  Hot- 
ties. — Pateut  dated  January  1,  1861. — ^The  lower  end  of  the  stopper  is  provided  with  two 
shoulders  having  a  recess  between  them,  and  with  a  tapering  termination,  for  the  purpose  of 
expanding  the  cork  washer,  which  is  first  placed  within  the  neck  of  the  bottle,  and  then  con- 
tiacts  to  fat  the  recess  in  the  stopper. 

Claim. — ^The  ^lass  stopper  B,  its  screw  thread  d,  shoulders  e  and/,  cork  washer  A,  and  taper- 
ing termination  i,  the  latter  being  so  formed  and  so  arranged,  in  respect  to  the  two  shoulders, 
so  as  to  facilitate  the  adjustment  of  the  washer  to  and  confinement  within  the  recess  between 
the  said  shoulders  in  the  manner  described,  and  the  whole  being  constructed  and  adapted  to 
the  neck  of  the  bottle  and  its  shoulder  m,  as  set  forth. 

No.  31,047.— John  Wilkinson,  of  Baltimore,  Md.— /nipra©e»i«n(  in  Automatic  Brakes.-^ 
Patent  dated  January  1,  1861. — The  sub-bolster  is  made  to  rock  or  vibrate  upon  suitable 
bearings  in  the  check  posts.  The  brake  rod  is  attached  to  a  pillar  extending  upward  from  the 
sub-bolster.  In  descending  a  hilt  the  fonvard  pressure  causes  a  rocking  of  the  front  axle 
which  brings  the  brakes  into  action. 

Claim. — Operating  carriage  brakes  by  the  vibration  or  rocking  of  the  axle,  substantially  in 
the  manner  and  upon  the  pnnciples  set  Ibrth,  and  for  this  purpose  I  claim  the  sub-bolster  b 
and  its  pillar  A,  combined  with  the  main  bolster  a,  as  set  fortn. 

No.  31,048.— William  Williams,  assignor  to  Himself  and  R.  D.  Goodwin,  of  St.  Loois, 
Mo. — Improved  Floating  Mattress. — Pateut  dated  January  1,  1861. — ^The  outside  edges  of 
the  mattress  are  provided  with  a  flange,  in  which  are  perforations  for  the  purpose  of  lashing  u 
number  of  them  together  to  form  a  raft.  The  rait  may  be  converted  into  a  scow  by  applying 
inflated  gunwales  to  its  edges. 

Claim. — The  arrangement  of  continuous  flange  P,  with  its  eyelets  and  cord  laced  through 
the  same,  and  the  innoted  g^wale,  with  the  mattress,  the  whole  to  be  made  substantially  in 
the  maimer  described. 

No.  31,049.— Cornelius  A.  Wortendvke,  of  Godwinvillo,  N.  J.— Improvement  in 
Candle  fVicks. — Patent  dated  January  1,  1861. — This  invention  consists  of  a  wick  compo^>ed 
of  several  strands,  each  of  which  is  composed  of  two  or  moiO  separate  yams,  the  strands 
being  twisted  in  the  same  direction  as  the  yams,  but  the  wick  being  twisted  in  a  diioctiou 
opposite  to  that  of  the  strands. 

Claim. — The  wick  produced  by  the  system  of  spinning  and  twisting  specified. 

No.  31,050. — CoRBTN  O.  Wood,  of  Worcester,  Mass. — Improvement  in  Breech-loading 
Fire-arms. — Patent  dated  January  1,  1861. — ^The  notched  estopping  pin  is  placed  in  trout  ot" 
the  hammer,  and  extends  transvei-scly  through  the  stock.  Near  its  outer  end  the  pin  has  a 
small  stud  which  enters  a  con  espondiDg  hole  in  a  lever-catch  arranged  on  one  side  of  the 
stock,  which  serves  to  lock  the  band  into  the  stock.  The  pin  prevents  the  hammer  from 
exploding  the  priming  when  the  baiTel  is  not  properly  latched  to  the  stock. 

Claim. — The  arrangement  and  combination  of  the  notched  estopping  pin  D,  or  its  equiva- 
lent, with  the  percussion  hammer  and  the  lever-latch  or  mechanism  for  latching  the  barrel. 

No.  31,051.— Hanson  Wright,  of  Milford,  N.  Y.— Improvement  in  preparing  Patterns 
for  Moulding. — Patent  dated  January  1,  1861. — ^The  daun  explains  the  nature  of  this 
invention. 

Claim. — First,  the  process  of  preparing  the  surfaces  of  cast  iron  patterns  to  be  moulded 
from,  by  coating  the  heated  surfaces  of  those  pattems  with  a  composition  of  matter  consisting 
of  be&swax,  India-rabber,  and  sulphur,  substantiaiiy  in  the  manner  set  forth. 

Second,  so  coating  such  pattems  after  they  have  been  previously  prepared  by  immersing 
them  in  dilute  sulphuric  acid,  and  substantially  as  described. 

No.  al, 052.— John  Burk  Schwenningen,  of  Wurtemburg,  Geraiany,  assignor  to  Jacob 
E.  Buerk,  of  Paoli,  Ind. — Improved  IVatehman's  Time  Detector. — Patent  dated  January  I, 
1861. — Within  a  case  containing  a  watch  movement  iff  a  hollow  drum  which  rotates  with  the 
hour  hand  of  the  watch,  and  which  Cannes  a  narrow  strip  o^  paper  marked  off  into  twelve 
purts  to  represent  the  hours.  A  series  of  spring  joints  are  operated  by  the  keys  kept  in  the 
several  stations  which  the  watchman  has  to  visit,  in  such  a  manner  that,  bv  indentations  pro- 
duced by  the  spring-points  on  various  parts  of  the  paper,  the  time  when  he  has  visited  each 
station  is  indicated. 

Claim. — The  employment  of  a  seriesof  keys  C,  with  bits  of  different  shapes,  in  combination 
wiUi  spring-points  B  and  with  a  dram  A,  carrying  a  strip  of  paper  F,  and  rotated  by  a  clock 
movement,  substantially  as  and  for  the  purposes  specified. 

No.  31,053.— John  F.  Greene,  of  Brooklyn,  N.  Y.,  assignor  to  Samuel  B.  Toby,  of 
Providence.  B.  L — Improvement  in  Machines  for  making  Hat  Bodies  — ^Patent  dated  January 
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1, 1861. — ^This  inventioii  consists  in  the  employment  of  a  picker  and  its  t^^pendagjes  fbr 
receiving,  picking,  and  throwing  the  fraCTients  of  fibres  obtained  from  the  dismtegration  of 
for  and  other  felti,  in  combination  with  the  doffer  of  a  carding  engine  which  deliyers  a  bat  of 
csoded  woollen  fibres,  and  w^ith  winding  cones  on  which  the  bat  so  formed  is  wound  into  hai 
bodies,  by  means  of  wliich  combination  the  bat  of  carded  fibres,  as  it  passes  from  the  doffioif 
of  the  card  to  the  cones,  is  covered  with  the  disintegrated  fibres  from  the  picker,  and  becomes 
bicorporated  therewith.  The  curved  plate  over  the  picker  is  designed  to  break  the  current  of 
mr,  and  prevent  the  injurious  efiects  of  the  same  on  the  bat  of  caraed  fibre  below. 

Claim. — ^Tho  combination  of  the  picker  with  the  dofier  of  a  carding  engine  and  the  windii^g 
eoncs,  substantially  as  and  for  the  purpose  specified. 

Also,  in  combination  with  the  rotating  picker,  the  break  current  plate  in  the  cap  case  o'wr 
(he  picker,  and  the  deflecting  plate,  sul^tantially  as  and  for  the  purpose  specified. 

Ko.  31,054.— James  Haynes,  of  Hollis,  Me.,  assignor  to  Himself  and  Tristram  JT. 
IjEWIS,  of  Doston,  Mass. — Improved  Device  for  Straining  Wood  Saws, — Patent  dated  JanualJ 
1,  1861. — The  centre  bar,  instead  of  being  connected  by  a  pin  to  the  side  bar,  extends  into  A 
metallic  socket  secui-ed  to  the  inner  side  of  the  side  bar.  To  this  socket  is  jointed  an  arm 
having  a  ruck  extending  upwards.  Upon  the  cross-bar  is  secured  a  straining  bar  provided 
with  studs,  bv  moving  which  upon  the  rack  the  side  bur  is  moved  outward  and  the  saw  caused 
to  be  strained. 

Claim, — ^The  described  peculiar  arran^ment  of  the  arm  D^  the  rack  D,  and  the  lever  E,  to- 
gether and  within  the  saw  frame,  and  with  respect  to  the  lower  cross-bar  i/.  and  either  of  tfas 
end  bars  a  6,  as  specified. 

No.  31,055.— F.  G.  Johnson,  Brooklyn,  N.  Y.,  assignor  to  Himself,  W.  T.  MiLUKEK, 
Morrisania,  N.  Y.,  and  E.  Jones,  New  York,  N.  Y. — hnprorement  in  Water  Meters,^^ 
Patent  dated  January  1,  1861. — WiUiin  a  pipe  is  arranged  a  simple  shaft  adjusted  on  two 
points  or  bearings.  On  this  shafl,  and  at  suitable  distances  from  each  other,  are  several  wheels 
or  bands  having  blades  on  their  outer  edges,  and  at  an  angle  with  the  shaft.  Between  the 
wheels  are  sections  of  a  hollow  screw  surrounding  the  shaft  clear  of  contact,  but  in  contact 
with  and  held  by  the  inner  surface  of  the  pipe,  leaving  the  shail  tree  to  be  turned  by  the  water 
passing  through  the  spaces  between  the  threads  of  the  screw,  and  coming  in  contact  with  the 
olades  on  the  sbai't  in  pci-pcndicular  lines  to  the  surfaces  of  said  blades,  l)y  which  means  the 
water,  as  it  passes  through  the  pipe,  is  made  to  act  and  react  on  the  inner  surfaces  of  the 
threads  of  the  scvow  and  the  blades  on  the  shaft  several  times  before  it  leaves  the  meter. 

Claim, — The  alternate  combination  of  the  several  (two  or  more)  sections  1  2  3  of  the  water 
passages  with  the  several  (two  or  more)  intervening  blade  wheels  1"  2"  3'^  substantially  in  the 
manner  and  for  the  purpose  set  forth. 

No.  31,056.— PURCHES  Miles,  of  New  Haven,  Conn.,  assignor  to  Himself  and  Amzi  P.  , 
Plant,  of  Plantsville,  Conn. — Improvement  in  Nut  Metchines, — Patent  dated  January  1, 
1861. — The  object  of  this  invention  is  to  obtain  a  machine  by  which  the  operation  of  cutting  . 
off  the  blanks  from  the  bar,  the  swaging  of  the  same,  and  the  punching  thereof,  may  be 
simultaneously  and  automatically  performed. 

Claim. — The  combination  of  the  lateral  countersunk  stamping  projection  m  with  the  cuttar 
i^  in  the  manner  shown  and  described. 

The  arrangement  of  the  cutter  N,  punch  p,  swag  O,  clearer  Q,  and  block  G,  with  the 
lt>tary  die  plate  B  and  bed  £,  as  shown  and  described. 

In  nut  machme^,  making  the  lower  portion  ol'  the  open  die  F,  of  conical  form,  substantially 
Iti  the  manner  and  for  the  purpose  set  forth. 

Also,  the  locking  of  the  nut  blank  within  the  bottom  of  the  open  die  F,  substantially  as  and 
tor  the  purposes  shown  and  described. 

No.  31,057.— Joseph  W.  Pearson  and  H.  O.  Peabody,  of  Winchester,  Mass.,  assignors 
tb  Themselves  and  D.  E.  Hayward,  of  Maiden,  Mass. — Improvement  in  Skating  Boot$,'^ 
Patent  dated  Janum-y  1,  18(31. — ^The  skate  is  permanently  attached  to  the  boot  by  means  of 
a  plate  embraced  within  the  sole,  two  slotted  projections  being  attached  to  the  pkUe  in  which 
the  skate  iron  is  fastened. 

Claim, — ^The  combined  boot  and  skate  described,  the  support  for  the  runner  being  confined 
Within  the  sole,  as  set  forth. 

No.  31,056.— William  Schilling,  of  Baltimore,  Maryland,  assignor  to  Himself  and  Jesse 
Klinefelter,  of  same  place. — Improvement  in  the  Man^facture  of  Spirituous  Liquors  from 
Tomatoes. — Patent  dated  January  1,  1861. — ^The  process  consists  in  mixing  with  mashed 
tomatoes  a  quantity  of  barley  malt,  and  sugar  in  heated  water,  to  which  is  added  afterwards 
some  yeast.    After  standing  a  proper  time,  it  is  distilled  in  the  usual  maimer. 

Claim, — ^The  described  process  for  making  brandy  from  tomatoes,  not  wishing  to  confine 
myself  to  the  precise  proportions  of  the  ingredients  used  nor  to  the  exact  deg^reee  of  heat 

specified,  but  to  vary  the  same  as  may  be  found  necessary,  without  departing  from  the  c 

^  character  and  principles  of  said  process. 
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No.  31,059.— Francis  Veerc-\mp  and  Flancts  Leopold,  of  Philadelphia,  Pa.,  assignoni 
to  Robert  A.  Maxwell,  of  samo  place. — Improvement  in  Gymnastic  Apparatus, — Patent 
dated  January  1,  18GL — ^The  invention  consists  in  the  employment  of  one  or  more  pulleys, 
with  cords  attached,  the  force  applied  to  turn  the  pulleys  being  resisted  by  the  friction  caused 
by  contact  of  two  surfaces,  which  may  be  so  regulated  that  the  friction  may  be  increased  or 
diminished  at  pleasure.  The  friction  disks  are  attached  to  a  shaft,  and  faced  with  leather  or 
•Cher  suitable  material.  By  means  of  springs  the  cords,  when  released,  are  wound  around 
the  pulleys,  and  the  amount  of  friction  is  determined  and  indicated  by  means  of  a  spindb 
Actuating  a  pointer  on  an  index  plate. 

Claim. — First,  the  employment,  for  gymnastic  or  calisthenic  exercise,  of  one  or  more  pul- 
leys with  cords  attached  to  their  peripheries,  when  the  force  applied  to  raise  the  cords  and 
turn  the  pulleys  is  rcj^istcd  by  the  frictional  contact  of  suii'oces,  and  when  the  amount  of  frio^ 
tion  is  regulated  by  the  devices  described,  or  their  equivalents. 

Second,  the  employment  of  two  or  more  friction  disks,  faced  with  leather  or  other  suitable 
material,  and  coustiiicted  substantially  as  described,  when  the  said  disks  are  so  combined 
with  the  shaft  H  as  to  resist  the  turning  of  the  latter,  as  set  forth. 

Third,  one  or  more  pulleys  N  on  the  shaft  H,  each  pulley  having  a  cord  «,  and  a 
spiral  groove  for  receiving  the  same,  in  combination  with  the  ratchet  wheel  h  and  spring  dog 
c,  th^  coiled  spring  P,  and  the  friction  disks  before  described,  or  their  eqmvalents;  the  wholo 
being  arranged  and  operating  substantially  as  set  I'orth  lor  the  purpose  specified. 

Fourth,  the  graduated  index  plate  Q,  pointer  ^,  and  spindle  M,  m  combination  with 
with  the  friction  disks  and  the  intervening  devices,  or  their  equivalents,  by  which  the  mov^ 
ment  of  the  spindle  is  caused  to  increase  or  diminish  the  amount  of  friction,  as  set  forth. 

No.  31,060.--JOHN  H.  Whitley,  of  Owego,  N.  Y.,  assignor  to  Himself  and  C.  S.  Cab- 
MICHAEL,  of  same  place. — Improvement  in  Apparatus  for  Enlarging  Photographic  Pictures. — 
Patent  diUed  January  1,  1861. — ^A  series  of  miiTors  or  reflectors  are  so  arranged  and  operated, 
in  combination  with  the  camera,  whereby,  notwithstanding  the  movement  of  the  e^irth  upon 
its  axis,  the  rays  of  light  will  continue  to  be  refle^'ted  in  the  same  direction  for  as  long  a  time 
as  may  be  necessary  to  obtain  the  print,  so  that  distortion  of  the  picture  will  be  prevented. 
Motion  is  given  by  means  of  clock-work  driving  tho  minor  slmt't  at  proper  synssl  relatively 
to  the  motion  of  the  earth  upon  its  axis,  tho  object  being  to  obtain  from  photographic  negatives 
•f  a  given  size  positive  pictures  of  a  much  larger  size. 

Claim, — So  applying  and  operating  a  system  of  minors  or  reflectorH,  in  combination  with 
a  camera,  that,  by  the  movement  of  one  of  tho  mirrors,  the  rays  of  the  sun  may  continue  U> 
be  reflected  in  the  samo  direction  through  tho  camera  for  as  long  a  time  as  may  be  necessary 
lo  obtain  a  print,  substantially  as  described. 

No.  31,061.— Oilman  K.  Winchester,  of  Providence,  K.  I.,  assignor  to  the  New 
England  Butt  Company,  of  same  place. — Improvement  in  Braiding  Machines. — Patent 
dated  January  1,  18(51. — The  object  of  this  invention  is  to  airange  a  bi aiding  machine  with 
an  even  number  of  carriers  in  such  a  manner  that  the  twist  is  takea  out  of  every  strand  by 
giving  to  each  carrier  two  or  more  partial  revolutions  on  two  or  more  points  on  its  circumition 
on  the  table  which  forms  the  support  and  guide  for  said  caniers,  thereby  keeping  the  sides  of 
each  strand  always  facing  in  the  same  direction.  By  this  means  bands  from  an  even  number 
ef  strands  having  silk  on  one  and  cotton  on  the  other  side  may  be  produced. 

Claim. — ^Tho  arrangement  of  the  spring  hooks  J,  in  combination  with  the  slotted  table  A, 
and  with  the  carriers  B,  constructed  and  operating  substtintially  as  and  for  the  purposes  set 
forth. 

Also,  giving  to  each  carrier  of  an  even  strand-braiding  machine  two  or  more  partial 
rorolutions  at  two  or  more  successive  points  of  its  circumition  on  tho  table,  substantially  as 
•od  for  the  purposes  describe. 

No.  31,062.— James  E.  Fi'RGUSON,  of  Micanopy,  FU.— Improvement  in  Cotton  Gins,^^ 
Pbtent  dated  January  1,  18(51. — ^Tho  roller  is  covered  with  a  leather  strip  wound  around  it  in 
a  spiral  form,  abovo  which  is  an  ac^ustable  inclined  metal  jilate,  the  lower  edge  of  which  is 
bevelled  to  conform  to  the  surt'ace  of  the  roller.  The  vibrating  rake  or  comb,  with  alternate 
long  and  short  teeth,  is  provided  at  each  end  with  journals  fltted  in  bearings,  which  are  placed 
in  inclined  slots  in  the* side  pieces,  and  secured  at  any  desired  point  by  set  screws  to  regulale 
the  distance  between  the  teeth  and  roller. 

Claim. — ^The  roller  C,  constructed  as  described,  and  tho  adjustable  plate  D,  in  combination 
with  the  adjustable  vibrating  rake  or  comb  H,  airanged  for  joint  operation,  as  and  for  the  pun- 
pose  set  forth. 

No.  31,063. — James  M.  Hill,  of  Angel's  Camp,  Cal. — Improvement  in  Amalgamators. — 
Patent  dated  January  1,  18(51. — This  invention  consists  of  a  rotating  basin,  provided  with  a 
central  vat  for  containing  mercury,  the  upper  or  inner  surtivces  of  the  basin  being  amalgamated 
and  so  operating,  in  connexion  with  mercury,  as  to  cause  the  gold  amalgam  to  settle  at  the 
bottom  of  the  vat. 

C^m.— The  derice  shown  and  described  for  collecting  precious  metals,  which  I  term  a 
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'•gleaner,"  and  wbich  consists  of  a  rotating  basin  H,  provided  with  a  central  mercury  vat  G, 
mounted  above  a  driving  shaft  B  and  frame  A,  the  whole  constructed  and  operating  as  set 
forth,  whereby  the  water,  quartz,  and  other  impurities  will  be  expelled  over  the  edges  of  the 
bttsin  by  centrifugal  force,  wliile  the  precious  metals  of  superior  gravity  will  fall  into  the  cenr 
tral  mercury  vat,  all  as  8|>ecilied. 

No.  31,064. — B.  B.  HoTCiiKiss,  of  Sharon,  Conn. — Improvement  in  Riveting  Curry^ 
combs. — Patent  dated  January  1,  Itiol. — This  invention  consists  in  heading  or  securing,  by 
means  of  dies  and  sliding  supports,  all  the  fastenings  for  connecting  the  parts  of  a  ciurycomb 
St  one  and  the  same  operation. 

Claim, — Supporting  th.e  several  parts  of  a  currycomb  in  their  proper  relative  positions  be- 
tween and  wmle  being  acted  upon  by  the  heading  dies  A  B,  by  means  of  the  bearers  I  K  M, 
or  theii'  equivalents,  substantially  as  and  for  the  purpose  specified. 

No.  31,065. — J.  W.  Lewis,  of  Providence,  R.  I. — Improved  Blacking-box  Holder, — Patent 
dated  January  1,  1861. — This  invention  consists  in  securing  and  enclosing  a  blacking-box 
within  a  case  or  box  having  a  cover,  and  attached  to  a  suitable  handle. 

Vluim, — As  an  improved  article  of  manufacture,  a  blacking-box  holder,  constructed  with  tho 
enclosing  box  a,  hinged  cover  6,  adjustable  slotted  clamping  plate  A,  and  otherwise  made  as 
shown  and  described. 

No.  31,066. — James  McNamee,  of  Easton,  Pa. — Improved  Bread  and  Pastry  Board, — 
Patent  dated  January  1,  1861. — The  lower  part  of  the  box  or  chest  is  designed  as  a  receptacle 
for  tiour,  over  which  is  tho  moulding  board  provided  with  two  rabbeted  traps,  the  latter  being 
raised  by  means  of  shafts  having  a  cross  arm  on  their  inner  ends.  The  upper  part  of  the  chest  " 
\&  provided  with  drawers  and  partitions  for  the  reception  of  the  necessary  tools  used  in  mould- 
ing, and  for  spices,  &c. 

Claim, — A  bread  and  pastry  board  having  its  top  c  provided  with  receptacles  E  E  /,  drawer  g^ 
rabbeted  traps  d  </,  lifting  shafts  C  C,  and  otherwise  made,  as  shown  and  described. 

No.  31,067. — JoilN  Taber,  of  Bangor,  Me. — Improtement  in  Attacfdng  the  Shrouds  of 
Ships. — ^Patent  dated  January  1,  1861. — ^"ihe  semi-tubes  aro  designed  to  secure  the  end  of  the 
rope,  being  made  in  a  tapering  form  on  tho  outer  side  and  passed  through  a  slid'uig  clasp, 
which  serves  to  compress  them  and  securely  hold  the  rope.  The  rope  is  tightened  wh«*n  neces- 
sary by  means  of  a  right  and  left  screw  fitting  in  nuts,  the  one  attached  to  the  sUdiug  clasp 
and  the  other  to  the  chain  plates  or  to  the  vessel. 

Claim, — ^I'he  combination  of  the  tapering  semi-tubes  A  A,  as  constructed  with  the  clasp  U$ 
and  right  and  left  screw  D,  operating  as  set  forth  and  for  the  purposes  described. 

No.  31,068. — John  Sands  Vernam,  of  Rochester,  N.  Y. — Improvement  in  Corrugating 
Iron. — Patent  dated  January  1,  ISHi, — ^This  invention  consists  in  making  a  corrugation  or 
indentation  resembling  a  spoon  bowl  in  the  straight  or  tangential  portions  of  corrugated  iron, 
in  a  direction  ti'ansverso,  or  nearly  so,  to  the  main  coiTUgation,  for  the  purpose  ot  obtaining 
gpreater  strength  and  rigidity. 

Claim, — ^I'he  combination  of  two  distinct  corrugations  in  one  sheet  of  iron,  where  the  line  of 
direction  of  one  corrugation  is  at  ri^ht  angles  or  transverse,  or  nearly  so,  to  the  line  of  the 
direction  of  the  other  corrugation,  substantially  as  described  above  and  shown  in  the  accent 
panying  drawings,  marked  A. 

No.  31,069. — Eliza  W.  Tarpley,  of  Jackson,  Miss.,  executrix,  and  J.  T.  SiMMS  and 
I8AAC  UuLL,  of  Delta,  Miss.,  executors  of  the  last  wiU  and  testament  of  Colin  S.  Taipley, 
deccsased. — Improvement  in  Cotton  Cleaners, — Patent  dated  January  1,  1861. — The  whippers 
move  in  the  same  direction,  their  teeth  interlocking,  by  which  means  the  cotton  is  divided  into 
■mall  locks,  and  the  dirt,  trash,  i&c,  are  detached  and  fail  through  a  seive  in  the  bottom  of  the 
chamber,  and  are  passed  off  by  an  inclined  partition  below,  llie  blast  caused  by  the  Ian  clears 
tho  dust  from  the  cotton  on  its  descent  from  the  exit  of  the  whipper  chamber. 

Claim. — ^The  combination  of  the  sieve  floor  F,  whipi>er  chamber  B,  having  feed  and 
delivery  apertures,  substantially  as  described,  whippers  or  beaters  C  C",  and  blast  flue  I, 
when  the  latter  or  blast  chamber  is  separated  from  tho  dust  chamber  by  the  close  partition  (J, 
essentially  as  shown  and  described. 

No.  31,070. — George  Williamson,  of  Newark,  N.  J.,  assignor  to  L.  S.  Goble  and  H. 
E.  RICU-\RDS,  of  same  place. — Improved  Veneer  Planer. — Patent  dated  January  1,  1861. — In 
operating  this  machine  the  stuff  is  introduced  between  the  front,  upper,  and  lower  feed  rollers, 
and  by  tliem  forced  between  the  top  of  the  slot  table  and  the  pressure  bar,  by  means  of  which, 
and  the  intervention  of  springs  under  the  slot  table,  the  stuti  is  brought  in  a  tnie  line  directly 
over  and  in  contact  with  the  revolving  knives  by  which  it  is  planed,  tho  stuff  at  all  times 
being  firmly  clasped  between  the  top  ot  the  slot  table  and  the  pressure  bar.  The  back  feed- 
rolls  seize  and  draw  the  stuff  on  after  it  has  passed  the  knives,  and  thus  it  is  planed  from  end 
to  end. 
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Claim. — Firnt^  tbe  yielding  mouthpiece  or  slot  tabic  Fig.  3,  adjusted  and  operating  snbstan** 
tiftlly  iu  tiio  manner  and  tor  ilie  puipoje  described. 

Second,  the  combination  of  the  said  yielding  mouthpiece  or  slot  table  with  the  prea* 
gure  bar  Ji,  ojKirating  together  to  cliwp  the  wood  and  render  it  firm  while  l)oing  planed,  sub- 
stantially in  the  manner  and  lor  the  purposes  described. 

No.  :]1,071.— E.  B.  Banker,  of  Schaj^hticokc,  N.  Y,—Improremenl  in  Railroad  Chairs, — 
Patent  datetl  January  8,  1861. — The  jaws  are  made  nanower  than  the  bikse  pieces,  and  are 
inclined,  so  that  the  wedge  can  be  inserted  under  the  rail  between  the  jaws,  thus  holding  all 
the  parts  liniily;  the  sides  of  the  base  pieces  are  provided  with  projecting  hips  which  overlap 
into  each  other. 

Claim, — The  combination  of  wedge  J,  with  the  divided  or  compound  chair,  the  same  consist 
ing  of  the  jaws  B  B,  and  B'  B',  extended  base  pieces  A  A',  with  their  inclined  surfaces  and 
tlic  lapping  and  abutting  lips  b  6'  b'^  ir*,  all  arranged  in  the  manner  specified. 

No.  31,072. — A.  W.  BlUNKERnoFP,  of  Upper  Sandusky,  O. — Improvement  in  Com 
Planters. — Patent  dated  January  8,  IdGJ. — The  platfonn  and  sliaft  are  made  in  sections  coi^ 
nected  by  eyes  and  rods,  which  enables  the  machine  to  coiTcspond  to  the  surtiwie  of  the  ground. 
The  seed  box  is  provided  with  a  cylinder  at  the  bottom,  which,  by  an  arrangement  of  rod» 
and  cranks,  can  be  made  to  revolve  with  a  reciprocating  motion,  thus  dropping  the  seed  when 
defrired.  The  tongue  is  attached  in  such  a  manner  that  when  the  operator  is  not  in  his  seat^ 
the  weight  of  the  driver  raises  the  dropping  apjiaratus  above  the  ground. 

Claim. — First,  the  combination  and  ariangemcnt  of  rods  rf,  cranks  f,  and  cylinders  6,  with 
the  sectional  frame  and  axle,  as  set  forth,  whereby  the  exterior  sections  may  be  turned  up  and 
the  planting  of  the  centre  section  continued. 

Second,  ih©  combination  of  oi^cner  and  covercr  F,  with  the  eye  aw,  brace  if,  and  bolt  k', 
constructed,  arranged,  and  oix»ratiiig  substantially  as  set  forth. 

Third,  the  arrangement  of  the  tongue  U,  hounds  G,  set  screw  k^  axle  c,  and  frame  A,  as 
and  for  the  purposes  set  forth. 

No.  31,073.— Ira  S.  Brown,  of  Hopkinton,  R.  I. — Improvement  in  Saw  Tec//i.— Patent 
dated  Januanr  8,  1861. — ^The*claim  anci  engraving  will  explain  the  nature  of  this  invention. 

Claim.  — Tue  employment  in  saws  of  one  or  more  planing  teeth,  having  a  form  substantially 
as  desciibed,  that  is  to  say,  having  a  section  at  right  angles  to  the  line  of  motion  of  a  form 
analogous  to  the  letter  8,  so  as  to  present  separate  cutting  surfaces  for  each  side  of  the  kerf, 
so  nearly  opposite  as  to  support  each  other,  and  so  arranged  that  each  of  the  two  cutting 
edges  has  a  separate  and  independent  passage  for  the  escape  of  its  chips,  substantially  as  set 
forth. 

No.  31,074.— Egbert  P.  Carter,  of  China,  N.  Y. — Improvement  in  Window-Sashes,^- 
Patent  dated  January  8,  18C1. — The  object  of  this  invention  is  to  facilitate  the  insertion  of  a 
sash  iu  the  window-frame  without  the  use  of  side  strips,  by  means  of  a  strip  hinged  to  tho 
sash,  which  forms  a  square  ed^  with  the  sash  when  in  place. 

Claim. — ^The  combination  ot  the  sash  B  with  the  strip  C,  constructed  as  described,  the  two 
being  hinged  or  secured  together  by  the  plates  or  bars  a  a,  and  operating  in  the  manner  anj] 
for  the  pui'pose  specified. 

No.  31,075.— LORING  Coes  and  AURY  G.  Goes,  of  Worcester,  Uass,— Improved  Ma- 
chinertf  for  Grinding  Heads  for  Scrcw'lVrencltes, — Patent  dated  January  8,  18ol. — The 
holder  to  which  the  article  to  be  ground  is  secured  is  pivoted  to  the  front  end  of  a  lever  by  a 
rod  hung  to  a  pin,  which  is  mudo  long,  so  as  to  admit  of  lateral  movement  of  the  rod.  The 
holder  is  secured  to^  the  rod  by  a  swivel  joint,  which,  in  connexion  with  the  pivot  joint,  con- 
stitutes a  universal  joint.  The  lever  which  operates  the  holder  is  provided  with  a  series  of 
holes,  so  that  as  the  stone  weara  down  the  lever  can  be  moved  to  the  rear  upon  the  fulcrum 
pin.  I*lates  of  proper  ibmis  for  grinding  concave,  convex,  or  inclined  surfaces  may  be  used 
iu  connexion  with  a  suitable  holder  when  desirable. 

Claim. — In  combination  with  grinding  and  polishing  machines,  a  holder  to  which  the 
articles  to  be  ground  are  secured,  said  holder  being  so  constructed  and  arranged  as  that  the 
position  of  the  articles  may  be  changed  while  in  said  holder,  for  the  purpose  of  grinding  or 
polishing  square  or  bevelled  faces,  substantially  in  the  manner  described. 

Also,  connecting  the  holder  to  which  the  article  to  bo  ground  is  secured  to  the  lever  F  by 
means  of  a  universal  joint,  substantially  in  the  manner  and  for  the  purpose  described. 

Abo,  in  combination  with  a  holder  suspended  to  a  universal  joint,  as  descril)ed,  the  adjust- 
able lever  F,  for  the  purpose  of  adapting  the  machine  to  the  wear  of  the  grindstones,  or  to 
stones  of  difierent  dimensions,  substantially  in  the  manner  described. 

Also,  in  combination  with  a  grinding  and  polishing  machine,  and  with  a  holder,  as  above 
described,  the  pattern  plates.  Figs.  7,  8,  9,  or  other  equivalents,  for  the  purpose  of  automat- 
ically giinding  or  polishing  plates  to  difierent  patterns,  substantially  as  desciibed. 

No.  31,076.— William  Combs,,  of  Duquoin,  l{\,^Improvement  in  Corn-Planters*-^ 
Patent  dated  January  8,  1861. — ^This  invention  consists  of  a  frame  mounted  on  sleigh-ruiu 
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ziers,  and  having  on  it  a  hopper  eontaining  the  corn,  said  hopper  being  provided  with  a  valve. 
A  roller  on  the  Hide  of  the  machine  is  attached  by  a  lever  to  the  vuivo  m  such  a  manner  that 
when  the  roller  falls  into  the  furrows  the  valve  is  opened. 

Claim. — The  umiugenient  of  the  shaft  g  with  the  sleigh,  the  ground,  the  hopper  box  D, 
and  the  lever  h\  in  the  relation  described  for  the  purpose  specified. 

No.  31,077. — ^JoiIN  James  Doyle,  of  New  York,  N.  Y. — Improvement  in  Hoisting  Dc- 
vice. — Patent  dated  January  8,  18G1. — ^I'he  lower  pulley  is  movable,  and  to  it  the  weight  is 
attache<l.  When  the  upper  pulleys  are  made  to  revolve  the  endless  chain  which  passes  over 
both  pulleys  becomes  slackened  to  an  extent  equal  to  the  difference  in  diameter  between  the 
pulleys,  and  the  attached  weight  is  raised  coixespondingly.  The  guide  rollers  remove  the 
slack  of  the  chain  out  of  the  way. 

Claim. — The  employment  or  use  of  the  pulleys  a  h  placed  on  the  same  shall,  and  havinff 
different  diameters,  in  connexion  with  the  endless  chain  13,  or  an  equivalent  rope  or  banti^ 
arranged  and  applied  substantially  as  for  the  purpose  set  forth. 

Also,  iu  connexion  with  the  pulleys  a  0  and  chain  B,  or  its  equivalent,  the  pulley  e,  and  guide 
rollers  g  g  /i,  arranged  in  relation  with  the  chain  B,  to  operate  aa  and  for  the  purpose 
set  forth. 

No.  31,078. — Joseph  H.  Glover,  of  Glasgow,  Ky. — Improvement  in  Mill  Gearing. — 
Patent  dated  Januaiy  8,  IcKil. — ^The  main  spur-wheel  is  firmly  keyed  to  the  shaft.  The  adja- 
cent geared  wheels  on  each  side  are  not  keyed  to  the  shaft,  but  firmly  clamped  against  the 
sides  of  the  main  wheel.  The  arms  projecting  through  the  slots  are  adjusted  by  the  set  screws, 
so  that  the  outside  wheels  can  have  a  slight  rotary  motion.  In  this  manner,  when  the  distance 
between  the  cogs  on  the  wheels  is  increased  by  wem*,  the  side  wheels  can  be  set  back,  and  the 
distance  dirainisheil.  The  brace-rods,  which  pass  diagonally  through  the  tie- wheel,  strengthen 
the  shaft  so  as  prevent  vibratory  motion. 

Claim. — First,  the  auxiliary  spm-wheels  A  A',  in  combination  with  the  middle  or  main 
spur-wheel  B,  the  arms  b  h  b  b^  set  screws  t  i  i  t,  slots  g  g  g  gi  and  clamping  bolts  c,  all  ar- 
ranged and  made  to  operate  substantially  as  and  for  the  pm-poses  set  foith. 

Second,  the  eyes  k  k  k  k,  diagonal  brace-rods  G  G  G  G,  with  their  turn-buckles,  in  com- 
bination with  the  middle  tie  II  and  shall  C,  arranged  as  and  for  the  purposes  specified. 

No.  31,079.— Isaac  Griffin,  of  Milford,  G&.—Improvement  in  Cotton  Prw»cs. —Patent, 
dated  January  8,  1861. — ^The  screw  forces  down  the  movable  platfonn,  and  by  means  of  the 
arms  which  are  attached  to  it  pressure  is  communicated  to  the  sides  of  the  boxes  which  contain 
the  cotton. 

Claim. — ^The  combination  and  arrangement  of  the  screw  B,  movable  platform  £,  arms  F, 
and  pressing-blocks  G  with  boxes  II,  as  and  for  the  purposes  set  forth  and  described. 

No.  31,080. — James  Higgin,  of  Manchester,  England. — Improvement  in  Stopping  and 
Starting  Cars. — Patent  dated  January  8,  J8ol. — The  cor  wheels  are  made  of  large  diameter, 
and  without  fiangcs.  Attached  underneath  the  carnage,  on  each  side,  and  extending  along 
its  whole  length,  U  a  bar  of  iron,  provided  with  a  fiange,  which  fits  on  the  angular  fiat  rail. 
A  rod,  which  is  made  to  rotate  by  an  auxiliary  engine,  extends  underneath  the  carriage,  and  is 
providetl  with  wheels  bearing  against  the  nuts  or  screws  which  sustain  the  beanng  of  each 
axle.  In  this  manner  the  can*iage  is  lowered  down  from  its  working  position,  so  that  the 
flanged  rod  rests  against  the  rail,  and  thus  an*est8  motion. 

Claim. — ^I'he  improved  mode  of  retarding  and  stopping  railway  carriages  shown  and 
described,  or  any  modification  of  the  same  whereby  the  cauriage  is  lowered  on  to  the  rails  of 
the  peiiiianent  v/ay. 

No.  31,031. — ^WlLEY  P.  Hix,  of  Rome,  Gra. — Improved  arrangement  of  Flnet  for  Drying 
Tobacco. — Patent  dated  January  8, 18<Ji. — The  object  of  this  invention  is  to  an-ange  a  number 
of  flues  in  a  dry-house  in  such  a  way  that,  by  being  provided  with  suitable  dampers  the 
heat  may  be  equally  distributed  or  directed  from  one  part  of  the  dry-house  to  another  as  occa- 
sion may  require,  and  the  heat  placed  under  the  complete  control  of  the  attendant. 

Claim. — The  employment  in  the  drying  of  tobacco  of  a  system  of  flues,  B  B'  C,  and  chim" 
ney  D,  with  dampers,  £  F  F',  arranged  and  operating  together  within  a  suitable  enclosuie.  A. 
as  and  for  the  puiposes  shown  and  (Ascribed. 

No.  30,082.— William  Hotine,  of  Brookljni,  N.  Y.— Improved  Machine  for  Mixing 
Dough. — Patent  dated  January  8,  1861. — The  difleient  substances  are  placed  iu  hoppers, 
and  fed  into  the  trough.  When  in  the  trough,  a  series  of  knives,  placed  spirally  around  a 
rotating  shaft,  in  connexion  with  arms,  eflectuaiiy  knead  the  dough,  which  is  forc^  out  iu  a 
compact  form  through  a  spout  by  the  packer,  which  is  a  plate  radially  cut  so  as  to  form  a 
spiral. 

Claim. — ^The  combination  and  arrangement  of  the  feeding  devices  in  hoppers  ABC,  the 
&CC  plate  I,  the  mixing  devices  and  packer  L  in  the  trough  G,  substantially  as  and  for  the 
purpose  specified. 
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No.  31,  08:J.— James  Ingram,  of  Now  York,  N.  Y. —Improved  Water- Qaek  for  Cooking 

Ranges. — Patent  dtited  January  8,  18G1. — This  invention  consieits  in  an  improved  manner  of 
mounting,  litting^,  and  actuating  the  water-back  whereby  the  same  can  be  moved  with  facility, 
for  introducing  the  soapstonc  or  fire-brick,  or  removing  the  same,  so  as  to  bring  the  water- 
back  to  its  phice  iLgainst  the  tire. 

Claim. — FiiSt,  the  movable  water-back  «,  when  sustained  by  the  roller  2  2,  and  actuated 
by  the  lever  A  and  rod  •,  as  and  for  the  piupose.s  specifitnl. 

Second,  the  arrangement  of  the  movable  p.  '.o  1  and  finger  8  relatively  with  the  movable 
water-back  r,  for  the  purposes  and  as  specified. 

Thi.d,  the  hollow  or  laucet  hinges  p  p^  co  hiued  with  a  movable  water-back,  whereby 
Che  said  water-back  can  be  turned  toward  or  av  y  from  the  fire  without  bending  or  springing 
the  pipes,  as  set  forth. 

No.  31,084. — John  F.  Keller,  of  Greencastle,  Pa. — Improvement  in  Machines  for  5oir- 
ing  fertilizers. — Patent  dated  January  8,  180 J. — The  spiked  rollers  are  so  aiTainged  that  the 
bevelled  spikes  may  press  into  the  discharge  oi>eniuj^s,  and  thus  provent  cloggiug.  Tlie  feed- 
glide  passing  over  the  discharge  openings  is  attached  to  a  lever  operated  by  the  hand  of  the 
driver,  and  thus  the  distribution  of  the  fertilizer  can  be  regulated.  The  removable  connecting 
rods  attached  to  the  elbow  on  the  universal  joint  allow  the  machine  to  be  drawn  along  without 
a  conesponding  movement  of  the  distributing  i)arts. 

Claim, — First,  the  armngement  of  a  series  of  spiked  rollers  B,  when  placed  vertically,  and 
moved  through  a  partial  revolution  by  a  reciprocating  motion,  substantially  as  set  forth. 

Second,  the  use  of  the  clearers  II  and  the  feed-slfdo  K,  (Figs.  5  and  0,)  provided  with  the 
peculiar  openings  G,  substantially  in  the  manner  and  for  the  purposes  described. 

Third,  the  arrangement  of  the  removable  coimecting  rods  E  and  W,  in  combination  with 
dbow  X  and  the  universal  joint,  substantially  as  described,  for  the  purposes  specified. 

No.  31,085.— E.  W.  IClMBALL,  of  Ottawa,  IW.—Improvement  in  Co«o»-P/an<«r».— Patent 
dated  January  8,  18G]. — This  invention  consists  in  the  use  of  a  reciprocating  seed-slide,  in 
connexion  with  valves  placed  in  tiro  lower  parts  of  the  seed-tubes,  and  operat^  by  a  lever  in 
Buch  a  manner  that  when  the  feed-slides  are  open  the  valves  are  shut.  Indicators  are  con- 
nected to  the  valves,  so  that  the  operator  can  instantly  detect  any  failure  in  the  dropping 
apparatus. 

,  Claim. — ^The  reciprocating  seed-slides  d  d  and  valves  I  I,  when  the  latter  are  operated  by 
the  projections  j,  on  the  slides  d^  and  springs  t,  on  the  rods  J,  and  the  latter  provided  with 
indicators  or  rods  L,  all  arranged  as  and  for  the  purposes  set  forth. 

No.  31, 08C.— David  Pardee,  of  Carlyle,  VA^—lmprovement  in  Seeding  Machines.— Vsiffni 
dated  January  8,  1861. — Upon  the  bottom  of  the  hopper  is  placed  a  circular  plate  of  iron,  pro- 
vided with  holes  around  its  periphery.  This  plate  is  cogged,  and  CAUsed  to  revolve  by  a  spring 
pawl,  operated  by  a  connecting  rod  and  ratchet  cam  upon  the  driving-whee!  of  the  machine, 
so  that  seeds  are  dropped  through  as  each  hole  is  brought  in  succession  over  the  dropping-tube. 
A  hooked  arm,  operated  by  a  pitman  and  shaft,  forces  the  seed  through  the  holes  in  the  plate. 

Claim. — The  arrangement  of  the  perforated  ratchet  distributing-wheel  H,  cut-off  brush  I, 
spring-pawl  J,  spout  F,  coulter  E,  and  hopper  G,  with  the  sliding-bar  L,  springs  K  f,  arm  g^ 
cam  C,  pivoted  guides//,  shaft  i,  hook-arm  M,  and  recess  j,  all  as  shown  and  described. 

No.  31,087. — Jaaies  C.  Pease,  of  Sycamore,  Ohio. — Improvement  in  Field  Rollers, — 
Patent  dated  January  8,  1861. — The  forward  roller  is  connected  to  the  rear  ones  by  a  swivel 
joint,  which  permits  of  the  whole  being  readily  turned  and  operated. 

Claim, — The  arrangement  of  rollers  11  R'  R",  swivel-frame/,  shaft  S,  braces  B  B,  strap  C, 
and  tongue  T,  as  and  for  the  purposes  set  forth. 

No.  31,088.— Worden  P.  Penn,  of  Belleville,  IM.— Improvement  in  Seeding  MacJnnes,— 
Patent  dated  January  8,  1861. — ^The  cleaning-pins  are  attached  between  the  arms  of  the 
rfeeding-w heels,  and  are  designed,  by  communicating  a  stimng  motion  to  the  grain,  to  free  it 
from  straw.  A  lender,  slightly  inclined  and  placed  above  tne  wheels,  prevents  clogging. 
The  revolving  coulter  is  attached  to  the  drag-bar  in  advance  of  the  flukes,  which  allows  them 
(o  pass  easilv  through  any  kind  of  ground. 

Claim. — ^The  joint  arrangement  of  the  cleaniu^-pins  a  aa^  the  feeding-wheel  E,  the  fonder 
F,  and  revohing  coulter  0,  in  the  manner  described. 

No.  31,089.— W.  B.  QUARTON,  of  Carlinville,  III— Improrement  in  Seeding  Madiines,— 
I'atent  dated  January  8,  1861. — A  number  of  wheels  are  placed  side  by  side  on  a  fixed  shaft 
behind  the  seed-tubes,  each  of  which  is  capable  of  a  motion  independent  of  the  cuttei-s,  and 
to  constructed  and  placed  on  the  shaft  as  to  rise  or  fall  and  accommodate  themselves  to  the 
hiequahties  of  the  surface  of  the  ground  independently  of  each  other,  while  they  will  each 
form  a  deep  and  sloped  furrow  ana  corresponding  ridge,  and  thus  press  the  seed  completely 
Into  the  soil. 

Claim, — ^The  arrangement  of  the  rods  £',  cutters  D,  axle  D\  oscillating  shaft  W,  rod  ^ 
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iDTer  E,  seed  box  B,  rollers  J,  hub  e,  and  binged  pivoted  lever  A.  all  as  sbown  and  described, 
foT  the  purposes  set  forth. 

No.  31,090.— Oelston  Sakford.  of  New  York,  N.  Y, —Improvement  in  Horse  Powers.-^ 
Patent  dated  Januay  8,  1861. — ^The  frame  with  its  rim  is  so  constructed  that,  by  unscrewing 
the  bolts  by  which  it  is  held  to  the  bed,  the  frame  can  be  turned  around  so  that  the  belt  pulley 
is  made  to  run  a  shaft  set  at  different  relations  to  the  main  bed  of  the  driving  machinery. 
When  necessary,  more  than  one  shaft,  for  operating  different  machines  set  at  different  rela- 
tions to  the  bed  frame  may  be  employed. 

CVatwi.— -The  manner  of  arranging  the  frame  L,  rim  J,  and  spider  K,  with  the  bed  frame  A 
of  the  machine,  for  the  purpose  of  revohin^  the  fmme  L,  and  belt  pulley,  so  that  the  power 
can  be  applied  to  a  shaft  or  shafts  standing  m  different  relations  to  the  driving  machine,  as  sei 
forth  and  described. 

No.  31,091. —William  H.  Saunders,  of  Hastings,  N.  Y. —Improvement  in  Coupling$ 
for  connecting  Thills  to  tite  Axles  of  Carriages. — Patent  dated  January  8,  1861. — The  coup« 
ling  with  the  pin  of  the  clip  being  effected  by  the  centre  piece  and  strap  surrounding  it,  and 
with  an  elastic  tube  interposed  and  in  a  compressed  state,  the  jar,  rattle,  or  wear  of  the  metal 
parts  is  avoided,  while  the  shafts  will  bo  free  to  vibrate  up  and  down,  and  the  elastic  tension 
secures  a  constant  griping  of  the  bolt. 

Claim. — The  combination  of  the  centre-piece,  strap,  elastic  tube,  and  pin  of  the  clip,  8ul> 
stantially  as  specified,  whereby  the  tension  of  the  elastic  tube  causes  the  centre-piece  and  strap 
between  whicn  it  is  compressed  to  gripe  and  hold  the  bolt,  or  equivalent,  by  which  they  are 
secured  to  each  other,  as  set  forth. 

No.  31,092.— Alfred  E.  Smith,  of  Bronx  ville,N.  Y. —Improvement  in  Railroad  Car  Axles.-^ 
Patent  dated  January  8,  1861. — The  bar  of  iron  is  welded  into  the  desired  shape  bv  rollers, 
and  thus  the  weakening  produced  by  long  continued  forging  is  avoided.  The  cylindrical  cut 
bearings  are  welded  on  to  the  ends  of  the  axles.  This  form  of  axle,  it  is  claimed,  will  op- 
pose great  resistance  to  any  transverse  strain,  with  a  small  amount  of  metal. 

Claim. — The  constructing  of  wrought  kon  or  steel  railroad  axles  by  the  arrangement  of 
longitudinal  ribs  or  bars  of  metal  sohdly  united  toother  at  right  angles  to  each  omer  some- 
what in  the  form  of  a  cross,  in  the  manner  aud  for  me  purposes  set  forth. 

No.  31,093. — B.  C.  Smith,  of  Philadelphia,  Pa. — Improved  mode  of  Constructing  Iron 
Pavements. — ^Patent  dated  January  8,  1861. — The  recesses  are  made  deeper  than  the  projec- 
tions are  long,  so  that  by  moving  any  plate  close  to  the  one  next  to  it,  the  projections  on  the 
other  side  will  be  removed  from  the  corresponding  recess :  one  side  of  the  plate  may  thus  be 
raised  up,  and  the  plate  readily  removed. 

Claim. — ^An  iron  pavement  composed  of  a  series  of  plates  laid  a  given  distance  apart  from 
each  other,  and  having  projections  and  recesses  so  proportioned  to  that  distance  that  the  plates, 
when  undisturbed,  may  form  an  unyielding  pavement,  and  that  one  of  the  plates  may  be 
readily  removed  al^r  a  slight  lateral  movement  of  the  adjacent  plates,  as  set  foith. 

No.  31,094.— Willi  AM  McK.  Thornton,  of  Niles,  '^ch.— Improved  Machine  for  Creasing 
and  Finishing  Leather  Straps. — Patent  dated  January  8,  1861. — ^I'he  end  of  the  strap  is 
passed  between  the  unequal  rollers,  and  by  turning  the  crank  the  strap  will  pass  through  by 
the  friction  of  the  lower  wooden  roller ;  the  upper  roller  revolves  faster  than  the  lower  one, 
eiving  the  stra^  a  sleek,  compressed  appearance,  and  bringing  it  out  sleeked,  creased,  and 
finished,  readv  tor  stitching. 

Claim. — ^The  combination  of  the  unequal  rollers  F  and  J,  operated  in  the  manner  and  for  the 
porposes  set  forth. 

No.  31,095.— Pierre  D.  Van  Hoesen,  of  New  York,  N.  Y.— Improved  Sad  Iron,— Patent 
dated  January  8,  1861. — This  invention  consists  in  the  arrangement  of  a  wooden  handle 
which  can  be  readily  attached  to  the  body  of  the  iron  and  taken  off  from  the  same,  and  which 
is  provided  with  a  protecting  plate  or  shield  in  such  a  manner  that  the  handle  can  be  brought 
down  as  close  to  the  body  of  the  iron  as  the  thickness  of  the  fingers  and  of  said  shield  will 
allow,  without  exposing  the  hand  of  the  operator  to  the  radiating  heat. 

Claim. — ^A  handle  B,  for  a  sad  iron  which  is  provided  with  a  shield  C,  and  which  is  attached 
to  the  iron  b^  means  of  square  pins  c  c  and  lugs  a  4fy  and  locked  by  a  drop  catch  D,  in  the 
manner  and  lor  the  purpose  set  forth. 

No.  31,096.— Elus  Michael,  assignor  to  Andrew  Free  and  J.  W.  Free,  La  Porte,  Ind.— 
improvement  in  Grain  Separators. — Patent  dated  Januaiy  8,  1861. — In  the  upper  part  ot 
the  shoe  is  an  inclined  apron  provided  with  ribs  or  slats  diverging  from  their  inner  ends,  and 
extending  from  a  point  directly  underneath  the  discharge  orifice  of  the  hopper.  Parallel 
slats  are  also  secured  to  the  screen  GS  and  to  the  chess-board  at  the  rear  end  ot  the  shoe,  the 
object  being,  in  connection  with  the  shake  motion,  to  spread  the  grain  so  that  the  grass  seed 
■hikU  be  separated  from  the  grain  before  the  latter  is  subjected  to  the  blast. 
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Claim. — ^Tho  slats  t  k  Ac',  placed  respectively  on  the  apron  E,  screen  G',  and  chess-board  «r« 
where  said  parts  are  arranged  relatively  with  each  other,  the  fan  D  and  the  screen  F  to  operatt 
as  and  for  the  purpose  set  forth. 

No.  31,097.— PuRCiiES  Miles,  of  New  Haven,  Conn.,  assignor  to  Plant's  Manupao* 
TURING  Company,  of  Sonthington,  Conn.  -^Improved  Meat  Cutter, — Patent  dated  January 
8,  18G1. — The  meat  is  forced  by  the  rotatory  forcing  flanches  and  grooves  between  the  revolv- 
ing beater  and  stationary  cuttera,  and  thus  finely  minced. 

Claim, — ^Tbe  combination  of  the  rotary  spiral  forcing  flanges  F,  and  grooves  A,  with  the 
revulvins^  beaters  E,  and  stationary  cutters  D,  in  the  manner  and  for  the  purposes  shown  and 
described. 

No.  31,098 — PuRCHES  Miles,  of  New  Haven,  Conn.,  assignor  to  Plant's  Mantfao- 
TURINO  Company,  of  ISouthington,  Conn. — Improved  Cutting  and  Grinding  Aparatus, — 
Patent  dated  Jtinuary  8,  1801. — This  invention  consists  in  the  employment  of  a  series  of 
stationary  cutlere  and  revolving  beaters  or  feeders  placed  on  one  and  the  same  shall,  and 
with  a  suitable  concave  or  shell  whereby  the  cutting  apparatus  may  be  regulated  whenever 
desired,  in  order  to  always  preserve  a  cutting  action  similar  to  that  produced  by  ordinaiy 
shears. 

Claim. — The  combination  of  the  spiral  knives  i  j,  and  the  rotary  cutter  head  B,  with  the 
spiral  gooves  c,  and  the  longitudinal  grooves  A,  of  the  concave  A,  m  the  manner  and  for  the 
purposes  shown  and  descrit)ed. 

No.  31,099.  -S.  C.  Abbott,  of  Zariesville,  Ohio. — Improvement  in  Projectiles  for  Ord^ 
fiaitce.'— Pateiu  dated  January  15,  J86I. — ^The  screw  plug  inserted  in  the  conical  end  of  the 
projectile  is  made  in  two  sections.  Three  passages  extend  from  end  to  end  of  the  rear  sec- 
tion, the  central  passage  being  designed  to  admit  air  into  the  shell  and  between  the  grains  of 
powder  in  its  flight,  and  the  side  passages  for  conducting  the  fire  of  an  exploding  cap  to  the 
charge  of  the  shell.  The  spiral  planes  are  for  the  pur^Hise  of  causing  rotation  by  the  friction 
of  the  atmosphere,  as  presenting  a  more  regular  surface  for  resistance  than  raised  wings  or 
sunken  grooves.  A  riiig-shapetl  walbr  cap  is  placed  bet>\'een  the  two  sections  of  the  screw 
plug  so  as  to  be  exploded  by  the  concussion  of  the  sections  when  the  shell  strikes  an  object. 

Claim, — First,  so  coustnictiufj  tlie  shell  that  it  charges  itself,  or  the  interstices  between  the 
grains  of  powder  with  which  it  is  loaded,  with  atmospheric  under  pressure  as  it  Hies  through 
the  air,  and  at  the  moment  of  contact  with  a  resisting  object  confines  said  compacted  or  com- 
pressed air  substantially  as  and  for  the  purposes  set  lorth. 

Second,  the  spiral  planes  C  on  the  conical  front  portion  of  the  shot  or  shell  in  the  described 
eombinatlon  with  the  cylindrical  rear  portion,  for  the  purposes  explained. 

Third,  constructing  the  screw  phig  which  conducts  the  fire  of  the  cap  to  the  interior  of 
the  shell  in  two  paits,  and  fitting  one  part  over  the  air  nipple  of  the  other  part,  substantially 
as  a2id  for  the  purposes  set  forth. 

Fourth,  the  employment  between  the  shell  and  the  inner  circumference  of  the  gun  of  a 
self-detaching  wedge-shaped  spring  packing  strip,  bent  into  the  form  of  a  ring,  said  strip 
being  formed  of  leather,  gutta-i)ercba,  or  other  similar  flexible  substance  which  is  softer  than 
the  metal  of  the  gun,  and  rendered  solid  by  means  of  soft  metal  plugs  or  rivets  driven  through 
its  thickest  edge,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,100. — James  Adams,  of  New  York,  N.  Y. — Improvement  in  Hydrometers. — Patent 
dated  Januaiy  15,  1801. — ^The  construction  of  this  device  is  designed  to  render  it  less  liable 
to  a  change  of  form  bv  careless  use,  the  metal  stem  admitting  of  a  more  accurate  graduation 
than  when  the  device  is  made  wholly  of  metal  or  rubber. 

Claim, — The  construction  of  a  hydrometer  or  other  instrument  for  ascertaining  the  specific 
giuvity  of  liquids,  substantially  as  described,  by  combining  with  its  bulb  and  lower  part,  made 
of  hard  vulcanized  India-rubber  or  gutta-percha,  a  graduated  upper  stem  made  of  metal. 

No.  31,101.— J.  T.  D.  Alexander,  of  Maryenna,  Texna,— Improvement  in  Cultivators,— 
Patent  dated  January  15,  18G1. — The  bars  connecting  the  two  parts  are  curved  so  as  to  pass 
s>ver  cotten  plants,  dtc.,  and  their  ends  are  secured  by  wedges  to  the  frame  in  such  a  manner 
as  to  admit  of  adjustment  as  to  width.  The  beams  are  supp<Nted  on  wheels,  and  admit  of 
vertical  acljustmeut. 

Claim. — ^The  arrangement  of  the  beams  A  A,  the  bars  B  B  and  H  H,  as  constructed,  the 
shanks  F  F,  the  wheels  U'U,  and  the  slotted  crank  axles  E  £,  the  whole  being  arranged  and 
connected  in  the  manner  and  for  the  pui-pose  specified. 

No.  31,102.— -T.  F.  Allen,  of  DyereviUe,  Iowa. — Improvement  in  Springs  for  Railroad 
Cars. — Patent  dated  Januaiy  15,  1801. — ^This  invention  consists  m  the  mcxle  of  arranging 
and  holding  together  metallic  pUUes  and  cross-bars  or  fulcra  so  as  to  form  a  car  spring,  wiiich 
works  without  producing  sfidiug  friction  between  its  parts,  or  abrasion  by  coming  in  contact 
with  any  part  of  the  truck  frame  or  body. 

Claim. — So  arranging  the  plates  and  cross-bars  above  each  other,  and  holding  the  same  k>- 
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gether  that  the  plates  are  spning,  when  the  sprint  is  in  actitm,  from  the  base  to  the  top  of  the 
pile  oyer  and  under  the  central  cross-bars,  and  while  beinff  thus  sprung  the  ends  of  the  plates 
approximate  each  other^  both  vertically  and  laterally,  without  touching  any  object  or  coming 
in  contact  with  bolts  passing  throu^  the  pile  or  a  frame  confining  them,  substantially  as  and 
for  the  purpose  set  forth. 

No.  31,103.— Ambrose  E.  Barnard,  of  Paterson,  N.  J. — Improved  Hose  Coupling. — 
Patent  dated  January  15,  1861. — ^The  but  is  provided  with  a  flange,  forming  a  cap  into  wnich 
an  India-rubber  ring  is  inserted  and  fits  in  a  groove  in  the  but,  which  allows  the  edge  of  the 
ahank  of  the  ring  to  contract  within  the  but,  so  that  the  cap  or  head  when  the  but  is  inserted 
will  not  strike  the  edge,  but  have  a  bearing  on  the  shank  of  the  ring.  The  head  is  held  in 
position  by  spring  catches  let  into  the  lower  part  of  the  but,  the  catches  being  compressed  by 
a  clamp  rin^. 

Claim. — ^Furst,  the  India-rubber  ring  C,  made  in  the  manner  described,  which  constitutes  an 
automatic  or  self-acting  washer;  second,  in  combination  with  the  same,  the  but  A,  cap  B, 
spring  catches  D  D.  and  clmnp  ring  £.  arranged  and  operated  as  set  forth  and  for  the  purpose 
aesdibed. 

No.  31, 104. —Dennis  S.  Bartlett,  of  Roxbury,  Mass. — Improved  Weight  and  IRtehm 
Strap  for  Fastening  Horses. — ^Patent  dated  January  15,  1861.— This  invention  consists  in 
placmg  within  the  weight  or  block  a  barrel  and  spring,  which  winds  up  the  hitch-strap  when 
it  is  released  from  the  horse's  head  and  retracts  it  into  the  hollow  weight,  where  it  is  out  of  the 
way  until  again  required  for  use. 

Claim, — The  combination  of  the  weight  A  6  with  the  hitch-strap  D,  barrel  C,  and  sprii^ 
E,  the  whole  arranged  and  operating  substantially  as  described  for  the  purpose  set  forth. 

No.  31,105.— J.  H.  Bean,  of  Forrcston,  m.-'Improvement  in  Seed-Drills.^F&tent  dated 
January  35,  1861. — The  invention  relates  to  the  method  of  arranging  the  seed-hoppers  and 
their  connexion  with  rollers,  both  groin  and  grass  seed  being  sown  simultaneously.  V-shaped 
scrapers  are  arranged  at  the  back  of  the  rollers,  being  curv^  to  correspond  with  the  rollers,  so 
as  to  prevent  clogging  by  dirt. 

Claim. — ^The  arrangement  of  the  independently  pivoted  frame  A  and  rollers  B  with  the 
firame  £  and  apparatus  F  G  H  J  K,  tubes  f  and  curved  bars  g^  as  for  the  purpose  shown  and 
described. 

In  combination  with  the  above  I  also  claim  the  employment  of  the  carved  V-shapcd 
Bcrapers  D  upon  the  rollers  B,  as  and  for  the  purpose  shown  and  described. 

No.  31,106.— M.  C.  Brelsford,  of  Girard,  111. — Improvement  in  Rakes  for  Reapers,-^ 
Patent  dated  January  15,  1861. — ^This  invention  relates  to  that  class  of  nudnj^  devices  in 
which  a  vibrating  rake  is  employed,  and  so  operated  as  to  pass  over  the  platform  m  the  arc  of 
a  circle  and  rake  the  cut  grain  therefrom,  the  rake  rising  at  the  termination  of  its  backward 
stroke  above  the  platform  and  proceeding  to  the  front  end  to  again  descend  and  perform  its 
work. 

Claim. — ^The  combination,  substantially  as  shown  and  described,  of  the  rake-bar  F  with  a 
pitman  rod  £,  that  has  one  end  attached  to  a  driving  crank,  while  the  other  end  slides  through 
a  strap  or  eye  upon  the  frame  or  equivalent  support,  so  that  when  the  driving  crank  is  re» 
Tolved  the  said  rod  £  will  be  caused  alternately  to  rise  and  fall,  and  also  to  move  back  and 
forth,  and  impart  a  corresponding  movement  to  the  rake-bar,  whereby  the  rake  is  made  to 
sweep  across  the  surface  of  the  platform,  then  rise,  then  move  forwaro,  then  descend  to  tha 
platform,  and  then  sweep  as  before. 

No.  31,107. — ^Lewis  B.  Brown,  of  Scriven  county,  Georgisk — Improvement  in  Cotton-Seed 
Planters. — Patent  dated  January  15, 1861. — ^A  centre  wheel,  provided  with  short  arms,  is  made 
to  carry  the  seed  down  through  the  hopper.  A  sliding  rack,  provided  with  pins  inclining  in* 
wardly  and  covering  the  distnbuting  wheel,  receives  a  reciprocating  motion  from  the  driving 
wheels,  causing  an  even  distribution  of  the  seed. 

Claim. — ^The  sliding  rack  F  F,  with  inclined  pins  i  i,  in  combination  with  the  distributing 
wheel  K  and  driving  wheels  3  3,  the  whole  constructed  and  arranged  substantiidly  as  and  for 
the  purposes  set  fortn. 

No.  31,108. — Joshua  F.  Cameron,  of  Livingston  county,  Missouri. — Improvement  in  Suh* 
soil  Ploughs. — ^Patent  dated  January  15,  1861. — ^The  parts  are  so  constructed  and  arranged 
that  the  rotary  coulter  can  be  raised  or  lowered,  the  mould-board  readily  taken  off,  and  the 
standard  and  cutter  easily  taken  apart. 

Claim. — Beam  A,  clo^s  x  and  ^,  rotary  coulter  B,  standard  F,  cutter  D,  with  its  clevis  T, 
wedge  z,  brace  c,  hook  A,  and  mould-board  £,  when  these  several  devices  are  constructed  and 
arranged  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,109.— Joshua  F.  Cameron,  of  Bedford,  Missouri. — Improvement  in  Devices  for 
Stesuring  Shields  to  Ploughs. — ^Patent  dated  January  15,  1661. — ^This  invention  consists  in 
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fj/lacing  over  the  mould-board  a  revolTing  disk  Or  shield  arranged  so  as  to  be  adiostable  in 
neigbt  and  in  distance  from  the  mould-board,  thus  causing  the  dirt  to  fall  upon  the  roots  or 
base  of  the  plants  instead  of  covering  them. 

Claim, — The  arrangement  of  the  revolving  shield  B,  adjustable  head  a,  bars  C  J  and  D,  con^ 
stmcted  and  adjustable  in  relation  to  each  other  in  the  manner  described  for  the  purpose 
specified. 

No.  31,110.— Jesse  A.  Crandall,  of  New  York,  N.  Y, ^Improvement  in  Perambulaton 
in-  Children's  Carriages, — Patent  dated-January  15. 1801. — ^A  handle  frame,  canying  a  guide 
wheel,  is  attached  to  a  gig  in  such  a  manner  that  the  gig  can,  by  reversing  this  handle  frame, 
be  converted  at  pleasure  mto  a  perambulator  or  invalid's  carriage.  The  handle  frame  is  made 
adjustable  so  that  it  can  be  readily  regulated  to  suit  the  height  of  the  attendant  who  propels 
the  perambulator,  or  to  change  the  position  from  a  sitting  to  a  recumbent  one  to  suit  the 
occupant. 

Claim. — First,  the  general  form  and  arrangement  of  the  handle  frame  with  its  wheel,  sulv 
stantially  as  described,  whereby  the  same  vehicle  can  be  converted  into  a  gig  or  a  perambi:^ 
later  at  pleasure. 

Second,  the  special  mode  of  clamping  the  handle  frame  in  whatever  position  it  is  set,  ae 
described. 

Third,  the  method  described  of  increasing  the  adhesion  between  the  sides  of  the  handle 
frame  and  the  face  of  the  collar  on  the  spindle. 

No.  31,111. — ^T.  B.  De  Forest,  of  Birmingham,  Conn. — Improved  Instrument  for  Cleaih- 
ing  Lamp  Chimneys. — Patent  dated  January  ir>,  18G1. — ^This  invention  consists  in  the  com- 
bination of  a  removable  fibrous  envelope  with  a  laterally  expanding  frame,  formed  of  curved 
springs,  with  a  handle  attached,  so  that  the  soft  envelope  will  be  forced  against  the  inner  su>> 
face  of  the  glass  chimney. 

Claim. — ^A  wiping  instrument  for  lamp  chimneys,  formed  by  the  combination  with  a  lateraDj 
esxpanding  frame  of  a  removable  fibrous  envelope,  operating  substantially  as  set  forth. 

.  No.  31,112.— W.  A.  Dryden,  of  Monmouth,  IW.— Improvement  in  Cit/<tva<ors.— Patent 
dated  January  15,  1861. — ^The  object  of  this  invention  is  to  arrange  a  cultivator  which  allows 
of  conveniently  adjusting  the  sbai-es  to  any  desired  depth  and  width,  and  which  enables  the 
operator  to  throw  the  sluu-es  out  of  the  ground  and^  keep  them  elevated  when  it  is  desired  to 
turn  the  machine  or  to  move  it  from  one  field  to  another. 

Claim. — The  arrangement  of  the  lever  G  with  the  dog/,  in  combination  with  the  stop  g,  on 
the  upper  surface  of  the  beam  A,  and  with  the  plate  e,  at  the  under  surface  of  the  draught 
pole,  constructed  and  operating  as  and  for  the  purpose  specified. 

Also,  the  arrangement  of  the  pin  j,  projecting  from  the  beam  A,  in  combination  with  a 
hole  ^,  in  Uie  lever  G,  substantially  as  and  lor  the  purpose  de^ribed. 

No.  31,113. — George  Esterly,  of  White  Water,  Wis. — Improvement  in  Hand  Rake  for 
Reaping  Machines. — Patent. doted  January  15,  1861. — By  inclming  the  handle  relatively  to 
the  stale,  cramping  and  twisting  the  wrist  of  the  operator  is  pi-e vented. 

Claim, — ^First,  the  arrangement  of  the  handle  G  obliquely  to  the  stale  F,  for  the  purpose  of 
adapting  the  rake  to  use  by  the  attendant  standing  inclined  centrally  over  the  platform  and 
grain  thereon,  substantially  as  set  forth. 

Second,  graduating  the  length  of  the  teeth  F  of  the  rnke  head,  so  that  they  correspond  with 
ihe  g^rodualTir  increased  thickness  of  the  grain  as  it  is  deposited  upon  the  platform,  and  cause 
the  rake  head  to  compress  the  grain  equally  firom  end  to  end,  substantially  as  and  for  the  pujK 
pose  described. 

No.  31,114. — ^A.  Fanckboner,  of  Schoolcraft,  Mich. — Improvementin  Grain  Separator»,^^ 
Patent  dated  January  15, 1861. — This  invention  consists  in  the  arrangement  and  combination 
of  a  hopper,  screens,  and  receptacles,  for  the  purpose  of  separating  Ime  seeds  from  the  coane 
and  the  difierent  grades  of  fine  seeds  from  each  other. 

Claim, — ^The  arrangement  of  the  screen  2,  screen  3,  receptacle  4.  receptacle  7.  spout  5,  pipe 
8,  box  6,  and  drawer  3,  in  combination  with  the  vibrating  name,  containing  the  screens  of  a 
common  fan  mill,  as  set  forth  and  described. 

No.  31,115.— C.  C.  French,  of  West  Stockbridge,  Mass.-^Improvement  in  Com  ShelUrt. 
Patent  dated  January  15,  1861. — ^A  rotating  disk-wheel,  having  toothed  or  picking  surfaces,  le 
arranged  between  two  large  rotating  shelling-wheels,  having  suarp  teeth  projecting  from  thdr 
peripheries,  and  combined  with  two  toothed  cylinders  arranged  on  an  inclined  plane  in  yielding 
names  on  each  side  of  the  singly  disk -wheel.  Each  cylinder  carrying  frame  is  hung  in  such 
a  manner  that  the  pressure  of  the  com  cobs  against  the  cylinders  in  tne  operation  of  shellinfi^ 
the  com  from  the  cob  will  operate  on  bearings  partially  independent  of  the  shaft  of  the  toothed 
dlsk-whed,  thereby  removing,  to  some  extent,  the  friction  of  the  cylinder  frames  from  said 
disk-shaft. 

C/atm.— First,  the  zotating  ciylinder  G,  arranged  on  a  yielding  frame  H,  in  omnbinatioB 
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with  the  disk-wheel  B'  and  shelling-wheel  E,  all  constructed,  aiTanged,  and  operating  as  sei 
forth. 

Second,  hanging  tbo  longitudinal  bars  of  frame  H  on  the  tubular  bearing  blocks  a  and  A,  m 
that  tbe  action  of  tbo  ears  of  com  against  the  cylinder  G  will  not  cause  any  friction  on  the 
main  shafb  B,  substantially  as  set  forth. 

No.  31,110.— George  W.  Furman,  of  Brooklyn,  N.  Y.— Improved  mode  of  Relieving 
Steam  Cylinders  of  the  water  of  condensation. — Patent  dated  January  15,  1861. — As  the 
water  of  condensation  and  steam  passes  from  the  cylinder  to  the  trap  F,  the  valve  E  is  opened, 
and  the  steam  entering  communication  pipe  C,  bears  against  the  valve  E'  and  keeps  it  closed, 
thus  preventing  the  return  of  any  steam  from  the  trap  to  the  cylinder,  by  which  means  the 
latter  is  relieved  of  condensed  steam,  and  the  engines  of  the  back  pressure  of  water. 

Claim, — The  combination  of  the  steam  cylinder  A  with  the  pipes  B  B,  0,  and  D,  valves  E 
and  E',  and  steam  trap  F,  when  the  same  sball  be  combined  and  operated  as  described  and  for 
the  purpose  set  forth. 

No.  31,117. — Homer  Gcllet,  of  Lyndon,  111. — Improvement  in  Mole  Ploughs. — Patent 
dated  January  15,  1801. — This  invention  consists  in  combining  with  an  auxiliary  beam,  and 
main  beam  and  adjustable  mole  tooth,  a  strong  semi-elliptic  spring  and  adjustable  screw -shaft, 
for  the  purpose  of  adjusting  the  auxiliary  beam,  and  at  the  same  tinio  keep  the  mole  tooth  up 
with  the  pressure  of  the  spring  against  the  crown  of  rfie  channel. 

Claim. — The  spring  K,  or  its  equivalent,  when  used  in  combination  with  the  beams  G  and 
B,  and  adjusting  screw  J,  as  set  forth,  for  the  purpose  described. 

No.  31,118.— John  Goodman  and  SA^aT.L  Kote,  of  Lancaster,  Fa.-- Improvement  in 
Seeding  Cultivators. — Patent  dated  January  15,  1801. — This  machine  is  designed  to  combine 
the  operations  of  cultivating  the  plants,  depositing  the  seeds  of  turnips  or  other  kinds  between 
the  rows  of  com,  and  rolling  the  surface. 

Claim. — The  combination  and  anangement  of  the  doubly  adjustable  scrapers  S,  with  their 
slotted  supports  T,  and  the  seeding  roller  B,  hopper  A,  and  appliances,  when  made  and  oper- 
ated substantially  as  specified,  for  the  purpose  mentioned. 

No.  31,119.— Thomas  Higartv,  of  St.  Louis,  ^io.— Improvement  in  the  Manufacture  of 
Baskets. — Patent  dated  January  15,  1801. — ^Thc  claim  and  engraving  will  explain  the  nature 
of  this  invention. 

Claim. — ^Tho  use  of  broom  corn  and  wire  in  combination  with  willow  or  ratan,  substantially 
in  the  manner  described,  for  the  pui'pose  of  making  a  cheaper  and  more  durable  basket  than 
can  be  made  of  willow  or  ratan. 

No.  31,120.— Daniel  Herlong,  of  Sandy  Ridge,  Ala.— Improvement  in  Cotton-Seed 
Planters. — Patent  dated  Januaiy  15,  1801. — ^Ihe  toothed  shaft  arranged  across  the  bottom  of 
the  hopper  is  caused  to  rotate  by  means  of  two  pawls  in  connexion  with  springs,  acting  upon 
ratchets  secured  to  the  shaft,  the  pawls  being  altemately  actuated  by  pins  on  each  side  of  a 
propelling  wheel,  for  the  purpose  of  insuring  a  iinifonn  discharge  of  seed  from  the  hopper. 

Claim. — Tlie  combination  of  the  pins  c  on  wheel  D,  the  springs  F  F,  pawls  G  G,  ratchets 
H  H,  and  toothed  shaft  I,  the  latter  placed  within  the  hopper  B,  and  all  arranged  for  joint 
operation  as  and  for  the  purpose  set  forth. 

No.  31,121.— Willis  Holmes,  of  Macomb,  JM.— Improvement  in  mndmills.—Fateni 
dated  January  15,  1801. — On  the  inside  of  a  flume  or  cyhndrical  casing,-  having  one  flaring 
end,  and  mounted  in  such  a  manner  that  it  can  rotate  horizontally  and  always  present  its  broad 
end  to  receive  the  current  of  air,  are  arranged  a  stationary  and  a  rotating  wheel,  the'  former  to 
regulate  and  direct  the  currents  of  air  to  the  latter.  With  the  flaring  end  of  the  flume  are 
combined  two  sliding  shutters,  which  will  entirely  or  partially  close  the  end  of  the  flume.  Two 
perpendicular  wings,  or  shutters,  are  arranged  in  the  back  flume,  and  combined  with  a  fan  and 
spring  in  such  a  manner  that  the  wings  will  spread  out  when  the  wheel  revolves  too  fast  and 
cneck  the  current  of  air,  and  thus  serve  to  govern  the  motion  of  the  wheel. 

Claim. — ^The  arrangement  of  the  self-actmff  fan  K  and  valves  H  H  with  the  flume  A,  bar 
G,  rods  J  J,  spring  box  L,  and  wheel  E,  in  the  manner  and  for  the  purposes  shown  and  de- 
scribed. 

No.  31,122. — J.  D.  Houston,  of  Pope*s  Depot,  Miss. — Improvement  in  Cotton  Scrapers. 
Patent  dated  January  15, 1801. — ^This  invention  consists  in  combining  in  one  frame  two  rotary 
hoes  and  a  double  scraper,  or  two  scraping  wing^  of  a  peculiar  construction,  in  such  a  man- 
ner, and  in  operating  them  in  such  a  way,  that  the  cotton  plants  will  be  left  in  hills  of  a  few 
stalks,  and  tbe  scrapers  will  thin  out  the  sides  of  the  hills,  while  the  hoes  will  thin  off  the 
tops  of  the  hiUs. 

Claim, — ^The  arrangement  of  the  scollop-edged  driver  B',  pinion  C,  rotary  shaft  H.  and  ad- 
justable rotary  hoes  G  G,  with  the  adjustable  scrapers  D'  D',  frame  A,  wheels  B  B.  and  gov- 
erning handles  D  D,  as  shown  and  described,  for  the  purposes  set  forth. 

H.  Ex.  Doc.  53 10 
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No.  31,123. — George  W.  Lee  and  Adam  R.  Reese,  of  Phillipsburj^h,  N.  J. — Improve- 
ment  in  Seeding  Machines, — Patent  dated  January  15,  IdCl. — ^I'bis  invention  consists  in  an 
arrangement  of  devices  for  lifting:  the  seed  or  furrow  tube  from  the  eaith,  and  simultaneously 
arresting  the  delivery  of  the  seed  from  the  hopper. 

Claim, — ^The  arrangement  of  the  devices,  consisting  of  a  wave  wheel  c,  skeleton  plate  D. 
draw  plate  E,  provided  with  a  stud  /,  rods  K  and  gj  and  feed  bars  1 1',  substantially  as  de- 
scribed, when  employed  with  a  lifting  board  M,  operating  in  the  manner  and  for  the  purposes 
as  set  forth. 

No.  31,124. — Bernard  Moroiian,  of  Brooklyn,  New  York. — Improvement  in  Stopping  and 
Starting  Railroad  Cars, — ^Patent  dated  January  15,  18G1. — ^Tho  toothed  racks  move  in  slides, 
and  are  placed  one  above  and  the  other  ImjIow  the  axle,  so  that  a  pinion,  which  slides  on  the  axle, 
can  be  thrown  into  gear  with  them,  by  means  of  a  three-armed  bell-crank  lever.  When  the 
car  is  about  to  stop,  the  pinion  is  thrown  into  gear  with  the  lower  rack,  which  causes  a  com- 
pression of  the  springs,  until  the  car  stops.  In  starting  the  car,  the  pinion  is  shifted  to  the 
upper  rack,  causing  a  reverse  action,  and  the  strain  ot  the  springs  tends  to  move  the  car 
forward. 

Claim. — ^The  aiTangcment  of  the  racks  G  G'  with  each  other  and  with  the  sliding  pinion  H, 
in  the  manner  8ho>vn  and  described,  so  that  the  teeth  of  the  pinion,  before  fully  leaving  one 
rack,  will  necessarily  engage  with  the  teeth  of  the  other. 

Also,  the  arrangement  of  the  spring  teeth  p  p  with  the  racks  G  G',  in  the  manner  shown 
and  described. 

Also,  the  arrangement  of  the  lip  o  and  levers  g  hi  with  the  slide  E,  pinion  H,  and  racks 
G  G',  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,125. — John  W.  Nystrom,  of  St.  Petersburg,  Russia. — Improved  Apparatus  for 
Docking  ShipSy  S^c. — Patent  dated  January  15,  lc^il. — The  pontoons  are  constructed  in  the 
from  of  a  flat-bottom  boat,  with  a  close  deck,  and  having  near  each  end  two  upright  towers, 
extending  from  the  bottom  to  a  considerable  height  above  the  deck,  and  connected  below  by 
a  corridor.  The  remainder  of  the  hull  is  divided  into  a  number  of  water-tight  compartments, 
Avhich  may  bo  filled  with  water  for  sinking  the  pontoon,  and  emptied  by  pumps  lor  floating 
it.  In  one  of  the  towers  are  placed  the  jjumps  and  the  steam  engine  for  diiving  the  pumps 
and  propeller,  and  in  the  other  is  the  boiler. 

Claim. — Plrst,  the  construction  of  pontoons  with  communicating  towci-s  and  corridors, 
arranged  and  operating  substantially  as  and  lor  the  purpose  specitied. 

Second,  the  combination  with  such  pontoons  of  pumping  and  propelling  machinery  capable 
of  02)erating  together  or  independently,  substantially  as  described. 

No.  31,126. — Edward  G.  Oldfield,  of  Bordentown,  N.  J. — Improvement  in  Machines 
for  Making  Bricks  Tiles,  Sfc. — Patent  dated  January  15,  1801. — A  series  of  propelling  blades, 
connected  by  links  to  a  fixed  stud,  which  is  eccentric  to  the  shaft,  force  the  clay  through  a  con- 
tracted duct,  by  which  it  is  consolidated  and  passes  out  through  a  die  of  the  shape  to  be  given  to 
the  brick  or  tile.  A  rupture  of  the  duct  is  prevented  by  a  safety  pipe,  kept  in  position  by  a 
stmt,  lever  and  weight;  and  to  insure  the  uniform  movement  of  the  clay  in  passing  tlu-ough 
the  die  an  air-vessel  is  made  use  of.  The  clay  passes  between  rollers  jounialled  in  water-tight 
casings,  which  contain  water  for  the  pur])ose  of  lubricating  the  clay,  when  necessarj-. 

Claim. — ^Firet,  the  propellers  i  t,  travelling  in  the  tapering  duct  in,  ili  the  manner  specified, 
to  compress  and  consolidate  the  clay,  as  set  Ibrth. 

Second,  the  safety  plate  «,  applied  to  the  duct  m,  in  the  manner  and  for  the  piurposes 
specified. 

Third,  the  arrangement  of  the  air-vessel  t,  rollers  u  u^  and  casing  r,  in  combination  with 
the  die  9,  in  the  manner  and  for  the  purposes  specified. 

No.  31,127.— J.  H.  Osgood,  jr.,  and  F.  B.  Shaw,  of  Boston,  Mass,'— Improvement  in 
Railroad  Car  Couplings, — Patent  dated  January  15,  1861. — ^The  shackle-bar  is  provided  near 
its  mouth  with  a  cross-bar  held  up  by  means  of  a  bent  rod  and  springs,  so  as  to  receive  the 
notched  coupling-link  as  it  is  forced  in.  The  link  is  released  by  pressure  upon  the  bent  rod, 
which  depresses  the  cross-bar  below  the  notch  in  the  coupling.  The  cross-bar  may  be 
removed,  and  the  shackle-bar  used,  with  the  ordinary  link  confined  by  a  vertical  pin,  if  desirable. 

Claim, — The  combined  arrangement  of  the  V-shaped  bar  D,  cross-bar  C,  and  spural 
springs  n  «,  the  whole  constructed  and  operating  as  specified,  and  in  connexion  with  the 
eyes  p  and  r,  for  freight  cars,  as  described. 

Also,  making  the  cross-bar  C  detachable  or  removable,  to  bo  employed  in  connexion  with 
the  hole  S,  when  it  is  necessary  to  couple  into  a  car  having  the  ordinary  coupling. 

No.  31,128.— E.  G.  Otis,  of  Yonkers,  New  York. — Improvement  in  Hoisting  Apparatus, — 
Patent  dated  January  15, 1861. — ^The  pawls  and  teeth  are  so  arranged  and  constructed  that,  as 
the  platform  is  drawn  up,  the  pawls  clear  the  teeth,  but  in  case  of  the  breaking  of  the  rope, 
a  spring  immediately  acts  to  press  the  pawls  against  the  teeth,  and  prevents  the  platform  from 
tailing.     The  brake  is  made  to  be  automatically  and  simultaneously  applied  with  the  stopping 
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of  the  rising  platform,  so  that  the  latter  may  bo  stopped  at  any  desired  point.  A  counterpoise 
is  attached  to  the  main  hoisting  drum,  instead  of  to  tho  platform,  so  as  not  to  interfere  with 
the  mechanism  of  the  latter. 

Claim. — First,  having  tho  pawls  //,  and  the  teeth  of  the  racks  C  C,  hook-formed  essen- 
tially as  shown,  so  that  the  weight  of  the  platform  will,  in  case  of  the  breaking  of  the  rope 
G,  cause  the  pawls  and  teeth  to  lock  together  and  prevent  tho  contingency  of  a  separation  of 
the  same,  as  set  forth. 

Second,  tho  arrangement  of  tho  ropes  T  U  and  V,  combine'!  and  operating  substantially 
as  and  for  the  purpose  set  forth. 

Third,  the  arrangement  of  tho  slido  or  belt-shipper  S,  with  the  shoe  or  brake  Z,  and  rope 
T,  substantially  as  shown,  to  admit  of  the  simultaneous  application  of  the  brake  and  tne 
shifting  of  tho  belts  O  P  on  the  idle  pulleys  J  E[,  as  set  forth. 

Fourth,  attaching  the  rope  Q  of  the  counterpoise  R  to  the  drum  H,  on  tho  opposite  side 
from  the  lifting  rope  G,  substantially  as  shown,  so  as  to  counterpoise  the  platform  D,  with- 
out preventing  or  mterfering  with  tho  action  of  tho  safety  mechanism  E  «  X 

No.  31,129.— WORDEN  P.  Penn,  of  Belleville,  1\\.— Improvement  in  Seeding  Ploughs,^ 
Patent  dated  January  15, 1861. — ^The  claim  and  engraving  will  explain  the  nature  of  the  in- 
vention. 

Claim. — The  described  arrangement  of  wheels  J  and  II,  hopper  box  B,  and  spring  M, 
behind  the  mould-board  A,  and  against  the  land  side  of  the  plougu,  for  the  purpose  of  sowing 
broadcast  or  drilling  the  seed  in  the  bottom  of  the  furrow,  the  whole  to  be  made,  operated, 
and  arranged  substantially  in  the  manner  described. 

No.  31,130.— Washington  Roberts,  of  Roachport,  Mo.--Improvement  in  Covering 
Ploughs. — ^Patent  dated  January  15,  1861, — The  object  of  this  invention  is  to  cover  the  seed 
and  press  down  the  ground  upon  it  by  one  operation,  and  it  consists  in  the  combination  of 
two  inwardly  flaring  shares,  attached  in  an  inclined  position  to  the  standard  of  a  plough, 
with  a  pressing^  roller  arranged  close  behind  the  shai'es  and  supported  by  pendants,  which  at 
the  same  time  form  braces  for  tho  shares. 

Claim. — The  arrangement  of  the  inwardly  flaring  shares  A,  attached  by  means  of  the  arm 
C  to  tho  inclined  standard  B,  in  combination  with  the  pressing  roller  F,  supported  by  pend- 
ants e,  tho  whole  being  constructed  and  operated  as  and  for  tho  puii^ose  set  forth. 

No.  31,131. — B.  C.  Smith,  of  Burlington,  N.  J. — Improved  Pavement  and  Railway  com- 
bined.— ^Patent  dated  January  15,  1861. — ^The  object  of  this  invention  is  to  form  a  combined 
pavement  and  railway,  over  and  across  which  ordinary  vehicles  can  easily  pass. 

Claim.-^A  cast-iron  pavement  composed  of  solid  plates,  each  plate  having  a  longitudinal 
rib  or  ribs  A,  forming  a  rail  for  car  wheels,  and  transverse  ribs  B  and  C,  or  their  equivalents, 
when  tho  upper  surlace  of  the  mil  is  level  with  that  of  the  said  transverse  ribs,  and  when 
the  latter  are  cut  away  near  the  rails,  as  set  forth,  for  the  purposes  specified. 

No.  31,132. — ^W.  H.  Smith,  of  Wyanet,  111. — Improvement  in  Cultivators. — ^Patent  dated 
January  35,  1861. — This  invention  consists  in  so  pivoting  and  bracing  tho  rear  stocks,  or 
standards  carrying  tho  shovels  to  the  cultivator  frame,  and  attaching  said  stocks  to  the 
handles  of  the  cultivator,  that  the  rear  shovels  may  bo  moved  laterally  while  the  cultivator 
is  being  drawn  through  tho  field,  and  thus  made  to  work  up  close  to  rows  of  plants  whidi 
aro  irregularlv  laid  out. 

Claim. — ^The  brace  rods  g  gt  pivoted  pieces  k  h,  notched  plates  fc  /r,  and  arms  »i  w,  in  com- 
bination with  the  pivoted  shovel  stocks  E  E  and  handles  G  G,  all  arranged  and  operating 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,133.— Daniel  S.  Safford,  of  Decatur,  lU.— Improvement  in  Cultivators. — Patent 
dated  January  15,  1861. — On  the  main  frame  is  fastened  a  segment,  over  which  movea 
another  segrnent,  attached  to  tho  rear  of  the  tongue.  Upon  the  upper  segment  are  two  pro- 
jections, against  which  the  operator  may  place  his  feet,  both  for  a  support  and  to  clamp  the 
main  frame  on  the  tongue.  The  axle  on  each  side  of  its  centre  has  three  bends,  so  that  it 
will  form  a  lifting  lever  for  tho  main  frame,  and  may  bo  readily  operated  by  the  driver  in  hia 
eat. 

Claim. — In  combination  with  the  driver's  seat  and  a  tongue  pivoted  to  the  main  flrame,  the 
arc  rf,  with  its  projections  or  braces  e  c,  so  that  the  driver  may,  from  his  seat,  cramp  the  main 
frame  on  the  tongue,  to  cause  it  to  follow  the  crooks  in  the  row  of  plants,  substantially  as 
described. 

Also,  in  combination  with  the  seat  and  main  frame,  the  construction  and  arrangement  of 
tho  bent  axle,  for  the  purpose  of  allowing  the  driver  to  use  tho  axle  itself  as  a  lever  to  raise 
or  lower  tho  frame  upon  itself,  substantially  as  described. 

Also,  tho  long  bent  share  blades  or  cutters  H,  for  the  purpose  of  cutting  under  and 
throwing  tho  loosened  soil  towards  the  plants,  when  combined  and  arranged  with  a  frame 
Euch  as  described  and  represented 
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No.  31,134.— C.  C.  8PR1NGFELLOW  and  D.  W.  SCJRLES,  of  Lumpkin,  G&,— Improved 
Mode  of  Hanging  Carriage  Bodies. — Patent  dated  January  15,  18G1. — This  invention  con- 
sists in  the  combination  of  transverse  tie  rods  with  the  side  springs,  which  are  hung  by 
shackle  bars  or  jointed  links  from  C-sbaped  supports. 

Claim. — The  transvei-se  ties  G  G,  arranged  and  operating  substantially  aa  and  for  the  pur- 
poses specified. 

No.  31,1.S5.— John  Wilkinson,  of  Baltimore,  Md.— /wt/?ropwi  Dumping  Wagon. — 
Patent  dated  January  15,  18(31. — The  coustmction  of  this  wagon  admits  of  dumping  on  one 
^"•de,  and  the  progress  of  the  body  being  suddenly  checked  as  the  retaining  bolt  strikes  the 
angular  portion  of  the  rail,  gives  the  load  a  Hiug  from  the  body.  The  body,  on  being  pushed 
back,  is  retained  by  a  spriug  catch. 

Claim. — Supporting  the  body  a  upon  arched  railway  guides  ft,  as  set  forth,  and,  in  combi 
nation  therewith,  I  claim  the  triangular  anti-friction  yoke  c,  as  set  forth. 

Also,  the  self-locking  catch  A,  arranged  and  operated  as  set  forth. 

No.  13,136. — LoRENZ  Wolf,  of  Hamburg,  Mo. — Improvement  in  Ploughs. — Patent 
elated  January  ]5,  18(51. — The  standard  is  raised  or  lowered  by  means  of  a  key,  for  the  pur- 
pose of  depressing  or  elevating  the  point  of  the  share.  The  strap  which  holds  the  clevis 
extends  back,  ami  is  connected  to  a  plate,  through  which  the  standard  passes  underneath  the 
plough  beam.  In  the  back  end  of  this  plate  there  is  a  lug,  through  which  passes  a  screw, 
which  operates  to  turn  ^he  rear  end  of  the  plate  to  cither  side  upon  the  standard,  and  serves 
to  slew  the  point  of  the  ploughshare  to  tlio  right  or  left. 

Claim — The  arrangement  of  the  standard  11,  the  plate  D,  the  lug  I,  and  screw  C,  in  con 
nexion  with  the  plough  beam  and  the  plough,  substantially  in  the  manner  described,  for  the 
purpose  specified. 

No.  31,137.— W.  C.  Wright,  of  New  York,  N.  Y. — Improrcmcnt  in  Car  Brakes.— Patent 
dated  January  15,  18G1. — One  of  the  axles  is  provided  with  a  pinion,  on  each  side  of  which 
is  a  cam.  The  cams  are  caused  to  throw  tlie  pinion  into  gear  with  a  rack  above  or  below 
the  axle,  according  to  the  direction  of  the  moving  car,  by  which  means  a  spring,  placed  in 
the  rear,  is  compressed,  and  the  car  stopped.  On  starting  the  car,  the  oppot^ite  rack  is 
thrown  into  gear  with  the  pinion,  the  first  one  being  disengaged,  which  releases  the  com- 
pressed spring  and  causes  the  axle  to  turn,  and  thus  start  the  car. 

Claim. — The  spriug  M,  rod  N,  pinion  D,  and  the  two  racks  P  Q,  wlien  the  latter  are  airanged 
or  Ubcd  in  connexion  with  the  cams  E  E',  bars  F  G  I  J,  and  levers  H  K,  or  other  equivalent 
devices  for^operaling  them,  as  and  ibr  the  purposes  set  forth. 

No.  31,138. — Nehemiah  S.  Bean,  of  Manchester,  N.  H.,  assignor  to  the  Amoskeag  Manu- 
FACTLllING  Company,  of  same  place. — Improvement  in  Steam  Fire  Engines. — Patent  dated 
January  15,  18G1. — ^The  tube  which  extends  from  the  boiler  is  made  to  seive  the  purpose  of 
a  "i)erch  polo,"  to  which  the  wheels  are  connected,  and  is  bifurcated  so  that  ita  capacity 
may  be  employed  not  only  for  tank  purposes  but  also  for  the  vacuum  and  air  chambers  of  the 
pump. 

Claim, — The  bifurcated  arrangement  of  the  tubular  metallic  perch  polo  or  fore  body, 
whether  the  same  is  divided  into  compartments  or  not. 

No.  31,139.— William  Braidwood,  of  Mount  Vernon,  and  Kichard  Whiting,  of  Brook 
jyn,  N.  Y.,  assignors  to  Thomas  Holmes,  of  Brooklyn,  N.  Y. — Improvement  in  Operating 
Slide-  Valves  qf  Engines  and  Pumps. — Patent  dated  January  15, 18()1. — This  invention  consists 
in  the  combination  of  direct  acting  levers  with  the  slide-valves,  the  parts  being  so  constructed 
that  the  levers,  being  acted  upon  by  the  piston  near  the  termination  of  each  stroke,  commu- 
nicate a  direct  movement  to  the  valve,  and  open  the  port  of  tho  steam  or  water  at  one  end 
and  the  exhaust  port  at  tho  other  end  of  tho  cylinder;  thus  all  stuffing  boxes  and  secondary 
valves  are  dispensed  with,  tho  valve  itself  covering  the  openings  for  the  levers. 

Claim. — ^The  combination  of  the  direct  acting  levers/ or/'  with  the  slide-valve  h  or  /*',  the 
parts  being  constructed  as  specified,  so  that  the  valve  covers  tho  openings  through  which  tho 
fevers  pass,  and  renders  separate  packings  or  stufiing  boxes  unnecessary,  as  set  tbrth. 

No.  31,140. — ^Peter  Louis,  of  New  York.  N.  Y.,  assignor  to  Himself  and  Hiram  Wan- 
del,  of  Castleton,  N.  Y. — Improvement  tn  stopping  and  starting  Railroad  Cars. — Patent 
dated  January  15,  1861. — ^This  invention  consists  in  tho  arrangement  of  two  ratchet  wheels, 
which  have  their  teeth  pointing  in  opposite  directions,  one  of  which  is  fast  on  tho  axle  of  a 
railroad  car,  while  the  other  tums  loosely  on  the  same,  in  combination  with  two  serrated  bars 
or  racks,  one  of  which  is  above  and  the  other  below  the  axle,  and  with  a  spring,  in  such  a 
manner  that,  on  fastening  the  loose  ratchet  wheel  by  means  of  a  suitable  clutch,  the  momen- 
tum of  the  car  strains  the  spring,  and  tho  resistance  of  tho  spring  causes  tho  car  to  stop. 
The  clutch  being  withdrawn  liom  tho  loose  ratchet  wheel,  the  force  of  tho  spring  is  exerted 
on  the  fast  ratchet  wheel,  and  the  axle  is  turned  in  that  direction  in  which  it  is  deshed  to 
start  the  car. 
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Claim, — ^The  combination  of  the  pivoted  slotted  rack  E'  and  the  pivoted  rack  D'  with  each 
other,  and  with  the  do{»/,  ratchet  wJieels  D  E,  axle  C.  clutch  F,  and  spring  G,  in  the  manner 
and  lor  the  purpose  shown  and  described. 

No.  31,141.— George  H.  Reister,  of  Washington,  la.,  assignor  to  ITimself,  E.  Cad- 
WALLADER  and  L.  S.  BUTTERFIIXD,  of  samo  place. — Improvemctit  in  Windmills. — Patent 
dated  January- 15,  18G1. — This  invention  consists  in  an  arrangement  of  a  series  of  rigid  guides 
and  a  series  of  movable  guides,  by  which  the  wind  is  always  so  directed,  no  matter  what  may 
bo  its  natural  track  or  line,  as  to  strike  the  wings  of  the  wheel  at,  or  nearly  at,  right  angles  to 
their  faces;  the  amount  or  vohmie  of  wind  passing  on  to  the  wings  being  also  controlled. 

Claim, — The  series  of  movable  cui*vcd  guides  and  fixed  curved  guides  as  they  are  arranged 
and  operated  in  relation  to  each  other  and  to  the  wheel,  as  set  forth. 

No.  31,14-2.— H.  B.  Weaver,  of  South  Windham,  Conn.,  assignor  to  Himself,  and  W.  H. 
Strong,  of  North  Castle,  N.  Y. — Improvement  in  Machines  for  Dressing  Millstones. — 
Patent  dated  January  15,  1861. — At  every  revolution  of  the  shaft  K,  the  screw  V  is  tiuued  a 
certain  distance  by  the  pawl  X,  which  is  operated  through  the  medium  of  the  disk  Y,  pin  </', 
and  arm  W.  The  rotation  of  the  screw  V  feeds  the  sliding  block  N  along  on  ways  in  either 
direction,  according  to  the  position  of  pawl  X,  which  revemes  the  niovemont  of  the  pick  when 
it  has  reached  its  extent.  A  feed  movement  at  right  angles  to  the  other  is  given  to  the  pick 
by  the  screw  B',  which  is  turned  one  revolution  by  hand  at  the  end  of  each  movement  ot  the 
pick,  so  that  the  latter  may  cut  in  parallel  rows.  The  length  of  each  feed  movement,  at  each 
revolution  of  the  shaft,  may  be  regulated  by  adjusting  pins  in  the  slots  of  the  disks  Y  A'. 

Claim. — The  arrangement  of  the  feed  screws  V  B',  with  the  disks  Y  A',  arms  W  C,  pawls 
X  D',  and  sliding  blocks  M  N,  all  arranged  essentially  as  and  for  the  purpose  specified. 

No.  31,143.— John  S.  Macicay,  of  Brooklyn,  N.  Y.,  assig^nor  to  Himself  and  Hugh  Mac- 
KAY,  of  Norwich,  Conn. — Improvement  in  Mending  Fire  Engine  Hose. — Patent  dated  January 
15,  1861. — ^This  invention  consists  of  a  clamp,  termed  by  two  plates  of  metal  with  raisotd 
edges,  the  plates  being  made  of  similar  size  and  form,  so  that  the  raised  edges  form  a  joint, 
and  to  be  held  together  with  one  or  more  screws  and  nut  or  nuts,  or  their  equivalent. 

C/aim.^-Stoppmg  rents  or  holes  in  hose  and  other  elastic  tubes  or  pipes,  substantially  as  set 
forth 

No.  31,144. — P.  J.  AcKERMAN,  of  Paterson,  N.  J. — Improved  Combination  of  Cooking 
Stoves  and  Air-heating  Furnace. — Patent  dated  January  2*-^,  18G1. — This  invention  consists 
in  placing  the  fire-pot  of  the  stove  within  the  ovens,  or  having  the  former  in  direct  communi- 
cation with  the  latter,  and  having  the  ovens  communicate  with  hot  air  pipes,  so  that  no  heat 
is  lost  by  radiation,  and  the  steam  arising  from  the  articles  in  proce^  of  cooking  passes  off 
with  the  hot  air. 

Claim. — The  combination  and  arrangement  of  the  ovens  C  C.  fire-pot  D.  and  chambers  £ 
H,  as  and  for  the  purposes  set  forth. 

No.  31,145.— William  K.  Axe,  of  Beloit,  Wis.— Improved  Clamping  Machine  for  Car- 
penters.— Patent  dated  Januaiyt^i,  1801. — ^This  invention  consists  in  the  employment  of  two 
or  more  ratchet  bars,  operated  by  a  rock-shaft,  having  a  crank-pin  at  either  end  (to  which 
said  ratchet  bars  are  hung)  in  combination  with  the  movable  clami>ing  jaw,  and  a  suitable 
spring  treadle  for  moving  the  rock-shaft;  in  connexion  with  the  clamping  jaws,  adjustable 
dogs  or  bearing  blocks  are  emi)loyed. 

Claim. — The  employment  of  the  rachet  bars  E  E,  in  combination  with  the  rock-shafk  ft, 
actuated  by  a  suitable  lever  and  the  clamping  jaws  I  and  G,  the  former  bemg  provided  with 
suitable  pawls  for  engagement  with  the  bars  E,  and  the  whole  arranged  ana  operating  as 
described  for  the  purposes  set  forth. 

No.  31,146.— Lotis  Bauhcefer,  of  Philadelphia,  Ta,— Improvement  in  Gum  Shoes  and 
Boots. — Patent  dated  January  22,  16G1. — This  invention  consists  in  combining  with  the  heel 
or  the  sole,  or  with  both,  of  an  ordinary  gum  shoe  or  boot  pieces  of  cork  so  as  to  present  a 
surface,  partly  of  cork  and  partly  of  gum  elastic,  for  contact  with  th«  ground,  thereby  insuring 
that  adhesion  of  the  shoe  to  damp  ice,  and  snow,  and  other  smooth  and  wet  suifaces,  which  is 
wanting  in  ordinary  ^m  shoes  and  boots. 

Claim, — The  combming  of  pieces  of  cork  witM  the  heel  or  solo  both  of  a  gum  shoe  or  boot, 
substantially  in  the  manner  set  forth  for  the  purpose  specified. 

No.  31,147. — ^A.  John  Bell,  of  Ashland,  Ky. — Improvement  in  Steamboat  Staging, — 
Patented  January  22, 1861. — The  object  of  this  invention  is  to  secure  a  more  rapid,  easy,  and 
effective  means  of  shipping  and  unshipping  the  stage  planks  from  steam  water  cratt,  and 
consists  in  a  mode  ot  operating  said  planks  by  connexion  with  one  of  the  steam  engines 
employojd  to  work  or  load  the  vessel. 

Claim. — ^The  arrangement  of  the  staging  C,  power  windlass  E  F  G  HI.  and  supporting 
apparatus  J  K  L,  the  whole  being  constructed  and  operating  together,  substantially  as  and 
for  the  objects  set  forth. 
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No.  31,148.— George  Bennett  and  Robert  Dalzell,  of  Waddingrton,  N.  Y.— Im- 
proved Machine  for  Tapping  Nuts  and  Cutting  Scrctcs. — Patent  dated  January  22,  ]8*>]. — 
The  dies  for  cutting  tlie  tlireatls  on  bolts  (which  operation  is  usually  peiformed  by  a  sinjjlo  die, 
and  which  requires  to  ho  reversed  after  the  thread  is  cut  to  release  the  bolt)  are  made  in  three 
or  more  pieces,  which  are  expanded  or  contracted  at  pleasure  by  eccentric  grooves  in  which 
the  heads  of  the  dies  work,  and  by  which  operation  the  bolt  may  be  withdraw'n  after  it  is  cut, 
without  reversinj^  the  motion  of  the  dies,  and  tho  nut  may  be  cut  at  the  same  time  by  tho 
same  revohing  shaft. 

Claim. — The  combination  of  tho  expanding  die-box,  tho  revolving  plate  or  blank  holder, 
and  expanding  bolt  holder,  when  the  same  are  aiTanged  and  constnicteil  as  shown,  for  tho 
purpose  of  cutting  screws  and  tapping  nuts  by  tho  same  machine,  as  sptKrified. 

No.  31,149.— Am  J  All  E.  Blood  and  Josiaii  B.  Blood,  of  Lynn,  'Mass.— fmprorement  in 
Sieves. — Patent  dated  January  22,  1801. — Across  the  uppercase,  below  tho  sieve  and  at  right 
angles  with  its  line  of  suspension,  is  a  bent  shaft,  tho  opposite  bends  of  which  alternately 
raise  and  lower  tho  two  sides  of  tho  sieves. 

Claim. — ^The  anangement  of  tho  shaft  N,  and  tho  supports  or  bearings  c  c  of  the  sieve,  with 
reapect  to  such  sieve  and  its  case,  when  tho  shaft  N  is  constructed  substantially  as  described 
ana  represented. 

No.  31,150. — Louis  A.  BoissoN,  of  Lyons,  France. — Imvroremcnt  in  Ovens  for  Baking 
Fire  Bricks. — Patent  dated  Januarj'  22,  18(31. — ^The  smoke  flue  is  placed  under  and  very  near 
the  bottom  of  the  oven,  and  enters  the  same  on  the  ojiposite  side  from  the  furnace  whence  tho 
products  of  combustion  pass  through  the  oven,  thus  economizing  heat  and  provcutiug  sudden 
changes  in  tho  temperature  of  tho  oven. 

Claim. — Tho  anangement  of  tho  furnace  or  furnaces  B  B,  heating  flues  C  C,  and  escape 
flues  D  D,  with  respect  to  each  other,  and  tho  arched  chamber  A,  whereby  the  heat  is  firet 
conducted  beneath  the  hearth  of  the  oven,  and  thenco  through  the  oven,  all  substantially  as 
described. 

No.  31,151.— \ViLLL\^T  CllESTERMAN,  of  Peosta,  la.— Improvement  in  Apparatus  for 
Evaporating  Saccharine  Juices. — Patent  dated  January  22,  IfSOl. — I'hrce  shallow  pans  aro 
arranged  in  any  suitable  horizontal  rehition  to  each  other,  and  so  that  tho  contents  of  ouo 
may  be  diawn  successively  into  the  next.  A  continuous  Hue  pas.ses  from  the  furnure  under 
each  pan,  communicating  successively  with  three  separate  chiumeys,  the  first  two  chiuiueys 
being  provided  with  dani]K'rs,  and  a  damper  being  phiced  in  the  lluo  betwe<n  the  second 
chimney  nnd  third  pan;  the  two  latter  dampers  are  operated  by  an  automatic  regulator,  which 
is  secured  to  one  end  of  a  lever;  to  the  other  end  of  this  lever  is  suspended  a  float  within  an 
uprij^ht  cylindrical  vessel  secured  to  the  Ijottom  of  the  last  pan.  Tlic  float  is  caused  to  riso 
by  the  ebulition  of  the  water  in  the  vessel  produced  by  the  heat  of  tho  juice  in  tlie  pan,  thus 
closing  both  dampers  and  checking  the  draft  under  the  pans.  As  tho  juice  becomes  cool,  tho 
float  descends  and  the  valves  are  again  opened. 

Claim. — First,  the  arrangement  of  the  train  of  pans  ABC,  the  continuous  flue  E,  ninning 
under  tho  whole  in  succession,  and  a  chimney  at  the  end  of  each  furthest  from  the  tire,  sub 
Btftntially  as  described. 

Second,  tho  anangement  of  a  water  vessel  I,  float  J,  and  lever  K,  with  tho  pans,  flues, 
and  chimney  dampers  of  a  sugar  evaporator,  in  tho  manner  substantially  as  shown  and 
described. 

No.  31,152.— G.  F.  J.  CoLDURN,  of  Newark,  N.  3.— Improved  Evaporator  for  Hot  Air 
Pipes. — Patent  dated  January  22,  1861. — This  invention  consists  of  a  vessel  designed  to 
contain  water,  and  to  be  placed  in  tho  mouth  of  a  hot  air  pipe  near  tho  ixjgister.  This  vessel 
is  made  in  two  parts,  tho  outer  one  of  which  consists  of  some  porous  material  which  allows 
tho  percolation  of  water,  and  tho  inner  part  is  a  perforated  tube  for  holding  a  fibrous  material 
capable  of  raising  water  by  capillary  attraction,  by  which  means  the  air  is  moistened  and 
dust  is  arrested,  and  the  surrounding  wood  work  is  rendered  less  liable  to  become  over- 
heated. 

Claim. — First,  the  arrangement  of  tho  reflector  C,  in  combination  with  tho  evaporating 
vessel  A,  and  hot  air  pipe  B,  as  described,  for  tho  purpose  of  facilitating  tho  evaporation,  and 
to  prevent  the  dust  rising  into  tho  apartment. 

Second,  constructing  tho  vessel  A  of  two  parts  a  and  t,  the  part  a  to  be  made  of  i)orous 
material,  and  tho  part  6  to  contain  a  lampwick  or  its  equivalent,  substantially  as  and  for  the 
puipose  set  forth. 

No.  31,153. — George  Cooper,  of  Thompsonvillc,  Conn. — Improvement  in  Needles. — 
Patent  dated  January  22,  18(31. — ^This  invention  consists  in  constructing  tho  eye  by  turning 
over  the  end  and  forming  a  lap  joint,  through  which  tho  thread  may  bo  drawn,  without  tho 
necessity  of  inserting  the  end  ot  tho  thread  in  tho  ordinary  way. 

Claim. — As  a  new  article  of  manufacture,  tho  sewing  needle  described  in  the  specification, 
and  represented  in  tho  drawing. 
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No.  31,154. — ^Reuben  Daniels,  of  "Woodstock,  Ver. — Improvement  in  Machines  for 
reducing  fibrous  Material, — Patent  dated  January  22,  1861. — ^llie  working  face  of  each  of 
the  two  fibre  separating  wheels  is  made  concave,  and  provided  with  peculiar,  shari)  pointed 
teeth  secured  thereto,  and  angular  with  their  face  surfaces.  The  lower  or  revolving  wheel 
has  a  cavity  fonned  in  it  to  hold  water  for  saturating  the  material  as  it  is  fed  therein,  the 
water  being  caused  to  have  a  free  circulation  between  the  wheels.  A  powerful  cunent  of  air 
is  also  made  to  pass  between  the  wheels.  The  fibre  when  separated  is  skimmed  from  the 
water. 

Claim, — In  fibre  separating  wheels  like  M  and  N,  providing  the  working  face  of  each  with 
pointed  teeth,  a  and  c,  or  their  equivalent's,  secured  thereto,  and  set  substantially  in  the  man- 
ner described,  when  operated  wifii  a  current  of  fluid  passing  freely  through  and  towards  the 
periphery,  to  separate  worn-out  cloths  and  fibrous  matcriaJ,  to  reproduce  (and  not  destroy) 
the  longest  possible  staple  in  a  suitable  state  for  carding,  these  wheels  bein^  made  adjustable 
to  and  with  each  other,  substantially  as  described  and  lor  the  pui-poses  set  iorth. 

No.  31,155. — ^N.  E.  DOANE,  of  Hannibal,  Mo. — Improvement  in  Weighing  Carts  or 
Wagons. — Patent  dated  January  22,  18(51. — This  invention  consists  in  a  series  of  levers  and 
firames,  with  a  graduated  beam,  so  applied  to  a  wagon  that  upon  withdrawing  a  rod  the  load 
of  the  wagon  may  be  accurately  weighed. 

Claim, — The  lever  frames  G  G,  rod  H,  parallel  bars  D  D,  levers  I  J,  graduated  beam  K,  and 
frame  L,  combined,  arranged,  and  applied  to  a  cart  or  wagon,  as  and  for  the  purpose  set  forth. 

No.  31,156. — ^Thomas  Earle,  of  Worcester,  Mass. — Improvement  in  Sewing  Machines. — 
Patent  dated  January  22,  J 861. — The  feeding  hand  receives  its  vibratory  motion  from 
the  nippers  through  an  adjustable  link  which  is  pivoted  to  the  feeding  hand  at  one  end,  and 
connected  with  tno  nippers  at  the  other  by  nieaiLS  of  a  pin  passing  through  an  elongated 
slot  cut  in  the  lower  branch  of  the  shank  of  the  nippers.  An  elongated  slot  is  made  through 
the  shank  of  the  feeding  hand  through  which  the  pivot  confining  it  to  the  front  plate  passes. 
This  slot  admits  of  the  nand  moving  up  and  down.  A  cavity  is  made  in  the  centre  of  the 
lower  portion  of  the  feeding  hand  to  receive  a  spiral  spring,  and  extending  from  this  spring  is 
a  rod  which,  through  the  medium  of  the  spring,  is  caused  to  bear  on  the  pivot  and,draw  the 
hand  down.  The  shaft  of  the  pressure  pad  is  hollow,  and  in  the  cavity  is  a  spiral  spring  for 
holding  it  down,  tho  upper  end  of  which  spring  bears  on  a  pin  passing  through  the  shaft  and 
shaft  guide,  and  the  lower  end  rests  on  a  rod,  from  which  extends  a  pin  passing  through  a 
slot  in  the  side  of  the  shaft.  To  this  pin  a  clauip  nut  is  attached,  which,  in  connexion  with 
the  rod,  serves  to  adjust  the  pressure  of  tho  pad  to  ditfercnt  thicknesses  of  cloth. 

Claim. — First,  the  combination  uf  the  feeding  hand  and  nippers  with  a  connecting  adjust- 
able link,  constracted  and  arranged  as  described,  whereby  a  positive  lateral  vibrator}-  motion 
is  communicated  directly  from  the  nippers  to  the  feeding  hand. 

Second,  the  combination  of  the  feeding  hand,  constructed  and  arranged  substantially  as 
described,  with  an  interior  spring  so  ananged  as  to  act  on  the  hand  to  draw  it  down  in  line 
with  its  centre  of  motion. 

Third,  the  combination  of  the  pressure  pad  with  tho  interior  spring  and  shding  rod  and 
clamps,  the  whole  arranged  substantially  as  described  for  the  puqwse  set  forth. 

No.  31,157. — ^Lewis  Eikenberry,  of  Easton,  Penn. — Improvement  in  Iron  Bridges. — 
Patent  dated  January  22,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — First,  a  side  frame  for  a  bridge  having  its  diagonal  braces  or  diagonals  and  uprights 
constructed  of  angle  iron,  substantially  as  and  lor  the  purposes  set  forth. 

Second,  the  combination  of  double  angle  iron  or  U-shaped  braces  with  single  angle  iron 
uprights  or  diagonals,  substantially  as  and  for  the  purposes  set  forth. 

Third,  a  side  frame  for  a  bridge  which  has  its  uprights  or  diagonals  constructed  of  U- 
shaped  or  double  angle  iron,  substantially  as  described. 

No.  31,158.— George  Esterly,  of  White  Water,  Wis.— Improvement  in  Harvesters.— 
Patent  dated  January  22,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention,  which  does  not  admit  of  brief  description. 

Claim. — First,  the  combination  with  the  joint  c  rf,  which  allows  the  finger  beam  E  to  be  ad 
justed  in  the  path  of  a  vertical  circle  of  a  curved  slotted  standard  G  j,  the  dividing  apparatus 
and  a  set  screw  Ac,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  the  angular  adjustable  bar  M,  curved  slots  x  x,  and  axial 
pivots  S3  and  y  and  a,  hinged  platform  K,  substantially  in  tho  manner  and  for  the  purpose 
described. 

Third,  the  combination  with  tho  slotted  curv^ed  brackets  of  the  angular  supporting  bar  M, 
of  a  bracket  P,  a  thnist  screw  Q,  a  pivoted  lover  II,  and  the  divider  F,  substantially  as  and 
for  the  purposes  set  forth. 

Fourth,  the  employment  of  the  said  pivoted  lever  H,  in  combination  with  the  divider  F, 
and  the  axle  S3,  of^tho  grain  wheel  I,  arranged  substantially  as  and  for  the  purposes  set  forth. 

Fifth,  tho  emplojTnent  of  tho  vertical  pendant  tension  rod  S2,  in  combination  with  the  reel 
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bearer  S,  divider  F,  and  the  grain  wheel  axle  S3,  substantially  as  and  for  the  purposes  set 

fortli. 

Sixth,  the  combination  with  the  di\nder  F  G,  and  inner  adjustable  wing  J,  of  on  outer 
acljustablo  wing  J',  ananged  substantially  as  and  for  the  purposes  net  forth. 

"f^cvcntli,  the  combination  of  the  short  angular  platform  K,  with  the  continuation  L,  and 
raker  support  L',  facing  the  platform  laterally;  the  continuation  L  forming  the  raker  stand, 
and  l)eiug  located  between  the  sill  A'  of  the  driving  wheel  frame,  the  driving  wheel  and  the 
axle  theii'of,  and  othenvise  constructed  so  that  the  raker  shall  be  located  between  the  front 
sill  A'  and  the  axle  of  the  driving  wheel,  and  l>e  Huppoitetl  by  the  connexions  which  support 
the  plati'orm,  substantially  as  and  for  the  puq)oses  set  forth. 

Eighth,  the  combination  with  the  finger  beam  K  and  a  platform  K,  hung  on  hinges  V  V 
of  an  adjusting  screw  rod  N,  which  forms  a  hinge  connexion,  one  or  more  knife  edge  bear- 
ings or  pivots  Z,  one  or  more  screws  or  bolts  z'  i',  and  a  thrust  plate  or  bar  N',  substantially 
as  and  for  the  purj)oses  set  forth. 

No.  31,159. — George  Esterly,  of  White  Water,  Wis. — Improvement  in  Harvesters, — 

Paieut  dated  January  2*2,  18GI. — By  the  anangement  claimed  the  grain  is  discharged  with  a 
sliort  straight  movement  of  the  rake  in  an  angular  direction  immediately  betwex^n  the  platform 
and  the  driving  wheel  frame,  l>y  which  the  hcatteriug  of  the  gmin  and  the  labor  in  raking  a 
long  distance,  as  in  long  ])latforms,  is  avoided.  TIio  aiTangeineut  of  the  thrust  or  tension 
screw  rod  and  curved  brace  with  the  dividing  apparatus,  grain  wheel  axle,  and  reel  support, 
secures  an  unobstructed  si)ace  beyond  the  front  end  of  tho  divider  to  the  rear  end  of  the  reel 
bearer,  and  i)revents  tho  weight  of  the  reel  from  resting  upon  the  finger  beam,  which  causes 
the  giain  end  to  sag,  the  weight  coming  directly  upon  the  axle. 

Claim, — First,  the  arrangement  of  the  reel  and  cutting  apparatus  obliquely  to  the  side  of  the 
driving  wheel  frame  and  platform  M  V  w,  when  tho  rear  line  of  the  platform  is  oblique  to  tho 
driving  wheel  frame,  and  its  inner  comer  terminates  near  tho  axle  of  the  driving  wheel,  sub- 
stantially as  and  for  tho  purposes  set  forth. 

8econd,  the  arrangement  of  the  thnist  or  screw  rod  I,  and  curved  brace  J,  with  the 
dividing  apparatus,  grain  wheel  axle  c,  and  reel  support  fl,  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  31, ICO. — O.  C.  Evans,  of  New  York,  N.  Y.— Improvement  in  Lamps,— Ta.teni  d&ieU 
January  22,  18G1. — This  invention  consists  in  constructing  in  the  ordinary  coal  oil  lamp,  (of 
which  the  chimney  is  an  essential,)  and  around  the  wick  tube,  a  gas  chamber.  To  tho  upper 
]>urt  of  this  gas  chamber  (and  Ibrming  a  part  of  the  snme)  are  attached  horns,  having  on  the 
u}»per  inner  side  each  a  slit,  fttr  the  i)urp(>>o  of  opening  a  gas  and  vapor  communication 
between  the  gas  chamber  and  the  llaiiio.  'J'ho  upper  end  of  the  wick  tube  is  perforated  with 
holes,  or  slotted  openings,  for  the  purpose  of  allowing  the  gasses  and  vapors  which  are  hbe- 
rated  from  the  oil  or  tluid  in  the  wick  by  the  heat  communicated  thereto  to  freely  pass  into 
the  gas  chamljer,  and  Irom  thence  out  at  the  slits. 

Claim. — First,  the  combination  and  aiTangement  of  the  gas  chamber  A,  constructed  with 
horns  t  ^  and  siitted  openings,  as  described,  with  the  openings  of  the  wick  tube  a^  a^  a\  &c. 

Second,  in  combination  with  the  gas  chamber  and  oj  tniugs  in  the  wick  tube  of  the  guards 
c  f,  and  petticoat  cono  D,  tho  same  being  arranged  in  the  manner  and  for  the  purposes  set 
forth. 

No.  31,101. — Isaac  N.  Ffxcii,  of  Ilollis,  yimniy,— Improvement  in  Hub  Machines. — ^Patent 
dated  January  22,  IWOI. — To  a  common  turning  lathe  is  secured,  by  means  of  a  rod  passing 
through  tho  lower  part,  a  frame  which  is  made  to  swing  towards  or  from  the  centre  of  tho 
block  to  be  turned.  Within  this  frame  is  a  sash  provuied  v»ith  bars  to  receive  the  cutters, 
and  mado  to  slid(j  up  and  down.  An  auger  pressed  up  through  a  hollow  spindle  cuts  through 
the  centre  of  the  hub. 

Claim. — The  combination  latho  attachment,  the  arrangement  of  tho  reciprocating  knifo 
tVame,  and  the  >ibrating  swing  feeil  frame,  in  the  manner  and  lor  the  purposes  set  forth,  and 
boring  the  hub  while  it  is  being  turned  by  piessiug  up  the  auger  through  tho  hollow  spindle. 

No.  31,162.— F.  F.  Fowler,  of  Crane  Township,  Ohio.— Improvement  in  Machine  for 
Gatltering  Hay. — Patent  dated  January  2xJ,  1801. — Two  hi^h  niimers,  drawn  by  a  jointed 
tongue,  aro  provided  with  a  revolving  rake  having  its  bearmgs  in  the  rear  portion  of  the 
lunuers,  tho  bearings  of  the  rake  and  tongue  shalts  being  sufiiciently  loose  and  free  to  permit 
tlie  runners  to  confonu  to  the  surface  of  the  ground. 

Claim. — The  arrangement  of  runners  F,  braced,  as  described,  with  the  revolving  rake  R, 
tongue  T,  shaft  r,  and  braces  /,  when  tho  several  parts  have  tho  loose  connexion  described, 
whereby  the  machine  may  conlorm  to  the  inequalities  of  the  surface  passed  over,  the  con- 
stmctiou  and  operation  being  as  set  forth. 

No.  31,163. — E.  W.  Fuller,  of  Martinsville,  La. — Improvement  in  Cultivators, — ^Patent 
dated  January  22,  18G1. — Tho  object  of  tliis  invention  is  to  admit  of  the  ploughs  being  ad- 
justed both  vertically  and  laterally,  and  at  the  same  time  admit  of  the  use  of  either  ordinary 
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wheels  or  of  a  roller  and  revolving  harrow,  and  a  seed  distributing  attachment,  when 
required. 

Claim. — The  arrangement  of  the  adjustable  bars  E  E,  ploughs  G,  rotary  harrow  B,  and 
roller  C,  with  the  adjustable  bars  D  D,  transverse  bars  a,  and  frame  A,  all  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  31,164.— Gilbert  G.  Gabrion  and  Nathaniel  B.  Wuitney,  of  Copenhagen,  N.  Y. — 
Improved  Stare  Jointer, — Patent  dated  January  iJ2,  18G1. — This  invention  consists  in  the 
combination  of  two  jointer  planes  secured  in  each  side  of  a  suitable  frame,  with  a  sliding  car- 
riage, jack,  or  frame  for  holding  (and,  when  the  Htavc  i^  for  a  vessel  having  a  bilge,  for  bend- 
ing) the  stave,  the  said  canria^e  being  hung  at  its  inner  edge  on  an  axis  on  which  it  is  made 
to  slide  back  and  forth,  thus  iorcing  the  stave  over  the  plane  and  jointing  it. 

Claim. — ^Tho  combination  of  the  planes  1  and  2,  secured  in  the  frame  4,  and  made  adjnst- 
able,  in  the  manner  described,  with  the  carriage  7  sliding  on  tho  rod  or  shaft  6;  all  being 
constructed,  arranged,  and  operated  substantially  as  set  forth. 

No.  31,165. — ^Jonx  Griffin,  of  Louisville^  Ky. — Improvement  in  Cotton  Pickers, — Patent 
dated  January  2*2,  160 J. — ^This  invention  relates  to  an  improvement  in  cotton  pickers,  for 
which  patents  were  granted  to  the  same  inventor  March  8  and  Noveml)er  22,  185U,  and  con- 
sists in  a  series  of  pipes  or  tubes  and  valves  so  arranged  that  when  tho  tiaring  end  of  the 
large  tube  is  placea  over  a  boll  of  cotton  the  suction  will  be  strong  enough  to  carry  the  cotton 
up  through  a  flexible  valve  into  a  receiver  above.  The  device  is  applied  by  hand  to  the  bolls 
of  cotton,  and  suction  is  caused  by  a  steam  engine,  to  which  the  device  is  attached  by  a 
flexible  tube. 

Claim, — Tho  arrangement  for  joint  operation  of  the  tubes  A  F  I,  valves  C  d,  and  pipes 
I  m,  essentially  as  and  for  the  purpose  set  forth. 

No.  31,166.— Suspended. 

No.  31,167.— -Robert  Heneage,  of  Buffalo,  N.  Y, —Improvement  in  Hemp  Brakes, — 
Patent  dated  January  22,  1861. — The  secondary  brake  is  so  arranged  as  to  direct  the  hemp 
downwards,  after  passing  between  the  primary  brakes,  to  the  dressers  below,  which  latter 
are  placed  upon  si)rings,  so  that  one  will  stand  close  to  the  forward  roller  and  the  other  will 
be  just  below  the  forward  comb,  a  reciprocating  motion  being  given  to  them  by  a  crank  and 
shaft.  A  shifter  and  shifting  gear  are  applied  for  tho  purpose  of  reversing  the  motion  of  die 
brakes  and  carrying  back  tho  hemp  upon  the  table. 

Claim. — ^The  aiTangeraent  of  the  secondary  brake  F  with  the  brakes  C  C,  in  combination 
with  tho  dressers  G  G"  and  the  gearing  for  reversing  the  motion  of  the  machine,  so  that  the 
parcel  of  hemp,  as  it  passes  through  the  brakes,  will  be  bent  at  right  angles,  or  nearly  so, 
and  directed  downward  to  the  dressers,  the  brakes  operating  and  holding  on  to  the  parcel  of 
hemp  while  the  dressers  are  performing  their  work,  substantially  as  set  torth. 

No.  31,168. — C.  L.  IIerring,  of  St.  Louis,  Mo. — Improvement  in  Gas  Regulators, — 
Patent  dated  January  22,  1861. — ^Thin  curved  metal  plates  are  applied  to  the  flexible  dii^ 
phragm  of  a  gas  regulator,  so  as  to  impart  to  the  saia  diaphragm  the  sensibility  incident  to 
tho  application  of  plates  thereto,  without  impairing  the  extent  of  its  action  or  its  flexibility, 
as  in  the  case  of  making  the  plates  flat,  and  clampmg  them  close  to  the  diaphragm. 

Claim. — ^The  application  ot  the  curved  plates  a  a  to  the  flexible  diaphr^m  C,  substantially 
as  described;  for  the  purpose  specified. 

No.  31,169.— Edward  Holmes  and  Britain  Holmes,  of  Buffalo,  N.  Y,— Improvement 
in  Stave  Machines. — Patent  dated  January  '22^  1861. — ^This  machine  is  designed  for  dressing 
barrel  staves  of  every  description,  differing  in  length,  width,  and  bilge,  and  of  any  required 
hovel,  and  also  staves  of  butter  firkins,  pails,  &,c  The  invention  does  not  admit  of  a  brief 
description. 

Claim. — First,  tho  endless  revolving  iron  bed  A,  constructed  of  jointed  links,  and  hav- 
jQg  stops  a',  in  combination  with  cams,  whose  velocity  must  bo  increased  or  diminished 
according  to  tho  length  of  the  stave  to  bo  dressed. 

Second,  the  arrangement  of  tho  jointers  in  frame  L,  said  frame  being  operated  by  levers 
which  have  a  connexion  to  a  cam,  which  cam  has  a  horizontal  adjustable  movement  upon  its 
shaft,  so  that  the  revolution  of  the  cam  (through  the  arrangement  of  the  levers)  will  commu- 
nicate a  reciprocating  movement  to  the  jointers,  for  tho  purposes  set  forth. 

Third,  the  combination  of  the  adjustable  lever  n  with  the  frame  'L  and  hook  or  rest  V,  foi 
the  purpose  of  giving  different  width  to  staves,  substantially  as  described. 

Fourth,  the  arrangement  of  the  fiame  R,  including  the  cutter  T,  with  the  other  parts  of 
the  machine,  substantially  as  described,  so  that  the  said  frame  will  have  a  periodical  move- 
ment which  will  cause  tho  stave  to  be  chessed  thinner  in  the  middle  portion  thereof  than  it  is 
at  the  ends. 

Fifth,  the  arrangement  of  the  gauges  1234,  &c..  in  combination  with  tho  lever  u  and  rest  r, 
for  the  purpose  of  locating  the  rest  v  in  the  proper  place  to  bring  the  lever  h  to  its  proper 
angle  to  give  the  required  width  of  stave. 
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No.  31,170. — Alfred  Ingalls,  of  Independence,  Iowa. — Improved  Tire  Heater. — ^Patent 
dated  January  22, 18G1. — This  invention  consists  in  a  cylindrical  furnace  with  a  movable  top, 
havinpf  two  or  more  concentric  clmmbers  made  in  it  for  receivinj^  tires  of  different  diameters, 
and  furnished  with  dampers  or  valves  whereby  the  draught  of  the  furnace  may  be  conducted 
through  either  one  of  the  concentric  chambers  from  a  door  in  the  outer  box  to  an  escape  pip« 
diametrically  opposite  to  this  door. 

Claim, — Combininp:  with  the  horizontal  circular  furnace  described  the  inside  concentric 
partitions  D  D,  movable  covers  C  0  C,  the  dampers  e  c  and  g,  and  supiwrting  rods  p  p  p  p, 
ail  arranged  substantially  as  and  for  the  purposes  described. 

No.  31,171. — Charles  Irwin,  of  Buffalo,  N.  Y. — Improvement  in  Setting  Machines. — 
Patent  dated  January  22,  18(51. — The  object  of  this  invention  is  to  msure  the  needle  from 
being  broken  by  contact  with  the  shuttle,  and  the  forming  of  a  perfect  and  well  developed 
loop,  and  it  consists  in  guiding  and  protecting  the  needle  and  its  thread  by  the  action  of  a 
spring  attached  to  the  plate  through  which  the  needle  plays  and  of  an  adjustable  arm  on  the 
front  end  of  the  shuttle-carrier. 

Claim. — ^The  adjustable  aim  b  on  the  front  end  of  the  shuttle-carrier,  in  combination  with 
the  spring  /  for  guiding  and  protecting  the  needle  and  its  thread,  as  set  forth. 

No.  31,172.— William  Jarrell,  of  Trenton,  Tenn. — Improvement  in  Ploughs. — Patent 
dated  January  22,  18G1. — ^This  invention  consists  in  a  peculiar  manner  of  securing  the  land- 
fiide  of  a  plough,  the  advantages  being  facility  in  casting,  perfect  security  when  in  position, 
and  ease  of  removal  for  repedi*  or  substitution. 

Claim. — The  combination  of  the  landsidc  13,  sockets  d  and/,  bolt  e,  and  nut  g,  construct^dt 
arranged,  and  operating  in  the  manner  and  for  the  piuposes  set  forth. 

No.  31,173. — ^Levi  Jewell,  of  Strathani,  N.  H. — Improvement  in  Fire  Escapes. — ^Patent 
dat^  January  22,  18G1. — ^This  invention  consists  in  the  use  of  a  metal  roller  furnished  with 
pulleys  for  rolhng  up  and  unrolling  the  shade,  and  hung  in  strong  metal  brackets  so  con- 
structed that  a  brake  can  be  apphed  to  the  roller.  The  fire  escape  consists  in  the  employment 
of  two  ropes  of  a  suitable  size,  which  are  wound  around  the  roller,  and  when  not  in  use  are 
covered  with  a  metal  casing,  but  when  in  use  one  rope  will  unwind  from  the  roller,  while  the 
other  \vinds  upon  it. 

Claim. — Combining  with  a  shade  fixture  the  metal  roller  C,  hinged  caps  E  E,  set  screws 
a  a,  and  cords  G  II,  with  the  covers  g  gy  substantially  as  and  for  the  piiri)oses  described. 

No.  31,174. — ^Daniel  G.  ICettell,  of  Worcester,  Mass. — Improved  Harness  for  Prercnh- 
ing  the  Fore  Legs  of  Horses  from  Interfering. — Patent  dated  January  22,  18(31. — An  elongated 
or  oval-shaped  guard,  made  of  wood  or  other  suitable  material,  is  suspended  between  the  legs 
of  the  imimal  near  the  breast,  and  is  of  such  width  that  w^hilo  it  docs  not  interfere  with  the 
forward  movement  of  either  leg  will  prevent  them  from  coming  in  contact  at  the  ankle  or 
knee  joint. 

Claim. — The  new  method,  substantially  as  described,  of  preventing  a  horse  while  travel- 
ling from  iuiuring  one  fore  leg  with  the  hoof  of  the  other,  as  well  as  of  breaking  the 
horse  of  such  bad  habit,  the  same  being  accomplished  by  a  guard  arranged  and  suspended 
near  or  close  to  the  breast  and  between  tne  legs  of  a  hoi*se,  and  to  operate  as  specified. 

No.  31,175.— D.  A.  King  and  T.  Norris,  of  Lexington,  Ky.— Improved  Dovetailing  Ma^ 
€hine. — Patent  dated  January  22,  18(31. — ^This  invention  relates  to  the  means  and  method  of 
forming  the  joints  of  cabinet  or  other  wood  work  somewhat  al'ter  the  manner  known  as  **  dove- 
tailing, and  consists  of  a  machine  having  two  sets  of  rotating  bits  or  tools,  one  set  of  which 
forms  the  dovetail  tenons,  and  the  other  set  forms  the  mortises  to  match. 

Claim, — First,  the  boring  bits  d  d  and  sliding  bench  I,  in  combination  with  the  chisel 
bits  w  10,  when  constructed  and  arranged  to  operate  together  in  forming  the  pocuhor  moF- 
tiscs  on  Z,  Fig.  4,  substantially  in  the  manner  specified. 

Second,  wo  claim  the  combination  and  arrangement  of  the  tenoning  bits  e  c,  the  sUding 
bench  K,  and  the  adjustable  stop  y,  constructed  and  operating  substantially  as  and  for  the 
purpose  set  forth. 

No.  31,176.— Benjamin  F.  Knowles,  of  Providence,  R.  I. — Improvement  in  Harness 
Motion  for  Looms. — Patent  dated  January  22,  18(31. — The  cones  and  pulleys  are  so  arranged 
that  while  every  leaf  of  harness  has  a  movement  proportioned  to  its  distance  from  the  filhng 
point,  so  that  every  shed  is  opened  to  the  same  width  at  the  point  where  the  shuttle  passes 
through  it,  the  harness  stands  are  open  at  the  top,  permitting  the  weaver  standing  in  front  to 
attend  to  the  back  part  of  the  loom  without  going  around.  Tho  construction  of  the  com 
groove  by  which  the  vibrating  lover  is  attached  enables  the  loom  to  be  driven  at  a  higher 
velocity,  that  is  to  say,  to  make  a  greater  number  of  picks  per  minute  than  w^hen  tho  shed 
crosses  at  the  same  velocity  as  tho  earUer  or  later  portions  of  its  opening  and  closing  move- 
ments, without  increased  liobility  of  doing  injury  to  the  warp  at  the  time  of  crossing  the  shed. 

Claim, — Furst,   the  employment  for  supporting  and  operating  the   harness,  x>f  cones 
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of  pnlleTg  nrranged  with  their  axes  parallel  with  tho  vibrations  of  the  lay  and  the  largei 
pulleys  of  the  cones  toward  the  rear  of  the  loom,  substantially  as  specified. 

Second,  in  combination  with  a  horizontally  vibrating  lever  I,  connecting  with  a  belt  oi 
Belts  //  for  driving  tho  harness,  I  claim  a  grooved  cam  J,  so  constnicted  as  to  produce  a 
Blower  movement  of  tho  harness  at  tho  time  of  the  crossing  of  the  shed,  as  compared  with  its 
movement  in  the  earlier  and  later  stages  of  the  opening  and  closing  of  the  shed,  substantially 
as  described. 

No.  31,177.— J.  n.  La  Bau,  of  New  York,  N.  Y. — Improvement  in  Machines  for  Finishing 
Hats, — Patent  dated  January  22,  18G1. — The  object  of  this  invention  is  to  finish  silk  or  fuj 
hats  by  means  of  mechanism,  which  performs  the  process  of  sponging,  brushing,  and  ironing 
automatically,  motion  being  imparted  through  the  rotation  of  a  single  shaft. 

Claim. — First,  the  levers  M  M'  M",  with  the  heater  wi,  bnish  w,  and  snonge  o,  ro» 
respectively  attached,  tho  arms  J  J'  J",  screw  shaft  13,  provided  with  the  hat  tlock  C,  and 
the  bar  H,  provided  with  the  nut  I,  arranged  for  joint  operation,  substantially  as  and  for  th» 
purpose  set  forth. 

Second,  the  fusee-shaped  projection  K',  on  the  disk  K,  rod  P  connected  with  the  shaft  0> 
on  tho  slide  Q,  also  connected  to  said  shaft,  and  provided  with  the  upright  projection  a',  the 
above  parts  being  arranged  substantial! v  as  shown,  to  cause  the  heater,  brush,  and  sponge  U> 
pass  over  and  act  upon  the  brim  of  the  hat,  as  set  forth. 

Third,  the  arraingement,  when  used  in  connexion  with  parts  above  named,  of  tho  puller" 
E  and  disk  G,  tho  former  being  fitted  loosely  on  the  socket  D,  and  the  latter  provided  with 
tho  pendants  b  &,  which  pass  through  tho  pulley  substantially  as  described,  whereby  tho  shaCi 
B  may  bo  rotated  and  allowed  to  rise  as  it  rotates,  for  tho  purpose  specified. 

No.  31,178.— Andrew  B.  Lefler,  of  Canton,  Ind.—rmprovement  in  Cultivators, ^VatGiit 
dated  January  22,  18G1. — Tho  reversible  shares  are  bolted  at  their  centres  to  the  respective 
standards,  the  lower  parts  of  which  arc  curs'ed  to  correspond  with  the  form  of  tho  said  shares 
and  strengthen  the  same  to  their  extremities.  The  ui)pcr  end  of  tho  share  is  held  between 
the  beam  and  a  washer,  confined  by  a  nut  and  bolt,  by  which  tho  standard  is  attached  to  tho 
beam. 

Claim. — ^Tho  described  combination  of  the  l>cnt  beam  B,  reversible  shares  E  E',  and  stand* 
ards  D  D',  with  the  brace  C  and  washer  F,  tho  said  parts  being  constructed,  arranged,  and 
connected  in  tho  manner  and  for  the  purposes  described.  ' 

No.  31,179. — C.  B.  Loveless,  of  Tom*8  River,  N.  J. — Improvement  in  Vapor  Lamps.—' 
Patent  dated  January  22,  18C1. — ^The  claim  and  engraving  will  explain  tho  nature  of  this 
invention. 

Claim. — The  combination  with  the  wick  tube  T  of  tho  crescent-shaped  gas  chamber  C, 
having  the  burner  B  and  the  elongated  heat  conducting  rings  K,  peri'omiing  the  double  func# 
tion  ot  generating  ^as  and  aiding  in  the  lateral  spreading  of  tho  tlame;  the  whole  being  con^ 
structed  and  operating  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,180.— TnoMAS  J.  ^Iayall,  of  Roxburr,  Mass. — Improvement  in  Polishing  Tools.— 
Patent  dated  January  22,  18ol. — ^The  claim  and  tho  engraving  will  explain  the  nature  of  this 
inventiod. 

Claim. — Aa  a  new  article  of  manufacture,  the  tool  described  for  polishing  shafts,  rods> 
or  other  objects  of  cylindrical  or  round  formation,  and  capable  of  revolution,  the  same 
consisting  of  two  pieces  provided  with  corresponding  cavities,  and  hinged  together  to  admit 
of  their  toeing  separated  and  brought  together  for  operation,  as  described,  tho  polishing  6U]> 
faces  \mnff  composed  of  India-rubber  or  gutta-percha,  or  of  the  various  compositions  of  these> 
witli  which  emery,  sand,  glass,  or  other  suitable  gritty  substance  is  incorporated,  substantially 
ai  set  forth. 

No.  31,181.— John  B.  McCormick  and  William  R.  Baker,  of  St.  Louis,  "Mo.— Im- 
provement in  Hemp  Brakes. — ^Patent  dated  January  22,  1861. — ^The  revolving  drum  is  formed 
of  two  heads  keyed  on  the  shaft,  ono  near  each  end,  tho  heads  being  provided  with  radial 
slots,  between  which  longitudinal  bars  are  secured.  Between  the  bars  d  ofthe  drum  are  placed 
bars  /,  armed  with  teeth  or  spikes,  and  working  loosely  in  the  slots  of  tho  heads.  The  bars 
/  have  also  a  lateral  or  longitudinal  motion  given  them  by  means  of  4ig-zag  cams  on  each 
nde  of  tho  framing,  the  object  being  to  scutch  and  thoroughly  cleanso  the  hemp  from  all 
woody  matter.  Below  the  drum  are  placed  endless  belts,  provided  with  slats,  the  ends  of 
which  gear  into  corresponding  recesses  in  the  peripheries  of  tho  drumheads. 

Claim, — ^Tbo  combination  of  the  endless  belt  /c,  with  the  radially  sliding  armed  bars  /,  aa 
and  for  tho  purpose  shown  and  described. 

Also,  giving  a  lateral  movement  to  tho  said  radially  sliding  armed  bars  /,  In  tho  manner 
and  for  the  purpose  shown  and  described. 

No.  31,182.— Hiram  McDonald,  of  Union  Springs  N.  Y.— Improvement  in  Wood-brneU 
nig  Machines, — ^Patent  dated  January  22,  ISUl. — The  mould  around  which  the  stuff  is  bent 
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is  attnched  to  one  end  of  a  block  secured  to  the  bed-piece.  The  inner  parts  of  the  beds,  F  F, 
are  fitted  to  the  mould,  and  their  outer  parts  rest  on  curved  glides  or  supports.  In  the  outer 
part  of  each  bed  are  placed  two  eccentrics  of  different  forms  on  a  common  axis,  which  bear 

Xinst  sliding  plates  fitted  in  boxes,  and  between  the  plates  and  slides  are  interposed  keys, 
ch  cause  the  slides  to  l>ear  up  aji^ainst  the  end  of  tlie  strip  to  be  bent.  By  means  of  a 
windlass  and  levers  the  strips  are  bent  around  the  mould,  rollers  on  the  lever  keeping  the  strip 
snugly  to  the  mould.  The  eccentrics,  which  serve  as  stops  for  "upsetting"  the  wood,  are 
verj'  gradually  relaxed  as  the  strips  are  bent. 

Claim, — The  eccentrics  /  m,  sliding  plates  o  p^  slides  t  «,  and  the  keys  r  5,  placed  at  the 
outer  parts  of  the  beds  F  F,  and  arranged  substantially  as  and  for  the  purpose  set  forth. 

Ko.  31,183.— Dayton  S.  Morgan,  Brockport,  N.  Y. — Improvement  in  Harvesters, — 
Patent  dated  January  22,  18G1. — This  improvement  is  more  especially  adapted  to  the 
machine  patented  by  William  H.  Seymour^  in  1851,  and  known  as  the  **New  York 
Reaper."  The  invention  consists  in  the  employment  of  a  peculiarly  shapetl  reel-suj>- 
port,  fastened  to  the  inner  or  grain  side  of  the  machine,  and  in  front  of  its  axis  of 
oscillation,  and  curved  outwanlly  l>oyond  the  outer  diverging  line  of  the  divider,  in  order  to 
leave  an  open  space  above  the  divider,  and  then  curved  inwardly  again,  above  the  level  of  the 
reel-bearer,  sufficiently  to  bring  the  end  to  which  the  reel-bearer  is  attached  above,  but  some- 
what outside  of  the  rising  line  of  the  divider,  the  object  behig  to  prevent  the  grain  from 
catching  upon  the  posts  or  clogging  tlu)  reel. 

Claim, — The  combination  of  the  peculiarly  curved  reel-support  A  with  the  horizontal  arm 
E  and  supplementary  divider  D,  when  the  whole  are  arranged  relatively  to  each  other  and 
to  the  frame  of  the  machine  substantially  as  described,  for  the  purpose  set  forth. 

No.  31,184. — ^David  A.  Morris,  of  Pittsburg,  Penn. — Improvement  in  Manufacture  of 
Sheet  Iron, — Patent  dated  January  22,  18G1. — ^Tho  object  ot  this  invention  is  to  form  aa 
enamel  on  the  surface  of  sheet  iron,  to  lessen  its  tendency  to  corrosion,  and  give  it  a  high 
dep'ci2  of  finish. 

Claim. — ^The  application  of  carbonaceous  material  prior  to  heating  the  iron,  (without  remoT*- 
ing  the  iron  scale  or  black  oxyd  from  the  surface  of  the  sheets, )  and  for  the  purpose  specified. 

No.  31,185. — George  C.  Munson,  of  New  York,  N.  Y. — Improvement  in  Tucking 
Gau0s, — Patent  dated  January  22,  18G1. — The  claim  and  engraving  will  explain  the  nature 
of  this  invention. 

Claim, — ^An  instrument  or  implement  forming  a  tucking  gauge  for  attachment  to  a  sewing 
machine,  essentially  as  described,  and  having  for  its  elements  the  combination  of  clamping 
plates,  or  a  clamping  plate  and  bar  or  roller,  or  equivalent  devices,  constructed  to  hold  the 
cloth  at  any  desired  width  of  tuck  with  a  gentle  pressure  from  the  edge  throughout  the  width 
of  tuck,  a  device  or  means  for  regulating  the  pressure  of  the  clamping  plates,  and  varying 
their  width  apart,  an  outside  guide  to  the  folded  edge  of  the  cloth,  aujustable  at  pleasure,  ana 
a  device  or  means  for  urging  the  cloth  up  against  said  guide,  all  for  operation  together,  sttl>> 
BtantiaUy  as  and  for  the  purpose  or  purposes  set  forth. 

No.  31,186.— J.  Y.  D.  Murphy,  of  Half  Moon,  TeTm.^lmvrovement  in  Com  Planters,-^ 
Patent  dated  January  22, 1861. — Below  the  seed-conducting  tune  is  arranged  a  seed  chamber 
to  which  a  reciprocating  movement  is  given.  Under  this  seed  chamber  is  a  sliding  bottom, 
to  faciliate  the  passage  of  the  com  from  the  conductor.  In  front  of  the  sUding  chamber,  and 
secured  at  the  top  ot  the  frame,  is  a  vertical  cutter  which,  in  connexion  with  a  horizontal 
cutter  and  the  side  plates,  serve  to  open  the  furrow.  Motion  is  given  to  the  various  parts  by 
means  of  a  lever  operated  by  cams  on  the  driving  wheel,  so  that  the  furrow  is  made,  and  the 
seed  dropped  therein  and  covered,  at  one  operation. 

Claim, — ^First,  the  combination  of  the  reciprocating  seed  chamber  T,  opener  V,  and  sliding 
bottom  6,  arranged  and  operating  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  aiTangemcnt  of  cutter  /,  comb  &,  horizontal  cutter  V,  side  plates  M.  depo»- 
Iting  chamber  T,  conducting  tube  p,  shaft  £,  spring  a,  bar  H,  and  slide  J,  substantially 
as  set  forth. 

No.  31,187. — Arthur  Netll,  of  Boston,  Mass. — Improvement  in  Moulds  for  Shaping 
India-rubber  Pencil-heads, — Patent  dated  January  22,  18bl. — ^This  invention  consists  in  the 
combination  and  arrangement  of  three  metallic  plates,  (one  of  them  being  a  core  plate, )  bj 
which  is  produced  an  India-rubber  head,  to  be  fixed  on  one  end  of  a  lead  pencil. 

Claim, — ^A  mould  composed  of  a  core  plate  C,  with  its  cores  aaa,  matrice  plate  B,  and  a 
cap  plate  A,  combined  and  arranged  together  substantially  as  described  and  for  the  purpose 
set  forth. 

No.  31,188. — ^Frederick  H.  Purington,  of  Willimantic,  Conn. — Improvement  in  Drawer 
Alarms, — Patent  dated  January  22,  1861. — The  object  of  this  invention  is  to  obtain  an  alarm 
for  tills  and  drawers  wliich  will  give  warning  when  an  iUegitimate  attempt  is  made  to  open 
them,  and  at  the  same  time  will  cause  the  tills  and  drawers  to  be  locked  so  as  to  prevent  their 
being  opened  except  by  a  key. 
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Claim. — The  catches  G,  arraoged  relatively  with  the  springs  D,  as  shown  and  used  in 
connexion  with  the  slide  F,  to  operate  as  and  for  the  purpose  set  forth. 

No.  3 1,1 89. —Louis  C.  Rodier,  of  Springfield,  'Mass.^ Improvement  in  Tool-handles. — 
Patent  dated  January  22,  IS  •!. — The  terrule  on  the  end  of  the  handle  is  provided  with  a 
hollow  shank  made  square.  On  the  outside  of  the  shank  is  a  screw  thread,  over  which 
screws  a  cap  having  a  hole  for  the  insertion  of  the  awl.  The  flange  of  the  awl  is  nipped 
between  the  cap  and  head  of  the  fcmilo  and  fimily  secured. 

Claim. — A  handle  for  awls  or  other  tools  having  the  feiTule  B  and  screw  cap  C  combined 
and  operating  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,190.— Thomas  W.  Roys,  of  Southampton,  N.  \ .—Improvement  in  Harpoon 
Guns. — Patent  dated  January  'Z'Z,  1^01. — This  gnu  is  do.signed  to  bo  so  shaped  and  propor- 
tioned as  to  be  balanced  on  the  shoulder.  The  barrel  is  i)rovided  with  two  transverse  flanges, 
through  the  upper  part  of  wliich  are  openings  provided  with  hiuged  flaps  or  valves  for  pro- 
tecting the  gunner  from  the  back  fire  of  the  rocket,  and  enabling  him  to  take  sight.  In  the 
lower  part  of  the  barrels  is  a  channel  in  which  the  point  of  a  hook,  attached  to  the  rear  end 
of  the  rocket,  moves,  so  that  when  it  is  discharged  from  the  banel  the  hook  catches  under  a 
bar  attached  to  a  link  to  which  the  roT)e  is  secured.  The  rear  of  the  gun  is  provided  with  a 
plate,  through  which  is  an  oi)eniug  large  enough  to  admit  the  harpoon,  which  opening  is 
covered  by  a  plate  hinged  to  the  upper  ptirt  of  a  frame,  for  the  purpose  of  preventing  the  tire 
from  the  rocket  passing  back. 

Claim. — First,  encircling  the  barrel  of  the  gun  with  one  or  more  transverse  flanges,  B, 
provided  with  valves  C,  lor  the  purpose  of  protecting  the  face  of  the  gunner  and  at  the 
same  time  enable  him  to  tidie  his  sight. 

Second,  placing  before  the  rear  end  of  the  barrel  a  stop  to  receive  the  back  fire  of  the 
rocket,  substantially  as  described  for  the  puri>ose  six'cified. 

Third,  the  long  bar  m  ucross  the  top  of  the  link  n  to  prevent  the  harpoon  from  being 
forced  clear  through  the  whale. 

Fourth,  the  vent  hole  r,  in  the  front  end  of  the  barrel,  for  the  purpose  of  closing  the  valve 
C  in  the  manner  described. 

Fifth,  the  chaimel  K,  on  the  gun  barrel,  through  which  the  hook  J  travels  so  as  to  catch 
the  linlv  n  in  the  manner  described. 

No.  31,191. — Samuel  SciaVLER,  of  Brooklyn,  N.  Y.— Improvement  in  Grain  Dryers. — 
Patent  dated  January  22,  18G1. — In  a  stack  or  tower  are  arrimged  a  seric*8  of  sieved  or  grated 
platforms,  hung  at  one  end  on  a  pivot  in  the  centre  of  their  w  idth,  the  other  end  being  sus- 
pended by  chliins  connected  to  a  shaft,  by  which  their  line  of  inclination  can  be  changed. 
The  sieves  are  vibrated  sidewise.  Elevators  are  placed  on  each  side  to  raise  the  grain  to  be 
drie<l,  and  that  which  has  been  dried,  to  bins  for  storage. 

Claim. — ^Tho  combination  of  the  series  of  platforais  B,  with  the  elevators  M  and  N,  as  set 
forth  and  for  the  purpose  described. 

No.  31,192.— Willi A3I  Sellers,  of  Philadelphia,  Pa. — Improvement  in  Oren«.— Patem 
dated  January  22,  18G1. — ^Tho  car  at  the  top  of  the  back  pile  or  series  is  transferred  to  the  top 
of  the  front  scries  by  means  of  a  hook  on  the  end  of  a  rack,  which  is  operated  by  a  wheel  K' 
on  shaft  k,  tho  other  end  of  which  carries  a  pinion  gearing  into  rack  G,  to  which  latter 
motion  is  communicated  by  fluid  under  pressure  in  cvlinder  I,  so  that  tho  operation  of  trans- 
ferring the  top  car  of  tho  back  series  to  the  top  of  the  front  one  is  performed  simultaneously 
with  that  of  entering  a  car  into  tho  oven.  An  alann  clock  is  so  arranged  as  to  set  off,  at 
longer  or  shorter  intervals,  as  may  bo  desired,  tho  setting  ofl^,  liberating  a  hair  trigger  to 
which  it  is  connected.  By  means  of  a  blower  and  pipes  extending  through  the  top  of  the 
oven,  a  current  of  air  may  be  forced  into  either  of  the  divisions  of  the  oven,  thus  forcing  the 
hot  air  down  towards  the  fire  below  and  into  the  flues  of  tho  fire  chamber  so  as  to  reduce  the 
temperature  to  the  degree  required. 

Claim. — First,  the  arrangement  of  the  cars  or  pans  in  the  oven  in  two  series,  one  ascend- 
ing and  tho  other  descending,  substantially  as  described,  in  combination  with  the  means  des- 
cril)ed,  or  the  equivalent  thereof,  for  transferring  from  the  ascending  to  the  descending  series 
within  the  oven,  and  with  means  for  inserting  and  discharging  at  or  near  tho  bottom  of  the 
oven  and  on  one  side  thereof,  substantially  as  described  and  for  tho  purpose  specified. 

Second,  also,  machinery  or  an  instrument  for  measuring  time,  in  combination  with 
the  machinery  which  operates  the  oven,  in  the  manner  substantially  as  specified  and  for  the 
purpose  set  forth. 

Third,  also,  in  combination  with  an  oven  having  the  fire  chamber  at  the  lower  part 
thereof,  and  in  which  tho  fire  is  not  separated  therefrom  by  any  roof  or  partition,  substan- 
tially as  described,  the  employment  of  the  blower,  oreqiuvalent  means,  for  forcing  in  acunent 
of  air  at  or  near  the  top,  substantially  as  described,  to  reduce  the  temperature  when  required. 

No.  31,193. — Oliver  Sweeny,  of  Norwich,  Conn. — Improved  Knife  Cleaner. — Patent 
dated  January  22.  1861. — This  invention  consists  in  the  arrangement  of  a  clamp  which  serves 
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to  retain  the  handles  of  two  or  more  knives,  iu  combination  with  a  supporting  perforated 
plntfui  in,  in  such  a  manner  that,  when  the  clamp  with  the  knives  is  placed  on  tho  platform^ 
the  blHiles  of  the  knives  rest  flat  on  said  platform  in  the  proper  i)o,sition  for  being  cleaned. 

Claim. — A  knife  cleaner  having  in  combination  a  clamp  A,  and  a  perforated  reversible  board 
B,  constructed  and  operating  in  tho  manner  and  for  tho  purpose  described. 

No.  31,194. — Jeremiah  Sweitzer,  of  Mishawaka,  Ind. — Improvement  in  Ploughs, — 
Patent  dated  January  Si'i,  leCl. — ^This  invention  consists  in  tho  arrangement  of  the  several 
parts  of  the  plough. 

Claim. — 1  ho  arrangement  of  the  beam  B,  handles  a  a\  landside  b,  standard  o,  and  brace  c  o, 
with  flanges  «,  the  whole  constructed  as  and  for  the  purposes  set  forth. 

No.  31,195.— Augustus  C.  Teubner,  of  New  York,  N.  Y. — Composition  for  Rendering 
Textile  and  other  Fabrics  Air  and  Hater  Tight, — Patent  dated  January  22,  18C1. — ^The  in- 
gredients used  in  this  composition  are  a  solution  of  oil  of  turpentine,  sugar  of  lead,  and  bal- 
salm  of  lir,  which  is  placed  in  one  vert>el ;  in  another  vessel  is  placed  a  solution  of  oil  of 
turpentine  and  gum  elastic;  and  in  a  third  a  mixture  of  gum  elemi,  resin  and  turpentine,  all 
which  are  Anally  thoroughly  incoq)oratcd  and  applied  to  silk,  Unen,  cotton,  and  other  fabrics. 

Claim. — Tho  composition  made  of  tho  ingredients  and  prepared  in  the  manner  and  used  for 
the  purposes  recited. 

No.  31,19G.— H.  L.  TIUSTLE,  of  New  York,  N.  Y.— Improved  Spring  Bed  Bottom,^ 
Patent  dated  January  22,  1801. — Tho  helical  springs  are  secured  between  the  upper  and 
lower  slats  by  means  of  knobs  projecting  from  their  lower  and  upper  sides  respectively,  the 
upper  slats  being  bent  up  and  their  ends  inserted  in  mortices  in  the  head  and  foot  rails. 

Claim. — Tho  arrangement  of  the  helical  springs  or  cross  bars,  substantially  as  described,  in 
combination  with  the  longitudinal  slats  above  them,  substantially  as  described. 

No.  31,197.— G.  B.  Vroom,  of  Jersey  City,  N.  J.,  and  Solomon  Kixzie,  of  Brooklyn, 
N.  Y. — Improvement  in  Machine  for  Hoisting  Barrels  and  Placing  them  in  Tiers  or  Rotes. — 
I^ent  ditted  January  22.  18(51. — ^I'his  invention  consists  in  the  eiiii)loyment  of  a  derrick  with 
a  movable  jointed  leg,  in  combination  witli  a  prop  or  frame,  whereby  the  barrels,  &c.,  will  bo 
raised  peq)endicularly  to  the  desired  height,  and  then  rolled  over  on  the  first  tier  with  a  com- 
paratively short  derrick. 

Claim. — In  combination  with  a  derrick  resting  on  four  legs  or  supports,  two  of  which  are 
stationary  and  tho  other  two  supported  on  wheels,  as  descrilwd,  I  claim  the  frame  B  and  B', 
when  the  whole  is  constructed  and  applied  substantially  as  described  for  the  purpose  set  forth. 

No.  31,198. — Joseph  Warner,  of  New  Britain,  Conn. — Improved  Kettle  Handle. — Patent 
dated  January  22,  1801. — The  object  of  this  invention  is  to  furnish  a  handle  which  may  be 
readily  attached  or  detached  from  kettles  which  have  no  permanently  fixed  handles. 

Claim. — ^A  handle  for  lifting  vessels  that  is  composed  of  a  curved  jtortion  X,  having  a  tongue 
and  shoulder  a  6  at  its  upper  end,  which  form  a  slot  to  grasp  the  edge  of  the  vessel,  tho 
whole  made  as  shown  and  described. 

No.  31,199. — Sarah  Jane  Wheeler,  of  New  Britain,  Conn.— Improvement  in  Curry- 
combs. — Patent  dated  January  22,  1801. — Tho  claim  and  engraving  will  explain  tho  nature 
of  this  invention. 

Claim. — The  combination  of  single  sheet  metal  bars  of  currycombs,  having  concave  back 
edges  of  a  sufiicient  degree  of  curvature  to  give  the  necessary  firmness  and  strength  without 
tho  assistance  of  side  projections  or  supports,  but  having  rivet  projections  thereon,  witli  a 
back  of  corresponding  curvature  so  as  to  fit  the  concave  b^ck  edges  of  said  bars,  and  either 
made  of  a  single  piece,  so  as  to  bo  *'  close,"  or  of  separate  pieces,  so  as  to  be  '*  open  "  and  un- 
obstructed between  all  the  bars,  substantially  in  tho  manner  and  for  the  purposes  specified. 

No.  31,200.-11.  S.  Wihte,  of  Newport,  R.  1.— -Improvement  in  Xetcspaper  Files.— Patent 
dated  January  22,  1801. — Tho  button  is  adjusted  in  a  loop  attached  to  a  table  or  other  fixture, 
and  the  staple  passes  through  an  eye  attached  to  the  table,  the  eye  having  a  small  padlock  in  it 
to  prevent  the  papers  from  being  abstracted. 

Claim. — ^Tho  employment  or  use  of  tho  button  C  and  staple  D  attached  to  one  of  tho  strips, 
in  connexion  with  the  loop  £  and  eye  11  attached  to  the  table  or  fixture  G,  as  and  for  the 
purpose  specified. 

No.  31,201.— William  C.  Willey,  of  Princeton,  1\\.— Improvement  in  Com  Planters, — 
Patent  dated  January  22, 1801. — ^The  object  of  this  invention  is  to  obtain  a  machine  for  plolit- 
ing  com  either  in  hills  or  drills,  and  at  a  greater  or  less  depth,  as  may  be  required.  The  seed- 
distributing  apparatus  may  be  operated  automatically  or  manually,  as  may  be  desired,  and 
without  tho  liability  of  choking  or  clogging. 

Claim. — The  arrangement  of  tho  hoppers  F,  oscillating  perforated  shell  G.  holes  /,  plates 
g,  vibrating  bar  J,  and  levers  L  K,  with  the  seed  tubes  if,  plates  I,  shares  D,  jointed  frames 
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A  C,  bars  b  b,  uprights  c  c,  projections  m,  and  rollers  B.  in  the  manner  and  for  the  purpose 
shown  and  described. 

No.  31,202.— W.  11.  AULD,  of  Fairfield,  Iowa,  assignor  to  Himself  and  R.  C.  Brown,  of 
Fairfield,  Iowa. — Fmprorement  in  Circular  Sawing  Machines. — Patent  dated  January  22, 
1851. — One  end  of  the  frame  is  pivoted  to  one  of  the  tics,  and  the  other  end  is  connected  with 
the  opposite  tie  by  arras  and  a  screw  rod,  by  which  means  a  ready  lateral  adjustment  of  the 
saw  is  effected,  for  the  purpose  of  preventing  its, binding  in  the  kerf  or  maning  the  work. 

Claim. — The  arrangement  of  the  pivot  a,  upon  which  the  adjustable  frame  C  turns,  in  front 
of  the  cutting  edge  of  the  saw  E,  as  shown  and  described,  whereby  the  angle  of  the  face  of 
the  saw  blade  may  be  varied  at  pleasure  without  changing  the  position  of  the  cutting  edge, 
all  as  set  forth. 

No.  31,203.— Francis  D.  Ballou,  of  Abington,  Mass.,  assignor  to  Himself  and  J.  L. 
Nash,  of  Abington,  Mass. — Improvement  in  Sewing  Machine. — Patent  dated  Januar}'  22, 
1801. — The  object  of  this  improvement  in  making  stitched  boots  or  shoes  by  sewing  mechan- 
ism is  to  hold  the  work  down  on  th»  table  or  bed  plate  of  the  machine  as  near  the  awl  and 
needle  as  possible,  and  to  keep  the  channel  formea  on  the  outside  of  the  outer  sole  oi)cn,  so 
that  the  seam  will  follow  closely  in  this  channel,  that  the  raised  lip  of  the  channel  may  be 
pressed  down  after  the  shoe  is  finished  and  present  a  neat  appearance,  as  if  the  stitching  had 
Deen  done  by  hand.  It  further  provides  for  stitching  the  shanks  of  the  boot  or  shoe,  and  also 
provides  for  keeping  the  upper  back  from  the  needles,  and  for  guiding  the  channel  to  receive 
the  same  through  the  machine,  and  for  sewing  light  or  heavy,  large  or  small  work. 

Claim. — First,  the  construction  of  the  presser  D,  with  separately  adjustable  foot  plates  C  C 
as  shown  and  described. 

Second,  the  curved  bearing  plate  B,  with  its  lip  c,  in  combination  with  the  pressor  bar  D 
and  foot  pieces  C  C,  aiTanged  as,  and  serving  for  the  purposes,  set  forth. 

Third,  the  arrangement  of  the  separately  ailiustable  foot  plates  C  C,  with  the  curved  plate 
B,  openers  G  G',  and  disk  E.  in  the  maimer  shown  and  described. 

No.  31,204. — ^Walker  B.  Bartram.  of  Norwalk,  Conn.,  assignor  to  A.  S.  Dodd,  of  New 
York  city. — Improvement  in  Fare  Boxes. — Patent  dated  January  22,  1801. — ^Witbin  the  box 
are  placed  metal  tubes  of  sufficient  size  internally  to  admit  of  the  passage  of  the  various 
pieces  of  coin  in  use.  These  tubes  have  an  opening  in  the  bottom  wide  enough  to  allow  a 
free  movement  of  open  valves  backward  and  fonvard,  the  valves  being  of  the  thickness  of 
the  several  coins  in  the  tubes.  The  valves  are  each  provided  with  a  finger  having  a  spring 
on  the  inside  and  pressing  against  the  lower  end  of  the  tubes.  A  revolving  wheel,  having 
any  proper  number  of  figures  on  its  circumference,  and  a  clock-work  arrangement,  are  con- 
nected to  a  lever  M,  which  also  connects  with  a  bell  and  a  glass  plate  turning  on  its  longitu- 
dinal axis,  situated  above  the  money  drawer,  and  extending  from  the  top  of  the  latter  to  a 
corresponding  immovable  glass  plate  placed  at  an  angle  with  the  front  of  the  box.  By  actu- 
ating the  lever  M,  a  pai^senger,  upon  dropping  in  a  large  coin,  can  take  out  the  proper  change 
and  at  the  same  time  register  a  number. 

Claim. — The  giving  of  exact  change,  as  desired,  by  means  of  tubes  A,  adapted  to  different 
coins,  in  combinationwith  the  open  valves  1),  levers  B,  and  springs  E,  constructed  and  oper- 
ated substantially  in  the  manner  and  for  the  pnqiose  set  forth. 

And,  in  combination  with  the  above,  I  also  claim  the  money  box  lever  M.  movable  plate  U 
X,  bell  J,  and  register  R,  the  whole  being  constructed  and  oj>erated  substantially  in  the  man- 
ner and  for  the  purpose  set  forth. 

No.  31,20,5.— Neiiemiah  S.  Bean,  of  Manchester,  N.  H.,  assignor  to  the  Amoskeag  Man- 
tJFACTURlNG  COMPANY,  of  same  place. — Improvement  in  Picker  Staff  Motion. — Patent  dated 
January  22,  1861. — The  picker  staff"  is  secured  to  a  rocker  hinged  to  the  open  link  c,  the 
latter  is  also  hinged  to  the  piece  c,  Avhich  is  arranged  to  bo  bolted  to  the  lay  of  a  loom.  The 
link  projects  beyond  the  pivot  on  which  it  vibrates,  so  that  the  spring  can  act  on  the  short 
arm,  considering  the  link  as  a  lever.  The  ears  g,  which  project  from  the  link  downward  on 
each  side  of  the  piece  e,  guide  the  movements  of  the  link,  and  consequently  those  of  the 
picker  stafiP,  by  wnich  means  the  spring  is  made  to  operate  to  retain  the  picker  staff  after  it 
Bas  moved  forward  to  throw  the  shuttle. 

Claim. — The  arrangement  and  combination  of  the  rocker  of  the  picker  staff  within  the  link 
and  upon  the  piece  e.  when  the  rockers  and  link  are  hinged  and  are  operated  upon  by  a  spring, 
and  the  link  is  provided  with  guiding  ears  g. 

No.  31,206. — Albert  Bellingrath,  of  Atlanta,  Ga..  assignor  to  Himself  and  Leonard 
Bellingrath,  jr.,  of  Atlanta,  Ga. — Improvement  in  Pumps. — ^Patent  dated  January  22, 
1861. — To  the  piston  rod,  above  the  opening  in  the  cylinder,  is  attached  a  piece  provided 
with  wedges,  which  work  through  guides  provided  with  friction  rollers.  These  wedges  serve 
to  rotate  the  piston  part  way  round,  as  it  is  worked  up  and  down,  the  upper  end  of  the  piston 
being  attached  to  a  swivel,  to  allow  it  to  turn.  The  piston  is  provided  with  wings,  one  ex- 
tending above  and  the  other  below,  and  covering,  respectively,  a  suction  and  discharge  hole. 
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there  being  two  of  each  of  these  holes,  so  that  as  the  piston  rod  moves  up  and  down  the  ac- 
tion of  the  wedges  cause  an  alternate  action  of  the  wings  upon  the  suction  and  discharge 
holes,  which  are  connected  by  pipes,  by  which  the  water  is  raised  without  the  use  of  valves. 
Claim, — The  construction  and  aiTangement  of  the  i)i.ston  B,  cylinder  A,  wedge  D,  in  the 
manner  and  for  the  purposes  set  forth. 

No.  ai, 207.— Albert  II.  Browx,  of  Albany,  N.  Y.,  assignor  to  James  Bxjrton,  of  the 
sauic  jilaoe. — Improvement  in  Machines  fur  Cutting  ll'oodcn  Mouldings. — Patent  dated  Jan- 
uary 22,  1801. — A  series  of  slides,  provided  with  tool  stocks  to  hold  the  cutters,  are  placed  on 
the  upper  surface  of  a  carriage,  and  are  fitted  iu  dovetailed  recesses.  To  the  under  side  of 
each  slide  is  attached  a  spiral  spring,  aud  to  their  outer  t  uds  is  connected  a  lever.  The  cut- 
ters are  made  to  act  in  turn  ujion  the  woik  as  the  carriage  is  moved  forward.  A  bar  and 
lever  are  arranged  to  throw  the  tools  iVom  their  work  iu  order  to  "gig"  back  the  fi*ame. 

Claim. — The  arrjingenient  of  the  sliding  tool  ht»lders  D  E  F,  cutters  N,  springs  G,  frame  O, 
and  pattern  P,  with  the  caniage  15,  levers  II,  bar  K,  and  bars  L,  as  shown  and  described  for 
the  ]>ui-poses  set  forth. 

No.  :U,208. — ^JoHN  T.  Brucn,  of  Brooklyn,  N.  Y. — Improvement  in  Sewing  Machines. — 
Patent  dated  January  22,  1"^G1. — The  lower  needle  apparatus  is  ])ivotcd  to  the  under  side  of 
the  bu-^e  plate.  A  socket  for  a  ball  joint  is  made  in  the  needle  holder,  into  which  fits  the 
upper  end  of  the  arm  w,  having  an  eye  on  its  inner  end  that  fits  upon  a  rock-shaft,  and  on 
this  arm  is  a  coiled  snring  that  bears  up  against  the  uee<lle  holder  and  keeps  it  agaiust  the 
base  plate.  A  small  liook  is  made  to  pass  through  a  hole  in  the  shank  of  the  needle,  so  that 
it  can  be  turned  down  out  of  the  way  when  two  threads  are  used  and  a  double  loop  stitch 
made. 

Claim. — Needle  holder  r,  jointed  by  a  double  joint  to  the  permanent  frame  moved  and  held 
up  to  its  place  by  the  socket  joint  anu  u,  aud  spring  constnicted  and  arranged  as  described, 
and  the  hook  t,  combined  with  the  lower  needle  in  the  manner  and  for  the  pui*poses  set  forth. 

No.  31,209.— A.  F.  Joifn'SON,  of  Boston,  and  I.  E.  Bartlett,  of  Rtoneham,  Mass.,  as- 
signors, by  mesne  assignment,  to  I.  M.  Singer  and  Edw.\RD  Clark,  of  New  York  city. — 
Improvement  in  Sewing  Machines. — Patent  dated  January  22,  1601. — This  invention  consists 
in  the  combinalion  of  two  eye-pointed  needles,  each  carrying  its  own  thread,  with  a  shuttle 
canying  its  thread  through  the  loops  of  the  two  needle  threads,  when  such  shuttle  is  caused 
to  move  transversely  to  the  lino  of  direction  of  the  feed  motion  of  the  machine,  at  any  desired 
angle  therewith. 

Claim. — The  combination  in  the  same  machine  of  two  needles  with  a  shuttle  in  such  a  man- 
ner that  the  needles  form  two  parallel  rows  of  stitching,  and  that  the  shuttle  reciprocates 
across  the  line  of  direction  of  the  feed  motion  and  connects  the  two  rows  of  stitching  by  the 
shuttle  thread,  substantially  as  described,  so  as  to  form  a  compound  seam  of  three  threads, 
presenting  two  separate  rows  of  stitching  on  one  surface  of  the  material  sewed. 

No.  31,210.— Josee  Johnson,  of  New  York,  N.  Y.,  assignor  to  Himself  and  John  Ward, 
jr.,  of  Brooklyn,  N.  Y. — Improvement  in  Stilts. — Patent  dated  January  22.  1861. — ^This  in- 
vention consists  in  con.stnicting  a  stilt  of  two  pieces  of  wood,  fixed  in  a  metallic  socket  piece, 
which  forms  the  step,  so  arranged  that  the  portion  supporting  the  weight,  pr  the  stilt  proper, 
is  directly  beneath  tno  foot  when  in  use,  while  the  handle  rises  at  one  side. 

Claim. — A  stilt  constructed  of  two  pieces  A  and  B,  joined  together  by  a  metal  socket  C, 
in  such  a  manner  that  the  part  A  receives  the  strain  in  the  direction  of  its  length,  and  the 
socket  C  also  serves  for  the  foot  rest  or  step,  substantially  as  and  for  the  purposes  described. 

No.  31,211.— L.  W.  Langdon,  of  Northampton,  Mass.,  assignor  to  Himself,  Hiram 
Wells,  and  D.  G.  Littlekield,  of  same  place. — Improvement  in  Sewing  Machines. — Patent 
dated  January  22,  1861. — ^To  the  interior  of  the  shuttle  is  pivoted  a  friction  plate,  which  is 
drawn  down  upon  the  barrel  of  the  bobbin,  or  upon  the  thread  wound  thereon,  by  a  spring 
secured  to  one  end  of  the  shuttle  by  a  screw,  and  at  the  other  end  it  is  hinged  to  a  short  arm, 
attached  rigidly  to  the  friction  plate. 

Claim, — Producing  tension  upon  the  shuttle  thread  by  moans  of  the  pressure  plate  i  and 
spring  gy  constructed  and  combined  substantially  as  described. 

No.  31,212.— John  McMurtry,  of  Fayette  county,  Ky.,  assignor  to  I.  A.  Bostwick,  of 
Lexington,  Ky. — Improvement  in  Fireplaces. — Patent  dated  January  22,  1861. — In  the  rear 
of  the  fireplace  is  an  air  chamber,  provided  with  proper  dampers  and  registers  for  the  admis- 
sion of  cold  and  the  exit  of  heated  air.  On  the  back  of  the  fireplace  are  placed  thin  ribs,  at 
intervals,  for  the  purpose  of  seeming  a  more  perfect  combustion  of  the  fuel. 

Claim. — The  combination  of  the  ribbed  or  corrugated  back  with  the  air  chamber  and  regis- 
ters, as  shown  in  the  accompanying  drawings,  substantially  as  described  and  for  the  purposes 
set  forth. 
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No.  31,213.— John  P.  Rkvnolds,  of  Mirabile,  Mo.,  assignor  to  H.  H.  Rodkrtson  and 

C.  G.  Carr,  of  Kingston,  Mo. — Improved  Harness  for  Shoeing  Horses, — Patent  dated  Jan- 
nary  22,  It^l. — The  object  of  this  invention  is  to  confine  the  iiorse  in  such  a  manner  as  to 
keep  him  still  while  being  nhod. 

Claim, — ^The  combination  of  the  fltraps  e  c  c'  and  v,  cords  I  »,  and  movable  post  s,  the  said 
parts  being  applied,  arranged,  and  secured  substantially  as  and  for  the  purposes  set  forth. 

No.  31,214.— QuARTi's  Rice,  of  Nevada,  Cal.,  assignor  to  Lorenzo  Rice,  of  West  Win- 
sted,  Conn. — Improrement  in  Sewing  Machines. — Patent  dated  January  22,  ISCA. — This  ma- 
chine is  adapted  to  form  continuous  tubular  work  of  any  desired  diameter  and  of  indefinite 
leng^,  for  hydraulic  hose  or  other  uses.  The  parts  of  the  gauge  are  adjusted  in  distance  by 
means  of  a  snaft  having  a  right  nnd  left  screw  at  each  end.  On  either  side  of  the  gauge  are 
two  rollers  mounted  upon  shales  which  are  joumalcd  in  brarincs  secured  to  the  frame  in  such 
a  manner  as  to  admit  of  adjustment  of  the  upper  ends  of  the  MmUn  in  a  line  parallel  with  the 
axis  of  the  gauge,  so  as  to  sec  the  rollers  vertically  or  pivo  them  an  inclination,  by  which 
incans  the  depeo  of  compression  of  the  cloth  is  regulated. 

Claim, — First,  the  combination  with  a  sewing  machine  of  any  siutable  construction  of  the 
ffauge  K  K^  constructed  and  operating  substantially  as  set  forth,  to  produce  continuous  tubu- 
kr  work. 

Second,  the  adjustable  guide  rollers  N  N,  operating  in  combination  with  the  gauge  K  K', 
substantially  as  and  for  the  purpose  set  tbrth. 

Third,  the  general  combination  of  the  feed  movement  G  H  I  M,  sewing  mechanifim  ABC 

D,  gauge  K  K',  and  rollers  N  P,  arranged  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

No.  31,215.— Grakt  J.  Wheeler,  G.  W.  Dunnell,  and  William  Sharp,  of  Bloom- 
field,  N.  J.,  assignors  to  James  C.  Beach,  of  same  place. — Improvement  in  Paper-making 
Machinery, — Patent  doted  January  22,  1861 . — By  means  of  the  perforated  roll,  combined 
with  the  iclts,  the  water  is  caused  to  be  pr(>>ised  from  the  web  at  a  point  between  the  rollers, 
and  mns  off  on  the  felts  instead  of  being  pressed  back  upon  the  web,  the  water  passing  into 
the  perforated  roll. 

Claim. — ^Tho  use,  in  press-rolls,  of  the  perforated  roll  D,  in  combination  with  the  felts  K 
and  S,  which  carry  the  pulp  between  thcDi,  substantially  in  the  manner  and  for  the  purposes 
described. 

No.  31,216.— Joseph  W.  SpRague,  of  Rochester,  N.  Y.,  assignor  to  Himself,  George 
B.  Redfield,  trustee,  (for  the  benefit  of  C.  Gates,)  James  Jones,  and  Aaron  W.  Tirell. 
of  same  place. — Improvement  in  Fire  Escapes. — Patent  dated  January  22,  1861. — ^The  bitK'es 
are  designed  to  be  arranged  within  the  apparatus  in  such  a  manner  as  not  to  inteifere  in 
raising  or  lowering  the  same.  A  continuous  passage-way  is  provided  from  top  to  bottom  by 
means  of  a  series  of  shut  ladders  and  platforms,  the  latter  being  so  arranged  as  to  maintain  a 
horizontal  position.  To  the  upper  platform  is  attached  a  revolvinjf  platlorm,  having  a  light 
platform,  which  is  designed  to  be  slid  into  a  window  of  the  building.  The  wagon  frame  is 
caused  to  rotate  by  means  of  wedges  moving  upon  the  axle,  so  as  to  Iceep  the  machine  level. 
The  cams  are  so  combined  with  the  brakes  as  to  prevent  the  machine  from  descending  too 
rapidly  in  case  of  careless  handling. 

Claim, — First,  the  braces  C  C,  combined  with  the  levers  A  A,  and  struts  B  B,  when  the 
same  are  constructed  and  operated  substantially  as  dc8cribe<l  for  tbe  purpose  afoi-esaid. 

Second,  the  combination  of  the  platforms  M  M,  the  ladders  L  L,  and  the  guide-bars  N  N. 
when  the  same  are  constructed  and  operated  substantially  as  described. 

Third,  the  combination  of  the  upper  platform  O,  the  revolving  platfoiin  P,  and  the  sliding 
platform  R,  substantially  as  described. 

Fourth,  the  attachment  of  the  wogon  frame  to  the  axles  in  such  a  manner  as  to  allow  the 
wagon  frame  to  be  levelled  by  means  of  the  sliding  wedges  Y  Y,  substantially  as  described. 

Fifth,  the  arrangement  of  the  cams  1 1,  in  combination  with  the  ratchets  11  H,  and  with 
the  brakes,  in  such  a  manner  that  the  act  of  raising  the  ratchets  shall  tighten  the  brakes, 
substantially  as  described. 

No.  31,217. — George  W.  Armstrong,  of  Clinton,  N.  C—hnprovement  in  Water- 
Wheels, — ^Patent  dated  January  29,  1861. — The  portion  of  the  shaft  enclosed  by  the  water- 
wbecl  and  cylindrical  casing  of  the  penstock  is  formed  by  placing  two  cones,  with  their  apexes 
ocarly  meeting  one  another,  on  the  shafts  the  upper  cone  being  of  much  greater  area  than 
the  lower  one,  so  that  the  upper  pressure  of  the  water  shall  equal  the  downward  pressure. 
A  rubber  packing-ring  is  attached  to  the  inside  of  the  cylindrical  casing,  and  extending  below 
the  lower  edge  ot  the  water-wheel,  which  is  caused  to  pack  tightly,  the  rubber  being  distended 
by  the  pressure  of  the  water,  and  admits  of  the  raising  and  lowering  of  the  wheel  to  a  limited 
extent. 

Claim, — First,  the  employment  of  a  vertical  shaft  E,  which  has  on  its  lower  portion  an 
enlargement  I  J,  of  the  form  described,  in  combination  with  a  centrifugal  discharging  reac- 
tion water-wheel  G  and  a  cylmdrical  casing  B,  in  the  maimer  and  for  the  pmpotes  set  forth. 
H.  Ex.  Doc  53 11  ^  T 
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Second,  the  employment  of  a  suspended  elastic  packing-ring  E,  in  combination  with  a 
water-wheel  O  G^  which  is  suppoited  on  a  vertical  shaft  £  I  J,  enlarged  as  above  stated,  and 
is  raised  and  lowered  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,218. — M.  L.  Ballard,  of  Canton,  Ohio. — Improtcment  in  making  Finger-Guards 
for  Harvesters. — Patent  dated  January  29,  1861. — ^This  machine  consists  of  two  jaws,  one  of 
which  is  grooved  out,  and  the  other  has  two  surfaces,  separated  by  a  projection  at  its  centre. 
The  jaws  are  surrounded  by  a  clasp  or  ring  piece,  which  is  made  to  iorcc  the  jaws  together 
by  a  wedge  being  driven  between  it  and  the  outside  of  one  of  the  jaws.  The  sliding-key  is 
placed  at  the  lower  part  of  the  jaws,  upon  which  rests  the  bar  from  which  the  finger  is  formed. 

Claim. — First,  the  combination  of  a  jaw  A  with  its  plane  surfaces  F  F',  and  jaw  B  with  its 
groove  G  G',  with  clasp  or  rin^  C,  and  wedge  D,  or  their  equivalents,  for  the  purposes  stated. 

Second,  in  combination  with  the  jaws  A  and  B,  the  sliding-key  E,  as  and  lor  the  purposcb 
•et  forth. 

No.  31,219. — ^M.  L.  Ballard,  of  Canton,  Ohio. — Improvement  in  making  Finger-Guards 
for  Harvesters. — Patent  dated  January  29,  1801. — A  section  of  iron  of  suitable  size  for  the 
guard-finger,  beinfl^  first  heated  near  its  middle,  is  dropped  into  the  groove  of  the  jaw  B,  and 
rests  upon  the  slidmg-key.  The  wedge  within  a  clasp  around  the  jaws,  being  driven  down, 
closes  the  jaws,  and  forms  a  groove  on  the  giiard-fanger.  The  key  being  driven  back,  a 
hammer  is  applied  to  the  section  of  iron  by  which  the  shoulder  is  formed. 

Claim. — Forming  the  shoulder  of  wrought-iron  guards,  or  fingers,  by  "staving  up"  the 
sections  of  iron,  substantially  as  described. 

No.  31,220. — M.  L.  Ballard,  of  Canton,  Ohio. — Improvement  in  making  Finger-Guards 
for  Harvesters. — Patent  dated  January  29,  1801. — The  linger  being  formed  as  described  in  a 

Srevious  invention,  a  thin  piece  of  steel  is  welded  upon  the  surface  A',  after  which  the  end  is 
rawn  out  and  turned  over  to  form  the  lip  of  the  guard,  while  the  back  part  of  the  guard  near 
the  point  where  the  end  is  bent  is  drawn  out  to  form  the  point  of  the  guard. 

Claim. — ^A  guard  or  finger  constructed  in  the  manner  above  described,  whereby  the  shank 
and  shoulder  are  formed  with  accuracy  and  precision  from  a  section  of  iron  of  just  su£Bcient 
size  in  its  cross  section  to  form  tlio  shank,  while  the  surfaces  of  the  guard  on  each  side  of  the 
cutter  are  faced  with  a  thin  layer  of  steel. 

No.  31,221.— WiLLL\M  B.  Barnard,  of  Waterbury,  Conn.— Improved  Sash- Fastener.-^ 
Patent  dated  January  29,  1861. — This  invention  consists  of  a  cam-bolt,  that  upon  being 
pressed  back  takes  an  eye  on  the  upper  sash,  and  upon  turning  said  bolt  the  upper  sash  is 
pressed  up  by  said  cam  on  the  bolt,  at  the  same  time  that  the  bolt  through  a  pin  and  spring 
Dinds  the  upper  and  lower  sashes  firmly  together,  so  as  to  prevent  their  shaking  by  the  wind, 
Qir  admitting  air  through  the  joint  between  the  upper  and  lower  meeting  rails  ot  the  sash. 

Claim.— ^he  spring-bolt  «,  provided  with  the  cam  3  and  pin  2,  taking  the  eye  4  in  the 
flange  <i,  in  the  manner  and  for  the  purposes  specified. 

No.  31,222.— G.  W.  R.  Bayley  and  T.  W.  Nelson,  gf  Brasbear,  Lol— Improvement  in 
Drawbridges. — Patent  dated  January  29,  1861. — The  claim  and  engraving  will  explain  the 
nature  of  this  invention. 

Claim. — The  construction  of  drawbridges  with  one  end  pivoted  upon  the  abutment,  and  the 
centre  of  the  bridge  supported  and  moving  upon  a  circular  track,  all  substantially  as  and  for 
the  purposes  herein  shown  and  described. 

No.  31,223.— James  M.  Bois,  of  Aurora,  New  York. — Improved  Washing- Machine.— 
Patent  dated  January  29,  1861. — ^The  under  suri'ace  of  the  rubber  is  convex  and  provided 
with  ribs,  the  rubber  working  on  a  shaft  arranged  in  vertical  grooves  on  the  sides  of  the  box. 
One  end  of  the  presser  bar  is  held  in  a  notch  on  one  side  and  a  toothed  spring  on  the  other, 
which  admits  of  adjustment  to  the  clothes  in  the  box.  An  oscillating  motion  is  given  to  the 
rubber  by  means  of  the  handle. 

Claim. — The  pressure  bar  K  having  a  slot  K'  at  the  centre,  through  which  slot  the  handle  I 
passes  to  allow  the  bar  to  press  or  bear  upon  the  rounded  shoulders  j,  in  combination  and 
arrangement  with  the  toothed  spring  L  and  notched  crosshead  D,  rubber  E,  handle  I,  shaft  G, 
and  side  pieces  A,  substantially  as  set  forth. 

No.  31,224.— LUDWIO  Brumleu,  of  Hoboken,  N.  J. —Improvement  in  manufacture  of 
Oxychlortde  of  Lead. — Patent  dated  January  29,  1861. — ^The  cLaim  will  explain  the  nature  of 
this  invention. 

Claim. — ^The  process  as  set  forth  in  the  foregoing  description  of  manufacturing  ozychlo- 
ride  of  lead  from  subacetate  of  lead  by  the  intrc^uction  of  muriatic  acid,  leaving  in  solutioa 
neutral  acetate  of  lead  free  to  be  used  over  and  over  for  the  same  purpose. 
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No.  31,2%.— JOBL  Bryant,  of  Brooklyn,  N.  Y, ^Improvement  im  P««-£ro/<ier».— Patent 
dated  January  29,  1861. — ^The  eraser  is  secured  to  the  ena  of  the  pen-handle  that  enters  the 
socket  of  the  pen-holder. 

Claim, — ^Toe  construction  and  use  of  ink  erasers  and  pen-holders,  when  the  same  are  made 
and  used  in  combination  with  each  other,  substantially  as  herein  described. 

No.  31,226.— TiSDALE  Carpenter,  of  Providence,  R.  I.— Improvement  in  Steam- Engines. 
Patent  dated  January  29,  1861. — The  invention  consists  in  operating  the  induction  or  supply 
valves  with  a  j)ositive  motion  in  each  direction,  and  a  variable  cut-oflTby  means  of  a  compound 
cam  and  variable  rocking-levers,  either  with  or  without  a  regulator,  and  without  detachinff  or 
releasing  the  said  valves  from  the  devices  that  move  them ;  also  in  arranging  and  operating 
the  induction  or  exhaust  valves  in  the  cylinder  heads  parallel  with  the  motion  of  the  piston 
by  a  separate  or  independent  valve  movement. 

Claim. — In  combination  with  the  ffovemor  of  a  steam  or  other  engine,  the  compound  cam 
C  C,  and  the  rocking-levers  D  D,  when  constructed  and  arranged  substantially  as  described, 
whereby  a  variable  opening  and  closing  of  the  induction  valves  is  automatically  produced  by 
a  positive  motion  as  specified. 

Second,  also,  the  above  combination  of  the  cam  C  C  and  the  rocking-levers  D  D  with  the 
induction  valves  of  engines,  when  arranged  and  operated  substantially  as  described,  as  an 
adjustable  cut-off  without  a  regulator  to  make  it  automatic. 

Third,  operating  the  eduction  or  exhaust  valves  in  openings  in  the  cylinder  heads,  said 
openings  bein^  on  a  line  parallel  with  the  motion  of  the  piston,  constructed  as  described,  and 
said  v^ves  bemg  worked  by  a  movement  separate  from  the  induction  valves  of  the  engine. 

No.  31,227.— Fenner  Darling,  of  North  Blackstone,  Mass. — Improvement  in  Pockets  of 
Wearing  Apparel. — Patent  dated  January  29,  1861. — ^This  invention  consists  in  making  tli^ 
mouth  or  opening  of  the  pocket  so  smaU  that  a  pickpocket  cannot  insert  his  hand,  and  yet 
may  be  distended  whe^  the  wearer  wishes  to  take  anything  from  it  by  means  of  an  elastic 
gore  inserted  on  one  side  of  the  pocket. 

Claim. — Inserting  the  gore  C  of  elastic  cloth  on  one  side  of  the  pocket,  substantially  in  the 
manner  and  for  the  purposes  specified. 

No.  31,228.— Thomas  G.  Davis  and  Josia^A  Punchus,  of  Elkhart,  Ind. — Improvement 
in  Stump  Extractors. — Patent  dated  January  29,  1861. — The  anchor  or  fulcrum  is  made  cir- 
cular at  one  end  and  curved  to  the  front.  The  main  lever  is  attached  to  the  circular  end, 
and  braced  by  a  supporting  lever  at  the  opposite  end.  A  clevis,  or  claw-hook,  is  attached  to 
the  lower  part  of  the  main  brace,  by  whicn  the  grub  is  seized  when  about  to  be  extracted. 

Claim. — The  elliptic  fulcrum  A  and  framed  lever  B  C,  constructed  as  described,  in  combi- 
nation with  the  adjustable  clevis  G,  or  claw-hook  £,  arranged  •and  operating  as  set  forth, 
which  we  call  the  ** Pioneer  Grub  and  Stump  Extractor." 

No.  31,229.— Charles  G.  Dickinson,  of  Poughkeepsie,  N.  Y,— Improvement  in  Har- 
vesters,— ^Patent  dated  January  29,  1801. — The  object  of  this  invention  is  to  obtain  a  means 
for  elevating  the  finger  bar  and  sickle,  to  enable  thorn  to  pass  over  obstructions  that  may  lie 
in  their  path,  and  also  to  enable  the  machine  to  be  drawn  from  place  to  place,  the  parts  being 
80  arranged  that  the  driving  mechanism  will  be  automatically  thrown  out  of  gear  as  the 
finger  bar  and  sickle  are  raised,  and  thrown  in  gear  as  they  are  depressed  or  allowed  to 
descend  to  their  working  positioii. 

Claim, — ^The  employment  of  the  hinged  tube  F,  in  combination  with  the  finger  bar  G, 
tickle  bar/,  lever  H,  pinions  h  /r,  segment  I,  bar  K,  and  lever  J,  when  the  above  parts  are 
eonstructed  anu  "in-anged  to  operate  substantially  as  herein  shown  and  described. 

No.  31  ,*».— dA  mJEL  Erhman,  of  Mount  Joy,  Pa. — Improved  Hin^e.— Patent  dated 
January  '^  Vddi'  -The  part  of  the  hinge  attached  to  the  jamb  or  frame  is  provided  with  a 
central  joik..t  to  which  is  secured  a  pivot,  projecting  the  same  distance  above  and  below,  so 
that  the  joint  on  the  door  or  shutter  may  tit  on  either  end,  thus  serving  as  a  right  and  left 
hinge,  and  allowing  the  hinge  to  be  placed  on  the  right  or  left  hand  side  of  the  door. 

Claim. — ^A  loose-jointed  hinge  with  a  pivot  E,  projecting  equally^  on  both  sides  of  the 
central  joint  of  the  one  part  A,  with  its  conic  heads,  and  the  central  joint  of  B,  as  set  forth 
for  the  purposes  specified. 

No.  31,231. — ^AbijahFessenden,  of  Boston,  Mass. — Improved  Device  for  Straining  Wood 
Saws. — ^Patent  dated  January  29,  1861. — The  sliding  piece  secured  to  the  end  of  the  saw 
blade  is  caused  to  move  vertically -and  longitudinally  on  the  bevelled  ed^  of  the  projecting 
piece  by  means  of  a  thumb  screw,  the  object  being  to  supersede  the  use  ot  the  common  coiled 
rope  and  lever. 

Claim, — ^The  projection  /,  attached  to  or  forming  a  part  of  the  frame  of  the  common  wood 
•aw,  Mid  the  sliding  piece  Ar,  secured  to  the  blade  of  the  saw,  and  which  moves  upon  the 
bevelled  edge  of  the  said  projection,  the  two.  projection  and  sliding  piece,  being  so  arranged 
and  operating  together  that,  by  the  upward  and  downward  movement  of  the  sliding  piece, 
the  tension  upon  the  blade  of  the  saw  can  be  increased  or  diminished,  substantially  as  herein- 
before described  and  for  the  purposes  specified. 
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No.  31,232.~AaR0N  P.  Prench,  of  FraDklin,  Yt-^Imptwed  Machine  for  Samng  Shingles 
from  the  Block, — ^Patent  dated  January  29, 1861. — ^A  series  of  circular  saws  are  placed  within 
a  rotating  head  or  cylindrical  frame,  and  so  arranged  as  to  operate  consecutively  upon  the  bolt 
and  cut  the  shingles  therefrom.  There  is  also  used  in  connexion  with  the  saws  a  bolt  car- 
riage, so  devised  as  to  be  fed  automatically  to  the  saws,  and  by  the  action  of  the  rotating 
head  in  which  the  saws  are  placed. 

Claim, — ^The  arrangement  of  the  drum  £  and  disk  G,  with  the  rim  H  attached,  the  drum 
and  disk  forming  a  rotating  head,  in  which  circular  saws  J  are  fitted,  and  the  drum  E  serving 
as  a  means  to  rotate  the  saws  while  the  latter  are  presented  to  the  bolt  by  the  rotation  of  the 
head,  substantiallv  as  described. 

Second,  in  combination  with  the  drum  E,  disk  G,  and  rim  H,  arranged  as  shown,  the 
vibrating  frame  L  and  bolt  carriage  M,  the  frame  being  operated  through  the  medium  of  the 
projections  I,  m,  n,  on  disk  G,  ana  the  bolt  carriage  M  fea  towards  the  saws  by  means  of  the 
double  rack  K  and  uprights  i  t,  substantially  as  set  forth. 

No.  31,233.— E.  8.  Gaylord,  of  Terrysville,  Conn. — Improvement  in  Trunk  Locks. — 
Patent  dated  January  29,  1861. — ^The  bolt  of  the  lock  is  made  with  a  projection  which  passes 
through  a  slot  in  the  lock  plate,  the  projection  being  encompassed  by  a  case  which  is  attached 
to  the  front  side  of  the  lock  plate,  and  of  such  form  as  to  properly  guide  the  hasp  to  receive 
the  projection  of  the  bolt.  At  the  lower  part  of  the  hasp  is  formed  a  rounded  hook  which,  in 
descending,  forces  aside  the  projection  D. 

Claim. — ^The  bolt  projection  D,  in  connexion  with  the  slot  a,  in  the  plate  A,  the  case  E, 
and  the  hasp  F,  provided  with  a  concave  or  shell  at  its  lower  part,  and  a  hook  b,  all  arranged 
ntially  as  ana  for  the  purpose  herein  set  forth. 


No.  31,234.— W.  F.  George,  of  New  York,  N.  Y. ^Improvement  in  Hair  Crimpers. — 
Patent  dated  January  29, 1861. — ^The  fluted  plates,  with  corresponding  elevations  and  depres- 
sions, are  attached  to  the  inner  sides  of  two  wooden  blocks  connected  at  one  end  by  a  hmge, 
and  provided  with  handles,  for  the  purpose  of  curling  a  number  of  plaits  or  folds  at  one 
operation. 

Claim, — A  hair-crimping  apparatus  formed  of  fluted  plates  D  D,  attached  to  blocks  A  A, 
and  connected  at  one  end  by  a  joint  or  hinge  B,  the  blocks  being  provided  with  handles  C, 
and  the  blocks  and  handles  constnicted  of  wood,  or  other  material  which  is  a  good  non- 
conductor of  heat,  all  being  arranged  substantially  as  set  forth,  to  form  a  new  and  Improved 
article  for  the  purpose  specmed. 

No.  31,235. — N.  8.  Gilbert,  of  Lockport,  N.  Y. — Improvement  in  Preserve  Cans, — 
Patent  dated  January  29,  1861. — ^The  bale  which  passes  over  the  cover  has  its  end  secured  in 
loops  on  the  sides  of  the  can.  The  lever  having  two  inclined  sides  acts  as  a  cam,  and  being 
placed  upon  a  pin  under  the  bale  and  turned,  forces  the  cover  down  upon  the  can. 

Claim. — First,  the  emplojlneiit  of  the  com  lever  a,  as  constructed,  when  used  substantially 
as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  loop  or  bale  rf,  cover  6,  pin  c,  and  cam  lever  a,  the  whole  being 
arranged  and  operated  in  the  manner  and  for  the  purpose  specified. 

No.  31,236.— Warren  Glover,  of  New  England  Village,  Mass.— /m»ropeiiicit<  tii  TreadU 
Attachment  for  Sewing  Machines, — Patent  dated  January  29,  1861. — The  object  of  this  in- 
vention is  to  communicate  motion  from  a  treadle  to  the  driving  shaft  of  a  machine  in  such  a 
manner  that  the  shaft  cannot  casually  be  turned  in  the  wrong  direction,  and  the  shaft  at  the 
same  time  is  rendered  capable  of  being  turned  immediately  under  the  tread  of  the  foot  in  anv 
position  of  the  treadle.  The  concus;jion  attending  the  movement  of  reciprocating  parts,  sucix 
as  frames,  rods,  &c,  is  also  obviated. 

Claim, — The  arrangement  of  the  disks  C  C,  collars  B  B',  arms  E,  eccentric  F  F,  straps  n 
n,  and  treadle  G,  witn  the  shaft  A,  hub  D,  as  shown  and  described. 

No.  31,237.— H.  Howard  Gratz,  of  Spring  Station,  Ky.^Improved  Machine  for  Indi- 
eating  Railroad  Stations^  or  Streets  of  Cities.-— Patent  dated  January  29,  1861. — ^The  case  is 
provided  with  a  door,  a  portion  of  which  is  transparent,  in  order  to  exhibit  through  it  a 
revolving  canvas  upon  wnich  is  printed  the  desired  intelligence.  The  canvas  passes  over 
rollers,  one  of  whicn  is  hollow,  and  contains  a  shaft  surrounded  by  a  coil  spring,  one  end  of 
the  spring  being  secured  to  the  roller,  and  the  other  to  the  shaft,  for  the  purpose  of  keeping 
the  canvas  properly  stretched.  A  slide,  held  in  position  by  a  vertical  spring,  is  arranged  to 
move  in  grooves  in  one  side  of  the  frame.  Two  bars,  provided  with  a  coiled  spring  and  rack^, 
catch  on  the  pins  of  a  disk  and  cause  it  to  revolve.  The  rack  bar  is  thrown  into  gear  with 
the  disk  on  cither  side  for  reversing  the  direction  of  the^canvas  by  means  of  a  bolt  operatiug 
upon  the  bars.  The  vertical  slide  G  is  operated  by  a  sliding  bar  on  the  top  of  the  box  by 
means  of  a  cord. 

Claim, — First,  the  arrangement  of  the  slide  G,  rack  bars  H  H,  disk  J,  provided  with 
pins  z  X  z,  bars  or  rods  t  /,  oolt  A,  and  springs  m  <f ,  the  several  parts  being  constructed  and 
asod  as  and  for  the  purpose  specified. 
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Second,  the  employment  of  the  rollers  E  F  F  and  D,  together  with  the  band  C,  when  said 
roller  D  is  constmcied  in  the  manner  represented,  whereby  the  slack  of  the  band  or  canvas  is 
token  np  as  it  passes  firom  one  roller  to  the  other,  substantially  as  specified. 

Third,  the  arrangem^it  of  the  bolt  Ae,  the  pin  z,  and  the  plate  u,  together  with  the  appa- 
ratus for  revolving  the  canvas,  substantially  as  specified. 

Fourth,  the  bar  P,  the  spring  W,  and  the  cords  T  and  R,  arranged  and  used  in  the  con- 
nexion and  for  the  purpose  set  forth. 

No.  3J,23a— William  M.  Hardy  and  Charles  W.  Hardy,  of  East  Strong,  Me.— /m- 
proved  Apple  Parer. — Patent  dated  January  29,  1861. — ^The  knife  is  so  arranged  as  to  bt^ 
Lold  up  to  ttfe  apple  simply  by  the  pressure  of  the  hand  instead  of  a  spring,  and  the  knife  is 
brought  in  such  a  relation  to  the  arbor  which  produces  the  rotary  motion  of  the  apple  that 
ou  depressing  the  knifo  the  apple  after  being  pared  is  thrown  off  by  the  action  of  the  machine 
itself,  and  that  the  fork  which  carries  the  apple  is  rendered  stationary  and  ready  to  receive  a 
new  apple  without  stopping  the  motion  of  the  treadle. 

C/otm. — ^First,  the  arrangement  and  combination  of  the  knife  G,  lever  J,  hinge  standard 
h\  puUey  £,  pins^,  dog/,  and  arbor  a,  as  described,  so  that  by  depressing  or  raising  the  knifi; 
the  arbor  a  is  thrown  out  oi  or  into  gear,  as  mav  be  desired,  for  the  purpose  specified. 

Second,  the  arrangement  of  the  screw  thread  A,  on  the  sleeve  E,  in  combmation  with  \hnf 
sprinff  slide  H,  dog  J,  arm  k,  and  fork  e,  constructed  and  operating  as  and  for  the  purpose 
specified. 

No.  31,239.— Joel  Harris,  of  New  Carlisle,  Ind.  — /mprove jnetif  in  Water  H^Aee/«.— Patent 
dated  Jiiipuary  ^,  1861. — This  invention  consists  in  combining  a  compound  vertical  gate 
with  the  water  wheel  and  curved  water  guides.  By  means  of  the  compound  gate  the  capacity 
oi  the  wheel  may  be  increased  or  diminisned  more  rapidly  by  allowing  a  greater  or  less  surface 
ot  the  buckets  to  be  acted  upon  after  the  gate  is  raised  above  a  certain  neig^ht,  by  increasing 
or  diminishing  the  extent  ot  the  "issue"  or  "vent"  whereby  the  action  oi  the  "govenior 
of  water  wheels  is  rendered  more  sensitive  and  efficient  in  regulating  the  wheel  to  the  varying 
amount  of  power  required. 

C/aim.— The  combination  of  a  compound  vertical  gate  D,  with  the  water  wheel  J,  and  de- 
flecting plates  or  water  guides  K,  the  whole  being  constructed,  arranged,  and  operating  in  Uie 
manner  and  for  the  pui*poBe  specified. 

No.  31,240. — R.  F.  Harem  AN,  of  New  Brunswick,  N.  J. — hnprovemeiU  in  CampontUm* 
of  Caoutchouc, — Patent  dated  Januai^  29,  1861. — ^This  invention  consists  in  the  production 
m  a  new  compound,  forming  a  substitute  for  ivory  and  bone,  by  the  admixture  of  oxyd  of 
zinc  with  the  chlorine  rubber  compound  produced  as  described  in  the  patent  granted  to  En- 
glehard  &,  Hareman,  November  22,  1859. 

Claim. — ^The  compound  produced  by  the  admixture,  in  the  manner  shown  and  described, 
of  oxyd  of  zinc  with  the  within-mentioned  patented  compound  of  chlorine-treated  rubber,  or 
its  chlorine-treated  allied  gums,  as  set  forth. 

No.  31,241.— R.  F.  Hareman,  of  New  Brunswick,  N.  J,— -Improvement  in  Compositions 
of  Caoutchouc. — Patent  dated  January  29,  1861. — ^This  invention  consists  in  the  production 
of  a  compound,  forming  a  substitute  tor  wood,  ivory,  and  bone,  by  the  addition  to  the  chlo- 
rine rubber  compound  produced  as  described  in  the  patent  granted  to  Englehard  &.  Hftremft", 
November  22,  1869,  of  suitable  quantities  of  lime,  aqua-ammonia,  and  sal-ammoniac 

Claim. — ^The  compotmd  produced  by  the  admixture  of  lime,  aqua-ammonia,  and  carbonate 
of  ammonia,  in  the  manner  described,  with  the  within-mentioned  patented  compound  of 
chlorine-treated  rubber,  or  its  chlorine-heated  allied  gums,  as  set  forth. 

No.  31,242.— Robert  Hitchcock,  of  Watertown,  N.  Y, --Improvement  in  fFinding 
Clocks. — ^Patent  dated  January  29,  1861. — The  rear  portion  of  the  case  of  the  clock,  being 
more  or  less  open,  is  made  to  project  into  a  hole  cut  in  the  wall  of  the  room,  in  dii'ect  or  in- 
direct connexion  with  the  chimney  so  as  to  induce  a  cuixent  of  air  through  the  clock  for  the 
purpose  of  giving  motion  to  a  flutter-wheel  so  as  to  wind  automatically  upon  the  clock  spring. 
The  flutter- wheel  is  hung  fast  to  the  main-spring  arbor,  and  a  weak  or  sensitive  main-spring 
is  employed,  which  lies  within  a  barrel  rotating  on  the  arbor,  one  end  of  the  spring  being  fast 
to  the  arbor  and  the  other  to  the  barrel.  The  escapement  wheel  is  also  hung  on  the  same 
arbor.  The  windlass  or  barrel  is  made  in  two  sections,  one  on  either  side  of  a  collar  capabli; 
of  longitudinal  movement  on  the  shaft,  but  geai'ed  to  turn  it.  The  gearing  of  either  section 
alternately  with  the  windlass  shaft  is  made  automatic  by  means  of  spring  latches  on  either 
.  barrel  section,  which  the  rope  in  winding  up  depresses  and  so  urges  the  collar  into  gear^ith 
one  cr  the  other  barrel,  the  coQar  having  teeth  on  both  sides  or  laces  to  effect  its  gear  fjter 
nately  with  either  barrel. 

Claim. — ^The  arrangement  of  the  flutter- wheel,  or  its  equivalent  main-spring,  with  its  drum 
or  barrel  and  escapement  wheel  of  the  clock  upon  one  and  the  same  shaft. 
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Also,  the  emplojmeDt,  in  combination  with  a  winding-up  flutter-wheel,  ia  its  equivalent, 
of  a  weight  or  weights  as  a  substitute  for  the  main-spring  of  the  clock  by  suspending  the 
weight  us  described,  and  alternately  winding  and  unwinding  it  on  and  from  distinct  barrels 
or  barrel  sections  thrown  into  alternate  gear  with  the  barrel  snaft,  substantially  aa  described 

No.  31,243.— Sylvester  S.  Hitchcock,  of  Chicago,  lU.—Imvroremcnt  in  Scales. — 
Patent  dated  Januaiy  29, 1861. — The  links  F  attached  to  the  end  of  tne  main  levers  are  hung 
on  convex  brackets  projecting  from  the  marginal  lining  of  the  vault.  Hinged  bars  are  hung 
at  the  rear  of  the  main  levers  and  extend  over  their  axes  and  through  links  C,  resting  on  ad- 
iustuble  knife-edged  fulcra,  which  are  set  in  slides  connected  to  the  main  levers  oy  slots, 
screws,  and  nuts,  so  as  to  be  readily  g^raduated  relatively  to  the  comer  bearings  obd  fastened. 
The  feet  of  the  bracket  B  rest  on  pivotal  bearing  of  the  links  C,  so  that  the  motion  of  the 
platform  is  borne  by  the  links  instead  of  the  kniie -edged  fulcra. 

Claim, — First,  the  combination  and  arrangement  of  the  main  lever  G,  hinged  bar  D,  leg 
or  bracket  B,  links  F  C,  knife-edge  bearings  L  J,  and  pivotal  bearings /and  g^  substantially 
as  described  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  hinged  bar  D,  midn  lever  G,  and  adjustable  slide  H,  with 
knilc-edge  bluing  on  its  top,  substanBally  in  the  manner  and  for  the  purpose  described. 

No.  31,244.— S.  Jaqua,  of  Paterson,  N.  J. — Machine  for  Rolling  Railway  Tire.— Patent 
dated  January  29, 1861. — ^This  invention  consists  in  the  employment,  in  combination  with  the 
ordinary  pressing  rollers,  of  a  top  roller  acting  on  the  edge  of  the  tire  previous  to  its  passing 
through  Detweeu  the  ordinary  pressing  rollers,  said  top  roller  being  arranged  on  a  lever  or 
connected  with  some  other  similar  device  to  produce  the  requisite  pressure  ou  the  edge  of  the 
tire.  The  lever  to  which  said  top  roller  is  attaclied  has  its  fulcrum  in  a  swivel  heaid,  which 
allows  of  adjusting  said  rollers  to  the  varying  diameters  of  ditferent  tires,  and  flanged  guide 
rollers  serve  to  facilitate  the  motion  of  the  tire  while  the  operation  of  rolling  proceed. 

Claim, — The  employment  of  the  roller  H,  lever  I,  swivel  J,  and  screw  </,  in  combination 
with  the  rollers  A  B,  in  the  manner  and  for  the  purpose  substantially  as  shown  and  described. 

Also,  the  arrangement  of  the  rollers  F  F,  and  adiustable  carriages  G  G,  with  the  rolleit 
A  B  H,  as  and  for  the  purposes  shown  and  described. 

No.  31,245. — ^WUiUAM  Jones,  of  St.  Louis,  Mo. — Improvement  in  Hemp'Brakes, — 
Patent  dated  January  29,  1861. — In  the  back  of  the  frame  are  two  spring  bars  which  are 
brought  together  at  the  front  ends  and  united  on  a  block  and  sheave.  1  ne  hflef  is  fixed  upon 
a  pivot  so  as  to  vibrate  freelv  in  a  vertical  plane.  On  one  side  of  the  drum  is  placed  an  arm 
which,  in  revolving,  comes  in  contact  with  the  lifter  by  means  of  which,  in  connexion  with 
a  cord,  the  brake  is  operated,  motion  being  produced  by  a  treadle. 

Claim. — ^The  arrangement  of  the  lifter  N,  the  arm  on  the  dnim  D,  the  cord  a,  and  spring 
standards  fr,  in  the  maimer  described,  for  the  purpose  of  operating  the  brake  F. 

No.  31,246. — Edward  M.  Judd,  of  New  Britain,  Conn.— fwiwrorcrf  Curtain  Fixture.— 
Patent  dated  January  29, 1861. — The  clamp  is  constructed  with  a  oent  lip  or  arm  so  arranged 
that  when  the  clamp  is  in  lock  the  lip  lies  near  to  or  loosely  covers  the  tape,  and  on  drawing 
the  tape  for  raising  the  blind  the-  clamp  will  be  raised.  The  cord  or  tape  can  be  arrested  at 
any  moment  on  allowing  the  clamp  to  lock. 

Claim. — The  automatic  clamp,  substantially  as  described,  by  forming  it  of  a  drop  lever, 
provided  with  a  projecting  and  controlling  lip,  or  sustaining  branch  or  arm,  so  arranged  aj 
that  the  winding  tape  or  cord  may  be  used  to  keep  the  chi^p  from  falling  into  lock  in  the 
downward  run  of  the  blind,  essentially  as  set  forth. 

No.  31,247.— Henry  Lanergan,  of  East  Cambridge,  Mass.— /mprorcrf  Deck  Light.-- 
Patent  dated  January  29,  1861. — ^This  light  is  constructed  wholly  of  glass,  and  provided  with 
a  screw  by  which  it  may  be  fitted  into  a  cylindrical  opening  in  the  deck.  The  lower  part  is 
constructed  with  polygonal  sides  so  as  to  fit  a  wrencn  by  which  it  can  be  fastened  into  the 
deck. 

Claim. — ^The  improved  manufacture  of  glass  deck  light,  as  constructed  with  the  several 
parts  abed  thereof,  arranged  together  substantially  in  the  manner  and  so  as  to  operate  to- 
gether and  for  the  purpose  as  specified. 

No.  31,248.— J.  Albion  Law,  of  Meredeth,  N.  Y.— Improvement  in  Fire  Escape^.—FoUmt 
dated  January  29,  1861. — This  invention  consists  of  a  metallic  reel,  to  which  are  fixed  strong 
hooks  so  shaped  as  to  readily  clasp  a  window  sill  or  strong  bar  placed  against  the  inside  of 
the  window  casinffs.  To  the  axle  of  the  reel  is  secured  a  holder,  made  of  chains  and  wire  for 
convenience  of  rolling  up,  the  lower  end  of  which  may  be  iastened  by  hooks  to  the  curb.  A 
tire-proof  flexible  tube  is  attached  to  the  ladder  for  conveying  persons  or  valu^le  articles  to 
the  ground. 
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Claim, — ^A  fire  escape  ladder,  constmcted  snbstantially  as  described,  so  that  it  can  be  so- 
CYired  or  made  fast  at  both  ends,  and  strained  and  held  firm  and  tight  for  the  pnipoees 
mentioned. 

Also,  in  combination  with  a  ladder  so  constmcted  and  arranged,  the  use  of  the  bag  or  tube 
F,  substantially  as  set  forth. 

No.  31,449.— John  A.  Letts,  of  Tmmansbnrfl^,  N.  Y. ^Improvement  in  Adjustable  Car- 
riage Brakes, — Patent  dated  January  29, 1861. — ^Tne  crank-shaft  to  which  the  lever  is  attached 
is  secured  in  boxes  under  the  forward  part  of  the  vehicle.  The  connexion  between  the  crank 
and  brake  bar  is  made  adjustable  in  len^h  bv  means  of  a  lap  joint,  on  the  side  of  which  are 
perforated  plates  to  allow  of  the  bolts  heme  coanged  from  one  to  the  other  as  may  be  required. 

Claim. — ^The  combination  of  the  lever  M,  the  crank-shaft  L,  connecting  bar  N,  made  ad- 
justable by  means  of  the  plate  T  and  bolt  V,  the  same  acting  on  the  br&e  bar  O  and  the 
mbber  W,  as  described. 

No.  31,250.— George  F.  Letz,  of  Chicago,  IIL—Improvement  in  Rolling  Iron  Shutters,^ 
Patent  dated  January  39,  1861. — ^This  shutter  is  composed  of  a  series  of  slats  made  of  two 
sheets  of  metal  secured  together.  A  portion  of  the  upper  or  lower  edges  of  the  inner  sheet 
is  bent  so  as  to  form  nearly  a  complete  cylinder,  over  which  is  bent  the  upper  end  of  the  outer 
sheet,  and  the  lower  end  of  the  latter  is  bent  so  as  to  form  a  semi-c^Iinder  sufficiently  large  to 
encompass  the  Interlocked  ends  of  both  sheets.  Pivot  rods  and  Iriction  rollers  are  us^  to 
prevent  friction  between  the  shutter  and  euide  ways. 

Claim. — First,  the  combination  in  a  rolling  iron  shutter  of  the  curved  ends  s  ( ti,  the  Md 
ends  being  fitted  together  substantially  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  combination  with  the  mnge  joint  5  <  u  of  the  pivot  rods  c  and  friction  rollers  A, 
substantially  as  and  for  the  purpose  set  forth. 

No.  31,251. — F.  A.  Marshall,  Marlborough,  Mass. — Improved  Lamp  or  Candjie  Stand. — 
Patent  dated  January  29, 1861. — From  the  bottom  of  the  candle  dish  extends  a  metallic  arm 
or  strut,  and  from  the  edge  of  the  dish  a  spring  hook  with  a  bent  point  is  projected  directly 
over  the  strut  The  end  of  the  strut  being  plat^  against  the  winoow  pane,  the  point  of  mo 
hook  is  forced  into  the  bar,  by  which  it  is  securely  fastened  to  the  window  sash,  when  desirable 
for  illumination. 

Claim, — ^The  improved  lamp  or  candle  stand,  as  constructed  with  the  strut  B,  and  the  spring 
hook  C,  arranged  and  applied  to  it  substantially  as  and  for  the  purpose  specified. 

No.  31,252. — J.  J.  McCoMB,  of  New  Orleans,  La. — Improvement  in  Iron  Ties  for  Cotton 
Bales, — Patent  dated  January  29,  1861. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — Forming  the  link  or  tie  with  an  oblong  aperture,  one  end  of  which  is  arrow-shaped, 
or  rather  presents  two  sides  of  an  equilateral  tnangle ;  the  design  of  this  arrow-shaped  end 
being  not  only  to  force  the  hoop  or  bend  of  the  hoop  over  the  slot,  which  it  does  with  unerring 
preci'  ion,  when  the  bale  expands,  after  being  released  from  the  press,  but  also  to  secure  an 
equal  bearing  upon  the  separate  parts  of  the  slotted  side  of  the  tie. 

No.  31,253. — Alexander  Millar,  of  New  York,  N.  Y. — Improvement  in  Cork-cuttins 
Machines, — Patent  dated  January  29,  1661. — ^A  horizontal  slide  rest  extends  the  entire  len^^ 
of  the  franco.  Upon  this  rest  is  a  sliding  carriage,  which  receives  an  alternate  reciprocatmg 
motion  from  a  bell-crank,  through  a  connecting  rod  provided  with  a  coupling  link.  A  travel- 
ling rock-shafl  passes  over  the  carriage,  and  carries  on  one  end  a  semi-circular  knife,  and  on 
the  opposite  end  is  keyed  a  sector  spur-wheel,  which  enga^  with  a  rack  bar  parallel  with 
and  below  the  slide  rest,  and  gives  a  semi-rotary  motion  to  the  knife,  upon  the  motion  of  the 
carriage. 

Cla%m. — The  semi-circular  knife  G,  rock-shaft  E,  spru--wheel  H,  rack  I,  in  combination 
with  the  reciprocating  carriage  C,  and  slide  rest  B,  when  the  same  are  arranged  so  as  to 
operate  substantially  in  the  manner  and  for  the  purposes  specified. 

No.  31,254. — Charles  L.  Morehouse,  of  Jackson,  Tenn. — Composition  for  Lubri- 
cating Journals^  Axles^  S^e, — Patent  dated  January  29,  1861. — The  materials  used  in  this 
compound  are  common  soft  soap,  flour  or  pulverized  sulphur,  lamp  black,  charcoal,  fat  salt 
pork,  cotton  wool  or  batting,  common  fine  salt  and  lard  oil,  duly  mixed  and  prepared. 

Claim. — ^The  lubricating  composition  described,  compounded  of  the  materials  in  the  propor- 
tions and  manner  specified. 

No.  31,255.— Edmund  Munson,  of  Utica,  N.  Y.— Improvement  in  Machine  for  Facing  and 
Polishing  Millstones,— Fateni  dated  January  29,  18ol.— The  millstone  is  supported  by 
arms  placed  in  a  socket  on  the  upper  part  of  the  shafl.  Upon  the  horizontal  frame  is  placed 
a  sliding  frame  Q,  which  may  be  adjusted  back  and  forth  by  means  of  a  rack  and  pinion. 
At  the  front  of  the  sliding  fiume  are  two  uprights,  between  which  is  placed  the  sliding  frame 
U,  which  has  a  frame  Y  attached  to  its  back-side,  working  on  uprights.    In  the  lower  part  of 
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frame  U  are  pliiccd  two  horizontal  cotter  heads,  provided  with  vertical  cotters.  A  rotarj 
motion  Ijeing  ^ven  to  the  millstone  causes  a  reciorocating  motion  to  bo  given  to  the  cotten. 
When  the  ritono  i.^  faced,  a  rotary  polisher  is  made  to  act  opon  it  bj  the  same  belt  which 
assists  in  operatine  the  cutters. 

Claim. — Fir«t,  the  employment  or  oso  of  the  cutters  g',  placed  in  suitable  cotter  heads  /, 
having  a  ririin^^und  falling  movement,  incouuexion  with  the  rotary  millstone-shafl  K,  arranged 
for  joint  op<;mtiou  with  the  cutters  ^,  sub.'^tuntially  us  and  for  the  purpose  set  forth. 

Becond,  the  arrangement  of  the  adju.«Uibie  frame  U  Y  and  frame  Q,  substantially  as 
shown,  so  that  the  former  frames  U  V  may  be  raised  or  lowered  and  adjusted  relatively  with 
the  millst<me  as  desired,  and  the  latter  friime  Q  moved  horizontally,  so  that  the  firames  U  Y 
may  be  drawn  back  from  above  the  surfu(.e  of  the  millstone  when  desired. 

Third,  in  connexion  with  the  cutters  ^',  the  rotary  polisher  B'  placed  in  the  frame  Y,  and 
arranged  sul}8tantially  as  shown,  so  as  to  be  operated  by  the  same  Uelt  C  which  rotates  tbi 
shails  X  X  In  the  frame  U  that  assist  in  operutmg  the  cutterSj^'. 

Fourth,  the  arrangement  of  the  sliding  pinion  g  on  shafl  U,  the  belt  M,  wheel  J,  on  shaft 
K,  the  shaft  G,  with  its  screw  e  and  wheel  d,  and  the  shafl  F,  with  its  screw  c  and  belt  C 
passing  around  the  polleys  on  the  shafts  X  X  Z,  all  being  arranged  substantially  as  and  fior 
the  purpose  set  forth. 

Fifth,  the  chuck  or  holding  nlate  B'',  provided  with  the  radial  sockets  c*,  and  so  arranged 
as  to  be  applied  to  the  rotary  shaft  K,  for  the  purpose  specified. 

No.  31,256.— A.  J.  Myer,  of  Buffalo,  N.  Y.^-lmvroved  Sygttm  of  Signalizing. —FaUmt 
dated  January  29,  1861. — ^The  sig^nal,  which  in  the  day  may  bo  a  ball  of  some  decided  coIof, 
and  in  the  night  a  light,  is  attached  to  a  frame  by  a  rod,  which  is  so  arranged  as  to  be 
easily  moved  m  any  directioiL  The  motion  or  combination  of  motions  of  the  signal  each 
indicate  an  underatood  sign. 

Claim. — ^The  combination  of  motion  with  a  signal  or  signals,  (either  day  or  night  signals,) 
for  out-of-door  or  field  ose,  as  applied  to  a  complete  system  of  field  signalling,  in  which  all 
letters  or  figures,  or  combination  of  letters  and  figiu'es,  are  indicated  by  distinct  motions  or 
combinations  of  motions,  each  motion  or  combination  ha\'ing  a  separate  and  understood  valoo, 
sobstantiolly  as  set  forth. 

No.  31,257. — ^Nathan  F.  Newell,  of  Northbridge,  Mass. — Improvement  in  Centering 
Bars  of  Iron. — ^Patent  dated  January  29,  lb61. — ^The  object  of  this  invention  is  to  seize  the 
material  to  bo  centered  and  squared  a  short  distance  from  the  end,  where  the  shapne  has  not  been 
altoi-ed  in  cutting  off,  and  hold  and  guide  it  so  that  its  axis  shall  be  in  a  line  with  the  centres 
of  the  engine  lathe,  while  the  cutters  and  drill  in  the  chuck,  on  the  revolving  spindle,  sqoan 
the  ends  and  centre  it  simultaneously. 

Claim. — The  combination  of  the  chuck  with  the  jaws,  operated  b^  levers,  bar,  treadle^ 
^LCf  described,  for  the  purpose  of  centering  and  squaring  up  tne  ends  of  material  to  bo  tumedk 

No.  31,258. — Titus  Powers,  of  Philadelphia,  Penn. — Imvrovement  in  LocAes.— Patent 
dated  January  29,  1861. — The  fence  of  the  lock  consists  of  a  nub  hung  on  a  pin,  secured  to 
the  interior  ot  the  case,  and  adapted  to  the  2>in  and  three  arms  projecting  from  the  hub.  The 
fence  is  arranged  to  occupy  two  positions,  one  of  which,  the  arms  t  and  j,  are  thrown  for- 
ward, and  the  arm  k  thrown  back  against  a  permanent  stop,  which  enables  the  key  to  torn 
the  bolt.  When  a  wrong  key  is  applied,  the  tumblers  and  carriers  are  so  arranged  as  to 
present  a  solid  obstruction,  owing  to  the  movement  of  the  fence. 

Claim. — The  employment  of  the  described  fence,  having  arms  i  j  and  A:,  formed  substan- 
tially as  described,  wheu  the  said  fence  is  so  applied  to  a  lock  that,  on  attempting  to  pick  the 
same,  one  or  more  of  the  tumblers  will  so  act  on  the  fence  as  to  cause  the  latter  to  obstruct 
the  withdrawal  of  the  bolt,  without  any  strain  being  exerted  on  the  said  tumblers,  as  set  forth. 

No.  31,259.— Tamson  G.  Rich,  of  Milton,  Utias.—Improvement  in  AnkU-supporting 
Gaiters. — Patent  dated  January  29,  It^Gl. — ^This  invention  consists  in  a  gaiter  of  cloth  or 
other  suitable  material,  which  embraces  the  heel  and  ankle,  and  extends  up  ^bove  the  ankle 
joint,  the  requisite  stifitocss  for  supporting  the  ankle  being  furnished  to  the  gaiter  bv  a  series 
of  ribs  of  whalebone  or  other  pliant  material,  which  are  pro^rly  secured  to  the  cloth  or  other 
material  of  which  the  gaiter  is  composed,  to  prevent  the  foot  from  tinning  under  when  skating. 

Claim. — ^The  described  ankle-supporting  gaiter,  in  which  a  series  of  strips  or  ribs  a  of 
whalebone  or  other  pliant  material  surround  the  ankle,  and,  by  extending  above  the  ankle 
joint,  gives  the  reqmred  support  to  it,  substantially  in  the  manner  set  forth. 

No.  31,260.— C.  G.  Sargent,  of  Chelsea,  M^ss.—Improvcd  Clothes  Dr^cr.— Patent  dated 
January  29,  1861. — The  rope  by  which  the  frame  is  raised  and  lowei-cd  is  connected  to  the 
arms  on  opposite  sides  of  the  standard,  by  which  means  the  binding  of  the  hub  of  the  aims 
ou  the  arbor  is  obviated,  and  the  aims  readily  adjusted  to  any  desii^  height. 

Claim. — ^The  arrangement  of  the  rollers  a  c,  rings  D  F,  pullevs  J  K  L  M,  and  rope  I,  with 
the  arms  C^  braces  L,  and  swivel  head  H,  in  the  manner  ana  for  the  porposes  shown  and 
described. 
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Ko.  31,261.— Clark  Shaw,  of  East  Aurora,  N.  Y.^Imvroved  Window  Stop  and  Fast- 
omer. — ^Patent  dated  January  29,  1861. — ^The  cam,  to  which  a  knob  is  attached,  is  placed 
between  the  bent  bar  and  stop,  so  that  when  the  cam  is  turned  it  will  act  against  the  bar  and 
draw  the  stops  inwardly,  compressing  the  springs  and  releasing  the  hola  of  the  stops  and 
£astener  upon  the  sash,  so  that  both  hands  can  be  used  for  morinff  the  sash  when  required. 

Claim. — Operating  the  spring  stops  t  i"  by  means  of  the  cams  L  h'  and  knobs  N,  the  san» 
being  arranged  and  operated  for  the  ptirpose  and  as  set  forth. 

No.  31,262. — J.  B.  SlaWSON,  of  New  Orleans,  La. — Improvement  in  Fare  Boxes, — Patent 
dated  January  29, 1861. — ^This  improvement  consists  in  combining  with  the  slide  or  its  equiva- 
lent and  the  drawer  that  receives  the  fare  a  receiving  chamber,  so  constructed  as  to  present 
obstructions  at  different  points  to  the  withdrawal  of  the  fare,  either  by  making  the  glassee^ 
which  form  its  sides,  crocked  or  of  a  curved  form,  or  in  so  arranging  other  obstructions  within 
them  as  to  render  it  impcacticable  to  abstract  the  fare. 

Claim, — Constructing  the  receiving  chamber  C,  of  gloss  plates  e  e'  d  d\  in  the  manner  and 
for  the  purposes  substantially  set  forth,  in  combination  witn  the  slide  D,  and  drawer  B,  the 
whole  being  constructed  and  operated  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  31,263.~JoHN  C.  SanTH,  of  Troy,  N.  Y, —improvement  in  Sewing  Machines,— Fati&ni 
duted  January  29,  1861. — ^This  device  is  designed  to  obviate  the  diflSculty  of  turning  the  cloth 
directly  by  the  hand  or  fingers,  as  on  the  ordinary  stationary  sewing  plates,  and  to  obtain 
uniform  curves  or  angles. 

Claim, — In  combination  with  the  needle  bar  or  its  equivalent,  the  revolving  sewing  plat* 
H,  with  its  flexible  arm  X,  and  boss  J,  so  constructed  and  arranged  as  to  be  rotated  or  turned 
by  hand  in  directions  as  desired  about  the  needle  and  bar  as  a  centre  of  motion,  and  also  hold 
the  doth  between  the  plate  and  boss  when  being  sewed,  being  constructed  and  arranged  sub- 
stantially, and  operating  in  the  manner  and  for  the  purposes,  as  fully  described  and  shown. 

No.  31,264.— Justus  S.  Smith,  of  Lowell,  M&ss.— Improved  Bed  BoW<wi.— Patent  dated 
January  29,  1861. — A  series  of  longitudinal  bars  are  secured  to  two  cross  bars  near  each  of 
their  ends.  Te  the  lower  side  of  each  cross  or  supporting  bar  is  fastened  a  semi-elliptical  or 
bow  spring,  the  ends  ^f  which  are  attached  to  haiigers  supported  on  hooks  secured  to  the 
bedstead.  , 

Claim, — ^My  improved  manufacture  of  spring  bed  foundation  or  arrangement  of  slats,  bow 
springs,  and  hangers,  as  specified. 

No.  31,265.— Puny  F.  Smith,  of  New  York,  N.  Y.— Improvement  in  AVcAties.— Patent 
dated  January  29,  1861. — The  bow  is  made  permanent  to  the  **tie,**  which  is  fastened  by  a 
clasp  in  the  rear  of  the  bow.  Elastic  cords  are  placed  in  the  back,  so  as  to  render  the  tie  sell- 
acljusting. 

Claim, — ^As  a  new  article  of  manufacture,  the  necktie  described. 

No.  31,266.— George  B.  Snyder  and  James  Gorton,  of  Yorkville,  N.  Y.—Improved 
Stowe  Lining. — Parent  dated  January  29,  1861. — ^This  improvement  consists  in  constructing 
the  stones,  bricks,  clay,  or  other  non-conducting  substance,  of  which  the  fire-pot  lining  is 
composed,  with  air  passages  in  them,  thus  avoidmg  the  use  of  the  iimer  drum  and  also  pre- 
ventm^  the  air  from  becoming  too  highly  heated. 

Claim, — The  lining  provided  with  air  passa^  connecting  with  the  hot  air  chamber,  in  tbi 
particular  manner  and  for  the  purposes  set  fortn. 

No.  31,267.-8.  C.  St.  John,  of  Edmeston,  N.  Y,— Improvement  in  LocAs.— Patent  dated 
January  29,  1861.— The  parts  are  so  arranged,  in  connexion  with  a  plate  which  may  be  pro- 
vided with  figures  and  placed  in  varying  positions,  that  no  person  but  the  one  that  locked  the 
lock  or  adjusted  the  plate  can  turn  it,  so  as  to  bring  the  hole,  with  which  it  is  provided,  in 
line  with  the  spindle  D,  against  which  the  key  is  pressed. 

Claim. — ^The  combination  and  arrangement  of  the  plates  H  I,  spindles  D  G,  provided  with 
the  projections  b  h\  the  stationary  plate  F,  pinion  C,  and  bolt  D,  provided  with  the  rack  a,  as 
and  for  the  purpose  set  forth. 

No.  31,268.— Frederick  ToWNSEND,  of  Albany,  N.  Y,— Improvement  in  Breach- Loading 
Fire-Arms, — ^Patent  dated  January  29,  1861. — ^This  invention  is  intended  to  furnish  a  gas- 
tight  joint  at  the  point  of  conjunction  of  the  load  chamber  and  the  bore  of  the  band,  witn  a 
provision  for  the  maintenance  of  that  joint  gas-tight,  although  the  force  of  the  fixed  charge, 
oy  the  yielding  of  the  frame  or  manoeuvring  apparatus,  should  cause  the  movable  breach  to 
set  back,  temporarily  or  permanently,  that  provision  to  be  automatic,  independent  of  adjust- 
by  hand. 

Claim, — ^First,  the  combination  of  the  movable  thimble  G,  the  chamber  a  a  a  a,  the  recess  or 
packing-chamber  e  e,  between  the  front  end  of  the  thimble  G  and  the  rear  end  of  the  bore  of 
tho  barrel,  in  the  manner  described  and  for  the  purposes  set  forth. 
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Second,  the  method  of  fonniiig  and  maintaining  in  the  manner  described  a  ^as-tight  joint 
by  the  abrasion  of  material  from  the  bullet  against  the  edffe  of  the  barrel,  and  its  deposit  and 
compression  into  a  variable  recess  or  packing-chamber  ^rmed  for  its  reception  between  the 
front  end  of  a  movable  thimble  and  the  rear  end  of  the  bore  of  the  barreL 

No.  31,209.— A.  Renaud  Traber,  of  St  Martinsville,  1a,— Improved  Ta*Z«-Faii.— Patent 
dated  January  29,  1801. — An  oscillating  or  rotary  fan  is  secured  to  a  shaft,  which  has  its 
bearings  in  standards  rising  from  the  top  of  a  table,  motion  being  iinparted  to  the  ion  by 
means  of  a  treadle.    The  table,  with  the  fan,  can  be  removed  without  difficulty  to  any  desired 

f>lace,  and  a  person  can  operate  the  ftm  while  sitting  before  the  table  and  employ  the  hands 
or  some  othc-r  pui*pose  at  the  same  time. 

Claim, — The  arron^mcnt  of  the  fan  D,  in  combination  with  the  standards  C,  table  A,  and 
treadle  £,  constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  set  forth 

No.  31,270.— John  C.  TreadWELL,  of  Albany,  N.  Y.— Improvement  in  Cooking  Stoves.— 
Patent  dated  January  29,  1861. — The  fire-box,  instead  of  having  a  grating  for  its  bottom,  is 
provided  with  a  plate  D,  having  a  series  of  openings.  A  slide-veuve  or  damper  is  placed 
either  above  or  beneath  the  plate  D,  and  serves  the  purpose  of  covering  or  uncovering  the 
openings  in  the  said  plate.  The  use  of  this  valve  or  aamper  in  this  way  is  designed  to  mors 
perfectly  control  the  drttfl. 

Claim, — In  connexion  with  the  damper  or  valve  H,  the  plate  J,  constnxctod  and  arranged 
as  and  for  the  purpose  specified. 

No.  31,271.— Emil  Tritteh,  of  Philadelphia,  VeL— Improvement  in  Lamps, — Patent  dated 
January  29, 1861. — The  object  of  this  invention  is  to  proauce  a  light  entirely  fireo  from  smoko 
in  the  use  of  coal  oil,  and  dispense  with  the  glass  chimney. 

Claim, — The  combination  of  the  flange  or  projection  O,  the  diaphragm  L  L,  the  air  cham 
bers  F  and  G,  the  wire-gauze  guards  H  and  H',  the  wire  gauze  guard  1,  the  cover  £,  and  tbs 
tube  S,  in  the  manner  and  for  the  purpose  substantially  as  doscnbed. 

No.  31,272.— P.  L.  Weimer,  of  Lebanon,  PtL—Improvement  in  Steam- Engines,'-Palbeai 
dated  January  29,  1861. — This  invention  consists  in  arranging  a  double  vibrating  lever  to 
operate  on  two  sliding  latches  in  the  valve  stems  of  the  valves,  the  projections  of  which  latches 
from  the  valve  stems  are  regulated  by  cam-shaped  rods,  actuated  by  the  governor  in  such  a 
manner  that  when  the  balls  fly  out  the  latches  recede,  whereby  the  motion  or  travel  of  th« 
valve  is  diminished,  and  when  the  balls  of  the  governor  fall  the  latches  project,  which  gives 
greater  motion  or  travel  to  the  valves,  consequently  admitting  more  or  less  steam  to  the  cvlin- 
der,  as  the  case  may  be.  When  the  latches  are  out  their  full  length  the  steam  is  admitted  th« 
entire  stroke,  as  they  then  remain  in  contact  with  the  double  vibrating  lever  during  the  entira 
stroke  of  the  engine,  the  said  lever  being  vibrated  by  an  eccentric  on  the  engine  snail. 

Claim, — The  cam-shaped  rods  K  K',  cranks  M  M',  rod  N,  in  combination  with  the  latches 
F  F^  for  the  purpose  of  regulating  the  projecting  length  of  said  latches  from  the  valve  stems 
B  B',  for  the  purpose  as  described  and  specified. 

No.  31,273.— Maurice  Wesolowski,  of  New  York,  N.  Y,— Improved  Apparatus  for 
obtaining  Light  by  Frictional  Eleetricitu, — Patent  dated  January  29,  1861. — An  insulated 
vessel  filled  with  cotton-wool,  saturated  with  bisulphuret  of  carbon  or  any  other  equally 
inflammable  liquid,  is  placed  on  a  stand,  and  connected  by  a  wire  with  a  small  electrical  ma- 
chine on  the  stand.  Another  wire,  supported  on  the  stand  and  uninsulated,  is  so  arranged 
as  to  be  brought  over  the  summit  of  the  lamp,  and  thus  acts  as  a  discharger,  a  spark  being 
produced  by  which  the  liquid  is  ignited. 

Claim, — ^The  application  and  use  of  bisulphuret  of  carbon,  or  any  other  equally  inflam- 
mable liquid  capable  of  being  decomposed  and  ignited  by  an  electric  spark,  and  contained  in 
«n  insulated  vessel,  in  combination  with  a  frictional  electnc  machine,  the  whole  being  aiTSJiged 
In  the  manner  and  for  the  purpose  described. 

No.  31,274. — Hiram  E.  West,  of  Attleborough,  Mass. — hnprovemeiU  in  Machine  for 

Pressing  Bonnets, — Patent  dated  January  29,  ISOl.^The  yoke  with  levers  and  hooked  arms 
acts  so  as  to  force  the  block  into  the  mould  at  the  same  time  that  it  is  expanding  laterally.  The 
elastic  covering  is  put  over  the  block,  so  as  to  prevent  injury  to  the  straw. 

Claim, — First,  tne  mould  A,  to  form  the  bonnet  to  be  pressed,  in  combination  with  an  ex- 
pansion block,  when  the  same  is  made  in  sections,  and  each  section  distended  simultaneously 
by  means  of  a  wedged  block  K  and  screw  J,  or  the  equivalents  thereof,  essentially  as  described. 

Second,  the  yoke  P,  levers  R  R,  and  hooked  arms  S  S,  in  combination  with  the  hand-wheel 
L,  when  the  same  are  all  arranged  so  as  to  operate  simultaneously  with  the  expansion  block  M, 
for  the  purposes  and  in  the  manner  substantially  as  set  forth. 

Third,  in  combination  with  a  block  constructed  substantially  as  herein  set  forth,  I  daim  the 
elastic  covering,  as  and  for  the  purpose  described. 
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No.  31,275.— EusiiA  H.  Wheeler,  of  Keokuk,  lovf&.—rmprovement  in  Harvesting- 
Maekines. — Patent  dated  January  29, 1861. — ^This  invention  consists  in  certftin  improvement!! 
in  the  mecbanism  for  depositing  the  gavek  of  grain  upon  tl^  ^ound  at  intervals,  which  is 
accomplished  by  a  rake,  caused  to  move  backwards  and  forwards  by  the  pitman  and  eccentric 
crank,  and  so  arranged  that  when  it  is  passing  back  it  is  elevated  from  the  ground.  Tbs 
revolving  concsve  receives  the  sheaf  and  deposits  it  on  the  ground  in  proper  form. 

Claim. — ^The  raking  attachment,  consisting  of  the  railways  A  and  B,  car  D,  rake  E,  with 
its  arm  o,  and  roller  i,  guide-track  F,  in  combination  with  the  revolving  concave  J,  arm  and 
roller  K,  and  guide-plate  L,  when  arranged  and  operating  substantially  as  set  forth. 

No.  31,276. — ^Ross  Winans  and  Tho&us  Wihans,  of  Baltimore,  'M.d.^Improved  Anchor 
WeU  and  Anchor, — Patent  dated  January'  29,  1861. — This  device  is  more  especially  designed 
lor  spindle-shaped  vessels.  A  well  is  made  in  the  vessel,  and  in  the  upper  part  is  pla^  a 
pulley,  over  which  the  cable  passes,  and  from  thence  to  a  windlass  in  the  body  of  the  vesseL 

CUnm. — An  anchor  well  and  windlass,  arranged  substantially  as  set  forth,  for  the  purpose 
of  enabling  the  anchor  to  be  hoisted  directly  into  the  body  of  the  vesseL 

Also,  the  combination  of  an  anchor  well  in  the  hull  of  a  vessel  with  an  anchor  having  a  butt 
of  the  proper  shape  to  close  the  orifice  of  the  anchor  w^  when  the  anchor  is  drawn  up. 

No.  31,277. — P.  H.  WOOLSEY,  Andes,  N.  Y. — Improvement  in  Shingle  Machines. — Patent 
dated  January  29, 1861. — ^This  invention  consists  of  an  adjustable  frame,  tuminff  upon  a  fixed 
point,  and  carrying  a  revolving  cutter,  feed-rollers,  and  adjustable  guides,  and  operated  by 
the  wedged-sha^)ed  article  being  planed,  and  the  pressure  of  a  weighted  lever,  in  combination 
with  a  cutter,  feed-roller,  and  guides,  on  a  stationary  frame,  whereby  the  wedge  or  shingle 
may  be  planed  simultaneously  on  both  sides  to  any  an^le  or  degree  of  taper. 

Claim. — The  arrangement  of  the  swinging  or  movmg  frame  £  with  its  rollers,  revolving 
'eatter,  guide-plate,  and  weight,  in  combination  with  those  of  the  opposite  stationary  frame  A, 
constructed  and  operated  as  described. 

No.  31,278. — ^LiNUS  Yale,  jr.,  of  Philadelphia,  Pa. — Improvement  in  Loc&s.— Patent 
dated  January  29,  1861. — The  revolving  tumbler  is  provided  with  pins,  which  press  against 
bolts  resting  on  springs  inserted  in  a  chamber  in  the  case  of  the  Iock.  When  these  pins  are 
in  position  the  bolt  keeps  the  tumbler  from  revolving,  but  the  pins  can  be  pressed  down  bpr 
the  key,  thus  pressing  down  the  bolts,  and  allowing  the  tumbler  to  revolve.  The  flat  plane  » 
iq>permost  when  the  Jock  is  unlocked. 

Claim. — First,  using  a  revolving  tumbler  for  a  bolt,  when  the  scmie  is  used  in  the  described 
manner  or  in  an  equivalent  manner  with  jointed  pins,  which  are  the  stops  or  guards. 

Second,  reversing  the  main  plate  of  a  pin-lock  to  answer  the  purpose  of  an  escutcheon,  to 
protect  the  drawer,  &c,  from  injliry  by  the  key. 

Third,  the  fiat  pliwe  n  n  on  the  revolving  tumbler,  for  the  purpose  described. 

Fourth,  the  part  9n,  for  the  purpose  described. 

FiAh,  the  use  of  a  metal  keeper  C,  when  the  same  has  a  firont  plate,  to  complete  the  design 
of  the  front  of  the  lock. 

Sixth,  the  thin  curb  around  the  tumbler,  instead  of  the  ordinary  case  of  this  class  of  lock, 
thereby  saving  metal  and  cheapening  its  construction. 

Seventh,  placing  the  projection  a ,  or  spring  chamber,  opposite  the  bolt  hole,  so  that  the 
drilling  thereof  may  be  done  from  the  inside  without  making  an  outward  opening. 

Eighth,  the  use  of,  in  this  class  of  lock,  flat-ended  and  close-jointed  pins,  with  the  least  pos- 
sible waste  or  rounding  of  comers. 

No.  31,279.— William  Burnett,  of  Boston,  Mass.,  assignor  to  Egbert  Burnett,  of  New 
York  city. — Improved  Steam  Pressure  Gauge. — Patent  dated  January  29,  1861. — The  claim 
and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — Obtaining  an  increased  or  enlarged  first  motion  in  pressure  gau^  or  indicators 
through  the  agency  of  a  bar  or  arm  securely  and  rigidly  affixed  to  the  elastic  medium  upon 
which  ^0  pressure  acts,  at  a  point  removed  from  its  center  or  point  of  greatest  direct  motion, 
and  in  such  a  position  that  a  lateral  motion  of  the  free  end  of  said  bar  or  arm  is  induced  and 
employed,  through  suitable  mechanism,  to  indicate  the  pressure,  substantially  in  the  manner 
ooa  for  the  purpose  herein  specified. 

No.  31,280.— John  B.  Gibbs,  of  Boston,  Mass.,  assignor  to  Himself  and  John  Pearson, 
of  Roxbury,  Mass. — Improvement  in  Skate  fastening. — Patent  dated  January  29,  1861* — 
The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — A  skate  fastening,  consisting  of  the  lever  D  pivoted  at  one  end  to  the  skate,  and 
eamffht  at  its  other  end  by  a  ratchet  or  equivalent  fastening ;  the  drawing  down  and  catching 
of  the  lever  binding  or  securing  the  skate  to  the  foot,  substantially  as  described. 

No.  31,281.— A.  Ransom,  Manheun,  N.  Y.,  assignor  to  Himself  and  G.  R.  COMSTOCK, 
Herkinier  county,  N.  Y. — Improved  Machine  for  Turning  Boot  Legs. — Patent  dated  January 
29,  1861. — ^A  series  of  metallic  tubes,  of  different  dimensions,  to  accommodate  the  various  sijsos 
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of  boot  legs  to  be  ttuned,  are  placed  upon  a  horizontal  moveable  base.  To  the  upper  part  of 
these  tubes  ^re  attached  rims  restine  upon  the  tubes  and  an  outer  casing,  for  the  purpose  of 
preventlDg  f  i  tion  on  and  in  tha  sheU  ot  the  tubes.  The  sliding  base  is  perforated  with  hole* 
tor  the  rccepi.^n  of  a  stop  pin  'which,  in  connexion  with  a  spring,  serves  to  retain  the  sliding 
plate  and  tube  over  the  proper  hole  in  the  frame. 

Claim,— The  series  of  tubes  T  T  T  T,  constructed  and  combined  with  their  rims  R  R  R  B, 
substantially  as  set  forth,  in  combination  with  the  sliding  base  C,  with  its  holes ////and 
•top  pin  P,  combined  with  spring  8,  or  their  equivalents. 

No.  31,282.— Levi  Short,  of  Buffalo,  N.  Y.,  assignor  to  Himself  and  Charles  S. 
Pierce,  of  Buffalo,  N.  Y. — Improvement  in  Vapor  ijompt, — Patent  dated  January  29,  1861. — 
The  heaters  are  plates  of  metal  placed  between  the  orifices  upon  the  burner  through  which  the 

Sus  issues,  and  these  plates  by  coming  in  contact  with  the  blue  flame  become  heated,  and 
lUB,  by  conduction  of  heat  in  the  other  parts  of  the  burner,  facilitate  the  production  of  gas. 
Claim, — ^The  heaters  h'  formed  on  the  roof  of  the  burner,  sq  that  the  jet  of  gas  shall  be  be- 
tween them,  thereby  securing  the  blue  portion  of  the  flame  for  heating,  and  the  white  por- 
tion thereof  for  light,  substantially  as  set  forth. 

No.  31,283. — Enoch  Weight,  of  Charlestown,  Mass.,  assignor  to  Himself  and  N.  G. 
8IMONDS  and  J.  B.  Capp,  of  same  place. — Improvement  in  Railroad  Chairs. — Patent  dated 
Jejiuary  29,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — ^My  improved  mode  of  constructing  the  chair  body  A  with  a  recess  for  the  reception 
of  the  elastic  cushion,  and  applying  and  an-anging  such  elastic  cushion  and  its  cap  or  sup- 
porting plate  relatively  to  the  recess,  and  with  respect  to  the  bearing  surface  on  which  tb« 
rail  rests,  the  whole  being  as  above  described  and  as  represented  in  the  accompanying 
drawings. 

No.  31,284.— M.  L.  Ballard,  of  Canton,  Ohio.— Improvement  in  Making  Finger  Guards  for 
Harvesters. — Patent  dated  January  29, 1861. — ^This  invention  consists  in  a  device  for  completing 
and  finally  finishing  wrought-iron  guards  for  har\'estiug  machines,  so  that  they  may  be  im- 
mediately applied  and  made  to  fit  periectlv  when  plucea  upon  the  finger  beam.  The  fin^r 
guard,  after  iMsing  heated,  is  placed  upon  tne  end  of  the  tongs  and  forced  into  exact  conformity 
by  hammering. 

Claim. — ^Tho  device  above  described,  consisting  of  the  part  A,  with  its  jaw  D,  shoulder  <f 
and  inclined  tongue  £,  iu  combination  with  the  part  B,  with  its  jaw  C  and  pivot  o,  for  th« 
purpose  of  facilitating  the  manufacture  of  wrougnt-iron  guards  or  fingers  for  harvesters,  as 
set  forth. 

No.  31,285. — Lewis  Miller,  Canton,  O. — Improvement  in  Making  Finger  Guards  for  Har- 
vesters.— ^Patent  dated  January  29,  1861. — ^The  object  of  this  invention  is  to  obtain  a  portabW 
implement  for  forming  a  finger  guard  which  shall  exactly  correspond  with  the  others  tnat  form 
the  series,  so  that  when  placed  on  the  finger  bar  they  shall  have  uniform  lines. 

Claim. — A  portable  shaping  or  trueing  tool,  having  the  forms  of  a  harvester  guard  or  finger 
reverse  upnon  it,  and  in  or  to  which  said  guard  mav  be  clamped  hj  tongs  or  handles  whilst 
being  carried  to  be  heated,  formed  or  wrought  into  shape,  to  he  easily  handled,  substantially 
as  d^cribed. 

No.  31,28().— GEORGii  C.  AlKEK,  of  Worcester,  MasB.— Improved  Heel  Attachment  to 
Boots  and  Shoes. — Patent  dated  February  5,  1861. — ^This  invention  consists  in  making  a 
groove  in  the  uon  heel  and  filling  the  same  with  India-Tubber,  to  avoid  the  noise  caused  by 
tne  metal  and  at  the  same  time  secure  an  clastic  bearing. 

Claim. — The  combination  of  the  grooved  metal  part  A  with  the  rubber  or  elastic  part  B, 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,287. — J.  B.  Aiken,  of  New  York,  N.  Y. — lmp>rovement  in  Knitting  Machines. — 
Patent  dated  February  5,  1861. — ^The  knitting  machine  is  of  the  ordinary  circular  kind,  and 
the  invention  consists  in  a  device  by  which  it  can  be  attached  to  an  ordinary  table  and  ope^> 
ated  in  that  position  with  facility. 

Claim. — The  construction  of  the  framing  with  jaws  B  C,  ring  A,  and  piece  D,  in  the  man- 
ner herein  shown  and  described. 

No.  31,288. — John  Albert,  of  Philadelphia,  Pa. — Improvement  in  Tuning  Pegs  for 
Violins^  S^c. — Patent  dated  February  5,  1861. — The  tapering  head  and  tapering  projection  fit 
into  tapering  recesses  in  the  neck  or  handle  of  the  iustmment,  the  handle  of  the  peg  serving 
to  turn  it  BO  as  to  wind  up  the  string.  By  turning  the  nut  which  is  made  to  bear  against  a 
shoulder  on  the  tapering  projection,  said  jirojcction  and  the  tapering  head  are  forced  into  tap<»- 
ing  recesses  on  the  handle  of  the  violin  so  us  to  hold  the  peg  securely. 

Claim. — The  pin  B,  its  tapering  head  b  and  nut  c,  in  combination  with  the  handle  D  and 
tapering  projection  K,  the  whole  being  con8truct,ed  and  applied  to  a  violin  or  other  stringped 
instrument  substantially  as  and  for  the  purposes  set  foith. 
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No.  31,289. — ^Tyler  Andrews,  of  North  EastoD,  Mass. — hnprorement  in  Adjusting 
Coitpling  Link$  for  RaUway  Carriages. — Patent  dated  February  5,  1861. — ^The  bar  A  it 
•apported  on  the  arm  on  each  side  of  the  draw  bar,  and  is  raised  up  by  a  lever  attached  to  one 
eod ;  when  raised  the  link  which  rests  upon  it  is  brought  up  to  a  horizontal  po8ition  so  as 
readily  to  enter  the  draw  bar  of  the  approachine  car. 

Claim. — ^The  application  and  arrangement  of  the  link  lifter  and  supporter,  con:po8ed  of  tli* 
bftr  A  and  lever  0,  with  the  railway  carriage  draw  bar,  substantially  in  the  manner  and  U> 
operate  the  link  as  specified. 

No.  31,290.— Frederick  Asiiley,  of  New  York,  N.  Y.^lmprovcd  Ice  CAatr.—Patent 
dated  February  5,  1861. — ^This  invention  consists  in  making  a  frame  of  a  number  of  pieces  of 
wood,  metal,  or  other  material  properly  shaped  and  proportioned,  to  be  at  once  light,  com- 
jMict,  and  STifficiently  strong,  and  so  fitted  and  fastened  toerethcr  by  riveted  bolts,  or  their 
equivalents,  as  to  have  flcxiole  joints  so  as  to  be  capable  of  being  expanded  into  the  form  of 
the  frame  of  a  chair  when  desired,  or  of  being  closed  and  brought  into  such  bhupe  and  re- 
duced bulk  as  to  become  conveniently  portable,  suitable  numers  being  attached  to  the  lower 
OKtremities  of  the  frame. 

Claim. — The  combination  of  a  flexible  frame,  with  runners,  the  whole  constructed  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  31,291.— Benjamin  T.  Babbit,  of  New  York,  N.  Y. ^Improvement  in  Ordnance.^ 
Patent  dated  February  5,  IHGl. — This  invention  consists  in  the  employment  of  a  tube  or  cas- 
ing smrroonding  the  barrel  in  such  a  manner  that  there  is  formed  around  the  latter,  between 
it  and  the  said  tube  or  casing,  an  annular  passage  through  whith  a  violent  and  copious  rush 
of  air  is  produced  in  a  forward  direction  by  the  discharge  of  the  piece,  such  rush  of  air  hav- 
ing the  etfect  of  cooling  the  barrel  in  some  degree  after  every  discnarge. 

Claim. — The  employment  of  a  tube  or  casing  B,  surrounding  the  body  or  barrel  of  a  piece 
of  ordnance  or  firearm,  substantially  as  and  for  the  purpose  sp^nfied. 

No.  31,292. — G.  H.  Babcock,  of  New  York,  N.  Y.—Irnvrovement  in  Apparatus  for  Mitre- 
ing  Printers^  Rules. — Patent  dated  IVbniary  5,  18(\1. — Tno  plate,  constituting  one  arm  of 
the  vise,  is  made  so  as  to  have  an  adjustable  movement  on  the  segment  placed  below  the 
eniplate,  and  may  be  fastened  by  a  thumb-screw  so  that  both  can  be  adja<itcd  at  any  angle 
under  the  plate,  and  the  rule  mitrod  accordingly. 

Claim. — The  combination  of  an  adjustable  steel  template  with  a  vise,  or  their  equivalents, 
constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,293.— Norman  R.  Baldwin,  of  Afton,  N.  Y.—Imwroted  Cart.— Patent  dated 
February  5,  1861. — The  bed  of  the  cart  body  is  attached  to  two  oolsters  secured  to  the  axle 
by  jointed  levers,  which  allow  the  bed  to  have  a  longitudinal  motion  on  the  axle.  The  cart 
body  is  pivoted  to  the  inner  end  of  these  levers,  so  uiat  in  descending  a  hill  the  levers  will 
move  the  cart  body  backwards  sufficiently  far  to  counterbalance  the  downward  increased 
pressure  on  the  shafts,  which  are  attached  to  the  bed  of  the  cart  body,  and  in  going  up  hill 
the  levers  wiU  move  the  c«rt  body  forward  so  as  to  bring  the  weight  nearer  to  the  horse.  By 
moving  one  end  of  the  flat  bar  J  forward  the  springs  H  H  are  forced  apart  and  thus  released 
from  the  cross-tree,  and  the  cart  body  being  released  from  the  shafts,  which  are  pivoted  to 
the  bed,  the  body  can  be  upset  or  dumped. 

Claim. — The  pivoted  levers  D  D  connecting  the  movable  bed  or  frame  C  to  the  axletree  at 
e'  c',  and  the  cart  body  to  the  IkxI  or  frame  C  at  «  f ,  substantially  as  described. 

Alfio,  in  combination  with  the  bed  (■,  having  a  longitudinal  movement  on  the  axletree,  the 
cro«s-pieco  L,  rod  A,  spring  j,  brake  bar  K,  jointed  rods  /  /,  staples  n  n,  and  blocks  or  rub- 
btts  k  A,  combined  and  operating  together  as  and  for  the  purposes  set  forth. 

Also  the  bar  J,  pivoted  to  the  mmt  part  of  the  cart  bmly,  springs  II  H,  and  crosstree  G, 
in  combination  with  the  jointed  shafts  C  C,  as  and  for  the  purpose  set  forth. 

No.  31,294. — Thomas  J.  Bottoms,  of  Thomasville,  Georgia. — Improtement  in  Horse 
Powers. — Patent  dated  February  5,  1861. — ^The  claim  and  engraving  explain  the  natm^  (•f 
this  invention. 

Claim. — The  manner  of  adjusting  the  gearing  by  means  of  the  slidiug-boxes  g,  cross- 
pieces  A,  screw  e,  and  nuts  d  and  /,  in  combination  with  the  gearing,  as  arranged,  the  whok 
ui>exating  as  described  and  for  the  purposes  set  forth. 

No.  31,295. — John  C.  Briggs,  of  Concord,  N.  H. — Improved  Guard  to  Flatirons. — Patent 
dated  February  5,  1861. — ^This  invention  consists  in  applying  to  the  flatiron  of  ordinary  use 
a  cover  or  reflector,  of  more  or  less  highly  polished  metal,  for  the  purpose  of  preventing  the 
radiation  of  heat^  The  reflector  is  slipped  on  over  the  handle,  through  a  slit  made  in  the 
oentre. 

Claim. — ^The  combination  of  the  cover  or  reflector,  made  substantially  as  described,  waitl  a 
flutiroo  or  8a4iron,  as  and  for  the  purposes  described. 
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No.  31,296.— Ebenezer  Gate,  of  Franklin,  N.  K.—frnproted  ZforMaAoe. —Patent  dated 
February  5,  1661. — The  claim  and  engraving  will  explain  tue  nature  of  this  invention. 

Claim, — Forming  or  constructing  a  horseshoe  with  a  thin  internal  web  A,  in  combination 
with  a  grooved  continuous  caulk,  substantially  as  set  forth. 

No.  31,297.— Nelson  W.  Clark,  of  Clarkston,  Mich. — Improvement  in  Journal  Boxt^ — 
Patent  dated  Fobniary  r>,  1861. — The  wood  is  firmly  wedged  on  each  journal  box  so  as  to 
present  a  smooth  semi-circular  surface  to  the  axle,  and  the  upper  half  of  the  journal  box  in 
made  hollow  so  as  to  contain  oil,  which,  b^  means  of  a  small  cuannel  between  the  two  halves 
of  the  box,  is  supplied  to  the  wooden  bearmgs. 

Claim. — In  combination  with  a  metallic  journal  box,  the  filling  of  the  same  with  wood  for 
the  journal  bearers,  when  arranged  and  secured,  substantially  as  described  and  represented. 

No.  31,298. — P.  C.  Clark,  of  Reading,  Pa. — Improvement  in  Fountain  Pens, — Patent 
dated  February  5,  1861. — The  conducting-rod  is  secured  to  a  piston  head  at  the  top  of  the 
handle,  and,  passing  through  to  the  pen,  is  furnished  with  an  elongated  flexible  or  elastic 
valve,  to  the  lower  end  ot  which  is  secured  a  thread  which  passes  along  both  sides,  and 
through  a  small  eye  in  the  end  of  the  conducting-rod. 

Claim. — ^The  conducting-rod,  when  said  rod  is  provided  with  an  elongated  flexible  or 
elastic  valve  and  conducting  strings,  when  constructed  as  described  and  for  the  purpose  £et 
forth. 

No.  31,299.— De  Witt  Clint  and  Ives  Lynd,  of  Pocstenkill,  N.  Y,— Improvement  in 
Machines  for  Digging  Potatoes. — Patent  dated  Febniary  5,  18(31. — ^The  scoop  passes 
through  the  hills  and  ploughs  them  up,  casting  the  earth  and  potatoes  upon  the  screen,  which 
has  a  reciprocating  motion  given  it  by  means  of  a  pitman  attached  to  a  crank,  pulley,  and 
gear-wheel  on  the  shaft  of  the  driving  wheels  of  the  machine.  By  means  of  the  lever  the 
screen  can  be  adjusted  at  any  angle,  and  the  connecting  pivot  at  r  allows  the  screen  t(» 
conform  to  the  inequalities  of  the  ground. 

Claim. — The  combination  of  the  scoop  A',  the  adjustable  reciprocating  screen  O,  the  above 
parts  being  applied  to  a  mounted  frame  A,  and  all  arranged  for  joint  operation  as  and  for  the 
purpose  set  forth. 

Also,  the  connecting  of  the  rod  P  to  tBe  lever  Q  by  means  of  the  link  or  loop  r,  as  shown. 
In  combination  with  the  screen  O,  and  in  the  manner  and  for  the  purpose  specnied. 

No.  31,300.— John  S.  Cochrane,  of  New  York,  N.  Y,^ Improvement  in  Rolling  Iron 
Shutters. — Patent  dated  February  5,  1861. — This  invention  consists  in  bringing  the  st^veral 
slats  of  the  shutter  together  in  such  a  way  that  they  may  turn  over  or  roll  in  a  direction 
towards  the  front,  ana  thereby  admit  of  the  roller  being  placed  in  the  hollow  cast  metal  Hntcls 
aver  the  doors  and  windows. 

Claim. — Connecting  together  the  slats  A  of  the  shutter  by  means  of  the  hinges  B,  curved 
and  bent  and  attached  to  the  slats,  so  as  to  have  the  position  relatively  therewith,  as  shown, 
to  operate  as  and  for  the  purpose  set  forth. 

No.  31,301. — Eleazer  Coffin,  of  Indianapolis,  Ind. — Improved  Dovetailing  Machine. — 
Patent  dated  February  5,  1861. — ^I'he  cutters  or  chisels  C  C  and  E  are  operated  by  means  of 
a  crank  actuating  a  connecting  rod,  lever,  and  sUding  bar.  The  chisels  C  C  are  caused  to 
expand  or  separate  by  means  of  slots  working  over  pins  to  form  the  side  cut  of  the  dovetail. 
The  point  of  the  chisel  E  rests  against  the  back  of  the  chisels  C  C  near  their  points,  so  that 
its  edge  descends  to  about  the  same  depth,  and  takes  out  the  piece  left  between  chisels  C  C 
as  they  separate  in  descending.  The  under  cutter  O  is  operated  by  a  cam,  which  actuates  a 
sliding  bar  and  pitman,  to  form  the  bottom  of  the  dovetail,  as  the  timber  is  fed  up. 

Claim. — ^The  cutters  C  C  £  and  O,  operated  in  connexion  with  the  slots  and  pins  Z  Z,  head 
guide  B,  sliding  bar  A,  connexion  rod  T,  lever  S,  connexion  rod  R,  crank  Q,  and  the  cam  K, 
pitman  X,  and  sliding  bar  L,  or  their  equivalents,  as  set  forth. 

No.  31,302.— Jesse  Amor  Crandall,  of  New  York  city,  N.  Y.—Imvroved  Rocking 
Horse. — Patent  dated  February  5,  1861. — The  shaft,  to  which  the  springs  wnich  sustain  the 
horse  are  attached,  has  at  each  end  a  toothed  plate  which  fits  into  another  toothed  plate  on  the 
inner  side  of  each  of  the  side  pieces  of  the  frame,  and  is  secured  to  the  frame  by  screws 
which,  in  connexion  with  the  tooth  plates,  form  an  adjustable  bearing  for  it.  The  under  side 
of  the  horse  is  provided  with  a  rod  which  is  attached  to  a  crank  on  the  axle  of  the  front  wheel 
of  the  frame,  and  the  rocking  motion  of  the  horse  causes  the  crank  to  turn.  The  hinder  axle 
IB  fastened  to  the  frame  by  a  king  bolt,  and  can  be  rotated  by  the  straps  and  stirrups. 
•  Claim. — First,  the  adjusting  device  a  6  e  in  the  described  combination  with  the  shaft  B, 
springs  C  C,  and  seat  or  horse  A,  to  regulate  the  tension  of  the  springs,  as  set  forth. 

Second,  the  arrangement  and  combination  of  the  springs  C  E,  and  seat  or  horse  A,  with  tbs 
connecting  ^od  K,  and  axle  J  of  a  velocipede,  substanti^ly  as  shown  and  described,  whereby 
the  springs  will  assist  the  crank  I  in  passing  its  centers. 

Third,  having  the  stirrups  M  and  their  straps  connected  with  the  steering  axl&  substantiaUv 
hi  the  manner  shown  and  described,  so  that  ths  T«locipede  may  bo  guided  by  the  stirrups,  al  1 
as  set  forth. 
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No.  31,303.— Thomas  S.  Davis,  of  Jersey  City,  N.  J.—bnprovement  in  Pistons  and 
Piston  Valves  of  Steam  Engines. — Patent  dated  February  5,  1861. — ^The  ring  has  cut  in  its 
exterior  a  taper  dovetail  groove  for  the  reception  of  a  corresponding  wedge,  movable  in  a 
direction  parallel  with  the  piston  rod,  the  ring  being  cut  at  the  middle  oi  the  back  of  the 


groove  to  admit  of  its  expansion,  bv  means  of  which  a  steam-tight  joint  is  formed  in  the  simple 
rin^,  and  two  rings  dispensed  with. 

Claim. — The  construction  of  a  piston  valve  or  other  piston  with  a  sinele  expanding  ring  A, 
having  the  head  B  and  follower  C  fitted  to  its  interior,  and  furnished  with  one  or  more  dovetail 
wedges  D,  all  substantially  as  described,  whereby  it  is  made  to  have  the  character  of  a  solid 
block,  but  yet  capable  of  being  expanded  in  a  lateral  direction. 

No.  31,304. — Jules  Duval,  of  New  Orleans,  La. — Improvement  in  Defecating  Saccharine 
Liquids. — Patent  dated  February  5,  1861. — ^This  process  consists,  1st,  in  the  employment  of 
liquid  sulphurous  acid  for  the  purpose  of  conserving  and  decolorizing  saccharine  liquids;  2d, 
in  the  employment  of  saccharate  of  lime  in  excess,  for  the  purpose  of  precipitating  all  those 
matters  which  are  kept  in  solution,  and  capable  of  being  precipitated ;  3d,  in  filtenng  for  the 
purpose  of  separating  the  precipitated  matters  from  the  liquid ;  4th,  in  the  employment  of  pur^ 
sulphate  of  alumina,  for  the  purpose  of  decomposing  the  saccharate  of  lime  and  converting  it 
into  insoluble  sulphate  of  lime,  and  making  use  of  the  decoloriaing  and  clarifying  properties 
of  the  gelatinous  alumina,  which  latter  precipitates  simultaneously  with  the  sulphato  of  lime; 
5th,  in  filtering  the  liquid ;  6th,  in  evaporating  the  defecated  liquid  in  the  usual  manner. 

Claim, — ^The  process  set  forth,  consisting  in  the  successive  application  of  the  described  sub- 
stances to  cane  juice  or  other  saccharine  liquids,  substantially  in  the  manner  and  for  the  puJ^ 
pose  specified. 

No.  31,305.— Solomon  Dwight,  of  Byron,  IM—lmpTOvement  in  Cultivator s.^V&ient 
dated  February  5,  1861. — The  tongue  and  main  frame  are  formed  of  one  elastic  beam  which 
IS  bifurcated,  the  arms  being  shaped  around  the  triangular  block  so  as  to  form  the  frame  of 
the  machine ;  strap  C  retains  the  arm  firmly  to  the  shaping  block,  and  the  cross-brace  H  is 
designed  to  strengthen  the  I'ramo. 

Claim. — ^The  arrangement  of  the  main  frame  A  and  tongue  B  of  a  single  piece  of  timber,  in 
eombination  with  the  retaining  strap  C,  shaping  block  D,  cross-brace  H,  and  standards  E, 
the  whole  arranged  and  operatmg  as  specified  and  for  the  purpose  set  forth. 

No.  31,306. — Otto  Eberhardt,  of  Brooklyn,  N.  Y.— Improvement  in  Flowerpots. — 
Patent  dated  Fcbruaiy  5,  1861. — On  the  bottom  of  the  flowerpot  is  formed  a  projecting  flange 
with  notches  cut  in  it,  and  on  the  saucer  arc  formed  corresponding  knobs  or  hooks,  so  tliat 
the  saucer  may  be  readily  attached  to  or  detached  from  the  pot. 

Claim. — ^The  flange  a  on  the  pot,  with  its  notches  b  b  (^  in  combination  with  the  corree- 
ponding  knobs  or  projections  c  <;  <;  on  the  saucer,  relatively  arranged  and  operating  as  and  for 
the  purposes  sot  forth. 

No.  31^307. — Joseph  Fielemeyer,  of  Philadelphia,  Pa. — Improvement  1H  Apparatus  for 
Cutting  Ice. — Patent  dated  February  5,  1861. — This  invention  consists  in  the  employment  of 
a  weight  having  a  series  of  sharp-edged  diisels,  the  said  weight  being  arranged  to  move  in 
CTOOves  increasing  in  width  at  their  lower  ends,  so  that  the  said  chisels  may  cut  square  blocks 
from  a  floating  mass  of  ice  without  interfering  with  or  being  obstructed  by  the  continuous 
movement  of  the  said  mass. 

Claim. — ^The  employment  for  cutting  ice  of  a  weight  E  with  chisels  e  c,  when  the  said  weight 
is  arranged  to  be  moved  in  vertical  grooves  a  a,  increasing  in  width  at  their  lower  ends,  as 
set  forth  for  the  purpose  specified. 

No.  31,308. — Charles  Fleming,  of  Ypsilanti,  Mich. — Improved  Instrument  for  Measur- 
ing Lumber. — Patent  dated  February  5,  1861. — ^The  index  shafts  are  connected  by  gearing  to 
the  perambulator  so  as  to  record  tens,  hundreds,  and  thousands,  as  the  perambulating  wheel, 
passes  across  the  boards.  The  spring  index  press  is  upon  the  face  of  the  perambulating  wheel, 
but  can  be  removed,  and  thus  permit  the  substitution  of  other  wheels  of  different  diameter. 

Claim. — ^The  combination  with  the  index  shafts  ABC,  connecting  gearing  and  perambu- 
lating wheel  P  of  the  spring,  index  Q  pivoted  at  S,  retained  in  position  by  tne  pivot  X,  and 
adapted  to  press  upon  face  of  the  wheel  P,  the  said  parts  being  constructea  and  operating  in 
the  manner  and  for  the  purposes  shown  and  describea. 

No.  31,309. — F.  M.  Gibson,  of  Chelsea,  Maas.-^Improvement  in  the  Joints  of  Felloes  in 
Carriage  Wheels. — Patent  dated  February  5,  1861. — The  object  of  this  invention  is  to  prevent 
the  breaking  or  bending  down  of  the  wheel  felloe  where  its  ends  are  jointed. 

Claim. — The  improved  felloe  joint  supporter,  as  constructed,  with  the  tongue  or  projection  b, 
arranged  with  respect  to  the  socket-piece  D,  substantially  as  specified. 

Also,  the  above  specified  amun^ment  and  application  of  the  felloe  supporter  D,  its  tong&e 
k,  a  spoke  C,  the  felloe  A,  its  joint  e,  and  the  tir«  B,  the  whole  being  to  operate  in  manner 
and  for  the  objects  as  specified.  f 
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No.  31,310. — Sam'lD.  Goodale,  of  Cmcinnati,  O. — Improvement  in  Stereoscopes. — ^Patent 
dated  Fcbraarj  5,  1661. — ^A  spiral  Bpring  attached  at  one  end  to  the  scene  holder  and  at  the 
othei"  end  to  a'coilar  upon  the  shaft  II,  tends  to  incline  each  scene  forward  in  the  direction  of 
the  rotation.  A  detent  projects  from  the  interior  of  the  case  and  acts  to  detain  each  scene  in 
succession  at  the  proper  angle  and  focal  distance,  until,  being  liberated  by  the  rotation  of  the 
shaft,  it  saddenlj  disappears  from  the  field  of  view  and  exposes  the  succaedins^  scene. 

Claim, — First,  the  arrangement  of  shaft  H,  wheels  1 1,  and  collar  M,  scene  holder  J  K  K  , 
spring  L,  and  detent  N,  or  their  equivalents,  the  whole  operating  togeUier  to  instantaneou5l^' 
snift  the  scenes,  substantially  as  set  forth. 

Second,  the  arrangement  of  hinged  lens  holder  E,  difiusing  glass  F,  and  reflector  G,  adapted 
to  bo  extended  for  use  or  compactly  folded  within  the  case,  in  the  manner  represented. 

No.  31,311.— Henry  B.  Qoodye.ui,  of  New  Haven,  Conn. — Improved  Method  of  Believing 
Geographical  Outlines  on  Moulding  Elastic  Globes. — Patent  dated  Febraary  5,  1861. — The 
claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — ^The  method  described  of  constructing  an  India-mbber  or  gutta-percha  ball  of  the 
character  specified,  by  first  inscribing  and  indenting,  as  set  forth,  the  several  characters  or 
divisions  to  represent  a  celestial  or  terrestrial  globe  in  a  metallic  or  other  suitable  core,  and 
afterward  forming  a  matrix  from  the  same  wherein  and  whereby  to  mould  the  ball,  as  described. 

Also  the  method  described  of  printing  or  lettering  the  interior  of  the  matrix  used  to  form  the 
ball  with  type  of  convex  confi^^uration,  or  set  in  conformity  with  the  concave  configuration  of 
the  matrix,  essentially  as  set  forth. 

Also  the  method  of  constructing  a  hollow  India-rubber  or  ^tta-percha  ball  with  its  exterior 
surface  marked  or  divided  to  represent  a  terrestrial  or  celestial  globe,  having  its  land  or  sea 
surfaces,  objects  or  divisions,  appearing  and  standing  in  relief,  but  flush  with  the  general 
surface,  and  whereby  the  rotundity  of  the  ball  is  preserved,  substantially  as  described  and  set 
forth. 

No.  31,312.— Thomas  Q.  Hall,  of  Fairfield,  Iowa.— /m;>rorcrf  Extension  Table,— F&teni 
dated  February  5,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — ^Tho  arrangement  of  the  folding  rails  F  G  II  of^  an  extension  table,  with  the  legs 
of  said  table,  when  constructed,  arranged,  and  operated  substantially  in  the  manner  and  tor 
the  purpose  described. 

Also,  in  combination  with  the  extension  rails  described,  the  extension  leaves  provided  with 
oblique  cleats,  for  the  purpose  of  making  a  braced  rule  joint,  and  thus  bracing  the  extended 
table  against  lateral  motion,  substantially  as  described. 

No.  31,313.— J.  A.  Hammer  and  J.  P.  Gordon,  of  Lisbon,  Iowa.— frnprovemcnt  in  Mole 
Ploughs. — Patent  dated  February  5,  1861. — By  means  of  flanges  on  botn  the  coulter  and 
blade  and  the  adjusting  screw,  the  heel  or  point  of  the  mole  can  be  raised  or  depressed.  The 
adjusting  lover,  and  guide-pin,  and  the  friction-roller,  against  which  the  upper  part  of  the 
coulter  bears,  admit  of  a  free  vertical  motion. 

Claim. — The  arrangement  of  the  coulter  D  and  blade  G,  both  being  hinged  to  the  mole  by 
moans  of  pivots  b  and  c,  and  connected  at  the  top  by  flanges  d  and  /,  and  screw  c,  as  de- 
scribed, in  combination  with  the  lever  E  and  guide-pin  K,  for  the  purpose  of  a  double 
a^nstment,  as  set  forth. 

No.  31,314. — THORIAS  n.\NSBROW,  of  Sacramento,  Cal. — Improvement  in  Pumps. — ^Patent 
dated  February  5,  1861. — The  lever  communicates  an  oscillating  movement  to  the  piece  D, 
and  arm  6,  the  latter  being  connected  by  a  pivot  to  the  sliding  plate,  which  is  connected  by 
means  of  an  angular  bent  arm  to  the  piston,  thus  giving  it  a  reciprocating  motion.  The  water 
enters  a  chamber  over  the  cylinder  through  the  suction  tube,  on  each  side  of  which,  and 
placed  on  inclined  scats,  ai"e  the  the  entrance  valves.  The  water  is  forced  into  the  lower  part 
of  the  air  chamber  through  horizontal  valves.  Owing  to  the  inclination  of  the  entrance  valve 
seat,  sand  or  other  substances  will  not  lodge  and  impede  the  action  of  the  pump. 

Claim. — The  arrangement  of  the  inclined  valves  /,  seat^,  and  suction  pipe  11,  above  and 
with  the  cylinder  A,  and  piston  G,  in  combination  with  the  sliding  plate  F,  and  oscillating 
armed  lever,  receiving  piece  D,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,315. — Charles  Hardy,  of  Biddeford,  Me. — Improvement  in  Machinery  for  Grind- 
ing the  Card-teeth  of  Carding  Cylinders. — Patent  dated  Februarys,  1861. — E  is  a  hollow 
tubular  shaft  having  a  slot  lengthwise  through  its  side,  and  has  within  it  a  revolving  screw 
shafl  provided  with  a  helical  groove,  so  constructed  that,  by  an  iron  follower  or  stride  traversing 
in  said  ^oove  and  connected  to  the  grinder  D  by  a  stud  passing  through  said  slot,  the 
grinder,  by  the  rotarr  motion  of  the  screw  shaft,  is  made  to  vibrato  or  traverse  the  whoU 
length  of  the  slot,  the  grinder  beine  caused  to  traverse  a  space  equal  to  its  entire  width 
beyond  and  outside  of  the  range  of  the  card  teeth  at  each  end  of  the  cylinder. 

C/aim.— Extending  and  adjusting  the  shafts  G  and  E,  in  the  manner  represented,  whereby 
the  grinder  D  is  caused  to  traverse  and'retraverse  all  of  the  teeth  of  the  cards  with  its  eoJdn 
breadth,  substantially  as  specified. 
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No.  31,316.— Goodrich  Holland,  of  Willimantic,  Coim,^ Improvement  in  Machines  for 
Sorting  Silk  and  otJter  Thread, — Pateot  dated  Fcbraary  5,  1861. — The  thread  passes  from  a 
bobbiu  placed  below  the  shaft  and  between  the  anns,  and  is  wound  on  one  of  two  bobbins 
according  to  its  fineness  or  coarseness.  The  thread  passes  through  a  guide  which,  by  means 
of  a  cam,  has  a  transverse  motion  along  the  face  of  the  bobbins.  The  arms  are  attached  to 
a  rock-shaft  which  has  an  oscillating  motion,  and  is  prevented  from  moving  too  far  in  either 
direction  by  the  arm  J,  which  strikes  projections  attached  to  the  frame  of  the  machine.  When 
the  thread  is  fine  it  passes  easily  through  the  bars,  but  when  coarao  there  is  enough  friction 
to  tilt  the  shaft  up,  and  thus  change  the  direction  of  the  thread. 

Claim. — The  employment,  in  silk-sizing  machines,  of  oscillating  sizing  arms  1 1,  constructed 
and  operating  substantially  as  shown  ana  described. 

Also  the  combination  ol  said  oscillating  arms  1 1  with  shaft  II  and  arm  J,  substantially  io 
the  manner  shown  and  described. 

No.  31, 317. —Martin  A.  Howell,  jr.,  of  Ottawa,  IW.^Improvement  in  Mole  Ploughs.— 
Patent  dated  Febniary  5,  18(31. — The  niovable  sickle,  rasp,  or  saw  is  provided  with  a  lug 
which  moves  in  a  vertical  slpt  on  the  side  of  the  coulter,  so  that  the  rasp  can  be  moved  up 
and  down  by  a  lever.  To  the  front  of  the  beam  is  attached  a  segmental  wheel  rotated  par- 
tially by  a  screw,  and  the  draught  rope  is  attached  to  the  shaft  of  this  wheel.  The  jointed 
shoe,  which  can  bo  raised  or  lowered  bv  the  lever,  is  for  the  purpose  of  giving  an  upward 
inclination  to  the  mole,  so  that  it  can  be  drawn  out  of  the  ground  when  desired. 

Claim. — First,  in  combination  with  a  drain  or  mole  plough,  a  movable  sickle,  rasp,  or  saw, 
inserted  in  or  annexed  to  a  coulter  thereof,  for  the  purpose  set  forth  and  substantially  as 
descnbed. 

Second,  in  combination  with  a  machine  for  underground  draining  the  application  of  a 
segmental  wheel  acted  upon  by  a  screw,  both  of  which  are  fixed  horizontally  upon  the  beam 
of  the  machine  for  the  purpose  of  giving  a  curvilinear  motion  to  the  machine,  in  contradis- 
tinction to  the  great  power  applied  oy  a  capstan. 

Third,  in  combination  with  a  mole  plough,  a  jointed  shoe,  hinged  and  swung  to  the  lower 
side  of  the  beam  thereof,  and  a  lever  by  which  to  control  its  motion,  for  the  purpose  set  fortli 
and  substantially  as  described. 


No.  31,318. — George  W.  Hubbard,  of  New  York,  N.  Y.— Improvement  in  Enema* 
fringes. — Patent  dated  Februaiy  5,  1^:^61. — Two  cylinders  are  placed  one  within  the  other. 
The  inner  cylinder  is  provided  with  a  piston  resting  upon  a  spiral  spring  which  forces  tho 


Siston  up  alter  it  has  been  pressed  down  by  the  hand  ;  an  orifice  at  the  bottom  of  this  cylin- 
er,  closed  by  a  ball  valve,  aftbrds  a  communication  with  the  vessel  in  which  the  liquid  is 
placed.     The  outer  cylinder,  which  forms  the  air  chamber,  is  connected  by  an  oi)euing  and  > 
flexible  tube  with  the  nozzle,  and  it  is  also  connected  with  the  interior  cylinder  at  its  lower 
part  by  a  passage  provided  with  a  valve. 

Claim, — A  syringe  constructed  in  the  particular  manner  shown  acd  described,  so  as  to 
operate  as  set  forth. 

No.  31,319. — Charles  Hughes,  of  New  Orleans,  La. — Improtcment  in  Hoop  Locks, — 
Patent  dated  February  5,  1801. — The  object  of  this  invention  is  to  obviate  the  necessity  ol 
turning  the  button,  and  consists  in  forming  the  button  with  a  long  end  projecting  below  the 
connecting  bar. 

Cluim. — A  hook-lock  button,  made  in  the  peculiar  manner  shown  and  described. 

No.  31,320.— Frank  G.  Johnson,  of  Brooklyn,  N.  Y.^Improremcnt  in  Lof As.— Patent 
dated  February  5,  1861. — To  one  of  tho  studs  is  attached  an  arm  operating  tho  bolt  of  tho 
lock.  Tho  key  is  provided  with  studs  fittmg  into  holes  in  the  front  piece  which  press  against 
tho  cylindrical  tumblers  and  force  them  down  so  as  to  permit  their  rotation,  a  groove  in  each 
of  the  tumblers  allowing  them  to  pass  the  guard-piece  when  they  have  been  forced  down. 

Claim. — First,  the  open  cylinder,  Fig.  4,  comprised  of  the  two  circular  head  pieces  A  and 
B,  and  the  studs  a  a  a,  set  in  a  circle,  and  all  working  on  the  central  post  C,  substantially 
in  the  manner  and  for  the  purpose  described. 

Second,  tho  series  of  cylindrical  tumblers  e  c  e,  arranged  in  a  circular  position  on  their 
studs  tf  a  fl,  in  combination  with  tlie  spiral  springs  o  o  o,  so  as  to  allow  tho  said  cylindrical 
tumblers  to  bo  depressed  by  the  key  and  returned  by  the  springs,  substantially  in  tho  manner 
imd  for  the  purpo.<es  set  forth. 

Third,  the  combination  together  of  the  cylinder.  Fig.  4,  arid  the  series  of  cylindrical  tum- 
blers c  e  e,  and  spiral  spring  o  o  o,  acting  in  relation  and  combined  with  the  series  of  guards* 
mm  m,  or  their  equivalents,  in  the  manner  and  for  the  purpose  described. 

Fourth,  the  general  arrangement  together  of  the  cylinder,  Fig.  4,  tumblers  c  c  f ,  arranged 
in  a  circular  position,  and  spiral  springs  o  o  o,  combined  together  and  with  the  bolt  K,  and 
its  arm  J,  in  such  a  manner  that,  by  placing  the  whole  on  the  central  post  0,  the  entire  com- 
bination of  these  parts  can  bo  worked  or  rotated  freely  and  simultaneously  on  tho  central  post 
0,  to  lock  and  unlock  tho  lock  by  tho  mere  action  or  use  of  tho  key,  substantially  in  thft 
manner  as  described. 

H.  Ex.  Doc.  53 12 
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No.  31,321. — Joseph  Jordan,  jr.,  of  East  Hartford,  Conn. — Improvement  in  MiUs  far 
Grinding  Paper  Pulp. — Patent  dated  February  5,  1861. — The  claim  and  engraving  will 
explain  the  nature  of  this  invention. 

Claim. — The  arrangement  of  the  knives  of  cither  grinder,  they  being  disposed  in  rows, 
scries,  or  gections,  extending  transversely  around  the  g^rinder,  and  having  their  knives  so 
further  arrunged  that  those  of  one  section  or  series  shall  bo  so  generally  or  wholly  out  of 
range  with  those  of  the  next  series  that  each  channel  between  any  two  next  adjacent  knives 
of  one  series  may,  at  its  end  next  adjacent  to  the  other  series,  open  into  two  or  more  of  the 
channels  of  such  series. 

Also,  the  above-described  improved  mode  of  arranging  the  knives  of  both  grinders,  whereby 
those  of  the  male  grinder  may  be  employed  to  advantage,  in  manner  as  described,  to  sharpen 
the  kmives  of  the  female  grinder,  sue-in  arrangement  of  the  knives  being  exhibited  in  Figs.  4 
and  6;  and  when  thd  knives  of  the  male  grinder  are  arranged  into  two  or  more  series,  each 
of  which  shall  extend  transversely  around  the  grinder,  as  described,  the  further  arrangement 
of  the  knives  in  such  manner  that  those  of  each  scries  from  the  smaller  to  the  larger  end  of 
the  grinder  shall  be  at  less  distances  apart  than  those  of  each  series  preceding  it,  the  same 
being  substantially  as  exhibited  in  Fig.  G,  and  as  described. 

No.  31, S'J'i.— Newton  S.  Manross,  of  Forestville,  Coun.^ Improved  Apparatus  for 
Lighting  and  Extinguishing  Gag  Lights. — Patent  dated  February  5,  18G1. — The  hydrogea 
burner  is  placed  close  to  the  gas  burner,  so  that  when  the  hydrogen  is  ignited  by  the  platinum 
the  gas  is  lighted.  The  valves  are  mercurial,  and  are  operated  by  rwls,  actuated  by  levers 
provided  with  projections  fitting  into  notches  on  a  cam.  As  the  cam  revolves,  the  levers  are 
depressed  and  the  valves  opened.  A  revolving  dial  is  attached  to  the  face  of  the  clock,  pro- 
vided with  pointers  and  trippers;  the  trippers  are  made  to  lift  a  pawl  at  any  fixed  time,  allow- 
ing the  wheel  S  and  cam  1  to  revolve,  and  the  gas  to  be  lighted  or  extinguished.  The  box 
enclosing  the  platinum  is  opened  and  closed  by  means  of  levers  attached  to  the  rod  operating 
the  hydrogen  valve. 

C  aim. — First,  the  employment,  for  the  purpose  of  lighting  gas  at  any  desired  hour,  of  a 
hydrogen  and  platinum  kindling  apparatus,  (Dobereiuer's  lamp,)  and  a  clock  movement, 
combined  and  operating  substantially  as  described. 

Second,  so  constructing  and  applying  the  cam  T  or  its  equivalent,  and  so  applying  the 
mechanism  through  whicn  it  acts  on  the  hydrogen  valve  and  illuminating  gas  valve,  that  the 
hydrogen  valve,  ailcr  the  ignition  of  the  illuminaliug  gas  has  been  effected,  will  be  closed, 
and  the  illuminating  gas  valve  only  left  open,  substantially  as  described. 

Third,  providing  for  the  protection  of  the  platinum  by  means  of  an  automatically  opening 
and  closing  box  iC  substantially  as  described. 

Fourth,  the  rotating  dial  W  ,  with  its  t>vo  adjustable  pointers  and  two  attached  trippers, 
applied  and  operating  substantially  as  described. 

No.  31,323.— A.  Z.  McBride,  of  Hamahatchee,  Gn.^ Improvement  in  Cotton  Presses. — 
Patent  dated  February  5,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^The  combination  of  the  screws  and  tan  A  with  its  follow  block  10  and  11,  when 
constructed  and  operated  substantially  as  described. 

No.  31,324. — ^William  Mitrkland,  of  Lowell,  Mess. — Improvement  in  Looms. — Patent 
dated  February  5,  18G1. — This  invention  consists  in  providing  a  series  of  reserve  shuttle- 
boxes,  to  contain  the  requisite  number  of  shuttles  that  may  be  desired,  so  arranged  that,  as 
long  as  either  of  the  shuttles  contained  in  them  is  not  required  in  the  fabric,  they  will  all 
remain  without  any  movement  or  change  of  position,  and  when  one  of  them  is  so  required,  it 
is  brought  into  connexion  with  the  active  parts  of  the  loom  and  worked  as  long  as  necessar}*, 
and  afterwards  put  back  into  the  reserve  series,  and  another  taken  up. 

Claim. — First,  the  combination  of  the  reserve  shuttle-boxes  with  the  active  shuttle-boxes,  by 
attaching  and  detaching  the  several  reserve  shuttle-boxes  to  and  from  the  active  shuttle-boxes, 
under  a  construction  and  mode  of  operation  substantially  as  set  forth. 

Second,  the  adj>istment  of  the  reserve  shuttle-boxes  with  the  active  shuttle-boxes,  so  as 
to  allow  the  use  of  one  or  more  of  the  active  series,  substantially  as  described. 

Third,  the  construction  and  use  of  the  annular  disk  for  the  purpose  of  keeping  the  shuttle 
in  place,  and  for  passing  the  ends  of  the  yams  around  the  axis  otthe  polygonal  box  frame. 

Fourth,  the  manner  of  holding  the  boxes  of  the  polygonal  frame  in  their  position,  by  means 
of  a  segment  of  a  circle  or  its  equivalent. 

No.  31,325. — Fran<^ois  Nivelle,  of  Paris,  France. — Imvrovement  in  Setting  Machines. — 
Patent  dated  February  5,  1H61. — The  rocker  is  provided  witn  a  proiection  fitting  into  a  slotted 
vertical  arm  extending  down  fVom  the  shuttle,  which  moves  backward  and  forward  on  its 
guide.  This  rocker  receives  an  oscillating  motion  from  the  horizontal  lever  N,  which  lever  is 
Itself  operated  by  the  vertical  lever  O,  provided  with  a  pin  which  enters  a  ^oove  on  the  cam 
F.  The  needle  shaft  is  supported  in  tarings  under  the  plate  of  the  machme.  but  has  a  free 
motion  longitudinally ;  it  is  operated  by  the  levers  and  the  cams  upon  the  driving  shaft,  so 
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M  to  have  an  oscillating  and  reciprocating  motion.  By  moans  of  these,  in  connexion  with 
the  perforating  needle,  operated  aa  usnal,  either  the  shuttle  stitch  or  double-looped  stitch  may 
be  produced. 

Claim. — ^Tbe  cwTangement  of  the  shuttle-operating  levers  O  N  and  rocker  M,  and  of  the 
oscillating  and  reciprocating  under  needle  shaft  P,  and  its  operating  lever  Q,  rod  R,  and  con- 
nexion u  8  in  combination  with  cams  on  a  driving  shaft  C,  arranged  above  the  upper  frame 
of  the  machine,  substantially  as  described. 

No.  31,326.— John  B.  Peyton,  of  Kavmond,  Miss. — lmprovem€tU  in  Flues  for  Cotton 
Gins. — Patent  dated  February  5,  1861. — This  invention  consists  in  a  method  of  freeing  cotton 
from  motes,  dust,  and  other  impurities  which  are  left  in  it  after  the  ginning  operation,  by 
means  of  a  metallic  flue-box,  w-hich  is  attached  to  the  flue  space  of  an  ordinary  cotton  gin-; 
said  flue-box  having  a  p(*ri'orated  bottom,  and  a  dust  sack  suspended  under  it,  and  distended 
by  transverse  battens  upon  the  plate. 

Claim, — Constructing  the  flue  A  with  a  sheet  metal  bottom,  which  has  greater  spaces 
between  the  perforations  than  the  length  of  the  fibres,  as  and  for  the  pm'poses  shown  and 
described. 

No.  31,327. — Jacob  Reese,  of  Pittsburg,  Pa. — Improvement  in  tite  Construction  of  the 
Fire  Chambers  and  in  Operating  the  Fires  of  Reverbcratory  Furnaces. — Patent  dated  Febru- 
ary 5,  1861. — The  claim  and  engraving  will  explaim  the  nature  of  this  invention. 

Claim. — First,  constructing  the  fire  chamber  of  reverberatory  furnaces  for  puddling, 
boiling,  or  reheating  iron,  in  which  coal  is  used  as  fuel,  so  as  to  form  at  its  base  a 
contracted  receptacle  for  the  accumulation  of  the  melted  cinder  below  the  point  where  the 
blast  of  air  is  admitted,  in  combination  with  a  close  air-tight  fire-chamber  bottom,  for  the 
purpose  of  freeing  tlie  fuel  of  its  incombustible  particles  by  keeping  the  cinder  in  a  melted 
state  so  long  as  it  remains  in  the  fiie  chamber,  and  thus  preventing  trie  formation  of  clinker, 
as  described. 

Second,  fluxing  the  clinker  in  the  fire  chamber  of  a  puddling,  boiling,  or  reheating  furnace, 
constructed  aa  above  described,  by  means  of  the  introduction  with  the  fuel  into  the  tire 
chamber  oi  oxyd  of  iron  or  other  suitable  flux,  for  the  purpose  of  keeping  the  clinker  in  a 
state  of  fusion  so  long  £ks  it  remains  in  the  fii'e-chamber  bottom,  so  as  to  enable  it  to  inin  otf 
spontaueouslv  as  it  accumulates,  in  the  manner  hereinbefore  described. 

Third,  in  the  fim  chamber  of  puddling,  boiling,  or  reheating  furnaces,  constructed  as  above 
described,  introducing  the  blast  near  the  surface  of  the  melted  cinder  so  as  to  heat  the  blast 
before  it  ascends  thiough  the  mass  of  fuel  in  the  fire  chamber,  and  thus  increase  the  intensity 
of  the  combustion  and  consume  the  smoke,  as  set  forth. 

No.  31, 32a —Ira  Reynolds,  of  Bellefontaino,  O.— Improvement  in  Straw  Gutters.— 
Patent  dated  February  5,  1861. — ^The  crank  is  operated  by  a  pinion  on  the  driving  wheel, 
and  is  placed  between  the  arm  and  the  cutter  for  the  purpose  of  allowing  a  direct  action  upon 
the  cutter  with  a  crank,  and  so  that  the  wrist  of  the  crank,  which  is  provided  with  a  friction 
roller,  may  act  on  the  rock-shaft  K  in  connexion  with  the  pawl  T  and  cog  J.  The  adjustable 
plate  is  provided  with  holes  in  which  can  bo  inserted  the  rod  I,  which  passes  through  the  bent 
extremities  of  the  cutter,  in  this  way  allowing  the  cutter  to  be  easily  amusted  at  anv  angle. 

Claim. — First,  the  arrangement  of  the  crtmk  between  the  arm /and  blade  C  with  the  rock- 
shaft  K  and  feed  motion,  as  and  for  the  purposes  described. 

Second,  constructing  the  journal  box  £  in  such  a  manner  as  to  form  the  box  for  the 
lower  roller,  and  the  sliding  or  slotted  box  for  the  upper  feed  roller,  with  slot  for  spring  smd 
fiMtening  for  the  feed  box,  as  seen  and  represented  in  the  accompanying  drawings  and  speci- 
fications. 

Third,  the  combination  of  the  adjustable  plate  D  and  the  rod  I,  when  constructed 
and  operating  as  and  for  the  purposes  described. 

No.  31,329. — ^Frederick  E.  Schmidt,  of  New  York,  N.  Y.— Improvement  in  Steam  Gen- 
erators.— Patent  dated  February  5,  1861. — ^This  invention  consists  of  an  apparatus  for  ^gen- 
erating steam  or  vapor  from  a  fluid,  or  from  a  fluid  and  gases  combined,  by  means  ot  an 
arrangement  of  boilers  or  generators,  and  tanks  provided  with  pipes  and  cocks  in  such  a 
manner,  as  to  be  able  to  (e&l  the  generators  when  necessaiy  or  mix  the  steam  or  vapors  with 
ail  or  ^^ases  under  all  pressures  in  the  generator. 

CUnm. — The  arrangement  and  combination  of  the  generators,  tank,  and  reservoir,  substan- 
tially as  described,  for  the  purpose  of  combining  with  the  steam  or  vapor  generated  in  the 
generators  any  other  fluid  or  gases,  when  said  combined  vapors  and  gases  exert  a  continual 
power  upon  a  piston  or  its  equivalent. 

No.  31,330. — Moses  Seward,  of  New  Haven,  Conn. — Improved  Collar  for  Ornamental 
Carriage  Work. — ^Patent  dated  February  5,  1861. — ^The  collar  is  formed  by  upsetting  a  solid 
rod  of  iron  so  as  to  raise  the  collar  from  the  rod  itself  without  welding,  after  wnlch  it  may  be 
fonn^  and  planished  in  axi^  required  shape. 

Claim. — ^As  an  article  of  manufacture,  an  upset  planished  collar  for  ornamental  carriage 
work,  formed  without  welding  or  turning. 
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No.  31,3:51.— Thomas  Sheehan,  of  Dunkirk,  N.  Y.,  assignor  to  himself,  C.  De  WiTT 
Smtth,  and  Charles  B.  Moss,  Washington,  D.  C. — Improttment  in  the  manufacture  of 
FUes  and  Rasps. — Patent  doted  February  5,  186J. — This  invention  cousists  in  constructing 
files  of  wrought  iron,  and  then  converting  them  into  a  sound  and  tenacious  steel  to  a  certain 
depth,  by  coating  them  with  the  cementing  paste,  (described  in  tlie  patent  previously  granted 
to  Shechau,)  then  packing  them  with  leather  and  ground  bones  in  a  wrouj^ht-iron  box  sub- 
mitted to  the  action  of  heat.  The  tiles  are  then,  while  hot,  immersed  in  a  bath  of  a  strong 
solution  of  salt,  then  in  some  water,  and  washed. 

Claim. — The  non-fmngible  files  and  rasps  constructed  and  made  as  described  and  specified, 
whose  hardness,  workmg  qualities,  and  durability  are  equal  to  those  of  ca^t-stecl  files  and 
rasps. 

No.  3 J, 332. —Thomas  Slaight,  of  Newark,  N.  Y.—Imprared  Lock  for  Railtcay  Cars. — 
Patent  dated  February  5,  1801. — The  bolt  which  moves  in  guides  upon  the  plute  A  is  made 
to  fasten  a  hasp  provided  with  a  slot,  thus  allowing  it  to  pass  over  the  guides,  and  when 
shoved  into  the  lock  presses  against  one  arm  of  the  dog  F,  and  forces  the  other  arm  g  into  a 
corresponding  recess  on  the  bolt,  thus  retaining  it  in  position.  The  slidiug  plate  bears  against 
the  lip/ upon  the  dog,  and  is  held  in  that  position  by  a  projection  upon  tlie  tumbler;  when 
the  tumbler  is  moved  a  projection  upon  the  slidiug  plate  coming  opposite  a  recess  in  the  tum- 
bler allows  the  spring  to  torce  back  the  sliding  plate  so  as  to  remove  its  end  from  the  lipf) 
upon  the  dog,  thus  freeing  the  projection  g  from  the  bolt  C. 

Claim. — The  bolt  Cj  dog  F,  and  side  plate  D,  the  latter  being  provided  with  the  arm  c, 
and  all  airangod  to  operate  as  and  for  the  purpose  set  forth. 

No.  31,3:^3. — ^JoHN  Joseph  Charles  Smith,  of  Philadelphia,  Pa. — Improvement  in  Ma- 
chine  for  Cutting  Type. — Patent  dated  February  5,  IBlil. — This  invention  consists  in  the 
arrangement  of  a  reciprocating  cutter,  with  an  automatically  moving  griping  jaw  and  with  an 
adjustable  gauge,  in  such  a  manner  that  the  gauge  can  be  set  Ibr  typos  of  different  thickness, 
while  the  jaw  adjusts  to  the  varying  width  or  size  of  dilVerenl  typos,  and  is  so  arranged  as  to 
be  loosened  at  regular  intervals,  so  that  the  type  cut  off  by  one  stroke  of  the  cutter  can  be 
deposited  in  a  leceptacle. 

Claim. — The  arrangement  of  the  adjustable  gauge  F  and  automatic  jsiw  G,  in  combination 
with  the  reciprocating  cutter  C,  constructed  and  operating  substantially  in  the  manner  and 
for  the  puipose  specitied. 

No.  31,3:J4.— JoSL\H  M.  Smith,  of  Somors,  N.  Y.— Improvement  in  Sewing  Machines. — 
Patent  dated  February  5,  18ul. — The  hook  is  attuchetl  by  an  aim  to  the  inogular  plate  P, 
taoving  under  the  plate  N  on  the  axle  g.  This  inogular  plate  is  provided  with  a  roller  t  and 
projections  j  and  A*,  and  is  so  arranged  as  to  have  an  oscillatory  movement  corresponding  with 
the  movement  of  the  i>erforating  and  horizontal  noo<lies.  As  the  ann  moves,  the  iuciined 
projection  prevents  the  twisting  of  the  loop  of  the  i>erl'omting  needle,  and  after  that  has  as- 
cended the  hook  catches  in  the  loop  of  the  under  thread  and  opens  it,  so  that  the  perfomting 
needle  when  it  again  descends  cau  enter  fairly  and  thus  insure  the  formation  of  a  doublo 
locked  stitch.  The  pressor  is  made  to  opemte  by  a  lever,  so  that  as  the  needle  descends  a 
projection  x  on  the  short  arm  may  catch  on  the  hook  of  the  lever  moving  the  pix'sser  and  give 
It  a  percussive  and  at  the  same  time  a  rubbing  motion  backward. 

C/ai m.—Fii-st,  the  hook  M,  constructed  with  an  inclined  projection  /  and  notch  m,  substan- 
tially as  described,  and  applied  to  operate  in  manner  substantially  as  set  forth,  in  combination 
with  the  two  needles  «  and  L,  for  the  two  purposes  specitied. 

Second,  the  pressor  W,  applied  to  operate  upon  the  cloth  indci>eudently  of  the  feed  me- 
chanism, with  a  percussive  and  rubbing  action,  substantially  as  and  for  the  purpose  described. 

No.  31,335. — Whxum  Smith,  of  Philadelphia,  Vo..— Improvement  in  the  Valves  of  Steam 
Engines. — Patent  dated  February  5,  IbGl. — The  lever  I  and  rock  arm  H  are  provided  with 
toes  which  act  against  each  other,  so  that  the  lever  I  can  be  niised  to  operate  the  valves  and 
cut  off  the  steam  at  any  part  of  the  stroke,  tlie  toes  being  kept  in  contact  by  a  spring  bearing 
upon  lever  I. 

Claim. — The  arrangement  and  combination  of  the  rock  arm  IT,  lever  I,  sliding  plate  S, 
spring  L,  lever  R,  and  piston  valves  B  B',  substantially  as  described. 

No.  31,336.— I^ANas  W.  Stafford,  of  New  York,  X.  Y.— Improved  Shade  Fixtures.— 
Patent  dated  February  5,  1861. — The  adjustable  strap  encompasses  the  cord,  and  can  bo 
tightened  so  as  to  press  the  cord  upon  the  pulley  and  make  it  revolve,  thus  dispensing  with 
the  use  of  the  lower  tightening  puUey,  the  cord  pressing  in  such  a  manner  that  ny  pulling  it 
the  pulley  will  revolve. 

Claim. — ^The  employment  or  use  of  the  adjustable  strap  C,  in  connexion  with  the  grooved 
pulley  B  and  cord  F,  the  stap  being  applied  to  the  pulley  to  act  upon  the  cord,  substantiallj 
as  and  for  the  purpose  set  forth. 
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Ko.  31, :W,— -Peter  Paul  Stephan,  of  Newark,  N.  3, ^Improved  Lock  Attachment.— 
Patent  dated  Febraary  5, 1861. — ^This  invention  consists  in  the  employment  or  use  of  a  novel 
safety  attachment  applied  to  the  lock  in  such  a  way  as  to  completely  fill  up  the  keyhole  and 

Erevent  the  insertion  therein  of  either  picks  or  keys,  the  attachment  being  secured  in  the  key- 
ole  by  a  fastening  or  supplemental  attachment. 
Clatm. — The  spindle  C\  provided  with  the  bit  b  and  the  lug  or  projection  rf,  in  connexion 
with  the  key  D  and  supplemental  lock  formed  by  the  arbor  F,  rod  A,  with  springs  /,  and  case 
£,  substantially  as  described. 

Also  the  spindle  C,  with  its  bit  b  and  lug  or  projection  rf,  and  key  D,  when  used  in  con- 
nexion with  any  suitable  supplemental  fastening  or  lock  attachment  to  secure  the  key  D  in 
the  lug  or  projection  d  and  keyhole  gj  of  lock  A,  for  the  purpose  specified. 

No.  31,338.— J.  V.  Stevens,  of  Pomeroy,  Ohio.— Improved  CAtini.--Patent  dated  Feb- 
ruary 5,  1861. — ^The  dash  is  made  to  fit  closely  to  the  body  of  the  chum  and  is  provided  with 
an  aperture  closed  by  a  valve.  Upon  the  downward  motion  of  the  lever,  cream  is  forced  up 
through  the  perforations  in  the  dash  and  valve,  and  upon  the  upward  motion  of  the  lever  c, 
the  cream  passes  freely  down  through  the  aperture  and  is  again  forced  up  through  the  per- 
forations. 

Claim. — ^The  perforated  valve  dash,  to  be  worked  with  or  without  a  lover,  substantially  as 
set  forth  in  the  accompanying  drawings  and  specification. 

No.  31,339.— J.  B.  Tinker,  of  Plymouth,  N.  Y .—Improvement  in  Harvesters.— P&tent 
dated  February  5,  1861. — ^The  shaft  is  provided  with  pinions,  so  that  the  motion  communi- 
cated by  the  segment  operated  by  a  lever  near  the  driver  to  one  rack  bar  will  be  communi- 
cated to  the  other.  The  grooved  shaft  N  and  the  feathered  pinion  operate  the  sickle  with  an 
oscillating  motion. 

CUim. — The  combination  of  the  toothed  segmont  G,  rack  bars  E  E,  shaft  F,  pinions  c  c, 
bent  brace  rod  J,  guides  K  K,  grooved  crank-shaft  N,  and  feathered  pinion  g^  the  said  parts 
being  constructed  and  arranged  in  connexion  with  the  rigid  frame  A  a  6,  wheels  C,  finger 
bar  If  and  sickle  M,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,340. — Charles  Tribby,  of  Winchester,  Ysi.— Improvement  in  Watchmakers' 
Lathes.^Paient  dated  February  5,  1861. — ^The  object  of  this  invention  is  to  facilitate  the 
turning  of  stones  used  in  jewelHng  watches,  and  consists  in  fastening  the  stone  on  the  point 
of  the  spindle  by  means  of  cement,  so  that  it  can  be  turned  and  fitted  to  the  hole  In  the  plate 
of  the  watch  without  loosening  and  refastening  it,  as  is  usual,  for  the  purpose  of  measuring, 
the  spindle  being  taken  out  with  the  stone  whenever  it  is  desirable  to  hold  it  up  to  the  hole  in 
the  plate. 

Claim. — The  arrangement  of  the  movable'  bed  H,  in  combination  with  the  mandrel  E, 
drilled  on  one  end  and  provided  with  the  hollow  centre  b  on  the  other  end,  and  with  the 
double-centred  spindle  F,  all  constructed  and  operating  in  the  manner  and  for  the  purpose 
described. 

No.  31,34h— JLevi  S.  Tyler,  of  Linesville,  Pa. — Improvement  in  Rotary  Harrows. — 
Patent  dated  February  5,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — First,  connecting  the  harrow  wheels  B  B  and  B'  B'  to  the  frames  A  A'  by  means 
of  the  spindle  bolts  E,  swivel  bows  F,  and  axis  bolts  G,  as  and  for  the  purposes  set  forth. 

Second,  the  described  arrangement  of  parts  whereby  the  harrow  wheels  B  B  are  connected 
to  the  frame  A,  and  the  harrow  wheels  B'  B'  are  connected  to  the  frame  A',  and  the  said  frames 
are  connected  together  by  the  hinged  bars  C  C,  for  the  purpose  set  forth. 

No.  31,342. — James  S.  Upton,  of  Battle  Creek,  Mich. — Improvement  in  Horse-Powers. — 
Patent  dated  February  5,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^The  arrangement  of  the  wheels  K  and  L  upon  the  shaft  J,  with  reference  to  the 
wheels  T>  and  I,  so  that  more  power  and  less  speed,  or  the  converse,  may  be  used,  at  the  will 
of  the  operator,  substantially  as  specified. 

No.  31,343.— Frederick  Walton,  of  Haughton  Dale  Denton,  near  Manchester,  Eng. — 
Improvement  in  Apvaratus  for  the  Manufacture  of  Varnish. — Patented  in  England  January 
27,  1860. — ^Patent  dated  February  5,  1861. — ^Three  cylindrical  vessels  are  arranged  one  above 
the  other,  into  the  upper  one  of  which  is  pumped  linseed  oil,  mixed  with  a  psopor  proportion 
of  acetate  of  lead.  The  oil  falls  in  a  finely  divided^  state  through  a  gating  in  the  bottom,  of 
the  vessel  into  the  lower  cistern.  The  middle  cistern  has  two  sides  ot  glass  and  two  of  pcr- 
£orated  zinc,  through  which  a  current  of  air  is  forced  from  the  pipe  E,  in  close  contact  with 
tb)  shower  of  oil.  Underneath  the  lower  vessel  is  a  steam  chamber  for  heating  the  oil  to  any 
desired  temperature.    A  pipe  from  the,  lower  cistern  conducts  the  oil  to  the  oil-pump,  by 


Digiti 


zed  by  Google 


174  ANNUAL  REPORT  OF  THE 

which  it  is  passed  again  through  the  machine.  In  the  cover  of  the  upper  cylinder  is  a  tube 
and  piston,  and  when  the  pressure  is  too  great  the  piston  is  forced  up,  and  bj  means  of  a  con- 
necting rod  closes  a  cut-on  in  the  outlet  pipe  of  the  cistern. 

Claim. — ^The  machine  substantially  as  represented  in  Figs.  1,  2,  and  3,  and  as  aboT« 
described. 

No.  31,344.— Henry  T.  Watkins,  of  Anderson,  Ind.— 'Improvement  in  Cider-Mills, — 
Patent  dated  February  5,  J  861. — This  invention  consists  in  the  arrangement  of  a  spiked 
cvlinder  and  concave  in  connexion  with  a  pair  of  smooth  rollers  moving  in  opposite  direc- 
tions, the  whole  enclosed  by  a  door  or  cover  hinged  at  the  bottom. 

Claim, — ^The  combination  and  arrangement  of  the  several  parts,  when  constructed  and 
arranged  substantially  as  represented,  for  the  purpose  set  forth. 

No.  31,345.— Thomas  S.  Whitenacii,  of  Easton,  Vti.— Improvement  in  Rakes  for  Har- 
vesters.— Patent  dated  February  5,  1801. — To  a  vertical  shaft  rotated  by  gearing  in  the  body 
of  the  machine  there  is  secured  a  head  to  which  the  arms  I  are  pivoted,  so  as  to  have  a  ver- 
tical motion.  The  sides  in  which  the  arms  rest  are  turned  down  at  their  lower  ends  so  as  to 
form  a  bearing  against  the  head,  thus  preventing  the  arms  from  falling  too  far  down.  The 
rollers  are  arranged  so  that  one  is  vertical,  and  each  of  the  others  more  inclined  and  at  a  higher 
elevation,  so  that  the  arms  on  passing  over  the  frame  are  elevated  above  the  driver's  seat.  The 
sockets  are  provided  with  two  holes,  one  of  which  is  curved,  so  that  the  beater  or  rake  can  bo 
adjusted  parallel  with  the  plate  B.  By  means  of  the  lever  operated  by  the  driver  the  arms 
can  be  raised  above  the  platlbrm  to  any  desired  height. 

Claim. — First,  the  employment  or  use  of  the  slides  G,  when  applied  to  the  arms  F,  sub- 
stantially as  shown,  for  the  adjustment  of  the  same  as  set  forth. 

Second,  the  rollers  1 1'  I",  when  applied  to  the  main  frame  A,  and  used  in  connexion  with 
the  arms  F,  to  operate  as  and  for  the  purpose  sot  ibrth. 

Third,  attaching  the  beaters  L  and  rake  K  to  the  arms  F  by  means  of  the  sockets  J,  con- 
structed and  arranged  as  shown,  to  admit  of  the  adjustment  of  the  beaters  and  rake,  specifi- 
cally as  set  forth. 

1^  ourth,  in  combination  with  the  arms  F,  the  lever  N,  attached  to  the  main  frame  A,  and 
provided  with  the  curved  bar  /,  placed  in  such  relation  with  the  arms  as  to  operate  as  and  for 
the  purpose  set  forth. 

No.  31,346.— Ross  Winans  and  Thomas  Winaxs,  of  Baltimore,  Hd.^Improved  Pack- 
ing/or Sti^ng-Bozes. — Patent  dated  February  5,  1861. — This  invention  consists  of  a  com- 
pound packing  brick,  composed  of  a  fibious  material,  (such,  for  example,  as  unspun  hemp,) 
and  a  lubricating  material,  (such  as  tallow,)  compressed  into  the  form  most  suitable  for  uso 
in  the  stnfiSng-box. 

•  Claim. — ^A  compound  packing  brick,  substantially  such  as  described,  as  a  new  article  oi 
manufacture. 

No.  *>i,347.— William  H.  Beach,  of  Chicago,  111.,  assipor  to  J.  S.  Beach,  of  Ballston 
Spa,  N.  Y. — Improved  MatMne  for  Swaging  Sheet  Metal. — Patent  dated  February  5,  18C1. — 
Tfiis  machine  is  designed  lor  swaging  and  pressing  sheet  metal  for  roofing.  The  dies  are  so 
constructed  as  to  form  semi-cylindrical  ridges  at  each  side  of  the  plate,  while  the  portion  be- 
tween the  ridges  is  pressed  flat  and  smooth,  and  while  under  pressure  the  plates  are  pertbrated 
with  holes  for  nails,  and  the  holes  countersunk. 

Claim. — The  pressure-bar  or  plunger  C,  provided  witli  the  bars  or  female  dies  D  D,  in  con- 
nexion with  the  stationary  bedpiece  b  and  movable  male  dies  H  11,  the  bar  or  plunger  C,  and 
dies  H  H,  being  operated  by  the  screws  F  1 1,  or  their  equivalents,  and  all  arranged  as  and  for 
the  purpose  set  forth. 

Also,  in  combination  with  the  bar  or  plunger  C,  bedpiece  6,  and  the  dies  D  D  H  H,  the 
punches  and  countersinks  G,  arranged  essantially  as  and  for  the  purpose  set  forth. 


No.  31,348.— P.  J.  Clark,  of  West  Meridcn,  Conn,  assignor  of  S.  D.  Clark,  of  ( 
place. — Improvement  in  Skate-Fastenings. — Patent  dated  February  5,  1861. — The  clamps, 
which  secui^  the  sole  of  the  boot  or  shoe  to  the  skate,  are  hinged  to  sliding  blocks  moving  in 
suitable  giooves  in  the  plate  B,  the  blocks  beinfj^  moved  by  means  of  a  right  and  lei^  handed 
screw,  which  is  prevented  from  moving  longitudinally  b;^  a  collar  which  turns  within  a 
recess  in  the  hanger,  so  that  the  clamps  can  be  drawn  and  fastened  to  the  edge  of  the  sole  as 
tightly  as  may  be  required. 

Claim. — In  combination  with  the  plate  A  and  slides  E  E,  and  their  pivoted  and  removable 
fastenings  F  F,  as  described,  the  right  and  left  hand  screw  G,  and  restraining  nut  d,  for 
drawing  said  fastening  up  tightly  to  the  boot  or  shoe,  and  for  drawing  up  the  clamps  and 
instep  strap  together,  the  whole  being  arranged  under  the  ball  of  the  loot,  substantially  in  the 
manner  and  for  the  purpose  set  forth  and  explained. 

No.  31,.349.— Phylander  Dantels,  of  LeRoy,  N.  Y.,  assignor  to  Himself  and  8.  H. 
Barnes,  of  New  York  city. — Improvement  in  Tanning  Leather. — Patent  dated  February  5, 
1861. — The  claim  will  explain  the  nature  of  this  invention. 
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Claim. — In  tannine  leather  the  use  of  tormentilla  and  nutgalla,  in  connexion  with  cutch 
or  terra  japonica,  in  about  the  proportions  set  forth. 

Also,  in  tanning  leather  with  the  above«designated  substances  the  within-described  method 
or  process,  to  wit :  the  application,  first,  of  a  solution  of  cutch,  tormentilla,  and  nntgalls  in 
the  proportions  and  strength  specified,  the  subsequent  addition  of  the  salts  specified,  and  the 
ultimate  strengthening  of  the  liquor  to  the  proper  degree  to  complete  the  tanning  by  the 
addition  of  a  strong  solution  of  cutch  or  terra  japonica  alone. 

No.  31,350.— George  J.  Hill,  of  Buffalo,  N.  Y.,  assignor  to  Sanford,  Harroun  &  Co., 
of  same  place. — Improvement  in  Machine  for  Numbering  Railroad  Tickets. — Patent  dated 
February  5,  1861. — ^A  series  of  wheels  are  arranged  side  by  side,  each  wheel  having  ten  types 
with  digits  marked  upon  them,  and  arranged  successively  around  its  circumference.  By 
means  of  a  pawl  at  each  successive  stroke  of  the  platen  one  wheel  is  made  to  revolve  one 
number  until  it  has  completed  its  revolution,  when  the  next  wheel  is  made  to  move  one 
di^t,  and  so  on  until  99  is  printed.  When  this  number  is  reached  the  third  or  Icfl-hand 
wheel  moves  one  nimiber,  and  then  the  hundreds  are  successively  printed  as  high  as  999. 

Claim, — First,  imparting  to  the  pawl  S  a  lateral  movement  to  and  fro  by  means  of  mechan- 
ism, substantially  as  described,  so  that  the  pawl  will  strike  and  move  the  firet,  second,  and 
third  type-wheels,  as  required,  for  printing  numbera  consecutively  from  1  upward  to  999. 

Second,  hinging  the  type-teeth  1,  2,  3,  4,  &c.,  to  the  third  type-wheel,  for  the  purposes  and 
substantially  as  set  forth. 

Third,  a  recess  formed  in  the  annular  rim  h  and  spring  j,  in  connexion  therewith,  in  com- 
bination with  the  spring  J  and  hinged  typo  of  the  third  type-wheel,  for  the  purposes  and  sub- 
stantially as  described. 

Na  31,351.— Albert  IL  Hook,  of  New  York,  N.  Y.,  assignor  to  the  Grover  &  Baker 
Sewino-Machine  Company,  of  same  place. — Improvement  in  Sewing- Maddnes, — Patent 
dated  February  5,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — The  combination  of  two  washers,  concave  at  the  centre  and  rounded  off  at  the 
outer  edge,  with  a  centre  pin  and  any  suitable  means  to  give  these  washers  a  pressure,  causing 
the  thread  to  be  pinched  between  said  washers,  arranged  substantially  as  and  for  the  purpose 
specified. 

No.  31,352.— Lemuel  P.  Jenks,  of  Boston,  Ma«s.,  assignor  to  William  S.  Murray,  of 
New  York,  N.  Y. — Improvement  in  Filters. — Patent  dated  February  5,  1861. — ^The  claim 
and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — In  cases  of  a  conoidal  form,  as  described,  the  combination  and  arrangement  of 
one  or  more  bunches  of  fibres  placed  in  a  perforated  groove  or  grooves,  and  alternately  Qpm- 
pressed  or  expanded,  for  the  purpose  of  filtrating  water  or  other  liquids,  all  as  set  forth. 

No.  31,:i53.— Josee  Johnson,  of  New  York,  N.  Y.,  assignor  to  Himself  and  John 
Ward,  jr.,  of  Brooklyn,  N.  Y.-^Improved  Folding  ToA/e.— Patent  dated  Februarys,  1861.— 
The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — ^The  combination  and  arran^ment  of  the  top  A,  centre  piece  B,  hook  buttons  E, 
or  other  suitable  fastenings,  and  leg-pieces  C,  hinged  together  so  that  they  may  be  readily 
folded  into  a  small  compass,  substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,.354. — Stephen  Johnson,  of  Cold  Springs,  N.  Y.,  assignor  to  Himself  and  Lyman 
E.  Damon,  of  Napoli,  N.  Y. — Improvement  in  Seed  Planters. — Patent  dated  February  5, 
1861. — The  cups  upon  the  disk  pick  up  a  certain  number  of  seeds  from  the  cylinder,  and  as 
the  disk  revolves  the  caps  are  emptied  into  the  hopper,  and  thence  the  seed  runs  into  the  seed 
tube. 

Claim, — The  described  arrangement  of  the  cups  G^  disk  F,  and  hopper  H,  within  the 
cylinder  C,  the  same  being  arranged  and  used  in  connexion  with  the  plough  K  and  coverer  J, 
which  are  supported  by  tl^  hing^  lever  bar  L,  with- flexible  tube  I,  the  whole  arranged  and 
operating  afe  set  forth. 

No.  31,35.5.— M.  C.  Longacre,  of  Cleveland,  Ohio,  assignor  to  Himself  and  R.  R.  Her- 
RirK,  of  same  place. — Improved  Chum. — Patent  dated  February  5,  1861. — ^The  covers  and 
dashers  of  the  chum  are  fixed,  whilst,  by  means  of  gearing,  the  vessel  containing  the  cream  is 
made  to  rotate.  The  dashers  are  also  capable  of  adjustment,  and  by  devices  applied  to  the 
base  can  bo  moved  to  and  from  the  centre  of  the  chum,  and  thus  control  the  reaction  of  th« 
blades  of  the  dashers  upon  the  fluid. 

Claim. — ^Rotating  the  body  of  the  chum  in  a  vertical  position  by  means  of  the  disk  C,  or 
its  equivalent,  when  connected  with  the  stationarv  dashers  L,  arranged  as  described,  for  the 
pirpoee  of  adjusting  the  same  both  vertically  and  horizontally  as  specified. 
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No.  31,:{rK). — John  L.  Uowl,  of  Now  York,  assiffnor  to  Manning  Mckrill,  of  Neir 
York,  N.  Y.,  aud  Thomas  Holmes,  of  Brooklyn,  N.  Y. — Improvement  in  Nozing  for 
Locks, — Patent  dattd  February  5,  J  801. — This  invention  consists  in  plocini;^  in  the  nozing  of 
a  lock  a  piece  which  Ls  usuully  flush  with  the  ed^  of  the  opening  and  retained  by  a  spring, 
but  can  be  moved  back  when  the  latch  strikes  against  it. 

Claim, — The  employment  of  a  yielding  or  sliding  segment  in  the  nozing  or  staple  for 
locks  and  latches  to  take  the  latch,  in  the  manner  and  for  the  purposes  substantially  as  specified. 

No.  31,357. — Coleman  Sellers,  assignor  to  Himself  and  G.  Burnham,  Philadelphia, 
Pa. — Improvement  in  Exhibiting  Stereoscopic  Pictures  of  Moving  Objects, — Patent  dated 
Februarys,  IdGl. — The  pictmes  representing  objects  in  different  posiiiuns  aie  made  to  ro- 
volve  in  a  plane  coincident  with  the  line  of  vision,  and  are  seen  through  slits  in  the  surface 
of  the  revolving  cylinder  as  it  passes  under  the  lenses  of  the  stereoscope.  'The  slits  in  the 
cylinder  are  so  narrow  that  the  whole  of  the  picture  is  not  seen  at  once,  but  only  by  degrees 
as  the  cylinder  revolves  and  the  picture  approaches  and  recedes  in  the  line  of  vision,  thus 
giving  to  the  various  parts  an  appearance  of  motion.  By  this  device,  the  revolving  wheels 
of  machinery  and  various  motions  of  the  human  body  can  be  presented. 

Claim, — Combining  with  the  stereoscope  a  series  of  pictures  arranged  in  succession,  as  des- 
cribed, when  said  pictures  revolve  on  an  axis  at  right  angles  or  nearly  so  to  the  line  of  vision, 
the  whole  being  constructed  and  operated  substantially  in  the  manner  and  for  the  purpose 
set  forth. 

No.  31,358.— -Edgar  M.  Stevens,  of  Boston,  Mass.,  assignor  to  Himself  and  Levi  L. 
Tower,  of  same  place. — Improvement  in  Machines  for  Winding  Thread, — Patent  dated 
February  5,  1861. — By  means  of  a  lever  I,  under  the  plate  of  the  machine,  the  cam  wheel, 
which  bears  against  the  flat  inferior  surface  of  the  gear  wheel  operated  by  the  crank,  can  be 
moved  nearer  to  or  further  from  its  axis,  so  as  to  have  a  quicker  or  slower  motion.  The  lever 
I,  which  is  connected  to  the  arm  E,  through  which  the  thread  to  be  wound  passes,  bears 
against  the  cam  head  F,  and  thus  a  backward  and  forward  motion  is  given  to  the  thread. 

Claim, — ^The  combination  and  arrangement  of  the  adjustable  plate  worm  gear  H  and  its 
return  screw  K,  or  their  equivalent  or  equivalents,  with  the  cam  wheel  G  and  the  cam  F, 
applied  to  operate  the  thread  carrier,  substantially  as  specified. 

No.  31,359. — Samuel  B.  H.  Vance,  of  New  York,  N.  Y.,  assignor  to  Mitchell,  Vancr 
«!'.  Co.,  of  same  place. — Improved  Electrical  Apparatus  for  Lighting  Gas, — Patent  dated 
February  5,  1861. — The  electrical  machine  consists  of  a  case  provided  with  a  glass  disk, 
leather  pads  and  forks  for  collecting  the  sparks,  the  forks  connecting  with  a  globe  secured  to 
the  top  plate  of  the  case,  into  which  globe  is  secured  the  rod  which  communicates  the  spark 
to  the  biuTier.  The  burner  is  provided  with  a  small  pointed  hook  supported  by  a  non-con- 
ducting bracket  slipped  over  the  burner.  On  the  lower  end  of  the  hooked  rod  is  a  cup,  into 
which  IS  inserted  the  conducting  rod.  A  portion  of  the  conducting  rod  is  formed  into  a  spiral 
spring  to  prevent  injury  by  concussion  to  the  electrometer. 

Claim, — First,  the  employment  or  use  of  a  portable  electric  machine  D,  such  as  described, 
'  in  place  of  the  lamp,  caudle,  taper,  or  other  match  generally  used  for  the  purpose  of  lightmg  gas. 

Second,  the  anangement  ot  the  cups  «,  or  their  equivalents,  to  operate  m  combination  with 
the  pointed  books  B,  burners  A,  and  with  the  electric  machine  D,  in  the  manner  and  for  the 
purpose  specified. 

Third,  giving  to  a  portioiji  of  the  rod  b  the  form  of  a  spiral  spring  as  and  for  the  purpose 
set  forth. 

No.  31,360.--H.  S.  Walcott,  of  East  Boston,  Mass.,  assignor  to  Samuel  Eter,  of  Boston, 
Mass. — Improved  Carpet  Tack  Driver. — Patent  dated  February  5,  1861. — The  toe  piece  is  so 
arranged  tnat  when  tne  lever  is  raised  to  its  highest  point  the  point  of  the  toe  piece  is  diseti- 
gaged  from  the  flange  of  the  collar  upon  the  hammer  rod,  and  tne  hammer  b  forced  down  by 
the  spring. 

Claim, — ^First,  the  perpendicular  spring  hammer  rod  B  and  lever  C,  in  combination  with 
the  frame  A  Al  A2  A3,  suostantially  as  set  forth. 

Second,  in  combination  with  the  hammer  rod  B  and  lever  C,  the  jointed  toe  piece  C  and 
grooved  collar  g^  arranged  and  operating  substantially  as  and  for  the  purposes  set  forth. 

Third,  the  pivoted  spring  tack  holding  jaws  a  a,  in  combination  with  hammer  rod  B,  as 
described,  for  receiving  and  properly  holdmg  the  tack  until  it  is  struck  by  the  hammer  rod. 

No.  31,361.— ICHABOB  Washburn,  of  Worcester,  Mass.,  assignor  to  Himself  and  P.  L. 
MOEN,  of  same  place. — Improvement  in  Hardening  and  Tempering  Wire, — Patent  dated 
February  5,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — An  apparatus  for  tempering  steel  wire,  or  other  steel,  in  pieces  of  considerable 
length,  composed  of  two  furnaces  A  B,  each  of  which  contains  a  bath  Cf  or  D  of  fusible  metal 
or  alloy,  and  an  interposed  quenching  bath  E,  the  whole  constnicted  and  arranged  substan- 
tiolly  as  described,  to  enable  the  hardening  and  tempering  to  be  performed  at  one  operation 
without  exposure  of  the  steel  to  direct  contact  with  the  fire. 
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No.  31,362.— James  B.  Vaughn,  of  Marion,  N.  Y.,  admimatrator  of  E.  Vaughn, 
deceased,  late  of  same  place. — Improvement  in  the  Construction  of  Gauges  for  Mould-Boards 
of  Ploughs, — ^Patent  dated  February  5,  1861. — The  object  of  this  invention  is  to  produce  a 
gauge  by  which  the  mould-boards  of  ploughs  may  be  readily  and  invariably  shaped  so  as  to 
possess  a  uniformity  of  curvature  for  the  purpose  of  securing  equality  of  pressure  upon  every  part 

Claim. — The  gauge  ^,  constructed  as  set  forth,  in  combination  with  the  two  curved  direc- 
tors or  guides  m  and  n,  in  the  manner  and  for  the  purpose  herein  specified. 

No.  31,363. — R.  A.  Adams,  of  Indianapolis,  Ind. — Improvement  in  Grainers^  Tools. — 
Patent  dated  February  12,  1861. — A  piece  of  leather  ciured  or  pressed  on  one  side  to  imitate 
the  lines  or  figures  of  the  wood  or  marble  to  be  grained  is  secured  to  a  crescent-shaped  piece 
of  wood,  with  a  piece  of  cloth  or  batting  interposed. 

Claim. — Carved  or  stamped  leather,  gutta-percha,  or  other  flexible  material  above  referred 
to,  secured  to  a  crescent  or  other  suitably  shaped  board  or  plank,  substantially  in  the  manner 
and  for  the  purposes  set  forth. 

No.  3J,364.— JosiAH  A.  Allen,  of  Deerfield,  'M.osa.^Improved  Butter- Worker. -^FoXeui 
dated  February  12,  1861. — The  claim  and  engpraving  explain  the  nature  of  this  invention. 

Claim. — ^Tbe  arrangement  of  the  pressing  roller  E  with  a  reciprocating  frame  D,  that  has 
its  extremities  hung  upon  pins  which  run  in  longitudinal  ^ooves  m  the  tm),  which  pins  serve 
as  the  axis  of  motion  and  also  as  guides  for  said  frame,  snostantially  as  shown  and  described, 
whereby  the  distance  between  the  roller  and  the  bottom  of  the  tub  may  be  varied  at  pleasure, 
and  whereby  the  batter  may  be  gathered  to  the  centre  at  will  by  the  roller,  all  as  set  forth. 

No.  31,365.--Philander  Anderson,  of  Norwich,  N.  Y. ^Improvement  in  Water  Eleva- 
tors.— Patent  dated  February  12,  1861 . — This  invention  consists  in  the  employment,  in  com- 
bination with  the  buckets  and  windlass  of  a  well,  of  a  self-acting  device  so  made  that  when 
a  filled  bucket  has  risen  to  the  spout  or  trough  to  discharge  its  contents  the  said  self-acting 
device  will  come  into  operation  and  change  the  direction  of  motion  of  the  vrindlass.  The 
drum  plays  loosely  on  tne  shaft,  and  thus  causes  the  alternately  filled  bucket  to  rise  while 
the  empty  one  descends. 

Claim. — The  employment,  in  combination  with  the  buckets,  windlass,  and  windlass  shaft, 
of  a  well  of  the  selt-acting  device,  composed  of  the  oscillating,  double-armed  lever  K,  sliding 
toothed  collar  J,  and  oscillating  lever  M,  with  its  spring  L,  in  the  manner  shown  and 
described. 

No.  31,366.— Daniel  Barnum,  of  Jersey  Cit\',  N.  J. —Improvement  in  Guides  for  Sewing- 
Machines. — Patent  dated  February  12,  1861. — ^This  invention  consists  in  the  use  of  thin  elas- 
tic sheet  metal  for  making  entire  double-spring  clamping  gauges  with  elastic  clamping 
surfaces  outside  of  the  gauge  for  preventing  light  flexible  materials  from  crimping  or  doubling 
up  against  the  gauge,  and  for  sewing  tu(%s,  hems,  and  straight  seams.  Male  and  female 
corrugations  are  pressed  in  both  under  and  upper  springs  to  gr^uate  their  strength  in  various 
parts,  and  so  as  to  form  diagonal  clamps,  which  are  elastic  and  unyielding  to  inequalities,  at 
the  same  time  exerting  a  gentle  pressure  upon  and  inclining  the  material  against  the  gaug- 
ing lips. 

Claim. — In  gauges  for  sewing  tucks  and  seams  the  combination  of  the  following  elements 
or  features,  as  toUows,  to  wit : 

First,  thin,  elastic,  and  flexible  sheet  metal  under  and  upper  clamping  surfaces  a  and  e, 
outside  of  a  gauge,  as  specified. 

Second,  a  gauge  turned  up  from  or  attached  to  the  under  spring-plate  a,  forming  a  base  to 
the  clamping  surfaces  a  and  e  at  the  line  b  e  d^  a^  specified. 

Third,  the  upper  deflection  of  the  edge  A  of  the  upper  clamping  surface  e,  as  set  forth. 

Also,  in  combination  with  the  combination  first  claimed,  male  and  female  corrugations  or 
grooves  k,  struck  up  in  and  dia^naUy  across  both  under  and  upper  clamping  surfaces  a  and 
e,  as  and  for  the  purposes  specified. 

No.  31,367. — Charles  Beach  and  Thomas  Brown,  of  Jacksontown,  O.— Improve- 
ment in  Cultivators. — Patent  dated  February  12,  1861. — ^The  shovels  are  slightly  concave  on 
the  face,  and  may  be  attached  to  the  beam  by  screws  and  bolts,  so  as  to  oe  removable  at 
pleasure. 

Claim. — ^Tho  arrangement  of  the  concave  shovel  c,  shield  or  guard  6,  beam  A,  with  its 
curved  neck  z,  the  curved  standards  M  M,  and  the  handles  N  N,  the  whole  being  constructed 
as  and  for  the  purpose  set  forth. 

No.  31,368.— Daniel  R.  Bowker  and  WfliLLiM  P.  Bensel,  of  New  York,  N.  Y. — Im- 
proved Machine  for  Chiming  and  Jointing  Staves. — Patent  dated  February  12,  1861. — The 
rotating  cutter  disk,  which  is  made  with  a  recess  near  its  centre,  and  with  knives  placed 
obliquely  upon  its  projecting  surface,  rotates  upon  a  horizontal  shaft  In  front  of  the  cutter 
disk,  and  in  a  line  with  its  centre,  is  the  stationary  shaft  I,  which  is  bent  to  correspond  with 
the  recess  in  the  disk,  around  which,  as  an  axis,  the  swinging  frame  J  revolves,  being  actuated 
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by  the  hand  lever  K.  The  stave  is  fastened  in  the  clamp,  so  that  each  side  can  be  in  contact 
with  the  knives  upon  the  rotating  cutter.  The  heads  O  G,  provided  with  a  saw  and  knivefi 
for  cutting-  the  croze  and  howel  on  the  stave,  are  attached  to  arbors  fitted  in  heads  on  the  upper 
and  lower  parts  of  the  framing. 

Claim. — ^The  arrangement  of  the  rotatiiig  cutter  disk  C,  with  the  rotating  cutter  beads 
G  G,  and  swinging  clamp  frame  J,  arranged  for  joint  operation,  substantially  as  and  for  the 
purpose  set  forth. 

No.  31,369.-8.  R.  Bryant,  of  Watorford,  Va,— Improvement  in  Bee-Hires.— Patent  dated 
February  12,  1861. — ^Tho  quadrilateral  box,  constructed  with  an  inclined  bottom,  is  divided 
into  two  compartments.  The  side  of  one  compartment  is  constructed  in  two  parts,  each  of 
which  is  connected  with  the  adjacent  end  piece  of  the  hive  so  as  to  form  L-shaped  doors, 
which  are  hinged  to  the  end  of  the  partition  B.  The  bottom  piece  a  is  rigidly  connected  to 
the  partition ;  one  end,  the  side,  and  the  bottom  of  the  other  compartments,  are  connected 
together,  and  the  whole  is  hinged  to  one  end  of  the  partition.  The  comb  frames  are  hinged 
to  the  partition  o  o,  and  a  projection  on  the  front  bar  keeps  them  from  coming  in  close  con- 
tact with  each  other.  The  cross  rails  are  made  narrower  than  the  upright  bars,  which,  in 
connexion  with  the  guides  q,  prevent  the  bees  from  bringing  the  comb  ot  one  frame  in  con- 
tact with  that  of  the  one  adjoining  and  from  building  out  of  the  plane  of  the  frames. 

Claim, — First,  the  inclined  bottoms  a  a%  in  connexion  with  the  hinged  comb  frames  I  and 
a  quadrilateral  box  A,  formed  of  side  and  end  pieces,  b  b'  c  cf^  arranged  to  open,  substan- 
tially as  and  for  the  purpose  set  forth. 

Second,  the  vertical  guide  strips  q  placed  in  the  comb  frames  I,  sul^stantiuUy  as  and  for  the 
purpose  set  forth. 

Thicd,  the  V-shaped  cross  rails  m  of  comb  frames  I,  when  constructed  narrower  than  the 
upright  bars  //',  ana  used  in  connexion  with  the  guide  strips  q  for  the  purpose  specified. 

No.  31,370. — John  R.  Cannon,  of  New  Albany,  Ind. — Improvement  in  flTiips. — Patent 
dated  February  12,  1^1. — ^This  invention  consists  in  manufacturing  whip  stocks  of  spring 
^teel,  or  making  the  entire  whip  of  steel. 

Claim. — The  within-described  whip,  as  an  article  of  manufactm'e,  constructed  as  and  for 
the  purpose  specified. 

No.  31,371.— George  Clark  and  Peter  T.  Elting,  of  Sandusk}?;,  O.— Improvement  in 
Bran- Dusters. — Patent  dated  February  12,  18G1. — ^This  invention  consists  in  the  employment 
of  stationary  brushes  and  revolving  disk  screens,  one  or  more  in  connexion  with  a  fan  and 
other  concomitant  parts,  so  arranged  that  while  the  bran,  being  acted  upon  bv  the  brushes,  is 
discharged  from  the  screens,  it  will  not  be  unduly  acted  upon  or  cut  up  too  nnely,  and  still  a 
thorough  separation  of  the  flour  and  bran  will  be  effected. 

Claim. — First,  a  horizontal  disk  screen,  provided  on  its  under  side  with  fan  blades  rotating 
within  or  above  a  packed  chamber  A,  to  produce  a  downward  suction  through  the  meshes 
of  the  screen,  as  set  forth. 

Second,  in  combination  with  the  screen  and  brushes  F,  the  adjustable  frame  G,  arranged 
substantially  as  shown,  to  regulate  the  stiff'ness,  elasticity,  or  yieloingness  of  the  brushes,  for 
the  purpose  specified. 

Tniru,  the  horizontal  brush  E  F,  formed  with  oblique  or  tangential  spaces  o,  operating  in 
combination  with  a  horizontal  disk  screen,  substantially  as  and  lor  the  purposes  set  forth. 

Fourth,  the  emplovment  or  use  of  the  wheel  L,  in  connexion  with  the  oval  faced  hub  e' 
and  the  flanch  d  of  the  hopper  M,  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  3 J, 372. —Nelson  W.  Clark,  of  Clarkston,  Mich.-^Improvement  in  Manufacture  of 
Salt. — Patent  dated  February  12,  186 J. — The  claim  and  engraving  will  explain  the  nature  of 
this  invention. 

Claim. — ^The  process  described  of  separating  and  pi-ecipitating  the  salt  contained  in  saline 
water  by  the  aid  of  artificial  heat  whilst  the  water  is  continuously  flowing  through  the  series 
of  pans  or  kettles  at  the  surface  of  each,  and  carrving  off"  the  impurities  still  held  in  solution 
or  suspension,  at  the  end  of  the  series  of  pans,  substantially  as  described. 

No.  31,373.— Howell  Cooper,  of  Watcrtown,  N.  Y .—Improved  Heater  for  Cheese 
Vats. — Patent  dated  Februaiy  12,  18(>1. — The  water  space  in  the  vat  is  connected  with  the 
water  jn  the  heater  by  pipes  attached  to  the  bottom  of  the  shell  of  the  vat.  In  the  water 
space  of  the  heater  is  a  bar  having  on  each  end  a  flat  surface,  acting  as  valves  to  the  pipes 
from  the  upper  water  space,  by  which  means  the  temperature  of  the  water  in  the  vat  may  bo 
regulated. 

Claim. — First,  the  combination  with  the  heater  and  vat  of  a  valve  or  valves  arranged 
within  the  heater,  and  so  as  to  close  against  the  water  in  the  vat,  or  pipe,  or  pipes  leading 
from  the  heater  theieto,  substantially  as  specified. 

Second,  the  employment  of  two  or  more  valves,  in  connexion  with  the  beater  and  vat,  ar 
ranged  to  control  the  supply  to  the  vat  on  the  opposite  sides  of  it,  essentially  as  set  forth. 

Third,  so  arranging  the  valves  which  control  the  supply  of  hot  water  to  the  vat  as  that 
they  balance  each  other,  and  are  exposed  on  their  rcspcK^tive  faces  and  backs  to  like  conditioD* 
of  the  fluid  in  the  heater  and  vat,  substantially  ns  specified. 
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No.  31,374.— Henry  N.  DeGraw,  of  Green  Island,  N.  Y,— Improved  Boot-Jack,— VoJteni 
dated  February  12,  186 J. — Secured  in  beaiinffs  on  the  bottom  of  the  foot  piece  is  a  shaft  hav- 
ing at  eaclf  ena  an  arm  or  lever  to  which  a  cord  is  attached,  on  pulling  Tvhich  with  the  hand 
the  shafl  is  made  to  turn,  causing  the  rear  ends  of  the  shank  to  open  outward  and  the  jaws 
to  be  forced  together  so  as  to  firmly  clamp  the  boot. 

Claim. — The  jaws  C  C,  attached  to  the  foot  piece  A,  and  provided  with  the  shanks  or 
levers  D  D,  in  connexion  with  the  shaft  E»  proviaed  with,  spiral  grooves  d  d,  in  which  pins 
e  c  of  the  levers  D  fit,  and  the  cord  G,  connected  to  the  shalt  E,  all  being  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  31,375.— Robert  DodsworTII,  of  St.  Louis,  'Mo.—hnprommentin  Hemp  Breaks. — 
Patent  dated  February  12,  J  861. — The  end  pieces  I  of  the  frames  A  A  are  clamped  in  such 
a  manner  that  the  distance  between  them  can  be  adjusted,  and  are  provided  with  a  groove  in 
the  inside  extending  around  the  edge,  in  which  move  the  ends  of  bars,  on  whose  upper  sur- 
face arc  attached  the  flat  plates  which  act  as  strippers.  The  bars  are  caused  to  revolve  around 
rhe  frame  by  means  of  gear  wheels.  To  the  end  of  one  frame  is  attached  the  stationary 
breaker  E,  and  on  the  end  of  the  other  is  the  breaker  F,  which  has  a  reciprocating  motion  given 
to  it  by  means  of  a  pin  working  in  a  slot  in  a  centre  piece  which  unites  a  pair  of  parallel 
slides  upon  which  the  break  head  is  fixed. 

Claim. — The  arrangement  of  the  frames  A  A,  the  breakers  E  F,  the  strippers  C  C  C,  on 
the  bars  b  b  b^  and  the  gangway,  the  whole  to  be  arranged  jointly  and  operated  in  the  manner 
described. 

No.  31,376.— OscAli  DOOLITTLE  and  Niram  Eldridge,  of  Danesville,  N.  Y.— /tnprore- 
ment  in  Ditching  Machines. — Patent  dated  February  12,  1861. — The  carrying  band  is  so 
arranged,  in  connexion  with  a  movable  scoop  at  one  end  and  a  fixed  pulley  at  the  other,  that 
it  will  accommodate  itself,  -without  bem^  lengthened  or  shortened,  to  the  different  positions  of 
the  scoop  as  it  is  raised  or  lowered.  With  the  carrying  band  is  combined  a  vibmting  spout 
for  the  purpose  of  receiving  the  earth  from  the  band.  A  levelling  plough  is  arranged  in  line 
with  the  track  of  the  wheels  of  the  carriage,  for  removing  the  inequalities  of  the  surface,  in 
order  that  the  scoop  may  nniformly  grade  tne  bottom  of  the  ditch. 

Claim. — Firs*,  supporting  the  caiTying  bands  at  an  intermediate  point  from  the  sliding 
frame,  substanflaUy  as  described,  so  that  too  band  may  be  extended  or  contracted  as  the  scoop 
is  raised  or  lowered. 

Second,  the  combination  of  a  carrying  band  with  a  receiving  and  delivering  spont,  and  a 
mechanism  for  giving  the  spout  a  positive  vibratory  motion,  arranged  substantially  as  de- 
scribed, for  the  purpose  set  forth. 

Thiid,  the  combination  of  a  ditching  scoop,  with  grading  ploughs  arranged  between  the 
wheels,  in  order  to  lemove  the  uneven  surface  ot  the  ground  in  line  with  the  track  of  the  wheels, 
for  the  purpose  set  forth. 

No.  31,377. — 0.  H.  Dunbrack,  of  Jacksonville,  111. — Improvenunt  in  Water  Elevator. — 
Patent  dated  February  12,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^The  adjustable  drum  D,  arran^d  with  the  permanent  wheel  C,  substantially  as 
shown,  to  admit  of  the  facile  adjustment  ot  the  rope  E,  to  suit  the  height  of  the  water  in  the 
welL 

No.  31,378. — RUFUS  Button,  of  Dayton,  O. — Improvement  in  Harvesting  Machines. — 
Patent  dated  February  12,  1861. — ^The  invention  consists  in  attaching  to  one  of  the  reel  sup- 
ports the  bar  F,  provided  at  each  end  with  a  bearing  in  which  the  axle  of  the  reel  plays. 
The  coupling  bar  is  grooved  into  the  front  ends  of  the  sills  of  the  frame,  and  the  finger  bar, 
which  is  attached  by  means  of  a  curved  hinged  bar,  is  made  rigid  by  the  bolt  v'  fitting  into 
the  joint.  When  the  machine  is  changed  into  a  mower,  the  bolt  v'  is  removed  and  the  joint 
made  flexible;  the  platform  is  also  removed,  and  the  shaft  of  the  auxiliary  wheel  B^  is  inserted 
into  the  bearing  on  the  support  A. 

Claim. — Fi'-st,  the  construction  of  the  frame,  consisting  in  the  combination  of  the  upright 
standard,  provtQed  with  the  journal  boxes  for  supporting  the  gearing  and  driving  wheel  or 
wheels,  the  curved  brace  a  a  ,  and  shield-board  b,  connected  and  arranged  in  the  manner  and 
for  the  purposes  specified. 

Second,  the  use  of  the  auxiliary  arm  for  supporting  the  reel  in  three  bearings,  one  of  which 
extends  over  the  platform,  thereby  supporting,  in  a  substantial  manner,  the  reel  which  has  no 
support  on  the  grain  side  of  the  machine,  said  reel  being  capable  of  adjustment  upon  a  pivot 
when  constructed  and  arranged  substantially  as  desciibed. 

Third,  the  arrangement  of  the  main  frame  and  metallic  coupling  arm  R,  adjustable  hinged 
connexion  of  the  miger  bar,  and  auxiliary  carrying  wheel  B',  in  the  manner  and  for  the  pur- 
poses described. 

Fourth,  the  combination  of  the  axle  V  and  auxiliary  driving  and  carrying  wheel  B',  with 
the  main  driving  wheel  B,  whereby  additional  traction  is  secured  for  operating  the  cutter  when 
the  machine  is  used  for  mowing,  substantially  as  and  for  the  purpose  descril^. 
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No.  31,379.— Warren  L.  Fish,  of  Newark,  N.  3 ,— Improvement  in  Guides  fo^  Setting* 
Machines. — Patont  dated  February  12,  IHHI. — The  lip  is  an-anged  obliquely  to  the  faeeof  tBe 
gauge  K,  so  that  the  end,  which  is  in  advance  in  the  direction  of  the  feed,  is  nearest  the  face 
of  the  (^uge.  The  roller  D  presses  upon  the  width  of  the  plate,  and  is  enabled,  by  its  bearing 
springs  and  the  limb  B,  to  yield  to  any  inequalities  in  the  thickness  of  the  cloth,  and  keep 
the  cloth  pressed  down  flat,  thus  avoiding  any  puckcriug.  The  spiral  grooves  upon  the  roller 
act  to  draw  the  cloth  towards  the  gauge.  A  rod  panoses  through  the  gauge  and  is  made 
adjustable  by  a  set  screw  upon  its  end. 

Claim. — First,  the  combination  of  the  pressure  roller  D,  having  a  spirally  arranged  system 
of  teeth  and  the  oblique  lip/ on  the  lower  plate,  substantially  as  and  for  the  purpose  described. 

Second,  the  employment,  applied  substantially  as  described,  in  combination  with  the  gauge 
E  of  a  tucking  or  pkiting  guide,  of  a  pencil  r,  or  other  marker,  for  marking  the  proper  line 
in  which  to  make  the  fold  for  the  next  tuck  or  plait  while  one  is  being  stitched. 

No.  31,380.— E.  C.  Fraser,  of  New  York,  N.  Y. ^Improved  Machine  for  Cutting  and 
Punching  Steel  Metal. — Patent  dated  February  12,  1861. — The  object  of  this  machine  is  to 
cut  or  punch  out  designs  from  a  plate  of  copper  or  brass. 

Claim. — The  application  of  the  tool  C,  constructed  with  a  neck  as  described,  for  punching 
and  cutting  sheet  metal,  in  combination  with  the  adjustable  die  and  die-bed  A  B.  as  set  forth. 

No.  31,381.— C.  C.  Garrett,  of  Spring  Hill,  A\&.— Improvement  in  Seed-Planters.-- 
Patent  dated  February  12,  1861. — ^Two  hoppers  are  placed,  one  in  front  of  the  other,  upon  the 
frame,  and  under  the  orifice  of  each  is  placed  the  recessed  wheels  K  and  S,  which  insure  the 
distribution  of  the  seed,  these  wheels  being  rotated  by  gearing  and  bands.  The  bottom  of  the 
lower  hopper  is  made  slightly  inclined ;  and  when  it  is  desired  to  plant  cotton  seed  the  peri- 
phery of  the  cylinder  K'  is  supplied  with  teeth,  and  the  slides  on  the  sides  of  the  hopper  raised 
or  lowered. 

Claim. — ^The  arrangement  of  the  shaft  J,  wheel  K,  C3'Iinder  S,  gearing  H  I,  hoppers  K  R, 
concave  N,  bottom  L,  spring  M,  slides  O,  lever  frames  P,  screws  Q,  springs  T,  harrows  U, 
and  frame  A,  all  in  the  manner  and  for  the  purposes  shown  and  described. 

.No.  31,382. — Silas  M.  Goff,  of  East  Addison,  Yt.— Improvement  in  Cultivators.— Patent 
dated  February  12,  1861. — This  invention  consists  in  the  method  of  attaching  a  cjiltivating 
and  a  seed-covering  device  to  the  axle  of  a  pair  of  wheels,  so  as  to  admit  of  a  varying  position 
of  the  frames,  and  the  same  axle  and  pair  of  wheels  may  be  used  both  for  a  cultivator  and 
covering  device. 

Claim. --The  arrangement  of  the  adjustable  shares  L,  bar  M,  and  frame  K,  with  the  frame 
N,  segment  bar  O,  roller  N',  frame  D,  share  £,  toothed  shaft  F,  and  hooks  J,  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  31,383.— George  S.  Greenleap  and  CvRUS  Buckland,  of  Springfield;  Mass.— 
Improved  Carpet-Stretcher. — Patent  dated  February  12,  1861. — This  invention  consists  of  two 
bars  D  C,  seemed  together  so  as  to  be  adjustable  in  length,  and  hinged  at  their  opposite  ends 
to  two  other  bars  B  £,  the  end  of  one  of  which,  £,  is  to  be  set  agai^t  the  wall  at  one  side  or 
end  of  the  room.  The  end  of  the  opposite  hinged  piece  B  is  provided  with  a  block  havmg  a 
roughened  lower  surface,  which  is  oesigned  to  catch  into  the  carpet  and  press  it  forward  to 
its  place,  as  the  hinge  part  B  is  pressed  down  from  a  raised  position.  A  ratchet  bar,  secured 
to  the  lattter  named  bar,  is  made  to  catch  into  bar  C  and  hold  it  down. 

Claim. — A  carpet-stretcher,  constructed  and  operating  substantially  as  set  forth  and  for  the 
purpose  specified. 

No.  31,384.— N.  D.  Hartley  and  N.  S.  Morehouse,  of  Quincy,  in.— Improvement  in 
Bee- Hives. — Patent  dated  February  12,  1861. — This  invention  consists  of  an  arrangement  of 
parts  for  the  purpose  of  effecting  a  thorough  ventilation  through  all  parts  of  the  apparatus, 
even  when  the  hives  are  shut,  and  the  ingress  and  egress  of  the  b^  prevent,  and  also  providing 
a  means  for  destroying  moths  or  millers. 

Claim. — ^The  arrangement  of  a  chamber  A,  slotted  and  perforated  at  C  D  Y  B,  box  J,  also 
slotted  and  perforated  as  seen  at  F  and  K,  hives  A',  provided  with  perforations  L  M  N  through 
top,  bottom,  and  one  side,  cap  O  perforated  at  R  and  P  through  top  and  sides,  in  combination 
with  a  tube  T  and  lamp  Y,  all  constructed  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

No.  31,385.— Irving  I.  Harwood,  of  Boston,  Mass.— Improvement  in  Piano-Forte 
Action. — Patent  dated  February  12,  1861. — ^This  invention  consists  in  placinff  a  spring  lever 
in  any  convenient  locality  which  will  insure  its  resting  upon  the  top  of  the  jack,  and  so 
operating  in  connexion  with  the  spring  of  the  jack  as  to  push  it  at  and  a^r  each  blow 
instantly  back  to  the  bearing  or  shoulder,  by  which  the  jack  lifts  the  hammer  and  forces  it 
against  the  spring,  for  the  purpose  of  keeping  the  hammer  always  in  readiness  to  be  impelled 
against  the  string,  and  insure  quickness  of  action,  as  in  repeating  notes,  trilling,  &,c 
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Claim. — A  yieldine  spring  lever  resting  upon  the  jack,  and  so  operating  therewith  as  to 
keep  the  jack  at  each  dIow  ot  the  hammer  in  proper  position  to  Hit  the  hammer  butt,  whereby 
the  oammer  is  always  kept  in  readiness  to  strike  the  string  whatever. may  be  the  position  of 
the  key  lever. 

No.  31,386.— Daniel  Webster  Henderson,  of  Doerfield,  Pa. — Improved  Stump  Ma» 
eJiine, — Patent  dated  February  12,  1861. — ^To  the  fulcrumed  end  of  two  levers  are  secured 
hooks  which  are  made  to  catch  into  holes  or  slots  in  a  vertical  bar  to  which  the  grappling 
hooks  are  attached.  The  alternate  raising  and  lowering  of  the  longer  ends  of  the  levers,  by 
means  of  the  cords,  causes  the  hooks  to  catch  alternately  in  the  slots  of  the  vertical  bar,  by 
which  means  the  stump  is  gradually  extracted. 

Claim. — First,  the  construction  of  the  bar  K,  in  combination  with  the  hooks  V  8,  con- 
structed and  combined  as  described. 

Second,  the  connecting  the  levers  E  and  F  together  by  the  cord  a'  a',  the  same  operated  by 
means  of  the  combination  of  the  cords  M  M  M  M  P  P  N  N  N  O  O  O,  the  pulleys  U  S  T  W , 
and  the  wheel  and  axle  14  G  H,  when  the  same  are  constructed  in  the  aforesaid  combination, 
and  for  the  purposes  set  forth. 

No.  31,387.— Abial  C.  Herron,  of  West  Farms,  N.  Y.— Improvement  in  Car  Brakes. — 
Patent  dated  February  12,  1861. — This  invention  consists  in  using  the  momentum  of  the  car 
to  elevate  the  car  body  and  its  contents,  and  by  the  inteiposition  of  mechanical  means  between 
the  body  of  the  car  and  the  axles  of  the  truck,  to  give  forward  motion  to  the  car  upon  tho 
descent  of  the  body  thereof. 

Claim. — First,  in  combination  with  a  car,  the  spur  gears,  and  the  clutches  C  C  F  N  D  and 
O,  the  sway  bars  O  Q,  the  shifters  M,  the  rollers  L,  the  chains  K,  and  the  hand  P,  or  their 
equivalents,  arranged  as  shown  by  Fig.  1,  No.  1,  and  Fig.  2,  No.  2,  of  the  drawings,  for  tho 
purpose  specified. 

Siecond,  the  scroll-wheel  H,  in  combination  with  the  springs  G  and  the  inclined  planes  F'F, 
or  their  equivalents,  for  tho  purposes  described. 

Third,  the  spring  B  and  sway  bar  A,  as  shown  by  No.  1,  Fig.  4,  of  the  drawings,  for  tho 
purposes  set  forth. 

No.  31,388.— Thomas  D.  Hoxey,  of  Paterson,  N.  J. — Improvement  in  Tape  for  Spring 
Skirts. — ^Jatent  doted  Fcbmary  12,  1861. — Tho  claim  and  engraving  will  explain  tho  nature 
of  this  invention. 

Claim. — ^The  combination  of  tho  longitudinal  sack  B,  running  lengthwise  thnngh  the  tape, 
with  the  rectangular  bag  or  pocket  now  in  use,  ibr  the  purpose  of  receiving  a  spj  '.:ig  in  such 
longitudinal  sack  or  bug,  in  order  to  re-extend  the  skirt  after  tho  same  may  have  been  col- 
lapsed by  sitting  or  otherwise. 

No.  31,389.— Henry  IIunsicker,  of  Lewisburg  Verm.— Improvement  in  Machines  for 
Separating  Clover  Seed,  Sfc. — Patent  dated  Fcbmary  12,  1861. — The  screen  being  placed  over 
the  receiving  box,  extends  under  the  concave  and  rests  upon  a  cur\'ed  shoe,  whiih  enters  only 
as  far  as  the  receiving  box,  tho  shoe  having  a  vertical  and  horizontal  reciprocating  motion 
given  it  by  a  pitman  attached  to  the  fan  shaft.  The  vibrating  board  J  is  pivoted  to  tho  front 
part  of  the  maehine  over  the  fan  and  rests  upon  the  shoe.  The  seed  passing  out  from  tho 
concave  is  received  in  the  discharge  box,  and  trom  thence  falls  upon  the  sci-een. 

Claim. — ^The  screen  F,  as  described,  with  its  shoo  G  and  vibratingboard  J,  when  tho  same 
are  constructed  and  arranged  in  tho  relation  to  the  discharge  box  LI',  concave  bed  D',  and 
fan  box  K,  sot  forth  for  tho  purposes  specified. 

No.  31,390. — William  W.  Huse,  of  Brooklyn,  N.  Y.— Improvement  in  Cigar  Machined. — 
Patent  dated  February  12,  1861. — This  invention  consists  in  combining  with  a  series  of  rollers 
two  or  more  rotar>'  conical  **cap-fonners"  with  sharp-cuttincf  edges  at  tho  circumfercnce  of  their 
bases,  for  the  puipose  of  forming  tho  cap  and  cutting  oft"  the  point  of  tho  cigar.  At  one  end 
of  tho  series  of  rollers  is  arranged  a  pressing  head,  so  acted  upon  by  a  spring  as  to  keep  tho 
cigar  up  to  iho  "cap-formers"  during  tho  operation  of  1  bmiing  the  cap  on  the  cigar.  An  adjust- 
able pressure  roller  is  combined  wiih  a  feed  table,  for  guiding  the  wrappers  to  tho  work  and 
ibr  keeping  them  smooth. 

Claim. — First,  the  rotating  cap-formers  J  J,  constructed  substantially  as  described,  in  com 
bination  with  the  head  t,  a^ustable  rod  H,  and  spring  K,  or  their  equivalents,  for  keeping 
the  cigar  up  to  the  work  of  forming  the  cap. 

Second,  the  adjustable  pressure  roiler  L,  arranged  and  operated  as  described,  in  combination 
with  tho  table  C,  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  arrangement  of  the  several  parts,  or  their  equivalents,  substantially  as  described, 
and  operating  as  a  whole  in  tho  manner  and  for  the  purposes  stated. 

No.  31,391.— lIiRAM  Hutchinson,  of  Newark,  N.  J.— Improvement  in  Manufacture  of 
htdia'Rubbcr  Goods. — Patented  in  England  December  29,  1858. — Patent  dated  February  I'j 
1861. — ^A  sheet  of  doth,  leather,  or  other  material,  together  with  a  sheet  of  India-robber, 


Digiti 


zed  by  Google 


182  ANNUAL  REPORT  OP  THE 

prepared  in  tbo  usual  manner,  is  passed  between  rollers,  on  one  of  which  a  raised  pattern  is 
formed,  and  the  raised  pattern,  by  pressing  the  cloth  and  rubber  together,  causes  the  rubber 
to  coat  the  cloth  at  the  parts  touched  by  the  pattern,  whilst  at  the  other  parts  no  adhesion  is 
produced. 

Claim. — Coatinff  or  combining  India-rubber  or  other  g^ms  with  sheets  of  cloth,  leather,  or 
other  material,  in  the  places  and  of  the  forms  required,  by  the  employment  of  pattern  rollers, 
substantially  as  described,  so  that  when  the  said  sheets  are  cut  up  into  shaped  pieces  of  the 
required  size  aud  form,  the  remainder  of  the  cloth,  leather,  or  other  material  which  becomes 
useless  will  not  bo  coated  or  combined  with  the  India-rubber,  thereby  producing  great  economy 
and  great  improvement  in  the  goods. 

No.  31.392.— -T.  B.  Jones,  of  Eariville,  m.-^Improrement  in  Sceding'Machines.—F&teTit 
dated  February  1*2,  1861. — This  invention  consists  in  a  device  by  which  a  seed-planter  can  be 
made  to  sow  seed  either  broadcast  or  in  drills.  When  the  seed  is  to  be  sown  broadcast,  it  is 
delivered  by  the  wheel  £  upon  the  pivoted  plate,  which  scatters  it,  a  plate  attached  to  the  top 
of  the  hopper  and  bent  under  the  wheel  serving  to  distribute  the  seed  properly.  When  the 
seed  is  to  be  sown  iu  drills,  the  plate  is  turned  in  the  other  direction,  and  the  seed  falls  into 
tubes,  and  is  delivered  behind  the  shares  of  the  plough. 

Claim, — The  employment  or  use  of  the  pivoted  or  adjustable  plate  G  in  connexion  with 
the  elastic  plates  g^  wheels  E,  seed  box  or  hopper  D',  tubes  1  J,  and  passages  e,  arranged  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  31,:?93.— H.  A.  Leeper  and  Z.  B.  EiDDER,  of  San  Jos^,  111. — Improvement  in  Culti- 
vators.— I'atcnt  dated  February  12,  1861. — ^As  the  machine  is  moved  along,  the  bars  I  I,  and 
consequently  shares  J,  may  bo  moved  laterally  in  the  arc  of  a  circle^  by  means  of  an  actuating 
lever  and  connecting  rods.  The  arms,  which  form  bearings  for  the  wheels,  are  attached  at 
right  angles  to  vertical  bars,  the  upper  ends  of  which  are  secured  in  slotted  plates  secured  to 
the  sides  of  the  frame,  by  which  means  the  wheels  may  be  adjusted  so  as  to  keep  the  frame 
balanced  at  all  times. 

Claim. — ^The  employment  of  the  laterally  swinging  bars  1 1  and  shares  J  in  combination 
with  the  uprights  j',  beouis  L  L,  crank  shafts  M,  rods  t  k,  and  lever  N,  in  the  manner  shown 
and  described. 

The  arrangement  with  the  above-named  parts  of  the  arms  a  a,  bars  h  6,  and  slotted  plates 
D,  and  fmme  A,  seat  E,  lever  F,  beams  m  Tit,  uprights  j,  and  standards  G,  in  the  nuuiner  and 
for  the  i)urposcs  shown  and  described. 

No.  31,394.— WiLUAM  Linton,  of  Baltimore,  Md.— /m/>rot»emc«<  in  Machines  for  Mould- 
ing Pottery. — Patent  dated  February  12,  1861. — When  the  outer  uiould  is  forced  around  the 
inner  or  revolving  core  mould,  the  lip  mould  is  forced  into  contact  with  the  rib  or  projection 
upon  the  core  mould,  thus  compressing  the  spiral  springs,  which,  upon  bein^  relieved  from 
the  pressure,  force  the  newly  formed  article  down  olf  the  core  mould.  The  bp  mould  plays 
loosely  on  the  interior  or  revolving  mould. 

Claim. — ^A  revolving  core  mould  in  combination  with  a  stationary  yielding  or  traversing 
lip  mould  or  top  moulder,  operated  by  sprinffs  so  as  to  hold  the  vessel  formed  in  the  mould  when 
the  core  is  removed,  substantially  as  desciibed. 

No.  31,395. — M.  H.  Mansfield,  of  Ashland,  O. — Improvement  in  Apparatus  for  Eva- 
porating SaccJtarine  Juices. — Patent  dated  February  12,  1861. — ^The  pan  extends  over  the 
sides  ot  the  furnace,  forming  inclined  planes,  above  which  are  placed  strainers,  and  to  the 
outside  of  the  inclines  are  secured  troughs.  Guide  bars  are  placed  across  the  pan,  with  their 
upper  edges  inclined  at  one  end,  for  the  purpose  of  guiding  the  skimmer  in  bringing  the  scum 
upon  the  strainers  and  into  the  spouts. 

Claim. — The  arrangement  of  the  incline  sides  U  and  strainers  I,  and  the  troughs  J,  in  the 
manner  and  for  the  purpose  set  forth. 

Abio,  the  guide  bars  F,  with  the  inclines  /i,  in  combination  with  the  incline  sides  H  and 
strainei-s,  in  tne  manner  and  for  the  purpose  described. 

No.  31,396.— William  S.  Morris,  of  New  York,  N.  Y. ^Improvement  in  Fish  Hooks.— 
Patent  dated  February  12,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
inyention. 

Claim. — ^The  slide  e  upon  the  line  d,  in  combination  with  the  spring  hooks  a  a,  that  are 
hinged  together  as  set  forth,  so  as  to  spread  apart  by  pressing  the  upper  ends  together  and 
contining  them  bj  the  slide  c,  as  specified. 

No.  31,397.— Alfred  Owen,  of  Buffalo,  N.  Y.— Improved  Nail  ilfudkiiie.— Patent  dated 
February  12,  1861. — The  hammer  at  each  end  is  attached  to  a  rod  connected  to  a  cam  wheel 
upon  the  driving  shaft,  and  thus  acquires  a  vertical  motion.  The  endless  chain-carrier  is 
caused  to  revolve  by  the  action  of  a  pawl  upon  a  cog  on  one  of  its  shafts,  said  pawl  being 
actuated  by  a  crank  which  is  turned  by  means  of  a  connecting  rod  and  cam  wheel  upon  the 
driving  shaft.    The  grippers  on  the  chain-carrier  have  each  two  projections,  arranged  at  right 
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angles  to  each  other,  each  of  which  matches  in  the  opposite  toothed  bars  in  front  of  the  guides 
in  which  the  carrier-moves.  The  levers  m  on  the  holders,  on  passing  between  the  guides,  strike 
against  a  friction  roller  situated  at  the  end  of  the  guides  above  the  carrier,  by  which  they  arc 
depressed,  and  thus  the  force  of  the  grip  upon  the  rod  is  increased.  When  the  nail  has  passed 
&01U  between  the  g^des,  a  striker  attached  to  the  end  of  the  hammer  strikes  the  end  of  the 
le\  ers,  and  thus  disengages  the  nail  rod. 

Claim. — In  combination  with  a  stationary  anvil  and  a  moving  hammer,  each  provided  with 
suitable  shaping  dies,  an  endless  cham-carrier  that  brings  up  and  carries  past  the  dies  the  nail 
ro^s,  substantially  in  the  manner  described. 

Also,  in  combination  with  an  endless  chain-carrier  the  series  of  grippers  travelling  with  it, 
for  firmly  ho.ding  and  turning  the  nail  rods  to  bnng  their  several  sides  to  the  action  of  the 
hanmier,  substantially  as  described. 

Also,  in  combination  with  a  series  of  grippers  that  hold,  carry,  and  turn  the  nail  rods,  the 
levers  m  for  causing  an  increased  gripping  force  when  the  hammer  is  acting  upon  the  spike  rod. 

Also,  in  combination  with  a  travelling  chain-carrier  and  a  series  of  grippers  that  hold,  carry, 
and  turn  the  nail  rod,  a  delivering  mechanism  for  releasing  the  nail  wnon  finished,  substantially 
as  described. 

No.  31,398. — Benjamin  O.  Paige,  of  Lowell,  Mass. — Improvement  in  Stop  Motion  for 
Railway  Drawing-head. — ^Patent  dated  February  12,  1861. — The  claim  and  cngiaving  will 
explain  the  nature  and  object  of  this  invention. 

Claim. — The  arrangement  of  liinged  clcarers  I  and  J,  both  above  the  upper  and  below  the 
lower  drawing  rollers  D,  E,  and  F,  and  coming  in  contact  with  the  cntiie  length  of  each  of 
these  rollers,  to  perform  both  the  functions  of  constantly  cleaning  or  wiping  them  their  entire 
length,  and  also  to  readily  and  certainly  detect  anv  and  the  least  imp.oper  accumulation  of 
sliver  on  any  portion  of  any  or  all  of  the  upper  and  lower  drawing  rollers,  to  instantly'  stop 
the  railway  drawmg-hetul  and  all  the  connected  cards,  by  the  adjustable  combination  of  both 
the  same  clearers  tor  convenience  in  primary  constmction  and  subsequent  use,  with  catch 
lever  Z,  slide  rod  W,  and  shipper  U,  and  operated  in  the  manner  set  forth. 

Also  the  swinging  fiume  P,  carrying  the  calendar  roll  M,  and  the  stand  B2  and  screw  C2, 
when  combined  and  so  arranged  with  catch  lever  Z,  slide  rod  W,  and  shipper  U,  as  described, 
for  regulaiiug  the  stop  motion  in  its  primaiy  construction,  as  well  as  adjusting  it  in  its  sub- 
sequent use;  these  parts  being  embodied  with  railway  drawing-head  and  connected  cards, 
and  so  operated  by  calendar  roll  M  as  to  produce  an  even  and  unifoim  endless  sliver,  by  in- 
stantly detecting  and  stopping  the  movement  of  the  railway  drawing-head  and  that  portion 
of  "every  connected  card  lor  moving  the  sliver,  as  described,  whenever  the  latter  becomes  un- 
even or  improperly  reduced. 

No.  31,399. — Ferdinand  Pimmer,  of  Grand  Junction,  Tenn. — Improvement  in  Ditching 
Ploughs. — Patent  dated  February  12,  1861. — The  object  of  this  invention  is  to  produce  a 
plough  which  will  open  a  ditch  to  any  desired  depth,  throw  the  dirt  on  one  side  by  means  of 
a  reciprocating  shovel,  and  bevel  the  other  side  by  the  action  of  a  rotary  cutter,  and  which 
enables  the  driver  to  raise  and  lower  the  share,  or  to  throw  it  out  of  the  ground  altogether, 
and  also  to  cause  the  plough  to  run  in  any  desired  direction. 

Claim. — ^First,  the  aiTangement  of  the  chain  or  rope/,  extending  from  the  ends  of  the  thill 
H  to  the  chain  wheel  G,  on  the  arbor  6,  in  combination  with  the  guide  pulleys  A,  slide  /,  and 
hand  lever  I,  constructed  and  operating  as  and  for  the  purpose  described. 

Second,  the  arrangement  of  the  bent  lever  r2,  rock-snait  y4*,  slide  y4,  and  ioumal  box  yl*, 
in  combination  with  the  regulating  lever  E,  constructed  and  operating  as  and  for  the  purpose 
set  forth. 

Third,  the  arrangement  of  the  rotary  cutter  K,  in  combination  with  the  share  J,  as  de- 
scribed, for  the  purpose  of  bevelling  one  side  of  the  ditch. 

Fourth,  the  arrangement  of  the  reciprocating  reversible  shovel  L,  in  combination  with  the 
share  J,  constructed  and  operating  substantially  in  the  manner  and  for  the  pwposo  set  forth. 

Fiflh,  the  arrangement  of  the  arms  1 1\  chains  t*  t'*,  pulleys  to  w'^  cams  »*  «'*,  and  anti- 
friction chuck  S,  in  combination  with  the  shovel  L,  constructed  and  operating  in  the  manner 
and  for  the  purpose  specified. 

No.  31,400.— William  Price,  of  Mount  Olive,  N.  C. ^Improvement  in  Cultivators. — 
Patent  dated  February  12,  1861. — ^This  invention  consists  in  the  arrangement  of  the  several 
devices. 

Claim, — ^The  arrangement  of  the  beam  A,  side  frames  A^  handles  B  and  B',  shovels  C, 
standards  a,  rake-heaa  A2,  and  teeth  fr,  pin  c,  and  yoke  d,  the  whole  being  constructed,  com- 
bined, and  operating  as  and  for  the  purpose  set  forth. 

No.  31,401. — James  H.  Kbnshaw,  of  Knoxville,  Tonn.^Improvement  in  Metallic  Cof- 
fius. — Patent  dated  February  12,  1861. — ^This  invention  consists  in  making  a  lapped  joint  for 
the  coffin  case,  and  in  leaving  a  space  for  the  inside  of  the  lapped  portion  of  the  cover  and  a 
flange  projecting  up  from  tha  edge  of  the  lower  portion  of  the  case,  which  8pac«  is  to  be  filled 
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up  with  rabber  or  other  suitable  cement.  Combined  with  a  plate  which  fits  around  the  back 
of  the  head  of  the  corpse  are  two  join  Jed  and  adjustable  arms,  in  such  a  manner  that  the 
head  may  be  secured  rigidly  in  a  desired  position. 

Claim. — First,  the  compound  joint,  consisting  of  the  bevelled  lapped  portions  a  a  and  the 
cemented  chaunel  inside  of  the  coffin,  so  arranged  that  the  gas  will  press  upon  the  soifaco  of 
the  cement,  as  and  for  the  purposes  set  forth. 

Second,  tbo  adjasjmg  screw  E,  nut  k,  jomted  arms  F  F,  and  spring  support  G,  combined, 
arranged,  and  operating,  in  combination  with  a  coffin,  in  the  manner  and  for  the  purposes 
set  forth. 

No.  31,402.— Stephen  Reynolds,  of  Richmond,  R.  I.— Improvement  in  Machines  for 
Binding  Grain, — Patent  dated  February  12,  18G1. — ^The  claim  and  engravings  will  explain 
the  nature  of  this  invention.     The  machine  does  not  admit  of  a  brief  descriptvon. 

Claim. — First,  the  revolving  gatherers  D,  in  combination  with  the  endless  apron  B,  ope- 
rating substantially  as  and  for  the  purpose  set  forth. 

Second,  the  leciprocaXing  carrier  arm  H,  lor  passing  the  wire  or  string  first  across  the  open- 
ing in  D,  and  then  around  the  bundle,  in  combination  with  proper  mechanism  lor  holding  the 
ends  of  the  baud  and  fastening  the  same,  substantially  as  set  loith. 

Third,  the  employment  of  the  double  jaws  L  L'  1/',  so  arrange<l  and  operated  that  one  end 
of  the  band  shall  be  placed  in  one  jaw  aad  the  other  end  in  the  other  jaw,  by  the  action  of 
the  can'icr  11,  or  its  ecjuivalent,  without  disturbing  bv  the  latter  operation  the  security  of  the 
other  end,  substantially  lus  and  for  the  purj)usc  described. 

Fourth,  caiismg  the  double  jaws  L  L^  L"  to  make  one-half  a  revolution  upon  their  axes 
after  the  wire  has  been  placed  in  one  jaw  and  before  it  is  placed  in  the  other  jaw,  substantially 
as  and  for  the  pnqiusc  specified. 

Fifth,  giving  the  jaws  L  L'  IJ'  an  cud  motion  by  means  of  the  stationary  cams  P  P',  or 
equivalent  device,  for  the  purpose  of  bringing  them  into  and  removing  them  from  the  path  of 
the  can  ier  arm  H,  as  set  lorth. 

Sixth,  the  cutter  or  shear  T,  attached  to  the  jaw  L'  L",  for  the  purpose  of  cutting  off  the 
wile  after  it  is  gripped  by  the  sa.d  jaw,  in  combination  with  the  cam  or  wedge  piece  <,  or 
equivalent,  suhstantially  as  specified. 

Seventh,  rotating  the  double  jaws  L  U  L",  by  means  of  the  stationary  gear  or  rack  M,  for 
the  pmiiosc  of  twisting  the  ends  of  the  wires  and  securing  the  bundle,  substantially  as  sot 
forth. 

Eighth,  the  arrangement  of  the  guard  W,  for  holding  the  wire  in  the  proper  position  for 
the  action  of  the  twisting  device,  substantially  as  specified. 

Ninth,  the  cniployiucut  of  the  spiiug  arms  U  V,  in  combination  with  the  gatherei"s  D,  for 
supporting  a  small  bundle  in  the  proper  position  relatively  to  the  binding  devices,  substan- 
tially as  set  forth. 

Tenth,  the  employment  of  the  stationary  cam  R,  in  combination  with  the  jaws  L  U  L", 
for  the  purpose  of  relieving  the  bundle  at  tno  proper  point,  substantially  as  set  forth. 

Eleventh,  the  employment  of  the  wedge-formed  projection  Y,  pierced  by  the  eye  X,  on  tke 
end  of  the  carrier  aim  H,  for  opening  the  jaws  L  L'  L"  and  depositing  the  wire  therein,  sub- 
stantially as  set  forth. 

Twellih,  the  constniction  and  an-angement  of  the  double  jaws  L  L'  L'',  in  the  manner 
shown,  so  that  they  are  both  operated  by  the  single  spring  /',  and  are  both  iX'le:used  by  pi-csi*- 
ing  upon  the  rear  end  of  L',  substantially  as  set  forth. 

No.  31, 40:i— Martin  Riling,  of  Altoona,  Fn.— Improved  Sausage'Sluffer.—Vatoni  dated 
February  12,  li:it)l. — The  threads  of  the  screws  work  closely  together  and  at  the  same  time  ' 
independently  by  means  of  the  three  cog  wheels,  so  that  the  meat  is  forced  through  to  the 
spoui  without  chocking  or  clogging  the  screws. 

Claim. — The  combiuation  and  aiTangemcut  of  the  two  screws  F  F  and  the  cog  wheels  C 
and  E  E,  substantially  as  and  for  the  purpose  specified. 

No.  31,404. — Mark  L.  Rorerts,  of  Mpunt  Union,  O. — Improvement  in  Knitting-Ma- 
chines,— Patent  dated  February  1:;^,  IHIJI. — Ihe  presser  consists  of  a  flat  plate  suspended  by 
a  spring  and  made  to  slide  between  two  vertical  stationary  guides  in  close  contact  with  the 
face  end  of  the  needle-carrier,  a  vertical  sliding  motion  being  given  to  the  presser  by  means 
of  a  bent  lever.  The  jiresscn*  and  guides  are  arranged  outside  of  the  needle  cylinder;  the 
object  of  the  arrangement  being  to  prevent  the  stitches  from  slipping  out  of  the  eyes  of  the 
needles  as  the  latter  arc  pushed  forward. 

Claim, — The  arrangement  of  the  vertical  guides  G'  G'  and  the  presser  G  with  the  said 
horizontal  needle  cylinder  13,  so  that  the  guides  and  presser  shall  bo  outside  of  the  face  of  th» 
cylinder,  substantially  as  described. 

No.  31,405.— Daniel  M.  Robertson,  of  Manchester,  N.  IL— Improved  Machine  for 
Feeding  Screw  Blanks. — Patent  dated  February  12,  IHUl. — ^The  screw  blanks  are  placed  in 
the  hopper,  and  slip  with  their  points  downward  into  the  opcningfs  in  the  endless  chain  which 
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oondncts  them  to  tbe  fingers  above  the  inclined  plane.  The  catches  on  the  rock-shaft,  in 
c(nnbination  with  the  spring  and  levers,  are  operated  by  the  cam  on  the  disk  in  snch  a  manner 
that  the  catch  slips  between  the  first  and  second  screw  on  the  inclined  arms,  and  allows  the 
first  to  fall  into  the  tube.  Bv  the  continued  revolution  of  the  cam  the  latch  i  is  forced  before 
the  opening,  the  second  latch  is  slipped  back,  and  the  second  screw  takes  the  place  of  the 
first,  and  is  ready  to  drop  into  tbe  tube.  One  side  of  the  tube  is  pivoted  to  the  support  R,  and 
is  retained  by  a  spring,  so  that  in  case  the  screw  gets  caught  between  the  tube  and  disk,  the 
side  yields,  and  the  screw  falls  between  the  disks. 

Claim. — An  endless  chain,  or  its  equivalent,  with  openings  for  the  screws,  screw  blanks, 
or  articles  fed,  working  in  a  slot  or  groove  in  a  hopper,  so  as  to  cany  forward  and  feed  the 
articles  supplied  to  tbe  hopper. 

Also,  in  combination  with  the  inclined  planes  S,  the  fingers  R,  which  receive  the  screws 
from  the  chain  J,  or  pulleys  M,  substantially  as  described. 

Also,  in  combination  with  the  cams  on  the  disks  c,  the  lever  m,  spring  «,  and  rocking  lever 
J,  for  the  purpose  of  operating  the  latches  a  and  i,  as  required. 

Also,  the  tube  V,  in  combiuatiou  with  the  yielding  lever  rf,  or  its  equivalent,  making  one 
■ifle  g^  of  the  tube  V,  to  yield  as  described,  for  the  purpose  specified. 

No.  31,406.— William  B.  Robertson,  of  West  Baton  Rouge,  l,a,—Tmprovement  in  Cane 
Harvesters, — Patent  dated  February  12, 1861. — This  invention  consists  in  the  employment  of 
two  horizontal  knives,  with  two  fenders  or  guards  arranged  a  suitable  distance  above  the 
knives,  in  cxjnjunction  with  a  double-turn  plough,  said  knives  being  made  adjustable  both 
vertically  and  horizontally,  and  said  fenders  being  made  adjustable  horizontally  for  the  pur- 
pose of  cutting  sugar-cane  and  throwing  it  down  in  rows,  to  be  afterwards  gathered  and 
stacked  up  for  use. 

Claim. — In  combination  with  the  knives  d  <f,  and  fenders  J  J,  the  double  mould-board  plough 
C,  and  adjustable  divided  wings  C  C,  substantially  as  specified. 

No.  31,407.— Henry  D.  Rogers,  of  Grafton,  O. --Improvement  in  PZon^As.— Patent  dated 
February  P2,  1861. 

This  invention  consists  in  a  method  of  securing  the  wing  to  the  plough  point  by  means  of 
stnds,  which  are  kept  back  in  slots  by  the  pressure  of  the  removable  point  against  the  extended 
portion  of  the  wing.  By  turning  back  the  set  screws  at  the  back  of  the  plough  thQ  wing  and 
point  may  be  readily  removed. 

Claim. — The  rabbetted  portion  A,  bevel-edffed  slots  A',  countersunk  studs  B  B  B,  and  the 
extended  portion  of  the  wing  marked  C,  the  whole  being  combined  with  the  shoe  and  point  D, 
for  the  purpose  described  and  set  forth. 

No.  31,408. — Gelston  Sanpord,  of  New  York,  N.  Y.^hnprorcment  in  Mills  for  Grinding 
Paver  Pulp. — Patent  dated  February  1*2,  1861. — Grooves  and  mortises  are  made  in  the  top 
ana  bottom  plates  of  the  mill  in  which  the  tapering  staves  are  inserted  in  reverse  positions, 
and  the  spaces  between  them  may  bo  adjusted  by  a  plate  which  can  be  moved  up  and  down 
on  the  shaft.  The  serrated  rubl)ers  arc  attached  to  radial  arms  upon  the  central  rotating  shaft, 
and,  by  being  fastened  by  bolts  and  screws,  are  made  adjustable. 

Clatm. — In  mills  for  grinding  paper  pulp,  constructuog  the  sides  of  conical-shaped  staves 
with  roughened  surfaces,  set  alternately  in  reverse  positions,  so  that  the  spaces  between  them 
can  be  adjusted  as  set  jforth,  in  combination  with  the  serrated  rubbers  £,  constructed  and 
opeiBting  substantially  as  described. 

No.  31,409. — IRVIN  J.  Savnders,  of  Sparta,  Ga. — Improvement  in  Guano-^>readers» — 
Patent  dated  Februcuy  12,  1861. — A  vibrating  hopper  is  pivoted  to  the  bottom  of  the  main 
hopper  so  that  one  of  its  sides  shall  rest  against  a  cam  wheel,  which  is  caused  to  rotate  by  a 
band  from  a  pulley  on  tbe  forward  axle.  A  slide  in  the  lower  hopper  serves  to  regulate  the 
amoant  of  guano  to  be  dropped.  The  whole  may  be  attached  to  the  frame  of  an  ordinary 
wheelbarrow. 

Claim. — The  combination  of  two  hoppers  A  and  B,  slide  S,  cam  wheel  c,  and  its  driving 
pOlley  tf,  with  an  ordinary  wheelbarrow  frame,  all  the  parts  being  constructed,  arranged,  and 
operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,410.— Charles  Henry  Schadt,  of  New  York,  N.  Y. --Improvement  in  Anvils.--- 
Patent  dated  February  12, 1861. — This  invention  consists  in  the  arrangement  of  a  stout  spring; 
resting  on  the  under  side  of  a  falling  plate  which  supports  the  anvil,  and  which  is  acted  upon 
from  uie  upper  side  by  a  series  of  light  springs  in  such  a  manner  that  the  force  of  the  blow  is 
coonteractea  by  the  stout  spring,  and  the  recoil  of  this  spring  is  counteracted  by  the  light 
spnogs. 

Claim. — ^The  arrangement  of  the  stout  spring  O,  rising  and  fttUing  plate  E,  and  weak 
goringB  H,  in  combination  with  the  case  G  and  anvil  A,  oonstmcted  ana  operating  sabstan* 
mtXkjr  BB  and  for  the  purpose  described. 
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No.  31,411. — ^Lewis  Henry  Smith,  of  Salem,  N.  J. — hnj^rovement  in  finoing-Machines. — 
Patent  dated  February  12,  1861. — The  object  of  this  invention  is  to  stitch  the  seams  of  sails, 
tents,  awning,  and  other  heavy  work.  The  cloth  is  fixed  between  supports,  and  the  needle- 
carriage  travels  along  the  seam.     The  machine  does  not  admit  of  a  briet  description. 

Claim. — First,  the  endless  belt  or  chain  U,  pulleys  T  K,  and  clamping  mechanism  \'  fg, 
or  substantially  equrvalent  devices,  operating  in  combination  with  the  cam  shaft  I,  and  ways 
Z\  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  adjustable  cloth-lioldcrs  Z  E',  and  wires  or  lines  W,  upon  a  stationary  frame 
operating  substantially  as  set  forth,  in  combination  with  a  moving  frame  or  carriage  carrying 
the  sewing  mechanism. 

Third,  the  connecting  rod  II,  cam  disk  M,  and  slotted  rocker  J  K  L,  operating  in  combi- 
nation with  the  hinged  slide  D,  substantially  as  set  forth,  to  impart  an  inteimittent  lateral 
motion  to  the  needle-carrier. 

No.  31,412. — H.  T.  Stanard,  of  Wayne,  Mich. — Improvement  in  Hanging  and  Operating 
Window-Sashes. — Patent  dated  Fcbmary  12,  IdOl. — The  cord  is  wound  upon  the  spool,  which 
is  provided  with  a  crank  and  spring  pawl;  on  unwinding  the  spool  the  movable  pullev/  is 
drawn  up,  and  the  upper  6a«*h  is  lowered.  When  it  is  desired  to  raise  the  upper  sash  the 
pulley  c  is  drawn  up,  winding  the  cord  i,  by  which  means  the  upper  sash  is  mised.  On  con- 
tinuing to  wind,  Ibo  lower  sash  will  be  raised  also. 

Claim. — The  two  sa-;he^  \\  JV,  connected  bv  cords  h  b\  running  over  siLspended  pulleys  c  c', 
in  combination  with  the  tord  d  stationary  pulleys  g  e  c',  movublo  pulley/,  cord  t,  and  spool  A, 
with  its  accessories,  all  arranged  and  operating  as  specified. 

No.  31,413.— V.  Stirewalt,  of  Albany,  Gft,,— Improved  CAwm.— Patent  dated  February 
12,  1861. — Upon  the  inner  side  of  the  chum  cleats  or  ribs  are  secured  vertically  at  suitable 
intervals.  These  cleats  serve  to  arrest  the  motion  of  the  cream,  caused  by  the  revolutions  of 
the  dasher,  to  break  the  butter  globules,  and  cause  eddies  of  the  cream  in  the  spaces  between. 

Claim. — ^The  ribs  or  cleats  L  L,  on  the  inner  surlaco  of  the  churn  body  A,  arranged  and 
operatmg  in  combination  with  the  dasher  H,  substantially  as  and  for  the  purpose  specified. 

No.  31,414. — J.  C.  Stoddard,  of  Worcester,  Mass. — Improvement  in  Rake  Heads. — Patent 
dated  February  12,  1861. — This  invention  consists  in  forming  a  groove  of  a  sufiieicnt  depth 
from  end  to  end  of  the  bar  or  head  to  which  the  wire  rods  are  to  be  attached,  and  in  forming 
a  coil  and  a  hook  on  one  end  of  the  wire  rods  or  teeth  to  be  attached  to  the  bar. 

Claim, — Attaching  the  steel  rods  B  to  the  head  A,  by  means  ot'  the  hooked  end  6,  coil  c,  on 
the  rods,  and  the  slot  a  and  strips  d  on  the  head  A,  substantially  in  the  manner  set  ibrth. 

No.  31,415.— Ephraim  J.  Story,  of  Getzville,  N.  Y.— Improvement  in  Truss  Bridges.— 
Patent  dated  February  12,  1861. — This  invention  consists  in  the  connexion  of  cast-iron  arch 
sections  and  posts  in  a  bridge  by  means  of  sockets  formed  in  the  ends  of  said  sections,  and 
balls  formed  on  posts,  so  fitt^  as  to  form  universal  joints,  and  to  give  perfect  bearings  to  tlie 
parts  in  all  conditions  of  the  bridge. 

Claim. — ^The  construction  of  the  posts  A,  with  balls  a,  and  the  arch  sections  B,  with  sock- 
ets e,  in  the  manner  and  for  the  purpose  substantially  as  shown  and  described. 

No.  31,416. — J.  W.  Taylor,  of  Ashland,  Va. — Improvement  in  Cultivators. — Patent  dated 
February  12,  1861. — ^This  invention  consists  of  a  cultivator  that  can  be  opened  and  closed  at 
pleasure,  and  set  to  any  width  of  furrow  required. 

Claim. — •he  anangement  of  the  parallel  stays  c,  draw  bar  rf,  with  its  hinge  e,  cultivator 
frame  X,  and  harrow  frame  y,  the  whole  being  constructed  as  and  for  the  purpose  described. 

No.  31,417.-0.  C.  Taylor,  of  East  Burlington,  F&,— Improvement  in  Straw-Cuaers.— 
Patent  dated  February  12,  18CJ1. — ^To  one  end  ot  the  lever  is  attached  a  gate  which  holds  tiie 
cutter.  Just  in  the  rear  of  the  fulcrum  of  the  lever  are  attached  two  bars  which  act  as  pawls, 
and  engage  in  ratchet  wheels  attached  to  the  feed-rollers,  so  that,  by  communicating  a  recipro- 
cating motion  to  tho  Icnife-gate,  a  conespoufling  feed  motion  will  be  given  to  the  rollers. 

Claim. — The  lever  F,  provided  with  tho  pawls  II  H,  applied  to  the  feed-box  A,  and  con- 
nected to  the  knilie-gate  C,  and  crank-shaft  G,  substantially  as  shown,  for  the  purpose  of 
serving  as  a  means  for  opeiatiug  the  knife-gate  C,  and  feed-rollers  1 1^ 

No.  31,418.— Ebenezer  Tuttle,  of  Canaan,  Me,— Improvement  in  Water  Wheels.—- 
Patent  dated  February  12,  1861. — This  invention  consists  in  the  employment  of  a  cylindrical 

fate  applied  to  the  wheel,  so  as  to  encompass  and  revolve  with  it,  and  having  a  series  of 
orizontal  projections  attached  to  its  lower  end,  so  as  to  fit  between  the  buckets  of  the  wheel 
and  fonn  horizontal  positions  therein;  all  being  so  arranged  that,  as  the  gate  is  actuated  or 
adjusted  to  admit  water  to  tho  wheel,  the  partition  plates  will  also  be  adjusted,  and  the  capadtj 
of  the  buckets  varied  according  to  the  volume  of  water  admitted. 

Claim, — ^The  combination  of  the  horizontal  adjustable  plates  /,  with  the  buckets  c,  and 
gate  F  of  a  water  wheel,  substantlaUy  in  the  manner  and  for  the  poi'pose  shown  and  described. 
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No.  31,419.— OAmUEL  Utley,  of  Chapel  Ilill,  N.  C. ^Improvement  in  Ploughs, —Tfitent 
dated  February  12,  1861. — The  mould  board  Is  provided  on  its  outer  edges  with  teeth  or  cut- 
ters projecting  out  nearly  horizontally.  To  the  iront  end  of  the  land  side  is  attached  the 
share  G,  which  has  at  its  rear  end  a  series  of  teeth  curved  upwaid»  »o  as  to  form  cutting 
edges  for  the  slice  raised  by  the  share,  by  which  means  both  the  surface  and  subsoil  are  puf 
verixed  and  made  permeable  to  air  and  moisture. 

Claim, — The  arrangement  of  the  mould-board  H,  cutters  A,  lower  share  G,  and  cutters  /, 
with  the  land  side  £,  standard  D,  adjustable  upright  F,  and  beam  A,  in  the  manner  and  for 
the  purpose  shown  and  described. 

No.  31,420.--David  S.  Wagener,  of  Penn  Yan,  N.  Y.—Improve9nent  in  Mac/tines  for 
Hulling  and  Cleansing  Clover  Seed. — Patent  dated  February  12,  1861. — The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim, — In  combination  with  a  clover  hulling  and  cleaning  machine,  a  suction  fan  that  will 
concentrate  the  dust  and  other  light  impurities  within  the  machine,  and  then  pass  them  out 
through  a  suitable  conductor  to  any  proper  depository,  substantially  as  described,  when  the 
same  is  accomplished  by  an  arraugcuieut  of  mechanism  and  passages,  as  described,  for  etfecting 
the  object  and  purposes  rcpreseuted. 

No.  31,421. — DUTEE  Wilcox,  of  Providence,  R.  I. — Improvement  in  Sleeve- Fasteners. — 
Patent  dated  February  12,  18G1. — This  invention  consists  of  a  plate  provided  with  a  tubular 
socket,  up9ii  one  end  of  which  projects  a  hook.  A  slide,  provided  also  with  a  corresponding 
hook,  moves  in  said  socket,  and  is  secured  by  a  spring  catch  when  the  points  of  the  projecting 
hooks  meet 

Claim. — The  sleeve-fastener  constructed  with  a  slider  /,  its  spring  catch  A,  and  hook  g^  or 
its  equivalent,  arranged  and  applied  to  the  body  a,  and  the  hook  c,  or  its  equivalent,  substan- 
tially in  manner  and  so  as  to  operate  as  specified. 

No.  3),422.--C.  M.  WiLKixs,  of  West  Andover,  O.— Improvement  in  Upsetting  Tire.— 
Patent  dated  February  12,  18GJ. — The  anvil  is  provided  with  a  mortise  at  each  end  for  the 
insertion  of  keys  or  wedges,  and  on  the  top  with  a  depression  into  which  the  tire  is  laid  and 
hammered  to  form  a  loop.  The  tire  being  secured  to  the  anvil  by  the  wedges,  the  loop  is 
forced  up  to  the  anvil  while  hot,  by  which  it  is  shortened  or  upset. 

Claim. — ^The  combination  of  the  wedges  D  D  with  an  anvil,  in  the  manner  described. 

No.  31,423. — C.  WiLLLAMS,  of  Boston,  Mass. — Improvement  in  Sewing  Machines. — Patent 
dated  February  12,  1861. — This  invention  relates  to  the  use  of  a  clamping  device  attached  to 
the  bar  or  carrier  of  the  perfomting  needle,  for  the  purpose  of  clamping  the  thread  of  the  needle 
firmly  against  the  carrier  during  the  iSrst  part  of  tno  ascent  or  withdrawing  movement  of  the 
needle,  and  so  causing  the  thread  to  be  drawn  up  through  the  cloth  with  the  needle,  and  pre- 
venting any  loop  from  being  thrown  out  on  the  wrong  side  of  the  needle,  and  preventing  the 
thread  from  being  drawn  back  through  the  eye  of  the  needle,  thereby  insuring  a  proper  quan- 
tity of  slack  being  thrown  out  from  the  needle  on  the  proper  side  for  the  entry  of  the  looping 
device. 

Claim. — The  peculiar  combination  of  the  jaws  F  and  G,  and  doubly  bevelled  tongue  A,  and 
doubly  bevelled  switch  H  t,  the  said  parts  being  constructed  and  arranged  as  shown  and 
describe^l,  and  operatinjj  in  the  manner  described,  to  cause  the  clamping  ot  the  thread  during 
the  early  stage  of  the  withdrawing  of  the  needle,  and  prevent  the  clamping  thereof  during  the 
downward  stroke. 

No.  31,424.-— Theodore  Burr,  of  Battle  Creek,  Mich.,  assignor  to  Himself,  Augustus 
Rower,  and  Parcel  Brinkeuiiofp,  of  same  place. — Improved  Life-preserving  Shin. — 
Patent  dated  February  12,  1861. — The  deck  is  constructed  separately  from  the  hull,  to  which 
it  is  attached  by  means  of  metol  straps  and  keys.  The  moat  is  socketed  below  the  deck,  so  that 
in  casQ  of  accident  to  the  hull  the  two  parts  may  be  readily  separated. 

Claim. — The  use  of  the  socketed  masts  in  connexion  with  a  life-eswipe  ship,  detached  by 
means  of  straps  and  keys,  substantially  as  described  and  for  the  purpose  set  forth. 

No.  31,425.— Joseph  Davis,  of  East  Wilton,  N.  H.,  assignor  to  Himself  and  Jesse  A. 
Locke,  of  Watertown,  Mass. — Improvement  in  Carding  Mac/Unes. — Patent  dated  February 
12,  1861. — By  having  the  lower  series  of  rollers  fluted,  a  space  is  left  in  each  roller  for  tlie 
reception  of  dirt  from  the  fibrous  material,  and  the  latter  is  also  presented  more  readily  to  the 
teeth  of  the  main  cylinder. 

Claim. — The  described  application  and  arran^ment  of  the  fluted  rollers  rmder  the  main 
card  cylinder,  and  to  operate  therewith,  substantially  in  manner  as  specified. 

No.  31,426.--C.  W.  Fossler,  of  Freeport,  111.,  assignor  to  Himself  and  J.  Balsburgh, 
of  same  place. — Improvement  in  Seeding  Machines. — Patent  dated  Febraary  12,  1861.— Thii 
invention  consists  in  an  arrangement  of  seed  slides  and  a  cut-off,  whereby  the  seed-distributing 
device  is  placed  under  the  complete  conti-ol  of  the  driver.    The  front  end  of  the  implement 
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may  be  elevated  and  depressed,  no  as  to  rep^ulate  the  depth  of  the  planting  as  may  be  desired, 
or  to  elevate  the  fiirrow  shaves  entirely  above  the  ^ound,  when  the  seed-distribnting  device 
is  rendered  inoperative  and  the  impleiuent  i»  being  drawn  from  place  to  place. 

Claim.— The  arrangement  of  the  seed  boxes  I,  slides  H  J,  shaft  D,  rods  F,  bar  G,  rolters 
B,  lever  M,  rod  N,  caster  wheel  O,  and  shares  c'  b\  in  the  manner  and  for  the  purpose  shovm 
and  described. 

No.  31,427.— Lansing  K.  Jenne,  of  Grand  Rapids,  Mich.,  assignor  to  Himself  and 
WlLI.L\M  AsilLEV,  of  same  place. — Improtemrnt  in  Corn-Planters, — ^Patent  dated  February 
1*2,  1H(>1. — The  sliding  shaft  is  provided  at  each  cud  with  cams  for  the  purpose  of  operating 
the  slides.  The  boxes  are  provided  with  a  partition  so  as  to  contain,  one  the  fertilizing 
material  and  the  other  grain,  both  of  which  are  discharged  at  the  same  time.  Double  mould 
ploughs  are  placed  in  front  of  each  discharge  spout  to  make  a  furrow  for  the  reception  of  the 
irrain,  which  is  then  covered  by  side  turn  ploughs  placed  in  the  rear. 

Claim. — The  arrangement  of  adjustable  ploughs  d  d  and//,  seed  and  fertilizing  slides  ««, 
gliding  shaft  A,  by  which  the  machine  is  thrown  in  and  out  of  gear,  lever  a,  double  boxes  D 
D,  and  check  pins  «  fi,  when  the  whole  shall  be  combined  and  operated  substantially  as 
and  for  the  purjjose  specified. 

No.  31,428.— Jefferson  Nash,  of  Janesiille,  Wis.,  assignor  to  Himself  and  Alonzo 
K.  CUTTS,  of  same  place. — Improtement  in  Grain  Separators. — Patent  dated  February  12, 
lyOl.— The  inner  sides  of  the  shoe  are  made  without  grooves  or  channels,  and>he  sieve  or 
•ieve  frame  is  held  at  any  desired  degree  of  inclination  by  means  of  a  rod  provided  with  a 
nut  and  screw,  and  passing  through  c»ch  side  so  as  to  press  them  together.  The  upper  end 
of  the  sieve  frame  is  made  in  the  lorm  of  a  notch  or  mouth  which  fits  upon  the  edge  of  an 
apron,  and  by  which  it  is  sui)ported. 

Claim. — First,  a  hinge  or  joint  formed  by  means  of  mouth  d,  of  a  gang  of  sieves,  and  the 
edge  of  apron  D,  of  a  separator  shoe,  when  used  in  adiusting  the  angle  and  supporting  the 
front  end  of  a  gang  of  sieves,  substantially  as  describeu. 

iJecond,  sustaining  a  gang  of  sieves  within  the  compressible  sides  of  a  separator  shoe  by 
means  of  a  rod  a,  or  its  equivalent,  substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,429. — QcARTUS  Rice,  of  West  Winsted,  Coim.,  assignor  to  Himself  and  L.  H. 
^kimi,  of  Salem,  N.  J. — Improvement  in  Sewing  Machines, — Patent  dated  February  12, 
\riij\, — This  machinajs  designed  for  sewing  long  pieces  of  material  in  large  quantities,  as  in 
making  sails,  and  the  invention  consists  in  the  method  of  constructing  and  arranging  the 
mechanism  for  imparting  motion  from  a  fixed  driving  shaft  to  the  main  shaft  of  a  sewing 
machine,  so  as  to  cause  tbe  machine  to  travel  on  a  railroad,  and  at  the  same  time  perform  the 
operation  of  sewing  on  the  material. 

Claim. — ^The  employment  of  a  sewing  machine  on  a  railroad  in  such  manner  that  the 
machine  shall  travel  on  the  road,  while  sowing,  in  combination  with  any  suitable  mechanism 
for  imparting  motion  to  the  machine  and  sewing  mechanism  from  a  stationary  driving  shaft, 
•ubstantially  as  and  for  the  purposes  described. 

No.  31,430.— WiLLUM  Harsen,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Francis 
N.  Bangs,  of  same  place.— /m;»ror«/  Rock  Dri//.— Patent  dated  February  12,  1861.— This 
invention  consists  in  the  construction  of  a  rock  drill,  to  be  operated  by  steam  or  compressed 
air,  and  which  is  at  the  same  time  portable,  capable  of  operation  in  any  direction,  and  exposed 
to  wear  only  in  parts  which  can  be  readily  and  cheaply  renewed. 

C'/aim.— First,  the  gibs  M  N,  constructed  and  operating  substantially  as  and  for  the  pur- 
pose specified. 

Second,  the  combination  of  the  hollow  piston  rod  D,  the  gibs  M  N,  and  the  rings  O  P,  con- 
structed and  arranged  for  conjoint  operation,  substantially  as  described. 

Third,  the  combmation  of  the  rings  O  P  with  the  tubes  G  G'  and  the  cylinder  A,  in  the 
manner  and  for  the  purpose  substantially  as  described. 

Fourth,  the  combination  of  the  tappet  bar  F,  slotted  box  /,  and  valve  rod  «,  constructed 
Mid  operating  as  and  for  the  purpose  described. 

Fifth,  operating  a  drill  tool  or  pounder  by  the  direct  application  of  steam  or  compressed  air 
to  the  tool-holder,  substantiallv  in  the  manner  set  forth. 

Sixth,  the  holes  m  in  the  tubes  G,  for  the  purpose  specified. 

"  No.  31,431.— H.  C.  Alford,  of  Minooka,  J\\.— Improved  Washing  Machine.— Tuient  dated 
February  12,  1861. — ^The  parts  are  so  arranged  and  constructed  that  by  imparting  an  oscil- 
lating motion  to  the  tub  the  concave  is  caused  to  oscillate  in  an  opposite  direction,  at  the 
•ame  time  leaving  the  concave  free  to  bear  down  upon  the  clothes  with  its  ftill  weight  duriag 
the  operation. 

Claim, — ^The  ammgement  of  the  oscillating  bar  G,  slotted  arms  H,  and  hinged  levees  6 
with  the  oscillating  bar  D,  stem  E,  oscillating  robber  F,  and  the  oscillating  tub  A«  in  the 
r  and  for  the  pnrpoee  shown  and  deecribM. 


Digiti 


zed  by  Google 


COMMISSIONER   OF   PATENtS.  189 

No.  31,432.— RUFUS  Anson,  of  New  York,  N.  Y, ^Improvement  in  Bath  for  Toning  Pho- 
tographic Pictures, — Patent  dated  February  19,  1861. — To  sixteen  ounces  of  water  add  half 
an  ounce  of  acetate  of  lead,  and  dissolve ;  then  put  in  a  separate  bottle  four  grains  of  bichlo- 
ride of  mercury;  dissolve  this  in  two  ounces  of  water;  to  this  latter  mixture  add  two  grains 
of  hyposulphate  of  soda,  which  solution,  when  dissolved,  becomes  milky  white ;  then  add  this 
mixture  to  the  aforesaid  solution  of  lead,  together  with  eight  ounces  of  nyposulphate  of  soda; 
after  shaking  well,  add  to  the  mixture  two  drachms  of  glacial  acetic  acid. 

Claim, — ^The  use  of  bichloride  of  mercuij  iu  combination  with  the  above  or  similar  ingre- 
dients equivalent  thereto  in  forming  a  bath  tor  toning  photographic  pictures. 

No.  31,433. — J.  M.  Bacon,  of  Ripon,  Wis. — Improvement  in  Seeding  Machines. — Patent 
doted  February  19,  1861. — The  seed  box  is  provided  with  two  apartments,  one  of  which  is 
used  for  holding  the  seed,  and  in  the  other  is  placed  a  series  of  distributing  wheels,  openings 
being  made  between  the  apartments  for  the  passage  of  the  seeds.  The  wheels  are  provided 
with  cups  upon  their  peripheries,  which  catch  and  raise  the  seeds  and  deposit  them  in  spouts, 
whence  they  are  discharged  through  spouts  io  the  ground,  and  covered  by  teeth  secured  to  a 
series  of  bars. 

Claim, — The  arrangement  of  the  seed  box  D,  the  shaft  J,  the  wheels  a  a,  provided  with 
cups  and  constructed  on  their  periphery,  as  described,  and  the  discharge  spouts  on  each  side 
of  the  wheels,  with  the  bars  G,  the  troughs  H,  and  the  cultivator  firame  E,  regulated  and  used 
as  described  for  the  purpose  set  forth. 

No.  31,434. — Louis  Ballman,  of  Boston,  Mass. — Improvement  in  Sewing  Machines, — 
Patent  dated  February  19,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — A  gate  or  hin^d  bobbin  support,  provided  with  journals  for  the  pivots  of  the 
bobbin,  in  combination  with  a  shuttle  or  bobbin  case,  the  two  being  so  connected  that  the 
journals  can  be  moved  out  of  the  hollow  of  the  shuttle,  so  that  a  bobbin  may  be  removed 
therefix)m  without  detaching  the  support  or  gate  from  the  shuttle,  and  the  combination  being 
substantially  such  as  dcscrioed. 

Also,  in  combination  with  a  bobbin  and  a  bobbin  case  or  shuttle,  an  equalizing  curve,  con- 
structed and  placed  substantiallv  as  described,  and  so  arranged  with  reference  to  the  bobbin 
and  an  eve  through  which  thread  is  passed  that  thread  passing  off  of  the  bobbin  and  through 
the  eye  shall  in  its  transit  slide  over  the  equalizing  curve,  the  combination  being  substanti^y 
such  as  before  recited  to  produce  the  effect  before  set  forth. 

No.  31,435.— Hiram  Barber,  of  Milpitas,  Ca,l.^Improrement  in  Ga/«s.— Patent  dated 
('ebruary  19,  1861. — The  stiles  of  the  gate,  which  extend  some  distance  above  its  body,  are 
each  provided  with  a  roller,  which  rests  on  the  adjustable  rails  B  B^  and  thus  suspends  the 
gate.  The  rails  are  pivoted  to  the  middle  part  of  the  frame,  and  can  be  raised  at  one  end  by 
the  lever  and  attached  cord.  On  raising  one  end  of  the  gate  the  pin  at  its  bottom  slides  along 
the  guide  plates,  and  abuts  against  the  springs  G,  thus  communicating  an  impetus  to  the 
gate,  which  is  carried  by  its  gravity  down  the  rails. 

Claim. — In  connexion  with  the  adjustable  rails  B  B',  the  springs  G  G,  and  plates  //, 
arranged  to  operate  substantially  as  and  for  the  purpose  specified. 

No.  31,436.— Franklin  Bisbee,  of  Scituate,  Mass. — Improvement  in  Masons*  Trowels, — 
Patent  dated  February  19,  1861. — ^The  obi'ect  of  this  invention  is  to  protect  the  hand  of  the 
operative,  to  keep  the  shank  firm  in  the  handle,  and  to  prevent  its  breakage  in  the  o£&et  of 
the  shank  between  the  handle  and  the  blade. 

Claim. — ^The  ferrule  shaped  and  operating  substantially  as  set  forth,  when  combined  with 
the  handle  and  offset  shank  of  a  mason's  trowel  or  other  tool. 

No.  31,437. — Josiah  Bishop,  of  Austin,  Texas. — Improvement  in  Machines  for  Extracting 
Cotton  and  Corn  stalks. — Patent  dated  February  19,  ISiJi.-^This  invention  consists  in  attach- 
ing a  series  of  fin^rs  to  parallel  bars,  which  are  connected  to  a  mounted  frame  or  wagon,  and 
so  arranged  as  to  nave  a  forward  and  backward  and  also  an  up  and  down  movement  given  it 
by  the  forward  movement  of  the  vehicle,  by  which  operation  the  fingera  are  made  ^o  grasp  the 
standing  stalks  and  draw  them  out  from  the  ground. 

Claim. — ^The  fingers  h  A-,  either  or  both  sets  or  series,  when  connected  to  a  mounted  frame 
A,  and  operated  by  the  draught  movement  of  the  same,  substantially  as  shown,  so  as  to  have 
a  backward  and  forward  movement,  and  also  an  upward  and  downward  movement,  for  the 
purpose  specified. 

Also,  iu  combination  with  the  fingers  h  k^  either  or  both  sets  or  series,  the  cleaning  bar  K, 
arranged  relatively  with  the  fingers,  to  operate  as  and  for  the  purpose  specified. 

Np.  31,438.— Douglas  Bly,  of  Rochester,  N.  Y.— Improvement  in  Artificial  Legs.-^ 
Patent  dated  Februaiy  19,  1861. — This  invention  consists  in  providing  a  circular  or  annular 
cavity  aroimd  the  bearing  socket  for  the  ball  in  the  foot,  and  constructing  the  leg  with  « 
spherical  or  hemispherical  termination,  which  also  encloses  the  bearing  socket  of  the  ball. 
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The  spherical  termmation  enter*  the  cavity  of  the  foot»  Dearly  filling  it,  being  sufficiently 
small  to  move  without  friction,  a;  1  therefore  completely  encloses  the  ball,  hiding  it  from  ob- 
servation, and  protwting  it  from  dust  or  dirt  that  might  otherwise  intrude  between  the  bearing 
surfaces  and  hinder  their  proper  working. 

Claim. — The  rounded  or  bemisphtricnl  termination  of  the  leg  at  the  ancle,  with  the  recess  G 
in  the  foot  for  the  reception  thereof,  when  combined  and  m  ranged  with  a  joint  bearing  having 
a  universal  motion  on  a  single  centre,  substantially  its  and  for  the  purpose  shown  and  described. 

Also,  the  stop  or  projection  m,  when  combined  with  the  corresponding  recess  in  the  shell  li, 
substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,4o9. — John  M.  Braiin,  of  Red  Bank,  N.  J. — Improrement  in  Railroad  Switches. — 
Parent  dated  Fcbmary  19,  JdOl. — The  switch  rails  rest  upon  iron-faced  sleepers  and  slide 
late: ally  upon  tbeni,  one  switch  rail  Uing  pivoted  at  its  encf  to  the  sleeper  of  the  main  track. 
Undtr  the  switch  rail  is  tiiinly  attached  a  beam,  which  projects  out  on  each  side  where  the  end 
of  the  horizontal  levers  A' /i' are  attached;  these  levers  are  each  attached  to  one  end  of  the 
levers  k  k\  the  other  end  of  which  comes  so  close  to  the  track  that  a  projection  upon  the  front 
of  the  engine  can  strike  against  its  end.  and  thus  communicate  u  lateral  niotion  to  the  beam  E, 
tmd  throw  the  switch  rail  in  connexion  with  the  rails  of  the  branch  track.  Ujion  the  front 
sleeper  of  the  switch  are  a  row  of  holes  in  which  a  hook  fits,  thus  locking  the  switch.  This 
hook  is  raised  from  the  holes  by  the  action  of  the  projection  on  the  engine  truck  on  the  vertical 
arms  »  and  ^  and  levers  F  V.     The  hook  is  retained  in  place  by  the  spring  E. 

Claim. — The  post  E,  with  its  hook  wi,  arranged  as  set  forth,  so  as  to  lock  the  switch  rail 
tie  c'  to  the  sleeper  J,  in  combination  with  the  levers  F  F',  arms  1 1\  tranverse  shafts  G  G', 
and  vertical  arms  s  s  s  s^  all  arranged  and  o)>eTating  in  conjunction  with  the  horizontal  levers 
k  k  h  h  and  k'  k'  h'  h\  substantially  as  specified  for  the  purposes  set  foith. 

No.  31,440. — SaleM  Copeland,  of  Worcester,  Mass. — Improrement  in  Guards  and  Fingers 
fur  Reaping  and  Mowing  Machines. — Patent  dated  February  J  9,  JdGJ. — The  steel  plate  is 
cast  separately  and  can  be  placed  upon  the  pait  A,  and  slid  under  the  dovetail  projection  and 
firmly  retained,  thus  forming  a  perfect  smooih  stt^el  plate  for  the  cutter  to  play  over. 

Claim. — First,  sliding  the  steel  plate  or  face  of  a  cast  or  malkable  iron  guard  under  dove- 
tailed projections  on  the  body  of  the  guaid,  substantially  as  and  tor  the  puqwses  set  forth. 

Second,  the  combination  of  the  cuived  and  bevelled  projections  f  c  on  the  steel  plate,  with 
the  curved  projections  r  c  on  the  body  of  the  guard,  substantially  us  and  for  the  purposes  stated. 

Third,  the  combination  of  the  steel  ])late  or  face  C,  with  the  ctisi  or  malleable  part  A,  the 
parts  being  constructed  and  combmed  as  and  for  the  purposes  set  lorth. 

No.  31,441.-— Joseph  Cuac.g,  of  Baltimore,  Md.,  and  Samuel  AaciinoLD,  ofWa.shington, 
D.  C. — Improved  Surface  Condenser  for  Steam  KngineSy  Sfc. — Patent  dated  February  19, 
Jf^Gl. — The  outside  casing  of  the  suiiace  water  condenser  is  made  hoilow,  with  steam  and 
water  passages  and  receshcs  for  lollowers  and  packings.  A  steam-tight  joint  is  made  of  vul- 
canized India-rubber  compressed  against  the  Fpine  plates.  '1  he  spiiie  plate  has  projecting 
flanches  on  the  water  s.de,  dipping  into  the  hollow  spines  on  the  steam  side,  in  order  to  pro- 
duce a  thorough  circulation  ol  water  or  other  fiuids  in  the  upper  and  lower  spines. 

Claim. — First,  the  tbrm  and  general  aiiangenient  of  the  outside  casing  maiked  E,  with  the 
steam  and  water  passages. 

Second,  the  mode  of  making  a  water  and  steam  tight  joint  between  the  casing  and  spine 
plates. 

Thud,  the  mode  of  arranging  the  spine  plates  for  the  pmpose  of  obtaining,  with  little  cost, 
a  large  quantity  of  surface  in  a  small  space,  and  a  thorough  circulation  of  the  steam,  water, 
or  other  elastic  or  non-elastic  fiuids,  using  lor  the  purpose  specified  an  apparatus  as  described.. 

No.  31,442.-— William  W.  Cimberland,  of  Newark,  N.  J.-- Improvement  in  Hat  Blocks.— 
Patent  dated  February  J9,  1801.— /i'his  invention  hus  for  its  object  fastening  the  seveial  parts 
compasing  an  entire  block  together  in  such  a  manner  that  they  can  be  easily  sepai*ated,  and 
be  introduced  singly  through  an  aperture  smaller  than  the  largest  part  of  the  block  when  all 
parts  composing  it  are  placed  in  their  pio^Hir  position,  and  shall  again  become  firmly  attached 
to  each  other,  when  the  parts  are  again  brought  into  their  proper  relative  position  within  the 
aperture,  and  may  afterwards  be  r<^ily  withdrawn  when  requiied. 

Claim. — Fii'st,  the  lastenings  G,  II,  I,  and  J,  attached  to  the  sides  of  the  centre  piece  A,  in 
combination  with  the  fastenings  G',  H',  1',  and  J',  let  into  grooves  formed  in  the  other  pieces  of 
the  block  of  a  corresponding  cioss  section  and  corresponding  taper  with  the  fastenings  G,  II,  I, 
and  J,  the  fastenings  in  the  grooves  being  so  adjusted  in  position  that  their  inner  surtaces  shall 
ceme  in  contact  with  the  inner  surfaces  ot  the  fastenings  G,  II,  I,  and  J,  and  their  points  come 
im  contact  with  the  projections  on  the  opposite  fastenings,  at  the  same  time  that  the  sides  of 
the  fastenings  G,  II,  I,  and  J  c*me  in  contact  with  the  sides  of  the  gixK)ves,  so  as  to  wedgeitlie 
tastenings  attached  to  the  centre  piece  on  three  sides,  and  wedge  the  pieces  of  the  block 
together  and  insure  the  proper  position  of  the  several  parts  of  the  block  with  regard  to  each 
other,  substantially  as  dcscnbed  and  for  the  purpose  set  forth. 
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Second,  in  combination  with  fastenings  attached  to  the  centre  piece,  the  arrangement  of  one 
or  more  spring  catches,  having  their  upi>er  ends  bent  back  into  the  finger  space,  and  so  placed 
that  the  spring  will  be  relieved  from  their  corresponding  notches  in  the  side  pieces  by  grasping 
the  upi)er  ends  of  the  springs  when  the  centre  piece  is  grasped,  so  that  one  or  more  of  the 
spring  catches  can  be  released  by  the  same  hand  of  the  woilcman  that  is  us^  to  withdi-aw  the 
Centre  piece,  while  his  other  hand  can  be  used  to  hold  down  the  outside  pieces  of  the  block 
when  he  is  withdrawing  the  centre  piece. 

Third,  in  combination  with  the  metal  fastenings  attached  to  the  sides  of  the  pieces,  pre- 
venting the  points  of  the  downward  projections  K  of  the  fastenings  attached  to  the  centre 
piece  from  wearing  away  the  sides  of  the  grooves  in  the  blocks  (when  formed  of  wood)  with 
which  they  come  in  contact,  by  means  of  a  slot  in  the  end  of  said  projections,  and  a  screw 
passing  through  the  corresponding  part  of  the  fastenings  in  the  grooves  and  secured  in  the 
wood  in  the  bottom  of  the  grooves,  the  smooth  neck  of  which  shall  enter  the  slot  and  fit  it  on 
the  two  sides  when  the  parts  are  in  proper  position,  substantially  as  described  and  for  the 
purpose  set  forth. 

No.  31,443.— C.  H.  Dexison,  of  Brattleboro',  Yt.— Improved  Felloe  JtfrtcAine.— Patent 
dated  February  19,  1661. — The  object  of  this  machine  is  to  round  the  inner  sides  of  felloes  for 
wheels.  A  circular  plate  between  the  disks  may  be  so  adjusted  as  to  cause  the  inner  surface 
to  be  more  or  less  rounded.  The  cutters  round  about  halt  of  the  spaces  between  the  spoke 
holes  when  the  felloe  is  in  one  position ;  it  is  then  reversed,  and  the  remaining  parts  finished, 
the  felloe  being  moved  along  after  each  cut.  In  rounding  steamed  felloes  they  are  moved 
dlong  on  the  head,  and  the  whole  felloe  is  finished  at  one  operation.  The  parts  are  so  con- 
rtructed  that  in  rounding  the  siufaces  of  segment  or  sawed  felloes  their  enas  ai'e  prevented 
from  splitting  or  shelling  off. 

Claim, — 1  irst,  the  adjustable  plates  n  p^  provided  with  the  pins  o  y,  when  used  in  connexion 
with  the  plato  G,  and  cutter  head  F,  as  and  for  the  puqwse  set  forth. 

Second,  the  combination  of  the  adjustable  semicircular  b»>d  or  bearing  piece  I,  and  yielding 
bar  J,  with  the  cutter  head  F,  plate  G,  and  bars  n  p,  provided  with  the  pins  o  g,  all  being 
arranged  for  joint  operation  as  and  for  the  purpose  set  foith. 

No.  31,444. — Paul  F.  Dodge  and  William  S.  Dodge,  of  West  Cambridge,  Massvr- 
improvement  in  taking  Photographic  Pictures  by  Artificial  Light. — Patent  dated  February  15, 
1861. — The  claim  and  engraving  will  explain  the  nature  and  object  of  this  invention. 

Claim, — The  combining  with  an  artificial  lights  and  one  or  more  series  of  reflectors,  of  an 
ftitercepting  medium  or  plate,  when  so  arranged  with  respect  to  the  object  and  the  light  and 
reflectors  as  to  intercept  or  soften  the  dazzling  rays  from  the  light,  and  allow  the  unobstructed 
rays  to  pass  from  the  light  upon  the  reflector,  and  thence  upon  the  sitter,  substantially  as 
described. 

The  peculiar  arrangement  of  the  upper  and  side  reflectors  together,  so  that  the  side  reflectors 
cast  their  reflected  rays  upon  the  object,  while  the  ni)[>cr  reliector  casts  not  only  the  rays 
thrown  upon  it  by  the  light  upon  the  object,  but  also  throws  upon  the  object  the  reflected  rays 
from  the  side  mirrors,  all  as  set  forth. 

No.  31,445. — KiCHARD  Donaldson,  of  Mount  Nebo,  Pa. — Improvement  in  Lime-kilns, — 
Patent  4ated  Febniary  19,  18C1. — The  conical  cooler  is  suspended  within  an  open  archway 
beneath  the  furnace,  by  means  of  a  flange  on  its  upper  part,  its  lower  end  or  mouth  being 
provided  with  an  iron  rod  extending  outwardly,  and  bent  so  as  to  Ibrm  slots  for  supporting 
the  handles  of  bladed  levers.  The  bottom  of  the  cooler  is  provided  with  a  lid,  having  a  raised 
fim,  for  the  purpose  of  preventing  the  entrance  of  air. 

Claim. — The  arrangement  of  the  conic  cooler  F,  with  its  rim  or  flange  /,  guide  rods  m, 
Xfiaded  levers  L,  and  lid  G,  in  combination  with  the  kiln,  the  whole  constructed  and  operating 
in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,446. — H.  C.  Drew,  of  Stockbridge,  Mich. — Improvement  in  Capstan  for  Ploughs^-^ 
Pbtent  dated  February  19,  18G1. — The  main  wheel  attached  to  the  centre  shaft  is  spurred 
only  on  a  part  of  its  circumference,  so  as  to  engage  alternately  with  the  spur-wheels  on  either 
kide.  To  the  circumference  of  the  main  wheel  is  applied  a  spring-rack  for  bringing  the  teeth 
of  the  pinion  wheels  in  a  proper  relation  to  those  on  the  main  wheel.  A  chain  is  unwound 
from  one  drum  while  that  on  the  other  is  being  wound  up. 

Claim, — The  arrangement  of  the  spring-rack  G  with  the  blank-sided  driving  gear-wheel 
D,  pinions  E  E,  and  drivers  F  F,  all  as  shown  and  described  for  the  purpose  set  forth. 

No.  31,447.--Peter  Dunwald,  of  Coming,  N.  Y.— Improved  CAam.— Patent  dated 
February  19,  1861. — ^The  axis  c  is  formed  slightly  smaller  at  the  part  occupied  by  the  washer, 
and  this  end  of  the  axis  is  attached  to  the  handle.  By  this  construction  the  act  of  securing 
the  axis  in  the  part  4  draws  the  dasher  tight  c^inst  the  inner  end  of  the  pipe,  and  the  washer 
acts  with  the  spring-pressure  against  the  other  end,  thus  keeping  the  axis  water  or  milk 
tight. 

Claim. — ^The  axis  c,  provided  with  the  washer  6,  kept  to  the  end  of  the  pipe  3  by  a  spring 
Tf  said  axis  c  screwing  into  the  socket  4  on  the  dasher  6,  as  and  for  the  purposes  set  fortL 
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No.  31,448.— BENJAJkHNH.  Elmore,  of  Richmond,  Ind. — Imvroreutentin  Corn-Planters, — 
Patent  dated  February  19,  1861. — The  slides  which  regulate  tue  feed  are  opened  alternately 
by  means  of  a  strap  and  slide,  to  which  motion  is  imparted  by  a  cam  on  the  driving  shaft. 

Claim. — The  combination  of  slides  U  and  W  and  spring-valve  V  with  strap  S,-  slide  O, 
cam  N,  shaft  J,  and  wheel  U  I,  the  whole  being  constructed  and  operated  substantially  as 
set  forth. 

No.  31,449. — Samuel  T.  Field,  of  Worcester,  M&sb.— Improved  Process  for  Manufaciur- 
ine  Wooden  Eave-troughs  and  Piping. — Patent  dated  Febiiiary  19,  1861. — A  stick  or  timber, 
01  suitable  material,  is  fed  forward  upon  a  platform  through  which  works  a  tubular  saw, 
cutting  the  timber  in  the  proper  form.  By  the  use  of  a  tubular  cutter  and  suitable  revolvipg 
tools  the  cavity,  groove,  and  moulding  are  formed  before  the  stick  leaves  the  machine. 

Claim. — The  mode  or  process  described  of  manufacturing  wooden  eave-troughs  aud  mate- 
rial for  tubular  conductors  at  one  aud  the  same  operation,  and  from  the  same  stick  of  timber. 

No.  31,450.— Anthony  L.  Fleltiy,  of  Philadelphia,  Vn.— Improvement  in  Tools  used  in 
ike  Manufacture  of  Iron. — Patent  dated  Febiiiary  19,  1861. — This  implement  is  designed  to 
contain  substances  used  in  the  manufacture  of  irou,  and  is  constructed  in  taper  form,  with  its 
larger  end  littcd  with  a  inovuble  cap  ibr  the  introduction  of  salts  or  other  solid  matters  into 
the  tube  in  the  process  of  stirring. 

Claim. — A  hollow  stirring-tool  A,  provided  with  a  removable  cap  B,  and  otherwise  coiv- 
strocted  substantially  as  shown  and  described. 

No.  31,451. — L.  P.  Garner,  of  Ashland,  Pa. — Improved  Machine  for  Breaking  Coal, — 
Patent  dated  Februaiy  19,  1861. — The  vertical  toothed  face-plate  rotates  in  front  of  the  toothed 
wheel  under  a  hopper,  and  rests  loosely  upon  adjustable  l^earings  in  the  hopper  tranie.  Coal 
being  supplied  to  the  hopper,  and  a  rotatory  motion  being  given  to  the  plate,  its  teeth,  in  coiv- 
junction  with  the  teeth  upon  the  roller,  effectually  break  it  up  into  small  pieces. 

Claim. — ^The  combination  of  the  toothed  rotating  face-plate  C  and  tootlied  cylinder  or  roll 
H,  the  whole  constructed  and  operating  as  described  for  the  purpose  set  forth. 

No.  31,452.— JOSEPU  K.  Gingrich,  of  North  Annville,  Pa^— Improvement  in  Ploughs.— 
Patent  dated  February  19,  1861. — The  driving-wheel  rotates  upon  an  axle  attached  to  the 
swinging-bar  N,  and  c^n  be  raised  from  the  ground  by  the  rod  P.  This  wheel,  by  means  of 
a  connecting  rod,  0(>erates  the  crank  I,  giving  the  bar  A:,  which  is  crescent-shaped  at  its  ex- 
tremity, a  downward  and  thiaisting  movement  lor  clearing  grass,  &c,  from  the  standard  and 
bar.  The  team  is  attached  to  the  rml  11,  the  rear  end  of  which  is  fastened  to  the  bent  lever 
I  behind  the  standard  and  under  the  beam,  one  arm  of  this  lever  extending  under  the  beam, 
and  connected  by  the  rod  g  to  the  curved  spring  J,  thus  forcing  the  plough  down  to  its 
work,  the  spring  obviating  the  injurioiLs  effects  of  concussions. 


Claim. — 1  claim  the  arrangement  of  the  driving-wheel  L,  elevating  rod  P,  swinging  rod 
l(,  connecting  rod  L',  crank  A,  clearer  /:,  beam  G,  rod  /i,  ciank  I,  spiing  J,  and  handles  F  F', 
with  the  plough  body  A  A'  B  B'  C  D  D^  as  and  for  the  purpose  shown  and  described. 


No.  31,453.— R.  GoLDENBLUM  and  F.  Steiner,  of  East  Hampton,  M&ss.—Imvrovemen$ 
in  Compositions  for  Water-proofing  Leo/Aer.— Patent  dated  February  19,  1861. — T\^  inven- 
tion is  explained  by  the  claim. 

Claim. — The  composition  made  of  fish  oil.  India-rubber  dissolved  in  spirits  of  turpentine, 
petFoleumt  rosin,  pitch,  beeswax,  tallow,  common  soap,  and  lard,  as  described. 

No.  31,454.— Josi AH  C.  Gray,  of  Frankfort,  Ind. — Improvement  in  iJ«j-//icc5.— Patent 
dated  February  19,  1861. — ^This  hive  is  designed  to  prevent  the  entrance  of  millers  or  moths, 
who  will  not  touch  with  their  feet  the  cold  metallic  rim  of  the  hive,  and  therefore  will  not 
enter  the  feeding-box  by  the  upper  aperture  F. 

Claim. — The  described  arrangement  of  bee  chamber  A,  pedestal  B,  moth  trap  C,  mineral 
floor  E,  having  the  described  upward  and  downward  apertures  F  G,  and  breeding-boxes  H, 
whose  floors  J  are  elevated  from  the  floor  £  by  metallic  rims  closely  fitting  the  said  floor,  in 
the  manner  and  for  the  purposes  set  forth. 

No.  31,455. — John  .Griffin,  of  Louisville,  Ky. — Improvement  for  Changing  the  Speed 
qf  Steam  Carriages. — Patent  dated  February  19,  1861. — The  cylinder  is  hung  on  trunnions. 
When  it  is  desired  to  give  the  machine  a  slow  movement,  the  piston  is  connected  to  the 
pitman  i'.  Which  operates  a  pinion  gearing  with  a  cog-wheel  on  the  driving-wheel  of  tba 
machine.  The  frame  F  connected  to  tbo  piston  of  the  air-pumps  is  attached  to  the  head  of 
the  pitman,  so  as  to  have  a  reciprocating  motion  with  it.  When  it  is  desired  to  give  a  rapid 
forward  movement  to  the  machine,  the  steam  cylinder  is  connected  to  the  pitman  H',  which 
actuates  a  crank  directly  attached  to  the  axle  of  the -diiving-wheel. 

Claim. — The  anangemeut,  essentially  as  shown,  of  the  steam  cylinder  e,  hung  on  tnm- 
nions/,  in  connexion  with  the  reciprocating  frame  F,  air  pump  G,  pitmen  H'  t',  and  g^earing 
/  m,  whereby  the  speed  of  the  carriage  may  be  changed  m)m  fast  to  slow,  and  vice  versa,  as 
oocadon  may  require. 
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No.  31,456. — Elisiia  A.  Hearne,  of  Lowndes  county,  Ala. — Improvement  in  Cotton- 
Cleaners. — Patent  dated  February  19,  1861. — ^Tho  claim  and  engraving  explain  the  nature  of 
this  invention. 

Claim. — A  revolving  drum  armed  with  a  series  of  paddle-shaped  beaters,  arranged  in 
straight  lines  all  around  the  drum,  combined  with  a  central  feed  hole  and  discharge  spouts, 
situated  near  each  c*omer  on  the  back  side  of  the  box  the  drum  revolves  on,  as  substantially 
described. 

No.  31,457. — Benjamin  F.  Hebard,  of  Neponset,  Mass. — Improtement  in  Burning  Fluid 
Compositions. — Patent  dated  February  19,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — ^The  composition  of  fusel  oil.  kerosene,  and  spirits  of  turpentine,  and  its  combina- 
tion with  a  perfuming  essential  oil,  as  set  forth. 

No.  31,4.58. — Goodrich  Holland,  Willimantic,  Conn. — Improtement  in  Machines  for 
Sorting  Silk  and  other  Thread. — Patent  dated  February  19,  1861. — In  the  operation  of  this 
machine  the  thread  to  be  sorted  is  wound  upon  the  bobbin  at  the  loAver  part  of  the  machine ; 
one  end  of  the  thread  is  passed  between  the  rollers  M  and  N  tmd  made  fast  to  one  of  the  bobbins'*' 
above,  according  as  it  may  be  larger  or  smaller  than  the  average  size ;  if  on  the  bobbin  to  the 
left,  and  not  above  the  size,  it  wiU  pass  between  the  rollers  without  turning  them.  When  the 
thread  gets  above  the  average  size,  the  increased  friction  will  cause  the  inner  roller  to  rotate, 
which  causes  the  screw  on  the  roller  to  move  one  arm  of  a  tumbler  beyond  the  support  of 
the  roller,  so  that  its  upper  arm  will  be  thrown  against  the  rocking  frame  J  by  means  of  a 
weighted  arm  of  the  tumbler,  which  tends  to  raise  the  bobbin  from  contact  with  the  friction 
wheel  and  stop  its  motion,  when  the  winding  will  cease.  The  carriage  is  then  pushed  to  the 
opposite  side,  and  the  thread  is  secured  to  the  other  bobbin. 

Claim. — The  combination  of  the  rocking  frame  J  and  weighted  tumbler  n  o  p^  with  the 
roller  N  and  bobbin  C,  in  the  manner  substantially  as  shown  and  described. 

Also,  providing  the  periphery  of  the  roller  N  with  a  screw  thread  m,  as  and  for  the  pur- 
poses set  forth. 

The  combination  of  the  screw-threaded  roller  N  and  a  chaser  A,  with  the  roller  M,  in  the 
manner  substantially  as  shown  and  described,  so  that  when  the  size  of  the  passing  thread  in- 
creases, the  roller  N  and  its  screw  m  will  be  rotated  and  carry  the  chaser  out  of  the  screw,  and 
thereby  cause  the  stoppage  of  the  thread-winding  bobbin,  all  as  set  forth. 

No.  31,459.— Edward  Holmes  and  Britain  Holmes,  of  Bufialo,  N.  Y. — Improved 
State  Machine. — Patent  dated  February  19,  1861. — ^The  stave  is  passed  between  the  feeding 
rollers  in  the  gear  frame  of  the  machine,  and  between  the  cutters  in  the  cutter  frame  G.  When 
a  crooked  or  bent  stave  is  inserted  the  flexible  connexions  allow  the  cutter  frame  to  accom- 
modate itself  to  the  inequalities  in  the  stave  without  stopping  the  machine. 

Claim. — First,  connecting  the  cutter  frame  G  to  the  stationary-  or  gear  frame  of  the  machine 
by  means  of  flexible  or  yielding  connexions  H  and  I,  so  as  to  admit  of  the  oscillation  or 
movement  of  the  cutter  frame  in  any  direction,  according  to  the  peculiar  requirements  of  each 
stave  to  be  dressed,  substantially  as  set  forth. 

Second,  the  arrangement  of  the  flexible  mouthpieces  P  and  P',  in  the  cutter  frame  G,  sub- 
stantially as  described,  in  combination  with  the  flexible  connexion  of  said  cutter  frame  to  the 
stationary  or  gear  firamo  of  the  said  machines,  as  set  forth. 

No.  31,460.— Myron  R.  Hubbell,  of  Wolcott,  YU^Improved  Vegetable  Cutter.— F&teni 
dated  February  19,  1861. — At  the  bottom  of  a  hopper  is  arranged  a  sliding  frame  having  a 
platform  extending  across  its  central  part.  The  frame  is  provided  with  two  horizontal  knives, 
and  to  the  platform  is  secured  a  series  of  vertical  knives.  Secured  to  the  fi-ame  in  the  centres 
of  the  hopper  is  a  stationary  bai',  against  which  the  roots  are  cut  by  the  knives  as  they  are 
alternately  brought  against  it  on  either  side  by  the  reciprocating  movement  of  the  frame. 

Claim. — The  knives  C  D  E  F,  and  platform  b  canied  in  a  reciprocating  frame,  and  ar- 
ranged to  operate  in  connexion  with  the  hopper  G  and  cross-bar  or  partition  II,  substantially 
as  set  forth. 

No.  31,461.— John  W.  Hyatt,  jr.,  and  Isaiah  S.  Hyatt,  of  Chicago,  IW.— Improved 
Knife-Sharpener. — ^Patent  dated  February  19,  1861. — The  peripheries  of  ail  the  wheels  are  in 
close  contact,  so  that  by  turning  the  large  wheel  the  small  twin  wheels  will  each  rotate  in  op- 
posite directions.  The  axles  ol  the  small  wheels  rest  in  slots  in  the  frame,  and  the  spring 
pressing  against  the  ends  of  the  shaft  forces  the  wheels  together. 

Claim. — The  combination  of  the  wheel  D  and  springs  J  J,  or  equivalent  pressing  device, 
with  the  wheels  G  G',  in  the  manner  shown  and  describ^. 

No.  31,462. — D.  A.  Johnson,  of  Chelsea,  Mass. — Improtement  in  the  Mode  of  Uniting 
the  Spokes  and  Felloes  of  Wooden  HTieels. — Patent  dated  February  19,  1861. — ^This  invention 
will  oe  understood  by  reference  to  the  engraving. 

Claim. — ^The  coupling  of  spokes  with  the  parts  of  felloes  of  wooden  wheels  by  means  of  a 
metallic  band,  in  tlie  manner  described,  at  each  or  any  of  the  spdies,  and  conical  pin  oar 
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wedge  for  expanding  the  end  of  the  spoke,  constructing  said  band  with  an  hour-g 

cavity  for  i^ceiitiou  of  the  spoke,  and  making  the  baud  to  cover  or  overlap  the  outer  end 

the  spoke,  substantially  as  shown  aud  described. 

No.  31,463.— Daniel  Kaufman,  of  Boiling  Spring,  Pa. — Improved  Broom.— Patent  dated 
February  19,  iHiJJ. — This  iuvcntion  consists  in  the  arrangement  of  clamps  consisting  of  two 
plates,  the  ends  of  which  are  made  to  slide  one  in  the  other,  aud  which  are  united  aud  fastened 
to  the  broom  by  means  of  screws  screwing  from  opposite  sides  into  rings  in  combination 
with  a  handle,  the  inner  end  of  which  is  slotted  to  receive  one  of  said  rings  m  such  a  manner 
that  by  means  of  said  clamps  the  broom  corn  can  be  Ia.stcucd  to  the  handle. 

Claim. — The  employment  of  clamps  A,  consisting  of  two  plates  a  b,  screws  c,  and  rings  </, 
in  combinution  wiih  the  slotted  end  of  a  broom  bundle  B,  constructed  and  operating  as  and 
for  the  purpose  specified. 

No.  31, 4G4.— James  P.  Kenyon,  of  Brooklyn,  N.  Y .-^Improvement  in  //i/rfrawfs.— Patent 
dated  February  19,  18()1. — At  the  bottom  of  the  shell  or  aise  is  a  cylindrical  chaml)er  in 
which  works  a  plunger  H  smrounded  by  a  packing.  At  the  top  of  the  })lunger  is  a  chamber 
K,  into  which  extends  the  tube  L,  which  connects  with  the  water  pipe  at  the  bottom  of  the 
hydmnt.  Upon  the  upper  part  of  the  tube  G,  which  extends  through  the  plunger,  is  secured 
a  tube  F  communicating  with  the  spout,  the  latter  being  fitted  in  guide  plates  which  slide  in 
grooves  or  recesses  in  the  shell.  When  operated,  the  plunger  and  spout,  with  the  connecting 
pipe,  lire  depressed  by  means  of  a  yoke  aud  crank  shaft  having  a  handle  extending  outside  of 
the  shell.  On  the  lower  part  of  the  tube  L  is  a  shoulder  o,  which  anests  the  packing  as  it 
descends  and  frees  the  washer,  so  that  water  is  admitted  into  the  pipes,  and  when  the  down- 
ward pressure  is  removed  from  the  crank  the  water  presses  against  the  chamber  K  and  raise* 
the  plunger. 

Claim. — First,  the  arrangement  of  the  chamber  J,  central  tube  L,  shoulder  o,  or  its  equiva- 
lent, with  the  plunger  H,  provided  with  the  chamber  K,  packing  M,  and  tube  G,  the  latter 
being  in  communication  with  the  chamber  J,  tube  F,  and  spout  D,  substantially  as  and  for 
the  purpose  set  forth. 

Second,  the  handle  E,  crank-shaft  C,  and  yoke  c,  when  used  in  connexion  with  the  plunger 
H,  chamber  J,  tube  L,  and  theur  concomitant  parts,  all  arranged  for  joint  operation  as  set  forth. 

No.  31,405.— John  O.  Leffingwell,  of  Newark,  N.  J. -^ Improvement  in  Gas-Cocks.-- 
Patent  dated  February  19,  18G1. — ^Tho  gas  enters  in  a  hollow  screw  and  passes  through  ports 
in  its  end  into  a  pipe  which  is  screwed  to  it.  Between  the  opposite  ends  of  the  pipe  is  placed 
a  valve  having  ports  corresponding  to  those  in  the  pipes.  This  valve  is  hung  on  a 
livot,  and  is  tmued  by  a  lever  arm.  The  distance  which  the  valve  is  turned  can  be  reguhited 
ly  set  screws.  The  valve  lever  can  be  attached  by  wires  to  a  lever  placed  in  any  convenient 
situation,  so  that  the  flow  of  gas  can  be  easily  regulated. 

Claim. — ^Tho  combination  of  set  screw  or  screws  and  lever  with  a  gas-cock,  constnicted 
substantially  in  the  manner  and  for  the  purpose  specified. 
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No.  31,406.— RussEL  R.  Lewis,  of  New  York,  N.  Y. — Improvement  for  Vapor  Burners 
for  Heatings  S^c — Patent  dated  February  19,  1861. — ^The  clann  and  engraving  will  explain 
the  nature  of  this  invention. 

Claim. — The  burner  composed  of  the  inner  and  outer  perforated  tubes  A  B,  the  disks  a  a, 
and  the  granulated  mineral  filling  in  the  annulai' space  between  said  tubes,  the  whole  combined 
substantially  as  and  for  the  purpose  specified. 

No.  31,467, — George  8.  Lobdell,  of  Wilmington,  Del. — Improvement  in  Railroad  Car 
Wlieels. — Patent  dated  February  19,  1861. — ^The  object  of  this  invention  is  to  increase  the 
strength  of  the  rim  of  the  wheel — the  part  most  requiring  strength — without  materially  in- 
creasing its  weight.  The  rib  is  connected  to  the  wheel  by  braces  in  the  pUite  extending  to  its 
hub. 

Claim. — In  single-plate  wheels  the  construction  of  the  flange  D,  with  an  inner  rib  E,  ar- 
ranged and  employed  in  relation  to  the  said  flanch  and  the  remaining  portions  of  the  wheel, 
in  the  manner  and  for  thp  purposes  described. 

No.  31,468.— William  A.  Ludden,  of  Brooklyn,  N.  Y. —Improvement  in  Smoking  Tubes, 
Patent  dated  February  19,  1861.— The  claim  and  engraving  explain  the  nature  of  this  inven- 
tion. 

Claim. — A  telescopic  smoking  tube,  composed  of  a  sliding  tube  or  shell  A,  perforated  piston 
or  tube  B,  and  mouthpiece  C,  the  whole  made  as  shown  and  described. 

No.  31,469.-1.  O.  Manley  and  F.  Wedge,  of  Zanesville,  O.— Improved  Earth-boring 
Machine. — Patent  dated  Februai^  19,  1861. — Within  a  hub  supported  upon  three  legs  is  hung 
a  nut,  through  which  works  a  long  screw  shaft.  The  end  of  the  screw  shaft  is  keyed  to  a 
stirrup,  in  wnich  it  turns.    Above  the  stirrup  is  a  coupling  piece  having  inclined  projections 
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fitting  in  corresponding  recesses  in  the  upper  part  of  the  stirrup  in  such  a  manner  that  the 
shall  is  made  to  operate  the  screw  when  borine  a  hole  in  the  ground,  and  a  reverse  motion  of 
the  shaft  will  raise  the  screw  out  of  the  ground  without  turning  it. 

Claim. — First,  the  arrangement  of  a  screw  shaft  D,  with  a  slip  coupling  F  G,  in  combina- 
tion wijh  an  auger  M  N  O.  substantially  tw  and  for  the  pui-pases  set  forth. 

Second,  the  combination  of  a  screw  shaft  D,  of  an  auger  M  N  O,  with  a  swinging  nut  A, 
and  a  frame  P  C,  substantially  as  and  for  ihe  purposes  set  forth. 

No.  31,470. — John  B.  McIntosii,  of  Girard,  Pa. — Improvement  in  Machine  for  Loading 
Hay. — Patent  dated  February  19,  IHbl. — I'liis  device  is  designed  to  be  connected  to  the  rear 
end  of  a  wagon,  and  moves  on  wheels  with  the  wagon,  having  a  rake  on  the  under  side  to 
gather  up  the  hay,  which  is  conveyed  up  by  carriers  operated  by  endless  belts  into  the  wagon. 
Upon  the  carrier  is  arranged  a  hood  or  covcnng  of  cloth  to  prevent  the  hay  from  falling  or 
blowing  away. 

Claim. — The  employment  of  the  cam  P,  constructed  and  operating  as  described,  in  combi- 
nation with  the  tooth  bars  6,  to  discharge  the  hay  on  to  the  endless  apron  O,  in  the  manner 
and  for  the  purpose  specified. 

Second,  the  arrangement  of  the  frame  N',  with  the  adjustable  hood  r,  in  combination  with 
earner  N  and  endless  apron  O,  in  the  manner  and  for  the  purpose  specified. 

No.  31,471.— Thomas  Mitchell,  of  Lansingburg,  N.  Y. ^Improved  Machine  for  Borirg 
Brush  Blocks. — Patent  dated  February  19,  1861. — Upon  the  end  of  the  main  driving  shaft  is 
a  worm  wheel,  for  the  pui-])ose  of  securing  a  feed  motion  graduated  to  the  velocity  otsthe  bits. 
This  worm  meshes  into  gear  wheels  on  each  side,  upon  the  upright  shafts  of  which  are  cranks 
connected  with  jomt^  rods,  attached  at  iheir  outer  ends  to  a  block,  against  which  the  work 
to  be  bored  is  placed. 

Claim. — The  feeding  apparatus  as  described,  in  combination  with  the  series  of  bits,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  31,472.— Charles  Monson  and  Stillman  Moore,  of  New  Haven,  Conn.-  Improve- 
ment  in  Gas-Burners. — Patent  dated  February  19,  1861. — This  burner  consists  of  two  tubes, 
one  of  which  passes  over  and  is  secured  to  the  other  in  such  a  manner  as  to  be  ea.siiy  turned, 
so  as  to  bring  the  flat  or  broad  side  of  the  flame  to  any  desired  position. 

Claim. — ^The  use  of  the  double  tubes  A  and  B  so  as  to  be  readily  adjusted  in  their  rotary 
without  changing  their  longitudinal  position,  when  constructed,  arranged,  and  fined  as  and 
tor  the  purpose  substantially  as  described. 

No.  31,473. — Daniel  Moore,  of  Brooklyn,  N.  Y. — Improrement  in  Fire- Arms. — Parent 
dated  February  19,  1861. — This  invention  relates  to  a  manner  of  constmcting  the  joint  be- 
tween the  barrel  and  the  stock,  so  that  they  can  be  turned  for  introducing  the  carlndge,  or 
entirely  separated  when  desired.  It  also  relates  to  a  peculiar  mechanism  tor  conveying  the 
flanged  metallic  cartndge  into  the  barrel,  or  withdrawing  the  exploded  base. 

Claim. — Fiist,  the  gudgeon  c,  provided  with  a  head,  and  taking  the  semicircular  noich  in 
the  projection  from  the  bairel,  in  combination  with  the  spring  d,  and  the  nbs  and  grooves  1 
.and  2,  tor  the  pui-poses  and  as  specified. 

Second,  the  slide  i,  Ibrmed  as  a  fork,  and  provided  with  the  perforated  sole  piece  3,  and 
semicircular  groove,  to  take  the  flanged  base  of  the  cartridge,  as  set  forth. 

No  31,474. — Peter  Mihray,  of  Detroit,  Mich. — Improvement  in  Steam  Engines.— Patent 
dated  February  19,  1861. — The  object  of  this  invention  is  to  admit  the  superheuled  and  ordi- 
nary steam  separately  to  the  cylinder,  to  be  mixed  therein  as  require-d  for  use,  instead  of  bemg 
mixed  in  the  mam  steam  pipe,  for  the  purpose  of  preventing  waste  of  the  superheated  steam. 

Claim. — Constructing  and  furnishing  the  cylinder  of  the  engine  with  a  system  of  separate 
induction  passages,  ports,  and  valves,  by  which  the  8U|)erheated  and  oidinaty  steam  are  ad- 
mitted separately  to  the  cylinders,  substantially  as  and  for  the  purpose  specified. 

No.  31,475.— Leonard  M.  Parker,  of  Shirley  Vir.age,  'Mas^i.— Improved  Fruit-datherer. 
Patent  dated  February  19,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^My  improved  fruit-picker  as  made  of  a  series  of  wires,  bent  and  arranged  in  thu 
manner  and  connected  with  a  shank  or  pole  socket,  substantially  as  specified. 

No.  31,476.— Hiram  Powers,  of  Florence,  ItaXj.^ Improved  Punching  Machine.— Pfiteni 
dated  Februarv  19, 1861. — In  operating  this  machine  the  lever  is  raised,  and  the  cog  engaging 
with  the  punch  shaft,  draws  it  back.  The  plate  to  be  punched  is  then  placed  in  the  transverse 
openings  between  the  socket  or  die  and  abutment,  and  the  lever  is  brought  down  with  force, 
when  the  punch  ahsdX  is  forced  forward  through  the  material  to  be  punched. 

Claim. — ^Tho  shoulder  a  and  cog  b  of  the  lever,  acting  in  combmation  upon  the  notched 
shaft  No.  3,  in  which  the  punch,  shaft,  or  cutting  instrument  c  is  inserted,  operating  as  speci 
fied  and  described,  for  punching,  stamping,  and  catting  metal  and  other  hard  substances^ 
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No.  31,477.— Daniel  Ruggles,  of  Barre,  Mass. — Improvement  in  Brakes  for  Semng 
Machines. — Patent  dated  February  19,  1861. — This  invention  will  be^  understood  by  reference 
to  the  engraving. 

Claim . — The  cmplovment  of  a  frictional  brake,  with  suitable  lovers,  and  the  pin  or  key  d, 
in  combination  with  the  driving  balance  or  other  rotating  wheels,  and  the  table  of  a  sewing 
machine,  substantially  as  and  tor  the  purposes  specified. 

No.  31,478.— W.  C.  Salmon  and  Georgi:  F.  Bliss,  of  Placerville,  CoX.— Improved 
Machine  for  Lpsetting  Tire. — Patent  dated  February  19,  18G1. — The  clamping  dogs  press 
the  tire  against  the  jaws  D  D'  and  retain  it  upon  the  bed.  The  tire  in  a  heated  state  is  placed 
on  the  platen,  and  by  the  action  of  the  cam  on  the  sector  the  bed  plate  B  is  forced  towards  the 
bed  plate  A',  both  being  curved,  and  thus  shrinks  the  tire.  A  tenon  on  the  bed  plate  A 
entering  a  slot  in  the  bed  plate  B'  prevents  it  from  being  forced  upward. 

Claim. — The  combination  of  the  stationary  and  movable  bed  plates  A' and  B,  their  clamping 
dogs  K'  and  F,  and  jaws  D  and  D,  as  set  forth,  with  the  spring  G,  sector  H,  and  cam  J,  with 
its  lever  J  ,  all  arranged  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,479. — Gelston  Sanfood,  of  New  York,  N.  Y. — Improtement  in  Machines  for 
Treating  I'egcttdfle  Fibre, — Patent  dated  February  19,  1861. — The  material  to  be  treated  is 
fed  between  the  rollers  and  exposed  to  the  action  of  the  brushes  and  the  teeth  and  scrapers 
upon  the  belt.  When  half  the  fibre  is  cleansed  the  action  of  the  rollers  and  belt  is  reversed 
by  changing  the  gear  of  the  pulleys,  and  the  fibre  is  moved  backward  out  of  the  machine ; 
the  other  half  is  then  treated  in  a  similar  manner,  the  extraneous  matter  being  discharged  at 
the  opposite  end. 

Claim. — The  arrangement  of  the  feed  rollers  B  B,  the  brushes,  Che  belts  D  D,  armed 
alternately  with  teeth  and  scrapers,  as  shown,  and  the  canying  rollers  £,  the  whole  being 
also  arranged  to  operate  in  reverse  directions  at  will,  as  set  forth. 

No.  31,480.— Silas  T.  Savage,  of  Albany,  N.  Y.— Improvement  in  Scores.— Patent  dated 
February  19,  1861. — ^The  claim  and  engraving  will  explam  the  nature  of  this  invention. 

Clam. — The  emplovment  of  the  base  burning  chamber  B,  external  case  A,  and  partitions 
extending  from  i  to  x  and  from  z  to  2',  arrang^  as  represented,  whereby  an  indirect  draltis 
produced  around  the  front,  the  sides,  and  the  back  oi  the  stoVe,  in  the  manner  and  for  the 
purpose  specified. 

No  31,481.— Horace  G.  Scofield,  of  North  Stamford.  Conn.— Improvement  in  Sewing- 
Work  Holders. — Patent  dated  February  19, 1861 . — The  object  of  this  device  is  to  hold  the  sewed 
work  so  as  to  allow  it  to  be  stretched  by  the  left,  while  the  needle  is  operated  by  the  right 
hand,  and  to  hold  the  work  so  that  it  may  readily  be  drawn  through  on  the  opposite  side.  It 
is  designed  to  be  fixed  on  the  knee  of  the  operator  or  other  convenient  place. 

Claim. — The  open-ended  buckle  C  C  G  as  a  new  article  of  manufacture,  when  adapted  to 
receive  the  ed^e  or  a  fold  in  the  cloth  B  to  allow  it  to  be  drawn  forward  at  will  and  to  be 
introduced  and  removed,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,482.— Jacob  Shavor  and  A.  C.  Corse,  of  Troy,  N.  Y. ^Improvement  in  Grid- 
irons. — Patent  dated  February  19,  1861. — This  invention  consists  in  the  combination  of  the 
several  parts  so  that  when  meats,  duC,  are  broiled  therein  and  thereon,  the  smoke  and  gases 
of  the  same  shall  be  conducted  away  and  therefrom  without  arising  in  the  roonl.  The  reser- 
voir serves  to  receive  the  gravy  from  the  broiling  substance. 

Claim. — The  downward  projecting  side  D'  and  the  downward  projecting  side  D,  in 
combination  with  the  reservoir  c,  as  described  and  set  forth. 

No.  31,483.— P.  B.  Sheldon,  of  Prattsburg,  N.  Y. ^Improvement  in  Roll  Blotters.— 
Patent  daied  February  19,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

C/aim.— The  combination  of  the  two  rollers  a  a,  arranged  in  a  suitable  holder  b  c  f  either 
with  or  without  the  supplementary  roller  A,  substantially  as  and  for  the  purpose  specified. 

No.  3j,484. — Josi.AH  SheparD,  of  Columbia,  Texas. — Improvement  in  Cotton-Scrapers. — 
Patent  dated  February  19,  1861. — The  scraping  plates,  which  are  turned  outward  and  are 
capable  of  adjustment  at  a  greater  or  less  distance  apart  by  means  of  holes  and  pivoted  rods, 
are  separated  sufficiently  to  allow  the  cotton  plant  to  pass  between  them  and  under  the 
machme  without  injury  on  being  drawn  over  the  rows.  The  joumalled  arms  are  jointed 
together  at  their  rear  ends  by  a  cross-bar  and  can  be  raised  from  the  ground  and  fastened  to 
the  beam  by  a  hook.  The  plates  upon  these  beams  are  turned  inward  so  as  to  gather  and 
throw  the  earth  loosely  about  the  roots  of  the  plants. 

Claim. — First,  the  curved  runners  C  C,  ananged  and  constructed  as  described,  and  in 
combination  therewith  the  scraping  plates  1)  D,  when  attached  to  the  runners  by  pivoted  anus 
d  dy  brace  Todsg  gy  and  bolts  at  c  c,  substantially  as  and  for  the  purposes  set-forth. 

Second,  the  jointed  beams  E  £,  carrying  plates  k  k  k^  k\  and  otherwise  constructed  and 
airanged,  as  and  for  the  purposes  specified,  when  combined  with  the  runners  C  C. 
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No.  31,485.— Jehial  H.  Simonds,  of  New  York,  N.  Y. —Improved  Hot- Air  Regitter.— 
Patent  dated  February  19,  1861, — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim.--ThG  attaching  of  the  racks  D  to  the  slide  E  at  points  substantiallv  as  shown,  so 
as  to  admit  of  the  sectors  C  gearing  into  the  racks  D,  and  at  the  same  time  admit  of  tho  inner 
edge  of  the  slide  serving  as  inner  bearings  for  the  journals  a  at  one  end  of  the  valves,  as  set 
lOrth. 

No.  31,486.— J.  Bartlett  Smith,  of  Winfield,  N.  Y,— Improvement  in  Harvesters.^ 
Patent  dated  Februarv  19,  1861. — The  outer  end  of  the  finger-bar  is  attached  to  a  shoe  which 
has  an  inclined  bar  T  attached  to  it  by  a  screw,  and  to  tne  back  part  of  the  shoe  a  vertical 
bar  U  is  attached  by  a  screw,  said  bar  having  a  roller  V  at  its  lower  end,  so  that  both  roller 
and  bar  may  be  readily  attached  to  or  detached  from  the  shoe,  and  either  or  both  be  used  as 
circumstances  may  require. 

Claim. — ^The  arrangement  of  the  removable  inclined  bar  T  with  the  shoe  8  and  roller  V,  as 
shown  and  described. 

No.  31,487.— William  H.  Smoote,  of  Prince  William  county,  Va.,  assignor  to  HimseU; 
Franklin  Taylor,  C.  A.  Nelson,  and  Montreville  Cornnell,  of  same  place.— Improved 
Method  of  Making  Wooden  Vessels  of  Staves. — Patent  dated  February  19,  1861. — The  barrel 
or  cask  is  formed  by  securing  the  staves  together  by  means  of  a  wire  passing  through  holes  made 
edgewise  through  the  staves,  a  small  piece  of  the  wood  being  removed  on  tho  exterior  of  one 
•tave  for  clampmg  the  ends  of  the  wire  together. 

Claim. — Forming  barreh,  casks,  and  other  vessels  of  wood  without  external  hoops,  by  the 
mode  described  ana  set  forth  and  for  the  purposes  mentioned. 

No.  31,488.— William  W.  Snow,  of  Jersey  City,  N.  J. — Improvement  in  Car  Wheels. — 
Patent  dated  February  19,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — Uniting  the  hub  and  rim  of  a  car  wheel  by  two  plates,  tho  front  one  being  corru- 
gated near  its  perimeter  so  as  to  cross  tho  rim  or  tread  in  a  wave^  line,  and  the  back  plate 
being  convex  and  uniting  with  the  flange,  and  the  whole  constructed  substantially  as  set 
forth  and  for  the  purpose  specified. 

No.  31,489. — James  Spear,  of  Philadelphia,  Pa. — Improvement  in  Cooking  Stoves  and 
Ranges. — Patent  dated  February  19,  1861.— The  nature  of  this  invention  consists  in  providing 
a  cooking  stove  or  range  with  a  sifting  pan  in  the  hearth,  in  order  to  sift  the  ashes  as  they  are 
raked  from  the  grate  or  fire  chamber,  and  also  in  placing  a  large  drawer  or  reservoir  under  the 
sifting  pan,  in  order  to  contain  the  sifted  ashes.  The  hearth  of  the  stove  or  range  is  so  coiv- 
structcd  as  to  enable  those  using  it  to  remove  both  the  sifted  coal  and  ashes,  or  either  of 
them,  from  the  hearth  of  the  stove  or  range  without  the  use  of  a  shovel. 

Claim. — The  combination  of  the  sifting  and  ash  drawers  A  and  B  with  the  curved  or  guide 
plato  D,  when  used  in  connexion  with  a  stove  or  range  in  which  the  stove  extends  under  the 
hre  grate.  • 

No.  31,490.— P.  H.  Standish,  of  Tacheco,  Cal. — Improvement  in  Harvesters.— Tutent 
dated  February  19,  1861. — As  the  machine  is  drawn  along,  the  scolloped  edge  of  the.driving 
wheel  E  bears  against  the  rollers  6  6  of  the  bar  II,  fixed  on  the  rock-shaft,  thus  giving  it  a 
vibratory  movement,  and,  through  the  medium  of  a  bar  J  and  connecting  rod,  a  reciprocating 
motion  is  given  to  the  sickle.  The  end  of  the  rock-shaft  rests  in  a  bearing  in  tho  guide  I, 
attached  to  the  main  frame,  and  a  wedge  d  retains  it  in  its  proper  place,  said  wedge  being 
bent  against  the  spring/,  and  thus  allowing  a  yielding  movement  of  the  shatt. 

Claim. — The  arrangement  of  the  spring/,  wedge  rf,  and  guide  I,  with  the  frame  A,  shaft 
F,  pallet-bar  H,  and  scolloped  wheel  £,  in  the  manner  and  for  tho  purposes  set  forth. 

No.  31,491.  —  Frank  J.  SteiiI-iaitser,  of  Lancaster,  Pa. — Improvement  in  Snoto- 
Ploughs. — ^Patent  dated  February  19,  1861. — ^Thls  invention  consists  in  attaching  hoop- 
shaped  cutters,  or  snow-bieakers,  in  the  front  of  the  machine,  to  shafts  containing  a  number 
of  shovels  set  spirally  on  each  side  of  the  machine,  the  back  part  of  the  same  being  provided 
with  adjustable  toothed  or  cutting  wheels,  for  the  purpose  of^breaking  the  ice  off  tne  rails. 

Claim. — ^The  circular  breakers  A  and  shovels  B,  together  with  the  ice-breakers  F  and  G, 
as  arranged,  in  combination  with  the  ordinary  snow-plough  D,  for  the  purpose  of  removing 
snow  and  ice  from  railway  tracks. 

No.  31,492.— WiLUAM  Stewart,  of  Philadelphia,  T^.—hnprovement  in  Mills.— FaJbmi 
dated  February  19,  1861.— Secured  to  a  vertical  shafl  is  a  frustum  of  a  cone,  upon  which  ane 
placed,  one  over  the  other,  rings  or  bands,  provided  on  their  periphery  with  teeth  or  corruga- 
tions, the  lines  being  secured  to  their  body,  so  as  to  prevent  them  from  turning. '  Within  ths 
conical  shell  D  is  secured  a  series  of  cast  metal  rings  or  bands,  each  provided  with  a  projeo* 
tion  at  their  outer  sideB,  fitting  in  a  groove  in  a  shell,  to  prevent  their  turning.    Bj  thk 
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arraD^ment,  the  article  to  bo  ground  passes  consecutively  through  a  series  of  grinding 
devices,  causing  the  same  to  be  giouiid  in  a  uniform  manuor. 

Claim. — ^The  constniction  of  the  piinder  with  a  feiies  of  conical  toothed  rings  or  concaves 
E,  plactnl  one  above  the  other  within  an  exterior  conical  case  D,  and  a  series  of  conical 
grinding  toothed  rings  C,  plated  one  above  the  other  upon  a  cone  B,  the  whole  arranged  and 
opemiing  in  the  manner  and  lor  the  purpose  shown  uLd  described. 

No.  31,403 — Jonathan  R.  Supplee,  of  Bridgeport,  Pa. — Improrcment  in  Radiators. — 
Patent  dated  February  19,  18GJ. — Tha  cluim  and  eugiaving  will  explain  the  nature  of  this 
invention. 

Claim. — Having  the  openings  at  the  under  side  of  the  drum  A  of  the  conical  or  straight 
pipes  B  B  made  larger  in  pionortion  to  the  divstance  from  the  cold-air  flue  F;  also  similar 
openings  around  the  sides  and  ends  of  the  drum,  thereby  equalizing  the  draught  through 
all  the  heating  surtace,  substantially  as  described. 

No.  31,494.— William  Taylor,  of  Berlin,  l^.y.—fmprorement  in  Guides  for  Laying 
Cord. — Patent  dated  Fel)iiiary«19,  18t)l. — The  object  of  this  invention  is  to  lay  the  cora 
between  the  folds  ol  the  linen,  where  it  is  stitched  at  the  same  time,  and  it  consists  of  a  block 
having  two  slots  in  its  upper  surface,  and  tirmly  screwed  to  the  front  part  of  a  sewing 
machine.  In  one  of  the  sluts  is  placid  one  end  of  a  bent  ann,  having  at  its  other  extremity 
a  hook-shai)ed  piece,  Avhich  is  biought  near  the  needle,  and  provided  at  its  point  with  a 
tube,  which  conducts  the  cord  to  the  hook.  This  hook  is  hinged  to  the  arm  so  as  to  admit 
of  being  turned  at  right  angles,  so  that  its  point  lays  the  cord  on  either  the  left  or  right  edge 
of  the  centre  piece  of  the  shirt  bosom.  A  spring  C,  bearing  against  the  hook,  retains  it  in 
position. 

Claim. — The  hinged  cording  device,  constructed  and  operating  substantially  as  described, 
and  for  the  purpose  set  Ibith. 

No.  31,495.— Enoch  Thomas,  of  Beverly,  Ya.—Improrcmmt  in  Presses.— Fateni  dated 
Februaiy  19,  JKil. — Between  two  toothed  standards  are  arranged  the  journal  boxes  of  a 
shaft  which  carries  a  pair  of  cams.  Upon  the  shaft  are  hinged  collars  which  permit  the 
boxes  to  be  removed  from  the  standards,  thus  enabling  the  shafts  to  be  raised  or  lowered. 
Movable  tbilowers  are  placed  in  succession  upon  the  platlonn,  and,  being  caught  by  a  hook, 
are  deposited  in  succession,  one  above  the  other,  at  each  revolution  of  the  cam-shaft.  The 
follower  being  forced  down  by  the  cams,  is  prevented  irom  rising  by  a  retainer,  which  con- 
sists of  a  collar  or  band  provided  with  ears,  pivoted  in  boxes,  each  held  between  a  pair  of 
clauips  which  permit  the  descent  of  the  retainer,  but  prevent  it  from  rising. 

Claim. — Fiist,  the  movable  boxes  0  and  collars  f,  combined  with  the  cam-shaft  D  and 
wheels  F,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  use  of  the  detached  foUowera  R,  between  the  cams  E  and  follower  H,  in  the 
manner  and  for  the  purposes  set  forth. 

Thud,  the  combination  of  the  ears  J,  toothed  boxes  K,  and  spring  ratchet -clamps  L,  opera- 
ting to  retain  the  follower  H,  as  explained. 

Fourth,  the  oil-plates  S,  interposed  between  the  cam^  E  and  followers  H  or  L,  for  the 
reduction  of  friction,  as  set  forth. 

No.  31,496— W.  II.  ToPHAM,  of  New  Bedford,  Mass.— Improvement  in  Lamps.— Patent 
dated  Febniary  19,  J861. — The  object  of  this  invention  is  to  supply  the  flame  with  a  leqnisite 
amount  of  oxygen  to  support  proper  combustion,  and  to  present  tne  air  to  the  flame  in  a  warm 
state.  In  the  upper  half  of  tno  cap  is  secured  an  elastic  metal  plate,  the  ends  of  which  pro- 
ject inwardly,  which,  with  a  spring  on  the  opposite  side  of  the  cap,  serves  to  retain  the 
chimney  in  position,  a/lmitting  of  the  use  of  chinmeys  of  different  size,  and  also  of  their 
expansion  by  the  heat.  The  plates  G  arc  designed  to  prevent  the  air  irom  coming  in  contact 
with  the  edges  of  the  flame  below  the  cap,  so  as  to  allow  the  flame  to  spread  the  full  length 
of  the  slot,  l>v  which  means  a  small  wick  may  be  used. 

Claim. — ^The  arrangement  of  the  flauf^d  screw-socket  H  and  disk  c,  with  the  band  b,  tubes 
D  E  F,  and  cap  I,  in  the  manner  and  tor  the  purpose  shown  and  described. 

The  employment  or  use  of  the  double-arm^  spring  K,  in  combination  with  the  cap  I  and 
spring  L,  in  the  particular  manner  shown  and  described,  for  the  purposes  set  forth. 

The  arrangement  of  the  rings  or  plates  G,  to  extend  from  the  plate  c  to  the  inner  surface  of 
the  cone  or  deflector  J,  so  as  to  enclose  the  flame,  all  in  the  manner  and  for  the  purposes 
shown  and  described. 

No.  31,497.— E.  P.  TORREY,  of  New  York,  ^.Y.—Improrement  in  Ice-Cream  Freezers,— 
Patent  dated  February  19,  18C1. — ^An  agitator  is  attached  to  the  rotating  shaft  of  the  can, 
and  consists  of  a  horizontal  arm,  from  which  a  plato  C  extends  in  a  vertical  direction,  which, 
as  the  shaft  is  rotated,  sweeps  through  the  freezing  mixture,  thus  efiectuaily  mixing  it  and 
hastening  the  freezing  process. 

Claim.— Tha  anangement  of  a  rotary  agitator  F,  or  its  equivalent,  in  combination  with  a 
ean  A  and  tub  D  of  an  icecream  freezer,  constructed  and  operating  substantially  in  the  man- 
ner and  for  the  purpose  specified. 
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No.  31,498. —J.  H.  TOTMAN,  of  Plattsburg,  N.  Y.^hnproved  Method  of  Hanging  and 
Securing  Reciprocating  Mill-SatDs. — Patent  dated  February  19,  1861. — ^The  rear  gauge  has 
a  lip,  bent  upon  its  &ee  edge  at  right  angles  with  its  Tertical  side,  through  which  lip  are 
made  cuts  for  holding  the  saw  in  place.  In  the  front  gauge  are  vertical  cuts,  through  which 
the  saws  pass.  The  upper  and  lower  portion  of  the  gate  are  formed  of  two  burH,  between 
which  pass  hooks  which  take  hold  of  pins  upon  the  saws.  The  hooks  are  held  in  position 
by  keys,  on  withdrawing  which  the  saws  may  separately  be  loosened  and  removed  for 
sharpening. 

claim. — ^The  employment  of  the  front  gauge  c,  the  rear  gauge  c',  the  hook  rf,  and  key  e, 
when  these  devices  are  constructed  and  operated  in  the  maimer  and  for  the  purpose  specihed. 

No.  31,499. — J  AMES  S.  Wethered  and  Selim  E.  Wood  worth,  of  San  Francisco,  Cal. — 
Improved  Process  for  treating  the  ores  of  Precious  Metals, — Patent  dated  February  19, 
IHGl, — The  claim  will  explain  the  nature  of  the  invention. 

Claim. — ^The  above-described  process  of  treating  ores,  consisting  of  the  use  of  steam  in 
combination  with  a  mixture  of  pulverized  ore,  carbon,  a  solution  of  salt,  soda-ash,  and  mer- 
cury, in  the  manner  and  for  the  purpose  set  forth. 

No.   31,500.— Seth  H.   Whitmore,   of   Cincinnati,   O,— Improvement  in  Steam  En- 

fines. — Patent  dated  February  19,   i8(>l. — ^This  invention  consists  of  a  cut-off,   which  is 
rought  directly  under  the  control  of  the  governing  power,  so  that  the  admission  of  steam 
shall  correspond  to  and  be  regulated  by  the  slightest  variation  of  the  speed  of  the  engine. 

Claim, — First,  the  above-described  apparatus,  consisting  of  the  sliding  bar,  the  catches, 
hooks,  plungers  or  lifters,  and  rod  13,  combined  and  arranged  substantially  as  described,  for 
operating  the  cut-off  and  exhaust  valves  of  a  steam  engine. 

Second,  the  application  to  the  above  apparatus,  arranged  substantially  as  described,  of  an 
automatic  governor  operating  through  the  rod  13,  to  trip  the  cut-off  valves  at  any  desirable 
point  in  the  stroke. 

Third,  the  reciprocating  bar  11,  carrying  the  stationary  catches  for  opening  the  valves,  and 
by  its  return  movemcut  opening  the  exhaust  by  impinging  against  the  cranks  6  C,  substan- 
tially as  described. 

Fourth,  the  plungers  with  their  cylinders  or  slotted  arms  jointed  to  the  rod  13,  for  disen-  , 
gtmng  the  hooks  8  8  from  the  catches  9  9,  constructed  substantially  as  described. 

Fifth,  the  hooks  8  8,  when  combined  with  the  cranks  6  6  and  operating  in  connexion  with 
the  catches  9  9,  substantially  as  described. 

Sixth,  the  independent  adjustable  valve-seat  19  19  19,  in  connexion  with  the  oscillating 
valves  1  1,  substantially  as  described. 

Seventh,  the  hollow-throated  valves  1  1,  when  combined  witli  the  cut-off  arrangement  de- 
scribed in  the  first  claim. 

No.  31,501. — ^JoiiN  Whitten,  of  Boston,  Mass. — Improvement  in  Fracture  Apparatus, — 
Patent  dated  February  19,  1861. — The  calf  and  thich-rests  B  C  are  hinged  togetner  end  to 
end,  and  the  thigh-piece  is  hinged  to  the  end  of  the  platform  A.  Struts  operating  in  ratchets  * 
on  the  platform  support  the  call  and  the  thigh-refMS  at  any  angle,  so  as  to  admit  of  bending 
the  leg  of  the  patient.  The  foot-piece  is  attached  to  screws  moving  in  the  slide  B  C,  between 
the  posts  c  and  at  the  end  of  the  cali-piece.  Both  rests  are  provid^  with  hinged  sides,  which 
are  retained  by  a  button.  At  the  end  of  the  thigh-rest  is  a  slide  provided  with  slotted  arms, 
which  slide  in  recesses  in  the  thigh-rest.  Screws,  passed  through  the  slot,  retain  the  slide  in 
any  position. 

Claim. — An  improved  splint  as  made  not  only  with  thigh  and  calf  rests  B  C  hinged  together, 
but  with  a  foot-piece  H  and  straining  screws,  and  an  adjustable  thigh-slide  L  and  crotch- 
cushion  M  applied  to  the  two  rests,  siibstantially  in  manner  and  so  as  to  be  capable  of  opera- 
ting as  described. 

No.  31,502. — ^E.  A.  Wilder,  of  Cressona,  Pa. — Improved  Machine  for  Breaking  Coal. — 

Patent  dated  February  19,  18C1. — Tliis  invention  consists  in  the  use  of  one  or  more  toothed 
disk>s,  80  aiTanged  in  relation  to  the  hopper  as  to  form  one  of  the  sides  of  the  hopper,  and 
working  in  connexion  with  a  retaining  device  that  is  also  a  part  of  the  hopper,  so  that  tbo 
coal  shall  all  be  broken  to  a  uniform  size  before  it  can  escape  from  the  hopper. 

a  aim. — First,  so  constructing  and  arranging  a  rotating  toothed  disk  in  a  coal-breaking 
machine  as  that  it  shall  serve  the  purpose  of  a  coal-breaker  as  well  as  foim  one  of  the  sides  of 
the  hopper  into  which  the  coal  to  oe  broken  is  thrown,  substantially  as  described. 

Also,  in  combination  with  a  rotating  toothed  disk,  forming  one  side  of  the  hopper,  a  per- 
forated plate  or  plates  F,  forming  the  bottom  of  said  hopper,  substantially  as  descrioed. 

Also,  hinging  the  bottom  of  the  hopper  F  at  its  middle  and  adjusting  it  at  its  ends,  for  the 
purpose  of  passing  coal  to  or  from  the  centre,  or  to  or  from  the  larger  and  smaller  openings 
m  it,  so  as  to  bresS  the  coal  of  greater  or  less  sizes,  substantially  as  described. 

Also,  in  combination  with  the  rotating  disk  and  the  perforated  bottom,  the  curved  shroud- 
ings E,  as  and  for  the  purpose  described. 

Also,  constructing  and  operating  a  coal-breaking  madiine  so  that  the  teeth  or  kniTes  of 
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one  rotated  vertical  disk  shall  pass  the  teeth  or  knives  of  the  other  rotated  vertical  disk  in 
opposite  directions,  so  that  they  may  strike  the  coal  that  comes  between  them  on  opposite 
sides  at  the  same  moment,  for  the  purpose  of  cracking  the  coal  into  pieces,  and  preventing 
the  waste  by  crushing  or  pulverizing,  substantially  as  described. 

No.  31,503.— -Frederick  Wilpord,  of  Eagle,  'Wis,— Improved  Apparatus  for  Walling 
WellSf  Cisterns^  fipc,  with  Grout, — Patent  dated  February  19,  1861. — ^This  invention  con- 
sists of  a  cylinder  constructed  in  two  parts,  which  are  hinged  together  longitudinally,  and 
provided  with  a  hingwl  or  swinging  stave  and  extension  brace  or  stretcher  to  hold  it  in  po- 
sition. When  in  use,  it  is  placed  in  the  bottom  of  the  well,  and  the  space  around  it  filled  with 
grout,  which  is  allowed  to  become  set  or  hardened.  The  extension  braces  are  then  sprung 
upward,  when  the  movable  stave  will  be  drawn  inward,  and  the  two  halves  of  the  cylinder 
will  collapse.  It  is  then  drawn  up  to  near  the  top  of  the  grout,  sprung  out  again,  and  the 
operation  repeated  until  the  wall  is  completed  to  the  top  of  the  well. 

Claim, — First,  a  hollow  cylinder,  to  be  constructed  in  two  main  parts  and  hinged  together, 
in  combination  with  the  movable  or  swinging  stave  and  the  stretchers  or  extension  braces,  to 
bo  constructed  and  operated  substantially  as  described  and  set  forth. 

Second,  the  movable  or  swinging  stave  in  combination  with  the  stretchers  or  extension 
braces  and  connecting  rod,  the  whole  to  be  constructed  and  operated  substantially  as  described 
ftnd  set  forth. 

No.  31,504.— William  T.  Williams,  of  New  York,  N.  Y.— -Improvement  in  Animal 
Traps, — Patent  dated  Februaiy  19,  1861. — Underneath  the  swinging  flaps  forming  the  top 
of  tne  box  are  the  supports  e  e,  which  support  the  flaps  in  a  horizontal  position.  The  bai^ 
hook  is  attached  to  the  ends  of  the  levers//,  and  on  pulling  the  bait  the  levers  press  the  sup- 
ports outward,  which  causes  the  flap  to  tail.  Under  the  flaps  is  a  partition  ot  two  inclined 
sides  in  form  of  a  hopper,  having  the  bottom  closed  by  a  weighted  valve,  which  on  being 
opened  admits  the  animals  into  a  receptacle  below. 

Claim. — ^The  flaps  d  d  and  levers//,  in  combination  with  the  supports  c  c,  in  the  manner 
and  for  the  purposes  specified. 

Also,  the  valve  c,  in  combination  with  the  flaps  d  d^  and  supports  e  e,  acting  in  connexion 
^  with  the  receptacle  a,  as  and  for  the  purposes  set  forth. 

No.  31,505.— Charles  Wilson,  of  Brooklyn,  N.  Y.— Improvement  in  Tightening  Ropm 
on  Cotton  Bales. — Patent  dated  February  19,  1861. — Placed  loosely  upon  a  shaft  is  a  collar, 
one  end  of  which  is  enlarged  and  made  internally  conical.  The  collar  is  provided  with  a 
rope,  and  on  the  other  end  of  the  shaft  is  a  sliding  cone,  which  is  made  to  en^ge  with  the 
collar  by  means  of  the  lever  hung  below  the  shaft.  The  rope  from  the  collar  is  attached  to 
the  rope  on  a  bale,  and  the  action  of  a  windlass  serves  to  tighten  the  rope  and  compress  the 
bale. 

Claim, — The  arrangement  of  the  windlass  C  and  attached  hollow  cone  D  with  the  sliding 
cone  F,  weighted  lever  I,  fork  G,  collar  C,  and  shaft  B,  in  the  manner  and  for  the  purposes 
shown  and  described. 


No.  31, .506. — A.  H.  Wood,  of  Boston,  Mass. — Improvement  in  Oas-Bumer  Regulato 
Patent  dated  February  19,  1861. — In  the  pipe  connecting  the  burner  and  entrance  pipe  is  a 
chamber  which  forms  the  seat  for  a  throttle- valve,  having  m  it  a  basin  for  the  reception  of  the 
condensed  tarry  matters,  and  this  valve  closes  the  opening  admitting  gas  to  the  burner.  Ths 
removable  cap  is  for  the  purpose  of  allowing  the  valve  to  be  removeS  and  cleaned. 

Claim. — A  regulator  for  gas  fixtures,  gas-burners,  &c.,  constructed  and  arranged  snbstaik- 
tially  as  described,  so  as  to  constitute  not  only  a  throttle-valve,  but  also  a  receptacle  or  basin, 
susceptible  of  removal  for  cleansing,  for  receiving  the  condensed  matters  or  tarry  products 
evolved  from  the  gas. 

No.  31,507. — Davis  B.  Woodward,  of  Ercildoun,  Pa. — Improvement  in  Rakes. — ^Patent 
dated  February  19,  1861. — The  frame  to  which  the  rake  teeth  are  attached  is  hung  loosely 
upon  the  axle,  to  allow  of  a  rocking  or  tilting  motion.  W^hen  the  accumulated  hay  is  to  be 
discharged  from  the  rake  teeth,  a  bar  is  brought  in  contact  with  ratchet  teeth  by  means  of 
the  lever,  which  depresses  the  front  part  of  the  frame,  and  consequently  raises  the  teeth  in 
the  rear. 

Claim. — ^The  rocking  frame  Al,  having  the  teeth  iiii  applied  to  it  in  the  manner  described, 
in  combination  with  the  rock-shaft  O,  cam  wheels  D  D,  bar  B,  and  ratchet  wheels  A2  A2, 
these  several  parts  being  constructed  and  arranged  for  joint  operation,  in  the  manner  and  £or 
the  purposes  specified. 

No.  31,508.— Philip  H.  Woolsey,  of  Andes,  N.  Y. —Improvement  in  Feeding  Tanerinf 
Lumber  to  Rotary  Planers. — Patent  dated  February  19,  1861. — The  swinging  frame  is  pxo- 
Tided  with  a  vieldinf  joint  at  the  points  of  attachment  thereto  of  the  jonmab  of  the  second 
feed-roller,  whereby  m  planing  cnneate  forms  whose  sides  have  a  mnch  neater  angle  between 
them  than  those  of  shii^les  the  plane  of  motion  of  the  lerolving  catter  is  kept  more  peifMlJlj 
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in  the  plane  of  the  surface  of  the  wedge  which,  whilst  passing  through  the  machine,  is  being 
operated  on  thereby,  and  a  more  even  surface  produced  thereon. 

Claim, — Providing  the  swinffing  or  moving  frame  E  with  a  j^ielding  jomt  at  E',  the  same 
operating  therewith  substantiaUj  in  the  manner  described  and  tor  the  purpose  specified. 

No.  31,509.--Arcalous  Wyckofp,  of  Ehnira,  N.  Y,— Improved  Machine  for  Cutting 
Wooden  Troughs, — Patent  dated  February  19,  1861. — Upon  a  vertical  shaft  are  attached 
rotary  edge  cutters  or  trimmers,  the  upper  ones  cutting  the  upper  side  of  the  trough,  and  the 
lower  ones  trimming  the  edges,  so  as  to  insure  a  uniform  width  to  each.  The  cylindrical 
cutters  consist  of  annular  he^,  provided  with  a  series  of  cutting  edges  or  lips  arranged  at 
equal  distances  around  the  annulus,  with  spaces  or  throats  for  the  passage  of  chips.  Imme- 
diately behind  the  cutters  are  placed  wings  or  flanges,  projecting  Irom  the  cylinder  an  equal 
distance  with  the  cutters,  for  clearing  the  chips  out  from  the  kert. 

Claim, — ^The  combination  and  arrangement  of  two  annular  cutters  or  cutting  cvlindors  B  C, 
one  being  of  larger  diameter  than  the  other,  and  both  cutting  concentrically,  for  toe  purpose  of 
fonning  a  succession  of  gutters  or  oaves  troughs,  finished  inside  and  outside  from  each  piece 
of  plamc  or  scantling,  the  outer  portion  of  one  being  taken  from  the  core  of  the  next,  while  a 
crescent-shaped  piece  is  saved  between  the  kerfs  of  the  two  cutters  to  be  utilized,  substantially 
as  specified. 

Also,  in  combination  with  the  described  cylindrical  cutters  B  C,  edge-cutters  and  trimmers 
e  e  and//,  arranged  substantially  in  the  manner  and  for  the  purposes  shown  and  described. 

Also,  tne  arrane^ment  of  the  wings  or  flanges  d  cf,  extending  back  upon  the  cutting  cylin- 
ders from  the  heels  of  the  cutting  edges  i  t,  in  combination  with  the  saiu  cutting  edges,  so  as 
to  keep  the  same  and  the  throats  between  them  immediately  and  continually  unobstructed  by 
the  chips  as  fast  as  formed,  substantially  as  specified. 

No.  31,510.— John  E.  Atwood,  of  Mansfield  Centre,  and  Lewis  Leigh,  of  Seymour, 
Conn.,  assignors  to  Themselves,  J.  E.  Atwood,  of  said  Mansfield  Centre,  Vernon  A. 
Messinger,  of  Boston,  and  Virgil  A.  Messinger,  of  Canton,  Mass. — Improtement  in 
Machines  for  Sorting  SUk  Thread, — Patent  dated  February  19,  18G1. — The  invention  con- 
sists in  certain  devices  constituting  a  stop  motion  employed  in  combination  with  a  bobbin  on 
which  the  thread  is  taken  up  from  the  gauging  apparatus,  for  the  purpose  of  8toj)ping  the 
thread  passing  through  that  apparatus  on  the  occurrence  of  a  variation  in  size  beyond  certain 
limits,  so  that  by  the  use  of  two  or  more  bobbins  each  to  take  up  all  the  thread  between  cer- 
tain limits,  and  the  changing  of  ono  for  another  whenever  the  stop  motion  acts,  the  sorting 
into  as  many  thicknesses  between  certain  limits  as  may  be  desired  is  effected. 

Claim, — First,  the  stop  motion,  consisting  of  the  pins  /  /'  in  the  indicator  D2,  the  notched 
lever  L,  and  the  lever  M,  the  whole  applied  and  operating  substantially  as  described,  in  com- 
bination with  each  other  and  with  the  winding  bobbin  and  its  driving  uppaiatus. 

Second,  the  screw  d  and  stop  c,  applied  in  combination  with  the  lever  1)2,  substantially  as 
and  for  the  purpose  specified. 

Third,  the  adjusting  screw  E,  applied  and  operating  in  combination  with  the  lowest  of  the 
levers  carrying  the  gauging  rollers,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,511. — Cn.\RLES  W.  Cahoon,  of  Portland,  Me.,  assignor  to  James  B.  Caiioon,  of 
said  Portland. — Improvement  in  Lamps, — Potent  dated  February  19,  180 J. — To  a  projection 
from  the  upper  part  of  the  handle  is  pivoted  a  thumb-lever,  to  which  is  attached  a  broad  ring,, 
fitting  over  the  upper  end  of  the  thimblo  of  the  burner.  This  ring  supports  a  chimney,  and 
has  3so  connected  to  it  a  chimney  guard,  which  consists  of  a  series  ot'  wires  projecting  up- 
ward, with  a  ring  connecting  their  upper  parts.  Underneath  the  thumb-lever  is  placed  a 
spring,  which  keeps  the  latter  in  posirion,  and  upon  the  upper  part  is  a  guard  to  prevent  the 
thumb  from  coming  in  contact  with  the  heated  chimney.  By  depressing  the  lever  the  chim- 
ney 13  removed  to  permit  access  to  the  burner.  In  one  side  of  the  metal  lamp  is  secured  a 
glass  plate,  for  the  purpose  of  ascertaining  the  amount  of  fluid  in  the  lamp. 

Claim, — The  combination  of  chimney  fastenings  with  a  thumb-lever,  substantially  a& 
described,  so  that  the  chimney  may  be  withdrawn  by  pressure  upon  the  lever. 

Also,  the  combination  of  a  guard  with  the  thumb-lever,  the  said  guard  being  located  be- 
tween the  chimney  and  that  end  of  the  lever  to  which  pressure  is  applied,  substantially  as 
described. 

Also,  the  combination  of  a  spring  with  a  thumb-lever  fitted  with  chinmey  fastenings,  sub- 
stantially as  described. 

Also,  the  combination  of  a  chimney-ffuard  with  a  thumb-lever,  substantially  as  described. 

Also,  the  combination  of  an  opaque  lamp  body  irith  a  transparent  plate,  substantiaUy  as 
described. 

No.  31,512.— John  Henry  Gould,  of  Philadelphia,  Pa.,  assignor  to  HE^^aY  E.  Wal- 
lace.— Improvement  in  Packing  for  Steam  Engines, — Patent  dated  February  19,  1861. — 
The  alloy  used  in  this  composition  consists  of  lesS,  antimony,  block  tin,  and  bismuth,  fused 
together  and  thoroughly  incorporated.  Two  half  cylinders,  consisting  of  the  alloy,  are  placed 
upon  the  piston  rod ;  each  end  of  tho  cylui^^  has  a  concave  space  and  raised  flange  to  form 
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boxes  for  the  joint.    An  India-rubber  ring  is  placed  aroond  the  alloy,  so  as  to  press  the  two 
half  cylinders  around  the  rod. 

Claim, — The  application  of  India-rubber,  steel  springs,  or  other  elastic  substances,  in  com- 
bination with  the  alloy,  the  composition  of  which  is  given  above,  in  the  manner  and  form  set 
forth,  to  produce  a  steam-tight  joint. 

No.  31,51.^— D.  F.  Haasz,  of  Phila<lelphia,  Pa.,  assignor  to  Himself  and  Thomas  Nash, 
of  said  Philadelphia. — fmproveincnt  in  Apparatus  for  Ascertaining  the  Fares  on  PMic  CoU' 
vtyances. — Patent  dated  February  19,  1801. — This  invention  consists  of  a  box  having  two 
compartments  communicating  with  each  other  by  a  zigzag  passage,  the  lower  end  of  which 
is  furnished  with  a  valve  and  shield,  the  box  having  a  sliding  door,  and  arranged  so  as  to 
afford  a  receptacle  for  a  number  of  balls,  one  of  which  is  dropped  into  the  box  on  the  pay- 
ment of  a  fore,  so  as  to  enable  a  person  at  the  end  of  the  route  to  ascertain  the  number  of 
fSures  collected  on  the  rout«. 

Claim, — A  box  A,  its  two  compartments  C  and  D,  the  zigzag  passage  a,  valve  e,  shield  /, 
and  the  sliding  door  B,  or  its  equivalent,  the  whole  being  arranged  as  and  for  the  purpose 
set  forth. 

No.  31,514.— George  Herdtfelder,  ot  New  York,  N.  Y.,  assignor  to  Himself  and 
.Charles  Lammrich,  of  said  New  York. — Improved  Underground  Receptacle  for  WasU 
Matter, — Patent  dated  February  19,*18(>1. — This  invention  consists  of  a  box  sunk  into  the 
^ound  level  with  the  surface  of  the  street  or  sidewalk,  and  provided  with  covers  sufficiently 
strong  for  the  sustaining  of  persons  or  bodies  passing;  and  to  this  box  is  applied  a  drain  or 
j>ipe  to  convey  away,  either  mto  the  soil  or  a  sewer,  the  liquid  matter  that  may  be  thrown  into 
said  receptacle. 

Claim. — ^Thc  receptacle  for  ashes,  garbage,  &c.,  formed  of  the  box  c  and  covers  /,  in  com- 
.bination  with  the  chamber  g  and  pipe  t,  for  the  purpose  and  as  specified. 

No.  31,515. — Isaac  H.  Hobbs,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  WiLUAM 
.H.  Clarkf,  of  said  Philadelphia. — Improvement  in  Ruling  Guides  for  Fountain  Pens. — 
Patent  dated  February  19,  1801. — The  pen  is  provided  with  an  adjustable  tongue,  having  a 
lateral  projection  or  guide  on  one  side,  whereby,  in  ruling  with  the  pen,  the  ink  is  prevented 
from  mnning  into  contact  with  the  ruler,  and  thus  blotting  the  paper. 

Claim. — ^Tlio  application  to  a  fountain  pen  of  the  lateral  projection  or  i-uling  guide  ^,  the 
.  same  being  constructed  and  applied  to  an  adjustable  tongue  C,  so  as  to  operate  ^ubstanti^dly 
in  the  manner  and  for  the  purpose  specified. 

No.  31,510.— L.  P.  Mara,  of  New  York,  N.  Y.,  assignor  to  John  B.  Murray,  of  said 
New  York. — Improvement  in  Newspaper  Wrappers. — Patent  dated  February  19,  1801. — ^The 
claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — Combining  with  a  newspaper  wrapper  a  dried  marginal  coating  of  gum  acacia  or 
other  suitable  adhesive  material,  substantially  as  described. 

No.  31,517.— George  W.  McMinn,  of  Covington,  Ky.,  assignor  to  Himself  and  R.  T. 
REU.Y,  of  Cincinnati,  Ohio. — Improvement  in  Metallic  Springs, — Patent  dated  Fobruarv  19, 
1801. — The  spring  is  formed  with  alternate  bosses  and  depressions,  instead  of  the  usual  bolt 
and  perforations,  lor  the  purpose  of  increasing  its  strength,  and  allowing  a  freer  play  within 
V  each  other. 

Claim, — Fu^t,  forming  the  leaves  of  a  metallic  spring  with  alternate  bosses  B  and  depres- 
sions C,  adapted  to  rest  one  within  another,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  in  the  described  combination  with  the  above,  the  clamp  D  E,  adapted  to  confine 
or  release  the  parts  of  the  spring,  in  the  manner  set  forth. 

No.  31,518.— Herrman  Muller  and  Charles  Majer,  of  New  York,  N.  Y.,  assignors 
to  Themselves,  Fritz  Kasefang,  and  Louis  Beauoue,  of  said  New  York,— Improvement  in 
Cigar  Machines, — Patent  dated  February  19,  1801. — ^Tho  apparatus  designed  lor  the  fiUin^ 
process  is  constructed  of  rollers  and  a  concave,  in  such  a  manner  that  the  leaf  tobacco  plac^ 
in  the  hollow  of  these  parts  will  bo  rolled  up  and  form  a  proper  core  by  the  revolution  of  the 
rollers.  The  rolling  of  the  outer  leaf  around  the  core  is  effected  by  means  of  a  concave  sur- 
face, rollers,  a  fork  and  plate,  so  that  when  the  core  is  placed  in  the  hollow  formed  by  the 
concave  surface  and  the  rollers,  and  when  the  strip  of  the  outer  leaf  is  hp.ld  between  the  hollow 
and  the  fork,  the  said  strip  will  be  rolled  or  wound  around  the  core  by  the  rotation  of  the 
rollers  and  b  v  the  passing  of  the  plate  over  the  d^. 

C/aii».— First,  tne  fixed  concave  surface  G,  m  combination  with  the  rollers  E  and  F, 
closing  roller  D,  and  knives  r  r,  the  whole  being  constructed  and  operated  in  the  manner  and 
for  the  purpose  substantially  as  described. 

Second,  the  fixed  concave  surface  P,  in  combination  with  the  two  side  rollers  N  and  O,  the 
fork  L,  and  the  sliding  plate  M,  the  whole  being  constructed  and  operated  in  the  manner  and 
for  the  purposo  substantially  as  set  forth. 
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Third,  the  sliding  board  M,  wifli  its  rack  R,  and  its  soft  covet  »t,  for  the  rolling  of  tibe 
outer  leaf,  snbstantiollj  as  described. 

Fourth,  the  fork  L,  with  its  spring  I,  fitting  over  the  cigar  daring  the  rolling  up  of  the  onter 
lea^  substantially  as  described. 

No.  31,519.— William  TuRiraat,  of  Phoenixville,  Pa-,  assignor  to  Joseph  Y.  Nortoh 
and  J.  Phillips,  of  said  Phoenixville. — Lubricating  CompoBfuT— Patent  dated  February  19, 
1861. — ^This  invention  consists  in  the  use  df  a  compound  of  sperm,  lard,  or  elephant  oil,  watra^ 
and  the  chloride  of  lime  and  bicarbonate  of  soda. 

Claim. — ^The  use  of  this  compound  for  lubricating  purposes. 

No.  31,520.— Thomas  H.  Dodge,  of  "Washington,  D.  C^lmprorement  m  Mowing 
IfocAines.— Patent  dated  February  19,  1861. — One  end  of  a  cord  or  chain  is  attached  to  the 
drag  bar  or  shoe,  and  the  other  end  to  one  end  of  a  lever,  Mcrumei  to  a  post  or  standard 
attached  to  the  inner  side  of  the  machine,  the  opposite  end  of  this  lever  extending  back  eq  as 
to  be  under  control  of  the  driver. 

Claim, — ^First;  the  combiuation  with,  the  drag  bar  or  shoe  and  heel  of  the  fingei^beam  of 
E.  Ball's  **Ohio  Mower,"  patented  December  1,  1857,  of  a  lifting  lover  and  cord  or  chain, 
whereby  the  driver  can  cause  the  heel  of  the  finger -beam  to  rest  very  lightly  on  the  stubble  or 
ground,  or  be  raised  entirely  above  both.  , 

Second,  extending  the  draj^-bar  back  so  as  to  permit  the  fin^-beam  to  fold  over  in  rear  of 
the  driver's  seat,  in  combination  with  a  rear  extension  piece  lor  its  support,  substantiallj  as 
described. 

No.  31,521. — George  C.  Albaugh,  of  Louisville,  Ky. — Improvement  in  Manxtfactmre  cf 
Cow  Bells, — Patent  dated  February  26,  1861. — ^The  edges  ot  one  plate  are  hammered  or 
stamped  so  as  to  form  a  rebate,  into  which  lap  the  ed^  of  the  other  plate,  forming  a  fluiA 
joint,  which  is  secured  by  rivets.  When  this  bell  is  brazed  the  metsd  will  bo  retained  be- 
tween the  lapped  portions  of  the  plates,  and  form  a  perfectly  tight  joint. 

Claim, — ^Ihe  method,  herein  shown  and  described,  of  retaining  tho  melted  metal  between 
the  lapped  portions  of  the  plates  during  the  brazing  operation,  all  as  set  forth. 

No.  31,522. — Samuel  Andress,  of  Cbcsaning,  Mich. — Improvement  in  Transmitting 
Motion, — ^Patent  dated  February  26,  1861. — As  tho  ends  of  the  rods  are  secured  to  the  fixed 
standard,  if  the  lever  D  be  placed  in  a  position  to  bring  the  rods  as  neariy  as  possible  to  a 
position  of  parallelism  with  the  shaft,  tho  latter  will  be  extended  to  the  end  of  its  stroke,  and 
by  moving  the  lever  to  the  opposite  direction  tho  shaft  will  be  forcibly  drawn  back  to  the  ex- 
tremity ot  its  stroke  in  that  direction. 

Claim, — ^The  combination  of  the  sha^  A  a,  standards  B  C,  oscillating  lever  D,  and  rods 
£  £^  (working  at  both  ends  in  ball  and  socket  joints,)  the  said  parts  being  constructed  and 
operatmg  in^the  maimer  and  for  the  purposes  set  forth. 

No.  31,523.— Suspended. 

No.  31,524. — ^Lewis  Bradlev,  of  Hartford,  Conn. — Improvement  in  Compensating  Pen- 
dulums.— Patent  dated  February  26, 1861. — ^Hns  invention  consists  in  attaching  a  pendulum 
to  a  frame  constructed  of  metal  of  high  expansive  properties,  in  such  a  maimor  that  tho  ex- 
pansion of  the  frame  in  a  direction  opposite  to  the  expansion  of  the  pendulum  shall  neutralian 
the  increased  length  given  to  the  pendulum  by  the  expansion  of  its  other  parts  and  attach- 
ments, and  thus  keep  its  length  the  same  in  oU  temperatures,  tho  spring  on  the  upper  pait 
of  the  pendulum  bcine"  drawn  through  the  slotted  pin  as  the  frame  expands. 

Claim. — The  slotted  pin  D  and  metal  frame  E,  or  their  eq^Eiivalents,  when  used  in,  the  man- 
ner and  for  the  purpose  substantially  as  described. 

No.  31,525. — ^Nathan  Brand,  of  LeonardsvUle,  N.  Y. — Improved  Machine  for  the  Manv^ 
facture  of  Hoe  Blanks, — Patent  dated  Februaiy  26,  1861. — ^Tho  rollers  upon  which  the  dies 
are  placed  are  vibrated  by  means  of  a  crank.  The  ends  of  the  rollera  project  beyond  the 
standards,  and  in  the  lower  roller  is  a  score,  opposite  to  which  is  a  forked  guide  to  receive  the 
shank  of  the  hoe  blank.  A  bar  connected  by  links  to  projections  on  the  rollers  traverses  in 
scores  on  the  standards,  and  upon  this  bar  is  a  curved  plate  to  receive  the  shank  of  the  hoe- 

Claim, — In  combination  with  vibrating  dies  for  soaking  hoes,  a  traversing  guide,  con- 
structed as  described,  to  hold  and  traverse  tho  shank  of  tho  hoe,  rolled  sid^stantially  as  de- 
scribed. 

No.  31,526.— "W.  W.  Burson,  of  Yates  City,  IlL — Improvement  in  Grain-binding  Sla- 
d^tne«.— Patent  dated  February  26,  1861.— This  invention  consists  of  an  apparatus  to  be 

S laced  upon  the  platform  of  a  reaping  machine,  and  by  which  the  binding  of  a  gavel  of  grain 
J  effected  by  certain  devices.    The  invention  does  not  admit  of  a  brief  description. 
Claim. — ^First,  the  combination  of  the  jointed  arm  A  A",  pitman  C,  rack  S,  segments  P  P, 
and  pinion  O,  operating  substantially  as  and  for  the  purpose  set  forth. 
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Second,  the  combination  of  the  cord  W,  weight  V,  slide  J,  and  arm  A  A",  substantially  as 
described. 

Third,  the  platform  K,  constractod  with  opening  M,  said  opening  provided  with  the  spikes 
d"  d"  d'\  and  eiiido  a,  substantially  as  described. 

Fourth,  the  ninged  jaws  c  c',  shield  or  guard  A;,  and  the  concave  H,  operating  substantially 
as  set  forth. 

Fifth,  the  combination  of  lever  S  and  receptacle  A,  constructed  substantially  as  described. 

Sixth,  the  lever  jf,  with  spur  n,  operating  lor  the  purpose  of  opening  and  closing  the  twist- 
ing jaws  e  c\  as  described. 

No.  31,527. — ^JdARCUS  L.  Byrn  and  George  Clark,  of  New  York. — Imvrovement  in 
Fruit' Oatherers, — ^Patent  dated  February  26,  1861. — The  bent  knife  works  in  tte  slots  in  the 
fork,  and  is  operated  by  the  cord  /,  an  India-rubber  spring  acting  to  draw  back  the  knife. 

Claim, — ^The  fork  d  and  knife  «,  constructed  and  acting  as  specified,  in  combination  with 
the  pole  a,  basket  b,  and  pipe  c,  as  set  forth. 

No.  31,528. — C.  Carter,  of  Franklin  Centre,  Iowa. — Imvroved  Washing  Machine, — 
Patent  dated  February  26,  1861. — The  rotating  arbor  is  joumaled  in  a  bar  across  the  top  of 
the  tub,  and  that  portion  below  the  cross-bar  is  square^^  thus  forming  a  shoulder  which  prevents 
the  longitudinal  play  of  the  arbor.  This  lower  part  is  also  provided  with  slots,  in  which  the 
arms  oi  the  agitator  play.  In  workiflg  the  macnine  a  rotatory  reciprocating  motion  is  g^ven 
to  the  agitator,  and  the  clothes  are  rubbed  between  the  corrugated  sides  and  bottom  of  the 
tub  and  the  floating  bolls. 

Claim, — ^Tho  arrangement  of  the  vertical  rotary  arbor  B  with  slots  e  and  g^  in  combination 
with  the  rising  and  fatting  cross-armed  agitator  D,  tub  A,  and  balls  E,  constructed  and 
operating  in  the  maimer  and  for  the  purpose  specified. 

No.  31,529. — ^Robert  Cassady  and  Daniel  Clark,  of  Buflalo,  N.  Y. — Iwprotement  in 
Snow-Ploughs, — Patent  dated  February  26,  1861. — ^This  invention  consists  in  combining 
V.  ith  a  cutter  of  suitable  shape,  applied  to  the  end  of  an  adjustable  lover,  a  pivoted  shoe, 
wliich  serves  as  a  guide  to  the  cutter  to  keep  the  same  in  proper  relation  to  the  suri'ace  which 
it  is  intended  to  scrape.  With  the  shoe  and  cutter  is  combined  an  adjustable  knife,  which 
precedes  the  shoe  and  cutter,  and  fonus  a  channel  for  the  shoe.  In  the  rear  ot^  and  an-anged 
in  the  same  vertical  plane  as  the  cutter-bars,  are  yielding  brooms,  made  of  wire,  for  sweeping 
and  scrapinff  the  loosened  ice  from  the  rails. 

Claim, — First,  the  cutter-bars  E  E,  with  their  cutters  d  d  and  shoes  e  f,  arranged  as  do- 
scribed,  in  combination  with  the  adjustable  cutter-bars  D  D,  which  form  the  channels  for  the 
shoes  e  c,  substantially  as  set  forth. 

Second,  in  combination  with  tho  above-specified  parts,  the  adjustable  yielding  brooms  I  /, 
anauged  in  tho  relation  to  said  parts,  and  operatin^substantially  as  set  forth. 

No.  31,530. — John  A.  Cluxton,  of  Bcntonville,  Ohio. — Improvement  in  Grain  Measurer 
and  Register, — Patent  dated  February  26,  1861. — ^The  grain  is  conducted  through  a  trough 
into  the  hopper  in  a  regular  continuous  stream,  and  the  board  C,  with  its  cells,  is  rotated  by 
means  of  handles.  Each  cell  is  filled  as  it  is  brought  under  the  hopper,  and  its  contents  dis- 
charged as  it  is  brought  over  a  spout.  As  the  cell-board  turns,  motion  is  given  to  a  hand  or 
pointer/  by  means  of  a  shaft  and  a  train  of  wheel-work,  and  the  hand  points  to  figuies  which 
indicate  the  amount  of  grain  measured. 

Claim, — ^A  grain  measurer  and  register  composed  of  a  raeasiuring  wheel  or  board  C,  having 
cells  a  «,  disks  B  G,  spouts  F  D,  shafts  F  P,  and  indicating  or  registering  wheels  and  pointer 
/,  when  said  parts  are  arranged,  constructed,  and  operate  together  in  the  manner  and  for  the 
purpose  shown  and  described. 

No.  31,531.— Cicero  Comstock,  of  ^lilwaukie.  Wis.— Improvement  in  Rotary  Culti- 
vators.— Patent  dated  February  26,  1861. — This  invention  rekites  to  that  class  of  machine 
ploughs,  or  spading  machines,  designed  to  be  drawn  by  horses,  or  to  be  put  in  motion  by 
steam  or  any  mechanical  power,  wherein  a  series  of  spades,  forks,  or  other  equivalent 
means  for  breaking  up  and  elevating  the  soil  for  cultivation  have  all  the  necessary  movements 
^iven  to*  them  by  tne  machine,  when  in  motion,  for  entering  the  soil,  elevating  and  turning 
It  over,  and  leaving  it  in  its  proper  condition  for  the  usual  fm^her  steps  of  cultivation. 

Claim. — First,  the  stationary  cam,  having  the  friction  wheel  forming  a  part  of  the  groove, 
and  arranged  in  relation  to  the  other  parts  of  the  machine  as  shown. 

Second,  the  guide-lovers,  in  combination  with  tho  stops,  as  and  for  tho  purpose  heroin 
set  forth. 

Third,  the  spiral  threads  and  grooves,  the  slots  in  tho  wheels  or  heads,  and  the  cam  groove 
for  giving  the  motions  of  the  spades  or  forks,  the  whole  being  constructed  and  arranged  in 
the  manner  as  set  forth. 

No.  31,532.— RUPUS  J.  Converse,  of  Coventry,  N.  Y,— Improved  If  ashing  Machine,— 
Patent  dated  February  26,  1861. — The  nature  of  this  invention  con.sists  in  having  a  flexible 
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or  movable  washboard  worked  by  jointed  double  levers  and  sprinm,  so  that  it  may  be  im- 
mersed, to  wet  the  clothes  by  the  action  of  raising  the  rubber  or  laUie,  and  when  it  is  hitched 
on  pins  the  rubbing-board  becomes  stationary  in  a  proper  position  to  soap  the  clothes  and 
rub  the  streaks  out  by  hand  in  the  ordinary  manner. 

Claim, — ^The  movable  and  flexible  washboardi  worked  by  joints  and  double  levers,  sub- 
stantially in  the  manner  as  and  for  the  purposes  set  forth. 

No.  31,533.— Augustus  B.  Davis,  of  Philadelphia,  Fa,— Improvement  in  Weighing  Ap- 
jraro^iM.— Patent  dated  February  26,  1861. — ^This  invention  relates  to  improvements  m 
weighing  apparatus  used  in  connexion  with  canal  locks.  The  main  object  of  these  improve- 
ments is  to  produce  a  scale  which  can  readily  be  applied  to  any  lock  without  forming  recesses 
in  the  walls  and  cutting  or  otherwise  wounding  the  masonry,  thereby  reducing  the  labor  and 
cost  in  erecting  the  scale. 

Claim. — ^A  series  of  weighing  frames,  each  having  the  levers  I  and  K,  and  bell-crank  lever 
M,  connected  together  and  operating  as  set  forth,  when  the  said  frames  are  so  arranged  along 
the  opposite  side-walls  of  a  lock  that  the  said  levers  I  shall  be  at  right  angles  to  and  partly 
overhang  the  said  walls,  as  and  for  the  purposes  described. 

No.  31,534.— Augustus  B.  Davis,  of  Philadelphia,  Fa,— Improvement  in  Scale  Beams,— 
Patent  dated  February  26,  1861. — The  claim  and  ei^graving  will  explain  the  nature  of  this 
invention,  the  object  being  to  dispense  with  the  usual  long  beam,  and  render  the  apparatus 
more  compact. 

Claim, — A  weighing,  apparatus  composed  of  an  upper  and  lower  gradiuited  beam,  when  the 
lower  beam  is  suspenoed  at  or  near  both  its  ends  to  tlie  upper  beam,  and  when  it  is  entirely 
dependent  upon  the  said  upper  beam  for  its  support  and  for  the  proper  performance  of  its  func- 
tions, as  and  for  the  purpose  set  forth. 

No.  31,535. — ^Peter  Fischer,  of  Fort  Adams,  Miss. — Improvement  in  Cross-cut  Sawing 
Machines, — Patent  dated  February  26, 1861. — The  **  driving  gearing  bar"  is  pivoted  to  the  up- 
per part  of  one  of  the  posts  of  the  main  frame,  and  to  the  lower  end  of  the  bar  is  secured  a  saw. 
Motion  is  given  to  the  bar  by  means  of  a  pitman  and  crank  connected  with  the  gear  wheels. 
The  frame  is  supported  at  one  side  upon  legs,  so  as  to  admit  of  vertical  adjustment,  and  on 
the  other  side  upon  inclined  legs  provided  with  rollers  at  their  lower  ends. 

Claim, — The  arrangement  of  tuo  said  driving  gearing  bar  o  and  saw  B,  with  the  adjustable 
leg  c  and  legs  c\  in  the  manner  and  for  the  pnr|)ose  shown  and  described. 

No.  31,536. — ^Nelson  Ford,  of  Cambridge,  Wis. — Improvement  in  Seeding  Machines. — 
Patent  dated  February  26, 1861. — ^Within  the  hopper  is  a  shaft,  provided  with  a  series  of  short 
arms,  working  directly  over  slots  in  the,  bottom  of  the  hopp<&r.  Below  the  hopper,  and  on  a 
line  with  each  slot,  are  placed  wheels  having  their  peripheries  grooved  circumfcrentialiy.  The 
device  is  adapted  for  sowing  seed  broadcast  or  in  drills. 

Claim, — ^Tue  combination  of  the  revolving  arms  a  of  shaft  G  within  the  hopper  F,  in  con- 
nexion with  the  slots  or  openings  b  in  the  bottom  of  the  hopper,  and  the  wheels  H'  below  the 
hopper,  the  wheels  bein^  provided  with  grooved  peripheries,  and  all  arranged  substantially  as 
ana  for  the  purpose  set  lorth. 

No.  31,537. — ^Daniel  Foreman,  of  Navarre,  Ohio. — Improvement  in  Cross-cut  Satding 
Machines, — Patent  dated  Febnmry  26, 1861. — Motion  being  given  to  the  saw  by  means  of  the 
crank,  a  stick  of  wood  is  placed  in  the  forks  of  the  holders,  when  the  weight  a  instantly  forces 
the  lever  down,  thus  drawing  the  wood  in  contact  with  the  saw.  The  claw  is  forced  down 
upon  tho  stick  of  wood,  and  effectually  prevents  it  from  rocking.  The  supports,  or  holders, 
are  secured  to  the  rocking  shafl. 

Claim, — First,  the  combiiyition  of  weighted  lever  rf,  claw  6,  and  support  /,  for  the  purpose 
of  clamping  the  wood,  substantially  as  described. 

Second,  the  combination  of  the  above  devices  with  the  rocking  axle  c,  for  the  purpose  of 
feeding  the  wood  to  saw,  substantially  as  described. 

No.  31,538.— Lawrence  F.  Frazee,  of  Tottenville,  N.  Y,— Improved  Clothes  Frame,— 
Patent  dated  February  26,  1861. — ^This  invention  consists  of  a  series  of  folding  arms  pivoted 
together  and  crossing  each  other  at  their  centres,  and  connected  at  their  ends  and  centres  by 
cross  pieces,  upon  "w-nich  the  clothes  are  hung.  One  end  of  the  lowey  series  is  pivoted  to  the 
bottom  frame,  and  the  opposite  end  moves  upon  the  frame,  which  causes  the  latter  to  rise, 
when  it  is  secured  at  any  desired  height  by  means  of  a  ratcheted  bar  and  catch. 

Claim, — ^Tho  arrangement  of  the  name  12  3  4  5,  sliding  bar  9,  or  its  equivalent  arms  6  8 
14  15,  &c.,  bars  or  rcSs  16  or  16  and  17,  catch  18,  and  cranked  shaft  or  rod  19,  substantially 
as  described  and  for  the  purpose  set  forth. 

No.  31,539. — Peter  Hanes,  of  Edina,  Miss. — Improved  Shoemaker's  Clamp, — Patent 
dated  February  26,  1861. — ^This  invention  consists  in  jointing  one  of  the  clamping  jaws  to 
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the  fixed  jaw,  and  operatmg  this  movable,  jaw  by  meanB  of  a  lever,  having  ita  fulcrum  in  the 
fixed  jaw. 

Claim, — ^The  arrangement  of  the  arm  or  bearing  D,  roller  fr,  and  band  C,  with  the  jaws  A 
B  and  lever  G,  as  shown  and  described. 

No.  31,540. — L.  P.  Harris,  of  Mansfield,  Ohio. — Improvmtnt  in  Binding  Atiackmeni  to 
Harvesters, — Patent  dated  February  536,  16G1. — ^The  nature  of  this  invention  consists  in  the 
construction  and  arrangement  of  machinery  by  which  grain  may  be  rapidly  bound  by  hand 
power  or  by  horse  power,  or  by  whatever  power  is  employed  in  propelling  the  reajper. 

Claim, — ^First,  the  arrangement  of  the  standards  A  a,  in  combination  with  the  circular  Uyps 
B  B,  substantially  as  descnoed  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  bars  0  D  and  e,  composing  the  arm  I,  with  the  standards 
and  circular  slots  H,  substantially  as  described  and  for  purposes  set  forth. 

Third,  the  arrangement  of  mechanism  for  operating  the  bars  C  and  D,  for  expanding  and 
closing  the  arm  I,  substantially  as  described. 

Fourth,  the  arrangement  of  the  angular  spring  13,  shears  11,  and  springs  14,  substantially 
as  described  and  for  the  purposes  sot  forth. 

Fifth,  the  arrangement  of  the  drivers  b  I  and  r,  spiral  spring  5  6  and  7,  and  wheel  y,  sub- 
stantially as  set  forth. 

No.  31,541.— B.  R.  IIatiiaway,  of  Mormon  Island,  Cal.—Imjfrored  Lifter  for  Stove 
Covers, — ^Patent  dated  February  26,  18G1. — ^This  invention  consists  in  the  employment  of  a 
curved  tongue  and  a  lifting  prong  combined  and  attached  to  a  suitable  handle  in  such  a  man- 
ner that  the  tongue  will  serve  in  conjunction  with  the  prong  to  lit^  the  bridge-plate  and  two 
circular  covers  together,  or  singly,  if  desired. 

Claim, — ^The  Inter  of  stove  plates,  as  described,  cousi.«<ting  of  a  curved  prong  B  and  tongue 
■C,  combined  and  secured  into  the  end  of  a  suitable  handle,  as  set  forth. 

I  No.  31,542. — Henry  Hoffman,  of  New  York,  N.  Y. — Improvement  in  Steam  Boilers,-- 
rutent  dated  Februarv  26,  1861. — The  combustion  chamber  is  connected  with  the  fire-box  by 
peipendicular  flues,  the  spaces  between  the  flues  being  in  connexion  with  the  water  space  of 
the  boiler,  and  the  water  circulating  freely  around  those  flues.  The  tubes  E  are  connectefl  to 
the  tubes  &,  and  servo  as  braces  between  the  top  plate  of  the  fire-box  and  the  tube-sheet  C. 
The  legs  G  0  extend  down  from  the  water  space  into  the  combustion  chamber.  The  horizontal 
flues  conduct  the  products  of  combustion  off  from  the  combustion  chamber.  By  these  devices 
the  water  is  exposed  more  directly  to  the  heat  of  the  furnace. 

Claim, — ^The  particular  arrangement  of  the  legs  G  G,  combustion  chamber  c,  and  tubes  E, 
with  the  tube-sheets  B  C  and  flues  D  K,  in  the  manner  shown  and  described. 

No.  31,543. — ^Prosper  Humbolt,  of  Baston,  Mass. — Improved  Chronometer  Escapement, 
Patent  dated  Fobruaiy  26,  1861. — This  invention  consists  m  applying  a  detent,  havmg  two 
locking  pallets,  to  operate  in  combination  with  two  impulse  pallets  on  the  cylinder  attached 
to  the  balance,  so  that  the  balance  receives  a  double  impulse  in  each  complete  vibration,  that 
is  to  say,  one  impulse  in  each  direction  from  each  tooth  of  the  *scape  wueel,  and  that  each 
tooth  rests  twice  in  each  vibration  ol  the  balance  back  and  forth,  viz.,  once  against  each  lock- 
ing pallet. 

claim, — ^The  combination  with  the  two  cvlindro-pallets  d  e,  attached  to  the  balance  of  a 
detent  D,  with  two  locking  pallets/^,  the  whole  arranged  to  operate  substantially  as  described, 
for  the  purpose  of  giving  an  impulse  to  the  bakmce  in  each  direction,  and  locking  each  tooth 
of  the  *6cape  wheel  twice  during  each  vibration  of  the  bahince  back  and  forth. 

No.  31,544.— Cancelled. 

No.  31,545. — Charles  EmciiiiOF,  of  New  York,  N.  Y. — Improved  Method  of  Integrating 
Inconstant  Electric  Currents, — Patent  dated  February  26, 1861. — ^The  inventor  says :  **  I  have 
invented  an  entirely  new  method  of  gathering*,  encompassing,  retaining,  and  regenerating^ 
electricity  produced  in  any  way  whatsoever,  or  by  any  source  or  generator,  and  also  of  trans- 
forming the  shoit  and  inconstant  electric  impulses  or  currents  to  a  whole  which  is  as  constant 
and  identical  as  that  produced  in  any  other  way,  and  which  may  be  used  at  pleasure  for  the 
same  purposes  as  any  other  electric  current  would  or  might  be  used." 

claim, — First,  the  device  called  "regenerator,"  arranged  in  such  manner  as  to  operate  on 
the  principles  and  in  the  manner  as  stated. 

Second,  the  arrangements,  construction,  and  devices  called  ** translator,"  and  the  improve- 
ments made  for  opening  and  closing  the  circuits  with  precision,  and  for  conducting  and  inter- 
rupting the  charging  and  discharged  currents  as  desii'od,  the  said  translator  and  improvements 
to  L>e  applied  and  operated  as  described. 

.  Third,  the  combination  of  said  arrangements  and  devices  mentioned  in  the  preceding  clmm, 
with  the  regenerator,  as  well  as  with  the  polarization  apparatus. 

No.  31,546.— Bernard  Lauth,  of  Pittsburg,  Pa. — Improvement  in  Polishing  Iron  Bars 
and  Rods, — Patent  dated  Februaiy  26, 1861. — ^The  bars,  rods,  sheets,  or  plates  of  metal  beinir 
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first  drawn  to  nearly  tbeir  ^zc»  are  snbjected  to  the  |kcid  bath  ontil  the  scale  is  loosened  and 
removed.  The  surface  is  thus  left  briglit,  but  minutely  honeycombed.  They  are  then  passed 
bet\reen  polishing  rollers  constructed  of  chilled  iron  and  haymg  smooth  surtaces. 

Claim, — As  a  new  aiticle  of  manufacture,  the  production  of  polished  bars,  rods,  plates,  or 
sheets  of  iron  or  steel,  by  passing  them  cold  between  rollers,  after  they  have  been  subjected 
to  the  acid  bath  to  remove  the  scale,  substantially  as  described. 

No.  31,547.— William  A.  Ligiithall,  of  New  York,  N.  Y.— Improved  Refrigerator  for 
Cooling  the  Condensing  Water  and  Condensed  Steam  of  Steam  Engines, — Patent  dated  Feb- 
ruary sic,  18GJ. — This  invention  consists  in  carrying  the  cooling  water  directly  through  a  series 
of  small  tubes,  while  the  injection  water  and  water  of  condensation  is  caused  to  pass  over  and 
in  contact  with  the  exterior  surface  of  the  tubes,  so  as  to  be  cooled  down  to  the  temperature  of 
the  cooling  water  before  it  enters  the  condenser  to  be  reused  in  condensing  the  exhaust  steam 
from  the  engine.  The  division  plates  are  arranged  on  each  side  of  the  diaphragm,  so  that  the 
water  has  to  pass  over  and  under  each  one  alternately,  thus  preventing  the  hot  water  from 
rising  to  the  top  of  the  vessel.  The  chest  or  trap  is  located  at  the  bottom  of  the  further  end 
of  the  shell,  at  the  point  where  the  current  of  water  from  the  first  compartment  is  displaced  to 
pass  beneath  the  first  division  plates  of  the  second  compartment,  for  the  purpose  of  collecting 
the  grease  or  oil  held  in  suspension  by  the  water  from  the  inlet  pipe. 

claim. — First,  the  diaphra^  plate  E,  in  combination  with  the  shell  A  and  tubes  D,  for  tho 
purpose  of  dividing  the  interior  of  the  apparatus  into  compartments,  as  set  forth. 

Second,  tho  inlet  pipe  G  and  exit  pipe  G',  located  and  arranged  in  relation  to  the  shell  A, 
tubes  D,  and  diaphnigm  plate  E,  as  described  and  for  the  purpose  set  forth. 

Third,  tho  division  plates  H  and  J,  arranged  as  described,  in  combination  with  the  dia- 
phragm plate  E,  for  the  purposes  named. 

Fourth,  the  chest  or  trap  K,  arranged  in  relation  to  the  shell  A  and  division  plates  H  and 
J,  as  and  for  the  purpose  described. 

No.  31,548. — Edward  Lindner,  of  New  York,  N.  Y. — Improved  Furniture  Caster. — 
Patent  dated  February  26,  1861. — Tho  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^First,  the  socket,  the  concavity  of  which  is  formed  of  an  elliptical,  oval,  or  other 
equivalent  form,  and  tho  orifice  or  rim  of  which  is  of  a  diameter  smaller  than  that  of  the  globe, 
whereby  the  globe  may  be  inserted  within  the  socket  by  tho  application  of  heat,  substantially 
as  described. 

Second,  in  combination  with  the  studs  or  pins  in  the  upper  part  of  the  socket,  the  angular 
slot  in  the  cap  piece,  for  the  purposes  descrilid. 

Third,  in  combination  with  a  socket  cast  in  one  piece  with  the  screw,  or  other  appliance  for 
fastening  the  caster  to  a  piece  of  furniture,  forming  the  concavity  of  an  elliptical,  oval,  or 
other  equivalent  form,  whereby  the  globe  will  have  but  one  point  of  contact  within  the  socket, 
which  is  diametrically  opposite  to  its  point  of  contact  with  the  floor. 

No.  31,549.— Daniel  H.  Maloy,  of  Temperance,  O. ^Improvement  in  P/oii^^s.— Patent 
dated  February  26,  1861. — This  invention  will  be  understood  by  reference  to  the  claim  and 
engraving. 

Claim. — The  combination  of  an  adjustable  gauge,  with  adjustable  handles  ananged  as 
described,  so  that,  in  adjusting  the  gauge,  an  a<^*ustment  is  at  the  same  time  effected  in  tho 
handle. 

No.  31,550.— Joseph  Y.  Marsh,  of  New  York,  N.  Y.— Improved  Curtain  jriz/tir«.— Patent 
dated  February  26,  1861. — ^I'his  invention  consists  of  a  grooved  pulley  and  pointed  lever  that 
act  to  stop  tho  curtain  at  any  given  point,  or,  upon  being  released,  allow  the  curtain  to  be 
wound  up  by  a  volute  spring. 

Claim. — ^Tho  pulley  i,  and  pointed  lever  A:,  applied  in  combination  with  a  spring  blind,  or 
cui'taiu  roller,  substantially  as  and  for  the  purposes  specified. 

No.  31,551. — E.  C.  Martin,  of  Muscatine,  Iowa. — Improved  Ditching  Machine. — Patent 
dated  February  26,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — ^The  use  in  the  described  connexion  with  a  ditching  plough  of  a  V-shaped  follower 
made  in  two  halves  K  H,  K  H,  connected  together  by  adjustable  hinges,  with  or  without 
cross  pieces  J  J,  so  as  to  adapt  the  implement  to  ditches  of  different  width,  in  combination 
with  two  adjustable  friction  rollers  N  N,  substantially  as  set  forth. 

No.  31,552.— Thomas  J.  Mayall,  of  Roxbury,  Mass. — Improvement  in  Caoutchouc  Hose 
Tubing. — Patent  dated  February  26,  1861. — ^This  invention  consists  in  winding  up  a  tube  of 
rubber  or  gutta  percha,  or  a  tube  composed  of  fibrous  materials,  and  coated  with  India-rubber 
or  gutta  percha  cement,  or  other  water-proof  lining,  with  twine,  wire,  or  other  suitable  thread 
of  sufficient  fineness,  closely  around  the  periphery  of  the  same. 

Claim. — ^A  hose  or  tubing  in  which  the  periphery  of  one  or  more  of  its  layers  is  formed  by 
windinfif  upon  an  inner  tube  or  lining  strands  of  thread,  twine,  wire,  &.C.,  substantially  as 
set  fortL 
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No.  31,553.— Leander  McKee,  of  Hageretown,  M^.^-Improvment  in  MUlfor  Grinding 
Apples.— Vaient  dated  February  26, 1861.— The  concaves  or  mashers  are  provided  with  teeth, 
ana  operated  by  means  of  a  crank,  so  arranged  as  to  produce  an  alternate  forward  motion 
against  the  cylinder.  A  regulating  bar  is  so  arranged  as  to  cause  the  fruit  to  be  crushed  into 
larger  or  smaller  pieces. 

Claim. — First,  the  arrangement  and  combination  of  cylinder  A,  double  eccentric  B,  con- 
caves or  mashers  C ;  and. 

Second,  regulating  bar  D,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,554.— John  R.  Mickey,  of  Waterford,  Penn. — Improved  C/iurn.- Patent  dated 
February  26,  1861. — This  invention  will  be  understood  by  reference  to  the  engraving. 

Claim. — ^The  stationary  perforated  paddles  F,  in  combination  with  the  rotating  perforated 
•  paddles  E,  when  the  two  sets  of  paddles  F  and  E  consist  of  simple  planes,  and  are  arranged 
obUquely  in  opposite  directions,  substantially  as  described,  for  the  purposes  set  forth. 

No.  31,055. — G.  I.  Mix,  of  Wallingford,  Conn. — Improvement  in  the  Manufacture  of 
Spoons. — Patent  dated  February  26, 1861. — ^This  invention  relates  to  spoons  Avhich  aro  cast 
from  soft  metal,  and  require  to  havo  their  handles  strengthened  by  means  of  a  wire,  and  it 
consists  in  the  use  of  a  wire  bent  in  a  zigzag  foi-m  and  with  flattened  ends  so  as  to  enable  it 
to  fit  two  spoons,  one  part  serving  as  a  hanmo  to  adjust  the  other  part  in  the  mould,  and  when 
a  spoon  is  cast  on  one  part  of  the  wire  the  spoon  will  servo  as  a  handle  to  adjust  the  other 
part  of  the  wire  in  the  mould  to  cast  another  spoon.  When  finished,  the  wires  are  cut  off 
close  to  the  handles. 

Claim, — ^Tho  employment  in  the  manner  and  for  tho  purposes  shown  and  described  of  th© 
zigzag  wire  A,  formed  as  set  forth,  in  combination  with  the  mould  B,  and  spoons//,  all  as 
specihed. 

No.  31,556.— F.  E.  Olivkr,  of  New  York,  N.  Y.— Combined  Paper  Cutter  and  Ruler.— 
Patent  dated  February  26,  1861. — ^The  claim  and  engraving  will  explain  tho  nature  of  this 
invention. 

Claim. — ^A  combined  paper  cutter  and  ruler,  having  for  its  peculiar  characteristic  a  paper 
catting  or  tearing  blade,  and  on  the  opposite  edge  of  the  implement  to  that  which  forms  tho 
cutting  edge,  a  raised  and  round,  or  round-edged  ruler,  made  cither  hollow  or  solid,  substan 
tially  as  set  forth. 

No.  31,557. — ^J.  M.  RoBERDS,  of  Washington,  D.  C. — Improvement  in  Bridle  Bits. — 
Patent  dated  February  26,  1861. — Instead  of  the  chain  of  which  the  curb  is  usually  made,  a 
piece  of  corrugated  sheet  metal  is  attached  to  the  bit  by  means  of  hooks  and  links.  At  tho 
centre  of  tho  bit  is  a  flattened  cross-piece  for  pressing  open  the  animars  mouth. 

Claim. — First,  a  bridle  constructed  with  such  a  flattened  cross-piece  in  the  bit,  in  combV- 
nation  with  the  coiTugated  curb,  contrived  and  operating  as  shown. 

Second,  tho  use  of  a  corrugated  curb  for  a  bit,  constructed  and  arranged  substantially  as 
set  forth. 

No.  31,558.— SnERroAN  Roberts,  of  Cleveland,  O.— Improved  Method  of  Making  Bar- 
rels.— Patent  dated  February  26, 1861. — ^Tho  cylindrical  portion  of  barrels,  &c,  are  designed 
to  be  formed  in  ono  piece,  and  are  cut  from  tho  surface  of  solid  cylinders  by  means  of  a  curved 
knife  or  tool  of  proper* form  attached  to  a  lathe. 

Claim, — ^Making  barrels,  kegs,  &c.,  by  cutting  from  a  solid  piece  of  wood  a  scroll  of  proper 
thickness  and  size,  the  scroll  having  the  usual  concavo  surface  inside,  and  the  outer  surface 
correspondingly  convex,  as  described  and  completed,  as  specifiod. 

No.  31,559. — ^J.  M.  Rodman,  of  South^  Union,  Ky. — Improvement  in  Ploughs. — ^Patent 
dated  February  26,  1861  .-^This  invention  consists  in  bracing  and  steadying  the  plough  body 
by  a  curved  brace  connected  to  tho  lower  ends  of  the  stilts,  and  io  the  plough  beam,  and  in 
combining  with  this  curved  brace  a  foot-piece  and  an  adjustable  brace  for  the  foot-piece,  tho 
whole  being  so  constructed  and  arranged  that  the  stock  of  a  subsoil  plough  may  be  intro- 
duced in  the  place  of  the  foot-piece,  and  adjusted  by  tho  brace  of  the  foot-piece.  ^ 

Claim. — ^Tne  curved  brace  F,  handles  E  E,  bar  G,  in  combination  with  the  adjustable  back 
brace  H,  all  arranged  and  operating  substantially  as  and  for  the  purposes  set  forth. 

No.  31,560.— E.  RoccilTON,  of  Frostburg,  Md. — Improved  Arrangement  of  Carriage 
Springs.—P&ient  dated  February  26,  1861.— Secured  to  the  four  comers  of  the  body  of  the 
vehicle  aro  projecting  rods  which  rest  upon  one  or  more  elliptical  springs  placed  between  two 
■pright  rods  secured  to  the  head  blocks  of  the  connecting  bar.  A  band  of  metal  passes  over 
ih©  springs,  and  is  secured  to  the  upper  ends  of  the  upright  rods. 

Claim. — First,  the  employment  ot  the  bars  d  d,  tho  rods  a  a,  and  the  band  E,  arranged  in 
the  manner  represented,  lor  tho  purpose  of  holding  tho  body  of  the  vehicle  in  position,  and  for 
shielding  and  protecting  the  springs  from  strain,  substantially  as  set  forth. 

Second,  the  combination  ot  the  springs  II  H,  with  tho  bars  d  </,  rods  a  a,  band  E,  and 
plates  c  e',  the  several  parts  being  used  as  and  for  tho  purpose  specified. 
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No.  31,561.— -J.  8.  Sammons,  of  New  York,  N.  Y.— Improvement  in  Roofing  with  Slate. — 
Patent  dated  Febniary.26,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^The  described  mode  of  attaching  slates  to  roofs,  which  consists  in  preparing  th« 
edges  of  the  slates  with  cement,  then  applying  said  edges  to  a  hot  iron  or  other  neater  to  melt 
the  cement,  then  pressing  the  edges  of  the  slates  against  each  other,  arid  against  the  roofing, 
all  as  set  forth  and  described,  so  that  the  slates  will  be  firmly  attached  to  each  other  and  to 
the  roofing  by  the  cement,  without  the  necessity  of  any  other  fastening. 

No.  31,562.— John  T.  ScnoLL,  of  Port  Washington,  Wis. — Improved  Lifeboat.— F&ieni 
dated  February  26,  1861.-2-Thi8  vessel  is  of  cylindrical  form,  with  conical  ends,  and  is  con- 
structed of  slats  of  wood  or  metal,  jointed  and  hinged  together  in  such  a  manner  as  to  admit , 
of  being  folded  up ;  it  is  covered  with  a  wator-prodt  fabric  protected  by  plates  of  metal.  At ' 
each  end  of  the  cylindrical  part  is  a  hinged  circular  head  for  distending  the  frame,  and  con* 
structed  of  several  sections  to  admit  of  their  being  folded.  Within  the  vessel  is  a  carriage 
placed  upon  rollers  so  as  to  enable  it  to  maintain  a  level  position,  or,  if  necessary,  it  may  bo 
secured  in  position  by  hooks.  Tbo  vessel  is  also  provided  with  coiled  springs,  which  are 
compressed  together  when  the  boat  is  foldod,  but  asshJt  in  forcing  out  the  enas  when  the  vessel 
is  to  be  put  in  condition  for  use. 

Claim. — FiflBt,  the  cylindro-conical  lifeboat  constructed  of  separate  slats  a  a  a  a  a^  dy 
hinged  together,  and  capable  of  folding  up  as  described,  in  combination  with  a  water-proof 
fabric  c,  and  metallic  sheathing  d  d'  (V  e  e  and  cf  e'  J  f  f  and  ^  ^,  all  arranged  and  applied 
substantially  as  and  for  the  piM'pose  described. 

Second,  in  combination  with  the  cylindrical  part  of  the  boat,  the  hinged  folding  heads  A  A, 
arranged  and  operating  as  and  for  thtf  purpose  set  forth. 

Third,  the  carriage  O,  link  p,  wheel-frame  Z,  apertures  S,  spring  valves  S',  spring  and  arm 
r,  levers  and  propeller  wings  t,  and  the  coil  springs  j  j,  when  the  samo  are  constructed, 
combined,  and  made  to  operate  as  specified. 

No.  31,063.— George  Seibert  and  Joun  Seibert,  of  Ashley,  1\\.— Improvement  in 
Ploughs. — ^Patent  dated  February  26,  1861. — The  axle  of  the  two  forward  wheels  consists  of 
two  parts,  the  shorter  being  placed  under  and  connected  to  the  longer  part  by  means  of  a 
pivot,  for  the  purpose  of  allowing  the  wheel  attached  to  the  shorter  part  to  clear  the  plough, 
and  to  enable  it  to  turn.  The  standards  to  which  the  ploughs  are  secured  are  attached  to  the 
bfeams  by  means  of  brackets  fixed  to  the  top  of  the  frame  and  held  by  sot  screws ;  a  latch 
serves  to  hold  the  standard  in  a  groove  on  the  side  of  each  beam.  By  means  of  a  slot  in  the 
axle  the  ploughs  may  bo  adjusted  to  a  greater  or  less  distance  apart. 

Claim. — First,  arranging  the  piece  J  with  the  axle  H  and  tongue  x'  in  the  manner  described* 
for  the  purpose  specified. 

Second,  the  brackets  h  6,  set  screws  a  a,  and  latch  E,  arranged  in  the  manner  described,  for 
the  purpose  specified. 

Thira,  the  slot  P,  the  studs  G  G,  and  beam  A',  when  aiTanged  in  relation  to  their  respectiye 
parts  substantially  in  the  manner  described,  for  the  purpose  specified. 

No.  31,564.— Campbell  T.  Settle,  of  San  Josfe,  Qt^.^-lmprovement  in  Seeding  CmlH- 
valors. — Patent  dated  February  26,  1861. — ^This  machine  consists  of  a  combination  ot  devices 
operating  bv  means  of  pinion  wheels,  to  regulate  the  depth  of  furrow  made  by  the  plough, 
or  to  raise  the  latter  from  the  ground,  and  also  to  operate  the  seed-dropping  mechanism. 

Claim. — The  combination  with  pinion-shaft  J  of  the  arm  pj  curved  lever  t,  and  sKdinff 
pmion  6',  tho  shaft  c,  connecting  rod  e',  vibrating  lever  d,  and  seed-slide  e,  arranged  ana 
operating  substantially  in  the  manner  set  forth. 

No.  31,565.— Wbluam  F.  Shedd,  of  Ripley,  O.— Improvement  in  PZow^As.— Patent 
dated  February  26,  1861. — ^This  invention  consists  in  an  arrangement  of  parts  for  the  purpose 
of  adjusting  the  clevis  so  as  to  regulate  the  depth  of  ploughing,  or  to  give  more  or  less  land, 
as  ma;^  be  aesired. 

Claim. — ^The  aiTangement  of  the  pivoted  bracket  F,  stirrup  G,  and  regulating  screws  m  and 
o,  to  operate  in  combination  with  the  clevis  £,  in  the  manner  and  for  the  purposes  specified. 

No.  31,566.— Francis  H.  Smith,  of  Baltimore,  lid.— Improved  Drying  T»»nc/.— Patent 
dated  February  26,  1861. — This  invention,  which  will  be  understood  by  reference  to  the 
curving,  is  designed  for  drying  brick,  fruit,  or  other  articles.  The  tunnel  or  apparatus  is 
divided  into  compartments  by  means  of  sliding  gates,  which  may  bo  opened  and  the  cars 
pushed  through  successively  when  the  drying  process  in  the  trays  upon  the  forward  car  is 
completed. 

■  Claim. — A  tunnel  ABC,  having  a  furnace  R  or  its  eduivalent  at  the  rear  end,  and  a 
chimney  L  at  the  front  end,  in  combination  with  gates  F  G  H,  car  J,  tmys  I,  and  inclined 
rails  E  E,  the  whole  being  constructed  and  arranged  substantially  as  and  for  the  purpose  set 
forth. 
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No.  31,567.— H.  W.  Spooker,  of  Erie,  V&,^Improvem€nt  in  the  Tubes  of  Artesian 
IVells. — Patent  dated  Februarv  26,  1861. — ^This  invention  has  for  its  object  the  isolating  of 
the  fluid  desired  from  snch  other  fluids  or  substances  as  might  bo  broken  into  or  reached  in 
the  process  of  boring,  and  the  delivering  of  such  fluid  unalloyed  or  unimpregnated  by  any 
other  fluids  derived  from  the  veins  or  courses  struck  or  opened  in  boring,  by  means  of  a  tube 
or  barrel,  in  the  centre  of  which  is  placed  a  cylinder.  Into  this  cylinder  is  fitted  a  piston 
operated  by  a  screw-rod  passing  through  screw-nuts  and  terminating  in  a  pyramidal  head  for 
fitting  on  a  wrench.  Through  a  stand  I,  secured  to  the  cy¥nder,  are  passages  for  conducting 
to  the  exterior  of  the  ban-el  the  fluid  to  be  used  for  the  pressure  upon  the  India-rubber  packing 
J,  surrounding  the  barrel. 

Claim, — In  the  use  of  tubes  or  cases  for  oil-well  or  other  bonngs,  the  arrangement  of  the 
^  means  recited,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,568. — ^L.  R.  Stone,  of  Owassa,  Mich. — Improvement  in  Machines  for  Raking  and 
Cocking  Hay, — Patent  dated  February  26,  1861. — ^Tlus  machine  consists  of  an  arrangement 
of  devices  by  which,  as  it  is  drawn  over  the  field,  the  loose  hay  is  taken  up  by  the  inclined 
apron  and  deposited  in  a  receiving  box,  from  which  it  may  be  dropped  on  the  groimd  at  inter- 
vals to  form  cocks,  by  tilting  the  dox  ;  or  it  may  be  deposited  from  the  apron  into  a  cart. 

Claim, — The  arrangement  of  the  levers  J  J,  tilting  box  K;  bars  El  E2,  wheals  B  15,  roller* 
G  G,  belts  H  H,  and  apron  c,  upon  the  bars  E  E  and  caster  wheels  «,  the  whole  being  con- 
structed and  operated  substantially  as  and  for  the  purpose  shoAvn  and  described. 

No.  31,569.— Henry  D.  Stover,  of  New  York,  N.  Y.— /mprorerf  Packing  Cam.— Patent 
dated  February  26, 1861 ;  ante-dated  August  26,  1860. — ^This  invention  consists  in  constructing 
the  body  of  the  packing  case  of  a  single  piece  of  wood,  tfie  ends  being  secured  by  a  side  clamp. 

Claim, — First,  the  body  of  the  case  A,  with  the  clamp  A',  to  seciu-e  the  ends  of  the  same, 
arranged  and  cpnstructed  as  and  for  the  purposes  fully  set  forth. 

Second,  the  formation  of  slots  C  in  the  rings  D,  at  an  angle  with  the  cover  surface,  when 
combined  with  pins  B  and  bars  G,  that  the  act  of  fixing  the  cover  to  the  case  will  draw  and 
retain  their  surfaces  of  contact  tightly  together. 

Third,  securing  the  metal  ring  D  to  the  wooden  cover  E,  by  means  of  the  recess  E'  formed 
in  the  sides  theixjof,  substantially  as  and  for  the  purposes  fully  set  forth. 

Fourth,  the  cover  constructed  by  crimping  a  strip  of  sheet  metal  B',  and  the  forming  of 
it  into  a  ring,  and  into  which  crimp  a  disK  or  cover-piece  of  wood  A'  is  sprung  or  pressed,  anjl 
thus  united,  substantially  as  and  for  the  purpose  set  forth,  or  the  mcchamcal  equivalents 
thereof.  N 

No.  31,570. — ^TnoMAS  Wise,  of  Boston,  Mass. — Improvement  in  Stamp-Head  for  Quartz- 
Crushers, — Patent  dated  February  26,  1861. — ^The  face  of  the  stamp-head  consists^f  a  cluster 
of  small  metallic  bars  held  in  a  socket  by  means  of  clamp-jaws  and  an  encircling  band^  so 
that  as  the  face  wears  away  plates  may  be  inserted  in  the  other  end  of  the  socket  to  raise  the 
lods,  and  the  latter  may  be  ujsed  until  worn  out. 

Claim, — Firat,  a  hammer-face  B,  composed  of  a  cluster  of  metallic  rods,  as  explained. 

Second,  the  yielding  clamp-jaws  Al  A2  A3  A4  and  band  C,  constructed,  combined,  and 
iterating  in  the  manner  set  ibith,  to  secure  a  movable  hammer-face  in  position. 

No.  31,571.— J.  A.  Crandall,  of  New  York,  N.  Y.,  assignor  to  Mary  Crandall,  of  said 
New  York. — Improved  Toy  Horse, — Patent  dated  February  26,  1861. — The  shall  B  is  made 
to  retain  the  spring  D  in  proper  position,  prevenHng^ts  back  or  curved  end  d  from  rising,  a 
contingency  which  would  otherwise  occur  under  the  downward  movement  of  the  horse,  which 
would  materially  interfere  with  the  proper  action  of  the  spring. 

Claim, — The  particular  arrangement  of  the  spring  D  with  the  horse  C  and  rock-shaft  B, 
when  the  hind  feet  of  the  liorse  are  attached  to  said  shaft  B,  and  the  whole  is  constructed  as 
set  forth. 

No.  31,572.— PerleyD.  Cummings,  of  Portland.  Me'.,  assignor  to  D.  H.  Furbish,  of 
said  Portland. — Improvement  in  Sowing  Machines. — Patent  dat^  February  HQ,  1861. — The 
claim  and  engraving  will  explain  the  nature  of  this,  invention. 

Claim, — ^A  rotating  centrifugal  discharger  for  seed  and  other  materials,  which  is  a  com- 
bination of  spouts  that  diverge  from  the  same  axis  of  rotation  at  dififeront  angles  with  the 
radii,  drawn  respectively  through  the  inner  ends  of  said  spouts,  substantially  as  described. 

Also,  the  combination  of  the  stirrer  with  mechanism  that  causes  the  stirrer  to  descend 
and  rise  in  the  hopper  in  a  path  substantially  such  as  described,  the  descent  and  ascent  being 
made  in  diflerent  directions,  for  the  purpose  specified. 

Also,  the  combination  of  the  stirrer  with  the  rotating  shaft  (or  other  moving  part  of  the 
machine)  that  drives  it,  in  such  manner  that  the  stirrer  is  in  gear  when  the  shaft  is  tinned 
in  one  direction,  and  out  of  gear  when  the  shaft  is  turned  in  the  reverse  direction,  substantially 
us  described. 

Also,  the  combination  of  the  stirrer  mechanism  with  the  hopper-gate  in  such  manner  that 
the  closing  of  the  hopper-gate  throws  the  stirrer  out  of  gear,  substantially  as  described. 
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No.  31,573.— George  Gary  and  Samuel  P.  Gary,  of  Oshkoeb,  Wis.,  assignors  to  Them- 
selves and  Joseph  E.  Gary,  of  Chicago,  111. — Improvement  in  Printing  Presses, — ^Patent 
dated  February  26,  1861. — ^The  frame  has  a  reciprocating  motion  given  to  it  hj  means  of  a 
lever.  The  paper  is  fed  to  the  tapes  over  the  cylinder  E  and  passes  over  the  form  and  then 
back,  the  printed  sheet  being  discharged  over  the  roller  L.  The  sheets  are  carried  by  the 
blanket  and  tapes  over  the  form,  the  rollers  E  £  giving  the  impression. 

Claim, — The  combination  of  the  pressure  roUer  F  and  reciprocating  frame  D  with  the 
impression  cylinder  E  and  type-bed  li,  in  the  manner  substantially  as  snown  and  described. 

No.  31,574. — JoiiN  F.  Greene,  of  Brooklyn,  N.  Y.,  assignor  to  Samuel  B.  Tobey,  of 
Providence,  R.  I. — Improtement  in  Machine  for  Sifting  Flock, — ^Patent  dated  February  26, 
1861. —-The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — The  slowly  rotating  sieve  cylinder,  with  its  open  heads  and  inward  projecting  * 
blades  or  ribs,  and  its  outer  casing,  substantiallv  as  described,  in  combination  with  therapidlr 
rotating  inner  concentric  cylinder,  having  teeth  and  apertures  for  air  commuiiicating  with 
the  hollow  shaft,  substantially  as  and  for  the  purposes  specified. 

No.  31,575. — A.  Hayden  Knapp,  of  Newton  Centre,  Mass.,  assignor  to  Himself  and 
George  W.  Tisdale,  of  Walpole,  Mass,— Improved  Coal-Sifter  and  Shovel.— Patont  dated 
February  26,  1861. — ^ITie  parts  ai*e  so  constructed  as  to  be  used  separately  for  a  shovel  or  coal- 
sifler,  and  easily  attached  together  to  be  used  as  ton£^.  «, 

Claim, — The  two  parts  A  and  B,  provided  with  the  pivot /and  aperture^,  constructed 
substantially  as  set  forth,  for  readily  hinging  and  unhinging,  in  combination  with  the  arrange- 
ment and  construction  of  the  tines  or  prongs,  so  as  to  prevent  the  clogging  of  substances 
between  them,  substantially  as  specified. 

No.  31,576.— William  Mason,  of  Warren,  Mass.,  assignor  to  Himself  and  Lucius  N. 
Fay,  of  said  Warren. — Improved  Wrench, — Patent  dated  February  26,  1861. — ^The  jaw  is 
allowed  to  slide  freelpr  on  the  bar,  and  is  provided  with  a  shank  in  which  is  placed  a  nut  F, 
having  an  internal  diameter  larger  than  that  of  the  bar,  so  as  to  admit  of  a  lateral  plav  upon 
the  bar.  Within  the  shank  is  placed  a  spring,  the  lower  end  of  which  bears  against  the  nut, 
which  causes  the  latter  to  gear  with  the  screw-thread,  by  which  means  the  jaw  is  readily 
a<^usted  to  its  work  and  the  slow  movement  of  the  screw-wrench  avoided. 

Claim, — The  combination  of  the  vibrating  nut  F,  and  spring  G,  with  the  bar  A  and  mov- 
able jaw  E,  in  the  manner  and  for  the  purpose  substantially  as  shown  and  described. 

No.  31,577. — James  Matthews,  of  Middletown,  Pa.,  assignor  to  Himself  and  Henry 
Egolfs,  of  same  place. — Improvement  in  Grain-Separators, — Patent  dated  February  26, 
1861. — A  vertical  screen  is  secured  in  the  front  eiia  of  the  shoe,  and  before  the  horizontal 
screens,  for  the  purpose  of  preventing  the  grain  from  falling  from  the  horizontal  screens  and 
more  thoroughly  scparatinc^  the  chaff  or  b^ht  caps.  To  the  rear-end  part  of  the  shoe  is 
secured  an  inverted  cup,  which  i-ests  upon  a  hall  placed  upon  a  plate,  which  admits  of  a  free 
reciprocating  motion  oi  the  shoo  when  shaken. 

Claim, — First,  the  employment  of  a  vertical  screen  I>,  arranged  in  relation  to  the  fan  and  the 
horizontal  screens  of  the  shoe,  whereby  said  shoe  is  hung  and  allowed  to  vibrate  at  its  front 
end,  substantially  as  specified. 

No.  31,578.— WiLLiAai  H.  Milltken  and  John  Miluken,  of  Manchester,  N.  H.,  as 
signers  to  Themselves  and  D.  F.  Buckley,  of  said  Manchester. — Improvement  in  Macliines 
for  Folding  Paper. — Patent  dated  February  26,  1861. — ^The  claim  and  engraving  wiM  explain 
the  nature  of  this  invention,  which  docs  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  horizontal  rolls  E,  the  inclined  rolls  I,  and  the  table 
H,  so  arranged  that  the  sheet  of  paper,  after  passing  through  the  first  pair  of  rolls,  shall  slide 
down  the  table  to  the  gauges  which  determine  its  position  for  receiving  its  second  fold  without 
loss  of  register  and  Aviihout  the  use  of  tapes,  as  set  forth. 

Second,  the  combination  of  the  inclined  rolls  I  and  P  with  the  inclined  trough  M,  with  its 
fingers  a^  b^  d^Bo  arranged  that  the  sheet  shall  be  guided  into  the  trough  after  passing  through 
the  roll  I,  and  then  slide  to  the  position  for  receiving  its  thy-d  fold. 

Third,  the  inclined  rolls  P  and  Q,  at  right  angles  to  each  other,  in  combination  with  tho 
knife  U,  working  in  a  groove  in  the  surface  of  tho  rolls,  as  set  forth. 

Fourth,  the  guide-plate  y,  employed  for  deflecting  the  sheet  in  one  direction  or  the  other, 
for  giving  it  three  or  four  folds,  without  the  necessity  of  unshipping  or  stopping  the  operation 
of  dther  of  the  knives  or  rolls. 

Rfth,  the  dropping  finger  or  folding  edge  upon  the  fly,  operating  as  set  forth,  whereby  the 
folding  machine  may  be  applied  directly  to  the  printing  press,  ana  the  folding  be  completed 
without  the  necessity  of  again  handling  the  sheet. 

No.  31,579.— F.  B.  Preston,  of  Fayette,  Mo.,  assignor  to  Hunself  and  W.  H.  Stapleton, 
of  said  Fayette.— /ni/»roi?eTn««t  in  Corn-Planters.— Patent  dated  February  26,  1861.— This 
device  consists  of  a  rectangular  tube  divided  into  two  compartments  provided  with  a  hopper 
and  slide,  by  means  of  whi^,  in  connexion  with  handles,  the  seed  to  be  planted  is  raised  from 
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the  hopper  in  a  quantity  sufficient  for  a  single  hill,  dropped  through  a  tube  into  a  holemocto 
in  the  ground  by  the  end  of  the  instrument,  and  at  the  same  time  covered  with  earth. 

Claim, — ^The  combination  of  the. three  handles  dhi^  with  the  slide  D,  tube  A,  and  hopper 
B,  one  of  the  handles,  A,  being  attached,  the  slide  and  tihe  other  two  being  attached  to  plate  r, 
aa  and  for  the  purpose  set  forth. 

No.  31,580.— Isaac  Rogers,  of  Haverstraw,  N.  Y.,  assignor  to  Saihuel  Daskam,  of 
New  York  city. — Improvement  in  Furnaces  for  Treating  Iron  Ores. — Patent  dated  February 
26,  1861. — ^This  invention  consists  of  an  apparatus  for  deoxidizing  iron  ores,  bv  means  of 
which  the  atmosphere  is  effectually  exduac^  from  the  iron  while  being  deoxidized,  and  a 
sufficient  and  regulated  amount  of  heat  applied  to  the  deoxidizing  apparatus  for  producing  a 
^  combination  of  the  iron  with  caibon  introduced  with  tho  ore  while  tne  oxygen  is  drawn  off 
and  combines  with  the  carbon. 

Claim. — ^First,  the  shield  or  cover  /,  in  combination  with  a  revolving  heated  cylinder  for 
deoxidizing  metallic  ores,  whereby  tho  atmosphere,  flame,  or  heated  gases  are  excluded  from 
the  deoxidizing  cylinder,  as  set  Ibrth. 

Second,  the  an*angcu]ent  of  the  chimney  A,  over  the  end  of  the  chamber  d,  nearest  the  hop- 
per g,  and  most  remote  from  the  entrance  of  the  flues  7  7,  for  regulating  the  heat  of  the 
chamber  d,  and  deoxidizing  cylinder  c,  as  set  forth. 

Np.  31,581.— George  S.  Tiffany,  of  Palm^nra,  and  Henry  C.  Ingraham,  of  Tecumseh, 
Mich.,  assignors  to  George  8.  Tiffany  aforesaid. — Improvement  in  Tile  Machines. — Patent 
dated  February  26,  1861. — ^This  machine  is  designed  for  making  tubular  tiles  such  as  are 
used  for  draining  lands,  &c,  and  the  invention  consists  in  a  method  of  moulding  the  tiles 
very  com|)actly,  so  that  they  may  be  handled  as  they  are  discharged  from  the  machine  without 
liabilitjr  of  being  injured ;  also  in  the  method  of  adjusting  the  gearing  by  which  the  speed  of 
the  spiral  or  screw  feeders  is  varied  relatively  with  the  feeders  of  the  pug  mill,  so  that  the 
moulding  box  may  always  be  kept  properly  supplied  with  tempered  clay,  the  supply  being 
regulated  according  to  the  demand. 

Claim. — First,  tne  sockets  O,  in  combination  with  the  cones  P  on  the  screws,  and  the 
thimbles  Q,  arranged  in  relation  with  the  screws  N,  to  operate  as  and  for  the  purpose  set  forth. 

Second,  the  employment  or  use  of  the  polygonal  bearings  /,  and  boxes  J,  in  connexion 
with  the  Avbcels  n  o,  of  different  diameters,  on  shaft  I,  and  arranged  in  relation  with  the  wheel 
p,  as  and  fpr  the  purpose  described. 

•  No.  31, 5>^2.— Peter  L.  Weimer,  of  Lebanon,  Pa.,  assignor  to  Himself,  J.  A.  Weimer, 
and  L.  E.  Wedier,  of  said  Lebanon. — Improved  Registering  Apparatus  for  Steam  Engines. — 
Patent  dated  February  26,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — An  engine  register  composed  of  a  box  containing  a  system  of  wheel  work,  with 
dial  and  indices,  having  attached  to  it  a  cylinder  or  chamber  B,  which  contains  a  piston  L, 
and  diaphragm  J,  or  their  eqmvalents,  carrying  a  pall  j>,  suitably  applied  to  act  upon  the  first 
wheel  of  tho  series  within  the  box,  the  whole  so  combined,  substantially  as  described,  that 
the  connexion  of  the  chamber  by  a  pipe  with  the  engine  cylinder  is  all  tliat  is  required  to  set 
the  register  in  operation. 

No.  31,583.— Daniel  Derr,  of  Bellefonte,  Pa. — Improvement  in  Railroad  Car  Brakes.— 
Patent  dated  February  26,  1861. — The  brake-blocks  are  placed  directly  over  the  wheels,  and 
are  secured  to  a  bar,  which  is  operated  by  means  of  a  lever  and  a  rod  connecting  the  front 
and  rear  rock-shafl. 

Claim. — In  combination  with  the  brake  bars  and  blocks,  arranged  immediately  over  tho 
tops  of  the  wheels,  the  lever  C,  rock-shafts  D  I,  and  connecting  r^  H,  when  united  by  the 
link  and  pivoted  connexions  shown,  and  when  arranged  and  operating  as  set  forth. 

No.  31,584. — Clark  Alvord,  of  Westford,  Wis. — Improvement  in  Binding  Attachments 
to  Harvesters. — Patent  dated  March  5,  1861.— The  object  of  this  invention  is  to  facilitate  the 
binding  of  grain  by  attaching  the  device  to  a  reaper,  so  as  to  allow  the  grain  to  be  deposited 
in  the  centre  of  the  box.  The  gavel-carrier  is  located  at  one  end  of  the  box  or  trou^,  and 
has  a  reciprocating  motion  from  end  to  end  for  the  purpose  of  carrying  the  gavel  from  the 
centre  to  each  end  alternately  to  be  bound ;  or  it  may  be  used  to  convey  all  gavels  to  one  end 
of  the  trough  only.  The  bundle  of  grain  is  held  and  compressed  by  means  of  a  gate  and 
pressor  brought  together  by  means  of  a  treadle. 

Claim. — First,  the  reciprocating  gavel-carrier  A,  constructed  and  operating  as  described, 
for  Uie  purposes  set  forth. 

Second,  the  combined  pressors  D  and  E,  constructed  and  operating  as  described  and  for 
the  purposes  set  forth. 

Tnird,  the  combination  of  the  reciprocatmg  gavel-canier  A,  with  the  pressing  apparatus  D 
and  £,  at  both  ends  of  the  machine,  or  at  but  one  end,  as  set  forth. 

No.  31,585.— Wm.  W.  Austin  and  F.  Creasy,  of  CarroUton,  Mo. — Improvement  in  Hemp 
Breaks. — ^Patent  dated  March  5,  1861. — The  breaking  slats  are  arranged  on  the  surface  of 
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the  cjlinder  parallel  with  its  axis,  and  are  each  half  as  long  as  the  cjlindcr,  the  slats  at  one 
end  being  placed  opposite  the  spaces  between  those  of  the  other  end,  so  as  to  operate  alternately 
upon  the  stalks  as  tney  are  feu  from  the  rollers.  Over  these  slats  are  arranged,  longitudinally 
with  the  axis  of  the  cylinder,  swords  or  short  splitters  in  a  manner  corresponding  with  tli^ 
slats,  by  which  means  the  stalks  are  broken  transversely  and  at  the  same  time  split  longi- 
tudinally. 

Claim. — ^The  above-mentioned  arrangement  of  the  swords  or  splitters  h  /#,  and  breaking 
slats  g  gt  upon  the  cylinder  G,  for  the  purposes  shown  and  de8crib<^. 

No.  31,586.— Wm.  R.  Axe,  of  Beloit,  WiB.— Improved  Jtfop-flb/icr.—Patent  dated  March 
5,  1861. — On  the  end  of  a  stick  are  placed  two  removable  jaw-pieces,  one  provided  with  a 
needle-bar,  and  both  adjusted  and  secured  in  concavities  or  bearing  surfaces  in  the  end  of  the 
stick,  by  a  single  thumb-screw. 

Claim, — First,  confining  the  cloth  on  a  needle-bar  c,  formed  on  one  of  the  jaws  a,  in  com- 
bination with  an  interlocking  jaw  b,  the  whole  constructed  and  operating  substantially  as 
described. 

Second,  adjusting  and  securing  the  jaws  a  and  b  in  their  proper  relative  positions  with  each 
other  and  the  handle  by  means  of  a  single  screw  B,  in  combination  with  the  concave  recesses 
1  and  2,  and  correspondingly  convex  shanks,  the  whole  constructed  and  operating  as  de- 
scribed. 

No.  31,587.— Benjamin  Best,  of  Dayton,  Ohio.— For  a  Composition  to  Prevent  the  Pre- 
mature Decay  of  %ree8j  Vines,  8fc. — Patent  dated  March  5,  1861. — The  materials  of  which 
this  composition  consists  are  sperm  oil,  tar,  saleratus,  and  ammonia,  mixed  with  a  barrel  of 
ram-water.  Cotton,  wool,  or  any  other  suitable  material,  may  then  be  saturated  with  the  mix- 
ture and  placed  around  the  tree  near  the  ground. 

Claim. — ^The  compound  mixture  of  the  above  materials  and  its  application  and  use  to  and 
for  trees,  vines,  and  other  growing  vegetation. 

No.  31,588. — Cyrus  Chambers,  jr.,  of  Philadelphia,  Pa. — Improvement  in  Machines 
for  Folding,  Pasting,  and  Cutting  Paper. — Patent  dated  March  5,  1861. — Tliis  invention 
consists  of  a  series  of  devices  for  folding,  pasting,  and  trimming  the  heads  and  edges  of 
books  or  pamphlets  alone  continuous  operation 

Claim, — ^First,  the  combination  of  the  arms  L  and  M  and  N,  lever  O,  pawl  P,  arm  Q,  and 
treadle  R,  or  equivalent  mechanism,  for  the  purpose  of.  arresting  the  motion  of  the  paster 
wheel  to  prevent  its  coming  in  contact  with  the  paper  when  this  is  not  properly  placed  on  (ho 
machine,  as  described. 

Second,  so  connecting  the  paster  wheel  with  the  first  folding-knife  that  both  can  be  simul- 
taneously arrested  by  the  same  mechanism,  substantially  as  specified. 

Third,  trimming  off  the  heads  or  edges  of  2)amphlots  or  signatures  during  the  process  of 
folding,  substantially  as  set  forth. 

Fourth,  so  regulating  the  position  of  the  cutters  by  means  of  the  stop  that  both  may  be 
simultaneously  adjusted  to  sheets  of  difiercnt  sizes,  as  specified. 

Fifth,  adjusting-  the  end  of  the  folding-blade  to  correspond  with  the  position  of  the  stop 
and  cutters,  as  and  for  the  purpose  described. 

Sixth,  combining  in  one  machine  the  mechanism  for  pasting,  folding,  and  trimming  off  the 
heads  or  edges  of  pamphlets  or  signatures,  substantially  as  specified. 

Seventh,  the  combination  in  a  folding-blade  of  a  serrated  and  curved  or  angular  concave 
^ge  for  the  purpose  of  preventing  the  sheet  from  slipping  on  the  knife,  and  also  to  introduce 
the  edges  of  the  paper  between  the  rollers  slightly  in  advance  of  the  middle,  as  described. 

No.  31,589.— Samuel  Clark,  of  New  York,  N.  Y. —Improvement  in  Tuning-Pins  for  Mu- 
sical Instruments. — Patent  dated  March  5,  1861. — The  pin  is  construcflfed  with  an  enlarge- 
ment at  its  centre,  the  periphery  of  which  is  roughened  or  corrugated,  for  the  purpose  of 
increasing  the  power  of  resistance  to  the  recoiling  strain  of  the  string. 

Claim, — ^A  tuning-pin  for  stringed  instruments,  when  the  same  is  constructed  in  the  manner 
substantiaUy  as  descnbed. 

No.  31,590. — ^B.  COEand  M.  Geon,  of  Dalton,  O. — Improvement  in  Vessels  for  Evaporating 
Saccharine  Juices, — ^Patent  dated  March  5,  1861. — ^The  inside  wall  of  the  furnace  Is  protected 
by  movable  fluted  cast-iron  plates  standing  in  an  oblique  position  along  the  sides,  so  as  to 
allow  a  passa^  for  a  current  of  air  which  enters  holes  in  front.  The  bock  port  of  the  furnace 
rests  upon  a  bar  or  pivot  supported  by  two  posts,  and  to  the  firont  part  is  attached  a  shait 
provided  with  pinions  moving  in  a  segment,  by  which  means  the  ends  of  the  furnace 
and  pan  may  be  raised  and  lowered,  so  as  to  cause  the  fluid  in  the  pan  to  move  fast  or  slow, 
as  may  be  desired,  in  evaporating  the  juice. 

Claim. — ^The  evaporator,  in  combination  with  the  protectors  to  the  furnace,  as  shown  in  Fig. 
3,  the  shaft  B,  the  pinions  b  b,  the  segments  c  c,  the  sliding  loops  E  £,  the  ratchet  wheel  A, 
lock  d,  and  the  pivot  D,  as  shown  in  Fig.  1,  as  described  and  for  the  purpose  set  forth. 
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No.  31,591.— E.  Davis  and  Alonzo  Palmer,  of  Hudson,  Wivh.^ hnprovement  in  Grain' 
Separator*.— Patent  datod  March  5,  1861.— A  section  of  the  fan-case  is  made  to  slide,  and, 
opening  into  the  fan-case  at  the  head  of  the  shoe,  is  a  ti^p-door,  which  is  kept  closed  by  a 
spring,  and  raised  and  adjusted  by  means  of  a  strap.  The  shoe  is  hung  at  one  end  by 
straps,  the  other  end  being  provided  with  a  spring-bar  resting  upon  rollers.  By  means  of 
the  connecting  rods  and  a  cross-bar  a  lateral  and  longitudiniu,  and  at  the  same  time  a  par- 
tially circular,  motion  is  given  to  the  shoe. 

claim, — The  employment,  in  connexion  with  the  shoe,  of  the  connecting  rod  a,  the  spring 
d,  the  rod  e,  attached  eccentrically  to  the  fan-shaft  pull^  G,  the  bar  F,  and  the  rod  t,  when 
arranged  as  shown,  by  means  of  which  a  lateral  and  longitudinal,  and  at  the  same  time  a 
partially  circular,  motion  is  communicated  to  said  shoe,  substantially  as  set  forth. 

Second,  the  arrangement  of  the  sliding  section  H  of  the  fan-case  with  the  trap-door  I, 
spring  m  and  strap  «,  for  the  purpose  of  directing  andHegulating  the  drwight  at  the  head  of 
the  shoe,  substantially  as  set  fortL 

No.  31,592.— W.  E.  Doubledat  and  S.  H.  Lyon,  of  Brooklyn,  N.  Y.^Improved  Du 
far  Pressing  /fat».— Patent  dated  March  5, 1861  .—This  invention  consists  in  fitting  the  inner 
die  so  as  tolje  raised  or  lowered  in  the  brim  die,  and  also  in  fitting  the  tip  die  so  as  to  be 
adjustable  accordingly  in  the  outer  die,  thereby  enabling  dies  to  be  adapted  to  the  varying 
circumlerenco,  so  that  hats  of  any  size  or  height  of  crown  may  be  pressed. 

Claim, — ^The  crown  die  6,  fitted  to  bo  raised  or  lowered  in  the  bnm  die  a,  for  the  purposes 
and  as  set  forth. 

And,  in  combination  with  tho  adjustable  crown  die  6,  the  adjustable  ^p  die /in  the  die*, 
for  the  purposes  and  as  specified. 

No.  31,593.— Daniel  Fleming,  of  Brooklyn,  N.  Y,— Improved  BrusA.— Patent  dated 
March  5,  1861. — ^The  ends  of  the  bristles  are  confined  around  the  brush  handle  by  a  metal 
ring  and  cemented  in  tho  usual  manner.  A  cap,  with  an  annular  groove  and  female  screw 
cut  in  it,  is  then  forcibly  screwed  upon  the  handle  and  imbedded  in  the  soft  cement 

Claim. — The  screw-cap  D,  or  its  equivalent,  combined  with  a  brush,  essentially  as  and  for 
the  purposes  described. 

No.  31,594.— G.  W.  T.  Grant,  of  Winona  county,  'Minn,^ Improrement  in  Picket 
Fences. — Patent  dated  March  5, 1861. — The  claim  and  engraving  will  explain  the  nature  and 
object  of  this  invention. 

Claim. — The  construction  of  a  ()icket  fence  with  only  one  rail  to  the  panel,  having  the 
ra^ls  supported  on  the  shouldered  pickets,  and  being  placed  at  a  sufficient  angle  with  each 
other,  consecutively,  to  give  the  necessary  strength  to  the  fence  to  resist  lateralpressure,  the 
pickets  fitting  loosely  in  the  holes  of  tho  rails,  and  the  lower  ends  of  the  pickets  sunk  suffi- 
ciently into  the  earth  to  prevent  them  from  being  moved  laterally  out  of  place,  all  in  the 
manner  and  for  tho  purpose  set  forth  and  described. 

No.  31,595.— John  Griffin,  of  Louisville,  Kj.— Improved  Mode  of  Regulating  the  Speed 
of  Vehicles  moved  by  Mechanical  Potrcr.— Patent  dated  March  5,  1861.— This  invention  is 
designed  more  especially  to  be  applied  to  steam  carriages  in  connexion  with  cotton-picking 
devices,  \yhen  a  rapid  movement,  as  in  travelling  from  place  to  place,  is  required,  motion 
is  communicated  directly  to  the  axles  by  means  of  connecting  rods  K  K  attached  to  the  walk- 
ing beams;  but  when  a  slower  movement  is  desirable,  as  when  at  work,  the  connecting  rods 
K  are  detached  from  tho  axles,  when  the  connecting  rods  M  M,  also  attachc^l  to  the  wSking 
beams,  are  made  to  operate  toothetl  wheels  on  the  ends  of  the  axles  by  means  of  a  worm 
screw,  an  upright  shaft,  and  bevelled  gear-,wheel8,  attached  to  the  platform. 

Claim. — The  arrangement  of  the  two  connecting  rods  K  M,  attached  respectively  to  tho 
cranks  L  N  of  the«axies  D  and  shafts  O,  the  latter,  when  in  use,  being  connected  with  the 
axles  by  the  gearing  ^  A  Q,  substantially  as  and  for  the  purpose  set  forth. 

No  31,596.— John  Griffin,  of  Louisville,  Ky. — Improvement  in  Cotton-Pickers.^VBUmi 
dated  March  5,  1861. — ^A  perforated  metal  tube  A,  having  a  flaring  end-piece  at  one  end  and 
a  valve  at  the  opposite  end,  constructed  of  India-rubber,  provided  with  springs  to  keep  the 
valve  gently  closed,  is  fitted  within  a  tube  D,  the  latter  being  Attached  to  a  flexible  tube 
which  conducts  the  cotton  into  the  receiver.  To  tho  outer  tulS  is  attached  a  vent-pipe  con- 
necting with  a  cylinder,  provided  with  a  double-acting  valve  which  connects  with  a  suction 
tube,  and  when  open  admits  of  suction  iil  the  tube  A,  which  draws  the  cotton  boll  from  the 
stalk  and  forces  it  through  the  elastic  valve.  When  the  double-acting  valve  is  closed,  com 
munication  between  the  tubes  is  cut  off,  and  a  saving  effected  in  the  suction-producing  power. 

Claim. — ^The  arrangement  of  the  tubes  A  D,  cyhnder  £,  and  valves  c  F,  substantially  as 
and  for  the  purposes  set  forth. 

No.  31,597. — D.  D.  Hardy  and  J.  J.  Morris,  of  Cincinnati,  O. — Improvement  in  Rotary 
Pumps. — Patent  dated  March  5,  1861. — The  interior  of  tho  pump-case  is  formed  into  two 
cylindrically-shaped  chambers,  so  arranged  as  to  leave  between  them  two  central  inner  tongues 
or  projections.    The  larger  semi-cylinarical  parts  of  the  pistons  are  eqaal  in  diameter  to 


Digiti 


zed  by  Google 


COMMISSIONER    OF   PATENTS.  215 

the  parts  of  the  chamber  in  which  they  are  placed,  and  the  periphery  of  the  larger  part  of 
one  cylinder  works  in  contact  with  the  periphery  of  the  smaller  part  of  the  other,  so  that  a 
continuous  stream  is  forced  up  as  the  piston  rotates. 

Claim. — ^The  employment  of  the  rotary  pistons  B  B',  formed  of  two  semi-cylindrical  cylin- 
ders of  different  diameters,  in  combination  with  the  two  central  inner  tongues  or  projections 
D  D'  of  the  case  A,  substantially  as  shown  and  described. 

No.  31,598.— John  Hastings  and  L.  P.  Ganttor,  of  San  Francisco,  Cal.— /wi;>rore- 
Tnent  in  the  Process  of  treating  Gold  and  Silver  Ores. — ^Patent  dated  March  5,  1861. — The 
claim  explains  the  nature  of  this  Invention.  For  a  description  of  the  process  the  specifica- 
tion must  be  referred  to. 

Claim. — The  manner  of  extracting  gold  and  silver  from  their  ores  by  the  use,  in  the  manner 
set  forth,  of  chloride  of  copper,  whether  prepared  in  the  manner  described  or  by  any  other 
means. 

No.  31,599.--0.  E.  Hayes,  of  Buffalo,  N.  Y.— Improved  Apparatus  for  Vulcanizing 
Caoutchouc. — Patent  dated  March  5, 1861. — ^The  method  of  constructing  and  using  the  vessel 
as  claimed  is  designed  to  dispense  with  water  within  the  vulcanizing  vessel  as  a  heating 
medium,  as  heretofore  used,  other  than  that  in  combination  with  the  plastic  mould,  and  also 
requu-es  less  heat.  A  mercury  chamber  is  formed  in  the  upper  section,  so  that  the  degrees  of 
heat  may  be  correctly  indicated,  and  the  dang^  and  inconvenience  of  placing  the  bulb  within 
a  steam  chamber  avoided.  A  narrow  ring,  in  which  the  mould  is  placed,  is  used  for  the  pur- 
pose of  faciKtating  the  removal  of  the  plaste^  from  the  vulcanizing  vessel.     * 

Claim. — First,  so  constructing  and  using  a  vulcanizing  vessel  with  a  flattened  bottom  as 
that  the  plaster  mould  containing  the  rubber  compound  shall  lie  in  contact  with  the  inside  of 
the  lower  part  of  the  yessel,  so  that  the  heat  from  the  lamp  or  other  heating  body  shall  be 
applied  directly  to  that  part  of  the  vessel  upon  which  the  moidd  lies,  for  the  purposes  and  sub- 
•tantialiy  as  set  forth. 

Second,  a  mercury  chamber  formed  in  the  upper  section,  the  same  being  constructed  and 
arranged  with  the  thermometer  substantially  as  set  forth. 

Third,  the  opening  c,  in  combination  with  the  bottom  A,  band  D,  and  cover  E,  substan- 
tially as  described. 

No.  31,600.— J.  S.  HooTON,  of  New  Carlisle,  Jnd.— Improved  Condenser  and  Water-Heater 
for  Steam  Engines. — Patent  dated  March  5, 1861. — This  invention  consists  in  so  commingling 
the  water  in  the  form  of  spray,  shower,  &c. ,  with  the  exhaust  steam  from  an  engine,  that  a 
considerable  portion  of  said  steam  is  condensed  and  unites  with  the  crude  water  from  the  well 
or  cistern,  and  at  the  same  time  raising  the  temperature  of  the  fced-wator  to  nearly  the  boil- 
ing point,  thus  saving  fuel,  and  also  using  much  condensed  steam  or  distilled  water,  whereby 
less  incrustation  of  the  boilers  takes  place. 

Claim, — ^The  arrangement  of  the  induction  and  eduction  pipes  A  and  B,  the  induction  and 
eduction  pipes  I  and  O,  the  waste-water  pipe  S,  and  the  alternating  opposite  plates  or  shelves 
X  X  with  each  other,  and  with  the  vertical  dox  or  tube  of  the  apparatus,  when  the  said  plates 
or  shelves  are  placed  at  such  distances  from  each  other  that  the  water  can  be  made  to  tall  in 
succession  from  one  shelf  to  another  in  broadly  expanded  and  thin  sheets,  and,  whilst  thus 
falling,  be  acte4  upon  by  the  ascending  steam  witlmi  the  apparatus,  in  the  manner  set  forth. 

No.  31,601. — J.  W.  Ho^vX.E'^T,  of  Greensboro*,  N.  C. — Improvement  in  Setting  Machines. — 
Patent  dated  March  5,  1861. — On  the  top  of  the  upper  needle-arm  is  arranged  a  bent  spring 
upon  a  pivot,  which  can  be  pressed  together  by  a  clamp  nut  on  the  screw  end  of  the  pivot 
The  outer  ends  of  the  spring  aio  dovetailed,  so  as  to  receive  two  plates  of  glass,  between 
which  the  upper  thread  passes.  A  rod,  extending  between  the  forked  ends  of  a  projection 
'  under  the  platibrm,  is  provided  with  a  tapering  face,  and  is  so  arranged,  in  relation  to  the 
lower  or  horizontal  neeale,  that  the  latter,  as  it  advances,  meets  the  tapering  end  of  the  rod, 
and  presses  the  face  U  slightly  back  against  the  spring  1^,  so  that  the  loop  of  the  lower  needle 
Is  thrown  foiward,  and  the  vertical  needle,  as  it  descends,  is  made  to  pass  entirely  through 
said  loop,  thus  avoiding  any  liability  of  a  drop  stitch. 

Claim, — First,  producing  the  necessaiy  tension  of  the  upper  needle  thread  N',  by  passing 
it  between  two  glass  plates  M'  M',  held  in  dovetail  slots  at  tlie  end  of  a  bent  spring  J,  when 
this  spring  is  combined  with  an  adjustable  clamp  screw  L',  substantially  as  and  for  the  pur- 
poses set  forth. 

Second,  making  the  tension  plates  of  glass,  substantially  as  and  for  the  purposes  set  forth. 

Third,  the  arrangement  of  a  rod  W,  with  a  tapering  face  U  V,  and  spiral  spnng  Y,  in  com- 
bination with  a  vertical  and  horizontal  reciprocating  needle,  substantially  as  and  for  the  pui- 
poses  set  forth. 

No.  31,602. — JosiAH  Howell,  of  Sacramento,  Cal. — Improvement  in  Hemming-Guides. — 
Patent  dated  March  5, 1861. — ^Attached  to  the  bottom  plate  A  of  the  hammer  is  the  cimred  side 
of  a  flattened  taper  tube,  by  which  the  outer  fold  of  the  hem  is  turned.  Upon  the  upper  plate 
D  is  formed  the  upper  flat  portion  of  the  tube  and  the  covered  side  thereof,  by  which  the 
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inner  fold  of  the  bem  b  tnroed.    The  parte  are  coxmected  W  means  of  a  sliding  bar,  which 
admits  of  adjustment  of  the  plates  for  nems  of  different  widths. 

Claim. — The  diTision  of  tbe  tube  in  three  parts  a  d  and  b  c,  of  which  the  two  k>wer  parts 
a  and  d  are  connected  together  by  a  bar  F,  passing  over  the  plate  D,  of  which  tbe  upper  po> 
tiou  b  c  forms  part,  the  %vliole  arranged  and  applied  substantiallj  as  set  forth. 

No.  31,003.— R.  M.  Hughes,  of  Pleasant  Grove,  Pa. — Improvement  in  Railroad  Car 
Couplinf^.—  Patent  dated  March  5,  1801. — The  claim  and  engraving  will  explain  the  natara 
and  object  of  this  invention. 

Claim. — A  "Ar  coupling  consisting  of  a  link  and  pin  combined  in  one  piece  and  pivoted  or 
swung  near  th<^  middle,  one  end  serving  as  a  link  and  the  other  as  a  catch,  so  constructed  and 
arranged  as  to  be  self-coupling  and  detachable  by  means  of  a  lever  or  other  equivalent  device^ 
substantially  as  described. 

No.  31,604.— J.  L.  Hyde,  of  Now  York,  N.  Y. — Improvement  in  Setting  Machines. — Patent 
dated  March  5,  1861. — The  foot-frame  is  open  at  one  end,  so  that  the  two  sides  form  jaws 
provided  with  grooves,  into  which  the  foot-plate  is  inserted. 

Claim. — Tbe  combination  of  a  foot-plate  with  the  shank  of  the  presser  foot  by  means  of  a 
foot-frame  open  at  one  side,  so  as  to  permit  the  introduction  of  the  loot-plate  edgewise  therein^ 
substantially  as  described. 

No.  3 J, ea'*.— George  Ives,  of  Detroit,  Mich.-'Improved  Wood-Saw  Horse— Patent  dated 
March  5,  1861. — ^This  invention  consists  in  attaching  to  a  common  saw-horse  a  pivoted  pedal, 
to  which  is  sectlred  a  hooked  rod  for  the  purpose  of  holding  the  stick  of  wood  upon  the  uorso, 
instead  of  using  the  knee,  as  is  U8ual.  A  spring  is  used  for  elevating  the  pedal  to  throw  the 
hook  out  of  the  way  when  putting  on  the  wood. 

Claim. — The  application  to  saw-horses  of  a  pedal  with  hook  and  spring  attached,  for  the 
purposes  mentioned,  namely,  the  better  means  of  making  firm  and  holding  secure  in  its  place  ' 
any  stick  of  wood  or  other  articles  .to  be  sawn,  using  for  such  pui-poso  any  style  of  hook  and 
means  of  turning  the  same,  or  any  kind  of  spring  that  will  produce,  by  the  aid  of  the  pedal 
or  otherwise,"  the  intended  effect. 

No.  31,606. — JosLAil  James,  of  Ogdetisburg,  N.  Y. — Improvement  in  Mechanical  Move- 
ments.— Patent  dated  March  5,  1861. — ^I'ho  joint  is  so  constructed  that  one  end  of  the  walking 
beam,  being  inserted  in  a  balance-wheel  having  a  rotary  motion,  the  opposite  end  has  a 
reciprocating  vertical  movement,  so  that  the  propelling  power  may  be  applied  at  the  end  of 
cither  section  as  may  be  desirable. 

Claim. — The  joint  wafliing  beam  as  shown  in  Fig.  1,  consisting  of  the  jaws  or  upper  and 
lower  portions  of  joint,  tti  shown  in  A  A'  and  A'',  the  end  of  the  lover  or  other  portions  of  the 
joints,  as  shown  in  B  B'  and  B",  together  with  the  pin  C. 

Also,  the  joint  placed  at  the  point  where  the  walking  beam  is  poised,  to  give  a  compound 
or  rotary  motion  to  the  end  of  the  walking  beam,  inserted  in  the  fly  or  balance  wheel  E.* 

No.  31,607. — Matiiaus  Kaefer,  of  Fuctoryville,  N.  Y. — Improvement  in  Transmitting 
Motion. — Patent  dated  March  5,  1861. — The  fly-wheel  shaft  is  hung  in  the  ends  of  two  arms 
or  pendants,  which  swing  on  a  rock  shaft  in  such  a  manner  that  the  fly-wheel  shaft,  with  its 
connexions,  oscillates  in  an  arc  described.around  the  centre  of  the  rock-shaft,  and  the  friction 
created  by  the  oscillating  or  reciprocating  motion  of  the  fly-wheel  and  fly-wheel  shaft  is 
thrown  on  the  journals  ot  the  rock-shaft,  by  which  means  loss  by  friction  is  diminished,  and 
the  driving  belt  retains  a  uniform  tension. 

Claim. — The  arrangement  of  the  shaft  A,  guide-rods  E  E,  and  flv-wheel  B,  with  the  arms 
F  F,  and  rock-shaft  6,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,608. — Jacob  KleiBER,  of  Memphis,  Tenn. — Improvement  in  Swimming  Propel' 
lers. — Patent  dated  March  5,  1861. — ^This  device  is  designed  to  be  attached  to  the  wrist  by  a  * 
strap,  and  while  swimming  the  forward  motion  of  the  hand  tends  to  close  the  frame ;  upon 
drawing  back  the  hand,  the  resistance  of  the  water  causes  the  frame  to  open  and  draw  the 
operator  forward. 

Claim. — The  arrangement  and  combination  of  the  hollow  shank  D,  with  its  flanged  part  H, 
the  rod  E,  and  spiral  spring  /,  when  used  in  connexion  with  the  arms  K,  rods  /,  and  a  water- 
proof covering  A,  the  whole  being  made  and  operated  in  the  maimer  and  for  the  purpose  set 
forth. 

No.  31,609.— W.  A.  Ligutall,  of  New  York,  N.  Y,— Improved  Method  of  Supplying  Water 
to  Steam  Vessels,  for  the  Purpose  of  Condensing  Steam  or  Cooling  Water.^V&teni  dated 
March  5,  1861. — ^This  invention  consists  in  forcing  a  current  of  external  water  through  one 
aperture  in  the  side  of  the  vessel  into  the  condenser  or  cooler,  and  passing  it  from  the  con- 
denser through  another  similar  aperture  by  the  motion  of  the  vessel  as  it  passes  through  the 
water.  The  apertures  are  provided  with  hooded  covers  for  guiding  and  forcing  the  water 
into  the  same. 

CZaim.— The  arrangement  of  the  hoods  D  D',  constructed  as  shown,  in  their  relation  to  the 
C(mdenser  or  cooler  0,  and  the  vessel  A«  as  described  and  for  the  purpose  set  forth. 
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No.  31,610.— R.  Little,  of  Middle  Brancli,  O.— Improved  Device  to  Prevent  Hogs  from 
Booting.— 'T&tent  dated  March  5,  1861.— This  device  is  applied  by  passing  the  sharp  end  of 
the  wire  through  the  hog*8  snout,  and  bending  it  over  the  lower  part 

Claim, — A  device  for  preventing  hogs  from  rooting,  formed  from  a  single  piece  of  wire,  in 
the  manner  described  and  as  fully  shown  in  Fig.  1  ot  the  accompanying  drawings. 

No.  31,611.-6.  B.  Mallette,  of  Millport,  N.  Y.— Improvement  in  Portable  Field  Fences. — 
Patent  dated  March  5,  1861. — This  construction  of  fence  enables  the  stakes  to  be  placed  at 
any  required  inclination  to  each  other  and  to  the  stretcher  bar;  and  the  splice  pieces  when 
decayed  may  be  taken  off  and  new  ones  substituted  without  removing  the  main  portion  of  the 
bar  or  distmbing  the  fence. 

Claim. — ^The  stakes  C  C,  armed  with  the  splice  pieces  e  c,  when  pivoted  to  their  supporting 
stretcher  bar  B,  and  provided  with  the  notches  i  t  in  their  inner  edges  or  sides,  in  combination 
with  the  sections  A  A,  substantially  as  and  for  the  purpose  specified. 

No.  31,612. — Galusha  Maranville,  of  Hampton  Corners,  N.  Y. — Improvement  in  Cal- 
endar Clocks. — Patent  dated  March  5,  1861. — This  invention  consists  in  arranging  below  the 
face  plate,  and  so  as  to  turn  around  the  central  shaft  of  the  clock  movement  and  independ- 
ently of  the  same,  two  disks  or  dials  marked  respectively  with  the  names  of  the  days  of  the 
week  and  of  the  month.  The  dials  require  to  be  properly  set  at  the  commencement  of  each 
month.  A  hand,  operated  by  a  ratchet  wheel,  is  made  to  point  out  the  day  of  the  week  and 
month. 

Claim. — ^The  combination  of  the  independently  adjustable  dials  B  C,  face  plate  A,  and 
hand  D,  the  latter  being  actuated  by  clock  movement,  and  the  whole  arranged  and  adapted 
to  operate  in  connexion,  in  manner  substantially  as  and  for  the  purposes  shown  and  described. 

No.  31,613. — T.  J.  May  ALL,  of  Roxbury,  Mass. — Improvement  in  Brushes. — ^Patent  dated 
March  5,  1861. — ^This  invention  is  explained  by  the  claim  and  engravings. 

Claim. — A  new  mode  of  securing  bristles  or  other  materials  used  in  brushes,  by  fixing  them 
in  a  setting  or  stock  of  India-rubber  or  gutta-percha,  substantially  in  the  manner  described, 
so  that  the  said  bristles  shall  be  firmly  held  in  their  places  and  clasped  by  virtue  of  the  clastic 
force  of  the  Indifi-rubber  or  gutta-percha,  and  their  setting  protected  against  the  action  of 
water  or  other  agents  to  whicn  they  might  be  exposed  in  the  use  of  the  brush. 

No.  31,614. — T.  J  May  ALL,  of  Roxbury,  Mass. — Improvement  in  Water-proof  Hose. — 
Patent  dated  March  5,  1861. — ^The  form  of  the  hose,  as  constructed  in  this  invention,  admits 
of  its  being  conveniently  reeled  fur  transportation. 

Claim. — Forming  a  hose  or  tubing  in  two  flat  pieces  or  sides  of  cloth  or  woven  fabric, 
coated  with  rubber  or  gutta-percha  in  one  or  more  layers  or  thicknesses,  and  united  at  their 
edges  by  sewing,  riveting,  or  otherwise,  substantially  as  set  forth. 

No.  31,615. — F.  J.  lirliLLER,  of  Buford,  €Ja. — Impronement  in  Machinery  for  making 
Rope. — Patent  dated  March  5,  1861. — The  platform  is  made  in  two  parts  hinged  together, 
upon  which  are  placed  a  sliding  and  stationary  frame  which  support  the  gear-wheel  shafts. 
A  self-adjusting  grooved  twist-regulator  is  placed  at  the  junction  of  the  strands,  and  is 
pressed  backwards  as  the  strands  twist  together. 

Claim. — The  combination  of  the  folding  platform  A  and  sliding  frame  C,  with  its  wheels 
1 1',  with  the  stationary  frame  C,  with  its  wheels  II  G  G  G,  and  grooved  self-adjusting  regu- 
lator D,  aiTanged  for  operation  as  and  for  the  purposes  set  forth. 

No.  31,616. — E.  J.  Y  Patrullo,  of  Yucatan,  Mexico. — Improvement  in  Machines  for 
Dressing  the  Leaves  oftlie  Agave  Plant. — Patent  dated  March  5,  1861. — The  beaters  consist 
of  wedge-shaped  pieces  of  steel  or  other  suitable  matoiial  extending  across  the  face  of  the 
drum,  tlieir  edges  being  alternately  smooth  and  notched  or  comb-edged,  for  the  pm-pose  of 
separating  the  fibres  and  scraping  off  the  fleshy  parts  adhering  to  the  fibres. 

Claim. — The  described  aiTangement  of  alternate  comb-edged  and  smooth-edged  beaters  B 
B',  on  the  circumlerence  of  a  rotary  drum  A.  in  combination  with  feed-rollers  D  D'  and*with 
an  adjustable  hinged  apron  F,  constructed  and  operating  in  the  manner  and  for  the  purpose 
set  forth. 

No.  31,617. — ^Francis  Peabody,  of  Salem,  Mass. — Improvement  in  Looms. — Patent  dated 
March  5,  1861. — ^The  dents  of  the  reed  are  each  provided  with  a  projection  whose  lower  edge 
is  arranged  over  the  race-beam  at  an  acute  angle  with  the  front  bearing  edge  of  the  dent,  so 
that  the  shuttle  will  be  prevented  from  rising  upward  and  kept  close  to  the  reed.  The  pro- 
jections are  arranged  so  as  to  extend  over  or  alongside  the  path  of  the  shuttle  in  such  a  man- 
ner as  to  prevent  the  shuttle  from  deviating  from  its  proper  course,  and  the  several  projections 
are  so  arranged  as  to  leave  a  space  between  each  two  of  them  in  order  that  the  two  warp 
threads  which  are  to  he  crossed  in  fiUing  may  extend  and  work  between  them  as  well  as  be- 
tween the  dents  of  the  reed.  The  shuttle  is  constructed  with  its  mouth  inclined  to  the  base, 
the  upper  part  being  made  with  an  inclined  lip  so  as  to  work  under  the  projections  of  the 
bevelled  dents.    The  front  of  each  shuttle-box  is  made  open,  and  to  each  box  is  applied  a 
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brake  or  stopper  so  aa  to  extend  over  the  race-beam,  it  beinff  made  to  woi^  in  the  plane  of 
the  lay  and  to  be  pressed  downward  by  a  spring  suitably  applied  to  it. 

Claim. — In  combination  with  the  reed  and  race  beam  of  a  loom,  a  series  of  projection* 
extending  from  the  reed  and  over  the  race-beam  in  such  a  manner  as  not  only  to  operate 
wiiiie  the  shuttle  is  being  driven  longitudinally  across  the  race-beam  in  maintainmg  the  said 
shuiilo  in  its  proper  path  relatively  to  the  race-beam  or  the  reed,  or  both,  but  to  allow  the 
waijvs  to  extend  and  work  between  the  said  projections,  substantially  as  specified. 

Also,  the  improved  arrangement  of  each  spring  stopper  of  the  race-l)eam  relatively  to  tb« 
upp*M  smface  of  the  said  race-beam,  viz.,  in  manner  ana  so  as  to  press  the  shuttle  down  upon 
the  sjiid  surface,  sulj.stantially  as  described. 

Also,  the  improved  mode  of  constructing  the  shuttle,  viz.,  with  its  mouth  inclined  relatively 
to  the  base,  and  provided  witli  the  retaining  lip  or  its  equivalent  arranged  at  its  upper  edgo, 
suhstauiiaily  as  and  for  the  purpose  specilicd. 

No.  31,618.— J.  M.  Perkins,  of  Cleveland,  ^^Improvement  in  Water  EUrators. — 
Patent  dated  March  5,  JH(31. — ^Two  buckets  are  connected  by  a  rope  or  chain  to  a  windlas* 
in  such  a  way  that  ouo  bucket  will  rise  as  the  other  falls.  A  spout,  provided  with  cui-ved 
rods  acting  as  stops,  serves  to  tilt  the  elevated  bucket  at  the  proper  time  and  discharge  its  con- 
tent.-- into  the  spout. 

Via  tin. — The  buckets  E  E  attached  to  the  windlass  B,  as  shown,  and  provided  with  the 
nMtssos  d.  in  connexion  with  the  spout  F,  provided  with  the  curved  rods  or  hooks  G,  ar- 
ranged in  such  relation  with  the  buckets  to  operate  as  and  for  the  purpose  set  forth. 

No.  31,619.— Charles  Perley,  of  New  York,  N.  Y.— -Improved  Ship's  Capstan.— Vtitcnt 
daied  March  5, 181)1. — ^This  invention  consists  in  fitting  the  capstan  barrel  with  two  nests  of 
balls,  in  such  a  manner  that  the  sidewise  strain  from  a  ropo  or  chain  is  taken  upon  balls  be- 
tween the  capslau  baiTel  and  the  spindle  upon  which  it  turns. 

( '(aim. — The  capstan  or  other  barrel  for  ropos  or  chains,  provided  with  the  circular  wo^^ntm 
1  and  3,  receiving  the  nests  of  balls  2  and  4,  in  the  manner  and  for  the  purposes  speciiiixl. 

No.  31,6*J0. — John  Porter,  of  Jeflierson,  Texas. — Improved  Steam  Boiler. — Patent  dat^ 
March  5,  18(>1. — ^The  detachable  fire-box  is  made  of  boiler  plate  and  double,  so  as  to  contain 
a  \\  ater  space  in  every  part.  The  front  pait  of  the  box  and  the  fire-bridge  are  both  upright,  and 
hollowed  out  for  the  reception  of  the  body  of  the  boiler,  and  the  sides,  which  extend  upward 
to  nearly  the  level  of  the  top  of  the  boiler,  are  curved  to  correspond  with  the  boiler,  spaces 
bei  ng  left  between  the  two. 

Claim. — ^The  detachable  fire-box  constructed  of  the  form  and  applied  in  combination  with 
the  body  of  the  boiler,  substantially  as  described. 

No.  31,621.— Charles  Potter,  jr.,  of  Wosterley,  R.  I,— Improvement  tn  Printing 
Presses. — Patent  dated  March  5,  1861. — On  each  end  of  the  power  shall  are  crank-pins  con- 
nected by  rods  to  corresponding  pins  on  the  sides  of  the  platen  P,  which  is  hung  ho  as  to 
vibrato  on  the  oscillating  shaft  S.  The  said  rods  are  of  such  a  length  and  the  crank-pins  ave 
so  located  that  the  bed  £  is  brought  into  contact  with  the  lace  of  the  form  at  each  revolution 
ol  the  shall  D. 

Claim. — The  combination  of  the  oscillating  platen  and  bed  connected  and  operated  as  de- 
•cribtKl,  when  the  former  is  provided  with  a  pin  and  the  hitter  with  a  corresponding  socket, 
operating  together  substantially  in  the  Bionnor  shown,  for  the  purpose  of  securing  an  accurate 
register  and  preventing  slur,  as  described. 

No.  31,622.— J.  N.  Power,  of  New  York,  N.  Y.— Improved  Method  of  Jointing  Telegrmk 
Connectors. — Patent  dated  March  5,1861. — The  object  of  this  invention,  as  set  forth  in  the 
el  aim,  is  to  apply  the  gutta-percha  in  such  a  manner  as  to  prevent  the  enclosure  of  any  water 
in  the  joint. 

Claim. — In  joining  telegraph  cables,  the  use  of  a  sheet  gutta-percha  wrapper  covered  wkh 
India-rubber  cement,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,623.— S.  S.  PUTMAN,  of  Dorchester,  Mass.— Improved  Curtain  Ftz<«r«.— Patent 
dated  March  5,  1861. — The  roUing  motion  of  the  journal  on  which  the  roll  is  hung  is  used  to 
carry  the  spool,  or  a  ratchet  connected  therewith,  into  contact  with  a  stop  which  will  hold 
the  curtain  in  position,  whilst  a  slight  tension  applied  to  the  cord  which  operates  the  roll  is 
sufficient  to  ki«p  the  spool  or  its  ratchet  from  contact  with  the  stop  when  lowering  the  curtam. 

Claim. — ^A  curtain  fixture  consisting  of  the  bracket  6,  with  its  slot/ and  roll  C,  the  journal 
i  of  which,  by  rolling  along  on  the  bottom  edgejof  the  slo^  carries  the  roll  or  its  spool  inte 
eoutact  witb  a  stationary  stop,  substantially  as  set  forth. 

Kg.  31,624.— D.  F.  Randall,  of  Hartford,  Conn.^ImwrQvemtnt  in  TaUing  Fram^e^— 
Patent  dated  March  5,  1861. — ^This  invention  consists  ot  a  frame  having  any  convenient 
number  of  prqjectiug  pins  over  which  the  thread  is  passed  and  Be<»ued  in  a  proper  manner, 
§0  that  the  loopfl  may  Itf^fonned  en  the  thzeads  Wtween  tht  tvro  upper  pins  ua  makin^iihat 
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class  of  trimmings  ealled  scalloped  edging.    The  frame  maj  be  secured  to  a  table  by  a  screiw 
damp.  ' 

Claim, — ^As  a  new  article  of  manufacture,  the  tatting  frame  described. 

No.  31,625. — C.  B.  Kichards,  of  Brooklyn,  N.  T. — hnprovement  in  Sewing  Machines^^ 
Patent  dated  March  5,  1861. — The  rotation  of  the  crank-pin  causes  the  shuttle  s  point  to  ap- 
proach the  needle,  which  rises  slowly,  throwing  out  a  loop,  through  which  the  shuttle  th«B 
shoots,  during  which  time  the  needle  nearly  passes  the  pm  «,  being  pushed  down  into  the 
sIow>moving  part  of  the  lever  B,  near  which  it  lingers  for  some  time,  on  account  of  the  craiik 
then  bein£^  on  its  **dead  centre*'  relatively  to  the  pin.  After  the  shuttle  has  passed  througli 
the  loop  the  needle  rises  quickly,  and  descends  without  retardation. 

Claim, — ^The  employment  of  a  rocking  shuttle-driving  lever,  operated  by  a  crank  amI 
slide,  or  their  equivalents,  in  the  manner  set  forth,  in  combination  with  a  pin,  or  its  equiva- 
kMit,  attached  to  said  slide,  and  driving  the  needle-arm  substantially  in  the  manner  described. 

No.  31,626. — ^F.  B.  Richards,  of  Boston,  Mass. — Improvement  in  Enema  Syringes,'-^ 
Patent  dated  March  5,  1861. — The  flexible  tube  or  pipe  has  a  lateral  perforation,  into  whidi 
passes  the  metallic  connexion  E,  on  which  the  bulb  is  fixed.  This  connexion  is  formed  •£ 
two  parts  joined  together  by  a  male  or  female  screw,  on  one  of  which  is  a  shoulder,  agaiavt 
which  is  pressed  and  held  secure  by  the  other  screw  the  part  of  tube  about  the  perforation. 

Claim. — The  new  and  improved  bulb  and  tube  connexion,  as  made  in  two  sepai'ate  tubular 
parts  b  c,  and  respectively  inserted  in  or  applied  to  the  elastic  bulb  and  the  tube  or  connexioti 
of  the  valve-obambers,  and  so  as  to  operate  therewith  or  connect  the  bulb  and  valve-chaM- 
bers,  substanl^y  in  the  manner  and  for  the  purpose  described. 

No.  31,627. — J.  R.  Robinson,  of  Boston*  Mass. — Improvement  in  Steam-Boiler  Fur- 
naces.— Patent  dated  March  5,  1861. — ^Across  the  fire-box,  and  even  with  the  top  of  tl>e 
bridge,  is  thrown  an  arch,  extending  from  the  bridge  back  to  the  wall  E,  near  the  front  tube- 
sheet.  This  arch  is  provided  with  openingps,  airanged  at  the  sides  of  the  box,  for  the  admis- 
sion of  the  gases  of  combustion  to  tne  mixing  chamber.  Opening  from  the  space  above  tJie 
arch  into  the  mixing  chamber  is  a  trunk,  by  means  of  which  the  fighter  gases  are  preventei 
from  accumulating  m  the  upper  part  of  the  fire-chamber  out  of  the  circulation. 

Claim. — ^The  ^as-mixing  chamber  B,  constructed  in  rear  of  the  bridge  C,  with  a  covering 
arch  F  and  opemngs  <i  ^  in  the  said  arch,  substantially  as  specified. 

And,  in  combination  with  the  chamber  B,  constructed  as  described,  the  trunk  e,  elevatvd 
above  the  said  arch  for  the  receptiofi  of  the  lighter  gases,  substantially  as  specified. 

No.  31,628. — J.  M.  Rose,  of  New  York,  N.  Y. — Improvement  in  Sewing  Machines. — 
Patent  dated  March  5,  1861. — This  invention' relates  to  such  a  modification  of  the  common 
sewing  machine  as  to  enable  the  operator  to  work  a  button-hole  in  cloth  with  the  ordinary 
hand-sewing  button-hole  stitch  made  with  a  single  thread.  The  device  can  be  readily 
attached  to  many  of  the  machines  now  in  use. 

Claim. — ^First,  a  needle  with  a  globular  head  6,  wheel  c,  and  hooks  d,  constructed  and 
arranged  us  described,  and  for  the  purpose  stated. 

Second,  the  clamp/,  with  the  sheet  of  rubber  contained  therein,  when  used  for  the  purpose 
of  giving  rotation  to  the  wheel  c,  for  the  purpose  set  forth. 

Third,  the  arm  i,  in  combination  with  the  needle  a  and  wheel  c,  when  used  in  the  manitcr 
and  for  the  purpose  specified. 

Fourth,  the  wheel  c,  with  its  hooks  d,  in  combination  with  the  spring-holder  e  and  head  i, 
for  the  purposes  shown. 

Fifth,  the  spring-holder  e,  with  the  head  b  and  groove  gy  when  used  and  combined  for  tlte 
purpose  of  holding  the  needle  in  place,  and  at  the  same  time  permitting  the  thread  to  pams 
over  the  heeul  b,  and  between  it  ana  the  spring  clamp  e,  in  the  manner  and  for  the  purj^iMe 
shown. 

No.  31,629.— J.  H.  Scott,  of  Millport,  N.  Y. —Improved  Steam  -  Valve.— Piiimt  daled 
March  5,  1861. — The  upper  half  of  the  valve  is  cast  hollow,  with  two  ports  directly  oppiniito 
each  other,  through  which  the  steam  passes  from  the  chamber  Y  to  either  end  of  the  c^iiiidier 
alternately  by  means  of  the  tubes  or  pipes  a  a.  On  the  under  side  of  the  valve  is  the  exlia^wt 
chamber.  The  case  is  cast  in  one  piece,  with  the  cavity  for  the  valve-seat  and  passages  kjr 
the  steam.  The  valve  has  its  hearings  on  two  set  screws  by  means  of  a  strap  B,  to  which 
the  friction'  is  confined. 

Claim. — The  construction  of  the  valve  witli  the  chamber  |f,  ports  o  o,  exhaust  chamber  2^, 
and  stem  R,  as  set  forth,  in  combination  with  the  case  e  c,  feed-pipe  F,  tubes  or  pipes  a  a  aiul  jc, 
lever  r,  set  screws  s  s,  and  strap  B,  the  whole  constructed  and  arranged  substantially  ab  aud 
i'or  the  purposes  described. 

No.  31,630. — John  Seitz,  sr.,  of  Bloom,  Ohio. — Improvement  in  Presses. — ^Patent  da-ted 
March  5^  1861. — ^The  levers  are  attached  io  the  shafts  which  carry  the  disks,  in  any  r&ilial 
position,  by  means  of  pins  made  to  pass  thn»iurh  apertures  in  the  levers  iiato  ootxespouOiug 
perforations  in  the  disks.    The  ianpi  onds  of  ihe  ans  to  which  the  disks  are  ^dunettt; J- ure 
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{)rovidod  with  pinions,  operating  npon  rack-teeth  on  the  follower.  The  outer  ends  of  the 
evers  are  provided  with  boxes  or  frames  for  containing  weights,  hy  which  means  a  con- 
tinual pressure  is  exerted  npon  the  follower  to  press  the  substance  beneath  it. 

Claim. — The  combination  with  the  two  loaded  adjustable  leaders  1 1,  of  the  perforated  disks 
2  a,  upon  the  same  axis  of  motion  as  the  levers,  the  said  disks  and  levers  being  so  combined  and 
attached  as  to  render  the  levers  capable  of  adjustment,  as  described,  and  the  disks  and  levers 
being  upon  the  same  axis  of  motion  as  the  pinions  which  drive  the  follower,  as  described. 

No.  31,031. — Peter  Shearer,  of  Reading,  Pa. — Improved  Apparatus  for  Generating 
Power, — Patent  dated  March  5,  1861. — This  invention  consists  in  the  combination  of  a  heater 
or  heaters  with  a  piston  and  surrounding  cylinder,  connected  npon  both  sides  of  the  piston  to 
said  heater  or  heaters,  and  a  plunger  or  power  piston  enclosed  in  another  cylinder,  connected 
by  a  passage  with  the  end  of  the  lirst-named  cvlinder,  in  which  cold  liquid  is  received  to  be 
pumped  through  the  heater  and  expanded.  With  these  heaters  is  combined,  by  means  of 
passap^es,  an  air-chamber,  provided  with  a  pump  or  pumps  to  provide  the  necessary  supply 
of  iitiuid.  The  fluid  is  caused  to  circulate  through  the  heater,  and  then  return  and  give  out 
its  expansive  efl'ect,  for  the  jpurpose  of  facilitating  the  starting  of  the  machine  by  means  of 
valves  in  the  auxiliary  cylinders  in  connexion  with  the  other  parts.  With  the  dampers  in 
the  flues  and  smoke-stack  is  combined  a  thennometric  regulator,  so  that  when  the  inordinate 
accumulation  of  heat  at  the  heaters  shall  close  the  passage  through  which  the  heat  is  made 
available  a  valve  is  caused  to  open  in  the  smoke-stack  or  flue,  by  which  the  heat  is  made  to 
ascend  without  imparting  its  eflect  upon  the  heaters. 

Claim. — First,  the  combination  of  the  cylinder  E,  piston  31,  piston  8,  and  the  heater  or 
heaters,  substantially  as  described,  the  parts  being  so  constructed  and  arranged  with  reference 
to  each  other  as  to  accomplish  the  result  stated. 

Second,  the  combination  of  the  air-chamber  D  with  the  heater  B,  or  other  suitable  device 
for  heating  fluid  used  for  the  purpose  of  maintaining  proper  and  elastic  pressure  upon  the 
fluid,  as  set  forth,  the  heater  and  air-chamber  being  connected  as  stated,  or  in  any  other 
appro})riate  manner. 

Third,  the  combination  of  the  auxiliary  cylinder  I  and  piston  30  with  the  cylinder  E  and 
piston  iil,  for  the  purpose  of  facilitating  the  process  of  starting  the  machine,  said  pistons 
being  connected  to  each  other,  and  the  cylinder  I  being  provided  with  valves  and  other 
appendages,  substantially  as  described,  and  accomplishing  the  purpose  stated. 

Fourth,  the  combination  of  the  thermometric  regulator  y,  or  its  eauivalent,  with  dampers 
r  and  q,  arranged  in  connexion  with  the  smoke-stack  or  chimney  ana  the  flues,  substantially 
as  described,  tor  the  purpose  stated. 

No.  31,032.— Herman  Shlarbaum,  of  New  York,  N.  Y. —Improvement  in  JVater-Gauges 
for  Steam- Boilers. — Patent  dated  March  5,  1801. — The  object  of  this  invention  is  to  obviate 
the  difliculties  incident  to  the  use  of  stuffing-boxes,  which  involved  many  inconveniences, 
and  resulting  in  the  early  cracking  Of  the  glass  tube. 

Claim. — Connecting  the  glass  tube  thereof  with  the  metallic  parts  by  means  of  India-rubber 
sleeves  or  muflies,  substantially  in  the  manner  as  set  forth. 

No.  31,633. — S.  B.  Shultz,  of  Princeton,  111. — Improved  Shop  Bin,  or  suhstitute  for 
Drniccrs. — Patent  dated  March  5,  1801. — This  invention  consists  in  placing  the  drawer  on 
a  cross-piece  in  such  a  way  that  it  may  be  tilted  outwardly,  and  its  contents  rendered  ac- 
cessible, instead  of  being  drawn  out,  as  usual. 

Claim. — Arranging  or  placing  a  drawer  B  within  its  case  or  box  A  on  a  cross-bar  C,  or  its 
equivalent,  to  admit  of  the  opening  and  closing  of  the  drawer  by  the  tilting  of  the  same,  sub- 
stantially as  set  forth. 

No.  31,034. — ^E.  G.  Stevens,  of  Biddeford,  Me. — Improvement  in  Enema  Syringes. — 
Patent  dated  March  5,  1801. 

Claim. — The  valvular  mechanism  described  for  reversing  the  currents,  consisting  of  the 
valve-seat  case,  with  its  openings  8  S',  the  conical  valve-seat,  with  its  valves  o  f,  as  shown 
in  Figs.  1  and  2,  the  screw  p,  neck  r,  when  used  in  combination  with  the  pipe  B  C  and 
bulb  D,  or  their  equivalent,  substantially  in  the  manner  set  forth  and  specified. 

No.  31,635.— V.  T.  Stuart  and  C.  E.  Stewart,  of  Fayette  county,  Teun.— Improvement 
in  Strav'Cutters. — Patent  dated  March  5,  1861. — ^Tliis  machme  is  designed  to  be  self-feeding, 
by  means  of  a  spring  operating  a  lever  having  at  one  end  a  rope  attached  to  it,  the  oth^r  end 
of  the  rope  being  connected  to  the  rod  of  a  plunger  pressing  against  the  article  to  be  cut. 

Claim. — ^The  arrangement  of  the  plunger  I,  rope  H,  lever  G,  and  spring  F,  when  used  in 
connexion  with  the  cutters  A  A  and  plates  C  and  D  D,  as  and  for  the  purpose  substantially 
as  set  forth. 

No.  31,636.— C.  E.  Toop,  of  New  York,.N.  Y. —Improved  Washing  ilfadbins.— Patent  dated 
March  5,  1861. — ^The  two  side  rails  which  form  the  outside  of  the  reciprocating  bed  are  grooved 
or  corrugated^  so  as  to  tend  to  throw  the  clothes  into  the  centre  of  the  bed. 
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Claim, — ^FiTst,  the  combination  of  the  corrn^ted  bed  1  and  corrngated  washboard  3,  ar- 
ranged aa  described,  with  the  gearing  for  giving  motion  to  said  bed,  the  whole  bcnng  so 
arranged  and  combined  as  to  violently  agitate  the  clothes  at  the  same  time  that  they  are 
gradually  turned  over,  so  as  to  bring  a  different  portion  of  the  mass  successively  in  contact 
with  the  washboard  and  bed. 

Second,  the  combination,  with  the  above-mentioned  devices,  of  the  two  rails  or  side-pieces 
2  2,  corrugated  as  described  and  represented  for  the  purpose  specified. 

No.  31,637. — G.  R.  Walker,  of  Washington,  D.  C. — Improvement  in  Cam-Huskers. — 
Patent  dated  March  5,  1861. — ^The  ears  of  com,  being  placed  on  the  forward  endless  apron, 
are  fed  to  the  receiving  wheel  provided  with  projections,  between  which  the  ears  lie,  the  latter 
being  held  npon  the  wheel  by  an  endless  apron.  The  buts  of  the  ears  are  made  to  press,  by 
means  of  springs,  against  a  grinding-wheel  having  teeth  on  its  surface,  and  so  arranged  as 
to  revolve  in  a  direction  opposite  to  that  of  the  receiving-wheel.  The  ears  are  then  passed 
off  upon  a  hinged  apron,  armed  with  teeth,  to  remove  any  remaining  husks. 

Claim, — First,  the  employment  of  a  grinding-wheel  to  remove  the  buts  of  the  husks,  in 
contradistinction  to  a  wheel  armed  with  cutters,  said  wheel  also  serving  as  a  guard  for  the 
ears  of  com,  substantially  as  described. 

Second,  the  combination  of  the  grinding-wheel  B,  cogged  wheel  A,  and  springs  C,  or 
their  equivalent,  substantially  as  described. 

Third,  the  combination  of  the  endless  apron  L,  wheels  A  and  B,  endless  aprons  D  and  O, 
springs  C,  and  hing[ed  apron  J,  the  whole  being  constructed  and  operated  in  the  manner  and 
lor  the  purpose  set  lorth. 

No.  31,638.— N.  D.  Wetmore,  of  Cleveland,  Ohio. — Improvement  in  the  Mode  of  Preserv- 
ing Butter, — Patent  dated  March  5,  1861. — ^The  object  of  this  invention  is  to  keep  the  butter 
cool,  and  entirely  exclude  it  from  the  action  of  the  atmosphere. 

Claim, — The  mode  of  preserving  butter  by  compressing  it  in  vessels,  and  then  heniieti- 
cally  sealing  the  joints  at  C  and  H,  and  then  encasing  the  whole  with  gypsum  when  in  a 
plastic  state,  all  in  the  manner  and  for  the  purposes  described. 

No.  31,639. — D.  A.  Woodward,  of  Baltimore,  "^d.^ Improvement  in  the  Mode  of  Operat- 
ing the  Reflector  of  a  Solar  Camera, — Patent  dated  March  5,  lb61. — ^This  invention  consists 
in  combining  with  the  pivotal  axis  of  the  mirror  a  short  lever  and  connecting  rod,  so  that  its 
angle  of  incunation  may  be  varied  with  great  accuracy,  and  comparatively  without  force  or 
friction ;  and  with  the  revolving  collar  to  which  the  mirror  is  attached  is  combined  an  adjust- 
able rail,  to  be  spanned  by  a  traverser  on  the  rod  connected  with  the  lever  on  the  side  of  the 
muTor,  by  means  of  which  the  necessary  varying  inchnation  of  the  mirror,  in  its  revolution, 
may  be  regulated  throughout  the  day  at  any  season  of  the  year ;  tod  when  once  set  the  vari- 
ation from  day  to  day  is  easily  adjusted. 

Claim, — First,  the  arrangement  and  combination  of  the  pivotal  axes  of  the  mirror  with 
the  lever  G  and  connecting  rod  U,  for  elevating  or  depressing  the  mirror,  substantially  as 
specified. 

Second,  combining  with  the  revolving  collar  B  the  adjustable  rail  I,  and  its  traverse  e, 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,640.— A  R.  Wyetii,  of  West  Middletown,  F&.—Imj^rovement  in  Tannin^.— Patent 
dated  March  5,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  described  process  for.  tanning  hides  or  skins,  consisting  in  first  soaking  them 
in  a  warm  solution  of  potash  and  salsoda;  then,  after  rinsing,  working,  and  sweating,  sub- 
jecting them  to  the  vapor  of  spent  damp  tan  bark,  damp  horse  dung  and  rotten  wood ;  then 
soak  them  in  a  tanning  liquor  composed  of  bark  solution,  sumach,  divi-divi,  and  alum, 
which  liquor  is  afterwards  strengthened  with  japonica,  glauber  salts,  and  common  salts,  aU 
in  the  manner  and  in  the  proportions  set  forth  and  described  for  the  purpose  specified. 

No.  31,641.— T.  C.  ZULICH,  of  Schuylkill  Haven,  Fa.— Improvement  in  Potato- Diggers. — 
Patent  dated  March  5,  1861. — ^The  inclined  cylindrical  screen  is  made  of  a  coarse  mosh- 
work  of  wires,  and  rotates  upon  a  central  shaft.  Around  this  shaft  is  coiled  a  spiral  or 
screw  conveyer,  which  receives  the  potatoes  at  the  front  end  and  gradually  moves  them 
through  the  cylinder  in  contact  with  tne  screen,  which  allows  the  earth  to  pass  through,  the 
potatoes  being  discharged  in  the  rear. 

Claim, — Combining  >vith  an  inclined  cylindrical  screen  D,  as  described,  the  spiral  or  screw 
conveyer  K,  substantially  as  and  for  the  purposes  described. 

No.  31,642.— J.  E.  Earle,  of  Brooklyn,  N.  Y.,  assignor  to  Himself  and  Samuel  Hatha- 
WAV,  of  New  York,  N.  Y. — Improvement  in  Sewing  Machines. — Patent  dated  March  5,  IHOl. — 
This  invention  consists  in  applying  to  sewing  machines  an  arrangement  of  lever  sjjriiigs 
connecting  directly  or  indirectly  with  the  power  used  in  driving  the  machine,  said  arrange- 
ment being  operated  by  the  thread  in  such  a  manner  that  when  the  thread  breaks  or  becomes 
too  slack  the  power  will  become  disconnected  from  the  machine  without  necessarily  stopping 
the  power,  but  positively  stopping  the  machine  without  the  assistance  of  the  operator. 
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Claim. — The  combination  of  the  needle-ann  a,  pulley-clutch  F,  levers  G,  H,  and  K,  and 
trip  I,  constructed,  arranj^^d,  and  operating  substantially  as  set  forth,  to  disconnect  the 
power  on  the  loosening  of  the  thread. 

No.  31,04:^.— T.  G.  Harold,  of  Brooklyn,  N.  Y.,  assignor  to  Himself  and  G.  I..  Ki;lty, 
of  New  York,  N.  Y. — Improrrd  Curtain  t^uture. — Patent  dated  Maith  5,  Iftfiij. — One  ol  the 
brackets  which  holds  the  curtaiii-rt»lier  has  a  pin  afiixtnl  to  it,  on  which  is  swung  a  curved 
lever  provided  with  a  t^ij>eriiig  l)lockiijg-piece  or  stop.  The  cord  pa.^ses  throujih  a  hole  in 
oiH»  end  of  the  lever,  the  other  end  moving  upon  a  pin  as  a  centre.  The  tapering  blocking- 
piece  is  caused  to  enter  between  two  sides  of  the  spool,  and  jams  so  as  to  prevent  the  spool 
frtmi  turning,  and  is  released  upon  pulling  the  cord  to  raise  or  lower  the  shade. 

Claim. — A  lever  c,  tiUed  upon  a  pin,  and  guided  by  the  spool  on  the  curtain-roller  in  snch 
a  manner  that  the  lever  is  aiwa^vs  kept  in  itjj  correct  position  for  stopping  the  curtain  regard- 
le^>  of  the  position  of  the  spool  relatively  to  the  bracket. 

Also,  arresting  the  movement  of  the  spool  and  curtain  by  a  blocking  piece,  pall,  or  stop 
passing  in  between  and  acting  against  the  sides  of  the  spooL 

No.  :^1,644.— L.  W.  Lathrof  and  L.  B.  Justice,  of  Philadelphia,  Pa.,  assignors  to  L.  W. 
L-\THROP,  atbresaid. — Improvtmrnt  in  Setcing  Maeldnes. — Patent  dated  Match  5,  18(il. — 
'J'lie  claim  and  engraving  will  explain  the  nature  and  object  of  this  invention. 

Claim. — First,  passing  a  loop  ot  needle  thread  over  a  stationary  spool-case  containing  an 
ordinary  spool  by  means  ot  a  continuously-revolving  hooked  ling  adapted  to  receive  the  said 
spool-case,  when  the  latter,  as  well  as  the  ring  and  its  hook,  are  so  constructed  that  the  loop, 
in  passing  over  the  case,  shall  be  free  from  contact  with  the  edge  of  the  case,  as  well  as  with 
the  inside  edge  of  the  ring,  as  set  forth  for  the  purpose  specitied. 

Second,  the  reciprocating  ho(jk,  arranged  and  operating  as  set  forth  so  as  to  control  the 
loop  of  needle  thread  after  it  has  pas.sed  over  the  spool,  and  prevent  it  from  being  twisted, 
knotted,  or  otherwise  disan*auged,  as  it  is  being  drawn  into  the  fabiic. 

No.  31,645. — Clark  Mar.sh,  assignor  to  the  Wheeler  &  Wilson  Manx^facturino 

Company,  of  Bridgeport,  Conn. — Improvement  in  Hemming -Guides  for  Sewing  Machines. — 
Pjitent  dated  March  r>,  It^il. — I'his  invention  consists  in  constructing  the  hemmer  in  the  form 
ot  a  foot-plate,  which  can  be  applied  to  or  detached  from  the  presser  foot-shank,  in  the  place 
of  a  plain  foot-plate,  without  the  necessity  ot  removing  the  foot-shank  from  the  machine. 
The  uemmer  is  held  by  the  jaws  of  the  loot-frame,  without  the  necessity  of  employing  a 
soew  or  snap-catch  for  the  pui-jiose. 

Claim. — ^A  hemmer  foot-plate,  constructed  substantially  as  described,  and  capable  of  l)euig 
secured  to  and  detached  from  tlie  shank  of  the  presser-foot  of  a  sewing  machine,  substantially 
as  described. 

No.  31,646.— John  Moulson,  of  Philadelphia,  Pa.,  assignor  to  A.  B.  Elliott,  of  Troy, 
N.  Y. — Improvement  in  Sewing  Machines. — Patent  dated  March  5,  1861. — The  transparent 
loot-plate  is  made  of  polished  glass,  in  the  form  of  a  disk  or  lens,  to  tit  the  frame,  and  is 
pertorated  to  permit  the  needle  to  play  through  it.  It  is  held  in  place  by  a  groove  in  the 
fmme.     The  foot-plate,  when  made  of  convex  term,  serves  to  magnify  the  work  t>eneath  it.. 

Claim. — A  transparent  presser-Jbot  for  a  sewing  macl)ine,  which  is  a  combination  of  a 
tnmsparent  foot-plate  with  a  shank  by  means  of  a  frame  that  holds  the  foot-plate  and  con 
nects  it  with  the  shank,  substantially  as  de,scril)ed. 

Also,  the  combination  of  a  presner-toot  trame  with  a  transparent  perforated  foot-plate  of 
convex  form,  substantially  as  and  for  the  purpose  described. 

No.  31,647.-— Orson  Park  hurst,  assignor  to  H.  D.  Fuller  and  R.  Safely,  of  Cohoea, 
K.  Y. — Improvement  in  Knitting  Machines. — Patent  dated  March  6,  1861. — This  device  is 
designed  to  be  attached  to  what  is  known  as  Bailey's  Circular  Knitting  Machine.  The  lower 
end  of  the  lever  C  is  bent  inward  and  pointed,  and  is  so  titted  as  to  nm  along  the  surface 
of  cloth  just  below  the  point  of  the  needles,  and  to  enter  into  any  breach  occasioned  by  the 
want  of  a  stitch,  or  whenever  the  fabric  is  enlarged  at  its  edge  outward,  when  the  upper 
part  of  the  lever  C  becomes  disengaged,  and  the  outer  end  of  the  vibrating  lever  drops  be- 
t\\een  the  pins  on  the  outer  ring,  causing  the  disengagement  of  the  power  and  consequent 
stoppage  of  the  machine. 

Claim. — The  combination  of  the  vibrating  lever  E  with  the  lever  C,  its  adjusting  weight 
\V,  and  point  gj  operating  to  and  with  each  other  in  maimer  and  form  as  described,  so  as  to 
disengage  the  operating  power  through  ring  K,  upon  the  dropping  of  a  stitch  or  loading  of 
the  needles,  or  any  false  operation  of  the  machinery  by  which  the  integrity  of  the  fabric  knit 
is  affected,  substantially  as  the  same  is  set  forth  and  described  in  the  speciiication. 

No.  31,648. — G.  E.  Vanderburgh,  a.«<6ignor  to  the  Liquid  Quartz  Company,  of  New 
York,  N.  Y. — Improvement  in  Stlicated  Soaps. — Patent  dated  March  5,  1861. — This  soap  is 
made  by  reducing  any  of  the  known  soaps  of  commerce  to  a  fluid  state  and  adding  theieto 
any  desired  proportion  ot  liquid  silicate. 
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Claim. — Tbe  use  of  a  liquid  silicate  in  the  prodnction  of  an  improved  quality  of  soap;  but 
this  only  when  the  liquid  silicate  thus  employed  contains  by  weight  a  larger  proportion  of 
iUex  than  it  does  of  the  alkaline  base  of  the  same. 

No.  31,649.— Turner  Wiluams,  assignor  to  Himself  and  David  Heaton,  2d,  of  Provi- 
dence, R.  1.— Improvement  in  Converting  Reciprocating  into  Rotary  Motion, — ^Ante-dated 
September  5,  1860. — Patent  dated  March  5,  1861. — The  under  side  of  the  rim  of  the  pulley 
Wheel  is  made  to  present  two  flat  circular  paths  ^  ^,  to  be  travelled  by  the  pawls  e  «.  These 
pawls  are  formed  with  a  foot  projection,  at  right  angles  with  its  shank,  in  the  direction  in- 
tended for  the  wheel  to  revolve,  and  are  caused  to  produce,  alternately,  a  nipping  action  on 
the  rim  of  the  wheel,  and  communicate  motion  received  from  the  treadle,  one  pawl  taking  op 
and  continuing  the  motion,  while  the  other  retreats  preparatory  to  transmitting  a  successive 
movement  to  tne  wheel  in  its  turn. 

Claim. — The  peculiar  friction  pawls  e  and  ^^constructed  in  the  manner  substantially  as 
described,  for  the  purpose  specifiea. 

Also,  the  combination  of  the  said  friction  pawls,  or  their  equivalent,  with  the  surfaces  g  g 
of  the  driving  wheel,  arranged  and  operating  substantially  as  described,  for  the  purpose  set 
forth. 

No.  31,650. — Carlos  Garcia,  of  New  Orleans,  La.,  administrator  of  the  estate  of  Felix 
GaR(1A,  deceased,  late  of  same  place. — Improvement  in  Dualdfying  Liquid:t. — Patent  dated 
March  5,  1861. — ^This  invention  consists  in  treating  saccharine  and  other  liouids  first  with  an 
excess  of  lime  and  atterwards  with  soap,  so  that  by  the  action  of  the  lime  tne  impurities  con- 
tained in  the  liquid  are  separated  from  the  same,  and  by  the  subsequent  action  of  the  soap 
the  lime,  together  with  the  impurities,  is  reduced  to  such  a  state  that  they  can  easily  be  sep- 
arated from  the  liquid,  leaving  the  latter  in  all  its  purity. 

Claim. — The  within-descrit)ed  method  of  treating  saccharine  and  other  liquids,  first  with 
an  excess  of  lime  and  afterwards  with  soap,  substantially  in  the  manner  and  for  the  purpose 
set  forth. 

No.  31,651.— H.  D.  Deming  and  P.  G.  Walker,  of  Delmar,  Pa.,  assignors  to  P.  G, 
Walker  and  Wesley  Pitts,  of  Charleston,  Pa. — Improvement  in  Animal  Traps. — Patent 
dated  March  5,  1861. -^This  invention  consists  of  a  circular  box  provided  with  partitions  fixed 
to  a  central  shaft,  to  which  is  attached  a  coiled  spring.  A  ring,  which  connects  the  partitions, 
is  provided  with  a  series  of  notches,  into  which  catches  a  trippiiip  lever,  to  prevent  the  spring 
from  unwinding.  By  means  of  a  trip  which  actuates  the  lever,  the  partitions  are  successively 
rotated,  which  is  done  whenever  an  animal  enters  the  trap,  thus  securing  the  same,  while  the 
ti-ap  continues  set  for  another  animal,  and  so  on  until  the  compartments  are  filled.  An  index 
may  be  attached  to  the  box,  to  show  how  many  times  the  trap  has  sprang. 

Claim. — The  construction  and  arrangement  of  the  above-described  trap,  the  same  being 
provided  with  the  index  T  and  trip  H,  and  having  sheet  metal  side  wall,  rotary  partitions, 
and  coiled  springs,  all  combined  and  operating  together  substantially  as  set  forth,  for  the  pur- 
poses described. 

No.  31,652. — J.  H.  Bell,  of  Chelsea,  Mass. — Improved  Stove-pipe  Connexion. — ^Patent 
dated  March  12,  1861. — ^This  invention  consists  of  a  cylindrical  or  otner  proper  shaped  box, 
dosed  at  both  ends,  and  having  elongated  openings  made  on  opposite  sides,  over  which  are 
fitted  sliders  moving  in  parallel  guides,  each  slider  being  provided  with  a  pipe  joint,  by  which 
means  pipes  of  different  heights  may  be  connected,  or  a  stove  opening  readily  adapted  to  an 
opening  made  in  a  chimney. 

Claim. — ^The  specified  improved  stove-pipe  connexion,  as  composed  of  the  box  A  and  the 
two  adjustable  joints  B  C,  constracted,  arranged,  and  combined  togethei;  substantially  in 
manner  and  so  as  to  operate  as  explained. 

No.  31,653.-1.  A.  Benedict  and  G.  W.  Cummings,  of  Conneaut,  O.— Improved  Ditching 
Jtf<M;Ai?ie.— Patent  dated  March  12,  1861.— About  the  middle  of  the  length  of  the  main  frame 
is  arranged  the  shovel  or  plough,  which  consists  of  two  side  plates,  for  forming  the  ditch.  At 
the  rear  of  the  inclined  bottom  of  the  ploughs  is  secured  a  curved  guard,  inclined  towards  the 
right-hand  side  of  the  machine,  and  on  the  right-hand  side  of  this  curved  guide,  and  supported 
on  standards,  is  a  shaft  which  carries  a  number  of  radial  arms,  securely  braced  together,  and 
having  on  each  end  a  shovel,  the  edges  of  which  arc  inclined  so  as  nearly  to  touch  the  g^ard- 
plato  in  their  revolution,  and  earth  elevated  by  them  will  slide  off  as  they  pass  above  the  side 
plate.    , 

Claim, — ^The  inclined  rotating  shovels  kkkky  constructed  as  described,  in  combination 
with  plough  G,  inclined  and  cuixed  guard  H,  and  the  inclined  side  guard  I,  all  arranged  and 
operating  as  and  for  the  purposes  set  forth. 

No.  31,654.-^L.  D.  BuRCH,  of  Sherbum,  N.  Y.— Improvement  in  Ploughs,— -VeX/mi  dated 
March  12,  1861.— The  coulter  is  connected  to  the  beam  of  the  plough  by  means  of  bridle 
pieces,  so  as  to  be  readily  changed  from  one  side  to  the  other  of  the  beam,  by  moving  it  to  a 
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horizontal  position  and  allowing  it  to  Blide  on  a  rod.    The  coulter  may  he  adjusted  laterallj 
by  means  of  a  cord  operated  by  tbo  attendant. 

Claim, — ^Tho  perforated  coulter  A,  nearly  balanced  on  it*  axis  of  oscillation,  braced  and 
supported  at  its  upper  end,  so  constnicted  and  anangcd  as  that  it  may  be  adjusted  verticaUy 
and  lat^raUy  by  an  attendant,  and  at  the  sauie  time  oscillate  sufficiently  to  allow  stone  or  other 
obstraciions  to  pass  freely  between  the  point  of  tbo  plough  and  the  lower  extremity  of  the 
coulter,  substantially  in  the  manner  and  lor  the  purposes  set  forth. 

No.  31,655. — Joseph  Corduan,  of  Brooklyn,  N.  Y. — Improvement  in  Lining  Journal 
Boxes. — Patent  dated  March  12,  1861. — ^A  piece  of  horn  of  the  desired  shape  is  boiled  in  oil 
and  water  until  it  is  soft  and  pliable,  when  it  is  premised  into  a  recess  in  the  journal  box. 

Claim. — The  lining  of  a  metallic  journal  box  with  horn,  substantially  in  the  manner  de- 
scribed. 

No.  31,056.— Jonathan  Creager,  of  Cincinnati,  O. — Improvement  in  Machines  for  Turn- 
ing Irregular  Forms, — Patent  dated  March  12,  It^l. — This  mvention  relates  to  an  automatic 
provision  for  Ibnning  spokes  and  other  irregular  objects,  by  means  of  a  spindle  pattern  and 
gauge  of  a  lathe  for  turning  irregular  forms,  in  connexion  with  a  cutter  rotated  on  its  own 
axis,  at  right  angles  to  the  axis  of  rotation  of  the  spindle.  The  head  of  this  cutter  has  a 
hemispherical  form,  or  nearly  so,  and  htus  deep  spiral  channels  from  its  apex  backward,  the 
cutting  edges  of  its  bits  forming,  collectively,  a  nearly  continuous  arc  of  tne  hemisphere. 

Claim. — The  combination  with  the  spindle  D,  pattern  C,  and  gauge  J,  of  a  machine  for 
turning  irregular  fomis;  of  the  cutter  GUI,  having  a  hemispherical  or  approximately  hemi- 
spherical contour,  and  rotated  on  its  axis  at  right  angles  to  the  axis  of  rotation  of  the  spindle 
D,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,657. — J.  A.  Cutting,  of  Boston,  Mass. — Imvrovement  in  Aquaria. — Patent 
dated  March  12,  1861. — The  air  resen'oir  consists  of  a  cylindrical  or  other  shaped  vessel,  par- 
tially filled  with  water,  within  which  is  inserted  another  vessel  so  as  to  play  freely  up  and 
down.  The  inner  vessel  is  supi)lied  with  air,  and  being  allowed  to  descend  gradually,  forces 
the  air  through  a  flexible  tube  into  the  aquarium. 

Claim. — The  combination  of  a  tank  or  aquarium  for  containing  water,  fishes,  aquatic  plants, 
&c.,  with  a  reser\'oir  of  air,  said  reserv'oir  so  operating  as  to  gradually  force  into  and  keep 
up  a  supply  of  air  in  the  said  tank,  as  set  forth. 

No.  31,658. — R.  Daniels  and  G.  P.  Cobb,  of  Woodstock,  Vt. — Improvement  in  Bee-Hires. — 
Patent  dated  March  12,  lb61. — ^I'ho  several  comb-frames  are  suspended  on  shoulders  in  the 
central  portion  of  the  hive.  Across  any  portion  of  these  frames  are  stretched  and  secured 
three  or  more  wires,  so  as  to  allow  the  bees  to  form  a  large  comb  without  impeding  their 
progress.  The  combs  may  be  held  in  the  frames  by  means  of  small  needles  pressed  through 
the  frame. 

Claim. — Providing  the  removable  and  replaceable  comb-lrames,  constnicted  as  described, 
with  guide-blocks,  for  so  guiding  all  portions  of  these  frames  in  placing  them  in  and  taking 
them  out  of  the  hive  as  to  prevent  the  comb  in  the  frames  and  the  frames  themselves  from 
contact  with  the  hive  or  comb  and  honey  of  the  next  contiguous  Irames,  and  preventing  the 
bees  uniting  their  comb  to  both  hive  and  frame. 

Also,  providing  the  comb-frames  with  small  wires  for  effectually  sustaining  the  comb,  and 
arotind  and  on  to  which  the  bees  may  build  and  unite  their  comb  without  impeding  their 
progress. 

Also,  providing  the  comb-framed  with  movable  needles,  for  securing  the  comb  after  being 
placed  therein  from  the  common  hive. 

Also,  providing  the  comb-frames  with  their  ribs  L,  fixed  around  and  on  the  inside  and  cen- 
tral portion  of  the  comb-frame,  to  facilitate  the  commencing  of  the  comb  by  the  bees  and  con- 
tinmng  their  work,  and  in  securely  retaining  the  comb  when  formed. 

No.  31,659. — F.  P.  DiMPFEL,  of  Philadelphia,  Pa. — Improvement  in  Friction  Gearing  for 
Machinery. ^-Vatent  dated  March  12,  1861. — The  driving  wheel  is  constructed  with  a  strong 
rim  or  flange,  upon  the  internal  surface  of  which  two  intermediate  pinions  have  their  tread, 
commxmicating  motion  to  a  centre  pinion,  which  latter  moves  with  an  accelerated  rotary  speed. 
The  intermediate  pinions  have  stud  journals,  which  work  in  slots,  as  also  does  the  centre 
pinion.  When  it  is  desirable  to  increase  the  friction,  a  spring  may  be  used,  and  as  the  journal 
of  the  centre  pinion  is  pressed  in,  the  intermediate  pinions  are  iorced  against  the  rim  of  the 
driving  wheel.  This  device  may  be  applied  to  propelling  blowers  on  board  of  steamers  when 
the  driving  wheel  is  attached  directly  to  the  engine. 

Claim. — First,  the  application  and  use  oi'  friction  gearing,  constructed  and  arranged  in  the 
manner  and  for  the  puipose  described. 

Second,  the  described  anangemcnt,  in  combination  with  a  blower,  for  the  purpose  of  econo- 
mizing space  and  power. 

No.  31,660. — ^Levi  Dodge,  of  Waterford  N.  Y. — Improvement  in  Forming  and  Punching 
Articles  of  Irregular  Forms, — Patent  dated  March  1^  1861. — ^The  forming  matrices  are 
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pivoted  to  the  head  block,  oad  between  them  is  fixed  a  bed-piece,  which  is  embraced  by  the 
recessed  ends  of  the  matrices  as  they  close  npon  the  bar  of  metal  used  to  form  the  axe-poU. 
The  cross-head  is  made  to  slide  up  and  down  upon  prides.  The  lower  ends  of  the  matrices 
move  over  inclined  planes  on  the  pillar-blocks,  causmg  the  matrices  to  close  upon  the  metal. 
A  punch  fixed  upon  the  base-block  punches  out  the  eye  of  the  axe-poU  as  the  closed  matrices 
descend. 

Claim. — In  the  manufacture  of  axes  of  a  swelled  form,  punching  the  eyos  of  the  same 
when  enclosed  in  conforming^  dies  made  to  open  and  close  upon  such  swelled  forms,  substan- 
tially in  the  manner  set  forth. 

Also,  combining  the  punch  with  said  dies,  in  the  manner  set  forth. 

No.  31,661. — A.  S.  Eastham,  of  Wharton,  Texas. — Improvement  in  Cotton-Cleaners, — 
Patent  dated  March  12,  1861. — ^This  invention  consists  in  an  arrangem^t  of  a  series  of 
revolving  brush  cylinders  in  connexion  with  a  card  cylinder,  stationary  brush,  and  stripping 
boards,  and  wire  screens,  for  the  pui'poso  of  separating  dust,  dirt,  hulls,  &c.,  from  cotton, 
preparatory  to  its  being  ginned. 

Claim. — The  brush  cyhnders  D  G  J,  brush  boards  E  F  H  I.  and  the  oblique  boards  K, 
arranged  relatively  with  each  other,  as  shown,  in  connexion  with  the  combined  fans  and 
brush  cylinders  0  0  0,  stripping  boards  Q,  and  concave  screens  L  L'  P,  and  card  or  brush 
cylinder  M,  all  arranged  for  joint  operation,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,662. — ^W.  B.  Goodrich,  of  Ashley,  O. — Improvement  in  Apparatus  for  Evaporating 
Sugar  Solutions. — Patent  dated  March  12,  1861. — As  the  boiling  juice  forms  a  cmrent  to- 
wards the  projecting  side,  the  excrementitious  matter  will  rise  with  the  juice  and  be  thrown 
off  into  the  projecting  pan,  which,  being  inclined,  will  return  the  juice  to  the  bottom  of  the 
main  pan,  the  perforata  partition  acting  as  a  skimmer. 

Cla^m. — ^The  employment  of  the  supplementary  pan  B,  raised  above  the  bottom  of  the  main 
pan  projecting  bevond  the  fire  space  provided  with  an  inclined  bottom,  and  separated  from 
said  main  pan  A  by  means  of  a  gauze  partition  D,  for  the  purpose  of  preventing  the  scum 
and  sediment  from  mingling  with  the  body  of  the  syrup  wnen  agitatea  by  ebuUition,  sub- 
stantially as  specified. 

No.  31,663.— Walter  Hart,  of  Philadelphia,  Ta.— Improved  Egg-beater. — Patent  dated 
March  12,  1861. — This  invention  consists  in  placing  within  a  tube  which  carries  the  screw- 
thread,  wires,  and  beaters,  a  rod  having  a  handle  at  the  top,  anifl  a  disk  at  the  bottom,  so 
that,  in  operating  the  beaters,  the  rod  slmll  be  stationary,  and  form  a  steady  support  for  the 
be^ers. 

9laim. — The  tube  6,  its  screw-thread,  the  nut  D,  and  beaters  or  dashers  6,  in  combination 
with  the  internal  rod  G,  and  its  disk  or  button  e,  the  whole  being  constructed  and  an-auged 
substantially  oa  and  for  the  purpose  set  forth. 

No.  31,664. — L.  W.  Hayden,  of  Wilkesbarre,  Pa. — Improved  Machine  for  Crimping 
Boots, — Patent  dated  March  12,  1861. — The  rack-bar  has  secured  to  its  upper  part  the  foim 
upon  which  the  leather  to  be  crimped  is  placed.  The  clamps  are  made  to  draw  the  leather 
down  upon  each  side  by  means  of  a  treadle,  which  is  then  secured  by  teeth  on  a  p'ate,  when 
the  bars  D  are  pressed  upon  tlie  leather  by  means  of  a  screw. 

Claim. — ^The  employment  of  the  rack-bar  G,  and  the  bars  D  D,  as  constructed,  the  clamps 
a  a,  the  straps  d  d,  the  treadle  «,  clamp  E,  chuck  R,  and  set  screw  N,  arranged  and  connected 
to  form  a  machine  for  crimping  leather,  substantially  as  specified. 

No.  31,665. — C.  W.  S.  Heaton,  of  Salem,  l\l,^Improvement  in  Cultivators,— Patent 
dated  March  12,  1861. — ^This  invention  consists  in  constructing  the  end  and  side  pieces  with 
mortises  or  slots  in  such  a  manner  that  the  shovels  may  be  arranged  in  various  positions  and 
removed  a  greater  or  less  distance  from  the  main  beam.  The  standards  and  braces  are  also 
made  adjustable  as  to  height  and  degree  of  inclination. 

Claim. — The  arrangement  of  the  slotted  adjustable  cross-pieces  B  B',  reversible  adjustable 
braces  F  F',  and  adjustable  standards  D  D',  with  the  curved  main  beam  A,  deflecting  rod  I, 
and  cross-pieces  C  C,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,666. — C.  H.  Helms,  of  Poughkeepsie,  N.  Y.— Improved  Machine  for  Trimming 
Heels  of  Boots  and  Shoes, — Patent  dated  March  12,  1861. — The  cutter  knife  is  secured  to  the 
rotary  cutter  stock,  a  loose  roller  filling  the  space  between  the  cutter  imd  thB  lace  of  the 
carriage,  and  running  on  a  shoulder  on  the  back  of  the  cutter  stock.  The  heel-plate  is  placed 
in  line  with  the  roller  and  rotates  with  it ;  it  is  also  centred  and  turns  on  a  pivot  in  the  car- 
riage. The  journal  of  the  cutter  stock  has  its  bearing  in  an  elongated  box  projected  from  the 
standard,  corresponding  openings  being  made  in  the  carriage  for  its  projection. 

Claim, — ^The  arrangement  ot  the  heel-plate  I,  and  centring  pin  b,  with  the  rotary  cutters 
G,  in  the  manner  and  for  the  purposes  shown  and  described. 

Also,  the  arrangement  of  the  cutter  stock  with  the  caiTiace  B,  as  shown  and  described — that 
28  to  say,  the  stock  passing  through  a  slot  in  the  carriage,  but  leaving  the  cutter  free  to  move, 
all  as  set  forth. 
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No.  31,667.— J.  G.  Inskeep,  of  West  Middleburg,  O. — Improvement  in  Field  Fences^ — 
Patent  dated  March  12,  1861. — By  baviuff  the  boards  or  strips  a'  notched  in  a  reverse  manner 
to  the  strips  a,  the  panels  cannot  be  detached  by  simply  raising  one  of  them,  as  might  bo  done 
by  unruly  cattle.  The  interlocked  ends  of  a'  require  to  be  first  diseugag^  by  removing  the 
pins  which  pass  through  the  end  battens,  and  turning  the  boards  on  tneir  bolts  in  the  centre 
battens.  A  wedge  is  driven  in  the  recess  of  the  adjoining  ends  of  the  panels  to  form  a  close, 
firm  joint. 

Claim.— Tho  upper  and  lowennost  notched  boards  or  strips  a  of  the  panels  in  connexion 
with  the  adjustable  reversely  notched  boards  or  strips  a',  and  the  wedge  B,  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  31,668. — O.  W.  Jennings,  of  Boston,  Mass. — Improvement  in  Mowing  Machines* — 
Patent  dated  March  12,  18*  1. — The  sawfe  rest  upon  the  bed-plate  and  are  moved  by  connex- 
ions acted  upon  by  a  groove  in  a  cam  block,  the  under  saw  being  connected  at  one  i)oint  of 
the  cam  groove,  and  the  upper  saw  at  the  opposite  point,  causing  them  to  move  in  opposite 
dii-ections^,  and  in  relation  to  each  other  double  the  distance  that  the  connexions  traverse,  thus 
imparting  great  velocity  to  the  cutters. 

Claim. — The  arrangement  of  the  cam  wheel  E,  shaft  c,  driving  wheels  B  B,  bed  plate  A, 
and  cutters  D  D',  provided  with  the  arms  and  friction  rollers  b  and  c,  working  in  the  cam 
groove  a,  the  several  parts  being  combined  in  the  machine  and  operating  in  the  manner  and 
for  the  purpose  specified. 

No.  :U,669.— J.  H.  Landis,  of  Eden,  Vtk,— Improved  Afeof-CAopper.— Patent  dated  March 
12,  1861. — The  choppers,  which  work  in  a  revolving  box,  are  secured  to  elastic  arms  or  stripe 
of  wood  operated  bv  pins  on  a  revolving  disk.  The  rear  ends  of  these  strips  of  wood  aro 
morti.<^ed  into  a  blocR  pivoted  at  each  end  to  two  uprights.  In  the  top  of  this  block  is  inserted 
a  bent  lever  by  which  the  block  with  the  choppers  can  be  turned  over  out  of  the  way,  and  by 
means  of  a  strap  on  the  forward  end  the  lever  may  be  held  in  a  depressed  position  so  as  to 
regulate  the  force  of  the  choppers  to  any  required  degree. 

Claim. — ^The  chopper-fulcrum  G,  revolving  on  pins  H,  in  combination  with  the  Icver-ann 
F,  and  its  strap  I,  and  hook  J,  when  mode  substantially  as  set  forth  for  the  purpose  specified. 

No.  31,670. — H.  J.  LOMBAERT,  of  Philadelphia,  Pa. — Imtfrovement  in  Draught- Bars  far 
Railroad  Cars. — Patent  dated  March  12,  1861.— The  draught-bar  may  consist  of  two  iron 
rods  or  of  a  single  fiat  bar  slotted  so  as  not  to  interfere  with  the  king-bolts.  The  bar  extends 
beyond  each  end  of  the  car,  and  is  provided  with  a  bufier  at  each  end.  Springs  arc  secured 
to  the  bars  so  as  to  bear  against  the  front  and  rear  sides  respectively  of  the  two  bolster^  by 
which  means  a  train  of  cars  will  not  be  varied  in  length  more  than  the  variation  incident  to 
any  one  of  the  cars  upon  its  respective  bar. 

Claim, — A  draught-bar  for  railroad  cars,  consisting  of  the  rigid  bar  or  bars  D,  buffer-heads 
F  F,  and  springs  £  £,  the  same  being  constructed  and  arrang^  together  in  combination  with 
the  bolsters  B  B,  so  as  to  operate  in  tue  manner  described. 

No.  31,671. — M.  B.  Lord  and  S.  J.  Lord,  of  Ellsworth,  Me. — Improvement  in  Brakes 
for  Sleighs. — Patent  dated  March  12,  1861. — ^This  invention  consists  in  the  arrangement  of 
two  hinged  cams  or  teeth,  one  on  each  runner,  and  connected  to  anus  which  are  attached  to 
the  draught-pole  in  such  a  manner  that  the  teeth  are  forced  down  into  the  ground  as  the 
sled,  in  going  down  hill,  crowds  upon  the  team,  the  object  being  to  prevent  the  sled  from 
Bluing  and  running  against  the  team  in  descending  hills. 

Claim. — The  arran^ment  of  the  cams  rf,  pivoted  to  the  end  of  the  sliding  arms  E,  and 
operating  in  combination  with  the  cranks  a  ana  with  the  diaught-pole  D,  in  the  manner  and 
ior  the  purpose  specified. 

No.  31,672.— John  Loudon  and  H.  Iversen,  of  New  York,  N.  Y. ^Improvement  in 
Ventilators  for  tVindotos. — Patent  dated  March  12,  1861. — The  sockets  are  designed  to  hold 
panes  of  glaes,  and  are  made  with  hollow  centres  punched  up  similarly  to  eyelets,  which 
enter  perforations  in  the  frame,  and  are  spread  like  eyelets,  so  as  to  be  securely  held  and 
allowed  to  turn  on  the  centres.  Tiie  slat«  are  also  connected  to  a  bar  by  eyelet  centres,  by 
which  they  are  simultaneously  opened  and  closed. 

Claim. — The  metallic  sockets  a  a,  formed  with  eyelet  centres,  secured  in  a  metallic  frtuno 
and  receiving  slats  f  c  of  glass,  or  other  material,  as  set  forth. 

Also,  the  bar  d,  attached  to  said  metallic  sockets  a  a  by  the  eyelet  centres  2  2,  as  set  forth, 
for  moving  the  said  slats  to  open  or  shut  the  same,  as  specified. 

No.  31,673. — G.  A.  Mitchell,  of  Turner,  Uo.— Improved  Tip  for  Boots  and  Shoes.— -Vatexit 
dated  March  12,  1861. — This  invention  consists  in  forming  the  tips  of  boots  or  shoes  with  a 
slot  in  their  frontal  part,  to  prevent  the  accumulation  and  retention  of  water,  dirt,  snow,  &c., 
between  the  tip  ana  the  leather.  The  portion  of  the  tip  whic^i  is  placed  between  the  soles  is 
also  slotted,  so  as  to  allow  the  tip  to  yield  laterally  to  conjoin  with  the  various  thickness  of 
leather  used. 

Claim, — My  described  boot  and  shoe  tip,  constructed,  slotted,  and  applied  essentially  in 
the  manner  and  for  the  purposes  fully  set  forth  and  described. 
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No.  31,674.--P.  C.  Perkins,  of  Waterford,  N.  t.— Improved  Punching  and  Shearing 
Machine. — Patent  dated  March  12,  1861. — ^In  an  upright  stationary  framing  is  placed  a 
rectangular  sliding  frame,  the  side-pieces  of  which  work  through  horizontal  cross-pieces  of 
'the  stationary  framing,  the  cross-pieces  senrlng  as  guides  and  also  as  bolster  plates.  To 
cross-bars  in  the  sliding  frame  are  attached  pendant  punches  and  shears,  the  cross-bare  Work- 
ing up  and  down  over  the  bolster  plates,  which  have  holes  conesponding  with  the  punches, 
by  which  arrangement  a  variety  of  punches  and  shears  of  different  kinds  may  be  used. 

C7fliwi.---The  construction  of  the  frame  A,  with  a  series  of  bolsters  C,  and  the  frame  B, 
with  a  series  of  cross-bars  c,  to  carry,  respectively,  punches,  dies,  stampers,  or  shears,  when 
the  above  parts  are  arranged  to  operate  together  in  the  manner  shown  and  described. 

No.  31, 675. —Byron  Rice,  of  Schuyler,  N.  Y. --Improvement  in  Grain^  Separators.— PaXeni 
dated  March  12,  1861. — The  concave  is  provided  with  arms  projecting  through  slots  in  tb» 
sides  of  the  framing,  and  by  means  of  wedges  is  adjusted  relatively  to  the  toothed  cylinder. 
A  vibrator^'  motion  is  imparted  to  the  sieves  bv  means  of  a  levtr  actuated  by  a  cam  or  trip 
attached  to  the  fan-shaft.  To  the  rear  end  of  the  concave  are  secured  crooked  prongs  extend- 
ing over  the  shoe,  for  the  purpose  of  agitating  the  straw  and  shaking  out  the  grain.  A  guard 
is  placed  over  the  shoe,  to  prevent  the  grain  from  being  thrown  beyond  the  sieves. 

Claim. — First,  the  arrangement  of  the  sieves  1 1',  concave  D,  provided  with  arms  F,  cams 
N,  and  lever  M,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  combination  and  arrangement  of  adjustable  concave  D,  crooked  pron^  H  H, 
and  guard  R,  operating  in  connexion  with  the  shaking  shoe  J,  in  the  manner  and  for  the 
purpose  set  forth. 

No.  31,676. — M.  M.  Bounds,  of  New  Haven,  Conn. — Improvement  in  Furnace  Grates^ — 
Patent  dated  March  12,  1861. — This  grate  is  composed  of  a  series  of  two  or  more  parallel 
shafts  in  a  frame,  each  shaft  being  provided  with  two  ranges  or  sets  of  arms  or  bars,  extending 
each  side.  Two  series  of  stationary  arms  or  comb-grates  are  also  arranged  at  the  ends  of  the 
frame.  Extending  below  each  rockcr-shafr  is  an  arm  jointed  to  a  horizontal  bar,  one  end  of 
which  is  attached  to  a  lever,  by  which  means  the  bars  are  put  in  motion,  shaking  the  fuel  and 
frieein^  it  of  ashes,  or  the  contents  may  all  be  discharged. 

Claim. — The  improved  grate  or  combination  of  stationary  comb-grates  and  rocker-grates, 
arranged  in  relation  to  each  other  and  made  to  operate  together  substantially  in  manner  uid 
for  the  purpose  as  described. 

No.  31,677.— Isaac  Rulofson  and  D.  De  Garmo,  of  Rochester,  N.  Y.— Improvement  in 
Ploughs. — Patent  dated  March  12,  1861. — The  handle  plate  of  the  landside  of  the  plough 
extenoj  up  to  the  under  side  of  the  beam,  and  is  connected  to  the  top  of  the  standard  by 
means  of  a  plate  on  which  are  cast  rests  for  the  beam ;  these  rests  are  provided  with  slots 
through  which  pass  the  clamping  bolts,  and  thus  a  lateral  or  oblique  adjustment  may  be 
obtained. 

Claim. — ^The  arrangement  of  the  beam  B,  plate  /,  rests  u  and  v,  slots  e,  and  clamping 
bolts  ft,  the  whole  being  constructed  substantially  in  the  manner  shown  and  described. 

No.  31,678.— A.  T.  Serrell,  of  New  York,  N.  Y.— Improved  Binding  Roller  for  Rotary 
Planers. — Patent  dated  March  12,  1861. — ^This  invention  consists  in  the  combination  of  a 
movable  feeding  roller  with  two  adjustable  stationary  rollers,  so  located  and  acting  in  con- 
nexion with  a  rotary  cutter,  that  the  said  cutter  will  produce  a  moulding  or  bead  upon  an  irregular 
or  curved  strip  of  wood,  the  movable  feeding  roller  not  onlv  causing  the  wood  to  progress 
regularly,  but  also  acting  to  keep  the  same  down  to  the  bed,  in  consequelfce  of  the  oblique 
serrations  formed  on  its  €»ge. 

Claim. — The  feed-roller  g,  formed  with  serrations  upon  its  edge  which  are  oblique  to  the 
surface  of  the  bed  upon  which  the  wood  moves,  so  that  the  action  of  the  rotary  cutter  upon 
said  wood  shall  cause  the  same  to  remain  firmly  upon  said  bed,  as  set  forth. 

Also,  the  rollers  c  c,  in  combination  with  the  aforesaid  serrated  roller  g  and  rotary  cuttei  c, 
in  the  manner  specified,  for  the  purpose  of  planing  curved  mouldings,  as  set  forth. 

No.  31 ,679. — J.  P.  Simmons,  of  Fulton,  N.  Y.  ^Improvement  in  Packings  for  Barometers.-* 
Patent  dated  March  12,  1861. — ^The  chamois  Ifeather  is  saturated  in  a  solution  of  gum  shellac 
in  alcohol,  combined  with  about  an  equal  part  of  isinglass,  of  suflScient  thinness  to  become 
absorbed  in  the  pores  of  the  skin.  The  skin  is  Ihcn  placed  upon  the  tube  and  forced  into  tho 
socket,  and  when  the  shellac  has  become  dry  and  hardened,  a  layer  of  gas  cement  is  apphod. 

Claim. — The  described  process  of  preparing  chamois  leather  or  equivalent  material,  to  serve 
as  a  packing  for  hermetically  sealing  the  joints  of  barometers,  and  other  similar  purposes, 
substantially  as  specified. 

No.  31,680.— J.  S.  8»nTH,  of  Brooklyn,  N.  Y. — Improvement  in  Cartridge-Boxes.— -Taievi 
dated  Maich  12,  1861. — The  case  of  the  cartridge-box  is  constructed  of  a  series  of  vertical 
tubes  of  sufficient  height  to  receive  two  cartridges,  one  on  top  of  the  other.  Each  of  these 
tubes  is  provided  with  a  slot  extending  from  the  top  to  about  the  middle  of  its  height,  and  the 
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cartridges  are  insertod  in  such  a  manner  that  their  upper  ends  project  through  the  slots,  so 
that  they  can  be  casil^p"  taken  out.  The  tubes  are  constructed  of  two  strips  of  metal,  each 
formiuff  a  series  of  half  circles,  so  that  by  placing  them  together  the  tubes  are  formed,  and  are 
secured  together  by  staples  catching  over  their  Sees. 

Claim, — The  employment,  in  combination  witn  a  cartridge-box  C,  of  a  tin  case  A,  con- 
structed of  a  series  of  slotted  vertical  tubes  B,  substantially  in  the  manner  and  for  the  purpose 
specified. 

Also,  the  described  manner  of  constructing  the  tubes  B  out  of  corrugated  strips  6,  connected 
by  staples  c,  as  set  forth. 

No.  31,681.--DAvn)  Sprague,  of  Elizabethport,  N.  J. —Improved  Punching  Machine.-^ 
Patent  dated  March  12,  1861. — On  the  end  of  the  cam-sBaft  is  formed  eccentrically  a  smaller 
shaft  or  cam-stud,  which  is  made  to  fit  in  a  slot  in  the  end  of  the  die  piece,  by  which  means  a 
reciprocating  vertical  motion  is  given  to  the  die. 

Claim. — The  removable  ^ie  F,  with  a  slot  /,  in  combination  with  the  cam  a  on  main  cam- 
shaft B,  the  whole  constructed  and  operating  as  described  for  the  purpose  set  forth. 

No.  31,682.— J.  B.  Turner,  of  Jacksonville,  111.— /wiproremeitt  in  Cultivators.—T&ieni 
dated  March  12,  1861. — ^The  parts  are  so  arranged  and  constructed  as  to  enable  the  driver 
from  his  seat  to  give  the  main  frame  a  lateral  adjusting  movement  by  actuating  the  triangular 
frame,  and  also  to  elevate  the  cultivators  when  necessary,  by  adjusting  his  seat.  The  cutters 
level  the  ^ound  and  prepare  smooth  tracks  for  the  rollers,  which  may  be  adjusted  laterally. 
A  guard-trame  is  used  to  prevent  the  clods  of  earth  from  falling  upon  the  plants. 

Claim. — i'irst,  the  arrangement  of  the  frame  A,  with  the  draugnt-pole  B,  triangular  frame 
D,  and  bar  C,  substantially  as  shown,  to  admit  of  the  independent  lateral  movement  of  the 
frame  A,  as  set  forth. 

Second,  the  arrangement  in  the  described  connexion  with  a  cultivator  of  the  double-tree  E 
and  stirrups  G  G,  connected  by  chains  F,  the  stirrups  being  fitted  loosely  on  the  rod  H,  at 
the  front  part  of  the  frame  A,  to  prevent  the  draught  mechanism  interfering  in  the  least  with 
the  adjusting  movement  of  frame  A,  and  to  render  the  line  of  draught  perfectly  adjustable. 

Third,  the  combination  of  the  hinged  guard-frame  K,  chain  />,  and  seat  I,  constructed,  ar- 
ranged, and  operating  in  the  manner  and  for  the  purposes  set  forth. 

1  ourth,  the  combination  of  the  curved  bars  O  and  to,  and  sliding  collar  P,  constructed  and 
operating  as  described  to  adjust  the  height  of  the  ploughs  K'^ 

Fifth,  the  employment  or  use  of  the  ^justable  cutters  or  scrapers  L  L,  applied  to  the  firame 
A  and  in  front  of  the  rollers  M  M,  for  the  purpose  set  forth. 

Sixth,  the  arrangement  of  the  driver^s  seat  I,  with  the  cultivator  frames  J  J  and  guard- 
firamo  K  attached,  m  connexion  with  the  acyustable  bar  9,  as  and  for  the  purpose  specified. 

No.  31,683.— WiLUAM  Strieby,  of  Wagontown,  Ta.— Improvement  in  Cultivators. — 
Patent  dated  March  12,  1861. — This  invention  consists  in  a  main  beam  having  two  teeth  and 
two  hinged  vanes  or  shares  rendered  adjustable  by  means  of  hooked  rods  and  a  perforated 
plate  in  combination  with  side  beams  having  teeth,  and  so  connected  to  the  main  beam  as  to 
be  adjusted  laterally  as  well  as  vertically,  in  order  that  the  relative  position  of  the  teeth  and 
vanes  may  be  altered  every  time  the  machine  is  drawn  over  the  same  track,  thus  effectually 
turning  up,  breaking,  and  spreading  the  soil. 

Claim. — The  beam  A,  its  teeth  e  and/,  and  its  hing^  shares  or  vanes  h  and  h'^  the  latter  being 
rendered  adjustable  by  the  hooked  rods  t  and  perforated  plate  j,  and  their  teeth  m  and  «,  when 
the  said  beams  are  so  connected  to  the  beam  A  as  to  be  adjusted  laterally  as  well  as  vertically 
by  means  of  the«devices  described  or  their  equivalents,  and  when  the  whole  of  the  above- 
mentioned  parts  arc  arranged  as  and  for  the  purpose  set  forth. 

No.  31,684. — G.  A.  Walker,  of  Aimville,  Pa. — Improvement  in  Ploughs. — Patent  dated 
March  12,  1861. — ^The  shank  of  the  plough  point  is  of  tapering  form,  the  upper  and  lower 
sides  being  concave  or  grooved  so  as  to  fit  in  a  corresponding  recess  in  the  landside.  When 
one  side  of  the  point  is  worn,  it  may  be  readily  removed  and  reversed  within  the  recess,  thus 
rendering  it  self-shai'pening. 

Clfiim. — ^The  arrangement  of  the  detachable  and  reversible  plough  point  B,  with  landside 
recess  D,  said  point  having  a  tapering  shank  C,  with  concave  upper  and  lower  edges  d  d, 
and  being  otherwise  constructed  as  described. 

No.  31,685. — P.  P.  Warriner,  of  Holland  Patent,  N.  Y. — Improved  Table. — Patent  dated 
March  12,  1861. — To  the  under  side  of  each  leaf  is  attached  a  segment  bar  which  passes 
through  an  aperture  in  the  side  of  the  table.  In  each  side  rail  is  a  recess  in  which  a  curved 
lever  is  fitted  and  attached  by  a  cord  to  a  knob  fitted  in  one  end  of  the  table.  To  each  lever 
is  attached  a  button,  which  works  over  a  recess  and  bears  against  plates  which  cover  the  re- 
cesses. Upon  raising  the  leaf  the  segment  bai*s  are  retained  by  the  buttons  dropping  over 
the  i-ecesses,  and  on  drawing  out  the  knob  the  levers  and  buttons  are  raised,  ancf  the  bars 
passing  through  the  apertme  allow  the  leaf  to  fall. 

Claim. — The  combination  of  the  Jevers  E  and  knob  F  with  the  buttons  G,  curved  bars  C, 
and  leaves  A,  in  the  manner  and  forUhe  purposes  shown  and  described. 


Digiti 


zed  by  Google 


COMMISSIONER   OP   PATENTS.  229 

No.  31,686.— Cyrenus  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y, --Improvement  in  Reaping 
and  Mowing  Machines. — Patent  dated  March  VZy  1861. — This  invention  relates  to  the  con- 
struction and  arrangement  of  devices  in  detail  of  a  machine,  the  leading  characteristics  of 
which  are  the  subject-matter  of  letters  patent  heretofore  granted  to  this  inventor.  The  present 
invention  does  not  admit  of  a  brief  description. 

Claim, — The  combination  of  the  hinged  shoe  H  and  pivoted  plate  G,  for  allowing  the  finger- 
bar  connected  with  said  shoe  to  be  folded  to  or  around  by  the  main  frame  and  be  supportcKl 
bj  and  carried  on  its  hinges,  substantially  as  described. 

Also,  the  combination  of  the  two  frames  A  P  connected  to  the  same  axle,  the  former  sup- 
porting the  gearing  and  cutting  apparatus,  and  the  latter  extending  rearward  and  by  means 
of  its  caster  supporting  the  driver  or  conductor  and  a  raising  and  lowering  apparatus,  for 
raising,  lowering,  or  suspending  the  frame  A  upon  itself,  substantially  as  described. 

Also,  the  combination  of  the  pivoted  plate  G,  carrying  the  finger-bar,  the  stationary  pltite 
F,  the  guides  r  «,  and  the  lever  ir,  for  allowing  one  plate  to  move  freely  and  truly  upon  the 
other,  and  for  holding  them  riffid  when  desired,  substantially  as  described. 

Also,  the  clutching  and  undutching  mechanism  composed  of  the  obliquely-slotted  station- 
ary plate  i,  the  inclined  movable  plate  o,  with  its  flange  p,  and  the  lever /,  arranged  substan- 
tially as  described. 

Also,  in  combination  with  a  hinged  finger-bar  and  platform  that  are  free  to  rise  and  fall  at 
their  outer  ends  and  that  carry  the  reel  supports,  a  belt-guide  on  the  main  frame  to  prevent 
the  end  motion  of  the  reel-shaft  from  throwing  the  belt  off  from  its  driving  pulleys,  substlui- 
taally  as  described. 

Also,  in  combination  with  the  pivoted  lever  I  and  its  catch-pin  and  foot  40  resting  upon 
the  shoe  U,  the  hinged  hook  and  latch  y,  for  catching  in  one  position  and  holding  the  lever 
and  finger-bar  in  another  position,  substantially  as  described. 

Also,  the  manner  of  holding  the  cutter  plate  18  in  place  by  means  of  its  own  projections 
and  those  upon  the  upper  part  of  the  finger,  substantially  as  described. 

Also,  hanging  casters  to  one  side  of  a  shank  that  is  in  turn  hinged  by  an  inclined  pivot- 
pin,  so  that  they  will  freely  swing  around  to  ease  the  machine  in  turning,  and  be  easily  got 
at  to  be  cleaned  of  all  grass  or  straw  that  may  wind  around  them  or  their  journals,  substan- 
tially as  described. 

Also,  in  combination  with  a  hinged  track-clearer,  the  lock  11  12,  for  the  purpose  of  making 
said  track  clearer  rigid  or  flexible  as  occasion  nAy  require,  substantially  as  described. 

No.  31,687.— E.  S.  Willson,  of  Saratoga  Springy,  N.  Y .—Improvement  in  Safety  Ships. — 
Patent  dated  March  12,  1861. — ^This  invention  consists  in  providing  a  "refuge*'  cabin  in  the 
lower  part  of  the  vessel,  designed  to  be  completely  protected  from  fire  by  a  safety  section 
composed  of  two  divisions,  one  of  which  consists  of  a  bed  of  cement,  and  the  other  of  a  bed 
of  water  covering  the  entire  surface  of  the  cement.  An  air  pipe  is  designed  to  pass  from  the 
bow  into  this  cabin  to  admit  of  ventilation. 

Claim. — ^A  retuge  cabin,  in  combination  with  the  lavers  of  cement  and  water-bed,  air-boxes, 
and  device  for  ventilation,  the  whole  constructed  and  all  its  parts  arranged  substantially  as 
specified. 

No.  31,688. — S.  W.  Brown,  of  Syracuse,  N.  Y.,  assignor  to  hhnself  and  J.  McComber, 
of  Watcrtown,  N.  Y. — Improvement  in  the  Method  of  Lucking  Type  Galleys. — Patent  dated 
March  12,  1861. — This  invention  consists  of  a  metallic  plate  with  ledges  permanently  secured 
to  three  of  its  sides,  sufficiently  high  to  retain  the  types  within  the  gtdleys.  The  ledge  D  is 
provided  with  a  series  of  oblique  projections  corresponding  with  similar  projections  on  a  bar 
which  is  allowed  a  longitudinal  sliding  movement,  and  retained  in  proper  position  by  means 
of  guides  formed  on  the  suri'ace  of  the  leJge  and  fitting  in  grooves  in  the  said  bar.  To  the 
inner  side  of  the  bar  E  is  attached  a  metal  bar  which  has  a  lateral  movement,  and  in  con- 
nexion with  bar  E  is  made  to  clamp  the  type  against  a  parallel  stationary  bar  in  the  galley. 

Claim. — The  arrangement,  in  the  construction  of  a  printer's  galley,  of  the  parts  BODE 
F,  oblique  slots  e  e,  guides  d  </,  slots  g  gy  and  screws  or  pins//,  in  the  manner  and  for  the 
purposes  described. 

No.  31,689.-— E.  S*  Holmes,  assignor  to  O.  E.  Holmes  and  William  Perrigo,  of  Wil- 
son, N.  Y. — Improvement  in  Machines  for  Pressing  Fruit  in  Barrels^  8^c. — Patent  dated 
Marth  12,  1861. — ^This  invention  consists  of  a  bent  link  attached  to  the  top  of  the  plunger 
shaft  and  to  the  centre  of  the  eccentric  lever  by  pins  or  bolts,  so  that  by  turning  the  lever  a 
steady  pressure  can  be  exerted  upon  the  fruit  in  the  barrel. 

Claim. — The  link  E  E,  or  its  equivalent,  operating  in  combination  with  the  lever  A  A  and 
the  plunger  C  D,  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,690.— Jacob  Jenkins,  of  Lynn,  Mass.,  assignor  to  J.  C.  Stimpson,  W.  D.  Wa- 
ters, and  M.  W.  Sheperd,  of  Salem,  Mass.,  and  G.  W.  Keene,  of  said  Lynn. — Improved 
Machine  for  applying  Heels  to  Boots  and  Shoes. — Patent  dated  March  12,  1861. — ^The  upper 
rotary  heel-bed  is  provided  with  holes,  into  which  nails  are  pnt  to  be  forced  into  the  heel  dj 
the  plunger  P,  fastened  to  a  curved  arm  M.    The  shoe,  with  its  sole  upward,  is  Bl%ped  over 
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the  lower  heel-bed,  under  which  is  an  elastic  disk  or  cushion  for  adjustment  to  the  inequalities 
of  the  leather.  By  raising  the  lever  D  the  plungers  /  will  force  the  naib  into  the  litel  on  the 
inside,  and  by  depressing  lever  L  the  plunders  P  will  force  the  nails  into  the  top  of  the  hccL 
As  the  whole  frame  can  l>e  turned  on  its  axis,  the  shoe  can  be  put  in  any  position  for  finishing 
the  edpes  of  the  heel,  while  the  .machine  is  pressing  the  "lifts"  together  and  on  the  sole  ana 
the  piistc  is  setting. 

CI  dim. — First,  the  rotary  heel-bed  O,  provided  with  the  nail  holes  P',  and  m)erating  as  d©- 
icribed,  in  combination  with  the  plungers  P  and  arm  M,  or  its  equivalent,  for  the  purpose 
ipt'<Mlied. 

fc>oamd,  the  combination  and  arrangement  of  the  adjustable  swinging  arm  K,  shaft  II, 
ft-»inie  B,  spring  J,  and  connecting  rod  L,  substantially  as  and  for  the  purposes  described. 

I'hird,  the  combination  and  arrangement,  substantially  as  described,  of  the  rotary  heel- 
IkhI  i  O  and  F,  rotating  frame  B,  arm  K,  and  lever  D,  for  the  purpose  of  compressing  the ' 
lilts  and  sole,  and  holdmg  the  heel  in  any  desired  position  for  finishing  the  edge. 

Fourth,  the  use  of  the  rubber  or  elastic  cushion  G,  as  and  for  the  purpose  set  forth. 

Fifth,  in  combination  with  the  punch  8,  the  centring  arms  4  5  0,  sliding  yoke  7,  and  ad- 
justable yoke  2,  substantially  as  described  and  for  the  object  specified.  " 

No.  31,691. — George  Juengst,  assignor  to  J.  McCrossan  and  T.  J.  McAuthur,  of  Nfew 
Y«>rk,  N.  Y. — Improrenient  in  Sewing  Machines. — Patent  dated  March  12,  lrt(>l. — ^The  ai- 
ranj^ement  of  the  parts  in  this  machine  is  designed  to  give  the  needle  a  rupid  downward 
motion,  a  period  of  nearly  entire  rest  while  the  shuttle  is  passing  through  the  loop,  and  a 
rapid  upward  motion,  and  to  the  take-up  motions  in  unison  with  the  movements  of  the  needle, 
taKing  up  the  thread  and  tightening  the  stitch  on  the  upward  motion  of  the  needle,  the  action 
of  the  tnte-up  being  performed  in  part  by  the  stationary*  guides  m  and  n. 

Claim. — First,  the  amingement  of  the  shafts,  cranks,  and  link,  as  set  forth,  for  operating 
the  take-up  and  needle,  so  tw  to  leave  the  loop  of  the  needle's  thread  in  proper  position  and 
ooTulitiun  tor  allowing  the  shuttle  to  pass  freely  and  safely  through. 

Second,  the  take-up  attached  to  the  connecting  rod  of  the  needle-bar,  and  so  arranged  in 
relation  to  the  two  stationary  guides  as  to  control  the  thread  through  all  its  movements  and 
tighten  the  stitch,  as  described. 

Third,  regulating  the  feed  by  the  screw  and  stud,  the  two  being  in  contact  at  ali  times,  and 
operating  as  described.  » 

No.  31,092.— E.  R.  Pease,  of  Poughkeepsie,  N.  Y.,  assignor  to  R.  P.  Pease,  of  Brook- 
lyn, N.  Y. — Improvement  in  Mowing  Machines. — Patent  dated  March  12,  1861. — ^The  lever  I  is 
ia>;tened  to  the  finger-bar  and  bent  so  as  to  pass  under  the  shaft ;  it  has  a  plate  upon  the  end, 
so  arranged  that  the  driver,  by  applyuig  his  foot  to  it,  can  depress  the  lever  and  raise  the 
finger-bar  while  it  is  passing  over  any  obstructions. 

Claim. — The  dividmg  lever  I,  arranged  in  relation  to  the  main  frame  and  driver's  seat, 
substantially  as  described,  for  operating  the  finger-bar  in  the  manner  and  for  the  piupose  set 
forth. 

No.  31 ,093.— G.  B.  Phillips,  assignor  to  J.  S.  Littell,  of  Newark,  N.  Y. —Improved  Wagon 
Wrench. — Patent  dated  March  12,  1861. — This  invention  consists  in  curving  the  bar  of  the 
wrench,  and  making  the  sections  of  a  female  screw  on  the  edge  of  a  bar  for  the  male  screw 
to  work  in  that  traverses  the  jaw  and  slide  of  the  wrench.  Lips  or  projections  arc  made  on 
the  sid(!  of  the  jaws  at  a  right  angle  to  the  plane  of  the  bar,  to  turn  nuts  in  cavities  or  on  tho 
ends  of  axles  within  the  hub. 

Claim. — As  a  new  article  of  manufacture,  the  wrench  described  in  the  foregoing  specifica- 
tion and  represented  in  the  accompanying  drawing. 

No.  31,694.— ArcalousWyckopf  and  Lafayette  Stevens,  of  Elmira,  N.  Y.,  assignors 
to  Arcalous  Wyckoff  aforesaid. — Improvement  in  Hollow  Augers. — Patent  dated  March 
12, 18(>1. — ^This  improvement  rehites  to  that  class  of  augers  which  leave  a  r«d  or  core  by 
removing  only  an  annulcur  portion  of  the  wood.  The  prime  cutters  are  each  formed  with  tin 
terminal  point  projecting  a  little  in  advance  of  the  edge  and  made  somewhat  thick  and  bent, 
for  the  purpose  of  compressing  the  grains  of  the  wood  >vhile  the  cutters  are  acting. 

Claim. — Constructing  the  cutter-head  of  annular  augers  by  the  combination  of  two  rin^, 
first  accurately  fitted  together  by  annular  tongue  and  groove  respectively  on  and  in  the  a4ja- 
cont  surfaces  thereof,  and  then,  uy  dividing  one  ring  into  sections  or  separate  cutters  d  rf,  and 
propi^rly  finishing  and  hardening  them,  while  the  other  ring/  remains  entire  and  unchanged 
nrom  its  original  accurate  form,  so  that,  upon  attaching  the  sections  to  the  entire  ring  by 
screws  or  otherwise,  unerring  accuracy  of  form  and  perfection  of  parts  are  secured,  substan- 
tially as  specified. 

Also,  the  advance  blunt  terminal  point  m  of  the  prime  cutter  i,  constructed  and  operating 
substantially  in  the  manner  and  for  tLe  purpose  shown  and  described. 

No.  31,695.— Ethan  Allen,  of  Worcester,  Mass. — Improved  Machine  for  the  Mant^fu- 
ivre  of  Metallic  Cartridges.— Pai&nt  dated  March  19,  1861. — ^The  invention  consists  in  so 
aiMiog^ng  %  set  of  loll^rs.  cutt^iB,  and  a  holder  for  caitridgee,  operating  automatically,  l&at 
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the  copper  may  be  rolled  into  the  bullet  sufficientlj  to  hold  it  socnre  and  crease  the  ball  for 
the  reception  of  the  lubricating  materiaL 

Claim, — ^The  combination  of  rollers  h  h,  knives  k  k,  levers  iiii^  inclines  m  mmm,  with 
jaw  N,  inclined  plane  4,  spindle  I,  and  arm  Z,  substantially  as  specified  and  for  the  purpose 
iet  forth. 

No.  31,696. — ^Wm.  Blake,  of  Boston,  Mass. — Improved  Furnace  for  Galvanizing  Iron. — 
Patent  dated  March  19, 1861. — ^The  bath  in  which  the  iron  to  be  galvanized  is  placed,  is  mad« 
in  the  form  of  a  tube  with  an  angular  or  curved  head,  and  so  arranged  that  its  longer  leg 
may  be  inclined  hi  such  a  manner  that  the  two  ends  of  the  tube  may  be  on  or  about  on  a 
level.  The  tube  is  supported  in  bearings,  so  applied  to  its  longer  leg  as  to  euuble  it  to  be 
revolved  on  its  axis  and  allow  the  shorter  leg  to  oe  turned  down  and  emptied  of  any  liquid 
eontents.     One  or  more  furnaces  are  placed  under  the  bath. 

Claim. — ^An  improved  zincing  bath,  as  constructed  of  a  long  bent  tube,  or  its  equivalent, 
arranged  in  one  or  more  furnaces  or  heating  chambers,  and  so  as  to  operate  substantially  as 
descnbed. 

No.  81,697. — Joseph  Brakelt,  of  New  York,  N.  Y. — Improvement  in  Machines  for  Planing 
Bark, — ^Patent  dated  March  19,  1861. — ^Two  fluted  rollers  carry  the  bark  over  two  rotary 
planes,  and,  by  means  of  a  double  (parallel)  adjustment  of  the  beds  or  tables,  the  first  planer 
takes  off  one  thickness  and  the  second  planer  the  remaining  good  portion  of  the  bark,  leav- 
ing the  ross  or  external  worthless  portion  to  be. separate^  carried  off,  the  three  portlout 
being  disch^ed  at  separate  points. 

Claim. — ^The  combination  with  each  other  and  with  the  feed-rollers  G  G  of  the  adjustable 
beds  D  F  and  cutting-cylinders  C  £,  in  the  manner  and  for  the  purposes  substantially  ae 
shown  and  described. 

Also,  in  bark  mills,  having  the  bed  6r  beds  on  which  the  bark  is  placed  concentrically  ad- 
justable in  respect  to  the  periphery  of  the  cutting-cyUnder,  substantially  as  shown  and  de- 
scribed. 

No.  31,698.— T.  L.  Buaynard,  of  New  York,  N.  Y,— Improved  Reins- Holder. --TatQni 
dated  March  19,  1861. — The  eccentrics  are  placed  upon  a  post  in  the  front  part  of  the  veliicle 
and  so  arran|^ed  as  to  nip  the  reins  when  ptUled  in  uie  direction  of  the  horse's  head,  so  as  te 
secme  the  reins  when  the  driver  leaves  the  vehicle. 

Claim. — ^The  arrangement  and  combination  of  the  two  eccentrics  A  and  B,  substantially 
as  described,  for  the  purpose  of  holding  or  fastening  reins,  straps,  &c.,  by  the  action  and 
revolution  of  such  eccentrics  toward  each  other. 

No.  31,699.— fHiRAM  Clark,  of  Rochester,  N.  Y. —Improvement  in  Skates,— F&ient  dated 
March  19,  1861. — ^The  thimble  consists  of  a  thin  piece  of  metal  of  the  form  shown,  and  is 
dasigned  to  form  a  thorough  brace  for  the  foot-piece  from  side  to  side,  so  as  to  relievo  the 
posts  or  studs  from  lateral  shocks  or  strains. 

Claim. — ^The  employment  in  skates  of  a  thimble,  or  its  equivalent,  encircling  the  posts  or 
atuds  between  the  mot-piece  and  the  runner,  for  the  purposes  set  forth. 

No.  31,700.— John  Cooley,  of  Tafton,  W\8.— Improvement  in  Com- Planter s.—FAteni 
dated  March  19,  1861. — ^The  seed-cylinder  is  provided  with  recesses  or  cups,  which  drop  the 
seed  into  boxes  beneath  the  cylinder,  the  bottoms  of  which  are  each  alternately  opened  and 
closed  by  valves,  so  as  to  drop  the  seed  through  guide-tubes  and  shoes  in  hills  on  the  ground. 
The  shoe  being  hinged,  is  caused  to  be  lifted  as  soon  as  the  seed  has  been  dropped,  when  the 
earth  is  scraped  from  it,  and  the  rollers  are  made  to  descend  behind  each  shoe  so  as  to  press 
the  earth  over  the  seed,  the  relative  motions  being  imparted  by  means  of  cam  projections  act- 
ing on  the  recesses  of  the  cylinder,  in  connexion  with  the  crank  and  rock  shafrs. 

Claim. — The  cam-projections  M  and  the  recesses  O  of  the  seed-distributing  cylinder  B,  in 
combination  with  the  crank-shaft  Z  U  F  of  the  seed- valves  E,  the  rock-shan  G,  the  hinged 
pressure-rollers  H^  and  the  levers  T  S  operating  the  hinged  shoes  E,  substantially  as  and  iov 
the  purposes  set  forth. 

No.  31,701.— Nathan  Cope  and  William  Hodgson,  of  Cincinnati,  O,— Improved 
Valve. — ^Patent  dated  March  19,  1861. — ^The  sections  are  constructed  by  casting  each  with  a 
groove,  which,  when  the  two  parts  are  secured  together,  form  a  semicircular  annular  groove, 
into  w^hich  soft  metal  is  ran  to  form  a  valve-seat.  Cross  opening  or  grooves  are  aEo  cast 
for  the  reception  of  the  valve-stem,  so  that  soft  metal  may  be  run  m  as  a  packing  around  the 
stem,  and  mr  forming  a  valve-seat  at  the  same  time. 

Claim. — First,  the  employment  of  a  valve  which  is  the  central  section  of  a  sphere,  adapted 
to  and  used  in  connexion  with  a  valve-seat,  which  is  the  corresponding  section  of  a  concen- 
tric or  hollow  sphere,  substantially  as  and  for  the  purpose  specified. 

Second,  the  employm^it  of  the  valve-case,  constructed  in  two  parts  and  proyided  with 
metallic  pacing  and  valve-seat,  as  and  for  the  purpose  set  forth. 
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No.  31 ,702.— John  Cox  andJ.  A.  Throp,  of  Three  myerB,  Mich,— Improvement  in  Cnlti- 

valors, — Patent  dated  March  19,  1861. — ^The  shovel-stocks  are  attached  to  the  inner  sides  of 
the  oblique  frame-bars,  by  means  of  throe-sided  metallic  blocks  set  in  mortises  cut  in  the  side 
bars,  so  that  their  inner  side  mns  parallel  with  the  line  of  draught,  and  the  shovels  will  come 
squarelj  in  contact  with  the  soil.  Metallic  ears  are  placed  on  the  opposite  side  of  the  bar  to 
receive  the  ends  of  the  brace  connecting  the  rods  of  the  shovel-stocks. 

Claim. — First,  the  combination  with  the  oblique  side  bars  A  A  and  swinging  shovel-stocka 
of  feet  F'  F'  of  a  V-shaped  frame  of  throe-sided  metallic  blocks  G  G,  the  blocks  being  con- 
structed with  their  inner  faco  to  be  parallel  with  the  line  of  drauj^ht  and  iu  contact  with  the 
upper  ends  of  the  shovel -stocks,  and  their  outer  face  parallel  with  the  oblique  bars,  each 
block  being  let  in  the  sides  of  the  bars  and  confined  hj  a  single  bolt  H,  subbtantialiy  as  and 
for  the  purposes  set  forth. 

Second,  the  combination  with  the  oblique  side  bars  A  A  of  metallic  cars  I  T,  wooden  pins 
L  L,  swivelling  connecting  links  K  K,  shovel-stocks  F'  F',  and  pivoted  screw-bolts  H  H, 
substantially  as  and  for  the  purposes  set  forth. 

Third,  the  arrangement  of  the  V-shaped  frame  A  A  B,  crank-axle  C,  supporting  wheels  C 
C,  arch-shaped  bar  E,  adjusting  lever  F  /,  three-sided  blocks  G  G,  shovel-stocks  F'  F', 
screw-bolts  H  H,  metallic  ears  1 1,  swivelling  connecting  links  K  K,  and  wooden  pins  L  L, 
substantially  as  and  for  the  purposes  sot  forth. 

No.  31,703. — M.  C.  Cronk,  of  Auburn,  N.  Y ,-— Improvement  in  Bottle- Stopper s.—FaUmi 
dated  March  19,  18C1. — ^The  stopper  is  made  of  metal  or  some  hard  substance  covered  with 
India-rubber,  or  its  equivalent,  and  is  secured  to  the  bottle  by  means  of  wires  and  a  hasp 
slipped  over  one  of  the  coils  of  the  wire. 

Claim. — The  combination  of  the  stopper,  constructed  as  set  forth,  with  the  wire  rod  H,  the 
hasp  I,  and  the  loops  F  F,  when  used  as  and  for  the  purpose  specified. 

No.  31,704.— John  Dunham,  of  Detroit,  Mich.— /wiprarctii«««  in  Steam-Boilers.—TaUini 
dated  March  19,  IHOl. — ^The  boiler  is  constructed  with  a  double  scries  of  tubes  on  each  side 
of  the  furnace  or  fire-grate,  so  arranged  that  the  flame  passes  from  the  rear  end  of  the  boiler 
through  the  lower  series  of  tubes  to  the  front  end,  and  then  passes  into  the  upper  series  of 
tubes,  and  through  them  into  the  rear  end,  and  thence  up  the  flue.  A  series  of  pipes  is 
aiTanged  to  convey  hot  or  cold  air  from  the  air-chamber  in  the  wind-wall  N,  through  a  water 
vessel  connected  with  the  inside  of  the  boiler,  delivering  it  in  the  flame  at  the  top  of  the 
wind-wall. 

Claim. — Conducting  the  air  in  through  the  water  vessel,  in  combination  with  the  several 
parts,  when  constructed  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,705. — ^RUFUS  DUTTON,  of  Dayton,  O. — Improvement  in  Mowing  Machines, — ^Patent 
dated  March  19, 1861. — The  casing-box  is  secured  to  the  inner  side  of  the  plate  D  and  encloses 
the  bevel  gearing,  by  which  means  they  are  prevented  from  coming  iu  contact  with  grass, 
&c.  The  projecting  centre  of  the  casing-box  forms  a  bearing  for  the  inner  end  of  the  counter 
shaft  d.  Attached  to  the  rear  of  the  outer  shoe  of  the  finger  bar  is  a  track-clearer,  consisting 
of  wires  arranged  spirally  in  a  conical  form,  and  so  constnicted  and  hung  as  to  receive  a 
rotaiy  motion  by  bemg  drawn  along,  by  which  means  the  cut  grass  is  thrown  away  from  the 
standing  grass. 

Claim, — The  casing-box  E,  its  projecting  centre  forming  a  bearing  for  the  end  of  the 
counter  shaft,  and  having  a  projection  u'  for  the  reception  of  the  bevel  pinion  of  the  pitman 
shaft,  in  combination  with  the  outer  side-plate  D,  provided  with  the  bearing/,  substantially 
OS  described. 

Also,  raising  the  outer  end  of  the  finger-bar  at  the  same  time  that  the  draught-shoe  is  raised, 
by  means  of  the  bent  lever  P  rej^tiug  on  the  hin^-pieco  i  and  coming  in  contact  with  the 
friction  roller  c,  or  its  equivalent,  on  the  projectmg  end  of  the  tongue,  substantially  as  set 
forth. 

Also,  the  conical  skeleton  track-clearer  Q,  formed  of  spiral  rods  or  wires,  when  connected 
at  their  outer  ends  by  the  weight  clamps  b'  b\  substantially  as  described. 

Also,  the  guard-finger  R,  made  in  a  single  connected  piece  covering  the  sickle-bar  and 
having  openmgs  t'  t'  in  the  bottom  thereof  tor  the  escape  of  grass  or  other  substance  entering 
with  the  sickle,  when  said  guard-finger  is  provided  with  a  bearing  surface  r',  connecting  the 
upper  and  lower  portions  of  said  guard-finger,  and  resting  against  the  edge  of  the  finger-bar, 
ana  is  braced  ana  sustained  against  lateral  strain,  as  set  forth. 

No.  31,706.— Bernard  Fag  an,  of  New  Britain,  Conn. — Improved  Qitilting  Frame,  Table, 
and  Clothes  Dryer  combined. — Patent  dated  March  19,  1861. — A  frame  provided  with  slots 
at  each  end  for  the  insertion  of  adjustable  cross-bars,  is  hinged  to  a  stand  so  as  to  be  capable 
of  maintaining  a  vertical  or  horizontal  position;  when  in  the  latter  position  leaves  are  used 
to  form  a  table. 

Claim,— The  combination  of  a  table,  a  quilt-frame,  and  dotbes-frame  in  one.  sabstantiallj 
as  and  for  the  purposes  described. 
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No.  31,707. — ^L.  O.  Fairdanks,  of  Nashua,  N.  U.^lmproved  Bevel  Attachment  to  Bench 
Planes. — ^Patent  dated  March  19, 18G1. — ^I'hia  invention  consists  in  attaching  to  bench  planes 
a  clamp  with  an  adjustable  guide,  so  that  it  may  be  adjusted  either  at  right  angles  with  the 
plane  stock  for  obtaining  a  square  edge,  or  set  at  any  required  angle  for  a  bevel  by  means  of 
an  adjusting  nut. 

CMim.— The  attaching  of  an  adjustable  guide  to  the  stocks  of  bench  planes,  substantially 
in  the  manner  and  for  the  purpose  set  forth. 

No.  31,708.— Thaddeus  Fowler,  of  Seymour,  Conn. — Improved  Devicefor  Coating  Pins. — 
Patent  dated  March  19,  1861. — ^The  pins  or  other  articles,  as  soon  as  coated,  are  turned  out 
of  the  kettle,  and  while  falling  into  the  water  box  are  separated  by  agitating  them  in  a  box 
provided  with  cross-wires  or  riddles  rapidly  vibrated. 

Claim. — ^The  method  specified  of  separating  pins  and  other  articles,  so  soon  as  thoroughly 
covered  with  the  coating  metal,  by  tne  use  of  a  series  of  riddles,  wires,  or  rods,  to  which  a 
vibration  or  motion  is  communicated,  to  produce  a  series  of  blows  or  concussions  upon  the 
Articles  as  thev  fall  from  the  successive  riddles,  wires,  or  rods,  and  thereby  insure  the  entire 
separation  of  the  articles  while  the  coating  metal  is  in  a  melted  state,  as  set  forth. 

No.  31,709.— L.  F.  Frazee,  of  Tottenvilk,  N.  Y. --Improvement  in  Ash-Sifters.— TaiGnt 
dated  March  19,  1861. — This  invention  consists  in  hanging  the  sieves  upon  links  attached  to 
a  fixed  support  above  the  point  of  suspension,  instead  of  below  it,  as  usual,  so  that  the  des- 
cent of  the  sieve  from  the  central  position  to  the  extremity  of  vibration  shall  cause  a  more 
violent  concussion  as  the  frame  strikes  the  end  of  the  box. 

Claim. — ^The  arrangement  of  the  sieve  6,  box  7,  frame  9,  links  10  10,  and  supporting  pivots 
11  11  13  13,  in  the  manner  described,  the  fixed  point  of  support  for  the  links  being  below  the 
points  or  pivots  which  connect  them  to  the  sieve-frame,  suostantially  as  and  for  the  purpose 
set  forth. 

No.  31,710.— Charles  Gardner,  of  Hoosick,  N.  Y.— Improvement  in  Cultivators. -—Taieni 
dated  March  19,  1861. — Two  parallel  bars  are  connected  together  by  V-shaped  cross-pieces, 
so  as  to  pass  over  plants,  one  of  the  pieces  bein?  connected  to  the  bar  by  a  screw  passing 
through  a  slotted  plate  for  the  purpose  of  lateral  adjustment.  Wing^  are  also  connected 
with  the  side-bars,  and  admit  of  acljustment  in  an  oblique  position. 

Claim. — The  parallel  bars  A  A,  jointed  handle-brace  D,  wings  F,  provided  with  sliding  or 
extension  plates  G,  and  the  Y-shaped  cross-pieces  B  B,  all  combinea  and  arranged  for  joint 
operation,  as  and  for  the  purpose  set  forth. 

No.  31,711.— W.  E.  Gaunt  and  B.  B.  Hinman,  of  Keokuk,'  Iowa.— Improvement  in 
Grain-Separators. — Patent  dated  March  19,  18G1. — ^Tho  lower  screen  is  adjustable  longitudi-- 
nally  ana  tho  three  upper  sieves  are  adjusted  by  means  of  an  eccentric  for  the  purpose  of 
adapting  the  machine  to  the  various  kinds  of  grain  to  be  cleaned. 

Claim. — The  arrangement  and  use  of  the  adjustable  screen  E,  in  combination  with  tho 
adjustable  sieve  B,  and  stationary  screen  G,  when  arranged  and  operating  substantially  as 
set  forth. 

No.  31,712.— LOURE  Green,  of  Great  Bend,  Fa.— Improvement  in  Ploughs.— P&tent  dated 
March  19,  1861. — ^The  landside  of  the  plough  is  provided  with  a  series  of  friction  rollers 
placed  in  a  vertical  position  and  having  flanges  on  their  lower  ends ;  they  are  secured  bv 
means  of  bolts  and  screws  held  by  nuts.  On  the  top  of  the  landside  is  a  box-plate,  to  which 
the  left  handle  of  the  plough  is  connected. 

Claim. — ^The  combination  and  arrangement  of  the  share  N,  landside  L,  standard  S,  mould-- 
board  P,  friction  rollers  R  R  R,  and  box-plate  H^  the  whole  constructed  as  and  for  th»  pur- 
pose described. 

No.  31,713. — E.  J.  Hale,  of  Foxcroft,  Me. — Improvement  in  Lanterns. — Patent  dated  March 
19,  1861. — ^The  upper  part  of  the  lantern  case  terminates  in  a  perforated  conical  cap,  tha  per- 
forations being  made  with  a  punch,  so  as  to  be  pressed  up  and  outward,  in  the  form  oi  a 
frostrum  of  a  cone  for  the  purpose  of  preventing  the  air  from  passing  into  the  chimney.  The 
cylindrical  case  o  and  annulus  I  are  designed  to  prevent  smoking  of  the  flame  at  the  wick 
when  the  lantern  is  moved  upward  and  downward. 

Claim. — ^The  foraminous  conical  cap  r,  made  with  its  holes  in  conical  frustra,  arranged 
80  as  to  project  from  the  other  surface  of  the  cap,  as  described,  in  combination  with  the  cool- 
oil  lamp,  its  chimney  and  the  lantern  case,  arranged  together  substantially  as  described. 

The  application  of  the  parts  o  /  to,  and  their  arrangement  with,  the  chimney  supporter  «, 
'when  separate  from  and  supported  by  the  deflector  supporter,  substantiaUy  as  described. 

No.  31,714. — J.\MES  Hale  and  J.  S.  Atterdury,  of  Pittsburg,  Pa. — Improvement  in  Lan- 
terns.— Patent  dated  March  19,  1861. — Bv  forming  the  base  of  the  lantern  glass  into  a  flange 
a  tight  joint  is  made  between  the  base  of  the  lantern  glass  and  disk  of  the  burner  cap,  so  as 
to  compel  the  air  to  reach  the  flame  on  passing  through  tho  cap. 
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Claim. — For  nse  with  a  lantern  and  lamp,  constructed  snbstantiallT  as  described,  •  lantern 
glass  with  an  outer  flan^  I,  blown  or  formed  around  its  base,  in  combination  with  a  horixon- 
tal  extension  or  flange  F,  of  the  burner  cap  £,  substantially  as  set  forth. 

No.  31,715.— William  Hamilton,  of  St.  Catharine,  Mo.— Improved  CAvm.— Patent  datod 
March  19,  18G1. — ^This  invention  consists  in  the  nse  of  a  perforated  inner  cylinder,  within 
which  is  arranged  to  work  up  and  down  a  plunger  upon  a  hollow  stem  provided  with  a  valv^ 
by  which  means  fresh  atmospheric  air  is  made  to  permeate  the  body  of  the  milk. 

Claim, — The  use  of  a  reticulated  dasher  cvlinder  or  inner  case  so  perforated  as  that  a  con- 
stant communication  is  established  through  the  meshes  of  the  inner  cylinder  between  the  inner 
and  outer  cylinders,  both  above  and  below  the  dasher,  in  the  double  movement  of  the  latter, 
essentially  as  set  forth. 

No.  31,716.— S.  T.  Harvey,  of  Baltimore,  Ud.—Improvement  in  8r<wM.— Patent  dated 
March  19,  1861. — ^Tho  construction  of  this  stove  admits  of  its  being  placed  beneath  the  floor, 
as  in  a  railroad  car,  the  beat  coming  up  through  a  register  in  the  floor.  An  air-chamber  sur- 
rounds the  upper  part  and  forms  a  support  wuen  the  furnace  is  suspended,  and  the  whole  is 
surrounded  bv  a  water-chamber. 

Claim, — The  combination  of  the  water-chamber,  air-chamber,  stove,  and  register,  when 
the  several  parts  are  constructed  and  arranged  in  the  manner  and  for  the  purposes  specified. 

No.  31,717.— Alexander  Ray,  of  Philadelphia,  Tbl,— Improvement  in  Railroads.— Faieni 
dated  March  19,  1861. — A  broad  flanged  rail  is  supported  upon  the  natural  or  paved  sur&ca 
of  the  street  with  wood  or  other  similar^  elastic  material  interposed  between  the  flanges  and 
pavement,  and  holding  them  together  and  to  the  road  bed  without  the  use  of  cross-ties.  The 
ends  of  the  rails  are  lolded  down  so  as  to  form  a  tapered  loop  in  which  the  tapering  ends  of 
the  splice-pieco  are  inserted,  by  which  means  they  mutually  hold  and  support  each  other. 

Claim. — The  construction  of  street  railroads  by  using  the  paved  surface  of  the  street  as  the 
bed  of  the  railroad,  and  interposing  between  the  pavement  and  the  broad  flanges*of  the  rails 
a  plank  or  line  of  planking,  or  other  material  having  more  elasticity  than  the  pavement  or 
the  iron  rail,  and  thus  avoia  the  digging  up  of  the  street,  substantially  as  described. 

Also,  in  combination  with  the  street  rails  that  are  supported  upon  timber,  plank,  or  other  elastic 
material  laid  upon  the  paved  surface  of  the  street,  tne  strengthening  of  the  joints  of  the  rails 
by  one  or  more  tongues  which  slip  into  and  are  caught  and  hold  in  one  or  more  folds  or  loops 
formed  in  the  end  of  the  adjacent  rail,  and  without  the  use  of  keys,  bolts,  rivets,  or  anv  other 
fastening  than  that  afforded  by  the  shape  of  the  ends  of  the  rails  themselves,  as  described. 

No.  31,718.— LUTIIEU  Humiston,  of  New  Haven,  Conn. — Improved  Mode  of  Attaching 
Traces  to  Whifflctrecs, — Patent  datod  March  19,  18G1. — The  end  of  the  trace  is  slipped  over 
the  lower  hook  and  held  in  place  by  means  of  the  spring  lever. 

Claim. — ^The  use  of  the  socket  A,  with  its  projecting  stud  B,  and  hook  or  cock-eye  C,  in 
.combination  with  the  elbow-shaded  lever  D,  when  the  wnolo  is  constructed  and  fitted  for  use, 
substantially  as  described. 

No.  31,719. — E.L.  Jinnett,  of  Vermillion  county,  Bl. — Imj^rovementin  Bee-hives. — Patent 
dated  March  19,  1861. — ^Attached  to  the  bottom  of  the  moth-hive  is  a  pyramidal  box  or  moth- 
trap  extending  nearly  to  the  roof,  on  the  top  of  which  box  is  a  tube  which  forms  the  only 
passage  into  the  same.  Grooves  are  mode  in  the  floor  of  the  moth-hive,  and  in  the  sections 
above,  in  which  is  placed  a  composition  for  destroying  the  moth  and  moth  egg.  A  glass  tube 
is  secui'ed  in  the  front  of  the  hive  for  the  passage  of  the  bees  to  and  from  the  liive — the  trans- 
parency of  the  glass  tending  to  ward  off  the  approach  of  the  moth-breeder. 

Claim. — ^Tbe  combination  and  arrangement  of  the  beehive,  constructed  substantially  as 
described,  with  a  moth-hive  and  trap  beneath  attached,  provided  with  the  devices  described, 
or  their  equivalents,  of  similar  construction. 

Also,  the  glass  tube  B  attached  to  the  bee-hive,  arranged  in  the  manner  and  for  the  purposes 
described. 

No.  31,720.— E.  D.  Kendall,  of  Now  York,  N.  Y.— Improved  Apparatus  for  Naphthalizing 
Gas. — Patent  dated  March  19,  1861. — Over  the  reservoir  and  opening  into  it  is  an  upright 
cylinder.  To  the  open  top  of  the  reservoir,  which  contains  the  naphtha,  is  screwed  an  upright 
cylinder,  in  the  centre  of  both  of  which  is  a  smaller  cjrlinder  secured  to  the  bottom  of  the 
reservoir,  and  which  holds  a  tubular  wick  closing  over  its  top  like  a  cap.  A  concentric  slide 
is  placed  between  the  cylinders  B  and  D,  which  is  operated  by  a  rod  passing  through  the  top 
of  the  cylinder,  for  the  purpose  of  uncovering  more  or  less  of  tne  wick  to  take  up  a  greater  or 
less  quantity  of  vapor.  The  tube  leading  from  the  service  pipe  contains  an  inlet  and  outlet 
passage,  and  is  provided  with  a  three-way  cock,  so  that  all  the  gas  may  be  made  to  pass 
through  the  cylinder  or  through  a  transverse  passage  e  without  passing  through  the  cylinder, 
er  a  portion  may  be  allowed  to  pass  in  each  direction. 

Claim. — ^The  combination  of  the  reservoir  E,  cylinders  B  and  D,  or  their  equivalents,  wick 
A,  and  slide  E,  the  whole  applied,  substantially  as  described,  in  relation  to  each  other  and  to 
the  inlet  a,  from  the  supply  or  service  pipe  and  the  outlet  6,  to  the  burner  or  burners,  snh- 
stanUally  as  and  for  the  purpose  specified. 
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No.  31,781.— John  Leateks,  of  Brooklyn,  N.  Y, —Improved  Pressure  (jai^«.— Patent  datecl 
Karch  19,  1861. — ^The  pipe  which  supports  the  indicator  ring  is  connected  with  the  water- 
chamber  of  a  hydraulic  press,  in  such  a  manner  as  to  allow  the  water  to  rise  into  the  pipe  and 
act  on  a  piston  fitted  air  or  water  tight,  and  moving  up  and  down  within  the  same.  The 
upper  end  of  the  piston  is  formed  into  a  point,  which  supports  an  elliptical  spring  placed 
within  the  indicator  ring  and  retained  in  place  by  a  set  screw  above.  One  end  of  Uie  spring 
connects  with  a  lever  by  means  of  a  pivot,  and  its  other  end  is  slightly  bent  in.  and  a  pin 
fastened  in  the  latter  forms  the  support  for  the  lever.  The  outer  end  of  the  lever  is  connected 
by  a  rod  with  the  end  of  a  safety-vs^ve  lever  upon  a  press  or  a  boiler. 

Claim, — Supporting  the  spring  D  and  lever  E  within  the  indicating  ring  B,  between  the 
upper  point  of  the  valve  C  and  the  adjuster  6,  when  all  of  said  parts  are  mounted  upon  tint 
steam-pipe  A  and  otherwise  constructed,  as  shown  and  described,  for  the  purposes  set  forth. 

No.  31,722.— J.  J.  E.  Lenoir,  of  Paris,  France,  ^fm/rror^ct  Air  £tt^tiie.— Patent  dated 
Karch  19,  1861. — ^The  nature  of  this  invention  is  explained  by  the  daim.  Its  construction 
and  operation  do  not  admit  of  a  brief  description. 

Claim. — ^Tbe  arrangement  in  an  air  engine,  substantially  as  described,  of  the  parts  for  the 
admission  to  the  cylinder  successively  of  air  and  inflammable  vapor  or  gas  in  such  requisite 
quantities  and  proportions  as  that  the  former  shall  act  upon  the  piston  by  expansion  on  oeing 
heated  by  the  ignition  of  the  latter,  as  described,  in  combination  with  a  device  for  igniting 
said  vapor  or  gas  by  electricity  at  each  end  of  the  cylinder,  essentially  as  set  forth. 

No.  31,723. — Jacob  Lighter,  of  Clay  Village,  Ky. — Improvement  in  Medical  Compounds 
io  Cure  Hog  Cholera. — Patent  dated  March  19,  1861. — ^This  compound  consists  of  calomd, 
copperas,  and  wonn-seed  oil,  varying  in  proportions  according  to  too  stage  of  the  disease. 

Claim. — The  use  of  the  compound  described  to  be  administered  to  swine  for  the  cure  of  the 
disease  known  as  hog  cholera. 

No.  31,724.-8.  H.  Lyon  and  W.  E.  Doubleday,  of  Brooklyn,  N.  Y.—Imvrovemenl  in 
Bonnets. — ^Patent  dated  March  19, 1861. — ^The  claim  and  engraving  will  explain  this  invention. 

Claim. — ^The  bonnet  or  hat  formed  of  cotton  cloth  known  as  pique,  or  marseilles,  upon 
buckram  or  stiffening  material  and  pressed  into  form  between  heated  dies,  as  set  forth. 

No.  31,725. — John  Markel,  of  Monticelli,  HI. — Improvement  in  Cultivators. — Patent  dated 
March  19,  1861. — This  invention  consists  in  a  combination  of  hinged  cultivator  frames,  con- 
necting link,  adiusting  rod,  springs,  &c,  for  the  purpose  of  setting  the  shares  to  any  desired 
width,  and  at  the  same  time  admitting  of  their  being  temporarily  adjusted  by  hand.  The 
wheels  are  dished  considerably,  and  they  are  so  attached  to  the  bearings  as  to  admit  of  their 
being  reversed  when  necessary,  and  thus  alter  the  width  of  tread  to  suit  Uie  working  width 
of  the  cultivator  shovels. 

Claim. — First,  the  combination  of  devices  G  6  H  A  I,  for  permanently  or  temporarily  adjust- 
ing the  working  width  of  the  cultivator  shovels,  constructed,  operated,  and  operating  in  the 
manner  substantially  as  set  forth. 

Second,  in  combination  with  the  above,  the  reversible  dished  wheels  C,  as  fully  described 
for  the  purpose  set  forth. 

No.  31,726. — ^Ferdinand  Martin,  of  Marseilles,  France. — Improved  Anchor.  Patented  in 
England  August  27, 1^9. — Patent  dated  March  19, 1861. — ^This  mvention  will  be  understood 
by  reference  to  Uie  claim  and  engraving. 

Claim. — An  anchor  provided  with  a  curved  steadying  bar,  sword-shaped  flukes,  grappling 
head  or  third  fluke,  and  otherwise  constructed  as  shown  and  described. 

No.  31,727. — J.  F.  McClure,  of  Boston,  Mass. — Improved  Hair^Brush^ — ^Patent  dated 
March  19,  1861. — ^A  thin  plate  of  perforated  metal  is  placed  upon  the  face  of  the  brush  back 
or  body  and  surrounds  the  bristles,  so  that  whenever  the  brush  becomes  foul  with  oil,  dan- 
druff, &c.,  the  plate  may  be  lifted  from  the  brush  back  and  the  impurities  cleared  therefrom. 

Claim. — ^The  perforated  plate  C,  or  its  equivalent,  applied  to  a  brush,  substantially  as  and 
for  the  purpose  specified. 

No.  31,728.— J.  n.  Sears,  of  Boston,  Mass.,  and  Benjamin  Merritt,  of  Chelsea,  Mass.— 
Improvement  in  Brick  Elevators.— FAtent  dated  March  19,  1861.— The  elevating  hod,  endless 
chains,  and  a  series  of  pins  on  the  elevating  drum,  are  so  combined  that  when  the  hod  has 
been  raised  to  the  required  height,  it  shall  be  carried  laterally  towards  the  floor  or  platibrm  on 
which  the  receiving  Tiod  is  placed,  and  be  tilted  over  in  such  a  manner  as  to  empty  the  bricks 
into  the  receiving  hod  without  disturbing  their  regular  order  or  bre^in^  them. 

Claim. — ^The  combination  of  the  swivelling  hods  G,  latch  m,  and  pins  7  with  the  endless 
chain  D,  the  whole  arranged  and  operating  as  described  for  the  purpose  set  forth; 

Also,  the  anangement  of  the  pins  5  and  7  in  triangular  jjositions,  for  the  purpose  of  giving 
the  greatest  amount  of  lateral  throw  to  the  hod  G,  as  and  for  the  purpose  described. 
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No.  31,729.— Christopher  Meyer,  of  New  Brunswick,  N.  Y.-^Improtfement  in  Methods 
of  Applying  Caoutchouc  to  Cloths,  8fc, — Patent  dated  March  19,  1861.— The  object  of  tlus 
invention  is  to  apply  the  India-nibber  or  gntta-percba  only  to  those  parts  of  the  fabric  which 
•re  to  bo  cut  out  lor  nse.  or  to  certain  parts  of  the  pieces  to  bo  cut  out,  by  which  means  waste 
of  material  is  avoided. 

Claim. — Causing  cloth  or  other  fibrous  material  and  India-rubber  or  gutta-percha  to  adhere 
in  any  desirable  forms,  by  means  of  plain  pressure  rollers  and  loose  patterns,  substantially  in 
the  manner  set  forth. 

No.  31,730. — Christopher  Meyer,  of  Now  Brunswick,  N.  T. — Imprwemsnt  in  Jndia- 
rubber  Shoes. — Patent  dated  March  19,  1861. — ^This  shoe  is  designed  to  be  worn  without  an 
overshoe,  or  as  an  overshoe,  the  '*  upper"  being  made  of  a  material  which  will  admit  of 
evaporation  of  perspiration  from  the  foot,  and  the  sole  and  its  connexions  being  made  of  nibber. 

Claim. — ^A  shoo  havhig  a  rubber  sole,  and  its  upper  composed  of  cloth,  felt,  or  other  equiva- 
lent substance,  coated  with  rubber  near  the  sole  and  also  at  its  binding  edge,  substantially  in 
the  manner  shown,  but  being  elsewhere  permeable  to  moisture,  the  vmole  being  constnicted 
substantially  as  set  forth. 

No.  31,731. — Samuel  Miller,  of  Winchester,  O. — Improvement  in  Harrows. — Patent 
dated  March  19,  1861. — The  p^rts  are  so  constructed  as  to  admit  being  readily  taken  impart 
and  adapted  to  be  used  as  a  fallow-ground  harrow,  or  a  wide  harrow,  or  a  single  plough. 

Claim. — ^The  employment  of  pieces  A,  B,  C,  D,  and  E,  for  operating  conjointly,  when 
constructed  and  arranged  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,732.— RoswELL  NORTHROP,  of  New  Millford,  Conn.^Improvement  in  Machines 
for  Felting  Hat  Bodies, — Patent  dated  March  19,  1861. — ^The  invention  consists  of  a  cam- 
roller,  fluted  or  otherwise,  working  in  connexion  with  one  or  more  fluted  roUers,  so  arranged 
and  operated  as  to  alternately  press  the  articles  to  be  fulled  or  felted  more  and  then  less,  and 
more  and  less  in  alternate  succession,  as  long  as  required. 

Claim. — The  fluted  cam-roller  I,  in  combination  with  the  rollers  J  J,  for  the  purposes  set 
forth. 

No.  31,733. — J.  H.  NOYES,  of  Abington,  Mass. — Improved  Last  for  Boots  and  Shoes. — 
Patent  dated  March  19,  1861. — This  invention  has  for  its  object  the  ready  removal  of  the  last 
from  the  boot  or  shoe  without  straining  and  injuring  the  "  upper." 

Claim. — In  a  last  formed  in  two  parts  by  cutting  it  transversely  at  or  near  the  shank, 
the  dovetailed  groove  and  tenon  joint,  as  described,  in  combination  with  the  slotted  sliding 
plate  and  set  screws  on  the  one  section  and  the  lip  fixed  upon  the  other  section  of  the  last, 
the  whole  being  constructed  and  arranged  so  as  to  operate  substantially  in  the  manner  set 
forth,  whereby,  while  the  parts  may  bo  disunited  at  pleasure,  all  lateral  play  is  prevented 
when  united. 

No.  31,734. — B.  N.  Nyce,  of  Kingston,  Ind. — hnvrovement  in  BuUdings  for  Preserving 
Fruit. — Patent  dated  March  19, 1861. — The  outer  ana  inner  frame  woik  consists  of  scantling, 
sheathed  with  iron  on  the  sufaces  exposed  to  the  inner  and  outer  air,  and  with  zinc  in  the  ice 
reservoir.  The  upper  parts  of  the  joists  are  formed  with  edges  made  of  metal,  so  as  to  secure 
the  greatest  exposure  of  every  part  of  the  floor,  which  is  made  of  galvanized  iron,  to  the  air 
of  the  preserving  apartment.  The  cover  consists  of  a  rectangular  frame,  open  at  its  central 
portion,  and  supporting  a  diaphragm  of  taipaulin  or  other  flexible  and  impervious  material^ 
aiid  is  suspended  by  cords  depending  from  the  roof,  and  let  down  from  time  to  time,  as  the  ice 
melts,  the  frame  or  floor  preventing  the  settling  of  the  chaff  between  the  ice  and  the  sides  of 
the  reservoir.  In  front  ot  the  entrance  of  tho  main  chamber  is  placed  a  vestibule  W,  havine 
at  its  upper  portion  a  coil  or  tank  for  the  reception  of  the  melting  from  the  ice  reservoir,  and 
furnished  with  appliances  for  purification,  drying,  and  agitation  of  the  air,  as  in  the  main 
chamber.  The  dos.ccating  substance  is  spread  in  the  dry  form  along  the  troughs  U,  and  oa 
it  deliquesces  is  dried  and  returned  to  the  troughs. 

Claim. — First,  the  construction  of  a  preserving-house  whose  lower  chamber,  to  conUun 
provisions,  is  separated  from  its  upper  or  ice  chamber  by  an  air-tight  metallic  floor  M,  sup- 
ported on  metallic  joists  L,  whose  upper  surfaces  consist  of  a  series  of  thin  edges  or  points, 
substantiallv  as  and  for  the  objects  set  forth. 

Second,  tne  cover  O  P,  consisting  of  a  frame  O,  which  fits  the  interior  of  the  ice  reservoir, 
and  is  open  at  its  centre,  and  supports  the  skirts  of  an  impervious  and  flexible  diaphragm  P, 
as  and  for  the  objects  explained. 

Thirdf  the  described  combination  of  the  insulated,  cooled,  and  dried  vestibule  W,  furnished, 
as  described,  with  the  main  preserving  chamber,  all  constructed  as  set  forth. 

Fourth,  in  combination  with  the  chambers  for  preserving  fruit,  as  described,  the  use  of 
inclined  desiccating  troughs  U  and  hygrometer  attachment  3.  4,  5,  6,  7.  substantially  as  set 
forth. 

No.  31,73,'>. — J.  S.  Palmer,  of  Providence,  R.  I. — Improvement  in  Constructing  Brace 
letSf  Sfc. — Patent  dated  March  19.  1861. — ^This  invention  consists  in  turning  over  the  edg^ 
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of  the  fonndation  plate  to  fonn  an  overlajing  lip  or  slide  upon  each  edg^  of  the  oustide  of  the 
bracelet,  which  forms  a  smooth  roond  edge,  and  serves  to  support  and  rolain  certain  orna- 
mental work. 

Claim, — ^The  combination  of  the  lips  c  e  of  the  fonndation  plate  with  the  ornamental  metal 
plates,  or  their  equivalent,  constructed  in  the  manner  substantiallj  as  described,  for  the  pur- 
pose specified. 

No.  31,736. — EXPCH  Piper,  of  Camden,  Me. — Improvement  in  the  method  of  Preserving 
Fish, — Patent  dated  March  19, 1861. — ^The  apparatus  used  in  carrying  out  the  method  claimed 
consists  of  a  box  in  which  the  fish  are  laid  upon  a  rock,  the  box  l)eing  surrounded  by  a  pack- 
ing of  charcoal  or  other  non-conducting  material.  Metallic  pans,  fiUed  with  a  freezing  mix- 
ture, as  salt  and  ice,  are  then  set  over  the  fish,  and  the  cover  is  shut  upon  them,  which  causes 
the  temperature  to  fall  to  l(P  or  15°  below  the  freezing  point. 

Claim, — Preserving  fish  or  other  articles  in  a  close  cnamber  by  means  of  a  freezing  mix- 
ture, having  no  contact  with  the  atmosphere  of  the  preserving  chamber,  substantially  as  set 
forth. 

No.  31,737.— Daniel  Pohlmakn,  of  Baltimore,  Md. — Improvement  in  Railroad  Safety 
Brakes, — Patent  dated  March  19,  1861. — ^The  sliding  rods  are  constructed  with  projecting 
portions  fitting  in  grooved  projections  in  a  cross-bar  of  the  shoe.  When  the  rod  is  drawn 
forward  the  frame  fsJls  upon  the  track,  and  the  truck-frame  slides  upon  the  inclined  portions 
of  the  shoe. 

Claim. — ^The  shoe-frames  B,  in  combination  with  the  sliding  rod  c,  having  supporting  pro- 
jocUons  d  d'  and  truck-frames  A,  the  whole  constructed,  arranged,  and  operating  substantially 
as  and  for  the  purposes  set  forth. 

No.  31,7,38.— -W.  F.  QuiNBY,  of  Stanton,  Del.— /mprorcmewt  in  CnWcafdr*.— Patent 
dated  March  19, 1861. — ^Two  or  more  cylinders,  provided  with  spurs  or  teeth  on  their  periphe- 
ries, are  so  connected  by  means  of  cogs,  belts,  or  chains  that  the  revolution  of  the  foremost 
cylinder  shall  cause  a  greater  relative  speed  to  the  rear  cylinder.  The  cylinders  are  arranged 
within  a  frame-work,  mounted  on  a  jomted  carriage-frame,  so  that  the  driving  cylinder  can 
be  raised  or  depressed  at  pleasure,  and  the  teeth  on  this  cylinder  withdrawn  entirely  or  par- 
tially from  the  ground. 

Claim, — ^The  employment  of  two  or  more  rotary  cylinders  A  D',  armed  with  suitable  teeth 
secured  to  their  peripherics,  and  so  combined  that'  the  revolution  of  the  foremost  cylinder 
shall  give  a  greater  relative  speed  to  the  rear  cvlinder  or  cylinders,  said  cylinders  having  their 
bearings  in  a  suitable  frame,  which  is  mountea  in  a  carriage,  consisting  of  frame  £  £,  wheels 
F  F,  jointed  frame  H  H,  and  front  wheel  I,  cords  or  chains  J  J,  pulleys  m  m,  and  roller  O, 
or  their  equivalents,  all  combined  and  operating  substantially  as  and  for  the  purposes  set 
forth. 

No.  31,739. — James  Reed,  of  Newville,  O. — Improvement  in  Water-Wheels, — Patent  dated 
March  19,  1861. — The  bucket  is  constructed  with  a  spiral  descent  from  its  upper  terminus,  in 
nearly  the  same  degree,  for  about  two-fiilhs  of  its  length,  whence  it  descends  spirally  much 
more  rapidiv  to  the  point  at  which  the  water  issues  from  the  wheel.  The  bucket  is  attached 
to  a  vertical  shaft  within  a  circular  chamber. 

Claim, — ^First,  a  plano-convex  spiral  bucket  for  water-wheels,  as  set  forth,  and  substan- 
tially as  described. 

Second,  a  bucket  for  water-wheels  of  the  character  above  stated,  in  combination  with  a 
circular  chamber,  for  the  purpose  set  forth,  and  substantially  as  described. 

No.  31,740.-0.  N.  Relyea,  of  Veteran,  and  John  Relyea,  of  Horseheads,  N.  Y,— Im- 
provement in  StratD-Cutters, — Patent  dated  March  19,  1801. — ^The  knives  are  formed  with 
concave  and  convex  edges,  secured  to  a  shaft,  which  receives  a  vibratory  motion  from  a 
iilotted  arm  driven  by  a  crank.  On  each  side  of  an  oscillating  lever,  which  receives  motion 
from  a  crank  arm  on  the  main  shaft,  are  attached  racks  and  pawls,  acting  upon  pinions  con- 
nected with  the  feed-rollers,  which  cause  an  alternate  movement  of  the  latter,  in  connexion 
with  the  knives. 

Claim, — ^First,  the  peculiarly  shaped  cutters  C  C,  pointed  and  cutting  with  both  edges, 
arranged  and  operated  substantially  as  set  forth. 

Second,  in  combination  with  lever  G,  constructed  and  operated  as  described,  the  pawls  and 
racks  1 1'  and  pinions  P,  for  operating  the  feed-rollers,  substantially  in  the  manner  set  forth. 

Third,  in  combination  with  a  straw-cutting  machine,  constructed  as  described,  the  shaft  B, 
arm  H,  lever  G,  and  lever  A,  arranged  for  conjoint  operation,  as  specified. 

No.  31,741.— William  C.  ReiTTGEN,  of  Keokuk,  Iowa. — Improvement  in  Hand-Trucks,-^ 
Patent  dated  March  19,  1861. — ^The  claim  and  engraving  will  explain  this  invention. 

Claim, — ^The  arrangement  of  auxiliary  wheels  6  6,  in  the  rear  ends  of  the  truck  frame,  rela- 
tively to  the  maui  wheels  B  B  and  the  curved  adjustable  holding  and  stop  bar  D,  substan- 
tiallj  as  and  for  the  purposes  set  forth. 
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No.  31,742.— William  S.  Riogs,  of  Hiphtstown,  N.  J,— Improvement  in  Cultivators.— 
Patent  dated  Maiph  19,  1861. — ^Tbe  forward  ploughs  are  so  connected  to  the  frame  that  tbej 
can  bo  moved  sideways  and  their  inclination  to  the  planted  row  changed,  for  the  pnipose  cif 
either  simplv  loosening  the  ground  or  casting  up  a  furrow,  as  may  be  desired. 

Claim, — ^The  arrangement,  substantially  as  set  forth,  of  the  standards  B  B'  and  shares  a  a 
and  frame  A,  the  whole  operating  as  and  for  the  purposes  set  forth  and  described. 

No*  3J,743. — J.  R.  Robinson,  of  Boston,  Mass. — Improvement  in  Steam^Boiler  Furnaces. — 
Patent  dated  March  19,  1861. — ^The  gas-mixing  chamoer  is  formed  by  throwing  on  arch  of 
fire-brick  at  a  suitable  distance  above  the  grate,  with  openings  close  to  the  sides  of  the  box 
for  the  escape  of  the  gases  into  the  mixing  chamber.  In  the  crown  of  the  arch  is  an  opening 
provided  with  a  sliding  valve  which  is  opened  more  or  less,  according  to  the  character  of  the 
fuel  used  and  proportion  of  lighter  gases  evolved. 

Claim, — ^The  construction  and  arrangement  of  the  gas-mixing  chamber  D,  directly  over  the 
fire  chamber,  with  openings  e  e  at  the  sides  thereof,  substantially  as  described. 

Also,  in  combination  with  the  so  constructed  and  arranged  gas-mixing  chamber  and  its 
side  openings  e  e,  the  opening  ^g",  at  the  crown  of  the  arch  £,  or  its  equivalent,  communicating 
with  the  highest  part  of  the  fira  chamber,  and  fitted  with  a  valve  or  damper  A,  substantial] j 
as  and  for  the  purpose  specified. 

No.  31,744«— T.  J.  R.  Robinson,  of  Boston.  liMB.—hnprotement  in  Dampers  for  Multi- 
tubular Steam  Boilers, — Patent  dated  March  19,  1861. — ^The  damper,  which  is  hinged  to  the 
rear  tube  sheet,  is  made  of  two  parts,  the  upper  one  of  which  covers  the  mouths  of  the  upper 
half  of  the  tiers  of  tubes  and  the  lower  part  the  lower  portion  of  the  tubes.  Secured  to  a  Hiah 
which  serves  as  a  pin  to  the  upper  hinges  is  a  long  arm  operated  b^  a  rod  connected  with  a 
hand  lever  at  the  front  of  the  boiler  and  within  reach  ot  the  engineer,  the  object  being  to 
oounteract  the  natural  tendency  to  a  strong  draught  through  the  upper  tubes. 

Claim, — ^The  damper  constructed  of  one  or  more  parts  hinged  together,  and  arranged  rela- 
tively to  the  tubes  of  the  boiler,  substantially  as  described,  and  combined  by  such  a  system  of 
connexions  as  will  make  the  lower  parts  capable  of  opening  before  or  independently  of  the 
upper  ones,  substantially  as  and  for  the  puipose  described. 

No.  31,745. — E.  P.  Russell,  of  Manlius,  N.  Y. — Improvement  in  Fingers  for  Harvesters. — 
Patent  dated  Marcli  19.  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — ^The  combination  of  the  elastic  steel  face  plate  c  with  the  concave  face  of  the  finger 
Af  by  means  of  the  cap  B  and  the  single  bolt  or  screw  e,  whcrebv  said  plate  is  drawn  dov«ii 
upon  the  fiinger  in  the  manner  described,  for  the  purposes  set  fortn. 

No.  31,746.— J.  A.  Safpord,  of  Boston,  Mqs9,— Improved  Mode  of  Splitting  Leather.— 
Ante-dated  November  19,  1860;  patent  dated  March  19,  1861. — Each  standard  is  provided 
with  an  opening  fitted  with  beaiings  in  which  are  mounted  the  two  ends  of  the  shaft  of  the 
feed-roU  and  of  the  gauge-roll,  so  that  the  bearings  may  move  up  and  down  as  may  be 
required.  The  periphery  of  the  feed-roll  is  fluted  or  roughened  to  prevent  the  leather  from 
slipping.  A  rod  is  secured  to  the  side  of  the  bearings  of  the  feed-roll,  and  connected  by  links 
to  a  treadle,  by  which  means  the  feed-roll  may  be  drawn  down  so  as  to  clear  the  macjiine 
without  varying  the  relative  position  of  the  gauge-roll  with  respect  to  the  knife,  and  thus 
prevent  waving  of  the  leather  as  it  is  cut. 

C/am.— Combining  with  the  gauge-roll  J,  whose  ends  are  simultaneously  adjusted  by  one 
operation,  a  feed-roll,  G,  so  mounted  on  springs,  </,  that  either  end  may  be  depressed  to  a 
distance  sufficient  to  compensate  for  such  inequalities  in  the  leather  being  skived  as  are  not 
sufficient  to  choke  the  machine,  when  such  arrangement  is  combined  with  a  rod,  L,  or  its 
equivalent,  connecting  links  M  and  treadle  N,  for  the  purpose  of  depressing  both  ends  of  the 
feed-roll  simultaneously  to  free  the  machine  when  choked,  the  whole  being  arranged,  con- 
structed, and  operated  in  the  manner  substantially  as  described. 

No.  31,747.— Suspended. 

No.  31,748.— J.  H.  SiMONDS,  of  New  York,  N.  Y,— Improved  Hot- Air  Register.— V^Jteai 
dated  March  19,  1861.— This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — Having  the  open  face  plate  B  of  a  hot-air  or  ventiduct  register  of  curved  or  arched 
form,  so  as  to  project  outward  from  the  duct  C  and  form  a  space  or  chamber  <f,  which,  in  con. 
nexion  with  box  A.  serves  to  admit  of  the  operating  of  the  slats  or  valves  without  interfering 
with  or  obstructing  the  duct,  as  set  forth. 

No.  31,749.— D.  W.  Smith,  of  Dooley  county.  GA.—ImjMrovement  %n  Ploughs.— T&ieoi 
dated  March  19,  1861. — ^Disclaiming  the  separate  parts  of  this  machine,  the  inventor  claims  • 
novel  arrangement  of  parts,  whereb  v  the  share  may  be  set  at  a  greater  or  less  inclination,  and 
the  landside  adjusted  in  a  horizontal  position.  The  block  may  be  adjusted  vertically,  serving 
as  a  support  for  the  plough,  and  preventing  the  landside  cutting  into  the  subsoil. 

Claim, — ^The  adjustable  standard  and  brace  B  C,  connected  together,  and  arranged  in  rela- 
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tion  with  and  attached  to  the  beam  A,  as  shown,  in  connexion  with  the  landside  E,  block  U. 
find  adjustable  arm  F,  all  arranged  for  joint  operation,  snbstantiallj  as  and  for  the  purposes 
set  forth. 

No.  31.750. — ^Richard  Sous,  of  New  Bnmswick,  N.  J. — Improved  Fastening  for  Gaiter 
Shoes, — Patent  dated  March  19,  1861. — ^I'his  fastenini^  consists  of  two  metal  plates  pivoted 
together  at  the  bottom  and  secured,  respectively,  to  the  sides  of  the  opening  in  the  side  or 
front  part  of  the  eaiter.  Near  the  top  of  the  boot  is  secured,  upon  either  side  of  the  opcuing, 
a  spring  latch  ana  corresponding  catch  box.  hy  which  means  the  boot  may  be  readily  fastened 
and  umastened. 

Claim. — The  gnaiter  fastening  composed  of  the  pivoted  plates  b  b'  and  spring  latch  g  g', 
when  constructed,  applied,  and  operating  together,  and  with  the  gaiter  A,  in  the  manner 
shown  and  described. 

No.  31,751.— M.  B.  Stafford,  of  New  York,  N.  Y. — Improvement  in  5«<w?«».— Patent 
dated  March  19,  1661. — The  rear  half  of  the  jacket  in  connexion  with  the  stove,  and  with 
which  it  may  be  cast,  forms  an  air  chamber,  and  the  front  half  is  made  of  sheet  metal  and 
perforated  so  as  to  admit  of  the  radiation  of  heat  from  the  stove  and  of  cold  air  passing  into 
the  rear  air-heating  chamber.  The  two  parts  are  joined  together,  to  form  a  cyhndricel  case 
around  the  stove. 

Claim, — The  construction  of  the  jacket  in  tw»  partsj  one  of  which  H  is  perforated  so  as  to 
form  a  protractor  and  radiating  chamber,  while  the  other  part  £  forms  a  hot-air  chamber,  when 
the  said  parts  are  arranged  toother,  and  the  stove  and  air  chamber,  and  the  whole  is  made  in 
the  manner  shown  and  described. 

No.  31,752.-1.  A.  Stafford,  of  Essex,  N.  Y ,— Improvement  in  Seeding  Machine9,'-Ffiteni 
dated  March  19,  1861. — ^The  lower  opening  of  the  hopper  is  made  narrow  and  provided  with 
a  row  of  bristles,  to  act  as  brushes  for  forcing  the  gram  through  slits  in  the  sliding  bottom 
into  the  distributing  box.  The  vibrating  rack  is  pivoted  to  the  ends  of  the  hopper,  so  as  to 
work  in  the  centre,  and  has  a  row  of  pins  on  the  under  edge,  which  sarve  to  stir  the  grain  in 
the  hopper. 

Claim, — ^The  arrangement  and  combination  of  the  hopper  G,  the  vibrating  rack  gj  the 
sliding  bottom  A,  and  Uie  distributing  box  H,  substantially  m  the  manner  as  specified  and  for 
the  purposes  set  forth. 

No.  31,753. — ^Frederick  Stamm,  of  Lancaster,  Pa. — Improvement  in  Ctdtivators, — Patent 
dated  March  19,  1861. — The  side  beams  are  connected  to  the  rear  end  of  the  draught  beam 
by  hinges,  and  are  adjusted  the  required  width  by  means  of  arc-shaped  stays  in  front. 

Claim, — ^The  arrangement  of  the  draught  beamB,  side  beam  A,  stays  D,  hinge  C,  and  curved 
shovel  E.  with  its  he^  Z,  the  whole  being  constructed,  operated,  and  operating  in  the  manner 
and  for  tne  purpose  set  forth. 

No.  31,754.— C.  W.  Taylor,  of  Pittsburg,  Pa.— /mproremfiK  m  Alarm  Trviiitv.— Patent 
dated  March  19,  1861. — In  a  suitable  place  on  the  inside  of  the  lid  of  the  trunk  is  arranged 
an  ordinary  clock  alarm,  having  a  bell  so  combined  with  a  sliding  rod  and  spring  that  when 
the  wheel  work  of  the  alarm  is  wound  up  the  hammer  rod  will  be  preventca  from  operating 
unless  the  trunk  or  lid  is  raised.  The  shutting  of  the  lid  causes  a  lever  to  assume  its  proper 
position  tor  action,  in  the  event  of  the  trunk  or  its  lid  being  moved. 

Claim, — ^The  clock  alarm,  in  combination  with  the  lever  F,  board  G',  rod  /,  spring  A,  and 
rod  J,  the  whole  being  constructed  and  operated  substantially  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  31,755.— Horace  Tupper,  of  Buffalo,  N.  Y, ^Improvement  in  Boxes  for  Railroad 
Cars  J  5fc. — ^Patent  dated  March  19,  1861. — A  piece  of  money  being  dropped  in  the  opening 
C,  falls  between  the  inclined  sides  and  upon  the  wheel  £,  the  wings  of  which  are  made  of 
glass,  and  is  caused  to  revolve  by  the  driver.  Windows  are  placed  in  the  sides  of  the  box, 
BO  that  the  wheel  may  be  seen.  The  money  falls  into  a  box  G,  which  is  kept  locked.  Any 
change  to  be  returned  is  dropped  through  opening  C  and  taken  from  box  L,  through  a  door. 

Claim, — ^First,  constructing  the  upper  portions  of  the  box  A,  with  openings  C  C  C,  with 
inclined  sides  D  D,  windows  K  K,  and  revolving  transparent  partitioned  wheel  £,  arranged 
as  and  for  the  purpose  specified. 

Second,  in  combination  with  the  partitioned  wheel  E,  the  drawer  G,  the  same  being  used 
substantially  as  and  for  the  purpose  set  forth. 

No.  31,756.— M.  D.  Wells,  of  Morgantown,  ^2^,— Improved  Chum  Da«A«r.— Patent 
dated  March  19,  1861. — ^The  inventor  says:  "The  dasher  being  hollow,  a  few  slow  turns  of 
the  same  causes  the  butter  to  collect  within  the  box  so  as  to  be  removed  in  a  lump.** 

Claim, — ^The  oblique  box  dasher  D,  constructed  and  operating  substantially  as  set  forth, 
that  is  to  say,  with  two  flat  sid^  two  curved  sides,  and  two  open  sides,  and  turned  in  the 
same  dkection  for  churning  and  for  gathering  the  butter,  but  at  variable  velocities,  as  men- 
tioned. 
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No.  31,767.— C.  II.  Wilcox,  of  New  York,  N.  Y,--Tmprovement  in  Sewing-Machime 
Ne^dlet. — Patent  dated  March  19, 1861. — This  needle,  constructed  as  claimed,  is  desired  to 
rtt  li  radial  projection  in  the  socket  of  the  holder,  so  that  it  may  be  readily  guided  or  ^justed 
to  itH  proper  set,  and  prevented  from  turning  on  its  holder. 

Clatm. — A  sewing  machine-needle,  the  same  forming  a  new  article  of  manufacture,  haring 
combined  with  its  round  shank  a  slot  or  groove,  substantially  as  and  for  the  purpose  or  pur- 
poses set  forth. 

No.  31,758.— P.  O.  WooDARD,  of  Waterford,  Fsl— Improved  Butter- Worker. —V^ient  dated 
Marcli  11),  18G1. — The  butter  board  is  provided  with  two  sides,  projecting  upward,  and  is  ar- 
ranged to  have  a  short  side  play,  so  that  as  the  roller  strikes  the  sides  alternately  at  the  closo 
of  its  fonvard  and  backward  movement,  the  ridges  of  the  roller  will  strike  in  different  parts 
of  the  butter.  A  greater  or  less  pressure  is  exerted  upon  the  butter  by  the  rollers  by  th©  ad- 
justment of  head  blocks,  in  which  the  rack-pieces  are  secured. 

Claim. — ^The  combination  and  arrangement  of  the  fluted  roller  £  and  the  butter  board  or 
table  U,  provided  with  sides  or  projections  p  p,  bo  as  to  produce  an  automatic  shil^in^  of  the 
roller  upon  the  butter  at  every  turn  of  its  movement,  substantially  as  and  for  the  puipOM 
specified. 

Also,  the  adjustable  head  blocks  B  B  D  D,  arranged  and  operating,  in  connexion  with  the 
other  parts  of  the  machine,  so  as  to  adjust  the  roller  E  to  any  desired  height  above  the  butter 
board  or  table  II,  substantially  as  set  forth. 

No.  31,759.— William  Woodbtoy,  of  Gloucester,  Mass.— /wprowrf  Spring  Tackle  for 
the  Sheets  of  Fore-and-aft  Rigged  Vessels. — Patent  dated  March  19,  1861. — Upon  each  side 
of  the  loop  to  which  the  traveller  block  is  attached,  and  embracing  the  traveller  ro^,  is  a  tube 
of  India-rubber  acting  as  a  spring,  which  is  compressed  by  the  loop  as  it  is  moved  towards 
either  end  of  the  traveller,  by  which  means  the  sheet  is  relieved  from  the  sudden  jerk  and 
strain  as  the  boom  is  shifted  from  one  side  to  the  other. 

Claim. — The  springs  6,  in  combination  with  the  traveller  C  and  sheet  E,  operating  substan- 
tially as  described,  for  the  purpose  specified. 

No.  31,760. — A.  S.  Adams,  of  Chelsea,  Moss.,  assignor  to  Himself  and  Jos.  Watson,  of 
Brooklyn,  N.  Y. — Improvement  in  Printing  Presses. — Patent  dated  March  19,.  186 1. — 
Projecting  from  the  hinged  part  of  the  tympan  is  a  curved  piece  or  dog  A,  and  in  the  path  of 
this  dog,  but  attached  to  the  frame,  is  a  cam  t,  curved  at  its  end  to  correspond  with  the  curve 
of  the  dog.  When  the  carriage  is  near  the  end  of  its  traverse  the  curved  piece  A,  by  following 
over  the  end  of  the  cam,  permits  the  tympan  to  bo  raised  by  the  spring  /;  but  when  the  car- 
riage is  moved  towards  the  opposite  end  of  the  press  the  dog  /i,  by  riding  up  on  the  cum,  closes 
the  tympan  down  on  the  carriage  or  the  form  placed  thereon.  The  Insket,  which  is  a  light 
frame  comjjosed  of  adjustable  bars,  is  operated  automatically  by  means  of  a  spring  which 
presses  the  friskct  up  to  the  tympan  until  tne  latter  is  raised  to  or  nearly  to  its  extreme  height, 
when  the  end  of  the  spring  which  has  held  up  the  frisket  strikes  the  travelling  carriage,  and 
the  frisket  is  thrown  off  from  the  tympan.  The  inking  roll  is  supported  on  a  U-shaped  bar 
which  allows  the  roll  to  pass  above  the  bed,  whilst  the  sliding  part,  which  is  supported  on  the 
frame  of  the  press,  passes  beneath  the  bed,  where  it  is  out  ot  the  way,  and  may  readily  be 
operated  by  a  treadle. 

Claim. — First,  the  dog  A,  on  the  tympan,  and  stationary  cam  i,  for  the  purpose  of  auto- 
matically depressing  the  tympan  before  it  reaches  the  impression  roll,  whereby  the  tympan 
can  bo  operated  on  by  said  roll,  when  the  former  comes  under  from  either  direction,  as 
described. 

Second,  the  combination  of  the  spring  r,  with  the  picket  T,  and  tympan  K,  the  whole 
arranged  and  operating  as  specified,  lor  the  purpose  set  forth. 

Third,  the  inldng  roll  R,  carried  by  the  bent  or  U-shaped  bar  M,  substantially  as  described. 

No.  31,761.-0.  W.  Depew,  assignor  to  HoRTON,  Depew  &,  Sons,  of  Peekskill,  N.  Y.— 
Improvement  in  Ploughs. — Patent  dated  March  19,  1861. — ^The  clevis  is  formed  with  three 
holes  in  its  front  part  and  a  recess  in  the  rear  forming  arms,  which  are  provided  with  pins  on 
their  inner  sides  to  fit  into  notches  in  the  plough  beam,  by  which  means  the  plough  may  be 
adjusted  to  a  greater  or  less  pitch,  and  the  casu^  attachment  of  the  clevis  prevented. 

Claim. — ^A  clevis  B,  provided  with  arms  A  A,  which  have  pins  t  t  projecting  therefrom,  in 
connexion  with  a  plough  beam  A,  having  flanches  a  a  at  its  upper  and  lower  edges,  and  pro- 
vided with  an  inchned  front  end  a',  and  notches  e  e,  all  arranged  as  and  for  the  purpose  set 
forth. 

No.  31,762.— W.  H.  Hope,  of  Washington,  D.  C,  assignor  to  T.  B.  Florenxe,  of  Philadel- 
phia, Pa. — Improvement  in  Machines  for  Sweeping  Streets. — ^Patent  dated  March  19,  1861. — 
The  cylindrical  brush  is  made  to  revolve  in  the  rear  of  a  semi-cylindric^  casing  wliich  mar 
be  adjusted  to  the  brush  as  the  latter  wears  awav.  Connected  with  the  axle  and  box  which 
contains  the  dirt  is  a  bar  to  which  a  lover  is  attached  for  the  purpose  of  moving  the  box  when 
the  brush  is  ungeared. 
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Claim. — ^First,  the  anrangemont  of  a  cylindrical  brush  in  street-sweepers,  revolving  in  a 
metallic  or  other  adjustable  casing,  as  described,  whereby  dirt  and  other  substances  are  gath- 
ered without  any  other  mode  of  conveyance,  into  the  box  or  body  of  the  machine,  as  set  iorth 
and  described. 

Second,  the  arrangement  of  lever  L,  in  combination  with  the  bar  B,  connecting  rods  r  r, 
and  axle  A,  which  are  attached  to  box  or  body  fr,  for  the  purpose  of  ungearing  brush  B,  as  set 
forth  and  described. 

No.  31,763.— F.  HucKiNS  and  E.  C.  R.  Walker,  assiraors  to  Francis  Huckins.— 
hnprovement  in  Apparatus  for  Desiccating  and  Torrefying  Farinaceous  Substances. — Patent 
dated  March  19,  JHGl. — ^The  retort  is  su8i)ended  within  a  semi-cylindrical  vessel  of  cast-iron. 
Upon  a  shaft  in  the  retort  is  secured  a  series  of  arms,  in  each  of  which  is  fitted  a  rod  having 
a  collar  and  spiral  spring.  At  the  ends  of  the  rods  «ure  placed  scrapers  made  to  bear  against 
the  inner  suriace  otthe  retort  by  the  springs,  by  which  means  the  material,  as  it  is  stured,  i« 
prevented  from  burning,  or  bcihg  unduly  heated.  * 

Claim. — ^The  employment,  in  connexion  with  the  arms  F,  and  retort  C,  of  the  self-adjusting 
or  spring  scrapers  j,  constructed  and  operating  as  shown  and  described. 

No.  31,764.— Lewis  Miller,  assignor  to  C.  Aultivian  &  Co.,  of  Canton,  O.— Improved 
Gearing  for  Threshing  Machines. — Patent,  dated  March  19,  1861. — This  invention  consists  in 
placing  the  journals  of  the  cylinder  beyond  or  outside  of  the  gearing  for  the  purpose  of  re- 
ducing the  size  of  the  journals  and  getting  a  corresponding  reduction  m  the  friction  of  them, 
a<  well  as  to  remove  them  as  far  as  possible  from  the  dust  and  grit  thrown  off  in  threshing. 

Claim. — Sui)porting  the  shaft  of  a  threshing  cylinder  in  beaiings  arranged  outside  of  and 
beyond  the  main  frame  of  the  machine,  when  used  in  connexion  with  drivmg  gearing  placed 
between  said  bearings  and  the  main  frame,  for  the  purpose  of  using  small  journals  and  apply 
ing  the  power  that  is  to  drive  the  threshing  mechanism  to  the  heavier  and  stronger  part  of  the 
shaft,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,765.— A.  M.  Millochan,  of  New  York,  N.  Y.,  assignor  to  Henry  Leverat. — 
Improvement  in  Methods  of  Extracting  Oil  from  Fish. — Patent  dated  March  19,  1861. — ^This 
process  consists  in  placing  the  fish  in  a  bath  of  dilute  sulphuric  acid  sufficient  in  ouantity  to 
permit  the  oil  to  separate  readify  from  the  remains  of  the  nsh  by  difference  in  specinc  gravity, 
so  that  it  can  be  drawn  off.  The  fish  becomes  entirely  disintegrated  and  the  oil  rises  to  the 
•urface,  when  it  is  drawn  off  and  filtered. 

Claim. — The  described  process  substantially  of  obtaining  oil  directly  from  fish  by  means  of 
a  bath  of  dilute  sulphuric  acid,  and  without  forcible  separation  by  pressing. 

No.  31,766.— J.  L.  RowE,  assignor  to  Himself  and  T.  Rudderforth,  of  New  York,  N.  Y.— 
bmwoved  Ice-Crusher, — ^Patent  dated  March  19, 1861. — ^This  invention  consists  of  a  fluted 
roller  used  in  connexion  with  a  side  piece  grooved  vertically  and  hinged  at  the  uppto  part,  so 
as  to  be  capable  of  adjustment  for  cracking  ice  into  larger  or  smaller  pieces. 

Claim. — ^The  adjustable  side  d,  groov^  vertically  as  specified,  in  combination  with  the 
roller  a,  to  crack  and  break  ice  in  the  manner  specified. 

No.  31,767.— Albion  Ransom  and  R.  D.  Granger,  assignors  to  S.  H.  Ransom  6l  Co.,  of 
Albany,  N.  Y. —Improvement  in  Tca-lfc<</e».— Patent  dated  March  19, 1861.— The  bail  of  the 
kettle  is  made  to  rest  upon  a  projection  on  the  rear  of  the  cover  and  off  from  the  kettle^  which 
prevents  it  from  being  heated,  and  the  turning  off  the  cover  is  accomplished  by  moving  the 
Did],  whidi  dispenses  with  the  use  of  a  holder. 

Claim. — Connecting  the  lid  or  cover  to  the  breast  of  the  kettle  by  studs  or  projections  con- 
structed substantially  as  described,  whereby  the  lid  will  be  held  to  the  body  at  all  times  and 
be  in  the  erect  or  nearly  erect  position  when  thrown  up  or  out,  and  the  bail  be  held  off  from 
the  breast  of  the  kettle,  as  recited. 

No.  31,768.— W.  H.  Sullenberger,  assignor  to  Himself,  Henry  Sierer,  and  John 
TOBERT,  of  Chambersburg,  Pa. — Improved  Method  of  Hanging  Band  Saws. — Patent  dated 
March  19,  1861. — ^This  invention  relates  to  a  method  of  hanging  the  saw  so  as  to  compensate 
for  its  expansion  and  contraction  under  different  degrees  of  temperature,  and  thus  keep  up  a 
proper  d^pree  of  tension  on  the  saw.  Also,  to  a  method  of  hanging  the  upper  belt-wheel  in 
combination  with  a  movable  slide  in  the  table,  whereby  the  saw  may  bo  (u^nstod  and  set  to 
•aw  any  irregular  or  straight  bevel.  Also,  to  a  jpeans  lor  preventing  injury  to  the  saw-teeth 
in  consequence  of  their  running  on  the  peripheries  of  belt-wheels.  Also,  to  the  application  of 
a  yielding  gutta-percha  wheel  to  the  toothed  edge  of  the  saw  under  the  table  for  tne  purpose 
of  preventing  the  saw  from  being  worked  off  the  belt-wheels  when  the  work  is  drawn  back- 
wards from  the  saw.  Also,  to  a  guide-wheel  which  prevents  the  saw  from  twisting,  and 
serves  as  a  back  rest  for  the  saw  in  sawing,  and  is  so  constructed  as  to  be  adapted  to  saws  of 
different  widths. 

Claim. — ^The  employment,  in  the  manner  substantially  as  shown  and  described,  of  a  spring 
balance  /,  to  strain  the  saw;  as  the  saw  expands  by  heating,  the  straining  pressure  of  the 
ipring  will  decrease,  all  as  set  forth. 
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The  particular  arrangement  of  the  joint  frame  D  D',  and  arm  b,  and  slide  A2,  with  the 
oscillating^  adjasting  screw  J,  in  the  manner  and  for  the  purposes  shown  and  described. 

The  construction  of  the  guide-wheel  I,  with  separately  adjustable  flanges  and  shanks  and 
intermediate  washer,  substantial!  j  in  the  manner  and  for  the  purposes  shown  and  described. 

The  arrangement  of  the  peculiarly  constructed  guide-wheel  I,  with  the  saw  K,  and  adjust- 
able slotted  arm  H^  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,769. — C.  F.  Anderson  and  Sylvester  Davis,  of  Claremont,  N.  'H.-^Improvement 
in  Water  Elevators. — ^Patent  dated  March  26,  1B61. — To  the  under  side  of  the  lover  I,  moving 
in  the  curb,  both  laterally  and  longitudinally,  and  arranged  above  the  axle  so  as  to  rest  on 
either  of  the  pulleys  C  or  D,  is  attached  a  flexible  brake  cucircling  the  pulley  D.  When  tbo 
lever  is  moved  laterally  so  as  to  clutch  the  shaft  with  the  hub  6,  it  can  be  also  moved  forwiml, 
thus  tightening  the  shaft  on  the  pulley  and  producing  friction,  which  prevents  the  bucket  from 
descending  rapidly.  The  hook  J  is  attached  to  one  end  of  the  strap  and  projects  out  of  one 
side  of  the  curb,  and  on  it  is  placed  a  thumb-nut  by  which  it  con  be  shortened  or  lengthened. 
The  partition  serves  to  deflect  the  rod  and  thus  open  the  valve  of  the  bucket,  and  also  to  pre- 
vent the  moisture  arising  from  the  well  from  coming  in  contact  with  the  windlass,  a  currenl 
of  air  being  kept  up  through  the  spout  and  an  aperture  in  the  rear. 

Claim, — Having  the  flexible  girdling  brake  H  attached  to  the  shifting  lever  I,  which  operates 
(he  sliding  windlass  B,  when  the  saidlever  has  both  a  lateral  and  longitudinal  movement,  and 
when  said  parts  are  otherwise  constructed  and  ahunged  to  operate  with  each  other  in  tbe 
manner  shown  and  described. 

The  arrangement  of  the  adjusting  hook  J,  with  the  girdling  strap,  in  the  manner  shown 
and  describeo. 

The  arrangement  of  the  partition  O,  and  rear  aperture  ^^  with  the  curb  A',  windlass  and 
brake,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,770.-^A.  M.  AsaY  and  J.  L.  A.SAY,  of  Philadelphia,  Pa. — Improvement  in  Arti- 
ficial Teeth. — ^Patent  dated  March  26,  1861. — This  invention  consists  in  forming  moulds  for 
casting  artificial  teeth,  so  that  depressions  of  any  size  or  shape  may  be  formed  in  the  bases  of 
teeth  during  the  process  of  casting,  thereby  saving  the  labor  of  grinding  them  to  the  required 
shape.  The  parts  are  so  constructed  that  teeth  of  any  required  tongth  of  gum  may  be  formed 
in  tne  same  mould. 

Claim, — First,  so  constructing  moulds  for  artificial  teeth  that  by  the  use  of  movable  pieces 
B  B  and  supplementary  pieces  C'  C  blocks  of  teeth  of  any  required  depth  of  gum  may  be 
formed  in  the  same  moula. 

Second,  the  use  of  a  movable  piece  B,  with  its  projection  m,  for  the  purpose  of  forming  a 
depression  of  any  required  form  m  the  base  of  the  block. 

Third,  the  combination  of  the  base  A  and  cap  D  of  the  mould  with  the  movable  pieces  B, 
supplementary  pieces  C  C,  guide-rods  z,  and  pins  «,  the  whole  being  arranged  substantiallj  • 
as  and  for  the  purpose  set  form 

No.  31,771.— H.  H.  Ballard  and  H.  McClure,  of  Mount  Pleasant,  O,-- Improved  Plough.'- 
Patent  dated  March  26,  1861. — On  each  side  of  the  slot  in  the  beam  A,  in  which  the  coulter 
plays,  are  the  two  curved  pieces,  and  working  up  and  down  between  them,  and  pivoted  to  the 
frame,  is  the  lever  E,  which  can  be  retained  at  any  angle  by  inserting  a  pin  in  one  of  the 
holes  in  the  curved  pieces  C  C.  To  the  lower  end  of  the  lever,  and  a  little  above  its  pivot, 
are  pivo^d  straight  bars,  one  on  each  side,  which  at  their  outer  ends  are  pivoted  to  the  top  of 
the  coulter.  A  pin  inserted  in  the  frame  A  retains  the  coulter,  when  in  a  working  position, 
while  by  raising  lever  F  the  point  of  the  coulter  can  bo  raised  at  anv  time.  The  converging 
fins  on  the  mole  compress  the  earth  so  as  to  close  the  opening  mode  by  the  coulter. 

Claim, — First,  the  combination  of  the  curved  pieces  C  C  with  the  frame  A,  and  mole  and 
coulter,  substantially  as  set  forth,  whereby  the  coulter  and  mole  can  be  raised  and  turned  over 
above  the  frame,  and  there  securely  held  for  transportation  or  storage. 

Second,  the  combination  of  lever  E  and  curved  pieces  C  C  with  the  frame  A,  and  coulter  D, 
and  mole,  substantially  as  set  forth,  whereby  the  point  of  the  mole  can  be  raised  by  lever  £, 
at  the  will  of  the  driver. 

Third,  the  fins  or  compressors  e  e,  in  combination  with  the  mole  and  coulter,  when  arranged 
in  relation  thereto  as  ana  for  the  purposes  set  forth. 

Fourth,  forming  the  sides  of  the  front  of  the  mole  parallel  in  combination  with  providing 
the  middle  of  the  mole  with  conveying  pins,  as  set  forth. 

No.  31,772.— Leon  Pierre  Barre,  of  Paris,  France. — Improvement  in  Steam  Boilers, — 
Patent  dated  March  26,  1861. — ^A  cylindrical  mandrel,  constructed  of  several  pieces  joined 
together  by  a  screw  thread,  is  driven  in  the  whole  length  of  a  boiler  tube,  which  it  filj^  and 
is  then  stopped  by  the  shoulder  on  the  mandrel  bearing  against  the  end  of  the  tube.  The 
remainder  of  the  mandrel  is  of  the  same  size  as  the  tube,  and  iust  fits  the  orifices  in  the  end 
plate  of  the  boiler.  On  striking  the  end  of  the  mandrel  the  tube  is  driven  out  laterally,  and 
at  the  some  time  the  incrustations  are  detached  fi'om  the  sides  of  the  tube. 

Claim, — First,  the  fitting  or  fixing  the  tubes  of  tubular  steam  boilers  by  means  of  small 
flanged  tubes  with  collars,  by  means  of  cement  for  producing  a  steam  and  water-tight  jolnl 
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between  the  said  boiler  tubes  and  the  end  plates  of  tubular  steam  boilers,  as  described  and 
represented  in  Figs.  1  to  4  of  the  annexed  drawing. 

Second,  the  constrtiction  and  employment  of  a  mandrel  for  faciliating  the  cleaning  of  tubes 
in  tubular  boilers,  as  described  and  represented  in  Figs.  5  and  6  of  the  annexed  drawing. 

No.  31,773.— A.  H.  Black  and  C.  R.  Black,  of  Indianapolis,  Ind. — Improvement  in 
Hygrometers. — Patent  dated  March  26,  1861. — ^This  invention  consists  in  the  use  of  a  twisted 
awn  or  beard  of  the  grass  called  *'  stipa,"  one  end  of  which  is  secured  to  the  centre  of  the 
back  of  the  box,  and  to  the  other  end  is  attached  an  index  working  over  a  dial. 

Claim, — As  an  improved  article  of  manufacture,  a  hygrometer  which  has  its  axis  made  of 
the  order  of  grasses,  **  stipa,"  with  two  or  more  indices  thereto  attached,  and  otherwise  con-  i 
structed  as  shown  and  descnbed. 

No.  31,774.— John  Blue,  of  Covert,  N.  Y.^rmprorement  in  flarw^fer*.— Patent  dated 
March  a6,  1861. — ^The  object  of  this  invention  is  to  obtain  a  one~wheeled  harvester  which 
will  admit  of  having  its  nnger-bar  and  sickle  capable  of  adjusting  themselves  parallelly  to  the 
inequalities  of  the  surface,  and  thereby  enable  the  sickle  to  work  as  close  to  the  surface  of  th'e 

f  round  as  may  be  desired,  without  coming  in  contact  therewith,  and  without  being  affected 
y  the  vertical  movement  of  the  driving  wheel,  produced  by  the  inequalities  of  the  surface. 
Claim. — ^The  attaching  of  the  finger-bar  U  to  a  plate  or  frame  R,  which  has  its  front  end 
connected  by  a  joint  to  a  plate  B,  the  back  part  of  which  is  attached  to  the  axle  C,  the  loint 
eonnexion  of  the  frame  R  and  plate  B  being  attached  to  the  back  part  of  the  draught-pole  A, 
and  at  any  point  in  front  of  the  axle,  to  operate  as  and  for  the  purpose  specified. 

No.  31,775.— M.  E.  Bollinger,  of  Littlestown,  Ftk.^Improvement  in  Oscillating 
Engines, — Patent  dated  March  26,  1861. — ^The  cylinder  is  suspended  from  its  upper  side  by 
a  single  trunnion  joumalled  at  each  end  to  standards.  The  trunnion  performs  the  functions 
of  supply  and  exhaust  valves,  being  perforated  centrally,  and  formed  with  a  partition  which 
separates  the  induction  port  from  the  exhaust  port.  A  toothed  segment  provided  with  a 
handle  is  pivoted  to  one  of  the  standards,  and  meshes  into  a  pinion  securedfto  the  trunnion. 
Beneath  the  cylinder  is  placed  a  spring  which  receives  the  momentum  of  the  cylinder  and 
assists  its  return  stroke. 

Claim, — First,  suspending  an  oscillating  cylinder  by  a  single  shaft  or  trunnion  on  its  upper 
side,  OS  set  forth. 

Second,  the  trunnion  or  hollow  shaft  B,  containing  at  its  respective  ends  the  induetion  port 
/and  the  exhaust  port  e,  and  applied  to  the  cylinder  A  in  the  manner  and  for  the  purposes  set 
forth. 

Third,  the  combination  of  the  segment  rack  G  with  the  pinion  I,  for  rotating  the  trunnion 
B,  in  the  manner  and  for  the  purposes  explained. 

Fourth,  the  spring  E,  or  its  described  equivalent,  applied  to  the  cylinder  A,  to  equalize  its 
motion,  as  set  forth. 

No.  31,776. — Samuel  Boorn,  of  Lowell,  Mass. — Improvement  in  Pickers  for  Looms, — 
Patent  dated  March  26, 1861. — This  invention  relates  to  the  socket-head  which  contains  the  horn 
cushion  or  bushing  against  which  the  point  or  nose  of  the  shuttle  acts,  while  the  shuttle  is  being 
ejected  from  one  of  the  shuttle-boxes.  Bv  notching  the  head  the  horn  cushion  is  allowed  to 
expand  laterally  without  powdering  under  the  blows  of  the  shuttle,  and  the  surplus  of  the 
cushion  may  be  readily  removed. 

Claim. — ^Tho  improved  movable  shuttle-box  picker,  as  made  with  its  head  A,  notched  with 
respect  to  its  shuttle  cushion  B.  substantially  in  the  manner  and  for  the  purpose  as  described. 

No.  31,777. — E.  S.  Boynton.  of  Alexandria,  Va. — Improvement  in  Iron  Masts,  Steeples, 
Sfc. — Patent  dated  March  26,  1861. — This  invention  will  be  understood  by  reference  to  Uie 
claim  and  engraving. 

Claim. — ^Tbe  constructing  of  masts  and  spars  and  such  perpendicular  structures  as  require 
height  and  stabilitv  bv  means  of  flat  bars  of  wrought  iron  or  steel,  made  continuous  by  rivet- 
ing the  ends  of  the  bars  together,  and  winding  tnem  spirally  around  from  the  bottom  to  the 
top  of  the  structure,  one  ]|ortion  winding  around  in  one  direction  and  the  other  portion  wind- 
ing around  in  the  reverse  direction,  so  as  to  form  spiral  or  diagonal  braces  tlu-oughout  the 
structure,  secured  together  at  the  points  of  intersection,  and  relying  on  said  continuous 
braces  for  their  support,  without  the  aid  of  longitudinal  or  circular  ribs  or  any  internal  fram- 
ing, substantially  as  descnbed. 

No.  31,778.— Felix  Brxjnon,  of  Philadelphia,  Vs^,— Improved  Register  for  Omnibuses, 
Arc — Patent  dated  March  26,  1861. — This  invention  consists  of  one  or  more  levers,  each  hav- 
ing a  spring  doe  or  its  equivalent,  in  combination  with  a  graduated  ratchet  wheel  or  wheels, 
a  screwed  spindle  and  a  stationary  graduated  bar,  the  whole  arranged  in  connexion  with  a 
yielding  step,  platform,  or  door  of  a  vehicle,  so  that  the  number  of  passengers  who  enter  the 
same  is  involuntarily  registered  by  the  passengers  themselves. 

Claim. — First,  one  or  more  levers  H,  eacn  having  a  spring  dog  a,  or  its  equivalent,  in 
combination  with  a  graduated  ratchet  wheel  or  wheels  £,  the  screwed  spindle  F,  and  giadu- 
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ated  bar  G,  the  whole  being  arranged  and  operating  snbstantiallj  as  and  for  the  pnrpo6e  sei 
forth. 

Second,  the  pin  /,  with  its  cut  away  or  eccentric  end  in  combination  with  the  lever 
H,  a  spring  dog  a,  and  the  ratchet  wheel  E,  the  whole  being  arranged  sabstantially  as  set 
forth  for  the  purpose  specified. 

No.  31,779. — O.  H.  BuRDETT,  of  Moorfield,  O. — Improvement  in  Removing  Saw-du^ 
as  il  is  formed, — Patent  dated  March  26,  1861. — Under  the  circular  saw  is  secured  one  end 
of  a  spout  which  slopes  upward  and  within  which  runs  an  endless  belt  which  is  made  to 
carry  tne  saw-dust  to  the  upper  end  of  the  spout,  the  latter  having  also  side-branch  conducts- 
ing-spouts,  so  as  to  carry  off  any  dust  from  the  partition  in  the  spout,  and  keep  the  lower 
lengtn  of  the  carrier  clear. 

Claim, — The  arrangement  for,  or  in  connexion  with,  the  mill  and  its  saw,  with  an  upwardly 
inclining  dust-spout  E,  and  dust-carrier  or  endless  belt  F,  operating  to  catch  and  convey  the 
saw-dust  in  the  manner  described,  when  the  same  is  combined  or  the  spout  provided  at  its 
delivery  end  with  a  branch  conductor  or  conductors  K,  arranged  between  the  upper  and  lower 
lengths  of  the  carrier-belt,  essentially  as  and  for  the  purpose  or  purposes  set  forth. 

No.  31,780.— Ebenezer  Cate,  of  Franklin,  N.  H.-^Improved  Device  for  Formiw 
Horse-shoes. — ^Patent  dated  March  26,  1861. — This  device  consists  of  a  block  of  iron  provided 
with  a  groove  or  recess  having  an  annular  projection  in  the  bottom  for  giving  the  proper 
shape  to  the  iron  which  forms  the  shoe.  The  bending  of  the  piece  is  effected  by  nammering 
it  around  the  curved  part  of  the  block. 

Claim. — The  portable  device  described,  the  parts  being  constructed,  arranged  and  com- 
bined in  relation  to  each  as  set  forth,  whereby  the  same  tool  or  device  used  to  form  the  iron 
into  shape  also  answers  the  further  and  additional  purpose  of  a  forming  block  or  pattern  to 
give  the  desired  curvature  and  shape  to  the  shoe. 

No.  31,781.— Ebenezer  Gate,  of  Franklin,  N.  U.— Improvement  in  Formation  of  Hors^ 
shoe  /ron.— Patent  dated  March  26,  1661. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — Iron  or  other  suitable  metal  rolled  or  fabricated  into  the  form  substantially  as 
shown  in  Fig.  1,  as  and  for  the  purposes  stated.  ' 

No.  31,782.— T.  W.  Giiatpield,  of  Utica,  N.  Y.^ImproveS  Rrfrigerator.-^^Bitki  dated 
March  26,  1861. — This  invention  will  be  understood  by  referring  to  the  engraving  and  claim. 

Claim. — The  arrangement  of  the  ice-box  E,  cold-air  chamber  H,  air-pipes  F  F,  chamber 
G.  air-chamber  A  A  A  A,  substantially  in  the  manner  and  for  the  purpose  aescribed. 

No.  31,783.— Cancelled. 

No.  31,784. — O.  M.  GooPER,  of  Litchfield,  Mich. — Improvement  in  Press  for  Packing 
Wool. — Patent  dated  March  26,  1861. — This  invention  consists  of  a  rectangular  box  having 
two  adjacent  fixed  sides,  the  other  two  sides  being  hinged  at  their  lower  edges  to  the  legs.  A 
yoke  provided  with  rollers  is  made,  on  being  elevated,  to  close  the  two  open  sides.  A  sliding 
piston  operated  by  a  lever  is  made  to  compress  the  wool  within  the  box  when  the  latter  is 
closed. 

Claim. — The  two  adjacent  vertical  fixed  sides  G  and  D,  two  adjacent  hinged  and  movable 
sides  E  and  F,  supporting  the  guide-rods  K,  hinged  top  H,  sliding  yoke  L,  and  piston  P, 
the  whole  being  combined  and  operating  together  in  the  manner  set  forth. 

No.  31,785. — B.  F.  GoWAN,  of  Memphis,  Tenn. — Improvement  in  Fireplaces. — ^Patent 
dated  March  26,  1861* — In  the  rear  of  the  grate  is  an  air-space  communicating  with  the  out- 
side of  the  apartment  or  house.  The  fire-oack  over  the  grate  is  deeply  arch^,  and  the  flue 
leads  from  near  the  front  of  the  same,  for  the  purpose  of  consuming  the  air  taken  from  the 
outside  and  more  perfectly  radiating  the  heat. 

Claim. — ^First,  the  arrangement  of  a  grate  A,  with  an  air-space  B,  in  the  manner  described, 
at  the  back  thereof,  and  a  passage  G,  communicating  with  the  oqtside  of  the  apartment  or 
house  in  which  the  grate  is  situated;  as  and  for  the  purposes  set  fortn. 

Second,  the  combination  with  the  above-mentioned  grate  A,  air-space  B,  and  air-passage 
G,  of  the  form  of  radiator  D,  Bho>vn,  as  and  for  the  purposes  set  forti^ 

No.  31,786.— Rowland  Gromelieu,  of  New  York,  N.  Y.— Improvement  in  Railroads.^ 
Patent  dated  March  26,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

CZaiwi.— Gonstructing  railroads  with  three  or  more  tracks  on  the  centre  rail,  of  which  the 
driving  wheels  of  the  engine,  placed  perpendicular,  run  with  smooth  wheels  and  smooth 
rails  on  the  level  portion  of  the  track,  and  cogged  wheels  and  rack  rails  on  the  inclines  work- 
ing on  the  central  rail  track,  while  the  side  wheels  of  the  rolling  machinery  are  double  flanged, 
and  also  the  driving  wheels,  with  short  independent  axles,  the  whole  constructed,  combined, 
and  arranged  substantially  as  described. 
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No.  31,787. — G.  N.  CUMAnNGS,  of  Mcriden,  Coun.^lmprovement  in  5fi/<«.— Patent  dated 
March  26,  1861. — The  foot-staod  consists  of  a  piece  of  iron  provided  with  an  upright  por- 
tion made  tapering  and  having  on  its  rear  side  a  wodge  made  to  fit  in  corresponding  cavities 
in  the  staff,  where  it  is  secured  bj  means  of  a  ring  on  the  staff  passing  over  the  tapering  end, 
thus  enabling  the  foot-stand  to  b^  readily  adjusted  to  different  neights  upon  the  staff. 

Claim, — Constructing  the  stilt  iron  B  B',  as  described,  and  securing  the  same  to  the  staff 
of  the  stilt  bj  means  of  a  metal  ring  C  and  wodge  projection  D. 

No.  31,788.— E.  S.  Dawson  and  A.  Weeks,  of  Syracuse,  N.  Y, ^Improved  Omnibus  Reg 
ister, — Patent  dated  March  26,  1861. — This  invention  consists  in  a  comoination  of  wheels  or 
cylinders  and  counter  wheels,  made  to  register  respectively  units,  tens,  and  hundreds,  with 
certaui  pawls  and  ratchets  arranged  in  a  rocking  frame  operated  by  a  lever,  to  which  the 
driver's  strap  is  connected  for  the  purpose  of  registering  the  entrance  of  each  passenger. 

Claim, — ^The  arrangement  of  vibrating  frame  rl,  with  ratchet  r  s2  and  t,  and  arms  s  v  and 
10,  firiction  springs  ppp^  in  combination  with  drums  C  and  D,  wheel  G,  all  constructed  and 
operating  to  produce  a  numerical  sedes  by  revolving  wheels,  substantially  as  and  for  the 
purpose  specified. 

No.  31,789.— Alexander  Dick,  of  Buffialo,  N.  Y,— Improved  Bread-SUur.^FaUiui 
dated  March  26,  1861. — ^Upon  a  table  which  is  made  in  two  parts  is  arranged  a  slide  to  move 
in  grooves  between  the  parts.  A  knife  is  mounted  at  the  centre  of  the  table  and  pivoted  at 
one  end  to  a  bar  hinged  at  its  lower  end,  so  as  to  allow  of  a  backward  and  forward,  as  well 
as  a  downward,  movement.  Upon  raising  the  knife  after  a  slice  has  been  cut,  a  fin^r  Y  is 
caused  to  come  in  contact  with  a  lever  which  gives  motion  to  a  wheel  that  operates  Uio  slide 
and  brings  the  loaf  of  bread  forward  for  the  knife  to  cut  another  slice. 

Claim, — ^The  arrangement  of  the  slide  B  B,  the  wheel  X,  the  finger  T,  the  lover  Z,  the 
spring  S,  the  thumb-screw  T,  the  wire  U,  the  slot  W,  the  tooth  D,  and  the  peg  F,  substan- 
r  tially  as  and  for  the  purpose  specified. 

No.  31,790. — ^Milton  Dilts,  of  Columbia  City,  Ind. — Improvement  in  Water-wheels, — 
Patent  dated  March  26,  1861. — ^The  adjustable  slides  consist  of  plates  abutting  acainst  the 
outer  part  of  the  buckets  C,  and  are  placed  at  the  inner  sides  of  tne  outer  part  of  ulg  issues. 
They  are  secured  in  position  by  screws  passing  through  the  bottom  plate  of  the  wheel. 

The  plates  or  slides  may  bo  a^usted  so  as  to  extend  more  or  less  across  the  angles  or  turns 
of  the  issues  to  regulate  the  dlscliarge  of  water. 

Claim, — ^The  arrangement  of  the  fuliustablc  slides  D,  with  the  peculiarly  formed  buckets  0, 
in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,791.— John  S.  Elliott,  of  Philadelphia,  Pa.— /mprorement  tii  Gearing  for  Oat- 
Metres, — Patent  dated  March  26, 1861. — ^The  dnven  and  driving  wheels  are  arranged  in  pairs, 
each  being  fixed  upon  their  respective  axles,  so  that  by  operating  the  prime  moving  wheel 
the  required  periodical  motion  will  bo  successively  g^ven  to  the  respective  pairs,  the  periphe- 
ries of  the  dnving  being  nearly  in  contact  with  the  teeth  of  the  driven  wheels,  respectively. 
The  movable  figures  on  each  disk  ore  all  covered  except  those  indicating  the  whole  amount 
of  gas  passed  tmrough  the  meter,  thus  preventing  liabibty  to  mistake  in  reading. 

Claim, — ^The  application  to  gas-metres  of  the  gearing  described,  the  same  being  constructed 
and  arranged  to  operate  in  combination  with  the  openmgs  in  the  face  plate,  substantially  in 
the  manner  descriW  and  for  the  purpose  specified. 

No.  31,792.— J.  W.  Evans,  of  New  York,  N.  Y. — Improvement  in  Railroad  Car  Springs, — 
Patent  dated  March  26,  1861. — ^The  dish-shaped  cup  is  combined  with  a  series  of  concentric 
steel  disks,  in  such  a  manner  that  the  plates  will  only  be  acted  on,  one  after  another,  as  the 
weight  or  load  upon  the  spring  increases,  so  that  the  strength  and  power  of  the  spring  is 
graduated  in  proportion  to  the  load  or  weight  applied.  The  cQshed  cup  is  provided  with  a  lip 
or  projection  for  the  exclusion  of  dust,  water,  &c 

Claim, — ^The  arrangement  and  use  of  a  concave  dish-shaped  cup  F,  provided  with  a  pro- 
jecting lip  10,  and  annular  recesses  m,  in  combination  with  a  senes  of^  annular  steel  disks 
placed  loosely  upon  a  ferrule  E,  the  whole  being  arranged  in  the  manner  and  for  the  purpose 
specified. 

No.  31,793.— J.  W.  Evans,  of  New  York,  N.  Y, ^Improvement  in  Cushion  Springs,— 
Patent  dated  March  26,  1861. — ^The  springs  are  formed  of  corrugated  and  conical  or  dish- 
shaped  plates,  each  single  plate  being  not  more  than  f^  of  an  inch  in  thickness,  the  plaies 
being  multiplied  until  the  aesired  strength  is  attained.  The  diameter  is  graduated  in  relation 
to  the  thickness.  By  the  use  of  thin  plates  a  more  equal  and  perfect  quality  of  steel  is 
obtained.    Between  the  plates  is  placed  a  sofl  or  elastic  substance. 

Claim. — ^First,  grading  the  diameters  of  circular  corrugated  dish-plates,  in  combination  with 
the  grading  of  the  thicknesses  of  the  plates,  in  the  manner  as  described,  and  for  the  purpose 
of  obtaining  the  necessary  strength  and  stiffness. 

Second,  tne  arrangement  and  combination  of  all  the  parts,  as  described,  in  the  manner  and 
for  the  purpose  substantiaUy  as  set  forth. 
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No.  31,794.— Thomas  Evahs,  of  Wfttkins,  N.  Y,—rmpravemtnt  in  Fo/vm.— Patent  dated 
March  26,  186J.— The  yalve  is  secured  to  a  ledge  on  the  inner  side  of  the  lower  ring,  and  is 
formed  of  a  disk  of  India-rubber  or  other  elastic  material,  having  a  piece  of  metal  placed  over 
its  rear  edge  which  is  riveted  to  the  flange,  so  as  to  form  the  hinge  of  the  valve.  The  valve 
is  loaded  with  a  piece  of  metal,  and  has  a  sheet  of  metal  on  its  under  side. 

Claim, — The  combination  and  arrangement  of  the  elastic  hinge  e,  and  parts  /  g,  or  their 
equivalents,  with  the  metallic  rim  A,  substantiallj  as  set  forth. 

Also,  in  combination  therewith,  the  metallic  counter-lining  h  of  the  flap,  substantiallj  as 
described. 

No.  31,7d5.— L.  Feagan,  of  Palmyra,  Mo. — Improvement  in  Hemp  Car<«.— Patent  dated 
March  26,  1861. — Upon  detaching  the  thills,  the  cart  is  made  to  assume  an  upright  position 
ajgainst  the  shock  or  hemp  as  it  stands  in  this  field,  when  the  shock  is  securely  fastened  upon 
the  cart  by  means  of  a  rope  and  windlass.  When  the  thills  are  again  drawn  down  and 
replaced,  they  are  held  in  position  by  means  of  a  cross-bar  on  the  front  part  of  the  frame. 

Claim, — A  cart  constructed  with  the  thills  pivoted  at  F,  as  set  forth,  and  held  in  position 
when  loaded  by  bar  D',  in  combination  with  the  windlass  G  and  binding  cord  c,  all  bdng 
arranged  as  and  for  the  purposes  specified. 

No.  31,796.— P.  G.  Gardiner,  of  New  York,  N.  Y, --Improvement  in  Cotton  Presees,-^ 
Patent  dated  March  26,  1861. — ^The  lower  platen  is  made  to  move  upward  by  means  of  leven 
operated  by  screws,  the  levers  crossing  ana  passing  each  other  in  their  motion,  the  parts  beinff 
BO  arranged  that  the  mechanism  shaO  be  contained  within  the  space,  or  nearly  so,  occupied 
by  the  frame-work  of  the  press,  equal  to  the  len^  of  a  bale  of  cotton. 

Claim. — 'Vhe  arrangement  and  combination  ot  the  right  and  left  screws  B  S',  pivoted  nnts 
o  o,  and  friction  roUers  P  P^  resting  on  suitable  ways  R  R',  attached  to  the  frame  J,  when 
operating  levers  N  N^  in  the  manner  and  for  the  purpose  substantially  as  described  and  set 
forth. 

No.  31,797.— A.  A.  Gibson,  of  Worcester,  Mass.— /mprovetiMne  tfi  SikiUes.- Patent  dated 
March  26,  1861. — ^The  skate  iron  is  made  in  two  parts  secured  together  by  a  rule  joint,  the 
projecting  portions  of  which  are  on  the  upper  edge  of  the  skate  iron,  leaving  the  lower  edge 
continuous  from  front  to  rear. 

Claim,— A  skate  that  has  its  runner  jointed  in  the  peculiar  manner  shown  and  described, 
and  otherwise  made  as  set  forth. 

No.  31,798.— A.  GiRAUDAT,  of  New  York,  N.  Y.— Improvement  in  WtndmUU.—PaUmt 
dated  March  26, 1861. — The  radially  sliding  hinged  sails  are  combined  with  swinging  weights 
suspended  from  the  ends  of  the  arms,  and  arra^^  in  such  a  manner  that,  by  the  action  of 
the  centrifugal  force  of  the  weights,  the  wings  are  moved  towards  the  centre  of  the  wheel 
,  whenever  the  force  of  the  wind  exc^s  a  certain  point,  and  thus  the  speed  of  the  wind-wheel 
is  regulated. 

Claim, — The  arrangement  of  radially  sliding  hinged  sails  A  Al  A2  A3,  in  combination  with 
swinging  weights  d  h,  constructed  and  operatmg  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,799.— Ralph  Graham,  of  Brooklyn,  N.  Y.— Improvement  in  Faucets,— Tatent 
dated  March  26,  1861. — ^This  faucet  is  designed  to  be  self-closing,  so  that  the  spring  that 
restores  the  plug  to  its  proper  position  also  keeps  the  same  down  to  its  seat,  and  the  corl  will 
always  remain  closed  except  when  hold  open 

Claim, — ^The  combination  of  the  plug  a,  spring  h,  and  stem  e,  in  substantially  the  manner 
and  for  the  purposes  sot  forth. 

No.  31,800.— Horace  Gray  and  W.  A.  Bury,  of  Grosse  Isle,  ^ch,— Improvement  in 
Farm  Gates,— P&tent  dated  March  26,  1861. — ^The  upper  part  of  the  rear  frame  post  of  the 
gate  is  provided  with  a  ratchet  wheel  which  is  operated  bv  pawls  attached  to  the  smaller  arm 
of  a  lever  pivoted  to  the  end  of  the  gate  frame.  To  the  long  end  of  the  lever  is  attached  a 
rope,  by  pulling  which  the  bolts  are  withdrawn  from  the  gate,  which  then  opens.  A  spriiig, 
rigidly  attached  at  one  end  to  the  upper  frame,  passes  loosely  through  a  staple  in  the  end  of 
the  shorter  arm  of  the  lever,  which  throws  the  latter  back  to  its  normal  position,  and  the  gate 
is  full;^  opened  by  continuing  to  draw  and  slacken  the  rope. 

Claim, — The  arrangement  of  lever  E,  with  p&wls  G  and  H,  the  ratchet-wheel  JB,  the  spring 
I,  and  catch  M,  and  its  concomitant  parts,  all  as  set  forth. 

No.  31,801. — Joseph  Gray,  of  Raymond,  Miss. — Improvement  tn  Envelopes. — ^Patent 
dated  March  26, 1861. — This  device  is  designed  for  the  use  of  the  Post  Office  Department,  and 
consists  of  a  bag  or  envelope,  provided  witn  elastic  bands  to  hold  an  address  card.  The  card 
has  an  address  on  each  side,  so  that  it  may  be  readily  turned  when  necessarv. 

Claim, — ^A  mail  or  package  envelope  composed  of  an  envelope  A,  bands  C,  and  addresi 
card  D,  arranged  as  shown  and  described. 

No.  31,802. — ^J.  A.  Gridley,  Southampton,  Mass. — Improvement  in  Mromelrie  Balance, — 
Patent  dated  March  26,  1861.— By  reason  of  the  lesser  specific  gravity,  and  greater  bulk  of 
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the  longer  ann,  as  compared  with  tho  shorter  iirm,  the  balance  is  caused  to  oscillate  with 
variations  in  the  pressure  of  the  atmosphere,  and  so  indicate  the  pressure  upon  a  suitablj 
arranged  and  ppraduated  scale. 

Claim. — ^A  barometer  composed  of  a  baknce  beam  having  one  of  its  two  arms  composed 
wholly  or  principally  of  wood,  and  the  other  principally  or  wholly  of  metal,  a  suitable  support 
for  such  beam,  and  a  scale  upon  which  the  degree  of  oscillation  of  tho  said  beam  can  bo  indi- 
cated, substantially  as  set  forth. 

No.  31,803.— H.  F.  Hart,  of  Brooklyn,  N.  Y,—Imvroved  Apparatus  for  Indicating  the 
Poaition  of  the  Water  in  Steam  Boilers, — ^Patent  dated  March  26,  1861. — ^Whenever  the  water 
in  the  boiler  falls  below  the  desired  height  or  point,  the  vessel  B  is  emptied  sufficiently  for  the 
instrument  to  be  overbalanced  by  the  weight  of  the  opposite  vessel  A  and  of  the  instrument 
en  that  side  of  the  pivot,  until  a  lever  above  strikes  or  rides  over  a  pin  or  roller  B,  which  lever 
is  raised  by  tho  pin  so  as  to  permit  steam  to  pass  a  valve  and  into  a  whistle,  thus  announcing 
for  low  water.  When  the  water  rises  too  high,  the  vessel  A  overbalances  the  opposite  vessel 
and  causes  a  corresponding  alann.  The  governing  weight  is  designed  to  be  moved  upon  tl» 
lower  tube  to  regulate  the  height  or  level  of  water  that  may  be  desired  before  tho  alarm  is  ta 
be  given. 

Claim. — ^First,  the  application  and  combination  of  two  or  more  hollow  vessels,  as  A  B,  of 
uij  size  or  shape,  so  placed  and  arranged  in  an  instrument  that,  when  it  is  attached  to  the 
boiler,  as  specined,  one  of  the  said  vessels  will  be  higher  than  the  other  or  others,  and  higher 
than  the  usual  water  level  in  the  boiler,  and  one  of  the  said  vessels  will  be  lower  than  the 
other  or  others,  and  lower  than  the  usual  water  level  in  the  boiler,  each  vessel  connected  with 
the  other  by  means  of  tubes  C  C  C  C,  or  their  equivalents,  in  such  manner  as  to  secure  a 
icontinuous  passage  for  water  or  steam  through  the  said  vessels  and  connexions ;  the  whole 
instrument  suspended  and  turning  on  the  pivot  P,  or  its  equivalent,  operating  as  and  for  tho 
purpose  of  detecting  hl^h  and  low  water  in  boilers,  substantially  as  described. 

Second,  in  combination  with  the  above,  the  governing  weight  II,  of  any  size  or  shape, 
attached  to  the  instrument  at  any  place,  as  and  for  the  purpose  set  forth,  operating  and  con- 
trolling the  range  of  water,  substantially  as  specified,  and  changing  the  balancing  power  of 
the  instrument 

No.  31,804.— Dennis  Hayes,  of  New  York  citj.—Improvement  in  Puntj?*.— Patent  dated 
March  26,  1861. — ^The  water  passages  have  holes  or  openings  of  taper  form  mode  through 
them  transversely,  and  directly  opposite  the  induction  and  eduction  passa^.  The  taper 
openings  receive  conical  plugs,  each  of  which  is  formed  of  two  heads  of  circular  form,  to 
close  the  orifices  of  the  taper  holes.  In  one  of  these  opposite  plugs  is  fitted  a  double  puppet- 
valve,  formed  of  two  heads  attached  to  a  common  stem,  and  the  other  plug  has  a  valve  with 
a  single  head,  the  whole  foiming  a  double•^K^ting  pump,  admitting  of  easy  removal  of  the 
valves  for  repairs,  &c 

Claim. — The  placing  of  the  valves  K  L  in  cx)nical  or  taper  plu^  G  H,  which  are  fitted  in 
the  water  passages  B  C,  substantiallv  as  and  for  the  purpose  set  torth. 

Also,  the  combination  of  the  double  valve  K  with  the  single  valve  L,  and  the  conical 
plugs  G  II,  arranged  for  joint  operation  as  and  for  the  purpose  sot  forth. 

No.  31,805. — ^W.  C.  Hicks,  of  Boston,  Mass. — Improvement  in  Sewing  Macltines. — Patent 
dated  March  26,  1861. — Fitted  upon  a  shaft  arranged  above  the  feed-wheel  shaft  is  a  small 
handle  or  lover  passing  through  one  of  the  brackets.  By  turning  this  handle  to  the  right  or 
left  the  feed-wheel  is  raised  or  lowered  more  or  less,  as  may  be  required. 

Claim. — ^The  method,  substantially  as  described,  of  raising  or  lowering  and  adjusting  Um 
feed- wheel,  in  relation  to  the  sewing  table,  by  combining  with  it,  or  the  shall  or  stud  whicn 
carries  it,  an  eccentric  or  screw,  under  operation  by  a  hand-lever,  or  its  equivalent,  essen- 
tially as  shown  and  described,  whereby  the  adjustment  may  be  effected  whether  while  the 
machiue  is  operating  or  at  rest,  for  the  purposes  set  forth. 

No.  31,806.— W.  B.  Hopkins,  of  Oakfield.  N.  Y.— Improved  C/iunt.- Patent  dated  March 
26,  1861. — This  invention  will  be  understood  by  rcferenco  to  the  drawing. 

Claim. — ^The  beaters  ij  and  /•:  m,  tho  latter  provided  with  spiral  arms  n  n,  constructed  and 
operating  substantially  in  the  manner  and  for  tlie  purposes  shown  and  described. 

No.  31,807. — ^T.  D.  Ingersoll,  of  Monroe,  Mich. — Improved  Culinary  Boiler.— Vatent  dated 
March  26,  1861. — ^A  cidinary  vessel,  of  any  required  fonn,  is  provided  with  a  draught  aper- 
ture or  passage  so  arranged  as  to  communicate  with  tho  interior  of  the  vessel  aud  the  flue  of 
the  stove  on  which  the  vessel  is  placed,  for  tho  pni-pose  of  carrying  off  steam  and  effluvia 
firom  tho  cooking  substance.  Oue  or  more  blades  oio  attached  to  the  cover  of  the  vessel,  so 
arranged  as  to  stir  the  contents  when  necessary.  In  connexion  with  tho  cover  is  used  a  tube, 
so  that  access  mav  be  had  to  the  interior  of  the  vessel  for  the  purpose  of  examining  tho  con- 
tents of  tho  vessel  from  time  to  time,  or  for  the  admission  of  food,  &c. 

Claim. — ^First,  a  draught  aperture  or  passage  B,  applied  to  a  covered  culinary  vessel  A, 
when  used  in  connexion  with  pendents  or  stirrers  D,  attached  to  tho  cover  C,  substantially 
as  and  for  the  purpose  set  forth. 
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Second,  the  tube  E,  placed  in  the  coTer  C,  and  provided  with  a  stopper  F,  when  used  in 
conneixon  with  the  draught  aperture  or  passage  B  for  the  purpose  set  forth. 

No.  31,808.— Michael  Johnston,  of  South  Boston,  Uoss^-^Improvemcnt  in  Cigar' 
Haiders, — Patent  dated  March  26,  1861. — ^The  holder  is  so  constructed  that  the  smoke  will 
be  drawn  from  the  cigar,  through  a  small  tube,  into  a  metallic  globule,  and  firom  thence 
through  the  main  stem,  which  is  held  in  the  mouth. 

Claim. — ^The  cigar  holder,  constructed  of  parts  g  cbd  and  a,  arranged  as  and  for  the  pur- 
poses described  and  shown. 

No.  31,809.— Eugene  Lefaucheux,  of  Paris,  France.— /mprcwemeia  in  Fire-^rms. — 
Patent  dated  March  26,  1861. — The  hammer  is  made  to  cock  on  turning  back  the  breech- 
piece  when  the  gun  is  to  bo  loaded,  and  after  replacing  and  closing  the  breech-piece  the  g^on 
IS  ready  to  be  discharged. 

Claim. — In  combination  with  a  fixed  barrel,  the  movable  breech-piece  and  hammer,  con- 
structed and  arranged  so  as  turn  on  one  and  the  same  axis  substantiallj  as  described  and 
shown. 

No.  31,810.— W.  H.  Locke,  of  Canton,  T&.^lmprovement  in  Scrolls  of  Water  Wheels. — 
Patent  dated  March  26,  1861.— The  scroll  is  cast  in  two  vertical  semi-cjlindrical  divisions, 
on  one  of  which  is  cast  a  projecting  wing  piece,  and  in  this  piece  is  a  vertical  opening  be- 
tween the  division  and  the  outer  portion  of  the  wing-piece,  which  is  formed  intQ  a  cylindrical 
pillar,  the-latter  bein^  embraced  by  a  curved  ear-piece  cast  on  the  other  division. 

Claim. — Casting  the  joint,  consisting  of  the  ear-piece  m,  opening  t,  and  pillar  n,  entire 
wiUi  the  divisions  of  the  scroll,  as  set  forth. 

No.  31,811.- S.  H.  Long,  U.  S.  A.,  of  Alton,  IW.^Jmproved  Dredging  Machine.-' 
Patent  dated  March  26,  1861. — ^This  invention  consists  of  a  triangfular  frame  composed  of 
strong  wooden  beams,  with  side  timbers,  timber  stiffeners,  and  parallel  guide  timbers,  &c, 
and  provided  with  iron  scrapers ;  the  whole  to  bo  attached,  when  in  operation,  to  the  bow 
of  a  suitable  dredge  boat  or  tug:. 

Claim.— First,  the  construction  and  operation  of  a  scraper  for  opening  channels  across 
bars,  &C.J  substantially  such  as  described. 

Also,  the  application  and  use  of  such  a  scraper  with  a  steam  tug  or  tow-boat  for  dragging 
it  across  the  bar  in  the  direction  in  which  the  channel  is  to  be  made,  substantially  as  set 
forth  and  explamed. 

No.  31,812.— J.  B.  Lyons,  of  Baltimore,  ^Id.— Improved  Stump  Extractor,  ^c— Patent 
dated  March  26,  1861. — This  machine  consists  of  a  truck  frame  mounted  upon  two  inwardly 
inclined  wheels,  upon  which  is  placed,  between  an  upright  and  an  obliquely  placed  frame, 
the  bearings  of  a  long  screw  provided  with  a  nut,  to  which  is  secured  a  chain  passing  over 
a  pulley  on  the  rear  upright.  The  screw  may  be  worked  by  hand  by  means  of  a  toothed 
wheel  with  radial  handles,  or  by  means  of  a  drum  properly  connected  to  the  end  of  the 
screws,  the  drum  having  a  rope  which  may  be  attached  to  an  animal  when  greater  power  is 
required. 

Claim. — First,  the  combination  of  the  double  bow  truck-frame  A,  mounted  on  oblique 
conical  wheels  B,  with  the  hoisting  device  formed  of  the  screw  U,  nut  J,  and  chain  B,  all 
being  arranged  for  joint  operation  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  screw  H,  nut  J,  gearing  L  O,  and  the  drum  Q,  with  chain 
or  rope  h  attached,  arranged  and  applied  to  the  truck  to  operate  as  and  for  the  purpose 
specified. 

No.  31,813.— W.  H.  Main,  of  Liverpool,  Ohio.— Improvement  in  Rotary  Harrows.— 
Patent  dated  March  26,  1861.— The  circular  harrow  is  hung  to  the  fhune  in  such  a  manner 
that  by  means  of  lever  J  the  periphery  of  the  harrow  may  bo  made  to  bear  against  the  felloe 
of  the  wheel,  which  causes  it  to  revolve.  The  lever  J  may  be  shifted  so  that  the  harrow  will 
bear  against  either  wheel  to  change  the  direction  t(  its  rotation.  The  lever  L  is  designed  to 
raise  the  harrow  from  the  ground  when  it  is  not  in  use. 

Claim. — ^Tho  arrangement  of  the  levers  J  and  K,  cross-bar  O,  rods  E,  braces  F,  arms  D, 
harrow  H,  and  wheels  A,  the  whole  being  constructed,  operated,  and  operating  as  and  for 
the  purpose  described. 

No.  31,814. — J.  E.  Malloy,  of  New  York  city. — Improvement  tn  the  Preparation  of  Fibre 
for  the  Manufacture  of  Paper.— Vedent  dated  March  26,  1861.— The  plant  from  which  the 
fibre  is  to  be  separated  is  macerated,  while  green,  in  cold  water,  and  alter  a  sufficient  time  it 
is  combed  and  rubbed  out  while  under  water  at  one  continuous  operation. 

Claim. — ^The  process  of  separating  fibre  fi-om  fibre-yielding  plants,  as  set  forth,  consisting 
of  the  separate  and  successive  steps  of  combining,  rubbmg,  and  washing  the  plants  in  cola 
water;  the  whole  forming  one  continuous  oporation,  performed  while  the  fibre  is  firesh  and 
plant  undessicated,  as  set  forth. 
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No.  31,815. — C.  A«  McEvoY,  of  Richmond,  Va. — Improvement  in  the  Mode  of  Loading 
Fire^arms^ — Patent  dated  March  26,  1861. — The  cartridge  is  made  of  a  rectangular  piece  of 
fibeet-metal,  parchment,  or  other  suitable  material,  provided  at  top  and  bottom  with  a  series 
of  parallel  incisions,  so  that  the  single  sti-ips  on  the  lower  part  will  meet  in  the  centre,  the 
upper  edge  heii^  turned  doWn  so  as  to  form  a  rim  on  the  outside.  This  is  inserted  in  a 
metallic  tube.  The  gun  for  which  this  cartridge  is  designed  has  a  recess  formed  within  the 
muzzle  end,  of  a  siae  to  fit  the  end  of  the  cartrid^  tube  and  covering,  and  the  charge  is 
pushed  through  the  tube  into  the  breech,  leaving  the  tube  at  the  end  ot  the  gun  to  be  used 
tor  a  new  cartridge. 

Claim, — The  combination  of  a  cartridge  with  a  tubular  cartridge  protector  A,  open  at  both 
ends,  so  that,  in  loading  the  gun,  the  charge  con  be  pushed  througn  and  detached  firom  the 
said  cartridge  protector  substantially  as  set  forth. 

Second,  a  charge  receiver,  provided  with  a  series  of  incisions,  and  rolled  up  so  as  to  form 
a  top  rim  C  and  a  closed  bottom  D,  substantially  in  the  uianner  and  for  the  purposes 
set  torth. 

Third,  the  combination  of  the  cartridge  and  tubular  protector  described  with  a  circular 
recess  F,  in  the  muzzle  end  of  the  gun,  substantially  as  and  for  the  pui-poses  set  forth. 

No.  31,816. — Archibald  McGufpie,  of  Rochester,  N.  Y. — Improvement  in  Railroad 
Clmirs, — Patent  dated  March  i;^  18(31. — The  chair  is  divided  longitudinally  into  two  wedge- 
shape  sections,  one  section  being  provided  with  a  tongue  and  the  other  with  a  correspondmg 
ffToove,  so  that  they  may  clamp  the  sections  of  the  rail,  and  hold  them  firmly  by  merely 
driving  them  together. 

Claim. — Dividing  the  chair  into  two  wedged-shapcd  sections  A  and  B,  pro"vtded,  respect- 
ively, with  the  groove  or  hook  h  and  wedge  a,  the  whole  operating  in  the  manner  and  for  the 
purpose  substantially  as  described. 

No.  31,817. — J.  L.  McPhehson  and  J.  S.  Harbison,  of  Sacramento,  Cal. — Improvement 
in  fVind- Wheels. — Patent  dated  March  26,  IrtGl. — The  two  wheels  are  placed  one  within  the 
other,  the  fans  of  the  smaller  wheel  being  set  flatter  to  the  wind  than  those  of  the  other,  and 
causing  it  to  revolve  faster.  On  the  end  of  the  shaft  of  the  soialler  wheel  is  affixed  a  spiral 
cam,  of  a  size  to  effect  the  required  stroke,  in  the  gioovo  of  which  cam  a  pin  is  moved  back 
or  forth,  according  to  the  force  of  the  motive  power.  The  oscillation  of  the  pin  is  regulated 
by  a  spiral  spring  to  which  a  cord  or  strap  is  fastened,  the  other  end  of  the  cord  being  attiiched 
to  the  projecting  end  of  the  shaft  of  the  small  wheel  so  that  the  strap  winds  or  unwinds 
around  it,  according  as  the  small  wheel  is  driven  with  sufficient  force,  in  relation  to  the  large 
one,  to  overcome  the  tendency  of  the  spring. 

Claim. — The  arrangement  of  two  concentric  wind-wheels  A  C  one  within  the  other,  the 
shaft  E  of  the  smaller  wheel  revolving  within  the  hollow  shaft  D  of  the  larger  wheel,  in  com- 
bination with  a  spiral  cam  L,  strap  1^  and  spiral  spring  Q,  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  31,81 8. —Robert  McNre,  of  Now  York,  N.  Y.— Improvement  in  Lithographic 
Presses. — Patent  dated  March  26,  1851. — This  press  is  intended  to  sponge,  ink,  and  print 
automatically.  The  paper  is  laid  on  the  tympan  at  M'.  The  ink-rollers  Q  (^  are  made  to 
pass  over  the  stone  on  the  bed  B,  as  often  as  may  be  required,  by  means  ot  the  vibrating 
arms  O,  and  as  the  stone  and  bed  B  are  passed  under  the  scraper  D',  the  impression  is  made, 
and  the  printed  paper  removed  from  the  tympan,  which  is  aiused  to  rise  from  the  stone,  while 
the  latter  is  sponged,  by  means  of  the  box  J'.  The  motion  of  the  bed  and  stone  are  reversed 
by  the  bolt-shifter  G,  and  the  operation  repeated. 

Claim. — First,  the  arrangement  of  the  ratchet  K,  pawl  L',  lever  M,  reciprocating  rod  T, 
ink-carriage  P,  arm  V,  level's  W  X,  upright  j,  and  the  notched  flange  r,  or  its  equivalent, 
for  the  purpose  of  forming  an  automatic  inking  device  as  and  for  the  puqjoso  set  forth. 

Second,  the  pendent  arm  F',  attached  to  the  shaft  d',  bar  G',  provided  with  shoulders  f\ 
and  attached  to  arm  F,  in  connexion  with  the  lever  H  and  belt-shipper  G,  all  being  arranged 
as  shown  for  automatically  shipping  the  belt,  as  set  forth. 

No.  31,819. — Hiram  Moore,  of  Fond  du  Lac,  Wis. — Improvement  in  Seed-Drills, — 
Patent  dated  Maich  5^6,  1861. — This  invention  relates  to  that  class  of  seed-drills  in  whicli 
the  drills  are  arranged  to  drag  behind  the  seed-box  and  foiin  furrows  by  displacing  the  earth 
by  pressure,  and  not  by  ploughing,  the  object  being  to  more  easily  press  the  drills  into  the 
earth  to  any  desirable  depth,  and  at  the  same  time  have  them  free  to  rise  separately  in  pass- 
ing over  obstructions,  and  also  to  raise  them  from  ^e  ground  for  convenience  in  backing  or 
removing  from  place  to  place.  The  gearing  upon  the  driving  wheel  is  so  arranged  that  the 
amount  of  grain  to  be  sowed  per  acre  is  easily  regulated. 

CVflim.— Fu"8t,  the  combination  of  a  hinged  drill  bar,  a  series  of  rigid  shank-trailing  diiUa^ 
and  a  corresponding  series  of  springs  to  connect  the  shank  and  bar,  so  that  by  turning  the 
latter  the  drills  may  be  pressed  with  more  or  less  force  into  the  suri'ace  of  the  ground,  (as  the 
ground  is  harder  or  softer,  or  a  deeper  or  shallower  fiinow  is  required,)  or  may  bo  lifted  above 
the  surface,  substantially  as  described. 
H.  Ex.  Doc  53 17 


Digiti 


zed  by  Google 


250  ANNUAL  BEPORT  OF  THE 

Second,  a  series  of  trailiog  drills  having  rigid  shanks  connected  to  a  hinged  drill  bar  bj 
springs  that  will  resist  lateral  flexure  to  maintain  the  relative  distances  of  the  drills  apart, 
while  free  to  flex  upward  and  downward  to  enable  the  drills  severally  to  conlorm  to  uneven 
surfaces,  substantially  as  described. 

Third,  curves  at  the  upper  ends  of  the  drill  shanks,  as  shown  at  R,  in  combination  with 
the  springs,  substantially  as  and  for  the  purposes  set  forth. 

Fourth,  a  lever,  in  combination  with  the  hinged  drill  bar  and  a  series  of  trailing  drills  con- 
nected to  the  bar  by  springs,  the  arrangement  of  the^^e  parts  being  such  that,  by  turning  the 
lever,  all  the  drills  will  be  simultaneously  forced  into  the  earth  or  raised  therefrom,  and  when 
forced  into  the  earth  the  shank  of  each  drill  throughout  its  entire  length  will  still  be  left  free 
to  play  up  and  down  to  the  extent  which  the  elasticity  of  the  spring  will  permit,  to  allow  the 
drill  to  [niss  oVer  obstructions  and  to  conform  to  inequalities  of  the  surface,  substantially  as 
described. 

Fifth,  arranging  the  mouths  of  the  conduits  on  the  drill  shanks  as  nearly  as  may  be  in  the 
line  of  the  axis  ot  motion  of  the  hinged  drill  bar,  so  tliat  raising  and  lowering  the  drills  will 
change  as  little  as  may  bo  the  positions  of  the  mouths  of  the  conduits  on  the  drill  shanks 
■  relative  to  the  positions  of  the  lower  ends  of  the  hopper  spouts,  subbtantially  as  described. 

Sixth,  the  combination  of  a  removable  driving  shaft  with  a  series  of  seeding  cylinders 
having  independent  bearings,  whereby  said  shaft  can  at  plciusure  be  removed  to  allow  any  of 
said  cvUnders  to  be  taken  out  for  repaii-s  without  displacing  the  rest,  substantially  as  de- 
scribed. 

Seventh,  a  scries  of  helical  gear,  having  teeth  of  varying  numbers  and  pitch,  in  combina- 
tion with  a  shifting  pinion,  for  purposes  substantially  as  described. 

No.  31,820.— John  Murdock,  of  New  York,  N.  Y,— Improvement  in  Bank  Notes. — Patent 
dated  March  26,  1801. — The  object  of  this  invention  is  to  produce  a  bank  bill  which  cannot 
be  altered,  the  entire  printing,  wording,  or  lettering,  with  sijruuture  of  the  officers,  &c.,  being 
made  on  the  face  of  the  note  within  the  space  covered  by  the  large  numeral  which  designates 
the  denomination  of  the  note. 

Claim. — A  bank  note  in  which  all  of  the  printing,  engiaving,  and  writing  are  embodied  in 
the  form  of  a  numeral  designating  the  denomination  of  the  note,  substantially  as  described, 
for  the  purpose  specified. 

No.  31,8-21  .—AsAHEL  OsBORN,  of  Morris,  N.  Y.— Improved  Quilting  Frame.— Patent 
dated  March  26,  1861. — Two  arms  are  hinged  to  a  frame  on  standards,  and  may  be  held  np 
by  buttons  or  hooks  when  in  use.  Upon  the  arms  are  slides,  which  may  be  secured  in  posi- 
tion by  pins.  Attached  to  the  slides  are  rollers  provided  at  their  ends  with  ratchet  wheels, 
which  are  held  by  pawls  when  the  quilt  is  rolled  up. 

jClaim. — The  combination  of  the  rolls  E,  arms  B,  slides  C,  with  the  frame  A,  substantially 
as  and  for  the  purpose  specified. 

No.  31,822.— J.  H.  Patterson,  of  Schaghticoke,  N.  Y.— Improvement  in  Drying  Paste- 
boards,— Patent  dated  March  26,  1861. — ^This  invention  consists  in  placing  wet  or  green 
boards,  as  they  are  taken  from  the  cylinder  of  the  machine,  Avithin  portable  hinged  frames 
which  are  made  open  and  provided  with  wires,  by  which  means  they  are  more  quickly  dri^ 
and  readily  handled. 

Claim. — The  facilitating  of  the  curing  or  drying  of  wet  paper  or  pasteboard  sheets,  in  the 
manufacture  of  the  same,  oy  placing  or  enclosing  the  sheets  m  frames  constructed  substan- 
tially as  set  forth. 

No.  31,823.— Thomas  Phillips,  of  Ann  Arbor,  Mich. — Improved  Arrangement  of  Car- 
riage Springs. — Patent  dated  March  26,  1861. — In  the  upper  ends  of  the  two  double  brace 
standards  are  fastened  blocks  or  rollers  of  cast-iron  having  a  convex  upper  surface  and  groove 
in  which  to  place  the  spring.  The  blocks  are  pivoted  to  admit  of  a  motion  conformably  with 
the  springs,  and  the  standards  may  be  adjusted  nearer  to  or  further  from  the  wheels  so  as  to 
increase  or  diminish  the  elasticity  of  the  spring. 

Claim. — The  combination  and  arrangement  of  the  compound  lever  spring,  the  rollers  at- 
tadied  to  the  spring,  and  the  two  stand^ds,  as  described,  for  the  purpose  set  forth. 

No.  31,824.— W.  G.  Reed,  of  Chelsea,  Mass.-^hnprovement  in  Metallic  Roofing.— Thteai 
dated  March  26,  1861. — ^The  rafters  are  each  formed  of  two  longitudinal  parts  of  Y-shape  in 
thdr  transvere  section,  and  provided  with^anges,  one  at  each  side,  so  that  when  put  together 
the  rafters  are  of  quadrilateral  form.  Between  the  rafters  are  placed  metal  plates,  the  ed^s 
of  which  are  fitted  between  the  flanges  of  the  rafters,  and  are  bent  up  against  the  inner  side 
of  the  rafUr  so  as  to  form  gutters  for  the  purpose  of  making  the  joint  water  tight. 

Claim. — ^The  tmbular  rtj'ters  C,  when  constructed  of  two  longitudinal  parts  a  a,  proTided 
with  flanges  b  b,  and  used  in  connexion  with  plates  D«  the  edges  or  sides  of  which  are  se- 
cured between  the  flanges  fr,  and  bent  so  as  to  iorm  gutters  d  d  within  the  rafters,  to  operate 
as  and  for  the  porpose  set  forth. 
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No.  31,825.— W.  C.  Rentgen  and  P.  H.  Humes,  of  Keokuk,  Iowa. — Improved  Fan  At- 
taehment  to  Threshing'-' Machines, — Patent  dated  March  26,  1861. — The  fan,  with  its  case,  is 
placed  directly  over  the  cylinder  or  beater  box,  and  is  so  arranged  as  to  draw  in  Uie  dust  as 
it  is  ejected  from  the  beater  box  and  force  it  in  a  direction  from  the  attendant. 

Claim. — ^A  £Ein  arrangement,  consisting  of  a  fan  placed  in  a  proper  case,  to  which  there  is 
a  suitable  induction  and  eduction  passage,  the  whole  constituting  a  single  trunk  extending 
from  the  front  to  the  rear  of  the  machine,  and  so  arranged  that  the  draught  at  the  orifice  of 
the  induction  passage  shall  be  vertical  or  nearly  so,  substantially  in  the  manner  described. 

No.  31,826.— C.  H.  Reynolds,  of  New  York,  N.  1[ .—Improved  Wrench.— V^Jtexxi  dated 
March  26,  1861. — ^Tbe  movable  or  sliding  jaw  of  the  wrench  is  operated  bv  means  of  a  rota- 
ting screw  collar,  which  is  allowed  a  longitudinal  play  on  the  shank  of  the  wrench,  and  is 
us^  in  connexion  with  a  bundle  secured  to  the  shank  of  tlie  wrench  by  a  joint  or  pin,  and 
so  arranged  as  to  perform  the  function  of  a  lever  and  act  upon  the  screw  collar  and  sliding 
jaw,  so  as  to  cause  the  nut  to  be  firmly  grasped  between  the  jaws  as  the  wrench  is  turned. 

Claim. — ^The  collar  B,  having  a  longitudinal  play  or  movement  on  the  cylindrical  part  i,  of 
the  shank  A,  provided  with  the  screw  thread  c,  and  fitted  in  the  nut  rf,  of  the  sliding  jaw  E, 
in  connexion  with  the  pivoted  handle  F,  arranged  in  relation  with  the  collar  B,  to  operate  as 
and  for  the  purpose  set  forth. 

No.  31,827. — G,  C.  Robinson,  of  Boston,  Mass. — Improvement  in  Apparatus  for  Drying 
Saie.— Antedated  October  8,  18o().— Patent  dated  March  26,  1861.'— The  platen  having  a 
rotary  motion,  the  salt  which  is  delivered  near  its  centre  is  gradually  propelled  to  the  periphery 
of  the  platen  by  means  of  teeth  or  scrapers  having  their  lower  edges  fitting  closely  down  to 
the  platen.  The  salt  is  thrown  oflf  by  a  scraper  at  the  point  of  discharge.  A  supplementary 
pcraper  or  leveller  is  employed  io  level  down  the  ridges  caused  by  the  action  of  the  teeth. 
]Near  the  periphery  of  the  platen  is  a  circular  flange  revolving  in  a  packing  of  sand  placed  in 
a  circular  channel  in  the  upper  part  of  the  outside  casing  of  tne  heat  chamber,  to  prevent  the 
beat  and  smoke  from  escaping  aiound  the  revolving  platen. 

Claim. — First,  the  revolving  platen  a,  in  combination  with  the  teeth  or  scrapers  J,  or  their 
equivalents,  constructed  and  arranged  substantially  as  described. 

Second,  the  discharging  scrapers  p,  for  the  purposes  set  forth. 

Third,  the  supplemeQ^y  scraper  or  leveller  r,  arranged  in  my  machine  substantially  as 
described. 

Fourth,  p€M!king  the  outer  periphery  of  the  revolving  platen  of  my  rotary  salt-dryer  with 
sand  or  other  incombustible  powder,  substantially  as  described  and  for  the  purposes  set  forth. 

No.  31,828. — Martin  Roe,  of  Townsend,  Ohio. — Improvement  in  Sugar  Mills. — Patent 
dated  March  26,  1861. — ^The  ends  of  the  crushing  bar  are  placed  in  guides  so  that  the  bar  is 
made  to  work  in  front  of  the  rollers,  and  has  an  up  and  down  motion  given  to  it  by  means  of 
two  eccentrics  placed  below  it,  and  to  which  it  is  connected  by  means  of  straps.  The  cane 
is  fed  to  the  rollers  by  an  endless  apron,  the  parts  being  so  connected  as  to  have  a  simulta- 
neous motion. 

Claim. — ^The  crushing  bar  P,  operated  as  set  forth,  in  combination  with  the  apron  O  and 
rollers  H  K,  when  operating  conjointly  in  the  manner  and  for  the  purpose  described. 

No.  31,829. — ^N.  G.  Ross,  of  Cincinnati,  Ohio. — Improvement  in  Sewing  Machines. — 
Patent  dated  March  26,  1861. — This  invention  relates  to  machines  which  work  the  double 
loop  stitch.  The  looper  is  so  constructed  and  operated  as  to  take  the  needle  thread  at  such  a 
distance  below  the  fabric  as  to  eiuible  it  to  enter  the  loop  in  its  most  opened  part,  and  to  spread 
its  own  loop  and  shed  it  so  near  the  fabric  as  to  insure  the  engagement  ot  the  needle  in  the 
lower  loop,  with  a  comparatively  short  stroke  of  the  needle  and  slight  wear  of  thread. 

Claim. — The  obliquely-slotted  looper  J,  adapted  to  traverse  when  in  action,  a  fulcrum  c, 
its  lower  end  receiving  a  circular  motion  from  a  cnmk  I,  and  its  upper  end  the  described  com- 
bined rocking  and  up  and  down  motion,  so  as  to  enter  the  upper  loop  at  its  widest  part  and 
to  shed  its  own  loop  near  the  cloth,  in  the  manner  and  for  the  objects  stated. 

No.  31,830.— J.  S,  SUAILER  and  G.  F.  Folsom,  of  Roxhmyjliasa.— Improvement  in 
Water  Metres. — Patent  dated  March  26,  1861. — This  invention  consists  of  a  cylindncal  vessel 
divided  by  means  of  three  partitions  and  a  tube  into  three  chambers,  one  of  which  is  termed 
the  induction  chamber,  ana  the  other  two  the  float  chambers,  in  which  are  placed  floats  of 
proper  shape  provided  with  a  stem  or  projection.  An  eduction  chamber,  formed  on  one  side 
of  the  central  tube,  has  one  or  more  entmnce  ports  through  its  bottom  so  as  to  open  commu- 
nication with  the  chamber  of  a  valve  F.  From  the  two  partitions  b  e  rise  two  standards 
which  support  a  rocker-shaft  from  which  projects  a  weighted  valve-tripper  having  an  auxiliary 
tripper  below,  by  which  Mieans  the  water  is  made  to  enter  and  leave  alternately  the  two 
chambers. 

Claim. — ^The  described  arrangement  of  the  Induction  chamber  B,  the  two  float  chambers 
C  C^  the  eduction  chamber  £,  the  chambered  valve  F  and  its  ports,  the  two  floats  D  D',  and 
the  valve-tripping  apparatus,  the  whole  operating  together  in  maimer  and  under  circomstftnoeB 
subitantially  as  sp^ifled. 
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No.  31,831.— MiNARD  Snell,  of  Medina,  Ind,— Improvement  in  State  Machines.— Vaieat 
dated  March  26,  1861. — In  this  machino  two  circular  saws  are  employed,  one  cutting  at  right 
angles  to  the  other,  thereby  sawing  a  board  or  stave  from  the  log  of  the  proper  width  and 
thickness  at  one  and  the  same  operation.  Logs  or  sections  of  logs  of  various  lengths  and 
diameters  are  secured  between  two  adjustable  centres  br  dogs,  which  have  their  beamings  on 
the  head-blocks  of  the  carriage  and  are  so  constructed  and  arranged  that  a  log  may  be  rotated 
and  also  readily  adjusted  laterally  up  to  the  saws. 

Claim.— Tho  centnng  dogs  h  A',  spur  wheel  P,  and  worm-shaft  J,  in  combination  witb 
the  pivoted  arms  k  k  and  adjusting  roa  H,  tho  same  being  arranged  on  the  sliding  head-blocks 
G  G ,  and  constructed  substantially  as  set  forth,  for  the  purpose  described. 

No.  31,832. — RicilARD  SoLIS,  of  New  Brunswick,  N.  J. — Improvement  in  Machinertf  for 
making  Elastic  Shirred  Goods. — Patent  dated  March  26,  1861. — This  invention  consists  in 
the  employment  of  a  roller  provided  with  circumlerential  and  longitudinal  grooves,  in  con 
nezion  with  a  roller  having  a  yielding  surface  or  periphery,  whereby  Imlia-rubber  cords  aro 
placed  and  secured  longitudinally  between  two  layers  or  laminaj  of  cloth,  and  the  latter 
crimped  or  corrugated  trausversely,  the  whole  being  done  at  one  operation  instead  of  two,  as 
is  usual. 

Claim. — ^The  combination  of  the  circumferential  grooves  t  and  longitudinal  or  other  crimp- 
ing grooves  J  in  roller  B,  when  used  in  connexion  with  tho  roller  C,  to  operate  substantiull/ 
as  and  for  the  purpose  set  forth. 

No.  31,833.— John  Stevens  and  Francis  Stevens,  of  New  York,  N.  Y.— Improvement  in 
Hemmers  and  Folders. — Patent  dated  March  26,  1861. — This  invention  consists  in  the  com- 
bination of  feed  rollers  with  plaiters  or  slats  for  making  the  plaits,  so  that  the  cloth,  being 
drawn  forward  and  passing  through  the  plaiters,  is  caused  to  assume  the  form  proper  for 
plaits.  With  the  plaiters  is  combined  an  apparatus  for  turning  the  hem  on  the  inner  edge  of 
the  shirt  front,  which  is  constmcted  in  two  parts,  each  being  twisted  or  turned  over  once; 
the  lower  or  outside  piece  turning  the  cloth  over  once,  and  the  upper  or  inner  piece  or  guide, 
in  combination  with  the  motion  of  the  cloth,  turning  it  the  second  time.  A  spreader  is  com- 
bined with  the  hemmer  and  with  the  plaiters. 

Claim. — First,  the  combination  with  the  plaiters,  8,  9,  10,  and  11,  12,  and  13,  of  the  feed 
rollers,  18  and  22,  by  which  the  cloth  is  drawn  forward  and  plaitcKl,  as  set  forth. 

Second,  the  combination  with  the  plaiters,  8,  9,  10,  and  11,  12,  and  13,  of  a  hemmer,  1,  2, 
constructed  and  operating  substantially  as  set  forth. 

Third,  the  combination  of  a  stretching,  smoothing,  or  straightening  edge,  6,  with  the 
hemmer,  1,  2,  as  set  forth. 

Fourth,  the  combination  of  a  stretching,  smoothing,  or  straightening  edge,  6,  with  the 
plaiters,  8,  9,  10,  and  11,  12,  and  13,  as  described. 

Fifth,  the  construction,  arrangement,  and  operation  of  the  plaiters,  8,  9,  10,  and  11,  12, 
and  13,  as  set  forth. 

No.  31,834.— H.  A.  Stone,  of  Battle  Creek,  '^\q\\.— Improvement  in  Pressing  Cheese. — 
Patent  dated  March  26, 1861. — This  invention  consists  of  a  ]>erforatcd  cylinder  in  combination 
with  a  i>erforated  head  at  each  end,  for  the  purpose  of  freeing  the  wlioy  from  the  cheese  by 
the  weight  of  the  latter,  the  cheese  being  turned  over  with  the  cylinder  as  the  curd  forms  on 
the  lower  side. 

C/aiw.^Tho  perforated  cylinder  A,  in  connexion  with  the  perforated  heads  B  B,  provided 
with  legs,  dddddy  operating  substantially  us  described  and  for  the  puri)ose  set  forth. 

No.  31,8:55.— T.  F.  Tapt,  of  Worcester,  Mass.,  assignor  to  Himself  and  A.  P.  Brown, 
of  same  place,  and  William  M.  Page,  of  St.  Louis,  AIo. — Improved  SItear  and  Punch. — 
Patent  dated  March  26,  1861. — From  one  side  of  the  base  of  a  frame  projtH!ts  a  curved  neck 
B,  which  supports  the  parts  F"  C  and  D,  all  being  cast  in  one  piece.  The  upright  part  is 
cored  out  so  as  to  receive  two  slides  provided  at  their  lower  ends,  respectively,  with  a  punch 
and  shear  which  have  a  reciprocating  movement  c^iven  them  by  means  of  an  eccentric  on  a 
shaft  passing  through  the  upper  part  of  the  upright. 

Claim. — ^As  an  improved  aiticle  of  manufactuie,  a  combined  shear  and  punch,  in  which  the 
parts  A  B  C  D  and  F'  are  all  cast  in  one  piece,  in  combination  with  coring  out  the  parts  C 
and  D,  substantially  as  described. 

No.  31,836.— Robert  Taylor,  of  New  York,  N.  Y.— Improvement  in  Canal  Lock  GaUs. — 
Patent  dated  March  26,  1861. — ^The  circular  face  gate  is  attached  to  side  pieces  or  a  frame- 
work extending  fiom  an  iron  hub  that  plays  on  a  pin  or  axle  inserted  in  the  sides  of  the  lock 
at  a  point  that  would  be  the  centre  of  a  circle  iormed  by  the  periphery  of  the  gate,  and  is 
combing  with  a  circular  breast  wall  that  forms  the  lower  part  ot  the  gate.  The  gate  is 
raised  and  lowered  by  means  of  compensating  weights  connected  to  it  by  a  chain  operated  by 
proper  gearing.  The  gate  is  made  to  serve  as  a  wicket  by  having  the  lower  portion  of  iUi 
face  across  its  entire  length,  in  one  piece  or  more,  cut  off  and  hinged  to  tho  upper  part  so 
that  it  will  play  backward  and  forward.  The  wicket  leaf  is  kept  open  by  means  of  counter- 
poise weights,  and,  when  the  gate  is  let  down  an  inclined  plane  on  the  breast  wall,  act  as  a 
guide  to  swing  it  into  position  to  bo  olosod. 
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Claim, — ^Firet,  a  circular  face  ffate  for  canal  locks,  the  face  of  which  is  smooth  and  attached 
to  side  pieces  or  arms  radiating  from  the  journals  or  axle  inserted  in  the  side  of  the  water  way 
or  sides  of  the  lock,  when  ui^  in  combination  with  a  similarly  curved  breast  wall,  whicn 
forms  the  lower  part  of  the  gate,  substantially  as  described. 

Second,  in  combination  with  such  a  gate,  a  wicket  leaf,  hinged  or  hung  thereto,  and 
operating  in  the  manner  and  for  the  purpose  described  and  represented. 

No.  31,837.-1.  P.  TiCE,  of  Baltimore,  Md.-^Improved  Machine  for  Turning  Oval  Frames.^ 
Patent  dated  March  26,  1861.— The  object  of  this  invention  is  to  admit  of  a  rotary  cutter 
or  a  stationary  chisel  being  used  to  cut  out  oval  frames  automatically,  or  without  the  usual 
manipulation  of  a  cutter  as  used  with  ordinary  oval  lathes,  the  position  of  the  work  being 
made  to  change  relatively  with  the  cutter  head  or  chisel  by  means  of  a  vibratory  movement 

S'ven  to  the  bed,  througn  the  medium  of  a  rod  and  pinion,  gearing  with  a  toothed  wheel  on 
e  lower  part  of  the  shaft  connected  with  the  bed  on  which  the  work  is  placed. 
Claim, — ^The  giving  of  the  bed  H  of  an  oval  lathe  a  vibratory  movement  simultaneously 
with  its  rotating  and  sliding  movements,  so  as  to  admit  of  a  rotary  cutter  or  a  stationary 
chisel,  having,  at  all  points  of  the  rotation  of  the  work  R,  a  position  at  right  angles  with  the 
face  thereof,  substautiaUy  as  described. 

No.  31,838.— A.  0.  Tompkins,  of  New  York,  N.  Y, ^Improved  Screw  Propc/ier.— Patent 
dated  March  26,  1861. — This  invention  will  be  understood  by  reference  to  the  engraving. 

Claim. — Constructing  the  propeller  with  a  flaring-edged  felloe  or  continuous  rim  a,  sup- 
ported upon  separate  spokes  or  arms  e,  that  radiate  from  the  driving-shaft  b,  idl  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  31,839.— Mathew  Trimble,  of  Princeton,  l\\,^Improvemtnt  in  Com-Shellers,^ 
Patent  dated  March  26,  1861. — This  invention  consists  of  an  arrangement  of  devices  for 
feeding  the  ears  of  com  to  the  sheller.  The  bottom  of  the  hopjper  is  formed  in  grooves  or 
troughs,  operating  in  connexion  with  spikes  and  coves  upon  the  cylinder;  the  spikes  te 
keep  the  ears  of  com  straight  in  the  troughs,  and  the  coves  acting  to  prevent  more  than  one 
ear  passing  through  the  trough  at  a  time. 

Claim. — The  arrangement  of  hopper  A,  in  combination  with  cylinder  B,  pulley  C,  troughs 
D  D,  standard  «,  spikes  g  g^  shaft  A,  coves  P  P,  bearers  jj,  boxes  d  d^  CA^^ff^  substantially 
as  shown  and  described. 

No.  31,840.— Arthur  Wadsworth,  of  New  York,  N.  Y, ^Improved  Method  of  Oper- 
ating the  Second  Hand  in  Stop-  Watches. — Patent  dated  March  26,  1861. — An  intermediate 
wheel,  arranged  to  gear  into  wheels  placed  one  on  the  spindle  of  the  second  hand,  and  the 
other  on  that  of  the  hour  hand,  is  secured  on  an  arbor  fast  to  a  slide,  which  is  operated  by  a 
iever  having  one  end  projecting  through  the  rim  of  the  watch-casinff,  by  which  means  the 
intermediate  wheel  may  be  brought  into  gear  with  both  the  other  wheels,  or  only  in  connexion 
with  the  wheel  of  the  second  hand,  when  the  independent  second  hand  will  be  stopped. 

Claim. — ^The  manner  of  operating  the  intermediate  wheel  F  by  means  of  a  lever  i,  in  com- 
bination with  a  spring  J,  when  arranged  for  the  purpose  substantially  as  specified. 

No.  31,841.— RoswELL  Wakeman,  of  Port  Deposit,  Ud.^rmprovement  in  Presses.^ 
Patent  dated  March  26, 1861. — The  top  of  the  press  is  formed  of  double  trap-doors,  which  are 
opened  to  receive  the  article  to  be  pressed,  and  when  closed  are  firmly  secured  by  a  cross-bar 
placed  under  a  yoke  and  spring,  held  by  rods  to  which  the  pulleys  are  attached,  by  which,  in 
connexion  with  pulleys  attached  to  the  platform,  pressure  may  be  applied  above  and  below 
Uiehay. 

Claim. — ^The  arrangement  of  the  double  top  doors,  being  secured  by  a  cross-bar  held  at 
the  ends  under  yokes  or  stirraps,  in  combination  with  springs,  sliding-rods,  pulleys,  and 
windlasses,  operating  on  both  ends  of  the  moving  platform,  sabstantiaUy  as  described  and 
for  the  purposes  set  lorth. 

No.  31,842.— P.  D.  Wesson,  of  Providence,  R.  l.^Improved  Steam- Trap. ^Fatent  dated 
March  26,  1861. — The  valve-rod  is  placed  between  the  two  tubes,  and  being  exposed  to  the 
air  is  maintained  at  a  comparatively  even  temperature.  It  is  so  adjusted  by  means  of  screw- 
nuts  at  its  upper  end  as  to  hold  the  valve  open  when  the  trap  is  cool  and  the  tubes  are  con- 
tracted. The  water  of  condensation  will  then  escape  at  the  open  valve.  As  the  steam  again 
enters  the  pipe  the  expansion  of  the  tubes  will  cause  the  valve  seat  to  press  against  the  valve 
and  prevent  the  escape  of  steam. 

Claim. — ^The  use  or  employment  of  the  tubes  A  B,  valve-rod  C,  and  valve  J,  when 
arranged  and  operating  substantially  as  described,  and  for  the  purpose  set  forth. 

No.  31,843. — Martha  Willis,  of  Rochester,  N.  Y. — Improvement  in  Obstetrical  Band- 
'e«.— Patent  dated  March  26,  1861. — The  claim  and  engraving  will  explain  the  nature  and 

object  of  this  invention. 

Claim. — The  arrangement  of  the  open  hip-spaces  and  elastic  hip-bands  d  d  and  the  prime 

and  auxiliary  elastic  straps  h  h  and  jj  for  obstetrical  bandages  ana  supporters,  substantially 

in  the  manner  and  for  the  purposes  specified. 
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No.  31,844.— T.  H.  WnxsoN,  of  Harrisburg,  Fa.^Improvement  in  JJ/owers.— Patezit 
dated  March  26,  1861. — The  wings  of  the  blower-wheel  are  cast  in  a  curved  form  and  hol- 
lowing, having  bides  which  converge  from  near  the  heel  where  they  commence  to  the  point 
of  the  wing,  and  upon  their  inner  ends  are  cast  heels,  which  form  a  hub  when  several  are 
fitted  together,  metallic  bands  being  shrunk  over  their  projecting  sides.  The  case  is  provided 
with  an  opening  at  a  point  nearest  its  centre  for  the  admission  of  air. 

Claim. — First,  the  employment  of  the  blower-wheei  as  constructed,  composed  of  a  series 
of  wings  or  arms  D,  cast  in  the  form  represented,  and  being  seemed  together  by  means  of 
the  devices  described,  all  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  subject  of  the  first  claim  the  fan-case,  constructed  in  the 
manner  and  shape  represented. 

No.  31,845.— Ross  Winans  and  Thomas  Winans,  of  Baltimore,  "M-d.— Improved  Steer- 
ing Apparatus  for  Navigable  Vessels. — Patent  dated  March  26,  1861. — ^The  object  of  this 
invention  is  to  enable  vessels  whose  bottoms  have  a  spindle  form  to  be  steered  with  facility, 
and  without  causing  the  material  rolling  of  the  vessel  by  the  action  of  the  rudder.  Two 
rudders  are  placed  l)eneath  the  bottom  of  the  vessel,  at  opposite  sides  of  its  longitudinal 
centre,  and  between  the  centre  and  extreme  ends,  and  so  connected  that  the  turning  of  on© 
rudder  in  one  direction  causes  the  simultaneous  turning  of  the  other  rudder  in  the  opposite 
direction. 

Claim. — The  combination  of  a  vessel  having  a  spindle-formed  bottom,  two  rudders  located 
below  the  bottom  th<^reof,  at  opposite  sides  of  the  longitudinal  centre,  and  mechanism  to  impart 
opposite  movements  to  the  rudders,  substantially  as  described. 

No.  31,846.— Ross  Winans  and  Thomas  Winans,  of  Baltimore,  "Md.— Improvement  in 
Stuffing-Boxes. — Patent  dated  March  26,  1861. — The  stuffing-box  consists  in  the  combina- 
tion ot  a  series  of  radiating  sockets,  to  receive  the  packing  in  disconnected  parts,  with  a 
corresponding  series  of  independent  compressers,  by  whose  action  the  packing  in  each  socket 
can  be  set  up  with  the  requisite  force  at  difierent  parts  as  may  be  required,  independently  of 
the  packing  of  the  remainder  of  the  sockets. 

Claim. — A  stuffing-box  consisting  of  a  combination  of  radiating  sockets  with  independent 
compressors,  substantially  as  described. 

No.  31,847.— Jesse  Young,  of  Franklin  Furnace,  O.— Improvement  in  the  Packing  of 
Pistons  for  Steam  Engines. — Patent  dated  March  26,  1861. — This  invention  consists  in 
placing  between  the  metallic  packing  and  the  outside  surface  of  the  piston-head  lonff  spiral 
springs,  their  length,  when  compressed  together,  being  the  circumference  of  the  cylinaer,  and 
their  diameter  corresponding  to  the  space  intended  to  receive  them. 

Claim. — ^Tho  application  of  spiral  springs  for  holding  metallic  packing  against  the  surface 
of  the  cylinder,  in  the  manner  substantially  as  described. 

No.  31,848.— O.  C.  Evans,  of  New  York,  N.  Y.,  assignor  to  Himself  and  L.  D.  Tows- 
LEY. — Improvement  in  Fastenings  of  Metallic  Bands  for  Cotton  Bales. — Patent  dated  March 
26, 1861. — Near  each  end  of  a  short  piece  of  hoop  or  band  iron  is  punched  a  slot,  through  which 
the  hoop  iron  may  bo  passed.  Just  behind  each  slot  are  raised  one  or  more  angular  tongues, 
which  are  bent  over  the  ends  of  the  hoop  to  hold  them  in  the  slots. 

Claim. — The  combination  of  the  slots  s  s,  in  the  plate  A,  with  the  angular  tongues  1 1 1 1, 
more  or  less  as  described  and  for  the  purposes  set  forth. 

No.  31,849.— A.  H.  Knapp,  of  Newton  Centre,  Mass.,  assignor  to  Himself  and  G.  W. 
TiSDALE,  of  Walpole,  Mass. — Improvement  in  Scissors. — Patent  dated  March  26,  1861. — 
To  the  lower  blade,  at  the  ordinary  place  of  junction,  is  secured  a  pivot  which  passes  through 
a  slot  in  the  upper  blade,  and  made  parallel  with  the  cutting  edge  thereof.  Upon  the  upper 
blade  is  secured  a  projecting  plate  having  a  curved  slot,  which  shdes  over  a  stud  attach^  to 
the  shank  of  the  lower  blade,  by  which  means  a  drawing  cut  of  one  blade  on  the  other  is 
produced  in  such  a  manner  that  it  may  be  uniform  or  irregular,  as  may  be  desircKl.  Over 
each  part  of  the  pivot  and  pin  that  moves  in  the  slots  are  placed  anti-friction  sleeves,  to  pre- 
vent wear  of  the  parts  and  to  diminish  iriction. 

Claim. — The  combination  of  the  guide  slot  C  and  pivot  D  with  the  curved  slot  F  and  pin 
G,  for  producing  any  regular  or  irregular  drawing  cut  desired,  substantially  in  the  manner 
and  for  the  purposes  specified. 

Also,  the  bush  sleeves  //,  applied  to  and  in  combination  with  the  screw  pivot  D,  pui  Q 
and  the  slots  C  F,  substantially  as  and  for  the  purposes  set  forth. 

No.  31.850.— W.  A.  N.  LONG,  of  Fisherville,  N.  H.,  assignor  to  J.  B.  Bland.— Mprowd 
Bed  Foundation. — Patent  dated  March  26,  1861. — To  the  lower  side  of  two  transverse  ban 
«>f  the  bedstead  is  fastened  a  series  of  springs  closed  at  the  lower  part  in  a  conical  form,  into 
which  are  fitted  conical  or  conoidal  blocks  of  wood,  each  provided  with  a  rod  projecting 
upwards  and  passing  loosely  through  the  cross-bars,  and  terminating  in  an  eye  for  receiying 
a  longitudinally  placed  slat. 
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Claim, — ^Tbo  described  bed  foundation  made  of  the  basket  springs,  slat  supporters,  and  conical 
bearers,  constructed,  arranged,  and  combined  together  and  with  the  eross-rails  and  slats  of  a 
bedstead,  sabstantiully  in  tne  manner  specified. 

No.  31,851.— J.  W.  Nye,  of  Fairfield,  Vt.,  assignor  to  Himself  and  G.  W.  Ball,  of  St. 
Albans,  Vt. — Improvement  in  Dumping  Wagons, — Patent  dated  March  26,  18G1. — Between 
the  two  side-frames  of  the  wagon,  but  disconnected  with  them,  is  fastened  a  series  of  divisional 
partitions,  each  one  of  which  is  elevated  upon  trap-boards  or  bottom  platforms,  which  are 
ninged  to  cross-bars  and  ananged  in  such  a  manner  that  the  contents  of  one  or  more  of  the 
apartments  may  be  discharged,  as  required. 

Claim, — The  improved  dumping  wagon,  as  constructed  with  the  divisional  partitions  G  Gl 
G2  G3,  arranged  and  combined  so  as  to  operate  as  described,  with  hinged  bottoms  or  plat> 
forms  U  HI  iti  H3  applied  to  the  wagon  body  A,  and  disposed  therein  and  with  respect  to 
one  another,  substantially  as  specified. 

No.  31,852.-8.  J.  Olmstead,  of  Binffhamton,  N.  Y.,  assignor  to  JohnElll^  of  Detroit, 
Mich. — Improved  Gate  Hinge. — Patent  dated  March  26,  1861. — To  the  top  of  the  rear  post  is 
secured  an  arm,  to  which  is  attached  a  pinion  that  works  in  a  rack  formed  with  an  oval-shaped 
rim  on  the  outside,  and  connected  by  a  bracket  to  the  post.  The  lower  part  of  the  gate  turns 
upon  a  single  point,  so  that.,  when  opened,  the  gate  is  thrown  off  its  balance  and  closed  by 
its  own  weight,  through  the  action  of  the  rack  and  pinion. 

Claim. — ^Tho  special  arrangement  of  the  rack  P,  the  pinion  N  and  adjustable  arm  F,  in 
combination  with  a  gate,  in  the  manner  and  for  the  purpose  substantially  as  set  forth. 

No.  31,853.— Edward  Roberts,  of  Philadelphia,  Pa.,  assignor  to  Code,  Hopper  & 
Gratz. — Improved  Time  Tell-Tale. — Patent  dated  March  26,  1861. — Secured  to  the  spindle 
of  the  hour-hand  of  a  clock  is  a  removable  disk  or  plate  of  paste-board  or  other  similar  mate- 
rial, upon  which  are  marks  representing  the  hours.  The  door  or  lid  of  the  clock  is  provided 
with  a  slot,  so  that  the  watchman  can,  by  inserting  the  point  of  a  pencil,  make  a  radial  mark 
on  the  disk  within  the  graduated  edge  of  the  same,  by  which  me^ns  it  can  bo  determined  in 
the  morning  by  the  proper  officer  who  keeps  the  key  of  the  clock,  whether  the  watchman  has 
made  the  proper  mark  at  the  proper  time  during  the  night.  When  it  is  found  inconvenient 
to  apply  a  new  disk  every  day,  use  is  made  of  a  vertical  lover  hung  to  the  door,  and  furnished 
with  a  spring  and  a  pin  lor  making  rows  oi  indentations  on  the  diisk,  for  the  different  days  of 
the  week. 

Claim. — First,  the  detachable  graduated  disk  F,  applied  to  the  works  of  the  clock,  sub- 
stantially as  sot  forth,  in  combination  with  the  lid  B,  its  openings  b  and  a,  and  the  pointer  x, 
or  its  equivalent,  when  the  said  openings  and  pointer  are  arranged  in  respect  to  each  other  and 
to  the  disk  as  and  for  the  purpose  described. 

Second,  the  spring  lover  1,  with  its  adjustable  pin  K,  in  combination  with  the  adjustable 
graduated  disk  and  the  lid  B,  and  its  openings  h  and  a. 

No.  31,854. — D.  H.  Thayer,  of  Lansing,  N.  Y.,  assignor  to  Himself  and  S.  A.  Baker. — 
Jmprovement  in  the  Cutting  Apparatus  oj  Harvesters, — Patent  dated  March  26,  1861. — ^As 
the  sickle  is  operated  back  and  forth  on  the  fingers,  all  substances  that  may  be  drawn  under- 
neath the  teeth  will  pass  down  thi'ough  the  recesses  and  out  underneath  the  cutter-bar,  and 
a  tree  escape  being  thus  allowed  for  said  substances,  the  sickle  is  efiectually  prevented  firom 
choking  or  clogging,  and  also  from  gumming  up. 

Claim. — ^The  arrangement  of  the  cutters  e  and  cutter-bar  C,  with  the  supporting  projections 
/,  knife-edged  backward-opening  recesses  4,  space  between  projections  and  fingers  and  finger- 
bar  Af  in  the  manner  and  tor  the  purpose  shown  and  descrit)ea. 

No.  31,855.— Godfried  Weiland,  of  Buffalo,  N.  Y.,  assignor  to  Himself  and  Francis 
Fisher. — Improved  Straw-Carrier  for  Threshing  Machines. — Patent  dated  March  26, 1861. — 
Within  the  carrying  apron  is  arranged  a  bent  lever  resting  in  a  shoe  supported  on  a  cross- 
piece.  Under  one  end  of  the  lever  is  a  spring  which  tends  to  hold  it  up  against  the  apron. 
The  other  end  of  the  lever  is  operated  by  a  double-acting  cam  on  the  driving  shaft,  by  which 
means  the  apron  receives  a  succession  of  blows  which  shakes  the  straw  and  separates  the 
grain. 

Claim, — The  arrangement  of  the  lever  F  and  spring  J  within  the  carrying  apron,  in  con- 
nexion with  the  cam  M,  for  operating  the  same,  for  the  purposes  and  substantially  as  described. 

No.  31,856.— J.  B.  Wilson,  assignor  to  J.  F.  Bqdine,  of  Williamstown,  N.  J , --Improve- 
ment in  Stoppers  for  Sealing  Cans  and  Jars, — Patent  dated  March  26,  1861. — This  stopper 
consists  of  an  elastic  ring  c&mped  between  two  disks,  and  expanded  by  metallic  segments 
within  it,  which  are  forced  outward  by  the  conical  neck  of  the  clamping  screw. 

Claim, — ^The  combination  of  the  two  clamping  disks  A  B,  expanding  segments  D,  and 
elastic  ring  £,  constroctod,  arranged,  and  operating  together  in  the  manner  anl  for  the 
purpose  set  forth. 
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No.  31,857.— Jambs  Hiogins  and  T.  8.  Whttworth,  of  Salford,  England.— /iiiiwowni«rf 
in  Spinning  Machines. — Patoutod  iu  England  October  13,  lti6U. — Patent  dated  March  26, 
1861. — This  invention  relates  to  a  method  of  mounting  and  supporting  the  spindles  of  the 
Blubbing  and  roving  frames,  for  the  purpose  of  securing  a  greater  degree  of  steadiness,  so  as 
to  enable  the  spindles  to  be  run  at  a  higher  speed  than  usual. 

Claim, — First,  giving  support  to  a  stationary  tube  or  *'  bolster"  through  which  the  spindla 
passes,  by  a  sliding  bearing  attached  to  the  copping  rail. 

Second,  so  arranging  the  spindles  and  their  tubes  or  bolsters  that  they  may  oscillate  sepa- 
rately upon  joints  or  other  apparatus,  for  the  purpose  of  adjusting  themselves  to  a  sliding 
bearing. 

Third,  connecting  the  spindle  to  the  pini(m  by  which  it  is  driven  so  that  it  may  be  with- 
drawn therefrom  without  disturbing  top  bearings  or  other  parts  requiring  readjustment. 

No.  31,858.— Luther  Atwood,  of  New  York,  N.  Y.—hnprovement  in  the  Manufacture  of 
Hydro  carbon  Oils. — Patent  dated  March  26,  1801. — This  invention  relates  to  the  condensa- 
tion of  the  liquid  products  of  substances  distilled  in  the  manul'acture  of  hydrocarbon  oils, 
and  it  consists  in  subjecting  these  vapors  to  the  direct  action  of  ice,  or  mixed  ice  and  salt 
placed  in  any  suitable  vessel  connected  with  the  condensing  apparatus,  and  so  arranged  that 
the  vapors,  in  passing  through  it  from  the  condensing  apparatus,  come  directly  in  contact 
with  ice,  or  ice  and  salt.  The  vapors  and  gases  are  passed  through  the  ice-chamber,  in  a 
descending  current,  in  contradlstmction  to  an  ascending  current,  for  the  purpose  of  mora 
thoroughly  distributing  them. 

Claim. — The  direct  application  of  ice  or  ice  and  salt  to  the  condensation  of  hydrocarboB 
oil  vapors,  substantially  as  described,  and  substantially  for  the  purpose  set  forth. 

Also,  bringing  the  vapors  by  a  descending  current  iu  contact  with  the  surface  of  the  ice  or 
ice  and  salt,  substantially  as  described. 

No.  31,859.-0.  W.  Blake,  assignor  to  Himself  and  L.  W.  Blake,  of  East  PeppereH, 
Mass. — Improved  Belt  Fastening. — Patent  dated  March  26,  1861. — In  the  ends  of  the  belting 
and  in  a  direction  with  its  length.are  cut  short  slits,  through  which  are  passed  studs  formed 
with  flat  segmental  heads  upon  each  end ;  the  studs  are  passed  through  the  slits  sidewise  and 
turned,  so  as  to  he  flat  on  the  outside  of  the  belting. 

Claim. — The  employment  of  the  double-headed  studs  a  a,  in  combination  with  the  belt 
ends,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,860.— Joseph  H.  Atwater,  of  Providence,  R.  l.-^lmprovement  in  Portable 
Copying  Presses. — Patent  dated  April  2,  1861. — ^To  a  cylinder  of  sheet  metal  is  attached  a 
piece  ol  cloth  or  paper  of  proper  size  and  thickness  to  form  an  enveloping  apron  or  cover  for 
the  book  when  wound  around  the  cylinder.  The  book  is  made  with  a  wedge-shaped  back  so 
as  to  wind  gradually  and  smoothly  around  the  cylinder  by  taking  a  number  of  sli^ets  of  this 
copying  paper,  and  applying  a  cover  of  the  thickness  of  common  writing  paper. 

Claim. — A  book  with  a  wedge-shaped  back,  substantially  as  described  for  the  puipos#^ 
specified. 

And  in  combination  with  a  book,  having  a  wedge-shaped  back,  a  cylinder  or  roller  pro- 
vided with  an  apron  to  envelop  the  book,  substantially  as  specified. 

Also,  interspersing  leaves  of  thicker  paper  between  portions  of  the  copying  paper  in  the 
copying  book,  substantially  as  described,  so  as  to  make  the  book  more  firm,  ana  to  prevent 
the  leaves  from  being  wrinkled. 

No.  31,861.— Francis  Brown  Blanchard,  of  Brooklyn,  N.  Y.— Improvement  in  Steam 
Boilers. — ^Patent  dated  April  2,  1861. — The  chimney  is  provided  with  a  valve  which,  when 
closed,  prevents  the  highly  heated  gaseous  products  of  combustion  from  passing  out  into  the 
air,  and  they  ai'e,  therefore,  forced  thpough  a  tube  to  the  steam-heating  box.  This  box  is 
constructed  as  a  cylinder  with  two  hollow  heads,  said  lieads  being  coimceted  by  tubes.  The 
steam  is  admitted  from  the  boiler  between  the  heads  and  circulates  around  the  tubes,  passing 
out  after  having  been  heated  by  a  tube  to  the  engine.  The  heated  gases  pass  from  the  steam- 
heater  into  the  water-heater,  which  is  coa<}tructcd  similarly  to  the  steam-heater,  and  all  its 
available  heat  is  expended  in  heating  the  water.  Air  is  introduced  into  the  furnace  by  blast 
tubes.  By  this  means,  in  connexion  with  the  closed  chimney,  the  amount  of  fuel  consumed 
and  amount  of  steam  generated  can  be  proportionally  regulated,  while  the  surfaces  of  the 
steam- heater  and  water-heater  can  be  properly  proportioned  so  as  to  take  up  all  the  heat  from 
the  gaseous  products  of  the  combustion,  and  thus  produce  steam  of  any  desired  constant 
pressure  and  temperature. 

Claim. — ^The  combination,  in  the  manner  substantially  as  shown  and  described,  of  the  water- 
heater  and  steam-heater  with  each  other,  and  with  the  boiler,  air-pump,  and  chimney,  all  as 
set  forth. 

No.  31,862.— John  O.  Blythe,  of  Gennantown,  Pa.— /m»rored  Door  Springs.— Vaient 
dated  April  2, 1861. — ^The  arm  b  is  bent  at  one  end,  which  works  in  a  slot  upon  the  upper  edge 
of  the  door;  the  other  end  is  provided  with  a  cam-like  projection  which  bears  against  a  spring 
in  the  back  part  of  the  slotted  frame  a  a  in  the  door  name.    When  the  door  is  opened  it  has 
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IL  tendency  to  close,  owing  to  the  action  of  the  spring  against  the  cam-head;  but  when  it  passes 
the  centre  the  spring  acts  to  hold  the  door  open. 

Claim, — The  peculiar  construction  of  the  arm  b,  as  seen  in  Fig.  I,  No.  1,  at  the  point 
marked  g^  in  combination  with  other  parts  of  the  machine  to  effect  the  purposes  set  forto,  as 
stated. 

No.  31,863.— R.  BcEKLEN  and  W.  St-«hlen,  of  Brooklyn,  N.  Y. ^Improvement  in 
Smoking  Tubes, — Patent  dated  April  2,  1861. — One  end  of  the  tube  is  tapered  to  receive  an 
ordinary  mouth-piece ;  the  other  end  of  the  tube  is  narrowed,  and  is  provided  with  a  flange 
extending  towards  the  centre  of  the  tube,  leaving  a  round  opening.  In  this  opening  is 
inserted  a  short  tube  in  which  the  cipcar  or  pipe  is  inserted,  ana  which  has  at  its  outer  end  a 
flange  which  bears  against  the  flange  on  the  large  tube,  and  thus  acts  as  a  valve,  the  small 
tube  playing  freely.  In  smoking  tubes  for  pipes  a  valve  composed  of  a  thin  spring  working 
•rer  an  opening  in  the  periphery  of  the  larger  tube  is  preferred. 

Claim. — First,  a  smoking  tube  provided  with  a  valve  or  valves,  operating  substantially  as 
and  for  the  purpose  set  forth. 

Second,  toe  smoking  tube  formed  with  an  enlarged  interior  chamber  A,  as  shown  and 
described,  in  combination  with  a  valve  C,  for  the  purpose  set  forth. 

No.  31,864. — Amos  H.  Boyd,  of  Rockville,  Mass. — Improvement  in  Sewifig  Machines, — 
Patent  dated  April  2,  1861. — The  bent  arms  H  H  are  pivoted  to  the  front  part  of  the  machine, 
and  are  provided  at  one  end  with  rollers  which  work  in  the  grooves  in  the  cam  wheel,  so  that 
the  points  of  the  arms  are  caused  to  cross  from  one  side  of  the  needle  to  the  other  when  the 
wheel  revolves.  Threads  pass  frx>m  the  spools  through  holes  in  the  extremities  of  the  arms. 
The  bar  K  has  upon  it  the  long  ratchet  tooth  a  which  gears  into  the  teeth  of  a  cog  wheel  on 
the  axle  of  a  cam  wheel  G,  and  thus  the  motion  of  the  bar  K  causes  the  revolution  of  the 
cam  wheeL 

Claim, — First,  the  employment  of  the  cam  wheel  G,  the  eye-pointed  crossing  arms  H  H,  a 
foot-piece  N,  and  a  needle,  arranged  and  operating  in  the  manner  set  forth,  for  the  purpose  of 
making  the  embroidery  stitch  represented. 

Second,  the  employment  of  the  bar  K,  the  ratchet  wheel  D,  the  cam  wheel  G,  and  the  arms 
H  H,  arranged  in  the  manner  represented,  whereby  the  arms  are  made  to  cross  under  the  foot- 
piece  as  often  as  it  rises,  substantially  as  set  forth. 

No.  31,865.— John  Brainerd,  of  Cleveland,  O.,  Edward  F.  Olds,  of  Lyons,  Mich., 
and  Alonzo  W.  Olds,  of  Green  Oak,  Mich. — Improvement  in  Harrow  Frames, — Patent 
dated  April  2, 1861. — ^The  arms  of  the  harrow  frame  are  attached  between  the  plates  B  and  6, 
near  their  circumference,  by  bolts,  in  such  a  manner  that  any  arm  can  be  removed  without 
disturbmg  the  other.  The  arms  gradually  diminish  in  size  from  the  point  that  they  pass 
between  the  plates.  The  projection  J  is  furnished  with  a  slot  and  pin  for  the  purpose  of  con- 
necting two  harrows  to  be  drawn  by  one  team.  The  box  li  sxurounding  the  pipe  or  soAcket 
is  for  the  purpose  of  containing  a  weight,  so  as  to  force  the  teeth  of  the  harrow  mto  the  soil. 

Claim, — The  radial  arms  A,  secured  between  the  plates  B  and  C,  by  the  bolts  A',  in  com- 
bination with  a  central  pin  or  standard  D,  socket  or  pipe  £,  projection  J,  box  H,  and  draw- 
bar F,  the  several  parts  being  constructed  and  ananged  substantially  as  and  for  the  purpose 
set  forth. 

No.  31,866.— James  H.  Breckenhidge,  of  Mcriden,  Conn.— /mprorcd  Caps  for  Oil 
Cans, — Patent  dated  April  2,  1861. — ^The  object  of  this  invention  is  to  form  a  groove  on  the 
inner  side  of  the  cap  to  fit  upon  lugs  on  the  mouth  of  the  can. 

Claim. — ^As  an  improved  article  of  manufacture,  a  sheet  metal  can  cap,  having  a  portion  of 
its  exterior  surface  raised  and  formed  into  a  groove  of  the  form  shown  and  described,  for  the 
purposes  set  forth. 

No.  31,867. — J.  E.  Briggs,  of  "Watertown,  N.  Y. — Improvement  in  Brakes  for  Carriages, — 
Patent  dated  April  2,  1861. — A  transverse  bolt  passes  through  the  rear  end  of  the  draught-bar 
and  parallel  pieces  secured  on  each  side,  and  woTks  in  longitudinal  slots  on  the  hounds  C  C. 
The  levers  H  H  pass  through  the  brake-bar  and  project  above  and  bdow ;  the  lower  ends  are 
connected  by  a  transverse  oar  which  bears  against  the  stop-bar  L.  When  the  vehicle  is 
descending  a  grade  the  wheels  slide  forward  against  the  brakes  on  each  end  of  the  brake-bar, 
while  the  bar  J  is  forced  against  the  piece  L,  thus  raising  the  brake-bar  and  pressing  the 
brakes  against  the  wheels.  The  rod  b  receives  the  cross-bar  on  the  inclined  portion  ot  the 
rod  when  the  vehicle  is  backed,  and  when  the  wagon  is  drawn  forward  again  by  the  horses 
the  bar  faUs  behind  the  perpendicular  portion  of  the  rod  L,  in  a  position  to  apply  the  brakes 
when  the  vehicle  again  descends  a  gmdo. 

Claim. — ^The  combination  with  a  dranght^pole  E,  which  is  allowed  to  have  an  endwise 
movement  between  the  hounds  C  C,  of  the  brake-bar  G,  levers  H  H,  rods  K  K,  transverse 
bar  J,  and  the  stop-rod  L,  all  arranged  and  operating  substantially  as  and  for  the  purposes 
set  forth. 


Digiti 


zed  by  Google 


258  ANNUAL  REPORT  OP  THE 

No.  31,868.— Ezra  Buss,  of  Yellow  Springs,  O.^Improved  Clothes- Dryer. —Vatent  dated 
April  2,  Xa^l. — The  arms  are  each  provided  with  a  pivot  eye  to  piiss  over  the  spindle,  upon 
which  is  a  screw  nut  which  bears  against  the  head  of  the  uppermost  arm  so  as  to  tighten  the 
arms  and  prevent  their  independent  rotation. 

Claim. — 1  he  arrangement  of  the  arms  C  C,  upon  a  spindle  B,  which  turns  freely  in  a 
suitable  support  A,  in  combination  with  a  tightcniug  and  loosening  screw  </,  or  its  equivalent, 
for  placing  and  securing  the  arms  in  any  desired  relative  position,  independently  of  tne  move- 
ment of  the  spindle  in  the  support,  substantially  as  and  for  the  purpose  specilicd. 

No.  31,869.— A.  Christian,  of  New  York,  N.  Y.— Improved  Rocking  //or5c.— Patent 
dated  April  2,  1861. — The  platform  is  tapered  at  its  upper  end  to  admit  of  passing  between 
the  forelegs  of  the  horse,  it  being  there  secured  to  the  body.  The  hind  legs  ar^  attached  to 
the  lower  end  of  the  platform,  which  rests  upon  a  scroll-spring,  the  inner  ends  of  which  are 
attached  to  the  axle.  On  one  end  of  the  axle  is  the  slotted  plate,  which  is  retained  in  any  de- 
sired position  by  bolts  operated  by  thumb-nuts.  By  loosening  the  bolts  the  platform  can  be 
fikd justed  at  any  angle,  the  pawl  gearing  with  the  ratchet  wheel  on  the  other  end  of  the  axle, 
retaining  it  until  the  plate  is  secured. 

Claim. — The  platform  A,  ratchet  wheel  E,  Avith  its  pawl  f,  and  the  slotted  plate  F,  when 
the  same  shall  bo  used  in  combination  in  the  manner  and  for  the  purpose  set  forth  and 
tpeciiied. 

No.  31,870.— John  T.  Cleg*o,  of  Philadcli)hia,  Pa.,  assignor  to  Himself  and  IIenrt 
CouLTEit,  of  same  place. — Improvement  in  Lamps. — Patent  dated  April  2,  1861. — This  in- 
vention will  bo  understood  on  reference  to  the  claim  and  engraving. 

Claim. — First,  an  open  cap,  so  constructed  tliat  one  side  will  impinge  upon  the  flame,  while 
upon  the  opposite  side  a  space  is  left  between  the  wick  tube  of  tne  lamp  and  the  side  of  the 
cap,  for  the  purpose  of  creating  a  draught,  and  thus  supplying  the  requisite  quantity  of  oxygen 
to  the  flame  at  the  point  of  combustiou,  substantially  as  set  forth. 

Second,  the  combination  of  a  sliding  regulating  tube  (with  or  without  flues)  with  an  open 
cap,  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  31,871. — Humphrey  E.  Copeley,  of  Waterbury,  Conn. — Improvement  in  Photo- 
gravhic  Medals. — Patent  dated  April  2,  1861. — ^The  claim  and  engraving  explain  the  nature 
of  tnis  invention.  * 

Claim. — ^A  solid  metallic  ornamented  plate  or  frame  produced  by  dies  with  one  or  more 
cavities  upon  cither  face  of  said  plate  or  frame,  and  with  a  raised  rim  surrounding  each  of 
said  cavities,  but  this  only  when  said  cavities  are  filled  with  pictures,  substantiallj 
as  described. 

Also,  securingapicturetothefaceof  amedal,  raetallicbutton,orother  similar  article,  by  means 
of  a  projecting  rim  formed  upon  the  surface  of  said  article  by  means  of  dies,  which  rim  sur- 
rounds the  picture  and  is  pressed  down  upon  the  edge  thereof,  substantially  as  described. 

No.  31,872.— B.  F.  Crandall  and  J.  A.  Conover,  of  New  York,  N.  Y.— Improvement 
in  Children's  Carriages. — Patent  dated  April  2,  1861. — The  object  of  this  invention  is  to 
combine  by  a  simple  arrangement  three  different  vehicles,  for  children's  use,  in  one,  so  that 
any  one  of  them  may  be  used  according  to  the  ago  of  the  child,  and  answers  equally  well 
as  if  made  separately.  The  invention  consists  in  applying  to  a  fmme,  which  is  mounted  on 
three  wheels,  a  suspended  platform,  rear  handles,  and  a  suitable  body  or  seat,  provided,  when 
necessary,  with  levers  and  connecting  rods. 

Claim. — First,  the  frame  A,  mounted  on  the  wheels  B  B  C,  as  shown,  with  the  suspended 
platform  G,  seat  or  body  F,  and  rear  or  back  handles  H  attached,  all  being  arranged  and 
used  in  connexion  with  pole  I  or  strap  E,  substantially  as  and  for  the  purpose  set  form. 

Second,  in  combination  with  the  frame  A,  platform  G,  and  seat  or  body  F,  the  hand-levers 
J  J,  connecting  rods  K  K,  and  foot-lever  D,  applied  to  the  caster  wheel  C,  as  and  for  the  purpose 
set  forth. 

Third,  the  bending  of  the  front  ends  b  of  the  connecting  rods  E  E,  as  described,  to  admit 
of  the  wheels  B  B  and  hand-levers  J  J  working  in. 

Fourth,  extending  the  shaft  above  the  traverse  bar  b  of  the  frame,  and  having  any  suitable 
figure  or  index  D  connected  therewith,  above  the  traverse  bar,  with  strep  E  connected  to  the 
index,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,873. — James  A.  Cramer,  of  Brooklyn,  N.  Y. — Improvement  in  Boxes  for  Car- 
riage  Hubs. — Patent  dated  April  2,  1861. — ^This  invention  consists  in  the  method  of  securing 
the  box  in  the  axle,  which  is  accomplished  by  the  use  of  a  conical  or  wedge-shaped  nut  on 
the  end  of  the  box,  which,  when  screwed  up,  operates  both  to  wedge  and  clamp  the  box  on 
the  hub. 

Claim. — The  conical  or  wedge-shaped  nut  B,  Figs.  1  and  2,  on  the  end  of  the  box  A,  for 
the  double  purpose  of  wedging  and  clamping  the  hub  on  the  said  box,  substantially  in  the 
manner  and  for  the  purpose  described. 
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No.  31,874. — Benjamin  Crawford,  of  Pittsburg,  Pa. — Improved  Arrangement  of  Feed- 
Water  Heating  Pipes  of  Steam  Engines. — Patent  dated  April  2,  1861. — The  feed  water  in 
passing  through  the  zigzag  pipes  is  heated  to  a  high  degree  oy  the  waste  heat  escaping  from 
the  boilers  through  the  flues,  alter  which  it  receives  still  additional  heat  from  the  furnace  be- 
low in  passing  through  the  induction  pipes  to  the  rear  end  of  the  boiler,  so  that  the  tempera- 
ture of  the  feed  water,  by  the  time  it  enters  the  boilers,  may  be  raised  as  high,  or  nearly  so, 
as  that  contained  within  the  boilers,  thus  causing  a  saving  of  fuel  and  rendering  the  boilers 
free  from  contraction  by  being  supplied  with  water  at  a  low  temperature. 

Claim. — ^The  arrangement  in  the  flues  J  J  of  a  boiler  of  the  transverse  pipes  or  chambers 
D  D,  and  series  of  zigzag  pipes  E  E,  in  combination  with  supply  pipes  ABC,  which  are 
arranged  to  nrn  from  the  doctor  or  pump  along  the  top  of  the  boilers,  and  the  induction  pii>e8 
I  I,  which  are  arranged  along  and  to  run  from  the  flues  J  J  under  the  arch  or  tile  of  the 
furnace  to  the  interior  of  the  boiler,  substantially  as  set  forth. 

No.  31,875.— Jonah  Crites,  ofOrrville,  O. — Jmprotement  in  Horse'Rakes.—Vatent  dated 
April  2,  1861. — Beneath  the  frame  and  secured  in  proper  bearings  is  the  shaft  F,  Avhich  has 
at  each  end  a  crank,  on  which  is  placed  the  grooved  pullevs  G  G.  An  arm  extends  up  from 
the  shaft  and  is  connected  by  a  bar  with  the  lever  f ,  so  that  by  pressing  down  the  lever  the 
shaft  is  partially  turned  and  the  pulleys  brought  in  contact  with  the  drums  H,  and  thus  by 
bauds  and  pulleys  upon  the  rake-shaft  it  is  rotated  and  the  hay  discharged  ;  at  the  same  time 
the  lever  d,  which,  by  catching  in  a  recess  in  the  wheel  I  on  the  rake-shaft,  retains  the  rake 
stationary,  is  freed,  it  being  connected  by  a  bar  to  the  arm  L. 

Claim. — The  arrangement  of  the  crank-axle  F  provided  with  the  grooved  pulleys  G  G,  and 
with  the  arm  L,  the  drums  H  H,  upon  the  drivers,  the  bands  a  «,  the  levers  d  and  c,  the  con- 
necting bars  J  and  K,  with  the  rake-shaffc  E,  provided  with  wheel  I,  the  several  parts  being 
arranged  and  constructed  so  as  to  operate  jointly  for  the  purpose  specitied. 

No.  31,876.— Thomas  B.  De  Forest,  of  Birmingham,  Conn. — Improvement  in  Skirts.-— 
Patent  dated  April  2,  1861. — ^The  claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — First,  forming  on  open  space  or  open  spaces,  to  accommodate  the  feet  in  walking, 
substantially  as  set  forth. 

Second,  making  the  skirt  to  open  in  front  or  behind,  wholly  or  partially,  by  continuing  the 
bottom  hoop  up  to  the  waist-band  or  other  desired  point,  and  connecting  thereto  the  ends  of 
the  other  hoops,  as  described. 

Third,  making  the  lower  portion  of  the  skirt  detachable  or  removable  from  the  rest  at  or 
near  the  termination  of  the  open  space,  substtmtially  as  and  for  the  purposes  described. 

Fourth,  foiming  the  lower  hoop  or  hoops  into  a  spring,  by  bending  up,  to  operate  as  and 
for  the  purpose  described. 

No.  31,877. — Samuel  S.  Dice,  of  Stark  county,  O. — Improvement  in  Cross-cut  Sawing 
Machines. — Patent  dated  April  2,  1861. — The  end  of  the  saw  is  provided  with  a  roller  to  pre- 
vent the  saw  from  striking  the  ground  when  it  has  passed  through  the  log. 

Claim. — ^The  pulley  at  end  of  saw,  in  combination  with  the  saw  in  cross-cut  sawing 
machines. 

No.  31,878. — A.  H.  Downer,  of  Now  York,  N.  Y. — Improvement  in  Hemmer  and  Finger- 
Shield  for  Hand-Sewing. — Patent  dated  April  2,  1861. — ^Tnis  device  is  designed  to  be  used  in 
hand-sewing.  The  hemmer  is  attached  to  the  shield  in  such  a  manner  that  it  can  be  changed 
and  a  variety  of  sizes  of  snails  are  fmnished  to  form  diflcrent  widths  of  hems. 

Claim. — First,  the  arrangement  of  the  snails  upon  the  side  of  the  finger  next  the  work 
instead  of  on  the  top,  by  which  it  is  made  to  clear  other  work  when  the  shield  is  used  for 
other  purposes  besides  that  of  hemming. 

Second,  connecting  the  hem-folder  or  snail  to  the  shield  or  piece  of  metal  npon  which  it  is 
supported  upon  the  nnger,  in  the  manner  described,  so  that  it  may  readily  be  removed  or 
changed,  without  changing  the  main  plate,  as  set  forth. 

No.  31,879. — ^William  Ellard,  of  Wobum,  Mass. — Improvement  in  Machines  for  Finish- 
ing Leather. — Patent  dated  April  2,  1861. — ^The  glossing  tool  carrier  is  jointed  to  the  end  of 
the  cross-bar  of  the  T-lever  E,  which  is  composed  of  the  pieces  d  and  e,  the  rear  end  of  the 
piece  d  being  connected  to  a  cranked  wheel ;  the  upper  end  of  the  piece  c  is  slotted  to  receive 
a  friction  roller,  which  runs  in  the  ^uide-rail  K,  and  bears  against  tue  cam  affixed  to  the  lower 
side  of  the  arm  M.  As  the  wheel  is  rotated  the  glossing  tool  will  be  forced  over  the  leather, 
but  when  the  crank-wheel  is  performing  its  lower  semicircle  of  revolution  the  glossing  tool 
will  be  raised  from  contact  with  the  leather. 

Claim. — ^The  specified  arrangement  and  application  of  the  bars  d  e,  or  the  T-lever  E,  the 
cam  L,  the  roller  I,  and  the  retainer  or  rail  JK,  with  respect  to  each  other  and  the  glossing 
tool  carrier  D,  the  bed  B,  and  the  crank- wheel  G,  the  whole  being  to  operate  substantially  as 
specified. 

No.  31,880.— Charles  R.  Ely,  of  Sheldon,  Yt.—Improvement  in  Process  of  Reducing 
Iron  Castings  and  Preparing  Cast-Iron  Patterns. — Patent  dated  April  2, 1861. — ^This  inven- 
tion is  explcuned  by  the  claim. 
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Claim, — First,  the  nao  of  hot  dilate  sulphuric  acid  for  the  purpose  of  removing  wax  or  other 
like  composition  or  coating  from  the  surface  of  any  cast-iron  pattern  when  it  becomes  desirable 
to  cleanse  or  reduce  the  same,  substantially  as  described. 

Second,  the  use  of  hot  dilute  sulphuric  acid  for  the  purpose  of  removing  rust  or  scale  from 
the  suri'ace  of  cast-iron  patterns,  suostantially  as  shown. 

Thud,  the  use  of  hot  dilute  sulphuric  acid  for  the  purpose  of  preparing  an  improved  surface 
upon  cast-iron  patterns  for  the  reception  of  wax  or  otner  composition  preparatory  to  their  being 
used  to  mould  from. 

Ko.  31,881.— Perry  G.  Gardiner,  of  New  York,  N.  Y, ^Improvement  in  Carriage 
Springs. — Patent  dated  April  2,  18(31. — ^This  invention  is  explained  by  the  claim  and  en- 
graving. 

Claim. — ^First,  the  construction  of  a  carriage  or  other  spring,  substantially  as  described,  by 
combining  with  an  upper  elastic  blade  of  a  couvex  form,  outwardly,  an  ogee-shaped  under 
bhide,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  in  combination  with  a  spring  made  of  two  blades  connected  at  their  ends,  as  shown 
and  dehcribed,  making  the  under  blade  of  such  leugth  in  relation  to  the  upper  as  that  the  two 
blades  shall  be  prevented  from  coming  in  contact  at  their  centres,  whatever  the  superincum- 
bent weight  or  load  may  be. 

No  31,882.— Robert  W.  George,  of  Richmond,  Me.— /mprorerf  Washing  Machine. — 
Patent  dated  April  2,  18G1.— On  the  inside  of  tub,  and  opposite  to  rotary  dasher,  are  pivoted 
at  their  lower  ends  the  vertical  arms  C  C,  which  arms  are  connected  by  a  transverse  bar.  On 
this  bar  is  placed  the  frame  E,  having  on  the  side  next  to  the  dasher  two  longitudinal  rollers, 
one  above  the  other.  The  dasher  rotating  on  the  shaft  B  consists  of  two  heaas  in  the  form  of 
a  segment  of  a  circle  larger  than  a  semicircle,  and  a  series  of  slats  connecting  them  at  their 
peripheries.  This  shape  prevents  the  clothes  from  being  rolled  between  the  dasher  and  yield- 
ing slatted  apron  passing  under  the  dasher  and  concentric  with  it.  On  each  end  of  the  dasher 
are  the  circular  disks,  of  greater  diameter  than  the  dasher,  and  against  the  penphery  of  which 
the  slats  of  the  apron  bear.  The  yielding  partitions  are  placed  between  the  ends  of  the  dasher 
and  the  side  of  the  tub,  and  the  ends  of  the  slats  rest  against  them. 

Claim. — ^An  improved  washing  machine,  consisting  of  a  vibratory  pressor  frame  D,  rotary 
dasher  C,  (made  with  a  flat  m,)  yielding  slatted  apron  G,  sectoral  guards  L  L,  and  yielding 
partitions  or  side  boards  M  M,  combined  and  arranged  substantially  in  manner  and  so  as  to 
operate  as  specified. 

No.  31,883.— S.  P.  Gilbert,  of  Racine,  Ww.^Improvement  in  Hollow  Augers.—Va.tent 
dated  April  2,  1861. — ^The  hollow  auger,  at  its  further  extremity,  rests  in  bearings,  and  is 
rotated  by  a  wheel  connected  to  the  driving-shaft  by  a  tube.  This  tube  passes  through 
another  tube  C,  which  also  rests  in  bearings,  and  is  rotated  in  the  opposite  diiection.  The 
bit  is  somewhat  larger  in  its  extremity  than  the  case,  over  the  end  of  which  it  slrps;  it  has 
also  a  central  short  tube,  which  fits  into  the  auger  tube.  The  bit  D  leaves  a  core,  which  passes 
out  of  the  hollow  auger  tube,  and  the  chips  ptiss  out  between  the  tube  and  the  case. 

Claim. — ^I'he  combination  with  the  bit  D  and  hollow  auger  G  of  the  rotary  case  C,  sub- 
stantially as  and  for  the  purposes  shown  and  described. 

No  31,884. — O.  W.  Goslee,  of  Glastenbury,  Conn. — Improvement  in  Cultivators. — 
Patent  dated  April  2,  1861. — ^The  object  of  this  invention  is  to  obtain  a  machine  which  can 
be  used  either  as  a  cultivator  or  hoe.  Tliis  is  effected  by  inserting  the  teeth,  which  are  con- 
structed with  dovetail  shanks,  in  mortises  in  the  frame,  and  retaining  them  by  a  key  block; 
they  can  thus  be  readily  removed  and  changed  from  one  side  to  the  other,  reversing  the  sides 
of  the  right  and  left  teeth  in  the  frame-work,  either  throwing  the  earth  outward  or  up  to  the 
hill.  The  adjustable  ground  wheel  on  the  end  of  the  frame  reg^ates  the  depth  to  wmch  the 
teeth  enter  the  soil. 

Claim. — The  arrangement  of  the  frame  a  /,  arms  t,  handles  6,  braces  c,  plates  g,  clevis  rf, 
axle  e,  and  cultivator  teeth  1  2  3,  the  whole  being  constructed  in  the  manner  and  lor  the  pur- 
pose described. 

No.  3J,8S5. — E.  Goulard,  of  New  York,  N.  Y. — Improved  Apparatus  for  Buoying  VeS' 
scls. — Patent  dated  ^pril  2,  1861. — The  recesses  are  closed  by  an  iron  cover  hinged  to  stand- 
ards firmly  fixed  to  the  wood-work  of  the  vessel  above  the  recesses.  These  recesses  contain 
compressible  balloons,  which  are  constructed  of  India-rubber  or  strong  water-proof  material, 
and  are  of  sufficient  capacity,  when  inflated,  to  contain  air  enough  to  float  twice  the  weight 
of  the  tonnage  measurement  of  the  vessel.  Chains  are  wrapped  around  the  balloons  several 
times,  being  secured  by  passing  through  loops  on  their  outside  surface,  and  these  cliains,  by 
passing  over  a  bar  secured  by  eye-bolts  to  the  sides  of  the  vessel,  support  the  balloons.  The 
chains  pass  inside  the  vessel  over  rollers  and  through  conduits  on  either  deck  to  windlasses; 
by  winding  the  chains  all  the  balloons  are  compressed  simultaneously,  and  at  the  same  time 
the  covers  of  the  recesses  are  closed.  The  balloons  are  inflated  by  pipes  which  are  connected 
with  air-pumps  in  different  parts  of  the  vessel. 
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Claim, — The  oonstniction  of  the  veesel  with  recesses  or  boxee  B  at  the  sides,  as  and  for  the 
purposes  shown  and  described. 

Also,  the  arrangement  with  the  said  boxes  of  the  compressible  balloons  A,  air-pnmp  F,  air- 
tubes  F,  windlass  C,  chains  e,  and  conduits  D,  in  the  manner  and  for  the  purposes  shown 
and  described. 

No.  31,886. — John  HaYNES,  of  Pembroke,  Me. — Improvement  in  Machinery  for  Operating 
Fog-Bells. — Patent  dated  April  2,  1861. — From  a  frame  on  the  hull  is  suspended  the  swinging- 
frame,  which  is  moved  backward  and  forward  by  the  motion  of  the  waves.  A  transverse  bar 
in  the  lower  part  of  this  frame  passes  through  a  slot  in  one  of  the  spokes  of  a  wheel,  which  is 
hun^  between  its  pendant  arms.  Thus  the  motion  of  the  frame  partially  rotates  the  wheels 
and  0^  means  of  a  band  passing  over  a  pulley  on  the  bell-sbaft,  rings  the  bell. 

Claim, — ^The  combination  of  the  pendulum  device  D  E  F,  wheel  H,  and  bell  L,  with  the 
hull  A,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,887. — Frederick  IIeidrick,  of  Philadelphia,  Fa.—^Improvement  in  Lamps. — 
Patent  dated  April  2,  18G1. — ^This  invention  consists  in  providing  the  wick  tube  with  a  chamber 
around  the  wick  pinion  which  shall  be  fluid-tight,  for  the  purpose  of  preventing  the  escape  of 
the  fluids  and  thus  avoid  the  liability  to  explosion. 

Claim. — ^The  emplovmeut  of  a  fluid-tight  chamber  over  the  wick  pinion  in  combination 
with  the  wick  tube,  substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,888.— E.  W.  Hunt  and  M.  Kennedy,  of  Galesburg,  Hh—rmprovement  in  Water 
Elevators. — Patent  dated  April  2, 18J1. — The  valve  F,  at  the  bottom  of  the  bucket,  is  attached 
to  the  lilting  rope  by  a  rod,  so  that  it  is  closed  by  the  pull  on  the  rope.  The  spout  is  hinged 
to  one  side  of  the  well-curb,  and  is  attached  by  rods  to  a  rod  J,  extending  across  the  curb 
and  resting  in  vertical  guides  on  each  side,  said  rod  having  in  it  a  ring  through  which  the 
rope  passes.  As  the  bucket  is  elevated  a  projection  on  it  catches  on  the  rinj:^  upon  the  rod  J 
and  elevates  the  spout,  the  rod  catching  in  the  projection  on  the  plate  and  sustaining  the 
bucket,  while  by  slightly  reversing  the  motion  of  the  crank  the  valve  is  opened.  When  the 
bucket  is  emptied  and  further  elevated,  the  ends  of  the  rod  J  lift  the  drop  so  that  the  rod  passes 
over  the  projection  and  the  bucket  descends. 

Claim. — ^Tbe  arrangement  of  the  self-opening  valve  F  with  the  bucket  E  and  lifting  rope 
G,  when  combined  with  the  rod  J,  ring  fi,  spout  I,  projections/,  pktes  c,  and  drops  ^,  as  and 
for  the  purposes  shown  and  described. 

No.  31,880.-8.  HUTCIIINGS  and  J.  D.  Leach,  of  Penobscot,  "ile.—Imvrored  Washing 
Madtinc. — Patent  dated  April  2,  Idiil. — ^The  claim  and  engraving  explain  the  nature  of  this 
invention. 

Claim. — ^The  curved  connexion  between  the  flat  bottom  of  the  washbox  and  the  inner  sur- 
face of  the  inclined  board  n,  at  the  forward  end  of  said  box,  when  such  a  shape  is  given  to 
the  actuating  faces  of  the  swinging  feet  g  g  fis  will  enable  them  to  produce  the  described 
compressing  and  rubbing  effect  upon  the  clothing  which  may  be  operated  upon  within  said 
machme,  and  when  the  several  parts  of  said  machine  are  arranged  in  the  manner  set  forth. 

No.  31,890. — Samuel  Ide,  of  East  Shelby,  N.  Y.— Improvement  in  Bee-Hives. — Patent 
dated  April  2,  18GI. — ^Tho  straw  wall  is  placed  around  the  comb-frame,  and  notched  strips 
are  placed  on  the  inside  of  the  hive,  against  which  the  straw  bears.  The  straw  absorbs 
moisture,  which  the  circulation  of  air  through  and  around  the  straw  carries  off;  and,  owing 
to  its  non-conducting  qualities,  the  straw  sci-ves  to  keep  the  hive  warm. 

Claim. — Having  the  hive  constmcied  with  an  iuuer  wall  composed  of  straw,  or  other 
equally  porous  material,  when  the  said  straw  or  porous  wall  is  separated  from  the  outer  case 
so  as  to  leave  an  air  space,  and  used  in  connexion  with  ventilating  apertmes,  all  substantially 
OS  shown  and  described  and  for  the  purposes  set  forth. 

No.  31,891. — ^T.  Jacobs  and  N.  J.  "Wilkinson,  of  St.  Louis,  Mo. — Improvement  in 
Apparatus  for  Purifying  Water. — Patent  dated  April  2,  1S61. — In  the  upper  part  of  the 
boner  a  pan  is  hung  with  a  slight  inclination.  Upon  the  pan  and  directly  opnosite  the  feed- 
pipe is  placed  the  corrugated  plate  which  receives  the  sediment  in  the  woter,  the  plate  being 
removable  at  pleasure. 

Claim. — Ananging  the  corrugated  plate  or  collector  D,  in  connexion  with  the  feed-pipe 
and  within  the  boiler,  as  described,  for  the  purpose  of  cleansing  the  feed  water  before  it  min- 
gles with  that  in  the  boiler  and  after  it  has  passed  through  the  purifier,  in  the  manner  desciibed. 

No.  31,892. — Samuel  Leeds,  of  Philadelphia,  Pa. — Improvement  in  Furnaces  for  Heat- 
ing Buildings, — Patent  dated  April  2,  1801. — ^This  invention  consists  of  a  peculiar  form  and 
construction  of  the  exterior,  top,  and  side  plates,  in  connexion  with  an  arrangement  of  divi- 
gion  pUtes,  heat-radiating  air  ffuos,  a  Iresh-air  chamber,  and  a  distributing  pipe,  which  com- 
mnnicates  with  the  external  air. 

Claim. — The  top  plate  A  and  side  pkites  B  B,  constructed  in  the  form  described,  the  divi- 
giou  phites  C  D  E,  the  heat-radiating  flues  K  K  opening  through  the  top  plate  A,  and  com- 
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municating  through  the  plate  C  with  the  fresh-air  chamber  G,  as  described,  the  deflecting 
plate  M  constructed  with  the  openings  2  2  3,  as  described,  and  the  fresh-air  distributinff 
pipe  M ;  the  said  parts  bein^  arranged  in  relation  to  each  other,  tbe  chambers  F  and  Q,  and 
the  flue  L,  substantial!  j  in  tne  manner  described  and  lor  the  purposes  specified. 

No.  31,893.— J.  G.  Lefpingwell,  of  Newark,  N.  J.,  and  G.  W.  Thompson,  of  New 
York,  N.  Y. — Improvtment  in  Gas-Burners, — Patent  dated  April  2,  18G1. — ^Tbis  invention 
consists  in  the  arrangement  of  a  gas-burner  which  is  providecf  in  its  interior  with  a  flexible 
diaphragm,  and  with  a  rising  and  falling  valve,  so  that  by  the  action  of  the  diaphragm  and 
valve  the  quantity  of  gas  flowing  through  the  burner  is  regulated,  and  a  steady  ilame  is 
produced  without  waste,  independent  of  the  pressure  with  which  the  gas  passes  through  the 
pipes. 

Clmm, — First,  a  gas-burner  A,  having  in  combination  a  tip  a,  flexible  diaphragm  C,  and 
valve  D,  arranged  in  the  manner  and  for  the  purpo<<cs  set  forth. 

Second,  the  ring  i,  with  its  inclined  sides  and  hooked  edge,  as  described,  for  the  purpose 
of  securing  the  diaphragm. 

No.  31,894. — JosiAH  Long,  of  Mo^^sto^vn,  Ind.,  assignor  to  J.  G.  Wolf,  of  same  place. — 
Improved  Wagon  Brake, — Patent  dated  April  2,  lf:^Jl. — The  brakes  are  operated  by  means 
of  a  connexion  with  a  ton^e-rod,  to  the  front  end  of  which  is  secured  a  strap  passing 
through  an  eye  in  the  end  ot  the  tongue.  As  the  wugon  ascends  a  hill  the  horse,  in  lioldinff 
back,  draws  the  tongue-rod  forward,  and,  at  the  same  time,  the  donbletrtH>,  being  connecteo 
by  a  lever  to  the  sliding  rod,  is  caused  to  slide  backward,  thus  keeping  the  traces  tightened. 
When  on  level  ground  the  doubletree  slides  forward  and  relieves  the  tongue-rod,  and,  con- 
sequently, the  brakes.  The  rear  and  forward  brakes  are  conneited  by  a  screw  coupling 
regulated  by  a  nut  on  both  sides,  so  that  the  wagon  can  be  lengthened  or  shortened  without 
ailecting  the  operation  of  the  brakes.  An  arrangement  is  made  to  shut  off  the  brakes  by 
.  means  of  levers,  so  as  to  back  the  wagon  when  necessary. 

Claim. — First,  the  employment  of  the  screw  coupling  «  and  screw  adjustment  g^  for  the 
purpose  of  enabling:  the  brakes  of  the  hind  and  fore  wheels  to  bo  used  either  separately  or 
combined,  substantially  as  set  forth. 

Second,  the  arrangement  of  levers  »  p,  screw  coupling  rod  «,  screw  adjustment  g,  con- 
necting rods  /  /,  lever  t,  doubletree  £,  and  levers  a  d  d  d^  for  the  purpose  set  fomi  and 
described. 

No.  31,895.— David  Lyman,  of  Middlefield,  0,^/mproted  Mode  of  Attaching  a  Clothes- 
Wringer  to  a  Tub, — Patent  dated  April  2,  1831 . — ^This  invention  consists  in  hinging  to  the 
frame  of  a  wringing  machine,  by  connecting  links  or  strands  of  adjustable  lengths,  a  clamp- 
ing lever  or  frame,  with  suitable  means  of  inclining  the  same,  whereby  the  tub  can  be 
grasped  and  held  with  the  desired  force  by  jaws,  which  can  be  readily  adjusted  to  tubs 
whose  sides  vary  in  thickness. 

Claim, — The  employment,  in  wringing  machines,  of  adjustable  hinges  at  the  point,  repre- 
sented by  E  F  G,  between  the  main  frame  B  and  a  clamping  lever  or  frame  C  C,  the  latter 
being  operated  by  the  screw  D  or  equivalent  mechanical  device  or  devices,  at  or  near  the  top 
of  the  machine,  all  substantially  in  the  manner  described  and  for  the  purpose  set  forth. 

No.  31,896.— George  H.  Magersuppe,  of  New  York,  N.  Y,— Improvement  in  Lanterns, — 
Patent  dated  April  2,  1801. — ^This  lantern  is  constructed  with  a  glazed  front,  two  sides,  and 
a  narrow  back  piece  hinged  together,  with  triangular-shaped  top  and  bottom  pieces  hinged 
to  the  front,  and  provided,  respectively,  with  a  chimney  and  socket,  which  admits  of  the 
parts  being  readily  folded  and  carried  in  the  pocket.  When  in  use  the  lantern  is  of  a  trian- 
gular shape. 

Claim, — The  portable  lantern  described,  capable  of  being  readily  folded  into  the  shape  and 
Bize  of  a  pocket-lxAk.  in  the  manner  and  for  the  purpose  substantially  as  sot  forth. 

No.  31,897. — George  II.  Mallon,  of  New  York,  N.  Y. — Improvement  in  Sewing 
Macfnnes, — Patent  dated  April  2,  18ol. — ^The  needle-plate,  which  has  a  vertical  recipro- 
cating motion  given  to  it  by  means  of  a  projection  on  a  rotary  cam  fitting  into  a  slot  in  tho 
lower  part  of  the  needle  stock,  has  upon  it  the  holder  c,  the  top  end  ot  which,  when  the 
needle  plate  has  reached  the  limit  of  its  upward  movement,  holds  the  cloth  between  it  and 
the  pressure  plate  ;»,  while  the  feed-lever,  which  also  has  a  vibratory  motion  given  it  by  the 
cam,  and  is  in  contact  with  the  cloth,  makes  its  backward  motion,  thus  preventing  it  from 
drawing  back  the  cloth.  The  looper  is  attached  to  the  end  of  a  shaft,  whicn  has  at  its  upper 
end  a  crank  connected  by  the  horizontal  rod  u^,  which  rod  has  a  reciprocating  motion  given 
it  by  the  lever  attached  to  it,  and  the  cam  X  on  the  moving  shafl  of  the  macnine.  By  this 
means  the  looper  at  each  rotation  of  the  cam  acquires  a  rotatory  reciprocating  motion. 

Claim, — Placing  the  dog  C  upon  the  needle  stock  B  for  the  purpose  described,  in  combi- 
nation with  the  pressure  plate  p  and  feed-lever  /,  substantially  as  specified. 

Also,  the  looper  D,  when  placed  above  the  cloth  table  or  plate  5,  in  combination  with  a 
vertical  needle  6,  piercing  the  cloth  upward  from  below,  vnm  the  looper  head  S,  shaft  «, 
crank  V,  rod  u%  lever  W,  and  cam  X,  for  communicating  a  rotary  reciprocating  motion  to 
said  looper.  as  specified. 
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No.  31,896.— Edward  Maykard,  of  Washington,  D.  C— Improvement  in  Cartridge- 
Loaders. — Patent  dated  April  2,  1861. — ^The  vent  which  leads  outwardly  from  the  apex  of 
the  conical  termination  of  the  perforation  in  the  shank  portion  of  the  cartridge-loader  uiaj  he 
a  lateral  or  a  through  aperture.  If  an  angular  through  aperture,  it  may  receive  a  cutting 
instrument  for  removing  a  portion  of  the  point  of  the  projectile,  or  it  may  temporarily  receive 
the  shank  of  a  screwdriver.  In  a  longitudinal  groove  formed  in  the  side  of  the  head  portion, 
which  is  of  a  knoh  shape,  is  pivoted  a  screwdriver  so  arranged  as  to  be  closed  out  of  the 
■way  when  not  in  use. 

Claim. — ^First,  the  lateral  or  through  aperture  which  communicates  with  the  termination 
of  the  longitudinal  cartridge  cavity  in  said  loader,  and  which  may  serve  the  respective  pur- 
poses set  forth. 

Second,  giving  such  a  shape  to  the  knob-head  of  the  improved  cartridge-loader  that  a 
sciewdriver  or  some  other  useful  article  may  be  jointed  thereto  and  partially  concealed 
therein,  substantially  in  the  manner  set  forth. 

No.  31,899. — J.  R.  McDonald,  of  Fayette,  Mo.  —  Improvement  in  Hemp  Brakes. — 
Patent  dated  April  2,  1861. — This  invention  consists  in  a  device  by  which  the  journal  boxes 
of  the  revolving  beater  of  a  hemp  brake  are  kept  free  from  tow  or  other  substances. 

Claim. — ^The  arrangement  of  the  cap  D  and  guard  C,  with  the  boxes  b  and  shaft  B,  as 
shown  and  described,  for  the  purpose  set  forth. 

No.  31,900.— Orlando  Miller,  of  Girard,  Ta.^Improvement  in  B«-//tre«.— Patent 
dated  April  2,  1861. — ^The  trap  consists  of  a  rectangular  box,  which  is  placed  on  the  front  of 
the  hive,  opposite  the  entrance.  In  the  front  of  the  dox  are  a  series  of  doors,  which  are  hinged 
at  the  top  so  as  to  swing  inward.  The  space  between  the  bottom  of  those  doors  and  the 
alighting  board  is  just  sufficient  to  allow  the  workin|^  bees  to  pass  freely,  the  drones  entering 
by  swinging  the  doors  and  cannot  get  out  again.  The  trap  communicates  with  the  hive  by 
an  opening  closed  by  a  wire  grating,  which  will  only  allow  the  working  bees  to  pass  under  it. 

Claim. — The  detachable  drone  and  robber  trap,  constructed  and  arranged  in  the  manner 
and  for  the  purpose  substantially  as  specified. 

No.  31,901.— Charles  G.  Page,  of  Washington,  D.  C,  assignor  to  George  C.  Roberts, 
of  New  York,  N.  Y. — Improved  Refrigerator. — Patent  dated  April  2,  1861. — The  circulating 
flue  is  placed  in  one  of  the  sides  of  the  refrigerator,  and  has  its  outer  wall  made  very  thin 
and  of  good  conducting  material,  so  that  the  air  which  enters  the  flue  at  its  bottom  from  the 
refrigerating  chamber  is  warmed  by  the  atmosphere  without,  and  therefore  ascends  and  passes 
directly  through  the  flue  x  to  the  top  of  the  ice-box,  which  is  situated  in  the  top  of  the  refrig- 
erator. The  warm  air  coming  in  contact  with  the  surface  of  the  ice  is  cooled,  dried,  and  pu- 
rified, and  descends  into  the  refrigeral;)ng  chamber,  owing  to  its  gravity,  through  openings  in 
the  side  of  the  ice-box,  and  thus  a  circulation  of  air  is  obtained. 

Claim. — ^The  circulating  flue  t,  constructed  substantially  as  described,  in  combination  with 
an  ice-box  open  on  its  sides,  as  set  forth.  ^ 

Also,  in  combination  with  said  flue  i,  the  flue  x,  in  the  cover  of  the  chest,  as  set  forth. 

No.  31,902.— Alfred  E.  Parks,  of  Brooklyn,  N.  Y. — Improvement  in  Electro-Magnetic 
Telegraph. — Patent  dated  April  2,  1861. — By  this  invention  four  elements  are  obtainea  from 
which  to  construct  an  alphabet.  The  type  consists  of  insulated  "bars  or  wires,  arranged  in 
different  combinations,  in  blocks  sliding  in  a  groove  under  and  over  the  ends  of  eight  wires, 
the  four  under  ones  being  connected  in  pairs  with  the  positive  and  negative  poles  of  the  bat- 
tery. The  upper  ones  are  connected — the  two  outer  with  the  line,  the  two  inner  with  the 
ground;  thus,  when  the  bars  or  wires  come  in  contact  with  the  conducting  wires,  a  circuit  is 
established,  and  dashes  or  dots  will  be  recorded,  respectively,  the  bars  allowing  longer  con- 
tact than  the  wires.  By  having  these  conductors  placed  in  different  positions,  relatively  with 
each  other  for  each  type,  so  as  to  form  consecutive  or  alternate  contacts  with  the  positive  and 
negative  poles,  circuits  will  be  established,  transmitting  to  the  recording  apparatus  positive 
or  negative  currents  of  electricity,  respectively,  in  the  order  required  for  each  letter. 

Claim. — First,  the  recording  of  a  telegraphic  alphabet  of  dots  and  dashes  by  means  of  two 
pencils  or  styles,  one  of  them  heing  operated  by  positive  and  one  by  negative  electricity. 

Second,  the  use  of  an  alphabet  composed,  substantially  as  described,  of  dots  and  dashes 
recorded  at  pleasure  in  either  of  two  positions  on  the  paper. 

Third,  the  typo,  constructed  substantially  as  described,  of  several  conducting  pieces  insu- 
lated from  eacn  other. 

Fourth,  the  use  of  the  port  rule,  constructed  substantially  as  described,  with  the  wires  p\ 
p2nln2glg2l'  and  12  inserted  therein. 

No.  31,903.— John  A,  Parlett  and  Jereboah  Thompson,  of  Elmira,  N.  Y.^Improve- 
ment  in  Ploughs. — Patent  dated  April  2, 1861. — ^The  invention  consists  in  the  arrangement  of 
the  several  parts.  The  coupling  bar  being  susceptible  of  contraction  and  expansion,  allows 
the  adjustment  of  the  width  of  the  furrow.  The  anchorate  draw-head  is  attached  to  the  front 
and  of  the  beam,  and  axtends  on  eadi  side  six  inch««,  forming  the  ■egment  of  a  cirdei  and 
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allowing  the  sweep  of  the  long  clevis,  which  can  be  set  at  tmy  point,  holes  being  punched  in 
the  draw-head  ana  clevis. 

Claim. — The  arrangement  of  mould-board  B,  londside  D,  conpliny  bar  C,  shoe  or  sole  H, 
point  £,  beam  A,  auchorate  drawback  F,  clevis  dj  and  handles  G,  the  whole  being  con- 
structed  in  the  manner  and  for  the  purpose  described. 

No.  31,901. — Alfred  M.  Perkins,  of  Springfield,  Mass. — Improvement  in  Pumps. — 
Patent  dtited  April  2,  JriCJ. — ^The  valve-seat  consists  of  a  plate  of  metal  having  cylindrical 
grooves  in  its  upper  surface,  a  portion  of  the  bottom  of  the  groove  being  cut  entirely  through 
lor  the  passage  of  the  water.  On  each  side  of  the  valve-chest  is  a  cover,  which  gives  free 
access  to  the  valves.  The  edges  of  the  valve-seat  are  bevelled,  and  strips  of  metal  bevelled 
exactly  to  fit  are  bolted  on  to  the  bed-piece  after  the  valve-seats  have  been  placed  thereon,  thus 
holding  it  firmly,  and  allowing  its  removal  without  moving  the  cylinder,  which  is  also  bolted 
to  the  bed-piece. 

Claim.— -Firat,  the  construction  of  a  valve,  as  described,  composed  of  a  cylinder  fitting  into  • 
a  corresponding  groove  in  a  suitable  seat,  the  operation  of  opening  and  closing  being  per- 
formed by  the  rismg  of  the  cylinder  out  of,  and  the  falling  ot  the  same  into,  the  groove,  aa 
aforesaid,  when  constructed  and  operated  substantially  as  described. 

Second,  the  combination  of  a  movable  valve-seat  with  the  valve-chests  and  covers  6  fr,  when 
situated  under  the  cylinder,  subst^uitially  in  the  mtmner  set  forth. 

No.  31,905. — William  Randall,  of  Uxbridge,  Canada. — Improvement  in  Excnrators. — 
Patent  dated  April  2,  18(51. — ^I'he  cylindrical-formed  box  is  placed  between  the  two  driving 
wheels  of  the  machine  and  receives  the  earth  from  the  revolving  shovels.  These  shovels  are 
mounted  upon  arms  connecting  two  disks  placed  parallel  with  the  driving  wheels,  and  oper- 
ated by  means  of  spur  wheels  which  gear  into  projections  upon  the  driving  wheels  and  disks. 
These  wheels  can  be  moved  out  of  gear  by  means  of  levers  attached  to  the  shalts.  The  wheels 
and  disks  rot^ite  upon  the  axle,  to  which  the  box  and  lever  are  permanently  attached,  thus 
allowing  the  dumping  of  the  earth. 

Claim, — The  cylinder-formed  box  h  and  the  revolving  shovels  c  c,  as  combined,  for  the  pur- 
pose specified. 

No.  31,906.— D.  W.  S.  Rawson,  of  Galena,  IW.—Im^rovement  in  Varnishing  Photograph* 
on  Paper, — Patent  dated  April  2,  1801. — The  picture  is  varnished  with  a  compoimd  of  gum 
arable  and  gelatine  dissolved  in  alcohol  and  water,  which  is  suficred  to  dry.  A  clean,  smooth 
plate,  the  size  of  the  glass,  heated  to  a  degree  suificient  to  melt  beeswax,  has  a  thin  film  of 
wax  spread  over  it.  The  varnished  picture  is  now  immersed,  in  an  upright  position,  in  clear 
water,  and  the  glass  placed  opposite  it,  with  the  waxed  face  opposite  the  lace  of  the  picture. 
The  two  are  then  brought  together,  and  as  soon  as  every  portion  of  the  picture  adheres  to 
the  glass,  both  are  taken  from  the  water  and  dried,  being  placed  in  a  horizontal  position,  tba 
picture  upward.     When  the  picture  is  dry  it  is  separated  from  the  glass. 

Claim. — ^The  employment  of  wax  in  the  method  of  varnishing  photographic  pictures,  as 
described. 

No.  31,907. — ^JOHN  H.  RiBLE,  of  Dayton,  O. — Improvement  in  Mowing  MacJtines. — Patent 
dated  April  2,  1801. — ^This  invention  consists  in  the  anangement  of  the  journal  boxes  which 
support  the  crank-shaft,  in  combination  with  the  draught-pole  and  the  braee-bars,  which  sup- 

Sort  the  cutting  mechanism,  in  such  a  manner  that  by  raising  the  cutting  bar  to  a  given 
eight  the  pinion  actuating  the  crank-bar  is  disconnected  from  the  gear  wheels,  thereby  dis- 
pensing with  all  other  fixtures  for  stopping  the  motion  of  the  cuttei-s. 

Claim. — The  arrangement  of  the  eccentric  jouraal  boxes  in  which  the  ends  of  the  crank- 
shaft have  their  bearings,  in  combination  with  the  draught-pole  or  tongue  of  the  machine, 
and  with  the  braces  11  and  I,  which  support  the  cutting  mechanism,  substantially  in  th« 
manner  and  ibr  the  purposes  set  forth. 

No.  31,908.— Barton  Ricketson,  of  New  Bedford,  Mass. — Improved  Apparatus  for 
Setting  up  Ships^  I^iggi^g' — Patent  dated  April  2,  1801. — ^The  block  is  formed  with  forks,  for 
the  reception  of  the  sheaves  on  the  pin  passing  through  the  fork.  A  circular  plate,  oscillating 
on  the  pin,  is  inserted  between  the  sheaves,  convex  bosses  on  the  sides  of  the  plate  fitting 
into  corresponding  recesses  in  the  inner  sides  of  the  sheaves.  An  eye  on  the  plate,  which 
projects  from  between  the  sheaves,  forms  a  becket  for  the  attachment  of  the  lanyard. 

Claim. — ^The  employment,  in  combination  with  sheave-blocks  applied  to4ake  the  place  of 
dead-eyes  in  standing  rigging,  of  beckets  e  e\  formed  upon  plates  a  d\  arranged  to  oscillate 
upon  the  sheave-pin  c,  substantially  as  and  for  the  purpose  specified. 

No.  31,909.— Andrew  J.  Russell,  of  New  York,  N.  Y. —Improved  Adhesive  Material. — 
Patent  dated  April  2, 1801. — Fine  tissue  paper,  saturated  with  an  adhesive  material  composed 
of  gum  arable,  white  glue,  and  alum,  dissolved  in  water,  is  dried  and  then  cut  into  narrow 
strips.  These  strips  can  be  used  as  substitutes  for  wafers;  by  moistening  with  the  mouth  as 
much  as  is  desired  to  use,  inserting  it  between  the  surface  of  paper  to  be  joined,  and,  on 
pressing  them  together,  tearing  off  the  remainder  of  the  strip. 
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CUim, — Aa  an  improved  article  of  manafactnre,  the  dry  adhesive  sealing  material,  made 
86  fihown  and  descrioed. 

No.  31,910.— RUFUS  S.  SAiniORN,  of  Sycamore,  HI. — Improved  Coffee-Steeper. — Patent 
dated  April  2, 1861. — ^Within  a  perforated  bell-shaped  cup  is  screwed  a  tubular  handle,  which 
is  continued  down  in  a  perforated  tube  to  the  level  of  the  bottom  edge  of  the  cup,  or  a  little 
below  iL  In  the  lower  opening  of  the  cup  is  fitted  a  perforated  movable  bottom,  having  at  its 
centre  a  tubular  projection,  which  receives  the  tube  and  serves  as  a  thumb-piece  for  handling 
the  bottom.  Coffee  is  placed  in  the  cavity  around  the  tube,  and  the  whole  placed  in  a  vessel 
of  boiling  water,  and  afterwards  boiling  water  is  poured  through  the  tubular  handle. 

Claim. — First,  the  combination  of  the  cup  A  and  perforata  tube  T,  substantially  in  the 
manner  described. 

Second,  the  combination  of  the  tubular  handle  R  with  the  cup  A  and  tube  T,  substantially 
as  set  forth. 

No.  31,911.— C.  Frederick  Schmidt,  of  Williamsburg,  N.  Y. —Improvement  in  Muz- 
sles  for  Dogs  and  Other  Animals. — Patent  dated  April  2, 1861. — This  muzzle  is  so  constructed 
as  not  to  require  to  bo  taken  off  for  the  purpose  of  allowing  the  animal  to  eat,  and  at  the  same 
time  acts  as  a  preventive  against  his  biting. 

Claim. — ^Tho  described  muzzle  for  dogs  or  similar  animals,  constructed  in  the  manner  and 
for  the  purpose  set  forth. 

No.  31,912. — John  C.  Schooley,  of  Cincinnati,  O. — Improved  Bathing  Apparatus. — 
The  tub  is  designed  to  fold  within  the  case.  The  shelf  in  the  case,  which  is  provided  with 
guards  and  inverted  gutter,  is  used  as  a  seat  and  water-chute,  when  the  shower-bath  is  used. 
The  tub  has  at  one  end  a  folding  foot,  while  the  foot  of  the  case  serves  as  a  support  to  the 
oiher  end. 

Claim. — The  arrangement  of  tub  C,  shower-bath  H,  seat  e  f  g^  and  upright  case  A,  eon- 
•tructed  substantially  as  and  for  the  purposes  set  forth. 

No.  31,! 
in  Machines  ^ 

upon  a  shaft  is  a  basin  or  receiver  for  holding  the  enamelling  substance,  and  secured  within 
tne  basin  centrally  is  a  hub  into  which  the  upper  part  of  the  shaft  passes.  On  the  top  of  the 
hub  is  placed  the  frame  to  be  enamelled.  The  scraper  is  constructed  so  as  to  conespond 
transversely  with  the  contour  of  the  frame,  and  is  held  by  the  hand  upon  the  frame  as  the 
latter  rotates.  Under  the  basin  is  arranged  a  lamp  the  flame  of  which  is  in  contact  with  the 
underside  of  the  basin.  By  means  of  a  treadle,  in  connexion  with  a  rod  and  lever,  the  basin 
is  raised  irom  contact  with  a  transverse  pin  on  the  shaft,  and  the  rotation  of  the  basin  stopped. 

Claim. — First,  the  employment  or  use  on  a  vertical  rotating  shaft  C  of  a  basin  or  enamel- 
receiver  D',  with  or  without  lamp  E  and  the  frame  I  to  be  enamelled,  arranged  substantially 
as  and  for  the  purpose  specified. 

Second,  the  scraper  J,  formed  of  two  plates  g  A,  connected  together  by  a  bolt  J,  and 
arranged  to  operate  as  and  for  the  purpose  set  forth. 

Third,  the  lever  H,  in  combination  with  the  pin  e  of  shaft  C,  and  the  pin  /of  the  sliding 
or  adjustable  basin  or  receiver  D',  or  other  suitable  clutch,  arranged  to  operate  substantially 
as  and  for  the  purpose  specified. 

No.  31,914.— Joseph  Tiberi,  of  St.  Lrouis,  Uo.— Improvement  in  Fire- Grains. —Vaimi 
dated  April  2,  1861. — On  each  side  of  the  throat  of^he  chimney  are  placed  cleats,  upon  which 
Ihe  lower  end  of  the  damper  rests,  it  being  levelled  so  as  to  catch  in  the  notches  in  these  cleats. 
The  damper  is  swung  by  means  of  two  hooks  which  pass  over  pins  set  in  each  side  of  the 
chimney.  The  position  of  the  damper  regulates  the  amount  of  heat  which  is  thiown  into  the 
room. 

Claim. — ^The  arrangement  of  the  said  damper  in  the  throat  of  the  chimney,  in  the  manner 
described,  for  the  piurpose  specified. 

No.  31,915. — Alfred  R.  Turner,  of  Maiden,  Mass. — Improved  Apparatus  for  Trimming 
Wicks. — Patent  dated  April  2,  1861. — This  invention  is  explamed  by  tne  claim  and  engraving. 

Claim. — ^The  organized  apparatus  described,  for  trimming  the  wicks  of  lamps,  the  same 
eonslsting  substantially  of  tne  knife  g^  attached  to  a  travelling  carriage,  which  is  made  to 
move  bade  and  forth  in  a  horizontal  plane,  while  the  wick  is  firmly  held  by  any  suitable 
holding  device  during  the  cutting  operation,  as  set  forth. 

No.  31,916.— Louis  Dominique  Valetton,  of  New  York,  N.  Y .—Improvement  in  Ma- 
Aims  for  Making  Fringe. — ^Patent  dated  April  2,  1861. — The  feeding-in  and  folding  the 
gimpure  so  as  to  form  strands  is  effected  by  means  of  a  forked  canier,  fitted  in  bearings  or 
slides  in  the  frame,  so  as  to  cause  it  to  reciprocate  in  a  right  line,  and  its  upper  prong  is  pierced 
by  an  eye  through  which  the  gimpure  is  threaded.  Hung  in  suitable  bearings  is  a  spindle 
having  a  hook  g  at  one  end,  so  arranged  as  to  have  three  distinct  motions,  viz :  rotary  around 

EL  Ex.  Doc.  53 18 

Digitized  by  VjOOQ IC 


266  ANNUAL  REPORT  OF  THE 

ito  ftxit,  OBcOUting  borixontally,  ahd  ▼ibratory,  in  a  Tertical  plane.  Tlie  spools  are  hnag  in 
a  fnuaae  so  supported  on  a  pin  us  to  be  capable  of  revolving,  for  the  pntpose  of  twisting  tha 
wires  around  the  strandSf  simultaneonsly  with  the  twisting  of  the  strands.  At  the  side  of  a 
▼Crating  frame-work  within  the  main  frame  are  attached  two  uprights,  supported  by  pro- 
jections on  the  main  frame,  and  carrying  two  horizontal  rods  m  a,  for  the  purpose  of  steadying 
the  wires  and  spools,  and  preventing  tbem  from  turning. 

Claim, — First,  the  forked  reciprocating  carrier  B,  for  feeding  the  gimpure  to  the  hook  g,  at 
the  proper  time  and  in  the  required  quantity,  substantially  as  described. 

Second,  the  hooked  spindle  G,  having  a  rotating  motion  for  twisting  the  fringe,  a  vibrating 
movement  to  compensate  for  the  shortening  of  the  strand,  and  a  reciprocating  motion  for 
discharging  the  strand  and  receiving  another,  substantially  as  specified. 

Third,  in  machines  for  making  fringe,  the  employment  of  the  intermittently  rotating  spool- 
frame  O,  for  twisting  the  wire  around  the  strand,  substantially  as  set  forth. 

Fourth,  the  employment  of  the  rods  m  m,  or  equivalent  device,  having  a  vibrating  motioiir 
in  combination  with  the  intermittently  rotating  spool-frame  O,  substantially  as  and  for  tba 
purposes  set  forth. 

h  i Ah,  the  combination  of  the  reciprocating  carrier  B,  the  rotating  and  reciprocating  hook 
g,  and  the  revolving  spool-frame  O,  or  tbeir  equivalents,  operating  together  substantially  ia 
the  manner  and  for  the  purpose  set  forth. 

No.  31,917.— Wm.  F.  Veber,  of  Bowling  Green,  O. — Improvement  in  CulHvaton. — 
Patent  dated  April  2,  1861. — The  frame  consists  of  two  curved  side-pieces,  which  are  con- 
nected together  at  their  front  ends  by  a  bolt,  and  attached  to  the  cross-beams  c  d.  These 
oross-beams  are  placed  together  in  pairs,  a  narrow  space  being  left  between  for  the  insertHm 
of  the  shanks  or  standards  of  the  shares,  the  standaras  being  slotted  for  the  reception  of  keysL 
which  hold  them  firmly.  By  this  means  the  shares  can  be  easily  adjusted  to  any  desired 
position.  The  bandies  are  connected  together  by  a  cross-bar,  and  attached  to  the  frame  by 
uprights.     The  shares  are  connected  by  rods  to  the  front  part  of  the  frame. 

Claim. — ^Tho  arrangement  of  frame  A,  handles  B  B,  slotted  standard  C,  shares  C,  wedgM 
i,  rods  D  D  D  /c,  and  slotted  cro»s-bcams  c  dg^  the  whole  being  constructed  in  the  manner 
*and  for  the  purposes  shown  and  explained. 

No.  31,918.— William  S.  W.\tson,  of  Madison,  Ind.— -Improvement  in  Brick  Machines. — 
Patent  dated  April  2,  1861. — A  gear-wheel  on  the  driving  shaft  gears  with  a  spur-wheel,  on 
whose  shaft  is  placed  a  cam,  which  operates  a  sliding  yoke,  to  which  are  attached  intermit 
tently  reciprocating  press-boxes,  whicii  are  forced  against  the  stationary  block.  On  the  shaft 
are  placed  eccentrics,  which,  while  the  pressing-box  remains  in  a  stationary  position,  afr^r 
having  been  forced  against  the  stationary  block  by  means  of  connecting  rods  and  sliding 
voke,  force  in  the  plungers,  and  further  compress  the  brick.  The  tables  or  lifters  are  placed 
below  the  prcsn-box,  and  operate  to  raise  the  brick  out  of  the  mould  after  it  has  been  pressed, 
while  at  the  same  time  they  move  backward  and  forward  with  the  press-box. 

Claim. — The  combination  of  a  pressing-bloi-.k,  intermittently  reciprocating  press-box,  formed 
with  one  or  more  pressing  chambers,  independentlv  reciprocating  plunger  or  plungers,  and 
table  or  lifter,  or  tables  or  lifters,  having  at  intervals  not  only  a  raising  and  lowering  actiCHD 
across  or  through  the  press-box,  but  also  an  intermittently  reciprocating  motion  in  concert 
with  the  press-box,  substantially  as  and  for  the  purpose  or  purposes  set  forth. 

No.  31,919.— H.  S.  White,  of  Newport,  R.  1.— Improvement  in  Newspaper  Files. —VAteni 
dated  April  2,  1861. — On  the  centre  of  the  strips  one  or  two  knobs  are  placed.  If  one  cord 
is  used,  it  is  attached  to  the  side  of  one  <^  tho  strips,  brought  through  the  slots  around  tbo 
centre  knobs,  through  the  slots  at  the  other  end,  and  retained  by  passing  the  cord  around  tbo 
ends  and  tlirough  tho  slot  again.  If  two  cords  arc  used,  one  cord  is  attached  to  the  centre  of 
the  strip,  and  eecures  it  in  iTio  same  way,  the  other  cord  securing  the  other  end. 

Claim. — A  novvspaner  file  composed  of  two  strips,  one  of  which  is  furnished  with  points  or 
pins  that  pass  into  the  holes  or  recesses  in  the  otnor,  and  having  slots  formed  in  their  ends, 
around  and  through  which  a  cord  or  cords  are  wound  and  held  by  friction,  for  holding  tha 
slats  to  each  other  and  to  the  paper  between  them,  as  set  forth. 

Also,  fastening  tho  slats  together  at  their  centres  by  means  of  the  cord  which  fastens  one 
or  both  of  the  ends  of  the  file,  as  set  forth  and  shown. 

No.  31,920.— Seth  H.  Wihtmore,  of  Cincinnati,  O.— Improvement  in  Steam  Engines. — 
Patent  dated  April  2,  1861. — Tho  two  valves  which  are  placed  at  tho  opposite  end  of  thti 
steam  cylinder  are  connected  together  by  a  rod,  which  is  operated  by  a  link  receiving  its  mo 
tion  in  the  ordinary  manner.  A  pin  upon  the  rod  passes  through  a  slot  in  the  link,  so  that 
by  moving  the  link  up  or  down  upon  the  pin  the  leverage  is  shortened  or  lengthened,  and 
the  steam  cut  off  earlier  or  later  in  the  stroke. 

Claim. — First,  the  combination  of  two  hollow-tliroated  oscillating  valves  with  each  other, 
when  operated  by  a  link  motion,  substantially  as  described. 

Second,  tho  application  of  a  governor  to  a  link,  when  used  in  combination  with  hollow- 
throated  oscillating  valves,  for  the  purpose  of  effecting  a  variable  cut-off,  substantially  aa 
described. 
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Third,  the  Y-shaped  opening  in  the  valve  and  valve-seat  of  a  hollow-throated  oscillating 
Talve,  for  the  purpose  of  admitting  steam  before  the  valve  is  opened  throughout  its  entire 
length,  BubstantiaUy  as  described. 

No.  31,921.— John  R.  Whittemore,  of  Chicopee  Falls,  Mass.— /mprorcd  Vegetable- 
Cutter. — Patent  dated  April  2,  1861. — ^The  thickness  of  the  cutters  in  the  direction  of  the 
length  of  the  shaft  is  less  than  that  of  the  hub  to  which  they  are  attached.  These  hubs  are 
placed  side  bjr  side  upon  a  shafl,  a  projection  upon  one  hub  fitting  into  a  recess  in  the  next, 
but  are  so  adjusted  that  the  parts  or  edges  of  the  cutters  are  not  in  the  same  line.  To  the 
shaft  is  attached  a  crank  and  balance-wheel.  The  bed-piece  is  on  one  side  of  the  hopper, 
and  has  over  it  a  series  of  knives  projecting  from  it,  which  fit  between  the  cutters  on  the 
thafl,  the  points  of  the  cutters  nearly  coming  in  contact  with  the  bed-piece. 

Claim, — The  combination  of  the  rotary  cutters/,  and  bed-piece  D,  and  the  knives  /c,  sub- 
Btanlially^as  and  for  the  purpose  specified. 

No.  31,922.— Joseph  G.  Whtttier,  of  Attica,  Ind,— Improved  Boo«- CHni;>.— Patent 
dated  April  2,  1661. — The  nut  being  set  in  such  a  position  as  to  compress  the  jaws  with  the 
requisite  force,  a  piece  of  leather  to  constitute  a  boot  front  is  placed  around  the  form  F,  and 
the  levers  E  beins  drawn  forward  and  downward  by  means  of  the  connecting  bar  E',  the 
leather  is  forced  downward  between  the  jaws,  and  thereby  pressed  into  proper  shape  upon 
the  form  F.  A  slight  pressure  upon  the  end  of  the  lever  o  throws  up  the  toggles,  which  form 
a  rigid  bearing  between  the  plate  H'  and  the  head  k  of  the  rod  K,  thereby  instantlv  releaain^ 
the  jaws.  The  frame  can  tnen  be  elevated,  and  the  confining  knee  Q  introduced,  to  which 
the  leather  is  attached.  The  frame  is  again  forced  down,  and  the  leather  tightly  stretched 
around  the  form  by  a  crank  R. 

Claim. — First,  the  construction  of  the  crimping  jaws  with  rigid  backs,  flexible  faces,  and 
interposed  springs,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  the  rod  K,  set  nut  L,  and  toggle  movement  M  N  O,  for  com- 
pressing the  jaws  together  with  any  desired  force  and  readily  releasing  them,  as  explained. 

No.  31,923.— >Iartin  Wilcox,  of  Middlebury,  O,— -Improved  Steam  Pumjr.— Patent  dated 
April  2,  1861. — Steam  is  admitted  into  the  receiver,  which  is  filled  with  water  through  the 
pipe  H,  the  latter  being  provided  with  a  governor  valve,  connected  by  &  rod  to  a  valve,  for 
regulating  the  pressure  of  the  steam.  W  ben  the  float  F  in  the  receiving  vessel  A  is  forced 
down  upon  the  button  R'  upon  the  rod,  it  closes  the  steam-gate  and  opens  the  pipe  O,  which 
connects  with  the  condenser,  the  valve  D  of  the  discharge-pipe  closing  at  the  same  time. 
The  water  standing  higher  in  B  than  in  A,  it  seeks  a  level  by  passing  down  B  and  up  A, 
transferring  steam  from  A  into  C,  when  the  steam  is  immediately  condensed.  The  water 
now  enters  the  pipe  P  until  it  raises  the  float  against  the  upper  button,  thus  opening  H  and 
closing  G.  The  water  is  forced  out  through  the  valve  I),  together  with  the  uucondeused 
steam. 

Claim. — The  arrangement  of  the  chamber  A,  float  F,  pipe  N,  and  valve  E,  in  combination 
with  the  valves  M  and  J,  with  the  pipes  11,  constructed  and  oi>erating  in  the  manner  and  for 
the  purpose  substantially  as  described. 

Also,  the  chamber  T,  with  the  partitions  O  O  and  valve  I,  in  combination  with  the  pipes 
B  B',  valve  D,  condenser  C,  and  pipe  G,  constructed  in  the  manner  and  for  the  purpose  sub- 
stantially as  set  ibrth. 

No.  31,924.— Stephen  Wilcox,  jr ,  of  Westerly,  R.  J.—lmprornnent  in  Hot-Air  En- 
gines.— Patent  dated  April  2,  1861. — This  invention  consists  in  arranginff  the  working  and 
changing  pistons  so  that  the  former  works  within  the  latter,  and  both  within  a  single  cylin- 
der, tor  the  purpose  of  obtaining  the  advantages  of  compactness,  &('.,  and  of  separate  working 
and  changing  cylinders  and  pistons  and  increased  heating  surftwe.  Around  the  central  por- 
tion of  the  plunger  is  a  tight  cus(%  one  end  of  the  plunger  serving  as  the  working  piston  of 
ono  single-acting  hot-air  engine,  and  the  other  end  as  the  working  piston  of  another  and 
similar  engine,  combined  with  which  is  a  means  of  connecting  such  double-working  piston 
with  the  exterior  parts  of  the  engine,  by  which  the  extent  of  packed  sunace  dividing  the 
working  air  trom  the  external  air,  as  well  as  leakage  from  the  working  chambor,  is  reduced. 

Claim. — First,  the  employment  in  a  hot-air  or  gas  engine  of  a  plunger  C,  iu  eombination 
with  an  annular  piston  B,  arranged  and  operating  within  the  cylinder  A,  substantially  as  and 
for  the  purposes  set  forth. 

Second,  the  employment  of  the  tight  case  D  around  a  plunger  C,  serving  as  the  working 
piston  of  the  two  single-acting  hot-air  engines,  in  combination  with  the  employment  of  one  or 
moro  lugs  c  and  piston-rods  G,  arranged  substantially  as  represented,  for  the  purpose  of 
diminishing  the  liability  of  leakage  of  air  from  the  interior  of  the  engine. 

No.  31,925. — C.  M.  WlLKlNS,  of  West  Andover,  O.— -Improved  Cheese-Vat  Operator.— 
Patent  dated  April  2,  1661. — The  vat  is  supported  upon  rockers,  hinged  to  the  platform  by 
^ins,  which  pass  loosely  through  flanges  on  the  rockers.  The  lever  is  Kccured  to  the  plat- 
torm  by  a  pivot  joint,  allowing  it  to  iS  drawn  backward  or  Jorwaid,  in  a  right  lino  with  the 
end  of  the  vats.    A  clutch  on  the  end  of  the  vat  reaching  over  the  ui)per  end  of  the  lever 
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serves  as  a  slide  thronph  which  the  lover  moves  to  the  right  or  left.    By  moving  the  lever 
the  vat  can  be  easily  tipped  for  wheying  off. 

Claim. — The  hinged  rockers  J  J,  iu  combmation  with  the  hinged  lever  L,  operating  as 
and  for  the  purpose  specified. 

No.  31,926.— Turner  Williams,  of  Providence,  R.  1.— Improvement  in  Means  for 
Avoiding  Dead  Centres  in  Cranks. — Patent  dated  April  2,  1861. — ^This  invention  consists  in 
arranjriug  a  spring  with  a  stiff  rod  extending  at  right  angles  from  its  loose  end,  in  such  rela- 
tive position  with  respect  to  a  crank  to  which  it  is  directly  counccted  that  the  suid  device  shall 
operate  alternately  in  opi>06ite  directions  with  the  revolution  of  the  crank  to  cany  it  past  both 
dead  centres  without  stopping. 

Claim. — The  use  of  a  spring,  combined  with  a  rod  for  directing  its  force,  or  the  equivalent 
therefor,  arranged  relatively  with  the  crank,  substantially  aa  described,  to  effect  the  purpose 
Bet  forth. 

No.  31,927.— Levi  Dodge,  of  Cohoes,  N.  Y.,  assignor  to  Himself  and  David  Blake, 
of  same  place. — Improved  Shear  for  the  Manufacture  of  Arcs. — Patent  dated  April  2,  1861. — 
From  a  bar  of  steel,  whose  width  is  as  great  as  the  breadth  of  the  axe-poll  or  the  length  of 
the  steel  piece  to  be  cut  by  means  of  the  shears  and  dies,  a  Ht{*l  piece  is  cut  off  and  the  scarf 
formed  at  the  same  operation.  The  piece  being  cut  from  the  end  of  the  bar,  so  that  the  grain 
of  the  steel  shall  be  at  right  angles  to  the  cutting  type,  for  the  purpose  of  securing  a  better 
edge  and  stronger  weld. 

Claim. — Th«  employment  of  the  circular  shears  and  dies  for  cutting  said  steels  and  swadg- 
ing  their  scarfs  ready  for  welding,  in  the  manner  set  forth. 

No.  31,928.— T.  J.  Freeman,  of  Heyworth,  111.,  assignor  to  himself  and  E.  T.  Freem.ax, 
of  same  place. — Improved  Machine  for  Cutting  Standing  Corn-Stalks. — Patent  dated  April 
2,  1861. — This  invention  consists  of  a  roller  placed  in  a  suitable  frame  and  used  in  connexion 
with  a  reciprocating  vieldmg,  knife,  a  frame  for  blinding  over  the  com,  and  a  reciprocating 
toothed  plunger  for  the  purpose  of  cutting  down  standing  stalks  to  be  ploughed  under  the 
soil.  A  toothed  plunger  bar  serves  as  an  mdioator  to  point  out  rocks,  so  that  the  driver  can 
stop  the  machine  or  disconnect  the  traverse  pin  Ijom  the  ])itmau,  which  is  effected  by  means 
of  a  lever  depressing  the  outer  end  ot  a  spring.  The  knife  is  allowed  a  yielding  motion  by 
means  of  springs,  when  coming  in  contact  with  stones  or  other  obstructions. 

Claim. — First,  the  roller  B,  ni  conrioxion  with  the  reciprocating  knile  J,  arranged  for  joint 
operation  as  and  lor  the  purpose  set  forth 

hjecoud,  the  combination  of  the  roller  B  and  reciprocating  knife  J,  with  the  toothed  plonger 
bar  Q  and  IVanie  K,  all  being  placed  within  a  frame  A,  as  and  for  the  jnirposi*  8j>ecilied. 

Third,  the  peculiar  anaufrcnieut  of  the  bars  G  H,  with  the  plate  j  and  pin  k,  essentially  as 
shown,  whereby  the  pitman  F  may  be  readily  connected  to  the  traverse  piece  I,  and  readily 
di-<ronnccted  therefrom,  ibr  the  purpose  of  rendering  the  knile  operative  or  inoperative  ^  re- 
quired. 

No.  31,929. — L.  &  S.  B.  Holden,  of  Wobum,  Mass.,  assignors  to  Themselves  and  J.  C, 
Sf.i:lve,  of  East  Cambridge,  Muss. — Improvement  in  the  Manufacture  of  Boots  and  Shoes. — 
Patent  dated  April  2,  1801. — This  invention  consists  in  a  method  of  preparing  the  sole  and 
U}»jH'r  lor  sewing,  whereby  the  .seam  is  brought  entirely  on  the  outside  of  the  sewing  opera- 
tion, but  if  the  shoo  bo  turned  the  seam  will  be  brought  entirely  on  the  inside  thereo*,  tlie 
special  object  of  this  mode  being  to  lacilitate  sewing  together  the  parts  by  a  sewing  machine. 

Claim. — 8o  preparing  the  sole  and  uppu"  for  sewing  that  the  parts  to  be  sewed  together  are 
brought  to  the  condition  substantially  as  illustrated  by  Figs.  1,  i*,  and  (J,  and  described,  that 
is  to  sav,  projecting  from  the  central  or  principal  poition  ol'  the  sole  at  right  angles,  or  nearly 
so,  to  the  face  thereof,  in  such  manner  as  to  bring  both  faces  of  the  se^m  on  tho  outside  of 
the  work  while  tho  pewing  is  being  performed. 

No.  31,930.— Hose  A  H.  Huntly,  of  Cincinnati,  O.,  assignor  to  Chamberl.ain  &  Co. 
and  William  Caven,  of  same  place. — Improremcnt  in  Cooking-Stoves. — Patent  dated  April 
2,  1801. — Placed  midway  between  the  two  stove  sides  and  extending  from  tho  front  of  the 
stove  to  the  rear  flue  is  a  long  narrow  tire-box  suspended  centrally  and  longitudinally  in  the 
top  of  a  single  oven.  At  the  sides  of  the  stove  cold-air  passages  enter,  and,  after  traversing 
the  middle  and  hottest  part  of  the  oven  top  and  lije-box,  enter  the  lower  portion  of  the  box  at 
its  middle,  so  as  to  com^x-l  all  the  leed  air  to  traverse  the  mass  of  fuel  before  escaping  to  the 
flues. 

Claim. — First,  tho  described  central  longitudinal  fire-box  C,  provided  with  cool-air  passages 
F  F  which  enter  the  lower  pail  of  said  box  from  opposite  sides  at  or  about  its  mid  lengtli, 
in  the  manner  and  for  tlie  objects  stated. 

{Second,  a  cook-stove  with  the  following  elements:  an  oven  A,  extending  from  side  to  side 
of  the  stove,  a  long,  narrow,  longitudinal  fire-box  C,  suspended  centrally  in  the  top  of  said 
oven,  cool-uir  passages  F  F',  which  enter  at  or  near  the  mid  width  of  the  stovo  sides,  pass 
over  the  oven  at  its  middle  portion  and  enter  tho  lower  portion  of  tho  fire-box  at  or  about  its 
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mid  length,  and  the  four  comer  jdiying-flaes;  the  whole  being  arranged  as  and  for  the  pur- 
poses set  forth. 

No.  31,931.— H.  Kipling,  of  New  York,  N.  Y.,  assignor  to  J.  B.  Behrmann,  of  same 
place. — Improvement  in  Bracelets. — Patent  dated  April  2,  1861. — This  bracelet  is  constructed 
of  a  coiled  spring-wire,  and  covered  with  a  suitable  ornamental  covering.  A  spring-wire 
passes  through  the  tube,  and  lips  or  plates  are  secured  on  the  ends  by  which  it  may  be  clasped. 

Claim. — As  an  improved  article  of  manufacture,  a  bracelet  composed  of  a  single  piece  of 
wire  arranged  spirally,  with  a  central  strengthening  wire  C,  covering  A,  and  tips  D,  all  as 
shown  and  described. 

No.  31,932.— Robert  J.  Mann,  of  Brooklyn,  N.  Y.,  assignor  to  Lewis  A.  Osborn,  of 
Newark,  N.  J.,  and  Isa.\c  J.  Vincent,  of  Brooklvn,  N.  Y.— -Improved  Method  of  Manufac- 
turing Skeleton  Skirts. — Patent  dated  April  2,  1861. — ^This  invention  consists  in  the  use  of  a 
former  of  the  shape  of  the  hoop-skirt  to  be  manufactured,  provided  with  a  waistband  block 
and  a  number  of  ribs  coiTcsponding  to  the  number  of  tapes  to  be  used,  to  which  the  hoops 
are  attached  until  the  tapes  are  fastened  to  them. 

Claim. — ^The  method  of  forming  hoop-skirts  by  applying  the  hoops  and  tapes,  or  their 
•quivaleuts,  to  each  other  while  they  are  supported  in  tne  restive  positions  which  they  are  to 
occupy  in  the  finished  skirt,  substantially  as  set  forth. 

No.  31,933.— William  McCord,  of  Sin?  Sing,  N.  Y.,  assignor  to  Himself,  Charles  F. 
Cox,  of  Sing  Sing,  N.  Y.,  and  Robert  Woodward,  of  New  Egypt,  N.  J. — Improvement 
in  Fire-arms. — Patent  dated  April  2,  1861. — ^The  nature  of  this  invention  consists  in  arrang- 
ing between  the  rear  open  ends  of  two  or  more  gun  barrels  firmly  secured  in  a  suitable  frame 
or  stock  and  brooch-post  or  standard  immediately  in  the  rear,  a  perforated  reciprocating  block 
or  plate,  and  providing  in  connexion  therewith  detachable  cartridge  chambers,  a  series  of  pe- 
culiar formed  cams,  sliding  plates  with  rammers  attached,  percussion  hammers,  and  other 
parts ;  the  whole  being  arranged  and  made  to  operate  b^  the  simple  act  of  turning  a  crank 
with  such  concert  of  action  as  to  enable  one  set  of  openm^s  in  the  reciprocating  plate  to  be 
charged  with  said  detachable  cartridge  chambers  having  ball  cartridges  within  them,  and  the 
cartndges  in  tho  similar  cartridge  chambers  in  the  other  set  to  be  discharged  through  the 
barrels  at  every  reciprocal  throw  of  the  said  plate,  and  vice  versa,  and  thereoy  cause  a  rapid 
and  uninterrupted  firing  of  balls  from  both  barrels  proportionate  with  tho  speed  with  which 
the  crank-shau  is  turned. 

Claim. — Fhrst,  the  combination  and  arrangement  of  the  cams  H  H',  on  the  upright  shaft  I, 

garallel  bars  ft,  on  the  lower  part  of  the  reciprocating  block  or  plate  F,  sliding  plates  M  N, 
aving  spaces  formed  in  their  enlarged  ends,  and  rammers  P'  attached,  and  inchned  cartridge 
chamber  slots  or  channels  Q,  formed  in  the  transverse  block  D ;  the  said  cams  I£  H'  giving 
the  necessary  reciprocating  movements  to  the  said  block  or  plate  F,  and  sliding  plates  or 
rammers,  at  tho  proper  intervals  of  time  in  relation  to  each  other,  substantially  in  the  manner 
and  for  the  purpose  fully  set  forth. 

Second,  forming  the  lower  part  of  the  hopper  R,  as  represented  and  described,  with  a  knife- 
odged  partition  between  the  entrances  to  the  cartridge  slots  or  channels  Q,  for  tho  purpose  of 
preventing  the  detachable  cartridge  chambers  F2  choking  up  tho  entrances  to  said  slots  or 
channels  as  they  descend  into  the  same,  as  set  forth. 

Third,  the  peculiar  tangential  and  eccentric  form  of  the  portions  of  the  cams  T,  immediately 
next  to  the  more  abrupt  portions  from  which  tho  ends  of  the  spring  hammers  S  are  tripped, 
in  combination  with  said  spring  hammers  operating  in  the  manner  and  for  the  purpose  de- 
scribed. 

No.  31,934.— James  Nevison,  of  Morgan,  O.,  assignor  to  Himself  and  A.  D.  Wood,  of 
Buffalo,  N.  Y. — Improvement  in  Stave  Machines. — Patent  dated  April  2,  1861. — ^As  the  weight 
of  a  ratchet  and  pawl  lever  is  drawn  up  by  the  forward  movement  of  the  carriage  the  lever 
is  carried  to  a  certain  height  and  retained  by  tho  notched  lever  O.  On  the  return  of  the  car- 
riage the  curved  lever  p,  attached  to  the  carriage,  acts  against  the  upper  part  of  the  lever  O, 
and  disengages  it  from  lover  K,  which,  being  brought  down  by  the  weight,  causes  the  pawl 
and  ratchet  to  turn  the  shaft  and  also  the  feed-roller,  carrying  with  it  the  log  to  the  saws. 

Claim. — ^The  levers  o  and  p,  and  spring,  in  combination  with  the  cords  u  and  «  connected 
with  the  saw-frame  for  the  purpose  of  operating  the  feed-works,  as  described. 

No.  31,935.— Horton  B.  Peck,  of  Wolcott,  N.  Y.,  assignor  to  Li^man  F.  Snedaker,  of 
Clyde,  N.  Y. — Improved  Method  of  Arranging  Fly-wheels. — Patent  dated  April  2,  1801. — 
The  object  of  this  invention  is  to  make  use  of  a  fly-wheel  run  at  a  high  rate  ot  speed  greater 
than  that  of  any  part  of  the  working  train  or  machinery  to  which  it  is  applied,  in  combina- 
tion with  an  aajustablo  rolling  brake  for  varj'ing  the  motion  of  the  machineiy  as  occiision 
may  require,  "f  he  high  speed  is  produced  by  a  train  of  more  or  less  gearing  out  of  the  work- 
ing train,  but  receiving  its  motion  therefrom.  It  is  designed  to  act  as  a  regulator  in  the  em- 
ployment of  clock-work  or  other  mechanical  power. 

Claim. — ^Tho  employment  of  a  comparatively  light  fly-wheel  F,  made  to  produce  the  re- 
q[uired  effect  by  running  it  at  a  higher  rate  of  speed  than  that  of  any  part  of  the  working 
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train  or  machinerj,  in  combination  with  an  a^ustable  rolline  pressure  brake  H  J  K  L«  or  its 
equivalent,  for  Tarjing  the  machinery,  substantiallj  as  and  for  the  purpose  specified. 

No.  31,936.— George  N.  Seidler,  of  Hartford,  Conn.,  assignor  to  Rawson  Read,  of 
same  place. — Improved  Portable  Folding  Bed, — Patent  dated  April  2,  1861. — ^The  frame  of 
the  bed  is  hingml  at  its  centre  so  as  to  be  partially  raised  or  folded  together,  and  the  portion 
between  the  centre  and  head  is  also  hinged,  each  hinged  part  being  adjusted  to  the  desired 
position  by  means  of  hinged  supports  catching  in  racks  at  their  lower  ends.  The  springs  are 
padded  at  their  bearing  points  to  prevent  creaking. 

Claim. — The  combination  of  the  box  or  frame- work  a  and/,  racks  m  and  o,  supports  h  h\ 
having  the  padded  springs  x  c,  arranged  substantially  in  the  manner  and  for  tno  purpose 
descrioed. 

Na.  31,937. — GUSTAVUS  ZcHECHand  Jacob  Kiefer,  of  Indianapolis,  Ind. — Improvement 
in  Shingle  Machines. — Patent  dated  April  2,  1861. — Fastened  to  the  side  of  the  machine  and 
under  the  breast  plate  is  a  vibrator  formed  of  two  plates  with  a  space  between  them,  within 
which  space  is  a  spring  pressing  on  a  lug  which  works  with  and  on  the  pin  1 1,  the  latter  con- 
noctin^  the  lug  with  the  triangular  guide  v. 

Claim. — ^The  g^de  v,  working  on  the  pin  t  ^  when  used  for  the  purpose  set  forth. 

No.  31,938.— Joseph  C.  Tiffany,  of  New  York,  N.  Y.,  and  Caret  G.  Heermance,  of 
Hudson,  N.  Y. — Improvement  in  the  Means  of  Promoting  Combustion  in  the  Furnaces  of 
Steam- Boilers. — Patent  dated  April  2,  1B()J. — ^'I'he  heated  chamber  is  supplied  with  air  from 
the  ash-box  orijlow^r,  and  a  pipe  passes  into  it  from  the  boiler,  said  pipe  being  provided  with 
perforated  tubes,  by  which  means  the  steam  is  admitted  into  the  chamber,  and  ^om  thenca 
through  openings  the  gases  are  admitted  to  the  fire  so  as  to  combine  with  the  unconsumed 
gases  evolved  from  the  coal  and  thus  facilitate  their  combustion.  The  lugs  on  the  outside 
serve  to  hold  the  coating  of  clay,  and  inner  projections  assist  in  heating  the  vapors  befors 
passing  into  the  fire. 

Claim. — The  heated  chamber/,  through  which  air  passes,  combined  with  the  pipe  e  within 
said  chamber,  supplving  a  regulated  amount  of  steam  or  vapor,  which  combines  with  the  air 
in  said  heated  chamber  and  passes  off  to  the  fire  through  a  suitable  opening  or  openings,  as 
and  for  the  purposes  specified. 

Also,  the  construction  of  the  chamber  /,  represented  in  Fig.  3,  with  the  lugs  and  spikes, 
for  the  purposes  and  as  sot  forth. 

No.  31,939.— E.  H.  Bailey,  of  Philadelphia,  V&.—Improved  Key  F<wf«tcr.— Patent  dated 
April  9,.  1861. — ^This  invention  consists  in  temporarily  connecting  the  handle  of  the  key  to 
the  door  knob  by  means  of  bent  wires  provided  with  a  screw  and  nut,  by  means  of  which 
they  can  be  adapted  to  keys  and  locks  of  different  sizes,  for  the  purpose  of  preventing  the 
door  from  being  unlocked  on  the  outside. 

Claim. — Connecting  the  handle  to  the  key  of  the  lock  by  the  pieces  E  F  and  G,  or  their 
equivalents,  arranged  for  attachment  to  and  detachment  from  the  handle  and  key  of  a  lock, 
substantially  as  set  forth  for  the  purpose  specified. 

No.  31,940.— Calvin  Auborn.  of  Watertown,  N.  Y.— Improvement  in  C fteese- Presses.— 
Patent  dated  April  9,  1861. — ^To  the  short  arm  of  the  operating  lever  is  attached  a  pawl,  that 
engages  with  a  ratchet  segment  upon  a  shaft  hung  in  suitable  bearings  and  concentric  to  the 
toothed  periphery  of  the  segment.  On  the  bottom  of  the  shaft  to  which  the  toothed  segment 
id  attached  and  concentric  to  the  shaft  is  a  cam,  so  shaped  and  disposed  over  the  mounted 
roller  of  the  platen  as  that,  on  giving  motion  to  the  toothe<l  segment,  the  cam  gradually  acts 
on  the  roller  to  depress  the  pkten. 

Claim. — ^First,  the  toothed  operating  segment  or  sector  and  platen-pressing  cam,  combined 
to  form  but  a  single  device,  and  the  one  being  concentric  and  the  other  eccentric  to  or  with 
the  shaft  which  carries  them,  and  otherwise  peculiarly  constructed  for  operation  by  a  lever 
and  pawl,  to  communicate  pressing  force  to  the  platen,  essentially  as  shown  and  described. 

Se^nd,  the  combination  of  the  pecuUarly  constructed  and  combined  toothed  operating 
segment  and  platen-driving  cam  with  the  rollers  which  ser\^e  to  guide  the  plateu  at  its  sides 
or  ends  and  the  roller  interposed  between  the  cam  and  platen  and  against  which  the  cam  is 
made  to  bear,  all  for  operation  together,  as  set  forth. 

No.  31,941.— D.  N.  Allard,  of  McConnellsville,  O.— Improved  Horseshoe  Machine. — 
Patent  dated  April  9, 1861. — ^This  invention  consists  in  so  combining  two  die-wheels,  the  axes 
of  which  are  at  right  angles  to  each  other,  and  gearing  and  operating  them  together,  as  that , 
each  and  eveiy  revolution  of  the  die-wheels  shall  form  a  horseshoe  and  tip  it  up  and  loosen 
it  from  the  die,  so  as  to  be  readily  removed  and  allow  another  blank  to  be  introduced. 

Claim. — The  combination  of  a  vertical  and  a  horizontal  wheel  working  together  and  ftir- 
nished  with  dies,  for  the  purpose  of  swadging  out  a  horseshoe,  substantially  in  the  mansfir 
set  forth. 

Also,  in  combination  with  a  vertical  and  horizontal  die-wheel  the  tipping  bar  K,  for  the 
purpose  described. 
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No.  31,942. — ^IUnsom  Bartle,  of  Independence,  loyrtk,— -Improvement  in  Water  EU- 
motors. — Patent  dated  April  9, 1861. — ^Tha  dram  conabts  of  two  flanges  of  equal  diameter  and 
a  hnb  provided  with  a  thin  annular  flange,  and  is  allowed  to  turn  loosely  on  its  shaft  and  to 
hare  an  end-play  between  a  fixed  collar  and  a  ratchet-wheel.  Across  the  hub  portion  of  the 
drum  passes  the  brake-lever,  by  means  of  which  the  drum  may  be  thrown  into  or  out  of  con- 
nexion with  the  ratchet-wheel  and  the  bucket  slowly  lowered.  The  bucket  is  hung  by  a  flat 
metal  strap  instead  of  a  chain,  for  convenience  of  winding ;  one  end  of  this  strap  is  attached 
to  a  f^trap  secured  to  the  drum  between  the  two  flanges,  and  made  of  India-rubber  or  other 
suitable  material,  to  prevent  the  metal  strap  from  breaking  should  the  bucket  fall  suddenly 
into  the  well.  Two  metal  strips  connect  the  bail  of  the  bucket  to  the  lower  end  of  the  metal 
Atrap. 

Claim. — ^The  arrangement  of  the  sliding  treble-flaneed  drum,  constructed  as  shown,  with 
the  brake-lever  G,  shall  D,  straps  h  /,  separated  strips  N  N,  and  bucket  K,  all  in  the  manner 
and  for  the  purposes  shown  and  described. 

No.  31,943.— J.  B.  Bausman,  of  Rochester,  Fek.—lmproved  Car- Ventilator. —Faieni  dated 
April  9,  1861. — In  the  upper  part  of  either  end  of  and  extending  acrossUhe  car  is  placed  a 
trunk  or  box  having  near  its  orifice  a  depression  which  forms  a  water-chlmber,  in  which  are 
mounted  a  series  oi  fans,  so  arranged  as  to  be  set  in  motion  by  the  resistance  of  the  air  ai* 
the  car  moves  along.  Above  the  fans  is  a  water-chamber,  the  bottom  of  which  is  perforated 
to  allow  the  water  to  drop  on  the  fans.  In  the  rear  of  the  trunk  is  a  register  for  admitting 
air  to  the  car,  the  air  being  divested  of  dust  in  passing  through  the  spray  caused  by  the 
operation  of  the  fans. 

Claim. — ^The  arrangement  of  the  self-acting  fans  D  with  the  tanks  C  E  aifd  curved  trunk 
B,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,944. — A.  L.  Bayley,  of  Amesbury,  Mass. — Improvement  in  Shaping  and  Emboss- 
img  Hats  and  Caps, — Patent  dated  April  9,  1861. — The  object  in  using  sand  for  shaping  or 
embossing  hats  is  to  transmit  the  pressure  to  all  parts  of  the  interior  of  the  hat  in  such  u 
manner  as  to  cause  every  part  of  its  exterior  to  he  forced  out  against  the  opposite  interior 
surface  of  the  mould. 

Claim. — The  shaping  or  embossing  of  hats  or  caps  by  placing  them  in  a  suitable  die  A, 
filling  them  with  sand,  or  other  granular  or  pulverous  material,  and  subjecting  such  material 
to  pressure,  substantially  as  specified.  ^ 

No.  31,945. — James  A.  Bazin,  of  Canton,  Mass. — Improvement  in  Bobbins  for  Spinning 
Machines. — ^Patent  dated  April  9,  1861. — The  bobbin  is  so  constructed  that  the  central  core 
or  axis  can  be  removed  when  the  bobbin  is  filled,  and  suitable  casings  or  clamps  applied  to 
tho  periphery  of  the  bobbin-heads,  by  means  of  which  casing,  clamps  or  binders,  toe  coil  of 
yarn,  turead,  or  strand  is  retained  in  the  same  form  as  when  wound  upon  the  bobbin,  and 
can  be  drawn  off  from  the  centre  of  the  coil,  instead  of  being  taken  from  the  outside  in  the 
usual  manner. 

Claim. — First,  the  improved  bobbin,  constructed  substantially  in  the  manner  and  for  the 
purposes  described. 

Second,  the  method  of  holding  the  coils  of  yam  or  strands,  so  that  they  can  be  safely 
removed  from  the  spindles  on  which  they  are  wound  and  applied  to  the  creel  or  other  part  of 
the  machine  in  which  they  are  to  be  used,  bv  means  of  connecting  the  movable  heads  of  the 
bobbin  with  clamps,  or  their  equivalents,  substantially  as  and  for  the  purpose  set  forth. 

Third,  combining  the  movable  heads  with  the  core,  or  its  equivalent,  in  the  manner  and  for 
the  purposes  described. 

No.  31,946.— Henry  Beagle,  jr.,  of  Philadelphia,  Va.— Improved  Safcty-Uook  for  Har- 
ness.— Patent  dated  April  9,  1831. — ^This  invention  consists  in  a  hook  formed  of  two  parts, 
connected  by  a  pivot,  and  provided  with  curved  ends,  .which,  when  the  hook  is  closed,  overlap 
each  other  and  receive  a  rln^  or  band,  which  seiTes  as  a  fastening  to  prevent  tho  casual 
separation  of  the  two  parts  ot  the  hook. 

Claim. — ^The  arms  or  bars  A  A,  connected  together  by  a  pivot  a,  and  provided  with  curved 
ends  6,  in  connexion  with  a  ring  B,  arranged  to  fit  within  the  curved  ends  6,  and  form  a  lock 
for  the  arms  or  bars,  substantially  as  and  for  the  purpose  set  forth*  • 

.  No.  31,947. — Joseph  Bell,  of  Belleville,  HI. — Improvement  in  Bolting  Chests. — Patent 
dated  April  9,  1861. — This  invention  consists  in  placing  ventilators  in  the  roof  of  the  chest 
And  also  on  each  side  of  the  upp^r  part  of  the  lower  bolting-chamber,  by  which  means,  the 
inventor  says,  coolers  may  be  dispenBed  with  and  the  meal  bolted  immediately  after  leaving 
the  stones. 

Claim. — ^The  interior  constraction  of  the  chest,  shown  and  described  with  the  ventilators, 
ananged  substantially  as  described  for  the  purpose  specified. 

No.  31,948. — Samuel  Boorn,  of  Lowell,  Mass. — Improvement  in  Pickers  for  Looms. — 
Patent  dated  April  9,  1861.— The  picker  is  constracted  of  raw  hide,  both  body  and  bushing, 
and  with  a  cushion  made  of  horn,  the  socket  for  the  reception  of  the  cushion  being  of  taper 
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form,  and  having  its  supporting  laps  brought  in  close  contact  at  and  in  rear  of  the  rear  end. 
of  tbo  cushion,  and  then  confined  together  by  one  <5r  more  rivets  extended  through  the  laps. 
Claim. — The  improved  manuiacture  of  raw-hide  picker  as  made  with  a  tapering  cushion, 
a  backing- plate  a,  and  the  case  6,  arranged  and  apphed  together,  substantial! j  as  specified. 

No.  31, 949. —Edward  Brown,  of  Waterbury,  Conn.,  and  William  H.  Van  Gieson, 
of  Paterson,  N.  J. — Improved  Machine  for  making  Butt- Hinges. — Patent  dated  April  9, 
1861. — This  invention  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  swages  21,  yielding  supporting  plate  20,  and  fixed 
stop  24,  substantially  as  described  for  the  purpose  set  forth. 

Second,  the  combination  of  the  fixed  stop  33,  dies  30,  and  sliding  support  29,  suhstantiallj 
as  and  for  the  purpose  set  forth. 

Third,  the  combination  with  the  files  45,  operating  substtintially  as  described,  of  the  over- 
hanging stop  51  and  support  44,  substantially  as  and  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  vibrating  support  44,  set-screw  47,  and  springs  50,  arranged 
substantially  as  described  for  the  purpose  set  forth. 

Fifth,  the  combination  with  the  swages  and  files  described  for  turning  and  finishing  the 
joint  of  the  hinge  of  the  fingers  8,  9,  and  10,  substantially  as  described  for  the  purpose  sel 
forth. 

Sixth,  the  combination  in  the  manner  described  of  the  clutch  for  disconnecting  the  power 
from  the  machine,  with  the  fiuE^ers  for  moving  the  blanks  forward  into  position,  the  nngers 
being  so  connected  to  the  clutcu-lever  as  to  cause  an  undue  strain  upon  the  fingers  8,  9,  and 
10,  or  any  one  of  them,  to  release  the  clutch-lever  70,  and  thus  disconnect  the  driving  power, 
substantially  as  described  and  shown. 

Seventh,  the  guides  75,  so  constnicted  and  arranged  in  connexion  with  tho  slides  76,  77 
as  to  turn  the  parts  of  the  hinge  over  and  deliver  them  upon  the  slides  76,  77,  substantially 
as  and  for  the  purpose  set  forth. 

Eighth,  the  construction  of  tho  slides  76,  77,  79,  80,  and  their  arrangement,  in  connexion 
with  the  apparatus  for  driving  the  wiro  by  which  the  paits  of  the  hinge  are  brought  into  and 
held  in  the  proper  position  to  receive  the  wire  which  forms  the  axis  of  the  hinge,  substantially 
as  and  for  the  purj)ose  set  forth. 

Ninth,  the  combination  with  tho  said  slides  76,  77,  79,  80  of  the  guide  84,  substantially  as 
and  for  the  purpose  sot  forth. 

Tenth,  the  combination  with. tho  driving-clamp  93  of  the  supporting  slides  104,  105,  and 
springs  106,  substantially  as  and  for  tho  pui"pose  set  forth. 

Eleventh,  tho  combination  of  the  supporiing  slides  76,  77,  79,  80,  or  other  support,  for  the 
hinge  during  the  operation  of  driving  the  wire,  and  with  the  clamp  93,  or  other  device  for 
driving  the  wire,  to  form  tho  axis  of  the  hinge  of  tho  stop  114,  said  slop  bein^  connected 
with  the  disengaging  apparatus  in  such  a  manner  that  an  undue  pressure  in  driving  (^e  wii» 
will  disconnect  the  ariv>ng  power,  substantially  as  and  for  the  pui-pose  set  forth. 

Twelfth,  the  combination  with  each  other  and  with  a  machme  for  making  hinges  of  the 
pliers  or  cutting  nippers  107  and  chisel  108,  operated  and  operating  substantially  as  described 
tor  the  purpose  set  forth. 

No.  31.950.— George  W.  Brush,  of  Brooklyn,  N.  Y,-— Improvement  in  Floating  Der- 
ricks.— Patent  dated  April  9, 1861. — ^The  float  or  vessel,  as  represented,  consists  of  three  sec- 
tions, which  may  be  built  separately,  or  an  ordinary  vessel  may  be  cut  transversely  into  three 
parts  or  sections  and  provided  with  bulkheads  at  the  cut  ends.  The  end  sections  are  connected 
to  the  middle  one  by  means  of  two  tiuibers  passing  each  side  of  upright  posts  extending 
from  the  keelson  through  the  deck.     The  derrick  is  secured  to  tho  middle  section. 

Claim. — The  float  orvessel  ABC  Avhich  carries  the  derrick  or  hoisting  or  lifting  apparatus, 
constructed  of  two  or  more  movable  sections  which  can  be  brought  into  lino  with  each  other 
to  fcm  a  navigable  vessel,  or  to  a  position  parallel  with  or  at  a  suitable  angle  with  each 
other  to  make  their  bow  and  stem  ends  counterbalance  the  derrick  or  hoisting  apparatus, 
substantially  as  specified. 

No.  31,951. — A.  A.  BURLINGAME,  of  New  York,  N.  Y. — Improvement  in  Apparatus  for 
Making  Extracts  under  Pressure. — Patent  dated  April  9,  1861. — The  globe  comraunicatef 
withnhe  steam  space  and  with  tho  water  space  of  a  steam  boiler  by  a  series  of  pipes,  and  is 
combined  with  a  vessel  intended  to  receive  tho  substance  to  be  boiled  or  extracted,  and  with 
a  receiver,  in  such  a  manner  that  tho  heated  liquid  from  the  steam  boiler  rises  to  the  globe, 
from  which  it  can  be  passed  through  the  substance  in  the  extracting  vessel  either  from  above 
or  from  below,  acting  on  said  substance  under  a  hydrostatic  pressure  deteniiined  by  tho  height 
of  the  glo])e  above  the  extracting  vessel,  and  that  tho  extract  or  infusion  thus  obtained,  when 
passed  into  the  receive:*,  is  kept  in  a  heated  state  by  the  action  of  the  steam  from  the  boiler, 
until  it  is  drawn  oflf  by  suitable  faucets. 

Claim. — The  arrangement  of  the  globo  A,  pipes  C  D  E  F,  and  steam  boiler  B,  in  combi- 
nation with  tho  extracting  vessel  G,  pipes  /  g^  and  receiver  H,  constructed  and  operating 
substantially  in  the  manner  and  for  tho  purpose  specified. 
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Na  31,952. — Charles  W.  Caiioon,  of  Portland,  Me. — Improvement  in  Seeding  Ma- 
chines.— Patent  dated  April  9,  1861. — The  hopper  is  placed  over  the  shaft  of  the  seed  dis* 
tribator,  and  is  formed  of  canvas.  Its  lower  end  is  connected  with  a  funnel-shaped  conductor, 
which  terminates  in  a  spout  that  delivers  the  seed  into  the  eye  of  a  centrifugal  discharger. 
The  bearings  of  the  shaft  are  rigidly  connected  with  and  supported  by  a  breastplate  curved 
to  fit  the  bMy  of  the  operator,  where  it  is  secured  by  means  of  straps  or  strings. 

Claim, — ^I'ho  combination  of  a  hopper,  centrifugal  seed-dischaiger,  and  their  appurtenances, 
with  a  breastplate,  substantially  as  set  forth. 

Also,  the  combination  of  a  centrifu^  seed-discharger  with  a  bag-hopper  by  means  of  a 
conductor  that  receives  the  seed  from  Uie  bag  and  conmicts  it  to  the  seedHbscharger,  substan- 
tially as  set  forth. 

No.  31,953. — Carolikb  H.  Carnes,  of  New  York,  N.  Y. — Improvement  in  i?ec/».— Patent 
dated  April  9,  1861. — ^Each  arm  of  the  reel  is  fi  rmed  of  two  pairs  of  levers,  and  each  side 
of  the  face  or  periphery  is  also  formed  of  two  pairs  of  levers,  hj  which  double  arrangement 
the  reel  may  be  expanded  or  contracted  by  a  snort  movement  of  the  collar,  and  consequently 
a  short  rod  or  shaft  only  is  required. 

Claim. — A  reel  composed  of  double  pivoted  levers  E  E,  collars  d  e,  slide  D,  and  shaft  A, 
and  otherwise  made  as  shown  and  described. 

No.  31,954. — George  E.  Chenoweth,  of  Baltimore,  Md. — Improvement  in  RakiHg  At- 
tachmtnte  to  Harvesters. — Patent  dated  April  9,  1861. — The  rake  head  is  connected  to  the 
endless  belt  or  chain  by  a  slotted  connecting  rod,  which  embraces  the  cylindrical  portion  of 
the  head  by  a  strap,  and  receives  the  wrist-pin  in  a  slot  at  its  other  end.  The  wrist-pin  is 
firmly  attached  to  the  endless  belt,  and  projects  from  it  towards  the  rear  of  the  platform. 
The  depositing  apron  is  provided  with  projections  turned  so  as  to  arrest  and  hold  the  grain 
until  the  ^vel  is  ready  to  be  deposited  on  the  ground,  and  is  let  into  the  platform  so  that  its 
upper  surface  is  level  with  the  same.  Attach^  to  the  bottom  of  the  apron  is  an  irregular 
cam,  which  is  operated  by  the  connecting  rod,  and  raises  the  apron  at  the  end  of  each  traverse 
of  the  rake  so  as  to  deposit  the  gavel  of  grain  upon  the  ground. 

Claim. — First,  the  combination  of  the  endless  belt  or  chain  F  and  operating  mechanism,  as 
described,  with  a  reciprocating  rake-head  H,  for  the  purpose  described^ 

Second,  the  combination  with  the  belt  F  of  the  wnst-pin  L  and  slotted  ro4  K,  substantially 
86  and  for  the  purpose  described. 

Third,  the  depositing  apron  O,  constructed  as  described,  and  operated  by  means  of  the  con- 
necting rod  K,  on  the  endless  belt  F,  substantially  as  and  for  the  purpose  specified. 

No.  31,955.— Joseph  B.  Cooper,  of  Brooklvn,  N.  Y.— Improvement  in  P/om^As.— Patent 
dated  April  9,  1861. — ^This  invention  consists  of  an  arrangement  of  the  land  side  and  stand* 
ards  whereby  the  former  may  be  adjusted  to  suit  various  kinds  o^shares  used  for  different 
kinds  of  work.  In  the  rear  is  a  foot  or  standard  which  works  freely  on  a  bolt  in  a  horizontal 
bar  connecting  the  main  standards,  and  has  upon  its  lower  end  a  subsoil  share.  By  means 
of  a  curved  or  sector  arm  attached  to  the  rear  standard,  and  passing  through  a  guide  in  the 
horizontal  bar,  wiiere  it  may  be  held  in  position,  the  subsoil  share  may  be  raised  from  the 
ground  and  retained  between  the  laud  side  and  mould-board  when  necessary. 

Claim. — ^First,  the  attaching  of  the  land  side  I  to  the  standard  E,  by  means  of  the  screw 
g  and  strap  H,  substantially  as  shown,  to  admit  of  the  adjustment  of  the  land  side  I,  as  de- 
scribed. * 

Second,  the  described  arrangement  of  the  foot  or  standard  L,  sector  arm  N,  bar  E,  and 
pin  /,  operating  in  connexion  with  a  plough  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,956. — George  Copeland,  of  North  Gray,  Me.— /m^rorcm«n<  in  Looms.— PAieni 
dated  April  9,  18G1. — ^This  invention  relates  to  looms  for  weavmg  seamless  bags  and  other 
double  or  tubular  fabrics,  and  consists  in  a  means  of  raising  and  dropping  the  shuttle-boxes 
to  permit  the  simultaneous  throwing  of  two  shuttles,  and  weaving  at  the  same  time  with  the 
upper  and  lower  portions  of  the  bag  or  tube. 

Claim. — The  employment,  in  connexion  with  the  lever  E,  of  the  inclined  plate  g,  the 
springs  /  and  A,  and  the  tripping-pioco  i,  the  whole  applied  and  combined  to  operate  sub- 
stantially as  and  for  the  purpose  specified. 

No.  31,957. — n.  Curtis  and  A.  Tufts,  of  Charlestown,  Mass. — Improvement  in  Door 
Alarms, — Patent  dated  April  9,  1861. — ^This  invention  consists  in  so  arranging  the  escutcheon 
of  a  lock,  in  combination  with  an  alarm,  that  it  cannot  be  turned  to  disclose  the  keyhole 
without  sounding  the  alarm,  whilst  the  escutcheon  itself,  or  a  plate  connected  therewith,  be- 
comes an  auxiliary  fastening,  which  can  only  be  unlocked  by  turning  the  escutcheon  to  dis- 
close the  keyhole  of  the  principal  lock. 

Claim. — ^'rhe  escutcheon  d  and  the  disk  E,  in  combination  with  an  alarm  apparatus,  ope- 
rating substantially  as  described,  when  the  disk  E  is  u.sed  not  oniy  to  sound  the  alarm,  when 
it  is  revolved  in  either  direction,  but  also  as  a  fastening  for  the  door,  as  specified. 
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No.  31f958.— EZEKIEL  Daniels,  of  Owego,  N.  Y.^Improvemet  in  Fracture  BedtteaJB. — 

Patent  dated  April  9,  1861. — ^This  invention  consists  in  the  arrangement  of  parts  so  ooa 
stracted  that  the  body  of  the  patient  may  be  elevated  or  depressed  independently  of  the  other 
parts  by  adjusting  the  body  or  back  plime  on  the  frame,  tne  former  being  supported  at  any 
desired  height  by  inserting  a  pillow  between  the  frame  and  plane.  The  thigh  planes  may  m 
extended  or  shortened  by  adjusting  the  slides  at  the  under  side  of  the  thigh  piano.  When 
necessary,  the  bedstead  may  be  elevated  so  as  to  convert  the  device  into  a  chair. 

Claim. — First,  the  combination  of  the  hinged  frame  G  with  the  thigh  plane  D  and  baek 
plane  II,  in  the  manner  and  for  the  pnipose  shown  and  described. 

Second,  the  arrangement  of  the  axis  C  with  the  thigh  plane  D,  leg  planes  F,  firame  G,  and 
back  plane  II,  in  the  manner  shown  and  described. 

Third,  the  combination  of  the  sliding  bar  J  and  rods  I,  or  their  equivalents,  and  screw  K, 
with  the  thigh  plane  D,  parts  F  U,  and  axis  C,  in  the  manner  and  for  the  purpose  substan 
tially  as  shown  and  described. 

No.  31,959.— William  L.  Dawson,  of  Lynchburg,  Ytk,—Improi)emeHt  in  5oajis.— Pateni 
dated  April  9, 18CI. — ^The  ingredients  of  which  this  composition  consist  are  potash  lye,  tallow, 
and  cocoa-nut  oil,  as  a  basis,  made  into  a  compound  by  the  common  process  of  soap-making. 
To  a  requisite  amount  of  heated  water  is  added  sal  soda,  refined  borax,  spirits  of  turpentine, 
and  linseed  oil,  in  which  the  first-named  compound  is  then  dissolved,  and  spirits  of  hartsbom 
afterAurds  added. 

Claim, — The  combination  ^f  ingredients  forming  the  composition  set  forth,  which  I  beliere 
is  a  new  and  useful  composition  of  matter. 

No.  31,960.— Thomas  B.  De  Forest,  of  Birmingham,  Conn. — Improvement  in  Threat^ 
Winding  Guides. — Patent  dated  April  9,  1861. — ^The  object  of  this  invention  is  to  guide  th« 
threuad  on  to  a  rotating  bobbin  or  spool  from  another  spool,  and  it  consists  of  a  wooden  handle 
furnished  at  one  end  with  a  tapering  metallic  tube  having  a  small  opening  at  its  end  for  ^m 
thread  to  pass  through.  Projecting  above  the  surface  is  a  small  metallic  tube  to  receive  a 
spool,  the  tube  fitting  upon  one  side  of  a  bent  wire,  the  other  side  being  secured  to  the  han- 
dle* by  which  means  the  spool  may  readily  be  removed. 

Claim, — ^A  portable  thread-winding  guide,  substantially  such  as  described. 

No.  31,961.— William  Dripps,  of  Coatesville,  Pa. — Improvement  in  Water- Wheel$. — 
Patent  dated  April  9,  1861. — The  bottom  of  the  wheel  may  be  convex,  and  there  may  be  a 
recess  in  the  bottom  of  the  water-case,  so  that  the  two  shall  form  a  chamber  between  thesa, 
in  which  there  is  no  ingress  or  egress  except  throuffh  the  joint  between  them,  for  the  purpoee 
of  raising  the  wheel  and  relieving  the  step  of  mucn  of  its  weight.  The  spiral  casing,  when 
it  arrives  at  the  i)oint  where  it  meets  the  circumference  of  the  wheel,  is  bent  short  round, 
and  extends  backward  ao  as  to  form  one  of  the  walls  of  the  inlet  water* way.  Its  end  it 
not  fastened,  but  free  to  move  so  as  to  allow  any  hard  substance  to  pass  without  breaking 
the  wheel. 

Claim. — In  combination  with  a  spiral-cased  water-wheel,  the  making  of  a  water-chamber 
between  the  bottom  of  the  wheel  and  the  bottom  of  the  case  that  is  supplied  by  ingress  ai 
the  joint,  for  the  purpose  of  raising  the  toe  of  the  wheel,  as  set  forth. 

Also,  the  converting  of  that  part  of  the  casing  e  c  into  a  spring,  so  that  it,  as  well  as  the 
continuation  of  it  d^  may  yield  to  any  hard  substance  that  may  get  into  the  wheel,  substan- 
tially as  described.  ' 

Also,  in  combination  with  the  buckets  of  a  wate'^  .vheel,  the  flanges  /,  for  the  purpose  of 
preventing  the  water,  when  there  is  but  a  small  o apply,  from  rising  up  on  the  bucket,  and 
thus  wasung  much  of  its  force,  substantially  as  described. 

No.  31,962.— Henry  W.  Eastman,  of  Baltimore,  lid.— -Improved  Portable  Folding  Bed- 
stead.  Patent  dated  April  9,  1861. — ^Tho  bed  posts  are  secured  to  the  frame  by  means  of  nuta 

and  screws  piissing  through  slots  in  the  frame,  so  as  to  admit  of  the  bedstead  bein^  easily 
folded  and  converted  into  a  box  containing  the  bed,  for  economy  of  room  and  convemence  of 
transportation. 

Claim.— The  arrangement  of  the  bed-frame  A,  sliding  posts  B,  the  head-board  C,  slot 
plates  G,  bolts  F,  and  thumb-nuts  E,  substantially  as  described  for  tlie  purposes  specified. 

No.  31,963.— Will ARD  F.  Farrar,  of  Concord,  Mass. — Improved  Adjustable  Ladder- 
IJook.—Vskteni  dated  Apr  9,  1861. — This  invention  consists  of  a  hook  to  be  temporarily 
attached  to  the  ladder  b'.  clamping  it  to  the  two  upper  rounds ;  the  clamps  being  made 
adjustable,  so  that  the  ho  k  may  be  fitted  to  ladders  ol  different  sizes,  or  in  which  the  rounds 
are  at  different  distances  apart.   ^     ,    ^    ^      ,  ,  ^        ,   , ,        , . 

Claim. A  removable  ladder-hook  to  bo  clamped  to  a  ladder  wh6n  required,  one  of  its 

clamps  being  made  adjustable,  substantially  as  specified. 

No.  31  964.— Peter  Fa\  er,  of  New  York,  N.  Y.— Improvement  in  Mill  PscA^.— PatenI 
dated  April  9,  1861.— The  hammer  is  provided  at  each  end  with  an  elongated  socket  int# 
which  are  fitted  the  shanks  of  chisels,  secured  in  positions  by  means  of  set  sciewa. 
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CUtm.-^The  anranmnent  of  the  head  A,  sockets  a,  slots  C,  set  screws  D*  chisels  B  B', 
and  handle  F,  when  these  several  parts  are  constructed  and  combined  in  the  manner  and  for 
Ihe  purpose  specified. 

No.  31,965.— George  C.  Flagg,  of  Tanktown,  Ohio,— Improvement  in  Ga(M.— Patent 
dated  April  9,  1661. — ^Tho  ^te  is  constructed  with  the  hinffe-bar  inclined  outward  at  the  top> 
the  other  sides  of  the  ^te  being,  respectively,  parallel  with  and  at  right  angles  to  the  gate- 
post. It  is  provided  with  a  double-jointed  hinge  to  attach  the  upper  end  of  the  hinge-lMtr  to 
the  gate-post,  arranged  with  the  poiit  joint  directly  over  the  joint  of  the  lower  hinge,  so  that 
when  operated  by  means  of  the  cojpexioos  the  gate  is  raised  so  as  to  be  unlatched  and  swings 
open  by  its  own  weight,  and  is  made  to  close  in  a  corresponding  manner. 

Claim, — ^A  gate,  constructed  substantially  as  described,  with  the  hing^bar  inclined  to  the 
gate-post,  in  combination  with  a  double-jointed  hinge,  arranged  as  described,  to  connect  the 
Upper  end  of  the  bar  with  the  gate-post,  for  the  purpose  as  set  foith. 

No.  31,966.— William  C.  Ford,  of  West  Salem,  Ohio. — Improvement  in  Com-Planters, — 
Patent  dated  April  9,  1861. — The  discharge-spout  surrounds  and  slides  upon  a  tube  fastened 
beneath  the  aperture  of  the  seed-box,  the  latter  being  provided  with  a  shoe  which  turns  up 
tho  earth  and  covers  the  seed.  Attached  to  the  discharge-spout  is  a  lever  pivoted  in  firont  of 
the  frame.  The  grain  slides  m  m  are  connected  with  the  main  rod  /,  to  which  rod  is  pivoted 
tt  lever  </,  having  under  it  a  spring  e,  which  serves  to  keep  the  slides  closed  when  fried  hj 
the  lever.  The  slide  i  is  operated  by  means  of  levers  A,  and  is  secured  to  a  pinion  which  is 
operated  by  a  bevelled  cog-wheel  on  the  driving  wheeL  By  means  of  a  series  of  levers  the 
grain  may  be  deposited  in  any  particular  spot,  or  dropped  at  regular  intervals. 

Claim, — First,  lever  a,  plough  6,  and  sliding  discharge-spout  c,  when  combined  and  oper-^ 
ated  in  the  manner  and  for  the  purpose  set  forth. 

Second,  tho  combination  of  lever  </,  spring  e,  main  rod/,  and  lever^,  when  operated  in  the 
manner  and  for  the  purpose  described. 

Third,  g^rnin  slides  m  m,  regulators  n  n,  main  rod/,  levers  h  d  and  g^  spring  e,  and  slide  i, 
when  the  whole  shall  be  constructed,  arranged,  and  operated  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  31,967.— TiLMON  Gilbert,  of  Natchez,  Miss.— /wijproremeii*  in  Cotton-Presses, — 
Patent  dated  April  9,  1861. — ^The  rack -bar  slides  back  and  forth  in  a  gproove  or  channel  in  a 
beam  near  the  bottom  of  the  frame..  To  one  end  of  the  rack-bar  are  hinged  the  ends  of  two 
bars,  the  other  ends  being  connected  with  the  under  side  of  the  follower.  The  sliding  rack- 
bar  is  caused  to  move  back  and  forth  by  means  of  a  largo  spur-wheel  in  connexion  with  two 
pinion  wheels,  one  of  which  is  attached  to  the  driving  shaft. 

Claim. — ^The  arrangement  of  tho  sliding  rack  F  and  hinced  bars  H  H  with  each  other  and 
with  the  follower  I  and  gearing  A  &  /,  all  in  the  manner  and  for  the  purpose  shown  and  de- 
scribed. 

^o.  31,968.— Anderson  Godley,  of  Ithaca,  N.  Y,— Improved  Refrigerator  and  Water* 
Cooler, — Patent  dated  April  9,  1661. — The  coiled  pipe,  being  surrounded  with  ice,  serves  to 
cool  the  water  rapidly  as  it  is  passed  through  in  such  quantities  as  required,  or  it  may  be  kept 
cool  in  the  reservoir. 

Claim. — Tho  combination  of  a  water-cooling  reservoir  G  and  pipe  H  with  a  refri^rator  A, 
when  located  iu  tho  ice  chamber  thereof,  so  that  the  ice  shall  be  packed  around  and  m  contact 
with  them,  substantially  as  and  for  the  purpose  specified. 

No.  31,969.— William  H.  Gray,  of  Dover,  N.  U.— Improved  Let-Off  for  Loowt*.— Patent 
dated  April  9,  1861. — Tho  yarn  beam  carries  at  one  extremity  a  gear  which  engages  with  a 
worm  upon  the  upright  shaft,  to  the  lower  extremity  of  whicli  is  secured  a  circular  disk  B^ 
immediately  above  which  is  an  arm  B'^  fitting  snugly  though  not  tightly  upon  tho  shaft  and 
working  freely  around  it.  From  the  arm  B^  is  suspended  a  curved  clamp  or  jaw  B*^  which 
works  freely  round  the  pin  c  as  a  centre.  As  tho  inner  side  of  the  paw  B**  is  thrown  back  by 
the  blow  of  the  lay  upon  the  stop,  if  tho  jaw  be  led  free  at  the  opposite  extremity  it  will  simply 
swing  round,  carrying  the  arm  B*  with  it;  but  on  motion  ot  this  ami  being  checked,  any 
further  motion  of  the  jaw  will  cause  it  to  gripe  the  disk  and  carry  ii  with  it.  The  griping  at 
the  exact  moment  required  to  give  off  the  required  amount  of  yarn  after  each  beat  of  the  lay 
is  effected  bv  means  of  a  rod  D  termed  a  tension  indicator,  allowed  to  turn  freely  in  bearings 
secured  to  the  framework,  the  bent  portion  pressing  upon  the  woven  doth  with  a  force  detejt- 
mined  by  an  adjustable  weight  upon  an  arm  projecting  from  the  rod. 

C/aim.— The  combination  of  the  balanced  rod  D,  the  arm  B^  disk  B^  and  jaw  B*,  or  their 
equivalents,  for  determining  the  tension  under  which  the  loom  shall  operate,  and  the  amount 
ot  let-off  to  be  effected  after  eadi  beat  of  the  lay. 

No.  31,970.— Suspended. 

No.  31,971.— James  O,  HAKiiiT,  of  Albany,  N.  Y. — Improvement  in  the  Pistons  of  Steam 
Engines,— Pai/^nt  datod  April  9,  1861.— This  invention  consists  in  the  use  of  a  series  of 
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spring  made  in  a  Z-shspe,  in  connexion  with  a  metallic  ring  and  piston  for  the  purpose  of 
obtaining  a  steam-tic^ht  joint. 

Claim. — Tho  combination  of  a  divided  packing  ring  or  rings  with  a  piston,  by  means  of  a 
spring  made  out  of  a  flat  bar  or  ribbon  of  steel  bent  into  a  Z-sbape,  substantially  as  described, 
so  as  to  attain  the  advantages  set  forth,  the  spring  used  in  the  combination  being  as  an  en- 
tirety, substantially  such  as  described. 

No.  31,972. — Charles  Hardy,  of  Biddeford,  'He,— Improvement  in  Lmkrieators  for  Spm^ 
ning  Machines. — Patent  dated  April  9,  18(51. — This  device  is  designed  to  prevent  the  loss  of 
time  and  waste  of  oil  caused  by  the  ordinary  use  of  oil  cami  which  supply  one  or  more  drops 
of  oil  to  each  spindle,  and  require  to  be  moved  from  one  spindle  to  the  other  after  each  '*doP 
fing." 

Claim. — Tho  oil  can  or  feeder,  having  upon  its  exterior  projecting  guides  or  gauges  so 
placed,  with  reference  to  tho  saturated  cloth  or  other  fibrous  substance  that  covers  the  oil  hole, 
that,  as  tho  guides  traverse  upon  tho  fixed  parts  of  any  macliine,  tiie  oiled  cloth  may  come  in 
contact  with  those  parts  of  the  machine  that  require  to  be  lubricated. 

No.  31,973.— Ephraim  F.  and  Josi.\h  Herrixgton,  of  West  Hoosick,  N.  Y. — Improve- 
ment in  Mowing  Machines. — Patent  dated  April  9,  lb(51. — ^Tbis  invention  consUts  in  a  device 
for  setting  the  finger  bar  fon\'ard  to  compensate  for  its  backward  deflection  bv  use,  without 
the  use  ot  braces  extending  in  any  direction  bej^oud  the  main  frame  of  tho  machine.  In  con- 
nexion with  a  suitable  hoisting  device  is  an  appliance  for  raising  either  the  heel  or  point  of  the 
finger  bar  with  a  single  lever,  operating  with  which  is  a  means  to  preserve  tho  freedom  of  the 
finger  bar  to  accommodate  itself  to  undulations  in  tho  siurface  of  tne  ground.  In  connexion 
wiui  a  ratchet  movement  are  spring  teeth  so  constmctcHl  and  applied  as  to  ))eriuit  the  backing 
of  the  machine  without  actuating  toe  cutting  mechanism,  and  with  tho  spring  teeth  and  their 
connexions  is  a  device  for  throwing  the  cutting  mechanism  out  of  gear. 

Claim. — Tho  adjustable  lateral  brace-rod  K,  applied  and  operatmg  in  connexion  with  tbs 
shoe-brace  J,  substantially  as  and  f<.r  tho  purposes  set  forth. 

Second,  the  foot-rack  N,  operating  in  combination  with  the  segment  L,  or  other  suitable 
hoisting  device,  to  hold  the  heel  of  the  finger  bar  while  raising  the  point,  as  explained. 

Third,  the  sprinff  bar  n,  operating  to  hold  tho  albresaid  foot-rack  out  of  gear  when  not  in 
use,  to  permit  the  hnger  bar  to  rise  and  fall  freely  with  tho  uneven  surface  of  the  ground. 

Fourth,  tho  reversible  wedge-shaped  plate  i,  apphed  between  the  finger  bar  and  shoe,  in  the 
manner  and  for  the  purpose  explained. 

Fifth,  the  combination  of  the  spring  pins  d^  di^ks  or  yokes  drZj  bosses  c,  and  loose  ratchet 
pinions  D,  operating  in  tho  manner  and  for  the  purposes  explained. 

Sixth,  the  wedge  db,  operating  in  connexion  witn  rods  <i4,  clutch-levers  d^  and  yokes  dS, 
to  retract  the  pins  d. 

No.  31,974.— Charles  Hoffman  and  William  Graichen,  of  Chnton,  Maas.-^Improv- 
wient  in  Temples  of  Looms. — Patent  dated  April  9,  Ic^l.— By  the  employment  of  two  separate 
rollers,  one  may  be  used  for  the  selvago,  which  is  thicker  than  the  cloth,  and  the  other  for  the 
body  of  the  cloth  adiacent  to  tho  selvage,  so  that  the  rollers  will  readily  adapt  themselves  to 
the  cloth  during  the  beats  of  tho  lay  of  the  loom,  and  thus  prevent  it  from  being  drawn  away 
as  when  both  parts  are  supported  on  one  roller.  Improper  forward  draught  will  be  prevented 
by  the  ratchet  and  pawl. 

Claim. — The  described  loom  temple,  as  constructed,  with  two  separate  toothed  rollen 
arranged  on  one  spindle,  and  having  the  lesser  or  selvage  roller  suppUed  with  a  ratchet  auad 
pawl,  as  specified,  the  other  roller  being  tree  to  revolve  on  the  spindle  independently  of  the 
said  selvage  roller. 

No.  31,975.— Benjamin  W.  Hood,  of  Pawtucket,  Mass. — Improvement  in  Thimbles. — 
Patent  dated  April  9,  1861. — Tho  object  of  constmcting  the  thimble  in  sections  is  to  en^le 
the  enamel  to  be  laid  on  and  evenly  retained,  which  is  not  easily  effected  upon  a  continuous 
round  suri'ace. 

Claim. — A  thimble,  such  as  described,  having  its  shell  A  made  of  several  sections  a,  covered 
with  enamel  and  secured  together  by  a  ring  b,  and  cap  C,  in  the  manner  and  for  the  purpose 
specified. 

No.  31,970.— Edward  Horalek,  of  New  York,  N.  Y.-^Improeemmt  in  Boilers  for  Hot 
Water  Apparatus. — Patent  dated  April  9,  1861. — The  cast  metal  head  is  provided  with  a 
grooved  flange  receiving  the  ends  of  the  sheet-copper  casing,  into  which  groove  the  sheet 
metal  is  dressed,  and  the  whole  secured  by  a  wrought-iron  band  shrunk  around  the  casing 
and  flange. 

Claim. — ^The  cast  metal  head  b  and  flange  c,  provided  with  the  groove  d,  receiving  the 
metallic  cylinder  or  casing  a,  combined  with  the  wrought-iron  ring  e,  shrunken  for  the  pur- 
poses and  as  specified. 

No.  31,977.— Jonathan  Howard,  of  West  Bridgwater,  Mass. — Improved  Garden  Hoe, — 
Patent  dated  April  9,  1661. — ^The  blade  of  the  hoe  is  constructed  with  two  cutting  edges,  at 
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the  two  opposite  mdee  of  which  are  projei'tions  or  guides,  and  ia  designed  to  be  used  between 
two  rows  ofplants  for  the  purpose  of  cutting  off  the  roots  of  weeds. 

Claim, — Tue  said  weeding-hoe,  as  constructed,  with  the  guides  d  rf,  and  the  handle  B, 
aETi'anged  and  combined  with  the  peculiar  salient  and  reentering  angular  blade  A,  essentiallj 
in  the  manner  and  for  the  purpose  as  S]  ucified. 

No.  31,978.— J.  W.  HowLETT,  of  Greensboro',  N.  C— Improvement  in  Transmitting 
Motion. — Patent  dated  April  9,  18G1. — ^This  invention  consists  of  a  wheel  made  of  Indi»- 
rubber,  or  its  equivalent,  Saving  a  bevelled  edge  corresponding  with  a  groove  in  the  circum- 
ference of  the  driving-wheel.  On  each  side  of  the  rubber  wheel  are  two  circular-flanged 
plates  nrovidcd  with  necks  which  pass  through  the  centre  of  the  India-rubber  wheel,  and  are 
secured  to  a  spindle  by  a  collar  and  nut.  By  clamping  the  plates  more  or  less  together,  tb« 
diameter  of  the  clastic  wheel  will  be  increased  or  diminished,  and  the  degree  of  friction  on  the 
driving-wheel  will  be  correspondingly  regulated. 

Claim. — ^The  employment  in  transmitting  motion  from  one  wheel  to  another  of  a  bevelled 
elastic  wheel,  constructed  and  arranged  upon  its  shaft  with  compressing  collars,  in  the  manner 
shown  and  described,  so  that  the  diameter  of  said  elastic  wheel  may  be  increased  or  dimin- 
ished at  pleasure,  and  the  transmission  of  the  power  may  be  thus  regulated  as  desired,  all  at 
set  forth. 

No.  31,979.— Eli  Huddleston,  of  Lawrence,  Kansas,  and  B.  M.  Harrison,  of  Terr© 
Haute,  Ind. — Improvement  in  Presses. — Patent  dated  April  9,  1861. — ^This  invention  will  bt 
understood  by  reference  to  the  engraving  and  claim. 

Claim. — The  particular  arrangement  of  the  follower  F,  screws  H  H  H  H,  gearing  J  J  K 
K,  and  rods  L  L,  with  the  box  A,  top/,  screws  d  d  d  d,  bars  b  6,  nuts  e,  head  E,  and  bars  D, 
as  and  for  the  purposes  shown  and  described. 

No.  31,980.— DUANE  Hull,  of  Newburg,  N.  Y.— Improved  Clothes  /)ryer.— Patent  dated 
April  9,  1861. — The  block  to  which  the  four  pieces  or  arms  are  secured  is  made  concave,  so 
that  when  the  arms  are  extended  thev  will  remain  firm,  and  when  folded  they  will  be  loose, 
and  the  screws  with  which  they  are  fastened  cnu  be  easily  turned. 

Claim. — The  concave  surfaces  of  said  block  B,  in  combination  with  said  four  pieces  or 
arms  and  line  or  cord,  substantially  as  and  for  the  purpose  specified. 

No.  31,981. — Andrew  Hunter,  of  Solano  county,  Cnl. — Improvement  in  Grain  Sepa- 
rators.— Patent  dated  April  9, 1861. — The  vibrating  trough  is  covered  with  three  screens — two 
of  wire,  and  the  other  of  punched  zinc,  having  underneath  them  compartments  for  the  recep- 
tion of  small  and  large  grain.  The  inclination  of  the  trough  can  be  adjusted  by  the  chains, 
and  the  lower  screen  is  also  rendered  adjustable  by  means  of  a  slotted  plate  and  screw. 

Claim. — A  vibrating  trough  B,  suspended  by  adjustable  chains,  in  combination  with  screws 
c  c',  and  screen  D,  acyustable  by  means  of  plate  d,  and  box  F,  and  spout  G,  arranged  in 
relation  to  each  other,  as  described,  and  for  the  purpose  of  separating  grain. 

No.  31,982.— James  J.  Johnston,  of  Alleghany,  V^.— Improvement  in  the  Distillation  of 
Hydrocarbon  Oils. — Patent  dated  April  9,  18bl. — This  invention  consists  in  purifying  rock 
or  coal  oil  by  placing  it  in  its  iiatural  condition  in  a  retort,  with  an  equal  quantity,  by  measure- 
ment, of  charcoal,  and  applying  a  proper  de^ce  of  heat. 

Claim. — The  process  and  methoa  of^purifying,  decolorizing,  and  deodorizing  rock  or  petro- 
leum oil  by  distilling  it  with  common  wood  charcoal,  in  proportions  substantially  described. 

No.  31,983.— Anson  Judson,  of  Brookljna,  N.  Y. ^Improvement  in  Lam»s.— Patent  dated 
April  9,  1861 . — The  object  of  this  invention  is  to  expose  and  render  available  the  whole  flame 
of  the  lamp  from  the  wick. 

Claim. — ^The  construction  of  the  cone  A,  or  its  equivalent  of  glass  or  other  transparent 
material,  as  and  for  the  purpose  described. 

No.  31,984. — Joseph  K.,  and  Edward  E.  Kilbourn,  of  Norfolk,  Conn. — Improvement 
in  Knitting  Machines. ^F&tent  dated  April  9,  1861. — The  object  of  this  invention  is  mainly 
to  protlucc  knitted  fabrics  of  varying  widths,  such  as  sheets  of  labric  for  knit  drawers  and  the 
sleeves  of  knit  shirts  with  selvage  edges.  It  is  also  appliable  to  other  knit  fabrics  in  which 
ornamental  patterns  are  produced  by  the  transferring  of  stitches.  The  specification  must  be 
referred  to  for  a  description  of  the  construction  and  operation  of  the  machine. 

Claim. — First,  the  combination  of  a  travelling  needle  in  a  knittinc-maohine,  with  auto- 
matic mechanism  for  causing  it  to  travel  along  the  gang  of  needles  of  the  machine,  substan- 
tially as  set  forth. 

Second,  the  combination  of  a  travelling  needle  with  mechanism  for  withdrawing  the  needle, 
whose  place  the  travelling  needle  is  to  occupy  from  the  gang  at  work  previous  to  the  substi- 
tution of  the  travelling  needle  in  its  place,  substantially  as  sot  forth. 

Third,  the  combination  of  a  travelling  needle  with  mechanism  for  reinserting  the  other 
needle  of , the  gang,  whose  place  the  travelling  needle  has  occupied  after  the  traveUing  needle 
has  been  removed  therefrom,  subBtantially  as  set  forth. 
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Fourth,  the  combination  of  a  tTavolIing  needle  with  a  mechanical  inatrament  for  transfenring 
the  stitch  from  the  needle  that  is  withdrawn  from  the  gang  at  work  to  an  adjacent  needle, 
snhstantiallj  as  set  forth. 

Fifth,  the  combination  of  a  travelling  selvage  nef  die  with  a  thread  gnide,  by  means  of 
devices  which  cause  the  thread  guide  to  vary  its  deli  very  of  yam  in  correspondence  with  the 
change  in  the  position  of  the  travelling  selvage  nee  Jlo  relative  to  the  other  needles  of  the 
machme,  substantially  as  set  forth. 

Sixth,  the  combination  of  a  travelling  needle  with  a  series  of  needles  which  move  to  and 
fro  past  a  thread  guide,  but  do  not  travel  laterally  to  each  other,  substantially  as  set  forth. 

Seventh,  the  combination  of  a  travelling  selvage  needle  with  mechanism  for  reversing  the 
movement  of  the  needle  carriage  in  such  manner  that  the  time  at  which  the  movement  is 
reversed  depends  upon  the  position  of  the  travelling  selvage  needle,  substantially  as  set  forth. 

Eighth,  tne  combination  of  the  series  of  sinkers  of  a  knitting-machine  with  a  travelling 
instrument  for  withdrawing  the'  sinkers  which  happen  to  be  at  the  selvage  of  the  fabric  from 
their  positions  in  the  series,  substantially  as  set  forth. 

Ninth,  the  combination  of  the  series  of  sinkers  of  a  knitting-machine  with  a  travelling  in- 
strument for  withdrawing  a  portion  of  the  sinkers  outside  of  the  gang  at  work  from  their 
positions  in  the  series,  suostantially  as  set  forth. 

Tenth,  the  combination  of  instruments  for  griping  the  yam  with  mechanism,  that  causes 
them  to  act  at  the  time  the  selvage  needles  arc  forming  their  loops,  substantially  as  set  forth. 

Eleventh,  the  combination  of  griping  instmments  with  mechanism  for  operating  them  and 
the  needles  in  such  manner  that  the  gripe  is  relaxed  in  time  to  prevent  the  breaking  of  the 
yam  bv  the  action  of  the  needles,  substantially  as  set  forth. 

Twelflh,  the  combination  of  the  thread  guide  with  mechanism  for  depressing  it  immedi- 
ately  after  the  last  needle  in  the  series  at  work  has  been  fed  with  yam,  and  before  the  ne^W 
is  withdrawn  hito  its  nosing,  substantially  as  set  forth. 

Thirteenth,  the  combination  of  travelling  temples  with  a  knitting-machine  for  forming  work 
of  variable  width  in  such  manner  that  the  position  of  the  temples  is  varied  as  the  number  of 
needles  at  work  increase  or  diminish,  substantially  as  set  forth. 

Fourteenth,  the  combination  of  a  whip-roll  of  unequal  diameter  at  different  parts  of  its 
length  with  the  take-up  rolls  of  a  knitting-machine,  substantially  as  set  forth. 

i  ifteenth,  the  combination  of  instruments  for  varying  the  strain  upon  the  fabric  between 
the  place  where  the  knitting  is  effected,  and  the  take-up  rolls  with  a  knitting-machine  for 
formmg  work  of  variable  width,  substantially  as  set  forth. 

Sixteenth,  the  combination  of  under  supports,  having  bearings  for  the  needles  outside  of 
the  sinkers,  with  a  depressible  thread  guide,  constmctcd  and  operated  substantially  as  set 
forth. 

No.  31,985.— John  Laing,  of  Hoboken,  N.  J.— Improved  Gas  Generating  Steam  Boiler. — 
Patent  dated  April  9,  1861. — One  or  more  retorts  are  combined  with  a  steam  boiler  in  such  a 
manner  that  the  same  fire  which  is  employed  to. convert  the  water  in  the  boiler  into  steam 
also  heats  the  retorts,  and  by  introducing  suitable  matenals  into  said  retorts,  steam  and  illu- 
minating gas  arc  produced  sinuiltaneonsly.  A  series  of  giLs  pipes  and  air  holes  are  combined 
with  an  additional  fire-chamber  situated  near  the  main  firc-eh amber,  so  that,  by  the  action  of 
the  ^  and  air  thus  introduced  into  the  secondary  fire-chamber,  the  smoke  and  other  com- 
bustible gases  escaping  from  the  main  fire-chamber  are  consumed,  and  an  additional  heating 
surface  is  obtained.  In  combination  with  a  conical  vessel  is  a  three-way  cock,  by  whicE 
means  the  oil  and  water  used  for  making  the  illuminating  gas  are  mixed  together  before 
entering  the  retorts.  With  the  three-way  cock  Is  combined  two  gasomctera  and  a  series  of 
lovers  with  weights  or  springs,  so  that  the  supply  of  oil  and  water  to  the  retorts  is  regulated 
by  the  quantity  of  gas  in  the  gasometers. 

Claim. — First,  combining  one  or  more  retorts  A,  with  a  steam  boiler  C,  substantially  in 
the  manner  and  for  the  purj)ose  specified. 

Second,  the  arrangement  of  a  series  of  gas  pipes  E,  and  air  holes  rf,  in  combination  with  the 
secondary  fire-chamber  D,  of  a  steam  boiler  (i,  constructed  and  operating  substantially  in  the 
manner  and  for  the  purpose  shown  and  described. 

Third,  the  arrangement  of  the  three-way  cock  N,  and  conical  vessel  Q,  in  combination  with 
the  tanks  P  P',  and  retort  or  retorts  A,  coustmcted  and  operating  substantially  in  the  manner 
and  for  the  purpose  set  forth. 

Fourth,  mixing  the  oil  and  water  before  it  passes  into  the  retort  or  retorts,  as  and  for  the 
purpose  described. 

Fifth,  the  arrangement  of  the  two  gasometers  L  and  O,  rod  m,  weighted  arm  p,  or  its 
equivalent,  thiee-way  cock  N,  and  rockshaft  o,  in  combination  with  the  supply  tanks  P  P', 
and  retort  or  retorts  A,  constructed  and  operating  substantially  in  the  manner  and  for  th9 
purpose  specified. 

No.  31,986.— Mark  Levy,  of  New  York,  N.  Y,— Improvement  in  Retorts  for  the  Manu- 
facture of  Gas  from  Wood. — Patent  dated  April  9,  1861. — The  object  of  this  invention  is  to 
expose  a  largo  extent  of  heating  surface,  the  wood  or  other  substance  from  which  the  illumi- 
nating substance  is  to  be  generated  being  placed  on  both  sides  of  the  series  of  flues. 
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Claim. — ^Tbo  anBngement  and  use  of  the  elliptic-shaped  retort  A,  with  the  central  tuuro- 
movable  reheating  flues  E  E'  E",  &c.,  dividing  said  retort  in  two  parts,  constructed  and 
combined  together  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,987. — ^Richard  B.  Light,  of  Drmkirk,  N.  Y. — Improved  Machinist's  Instrumentt 
for  Determining  Geometrical  Lines^  Centres^  8fc. — Patent  dated  April  9,  1861. — This  inven- 
tion consists  of  a  small  portable  device  for  the  use  of  machinists  in  determining  geometrical 
lines,  centres,  <&c,  in  various  mechanical  operations. 

Claim. — ^The  combination  of  devices  arranged  substantially  as  described,  so  as  to  constitute 
one  instrument,  whereby  the  several  operations  referred  to  and  illustrated  may  be  executed  ai 
sot  forth. 

No.  31,988.--WlHiAM  A.  Lightiiall,  of  New  York,  N.  Y,— Improvement  in  Feed  WaUr 
Apparatuses  for  Steam  Boilers. — Patent  dated  April  9,  1861. — ^This  invention  consists  in 
80  arranging  and  locating  the  delivery-pipe  from  the  hot  well,  and  the  feed-pipe  of  the  force 
pump  in  relation  to  the  hot  well,  that  the  surplus  water  produced  by  the  condensation  of  the 
Bteam  in  the  condenser  (bein?  the  quantity  in  excess  of  the  injection  water, )  shall  flow  into 
the  feed-pipe,  to  pass  the  feed  pump  when  the  injection  water  shall  have  filled  the  dehveiy- 
pipe,  to  pass  off  the  cooling  apparatus,  to  be  cooled  and  used  again  in  the  condenser. 

Claim. — ^The  combination  or  the  doliver^'-pipe  F,  and  the  fe^-pipe  H,  when  arranged  and 
located,  in  relation  to  each  other  and  to  the  hot  well  G,  as  described  and  for  the  purposes  set 
forth. 

No.  31,989. — Linus  Merrill,  of  Janesville,  Wis. — Improvement  in  Grain  Separators. — 
Patent  dated  April  9,  1861. — ^The  object  of  this  device  is  to  pass  off  the  sound  ^rain  through 
the  several  parts  of  the  upper  screen,  while  oats  and  laree  impurities  are  directed  by  ledges  or 
flanges  into  the  central  trough  and  discharged  through  a  spout  from  the  machine.  The  in- 
ventor disclaims  the  separate  parts  of  the  machine. 

Claim. — The  screens  C  D,  when  subdivided  into  smaller  screens  «*,  provided  with  central 
troughs  F  G,  and  chutes  a,  and  used  in  connection  with  a  screen  E,  to  operate  as  and  for  the 
purpose  set  forth. 

No.  31,990.— Alexander  Millar,  of  New  York,  N.  Y.^ Improvement  in  Cork  Cutting 
Machines. — Patent  dated  April  9,  1861. — The  invention  consists  m  combining  with  the  com- 
mon rotary  "blank"  holder  certain  devices  for  the  purpose  of  adjusting  the  blank  holder,  so 
that  tapering  or  straight  bottle  corks  of  different  sizes  may  be  cut  with  the  some  machine. 
With  the  alternately  reciprocating  knife-frame  are  combined  devices  for  regulating  the  rota- 
tion and  the  advancing  and  receding  movement  of  the  revolvin|f  blank  holder,  so  that  the 
rough  pieces  of  cork  to  be  cut  will  be  automatically  embraced  by  this  revolving  head,  while  be- 
ing cut  and  discharged  therefrom  at  proper  times.  With  relation  to  the  movement  of  the 
knives  and  the  blank  feeder,  combined  with  the  blank  carrier  or  feeder,  are  devices  whereby 
the  blanks  will  bo  automatically  brought  up  to  the  revolving  blank  holder  at  the  proper  time 
to  be  embraced  by  said  holder,  the  carrier  or  feeder  being  operated  by  a  cam  on  the  knife 
frame  and  a  weight  or  spring,  and  capable  of  being  easily  ndjilsted  and  having  its  motions 
adapted  to  the  several  adjustments  of  the  revolving  blank  holder. 

Claim. — First,  the  laterally  adjustable  bed  nlato  G,  arranged  on  table  A,  and  combined 
with  the  blank  holder^,  and  its  accessories;  and  in  combination  therewith  the  second  adjust- 
able plate  G',  arranged  on  the  bed  plate  G,  and  pivoted  at  one  end/,  substantially  as  set  forth. 
for  the  purpose  of  adjusting  the  blank  holders  during  the  operation  of  the  linives  in  cutting 
the  corks. 

Second,  in  combination  with  the  horizontal  reciprocating  knife-frame  B,  the  inclined  plate 
p,  pivoted  arm  n,  shaft  wi,  arm  /,  and  the  grooved  collar  I',  an  arbor  g^  with  the  pivoted  arm 
1,  horizontal  bar  5,  on  frame  A',  spring  6,  and  the  bar  7,  on  knifc-lrame  13,  all  arranged  and 
operating  in  harmony  substantially  as  described  and  represented. 

Third,  securing  the  horizontal  knives  D  D',  to  the  knile-frame  B,  substantially  in  the  man- 
ner set  forth,  so  that  these  knives  may  be  adjusted  vertically  and  at  the  same  time,  so  that 
th^  mav  be  pitched  to  any  desirable  angle  with  a  vertical  line. 

Fourth,  the  extension  arms  20  and  2J,  adjustable  stem  or  post  17,  tube  23,  and  blank  car- 
rier arm  24,  adjustable  pivoted  arm  30,  pulley  wheel  v  with  its  weight  and  cord  27,  25,  in  com- 
bination with  a  cam  K  on  knife  frame  B,  all  arranged  and  operating  as  and  for  the  purposes 
set  forth. 

No.  31,991.— Henry  Napier,  of  Brooklyn,  "S^Y.— Improvement  in  Apparatus  for  Manu- 
facturing Turpentine  and  Rosin. — Patent  dated  April  9,  1861. — The  straining  vessel  is  con- 
nected with  the  retort  by  a  pipe  and  tap,  and  is  furnished  at  its  lower  part  with  movable  sieves 
of  varying  fineness.  The  upper  part  of  the  strainer  is  connected  with  an  air  pump,  by  which 
means  a  vacuum  is  foimed  in  the  strainer  and  still  after  the  crude  turpentine  is  placed  in  the 
strainer,  llie  turpentine  bein^  heated,  the  vacuum  in  the  upper  part  of  the  strainer  is  destroyed, 
and  the  melted  turpentine  is  forced  by  atmospheric  pressure  through  the  sieves.  Steam  being 
generated  in  the  boiler,  passes  through  the  mass  in  the  still  and  carries  with  it  the  oil  of  tur- 
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pentine  to  the  condenser^  tbe  rosin  beingf  discbarged  from  the  pipe  in  the  bottom  of  the  retort. 
Claim. — The  arrangement  together  for  joint  operation,  in  the  manner  substantially  as  shown 
and  described,  of  the  jacketed  yacuom  straining  vessel  A.  retort  B,  boiler  C,  and  condenser 
D,  for  the  purposes  set  forth. 

No.  31,992. — John  Nobltt,  of  Philadelphia,  Feu— Improvement  in  Hair  Cloth  Looms, — 
Patent  dated  April  9,  18(51. — ^The  object  ot  this  invention  is  to  affoxl  a  certain  means  of  se- 
curing the  feed  of  hair  without  interfering  with  the  motion  of  the  lay,  by  means  of  a  crank 
shall  m  connexion  with  a  rock  shaft,  which  crank  shaft  has  a  double  function,  that  is,  having 
the  throw  of  one  part  of  the  crank  to  operate  the  lay,  while  the  other  part  effects  the  moYe- 
ment  of  a  pair  of  nippers,  which  catch  the  hair  and  carry  it  forward. 

Claim. — Driving  the  nippers  in  a  hair  cloth  loom  by  means  of  the  rod  J,  and  rock  shaft  I, 
when  the  latter  is  caused  to  oscillate  by  a  crank  on  the  same  shaft  whAh  drives  the  lay,  sub- 
stantially as  dosciibed. 

No.  31,993. — Samuel  Orr,  of  East  Springfield,  O. — Improvement  in  Apparatus  fin- 
Dressing  Feathers, — Patent  dated  April  9,  18(31. — The  steaming  cylinder  is  made  with  a 
double  rim  having  a  chamber  or  steam  space  between  the  two  rims.  Its  axis  consists  of  a 
pipe  furnished  with  an  inlet  cock  for  the  admission  of  steam.  On  the  top  and  sides  of  tfas 
cylinder  are  screens  provided  with  slides.  By  means  of  a  revolving  fan  a  suction  is  created 
which  carries  the  blast  to  a  sack  into  which  the  leathers  are  forced,  the  sack  being  attached 
to  the  mouth  of  the  fan-box. 

Claim, — First,  the  combination  with  the  steam  jacket  of  a  feather-dressing  machine  of 
screens  covered  with  slides,  arranged  and  operating  substantially  as  described. 

Second,  the  combination  with  a  steam  chamber  and  steam  jacket,  arranged  as  described, 
of  the  pipes  B  F,  and  cocks  C  /,  arranged  and  operating  as  described. 

Third,  the  combination  with  a  feather-dressing  machine,  constructed  as  described,  of  a  ftm 
arrangement,  and  operating  in  the  manner  set  forth. 

No.  31,994.— Henry  Pennie,  of  Brooklyn,  N.  Y,— Improvement  in  Roller  Skates.— Vateni 
dated  April  9,  1B61. — ^The  object  of  this  invention  is  to  mcrease  the  rolling  surface  laterally 
without  materially  increasing  the  friction,  so  as  to  give  the  skate  a  firmer  bearing  than  is  ob- 
tained by  a  single  line  of  rollers.  The  rollers  may  bo  adjusted  transvei*Hely  and  broujj^ 
nearer  together  or  set  further  apart  for  increasing  or  diminishing  the  lateral  bearing  surface. 

Claim. — ^A  roUer  skate  provided  with  two  rows  of  tubular  adjustable  rollers,  and  the  wbob 
constructed  and  operating  as  shown  and  described. 

y 

No.  31, 995. --Charles  H.  Perkins,  of  Providence,  R.  I.— Improved  Toe  Calkin  for 
Horseshoes. — Patent  dated  April  9,  18(51. — ^This  invention  consists  in  attaching  the  calkin 
to  the  toe  of  the  shoe  by  means  of  two  steel  points  placed  on  the  former,  which,  in  the  opera- 
tion of  welding,  are  bent  into  the  shoe. 

Claim. — The  improved  toe  calkin  described,  consisting  of  a  steel  piece  A,  provided  with 
one  or  more  tapenng  steel  spurs  b  6,  placed  midway  between  the  two  extremities,  or  nearly 
sOt  for  the  purposes  described. 

No.  31,996.— Alois  Peteler,  of  New  Brighton,  N.  Y,— Improved  Apparatus  for  Disin- 
fecting Foul  Air  in  Vessels, — Patent  dated  April  9,  1801. — A  fan-blower,  or  its  equivalent,  is 
combined  with  a  refrigerating  chamber,  and  with  suitable  suction  and  discharge  pipes,  in 
such  a  manner  that  the  infected  air  of  a  vessel  can  be  passed  once  or  several  times  through 
the  refrigerating  chamber  until  its  temperature  is  reducea  to  such  a  degree  that  the  impurities 
which  cause  the  infection  are  destroyed,  without  allowing  any  portion  of  the  infected  air  lo 
escape  to  the  open  atmosphere.  A  series  of  hollow  revolving  drums  are  arranged  on  a  hollow 
shait,  the  interior  of  which  is  divided  into  several  channels,  m  such  a  manner  that  the  current 
of  air  created  by  the  fan-blower  is  compelled  to  make  a  long  circuit  in  the  interior  of  the  re- 
frigerating chamber,  and  its  temperature  reduced  before  passing  out  on  the  opposite  side  of 
the  said  chamber. 

Claim, — First,  the  arrangement  of  a  fan-blower  B,  or  its  equivalent,  in  combination  with 
the  refrigerating  chamber  F,  and  tubes  C  and  11,  passing  through  the  deck  A  of  a  vessel  or 
other  closed  space,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  rotary  hollow  shaft  E,  with  channels  c,  apertures  gg\  and 
drums  G,  with  abutments  A,  in  combination  with  the  fan-blower  B,  or  its  equivalent  tubes  C 
and  U,  and  with  the  refrigerating  chamber  F,  constructed  and  operating  in  the  manner  and 
for  the  purpose  described. 

No.  31,997.— Thomas  Phillips,  of  Ann  Arbor,  Mich,— Improved  Handle  for  Hammers,— 
Patent  dated  April  9,  1861. — The  object  of  this  invention  is  to  prevent  the  jar  usually  given 
to  the  hand  and  arm  when  striking  a  heavy  blow  with  the  hammer. 

Claim. — Dividing  the  handle  into  two  parts,  and  applying  a  spring  (either  lever  or  spiral) 
in  such  a  manner  as  to  spread  the  two  parts  of  the  handle  apart,  allowing  them  to  spring 
together,  and  vice  versa,  when  a  blow  is  struck,  and  the  surrounding  of  the  whole  with  sobm 
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pliable  or  springj  aubstance,  as  India-rabber,  the  whole  being  arranged  as  described  for  the 
porposes  specified. 

No.  31,998. — Abraham  Quinn,  of  New  York,  N.  Y. — Improvement  in  Apparatus  for 
Distilling  Oils, — Patent  dated  April  9,  1861. — ^An  inverted  siphon  is  combined  with  the 
still  and  condenser,  so  as  to  enable  the  distilling  and  refining  of  the  oils  to  be  effected  at  one 
operation  by  the  same  heat)  without  the  use  of  agitators,  pumps,  or  analogous  machinery. 
It  also  serves  as  a  safety-valve  in  case  the  paraffiue  or  palm  oil  has  been  allowed  to  solidilV 
in  the  worm,  by  neglect  of  the  operator,  ana  also  as  a  vacuum  chamber,  to  prevent  oil  boil- 
ing over  from  the  still  into  the  condenser  and  mixing  with  distilled  oil  in  the  receiver.  It 
also  serves  as  a  means  of  running  back  a  portion  of  the  oil  to  the  still. 

Claim, — ^The  rectifier,  compost  of  the  inverted  siphon  E  F,  with  its  faucets  and  other 
appendages,  substantiaJiy  as  described,  applied  in  comoination  with  the  still  and  condenser, 
in  such  a  manner  as  to  be  capable  of  effectmg  the  several  operations  and  purposes  set  forth. 

No.  31,999. — George  P.  Reed,  of  Roxbury,  Mass.— Improved  Watch  Escapement, — 
Patent  dated  April  9,  1861. — ^This  invention  is  designed  to  combine  the  advantages  of  both 
the  lever  and  chronometer  escapements,  without  the  disadvantages  of  either. 

Claim, — So  applying  the  lever,  in  combination  with  chronometer  escapement,  that  the 
whole  impulse  given  to  the  balance  in  one  direction  is  transmitted  through  toe  lever,  and  the 
whole  impulse  in  the  opposite  direction  is  transmitted  directly  to  the  '^chronometer  impulse 
pallet,"  substantially  as  described,  locking  and  unlocking  the  scape  wheel  but  once  at  each 
and  every  impulse  given  by  said  wheeL 

No.  32,000.— Moses  T.  Ridout,  of  Milwaukie,  Wia.— Improved  Railroad  Indicator,-^ 
Patent  dated  April  9,  1861. — ^This  invention  consists  in  the  connexion  of  a  dial,  by  means  of 
suitable  mechanism,  with  the  axle  of  a  locomotive,  so  that  the  exact  locality  on  the  road  and 
the  distance  travell^  will  be  iudicated  on  the  dial.     On  returning,  the  dial  is  reversed. 

Claim, — Described  combination  and  arrangement  of  reversible  dial  plate  and  hand,  with 
its  actuating  mechanism,  substantially  as  set  forth. 

No.  32,001.— Horatio  Rodd,  of  Chestnut  Hill,  Pa.— /mprotJ«d  Linen  Smoother.— Fatent 
dated  April  9,  1861. — ^The  object  of  this  invention  is  to  smooth  and  glaze  linen  after  it  is 
washed,  by  means  of  a  roller  made  to  pass  over  the  linen,  which  is  placed  on  a  bed-pieee 
resting  upon  springs,  within  a  suitable  trame. 

Claim. — The  combination  and  arrangement  of  the  frame  aaa  a^  cross  bars  with  springs 
B  B,  the  bed  C  C,  the  roller  D,  the  bars  £  E,  the  drums  F  F,  and  the  bands  G  G,  substan- 
tially as  and  for  the  purpose  specified. 

No.  32,002.— Benjamin  Russell,  of  New  York,  N.  Y,-^Improved  Door  Bo/^— Patent 
dated  April  9, 1861. — The  button  by  which  the  bolt  is  moved,  instead  of  being  firmly  secured 
to  the  bolt,  is  made  to  move  in  and  out  freely  in  a  hole  in  the  body  of  the  bolt  and  a  short 
tube.  The  edge  of  the  bolt  opposite  the  tube  is  furnished  with  ratchet  teeth  and  a  drop  catch, 
by  which  means  the  bolt  may  oe  rendered  self-Iockixig  and  securely  fastened. 

Claim. — ^The  arrangement  of  the  sliding  button  C,  with  the  locking  pin  c'  and  inclined 
plane  d^  in  combination  with  the  drop  eaten  D  and  ratchet  teeth  e,  on  the  edge  of  the  bolt  A, 
constructed  and  operating  in  the  manner  and  for  the  purpose  specified. 

No.  32,003.— Edward  B.  Savage,  of  Cromwell,  Conn.— /wprorc^i  Mode  of  Attaching 
Gun  Stocks  to  Pistols. — ^Patent  dated  April  9,  1861. — The  clamping  dog  is  arranged  to  work 
as  a  lever  upon  a  fixed  fulcrum,  composed  of  a  boss  formed  on  a  brace  within  the  lock  frame. 
The  upper  part  of  the  dog  is  provided  with  a  hook,  bevelled  on  its  under  side  to  correspond 
with  the  bevel  of  the  neck  piece,  and  the  lower  part  of  the  dog  is  bent  and  tapped  to  receive 
a  screw  which  passes  through  a  slot  in  the  but  of  the  lock  frame  and  secures  the  parts  to- 
gether. 

Claim. — The  lever-like  and  longitudinally-moving  hooked  clamping  dog  C  and  its  set  screw 
D,  applied  in  connexion  with  the  lock  frame  of  a  pistol,  to  operate  in  combination  with  suit- 
able locking  devices  on  the  neck  piece  of  the  stock,  substantially  as  and  for  the  purpose 
specified. 

No.  32,004.— Isaac  D.  Seely,  of  Milford,  N.  Y,— -Improvement  in  Water  Wheels.— Fatent 
dated  April  9,  1861. — Directly  opposite  and  in  line  with  each  bucket  is  an  issue,  and  widiin 
the  cylinder  is  placed  a  stop  or  cut-off,  a  portion  of  which  is  of  curved  form,  concentric  with 
the  shaft,  and  having  a  position  at  the  ends  of  the  buckets  beneath  the  chute.  The  stop  or 
cut-off  is  designed  to  prevent  the  water  in  the  cylinder  from  passing  around  with  the  cylinder 
more  than  one  revolution,  for  the  purpose  of  obtaining  power  from  both  the  direct  and  react- 
ing foroe  of  the  water. 

^Uam* — The  stop  or  cut-off  E,  in  oonnezioQ  with  the  buckets  a\  cylinder  C,  and  chuteP, 
•Raaged  relatiV^  with  each  otb^  for  joint  operation,  as  described. 

H.  Ex.  Doe.  63 19 
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No.  32,005.-0.  W.  Sbelt,  of  Albanj,  N.  Y. "Improvement  in  the  ConMtmeHon  ef  SaU 
Kettles, — Patent  datod  April  9,  1861. — ^This  inventioii  consists  in  so  constructing  the  kettle 
that  the  greatest  beat  shall  be  concentrated  upon  the  middle  and  upper  part  or  strata  of  the 
liquid  to  be  treated,  and  that  the  salt,  as  fast  as  it  crjstalizes,  shall  descend  to  the  part  of  the 
kettle  which  is  below  the  fire,  and  that  the  heat  of  the  fire,  hy  being  concentrated  on  the  inner 
faces  or  sides  of  the  kettle,  shall  be  most  favorable  for  keeping  up  a  rapid  circulation  in  the 
boiling  liqnid. 

Claim. — ^The  combination  of  the  central  arch  B,  containing  the  fire  grate,  with  the  two 
Inverted  arches  at  6  6,  to  form  the  bottom  part  of  the  boiler  in  the  shape  represented  and  de- 
scribed, and  for  the  purpose  set  forth. 

No.  32,006.— Porter  Seward,  of  Chaserille,  N.  Y. — Improvement  in  Wagon  Brakes.^ 
Patent  dated  April  9, 1861. — 'this  invention  consists  in  so  arranging  a  crank-bar,  upon  which 
is  a  pulley,  in  connexion  with  the  draus^ht-pole,  that  upon  checking  the  horses  the  oackward 
movement  of  the  draught-pole  causes  the  crank-shafl  to  turn  and  wind  up  a  chain,  the  other 
end  of  which  acts  upon  a  lever,  to  which  the  brake-bar  is  attached.  The  rubbing  blocks  are 
pivoted,  so  that  in  backing  the  wagon  tbej  will  be  thrown  up  by  fiiction  of  the  wheels  upon 
their  surfaces,  and  allow  a  free  motion  of  the  wheels. 

Claim. — ^The  arrangement  of  the  crank  G,  pulley  e,  chain  /,  and  adjustable  rod  H,  with 
the  draught-pole  F,  lever  I,  spring  K,  brake  bars  J  J,  rods  g  g,  and  pivoted  rubbing  blocks 
•  n,  all  in  the  manner  and  for  the  purposes  shown  and  descrilwd. 

No.  32,007.— Henrt  L.  Shaw,  of  Milan,  C—hnprovement  in  Sewing  Madnnee. — ^Patent 
dated  April  9,  1861. — ^Attached  to  the  slide  is  k  bent  iarm  P  that  moves  in  a  slot  of  the  arm 
M  of  the  Ipoper.  Q  is  also  an  arm,  placed  differently,  to  work  in  another  slot  of  the  looper 
when  one  thread  only  is  used.  On  the  end  of  a  shaft  is  a  wheel  haviug  a  wrist  that  moves  in 
a  perpendicular  slot  of  the  slide  O,  the  revolution  of  which  wheel  g^ves  to  the  slide  a  hori- 
Eontai  motion  back  and*  forth,  which  is  conveyed  to  the  looper  by  the  ann  P.  With  this 
](K>por  two  threads  are  used,  while  with  the  looper  shown  in  Fig.  5  only  one  thread  is  used, 
for  forming  a  single  chain  stitch. 

Claim, — ^The  special  arrangement  of  the  slider  O,  operated  as  shown,  with  its  pins  P  and 
O,  for  the  purpose  of  operating  therewith  either  the  looper  shown  in  Fig.  4  or  that  shown  in 
Fig.  5,  to  make  a  single  or  a  double  chain  stitch,  in  the  manner  substantiidly  as  described. 

No.  32,008,— William  H.  Short,  of  Brooklyn,  N.  Y.— Improved  Inlet  for  Seicerf.— 
Patent  dated  April  9,  1861. — Tho  basin  head  forms  part  of  the  curbing  of  the  sidewalk.  The 
trap  box  is  placed  upon  the  brick  work  of  the  basin,  so  that  its  upper  edge  and  the  plate  or 
pan  are  in  the  gutter,  and  form  a  part  of  the  outside  of  the  curb.  The  mudsill  is  formed 
with  vertical  bars,  and  is  secured  in  and  to  the  trap  box ;  and  the  arched  curb  which  forms  a 
part  of  the  pavement  is  placed  upon  the  trap  box  and  keyed  to  it  by  Uie  grate  bars,  aecnred 
in  recesses. 

Claim,— ThQ  cast-iron  basin  head,  formed  of  the  trap  box  D,  mudsill  E,  and  arched  cnib 
G,  constructed  and  combined  in  the  manner  substantially  as  described,  for  the  purposes  set 
forth. 

No.  32,009.— Daniel  E.  Somes,  of  Biddeford,  Me,— Improvement  in  the  Method  of  Pre- 
serving  Meat. — Patent  dated  April  9, 1861. — ^Attached  to  the  building  in  which  the  articles  to  be 
cured  are  placed  is  an  air  duct,  within  which  is  arranged  a  fan-blower,  driven  in  any  conve- 
nient manner,  for  the  purpose  of  drawing  a  current  oi  air  from  the  atmosphere  at  a  point  as 
far  as  practicable  from  the  surface  of  the  earth.  ' 

Claim, — ^The  described  mode  of  curing  meats,  &c.,  by  cutting  off  side  currents  of  air  and 
introducing  into  the  building  a  cooler,  a  drier,  and  a  purer  air  than  that  near  the  surface  of  the 
earth,  substantially  as  and  for  the  purpose  specified. 

No.  32,010.— James  A.  Speer,  of  Manchester,  Pa.,  assignor  to  Wiluam  J.  Eank,  of 
same  place. — Improvement  in  Cultivators, — Patent  dated  April  9,  1861. — ^Attached  to  the 
draught  beam  and  standard  is  a  second  curved  beam,  provided  with  lugs,  to  which  a  scraper 
may  be  attached.  The  several  attachments  of  the  second  beam  and  scraper  are  made  oj 
bolts  passing  through  slots  and  secured  by  nuts,  by  which  means  the  point  of  the  draught 
beam  and  the  scraper  may  be  raised  aad  lowered. 

Claim, — ^Tbe  arrangement  of  the  draught  beam  a,  second  beam  e,  scraper  d,  and  slots  1  2 
3  and  z,  when  constructed  substantially  as  described,  for  the  purpose  set  fbrth. 

No.  32,011.- David  Stewart,  of  Annapolis,  Md.— Improvement  tn  Coffee'Pots,—VsAeDA 
dated  April  9,  1861. — ^Upon  the  under  side  of  the  strainer,  at  the  bottom  of  the  biggin,  is 
stretched  a  second  strainer,  made  of  a  disk  of  flannel,  the  lower  edge  of  the  biggin  extending 
downward  a  little  below  the  strainer,  so  as  to  leave  a  space  between  the  two  strainers.  The 
flannel  strainer  is  held  In  place  bv  means  of  a  tin  collar,  so  fitted  as  to  project  below  the 
strainers  and  elevate  them  above  the  bottom  of  the  coffee-pot.  A  flannel  strainer  is  siso 
placed  below  tho  upper  edge  of  the  biggin,  the  edges  of  the  strainer  projecting  upward,  near]/ 
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in  contact  with  the  snrfiMe  of  the  cone.  Tbe  flannel  that  dips  into  the  h!ggin  above  serree 
to  conduct  the  condensed  steam  from  the  condensers,  and  spreads  it  over  tbe  magma,  so  as  to 
keep  np  a  series  of  cohobations,  the  extremities  of  the  flannel  catching  the  drops  as  they 
descend  from  the  condenser. 

Claim, — Combining  such  a  biggin  with  a  chamber  of  decoction  and  chamber  of  condensa- 
tion«  in  which  the  water  of  condensation  is  returned  to  the  magma  in  the  manner  set  forth. 

No.  32,012.— Jacob  J.  Storer,  of  Philaddphia,  Th.-^Improvemmt  in  Desulphurizing 
Coal  and  Ores. — Patent  dated  April  9,  1861.— The  cool  or  ores  to  be  desulphurized  arc  placed 
in  a  receptacle  connected  by  a  pipe  with  a  vessel  in  which  are  placed  the  chemical  ingiedients, 
consisting  of  carbonate  of  ammonia,  sal  ammoniac,  carbonate  of  potash,  and  quick-lime. 
Connected  also  by  a  pipe  with  this  vessel  is  a  steam-boiler^  from  which  steam  is  made  to  pass 
through  the  chemical  ingredients,  by  which  it  is  impregnated,  and  thence  into  the  coal  or  ore, 
which  thus  become  desulphurized. 

Claim, — ^The  employment,  in  the  manner  spedfled,  of  ammonia  in  connexion  with  steam 
in  the  process  of  desulphurizing  coal  and  ores. 

•  No.  32,013.— Charles  F.  Taylor,  of  New  York,  N.  Y,^rmprinfement  in  Apparatus  for 
Reducing  Spinal  Curvatures, — Patent  dated  April  9,  1861. — ^This  apparatus  is  so  constructed 
•a  to  enable  the  patient  to  place  himself  in  a  state  of  repose  in  such  a  position  as  to  force 
apart  the  narrow  edges  and  press  together  the  wide  edges  of  the  joints  of  the  bones  of  the 
vertebra,  for  the  purpose  of  reducin^^  the  curvature. 

Claim. — First,  the  combination  of  the  bench  1,  adjustable  supports  3,  and  adjustable  pad 
or  strap  4,  substantially  as  described,  and  in  such  a  manner  as  to  accomplish  itie  purpose  set 
forth. 

Second,  the  head-rest  represented  in  Fig,  4,  constructed  as  described,  by  which  the  weight 
of  the  head  is  made  to  exert  a  pressure  upon  one  shoulder,  and  a  lifting  force  under  the  other, 
fubstantially  as  described. 

No.  32,014.— Charles  F.  Taylor,  of  New  York,  N.  Y. ^Improvement  in  Apparatus  for 
Reducing  Spinal  Curvatures. — Patent  dated  April  9,  1861. — ^This  invention  consists  in  the 
combination  of  two  posts  fitted  with  sliding  rests  or  bearings  for  the  body,  one  of  which  is 
hinged  to  the  floor,  and  the  other  either  hing^  or  stationary.  In  connexion  with  the  above 
is  a  third  post,  hinged  to  tbe  floor,  and  provided  with  a  slide  and  pad  which  fits  under  the  arm 
of  the  patient,  holdmg  him  bent  over,  so  that  the  muscles  on  the  concave  of  the  spinal  column 
shall  be  extended. 

Claim. — First,  the  combination  of  the  posts  1  and  6  with  their  adjustable  supports  8  and  2, 
one  being  hinged  to  the  floor,  to  allow  of  lateral  adjustment,  and  the  other  eitherliinged  to  the 
floor  or  stationary,  as  may  be  desired,  the  whole  being  constructed,  combined,  and  arranged 
substantiallv  as  set  forth. 

Second,  the  combination  with  the  two  posts  1  and  6,  and  their  adjustable  supports  8  and  2, 
ci  a  third  poet  16,  constructed  in  a  similar  manner  to  the  first  two,  and  hinged  at  the  bottom, 
aa  and  for  the  purpose  set  forth. 

No.  32,015. — Charles  F.  Taylor,  of  New  York,  N.  Y. — Improvement  in  Apparatus  for 
Reducing  ^inal  Curvatures. — ^Patent  dated  April  9,  1861. — ^This  invention  consists  in  a 
device  by  which  the  weight  of  tbe  body  may  be  supported  by  the  hands  upon  two  points  of 
support,  the  relative  heifrnt  of  which  may  be  gradually  changed,  while  at  the  some  time  the 
body  is  also  supported  latently  by  a  fixed  bearing  opposite  to,  ahd  on  the  outside  of,  the 
curvature. 

C/atm.— The  combination  of  the  vibrating  upright  or  support  2,  pad  6,  and  handles  7  and 
8,  substantially  as  described,  for  the  purpose  set  forth. 

No.  32,016.— W.  R.  Thomas  and  M.  Emanuel,  Jr.,  of  Catasanqua,  Pa. — Improvement  in 
Composition  for  Blasting  Powder. — ^Patent  dated  April  9, 1861. — ^This  invention  is  explained 
by  the  claim. 

Claim. — ^The  composition  or  blasting  powder  made  of  nitrate  of  soda,  flower  of  sulphur, 
ground  bark,  and  water,  in  the  proportions  and  manner  set  forth. 

No.  32,017.— Grant  B.  Turner  and  James  A.  Vaughn,  Cuyahoga  Falls,  O.— Improve-- 
ment  in  Grain  Separators. — ^Patent  dated  April  9,  1861. — ^This  invention  will  be  understood, 
by  reference  to  the  engraving  and  claim. 

Claim. — ^The  combination  of  the  series  of  screens  inclined  in  one  direction  and  the  series  of 
directing  boards  inclined  in  an  opposite  direction  with  the  receiving  boxes  and  fan-blast,  and 
a  shake  motion,  substantially  as  and  for  the  purpose  set  forth. 

Also,  a  device  for  giving  a  rapid  shake  motion  to  the  riddles  or  screens,  without  jarring 
them,  on  eccentric  and  yoke,  constructed,  arranged,  and  operating  as  described  and  represented. 

No.  32,018.— Thomas  G.  Voorhis  and  William  B.  Whiteman,  of  New  York,  N.  Y.— 
tmproved  Mosquito  As<.— Patent  dated  April  9,  1861.— The  cam  catch  if  attached  to  the 
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centre  rod  of  tbe  frame  through  which  the  snapending  cord  of  the  net  is  returned,  and  consists 
of  a  weighted  hook  which  admits  of  the  cord  l^ing  easily  drawn  down  and  holds  it  in  position. 
Claim. — The  combination  of  the  cam  catch  D  wiUi  the  jointed  frame  cuad  netting,  as  de- 
Bcril}ed  and  for  the  purpose  set  forth. 

No.  32.019.— Samuel  H.  Walker  and  Matthew  C.  Walker,  of  Boston,  Mass. — 

frnprovement  in  Gas  Retorts. — Patent  dated  April  9,  18C1. — This  retort  is  more  particularlj 
designed  for  generating  gas  from  melted  rosin  or  other  hydro-carbons,  and  the  inventioi^  con- 
sists iu  making  the  reiort  of  larger  calibre  and  with  greater  generating  suriBce  at  the  middle 
of  its  length,  and  decreasing  in  Calibre  towards  both  ends,  for  the  purpose  of  obtaining  a  more 
uniform  distribution  of  heat  throughout  the  length  of  the  retort. 

Claim. — A  horizontal  retort  forl^^d  with  a  flat  bottom  and  cjlindrical  flanged  ends,  and 
tapering  gioduallj  in  size  tirom  the  centre  toward  each  end,  in  the  manner  shown  and  described 
and  for  the  purposes  explained. 

No.  32,020.— George  R.  Wilmot,  of  West  Meriden,  Conn.— /mproM^  Head  of  Screw* 
and  Tacks. — Patent  dated  April  9,  1801. — ^This  invention  consists  of  an  elastic-headed  screw 
or  tack,  made  bv  drawing  a  piece  of  India-rubber  into  a  metallic  ring  in  such  a  manner  as  to 
compress  tbe  rubber  in  the  rinp^  and  cause  its  adhesion  to  the  metal,  while  at  the  same  time 
the  mbber  which  extends  outside  of  tbe  rinff  and  forms  the  elastic  head  is  allowed  to  expand 
and  give  the  proper  size  of  material  for  the  head,  and  the  rec^uisite  elasticity  alsa 

Claim. — The  screw  or  tack  described,  as  a  new  aiticle  of  manufacture,  when  constmcied 
in  the  manner  descnbed,  and  involving  the  features  of  advantage  and  novelty  set  forth. 

No.  32,021.— Joseph  H.  Winsor,  of  Providence,  R.  I. — Improvement  in  Machines  Jhr 
Tcntering  and  Drying  Cloth. — Patent  dated  April  9,  1861. — This  invention  consists  of  an 
apparatus  by  which  the  cloth  is  made  to  travel  through  a  more  or  less  circuitous  path,  by 
meaus  of  teutcr  hooks  attached  to  au  endless  chain,  so  arranged  that,  during  the  first  portion 
of  its  travel  only,  the  cloth  shall  be  subjected  to  a  gradually  increasing  strain;  in  connexion 
with  which  is  a  hollow  shaft  of  sufficient  size  to  enclose  the  cloth  in  its  passage  while  on  the 
tenter  hooks,  through  which  shaft  is  made  to  flow  a  continuous  stream  of  heated  air.  The 
machine  by  which  the  cloth  is  stretched  is  placed  upon  the  top  of  a  hollow  shaft  of  brick-work, 
at  the  lower  part  of  which  is  a  furatice. 

Claim. — ^A  machine  for  tentering  textile  fabrics,  constructed  substantially  as  described, 
combiLcd  with  and  travelling  in  a  hollow  vertical  shaft  through  which  a  continuous  cuirent 
of  heated  air  is  passing,  substantially  as  described. 

No.  32,022.— Seum  E.  Woodworth,  of  Mnrphy*s,  C&l.— Improved  Amalgamator.— 
Patent  dated  April  9,  1861. — In  the  operation  of  tliis  apparatus,  tne  tailings  from  quarti 
mills,  ^'C,  are  received  into  the  globe  tnrough  the  longer  tube  E  upon  the  mercury  at  the 
bottom.  The  superabundant  mass  of  water  and  other  material  will  pass  off  through  the  outer 
tube  B  over  the  table,  the  precious  metal  being  deposited  in  the  mercury. 

Claim. — An  air-tight  vessel  A,  partially  fflled  with  mercury,  in  combination  with  two 
concentric  tubes  B  E  and  table  C,  all  constructed  as  and  for  the  purposes  described. 

No.  32,023.— Theodore  Burr,  of  Battle  Creek,  Mich.,  assignor  to  Himself,  Augustus 
Rower,  and  Parcel  Brinkerhoff,  of  Michigan. — Improvement  in  Sewing  Machines. — 
Patent  dated  April  9, 1861. — ^Tliis  machine  is  designed  for  making  button-holes.  Fitted  upon 
the  main  shaft  is  a  cam  which  operates  two  levers  passing  up  vertically  through  the  frame  and 
crossing  each  other  at  or  near  their  centi-es,  at  which  point  they  are  pivoted  to  the  frame,  so 
as  to  allow  a  movement,  by  the  action  of  the  cam,  which  presses  forward  the  horizontal  shaft 
K,  placed  in  a  slot'  in  the  centre  of  the  stand  and  secured  by  means  of  two  boxes,  so  as  to 
allow  a  longitudinal  and  rotating  movement  of  the  shaft.  This  shaft  is  provided  at  its  end 
with  two  prongs,  each  of  which  is  forked,  and  which  catch  the  thread  from  the  needle  and 
cany  it  in  line  with  tbe  hook-fork  t,  over  which  the  upper  prong  is  turned,  so  that  in  raising 
the  book-fork  t  the  loop  is  brought  up  through  the  button-hole  and.  bv  means  of  a  spring, 
thrown  under  the  needle,  where  it  is  held  until  the  needle  passes  through  the  slot  in  the  nooE- 
fork  t  and  secures  the  loop  thus  formed. 

Claim. — The  combination  of  the  cam  G,  the  levers  H^and  t,  operating  upon  the  horizontal 
shaft  K,  having  forked  prongs  d  d  and  b  6,  and  spiral  twist,  and  the  fork  a,  as  described  and 
for  the  purpose  set  forth. 

Also,  the  cog  or  spur  F,  in  combination  with  the  shaft  E,  provided  with  feathers  R  R  and 
hook-fork  P,  operated  upon  by  spring  o,  substantially  as  ana  for  the  pm^jose  set  forth. 

No.  32,024.— J.  A.  De  Brame,  of  New  York,  N.  T.,  assignor  to  Benjamin  Ournbt,  of 
same  place. — Improvement  in  Skates. — Patent  dated  April  9,  18G1. — Upon  a  stud  secured  to 
the  slvate-iron  is  a  plate,  on  the  upper  surface  of  which  are  cast  one  or  more  hooks  turned 
backward  and  fitting  in  slots  in  the  front  part  of  the  sole  of  the  boot.  Near  the  rear  end  of 
the  runner  is  another  stud  and  plate  with  a  pin  projecting  upwardly  into  tbe  heeL  To  a  block 
secured  to  the  heel-plate  is  attached  a  spring  projecting  upwardly  and  provided  with  a  hooked 
projection  which  fits  into  a  hole  in  the  heel,  by  which  means  the  skAte  is  secnrely  fastened  to 
Ihe  boot 
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Claim, — ^Fint,  the  book  or  hooks  a  tamed  backward,  as  shown  and  described  in  Fig.  1  of 
the  drawings,  in  combination  with  the  heel-spur  or  spars  £,  fitting  loosely  into  a  hole  made  in 
the  heel  of  the  boot  for  the  purpose  of  retaining  the  nook  a  in  its  plate,  as  set  forth. 

Second,  combining  with  the  hook  a  and  hcel-spurc,  the  spring-latch  d  e,  when  the  latter  is 
arranged  on  the  back  part  of  the  heel  of  the  boot  and  catches  into  a  recess  in  said  heel,  as 
Bet  forth. 

No*.  32,025. — John  Fowler,  jr.,  of  Leeds,  formerly  of  Havering,  England,  assignor  to 
WUJJAM  Penn  Tatham,  of  Philadelphia,  Ta,— Improvement  in  Machinery  for  Ploughing 
and  Tilling  La]i(f.~Patented  in  England,  September  8, 1856.— Patent  dated  April  9, 1861.— 
This  invention  relates  to  an  improvement  in  ploughs  whiqh  &n)  operated  by  steam  power,  and 
is  applied  to  a  machine  havin^^  two  gangs  of  ploughs  attached  to  and  carried  by  a  tiltiug 
frame  which  vibrates  on  an  axis,  so  that  when  one  gang  is  brought  down  into  action  the  other 
is  lifted  up  clear  of  the  land.  The  invention  consists  in  combining  with  the  above  a  steering 
apparatus,  by  a  mechuiism  which  enables  the  operator  while  riding  on  the  machine  to  change 
at  will  the  direction  of  the  motion  in  ploughiug. 

Claim, — Combining  the  pulley  on  the  ancnor  carriage,  which  receives  motion  from  the 
engine  by  the  pulling  of  the  ploughs  or  other  implements,  with  the  drum  that  operates  the 
anchor  rope  by  means  of  the  intermediate  mechanism  described,  or  any  equivalent  therefor, 
as  described  and  for  the  purpose  set  forth. 

No.  32,026. — John  Fowler,  jr.,  of  Leeds,  formerly  of  Havering,  England,  assignor  to 
William  Penn  Tatham,  of  Philadelphia,  Pa. — Improvement  in  Machinery  for  Ploughing 
aud  Tilling  Land  by  Steam. — Patented  in  England,  September  8, 1856. — Patent  dated  Apnl 
9,  1861. — This  invention  relates  to  that  class  of  machines  for  ploughing  by  steam  power  in 
which  the  locomotive  engine  moves  at  intervals  along  one  edge  of  the  field,  and  ropes  pass 
from  the  engine  to  and  around  a  pulley  attached  to  an  anchor  moved  at  intervals  along  the 
opposite  edge  of  the  field.  Tbe  ooject  of  the  invention  is  to  move  the  anchor  by  the  power 
at  the  engine  at  the  opposite  side  of  the  field,  by  combiuins^  with  tbe  pulley  on  the  anchor 
carriage  aroand  which  the  rope  passes  to  operate  the  ploughs,  and  with  the  drum  of  a  rope 
connected  with  an  anchor,  an  interposed  mechanism  to  operate  the  said  drum  at  the  requiied 
hitervals  to  advance  the  anchor  carriage  by  the  motion  of  the  pulley  derived  from  the  engine. 

C/aim.— Combining  with  the  central  pair  of  sustaining  wheels  and  with  the  frame  ^Thich 
carries  the  two  gangs  of  ploughs  or  other  tilling  instruments  a  steering  apparatus,  substan- 
lUlly  as  descril^ 

No.  32,027. — John  Fowler,  jr.,  of  Leeds,  formerly  of  Havering,  England,  and  David 
Greio,  of  Leeds,  England,  assignors  to  Wiluam  Penn  Tatham,  of  Philadolpbia,  Pa.— 
Improvement  in  Maehtnery  for  Ploughing  and  Tilling  Land, — Patented  in  England,  Feb- 
Toary  28,  1856. — Patent  dated  April  9,  1861. — The  oQect  of  this  invention  is  to  avoid  the 
necessity  of  turning  the  ploughs  at  the  end  of  each  course  across  the  field,  and  it  consists  in 
mounting  two  gangs  of  ploughs,  or  other  tilling  instruments,  in  suitable  frame-work  Mid 
connectiug  them  with  a  pair  of  sustaining  and  gauging  wheels  interposed  between  two  gangs 
of  instruments,  when  combined  with  pulling  ropes  and  means  of  attachment  thereto,  so  that 
the  ploughs  may  be  drawn  across  the  field  alternately  in  opposite  directions,  and  at  the  end 
of  each  course'  be  lifted  out  of  action,  and  the  other  set  brought  into  action  for  the  reverse 
course,  without  turning  the  implements  or  disconnecting  them  Irom  the  pulling  ropes. 

Claim. — ^Mounting  two  gan^  of  ploughs  or  other  tilling  instruments  in  suitable  frame- 
work, and  connecting  them  with  a  pair  ofsustaining  and  gauging  wheels  interposed  between 
the  two  gangs,  substantially  as  described,  when  this  is  combined  with  the  pulling  ropes  or 
chains  and  suitable  means  of  attachment  thereto,  substantiaUv  as  described,  so  that  by  the 
operation  of  an  engine  on  one  side  of  a  field  and  suitable  oncnoring  apparatus  at  the  other 
side,  the  said  instruments  can  be  drawn  across  the  field  alternately  in  opposite  directions,  as 
described. 

Also,  mounting  the  frame  which  carries  the  two  opposite  gan^  of  instruments  on  a  central 
axis  so  that  it  may  be  tilted  thereon,  substantially  as  described,  in  combination  with  the  mode 
cf  connecting  the  ropes  or  chains  with  the  said  tilting  frame,  or  the  equivalent  thereof,  on 
opposite  sides  of  the  axis  of  vibration,  as  described,  so  that  by  reversing  the  pull  on  the  ropes 
the  firame  shall  be  tilted  to  lift  one  eang  out  of  action  at  the  end  of  each  coarse  and  dnw 
iown  into  action  the  other  gang  for  the  return  course,  as  set  forth. 

No.  32,028.— Benjamin  F.  Hooper,  of  Birmingham,  Conn.,  assignor  to  Eu  N.  Bald- 
win, of  Huntington,  Conn. — Improved  Machine  fir  making  Braces  for  Carriage  Tops, — 
Patent  dated  April  9, 1861. — ^This  invention  consists  in  making  joints  for  the  braces  of  carriage 
tops,  Ac,  by  means  of  a  pair  of  clamping  dies  which  gripe  the  bar  of  iron  and  hold  it,  while 
tibe  eM  is  forged  and  swaged  into  the  form  required  by  a  series  of  traversing  dies  operated  in 
saccession  for  that  purpose. 

Claim, — ^The  clamping  dies,  in  combination  with  the  swaging  or  shaping  dies  working  in 
foocQSsion,  substantially  as  described,  for  the  purpose  set  forth. 
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No.  32,039.— Chester  L.  Johnson,  of  Little  FaUb,  N.  Y.,  assizor  to  Allen  M.  Colter, 
of  Albion,  Mich.— Improvement  in  Rotary  Ptimpf.— Patent  dated  April  9,  1861.— This  in- 
vention consists  in  making  the  pistons  or  yriugs  with  curred  sides  thinner  in  the  middle, 
combined  with  a  cylinder  eccentric  to/ but  within  the  pnmp  case,  so  that  the  said  pistonft 
passing  through  slots  in  the  inner  cylinder  are  tight  within  said  slots  but  do  not  bind  tnerein. 

Claim. — ^The  pistons  H  H,  passing  throngh  the  cylinder  I,  and  reyolring  around  a  centre 
6,  in  the  manner  specified,  when  said  pistons  H  H  are  formed  thinner  in  the  middle  and  witli 
the  curved  sides,  for  the  purposes  and  as  specified. 

No.  32,090.— George  W.  Martin,  of  Morrisania,  N.  T.,  assiguor  to  Himself  and  Wiluaxc 
8HEPPARD,  of  Tremont,  Fh.— Improvement  in  Pumpt.— Patent  dated  April  9,  1861.— This 
invention  consists  in  the  combination  of  a  vessel  in  which  air  is  compressed,  with  pipes  and 
valves  arranged  In  such  a  manner  that  upon  compressing  the  air  m  said  vessel,  which  is 
effected  by  a  valve  operated  by  the  foot,  the  water  will  bo  forcod  up  and  discharged,  and  then 
upon  allowing  the  air  to  expand  by  means  of  a  spring  which  forces  up  the  valve  the  water 
win  again  be  drawn  into  the  pipe.  The  upper  end  of  the  reservoir  is  open,  and  deflecton 
are  placed  within  it  to  prevent  the  water  from  being  thrown  out  at  the  top. 

Claim.— The  pipes  b  and  c,  valves  ii  and  o,  arranged  as  specified,  in  combination  with  the 
air-vessel  d  and  piston  e,  for  the  purposes  and  as  set  forth. 

Also,  in  combination  therewith,  the  arrangement  of  the  deflectors  /  and  m,  in  the  reserrolr 
A,  for  the  purposes  specified. 

No.  33,031.- Alvin  Childs  Mason,  of  Springfield,  Yt.,  assignor  to  Himself,  H.  H.  Ma* 
80N,  and  D.  M.  Smith,  of  same  place. — Improvement  in  Hook»  and  Eyee. — Patent  dated 
April  9,  1861. — ^This  invention  consists  in  having  the  end  of  the  snap  or  spring-guard  bent  so 
as  to  extend  obliquely  into  a  loop  or  opening  in  the  hook,  for  the  purpose  of  preventing  the 
hook  from  catching  against  the  end  of  the  snap  as  it  is  disengaged. 

Claim. — The  forming  of  the  snaps  or  spring-guards  c  with  bent  ends  dy  which  extend  into 
openings  e  in  the  hooks  at  the  back  of  tho  bills,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,032.— James  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  Merrill  Patent  Fire- 
arm Manufacturing  Company,  of  same  place. — Improvement  in  Breeck'Loading  Firo' 
arms. — Patent  dated  April  9,  ]861.^This  invention  consists  in  not  oidy  having  shouldera 
upon  the  main  lever  that  lock  in  with  shoulders  on  tho  gun  casing,  but  also  in  having 
shoulders  upon  the  levers  themselves,  which  interlock  when  the  gun  is  charged  and  dis- 
charged for  the  purpose  of  additionally  bracing  the  breech-plug  against  recoil,  which  is  thus 
broken  or  divided  upon  several  points. 

Claim. — ^The  combination  of  the  shoulders  upon  the  levers  and  upon  the  casing  of  the  gun 
to  take  the  recoil  of  the  breech-plug  upon,  instead  of  allowing  it  to  come  entirely  upon  th^ 
pivots,  and  for  security  against  the  springing  up  of  the  lever,  substantiaUy  as  described. 

No.  32,033.— James  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  Merrill  Patent 
Fire-arm  Manufacturing  Company,  of  same  plaob.— Improvement  ui  Breeeh-Loading 
Fire-arms. — Patent  dated  April  9,  1861. — ^The  claim  and  engraving  will  explain  the  nature 
and  object  of  this  invention. 

Claim. — First,  in  combination  with  the  lever  by  which  the  breech  is  opened  and  closed,  » 

E rejection  upon  or  over  which  the  hammer  rests  when  down  upon  the  nipple,  to  prevent  said 
iver  from  rising  or  opening  the  breech  accidentally,  substantiallv  as  described. 
Second,  in  combination  with  the  lever  by  which  the  breech  of  the  gun  is  opened  and  dosed, 
A  projection  which  extends  under  tho  cap  when  on  the  nipple,  so  that  the  raising  of  said  krer 
preparatory  to  recharging  the  gun  shall  throw  off  the  exploded  ci^  and  leave  the  nipple  fn% 
fur  a  fresh  cap,  substantially  as  described. 

No.  32,034.— Lanodon  Sawyer,  of  Springfield,  Yt.,  assignor  to  Himself  and  A.  M. 
Billings,  of  Wethersfield,  Vt — Improved  Shade  or  Curtain  Roller. — Patent  dated  April  9, 
1861. — The  rod  under  which  the  netting  or  shade  passes  from  a  spring  roller  is  made  MJusW 
able  longitudinally,  and  to  its  ends  are  secured  plates  or  brackets  on  which  the  spring  roller 
has  its  bearings,  so  that  the  roller  and  bearing  plates  may  be  extended,  and  thus  adapted  to 
and  secured  within  window  frames  of  varying  widths. 

C^oim.- M^ng  tho  rod  or  roller  G  so  that  it  can  be  extended  or  contracted  longitudinaUy, 
when  the  same  is  combined  with  the  other  fixtures  for  operating  the  shade  or  netting,  substan- 
tially as  and  for  the  purposes  described. 

No.  3^,035.— James  O.  Whttcomb,  of  New  York,  N.  T.,  assignor  to  Himself  and  Joseph 
DODIN,  of  same  place. — Improvement  in  Hemmers  for  Hand-Setoing — ^Patent  dated  April  9. 
1861. — ^This  hcmmer  is  composed  of  two  plates  and  a  flexible  strap,  one  plate  being  atMbhed 
to  the  other,  which  is  of  such  a  form  that,  by  aid  of  the  strap  placed  on  the  thumb,  it  may 
be  held  in  the  left  hand  so  Uiat  the  cloth  to  bo  hemmed  ma^  do  worked  freolv  through  it  by 
that  hand  to  effect  the  folding  of  the  htm,  as  fast  as  the  stitching  is  proceeded  with,  by  Hlq 
needle  used  in  the  ri^^t  han£ 
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Claim, — ^Fuvt,  the  plate  A,  with  its  rest  e,  tongue  e,  and  thumh-strap  B,  for  holding  the 
folder  C,  and  supporting  the  fabric  while  the  hem  is  folded,  substantially  as  described. 

Second,  proYidlog  an  opening  i  i  in  the  scroll  of  the  folder  for  the  admission  of  the  end  of 
the  thumb,  substantially  as  ana  for  the  purpose  specified. 

No.  32,036.— Hunter  Davidson,  of  United  .States  'Savj. —Improved  Hook  for  Attaching 
and  Detaching  Boats  from  their  Davits, — Patent  dated  April  9,  1861. — The  catch  is  made  to 
fall  back  to  its  place,  after  the  ring  has  passed  its  upper  end,  by  the  weight  of  its  lower  end. 
The  strap  is  designed  for  a  bolt  to  pass  through  it  and  the  breast-hook  of  the  boat,  so  as  to 
prevent  too  great  a  strain  upon  the  lower  bolts. 

Claim, — ^The  catch  C,  the  strap  S,  and  the  particular  form  of  hook  which  permits  it  to  be 
fitted  to  the  boat*B  stem  or  stem  post,  so  as  to  agree  exactly  with  their  usual  outlines,  the 
whole  combined  and  arranged  as  described. 

Noi  32,037. — Joseph  D.  Alvord,  of  Bridgeport,  Conn. — Improvement  in  Binder-Guides 
for  Sewing  Machines, — Patent  dated  April  16,  1861. — ^Tbis  invention  is  desired  to  facilitate 
the  setting  of  the  g^ide-lips,  and  it  consists  in  combining  the  guide-lips  with  a  stock,  which 
16  separate  from,  the  stock  of  the  binding-turner,  so  that  all  the  lips  may  be  set  at  one  operiw 
tion  to  operate  upon  binding  of  any  width ;  or  all  the  guido-lips  may  he  permitted  to  retain 
their  position  in  reference  to  the  needle,  while  the  binding-turner  is  sot  at  one  operation  iu  a 
proper  position,  with  reference  to  all  the  guide-lips,  to  turn  binding  of  any  width.  The  in* 
vention  also  consists  in  combining  the  guide-lips  with  a  prosser-foot  by  means  of  one  common 
stock,  so  that  all  that  is  necessary^to  apply  tbe  binder-guide  to  the  sewing  machine  is  to  dis- 
place the  us;ual  presser-foot  of  the  machine  and  the  plain  guide,  and  apply  the  binder-guide 
in  place  of  the  latter,  with  the  certainty  of  having  the  ^ic&lips  and  bmding-tumer  in  their 
positions  in  reference  to  the  needle  and  acting  presser-ioot,  which  is  then  the  supplementary 
presser-foot  of  the  binder-guide. 

Claim. — The  combination  of  the  guide-lips  of  a  binder-p^ide  with  a  common  stock  that  is 
aepcurate  from  the  stock  of  the  binding-turner,  so  that  the  lips  need  not  be  separately  adjusted 
wnen  the  instrument  is  to  be  set  to  apply  binding  of  a  dififerent  width  to  an  article  to  be 
bound,  substantially  as  set  forth. 

Also,  the.combination  of  the  stock  of  the  guide-lips  of  a  binder-^ide  with  a  presser-foot 
which  is  independent  of  that  of  the  sewing  machine  to  which  the  bmder-guide  is  to  be  ap- 
plied, substantially  as  set  forth. 

No.  32,038.— jA»fES  Armstrong,  of  Dobbinsvilie,  N.  C— Improvement  in  Oj^rating 
Pumps, — Patent  dated  April  16,  1861. — Tbe  pumps  are  operated  by  a  person  sitting  in  a 
chair  attached  to  a  pendulum  bar.  The  foot  of  the  person  striking  a  stop  oar  causes  a  back- 
ward movement,  which  is  limited  by  the  action  of  a  coiled  spring  attached  to  the  futei*um 
of  the  pendulum  and  the  frame. 

Claim. — ^The  combination  of  a  pendulum  A  and  chair  F,  spiral  spring  B,  and  stop-rod  Q, 
with  a  lever  or  levers  J  J  A\  and  two  or  more  pumps,  arranged  and  operating  substantial^ 
as  and  for  Uie  purposes  set  forth. 

No.  32,039.— John  R.  Armstrong,  of  Kendallsville,  Ind,— Improvement  in  Steam  En- 
gines.— ^Patent  dated  Api^^  ^^*  1^1- — ^^^  steam  cylinder  is  of  oblong  quadrangular  form, 
having  three  sides  of  its  body  made  of  a  single  casing.  The  piston  rods  are  arranged  one 
near  each  of  the  two  narrow  sides  of  the  cylinder,  and  have  secured  to  them  tho  slotted 
cross-head,  which  is  worked  by  a  crank-wrist  on  the  wrist-plate.  To  the  crank-wrist  is  at- 
tached an  eccentric  wrist  for  the  purpose  of  working  a  slide  valve  arranged  in  a  chest  attached 
to  the  cylinder  for  admitting  steam  alternately  above  and  below  the  piston. 

Claim. — ^The  arrangement  of  the  piston  rods  d  d,  and  piston  D,  with  the  slotted  cross-head 
£,  wrist-plate  H,  wrists  e  A,  valve-rod  t,  and  oblong  steam  cylinder  A,  all  as  shown  and 
described  for  tbe  purposes  set  forth. 

No.  32,040.— F.  M.  Bacon,  of  Ripon.  Wis.,  and  Joseph  Fowler,  of  Hartland,  Wis.— 
Improvement  in  Seeding  Machines. — ^Patent  dated  April  16,  1861. — ^To  tbe  lower  pajt  of  the 
seed  box  near  each  end  are  attached  troughs,  in  one  of  which  is  the  bearing  of  a  shaft.  On 
this  shaft  are  two  wheels  rotating  within  the  troughs,  each  wheel  having  in  it  a  slot,  and  in 
each  slot  the  outer  side  of  a  seed  cup  is  fitted  and  allowed  to  slide  freely.  The  back  parts  of 
the  cups  are  attached  to  a  circular  plate  secured  by  screws  passing  through  a  slot  in  the  plate, 
by  which  means  it  may  be  adjusted,  and  the  capacity  of  the  cup  be  increased  or  diminished 
as  required.  To  the  ends  of  the  troughs  is  attached  a  seed-scattering  board  grooved  on  its 
inner  surface,  and  on  the  upper  parts  of  the  troughs,  in  front  of  the  wheels,  are  placed  double 
inclined  blocks,  serving  to  deflect  the  seed  upon  the  scattering  board.  In  the  rear  of  the  main 
axle  is  a  shaft  upon  which  is  a  series  of  short  bars  connecting  with  the  bars  that  carr^*  the 
covering  teeth,  so  arranged  as  to  fdlow  an  independent  motion  to  each  of  the  latter,  and  at  the 
same  time,  by  means  ot  a  lever  under  control  of  the  driver,  they  can  all  be  raised  from  the 
ground  at  once.  An  adjusting  plate,  provided  with  holes  into  which  pins  are  passed,  serv^ 
to  regulate  the  depth  of  the  teeth  in  the  ground. 
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Claim, — ^The  arrangement  of  the  graduated  a^nstable  plates  K  with  the  tangentiallj 
moving  seed-cups  J,  and  wheels  I,  substantiallj  as  shown  and  described,  whereby,  hy  moving 
the  said  plates  k,  all  the  cups  will  be  simultaneoosly  adinsted  and  regnlated,  as  set  forth. 

Also,  tbe  arrangement  with  the  seed-wheels  I  I,  and  troughs  D  D,  of  the  self-adjusting 
step-like  suspends  seed-scattering  board  li,  inclined  board  N,  and  blocks  M,  the  whole  eon- 
structed  and  shown  and  described  for  the  purposes  set  forth. 

Also,  the  arrangement  of  the  adjusting  plaites  U,  bars  P  W,  teeth  #,  and  shaft  Q,  with  the 
lever  X,  swinging  bars  R,  shaft  T,  and  frame  A,  all  in  the  manner  and  for  the  purpoaea  shown 
and  described. 

No.  32,041.— James  Bain  and  S.  C.  Brown,  of  Richmond,  Ind,— Improved  Tenoning 
MadUne. — Patent  dated  April  16,  1861. — This  machine  Ls  designed  for  forming  panels  for 
doors  and  cutting  rebates  m  doors,  blinds,  &c.  Upon  a  shaft,  placed  transver^ly  on  the 
frame,  are  secured  two  circular  cutter-heads,  in  each  of  which  is  a  radial  slot.  The  outer  sides 
of  the  cutter-heads  adjoining  the  slots  arc  bevelled  to  form  throats  for  angular  cuttern,  which 
are  secured  in  an  oblique  position  at  one  side  of  the  slots.  Hinged  to  the  rear  end  of  the  frame 
is  a  slotted  table  or  bed  to  allow  the  cutter-heads  to  pass  through  it,  and  secured  to  the  table 
is  an  adjustable  ^uge.  Projecting  at  right  angles  from  the  upper  ends  of  rods  secured  to  the 
table  are  guides  formed  of  two  elastic  m^al  stnps  for  keeping  the  stuff  against  the  gauge. 

Claim. — ^The  employment  or  use  of  one  or  two  rotary  cutter-heads  C,  provided  with  bent  or 
angular  cutters  D  D,  as  shown  in  connexion  with  uo  bed  or  table  E,  provided  with  the 
gauge  F,  and  guides  G  G,  oU  being  arranged  to  operate  as  and  for  the  purpose  set  for^ 

No.  32,042.— G.  N.  Bronson,  of  New  Milford,  Coim,— Improvement  in  Felting.Machiuu.^ 
Patent  dated  April  16,  1861. — Upon  a  shaft  placed  at  the  upper  end  of  a  frame  are  two  pairs 
of  cranks,  one  pair  having  an  opposite  position  to  the  other.  Attached  to  these  cranks  are 
arms  connected  at  their  lower  ends  by  cross-bars,  and  to  the  outer  ends  of  arms  on  the  cranks 
of  the  shaft  is  attached  a  lever  frame,  having  a  cross-bar  /  seciued  to  it,  and  provided  with  a 
bevelled  edge.  Across  the  lower  part  of  the  machine  is  an  adjustable  stock  or  bar.  The  sub- 
stance to  be  felted  is  placed  between  the  stock  and  the  bars,  two  of  which  have  a  horizontal 
reciprocating  and  the  other  a  vortical  reciprocating  movement,  by  which  means  the  substance 
is  compressed,,  and  at  the  same  time  receives  a  rotating  movement. 

Claim. — ^Thia  adjustable  stock  G,  in  connexion  with  the  xeciprocating  ban  C  D,  what 
arranged  for  joint  operation,  as  and  for  the  purpose  set  forth. 

No.  32,043.— James  C.  Butterworth,  of  Providence,  R.  1.— Improved  Sash  Fastener.^ 
Patent  dated  April  16,  1661.— The  plate,  which  is  attached  to  the  side  of  the  sash,  is  provided 
with  two  projections,  one  on  each  side,  through  which  passes  the  shaft  of  a  cam,  havinjg  attached 
to  it  a  hand-lever  by  which  it  can  bo  turned.  A  spring  is  secured  upon  the  back  of  the  phufi, 
the'fi^ee  end  of  which  acts  upon  the  under  side  of  tne  cam.  A  hole  is  made  in  the  plate  through 
which  a  pin  upon  the  spring  passes,  which  fits  into  a  corresnonding  recess  in  the  window- 
frame.  On  turning  the  lever  the  cam  presses  the  spring  back,  and  thus  allows  the  window 
to  be  raised.  After  the  window  is  r^sed,  on  raleasiug  the  lever  the  spring  presses  the  faoe  ctf 
the  com  against  the  window-frame,  thus  securing  it  by  friction.  The  cam  is  recessed,  a  fric- 
tion-pad of  India-rubber  beine  hold  firmly  by  tne  projections  on  the  cam.  A  recess  in  the 
fmme  receives  the  cam  when  the  window  is  down. 

Claim. — The  combination  of  the  cam,  recessed  and  furnished  with  the  friotion-pad,  sub- 
Btuntlally  as  described,  with  the  plate  and  spring,  for  the  purposes  set  forth. 

No.  32,044.— Samuel  and  R.  W.  Caldwell,  of  Chillicothe,  O.— Improvement  in  Cider 
MiU§. — Patent  dated  April  16,  18Q1. — ^The  concave  block  is  situated  above  the  cylinders,  its 
ends  being  attached  to  the  sides  of  the  hopper  so  as  to  allow  of  its  adjustment  in  a  vertical 
plane,  and  the  crushing  will  be  pertbrmed  faster  or  slower  in  projportion  as  the  concave  is 
raised  or  depressed.  One  cylinder  can  be  removed,  and  by  depressing  the  concave,  so  as  to 
bring  one  of  its  sides  opposite  the  other  cylinder,  the  machine  can  bo  converted  to  a  siqg'le 
milL 

Claim.— The  combination  of  the  adjustable  spiked  concave  block  K,  with  a  smgle  adjust- 
able spindly*  spiked  and  grooved  cylinder  G',  in  the  manner  and  for  the  purpose^MOwn  and 
described. 

Second,  the  combination  of  the  adjustable  spirally-grooved  and  spiked  cylinders  G  G'  with 
each  other,  and  with  the  adjustable  spiked  concave  block  K,  in  the  manner  and  for  tbe  pur- 
pose shown  and  described. 

No.  32,045.— Adam  CarR,  of  Paterson,  N.  J. — Improved  Low  IFater  Alarm  for  SUmm- 
Boii«rs.— Patent  dated  April  16,  1861.— Into  a  nipple  secured  to  the  steam-boiler  is  screwed  a 
gauge-pipe  and  an  expansion-pipe.  The  nipple  ii*  provided  with  an  opening  belo^  its  point 
of  insertion  in  the  boiler,  passing  through  and  connecting  with  a  supply-pipe,  by  which  steam 
L)  communicated  to  operate  the  whistle.    On  the  top  of  the  expansion-pipe  is  secured  a  cross- 


piece  having  a  partition  in  it,  serving  to  divide  the  expansion-pipe  from  the  whistle  supply- 
pipe,  and  having  an  air-chamber  upon  it  which  connects  with  tne  expansion-pipe.    To  the 
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top  of  tbe  cross-piece  is  secured  a  whistle,  which  is  operated  hj  means  of  a  lever  actuated  bj 
A  rod  inserted  at  one  end  in  tbe  whistle  snpply-pipe,  the  latter  being  caused  to  expand  by  tlie 
increased  temperature  consequent  upon  tbe  water  falling  below  the  mouth  of  the  gauge-pipe. 

Claim. — First,  the  nipple  A  A,  provided  with  the  aperture  D,  into  which  the  gauge-pipe  C', 
€Kpan8i<m-pipe  C,  and  supply-pipe  £  £,  are  inserted  and  connected  with  boiler  6,  an-ang^ 
•nd  operated  as  set  forth. 

Second,  the  cross  F,  constructed  as  described,  in  combination  with  the  expansion-pipe  C, 
jnd  the  supplj-pipe  £,  for  the  purpose  set  forth. 

Ko.  32,046. — John  Caswell,  of  Syracuse,  N.  Y. — Improvement  in  Brick  Machines. — 
Patent  dated  April  16,  1861. — ^The  invention  consists  in  combining  with  the  extension  plate 
pistons,  patented  by  S.  Ustick  on  the  27th  day  of  April,  185d,  peculiarly  foimed  movable 
moulds,  consisting  of  transverse  plates  connected  together  at  a  distance  equal  to  the  thickness 
of  a  brick,  operating  so  as  to  pass  over  the  clay  while  it  is  being  pressed  between  the  stationary 
and  movable  pistons,  and  thus  cause  the  clay  to  be  exposed  to  pressure  in  every  direction. 
At  the  same  time  the  air,  forced  through  the  clay  by  the  gradual  pressure  of  the  same  coming 
against  the  smooth  inner  surfaces  of  the  moulds,  will  be  discharged  therefrom. 

Claim. — Combining  with  the  extension  plate  pistons  movable  moulds,  continuously  operat- 
ing as  described  for  expelling  the  air  from  the  clay  during  the  operation  of  pressing  the  same, 
and  preventing  it  from  concentrating  in  the  central  portion  of  the  clay  lying  immediately 
between  the  extension  plates  of  the  stationary  and  movable  pistons,  as  set  lorth. 

No.  32,047. — John  Caswell,  of  Syracuse,  N.  Y. — Improvement  in  Brick  Machines. — 
Patent  dated  April  16,  1861. — The  invention  relates  to  that  class  of  brick  machines  designed 
for  making  bricks  of  diy  clay,  through  the  agency  of  an  extraordinaiy  pressure  exerted 
thereon,  and  consists  in  constructing  the  frame  of  the  machine  so  as  to  g^ve  it  the  necessary 
strength  and  firmness  to  resist  the  heavy  strain  and  pressure  to  which  it  is  subjected,  providing 
it  with  the  necessary  bearings  to  give  ptecision  to  the  movement  of  the  pistons  ana  moulds, 
forming,  arran^g,  and  securing  tne  moulds  within  the  frame  in  such  a  manner,  and  causing 
them  to  move  m  such  relation  to  the  movements  of  the  extension-plate  pistons  whilst  press- 
ing the  clay,  as  to  entirely  expel  tbe  air  therefjrom,  and  in  providing  a  comoination  of  parts  for 
lifting  the  bricks  from  the  moulds  and  placing  them  between  the  automatic  grasp  of^  upright 
•prings  and  standards,  which  convey  them  over  the  pistons  and  gently  lay  them  on  the  upper 
surface  of  the  same. 

Claim. — Yint,  making  the  frame  of  the  machine  in  one  rectangular  piece,  consisting  of  the 
sides  and  ends  A,  and  the  cross-tie  B  within  it,  to  which  the  stationary  pistons  C  are  secured, 
fmd  provided  with  the  bearingrs  at  its  sides,  upjHi  which  the  movable  piston-frame  £  and 
moulds  bear  their  entire  lengm  during  the  whole  extent  of  their  reciprocating  movements, 
jnbstantii^y  as  described. 

Second,  expelling  the  air  from  the  clay  during  the  operation  of  pressing  the  same,  and  after 
4fae  mould  is  closed,  by  means  of  the  movable  moulds  K  K3,  constructed,  arranged,  and  opo- 
xating  as  set  forth. 

Third,  the  combination  and  arrangement  of  the  rig^t-angled  slotted  levers  T,  connected 
together  at  top,  sliding  lifting-platens  S^  having  pins  or  studs  S2  at  their  lower  ends,  which 
enter  the  slots  of  the  said  lovers  T  at  the  proper  intervals  of  time,  and  horizontal  sliding 
cross-bar  V,  having  anti-friction  rollers  on  its  ends  which  enter  the  grooves  W  in  the  cog- 
wheels on  the  main  shaft,  for  lifting  or  discharging  the  bricks  f^'om  the  moulds  and  pressing 
them  between  the  upright  springs  i  and  standi  Ic,  substantially  as  described. 

Fourth,  suspending  the  frames  in  which  the  sliding  platens  o'  are  secured  in  horizontal 
guides  Q,  below  the  moulds,  for  enabling  their  movements  to  be  arrested  by  the  ends  of  the 
atop-bar  a  coming  in  contact  with  them  during  the  upward  and  downward  mov^nents  of  the 
lifting  platens,  as  before  described. 

Fifth,  the  employment  of  the  upright  springs  Y  and  standards  X  on  the  sides  of  the  sliding 
platen  frame,  for  holding  the  bricks  suspended  on  a  plane  sufficiently  far  above  tbe  pistons 
to  clear  them,  and  the  cam-bars  Z,  for  releasing  the  hold  of  the  springs  and  causing  the  bricks 
to  drop  on  the  upper  surface  of  the  pistons,  as  set  forth. 

No.  32,048. — C.  A.  Clakk,  of  Pulaski,  Iowa. — bnpratement  in  Valves  for  Pumps. — 

Patent  dated  April  19,  1861. — ^This  invention  ccmsists  in  the  use  of  loose  valves,  perforated 
near  their  edges,  situated  in  the  upper  and  lower  ends  of  the  cylisder,  and  hold  in  proximity 
to  their  seats  by  transverse  rods.  As  the  hollow  piston  is  moved  up  and  down  the  valves 
•perate  to  close  alternately  the  ingress  apertures  in  the  ends  of  the  cylinders,  so  that  the  water 
is  forced  into  the  pistons  through  the  f^rtures  in  the  hollow  piston-xod  near  its  end,  and  in 
eommunication  with  it 

Claim. — ^The  loose  perforated  valves  F  F'  operating  in  coimexion  with  the  apertures  bV 
And  rods  G  G'  as  and  for  the  purpose  set  forth. 

No.  32,049. — Samuel  Clegg,  of  Putney,  England. — Improvement  in  Oas-Meters, — 
Patented  in  England  April  22,  1851.— Patent  dated  April  16,  1861.— The  measuring  cham- 
hen,  which  pass  nearly  halfway  around  the  periphery  of  the  drum,  are  open  at  both  ends, 
«Qa  end  of  each  chunber  communicating  with  the  unmeasured  gas  in  the  central  space  of  the 
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dmm,  and  the  other  end  opening  outside  of  the  dram  and  discharging  the  measured  gas  inlo 
the  casing  surrounding  the  drum.  Attaclied  to  the  drum  is  a  floc^  the  bearing  of  tbe  dmm 
beine  carried  by  levers,  turning  on  suitable  centres,  to  admit  of  its  floating.  The  levers 
whidi  carrv  the  axis  of  the  drum  are  continued  beyond  their  centres,  and  attached  to  their 
ends  is  an  mverted  cup,  open  at  the  bottom,  into  which  the  unmeasured  gas  is  led  by  a  pip* 
passing  up  into  it. 

Claim, — ^First,  the  method  of  constructing  the  drum  with  measuring  chambers  at  the  ped- 
phery,  arranged  substantially  as  described. 

Second,  the  arranging  the  drum  of  a  gas-meter,  substantially  as  described,  so  that  it  mi^ 
rise  and  fall  with  the  water  in  the  meter  oy  floating  thereon. 

Third,  the  use  of  a  cup  or  vessel  h,  ammged  substantially  as  described,  that  is  to  sav,  sup- 
plied with  gas  of  the  same  pressure  as  that  in  the  drum,  and.  so  connected  therewith  as  to 
Balance  it  and  keep  the  water-line  within  the  drum  constant,  whatever  may  be  the  variaCioxis 
in  the  pressure  of  the  measured  gas. 

No.  32,050.— Henry  A.  Clum,  of  Auburn,  N.  Y,— Improved  Barometer.— Patent  dated 
April  16,  1661. — Within  the  tube,  which  is  of  larger  size  than  usual,  is  placed  a  shaft,  wh;ch 
serves,  by  the  displacement  of  mercury,  to  buoy  up  the  auxiliary  chambers  on  the  outaide^ 
to  which  this  shaft  and  buoy  are  connected  by  projecting  and  upright  arms.  The  auxiliary 
chambers  being  large  and  light,  and  easily  influenced  by  atmospheric  pressure,  are  designed 
to  aid  the  motions  of  the  mercurial  column  in  the  tube.  By  means  of  a  controlling  rod  and 
rack-work  the  upward  and  downward  motion  of  the  floating  apparatus  is  oommAnicated  to 
the  dial.  The  unequal  action  of  the  mercury  in  the  cistern  upon  the  upright  arms  is  com- 
pensated bv  a  lever  and  plunger,  attached  to  each  arm  when  required.  In  lieu  of  the  shail, 
a  small  rod  may  be  made  to  pass  through  the  tube,  which  is  then  contracted  through  its 
lower  portion,  to  which  rod  is  attached  a  buoy,  which  floats  on  the  sur&ce  of  the  mercury 
and  keeps  the  auxiliary  chambers  in  suspension. 

Claim. — First,  the  use  of  the  auxiliary  chambers  C  (one  or  more)  in  the  construction  of 
barometers,  as  set  forth  and  described  in  Figs.  1  and  2  in  drawing  and  specification. 

Second,  the  buoy  and  shaft  D  and  N,  Fig.  2,  and  the  manner  in  whicn  they  are  employed, 
as  set  forth  in  drawing  and  specification. 

Third,  the  connexion  of  the  auxiliary  chambers  to  the  shaft  N  and  buoy  D,  shown  at  8  8 
and  J  J,  Fig.  2. 

Fourth,  the  compensating  lever  and  plunger  for  equalizing  the  action  of  the  mercuiy  upon 
the  upright  arms  in  the  cistern,  as  shown  at  U  V  W,  Fig.  2. 

Filth,  the  manner  of  communicating  the  motion  of  t£)  floating  apparatus  to  the  hand  H, 
as  shown  at  R,  Fig.  2,  and  F,  Fig.  1. 

Sixth,  the  reading  of  pounds  and  fractions  of  pounds,  in  combination  with  the  usual  inches 
and  fractions  upoh  a  circular  dial. 

Seventh,  the  tube  B,  composed  of  two  or  more  sections  and  their  combination,  aa  shown 
at  O,  Fig.  2,  and  exphiined  in  specification. 

Eighth,  the  combination  of  the  auxiliary  chambers  C  C  with  the  shaft  N  and  buov  D,  the 
ruck-work  R,  and  their  connexions,  as  shown  at  P  P  M  J  J  and  S  S,  Fig.  2,  and  their  united 
.  use  with  the  mercurial  column. 

No.  32,051.— LOUGHLIN  CONROY,  of  New  York,  N.  Y.^-Improvement  in  Street-sweepimg 
Madiines. — Patent  dated  April  16,  1861. — ^This  invention  consists  in  the  use  of  an  enale«s 
sweeping  apron,  formed  of  brushes,  scrapers,  or  rakes,  connected  together  by  links  and  ap- 
plied to  a  mounted  box  or  wa^n  in  such  a  way  as  to  admit  of  being  a<^'ustad  above  the 
surface  of  the  street  and  remam  stationary  when  not  required  for  use,  and  also  to  admit  of 
being  so  adjusted  as  to  bo  brought  in  contact  with  the  surface  of  the  street,  and  operated  se 
as  to  sweep  up  the  dirt  therefrom  and  conform  to  the  inequalities  of  the  surfi&ce  of  the  street 
Pre$sure-rollers  are  arranged  and  applied  to  the  sweeping  apron,  to  insure  its  proper  action  on 
the  surface  of  the  street. 

C/aim.^First,  the  endless  sweeping  apron  Q,  when  formed  of  brushes  B,  rakes  S,  scrapen 
T,  any  one  of  said  parts  being  used,  or  all  of  them  combined  and  connected  together  by 
links  j,  or  an  equivalent  universal  ioint  attachment,  for  the  purpose  of  rendering  the  apron 
flexible,  so  that  it  may  conform  to  the  inequalities  of  the  surface  of  the  street,  as  sot  forth. 

Second,  in  combination  with  the  sweeping  apron  Q  the  pressure-rollers  U,  applied  and 
arranged  to  operate  as  and  for  the  purpose  set  forth. 

Third,  the  arrangement,  substantially  as  shown,  of  the  sector-plates  M  M,  inclined  plane 
L,  and  slides  G  G,  on  which  the  cylinder  £  is  placed,  whereby  the  apron  may  be  raised  and 
lowered,  as  set  forth. 

No.  32,052.-^BOROB  W.  Cooper,  of  Palmyra,  Qtk.'-Ii^provement  in  P/ou^A^.— Patent 
dated  April  16,  1861. — ^The  t)lough-beam  consists  of  a  flat  steel  bar,  on  each  side  of  which 
are  secured  curved  bars.  The  standard  consists  of  two  bars,  pivoted  at  their  lower  ends  to 
a  curved  bar,  provided  at  its  rear  part  with  a  series  of  holes  and  secured  to  the  rear  end  oi 
the  beam  by  a  bolt,  by  means  of  which  the  bar  can  be  adjusted,  and  the  share  be  set  to 
plough  more  or  less  deep. 
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dahn. — ^The  ammmnent  of  the  cnrred  adjustable  bar  E  and  the  BTfinging  standard  D  D, 
with  the  curved  bars  B  B  and  beam  A,  all  a«  shown  and  described,  fbt  the  purpose  set  forth. 

No.  32,053.— John  8.  Davison,  of  Cranberry,  N.  J.— Improvement  in  FatM^«.— Patent 
^UUed  April  16,  1861. — The  object  of  this  inyentlon  is  to  adapt  an  instrument  so  that  tbs 
liquid  or  steam  can  in  no  way  escape  except  when  necessary.  This  object  is  obtained  by 
applying  a  plunger  or  double  actine  cut-off  to  the  interior  of  the  faucet,  the  chambers  being 
•o  constructed  and  arranged  that  me  pressure  of  the  liquid  or  steam  against  the  cut-ofi^  in 
ecmnexion  with  the  spring  or  screw,  keeps  it  perfectly  tight  and  compact. 

Claim, — ^The  arrangement  of  valves  h  and  I,  as  shown  in  Fig.  5,  tog^her  with  the  cham* 
ben  D  and  L  and  valve-rod  and  springs,  as  set  forth  and  described. 

No.  32,054.— WiLUAM  DeckmanN,  of  Canton,  OYno.-^Improvement  in  Hay  Rahts.-^ 
Patent  da!ted  April  16^  1861. — ^The  driving-wheel,  which  is  placed  in  front  of  the  rake  teeth« 
is  provided  with  cog^  upon  its  axis.  Upon  the  axle  of  the  cuiving-wheel  slides  a  clutch  pro- 
Tiaed  with  pins,  upon  which  ^ns  an  endless  chain  operathag  a  wheel  secured  to  the  rake- 
beam.  By  means  of  a  lever,  the  clutch  is  made  to  throw  the  driving-wheel  in  or  out  of  gear 
with  the  rake,  and  by  means  of  two  levers,  secured  to  a  rod  across  the  front  part  of  the 
frame,  the  latter  is  elevated  from  the  ground,  and  the  rake  is  put  in  operation.  By  operating 
the  levers  the  rake-beam  is-  caused  to  rotate,  and  the  hay  deposited  in  a  heap. 

Claim, — ^The  empl(mnent  of  driving-wheel  D  and  its  accompanying  mechanism,  in  com* 
bination  with  levers  K  and  1 1,  on  rod  A,  all  arranged  as  and  for  the  purpose  specified. 

No.  32.005.— Lewis  Eikenberry,  of  Philadelphia,  V^^Improved  Valve  Arrangement,^ 
Patent  dated  April  16,  1861. — Fitted  loosely  on  the  shaft  is  a  short  tubular  shifter,  being 
so  set  as  to  have  its  sides  run  diagonallv  or  obliquely  to  the  shaft,  and  having  a  slot  cut 
through  its  circumference,  in  order  to  allow  one  or  more  pins,  projecting  from  the  circum- 
ference of -the  strap,  to  pass  through  it.  Over  the  tubular  shifter  is  fitted  loosely  an  eccen- 
tric, secured  against  rotary  but  not  longitudinal  motion  by  means  of  a  feather  on  the  tubular 
•hifrer,  entering  a  ^oove  in  the  eye  of  the  eccentric  On  the  shaft  is  arranged  a  ball-gov- 
emor  and  sprint,  the  latter  being  connected  to  one  end  of  the  tubular  shifter,  the  other  end 
being  connected  to  the  sliding  collar  of  the  governor,  for  the  purpose  of  regulating  the  speed 
of  t&  engine. 

Claim. — ^First,  effecting  a  connexion  between  the  sliding  diagonally  set  tubular  shifter  E, 
erank-shaft  A,  and  the  eccentric  C,  by  means  of  an  oblong  slot  cut  through  the  tubular  shifter. 
one  or  more  guide-pins  h  b  projecting  from  the  shaft  through  the  slot,  substantially  as  ana 
for  the  purpose  set  forth. 

Second,  the  combination  of  a  governor  D,  or  a  governor  and  spring,  with  a  diagonally  set 
tubular  shifter  £,  consiructed  ana  operating  as  doM^ribed,  and  a  snatt  A,  substantially  as  and 
Imt  the  purposes  set  forth. 

No.  32,056.— J AME3  M.  PoY,  of  Fountain  Green,  J\\,^Improventent  in  Com  Planten.-^ 
Patent  dated  April  16,  1861. — Upon  the  shaft  of  the  traction-wheel  is  a  clutch-wheel,  which 
rotates  with  the  shaft,  and  has  a  lateral  modon  on  it.  The  dropping-wheel  Q  is  on  the  same 
•haft,  but  has  an  independent  rotatory  and  lateral  motion.  This  hub  of  this  wheel  • 
gears  with  the  clutch,  and  has  on  its  periphery  ratchet  teeth  which  gear  with  the 
ratchet  teeth  on  the  sickle-shaped  bar  P.  This  bar  is  connected  with  a  lever  in  reach  of 
the  driver,  and  by  this  means  the  dropping-wheel  is  controUed  by  him.  Each  rotation  of  the 
dropping-wheel  operates  the  seed  valve,  a  projection  upon  the  edge  of  these  wheels  coming  against 
thejpallet  levAr,  which  is  connected  to  the  valves.  The  forked  lever  fits  over  the  ratchet  disk* 
and^thus  enables  the  driver  to  move  the  dropping-wheel  out  of  connexion  with  the  pallet 
lever  when  it  is, desired  to  move  the  machine  without  operating  the  seed  valves. 

Claim, — First,*  the  combination  and  arrangement  of  the  sickle-shaped  bar  P,  lever  Y^ 
rBt<rhet  teeth/,  and  dropping-wheel  Q,  as  and  for  the  purposes  set  forth. 

Second,  the  arrangement  of  the  droppine-wheel  Q,  ratchet  disk  R,  spiral  spring  i,  shaft 
B,  and  forked  lever  W,  in  combination  vrith  the  pallet  lever  M,  in  the  maimer  ana  for  the 
purposes  set  forth. 

32,057. — Raymond  French,  of  Seymour^  Coim,-^bnprovement  in  Joints  for  Railroad 
Cars, — ^Patent  dated  April  16,  1861. — ^1  he  object  of  this  invention  is  to  strengthen  and  unite 
the  ends  of  rails  where  they  meet,  so  as  to  prevent  or  lessen  the  jarring  of  the  passing  wheels. 

Claim, — Strengthening  the  joints  of  railroad  rails  by  heating  ana  shrinking  the  chair  on 
to  the  joints,  surotantiaUy  as  described. 

No.  32,058. — Samuel  Fulton,  of  Conshohocken,  Pa. — Improvement  in  Moulds  for  Casting 
pipe.-^Faimt  dated  April  16,  1861.— The  iron  pattern  is  fitted  concentrically  with  the  flask« 
the  space  between  the  pattern  and  flask  corresponding  to  the  thickness  of  the  sand  mould. 
Over  the  pattern  is  fitted  a  cylinder  which  is  allowed  to  freely  rise  and  iaU  thereon.  Attached 
to  the  outer  side  of  this  cylinder  are  guides  having  pestles  or  rammers  fitted  in  them  and 
working  in  the  space  between  the  pattern  and  flask.  The  rammers  are  elevated  bv  means  of 
ft  cam  which  rotates  with  the  shait,  and  fall  by  their  own  gravity*    Ai  the  shaft  rotates  it 
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rinQfl,  owing  to  the  screw  thread  cat  on  its  upper  part,  which  works  in  a  not  fitted  in  a  cross 
piece  in  the  framiDg. 

Claim. — ^Tbe  pattern  B,  cjlinder  D,  and  rammers  £,  placed  within  a  snitable  flask  A,  and 
arranged  with  a  screw-shaft  H,  to  operate  substantiallj  as  and  for  the  purpose  set  forth. 

No.  32,059.— George  GorLDiWO,  of  Watertown,  N.  Y.—Improraiuni  in  Sm'smiur  X*> 
ehinerp. — Patent  dated  April  16, 1861. — R  R  are  the  drawine'  and  delirerinff  rollers.  One  of 
the  rollers  is  pressed  against  the  other  bj  the  spring  R*,  which  acts  on  the  journals  of  the 
roller,  and  is  provided  with  an  adjusting  screw  to  graduate  the  pressure  of  one  nAkir  against 
the  other  upon  the  sliver  of  fibrous  material  passing  between  tne  roHers.  These  roUens  are 
provided  with  match  gears  at  one  end,  to  insure  their  turning  with  the  same  velocity,  and  one 
of  them  has  the  bevel  gear  S  fastened  to  it,  which  is  dilven  bj  the  bevel  gear  &  on  the  sluift 
&,  which  turns  in  the  stands  S^  fastened  to  the  gear  Q^ 

Claim. — The  construction  and  arrangement  of  the  shaft  S*,  stand  8*,  and  pinion  X*,  in 
eombination  with  the  gears  that  operate  the  rollers  R  R,  as  described. 

No.  32,060. — Samuel  Fulton,  of  Conshohocken,  Pa. — bmproMmeui  im  C&re  Carriagts.-^ 
Patent  dated  April  16,  1861. — ^The  object  of  ibis  invention  is  to  eooiKMnize  the  casting  or 
manufacturing  of  the  smaller  kinds  of  metal  pipes,  and  it  consists  in  the  employment  of  « 
core  carriage  so  arranged  that  the  cores  may  be  readily  shitled  within  the  oven  and  their 
position  changed  relatively  with  each  other,  so  as  to  insure  an  even  beating  and  drying  of  tba 
whole  number  on  the  carnage. 

Claim. — ^A  core  carriage  provided  with  a  revolving  shaft  C  and  wheels  D  D,  anranged 
with  hooks  £,  or  their  eqmvalents,  to  serve  as  beariuflrs  for  the  cores,  all  being  arranged 
substantially  as  shown,  to  admit  of  the  changinjg  or  shifting  of  the  cores  within  this  oven,  as 
and  for  the  purpose  set  forth. 

No.  32,061.— Louis  X.  Garoan,  of  Paris,  France.— /wyreperf  Fetd'Water  Jfparmtm  fur 
Steam- Boilers. — Patent  dated  April  16,  1861.— The  object  of  this  invention  is  to  keep  tka 
level  of  the  water  constantly  the  same,  or  nearly  so,  in  steam  generators,  whetl]^  statioDarf 
or  locomotive,  without  requiring  the  attendance  of  the  engineer  or  fireman,  so  that  the  lowenn^ 
of  temperature  and  pressure  in  th^  boiler  is  avoided,  valves  are  dispensed  with,  and  eoonom^ 
of  fuel  as  well  as  of  motive-power  is  designed  to  be  secured. 

Claim. — The  apparatus  for  feeding  boilers,  constructed  and  arranged  substantially  as  ihovB 
and  described,  the  same  consisting  of  a  hollow  cylindrical  or  prismatical  ytJtwm  sUdW  srithin 
a  correspondingly  cylindrical  or  prismatical  body  provided  with  three  independent  nhsnnahi 
that  communicate,  respectively,  with  a  water  and  steam  spaee  in  the  boiler  BJkd  the  BW^pH^ 
tank,  as  described,  and  are  disposed  in  relation  to  the  three  ports  in  the  valve  so  as  to  oobi«, 
when  in  operation,  in  simultaneous  juxtaposition  with  the  steam  and  water  *^Mnn»lff  whiJa 
dosing  that  of  the  supply  channel,  and  vice  versMj  as  set  forth. 

Also,  the  combination  and  arrangement  of  the  feeding  apparatus,  as  shown  and  describedi 
the  same  consisting  of  a  hollow  plug  with  side  openings,  capable  of  rotation  upon  its  axis, 
wichm  a  body  provided  with  four  clmimels,  as  describea,  so  that  the  said  openings  shall  coma 
opposite  to  the  steam  and  water  channel,  and  the  water  supply  and  air  or  steam  escapa 
channels  successively,  as  set  forth. 

No.  32,062.— George  Gatty,  of  New  York,  N.  Y.^Improved  Curtain  Ftzture.— Patent 
dated  April  16,  1861. — ^The  toothed  roller  pulley  has  a  grooved  periphery,  and  is  fitted  loosely 
in  a  stationary  axis  or  shaft  secured  to  the  bracket  Projecting  from  the  inner  side  of  tlia 
pulley,  at  its  centre,  is  a  tube  that  fits  a  metal  disk,  which  is  secured  to  one  end  of  the  roller, 
so  that  both  will  turn  together.    Attached  to  the  bracket  is  a  metal  band  which  eno 


so  that  both  wiU  turn  togetner.  Attached  to  the  bracket  is  a  metal  band  which  encomnaaees 
the  pulley,  and  is  toothed  at  its  back  so  as  to  gear  with  the  pulley,  where  it  is  held  by  a 
spring.  In  the  lower  part  of  the  band  are  two  roUers  so  arranged  in  relation  to  the  PuUcpt  aa 
to  give  the  cord  an  inclined  position  at  its  upper  part,  and  by  pulling  which  the  baira  will  ba 
pressed  haxk  and  the  shade  rolled  up  or  down. 

Cluim. — ^The  toothed  roller  pulley  A,  with  cord  G  placed  on  it,  in  combination  with  the 
adjustable  band  F,  provided  with  teeth  e,  rollers  g  ^,  and  acted  upon  by  a  spring  /,  jdl 
arranged  for  joint  operation,  substantially  as  and  for  ue  purpose  set  forth. 

No.  32,063. — Joel  Haag  and  J.  C.  Smith,  of  Bemville,  Pa. — fmj^rovtmmt  in  Wmttt' 
Wheels. — ^Patent  dated  April  16,  1861. — ^The  inclined  chutes  are  arranged  in  an  annular  fdtm 
within  a  run  or  cylinder  directly  over  the  end  of  the  fiumo,  so  that  the  water  will  pass  upwanl 
through  the  chutes.  The  buckets  of  the  wheel  are  of  concave  spiral  form,  diminishing  towards 
their  upper  ends ;  the  water-g^des  are  of  the  same  iorm,  but  plaoed  in  a  reverse  position,  m 
that  the  water  may  strike  the  buckets  at  right  angles.  Encompassing  the  cylinder  of  the 
water-chutes  is  an  outer  cylinder  extending  to  the  bottom  of  the  flume,  and  upon  this  cylinder 
U  a  domo^haped  cap  which  covers  the  wheel.  A  space  is  left  between  the  wheel  and  cap 
and  between  file  cylinders,  forming  a  diaught  tube  lor  the  free  escape  of  the  water. 

Claim. — The  combination  of  the  inclined  chutes  or  water-guides  a,  cylinder  or  rim  b,  oob- 
«ave  spiral  buckets  d^  dome-shaped  cap  £,  flume  A,  annular  draught  way  /  e,  the  whoia 
betfig  constructed  and  anranged  in  the  manner  and  for  the  purposes  set  forth. 
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No.  32,064.— Wm.  Cleaveland  Hicks,  of  Boston,  "M.ASB.^-Improvement  in  Setting* 
Machines, — Patent  dated  April  16,  1861. — ^This  invention  relates  to  loosening  and  tightening 
the  needle  thread  at  different  periods  in  the  formation  of  each  stitcii  between  the  spool  and  the 
seam  being  sewn,  and  it  consists  more  particularly  in  an  improvement  upon  the  method  of 
controlling  the  needle  thread,  for  which  a  patent  was  granted  to  the  said  Hicks  on  November 
8,1859. 

Claim, — ^First,  the  method,  substantially  as  described,  of  controlling  the  needle  thread  in 
sewing-machines,  by  causing  the  controller  during  the  whole  of  its  ascent  to  act  as  a  *'  tako- 
np'*  to  said  thread,  then  leaving  it  suspended  on  a  stationary  independent  r^t,  and  afterward, 
and  as  the  needle  eye  enters,  or  is  a^out  entering  the  cloth,  casting  off  the  needle  thread  so 
as  to  make  it  hang  freely  or  loose  during  the  concluding  portion  of  the  down  stroke  of  the 
needle.  This,  in  contraalstinction  to  the  drawing  up  of  the  needle  thread  only  at  the  con- 
cluding part  of  the  upward  stroke  of  the  needle  as  in  the  method  previously  patented  to  me, 
as  referred  ta 

Second,  the  employment  of  an  intermediary  tension  on  the  needle  thread  as  the  needle  bar 
commences  its  descent,  by  a  temporary  relaxation  in  the  tension,  at  said  period,  essentially  as 
and  for  the  purpose  or  purposes  mentioned. 

Third,  the  combination  of  a  reciprocating  take-np  and  cast-off  to  the  needle  thread,  having 
a  constant  motion  in  unison  with  that  of  the  needle  bar,  and  stationary  independent  rest  or 
Biipi>ort  for  the  needle  thread  to  retain  it  fVee  from  motion  or  action  by  the  controller  during 
the  early  portion  of  tho  downward  stroke  of  the  needle,  essentially  as  speciiied. 

Fourth,  constructing  the  stationary  independent  rest  and  lifting  saddle  of  the  controller  so 
that  the  needle  thread,  in  bein^  drawn  up,  will  be  urged  away  from  or  to  one  side  of  its  per- 
pendicular travel  in  line  with  me  needle,  and  so  that,  on  the  moving  portion  of  the  controller 
completing  its  upward  stroke,  or  thereabouts,  the  needle  thread  will  spring  and  slide  itself 
from  off  the  lifting  saddle  on  to  the  stationary  rest,  substantially  as  describe. 

Fifth,  constructing  the  lifting  saddle  of  the  controller  of  greater  width  than  the  independent 
rest  on  which  the  thread  is  left  suspended  at  the  end  of  the  upward  stroke  of  the  needle  bar, 
for  the  purposes  specified. 

8ixtb,  providing  the  moving  portion  of  the  controller  with  an  inclined  plane  at  its  one  side, 
to  act  as  a  cast-off  to  the  neeifie  thread  from  off  its  independent  rest,  essentially  as  set  forth. 

No.  32,065. — ^David  Humphreys,  of  Cincinnati,  O. — Improvement  in  Com  Planters, — 
P^atent  dated  April  16,  1861. — ^Tbft  bottom  of  the  hopper  is  provided  with  a  ventage  or  dis* 
charging  duct  leading  into  the  seed  tube.  Upon  the  bottom  of  the  hopper  is  a  measuring 
slide  containing  a  measuring  aperture.  Upon  the  measuring  slide  is  a  cut-off  slide  provided 
with  a  long  slot  rounded  at  one  end.  An  intermittent  sliding  movement  is  given  to  the  slides 
by  means  of  a  wrist  on  a  rod  connected  with  the  wheel  ule,  and  moving  in  slots  in  the 
bottom  and  slides. 

Claim. — ^The  arrangement  of  cut-off  H  A  A'  A"  I,  measuring  slide  G  g  g\  and  ventage  i^ 
operated  from  a  ground  wheel  B,  in  the  manner  and  for  the  purposes  set  forth. 

Ko.  32,066.— Rensalier  Jadwin,  of  Grafton,  O. — Improved  Apparatus  for  Supplying 
Steam'Boilers  with  Water. — Patent  dated  April  16,  1861  .—This  invention  relates  to  an  ap- 
paratus for  supplying  steam-boilers  with  water  by  means  of  the  direct  pressure  of  steam  upon 
the  surface  of  the  water  discharged  into  the  boiler,  simply  by  means  ot  shifting  sliding-vafves 
acted  upon  automatically  or  by  the  engineer,  the  apparatus  being  so  constructed  that  the 
watsr  never  can  rise  above  a  eiven  line  in  the  boiler,  though  kept  constantly  at  work. 

Claim. — The  chambers  A  B,  the  pipes  M  N  and  L  P,  the  passages  a  h  and  a'  b\  with  the 
pair  of  valves  C  D,  in  each  chamber,  the  several  parts  being  constructed,  arranged,  and 
operated  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,067.-0.  Johnston,  of  Clarksville,  Mo.-'ImprQvement  in  Shot  Pouches.— Patent 
dated  April  16,  1661. — This  invention  consists  in  the  combination  of  a  single  shot-receiving 
tube,  with  a  double  pouch  and  two  valves,  the  shot-receiving  tube  sliding  within  a  stationary 
tobe  provided  with  inclined  planes.  The  device  is  designed  to  be  attached  to  the  person  in 
such  a  manner  as  to  keep  the  shot-charger  vertical,  and  enable  the  gun  to  be  charged  while 
being  held  in  a  vertical  position,  by  applying  the  muzzle  of  the  gun  to  and  pressing  it  against 
the  lower  end  of  the  charger. 

Claim. — First,  the  combination  of  a  single  shot-receiving  tube  O,  with  a  double  pouch  Q 
H  G',  and  two  valves  A  A',  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  a  shot-rcceiving  tube  O,  sliding  within  a  stationary  tube  K,  and 
inclined  planes  I  J,  arranged  in  relation  to  each  other,  substantially  as  and  for  the  purposes 
set  forth.  . 

Third,  the  combination  of  the  plug  I,  having  a  screw-thread  on  one  portion  of  its  shank, 
and  made  square  the  remainder  of  its  length,  with  the  tubuligr  knob  4,  and  tubes  N  O,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  32,068.— Thomas  King,  of  West  Farms,  N.  Y. ^Improvement  in  Power  Looms.--' 
Fkktent  dated  April  16,  1861.— The  shuttle  driver  consists  of  a  slotted  plate  or  bar  attached  t» 
the  lower  race  board  of  the  lay  by  bolts  passing  through  its  slots.    With  the  driver  is  coa 
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nected  a  rocker  b  j  two  cordf ,  which  are  wound  apon  the  latter  tn  opposite  direetkms.  Tlie 
Tocker  baa  also  passing  over  and  secured  to  it  a  strap,  the  ends  of  which  are  connected  by 
strong  and  long  spiral  springs  with  two  treadles,  which  are  depressed  alternately  by  means 
of  two  cams  on  the  cam-shatt.  A  locking  bar  is  provided  for  locking  the  shuttle  driver  at 
the  termination  of  its  stroke  in  either  direction,  tUl  it  is  required  to  dnve  the  shuttle  in  the 
opposite  direction.  Attached  to  the  side  of  the  loom  next  the  free  end  of  the  locking  bar  is  a 
fixed  locking  piece  for  the  purpose  of  causing  that  bar  to  unlock  the  driver  at  the  proper  tune 
to  throw  the  snuttles  in  either  direction. 

Applied  to  one  of  the  heads  of  the  jam  beam  V  is  a  friction-band,  one  end  of  which  is 
secured  to  a  fixed  rail,  and  the  other  has  suspended  from  it  a  weight  ¥2,  bj  which  the  friction 
M  produced.  Rigidly  secured  to  a  rock  shaft,  arranged  parallel  with  and  above  the  yam 
beam,  is  a  lever  A,  to  the  front  arm  of  which  is  secured  a  roller  or  shaft  Xl  pai'allel  with  the 
yam  beam,  and  from  whose  rear  arm  is  suspended  a  weight  X2  which  produces  a  tension  on 
the  yam  between  the  yam  beam  and  the  take-up,  the  weight  being  just  sufficient  to  produce 
the  tension  desired  in  weaving. 

Claim. — ^First,  combining  the  shuttle  driver  O,  with  the  treadles  Q  Q,  by  means  of  springs 
g  g\  a  st^rap  /,  a  rocker  P,  and  cords  el  «2,  or  their  eqmvalents,  the  whole  applied  in  con- 
nexion with  each  other,  and  in  combination  with  a  locking  bar  U,  and  unlocking  piece  m,  to 
operate  as  and  for  the  purpose  specified. 

Second,  the  lever  X,  with  its  roll  or  shaft  XI,  and  weight  X2,  applied  substantially  as 
described,  in  connexion  with  the  weight  V*^  on  the  friction  Ix^nd  Vl,  of  the  yam  beam,  and 
operating  as  set  forth. 

No.  32,069.— Anthony  Lamb,  of  Cambridge,  ^aa8.^Impraved  Book  Case.— Patent  dated 
April  16,  1861. — This  invention  consists  of  an  arrangement  of  shelves  and  a  hinged  leaf  sup- 
ported upon  a  revolving  table,  in  such  a  manner  that  books  placed  thereupon  may  be  readily 
reached  and  referred  to  without  the  reader*s  rising  from  his  seat. 

Claim, — The  described  revolving  bookcase,  when  the  several  parts  are  arranged  and  oom- 
«tracted  in  the  manner  and  for  the  purpose  set  forth.  i 

No.  32,070.— Thomas  J.  Lowry,  of  Conneautville,  Ve^—Improvement  in  TransmiUing 
Poteer, — Patent  dated  April  16,  1861. — The  sliding  platform  rests  with  its  fore  wheels  on  the 
cu'cular  track,  and  with  its  hind  wheels  on  the  inchned  track.  The  circular  track  is  formed 
by  a  flange  on  the  inside  of  two  large  wheels  secured  to  an  axle,  to  which  it  is  intended  to 
impart  a  rotary  motion  bv  the  action  of  the  platform.  The  fore  wheels  of  the  car  .or  platform 
are  intended  to  be  rotated  by  any  convenient  motor. 

Claim.— The  arrangement  of  the  sliding  platform  A,  track  E,  and  wheels  D  B,  with  the 
circular  suspended  track  C»  aU  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  32,071. — George  Lull,  of  Hardin,  Iowa. — Improifementiu  Grain  Separators. — ^Patent 
dated  April  16,  1861. — ^The  object  of  this  de>nce  is  to  effect  the  separation  of  oats  from  wheat 
by  the  employment  of  one  or  more  screens  of  corragated  metal  plates  having  oblong  or  ellip- 
tical perforations  through  them  between  the  corrugations. 

Claim. — ^The  screen  or  screens,  constmcted  with  a  ribbed  and  channelled  surface,  and  having 
elongated  perforations  through  the  bottom  of  the  channels,  substantially  as  and  for  the  pa»- 
poses  described  and  shown. 

No.  32,072. — CURTiss  Luther,  of  Newbury,  O. — Improved  Wheelttright's  Machine. — 
Patent  dated  April  16,  1861. — The  hub  is  placed  on  a  stand  and  secured  in  an  upright  posi- 
tion, having  a  dial  plate  attached  to  the  lower  end  that  serves  as  an  index  b^  wmch  the  hub 
Is  divided  off  into  equal  spaces.  The  holes  are  bored  by  a  bit.  The  ends  ot  the  spokes  are 
tenoned.  After  they  are  driven  into  the  mortises  in  the  hub,  the  bit  being  removed,  and  the 
tenoning  tool  being  put  in  its  place,  the  hub  is  adjusted  on  a  stand  by  means  of  a  slide  to  suit 
the  length  of  the  spoKOS. 

Claim.— The  special  arrangement  and  combination  of  the  several  parts  in  the  manner  set 
forth,  so  that  the  various  kinds  of  work  in  making  carriage  wheels,  as  boring  the  hub,  ten* 
oning  the  outer  ends  of  the  spokes  after  they  are  set,  and  boring  the  felloes,  may  all  be  per- 
formed upon  the  same  machine,  placed  upon  a  common  workbench,  and  operated  by  hand  as 
specified. 

No.  32,073.— Henry  P.  Mann,  of  Laporte,  In^.— Improvement  in  P/oii^As.— Patent 
dated  April  16,  1861. — The  handles  of  the  plough  are  so  constructed  and  arranged  that, 
while  one  of  them  joins  to  the  rear  end  of  the  b^m,  and  the  other  to  the  under  side  of  the 
mould-board,  the  lower  ends  of  both  unite  or  come  so  near  each  other  that  they  may  be  &stened 
to  the  under  side  of  the  mould-board,  at  their  extremities. 

Claim. — ^Arranging  the  handles  on  the  beam  and  mould-board  of  the  plough,  substantiaUr 
!n  the  manner  described,  so  that  they  act  as  stays  or  braces  to  the  standard,  beam,  and  mookl* 
board,  and  at  the  same  time  offer  no  obstraction  to  the  dirt,  weeds,  &c.,  in  rear  q£  tiM 
standard,  and  above  the  land-side  bar,  as  set  forth. 
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Ko.  32,074.— Bekjamin  A.  Masow,  of  Newport,  B.  l.^hnprovement  in  Splicing  Rails 
for  Railroads, — Patent  dated  April  16,  1861. — ^Thls  inTentioii  is  explained  by  the  claim  and. 
cngraTing^. 

Claim. — Splicing  the  sections  of  rails  for  railroads  hj  slotting  the  ends  thfsreof,  snbstantiall  j 
as  described,  in  combination  with  the  vertical  splicing  piece,  with  its  elongated  bead  fitted 
within  the  elongated  portion  of  the  slots,  and  resting  on  the  shoulders  thereof,  and  with  its 
shank  passing  down  thronp^h  the  residue  of  the  slots  and  through  the  cross-ties,  and  secured 
below  by  a  key,  or  its  equivalent,  substantially  as  specified. 

No.  32,075.— Alexander  Millar,  of  New  York,  N.  Y. —Improvement  in  Cork  Ma- 
Mnes. — Patent  dated  April  16,  1861. — ^The  object  of  this  invention  is  to  cut  from  square 
blanks  the  common  pot-corks,  bungs,  &c,  and  the  invention  consists  in  pivoting  the  *' holder  " 
to  the  lower  end  of  a  rod,  which  pass^  vertically  through  the  centre  of  the  tapering  guide- 
block  and  through  the  stock  of  the  cutter,  and  through  the  spindle  or  shaft  which  rotates  the 
cutter-stock.  In  conjunction  with  s^d  rod  is  an  a<^ustable  nut  and  spring  arm,  for  giving 
the  requisite  degree  of  pressure  to  the  work  during  tfaiis  operation  of  the  cutters  in  forming  the 
cork.  On  the  outside  of,  and  at  suitable  points  on  the  knife-bars,  are  formed  rack-teeth,  and 
for  each  knife-bar  a  spring  is  employed  capable  of  receiving  a  lateral  adjustment,  and  having 
a  tooth  at  its  lower  end  which  enga^s  with  teeth  on  the  knife-bar,  and  confines  said  bar 
securely  in  its  place  against  the  tapenng  edge  of  the  g^iide-block,  and  allows  the  knife-bar  to 
move  downward  to  compensate  for  the  weanng  away  of  the  knife.  The  table  or  bed  on  which 
the  work  is  placed  is  operated  by  means  of  a  system  of  levers  jointed  to  a  vertical  bar,  on 
which  the  table  is  mounted,  in  combination  with  adjustable  colkurs  placed  on  the  vertical  table 
bar,  and  used  to  regulate  the  fertical  movement  of  the  table. 

Claim, — First,  me  combination  of  the  rod  d,  hollow  cutter-stock  c,  hollow  spindle  b, 
adjustable  collar  ^,  pivoted  arm  H,  and  spring  I,  the  said  parts  being  constructed  and  arranged 
in  the  manner  and  for  the  purposes  shown  and  ejcplained. 

Second,  the  adjustable  knife-springs  J  J,  with  the  rack-teeth  j  on  the  knife-bars  i  t,  when 
said  springs  are  constructed  and  applied  to  the  cutter-stock,  as  described,  for  the  purpose  set 
forth. 

Third,  the  combination  of  the  treadle  P,  sprincp  S,  connecting  rod  N',  lever  N,  jointed  arms 
s  s,  bar  K,  adjustable  collars  n  n',  and  fixed  bearings  K^  Sil  constructed,  arranged,  and 
operating  substantially  as  and  for  the  puiposes  specified. 

No.  32,076. — jABfES  MlLLHOLLAND,  of  Beading,  Pa. — Improvement  in  Furnaces  for 
Steam'Boilers. — Patent  dated  April  16,  1861. — This  invention  consists  in  placing  the  tubes 
which  constitute  the  grate-bars  in  such  a  position  with  reference  to  each  other  as  to  bring  them 
into  lateral  contact  with  the  fiiel,  so  as  to  receive  thereby  a  greater  amount  of  heat  from  the 
fuel  resting  upon  them.  The  pipes  are  inclined  at  one  end,  so  as  to  cause  a  circulation  of 
the  water  through  them.  « 

Claim, — First,  the  zig-asag  order  of  placinj^  the  tubes  for  the  purpose  of  receiving,  by  lateral 
contact  with  the  fuel,  a  more  perfect  transmissioh  of  the  heat  to  tne  water  within  them,  sub- 
stantially as  described. 

Second,  the  sig-zag  order  of  the  tubes,  in  combination  with  their  inclined  position,  for  the 
joint  purpose  of  procuring  a  more  perfect  ti-ansmission  of  the  heat  to  the  water  within  the 
tabes,  and  the  circulation  of  the  water  through  the  tubes,  substantially  as  described. 

No.  32,077.— -William  Morrisson,  of  Chadd's  Ford,  Ta,— Improvement  in  Cultivator' 
IVtftA. — Patent  dated  April  16, 1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — ^A  cultivator-tooth,  having  a  sharp  front  edge,  flaring  sides,  and  a  diamond  or 
srrow-shaped  opening  at  its  top,  to  receive  a  similarly  shaped  sha^k,  by  which  it  is  united  to 
the  cultivator-frame,  substantially  as  described. 

No.  32,078. — George  "W.  Nevill,  of  Bath,  m,— Improvement  in  Seed- Drill s,—Ta,teiDi 
dated  April  16,  1861. — ^The  wheels  C  are  made  with  bevelled  edges  tipped  with  steel,  to  make 
indentures  in  the  ground,  into  which  the  pain  is  dropped.  The  wheels  £  are  provided  with 
spurs  on  their  peripheries,  and  are  so  situated  that  a  portion  of  their  outer  surface  moves 
through  openings  in  the  hopper  and  agitates  the  grain,  causing  it  to  pass  throxigh  onenings, 
whence  it  falls  into  the  conveyors.  In  the  rear  of  the  conveyors  are  shoes  provided  with 
plates  at  their  sides  which  cover  the  grain,  the  heel  of  the  shoe  pressing  the  soil  down  upon 
the  same. 

Claim. — ^The  wheels  C  and  the  wheels  £,  being  fixed  upon  shafts,  hopper  B,  conveyors  D, 
and  shoes  F,  the  whole  arranged  and  operating  as  set  forth. 

No.  32,079. — ^Adam  NewkumeT,  of  Philadelphia,  Pa. — Improvement  in  Drain- Tiles.—' 
Patent  dated  April  16,  1861. — ^The  object  of  this  invention  is  to  facilitate  the  moulding  ot 
ta^hur  drain-til^  and  to  prevent  their  w«rping  during  the  process  of  baking.  t 

Claim. — ^A  tubular  or  cylindrical  drain-tile,  formed  of  two  longitudinal  and  separate  parts 
A  B»  provided  with  ribs  a,  and  fitted  together  as  shown,  for  the  purposes  set  forth. 
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No.  32,080.— Adam  Pritz,  of  Dayton,  O.— Improvement  in  ^arve«/er«.— Patent  dated 
April  16,  1861. — This  invention  is  designed  to  facilitate  the  operation  of  raising  and  lowering 
the  cutting  apparatus,  &c.,  from  the  stubble  and  ^in  sides  of  the  harvester.  By  passing 
the  detachable  crank-shaped  key  through  the  holes  m  the  centre  of  the  revolving  pinions,  and 
between  the  arms  of  the  master  or  drivrng-wheel,  and  throwing  back  the  pawls,  the  p^ri  of 
the  frame  supported  on  the  driving-wheel  can  be  raised  to  any  desirable  height  bv  simply 
turning  the  key.  AfW  the  adjustment  has  been  made,  the  pawl  J,  bein^  thrown  into  gear 
with  the  ratchet,  will  prevent  the  part  A  of  the  frame  from  again  descendmg, 

Claim. — First,  the  employment  of  a  detachable  crank-shaped  key  N,  in  combination  witii 
two  adjustable  curved  toothed  bearing^  G  G,  two  curved  slotted  guide-boxes  £  £,  two  revohr 
ing  pinions  H  H,  one  or  more  ratchet  wheels  I,  one  or  more  stop  pawls  J,  the  harvester  firama 
A,  and  the  master  or  driving-wheel  B,  siibstantiallv  as  and  for  the  piuposes  set  forth. 

Second,  providing  the  detachable  crank-shaped  key  N  with  the  ratchet  wheel  O,  to  operata 
in  combination  with  the  pawl  M,  on  one  of  the  slotted  ^de-boxes  £  of  the  master-wheel  B, 
and  on  the  guide-box  F  of  the  grain-wheel  D,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,081.— William  Resor,  of  Cincinnati,  O.-^Improvement  in  Cooking  Stoves, — 
Patent  dated  April  16,  1861. — ^This  invention  is  designed  as  an  improvement  on  a  stove  for 
which  a  patent  was  granted  to  N.  8.  Yedder,  March  6, 1860,  and  consists  in  certain  additions 
to  the  fire-box,  for  the  purpose  of  promoting  the  combustion  centrally  therein  and  causing  m 
more  equal  distribution  of  the  heat  above  and  around  the  oven. 

Claim, — In  combination  with  the  fire-box  A  and  vertical  flues  a  and  fr,  ahranged  with  refer- 
ence to  the  oven  C,  as  described,  whereby  the  heated  currents  are  divided  over  the  oven  and 
conducted  separately  around  the  same,  in  the  manner  set  forth,  extending  a  close  hearUi  plata 
from  the  front  end  of  the  fire-box  into  the  same  to  a  point  near  the  centre  thereof,  whereby  tha 
air  for  combustion  is  supplied  at  or  near  the  centre  of  the  fire-box,  and  the  heat  is  caused  to 
be  distributed  more  equally  above  and  around  the  front  and  rear  end  of  the  oven,  substantially 
as  set  forth. 

No.  32,082. — George  W.  Rice,  of  Demopolis,  A&, — hnprovementin  Cotton  Cultivators.— 
Patent  dated  April  16,  1861. — The  shares  or  scrapers  are  connected  to  a  screw  rod  attached  to 
the  beam  by  rods,  the  hooked  ends  of  which  catch  in  notches  in  the  scrapers ;  and  at  their 
centres  are  attached  oietal  bars,  bent  so  as  to  pass  over  the  rows  of  growing  cotton  and  idlow 
the  shares  to  operate  at  each  side  of  the  row. 

Claim.— The  arrangement  in  the  peculiarly-framed  scrapers  £  £  and  U-shaped  bare  D  D 
with  each  other  and  with  the  standard  C,  brace  rods  F  F,  ai^usting  rod  G,  and  beam  A*  all 
as  shown  and  described,  for  the  purposes  set  forth. 

No.  32,083.— Edward  J.  Richmond  and  Thomas  Wright,  of  New  York,  N.  T.— /«- 
proved  Stable  Broom. — ^Patent  dated  April  16, 1861. — ^The  inner  splints,  which  form  the  greater 
portion  or  mass  of  the  broom,  are  of  twice  the  usual  length,  and  each  length  is  doubled  so  aa 
to  form  two  splints ;  they  are  firmly  bound  at  their  centres  to  the  handle  by  a  wire,  the  outer 
parts  of  the  lengths  being  bent  over  the  wire.     . 

Claim. — ^As  an  improved  article  of  manufacture,  a  splint  broom,  made  in  the  peculiar  man- 
ner shown  and  descnbed,  with  doubled  or  looped  inner  splints  B',  and  inner  binding  wire  C, 
af  set  forth. 

No.  32,084.— Powers  Ritchey,  of  Hamilton,  HI.— /morovemeiif  in  Com  PlanUrs,— 
Patent  dated  April  16, 1861. — ^The  runners  are  turned  up  at  their  front  ends  and  are  connected 
together  bv  a  transverse  bar  in  front  and  a  transverse  seat  near  their  recur  ends.  Near  the 
middle  and  on  the  inside  of  the  length  of  each  runner  is  a  space,  behind  which  a  portion  of 
the  runner  is  curved  up  obliquely,  so  as  to  throw  all  clods  of  earth  and  trash  between  thft 
runners,  and  leave  the  track  free  from  obstructions.  To  the  front  part  of  the  runners  are 
pivoted  shoes  or  openers,  for  opening  the  furrows,  consisting  of  narrow  pieces  of  wood  having 
their  lower  edges  curved,  and  extending  back  through  horizontal  slots  in  the  runneis,  and  made 
adjustable  vertically  at  their  rear  ends.  The  shoes  are  attached  to  the  sides  of  the  seed  boxes 
by  pins.  The  slides  of  the  seed  boxes  receive  a  reciprocating  motion  by  means  of  levere  in 
connexion  with  the  front  horizontal  bar.  Projecting  from  the  bottom  of  the  runners  are  pins, 
which  serve  to  press  the  earth  over  and  cover  the  com. 

C/atm.— The  arrangement  of  the  curved  runners  A  A,  adjustable  pivoted  openers  D  D,  and 
presses  K  K,  with  eacn  other  and  with  the  seed  boxes  C  C,  slides  A,  and  levers  H  H,  aJl  as 
shown  and  described,  fojr  the  purposes  set  forth. 

No.  32,085.— Cyrus  Roberts,  of  Belleville,  JXL.—lmprmemmt  tw  Maekhmfor  TlfedU^ 
and  Separating  Grain.— Patent  dated  April  16,  1861.— The  ^^rated  feed  board  receiv«a  tba 
sheaf  of  grain,  and  the  kxise  kernels  passing  throurii  the  perkiratioDa  are  nseeived  upon  t^ 
inclined  conveying  board,  whence  they  are  delivers  upon  the  bottom  of  the  rear  sectiott  d* 
the  conveyor  and  separator  without  passing  through  the  threshing  apparatus.  Upon  the  avi^ 
face  of  the  concave  are  diverging  grooves  to  beat  the  grain  a^inst  and  to  distribute  the  gadn 
more  evenly  upon  the  inclined  plate  in  front,  which  latter  is  also  provided  wHh  diyargtoi^ 
groorea,  formed  bj  ribs,  to  divide  ^d  distribute  the  mm&  of  straw  passing  to  tha  fingvok 
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The  conveyor  and  separator  are  formed  in  two  sections,  to  which  opposite  and  simultaneous 
vibrating  motions  are  given,  bv  means  of  two  connecting  rods  attached  to  a  double  crank  on 
a  shaft  &low.  Overlapping  the  openings  between  the  sections  are  arranged  shaking  fingers, 
for  separating  the  straw  and  grain.  The  fingers  j  are  attached  at  their  rear  ends  to  a  dia- 
phragm or  false  bottom  rf',  which  forms  a  part  of,  and  vibrates  with,  the  rear  section  of  the 
conveyor.  Beneath  the  diaphragm  and  fingers  is  lef^  a  space,  in  which  the  gf  ain  is  carried 
forward  over  the  shaft  of  the  next  series  of  shaking  fingers.  In  connexion  with  a  screen 
placed  in  a  reversible  discharging  spout  is  a  trap,  to  prevent  the  unseparated  grain  and  foreign 
substances  from  mixing  with  the  cleaned  wheat  which  has  passed  through  the  screen  along 
the  inclined  bottom  of  uie  spout.  • 

Claim, — First,  the  combination  of  the  grated  feed  board  a  and  inclined  conveying  board  e 
of  the  thrasher  with  the  vibrating  conveyor,  substantially  as  specified. 

Second,  constructing  the  concave  with  diverging  distributing  grooves,  substantially  as  de- 
scribed. 

Third,  the  combination  with  grooves  in  the  concave  of  supplemental  distributing  grooves  in 
front  of  the  concave,  substantiidly  as  described. 

Fourth,  constructing  the  separator  in  sections  having  opposite  simultaneous  vibrating  mo- 
tion in  combination  with  shaking  fingers  overlapping  me  opening  between  the  sections,  sub- 
stantially as  described. 

Fifth,  the  method  of  separating  the  grain  from  the  straw  by  drawing  out  and  attenuating, 
and  at  the  same  time  shaking,  by  means  of  lifting  fingers,  the  mass  of  mixed  straw,  grain, 
and  chaff  over  the  openings  between  the  sections  of  the  separator,  substantially  as  described. 

Sixth,  the  diaphragm  d\  the  fingers  j  above,  th«  space  d"  and  bottom  d  below,  in  combi- 
nation, substantially  as  described. 

Seventh,  the  combination  with  a  vibrating  conveyor  and  separator  of  fine  vibrating  fingers 
over  the  throat  of  the  conveyor,  and  coarse  vibrating  and  snaking  fingers  above  the  finer 
ones,  the  coarse  fingers  shakii^g  up  the  straw  and  racing  a  coarse  separation,  and  the  finer 
fingers  making  it  finer  and  more  complete,  |hereby  facilitating  the  winnowing. 

Eighth,  the  combination  of  the  head  ti-ap  z'  with  a  wheat  screen  z,  actii^  together,  sub- 
stantially as  described. 

No.  32.086.— Thomas  Service,  of  Utica^  Ve^.-^Improvcment  in  Wagon  LocA:*.— Patent 
dated  April  16,  1861. — Bolted  on  the  hounds  is  a  plate  of  iron,  with  a  similar  plate  below,  so 
constructed  that  the  reach  D  will  slide  between  them  to  the  extent  of  the  length  of  the  slot  in 
the  ifeach,  through  which  a  bolt  passes.  In  an  eye-bolt  in  the  axle  is  hung  a  bar  of  iron  W, 
connected  with  tne  chain  and  eye-bolt  in  the  end  of  the  reach,  so  that  when  the  reach  is  drawn 
forward  up  a  hill  the  lock-bar  will  drag  on  the  ground,  and  when  the  wagon  stops  on  a  hill 
tho  lower  end  will  catch  in  the  ground  and  prevent  the  wagon  from  running  back. 

Claim, — ^The  stop-bar  W,  in  combination  with  the  sliding  reach  D,  both  constructed  as  de- 
scribed and  operating  together,  for  the  purposes  set  forth.  • 

No.  32,087. — Edwin  Smith,  of  Naugatuck,  Conn. — Tmprorement  in  Suspender  Buttons, — 
Patent  dated  April  16,  1861. — This  invention  is  explained  oy  the  claim  and  engraving. 

Claim. — ^A  button  formed  by  tho  combination  of  the  sheet-metal  shell  A  B  with  the  solid 
centre  piece  a,  when  tho  parla  are  so  connected  that  the  shell  may  bo  freely  revolved  on  or 
around  the  centre  piece  wnen  attached  to  tho  cloth,  the  whole  being  constructed  and  fitted  to 
operate  substantially  as  described. 

No.  32,088.— Samuel  J.  Smith,  of  New  York,  N.  Y.— Improvement  in  Eyelet  Machines.— 
Patent  dated  April  36,  1861. — ^This  invention  consists  in  an  arrangement  of  a  percussion  die 
or  cutter,  constructed  in  a  cylindrical  form,  and  appiied  in  such  a  manner  that  the  die  or  cutter 
is  fireo  to  turn  around  while  in  use,  instead  of  constantly  wearing  in  one  direction  and  becoming 
untrue,  as  in  the  ordinary  use  of  a  lever.  A  perforated  ball  slides  upon  the  circular  stock  of 
the  die  or  cutter,  so  as  to  give  a  blow  to  perforate  the  material  with  the  cutter,  or  strike  up  the 
eyelet  with  the  punch  or  aio. 

Claim. — ^The  arrangement  of  the  cylindrical  stem  d  or  g,  springs  1  or  5,  and  cap  e  or  A,  in 
the  perforated  arm  c,  as  specified. 

Also,  the  percussion  ball  i,  in  combination  therewith,  as  set  forth. 

No.-32,089.— M.  D.  and  S.  A.  Snyder,  of  Clarendon,  N.  Y.-^Improrcd  Carpet  Fastener.— 
Patent  doted  April  16, 1861. — The  fasteners,  of  the  form  shown  in  the  engraving,  are  inserted 
in  the  floor  by  means  of  a  gauge-set,  which  is  provided  with  a  hole  on  the  under  side  of  tho 
raised  part,  in  which  the  larger  end  of  the  fastener  is  hold,  the  latter  being  driven  into  the 
floor  by  blows  on  the  'projection.  The  end  of  the  set  gauges  the  distance  from  the  mould- 
board,  and  serves  as  a  fulcrum  for  releasing  the  set  firom  the  fastener. 

Claim. — ^A  carpet  fastener  of  tho  lozenge  shape  described,  having  two  equal  parallel  sides 
and  two  unequal  extremities,  diminishing  from  a  common  point  of  enlargement,  substantially 
as  shown  and  described. 

Also,  tho  set  A,  provided  with  the  distance  gauge  d  and  inclined  gauge  or  gauges  d,  to  be 
nsed  in  combination  with  said  fastener,  substanticuly  as  and  for  the  purposes  shown  and  de- 
scribed. 
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No.  32,090.— EZARUH  Spalding,  of  Morrisville,  Yt-^Improved  Clothes  ITrtfi^cr.— Patent 
dated  April  16,  1861. — In  opposite  sides  of  the  machine  are  slides,  in  which  are  fixed  bearing 
of  the  upper  roller.  In  the  lower  end  of  the  slides  are  slots,  to  receive  a  stud  projecting  from 
the  lower  end  of  a  piece  of  metal  having  perforations,  into  which  pins  of  the  correspondinff 
slides  fit,  for  a^justmg  the  distance  between  the  rollers.  A  spiral  spring  upon  the  arms,  with 
which  the  metnl  pieces  are  provided,  keeps  the  arms  pressed  against  the  shdes.  By  means  of 
treadle,  the  pressure  of  the  rollers  together  mav  be  regulated  at  will. 

Claim, — First,  the  combination  of  the  treadle  c  with  the  arms  m  m  and  slides  d  d,  arranged 
and  operating  as  described,  and  for  the  purposes  sot  forth. 

Second,  the  combination  of  the  metal  pieces  //with  the  slota^e  and  spring  5,  constructed 
and  operating  in  the  manner  and  for  the  purpose  shown. 

No.  32,091.— Joseph  Stone  and  James  T.  Archibald,  of  Wapello,  Iowa. — Improremcni 
in  Com  Planters. — ^Patent  dated  April  16,  1861. — ^This  invention  relates  to  an  arrangement 
of  parts  wherebj  the  operator  has  complete  control  over  the  machine,  the  furrow  shares  being 
allowed  to  be  raised  temporarily  at  the  will  of  the  operator,  and  the  whole  framing  of  the 
machine  may  also  be  raised  bodily  when  required.  Provision  is  also  made  to  insure  the  proper 
distribution  of  seed  and  the  ready  adjustment  of  the  shares. 

Claim. — ^The  arrangement  of  the  adjusting  cutters  L  with  the  hinged  seed  boxes  O,  oscil- 
lating seed  tubes  N,-  and  lever  J,  substantially  as  and  for  the  purposes  shown  and  described. 

The  arrangement  of  the  double  crank-axle  with  the  frame  A  and  spud  I,  substantially  as 
and  for  the  purposes  shown  and  described. 

The  arrangement  of  the  adjusting  bars  H  H  with  the  adjustable  standard  bars  E  E  and 
frame  A,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,092. — Isaac  Stout,  of  Tremont,  111. — Improvement  in  Cultivators. — Patent  dated 
April  16,  1861. — ^The  stocks  of  the  front  cultivators  or  ploughs  are  attached  to  the  handles 
that  serve  to  guide  the  cultivator,  and  the  handles  are  pivoted  to  a  cross-bar  in  such  a  manner 
that  the  operator,  while  guiding  the  cultivator,  jnay  vary  the  distance  laterally  between  the 
furrows  formed  by  the  ploughs,  as  desired. 

C/flim.— Attaching  the  front  cultivator  teeth  to  the  guiding  handles  of  the  plough,  when 
arranged  substantially  as  described. 

No.  32,093.— Louis  Tilliers,  of  Mott  Haven,  N.  Y. —Improved  rt»«.— Patent  dated 
April  16,  1861. — ^The  jaw  B  is  made  movable,  so  that  it  may  present  itself  cither  vertically  or . 
angularly,  and  when  angularly,  ther  summit  of  the  angle  can  bo  thrown  upward  or  turned 
dovi'nward,  as  required.  The  opposite  jaw  is  also  made  movable,  and  the  two  are  designed 
to  operate  together  so  as  to  adapt  themselves  to  and  hold  firmly  a  piece  of  metal  of  inegular 
form. 

Claim. — A  vise  in  which  one  limb  has  the  jaw  B  hinged  with  a  vertical  movement  and  the 
other  with  the  ja#  C  with  a  horizontal  movement,  the  whole  arranged,  constructed,  and  oper- 
ating as  and  for  the  purpose  set  forth. 

No.  32,094. — Franklin  Trailer,  of  Saline,  ^lich.— /m;>rorcfncnf  in  Ploughs.— Pedcui 
dated  April  16,  1861. — This  invention  consists  of  an  arrangement  of  devices  hy  which  the 
angle  or  position  of  the  beam  in  relation  to  the  plough  may  be  changed  so  as  to  adjust  and 
regelate  the  draught. 

Claim. — The  wedge  B,  knuckle  K  fitting  into  the  socket  L,  flange  C  D,  projection  M 
fitting  into  recess  N,  the  parts  1  and  2  having  corresponding  faces  and  bolt  holes ;  the  whole 
being  made,  arranged,  and  devised  substantially  in  the  manner  and  for  the  purposes  set  forth 
and  described. 

No.  32,095.— Willia>i  P.  Trowbridge,  of  Washington,  D.  C— Improved  Specimen  Cup 
for  Deep'Sea  Sounding. — Patent  dated  Apiil  16,  1861. — This  invention  is  explained  by  the 
claim  and  eng^ving. 

Claim. — ^A  form  and  construction  of  a  Fi>ecimen  cup  having  a  single  hole  or  opening  in  the 
bottom  of  the  cup,  which  leads,  by  a  short  conical  tube,  to  an  enlarged  cavity  within,  the 
tube  rising  above  the  bottom  of  the  cavity,  so  that  the  specimen,  on  bemg  forced  through  the 
tube  when  the  lead  strikes  the  bottom,  will  fall  over  the  top  of  the  tube  into  the  cavity  around 
it;  the  top  of  the  tube  being  closed  by  a  valve,  which  is  not,  however,  deemed  an  indispensable 
part  of  the  invention  *,  all  constructed  and  arranged  as  set  forth. 

No.  32,096.— 0ns  B.  Wattles,  of  Moorosboro*,  N.  C— Improvement  in  Straw-Culters.— 
Patent  dated  April  16,  1861. — ^I'he  endless  feed  apron  X  is  arranged  on  fixed  beaoings  imme- 
diately in  the  rear  of  the  mouth  and  guard ;  another  endless  apron  moves  on  rollers,  one  of 
which  has  its  bearings  in  the  frame,  while  the  other  has  its  bearings  in  a  pressure  frame 
hinged  to  the  main  frame,  so  that,  b^  placing  weights  on  the  top  boards,  the  straw,  &c.,  will 
be  compressed  in  the  rear  pf.the  knife.  A  sharpening  steel  is  made  to  act  against  the  bevelled 
edge  otthe  knife  in  its  descent,  being  attached  to  the  lower  ends  of  two  long  springs  by  means 
of  adjusting  screws,  the  upper  ends  of  the  springs  being  secured  to  the  frame  of  the  machine. 
By  means  of  levers,  pawls,  and  ratchets,  the  reciprocating  movement  of  the  knife  frame  efifects 
a  corresponding  motion  of  the  feed  aprons. 
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Claim. — ^FiTst,  the  reladye  arrangement  of  a  feed  apron  X  and  rollers  S  Z  with  fixed  bear- 
ings and  a  pressure  apron*V,  with  one  (C)  of  its  two  rollers  on  hinged  bearings  A',  in  com- 
bination with  a  reciprocating  knife  D,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  the  hook  U,  constructed  and  arranged  as  described,  with  the 
intermittent  lerer  M,  pawl  Q,  and  ratchet  wheel  R,  for  the  purpose  described. 

Third,  the  sharpening  device  consisting  of  a  sharpening  steel  F,  springs  G  G,  and  adjusting 
screw  nuts  1 1 1 1,  in  combination  with  an  oblique  reciprocating  knife  D,  substantiaUj  as  aim 
ibr  the  purposes  set  forth. 

Fourth,  the  relative  arrangement  of  the  feed  apron  X,  hin^  pressure  apron  Y,  intermittent 
feed  device  L  U  M  Q  B,  wim  an  oblique  reciprocating  kniie  I),  all  substantiaUj  as  and  for 
the  purposes  set  fortL 

No.  32,097.— John  Wenisch,  of  Tompkinsville,  N.  Y.,  and  Reese  B.  Berry,  of  New 
York,  N.  Y. — Improvement  in  Tablets. — ^Patent  dated  April  16,  1861. — This  invention  con- 
sists in  the  manufacture  of  tablets  by  coating  paper,  pasteboard,  sheet  metal,  or  wood,  or 
other  suitable  substance,  first  with  a  composition  of  plaster  of  Paris,  white  lead,  and  gum 
arable,  or  glue,  and  afterward  with  a  composition  of  shellac,  emery,  lamp  black,  or  ivory 
black,  reduced  by  alcohol  to  a  suitable  consistency,  to  bo  used  as  paint  with  a  brush. 

Claim, — ^The  manufacture  of  tablets  of  paper,  pasteboard,  wood,  sheet  metal,  or  other 
material,  coated  first  with  the  described  priming  composition,  and  afterwards  with  the  speci- 
fied finishing  .composition,  or  of  slabs  of  such  priming  composition  coated  with  such  finish- 
ing composition. 

No.  32,098.— TnoRlASW.  White,  of  Milledgeville.  Ga.— /mpropcmeni  in  Seed  Planters.-^ 
Patent  dated  April  16,  1861. — lliis  invention  consists  in  drawmg  the  seed  out  at  regular  in- 
tervals through  the  opening  in  the  bottom  of  the  hopper,  by  means  of  a  reciprocating  serrated 
blade  passing  through  the  bottom  of  the  hopper.  The  upper  end  of  the  blade  is  lefL  free  so 
that  it  may  swing  back  and  forward  in  the  hopper  a^inst  the  seed,  so  as  to  act  upon  the 
aced  in  all  parts  of  the  hopper.  A  reciprocating  motion  is  given  to  the  blade  by  means  ef  the 
guiding  wheel  of  the  plough  running  m  the  furrow. 

Claim. — ^First,  the  combination  of  the  hopper  with  a  serrated  blade,  receiving  a  positive 
movement  in  two  directions,  for  the  purpose  of  agitating  the  seed  and  drawing  it  from  the 
hopper,  substantially  in  the  manner  descrioed. 

Second,  leaving  the  upper  end  of  the  blade  within  the  hopper  unconfined,  for  the  purpose 
set  forth. 

Third,  the  cembination  of  the  serrated  blade  with  a  ^ide  wheel,  when  arranged  so  as  ta 
g^ve  a  reciprocating  movement  to  the  blade,  as  described. 

No.  32,099.— S.  M.  Wmxz  a^d  F.  Swift,  of  Hudson,  lllch.^Improvement  in  Grmm 
Separators, — ^Patent  dated  ApriPie,  1861. — Immediately  below  the  throat  of  the  hopper  is 
arranged  a  screen,  on  which  the  grain,  with  the  pats,  &c.,  first  fall.  The  frame  of  this  screen 
is  pivoted  to  the  top  edge  of  the  shoe,  which  gives  it  a  rocking  motion.  Below  the  carriei>^ 
board  is  a  long  inclined  screen,  extending  from  the  rear  to  th^  tront  end  of  the  shoe.  At  the 
rear  end  of  the  shoe  two  short  springs  project,  which  give  the  screen  a  quick  rebound  at 
each  movement  of  the  shoe,  to  prevent  the  oats,  &c.,  from  clogging  up  the  meshes. 

Claim. — First,  hanging  the  screens  G  on  pivots  j  j,  in  shoe  C,  operating  as  and  for  the 
purposes  set  forth. 

Second,  arranging  the  inclined  screen  L  within  shoe  C,  so  that  said  screen  will  have  an 
end  play  and  struLe  against  pieces  m  m,  as  and  for  the  purposes  set  forth. 

No.  32,100.— Arcalous  WrcOFP,  of  Elmira,  N.  Y.— Improvement  in  Water  Pipes,— 
Patent  dated  April  16,  1861. — The  interior  of  the  pipe  is  made  of  wood,  and  around  its  out- 
side is  wound. a  band  of  iron  to  secure  the  necessary  strength,  and  for  securing  the  necessary 
tighti^ess  at  the  joints  interior  thimbles  of  wood  are  fitted  in  the  ends  of  each  joint.  The 
whole  is  covered  with  a  coating  of  cement  for  the  purpose  of  excluding  the  air  from  the  wood. 

Claim. — ^The  water-pipe  composed  of  the  thin  interior  wooden  pipe  A,  the  metallic  coils  or 
bands  B  around  it,  and  the  calcareous  cement  C,  around  the  whole,  (cither  with  or  without 
the  bituminous  coat  or  ingredient,)  constructed  and  combined  substantially  as  and  for  the 
purposes  specified. 

Also,  the  interior  wooden  thimbles  D  D,  in  combination  with  the  pipe  constructed  substan- 
tially as  and  for  the  purpose  described. 

No.  32,101.— Alexander  Clow,  of  Waterford,  Pa.,  assignor  to  Himself  and  H.  S. 
Campbell,  of  same  place. — Improvement  in  Bee-Hives. — Patent  dated  April  16,  1861. — 
The  comb-racks  are  constructed  with  their  upper  bars  of  a  W  shape,  for  the  caeeption  of  a 
rod  which  passes  through  mortices  provided  at  suitable  distances  apart  in  two  cleats  attached 
to  the  top  transversely  of  the  racks.  The  feet  of  the  racks  fit  in  notches,  by  which  means 
the  racks  are  held  securely  and  readily  removed  when  necessary. 

Claim. — Constructing  bee-hives  with  a  permanent  wall  or  side  C,  rising  from  the  lower 
structure  A  and  sustaining  the  top  D,  in  combination  with  the  drop-sides  or.  panels  £  £  £, 
and  interior  slides  F  F  F,  whereby  the  whole  interior  of  the  hive  and  its  contents  jnay  be 
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exposed  or  remored  without  removing  the  top,  substantially  in  the  manner  and  for  the  pur- 
pose shown  and  described. 

Second,  the  described  manner  of  constructing  the  comb-racks  K,  and  connecting  thtm  with 
the  hive,  to  admit  of  their  ready  removal  and  change,  substantially  as  shown. 

No.  32,102.— James  Dodge,  of  Waterford,  N.  Y.,  assignor  to  Himself  and  David  Blake, 
of  same  place. — Improvement  in  Hardening  Sates, — Patent  dated  April  16,  1861. — The  saw 
or  metal  plate  to  bo  hardened  is  placed  on  the  artificial  bed-piece,  which,  being  elastic,  con- 
forms to  tbo  chill-blocks,  the  movable  chill-block  is  then  allowed  to  drop  on  tho  saw,  by 
which  means  it  becomes  hardened. 

Claim, — ^The  artificial,  elastic,  and  flexible  bed-piece  C,  for  the  purpose  described. 

No.  32,103. — Albert  GUMMER,  of  Indianapolis,  Ind.,  assimor  to  Himself  and  Gustavus 
ZscHECK,  of  same  place. — Improvement  in  Lath  Machines.— latent  dated  April  16,  1861. — 
This  invention  consists  in  the  use  of  two  distinct  and  separate  rests  for  sustaining  the  bolt 
whilst  it  is  being  cut  into  laths,  by  which  a  recess  is  formed  so  as  to  admit  of  the  falling  of 
the  laths  without  obstruction,  and  the  two  rests  are  caused  to  recede  from  each  other  in  a 
horizontal  direction.  Under  the  front  edge  of  the  knife  is  a  jaw  for  the  purpose  of  accom- 
modating the  circular  spring  by  forming  a  shelf  for  tho  lath  to  slide  upon  when  it  is  being 
cut.  This  spring  is  set  between  the  jaws  and  the  under  part  of  the  knife,  and  is  made  fast  to 
the  front  edge  of  the  knife-plate,  so  that  it  extends  as  the  lath  is  being  cut,  and  when  cut  the 
spring  retracts  and  throws  off  tho  lath. 

Claim. — First,  the  operation  of  a  right-angled  rest  q,  with  the  slot  o,  and  pin  p,  or  their 
equivalents,  as  described.  s 

Second,  tho  jaw  3  3,  with  the  projecting  pieces  2  2  2  2,  the  two  set  screws  6666,  and  the 
circular  spring  5,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,104.— Luke  L.  Knight,  of  Barre,  Mass.,  assignor  to  E.  and  E.  B.  Hastings,  of 
same  place. — Improved  Clothes  Frame. — Patent  dated  April  16,  1861. — The  radial  stretching 
arms  aio  hinged  or  pivoted  to  the  hub,  with  which  are  combined  angular  brackets  and  sides, 
one  of  tho  arms  of  the  brackets  being  in  a  vertical  position,  and  tho  other  arm  at  a  suitable 
angle,  so  that  tho  stretching  arms  are  readilv  secured  in  an  open  or  closed  state. 

Claim, — Hinging  or  pivoting  the  stretching  arms  C  C  C  C,  to  hub  B,  and  combininff 
therewith  the  two  armod  brackets  and  slides  G,  as  and  for  the  purposes  sho^m  and  described 

No.  32,105.— Joseph  Lofvendahl,  of  East  Boston,  Mass.,  assignor  to  Himself,  N.  P. 
Likdergreen,  and  £.  Eulin,  of  same  place. — Improvement  in  Button  Fasteners. — Patent 
dated  April  16,  18G1. — Rigidly  attached  to  the  collet  of  a  button  are  two  or  more  points, 
which  pass  through  corresponding  perforations  in  a  disk  placed  on  the  imder  side  of  the 
fabric  to  which  tho  button  is  to  be  attached,  tho  points  to  be  bent  down  on  the  under  side. 

Claim. — The  employment  of  a  disk  or  washer  B,  perforated  with  holes  C,  corresponding 
in  number  and  position  to  the  points  a,  attached  to  the  collet  of  a  button  A,  in  tho  manner 
and  for  the  purpose  shown  and  described. 

No.  32,106.— George  W.  Martin,  of  Morrisiana,  N.  Y.,  assignor  to  Himself  and  Wm. 
SheppaRD,  of  Tremont,  N.  Y.-^Imvroved  frreneA.— Patent  dated  April  16,  1861.— The 
rocking  cam  jaw  moves  freely  upon  the  stock  of  tho  wrench.  Tho  siuface  of  the  jaw  in  con- 
tact with  tho  stock  is  formed  as  a  cam,  and  is  connected  to  tho  stock  by  a  strap  to  which  it 
is  bolted,  so  that  when  tho  end  of  tho  jaw  is  brought  in  contact  with  a  screw-head  or  nut  the 
cam,  by  the  rocking  motion  of  tho  jaw  upon  tho  pivot,  clamps  the  stock  so  firmly  as  to  pre- 
vent the  jaw  from  moving. 

Claim, — ^Tho  rocking  cam  jaw  d,  applied  to  the  stock  6,  in  the  manner  and  for  tbo  purposes 
specified. 

No.  32,107.— William  M.  Van  Wagenen,  of  Newark,  N.  J.,  assignor  to  Himself  and 
Dakiel  F.  Tompkins,  of  same  place. — Improved  Boat  Detaching  Apparatus. — Patent 
dated  April  16,  1861. — ^This  invention  consists  in  the  uso  of  a  simple  bolt  hung  in  a  ring  at 
the  bow  or  stom  of  the  boat.  Tho  free  end  of  the  bolt,  to  which  the  tacklo  is  hooked,  is  caught 
and  held  under  a  suitable  projection  and  tho  boat  suspended.  Tho  bolt  is  released  by  means 
of  a  lever  which  forces  the  free  end  of  the  bolt  from  tne  projection. 

Claim, — The  application  and  uso  of  the  bolt  A,  as  a  boat  detacher,  said  boat  beinff  hinged  ' 
or  looped  at  ono  end,  in  combination  with  and  operated  by  means  of  the  lever  B,  at  Uie  other 
end,  substantially  in  tho  manner  and  for  the  purposes  described. 

No.  32,108.— Lewis  R.  Wright,  of  Cohoes,  N.  Y.,  assignor  to  Himself  and  Thomas 
R.  Howard,  of  same  place. — Improvement  in  Seed  P/an^cr*.— Patent  dated  April  16, 1861. — 
This  invention  consists  of  a  combination  of  parts  constituting  an  adjustable  seed-dropping 
device  by  which  tho  seed-cell  is  emptied  with  a  positive  movement  of  the  piston,  and  the 
piston  retracted  within  the  seed-cell  by  the  device  itself,  independently  of  gravity,  whatever 
may  bo  the  size  to  which  the  seed-cell  is  temporarily  ac^justed. 

The  rear  end  of  the  firame,  in  which  is  mounted  the  roller  which  sustains  the  rear  part  of 
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tlie  machine,  is  connected  with  the  main  frame  hy  means  of  a  role  joint  hiace,  by  bending 
which  downward  the  main  frame  is  let  down  so  as  to  bring  the  plough  and  coverer  into  action 
npon  the  soil,  and  hj  straightening  the  brace  the  plough  and  coveror  are  raised  from  the 
ffround,  which  can  be  resulily  accomplished  bj  the  action  of  the  foot  of  the  operator.  Another 
feature  of  this  invention  is  explained  by  the  third  claim. 

Claim, — First,  the  combination  of  the  lever  «,  cam/,  and  springy,  with  the  piston  c,  and 
cell  df  in  the  rotary  cylinder  H,  forming  the  bottom  of  the  seed  box  J,  the  whole  constituting 
an  adjustable  seed-dropping  device  that  empties  the  seed-ceU  with  a  positive  motion,  as  des- 
cribed. 

Second,  the  combination  of  the  hinped  frame  E,  carrying  the  roller  Q,  and  the  adjustable 
block  O,  carrying  the  coverer  N,  with  the  frame  A,  carrying  the  plough  K,  and  supported 
fonvard  thereof  by  a  wheel  or  wheels  C,  the  plough  and  coverer  being  thrown  into  and  out 
of  action  upon  the  soil  by  means  of  the  jointed  brace  S,  substantially  as  described. 

Third,  the  frames  A  A,  hung  separately  on  one  driving  axle  B,  so  that  tbe^  will  rise  and 
fall  independently  to  suit  the  uncvenness  of  the  ground  to  be  planted,  and  adjusted  laterally 
to  plant  rows  at  different  distances  apart,  and  having  equal  and  distinct  seeding  and  planting 
devices  which  are  thrown  Into  and  out  of  action  separately  to  plant  rows  of  different  length, 
and  in  either  alternate  or  opposite  hlUs,  all  substantially  as  described*  , 

Na  32,109.— J.  A.  De  Brame,  of  New  York,  N.  Y. ^Improved  Baby-Jumper.— T&ieni 
dated  April  16,  1861. — ^The  tubular  legs  at  the  back  have  each  a  tube  fitted  in  it,  secured  at 
any  height  by  set  screws.  In  each  tube  is  a  spiral  spring,  which  supports  sliding  rods, 
divaricated  and  carved  at  their  upper  ends,  so  as  to  form  hooks  for  supporting  clastic  cords 
attached  to  a  band  around  the  child.  The  device  may  be  adjusted  so  as  to  be  used  as  a 
baby-jumper  or  walker. 

Claim. — The  combination  of  the  tubular  legs  a  a,  adjustable  tubular  standards  B  B, 
springs  C,  set  screws  d  d,  and  divaricated  rods  D  D,  the  whole  being  constructed  and  arranged 
and  operating  in  the  manner  and  for  the  purposes  shown  and  describe 

No.  32,110. — JosiiUA  E.  A31BR0SE,  of  Lena,  BI. — Improvement  in  Lamps, — ^Patent  dated 
April  23,  1861. — ^This  lamn  is  designed  for  burning  coal  oil  without  a  chimney.  The  body 
of  the  lamp  is  surrounded  by  a  jacket,  which  forms  a  water  chamber,  to  be  supplied  witu 
warm  water  when  heavy  oils  are  used.  An  opening,  provided  with  a  plug,  is  made  throueh 
the  bottom  >of  the  lamp  for  the  adaiissioa  of  water  to  keep  the  oil  pressed  up  towards  the 
burner.  The  shaft  used  for  raising  the  wick  is  fitted  in  tubular  bearings,  provided  with 
spiral  springs,  for  keeping  the  wheels  engaged  in  the  wick.  Around  the  inner  tube  I,  which 
is  connected  with  the  shell,  is  placed  a  cone  or  defector  K,  the  base  of  which  is  attached  to 
the  shell,  and  a  space  allowed  between  the  cone  and  the  tube  by  which  the  air  is  brought 
in  diiect  contact  with  the  base  of  the  flame.  A  flat  metal  plate,  having  an  oblong  slot 
through  its  centre,  and  provided  with  a  pendant  at  each  end,  is  made  to  fit  over  the  wick 
tube,  for  the  pm-pose  of  evenly  trimming  the  wick. 

Claim. — First,  the  employment  or  use  of  the  water  chamber  C,  communicating  through  a 
stoppered  opening  with  the  body  or  fountain  A  of  ^the  lamp,  and  arranged  to  operate  sub- 
stantially as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  springs  k  k^  shaft  g^  and  wheels  A  A,  substantially  as  shown, 
for  elevating  and  lowering  the  wick,  as  described. 

Third,  the  combination  with  the  cone  K  of  the  short  tube  I,  adapted  and  employed  in  the 
manner  set  forth,  for  the  attachment  of  movable  inner  deflectors  of  various  forms. 

Fotftlh,  the  plate  N,  provided  with  the  slot  $  and  pendents  t,  operating  in  connexion  with 
the  outer  cone  or  deflector  K,  in  the  manner  and  for  the  purposes  set  forui. 

No.  32,111. — ^David  S.  Anderson,  of  Trenton,  N.  J. — Improved  Apparatus  for  Making 
Roofing  Cloth. — Patent  dated  April  23,  1861. — ^This  invention  consists  of  an  apparatus  for 
saturating  cotton  cloth  with  a  heated  compound  of  tar  and  India-rubber,  covering  this  satu- 
rated cotton  cloth  on  both  sides  with  paper,  and  coating  the  combined  cotton  cloth  and  paper 
on  both  sides  with  the  same  heated  compound  of  tar  and  India-rubber. 

Claim. — ^The  hollow  callenders  D  D,  combined  with  the  paper  rollers  E  E,  the  distributinff 
rollers  B  B,  and  regulating  rollers  C  C  C,  in  connexion  with  the  receptacles  A  A,  provided 
with  radiating  steam-pipes  g  gt  or  their  equivalents,  when  arranged  and  described  ivith,  in, 
and  for  the  principle  specified. 

No.  32,112. — Charles  Bailey,  of  Batavia,  Bl. — Improved  Arrangement  of  Threshing' 
Cylinder,  Corn  Sheller,  and  Grinding  itfii/.— Patent  dated  April  23,  1861.— This  invention 
is  explained  by  the  claim  and  engraving. 

Claim. — So  constructing  the  cylinder  of  a  threshing  machine  as  to  form  one  head  thereof, 
a  com  sheller,  and  crusher,  and  on  the  end  of  its  slmlt  a  grinding  mill,  when  the  whole  is 
arranged  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  .32,113. — ^Henry  Bailey,  of  Columbia,  '^ia.— Improved  Washing  Machine. — ^Patent 
dated  April  23,  1861. — ^The  beaters  are  suspended  from  a  horizontal  rodby  swing-bars,  and 
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are  hiDged  to  tlio  bars,  which  extend  into  a  mortise  in  the  beaters,  where  they  are  secnred  hj 
a  pin.  The  beaters  are  also  similarl  j  connected  to  the  ends  of  the  pitman,  the  other  ends  of 
the  pitman  being  operated  bj  a  foor-throw  crank. 

Claim. — ^The  arran^ment  and  application,  substantiallj  as  described,  of  each  stock  or 
beater  with  respect  to  its  swing-bar,  pitman,  and  crank,  where,  bj  the  conjoint  action  of  the 
said  parts,  the  beater  dmin^  its  forward  motion  over  the  bottom  of  the  tub  is  caused  to  receiye 
a  tiltmg  movement,  by  wiuch  its  toe  is  borne  downward  on  such  bottom,  substantially  in 
manner  and  for  the  purpose  set  forth. 

No.  32,114.— Edmund  F.  Barnes,  of  Brooklyn,  K.  Y, ^Improvement  in  RaUroad  Chair 
amd  Splice, — Patent  dated  April  23»  1861. — Secured  to  the  centre  of  the  chair,  and  rising  ver- 
tically therefrom,  is  a  fixed  splice  of  iron,  which  passes  up  through  a  recess  or  cavity  m  the 
ends  of  the  rails,  so  that  when  the  rails  are  brought  together  on  the  chairs  the  splice  will  enter 
the  ends  of  the  rails  and  form  a  continuous  beanng  stu-face. 

Claim, — ^Tbe  combination  and  arrangement  of  the  chair  A  and  splice  B  in  connexion  with 
the  rails  C  C,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,115.-:-JOHN  A.  Brock»  of  Chicago,  Vl,^Improved  Mining  Pffjt.—Patent  dated 
April  23,  1861. — This  invention  consists  in  applying  to  a  pan  in  ordinary  use  and  of  qxlj  ma- 
terial an  interior  lining  of  copper,  platinum,  or  other  metal  with  which  mercury  will  unite. 

Claim, — ^A  mining  pan,  as  described,  having  a  supplementaiy  plate  or  disk  fitted  into  the 
interior  thereof,  for  the  purpose  of  collecting  and  holding  the  mercury  used  in  the  framing 
operation  in  a  fixed  position,  as  and  for  the  purposes  set  forth. 

No.  32,116.— J.  F.  Brown,  of  Columbus,  Ga. — Improvement  in  Cotton  Giiw.— Patent 
dated  April  23,  1861. — ^The  breast,  which  is  placed  within  the  hopper,  is  constructed  of  metal 
ribs  formed  with  two  concavities  corresponding  to  the  two  series  of  saws  which  project  throu^ 
the  breast  at  the  concaves.  A  cylindncal  stnpping-brush  is  arranged  to  act  upon  each  series 
of  saws,  the  brush  serving  to  clean  the  saws  and  receive  thejcotton  therefrom,  and  also  to 
create  a  current  of  air  to  separate  the  fibres  and  dischargee  the' dirt  and  extraneous  matters 
The  use  of  two  series  of  saws  is  designed  to  produce  a  motion  of  the  cotton,  which  will  pse* 
vent  it  fronipacking  on  the  breast  and  injuring  the  fibres. 

Claim, — ^rhe  improved  saw-gin,  having  its  separate  parts,  viz :  its  hopper,  breast,  twt) 
sets  of  saws  and  brush,  constructed  and  arranged  in  relation  to  each  otner,  and  so  as  to 
operate  together,  substantially  as  described. 

No.  32,117.— Daniel  Broy,  of  Canton,  Mo. — Improvement  in  Seed-Planters. — Patent 
dated  April  23,  1861. — The  frame  is  supported  in  the  rear  by  two  covering  wheels  provided 
with  flat-bottomed  grooves.  The  front  part  of  the  frame  is  supported  upon  two  cutting- 
wheels  provided  with  sharp-edged  flanges,  serving  as  cutlers  to  open  the  fuiTow.  The  seed 
is  discharged  through  oblong  slots  in  the  bottom  of  the  hoppers,  the  amount  being  regulated 
by  a  slide.  Each  hopper  is  provided  with  an  inclined  cap  to  cover  one  set  of  seed-cells,  and 
prevent  their  action  when  the  other  set  is  in  operation.  To  the  tongue  is  attached  a  lever,  so 
arranged  that  the  driver  can  raise  the  front  part  of  the  machine  with  his  foot  for  the  purpose 
of  passing  obstructions  or  turning  around.  w 

Claim, — The  arrangement  of  the  double-perforated  slide  F,  inclined  cap  L,  tubes  I,  cutting- 
'  wheels  D,  and  lever  G,  with  th^^  flat-bottomed  grooved  wheels  B  and  adjustable  tongue  J,  in 
the  manner  and  for  the  purpose  shown  and  described. 

No.  32,118.— Mills  L.  Callender,  of  New  York,  N.  Y. —-Improvement  in  Lamps,— 
Patent  dated  April  23,  1861. — The  wick-tube  is  provided  with  two  arms,  between  which  a 
space  is  left  for  the  admission  of  the  air  to  the  flame  as  it  bums  from  the  two  wicks.  The 
cap  is  placed  between  the  bifurcated  shield  which  surrounds  the  wick-tube  and  the  deflector 
for  the  purpose  of  dividing  the  current  of  air  as  it  passes  to  the  flame  and  preventing  it  from 
becoming  heated.  The  deflector  is  surmounted  by  a  hinged  cap,  which  can  be  raised  or 
lowered  to  increase  or  check  the  draught. 

Claim, — First,  the  bifurcated  wick-tube  /and  its  arms  c  ef',  by  which  two  wicks  can  be 
elevated  or  depressed  simultaneously. 

Second,  the  combination  of  the  cap  b  b\  the  deflector  c  c\  and  the  cap  d  d\  vrith  the  biikr- 
cated  wick-tube/ and  its  arms  e  e\  and  the  bifurcated  shield  a  a\  with  its  arms  y  y^,  for  sup- 
plying the  interior  of  the  flame  with  a  current  of  heated  air,  and  the  outer  suriaces  of  the 
flame  with  currents  of  cool  air»  for  the  purpose  and  in  the  manner  specified. 

No.  32,119.— C.  F.  CmcKERiNG,  of  New  York,  N.  Y.— Improvement  in  Square  Piano- 
fortes,— ^Patent  dated  April  23, 1861.— The  object  of  this  invention  is  to  give  the  square  piano 
the  advanta^  of  an  open  bottom,  similar  to  that  of  the  grand  piano.  This  is  accomplished 
by  transfemng  the  hammer-line  and  its  associated  devices  from  the  back  to  the  forward  pari 
of  the  case,  thus  dispensing  with  that  portion  of  the  action  which  heretofore  passed  under,  the 
strings  and  sounding-board,  in  order  to  reach  the  hammer-lino  when  situatcMl  in  the  back  part 
of  the  case,  and  thereby  permitting  the  bottom  of  the  instrument  to  bo  loft  open,  by  which  it 
is  designed  to  improve  the  tone  and  render  it  more  powerfuL 
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Claim. — ^The  combined  arrangement  of  the  wrest-plank,  liitch-plate  brace,  and  sonnd-board, 
and  of  the  open  or  merely  baned  portion  of  the  case  in  a  square  piano-forte,  substantially  as 
and  for  the  purposes  described. 

Ko.  32, 120.— James  L.  Clough,  of  Suffield,  Conn. — Improred  Floor  C/flm».— Patent 
dated  April  23,  1861. — ^The  object  of  this  device  is  to  hold  floor  boards  or  ship  planks  in  place 
until  they  can  be  confined  by  nails  or  other  permanent  fastening,  so  that  a  board  which  has 
become  curved  on  one  side  may  be  pressed  into  its  proper  place  without  the  necessity  of  saw- 
ing or  planing. 

Claim, — First,  the  jaw  plates  A  and^B,  connected  by  one  or  more,  bars  C  C,  when  con- 
structed substantially  as  snown,  and  used  for  the  purpose  substantially  as  described. 

Second,  the  combination  of  the  lever  D,  pressure-bar  £,  and  jaw  plates  A  and  B,  substan- 
tially as  described. 

No.  32,121. — Francis  Comtesse,  of  New  York,  N.  Y. -^Improved  Device  for  Protecting 
the  Hulls  of  Vessels  from  Cannon  Balls,— Patent  dated  April  23,  1861.— The  several  shields 
are  so  arranged  that  the  edge  of  each  of  them  is  partially  overlapped  by  the  edge  of  the  ad- 
joining shields,  for  the  purpose  of  causing  a  ball  to  glance  off  when  striking  the  vessel. 

Claim, — The  employment  of  convex  rounded  shields  A,  attached  to  the  sides  of  a  vessel  by 
means  of  loops  a  and  eye-bolts  b,  or  by  any  other  equivalent  means,  substantially  as  and  for 
the  purpose  snown  and  described. 

No.  32,122.— Albert  O.  Crane,  of  Hoboken,  'N,- J, —Improvement  in  Boots  and  Shoes,*- 
Patent  dated  April  23,  1861. — This  invention  consists  in  holding  together  the  risers  that  form 
the  heel,  by  means  of  conical  riveta  with  or  without  heads,  so  that  whilst  the  lower  ends  of  the 
rivets  protect  the  heel  from  wearing  away,  they  will  not,  by  even  wearing  away  themselves, 
allow  the  risers  to  separate,  but  continue  to  clamp  them  together.  The  heel  is  secured  to  the 
shoe  by  means  of  a  conical  nut  in  the  heel,  and  a  screw  passing  into  it  from  the  inside  of  the 
shoe,  so  that  the  heel  may  be  loosened  and  turned  around  to  prevent  it  from  wearing  away  on 
one  side,  and  fastened  in  a  new  position. 

Claim. — First,  a  boot  or  shoe  heel  composed  of  two,  three,  or  more  ** lifts  or  risers,"  and 
clamped  and  held  together  by  conical  rivets,  which  serve  the  double  purpose  of  protecting  the 
heel  from  wearing  away,  and  of  holding  the  "lifts  or  risers"  tightly  clamped  together,  as  de- 
scribed. 

Also,  the  holding  of  a  heel  to  a  boot  or  shoe  by  means  of  a  conical  nut  e  and  a  screw  /,  for 
the  purpose  and  in  the  manner  set  forth  and  described. 

No.  32,123. — George  Crompton,  of  Worcester,  Mass. — Improvement  in  Looms, — Patent 
dated  April  23,  1861. — The  picking  on  each  side  of  the  loom  is  governed  by  the  presence  and 
absence  of  the  shuttle.  When  the  shuttle-box  binder,  by  the  presence  of  the  shuttle,  operates 
the  protector  rod,  it  in  turn  disconnects  the  picking  at  the  opposite  or  empty  box  end,  whoso 
binaer  has  similar  control  over  the  picking  at  the  other  end,  each  shuttle  having  an  independent 
protector  rod,  the  action  of  which  renders  the  picker  staff  at  the  opposite  end  moperative;  and 
if  by  accident  a  shuttle  should  be  in  each  box  on  a  line  with  the  race,  both  staffs  would  bo 
silent,  and  consequently  avoid  a  cdlision,  and  the  picking  of  them  will  continue  suspended 
until  one  of  the  shuttles  is  removea,  avhen  the  remaming  one  will  bo  driven  by  the  action  of 
the  staff,  the  one  at  the  other  end  being  silent. 

Claim, — Controlling  the  operation  of  the  picker  staffs,  substantially  as  and  for  the  purpose 
specified. 

No.  32,124. — John  Danks,  of  Troy,  N.  Y. — Improvement  in  Burners  for  Purifying  Gas, — 
Patent  dated  April  23,  1861. — The  object  of  this  invention  is  to  purify  the  gas,  and  prevent  it 
from  blowing  through  the  burner  and  passing  off  unconsumed. 

Claim, — The  employment  as  filling  for  a  chamber  B,  applied  in  combination  with  a  burner, 
substantially  as  described,  of  hemp  or  flax  saturated  with  nitric  acid,  as  set  forth. 

No.  32,125.— Eli  P.  Drake,  of  Greenbush,  N.  Y.— -Improved  Boring  Machine,— Tatent 
dated  April  23,  1861. — Secured  to  a  cast-iron  frame  is  an  upright  stand,  the  upper  part  of 
which  forms  a  curved  guide,  against  which  the  upper  end  of  a  radial  arm  or  lover  slides,  the 
lower  part  being  secured  to  the  stand  near  the  frame  by  means  of  a  bolL  A  series  of  bare  or 
rods  are  connected  to  the  radial  arm  or  lever  at  regular  distances,  each  diminishing  in  length 
as  they  advance  towards  the  standard.  The  lower  end  of  each  bar  is  forked  and  provided 
with  lips  or  journals  in  which  a  spindlo  revolves,  one  end  of  which  forms  a  socket  or  chuck  to 
i>aceive  an  auger  bit  or  drill. 

Claim. — A  series  of  forked  rods  or  bars  G  G  G  G,  connected  to  the  radial  arm  or  lever  F, 
which  slides  upon  the  guard  £,  substantially  as  and  for  the  purpose  specified. 

$ro.  32,126.— Stewart  Elder,  of  Buffalo,  N.  Y,— Improved  Spring  Bed,— Patent  dated 
April  23,  1861. — The  coiled  springs  are  supported  by  means  of  a  suitable  frame  placed  mid- 
way between  the  two  bases  of  said  springs,  so  that  tlie  frame  will  have  an  equal  bluing  upds. 
botn  sides  of  the  spring,  and  allow  free  action  of  the  spring  upon  both  sides  of  the  frarno. 
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Claim, — Supporting  and  holding  the  springs  A,  by  me«DS  of  Uie  frame  B,  placed  midwaj 
between  tho  springs  and  connected  thereto,  substantiallj  as  described,  for  the  purposes  set 
forth. 

Also,  extending  the  frame  B'  beyond  the  area  of  tho  springs,  in  order  to  incline  the  base  of 
the  springs,  as  shown  at  Q,  and  also  to  incline  the  cords,  as  shown  at  A,  and  thereby  adapt  the 
same  to  mo  purposes  of  a  pillow,  substantially  as  set  forth. 

No.  32,127.— John  A.  Emerick,  of  Philadelphia,  Tsu—ImprweTMnt  in  Stopping  and 
Starting  Railway  Cars. — ^Patent  dated  April  23,  ld61. — Each  axle  is  provided  with  a  central 
pulley,  in  the  periphery  of  which  are  cut  Y-shaped  grooves  adapted  to  receive  corresponding 
ribs  iormed  on  the  under  and  upper  sides  of  the  frame  E,  the  latter  being  arranged  to  slido 
longitudinally  on  tho  underside  ot  the  car  frame,  as  well  as  to  have  a  vertical  movement  to  an 
extent  limited  by  the  central  pulleys,  which  are  of  such  a  diameter  that  when  the  upper  bar 
is  in  contact  with  the  pulleys  the  lower  bar  is  free  from  the  same,  and  vice  versa.  To  a  ver- 
tical bar  of  the  sliding  frame  is  connected  a  bent  spring,  so  arranged  as  to  force  the  frame 
forward  when  not  retained  by  the  lockjug  lever  N,  by  moving  which  the  sliding  frame  ia 
released  and  the  spring  moves  the  sliding  frame  back,  the  spring  thus  giving  out  uie  power 
previously  gained. 

Claim,— -Yirst,  the  sliding  frame  E,  with  its  V-shaped  ribs,  the  central  nulleys  or  wheels 
D  D,  having  V-shapod  grooves,  and  being  secured  to  the  axles  of  the  car,  the  levers  G  G,  or 
their  equivalent,  and  the  spring  M,  of  the  form  represented,  or  any  other  convenient  form,  the 
whole  arranged  as  and  for  the  purpose  set  forth. 

Second,  the  locking  lever  N,  arranged  in  respect  to  the  sliding  frame,  as  and  for  tho  purpose 
specitiod,  and  operated  by  the  devices  described,  or  their  equivalents. 

No.  32,128. — Chauncey  W.  Emerson,  of  Albany,  N.  Y. — Improvement  in  Cultivators, — 
Patent  dated  April  23,  1861. — ^The  side  beams,  to  which  the  concave  cutters  are  secured,  are 
so  arranged  as  to  be  adjusted  by  means  of  racks  and  a  pinion,  to  a  greater  or  less  distance 
apart  To  the  rear  of  the  standard  L  is  attached  a  rake  made  acyustable  vertically,  which 
serves  to  pulverize  and  rake  the  earth  loosened  by  tho  cutters. 

Claim. — ^The  peculiar-formed  concave  cutters  G,  on  the  lower  ends  of  the  edged  uprights  F, 
with  tho  racks  U,  side  beam  0,  standard  L,  rake  N,  bars  E,  and  wheels  B,  the  whole  being 
constructed  and  arranged  for  operation  conjointly,  as  and  for  tho  purpose  described. 

No.  32,129.— Edwin  J.  Eraser,  of  Kansas,  Mo.-^Improvement  in  P/o|i^A».— Patent  dated 
April  23,  1861. — This  invention  consists  in  an  arrangement  of  devices,  by  means  of  which  an 
ordinary  plough  may  be  readily  attached  to  and  detached  from  the  framo,  and  when  so 
attached  to  bo  elevated  above  the  ground  when  necessary. 

Claim. — The  arrangement  of  tho  levers  N  I  O  and  detents  P  Q  with  each  other,  and  with 
the  slotted  bar  L,  rod  M,  cords  k  p,  and  plough,  in  the  manner  and  for  the  purposes  shown 
and  described. 

No.  32,130.— George  P.  Gordon,  of  Brooklyn,  N.  Y,— Improvement  in  Printing 
Presses. — Patent  dated  April  23,  1861. — ^This  invention  consists,  first,  in  the  i;so  of  a  platen 
having  two  distinct  and  separate  motions,  namely,  in  a  straight  lino  to  and  from  the  typo  or 
form,  tor  the  purpose  of  carrying  the  sheet  to  and  froi#  the  impression,  and  rocking  from 
such  a  line,  for  tho  purpose  ot  receiving  the  succeeding  sheet  to  be  printed.  Second,  in  the 
use  of  a  rocking  platen  whose  face,  at  the  time  the  nippers  are  receiviuff  a  sheet  to  be  printed, 
shall  stand  at  an  angle  from  a  horizontal  position  tor  the  purpose  of  allowing  tho  printed 
sheet  to  slide  freely  from  the  inclined  surface  of  such  plateu.  Moving  with  the  rocking 
platen  are  automatic  nippers,  for  the  purpose  of  taking  the  sheet  to  be  prmted  from  the  feed- 
table  and  holding  such  sheet  until  the  impression  shall  havo  been  given,  and  for  the  further 
purpose  of  lifting  such  printed  sheet  up  from  the  tympan  at  tho  proper  time  and  admitting  a 
volume  of  air  between  the  sheet  and  tympan,  in  order  that  the  sheet,  buoyed  up  by  the  air, 
may  glide  from  the  tympan  freely  and  surely. 

C7aim.— First,  giving  to  such  rocking  platen  a  straight  movement  to  and  from  tho  form  or 
type,  for  tho  purpose  ot  giving  an  impression,  as  described. 

Second,  the  platen,  having  the  motions  described,  in  combination  with  a  stationary  bed. 

Third,  bringing  the  face  of  the  rocking  platen  or  rocking  tympan,  when  the  sheet  is  being 
taken,  into  an  anglo  from  the  horizoutal  position,  substantially  as  described  and  for  the  pur- 
pose specified. 

Fourth,  the  combination  of  the  sheet-taking  nippers  with  a  rocking  platen,  and  these  in 
combination  with  a  feed-table,  and  all  of  these  in  combination  with  the  sheet-holding  grip- 
pers,  operating  substantially  as  described,  for  the  purposes  set  forth. 

Fifth,  lifting  the  printed  sheet,  substantially  as  specified,  for  the  purpose  specified. 

No.  32,131.— Charles  Greenawalt,  of  Soiboriingville,  Pe^.—Improvement  in  Water- 
ir%«e/s.— Patent  dated  April  23,  1861.— The  half  buckeU  extend  little  more  than  half  the 
depth  of  the  wheel,  and  are  placed  midway  between  tho  whole  bucket|^  the  two  haviflg  a 
common  outlet.  The  whole  buckets  a  a  are  provided  with  an  ofi^  made  by  a  gradual  thick- 
ening of  the  bock  of  the  bucket  toward  the  outlet,  for  the  purpose  of  removing  any  resistanee 
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to  tke  deliTery  of  tbe  water  from  the  back  of  the  bucket  in  adTance  of  tfao  outlet,  and  to  give 
the  water  a  free  drop  at  that  point. 

Claim. — In  reaction  tub-wheels,  the  use  and  arrangement  of  the  half  buckets  e,  in  the 
manner  set  forth. 

Also,  the  offset  m,  when  used  with  the  buckets  a  a,  arranged  and  operating  as.  set  forth. 

No.  32,132.— John  Gunn,  of  Worcester,  Mass. — Improved  Steam  Trap.— Vatent  dated 
Apiil  23,  isdl. — ^This  invention  consists  in  the  use  of  a  rotary  valve,  which  is  operated  by 
.the  expansion  and  contraction  of  the  pipe  cairyine  the  condensed  water  from  the  steam  heater. 
The  motion  of  this  valve  is  multiplied  and  its  effect  improved  by  the  action  of  a  two-armed 
lever,  the  long  arm  of  which  forms  a  toothed  segment  gearing  into  a  pinion  on  the  valve- 
stem,  whereas  its  short  arm  is  operated  upon  by  a  frame  attached  to  the  pipe  and  moved  by 
the  expansion  and  contraction  of  the  same  in  such  a  manner  that  the  motion  of  the  ^'alve  is 
governed  according  to  the  proportion  existing  between  the  two  arms  of  said  lever. 

Claim. — First,  the  employment  or  use  ot  a  rotary  valVo  C,  in  combination  with  the  ex- 
panding and  contracting  pipe  A,  substantially  in  the  manner  and  for  the  purposes  shown  and 
described. 

Second,  the  arrangement  of  the  ninion  D  and  lever  g  A,  or  their  equivalents,  in  combina- 
tion with  the  frame  £,  pipe  A,  and  valve  C,  constructed  and  operating  substantially  in  the 
manner  and  for  the  purposes  specified.- 

No.  32,133.— Francts  B.  Hall,  of  Hartford,  Conn.— Improved  Instrument  for  Register- 
ing Reciprocating  and  Rotary  Motion. — Patent  dated  April  23,  186J. — ^This  invention  con- 
sists in  combinmg  a  series  of  toothed  wheels  and  a  pinion  operated  by  a  worm  wheel,  so  as 
to  register  the  motions  of  machinery  to  which  it  is  connected,  whether  rotarv  or  reciprocating; 
if  of  the  latter,  it  must  be  converted  into  rotary  motion  and  communicated  to  the  screw. 

Claim. — First,  the  combination  of  the  three  toothed  wheels  B  C  and  D  with  the  pinion  F, 
all  operated  by  a  worm  A,  or  means  equivalent,  when  so  arranged  as  to  indicate  the  whole 
number  of  revolutions  and  decimal  parts  of  a  revolution  of  these  respective  wheels,  by  means 
of  a  dial  upon  the  i'ace  of  the  wheel  D,  or  on  any  equivalent  surface  or  surfaces,  for  the  above 
or  equivalent'  purpose. 

Second,  tbe  combination  of  three  toothed  wheels  and  a  pinion,  (related  to  each  other  in  the 
same  or  equivalent  manner  as  may  be  the  said  wheels  and  pinion  mentioned  in  the  above 
claim,)  when  so  arranged  relatively  to  the  face  of  the  wheel  D  as  to  be  operated  by  a  worm 
on  an  axle  £,  or  by  means  equivalent,  for  the  above  or  equivalent  purpose. 

No.  32,134.— John  E.  Harrington,  of  New  York,  N.  Y. — Improvement  in  Carpet  Lin- 
ings.— Patent  dated  April  23,  18G1. — ^This  invention  consists  in  placing  a  layer  of  cotton  or 
other  soft  fibrous  material  between  two  layers  or  sheets  of  paper  and  compressing  them  so 
that  they  shall  all  be  closely  united  together. 

Claim. — ^A  lining  or  wadding  for  carpets  and  other  purposes,  made  without  the  use  of  pasto 
or  any  glutinous  substance,  substantially  as  described,  lor  the  purpose  set  forth. 

No.  32,136.— Alfred  C.  Jones,  of  Philadelphia,  Va.— Improved  Pipe  Joint.—Patent 
dated  April  23,  1861. — ^Near  the  edge  of  the  shouluer  formed  within  the  annular  flange  of  one 
half  the  coupling  is  cut  an  annular  recess,  in  which  is  secured  one  edge  of  a  packing  ring 
made  of  any  suitable  flexible  material.  The  other  edge  of  the  packing  ring  bears  against 
the  bevelled  interior  of  the  annular  projection  of  the  coupling  so  as  to  make  a  tight  joint 
when  the  two  halves  of  the  coupling  are  connected. 

Claim. — ^A  packing  ring  of  floxible  material,  formed  substantially  as  described,  and  inter- 
posed between  the  ends  of  two  pipes,  so  formed  in  respect  to  the  ring  that  the  latter  shall 
Ibrm  a  self-packing  and  yielding  joint,  as  set  forth. 

No.  32,136.— W.  KUHLENSCHMIDT,  of  New  York,  N.  Y.— Improvement  in  Button  Fasten- 
ings.— ^Patent  dated  April  23,  1861. — ^To  a  pin  on  the  inner  side  of  a  button  is  attached  a 
spiral  spring,  with  a  sharp  curved  point,  which  opens  a  hole  in  the  fabric,  and  as  the  button 
is  turned  the  fabric  is  clamped  between  the  button  and  spring. 

Claim. — The  needle-pointed,  conical,  spiral  spring  A,  attached  to  the  inner  side  of  a  button 
B,  or  other  similar  article,  as  and  for  the  purpose  shown  and  described. 

No.  32,137.— Donald  Mann,  of  Rochester,  N.  Y.— Improvement  in  Rotary  Spading  Ma- 
chines.— Patent  dated  April  23,  1861. — This  invention  is  designed  as  an  improvement  upon  a 
■  machine  patented  to  O.  C.  Evans,  November  4,  1856,  and  consists  in  arranging  and  support- 
ing the  rollers  or  drums  carrying  the  endless  chains  of"  forks  or  spades  in  a  frame  separato 
and  distinct  from  the  carrying  truck  or  frame  of  the  machine,  so  toat  the  digging  appumtus 
can  be  easily  raised  from  the  ground  when  the  machine  is  moved  from  place  to  place. 

Claim. — Arranging  the  drums  or  rollers  a  6  c,  with  their  endless  chains  C,  in  tlie  separato 
fir^e  B,  Bubstantially  as  and  for  the  purposes  set  forth. 

No.  32,138. — ^H.  B.  Masser,  of  Sunbury,  Pa. — Improvement  in  Ice-Cream  Freezers,-^ 
Patent  dated  April  23|  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 
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Claim, — Securinf^  the  cream  receptacle  C  witliin  the  ice-vessel  A,  and  attachiDg  the  latter 
by  a  swivel  connexion  or  pivot  E  to  the  base  D,  to  admit  of  the  turning  of  the  ice-vcBael  and" 
eream  receptacle  on  the  base,  substftntiaJly  as  and  for  the  purpose  set  forth. 

AlsOf  constructing  the  pivot  £  with  a  recess  b  in  its  upper  end,  to  serve  as  a  step  for  the 
shaft  F,  when  said  pivot  thus  arranged,  applied,  and  used  for  the  puix>ose  specified. 

No.  32, 139. —James  McCollum,  of  Brownsville,  Ala.— Improvement  in  Subsoil 
Ploughs. — Patent  dated  April  23,  1861. — Secured  to  an  eye  under  the  rear  end  of  the  main 
beam  are  two  curved  bars,  the  lower  ends  of  which  are  pivoted  to  an  adjustable  brace  pivoted 
to  the  two  forward  curved  bars,  so  connected  that  the  front  and  rear  bars  may  be  set  at  any 
desired  angle  with  reference  to  the  beam  or  line  of  draught.  On  the  front  edges  of  the  forward 
bars  are  cut  rack-teetb,  in  which  is  mode  to  fit  the  head  of  a  curved  coulter,  where  it  is  se- 
cured by  means  of  a  nut  and  screw,  and  may  be  adjustc*d  vertically. 

Claim. — First,  the  adjustable  brace  c,  pivoted  at  d  and  i  to  the  double  pivoted  bars  6  b  and 
g  gy  and  secured  to  the  bars  b  6,  substantially  as  and  for  the  purposes  described. 

Second,  the  curved  coulter  C,  with  its  head  m^  screw  pin  /,  and  nut  /',  in  combination  with 
the  rack-bars  g  g,  as  and  for  the  purposes  described. 

No.  3*2,140. — T.  S.  Mills,  of  Iberia,  O. — Improtement  in  Seeding  Machines. — ^Patent 
dated  April  23,  1861. — The  seed-slide  is  formed  of  two  longitudinal  parts,  one  of  which  is 
stationary,  and  bv  means  of  screws  the  other  part  may  be  adjusted  towards  or  from  the  fixed 
part  to  regulate  the  supply  of  seed.  Near  each  end  of  the  movable  part  b  are  attached  two 
arms  which  pass  into  recesses  and  sen^e  as  guides  for  the  slides  G  G,  at  their  inner  sides,  so 
that  by  adjusting  the  part  A,  the  slides  will  be  correspondingly  moved,  and  the  recesses, 
which  are  discharge  openings  for  the  seed,  may  be  enlarged  or  contracted  as  desired. 

Claim. — Constructing  the  seed-slide  F  of  two  parts  a  6,  one  part  b  being  adjustable  by 
means  of  the  screws  c  c,  and  provided  with  slides  G,  which  are  fitted  in  recesses  d  d  in  tbi 
part  a,  and  also  arranged  so  as  to  be  capable  of  a  separate  or  independent  adjustment  in  the 
recesses  d  d,  by  means  of  the  screws  e  e,  substantially  as  and  for  tne  purpose  set  forth. 

No.  32,141.— H.  W.  MbsHER,  of  Warren,  1\\.— Improvement  in  Coffee  Po«s.— Patent 
dated  April  23,  1861. — In  the  upper  part  of  the  boiler  is  arranged  a  breast  or  air-space  com- 
municatmg  with  a  hollow  brace  between  the  body  of  the  boiler  and  the  spout  in  such  a  man- 
ner that  a  portion  of  the  steam  or  vapor  arising  from  the  boiling  liquid  m  the  boiler  is  con- 
densed on  passing  through  said  air-space  and  hollow  brace,  and  returned  in  a  liquid  state  to 
the  boiler.  Around  and  in  the  centre  of  the  cold->vatcr  condenser  is  arranged  a  conical  air- 
space in  such  a  manner  that  the  condensation  of  the  steam  or  vapor  arising  from  the  liquid 
in  the  boiler  is  facilitated  and  the  full  flavor  retained. 

Claim. — ^First,  the  arrangement  of  the  breast  a,  annular  chamber  6,  and  hollow  brace  B, 
in  combination  with  the  boiler  A,  constructed  and  operating  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  air-space  /,  with  inclined  sides  h  t,  in  combination  with 
the  water-space  g  and  boiler  A,  constructed  and  operating  in  the  manner  and  for  the  purpose 
set  forth. 

No.  32,142. — John  Paterson,  of  Indianapolis,  In^.— Improvement  in  Cheese  Presses. — 
Patent  dated  April  23, 1861. — This  invention  consists  in  the  combination  of  a  weighted  lever, 
screw,  and  nut,  so  arranged  as  to  admit  of  an  adjustment  by  which  the  weight  upon  the 
chees  j  is  renewed  after  the  lever  has  stink  so  low,  by  the  continual  pressure  on  the  cheese,  as 
to  lose  its  direct  pressure. 

Claim, — ^The  arrangement  and  combination  of  the  two  lugs  2  and  y  with  the  forked  lerer 
bbby  the  upright  piece//,  the  notch  or  curvature  x,  the  slot  m,  or  its  equivalent,  the  pin  /  /, 
the  hand  lever  n,  the  tightening  whe  hoop  u  u,  the  pin  v,  and  the  stop-holes  s  «,  as  and  for 
the  purposes  set  forth. 

No.  32,143.— Eduardo  Jcanes  y  Patrullo,  of  Merida,  'ilexico.— Improtement  in  Ma- 
chines  for  Dressing  the  Leaves  of  Agate  Americana. — Patent  dated  April  23,  1861. — Upon 

the  ends  of  a  main  and  secondary  drum  are  two  endless  belts  connected  at  inten-als  by  me- 
tallic slats  arranged  in  pairs  in  such  a  position  that  when  the  drum  is  rotated  each  pair  of 
slats  sweeps  over  one  of  the  beaters,  the  slats  acting  as  scrapers  to  remove  from  the  beaters 
such  portions  of  the  leaves  as  are  liable  to  adhere  to  the  edges  and  impede  the  action  of  the 
beaters. 

Claim. — ^The  arrangement  of  the  endless  slatted  apron  C  ft,  in  combination  with  the  beaters 
B,  constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  shown  and 
described. 

.  No.  32,144.— John  C.  Pixel,  of  "West  Meriden,  Conn. — Improved  Clock  Escapement, — 
Patent  dated  April  23,  1861. — Connected  with  the  detent  or  repose  pallet  is  a  projecting  point, 
working  on  a  joint  pin  in  such  a  manner  as  to  be  unyielding  m  one  direction,  so  that,  by  the 
action  of  the  liiling  pallet  upon  it,  the  repose  pallet  will  be  lifted  or  moved  sufiiciently  to  release 
the  poiQt  of  the  tootn  of  the  crown  or  escape-wheel,  and  allow  the  force  of  the  main  spring  to 
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revolve  the  escape-wheel,  so  that  the  next  tooth  will  come  in  contact  with  the  main  or  impnlao 
pallet,  to  give  a  vibratorjr  motion  or  impulse  to  the  balance,  while  the  detent  or  repose  pallet 
will  be  returned  to  its  ori^nal  position  by  a  spring,  and  the  lifting  pallet  on  its  return  will  be 
allowed  to  pass  the  projecting  point,  as  that  point  will  yield  (In  that  direction)  on  its  joint 
pin,  and  will  be  again  restored  to  its  place  by  a  suitable  springy. 

Claim, — The  use  of  the  detent  or  repose  pallet  e  and  projecting  point  g^  in  combination 
with  a  suitable  lifting  pallet  (as  c, )  when  the  whole  is  constructed,  arranged,  and  fitted  to 
produce  the  result,  substantially  as  described. 

No.  32,145.--JoiiN  Ramsay  and  A.  B.  Smith,  of  Clinton,  Tsk.— 'Improvement  in  Guides 
for  Cutting  Out  Pantaloons, — Patent  dated  April  23,  1861. — To  the  strip  which  marks  the 
cloth  at  tho  outer  seam  is  rigidly  secured  a  guide-plate,  which  enters  a  slot  in  the  strip  mark- 
ing the  inner  seam.  Parallel  with  the  guide-plate,  and  near  tho  upper  and  lower  ends  of  the 
strips,  are  plates  pivoted  to  tho  outer  strip,  and  extending  through  slots  in  the  inner  strip. 
The  inner  edges  of  these  plates  are  notched  to  corrcsponu  with  the  divisions  of  a  scale  with 
which  they  are  provided,  and  catch  upon  pins  within  the  slot,  and  are  kept  in  contact  with 
these  pins  by  means  of  coiled  springs,  connecting  with  the  fixed  guide.  The  inner  or  mova- 
ble strips  are  jointed  and  provided  with  an  adjusting  bar,  in  order  to  adapt  the  instrument  to 
variatiuus  of  fashion. 

Claim, — The  arrangement  of  the  central  rigid  gulde-plato  C,  the  movable  ratch-plates  D 
E,  springs  G  II,  and  pins  g  g^  applied  to  and  in  combination  with  the  strips  A  and  B,  sub^ 
•tantially  as  and  for  the  purposes  herein  specified. 

Also,  in  combination  tnerewith,  the  point  I  of  tho  movable  strip  B,  with  the  pivoted  adjusU 
ing  bar  L,  substantially  as  and  for  the  purposes  set  forth.  * 

No.  32,146. — Samuel  Reynolds,  of  Duquesno  Borough,  Pa. — Improved  Handle  for 
Hoes, — Patent  dated  April  23,  1861. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — ^Tho  use  of  the  socket,  or  ferrule  shank,  bearing  heads  or  straps  and  rivet,  when 
made  in  one  piece,  as  described  and  for  the  purpose  set  forth. 

No.  32,147. — Giiarles  RODIXSON,  of  Cambridgeport,  Mass. — Improved  Clothes  Drier, — 
Patent  dated  April  23,  1861. — This  device  is  designed  to  be  suspended  from  the  ceiling,  so 
that  the  radial  anns  upon  which  tho  clothes  are  hung  may  bo  brought  down  within  reach,  or 
raised  to  any  desired  height,  by  means  of  a  pin  on  the  rod  and  the  slide-notches  in  the  slot  of 
the  tube. 

Claim, — The  tube  C,  provided  with  tho  slot  /  and  side-notches  g  g^  in  combination  with 
tho  suspension  rod  D  and  pin  A,  or  its  equivalent  thereon,  when  the  said  tube  is  suspended 
from  tho  ceiling  of  a  rd6m,  or  other  equivalent  suspension  surface,  substantially  as  and  for 
the  purposes  specified.  I 

No.  32,148. — John  Rogowski,  of  New  York,  N.  Y,— Improved  Night  Reading- Desk, — 
Patent  dated  April  23,  1861. — The  object  of  this  invention  is  to  provide  a  reading-desk  com- 
bined with  a  clamp  to  hold  a  gas-burner  or  candle,  and  attached  to  arms  which  are  adjustable 
in  a  vertical  or  lateral  direction.  The  desk  is  furnished  with  adjustable  stops,  to  prevent  the 
book  from  sliding  down  over  its  sides,  and  with  a  sliding  clasp  overlapping  the  upper  edge  of 
tho  book  for  holding  the  pages  down.  The  whole  is  attached  to  a  stand  in  sucu  a  manner 
that  the  desk  can  be  readily  adjusted,  so  that  a  person  can  read  while  lying  in  a  bed  or  on  a 
couch. 

Claim, — ^The  arrangement  and  combination  of  a  reading-desk  A  with  stops  e  e  and  clasp ^ 
damp  C,  horizontally  adjustable  rod  B,  rotary  sleeve  D,  and  vertically  adjustable  rod  E,  all 
constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  shown  and 
described. 

No.  32,149.— R.  E.  Rogers  and  James  Black,  t)f  Philadelphia,  TsL'-Improvement  in 
the  Method  of  Combining  and  Utilizing  Steam  and  Air. — Patent  dated  April  23,  1861. — ^This 
invention  consists  in  a  method  of  introducing  air  and  commingling  it  with  the  steam,  through 
the  agency  and  by  the  power  of  the  current  ol  the  steam  itself,  on  its  way  from  the  generator  to  tne 
motive  cylinder  of  the  engine.  The  engraving  represents  a  small  cvlinder  placed  at  any  point 
between  the  boiler  and  the  working  cylinder,  to  which  small  cylinder  is  attached  a  short  tube 
having  an  inlet  chamber,  in  which  is  a  fiap-valve,  and  which  tube  is  also  provided  with  an 
air-opening,  through  which  the  air  is  drawn,  and  as  the  steam  minffles  with  it,  a  uortion  of 
the  heat  ot  the  latter  is  imparted,  whereby  is  designed  to  bo  developed  an  availaole  elastic 
force  greater  than  that  lost  by  the  steam  itself  in  the  act  of  producing  the  expansion  of  the 
air. 

Claim, — First,  the  method  of  combining  and  utilizing  steam  and  air,  as  set  forth. 

Second,  the  valve  z,  or  its  equivalent,  in  combination  with  the  other  parts  ot  the  aspirator^ 
as  described. 

No.  3^,150.-*E.  T.  Sheparo,  of  Gallipolis,  0, —Improved  Washing  Machine,-  Patent  dated 
April  23»  1861. — ^This  invention  consists  in  the  arrangement  of  a  series  of  rings,  each  of 
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which  is  Bupported  by  springs  secured  around  a  rotary  shaft,  having  its  bearinffs  in  a  swin^ng 
frame,  comuined  with  a  slatted  rotary  clothes  cyUnder  in  such  a  manner  that  the  several  rings 
bear  on  the  surface  of  the  clothes  wrapped  round  the  slatted  cyUnder,  and  that,  on  rotating  said 
cylinder,  the  clothes  biq  carried  through  under  the  rings,  which  latter,  by  means  of  tha 
spdngs  supporting  them,  accommodate  themselves  to  the  inequalities  in  the  surface  of  the 
dotbes. 

Claim. — ^The  arrangement  of  a  series  of  rings  C,  secured  to  a  rotary  axle  D  by  means  of 
springs  E,  and  suspended  in  a  swinging  frame  F,  in  combination  with  the  rotary  slatted 
cylincier  13,  constructed  and  operating  suMtantially  in  the  manner  and  for  the  purpose  shown 
and  de:5cribed. 

No.  32,151.— Calvin  Shepherd,  of  Chenango,  N.  Y. — Improvement  in  Wattr-Eleva- 
tors, — Patent  dated  April  23,  1661. — The  two  pawls  which  are  used  to  keep  either  one  of  the 
buckets  in  an  elevatea  position,  when  filled,  are  operated  so  that  one  pawl  can  be  thrown  off 
at  the  same  time  and  by  the  same  movement  which  throws  the  opposite  pawl  on  its  ratchet 
wheel,  one  bucket  being  raised  while  the  other  is  lowered  into  the  wolh 

Claim, — The  sllding-plate  J,  pawls  g  g',  and  ratchet  wheels  h  /i',  in  combination  with  the 
drum  and  axle  and  the  two  buckets,  when  the  same  are  arranged  in  the  manner  and  for  the 
purposes  described  and  shown. 

No.  32,152.— John  E.  Smith,  of  Waterbury,  Comh—Improvement  in  Buckles.— "Patent 
dated  April  23,  18G1. — The  clasp  or  buckle  is  made  of  two  pieces  of  sheet  metal,  in  such  a 
manner  that  the  webbing  will  be  bound  or  secured  at  any  desired  point  by  a  rib  or  projecting 
edge,  immediately  adjoining  and  forming  one  side  6f  the  loop,  being  pressed  upon  it  so  as  to 
hold  it  firmly  against  the  inner  or  back  surface  of  the  plate  by  means  of  the  strain  on  the 
loop. 

Claim. — A  buckle  or  clasp  consisting  of  the  loop  part,  figs.  3  and  4,  with  its  rib  or  project- 
ing edge  e,  in  combination  with  the  main  plate  A,  w-hcn  the  parts  are  constructed,  connected, 
and  fitted  to  produce  the  result,  substantially  as  described. 

No.  32,153.— John  K.  Smith,  of  Trenton,  N.  J. — Improvement  in  Steam  Ploughs. — ^Patent 
dated  April  23, 1861. — On  the  axle  of  the  wheels  D  D  are  secured  two  bevelled  wheels,  above 
which  is  a  corresponding  bevelled  wheel  attached  to  a  lever,  by  moving  which  the  bevelled 
edge  of  the  upper  wheel  may  be  brought  in  contact  with  either  of  the  two  lower  ones.  Upon 
the  axis  of  the  upper  wheel  are  two  pulleys,  around  the  lower  one  of  which  passes  a  rope  or 
cham  having  its  ends  attached  to  the  peripheries  of  segments  at  the  ends  of  the  bolster-plate 
y ;  a  rope  or  chain  from  the  upper  pulley  extends  bacK  and  is  attached  to  two  segments  at 
the  end  of  the  bolster-plate  in  tne  rear.  On  the  axle  G  are  placed  loosely  two  ratchets  which 
may  bo  thrown  in  connexion  with  the  axle,  when  necessary,  oy  means  of  clutches  opemtcd  by 
a  lever.  Attached  to  these  ratchets  are  pulleys  provided  with  cords  passing  over  uprights, 
BO  that  the  frame  which  contains  the  spade  cylinder  may  be  raised  Irom  the  ground  when 
necessary.  ^ 

Claim, — First,  the  arran^ment  of  the  segments  L'  M,  on  the  bolster-plates  F  N,  of.  the 
axles  of  the  wheels  C  E,  the  cords  e  /,  the  pulleys  c  rf,  and  wheel  K,  ot  lever  L,  and  the 
wheels  J  J  on  axle  0,  for  the  purpose  of  guiding  or  turning  the  machine,  as  set  forth. 

Second,  the  arrangements  of  the  ratchets  O'  on  axle  G,  cords  t^  passing  over  the  pulleys  j', 
and  attached  to  fi'ame  B,  in  connexion  with  the  frames  A  B,  connected  together  as  shown, 
whereby  the  inner  or  front  end  of  frame  B,  and  consequently  the  spade  cylinder,  may  be 
elevated  when  desired. 

Third,  the  employment  or  use  of  the  weight  T,  suspended  on  the  axle  »,  in  connexion  with 
the  tangs  I  of  the  spades  R  and  the  springs  m,  all  arranged  to  operate  as  and  for  the  purpose 
set  forth. 

No.  32,154.— William  W.  Snow,  of  Jersey  Citv,  N.  J,— Improvement  in  Tires  for  Loco- 
motive Wheels, — Patent  dated  April  23,  1801. — The  tire  is  constructed  with  three  interior 
flanges  having  recesses  between  them,  in  which  are  securely  fastened  blocks  of  wood  to  form 
a  cushion  between  the  tire  and  the  wheel  or  centre,  and  also  a  support  for  the  bolts  by  which 
the  the  is  secured.  Across  the  interior  lace  of  the  tire  extend  braces  and  brackets  to  strengthen 
the  tread  of  the  wheel,  and  aflfording  a  bearing  and  support  for  the  bolts  to  pass  through. 

Claim. — ^A  hollow  or  cored  out  cast-iron  tire  for  the  drawing  wheels  of  locomotives,  when 
furnished  with  flanges,  braces,  and  brackets,  and  filled  in  with  wooden  blocks,  or  their  equiva- 
lents, in  the  manner  and  for  the  purposes  set  forth. 

No.  32,155.— Jacob  Stuber  and  Frederick  Frank,  of  Utica,  N.  Y.— Improvement  in 
Lamvs. — Patent  dated  April  23,  1861. — ^At  the  bottom  of  the  burner  is  secured  a  reservoir  or 
air-cnamber  consisting  of  an  outer  and  inner  part,  the  outer  part  being  air  and  water  tight  and 
secuied  to  the  inner  part,  which  is  perforated,  a  small  space  being  left  between  the  parts. 
The  collar  to  which  the  inner  part  is  attached  is  also  peri'orated,  ana  connects  with  the  space 
between  the  parts  of  the  air-chamber.  Around  the  inside  of  the  body  of  the  burner  are  pipes 
or  flues  connecting  with  the  air-chamber  and  terminating  at  the  top  of  the  wick  tube,  which 
is  provided  with  a  double  button,  the  outer  edges  of  which  are  perforated.    The  button  hi 
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attacbed  to  a  rod  bj  whicb  it  may  be  raised  or  lowered.  The  top  of  the  body  of  the  bmner 
has  two  rows  of  perforations. 

Claim, — The  arrangement  of  an  air-chamber  below  the  wick  tube,  formed  bv  the  perforated 
■hell  D  communicating  with  the  outer  air  through  openings  formed  in  its  collar  for  that  pur- 
pose, when  such  chanioer  is  used  in  connexion  with  a  series  of  tubes  or  flues  through  which 
the  air  is  conducted  to  the  inside  of  the  cone  G,  and  by  it  directed  in  a  steady  current  on  the 
flame,  thereby  preventing  flickering  by  the  jarring  of  the  lamp  or  from  sudden  currents  of  air 
striking  the  same. 

Also,  in  combination  with  the  devices  above  mentioned,  the  arrangement  of  a  series  of 
boles  in  the  body  £  of  the  lamp,  immediately  above  the  flange  of  tho  cone  for  the  admission 
of  air  to  the  flame,  on  the  outside  of  the  cone,  so  as  to  furnish  tho  requisite  amount  of  oxygen 
to  complete  tho  combustion  of  the  oil. 

Lastly,  in  connexion  with  the  devices  above  mentioned  for  the  supply  of  oxygen  to  tho 
flame,  the  perforated  double  button  F,  by  means  of  which  the  gaseous  products  of  the  flame 
and  the  oxygen  aro  thoroughly  mixed  and  spread,  whereby  a  more  perfect  combustion  is 
effected  than  by  any  other  method  now  in  use  in  circular  wick  lamps. 

No.  32,156.— Joseph  Thomas,  of  New  York,  N.  Y,— Improvement  in  Lamps.— Vatent 
dated  April  23,  1861. — ^This  invention  is  designed  for  burmng  coal-oil  and  similar  fluids 
without  a  chimney,  and  consists  in  arrangements  for  inducing  and  directing  currents  of  air 
to  support  the  combustion  and  spread  the  flame. 

Claim, — YirBt^  the  construction  and  use,  in  coal-oil  lamps,  of  two  vertical  or  partially 
inclined  passages  D  D',  terminating  at  tho  top  in  such  a  form  and  so  arranged  in  respect  to 
the  flat  wick  tube,  as  -set  forth,  as  to  discharge,  at  right  angles  or  thereabouts  to  the  plane  of 
tho  wick  two  currents  of  heated  air  partly  upon  tho  wick  and  partly  upon  the  flame,  and 
preventing  the  access  of  the  air  to  the  edges  thereof,  in  the  manner  and  for  the  purpose 
specified. 

Second,  the  enlarged  ends  H  and  H'  of  the  opening  G  in  the  cap  E,  the  said  ends  being 
wider  than  that  part  of  the  opening  in  the  cap  through  which  the  body  of  the  flame  passes, 
and  extending  down  to  points  level,  or  about  level,  with  the  top  of  the  wick  tube,  as  repre- 
sented and  described. 

No.  32,157. — ^Hamilton  E.  Towle,  of  Exeter,  N.  IT. — Improved  Apparatus  for  ascertain' 
ing  the  Curvatures  of  the  Keels  or  Bottoms  of  Vessels, — Patent  dated  April  23,  1861. — ^This 
invention  consists  of  an  instrument  extending  tho  length  of  that  port  of  tue  keel  or  bottom  of 
•  the  vessel  the  curvature  or  irregularities  of  which  are  to  bo  ascertained,  to  which  instrument 
vertical  rods  aro  attached  in  such  a  manner  as  to  admit  of  motion  at  right  angles  with  the 
direction  of  the  length  of  the  instrument,  which  rods,  by  pressing  against  the  keel  or  bottom, 
will  indicate  its  curvature. 

Claim. — The  girder,  in  combination  with  the  vertical  measuring  rods,  constructed  and 
arranged  substantially  as  described* 

No.  32,158.— John  G.  Treadwell,  of  Albany,  N.  Y, -^Improved  Coal'Seuttle,'-Vhieni 
dated  April  23, 1861. — ^To  the  top  of  the  scuttle  is  secured  a  cover  provided  with  two  openings, 
ono  for  the  reception  and  the  other  for  the  discharge  of  coal. 

C/aim^;— The  described  coal-scuttle  as  an  article  of  manufacture,  constructed  substantially 
as  and  for  the  purpose  set  forth.  y 

No.  32,159.— Daniel  B.  Watte,  of  Providence,  R.  I. — Improvement  in  Making  Watch 
and  Locket  Rims, — Patent  dated  April  23,  1861. — ^The  metal  tubin?  being  annealed,  and 
drawn  through  a  graduation  of  holes  in  a  draw-plate,  is  reduced  to  the  required  diameter. 
The  tube  is  men  placed  in  a  lathe,  and,  whilo  revolving,  by  means  of  a  half  V-shaped  tool  is 
cut  into  rinc's,  which  are  afterwards  pressed  into  the  form  aesired  for  snap  or  spring  lockets. 

C/atm.— The  making  of  watch  and  locket  rims  from  metal  tubings,  substantially  as  d(^ 
scribed.  <« 

No.  32,160. — Chester  Bullock,  of  Jamestown,  N.  T.,  assignor  to  Himself  and  De 
Forest  Weld,  of  same  place. — Improvement  in  Rakes  for  Harvesters, — Patent  dated  April 
23,  1861. — ^This  invention  relates  to  means  for  placing  the  cut  grain  stalks  or  grass  upon  a 
rake-bed  or  table,  and  to  tho  delivery  of  the  stalks  by  tho  rake  as  a  rear  delivery,  or  by  the 
rake  to  a  bed  or  table  with  a  side  delivery,  which  side  delivery  is  so  mado  and  arranged  that 
U  may  be  detached,  when  it  is  preferred,  to  use  a  rear  delivery. 

Claim, — First,  the  scraping-bar  y^  attached  to  tlie  rake  s,  as  and  for  the  purposes  set  forth. 

Second,  the  reciprocating  rear  delivery  rako  and  the  detachable  reciprocating  side  delivery 
rake,  operating  in  combination  in  the  manner  substantially  as  and  for  the  purpose  described. 

Third,  the  spring-bar  connexion  between  the  cross-head  rake  i  and  the  crank  f,  aiTanged 
and  operated  as  set  forth. 

No.  32,161.— E.  B.  CoFPiN,  of  Johnston,  R.  I.,  assignor  to  Hhnself  and  A.  H.  Sylves-  . 
TER,  of  same  place. — Improvement  in  Lawicnts.— Patent  dated  April  23,  1861.— This  lantern 
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it  desired  to  born  coal  oil.  The  upper  end  of  tho  globo  in  whicli  the  lamp  is  placed  is 
secared  to  a  metal  cylinder  divided  bv  a  partition  into  two  comDartments,  the  lower  one  of 
which  is  perforated  at  its  sides.  In  the  apper  part  of  the  cylindft  is  a  deflector,  with  a  spacs 
between  its  edge  and  the  cylinder.  Above  the  cylinder  is  a  small  dome-shaped  chamber 
with  apertures  m  its  sides,  and  provided  with  V-slmped  valves,  which  swing  freely  over  the 
apertures  to  prevent  back  draught.  Air  is  admitted  at  the  base  of  the  lantern  through  per- 
forations regulated  by  a  register. 

Claim,— -ha.  connexion  with  the  cylinder  G,  coal  oil  burner  E,  and  chimney  F,  the  valves 
J  in  the  dome  or  chamber  I,  the  deflector  or  plate  11  in  the  cylinder  O,  and  the  register  C  at 
the  base  of  the  lantern,  when  all  are  combined  and  arranged  substantially  as  and  for  the 
pmpose  specified. 

No.  32,162.— George  S.  Curtis,  of  Chicago,  III.,  assignor  to  Himself  and  Thomas  B. 
Bryan,  of  same  place. — Improvement  in  Skate  Fastenings. — Patent  dated  April  23,  1861. — 
This  invention  consists  in  giving  a  lateral  sliding  movement  to  skate  clamps  by  means  of 
two  horizontal  levers  which  project  forward  and  backward  from  the  heel  and  sole  clamps, 
respectively,  and  receive  straps  on  their  ends,  which  are  buckled  over  the  instep  of  the  foot 
in  eflecting  the  clamping  of  the  skate  to  the  boot. 

Claim, — The  movable  clamping  plates  C  C  and  E  E,  pivoted  to  levers  A  B,  respectively, 
and  operated  by  the  straps  a  a\  substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,163.— Joseph  O.  Farrell,  of  Boston,  Mass.,  assignor  to  Himself,  W.  S.  Hnxs, 
and  J.  U.  Hills,  of  same  place. — Improvement  in  Tailboards  for  Wagons. — Patent  dated 
April  23,  1861. — Connected  with  tho  tailboard,  which  is  hinged  to  the  bottom  of  the  wagon 
body,  are  two  sector  arms  provided  with  notches,  into  which  spring-latches  are  made  to  catch 
so  as  to  lock  tho  tailboard  in  anv  desired  position. 

Claim. — Tho  notched  sector  bars  C  C,  vertical  spring-bolts  D  D,  arms  i  t,  and  shaft  G, 
arranged  and  combined  with  hinged  tailboard  B,  and  operating  as  a  self-lock,  as  set  forth. 

No.  32,164. — John  Magee,  of  Lawrence,  Mass.,  assignor  to  Himself  and  "William  J. 
Town,  of  Newton,  Mass. — Improvement  in  Stoves, — Patent  dated  April  23,  1861. — ^The  air 
inlet  pipes  are  so  arranged  as  to  introduce  the  external  air  into  the  fuel  in  the  furnace  during 
combustion.  The  cover  is  bo  applied  as  to  slide  oflf  horizontally  from  tho  top,  which,  admits 
of  tho  water  urn  being  readily  moved  at  the  same  time. 

Claim. — Tho  peculiar  anangement  of  the  air  pipes  or  ducts  d  d  and  tho  partition  c,  rela- 
tively to  the  oven,  the  stove  case,  and  tho  smoke  space  around  the  oven.    • 

Also,  the  particular  arrangement  of  the  air  inlet  pipes  £  E,  within  and  so  as  to  form  part 
of  the  fire  pot  or  furnace. 

Also,  the  application  of  the  cover  C  to  the  top  of  the.  stove  by  means  of  the  side  bar  D 
and  the  standard  g^  arranged  and  applied  together,  and  with  respect  to  the  cover  and  stove 
or  oven  of  the  latter,  substantially  as  described  and  represented. 

No.  32,165.— Joseph  Stevens,  of  Lowell,  Mass.,  assignor  to  Himself  and  H.  M.  Cur- 
rier, of  same  pkce.— /mj?rorec/  Soring  Bed-Bottom.— Vatcnt  dated  April  23,  IHGl. — Tha 
longitudinal  slats  are  provided  on  tncir  under  sides  at  each  end  with  a  plate  having  a  slot  in 
it,  one  end  of  which  slot  is  largo  enough  for  tho  head  of  the  screw  to  pass  through,  and  tha 
other  only  large  enough  for  tho  shank,  so  as  to  fit  upon  screw-heads  projecting  from  the 
cross-bars,  by  which  means  they  are  secured  as  the  rails  are  spread  apart,  and  fastened  in 
position  by  lock-barsi 

Claim, — The  combination  of  the  slotted  slats  E  E,  <fec.,  the  cross-bars  D  D,  the  lock-barf 
H  H,  and  the  springs  C  C,  &.C.,  substantially  as  and  fortho  piupose  described. 

No.  32,166.— Frederick  S.  Stoddard,  of  Litchfield,  Conn.,  assignor  to  Edward  Coe, 
of  New  Haven,  Conn. — Improvement  in  Spinning  Frames. — Patent  dated  April  23,  1861. — 
Tho  object  of  this  invention  is  to  allow  the  twist  to  pass  from  tho  spindlo  to  the  first  or  back 
pair  of  drawing  rollers  during  certain  portions  of  every  revolution  ot  the  front  drawing  roHen, 
m  which  their  drawing  action  is  suspended,  and  to  perform  tho  drawing  during  the  remaining 

Eortious  of  tho  revolution,  in  which  the  twist  is  prevented  passing  the  second  or  front  rollezs 
y  means  of  the  peculiar  construction  of  the  lower  front  drawiuff  rollers,  as  claimed. 
Claim. — The  employment,  in  combination  with  top  rollers  F  F,  of  the  kind  commonl/ 
used,  of  bottom  rollers  G  G,  made  with  recesses  a  a  in  a  portion  of  their  fluted  peripheries, 
but  with  a  portion  c  c  of  said  peripheries  completely  cvlindrical,  substantially  as  described, 
60  that  while  they  intermit  the  drawing  operation,  and  allow  the  twist  to  pass  them,  thoj 
keep  the  top  rollers  F  F  supported,  ana  drive  them  continually  by  friction. 

No.  32,167.— Thomas  H.  Dodge,  of  Washington,  D.  C. —Improved  Letter  Paper,— Tateni 
dated  April  23,  1861. — ^This  invention  consists  m  tinting  so  much  of  tlie  blank  side  of  a  sheet 
of  letter  paper  as  that,  when  folded  up  in  the  form  of  a  lottej,  it  will  have  the  appearance  of 
«  tinted  envelope.  With  the  blank  side  thus  tinted  is  combined  the  official  embossed  stamp, 
in  such  a  relative  position,  as  respects  the  sheet,  that  when  folded  up  tho  stamp  will  occapj 
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a  position  at  tbe  rigbt  upper  comer  of  the  folded  letter,  to  facilitate  the  markibe  out  of  the 
stamps  in  the  post  office.  A  white  margin  is  arranced  to  be  turned  out,  upon  which  may  be 
marked  the  filing  or  other  memorandum,  so  as  to  nave  the  original  address,  postmarks,  and 
filing  all  upon  one  side  and  within  sight  at  the  same  time. 

Claim. — First,  tinting  a  portion  or  all  of  the  blank  side  of  letter  or  note  paper  for  the  pur- 
poses stated. 

Second,  combining  with  the  blank  side  of  the  sheet  of  letter  or  note  paper  thus  tinted  the 
official  embossed  postage  stamp  or  mark,  in  such  relative  position  as  respects  the  sheet  as  that, 
when  the  same  is  fold^  up,  tW  stamp  wiU  occupy  a  position  at  the  right  upper  comer  of  tho 
letter,  as  and  for  the  purposes  set  forth. 

Third,  leaving  the  margin  D^  in  combination  with  tinting  the  portion  A,  as  and  for  the 
purposes  set  fomi. 

No.  32,168. — Charles  K.  Myers,  of  Pekin,  111.,  assignor  to  Himself  and  John  Cohe- 
KOUR,  of  same  place. — Improvement  in  Com- Planters, —latent  dated  April  23,  18G1. — ^The 
cross-bars  connecting  the  frame  are  slotted  to  admit  of  lateral  adjustment  of  the  two  sets  of 
seed-dropping  mechanism.  A  coulter  fixed  in  line  with  and  under  the  seed-tube  is  provided 
with  wings  and  a  centre  tongue,  and  the  parts  are  made  adjustable  by  means  of  a  screw  and 
slot  and  hinge  to  plant  at  any  desired  depth.  The  seed-tube  is  provided  with  a  month-piece 
or  hinged  valve,  and  made  to  open  and  close  the  mouth  of  the  tuoe  by  means  of  an  arm  work- 
ing in  a  semicircular  groove  in  one  of  the  slides. 

Claim. — The  arrangement  of  the  bars  B  B',  coulter  k  8  n  n'  p^  and  discharging  mechanism 
fg  h  i,  the  whole  being  constructed  and  operating  in  the  manner  described. 

No.  32,169. — Freeborn  Adams,  of  Somerville,  Mass. — Improvement  in  Casting  Copper 
Cylinders. — Patent  dated  April  30,  1861. — The  invention  is  explained  by  the  claim  cjia  en- 
graving. 

Claim, — As  an  improvement  in  the  art  of  casting  copper  cylinders  and  tubes,  pouring  the 
fluid  metal  in  two  or  more  streams  into  the  mould,  on  opposite  sides,  substantially  as  dcsuibed. 

No.  32,170. — George  Aldrich,  of  Armada,  Mich. — Improved  Ladder. — Patent  dated 
April  30,  1861. — ^Two  ladders  are  connected  at  their  upper  ends  by  a  shaft  which  allows  them 
to  spread  or  contract,  so  that  the  platform  may  be  raised  or  lowered.  The  platform  is  secured 
to  the  ladder  by  means  of  frames  attached  to  the  under  sides  of  the  platform. 

Claim. — ^The  combination  of  the  self-adjiwting  platform  D  G  C  with  the  ladders  1 1  and 
frame  F  G,  substantially  as  and  for  the  purpose  specified. 

No.  32,171.— Fred.  W.  Alexander,  of  Baltimore,  'Md.— Improved  Combination  Lock. — 
Patent  dated  April  30,  1861. — ^This  invention  consists  in  rendonng  the  bolt  when  shot  inde- 
pendent of  any  and  all  parts  of  the  machinery  when  the  latter  is  capable  of  being  revolved  or 
moved  in  any  manner.  The  slides  are  so  constracted  and  arranged  as  to  be  capable  of  being 
opened  only  by  the  person  who  has  the  secret  of  the  closing  of  the  lock. 

Claim, — First,  the  apparatus  for  detaching  the  bolt  when  shot  from  the  ordinary  machinery 
of  the  lock,  substantially  as  described. 

Second,  the  apparatus  of  combinatory  and  interchangeable  slides,  moving  rcctilincarly, 
substantially  as  described. 

Third,  the  use  of  separate  pieces  of  metal  oXtow'u"  u"\  &c.,  in  connexion  with  the  said 
slides,  for  the  purpose  set  fortn. 

No.  32,172. — ^F.  L.  Bailey,  of  Boston,  Mass. — Improvement  in  Printing  Presses, — Patent 
dated  April  30,  1861. — The  nature  of  this  invention  consists  of  details  which  do  not  admit  of 
a  briei'  description. 

Claim, — First,  the  incliuQ^  bolt  a  a,  or  its  equivalent,  and  the  clasps  h'  /*',  or  equivalents, 
when  the  same  are  arranged  in  combination  with  the  nipper  frame  F,  and  its  rectangular 
depression  z',  or  their  equivalents,  substantially  as  described  and  for  the  purpose  specified.  . 

Second,  the  stationary  nippers  /  u,  &,c.,  and  adjustable  clasps  h'  A',  or  their  equivalents, 
when  the  same  are  in  combination  with  the  belt  a  a,  or  its  equivalent,  substantially  as 
described. 

Third,  the  bands  a  a  and  d  d,  or  their  equivalents,  when  the  same  are  in  combination  with 
the  sheet  supporter  8,  substantially  as  described  and  for  the  purpose  specified. 

Fourth,  raising  the  frame  F  by  its  own  outward  movement,  and  the  button  X,  or  their 
equivalents,  substantially  as  described. 

Ij'iflh,  the  crank  V,  sliding  rod  m\  spring  o',  and  lever  L,  when  the  same  are  arranged 
and  operate  substantially  as  described. 

Sixth,  the  carriage  C,  when  the  same  is  in  combination  with  the  vibrating  nipper  frame  F, 
or  its  equivaldnt,  substantially  as  described. 

Seventh,  the  combination  of  the  blocks  62  62,  and  rod  V,  when  the  same  are  arranged  sub- 
stantiallv  as  described  and  for  the  purpose  described. 

Eightn,  the  feed  table  7,  when  tne  same  is  in  combination  with  the  shoot  supporter  8,  and 
belt  a  a,  or  their  equivalents,  substantially  as  described. 
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yo,  32J71.— AWIAW  B*««rFOKD,  tt^  mn-I  W.  B.  Cakptxttm,  of  Kcw  York,  y.  T. — 

Imjrrorrmrmt  in  fficMUt. — Vatt^t  da"w  April  30,  1^1. — ^Tti<  laTention  con5;«t5  in  prDvidiii^ 
ft  •Ki.*f,  rjLi^T  with  p<^f^U,  Dpon  wL.ch  art  plated  mm  or  coVjom  wbich  icrew  up  or  down  oa 
tJ^  f^r«»  f'/r  tf^  p'tT]Kr%fi  ftf  suyyist'.n^  th#^  distance  between  the  rniiner  and  the  tooL  or  to  one 
t/.fU'  fff  *\)m  o«h^  of  tb^  fo'j*,  tf^  p^/^t  beicp  provide  with  a  morable  »crew-pin,  having-  a  bead 
or  htj't//D  on  oz>o  end,  wbkh  tidies  in  a  ft!otted  plate  attached  to  the  sole  oithe  booi,  or  to  the 
wood. 

Claim, — TiTfi,  the  hoTlow  srrrwwl  poft  e,  with  rts  screw-pin  1:,  and  its  eoQar  or  nut  k,  or 
lh*^r  **/|Tiya!#rnt*,  rorohlnH  for  tfje  parpo«e  described. 

Kf^'or.'J,  tfj/i  (Kf^t  ^,  wiih  itj  screw-pin  e  and  collar  4  combined,  or  their  eqairalents.  Cor  the 
puqKriw-  upt  frmh- 

7  h.rd,  t^j/*  <tU/tt^  ho!c  fi  s,  in  the  plate  f,  or  its  eqniralent,  when  used  in  the  y^nmnn^^  and 
for  ibi;  \niT\to%c  spccitied. 

TTo,  32,174.— L.  B-  BatchelleR,  of  Bocherter,  K.  Y.^Fmprortauut  in  Pistpus  &f  SUmm 

Engintn. — Patent  dated  April  3^i,  1^1. — This  invention  consists  in  forming  on  the  lower  side, 
iHftr  the  jK'riphery  of  the  pinUm,  a  surface  exposed  to  the  direct  pressore  of  the  steam  in  the 
cyltmU-r,  in  a  dirwtion  difirnelrically  opjioMd  to  ilie  line  of  pravitj,  of  an  extent,  which,  cal- 
ciiUted  fr^rn  the  pre«4nre  ot  the  steam  employed,  shall  be  sufficient  to  eqnal  the  weight  of  the 
pUum,  and  thiu  prevent  an  czceAA  of  friction  on  the  under  side.  The  angle  of  the  under  side 
of  the  ph*um  is  c/in«truf:ted  so  as  to  present  a  sharp  ed^,  or  an  acute  angle,  in  the  direction 
fn  whi^'h  it  mores,  which  cao^4*^  it  to  scrape  np  and  remove  anj  foreign  matter  or  sediment 
that  fall H  to  the  t>ottom,  the  oljiiVx*t  of  the  invention  being  to  prevent  the  undue  wear  on  the 
lower  Hide  of  the  horizontal  eyfindcr  caused  by  the  weight  of  the  piston. 

Claim, — Forming  the  pistons  of  horizontal  steam  engines  with  the  recesses  e  c,  or  their 
enuivalents,  on  the  lower  side  thereof,  for  the  purpose  of  employing  the  force  of  the  steam 
eftc'^ively  to  overcome  the  weight  of  said  piston,  substantially  as  and  for  the  purpose  shown 
and  deH<'rilied. 

Also,  forming  tho  angles  1 1,  on  the  lower  edge  or  periphery  of  the  piston,  substantially  in 
tho  manner  and  for  the  purpose  set  forth. 

No.  32,175.— llKNRY  BEinr,  of  Kcw  York,  N.  Y. —Improved  Washing  JfacAiM.— Patent 
date^J  April  JW),  IHOl. — Tho  upper  and  lower  washboards  are  each  formed  of  two  parts — the 
forward  ends  conniistiDg  of  square  rollers,  fluted  lengthwise,  and  supported  in  suitable  braces 
fast  to  the  inner  ends  so  as  to  turn  upon  their  axes.  The  rollers  are  held  by  means  of  spring 
against  the  faces  of  the  inner  boards  so  as  to  bold  the  fabric  between  said  rollers  and  the  ends 
of  the  !H>ard«,  whilo  that  part  lying  between  is  rubbed  and  washed.  Tho  upper  inner  bcnrd 
is  provided  with  a  slide,  so  arranged  as  to  rest  upon  tho  lower  board,  to  prevent  the  fabric  irom 
going  towards  tho  rear  end  of  tho  machine. 

claim, — First,  tho  arrangement  and  construction  of  the  upper  and  lower  washboards  in 
such  a  manner  that  the  clothing  shall  l>e  held  fast  by  said  wasuboards,  while  that  part  of  the 
clothing  situated  between  tho  two  boards  is  being  rubbed  and  washed,  substantially  as 
doscriljcd  and  set  forth. 

Hecond,  tho  arrangement  and  uso  of  square  rollers  on  the  ends  of  tho  washboards,  forming 
a  part  of  tho  same,  and  tho  manner  of  operating  said  rollers,  for  the  purpose  specified. 

Third,  tho  arrangement  of  tho  slide  1^  in  combination  with  tho  upper  washboard,  in  the 
manner  and  for  tho  purpose  substantially  aa  described. 

No.  32,170.— B.  C.  BiBD  and  Henry  Acgee,  of  Baltimoro,  Md.-- Improvement  in  Stoves  — 
Patent  dated  April  30,  IHCl. — Suspended  by  means  of  flanges  in  the  upper  part  of  the  pedestal 
is  a  pot  Q,  leaving  a  circular  open  space  between  its  outer  periphery  and  the  ixmer  surt'ace  of 
tho  stove,  through  which  space  the  products  of  combustion  can  find  their  way  from  the 
pedestal  into  the  cylindrical  top  part  above.  Tho  top  of  the  pot  is  closed  by  a  plate,  provided 
with  a  hole  and  cover  in  tho  centre,  and  is  surrounded  by  a  peripheric  hollow  space  perforated 
at  its  edges  for  mingling  fresh  air  with  the  flame,  from  which  space  a  pipe  leads  into  the 
open  air. 

C/aim.— First,  the  relative  arrangement  of  a  pedestal  stove  A  B,  its  front  half  projecting 
beyond  tho  mantel  front  intoiho  room,  air-heating  space  Z,  hot-air  columns  F  U,  and  conical 
pipe  U\  in  combination  with  a  deflector  and  urn  supporter  K,  extending  from  the  mantel 
tront,  substantially  as  and  for  the  purposes  set  forth. 

Hecond,  the  arrangement  of  the  cold  air-pipe  N,  so  that  it  receives  its  supplv  from  the  out- 
side of  tho  building,  in  the  manner  shown  and  described,  in  combination  with  a  peripheric 
hollow  chamber  P,  liaving  perforations  V,  and  the  suspended  pot  Q,  all  the  parts  constructed 
and  arranged  in  the  relation  to  tho  combustion  chamber,  and  to  the  hot  air  chamber  of  a  fire 
pUbCO  or  pedestal  stove,  as  described  and  represented,  for  the  ptupose  set  forth. 

No.  32,177.— Wm.  Brannan,  of  Gloucester,  N.  J^—hnprovTd  Washing  JtfacAtiie.— Patent 
dated  April  30,  1801. — The  object  of  this  invention  is  to  clean  clothes  by  passing  them  on  a 
movable  endless  apron  under  a  reciprocating  roller  frame  for  the  purpose  of  rubbing  them, 
and  by  squeosing  the  same  between  one  of  the  rollers  carrying  the  endless  apron,  and  a  gravi- 
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istSng  frame  with  an  endless  apron,  in  snch  a  manner  ihat  the  inner  roller  of  the  ^ravitatinff 
frame  bears  against  the  inner  roller  carrying  the  first  endless  apron  bj  the  gravity  of  the  other 
roller  in  the  gravitating  frame. 

Claim,— The  combination  of  the  yielding  reciprocating  roller  frame  F,  corm^ated  platform 
C,  and  endless  belt  D,  with  the  yielding  gravitating  frame  li,  and  endless  belt  K,  substan- 
tially  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,178. — S.  P.  Briggs,  of  Saratoga  Sprines,  N.  Y,— Improvement  in  Hand  Corn- 
Planters. — Patent  dated  April  30,  1861.— The  tube  is  atte^^hed  to  the  front  part  of  the  plunger, 
and  is  cut  away  at  its  lower  end  on  the  inside,  so  that  the  seed  or  fertilizing  material  will  pass 
into  the  shell  and  be  driven  into  the  ground  with  the  kernels  of  com  in  operating  the  plunger. 

Claim, — The  attachment  to  hand  com  or  seed  planters  of  a  tube,  in  connexion  with  the 
plunger,  substantially  in  the  manner  and  for  the  purposes  set  forth  in  my  specification. 

No.  32,179.— Amos  Call,  of  Springfield,  Uasa,— Improved  5atr-5ef.— Patent  dated  April 
80,  1861. — ^Tbe  object  of  this  invention  is  to  bend  the  teeth  of  a  saw  a  little  outwards  to  cause 
them  to  cut  a  kerf  wider  than  the  thickness  of  the  saw  plate  so  that  the  saw  will  run  freely 
without  binding.  Hinged  to  a  circular  centre  plate,  which  is  let  into  the  top  of  the  body  of 
tho  set.  is  a  hammer,  which  is  made  to  rotate  upon  a  centre  so  that  its  point  will  fit  mto 
notches  in  the  ends  of  tho  gauges  placed  on  the  top  of  the  set  for  the  teeth  of  the  saw. 
Inserted  under  the  points  of  each  gauge  are  small  steel  bed  pieces  to  receive  the  blow  of  the 
hammer. 

Claim. — ^A  rotary  hammer  applied  to  sawHsets,  substantially  in  the  manner  and  for  the 
pmpose  described. 

No.  32,180.— L.  C.  Chase,  of  Boston,  Ums,— Improved  Halter  i?iiiif.— Patent  dated 
April  30,  1861. — ^The  halter  rine  is  constructed  with  flanges,  provided  with  noles,  so  that  the 
straps  or  bands  may  be  attached  thereto  bv  means  of  rivets,  thereby  saving  the  expense  of  the 
leather  clasp.  The  outer  edges  of  the  flanges  are  provided  with  projecting  rims,  so  that 
the  ends  of  the  woven  straps  being  turned  under  may  be  covered  and  protected  by  the  rims 
and  kept  from  ravelling. 

C/aim.— Constracting  a  halter  "rf««,"  or  ring,  with  flanges  a  a,  provided  with  rivet  holes 
b  6,  and  projecting  rims  //,  substantially  as  described  ana  for  the  objects  specified. 

No.  32,181.— J.  8.  Clouoh,  of  Brooklyn,  N.  Y.,  and  S.  S.  Day,  of  New  York,  N.  Y.^ 
Improved  Boot  and  Pantaloon  Jack, — Patent  dated  April  30, 186J . — To  the  front  end  of  a  sta- 
tionary frame  are  attached  jaws  cast  with  shanks  or  levers  extending  back,  and  to  tho  back 
end  ot  the  frame  is  secured  a  stationaiy  heel-piece,  next  to  which  is  hin^d  a  foot-piece  having 
on  its  under  side  a  wedge  which  is  made  to  press  open  the  shanks  of  the  jaws,  causing  the  latter 
to  press  together  upon  the  heel  of  the  boot  placed  between  them.  Midway  of  the  frame  is 
a  stirmp  provided  with  vertical  sides  turned  outward,  for  the  purpose  of  assisting  in  removing 
tho  pantaloons. 

Claim.— A  bootjack,  formed  by  combining  the  parts  ABCDEFGH  and  I,  in  combi- 
nation with  the  yoke  or  stirrap  L,  provided  with  tho  vertical  jaws  M  M,  arranged  and  ope- 
rated substantially  as  described  and  for  the  purpose  specified. 

No.  32,182.— C.  COMSTOCK  and  C.  Gltoden,  of  Milwaukio,  Wia,—Improvenunt  in  Pro- 
pdling  ff^ee/t.— Patent  dated  April  30,  1861.— The  paddle-shafts  are  attached  to  one  end  of 
a  lever,  the  other  end  of  which  is  secured  to  a  friction-wheel,  which  revolves  in  the  groove  of 
a  stationary  cam  in  such  a  manner  that  the  paddles  will  enter  and  leave  the  water  in  a  ver- 
tical position,  or  nearly  so,  and  be  held  in  such  position  during  the  time  they  are  acting  upon 
the  water  to  propel  the  vessel.  The  friction-rollers  are  connected  with  each  other  by  hinged 
links  provid^  with  lugs  to  control  the  action  of  the  levers. 

Claim, — ^First,  feathering  the  paddles  by  means  of  the  lever,  rigidly  attached  to  the  axle  of 
the  paddle,  and  having  friction-rollers  which  traverse  the  groove  of  a  stationary  cam,  as  set 
forth. 

Second,  the  g^de  or  safety  chain  in  combination  with  the  lugs,  as  described. 

No.  32.183.— S.  B.  Conover  and  Marshall  Spring,  of  New  York,  N.  Y,— Improvement 
in  Madiinesfor  Digging  Potatoes, — Patent  dated  April  30, 1861« — ^Tho  stationary  screen  is 
secured  in  the  frame  directly  back  of  the  scoop,  and  m  tho  rear  of  the  screen  is  placed  longi- 
tudinally a  conical  revolving  screen  G,  every  alternate  rod  at  the  back  of  which  is  cut  off  to 
leave  spaces  for  small  potatoes  to  pass  through.  Within  this  screen  is  attached  a  spiral  con- 
Teyer.  At  the  back  part  of  the  frame  and  under  the  spaces  in  the  screen  0  is  a  box,  provided 
with  a  hinged  bottom  for  receiving  the  small-sized  potatoes.  Behind  this  box,  and  back  of 
the  screen,  is  suspended  a  semi-cylindrical  box  for  receiving  the  larger-sized  potatoes.  Both 
boxes  may  be  emptied,  when  desirable,  by  means  of  cords  under  control  of  the  driver. 

Claim, — ^First,  the  swinging  rake  M  and  stationary  screen  F,  when  arranged  with  the 
revolving  screen  G,  to  operate  as  and  for  tho  purpose  described. 

Second,  Uie  combination  of  the  two  potato  receptacles  J  L,  arranged  relatively  with  the 
rotating  screen  G,  to  receive  respectively  the  large  and  small  potatoes,  and  admit  of  tho  same 
being  discharged  in  separate  heaps  or  piles  on  the  ground*  substantially  as  described. 
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No.  32,164«^WlLLIAM  D.  Cctlek,  of  Millbaiy,  l^BBB.^Improvement  im  Shearing  SJutp- 
$kins, — ^Patent  dated  April  30,  1861. — ^A  series  of  rollers  are  secured  in  a  frame,  to  one 
of  which  rollers  the  hide  when  operated  upon  is  secured,  which  brings  the  wool  against  the 
points  of  cntten  that  cut  the  wool  from  the  hide. 

Claim, — ^The  implication  of  cutters,  as  described^  in  combination  with  roll  O,  No.  1,  foi 
producing  the  desired  effect  as  specified  and  set  forth  in  drawings  and  specifications. 

Na  32,185.— ComfODORE  Daniels,  of  Barnwell  C.  H.,  S.  C— Improved  Apparatus  for 
Training  Horses  or  Mules  to  Rack,— Fatent  dated  April  30, 1861.— Attached  to  the  surcingle 
is  a  strap  haying  a  square  iron  link,  with  rollers  on  three  of  its  sides  for  the  reception  of  a 
short  strap  connecting  two  side  straps,  the  ends  of  which  latter  are  to  be  made  fast  to  the  fore 
legs  above  the  knees,  and  the  other  two  ends  to  the  fetlocks  of  the  hind  legs. 

Claim. — Arranging  the  straps  D  D  G  and  surcingle  A,  in  the  manner  and  for  the  purpose 
set  forth  and  describe. 

No.  3^186.— T.  W.  ETAN8,of  Philadelphia,  T^.—Improved  Telegraphic  Cable,— VsXeai 
dated  April  30,  1861. — ^The  nature  and  object  of  this  inrention  is  ezpUined  bj  the  claim  and 
eog^ving. 

Claim, — ^The  combination  of  wires  arranged  together  !n  parallel  lines  and  drawn  into  the 
shape  of  a  cjlindrical  whole,  as  represented  at  A,  by  which  the  superficial  metallic  surface 
exposed  is  reiduced,  thus  diminishing  the  capacity  of  electrical  condensation,  whilst  the  cable 
is  secured  against  liability  to  total  fracture  hj  being  made  to  consist  of  distinct  strands. 

Second,  the  deposition  of  a  plating  of  pure  copper,  ^old,  or  other  metal  upon  the  conductor 
in  combination  with  it,  as  described,  thus  increasing  its  condnctibilit j,  whilst,  by  the  slight 
adhesion  between  the  several  integral  wires,  a  totalcxclusion  of  air  is  secured. 

Third,  the  employment  of  caoutchouc  in  an  unelastic  state  as  the  first  wrapping  upon  the 
conductor  for  the  purpose  of  insulation,  substantially  as  described. 

Fourth,  the  combination  of  an  outer  coating  of  g^tta  pcrcha  with  the  unelastic  caoutchouc 
or  first  wrapping  of  the  conductor,  substantially  as  described. 

Fiflh,  the  employment  of  a  third  insulating  coating  of  pure  or  vulcanized  caoutchouc,  and 
so  muting  the  sevoial  parts  by  heat  or  otherwise,  for  the  purpose  and  substantially  as  de- 
scribed. 

Sixth,  the  employment  of  a  hemp  or  other  fibrous  envelope  for  submarine  cables,  when  the 
same  is  treated  with  an  antiseptic  solution,  substantially  aa  described,  in  combination  with 
the  electrode  and  insulation,  as  set  forth. 

No.  32,187.-8.  W.  Francis,  of  New  York,  N.  Y.— Improvement  in  Match-Boxes,— Vcdtni 
dated  April  30,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim, — Lining  a  match-box  A  on  its  interior  with  sand-paper,  or  an  eouivalent,  so  that, 
as  the  matches  C  C  are  drawn  from  the  same,  they  shall  be  readily  ignitea,  substantially  as 
described. 

No.  32,188. — Prince  Hiller,  of  Mattapoisett,  Mass. — Improvement  in  the  Locks  of  Fire- 
Arms, — Patent  dated  April  30,  lc3Gl. — ^Tho  main-spring  is  coiled  about  the  shaft,  and  the  wheel 
is  secured  to  the  shaft  oy  a  screw,  in  such  a  manner  that  the  tension  of  the  spring  may  be 
regulated  at  pleasure. 

Claim, — ^A  main-spring  coiled  around  the  shaft,  in  connexion  with  the  adjustable  tumbler, 
the  several  parts  being  arranged  as  and  for  the  purposes  set  forth  and  described. 

No.  32,189.— D.  HrrCHlNGS,  of  Richfield,  N.  Y,— Improvement  in  Reapers  and  Motters,— 
Patent  dated  April  30,  18G1. — A  long  axle  A,  having  a  loose  wheel  at  one  end,  is  secured  at 
the  other  end  by  means  of  a  box  or  socket  to  a  solid  frame-piece  C.  On  the  other  side  of  the 
frame-piece  is  a  short  shaft,  carrying  the  driving-wheel.  This  arrangement  of  the  axles  ad- 
mits or  their  being  out  of  direct  line  with  each  other,  so  that  the  main  axle  acts  to  brace  and 
strengthen  the  opposite  side  of  the  frame.  Braces  extend  from  the  frame  to  the  axle  on  each 
side. 

Claim, — ^The  constmction  of  the  frame  of  the  machine  by  the  combination  of  the  main 
axle  A  and  its  adjustable  braces  c  h  with  the  single  cross  frame-piece  c,  connected  with  the 
short  axle  E  and  box  I)  bv  means  of  flanges  z  s,  the  said  parts  being  arranged  in  the  manner 
and  for  the  purpose  specihod. 

No.  32,190.— Benjamin  Hostler,  of  Brookfield,  N.  Y. — Improvement  in  Mill-Picks, — 
Patent  dated  April  30,  1861. — The  stock  is  provided  with  a  lover,  hinged  to  it  so  as  to  hoM 
the  picking  tool.  On  the  upper  part  of  the  stock  is  a  protuberance  provided  with  a  female 
screw,  through  which  works  a  screw  on  the  handle,  and,  by  pressing  out  the  upper  part  of 
the  lever,  the  tool  is  securely  clamped  at  the  lower  end. 

Claim, — Hinging  the  stock  A  and  lever  B  together,  so  as  to  clamp  the  picking  tools  by 
means  of  the  hmidle,  substantially  as  described. 

No.  32,191.— H.  H.  Hudson  and  G.  W.  Billings,  of  Cleveland,  O,— Improvement  in 
Water-Elevators, — Patent  dated  April  30, 1861. — Secured  to  the  cover  of  the  curb  is  a  pointed 
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share  or  dhrider  fittine  around  the  centre  of  the  pnllej,  to  prerent  the  rope  from  crowding  or 
orerlapping.  Hinged  to  the  sides  of  the  curb  is  an  adjustable  arm  haTing  a  loop  at  its 
front  part,  through  which  passes  the  rope  which  is  attached  to  the  bail.  A  stationary  tipper 
Bbo^  the  upper  spout  of  the  curb  causes  the  bucket  to  turn  as  it  ascends  and  discharge  its 
contents  through  the  spout 

Claim. — First,  the  oiving  nh&re  £,  either  with  or  without  friciion-Tollcn  at  the  ends,  lor 
Marating  the  coil  of  rope  upon  the  pulley  D,  as  specified. 

Second,  the  arms  F  with  the  guard  8',  as  shown,  for  the  purpofe  of  presenting  the  bucket 
in  a  right  position  to  the  spout,  and  causing  its  lateral  moreroent  towards  the  spout,  in  con* 
nezion  with  a  moTable  or  stationary  bail  or  tipper  L,  operating  m  the  manner  and  for  tbe 
purpose  set  forth. 

No.  32,192.— B.  B.  Ketitow  and  J.  a  Brown,  of  Hopkinton,  R.  L^hnprovement  in 
flator-^AeeZs,— Patent  dated  April  30, 1861.— -The  floats  or  buckets  are  curved  m  both  diree- 
tlons,  and  are  fitted  to  the  under  side  of  the  disk  which  is  secured  to  the  upright  shafi;.  The 
width  of  the  buckets  is  equal  to  the  internal  diameter  of  the  second  or  lower  hollow  cylinder, 
from  the  base  of  the  wheel  up  to  the  upper  edge  of  the  lower  cylinder,  at  which  eloTation  the 
width  is  contracted,  and  the  lorm  of  the  wheel  from  thence  to  the  upper  plate  is  slightly  cqpl- 
eal,  the  edges  of  each  bucket  lying  in  the  surface  of  a  cone. 

Claim. — Increasing  the  diameter  of  the  wheel  and  the  width  of  the  buckets  D  immediately 
below  the  casing  or  curb  K  £,  in  combination  with  the  exterior  rim  or  cylinder  M,  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  32,193.— Frederick  Eetler,  of  Milwaukie,  Wis.— AwjM-owrf  Stmnp  Extractor — 
Patent  dated  April  30,  1861. — This  machine  is  operated  by  steam-power.  It  is  provided  in 
front  with  a  borer  for  splitting  and  boring  the  stumps.  Arranged  in  an  oblique  position  is  a 
bevelled  wheel,  in  the  outer  rim  of  which  are  screwed  stonecutters*  chisels.  In  place  of  this 
wheel  may  be  substituted  a  chain  saw,  running  upon  pulleys,  or  a  straight  saw  may  be  used, 
as  circumstances  may  require.  A  planing  device  may  also  be  used,  consisting  of  two  rowa 
of  chisels  secured  to  a  plate,  for  parine  and  planing  away  the  stump. 

Claim. — First,  the  use  of  the  borer  V,  represent^  in  Figs.  1  and  2,  employed  for  the  pu»- 
poee  of  splitting  the  stumps. 

Second,  the  splitting  or  cutting  wheel  X,  in  Rg.  1,  which  will  eut  the  stumps  oonically  to 
any  desired  depth. 

Third,  the  chain  saw  in  Fig.  3,  which  is  carried  round  by  the  rollers  or  pulleys  I  and  o,  to 
eut  the  stumps  conically  to  any  desired  depth. 

Fourth,  the  planing  or  paring  machine  in  Fig  5,  which  is  operated  b^  the  forked  piece  V2 
and  shaft  3,  which  machine  is  used  for  the  purpose  of  paring  or  planmg  away  the  stumps 
conically  to  any  desired  depth. 

No.  32,194.— Archibald  Kirbt,  of  Paris,  m.— /mfrotW  £zcaoa/(H>.— Patent  dated 
April  30,  1861. — This  machine  is  so  constructed  that  upon  being  drawn  forward  the  armed 
edge  of  the  truck  frame  excavates  the  dirt  through  wtiich  it  passes,  at  the  same  time  filling 
the  shovel ;  it  may  then  be  hauled  away,  and  by  withdrawing  a  pin  the  shovel  drops  in  front 
and  the  dirt  is  emptied. 

Claim. — ^The  combination  of  a  revolving  seoop  and  tmok  frano,  pwrided  with  a  shovel 
edge  C,  as  and  for  the  purposes  described. 

No.  32,195  —W.  B.  Little,  of  New  York,  N.  Y.—ImprovmMnt  in  5t^5.— Patent  dated 
April  30,  1861. — This  invention  consists  in  cutting  out  the  letters  from  a  board  and  bevelling 
their  outer  edges,  and  placin?  at  their  backs  a  glass  plate.  A  box  in  the  roar  of  the  sign  con- 
tains a  light,  which  will  render  the  letters  visible  at  night. 

Claim. — The  construction  of  illuminated  signs  in  the  particular  manner  represented  and 
de3cnbod. 

No.  32,196.— IT arvey  Locke,  of  South  Boston,  Mass. — hnprotmnent  in  Ptwn^t.— Patent 
dated  April  30,  1861.-»This  invention  is  particularly  applicable  to  the  pumps  ot  steam  fire- 
eogines,  the  object  being  to  gyre  a  groat  opening  to  both  toe  induction  and  eduction  valves  with 
a  very  small  amount  of  motion,  and  at  the  same  time  to  entirely  empty  the  cylinder  at  each 
stroke  of  the  piston.  The  induction  valve  is  made  annular  and  surrounds  the  end  of  the 
cylinder,  so  that,  by  a  very  slight  motion  of  the  valve,  an  opening  is  effected  all  around  the 
^linder.  The  cyUnder  is  open  at  each  end,  and  the  ends  are  dosed  by  disk  valves,  by  a 
slight  motion  of  which  the  whole  end  of  the  cylinder  may  be  oponed.  The  induction  and 
eduction  valves  are  connected  by  rods. 

Claim. — First,  the  annular  valve  H,  so  constructed  as  to  disclose  when  opened  a  water 
way  around  the  whole  circumference  of  the  cylinder,  as  described. 

Second,  the  disk  valve  G,  covering  the  whole  end  of  the  cylinder,  as  described,  for  the 
purpose  set  forth. 

Third,  in  combination  with  the  valve  G,  the  disk  of  India-robber  or  leather  confined  to  the^ 
piston,  as  set  forth  and  operating  as  described 
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Fourth,  80  connecting  the  inlet  and  outlet  valvei  together  that  the  motion  of  one  of  them 
Khali  control  the  motion  of  the  other,  aa  Mt  forth. 

No.  32,197. — ^F.  H.  Manny,  of  Hockport,  HL — Improvement  in  Harvesting  Mackin$9. — 
Patent  dated  April  30,  1861. — This  invention  consists  in  hinc^ng  or  pivoting  the  supple* 
mentary  divider,  near  its  forward  end,  to  the  shoe  or  fixed  divider,  and  supporting  it  near  its 
rear  end  by  means  of  a  set  screw  traversing  a  slot  in  an  adjustable  bracket,  secured  upon  ths 
firame  in  such  a  manner  that  the  point  of  the  supplementary  divider  may  be  adjusted  either 
vertically  or  laterally  to  any  desired  point  and  retained  therein.  With  the  pivoted  supple* 
mentary  divider  is  combined  a  spring  arranged  underneath  the  divider,  near  its  rear  end,  in 
such  a  manner  as  to  compel  the  point  of  the  divider  to  conform  strictly  to  the  surface  of  the 
ground,  and  yet  permit  it  to  yiela  or  pass  over  obstacles. 

Claim, — A  supplementary  divider  pivoted  near  its  point  to  the  fixed  divider  or  shoe  of  a 
harvester,  in  combination  with  an  adjustable  support  near  the  rear  end  of  sfud  supplemental^ 
divider,  substantially  in  the  manner  described,  for  the  purpose  set  forth. 

Also,  the  combination  of  the  supplementarr  divider  pivoted  near  its  point  to  the  fixed 
divider  with  a  spring,  substantially  as  described,  for  the  purpose  set  forth. 

No.  32,198.— D.  W.  Maples,  of  Homer,  N.  Y.— Improved  Chuse  Fa«.— Patent  dated 
April  30,  1861. — ^The  water  vat  is  made  with  a  depression,  in  which  the  centre  of  the  heal- 
distributor  is  placed ;  from  its  sides  extend  tubes  of  difFeront  lengths,  which  conduct  the 
water  to  various  parts  of  the  vat,  distributing  the  heat  and  equalizing  the  temperatures  of 
the  water  in  the  vat.  Joined  to  the  bottom  of  the  heating  chamber  is  a  stove  which,  in  con- 
nection with  a  series  of  dampers,  levers,  and  slides,  admits  of  the  heat  being  readily  used 
and  controlled  by  the  operator. 

Claim. — First,  the  distributor  Fig.  4,  and  q  r  r^  Fig.  1,  and  its  ^plication  to  the  purpose 
of  an  equal  distribution  of  the  heat  in  and  under  a  vat  for  cheese-making,  substantially  as 
and  for  the  uses  and  purposes  set  forth  and  described. 

Second,  the  arrangement  and  combination  of  the  stove  E,  with  its  peculiar  construcCiozi, 
substantially  as  shown  in  the  drawing^s  and  specifications,  and  with  the  beating  chamber  D, 
and  the  dampers  attached,  as  described  and  shown,  and  with  the  aforesaid  distributor.  Fig.  4, 
and  with  tbe  conductor  for  draw^ing  off  the  whey,  as  constructed  and  arranged  and  descnbed 
in  Fig.  7  of  said  specifications,  and  applied  to  a  vat  for  cheese-making,  as  described  in  said 
specifications,  and  as  and  for  the  uses  and  purposes  described. 

No.  32,199.— J.  W.  Murphy,  of  Philadelphia,  Th,^Improvement  in  the  Mode  of  Adjust- 
ment of  Truss  Frames  of  Bridges, — Patent  dated  April  30,  1851. — This  invention  has  for  its 
object  a  ready  means  of  adjusting  the  counter  dia^nal  rods  without  the  use  of  screws,  nuts, 
&i,^  for  resisting  the  tensile  strain  on  the  rods  ot  the  tiiiss  frames,  by  means  of  two  metal 
blocks  fitting  in  an  elongated  eye  on  the  lower  end  of  each  counter,  diagonal  keys  being 
placed  in  projections  formed  in  the  blocks,  by  which  the  latter  ara  maintained  in  a  proper 
lateral  position  and  readily  adjusted. 

Claim. — ^The  elongated  eye  on  the  end  of  the  counter,  diagonal  rod  C,  its  two  blocks  Q 
and  H,  and  the  two  keys  I  and  J,  the  whole  being  arranged  as  and  for  the  purpose  set  forth. 

No.  32,200.— Darius  Musselman,  of  Lucas  countv,  Ohio.-^Improved  Combined  Steam 
and  Hot-air  Engine, — Patent  dated  April  30,  1861. — ^Tho  soot  and  ashes  are  prevented  from 
being  carried  into  the  hot-air  space  and  thence  into  the  generator,  by  means  of  a  peculiarly- 
formed  pipe  which  conducts  the  hot  air  from  the  furnace  to  the  hot-air  space.  The  sido  of 
this  pipo  has  a  slit  or  seam  in  its  whole  length  communicating  with  the  ash-pan.  A  device 
similar  to  the  twist  of  an  augur  extends  through  the  whole  length  of  the  pipo,  which  imparts 
a  whirling  motion  to  tho  air  and  causes  tbe  soot  and  ashes  borne  along  with  the  air  to  be 
thrown  through  the  slit  in  the  pipe  into  tho  ash-pan.  A  portion  of  the  hot  air  also  re-enters 
the  furnace.  Incomes  reheated,  and  passes  into  the  pipe  as  before. 

In  a  short  tube  attached  to  the  pipe  connecting  the  generator  with  the  engine  works  a 
plunger,  the  upper  end  of  which  is  attached  to  a  lover  made  adjustable  by  a  notched  post 
against  which  the  lever  is  pressed  by  a  spring  rod.  Tho  other  end  of  the  lever  is  attached  to 
a  spring  provided  with  a  pointer  to  indicate  the  amount  of  pressure  on  the  plunger.  The 
fuel-feeder  contains  two  valves  formed  of  arched  metal  plates,  into  tlie  space  between  which 
the  fuel  is  first  placed,  when  the  lower  valve  is  opened  and  tho  fuel  fails  upon  a  door  and 
thence  into  the  furnace,  th6  door  being  returned  to  its  position  by  means  of  springs. 

Claim. — First,  tho  arrangement  of  tho  devices,  as  set  forth,  by  which  soot  or  ashes  is  pre- 
vented from  entering  the  generator,  which  devices  also  return  a  portion  of  the  hot  air  and 
gases  to  the  fumaco  to  bo  reheated. 

Second,  the  arrangement  of  the  plunger  N,  and  the  devices  connected  with  it,  by  which 
said  plunger  acts  as  a  safety-valve,  pressure  indicator,  and  regulator  of  the  air-passagos  for 
limiting  the  amoimt  of  motive  power  produced,  substantially  as  set  forth. 

Third,  the  arrangement  of  the  feeder  for  introducing  fuel  into  the  furnace  without  permit 
ting  the  escape  of  the  condensed  air  contained  in  the  air-space  surrounding  the  furnace,  sub- 
stantially as  set  forth. 
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No.  32,201.— John  Newmann,  of  New  York,  N.  Y. ^Improvement  in  JVnce/s.— Patent 
dated  April  30, 1861. — ^The  object  of  this  invention  is  to  prevent  the  beer  once  drawn  through 
the  fancet  from  rctumin^i^  through  ag^ain  to  the  barrel,  and  at  the  same  time  allow  the  beer  to 
bo  drawn  from  the  barrel  either  with  or  without  a  pump,  like  a  common  beer  faucet. 

Claim, — The  chamber  B,  on  faucet  tube  A,  having  arranged  within  it  the  valve  c  and  tb« 
icrew-Btem  D,  with  its  enlargement  g^  ail  arranged  and  operating  substantially  as  and  for 
the  purposes  set  forth. 

No.  32,202.— George  Norris,  of  New  York,  N.  Y. ^Improvement  in  Ft/£«r5.— Patent 
dated  April  30,  1861. — The  screw-socket,  bv  which  the  case  is  secured  to  the  water  pipe,  is 
perforated  at  its  bottom.  Under  this  socket  is  a  sponge  resting  upon  a  perforated  plat« 
having  a  tube  extending  down  from  its  centre,  and  within  a  tube  provided  with  a  screw  on 
its  lower  end  working  in  a  screw-hole  in  tho  bottom  of  the  case.  By  screwing  up  the  lower 
tube  the  sponge  is  compressed  by  the  plate  and  rendered  compact  so  as  to  iorm  a  filtering 
medium,  and  when  filtered  water  is  not  required  the  sponge  is  allowed  to  expand  and  tha 
water  passes  freely  through  it. 

Claim. — ^The  combination  of  the  perforated  compression  and  discharge  screw  or  tube  B 
and  plate  C  with  the  filtering  material  B  and  case  A,  in  the  manner  and  for  the  purposes 
substantially  as  described. 

No.  32,203.— A.  Kandel,  of  New  York,  N.  Y.— Improvement  in  Preparing  Paper  Stoe/ur^ 
Patent  dated  April  30,  1861. — ^The  ob^'ect  of  this  invention  is  to  separate  the  hard,  worthiest 
portion  iVom  the  aseful  fibrous  part  oi  the  vegetable  material  used  for  paper  stock,  before  it  is 
submitted  to  the  bleaching  process. 

Claim. — The  combination  of  the  difierentially  moving  crushing-rollers  with  the  shreddixkg 
cylinder  E  and  spiked  concave  P,  substantially  in  the  manner  and  for  the  purposes  shown 
and  described. 

No.  32,204.— G.  W.  Rains,  of  Newburffh,  N.  Y.— Improvement  in  5£eam-Boi7<?r5.— Patent 
dated  April  30,  1861. — The  lower  water  chamber  and  the  upper  water  and  steam  chambers 
are  connected  by  a  series  of  upright  concentric  water-tubes.  Within  the  inner  scries  of  tubes 
is  arranged  the  horizontal  circular  g^te,  and  between  the  lower  parts  of  the  inner  tubes  ore 
upright  fixed  bars  or  plates,  to  make  the  fire-box.  Fitted  inside  the  lower  opening  of  tba 
door-frame  is  an  upright  grate,  for  the  purpose  of  admitting  air  to  the  fuel.  Opposite  tha 
door-frame  is  left  a  wide  space  between  two  of  the  outer  tubes,  and  opposite  this  space  la  an 
apertuie  in  the  sheet-iron  curtain  which  surrounds  the  outer  tubes,  from  which  aperture  a  short 
flue  fitted  with  a  damper  leads  through  the  outer  casing  to  the  chimney,  to  be  used  when 
ttafting  the  fire  and  getting  up  steam. 

Claim, — First,  the  upright  grate  P,  applied  in  relation  to  the  grate  E,  and  in  combination 
wi^  the  circular  series  of  tubes  C  C,  and  their  interposed  bars  or  plates  F  F,  substantially 
as  and  for  tho  purpose  specified. 

Second,  the  nue  Q  and  damper  R,  applied  in  combination  with  the  curtain  G  and  the  chim- 
ney I,  and  the  wider  space  c,  between  the  tubes  D  D,  substantially  as  and  for  tho  purpose 
specified. 

No.  32,205. — J.  R.  ROBINSON,  of  Boston,  Mass. — Improvement  in  Steam-Engines, — Patent 
dated  April  30, 1861. — ^This  invention  consists  in  so  combining  a  variable  cut-ofi' and  a  throttls 
valve  under  the  control  of  a  governor  or  other  controlling  oevice,  with  which  both  are  con 
nocted,  that  the  cut-off  will  operate  alone,  as  the  regulator,  while  it  can  do  so  economically, 
the  throttle  valve  being  in  the  mean  time  inoperative  and  open ;  and  that  when  the  cut-off,  to 
continue  regulating,  would  require  to  operate  so  early  in  the  stroke  of  the  piston  that  its  us« 
would  ccaso  to  be  attended  with  economy,  or  be  less  economical  than  tho  use  of  the  throttk 
valve,  its  further  operation  will  be  suspended  or  checked,  and  tho  throttle  valve  shall  be 
brought  into  operation  as  the  regulator. 

Claim, — So  combiniujg  a  variable  cut-off  and  a  throttle  valve,  in  connexion  with  a  steam- 
flD^ne,  that  the  cut-off^only  will  act  as  the  regulator,  when  the  engine  is  subjected  to  a 
resistance  which  requires  the  admission  of  the  steam  beyond  a  certain  point  in  tho  stroke  of 
the  piston,  and  the  throttle  valve  only  wiU  act  as  the  regulator  when  the  engine  is  subjected 
to  less  resistance,  substantially  as  specified. 

Also,  so  constructing  and  applying  a  variable  cut-off  gear,  which  is  combined  with  a  thros- 
tle valve,  as  above  specified,  tnat  as  the  throttle  valve  closes  the  cut-off  will  operate  later  iu 
the  stroke  of  the  engine,  substantially  as  described. 

No.  32,206, — J.  R.  Robinson,  of  Boston,  Mass. — Imj>rovement  in  Safety  Plugs  for 
Steam' Boilers. — Patent  dated  April  30,  1801. — The  objects  of  this  invention  are:  1st,  to  cause 
the  plug  to  take  effect  while  the  crown  sheet,  or  that  plate  of  the  body  of  the  boiler  in  conne»> 
ion  with  which  the  plug  is  placed,  is  still  covered  with  sufficient  water  to  prevent  injury  to 
tlie  boiler ;  and  2d,  to  cause  the  heat  to  be  rapidly  transmitted  from  the  plug  io  the  water, 
until  the  water  ^ets  below  a  safe  level,  and  then  to  bo  retained  in  and  around  the  plug,  for  the 
purpose  of  melting  a  ring  of  fusible  metal,  by  which  the  plug  is  held  in  place,  or  of  making 
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tbe  ping,  by  its  longptadimil  expansion,  operate  an  alann  device,  or  tear  itself  from  the  boiler. 

Claim, — First,  the  combinaiion  of  the  ring  or  plug  6,  of  fusible  metal  of  inferior  conducting 
eanacity,  and  a  central  plug  C,  of  infusible  metal  of  superior  conducting  capacity,  substaii- 
tially  as  specified. 

Second,  tbe  tube  d^  combined  with  the  plug  C,  substantially  as  and  for  tbe  purpose 
specified. 

Third,  the  combination  with  tbe  safety  plug  of  a  tube  open  at  the  top  for  the  reception  of 
water,  closed  at  the  bottom  b^  tbe  plug,  and  permanently  attached  to  the  boiler,  substantially 
as  illustrated  by  A  and  H,  Figs.  1  and  4,  as  specified. 

Fourth,  the  combination  of  the  tube  ^,  attached  to  and  surrounding  tbe  plug  C,  and  the 
fixed  tube  A,  surrounding  the  said  tube  d  and  the  plug,  substantially  as  and  lor  the  purposes 
specified. 

Fifth,  tbe  screw  F,  applied  in  combination  with  the  plug  C,  substantially  as  and  for  tbe 
purposes  set  forth. 

No.  32,207.— J.  W.  'Ross,  of  Boston,  Mass.— AR^myvemetil  in  Inkstands.^VAtent  dated 
April  30,  18G1. — The  vessel  containing  the  ink  is  provided  with  a  lip  at  its  top,  and  rests 
within  a  socket  in  a  stand  or  top  of  a  desk.  In  the  upper  part  of  the  socket  is  a  female  scnw 
receiving  a  male  screw  attachea  to  a  thin  top  plate,  in  which  is  a  square  or  polygonally-shaped 
•pening  to  fit  a  suitable  key,  by  which  the  plate  is  turned  and  the  iukstaua  secured.  To 
the  top  plate  is  ahM>  attached  a  tube  extending  into  the  ink  vessel,  in  which  is  a  floai  having 
an  orifice  through  its  length.  When  the  top  plate  is  screwed  down,  tbe  lower  surfai-e  of  tbe 
stopper  presses  against  the  bottom  of  the  well,  and  serves  to  render  the  same  air-tight. 

claim. — First,  the  use  of  tbe  float  ^,  travelling  in  a  suitable  guiding-tube,  amf  operating 
substantiallv  as  described. 

Second,  the  peculiar  construction  of  the  Inkstand,  by  which  I  am  enabled  to  lock  it  in  or 
remove  it  from  its  stand  or  desk,  tbe  same  consisting  substantially  of  the  screw  h  and  top 
plate  t,  attached  to  or  forming  a  part  of  the  ink  fountain,  and  a  polygonal-shaped  opening  of 
suitable  form  to  receive  a  key,  as  described. 

No.  32,208.— J.  B.  Root,  of  Battle  Creek,  Mich.— im/rovemMf  in  Rotary  EngintM.^ 
Patent  dated  April  30,  1861. — ^The  pistons,  consisting  each  of  a  flat  plate  of  meial,  bars 
attached  to  them  an  arc-formed  piece  of  metai  fitted  to  a  circular  groove  in  one  of  the  cylinder 
beads,  the  groove  being  concentric  with  the  inner  periphery  of  the  outer  cylinder  The  pistons 
are  received  within  slots  in  the  drum,  and  each  piston  is  fitted  with  two  cylindrical  segment 
pieces  of  a  length  equal  to  the  width  of  tbe  pistons,  which,  besides  serving  to  control  and 
direct  the  oscillating  and  radial  movements  of  the  pistons,  serve  also  as  packmg  pieces. 

Claim. — The  employment,  in  connexion  with  the  outer  cylinder  A^  eccentric  piston  drum 
C,  and  rigidly  constructed  pistons  F  F,  of  arc-formed  pieces  a  a,  attached  rigidly  to  ths 
pistons  and  fitted  to  concentric  grooves  in  the  heads  of  the  cyUnder  and  segment  pieces  d  d, 
fitted  to  tbe  pistons  and  to  bearings  in  the  rotating  drum,  the  whole  combined  substantially 
as  described. 

No.  32,209.— William  Rowe,  of  Charlestown,  Vt^— Improvement  in  Machines  for  Thresh- 
ing  and  Cleaning  Clover. — Patent  dated  April  30,  1861. — ^The  threshing  cvlinders  are  botb 
placed  upon  one  and  the  same  shaft,  and,  with  their  concaves,  are  separated  from  each  other 
oy  a  dividing  ring.  One  of  tbe  cylinders  is  covered  with  a  perforated  metallic  casing,  thnmgh 
which  teeth  of  any  desired  size  and  form  may  be  driven,  for  receiving  tbe  cut  gram,  stalks, 
and  beads.  The  other  cylinder,  with  its  concave,  is  provided  with  teeth  of  a  finer  character, 
for  operating  upon  sacks  and  bowls  after  they  have  been  acted  upon  by  the  first  cylinder. 
In  the  rear  of  tne  cylinders  is  a  revolving  screen  cylinder,  into  tbe  open  end  of  which  tb« 
moving  mass  of  straw,  &c.,  is  cariied  by  the  force  of  the  cylinder  and  the  current  of  air 
caused  by  the  f^s.  The  sacks  and  bowls  are  directed  back  towards  the  threshing  cylinders 
by  means  of  a  screw  h"  over  a  grate  through  which  the  seeds  drop  to  the  screens  below. 
The  revolving  screen  is  supported  within  a  dox  by  gear-wheels,  which  operate  a  small  gear 
on  the  end  of  a  shaft,  provided  with  a  screw  h\  to  work  in  a  suitable  concave  below  it. 

Claim. — First,  the  combination  of  two  threshing  cvlinders  with  a  clover-separating  ma> 
chine,  when  said  cylinders  are  arranged  to  rotate  on  the  same  axial  line,  the  cylinders  opei>- 
adng  independently,  as  and  for  the  purposes  stated. 

Second,  the  combination  qf  the  cylinders  C  C  with  thdr  concaves  C"  and  C"\  substantiall  j 
as  and  for  the  purposes  stated. 

Third,  the  combmation  of  cylinders  C  C  with  feed-box  D,  blast  and  section  fan  e,  screen  Q\ 
and  screw  h'\  substantially  as  and  for  tbe  purposes  stated. 

Fourth,  the  combination  of  screen  G'  with  the  box-frame  C*,  and  screw-shaft  A'  with  its 
guide-gears,  as  and  for  the  purposes  sot  forth. 

Fifth,  making  the  feed-box  D  so  that  it,  together  with  tbe  parts  connected  therewith,  as 
shown  in  Fig.  S,  can  all  be  removed,  as  and  for  the  purposes  stated. 

Sixth,  so  making  and  connecting  the  parts  shown  in  Fig.  5  so  that  they  can  be  qukklj 
detached  for  repairs  or  examination  of  the  machine. 

Seveiith,  a  clover  threshing  and  cleaning  machine,  in  which  tbe  parts  are  constructed  aad 
combined  to  operate  in  relation  to  each  other  as  shown  and  described. 
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No.  32,210.— Georo^  W.  Soule,  of  Freeport,  Me.— Improved  Rigginf  Clofo.— Patent 
dated  April  30,  1861. — ^Two  semi-cylindrical  pieces  of  metol,  having  their  insiae  Burfacet 
snitably  grooved,  are  connected  together  on  one  side  by  an  adjustable  strap-hinge,  or  its 
equivalent,  and  combined  with  a  tapering  link  which  plays  through  eyw  on  each  half  of  the 
griping  portions,  and  operates  to  open  and  close  the  parts. 

Claim, — Combining  with  the  two  griping  jaws  A  B  the  hinged  fastening  c,  and  the  taper- 
mg  link  C,  working  in  eyes  a  a\  substantialjj  and  for  the  purposes  set  form. 

No.  32,211.— David  J.  Starrett,  of  Thomaston,  l£e,—ImpTovtd  Coal  5i/ler.— Patent 
dated  April  30,  1661. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — Constructing  the  revolving  screen  B  so  that  one  end  shall  project  out  through 
a  closely-fitting  aperture  a,  in  one  side  of  the  closed  case  A,  and  turn  therein  as  a  bearing,  so 
that,  in  connexion  with  a  removable  cap  C,  or  its  equivalent,  the  cool  may  be  put  in  and 
taken  out  of  the  screen  without  removing  the  scune  from  or  exposing  the  int^or  of  the  case, 
substantially  as  and  for  the  purposes  specified. 

Ko.  32,212.— Alfred  Swadkins,  of  South  Boston,  MBss.—tmproved  Steam  Coek. — 
Patent  dated  April  30,  1861. — The  two  valves  are  combined  and  arranged  with  one  stem  by 
means  of  a  swivel  or  other  device,  by  which  both  valves  or  the  upper  one  only  may  swivel  or 
be  turned  around  with  respect  to  the  stem.  The  valve-operating  screws  are  arranged  between 
the  auxiliary  valve  and  the  stuffing-box  or  its  screw-cap,  the  object  being  to  prevent  leakage 
of  the  condensation  of  the  escaped  steam. 

Claim, — ^The  combination  and  arrangement  of  the  two  valves  B  I  with  the  swivel  O,  of  the 
stem  C,  such  valves  being  constructed  and  connected  by  screws,  or  mechanical  equivalents 
therefor,  substantially  as  specified. 

No.  32,213.— James  H.  Swett,  of  Pittsburg,  Te^.—Improvemtnt  in  SM§  Machines,— 
Patent  dated  April  30,  1861. — The  arms  that  carry  the  heading  tool  forwara  and  back  are  so 
arranged  on  the  outside  of  the  main  frame  as  tliat  they  shall  have  the  support  of  the  main 
frame  to  resist  the  lateral  or  wabbling  motion  of  said  heading  tool,  and  thus  enable  the  header 
to  make  uniformly-shaped  heads,  and  true,  on  the  shank  of  the  spike.  The  journals  or  sup- 
ports of  the  arms  that  carry  or  operate  the  header  are  hung  in  curved  slots,  for  the  purpose  of 
changing  the  inclination  of  the  header.  The  ways  upon  which  the  nipper  slide  works  are 
made  a^ustable  for  the  nurpose  of  causing  the  nippers  to  gripe  more  or  lees  hard  upon  the 
blank  for  drawing  forward  more  or  less  of  tne  blank,  or  to  separate  it  entirely  from  the  rod, 
hi  case  the  pointing  dies  foil  to  separate  it.  An  acyustable  shding  arm  on  the  crank  arm  is 
designed  to  give  the  nippers  more  or  less  advancing  motion,  so  as  to  draw  out  from  the  rolls 
or  dies  more  or  less  of  the  blank  or  spike  rod  to  form  the  head  as  may  be  required  by  the  heat 
on  the  rod  or  blank,  or  by  the  working  of  the  machine. 

Claim. — First,  supporting  the  header  against  lateral  vibration  by  means  of  the  shaft  b  and 
arms  O  O,  the  latter  moving  against  the  outside  of  the  frame,  substantially  as  described. 

Second,  hanging  the  journals  of  the  rock-shall  P,  to  which  the  header  is  connected  in  curved 
slots,  for  the  purpose  of  changing  the  inclination  of  the  header,  to  coiTespondingly  change  the 
position  of  the  head  upon  the  finished  spike,  substantially  as  described. 

Third,  the  ac^ustable  ways  S  S,  for  the  purpose  of  so  clamping  the  slide  R  as  that  it  shall 
not  move  by  the  weight  or  friction  of  the  second  slide  T  until  forced  to  move  with  it,  substan- 
tially as  and  for  the  purpose  described. 

Fourth,  the  adjustable  slide  H,  in  the  arm  G,  for  the  purpose  of  varying  the  motion  of  the 
nippers  in  relation  to  the  motion  of  the  header,  and  to  draw  out  more  or  lefts  of  the  blank,  as 
the  condition  of  the  heated  bar  may  require,  as  set  forth. 

No.  32,214.— James  M.  Tollet,  of  Bi^  Lick,  Ya.'-Improved  Washing  JlfacAtne.— Patent 
dated  April  30,  1861. — ^The  journals  of  the  lower  series  of  rollers  are  secured  at  their  inner 
onds  in  a  hub  at  the  lower  6nd  of  the  upright  stem,  the  outer  ends  turning  in  blocks  fixed  to 
the  tub.    The  upper  series  is  supported  by  a  hub  and  hangers  in  the  upper  disk. 

Claim, — ^The  cumbination  of  the  two  sets  of  rollers  c  c'  with  each  other  and  with  the  disks 
A  B,  when  the  rollers  upon  the  disk  A  aie  arranged  to  cross  those  of  the  disk  B,  all  in  the 
manner  shown  and  described. 

No.  32,215.— Daniel  H.  Viall,  of  Schaghticoke,  N.  Y.—Improtement  in  Grain  Cradles.— 
Patent  dated  April  30,  1861. — ^The  boll  by  which  the  finger-brace  is  secured  to  the  swath  is 
made  of  metal,  and  provided  with  a  wedge-shaped  bolt.  The  bolt  is  passed  through  the 
swath,  and  a  transverse  hole  being  made  in  the  same,  the  finger-brace  is  inserted,  and  passes 
through  the  widest  part  of  the  slot.  A  blow  on  the  wedge  causes  it  to  press  the  finger-brace 
into  the  narrow  part  of  the  slot,  which  thus  firmly  secures  it. 

Claim. — ^The  slotted  bolt  /,  constructed  as  described,  in  combination  with  the  brace  of  a 
grain  cradle,  for  the  purpose  set  forth. 

No.  32,216.— Tuomas  S.  Whitenack,  of  Easton,  Tf%.— Improvement  in  Harvesting  Ma- 
chines.—Pekteni  dated  April  30,  1861. — ^To  the  inner  end  of  the  reel-shaft  is  attached  a  metnl 
plate  or  head,  which  has  ears  or  lugs  projecting  from  its  luce  at  right  angles.    To  each  car 
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are  attached  bj  bolts  or  screws  two  arms  or  bilKces,  workio^  freely  on  tbe  bolts  or  screws. 
To  the  outer  ends  of  tbe  arms  are  attached  adjustable  bars,  forming  beaters  to  act  upon  the 
grain  iu  front  of  the  sickle.  To  the  back  part  of  the  main  frame  are  attached  two  curved  or 
segment  bars,  one  at  each  side,  and  each  provided  with  two  curved  slots,  through  which  pass 
bolts  which  secure  the  arms  to  the  segment  bars,  the  outer  ends  of  the  bars  serving  as  bear- 
ings for  the  reel-shaft  The  segment  bars  form  segments  of  circles,  of  which  the  shaft  of  the 
dnving-whecl  is  the  centre.  The  reel  maj  be  raised  or  lowered  bj  adjusting  the  arms  on  the 
segment  bars. 

Claim, — Conctructing  the  reel-head  G,  with  plane  plates  or  ears  c,  for  the  attachment  of  the 
adjustable  arms/^,  in  combination  with  the  said  adjustable  arms  and  the  adjustable  bars  k,  all 
as  set  forth. 

Also,  the  arrangement  of  the  slotted  supporting  segments  £  E',  having  their  sweep  con- 
centric with  the  axis  of  the  driving-wheel  B,  in  combination  with  the  adjustable  arms  d, 
shall  F,  and  the  reel,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,217.— Hugh  H.  Whitney,  of  Waterford,  F&.— Improvement  in  BreAtves.— Patent 
dated  April  30,  1861. — ^The  entrance  of  the  hive  is  provided  with  an  adjustable  slat,  to  the 
lower  edge  of  which  small  gravitating  sections  are  hinged,  so  as  to  allow  them  to  swing  oul- 
wards  only.  The  slat  is  adjusted  so  as  to  leave  space  enough  under  the  trap  for  the  working 
bees  to  pass  out ;  the  drones  can  also  pass  out,  but  are  prevented  by  these  devices  from 
returning. 

Claim, — Constructing  the  hive  by  dividing  the  rectangular  box  A  by  the  oblique  partition 
B,  60  as  to  form  a  sheltered  area  around  the  entrance,  a  triangular  apartment  for  the  swarm, 
with  the  passage  O,  at  the  lower  angle  thereof,  and  hanging  supplementary  chambers  or 
boxes  E  immediately  back  of  the  same,  commimicating  therewith  by  means  of  the  passage  or 
passages  A,  the  whole  being  provided  with  the  means  of  ventilation  by  tbe  holes  g  at  or  near 
the  near  entrance  G,  the  whole  ai'ranged  and  combined  substantially  in  the  manner  and  for 
the  purpose  shown  and  described. 

Also,  the  device  for  graduating  the  entrance  to  the  passage  G,  consisting  of  the  adjustable 
slot  II  and  hanging  traps  or  doors  j,  constructed  and  operating  substantially  as  and  for  the 
purposes  set  forth. 

No.  32,218.— Solomon  Fry,  of  Monongahela  City,  Pa.— /w/jrarerf  Door  LocAr.— Patent 
dated  April  30,  1861.^— This  invention  consists  of  an  arrangement  of  springs,  bolts,  lovers, 
d:.c.,  so  operated  that  the  inside  knob,  used  for  operating  the  spring  bolt,  will  remain  opera- 
tLve,  while  the  outside  knob  can  be  operative  or  inoperative  at  pleasure,  without  affecting  the 
action  of  the  inside  knob;  and  in  locking  the  door  on  the  inside  the  keyhole  guard  will  close 
the  outside  kevhole  of  the  lock,  and  when  locked,  either  from  the  inside  or  outside  of  tbe 
door,  the  lock-bolt  and  spring-bolt  will  be  held  securely  in  their  place. 

Claim, — The  arrangement  of  the  keyhole  guard  A,  springy  i  and  r,  bolts  t  and  j,  levers  q 
and  <,  click  k,  and  cams  o  and  p,  arranged,  constructed,  and  operated  substantially  as  de- 
scribed, and  for  tho  pmrpose  set  forth. 

No.  32,219.— John  McAuley  Gallagher,  of  Eoxbury,  Mass.—hnprovement  in  the  Con- 
struUion  of  Ga$  Retorts, — Patent  dated  April  30,  IbCl.— The  retort  is  constructed  with  lugs 
projecting  from  the  outside  surface  of  the  retort,  and  forming  the  support  of  longitudinal  ribs 
<br  the  purpose  of  holding  the  cement,  which  is  placed  on  the  outside  of  the  retorts,  to  preserve 
them  against  the  injurious  influence  of  the  fire. 

Claim. — ^The  construction  of  the  retort  with  longitudinal  ribs  and  projecting  lugs,  as  shown 
and  described. 

No.  32,220.— G.  W.  Gould  and  P.  W.  Gould,  of  Evans,  N.  Y,'-Improved  Washing 
Machine. — Patent  dated  April  30, 1861. — ^This  invention  consists  in  the  employment  of  recipro- 
cating rubbers,  iu  combination  with  a  stationary  frame  and  a  flat  corrugated  bottom  box. 

Cliiim, — ^Tho  employment  of  tho  double  reciprocating  rubbers  D  D,  used  in  connexion  with 
stationary  frame  B,  substantially  as  and  ibr  the  purpose  set  forth. 

No.  32,221.— William  M.  Griscom,  of  Philadelphia,  Va.^Tmprored  Shutter  Fastener.-^ 
Patent  dated  April  30,  1861. — This  invention  relates  to  a  shutter  fastener  so  constructed  and 
arranged  that  the  bolts  shall  servo  to  retain  the  shutters  in  a  partially  open  state;  and  the 
improvement  consists  in  a  construction  of  parts  for  tightening  the  bolts  at  any  point  to  whicii 
it  may  bo  adjusted,  and  for  preventing  the  rattling  ol  the  shutters. 

Claim, — Ihe  bolt  D,  its  notch  y,  the  stud  £,  and  disk  F,  with  its  inclined  planes,  in  com- 
bination with  the  plate  B,  and  its  socket  d,  the  whole  being  constructed  as  and  for  the  pur- 
pose set  forth. 

No.  32,222.— W.  H.  Gwynne,  of  New  York,  N.  Y.-^Im^rovement  in  Apparatus  fbr 
Naphthnlizing, — Patent  dated  April  30, 1861. — In  connexion  with  a  gas  fixture  is  arranged  a 
rei>ci-voir  containing  a  ouantity  of  carbonizing  liquid,  in  such  a  manner  that  the  gas  is  com- 
pelled to  pass  through  tnis  liquid  just  belbre  it  reaches  tho  burner,  and  that  the  hydro-carbon 
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mpors,  whicli  are  taken  up  by  the  nis  in  passing  tbrongh  the  liqnid  in  the  reservoir,  hare 
DO  chance  to  form  a  deposit  before  the^  pass  out  from  the  burner.  The  tube  which  conduct! 
the  gas  from  the  pipe  into  the  reservoir  and  the  liquid  contained  therein  is  made  adjustable 
bj  turning  it,  so  that  its  mouth  may  be  set  at  a  greater  or  less  distance  below  the  surface  of 
the  liquid,  and  according  to  the  larger  or  smaller  quantity  of  hydio-carbon  vapors  which  it  if 
intended  to  incorporate  with  the  gas. 

Claim, — First,  the  use  of  a  reservohr  for  containing  a  liquid  hydro-carbon  attached  to  the 
gas  fixture,  and  provided  with  a  pipe  communicating  duectly  with  the  burner,  substantially 
as  shown  and  described,  and  for  the  purpose  explained. 

Second,  the  arrangement  of  the  revolving  pipe  B,  and  reservoir  A,  in  combination  with  a 
gas  burner,  substantially  as  and  for  the  purpose  described. 

No.  32,2^. — ^F.  B.  Hall,  of  Hartford,  Conn. — Improvement  in  Car  Coupling, — Patent 
dated  April  30,  1861. — ^This  invention  consists  in  a  bow  or  U-shaped  bolt,  one  arm  of  which 
Is  round  and  is  supported  in  a  round  socket  or  guide  in  which  it  can  turn,  and  the  other  arm 
of  which  is  flat,  and  drops  through  an  oblong  slot  in  the  top  and  bottom  of  the  buffer,  and  m 
provided  with  a  shoulder  to  support  it  provious  to  the  coupling  operation,  both  arms  being 
nimLshcd  with  collars  to  prevent  them  from  dropping  too  far  through  their  respective  open- 
ings. A  counterpoised  link  is  made  to  set  in  the  buffer,  so  that  its  projecting  end  shall 
maintain  a  horizonti^  position  and  always  freely  enter  the  buffer  of  the  car  that  is  to  be 
coupled  to  it. 

Claim. — First,  in  combination  with  a  hopper-head  and  a  permanent  bolt  support  connected 
thereto,  a  bow  or  U-shaped  bolt  constructed,  arranged,  and  operating  therewitn,  substantially 
as  described. 

Also,  a  counterpoised  or  overpoised  link,  the  weighted  end  of  which  will  fairly  sit  in  its 
buffer-head  and  hold  the  projecting  end  in  a  horizontal  position  so  that  it  w^ill  fairly  and 
truly  enter  the  buffer-head  that  it  is  to  be  connected  with,  substantially  as  described  and  for 
the  purpose  set  forth. 

TSo.  1^,224.— Wm.  L.  Haller,  of  Philadelphia,  Te^— Improved  Scrubbing  BrttsA.T-PatBnt 
dated  April  30,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — A  scrubbing  brush  composed  of  strips  of  India-mbber  or  analogous  material, 
clamped  in  dovetail  grooves  in  the  body  of  the  brush,  and  pro^'ecting  from  the  face  thereof 
aubstantially  as  shown  and  described  and  for  the  purpose  specified. 

No.  32,225. — ^Henry  Hartwks,  of  Now  York,  N.  Y. — Improvement  in  Locks. — Patent 
dated  April  30,  1861. — ^The  key-bit  is  arranged  in  the  inside  of  the  lock,  forming  part  of  the 
same,  in  such  a  manner  that  before  being  able  lo  act  upon  the  bolt  it  has  to  be  lit^d  over  a 
projection  by  the  action  of  the  key,  which  latter  is  connected  to  the  key -bit,  for  the  purpose 
of  operating  the  lock  at  a  point  outside  of  the  centre  of  motion,  both  the  key -bit  and  the  Itey 
turning  loosely  upon  a  key-bolt. 

Claim. — The  arrangement  or  the  key-bit  E,  in  a  lock,  turning  loosely  upon  the  kcT'-boU 
D,  when  said  key-bit  is  combined  with  a  projection  or  stop  F,  fast  on  the  lock-case,  m  the 
manner  and  for  the  purpose  set  forth. 

No.  32,226.— Henry  Hartwio,  of  New  York,  N.  Y. ^Improvement  in  Locks.— -Vvkteni 
dated  April  30,  1861. — ^This  invention  consists  in  the  arrangement  of  a  slide  or  wedge  ope- 
rated by  a  spring  so  as  to  cover  up  partly  the  keyhole,  the  slide  or  wedge  being  pressed  clear 
•f  the  keyhole  by  the  introduction  of  a  wedge-shaped  key. 

Claim. — The  arrangement  and  use  of  a  wed^-shaped  sliding  piece  E,  covering  up  the 
lower  part  of  the  keyhole,  and  operated  by  the  introduction  of  tne  wedge-shaped  bit  of  the 
key,  as  described. 

No.  32,227.— George  Harlan,  of  Brownsville,  Ind.— /mprorcmcw«  in  Seeding  Machines,—' 
Patent  dated  April  30, 1861.— The  seed-tubes  or  spouts  are  attached  to  the  rear  ends  of  arms, 
the  front  ends  of  which  are  fitted  on  the  end  of  a  tmnsverse  shaft,  and  to  the  back  part  of 
each  arm  is  a  spring  connected  by  a  rod,  which  tend  to  keep  the  tubes  out  from  the  irame, 
by  which  means  a  lateral  self-adjusting  •movement  is  allowed  the  tubes,  and  the  seed  sown 
in  the  spaces  between  the  hills  of  stancSng  corn.  A  series  of  levers  and  cams  are  so  arranged 
as  to  graduate  the  amount  of  seed  to  bo  sown  over  a  given  area. 

C/flJm.— First,  the  tubes  P,  attached  to  bars  or  arms  Q,  jointed  and  provided  with  springs 
B,  substantially  as  shown  and  described,  to  admit  of  a  self-adjusting  lateral  movement  of 
•aid  tubes,  for  the  purpose  set  forth. 

Second,  the  combination  of  the  cams  D,  slides  F,  and  levers  T  U,  when  the  latter  are  con- 
nected by  adjustable  links  k  k,  and  all  arranged  as  and  for  the  purposes  set  forth. 

No.  32,228.— A.  C.  Barstow,  (assignor  to  the  Barstow  Stove  Company,)  of  Provi- 
dence, R.  I.— Improvement  in  Cooking  Stores.— Patent  dated  April  30,  1861.— The  heat  is 
passed  to  both  ovens  by  a  single  set  of  flues,  thus  dispensing  with  the  use  of  dampers. 
Between  the  two  ovens  and  separating  the  some  is  a  movable  plate,  by  removing  which  the 
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TowUng  OTen  can  Im  connected  and  seed  in  oomblaaUoa  wUh  Ui«  baking  oyen,  wlien  : 
•arj. 

Claim, — ^In  cooking  stores  of  square  or  qnadrangolar  form,  baying  in  addition  to  the  ordi* 
aary  baking  oven  parallel  to  and  on  the  opposite  side  of  the  fire-chamber  a  roasting  oven,  tba 
arrangement  described  of  the  fire-chamber  and  ash-pit,  in  combination  with  a  movable  plaia 
or  its  equivalent,  so  that  the  said  roasting  oven  maj  oe  used  separately  from  or  in  connexion 
with  and  as  an  enlargement  of  the  baking  OYen«  substantially  as  set  fcoth. 

Ko.  32,229.— Theodore  Burr,  assignor  to  Himself,  C.  L.  Burr,  S.  W.  McCrea,  L.'H. 
Brinkeruoff,  and  Parcel  Brikkerhoff,  of  Battle  Creek,  Mich. — Improvement  in  Frae- 
ture  Apparatus, — Patent  dated  April  30,  1861. — ^The  operation  of  the  toggle-braces,  by 
making  the  extension  in  a  ri^ht  line,  is  designed  to  obviate  the  imperfections  of  unskillful 
practitioners,  and  to  remove  the  inconvenience  of  storing  an  outfit  for  each  and  every  different 
kngth  of  limb  subject  to  be  broken. 

Claim, — ^The  application  of  the  toggle-braces  D,  operated  upon  by  a  screw,  in  connaxioa 
with  extension  splints,  operating  as  described  and  for  the  purpoM  set  forth. 

No.  32,230.— Edwin  Campbell,  assignor  to  Edwin  Heath,  of  Bath,  'Me.— Improved 
Edge  Key. — Patent  dated  April  30, 1861. — To  one  end  of  a  wooden  handle  is  attached  a  metal 
•hank,  in  which  fits  a  four-sided  metal  block,  having  its  sides  of  a  contour  suited  to  give  the 
required  shape  to  the  ed^  of  tho  sole.  The  key  is  hold  in  position  by  means  of  a  small  metal 
block  sliding  in  a  recess  m  the  shank,  against  which  block  a  rod  extending  through  the  handk) 
is  made  to  press  by  a  thumb-screw  working  in  a  cap  on  the  handle,  by  wnich  means  the  key- 
block  may  be  readily  adjusted  to  soles  of  different  tnicknesses. 

Claim, — As  an  improved  article  of  manufacture,  a  boot  and  shoe  key,  in  which  the  parts 
an  constructed  and  combined  to  operate  in  relation  to  each  other,  as  shown  and  described. 

No.  32,231.— Valentine  Felker,  assignor  to  Himself  and  RuFUS  Jones,  of  Carmel, 
Me. — Improvement  in  Ploughs, — Patent  dated  April  30, 1861. — Attached  to  the  beam  is  a  lever 
connected  to  two  jaws  vibrating  on  one  end  of  the  beam,  their  lower  ends  holding  a  wheel ; 
by  drawing  back  the  lever  the  wheel  is  depressed  and  the  plough  raised  above  the  ground. 

Claim, — ^The  arrangement  of  the  plough  holder,  as  constructed,  of  parts  N  H  1  F  E  and  T, 
attached  to  plough  A,  with  plough  governor  B,  operating  as  described  and  for  the  purposes 
set  forth. 

No.  32,232.— EiCHARD  Gornall,  assizor  to  Himself  and  William  J.  Hooper,  of  Bal- 
timore, Md. — Improved  Machine  for  Making  Bullets, — Patent  dated  April  30, 1861. — Extend- 
ing above  and  below  the  bed  are  knees,  constituting  sockets  for  tho  punches  and  matrix  to 
work  in.  Within  a  cross-head  is  a  cylindrical  matrix  ioumal,  by  which  the  latter  is  raised 
and  lowered  at  proper  times,  through  the  medium  of  links,  a  lever,  and  connecting  rod,  at- 
tached to  the  rear  end  of  the  lower  lever.  Joumallcd  in  the  upper  knee,  concentrically  witk 
the  matrix,  is  a  core,  provided  at  its  lower  end  with  a  conical  projection,  to  form  the  cavity  ia 
the  bullet,  and  held  against  longitudinal  motion  by  a  collar  engaging  beneath  a  shoulder  in 
the  knee.  A  screw  projecting  through  the  matrix  into  a  longitudinal  groove  in  the  core  affords 
the  former  a  longitudinal  motion  independcntlv  of  the  latter,  but  compels  them  to  rotate  in 
unison.  Tho  blank  being  compressed  within  the  matrix,  is  securely  held  from  turning  by  the 
small  part  of  its  heel. 

Claim, — First,  the  solid  matrix  E,  operating  in  connexion  with  a  suitable  punch  and  core 
to  first  compress  the  bullet  and  then  hold  it  as  a  chuck  or  mandrel  to  be  turned,  substantially 
as  set  forth. 

Second,  the  cross-head  F,  links  O,  lever  H,  and  rotary  core  L,  operating  in  connexion  with 
tho  matrix  E,  to  impart  an  intermittent  vertical  and  rotary  motion  thereto,  substantially  in  the 
manner  explained. 

No.  32,233.— T.  C.  Hargrave,  assignor  to  H.  M.  Crane,  of  Schenectady.  N.  Y.— /m- 
provement  in  Harvesting  Machines. — Patent  dated  April  30, 1861. — By  means  of  the  arrange- 
ment of  tho  wheel  in  an  inclined  position,  a  largo  toothed  wheel  may  be  employed,  and  a 
proper  speed  thereby  attained  for  driving  the  sicBe  in  a  direct  and  simple  manner,  two  gear 
wheels  only  being  employed. 

Claim. — Having  the  curiving  shaft  D  arranged  in  an  inclined  position,  as  shown  and  d»> 
scribed,  so  that  a  toothed  wheel  E  of  larger  diameter  than  the  driving  wheel  B  may  be  em* 
ployed  on  said  shaft,  idl  as  set  forth,  for  the  purposes  specified. 

No.  32,234.--WiLLiAM  H.  Hope,  of  Washingrton,  D.  C,  assignor  to  T.  B.  Florence,  of 
Philadelphia,  Pa, — Improvement  in  Street-Cleaning  Machines, — latent  d&ted  April  30, 1861. 
The  shovels  or  scrapers  arc  attached  to  shanks  or  handles  that  move  independently  up  and 
down  in  a  frame  in  the  rear  of  the  machine,  and  are  provided  with  a  pin,  which  prevents  their 
falling  out  when  the  frame  is  raised  by  a  lever  extending  to  the  driver's  seat.  A  conveyer, 
made  of  slats  and  buckets,  carries  the  substance  swept  up  into  a  box,  the  bottom  of  which  is 
hinged  and  provided  with  a  latch  spring  and  cord  leading  to  tho  driver's  seat,  by  which  tha 
load  may  be  dropped  when  necessary. 
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Claim, — ^First,  the  peculiar  conetraction  and  arrengement  of  the  shovels  or  scrapers  •«  at 
dflBcribed,  in  combination  with  the  endless  apron  or  conveyor  c,  frune  F,  and  lever  L,  for  tha 
purposes  specified. 

Second,  the  combination  with  the  hinged  frame  F  and  hinged  bottoms  B  B  of  the  levers  L 
and  Ij  the  latch,  spring,  and  cord,  or  its  equivalent,  constructed  and  arranged  in  relation  to 
the  driver's  seat,  in  the  manner  and  for  the  purpose  specified. 

Kow  32,235.-nJ.  J.  McCoRMiCK,  of  Paterson,  N.  J.,  assignor  to  Himself  and  J.  L.  Ca»- 
FIELD,  of  New  York,  N.  Y.^hnproved  Spring  Bed  Bottom.—Patent  dated  April  30,  1861.— 
The  ends  of  the  spring  are  secured  to  the  upper  side  of  a  slat  by  a  screw,  which  passes  loosely 
through  the  slat  and  ends  of  the  spring  into  a  block,  which  forms  a  cushion  fur  the  spring, 
and  determines  the  amount  of  motion  to  the  latter. 

Claim. — ^The  emplovment  of  the  cushion  C,  in  combination  with  the  spring  A  and  screw  a, 
substantially  as  described  and  for  the  purpose  specified. 

Ko.  32,236.— John  Shink,  of  Leverington,  Pa.,  assignor  to  Himself  and  B.  H.  Jevks, 
of  Bridesburg,  Pa. — Improvements  in  Looms, — Patent  dated  April  30,  1861.— ^The  jacks  are 
connected  to  the  heddles  by  cords  passing  over  pulleys.  A  blade  is  set  in  the  central  part  of 
the  jack  and  hung  on  a  centre  pin,  on  which  it  freely  works.  On  the  back  of  the  jack  are 
two  notches,  at  equal  distances  from  the  centre.  The  notches  are  at  such  a  distance  apart  as 
is  required  for  the  movement  of  the  heddles  to  which  the  jack  is  attached.  The  edges  of  the 
blades  are  inclined  from  the  centre  to  the  end  when  either  end  is  out,  and  as  the  jack  moves 
•ither  up  or  down,  the  blade  acts  as  an  inclined  plane  and  will  force  the  needle  out,  and  at  the 
same  time,  the  blade  being  out  at  that  end,  it  will  allow  a  pin  fastened  to  the  spring  to  drop 
into  a  notch  in  the  jack,  and  thereby  firmly  hold  the  jack  and  heddle  in  that  position  until 
changed  by  the  pattern  on  the  chain. 

Claim, — First,  constructing  each  jack  in  such  a  manner  that  afler  having  given  a  full 
movement  to  the  heddle  in  either  direction,  up  or  down,  it  will  be  held  in  that  position  inde- 
pendent of  the  others  until  relieved  by  the  pattern  cylinder  or  chain,  as  described. 

Second,  making  the  edges  of  the  blades  on  the  jacks  inclined  or  bevelled  from  the  centre 
out  to  each  end,  so  that  by  pressing  one  end  of  the  blade  into  the  iack  the  other  end  from  the 
centre  out  will  form  an  inclined  pluie,  and  force  the  needle  out  to  be  ready  for  the  next  move- 
XDAOt  of  the  cylinder  or  chain. 

Ko.  32,237.— S.  W.  Warrew,  of  Brooklyn,  N.  Y.,  assignor  to  Himself,  T.  C.  Banks,  and 
John  Thompson,  of  New  York,  N.  Y. — Improved  High  and  Low  Water  Indicator  for  Steam 
Boilers, — Patent  dated  April  30, 1861. — ^The  expansion  pipe  is  located  slightly  below  the  usual 
and  proper  water  level,  so  as  to  remain  always  full  of  water,  except  when  the  water  in  the 
boiler  falls  below  the  level  of  the  pipe,  when  steam,  occupying  the  space  of  the  water,  will 
heat  the  pipe  and  cause  its  expansion,  and  a  consequent  alarm.  At  one  end  of  this  pipe  B  is 
a  pipe  e  that  passes  down  in  the  form  of  a  siphon  and  enters  the  boiler  some  distance  below 
the  surface  of  the  water.  An  ascending  pipe  passes  into  the  boiler  at  a  point  as  high  as  the 
greatest  level  to  which  it  is  safe  to  fill  the  ooiler.  A  glass  inspection  ^nge  is  ananged  in 
such  a  manner  that  the  connexions  thereto  can  be  shut  off  without  intertering  with  the  action 
of  the  indicator. 

Claim, — First,  the  siphon  pipe  s,  in  combination  with  the  expansion  pipe  B,  arranged  in 
the  manner  and  for  the  purposes  set  forth. 

Second,  introducing  the  pipe  d  into  the  steam-boiler  at  the  level  of  the  greatest  height  to 
which  the  water  is  to  be  supplied,  so  as  to  produce  a  high-water  indicator  hy  the  circulation 
of  hot  water  through  the  expansion  pipe  B,  for  the  purposes  set  forth. 

Third,  the  arrangement  oi  the  glass  indicating  gauge  /  and  valves  or  cocks  nn,  in  combi- 
nation with  the  pipes  d  and  B,  for  the  purposes  sot  forth. 

No.  32,238. — J.  S.  Butterpield,  of  Philadelphia,  Pa. — Improvement  in  Breech4oading 
Ordnance. — Patent  dated  April  30,  1861. — The  solid  bed-piece  is  designed  as  a  secure  bond 
between  the  barrel  and  breech  of  the  cannon  during  the  act  of  firing;  the  tapered  end  of  the 
•crew  being  forced  into  the  rear  of  the  barrel  previous  to  every  discharge  forms  a  thoroughly 
ti^ht  joint,  and  is  designed  to  compensate  for  the  expansion  of  the  barrel  caused  by  rapid 
fmng. 

Claim. — ^First,  the  combination  of  the  pivoted  barrel  A,  solid  bed  and  breech-piece  B  J, 
and  pivoted  lock-piece  C,  constructed,  arranged,  and  operating  substantially  as  and  for  the 
purpose  set  forth. 

Second,  the  combination  of  the  taper-ended  breech  screw  F/',  pivoted  barrel  A,  perforated 
lock-piece  0  D,  and  solid  bed  and  breech  B  J,  in  the  manner  and  for  the  purposes  shown  and 
•xphiined. 

No.  32,239. — Samuel  Comfort,  jr.,  of  Morrisville,  Pa. — Improvement  in  Sewing  Ma' 
chines, — Patent  dated  May  7,  1861.— To  the  top  of  the  stationary  arm  is  secured  an  inclined 
pilUur,  and  in  front  of  the  latter  is  attached  a  bar  by  means  of  a  set  screw,  between  the  head 
of  which  and  the  bar  intervenes  a  helical  spring.    The  needle-thiead  passes  from  the  spool 
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through  an  orifice  in  the  piUar,  and  upwards  between  the  latter  and  the  bar.  When,  hyfoij 
accident,  the  free  unwinding  of  the  thread  from  the  spool  is  interropted  or  retarded,  the  top 
of  the  bar  will  be  pulled  forward  hy  the  thread,  and  the  friction  previously  imparted  will  bo 
xomoved,  the  spring  bar  recovering  its  position  upon  the  removal  of  the  obstruction,  thus 
Tendering  the  tension  self-relieving. 

Claim. — Imparting  tension  to  the  needle-thread,  fer  producing  the  necessary  tension  on 
the  same,  by  means  of  a  coiled  or  other  suitable  spring  /  and  bar  O,  or  its  equivalent,  and 
the  pillar  I,  or  other  suitable  stationary  object,  when  the  jfulcram  of  the  said  bar,  the  thread 
guide  on  the  same,  that  part  of  the  bar  acted  on  by  the  spring,  and  the  orifice  in  the  pillar 
for  the  passage  of  the  thread  are  so  situated  in  respect  to  each  other,  and  to  the  direction 
taken  by  the  thread  itself,  that  any  retarding  of  the  latter  or  interruption  of  its  progress  to  • 
wards  the  frictional  surface  will  remove  the  friction  caused  by  the  bar,  as  set  forth. 

Also,  the  combination  of  the  spring  T  with  the  discoidal  shuttle,  when  the  said  spring  is 
BO  situated  in  respect  to  the  orihce  o,  and  in  respect  to  the  direction  of  the  thread  from  tbo 
shuttle-spool  to  the  i'abric,  that  any  retarding  or  interruption  of  the  free  passage  of  the  thread 
from  tbo  spool  will  be  the  cause  of  removing  the  friction  on  the  thread  between  the  spring 
and  case,  as  specified. 

No.  32,240.— Waldo  P.  Craio,  of  Newport,  Kj.^Improved  Cotton  Pre«5.— Patent 
dated  May  7,  I8G1. — The  screw  box  to  which  the  toggle  arms  are  connected,  after  passing 
the  screw  at  the  upper  end,  is,  when  the  shaft  is  reversed,  thrown  in  proper  connexion  witk 
the  threads  of  the  screw  by  its  own  weight  and  that  of  the  toggle  arms,  while  at  the  lower 
end  the  coiled  spring  loosely  slipped  on  between  the  screw  and  collar  is  designed  to  thiow 
the  box  in  place  when  an  upward  motion  is  required. 

Claim, — The  peculiar  arrangement  of  travelling  box  and  follower  C  e  e  eD  d  d,  toggle 
arms  E  E,  screw  shaft  Q  g  gi  and  spring  H ;  the  whole  being  combined  and  adieipted  t« 
operate  substantially  as  set  forth. 

No.  32,241.— Joseph  Dalton,  of  Brooklyn,  N.  Y. — Improvement  in  Knitting  Machinet,-^ 
Patent  dated  May  7,  18G1. — This  invention  consists  in  making  the  cylinder  containing  the 
needles  upright  and  stationary,  the  needles  in  the  cylinder  bemg  fixed  at  equal  distances 
from  and  parallel  to  each  other,  and  the  feeding  and  casting-off  apparatus  revolving  around 
and  within  said  cylinder.  To  a  portion  of  the  cvlinder  is  attached  a  cam  in  such  a  manner 
that,  by  the  intervention  of  a  bent  lever,  the  machine  is  made  to  put  less  yam  into  the  loops 
during  a  portion  of  the  revolution,  thus  forming  the  instep  of  the  stocking,  or  narrowing 
any  portion  of  the  garment  being  knitted. 

Claim. — ^The  stationary  upright  cylinder  with  the  needles  fixed  thereto  at  equal  distances 
from  and  parallel  to  each  other,  combined  with  the  feeding  and  clearing  apparatus  revolidng 
around  and  within  said  cylinder. 

Also,  the  bent  lever  V,  in  combination  with  the  cam  m  and  feeding  apparatus. 

Also,  the  peculiar  shape  of  the  doth-presser  or  slide  P,  combining  the  double  duty  of  equal- 
izing the  strain  and  carrying  the  cloth  below  the  barbs  of  the  needles,  all  substantial^  as 
described  and  for  the  purpose  set  forth. 

No.  32,242.— George  R.  Dean,  of  Mayville,  N.  Y, ^Improvement  in  Printing  Pre$9e9. — 
Patent  dated  May  7,  J  861. — This  invention  consists  in  an  arrangement  of  parts,  by  means  of 
which,  as  the  lover  is  brought  down,  the  typo  rollers  will  pass  over  the  form  and  run  down 
upon  the  distributing  table  out  of  the  way,  while  the  fountain  roller  will  run  down  to  the 
fountain  and  take  ink.  The  lever  being  raised,  the  type  rollers  will  run  up  over  the  typo, 
and  the  fountain  roller  up  to  the  distributing  table. 

Claim. — ^The  arrangement  of  roller  levers  H  H,  roller  J,  arms  c  c,  type  roller,  rotary  ink 
ing  table  D,  bed  C,  lever  F,  and  rod  G,  with  each  other,  and  wiUi  the  hmged  impression 
levers  B  L,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,343.— Davis  H.  Dotterer,  of  Memphis,  T(mxi.^Improvement  in  Journal  Boxes. — 
Patent  dated  May  7,  1861. — ^Within  the  journal  box  is  arranged  a  ring  or  cylinder  of  light 
flexible  metal  so  as  to.  act  as  spring,  and  resting  upon  the  curcumference  of  the  axle  bears 
against  the  circumference  of  a  grooved  sheave  or  pulley  in  the  lower  part  of  tho  axle  box. 
A3  the  metal  ring  revolves  with  tho  axle  it  carries  up  to  the  latter  a  quantity  of  lubricating 
material  from  the  lower  part  of  the  box.  Upon  the  end  of  the  journal  is  a  sliding  block  or 
bearing. 

Claim. — First,  the  employment,  in  combination  with  a  journal  box  A,  axle  C,  and  revolv- 
ing sheave  or  pulley  D,  of  an  endless  metallic  band  F,  which  serves  as  an  anti-friction  bear- 
ing for  the  journal  of  a  car  axle,  also  as  a  spring  cushion  for  tho  same,  and  likewise  as  a 
means  for  elevating  the  lubricating  or  cooling  material  to  the  wearing  surfaces,  substantialij 
as  described. 

Second,  in  combination  with  the  band  F,  pulley  D,  journal  box  A,  and  journal  C\  the 
end  sliding  block  a,  in  the  manner  and  for  Uie  purpose  described. 

No.  32,244.— Henry  Fisher,  of  Alliance,  Ohio. — Improvement  in  Mowing  Machines.-^ 
Patent  dated  May  7,  1861.— The  draught  frame  is  attached  a<^ustably  to  standards  project* 
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ing^  aboTe  tbe  axle  of  the  driTiD^wbeel.  Secured  in  front  of  the  axle  are  handles  so  arranged 
as  to  be  set  at  any  height  to  sait  tbe  convenience  of  the  operator.  The  end  of  the  finger 
bar  is  made  straight,  and  by  means  of  a  screw  is  tightlj  clamped  between  the  track-clearors 
and  shoe,  the  latter  being  formed  with  vertical  flanges  for  supporting  the  finger  bar  and  track- 
clearer  at  the  side  and  rear. 

Claim, — First,  the  combination  of  the  projecting  standards  L  L,  and  adjustable  pivoted 
handles  M  M^  when  used  in  connexion  with  a  finger  bar  P,  located  in  the  rear  and  extend- 
ing on  one  side  of  the  driving-wheel  A,  all  as  shown  and  described,  and  for  the  purposes 
explained. 

Second,  the  lock  joint  at  the  outer  end  of  the  finger  bar,  formed  of  the  shoe  T,  flanges  ( I', 
track-clearer  Q,  and  screw  U,  constructed  and  applied  in  the  manner  and  for  the  purposes 
explained. 

Ko.  32,245. — Alexakder  Fret,  of  New  York,  N.  Y. — hnvrovement  in  Looms. — Patent 
dated  May  7,  1861. — The  plate  a  is  perforated  with  anv  desirea  number  of  ranges  of  holes  to 
receive  spindles  or  carriers  for  bobbins  or  spools  containing  the  threads  of  which  the  warp  is 
to  be  composed.  These  threads  pass  through  one  or  more  ranges  of  holes  in  the  guide  plate 
hf  thence  between  a  pair  of  rollers  c,  at  which  point  all  the  thr^s  composing  the  warp  com6 
to  their  correct  position  relatively  to  each  other  and  occupy  nearly  a  horieontal  plane ;  th« 
warp  then  passes  below  the  lower  roller  of  the  corrugated  pair  of  Ict-ofl*  rollers.  Corrugated 
rollers  are  provided  at  the  front  and  rear  of  the  loom,  connected  together  so  as  to  move  in 
exact  uniformity,  and  the  warp  and  woven  cloth  are  passed  around  and  between  these  rollers 
in  such  a  manner  as  to  insure  the  proper  gripe  on  the  material  and  consequent  uniformity  in 
tho  weaving  operation. 

By  means  of  a  lever  operated  by  a  cam,  as  the  lay  approaches  the  termination  of  its  back- 
ward movement  the  swin^ng  driver  is  caused  to  move  suddenly  and  powerfully,  giving  the 
necessary  momentum  to  the  shuttle  which,  carrying  the  driver  before  it  as  it  goes  into  tbe 
•ther  box,  causes  the  swinging  driver  to  be  thrown  back  ready  to  be  acted  upon  by  its  lever  lo 
send  the  shuttle  back. 

Claim, — First,  the  combination  of  a  plate  «,  carrying  the  bobbins  or  spools  with  the  guide 
plate  b,  and  rollers  c,  applied  to  a  loom  in  the  manner  and  for  the  purposes  specified. 

Second,  the  corrugated  let-ofi'  and  take  rollers  d  d  and  g  g^  connected  together  by  the  chain 
2,  or  its  equivalent,  and  causing  the  warps  and  cloth  to  progress  regularly  through  the  loom 
as  the  weaving  is  performed,  as  specified. 

Third,  the  arrangement  of  the  driver's  scat  t  and  levers  u,  acted  upon  by  the  cams  10,  in 
the  manner  and  for  the  purposes  set  forth. 

No,  32,246.— Emerick  J.  Gerdon  and  .Jacob  Damm,  of  Albany,  N.  Y, ^Improvement 
in  Trifsses.— Patent  dated  May  7,  1861. — The  end  of  the  spring  which  surrounds  the  body 
is  prolong^  and  enlarged  so  as  to  form  a  flat  oblong  plate  having  a  slot  lengthwise  do^vn  its 
centre ;  to  this  plate  is  secured  the  lid  of  the  pad,  which  is  hinged  at  its  upper  edge  to  the 
front  piece  of  toe  bowl  of  the  pad.  By  means  of  set  screws,  in  connexion  with  the  slotted 
plato,  tbe  pad  can  bo  varied  in  its  position  upon  the  diseased  parts.  The  parts  of  the  pad 
are  held  apart  by  a  spring  whose  coils  form  a  double  cone,  at  one  of  the  ends  of  which  is  a 
screw,  which,  in  connexion  with  a  nut,  serves  to  increase  or  diminish  the  pressure  upon  the 
pad. 

Claim, — First,  the  combination  of  the  arm  C  with  the  pad  L,  adjustable  by  the  screws  *  6', 
operating  together  with  the  slot  c  e,  to  regulate  the  relative  positions  of  the  arm  and  the  pad 
to  each  other. 

Second,  the  combination  of  the  spring  H,  formed  as  described,  with  the  adjusting  screw» 
the  whole  attached  to  a  truss,  substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,247.— -Earl  Guyer,  of  Wolcott,  Yt—Irnvroved  Vegetable  C«/f«r.— Patent  dated 
May  7,  1861. — Under  the  horizontal  double-edged  knife  is  ananged  a  V-shaped  bar,  which 
acts  as  a  partition  between  the  two  sets  of  vertical  knives  for  the  purpose  of  preventing  the 
passage  of  the  cut  substances  from  one  set  to  the  other  of  the  vertical  knives,  and  thus  obvi- 
ate the  liability  of  denizing.  The  knives  are  connected  by  means  of  slotted  angular  exten- 
sions to  admit  of  their  being  adjusted  as  they  wear  away,  or  taken  out  and  sharpened. 

Claim. — ^The  dividing  bar  H,  horizontal  double-ed^cd  knife  D,  in  combination  with  the 
two  sets  of  angular,  slotted,  adjustable  knives  E  £ ,  in  tho  manner  and  for  tho  purpose 
described. 

No.  32,248.— Frederick  Heidrick,  of  Philadelphia,  V^.—Improtemcnt  in  Lamps,^ 
Patent  dated  May  7,  1861. — This  invention  consists  in  the  employment  of  two  corrugated 
sheaths  arranged  as  related  in  the  claim,  for  the  purpose  of  conveying  tho  air  to  tho  flame  in 
small  currents  and  supplying  it  at  the  point  of^  combustion  with  tho  requisite  quantity  of 
oxygen. 

Claim. — So  arranging  said  sheaths  that  the  outside  one  will  come  up  even  with  the  top  of 
the  wick  tube,  and  the  top  of  the  second  a  little  below  that  of  tho  first,  in  tho  manner  and 
tor  the  purpose  specified. 
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No.  32.249. —Elisha  Hughes,  of  McCartysyille,  CeA.— Improvement  in  Making  Minimg 
PUkSf  Sfc. — Patent  dated  Maj  7,  1861. — ^I'he  baadle  of  the  mattock  is  hollow  and  made  ot 
wood,  through  which  passes  a  rod  provided  at  its  upper  end  with  an  ejo,  into  which  Um 
mattock  is  inserted,  and  at  its  lower  end  with  a  screw.  By  means  of  a  nut  bearing  upon  a 
ferule  at  the  cod  of  the  handle,  the  rod  with  the  mattock  is  securely  fastened  to  the  handle, 
and  readily  detached  when  necessary. 

Claim, — The  construction  of  mining  picks  and  mattocks  with  an  eyed  adjusting  and 
hokllDg  rod  E,  a  blade  notched  as  at  a  &,  ferule  C,  and  terminal  nut  d :  the  whole  arranged 
and  operating  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,250.— Wm.  Jackson  and  J.  Clarke,  of  Syracuse,  N.  Y,— Improved  Chum, — 
Patent  dated  May  7,  1861. — In  the  upper  part  of  the  chum  are  placed  two  discs,  the  inner 
surfaces  of  which  are  provided  with  concentric  rows  of  teeth.  Between  these  discs  and  at- 
tached to  the  shaft  is  a  wheel  provided  with  concentric  rows  of  teeth  on  both  sides,  arranged 
to  pass  between  the  teeth  upon  the  discs:  the  object  being  to  create  a  great  amount  of  agiti^ 
lion  in  the  cream. 

Claim, — The  employment  of  the  discs  A  and  B,  with  their  concentric  rows  of  teeth,  as 
n>ecificd,  in  combination  with  the  central  wheel  C ;  the  whole  constructed  and  operating  at 
oescribed  for  the  purpose  set  forth. 

No.  32,251.— John  M.  BIay,  of  Janesvillo,  Wit,^ Improvement  in  Pumps.— Patent  dated 
May  7,  1861. — ^Tbe  cylinder  is  made  without  any  induction  aperture  at  the  bottom,  but  has 
one  or  more  induction  apertures  in  its  side  that  communicate  with  one  or  more  channels  in 
the  piston  through  which  the  water  descends,  passing  between  the  interior  diameter  of  a 
sliding  ring  and  the  neck  of  the  valve  seat  and  up  into  the  cylinder,  by  which  means  sand 
or  impurities  are  prevented  from  being  sucked  into  the  pump.  The  cylinder  and  piston  are 
kept  together  and  the  length  of  the  stroko  reg^ated  by  means  of  set  screws  passing  through 
the  side  of  the  cylinder.  By  means  of  the  toggle-joint  connexion  of  a  base  rod  with  £• 
cylinder  the  pump  may  readily  be  inclined  at  any  desired  angle  or  direction. 
*  Claim. — first,  a  piston  made  with  one  or  more  grooves  or  holes  in  the  side  thereof,  in 
combination  with  a  sliding  ring  to  open  and  closo  alternately  induction  pooves  or  holes  as 
the  pump  is  operated,  and  a  cylinder  without  induction  aperture  in  its  bottom,  when  a 
piston,  a  ring  and  a  cylinder  are  constructed  and  arranged  relatively  to  each  other,  snh- 
stantially  as  and  for  the  purpose  described. 

Second,  a  set  screw  or  pin  passine  through  the  side  of  a  cylinder,  with  its  point  extending 
into  and  fitting  easily  a  longitudinal  groove  or  channel  in  a  piston,  when  used  to  connect  a 
cylinder  and  piston,  and  regiilate  the  stroke  of  a  pump,  substantially  as  described. 

Third,  a  toggle  joint,  or  its  equivalent,  in  combination  with  a  rod  or  base  M,  cylinder  A, 
piston  B,  and  eduction  pipe  I,  when  constructed  substantially  as  and  for  the  purposs 
described. 

No.  32,252. — A.  L.  MOWRY,  of  Cinchinati,  O,— Improvement  in  Annealing  Car  Wheels. — 
Patent  dated  May  7,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — ^The  employment  of  charcoal  or  other  equivalent  combustible  substance  inlaid 
between  the  wheels  in  a  pit,  in  combination  with  an  aperture  rf,  for  reffulatine  the  supply 
of  air  to  the  same,  so  as  to  prolong  the  combustion  of  the  fuel  and  retain  the  iieat,  for  the 
purpose  described. 

No.  32,253.— John  8.  Peaslee,  of  Providence,  H.  L--- improvement  in   JVaMmg 

Machines.— PAt^ni  dated  May  7,  1861. — ^Within  the  tub  is  placed  a  false  bottom  or  circular 
disc,  the  upper  face  of  which  is  shelvinfi^  and  the  lower  part  perforated.  The  bottom  plate 
rests  upon  coiled  springs.  Above  the  lower  surface  of  the  false  bottom  project  a  series  of 
pins  provided  with  coiled  springs.  The  pounder  is  constructed  in  two  parts,  which  are  kept 
ttpart  by  a  coiled  spring,  and  connected  at  their  edges  by  a  rubber  band,  the  upper  part 
being  secured  to  the  handle. 

Claim.— The  combinatioo  of  the  elastic  pounder  D  £,  constructed  substantially  as  d^ 
scribed,  with  the  secondary  spring  bottom  F  F,  provided  with  the  elastic  pins  e  e,  sUch  com- 
bination afford  ng  two  yielding  surfaces,  between  which  the  clothes  to  be  washed  are  acted 
upon,  substantially  as  specified. 

No.'32,254.— Van  Burbn  Rterson,  of  New  York,  N.  Y.^hnjprovement  in  the  Method 

of  Distillation, — Patent  dated  May  7,  1861. — This  invention  consists  in  the  application  of 
superheated  steam  directly  to  the  liquid  to  bo  distilled,  while  such  liouid  is  presented  to  the 
steam  iu  a  spray  or  shower,  so  that  the  superheated  steam  acts  on  tne  liquid  to  be  distilled 
while  it  is  in  a  state  of  subdivision,  the  heat  at  which  distillation  shall  take  place  being 
regulated  by  simply  regulating  the  quantitv  of  steam  admitted. 

CVatm.- The  distillation  of  substances  by  superheated  steam  applied  to  the  liquid  to  be 
distilled  while  it  is  in  a  spray,  substantially  as  and  for  the  purpose  specified. 

Also,  the  mode  of  fractional  distillation  described,  consisting  in  the  exposure  of  the  liquid 
to  be  distilled  in  the  form  of  spray,  successively  to  successive  portions  or  superheated  steam 
of  gm'lually  increasing  temperatures 
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Ko.  39,965.— GoTTLiaB  Schrbter,  of  Columbas,  O.-^Impro^ed  Mod$  ef  Making  tht 
Sfteins  of  Axle  Arms  for  Carriages, — Patent  dated  May  7,  18t>l. — ^Tbe  skem  is  formedof  ft 
tiiin  sheet  of  steel  or  iron  cut  in  a  smitable  slume,  and  gradnallj  drawn  out  or  tapered  down 
hj  a  rolling  or  forging  proceM,  so  at  to  mak*  tba  edges  of  a  gradoally  decreasing  thickness, 
while  the  centre  and  end  portions  remain  of  a  nnifonu  thickness^  When  upon  the  axle  tha 
t^ckest  part  is  placed  below  or  in  contact  with  Ike  greatest  wearing  point 

Claim, — Aa  a  now  article  of  manufactiira  ao  axle  skein,  with  its  under  wearing  sorfaca 
a  •  a,  and  its  smallest  end  $  d  d^  made  of  aa  uniform  thiekoess,  as  shown  in  Figs.  5,  6,  and  7, 
and  its  upper  surface  //  of  a  gradually  decreasing  thickness,  as  represented  in  Fig.  b,  bj 
forging  or  rolling  a  plate  af  metel  A,  in  tha  manner  and  for  the  purpose  described. 

No,  32,256.~Sami;el  J.  Seely,  of  Brooklyn,  N.  Y,^Improved  Mods  of  Consiruciing 
Iron  Buildings, — Patent  dated  May  7,  JdCl. — ^This  invention  consists  in  arranging  and 
securing  two  or  more  corrugated  plates  of  metal  with  the  corrugations  of  one  plate  at  right 
or  other  desired  angles,  to  the  comigations  of  the  adjoining  phUe  or  plates,  so  as  to  adapt 
them  to  the  forming  of  walls,  partitions,  or  floors  and  roofs  of  houses. 

Claim, — Constructing  dweliing  and  other  houses  of  corrugated  metal  plates,  as  set  forth. 

No.  32,257.— J.  G.  Treadwell  and  Wiluam  Hailes,  of  Albany,  N.  Y,— Improvement 
in  Stores. — Patent  dated  May  7,  ISCl. — ^The  lower  end  of  the  supply  chamber  is  provided 
with  an  annular  contracting  ring  for  the  purpose  of  supporting  the  body  of  the  coal  above 
the  combustion  chamber ;  oetwecn  this  ring  and  an  outer  metallic  ring  <<  is  an  inverted 
frustum,  made  of  some  nen-conducting  material,  such  as  brick  or  soapstone.  Two  flues 
descend  from  between  the  supply  cylinder  and  fire  chamber,  and  convey  the  products  of 
combustion  into  the  hollow  bottom  of  the  stove,  from  whence  thev  are  carried  up  the  flue. 
The  top  of  the  stove  and  of  the  supply  chamber  are  each  provided  with  covers.  To  the 
lower  cover  is  secured  a  rod,  which  passes  through  the  upper  cover  and  through  a  cap  piece 
which  rests  on  the  upper  cover,  and  which  serves  to  hold  the  lower  cover  open  in  any  posi- 
tioa. 

Claim, — Tinif  the  combination  of  the  contracting  circular  ring  or  diaphragm  e,  the  in- 
Terted  frustum  H,  and  the  metallic  ring  <2,  when  the  same  are  us^  as  and  for  the  purpose 
•et  forth. 

Second,  in  combination  with  the  subject  of  the  first  clium,  we  claim  a  continuous  or  circu- 
lar combustion  chamber,  between  the  fire  pot  and  supply  cylinder,  arranged  with  two  or 
more  descending  flues,  as  and  for  the  purpose  specified. 

Third,  the  employment  of  the  covers  a  e,  the  cap  piece  m,  and  the  rod  «,  constructed,  &> 
xanged,  and  used  as  and  for  the  purpose  specified. 

No.  32,258.— SABfTCEL  Wagner,  of  York,  Tawlmproved  Artificial  Honev  Cowft.— Patent 
dated  May  7,  1861. — The  substitute  is  designed  to  be  artificially  and  suitably  formed  upon 
both  sides  or  faces,  and  of  any  suitable  material  which  is  susceptible  of  receivmg  the  desired 
and  necessary  configuration. 

Claim, — ^As  a  new  article  of  maniifacture  an  artificial  substitute  for  the  central  division  of 
comb  built  by  bees,  which  presents  to  them,  on  both  sides  thereof,  guides  for  the  construction 
or  continuation  of  the  sides  of  the  comb  cells,  whether  the  same  is  constructed  with  or  with* 
out  the  whole  or  any  portion  of  the  sides  of  the  cells. 

No.  32,259. — ^P.  R,  Walker,  of  Waterford,  Pia. — Improvement  in  Beehives, — ^Patent  dated 
May  7,  18C1. — ^The  object  of  this  invention  is  to  nivot  the  comb-frames  in  the  hives  in  such  a 
manner  that  the  pivots  will  not  be  accessible  to  the  bees,  and  the  latter  be  thereby  prevented 
from  covering  the  pivots  with  wax,  which  prevents  the  swinging  out  of  the  conib-franies 
when  it  is  desired  to  examine  or  remove  them.  Wires  or  comb-guides  are  attached  to  the 
under  sides  of  the  top  pieces  of  the  comb-frames,  for  the  purpose  of  aiding  the  bees  in  (Riding 
the  comb  during  its  construction,  so  that  they  will  be  bmlt  in  the  same  planes  with  the 
iirames. 

Claim, — ^First,  the  arrangement  of  the  pins  k  i  and  k,  in  combination  with  the  supporting 
firame  j  kk  and  comb-frames  C,  the  whole  being  constructed  and  employed  in  the  manner 
shown  and  explained,  to  permit  the  comb-frames  to  swing  or  secure  them  in  position  with<)ui 
exposing  the  pins. 

Second,  the  wires  or  comb-guides  D  attached  to  the  under  sides  of  the  top  pieces  Z  of  the 
oomb-irames,  as  and  for  the  purpose  specified. 

No.  32,260.— Walter  E.  Walters,  of  East  Bend,  Ky,''Fmprovement  in  Pumps, — 
Patent  dated  May  7,  1861. — ^The  pump  cylinder  is  closed,  with  the  exception  of  the  neck, 
through  which  the  tubular  piston-rod  passes.  The  piston  consists  of  an  external  ring,  having 
a  number  of  grooves  on  its  exterior,  which,  being  filled  with  water,  prevent  the  passa^  of 
water  past  the  piston  without  the  necessity  of  packing.  At  the  upper  end  of  the  piston  is  an 
interior  flange,  and  at  its  lower  end  a  perforated  disc.  Within  the  ring  is  a  piece  formed  of 
two  discs,  separated  by  a  space  and  united  by  the  walls  of  vertical  passages,  the  whole  being 
cast  in  one  piece.  These  passages  lead  from  the  upper  side  of  the  piston  to  a  chamber,  tha 
bottom  of  which  is  proviaed  with  holes  opening  into  the  lower  side  of  the  piston.    Within 
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thlB  chamber  is  a  flat  ring-TalTe,  which  altematelj  dotes  th«  rertical  passages  and  the  open* 
ings  in  the  bottom  of  the  cap. 

Claim, — First,  a  double-acting  pump,  its  cylinder  having  no  other  opening  to  its  interisfr 
than  that  through  which  the  tubular  piston-rod  works,  and  naving  no  TalTes  other  than  those 
contained  within  the  piston  itself. 

Second,  the  induction  pipe,  enclosing  the  dischar^  pipe,  both  being  attached  to  the  piston, 
or  a  part  thereof,  and  together  serving  the  purpose  ot  the  piston-rod,  subetantiallj  as  described. 

Third,  the  double-acting  ring-valve  n,  for  altematelj  closing  the  passages  k  and  the  aper- 
tures in  the  cap  m,  in  combination  with  the  induction  pipe,  substantially  as  described. 

Fourth,  forming  the  induction  valves  by  the  pieces  A  and  m  closing  respectively  against 
the  internal  flange  of  the  piece  /  and  the  disc  g,  substantially  as  described. 

Fifth,  the  several  parts  composing  the  piston  and  its  valves,  vis :  the  external  ring  /,  the 
perforated  disc  g^  the  piece  A,  with  its  spaces  and  passages,  and  its  connexion  with  the  sn^ 
tion  and  discharge  pipes  and  the  flat  double-acting  valve-ring  ii,  in  combination,  for  the  poiw 
poses  and  substantially  as  described. 

No.  1)2,261.— John  H.  Weaver,  of  Baltimore,  Md.^Improvenunt  in  Burial  Ca$€9, — 
Patent  dated  May  7,  1861. — Hinged  to  the  body  of  the  burial  case  is  an  inner  cover  made  of 
glass,  to  the  frame  of  which  is  hinged  the  outer  solid  cover. 

Claim. — The  intermediate  hinged  and  lock-furnished  glass  cover  J,  when  it  is  protected  by 
the  exterior  hinged  and  lock-furnished  solid  cover  e,  substantially  in  the  manner  set  forth. 

No.  32,262.— D.  M.  Edwards,  of  New  York,  N.  Y.,  and  Joseph  Horner,  of  New 
Brunswick,  N.  J. — Improvement  in  Windlasses. — Patent  dated  May  7,  1861. — Upon  the  shaft 
are  placed  two  pairs  of  ratchet  wheels,  arranged  to  turn  together,  one  wheel  of  eath  pair  being 
smaller  than  the  other.  Upon  the  same  shall  are  also  placed  loosely  two  drums,  to  the  inner 
ends  of  which  are  attached  reversible  pawls,  which  engage  with  the  smaller  ratchet  wheels. 
Adjoining  each  ratchet  is  fitted  loosely  a  lever,  the  parts  oein^  so  arranged  that  each  drum 
mav  be  engaged  in  hoisting  a  separate  article,  or  botn  engaged  in  hoisting  a  single  article* 

Claim. — The  arrangement  of  the  combined  differential  ratchet  wheels  D  D',  pawl  a,  and 
pawled  lever  G,  with  the  ratchet  drum  £,  pawl  b,  and  shaft  B,  in  the  manner  and  for  the 
puQ>ose  shown  and  described. 

No.  32,263.— Ezra  G.  Hall,  of  New  York,  N.  Y.,  assignor  to  Himself  and  William  F. 
Drake,  of  same  place. — Improved  Nail  Machine. — Patent  dated  May  7,  1861. — ^This  inven- 
tion consists  in  tbe  employment  of  a  laterally  moving  bed-knife  orlcnives,  in  combination 
with  a  series  of  two  or  more  revolving  knives,  so  that  each  revolving  knife  cuts  against  a 
different  surface  from  the  last,  and  avoids  any  necessity  for  either  turning  the  plates  or 
vibrating  any  heavy  portion  of  the  machine. 

Claim. — The  employment  of  the  transversely  sliding  bed-knife  or  knives  G  H,  in  combi- 
nation with  the  revolving  cutter  1  2  or  1  2  3  4,  substantially  as  and  for  the  purpose  set  forth 

No.  32,264.— James  G.  Holt,  of  Chicago,  HI.,  assignor  to  Oscar  G.  Langi  and  Charles 
B.  Brown,  of  same  place. — Improvement  in  Casting  Thimble  Boxes, — Patent  dated  May  7. 
1861. — ^Tho  nature  of  this  invention  is  explained  by  me  claim. 

Claim. — ^A  new  article  of  manufacture  produced  by  a  new  method,  to  wit:  a  seamlees 
thimble^box  for  the  axles  of  wagons  and  other  vehicles,  with  two  internal  proiecting  end 
bearings,  produced  by  using,  in  combination  with  tbe  ordinary  pattern  flask  and  saua  core, 
an  inner  end-bearing  pattern  made  in  two  or  more  pieces,  substantially  as  and  for  the  pur 
poses  set  forth. 

No.  32,265.— Andrew  Morse,  of  Portland,  Me.,  assignor  to  Himself  and  Ira  Winn,  of 
same  place. — Improvement  in  Extension  Plaiforms.-^Fatont  dated  May  7,  1861. — Arranged 
to  radiate  from  a  centre  are  four  slide  ways,  from  which  centre  projects  a  pedestal  having 
three  grooved  pulleys  in  its  upper  end.  Upon  the  slide  ways  are  four  blocks,  which  are 
made  to  move  towards  and  from  the  central  pedestal,  and  jointed  to  the  blocks  are  two  exten- 
sion lovers,  with  which  is  made  a  framework  surmounted  by  a  platform.  By  means  of  a 
rope  and  windlass  the  sliding  blocks  are  moved,  and  the  platform  may  be  raised  and  lowered 
at  will. 

Claim. — ^The  arrangement  of  the  pulley  standard  B,  radiating  sliding  blocks  C,  and  nuls  A, 
with  the  joint  levers  I)  D,  pulley  blocks  c,  hub  K,  and  cord  ^  and  windlass  H  J,  all  in  the 
manner  and  for  the  purposes  shown  and  described. 

No.  32,266.— James  Pine,  of  Troy,  N.  Y.,  assignor  to  Himself  and  J.  J.  Viele,  of  same 
place. — Improvement  in  Rakes  for  Harvesters. — Patent  dated  May  7,  18C1. — ^I'his  invention 
consists  in  an  arrangement  of  endless  toothed  bands,  whereby  the  grain,  as  it  is  cut,  is  con- 
veyed from  the  front  part  of  the  platform  and  deposited  in  a  receiver,  from  whence  it  may  be 
discharged  from  time  to  time  in  suitable  gavels,  with  the  straw  evenly  disposed,  so  as  to 
facilitate  the  binding  operation. 

Qfaim. — The  employment  or  use  of  the  endless  straps,  chains,  or  cords  L  M  c  df,  vsi^^A 
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curren^Ckl  with  the  plates  1 1'  and  g^oard  board  g  on  the  platform  E,  to  operate  snbstantiallj 
as  and  for  the  purpose  set  forth. 

No.  32,267.— James  Pine,  of  Troy,  N.  Y.,  assiffnor  to  Himself  and  J.  J.  Viele,  of  same 
place. — Improvement  in  Harvesters. — Patent  dated  May  7,  J  861. — ^I'o  the  underside  of  the 
aranght-pole  is  secured,  by  a  joint,  a  pendant  perforated  bar,  the  lower  end  of  which  is  at- 
tach^ by  a  rod  to  the  front  end  of  the  gear  frame ;  to  this  bar  the  double-tree  is  attached  at 
a  point  higher  or  lower,  as  may  be  desired. 

Claim, — ^The  combination  oi  the  perforated  bar  E  and  link  g^  attached  to  tho  tongue  C 
and  gear  frame  D,  in  the  manner  shown  and  explained,  and  employed  in  connexion  with  an 
adjustable  double-tree  to  vaiy  the  upward  draugnt  applied  to  the  finger  bar  without  changing 
the  angle  of  the  said  bar. 

No.  32,268.— Suspended. 

No.  32,269.— William  Graichen  and  Charles  Hoffman,  of  Clinton,  Mass.— /wiM-ore- 
ment  in  Looms, — Patent  dated  May  7,  1861. — This  invention  consists  of  a  device  applied  t6 
looms  employing  a  scries  of  shuttles,  for  the  purpose  of  arresting  the  motion  of  the  machiner; 
in  the  event  of  either  thread  breaking  or  running  out. 

Claim. — ^First,  the  vibrato)^  hooks  «,  operating  in  connexion  with  the  rock-shaft  0  and 
arms  q,  or  their  equivalents,  in  manner  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  levers  H  K  and  M,  spring-shipper  ]N,  bar  L,  cams  E,  and 
stops  F,  constructed,  arranged,  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,270. — John  Adt,  of  Waterbury,  Conn. — Improvement  in  Latch  Bolts, — ^Patent 
dated  May  14, 1861. — ^This  invention  consists  in  applying  to  on  ordinary  slide  latch  a  locking 
cylinder,  sprin?  rod,  and  a  cross  bar,  so  arranged  that  by  turning  the  knob  arbor  the  latch 
will  be  thrown  back,  and  by  turning  the  cylinder  half  round  it  serves  as  an  obstruction  to  the 
spring  rod,  and  prevents  the  latch  trom  being  thrown  l)ack. 

Claim. — The  latch  B,  in  connexion  with  the  cylinder  C,  provided  with  the  hole  «,  rod  E, 
with  spring  g^  applied,  and  the  cross  bar  F,  when  aiTanged  to  operate  as  and  for  the  purpose 
set  forth. 

No.  32,271. — Charles  Askam,  of  Philadelphia,  Pa. — Improvement  in  Children's  Car- 
riages.— Patent  dated  May  14,  1861. — ^The  front  axle  is  arranged  to  swivel  on  a  pin  pa.sj»ing 
through  a  transverse  bar,  which  the  front  ends  of  the  ear-shaped  springs  are  secured,  th^ 
rear  ends  being  secured  to  the  rear  axle.  The  body  of  the  carnage  is  secured  directly  to  the 
springs  at  their  most  elevated  point,  the  centre  of  gravity  of  the  body  being  in  the  rear  of  the 
point  where  it  is  secured  to  the  springs,  so  that  the  weight  of  the  child  causes  the  springs  to- 
throw  the  front  wheels  foiward  to  an  extent  depending  upon  its  weight. 

Claim. — ^Thc  ear-shaped  springs  G  G,  the  body  II,  the  rear  axle  £,  and  cross  bar  C,  when 
constructed,  an-anged,  and  combined,  as  and  for  the  purp.se  set  forth. 

No.  32,272.— Henry  Benton,  of  Guilford,  Conn.^Improvement  in  Children's  Flying: 
Tops. — Patent  dated  May  14, 1861. — ^This  invention  is  explained  bv  tho  claim  and  engi*aving. 

Claim. — The  employment  or  use,  in  combination  with  a  spinmng  top,  of  spiral  nanches- 
B,  so  applied  as  to  give  the  top  a  rising  and  falling  movement  simmtaneously  with  its  rotar- 
ting  one,  substantially  as  set  forth. 

No.  32,273.— LoRiN  S.  Bundy  and  Levi  F.  Edgerton,  of  Hyde  Park,  Yt^Improre- 
ment  in  Com-Skellers. — Patent  dated  May  14,  1861. — The  feeder  is  secured  to  uprights,  tho 
lower  parts  of  which  rest  upon  a  wheel  provided  with  cam  projections  or  **cogs,"  by  means 
of  which  as  the  wheel  revolves  an  upward  motion  is  imparted  to  the  feeder,  a  spring  ser\'ing 
to  press  the  uprights  down  upon  the  wheel;  the  object  being  to  allow  one  ear  of  corn  to  pass 
over  the  cylinder  at  a  time. 

Claim. — The  construction  and  arrangement  of  the  feeder  D,  spring  d',  uprights  D^  and  £, 
with  cogs  df  as  and  for  the  purpose  set  forth. 

No.  32,274.— L.  C.  Chase,  of  Boston,  "J^ass.— Improved  Mode  of  Stringing  Sleigh  Bells. — 
Patent  dated  May  14,  1861. — The  object  of  this  invention,  as  related  in  the  claim,  is  to  secure- 
the  bell  firmly  to  the  strap  so  as  to  render  it  less  liable  to  become  loose  and  chafe  the  leather, 
and  thus  mume  the  vibrations  of  the  metaL 

Claim. — Constructing  a  sleigh  bell  with  two  shanks  a  a,  and  a  hole  between  them,  and 
confining  it  to  the  strap  by  means  of  a  single  rivet  passing  through  the  strap,  between  said. 
shanks,  and  headed  down  inside  of  the  bell,  substantially  as  described  and  lor  the  objects 
specified. 

No.  32,275. — ^Wm.  T.  Clement,  of  Northampton,  Mass. — Improvement  in  Securing  Han' 
dies  to  Hoes. — Patent  dated  May  14,  1861. — ^This  invention  will  be  understood  by  relerence 
to  the  engraving  and  claim. 
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Claim, — ^The  fixing  of  handlM  to  ^oes  and  otiier  tools  bj  tbe  combination  of  tbe  screw 
sbank  B,  which  is  a  combination  of  the  tool  itself  with  the  tapering^  socket  C\  and  perforated 
and  tapered  handle  D,  so  that  the  tool  is  fixed  to  both  C  and  D,  substautiallj  in  the  maniM^f 
and  so  as  to  possess  the  advantages  set  forth. 

No.  32,276.— Ira  Cooper,  of  Saybrook,  O.—hnprovement  in  CultiwMtors.—Tstent  dated 
Ma^  14,  It^l. — Upon  ooe  side  just  above  the  lower  monid-board  and  extending  over  a  part 
of  Its  length  is  an  npper  mould  board,  so  secured  as  to  be  capable  of  being  ret^ily  removed 
when  neoessarj.  Braces  extend  from  the  handles  to  the  standard,  and  thence  to  the  front 
part  of  the  beam. 

Claim. — ^I'he  special  arrangement  of  the  a^nstable  mould-board  F,  in  combination  with 
the  mould-boards  A  A,  space  A',  coulter  L.  and  braces  P,  O,  M,  N,  when  arranged  in  tht 
manner  and  for  the  purpose  set  forth. 

No.  32,277.— N.  T.  Edson,  of  New  Orleans,  lA.-^Improvtd  WheelwrighVs  Maekiue.'^ 
Patent  dated  Maj  14,  1861. — Supported  upon  feet  L  is  a  base  having  four  arms,  on  the  ends 
of  which  rests  a  rim  4  which  holds  the  spokes  to  a  proper  elevation  for  the  dish  of  the  wheeL 
Upon  the  base  is  a  tube  for  receiving  the  pressure  or  the  lower  flange.  Passing  through  a 
head  piece  1  are  screws,  by  which  the  rin^  5  is  forced  down  upon  the  upper  flange  with  an 
eaual  pressure  on  all  parts.  The  head  piece,  box,  and  base,  are  secured  together  by  meant 
of  a  bolt  and  screw. 

Claim, — ^The  combination  of  the  form  or  stand  L  G,  4,  bolt  B,  head  piece  1,  ring  5,  and 
supporting  tabe  or  thimble  A,  eonstmcted  and  operated  substantially  as  described. 

No.  32,278.r-jAME8  P.  Elucott,  of  Washington,  D.  C.—hnprovement  in  Apparatm 
for  Irrigating  Streets, — ^Patent  dated  May  14,  1861. — In  the  crown  of  the  arch  of  the  street 
•through  its  entire  length  is  designed  to  be  let  a  grooved  piece  of  timber,  in  which  is  laid  a 
•double  perforated  pipe  connected  by  suitable  pipes  and  cocks  with  the  water  mains.  Over 
'the  perforations  in  tne  pipe  projects  a  cap  in  sucn  a  manner  that  the  water  striking  its  under 
side  directs  it  upon  the  entire  width  of  the  street,  and  prevents  dirt,  &.c,  from  falling  into  tlM 
^perforations. 

Claim, — First,  the  cap  c,  with  its  concave  sides  //  for  the  purpose  of  flattening  tbe  water 
issuing  from  the  jets  or  perforations  b  6,  thereby  conforming  the  same  to  the  arch  of  the  street, 
and  at  the  same  time  serving  as  a  protection  to  the  pipe  Eand  perforations  6  6,  as  set  forth. 

Second,  in  combination  with  the  above,  the  perforated  pipe  1),  for  the  purpose  and  us* 
^expressed. 

No.  32,279. — SquirB  M.  FaLES,  of  Baltimore,  Md. — Improvement  in  Boning  and  Smeft- 
4ng  Furnaces, — Patent  dated  May  14,  1661. — ^This  furnace  consists  of  a  stack  or  cone,  a  cen- 
tral melting  chamber,  and  side  arches,  with  passages  through  their  tops,  for  the  introduction 
of  suitable  fluxes.  The  improvement  consists  in  extending  the  lengtn  of  one  or  more  of  the 
.arches,  and  providing  an  auxiliary  stack  or  chimney  so  inat  the  heated  ^^ases  from  the  fuel 
iare  caused  to  circulate  over  the  mass  of  melted  metal,  and  the  danger  ot  the  large  mass  of 
metal  becoming  cool  is  obviated. 

Claim, — Extending  one  or  more  of  the  arches  A,  of  the  fnmace  B  D,  constructed  as  set 
.forth  in  mv  patent  dated  February  8, 1859,  and  having  the  said  extended  arch  or  arches  com- 
municate by  a  flue  with  an  auxiliary  stack  or  chimney,  or  with  a  series  of  auxiliary  stacks  or 
•chiuineys  C,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,280.— SquiRB  M.  Fales,  of  Baltimore,  Md. — Improvement  in  Refining  and  Puddling 
Surnaces, — Patent  dated  May  14,  1861. — One  or  more  of  tne  arches  of  the  furnace  is  extended 
.and  the  extended  portion  is  converted  into  a  puddling  chamber  by  introducing  a  division  plate, 
.near  the  centre  of^which  is  a  draught  passage  through  which  is  drawn  the  escape  heat  from 
the  fuel  that  is  used  for  smelting  and  refining.  Between  the  cone  or  stack  of  the  smelting 
furnace  and  the  puddling  chamber  is  fonneu  a  communication  by  means  of  a  curved  flue  lor 
returning  to  the  puddling  chamber  a  portion  of  the  impure  gases  wnich  rise  in  the  cone  or  stack 
.of  the  smelting  furnace. 

Claim, — First,  the  combination  with  my  improved  patented  furnace,  bearing  date  Feb- 
ruary 8,  1859,  of  a  puddling  chamber  D\  a  secondary  draught  chimney  or  stack  F,  and  a 
division  wall  £,  with  draught  passage  b  through  it,  substantially  as  and  for  the  purposes  set 
forth. 

Second,  the  combination  with  tbe  puddling  chamber  ly,  perforated  division  wall  E,  draught 
chimney  F,  stack  or  cone  D,  of  the  mmace,  patented  to  me  and  bearing  date  February  8, 1859, 
of  a  return  pipe  or  passage  0,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,281.— J.  J.  Fearing,  of  South  Boston,  Mass. — Improvement  in  Button-HoU  Cut^ 
ters, — Patent  dated  Biay  14,  1861. — ^This  invention  consists  in  applying  to  one  of  the  blades 
of  the  scissors  a  ci  ttiuff  blade  formed  of  taper  or  wedee  shape,  bent  over  at  its  smaller  end  to 
form  a  loop  or  eye  so  that  it  may  be  readily  fitted  to  the  blade. 

C/atm.— A  supplemental  cutting  blade  A,  constructed  substantially  as  described,  and  ap- 
plied to  a  pair  of  scissors,  to  operate  substantially  as  and  for  the  puipose  set  forth. 
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No.  38,288.— Joseph  Forrest,  of  New  York,  N.  Y.—Jmprovtment  in  Machines  for  Break- 
ing Sugar. — ^Patent  dated  May  14,  1861.— TUi»  invention  is  explained  by  the  claim  and 
engraving'. 

Claim,— The  combination  of  two  grooved  rollers  D  and  E,  working  together,  one  of  which 
!■  grooved  lengthwise,  the  other  circomferentially  on  its  peripherv,  and  one  or  more  pairs  of 
rolTers  armed  with  teeth,  the  whole  arranged  substautiaily  as  and  for  the  ptirpot>e  set  iorth. 

No.  32,283.— John  S.  Ganson  and  Charles  T.  Coit,  of  Buffalo,  N.  Y,— Improvement  in 
Fireplaces.— PaieTii  dated  May  14, 1861. — The  fire  back  is  formed  so  as  to  have  at  its  uppei 
part  a  recess  above  the  mouth  of  the  chimney.  In  the  rear  of  the  fire  back  and  side  plates, 
and  connected  therewith,  is  a  jacket  made  of  tin  or  other  polished  metal,  for  the  purpose  of 
combining  with  the  fire  back  to  form  the  air  chambers  in  the  rear,  at  the  sides,  and  over  the 
fire  chambers.  Across  the  fire  chamber  is  placed  a  tube  secured  to  the  side  plates  and  opening 
into  the  side  bIt  chamber  for  the  purpose  of  insuring  the  collection  and  combustion  of  the 
smoke  and  gases  in  the  recess. 

Claim.— Fini,  so  constructing  the  fire  back  B  as  that  it  will  extend  upward  and  above  the 
mouth  of  the  chimney,  and  then  downward  and  forward,  as  shown  at  6',  with  semicircular 
bend  b2  receding  again  upwardly,  as  shown  at  &3»  for  the  purposes  and  substantially  as 
described. 

Second,  said  fire  back  bein^  constmeted  substantially  as  described,  in  combination  and 
arrangement  therewith  the  jacket  N,  for  the  purposes  set  forth. 

Third,  the  combination  of  the  tube  or  air  cuamber  L,  with  the  recess  D,  as  and  for  the 
purposes  set  forth. 

No.  32,284. — Johh  8.  Getchell,  of  Machias,  Me. — Improved  Combined  Capstan  and 
Windlass.— Pt^ni  dated  May  14,  1861. — Upon  the  top  of  the  barrbl,  around  which  the  cable 
is  wound,  is  secured  a  circular  box  which  contains  a  large  spur  wheel  and  a  pinion,  the  shafts 
of  each  of  which  passes  through  the  sides  of  the  box,  and  carry  barrels  upon  their  ends.  The 
ends  of  the  shafts  are  cut  square  for  receiving  the  winch  shafl  and  flanged  dmm,  the  outer 
ends  of  both  of  which  are  supported  by  a  standard,  and  so  arranged  as  to  t)e  readily  detached 
from  the  shafts  of  the  capstan  when  the  latter  is  to  be  used  alone,  the  object  being  to  use  either 
the  capstan  or  windlass  as  the  nature  of  the  work  to  be  done  may  require. 

Claim. — The  combination  with  the  vertical  capstan  herein  described  of  the  box  C,  gear 
wheels  F/,  shafts  G  G',  shaft  I,  drum  J,  and  movable  standard  £,  all  arranged  and  operating 
substantially  as  and  for  the  purposes  set  forth. 

No.  32,285.— D.  F.  Goodhue  and  E.  H.  Carey,  of  Cincinnati,  O.— Improvement  in 
Wheel  Carriages.— VAUmt  dated  May  14, 3861.— The  body  of  the  car  consists  ofan  inner  and 
an  outer  shell,  supported  on  a  pair  of  doubly  flau^cd  wheels,  which  are  fastened  to  a  common 
axle  revolving  in  ooxes,  sptings  beiug  inteiposed  l>etween  the  boxes  and  carnage  body,  llie 
wheels  rest  upon  circular  rings  which  serve  as  portable  tracks.  Within  the  concavity  of  the 
rings  are  yielding  flan^d  rollers  which,  in  connexion  with  the  flanged  wheels,  serve  to  pre- 
serve the  relative  positions  of  the  rings  and  the  car  body. 

C/atm.— The  combination  herein  described  of  the  spokeless  rings  G,  grooved  supporting 
wheels  B,  axle  C,  grooved  guide  rollers  H  H'  H",  and  springs  F,  the  whole  being  constructed, 
arranged,  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,286.— William  C.  GRiBfES,  of  Philadelphia,  Va.—Imorovement  in  City  Rail- 
roads.— ^Patent  dated  May  14, 1861. — ^This  invention  consists  in  malting  the  outer  rail  double 
or  with  two  parallel  rails  or  tracks  in  juxtaposition  for  a  short  distance  at  the  point  of  diver- 
gence of  one  track  from  the  other,  with  the  horizontal  plane  of  the  one  slightly  inclined  from 
and  below  the  other;  the  car  wheels  to  be  of  different  breadth  efface  or  tread  for  the  different 
tracks,  by  which  means  the  cars  may  be  readily  transferred  from  one  track  to  another  without 
the  aid  of  a  switch. 

Claim,— The  double  track  C  and  D,  constructed  substantially  as  described  and  for  the 
purpose  set  forth. 

No.  32,287. — F.  R.  Grumel,  of  Geneva,  Switzerland. — Improvement  in  Photographic 
Albums, — Patent  dated  May  14,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — First,  the  construction  of  leaves  for  albums  for  collection  of  photographic  or  litn- 
ographic  proofs,  engravings,  or  other  drawings,  with  an  opening  ^or  frame  on  each  side,  so 
timt  two  proofs,  engravings,  or  drawings  mcfty  be  inserted  back  to  back,  thereby  showing  one 
on  either  side,  substantially  as  shown  and  described. 

Second,  the  formation  of  leaves  for  photographic  or  other  album  by  combining  with  a  front 
and  back  framing  leaf  a  centre  leaf,  recessed,  and  of  such  thickness  as  that  when  cont-aining 
one  or  two  photographic  cards  they  shall  be  flush  with  the  general  surface  of  the  leaf,  as 
specified. 

Third,  the  construction  of  leaves  for  photographic  or  other  album,  bv  pasting  or  otherwise 
permanently  fixing  the  front  and  back  framing  leaf  on  to  the  centre  leaf  on  three  sides  thereof, 
leaving  one  side  open  and  free  for  the  insertion  of  photographic  caids  or  drawings,  as  de- 
scribed. 
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Fourth,  in  combination  with  leaves  constructed  and  arranged  as  described,  the  filling  piece 
for  closing  the  gap  formed  for  the  ready  insertion  of  the  photographic  cards  between  the 
framing  leaves,  substantiaHj-  as  specified. 

No.  32,288.— James  M.  Hicks,  of  Boston,  Mass. — Improvement  in  EroMrt.— Patent  dated 
May  14,  18G1.— This  invention  is  explained  by  the  claim. 

Claim. — First,  providing  the  eraser  blade  with  an  independent  back  made  of  bone,  rubber, 
ivory,  wood,  or  otner  suitable  animal  or  vegetable  substance  or  substances,  separate  or  com- 
bined, essentially  as  and  for  the  purpose  or  purposes  set  forth. 

Second,  forming  an  independent  supporting  and  bumishine^  back  to  the  blade,  by  extending 
the  handle  which  carries  the  latter,  substantially  as  described. 

Third,  uniting  the  blade  with  the  handle,  by  Inserting  it  in  a  cross-cut  or  slot  in  the  end  of 
the  handle,  in  combination  with  riveting  or  holding  it  by  pins  to  the  independent  back  formed 
by  extension  of  the  handle,  essentially  as  specified. 

Fourth,  the  combination  with  an  erasing  blade  of  metal,  or  its  equivalent,  and  handk 
thereto,  of  an  India-rubber  eraser  or  burnisher,  as  set  forth. 

No.  32,289. — J.  J.  HiRSCHBUHL,  of  Louisville,  Ky. — Improvement  in  Locke, — ^Patent 
duted  May  14,  1861. — ^This  invention  consists  in  the  employment  of  a  latch-bolt  of  a  hook 
form,  arranged  with  tumblers  and  a  catch,  and  used  in  connexion  with  a  nosing  of  peculiar 
construction  and  a  supplemental  slide,  bolt,  or  guard,  for  the  purpose  of  rendenng  the  lock 
burglar  proof. 

Claim, — First,  the  employment  or  use  of  the  latch-bolt  £,  when  combined  with  tumblers 
G  G',  one  or  more,  a  catch  H,  and  a  nosing  D,  provided  with  a  slot  a,  arranged  as  and  for 
the  purpose  set  forth. 

Second,  the  slide-bolt  K,  when  used  in  connexion  with  the  latch-bolt  E,  tumblers  M  N, 
dug  L,  and  the  rod  O,  on  the  latch-bolt  £,  as  and  for  the  purpose  specified. 

No.  32,290. — Cornelius  C.  Hoff,  of  Poughkeepsie,  N.  Y.—Improved  Mastic  Composi- 
tion for  Roofing.— Patent  dated  May  14,  186J.— The  gas  tar,  before  being  mixed  with  the 
other  Ingredients  stated,  is  treated  with  chloride  of  lune,  and  at  the  same  time  heated,  so  that 
the  acidti  contained  in  the  volatile  matter  of  the  tar,  and  which  tend  to  destroy  the  fibres  of 
the  canvas,  are  expelled,  and  the  tar  becomes  deodorized. 

Claim. — The  described  composition  of  gas  tar,  treated  and  prepared  in  the  manner  speci- 
fied, black  oxide  of  manganese,  boiled  plaster  of  Paris,  alum,  and  calcined  charcoal,  mixed 
together  in  the  manner  and  about  in  the  proportion  staited,  and  applied  to  the  canvas,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  32,291. — Henry  S.  Holmes,  of  Lynn,  Mass. — Improvement  in  Congress  Gaiters. — 
Patent  dated  May  14,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — Securing  the  upper  edge  of  the  cloth  of  the  front  and  heel  parts  of  a  Congress 
gaiter  top  to  their  respective  linings  by  an  inside  seam  fr,  Figs.  8  and  11,  when  such  scams 
are  used  in  connexion  with  gores  of  elastic  cloth  attached  to  the  gaiter  top  and  lining  by  a 
seam  common  to  all,  the  whole  being  efiected  in  the  manner  described  ana  for  the  purposes 
set  forth. 

No.  32,292.— Nelson  Homes,  of  Laona,  N.  Y.-^Improved  Broom  C/a«;i.— Patent  dated 
May  14,  1861. — ^This  invention  consists  in  the  application  of  a  clasp  that  can  be  easily  ad- 
{usted  to  brooms  of  difierent  sizes,  for  the  purpose  of  holding  the  material  in  place  while  now 
or  until  partly  worn  away. 

Claim. — The  combination  of  the  bars  or  slips  A  A  A  A  and  bands  L  L,  in  their  application 
to  brooms  and  brushes,  as  described,  the  whole  being  arranged  and  operating  substantially  as 
and  for  the  purpose  set  forth. 

No.  32,293.— B.  B.  HOTCHKISS,  of  Sharon,  Coim.--Improved  Projectile  for  B^  Ord- 
nance.— Patent  dated  May  14,  J 861. — The  rear  end  of  the  projectile  being  the  smaller  part, 
is  cylindrical,  and  is  united  to  the  other  part  by  a  short  incline  or  conical  portion,  over  which 
extends  a  sharp  projecting  lip  a  short  distance.  Upon  the  cylindrical  portion  is  fitted  a  soft 
metal  ring,  the  space  between  which  and  the  projecting  lip  is  filled  with  tallow  or  wickinjif 
soaked  in  some  lubricating  material.  At  the  rear  end  of  the  cap,  which  is  fitted  to  slide  ovor 
the  cvlindiical  portion,  is  a  slight  projecting  ring,  made  to  fit  the  bore  of  the  gun,  so  that  the 
weight  of  the  projectile  is  received  upon  the  ring  G  and  soft  metal  ring  D,  and  serves  to  hold 
the.  axis  of  the  projectile  in  line  with  the  axis  of  the  gun.  The  metal  ring  is  covered  with 
cloth  or  other  suitable  material  wound  spirally  thereon,  so  that  as  the  ring  expands  the  sev- 
eral coils  spread  and  still  cover  the  whole  exterior. 

Claim. — First,  the  arrangement  of  the  inclined  surfaces  or  cones  B  and  /,  and  the  cylin- 
drical portion  a,  in  connexion  with  the  ring  of  soft  metal  D,  placed  between  B  and  /,  sub- 
stantially as  and  for  the  purpose  specified. 

Second,  the  employment  of  a  quantity  of  lubricating  material  E  within  proper  recesses  in 
the  body  of  the  projectile  and  in  front  of  the  belt  D,  so  arranged  that  m  poition  of  the  whole 
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shall  be  forced  out  to  lubricate  tbe  bore  hy  the  action  of  the  metal  ring  D,  or  its  equivalent, 
substantially  as  specified. 

Third,  the  employment  of  the  projecting  ring  0,  made  to  fit  the  bore  of  the  gun,  in  combi- 
nation with  the  cap  F  and  belt  B,  substantially  as  and  for  the  purpose  herein  set  forth. 

Fourth,  covering  the  belt  D  with  cloth  or  other  suitable  material  11,  wound  spirally  thereon, 
substantially  as  and  for  the  purpose  above  described. 

Fifth,  cutting  the  patch  H  after  the  belt  D  has  been  sufficiently  expanded  by  means  of  the 
lips  C  /',  or  their  equivalents,  substantially  as  and  for  the  purpose  specified. 

Na  32,294. — H.  J.  Howe,  of  Onarga,  HI. — Improvement  in  Corn-Planters, — ^Patent  dated 
May  14,  1861. — This  invention  consists  in  a  means  for  operating  the  seed-distributing  device, 
whereby  the  latter  may  be  actuated  by  the  driver  when  planting  in  check  rows  is  required,  or 
actuated  automatically  from  one  of  the  ground  wheels  when  it  is  designed  to  plant  in  rows 
for  cultivation  in  one  direction  only.  By  means  of  a  bent  lever  attached  to  the  main  frame 
and  draught-pole,  and  oporatiuff  with  a  semicircular  rack  and  pawls  or  stops,  the  front  part 
of  the  machine  may  be  elevated,  so  that  the  furrow  shares  or  runners  may  be  free  ii'om  the 
earth  and  the  machine  readily  turned. 

Claim. — ^First,  the  arrangement  of  the  tappet  K  on  axle  L,  the  lever  J,  segpoaent  rack  II, 
with  sliding  weight  A  and  pinion  d  on  shaft  G,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  bent  lever  B\  attached  to  the  frame  A'  and  draught-pole  C, 
the  semicircular  racks  A'  and  pawl  stop  a',  as  and  for  the  purpose  set  forth. 

No.  32,295.— Shubael  W.  Rowland,  of  Adams,  Utaa.—Improvemeni  in  Knitting  Ma- 
chines,— Patent  dated  Mav  14, 1861. — ^The  pressing  sinker-wheel  consists  of  a  series  of  oblique 
win^  notched  or  grooved  on  the  face,  to  carry  the  thread  as  usual ;  but  instead  of  making 
all  of  these  wings  of  about  the  same  depth,  to  eunk  the  thread  under  every  baib  of  the  needles, 
tbe  wings  are  made  of  different  depths,  one  or  more  alternately,  on  that  side  of  the  wheel 
which  comes  opposite  the  barbs  of  the  needles,  by  means  of  a  plate  about  one-tenth  of  an 
inch  thick,  notcned  to  these  different  depths,  set  on  a  plate  with  the  usual  depth  of  wings,  so 
that  the  pressing  sinker-plate  may  be  changed  for  another  to  press  one,  two,  or  more  needle 
barbs  alternately,  as  it  may  be  desired  to  shorten  or  lengthen  the  stitch. 

Claim. — ^The  changeable  pressing  sinker-plate  on  the  wheel,  so  as  to  be  able  to  ship  one  or 
more  needles,  and  press  the  other,  simply  by  changing  this  plate  without  changing  the  whole 
wheeL 

No.  32,296.— John,  Jefferson,  and  James  McCausland,  of  Rondout,  N.  Y.— Improved 
Steering  Apparatus, — Patent  dated  May  14,  1861. — This  invention,  which  is  mostly  appli- 
cable to  canal  boats,  consists  in  securing  the  tiller  to  the  rudder  head  by  means  of  a  pivot,  in 
such  a  manner  that  it  can  easily  be  reversed  and  held  in  position  by  a  pin  or  stud  secured  in 
the  edge  of  the  boat,  for  the  purpose  of  bringing  the  rudder  to  the  side  of  the  boat  and  keep- 
ing it  out  of  the  way  as  the  boat  enters  a  canal  lock. 

Claim, — The  arrangement  of  the  pin  or  stud  6,  in  combination  with  the  hinged  reversible 
tiller  A,  as  and  for  the  purpose  shown  and  described. 

No.  32,297.— William  Jones,  of  Brooklyn,  N.  Y.,  and  Patrick  HAUcmAN,  of  New 
York,  N.  Y. — Improvement  in  Sewing  Machines. — Patent  dated  May  14,  1861  — The  needle 
used  in  this  machine  is  chamfered  off  near  the  point  on  the  front  side,  or  side  opposite  to 
shuttle  race,  so  as  to  carry  the  point  thereof  entirely  to  the  back  side  of  the  needle.  The  loop 
IS  caused  to  be  carried  back  ot  the  needle,  so  as  to  allow  the  shuttle  to  pass  between  the 
needle  and  the  thread  or  through  the  loop  by  means  of  mechanism,  for  a  description  of  the 
construction  and  operation  of  which  reference  must  be  had  to  the  specification  and  drawings. 

Claim. — First,  the  side-pointed  needle,  as  described. 

Second,  the  combination  of  the  needle  with  the  foik  and  shuttle,  as  described. 

Third,  the  combination  of  the  guide  with  the  fork  and  needle,  as  described. 

Fourth,  the  combination  of  the  feed-chain  with  the  foik  and  needle,  as  described. 

Fifth,  retaining  the  needle  thread,  in  making  the  stitch,  on  the  side  of  the  needle  opposite 
to  the  shuttle,  suostantially  as  set  forth. 

No.  32,298. — ^Henry  Knight,  of  Jersey  City,  N.  J. — Improvement  in  the  Manufacture  oj 
hydraulic  Cement  Pipes, — Patent  dated  May  14,  1861. — ^This  invention  is  explained  by  the 
claim  and  engraving. 

Claim. — First,  manufacturing  cement  pipes  with  metallic  pipe  intermediate  between  its 
inner  and  outer  surfaces,  by  arranging  the  metallic  pipe  over  the  core  B  and  within  the  mould 
F,  80  that  it  divides  about  equally  tbe  space  between  the  core  and  tbe  mould,  and  then  placing 
an  annular  centring  device  I  between  the  pipe  and  the  mould,  and  introducing  the  cement 
first  between  the  metallic  pipe  and  the  core,  and  then  between  the  pipe  and  the  mould,  all 
substantiallv  in  the  manner  and  for  the  purpose  described. 

Second,  finishing  the  sections  of  the  combination  pipes  at  one  of  their  ends  with  a  metallic 
coupling  extension  J,  by  means  and  in  the  manner  substantially  as  described. 
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No.  32,299.— Thomas  Lakodon  and  H.  C.  Kellooo,  of  OnsequeUm,  lows.— Anprove^ 
2) room.— Patent  dated  May  14,  1861.— To  the  lower  part  of  the  handle  is  fastened  a  metal 
cap  opening  downwards,  and  to  the  end  of  the  handle  is  secured  a  screw,  u^pan  which  is  a 
wooden  wcSgo  provided  with  a  nut  and  formed  to  correspond  with  the  interior  of  the  cap. 
The  broom  com  is  bound  to  the  screw  oyer  the  wedge,  so  that  by  turning  the  handle  the 
wedge  is  moved  up  on  the  screw  and  the  com  is  firmly  secured  within  the  cap.  Below  the 
cap  IS  a  clasp  encircling  the  com  and  secured  in  place  by  a  rod  or  pin  attached  to  the  dasp 
and  passing  through  an  eye  in  the  end  of  the  screw. 

C/aim.— ^ho.  ei^loyment  or  use  of  the  wedge  E  and  screw  C,  attached  to  handle  A,  in 
combination  with  the  cap  D,  the  above  |>art8  being  applied  to  the  broom  com  I,  and  all  ar- 
rangol  substantially  as  and  tor  the  purpose  set  foru. 

Also,  in  combination  with  the  screw  C,  wedge  £,  and  cap  D,  a  cross  rod  H,  attached  to 
the  clasp  G,  and  nasting  through  the  eye  a  of  ute  Bcrew,  to  prevent  the  casual  turning  of  tbt 
latter,  as  spedfiea. 

No.  32,900.— Denis  LemaIN,  of  New  York,  N.  Y, ^Improvement  in  Boots  and  Shoes,--' 
Patent  dated  May  14,  1861. — Within  the  shell,  which  is  made  of  metal  and  forms-  the  outer 
covering  of  the  heel,  is  inserted  a  piece  of  wood  or  cork,  secured  to  the  top  plate  by  a  screw- 
bolt,  fiito  the  lower  jpart  of  the  shell  is  fitted  a  piece  of  leather,  securea  by  nails  to  the 
wood  or  cork  filling.  When  the  leather  becomes  worn  out  it  may  be  readily  removed  and  a 
new  piece  inserted. 

Claim. — ^The  constraction  of  boot  heels  with  a  bolt  E  passing  down  through  the  sole  into 
the  shell  C,  and  through  the  filling  block  D,  where  the  screw  receives  a  nut  i«  all  of  the  above 
parts  being  arranged  as  shown,  and  employed  in  connexion  with  the  bottom  leather  cover  F, 
as  set  forth,  for  the  purposes  described. 

No.  32,301.— Martin  H.  Mansfield,  of  Ashland,  Ohio,— bnprovem€mt  in  Hangere  for 
Shafting. — Patent  dated  May  14,  1861. — ^The  journal  boxes  are  supported  within  a  ring  by 
means  of  set  screws  which  pass  through  the  ring,  and  by  which  the  boxes  are  adjusted,  tin 
horizontal  screws  being  8up|)orted  in  standards  secured  to  the  irame  of  the  machine. 

Claim. — ^The  making  ot  joumal  boxes  for  shafting  for  threshing  machines  adjustable, 
horizontally,  vertically,  and  obliquely,  by  means  of  the  standards  A,  ring  E,  and  seiews  C  C 
and  F  F,  when  arran^  in  relation  to  the  journal  box  Q,  as  specified,  thus  giving  it  free 
motion  in  every  direction,  as  and  for  the  purpose  set  forth. 

No.  32,302.— James  S.  Marsh,  of  Lewisburg,  Tau— Improvement  in  Seed  Dn/^s.— Patent 
dated  May  14,  1661. — This  invention  consists  in  an  arrangement  of  devices  for  throwing  the 
seeding  roller  out  of  gear,  and  simultaneously  therewith  elevating  the  drill  teeth.  J  iist  above 
each  distributing  portion  of  the  roller,  over  each  of  the  discharge  passages  of  the  hopper,  is 
arranged  a  verticaay  sliding  metallic  gate  N.  Theigates  flu^e  kept  in  place  by  moans  of  a 
nietallic  guide  casing  and  a  lever  plate,  which  is  coupled  tq  the  gate  by  means  of  a  pin  pro- 
jecting from  the  gate  and  passing  through  an  eccentric  slot  in  the  lever  plate.  By  turning 
the  lever  plates  the  dischar^  passage  may  be  decreased  or  increased  in  size. 

Claim. — Fiist,  the  combination  of  the  distributing  roller  F,  hinged  joumal  G  of  the  dis- 
tributing roller,  slidiuf^  bearing  plate  J,  having  curved  slots  a  e  in  it,  supporting  casting  K, 
coupling  pins  d  J,  pinion  U,  spur  wheel  I,  lever  bar  £,  with  crank-shaped  journal  g  on  its 
end,  and  drill  teeth  D,  substantially  in  the  maimer  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  crank-shaped  joumal  ^,  slotted  bearing  slide  or  plate  J, 
and  hinged  joumal  G,  in  the  manner  and  for  the  purpose  described. 

Third,  the  combination  of  the  revolving  cellutir  distributing  r<^er  £,  hopper  E\  sliding 
seed  gate  N,  slotted  lever  plate  P,  and  g^de  casting  O,  in  the  maimer  and  for  the  purpose 
db^<'riDed. 

No.  32,303.— Henry  Maule,  of  Philadelphia,  Ta,— Improved  Tims  TeW-Ta^.- Patent 
dated  May  14,  1861. — In  the  door  of  the  clock,  and  near  its  edges,  arc  a  series  of  slits  corre- 
sponding with  the  hour  marks  of  an  ordinary  dial.  To  the  spindle  of  the  hour  hand  of  the 
clock,  and  with  which  it  revolves,  is  fitted  a  plate  having  a  single  slit  so  situa^d  that  as 
the  plate  revolves  the  slit  will  move  in  the  range  of  slits  in  the  door  of  the  clock.  Ikliiiid  the 
revolving  plate  is  a  permanent  plate  of  slate,  having  upon  it  permanent  marks  conuhpoitding 
with  the  slits  in  the  door,  and  so  arranged  that  if  the  watchman,  whose  duty  it  is  to  make  the 
mark  at  the  proper  stated  intervals,  fails  to  do  so,  the  omission  may  readily  be  detected. 

Claim. — ^I'ho  door  B,  with  slits  e  and  /  arranged  at  suitable  intervals,  the  peraianent 
plate  F  of  slate,  or  other  suitable  material,  and  the  intervening  detachable  plate  K,  with  its 
pmgle  slit  t,  the  whole  being  arranged,  apnliod  to  a  clock  and  operating  as  set  forth,  so  that 
it  is  impossible  to  mark  the  plate  F  through  any  slit  of  the  door  other  tnan  that  which  coin- 
cides wiih  the  slit  i  of  the  plate  £,  as  specified. 

No.  32,304.— William  McClure,  of  Peebles  Township,  Pvk.^Improvement  in  Sadirons.— 
Patent  dated  May  14,  1861. — ^The  object  of  this  invention  is  to  preserve  a  perfectly  smooth 
and  highly  polished  surface  on  the  bottom  of  the  iron,  which  shall  be  separable  at  pleasm^ 
and  can  be  more  easily  kept  in  order  than  the  irons  themselves. 
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CZmni.— The  nse  of  a  shoe  eonstraotod  rabstantiallj  m  described,  so  as  to  fit  on  the  bottom 
of  sadirons,  and  so  arranged  with  spring  logs  or  other  mode  of  attachment  as  to  be  easily 
ttached  to  the  iron  or  removed  thaieirom  at  pleasure. 

Ko.  32,305.— William  Hartley  Miller,  of  Philadelphia,  Pa.— /mprowrf  Low  Watt 
Alarm  Jot  Steam  Boilers, — Patent  dated  Mar  14,  1861. — Within  the  glass  tube  is  a  metal 
tube  connecting  with  the  combined  valvo  and  float  and  the  whistle  above.  The  valve  float 
fits  into  the  lower  end  of  the  hollow  rod  or  tube,  and  is  supported  by  the  water  until  it  falls 
below  this  point,  when  it  drops  upon  a  rest  a  short  distance  below  the  %at,  admitting  steam 
throug[h  the  tube  and  whistle.  * 

Claim, — ^The  metal  tube  L  and  the  float  valve  M  working  within  the  glass  tube  G,  in  the 
manner  and  for  the  purpose  specified  above  and  for  no  other  purpose. 

No.  32,306.— Daniel  Miller,  of  Marietta,  Ohho.—Improved  Cork-FatUner  for  BottleM,-^ 
Patent  dated  May  14,  1861. — ^Around  the  neck  of  the  bottle  is  placed  a  triangular-shaped 
<eoUar,  on  each  side  of  which  are  pivoted  the  lower  ends  of  arms,  so  as  to  pass  on  each  side 
•vf  the  neck  of  the  bottle  and  over  the  rounded  edges  of  the  cork. 

Claim. — Aa  an  improved  article  of  manufacture,  a  bottle  cork-fastener  that  has  the  arms  a 
«f  its  cap  b  pivoted  in  the  rear  of  the  oentre  of  the  neck  collar  B,  and  otherwise  made  as  shown 
•ad  described. 

No.  32,307. — Samuel  Mowrt,  of  Womelsdorf,  Pa. — Improvement  in  Horse  Rakes, — 
Patent  dated  May  14»  1861. — ^The  rake  shaft  to  which  the  teeth  are  attached  is  operated  by 
means  of  connecting  rods  and  levers  so  arranged  as  to  be  easily  operated — one  by  the  band 
which  raises  the  rake  to  discharge  the  hay,  and  the  other  by  the  foot  to  draw  the  rako  again 
to  its  work.  A  catch  serves  to  hold  in  place  the  bent  arm  of  the  hand  lever  when  the  rake  is 
raised. 

Claim, — ^The  combination  of  the  bent  arm  s  and  catch  t,  with  the  levers  H  and  e,  and  thdr 
connecting  mechanism  for  operating  the  rake,  when  the  several  parts  are  arranged  for  joint 
aperation  m  the  manner  described. 

No.  32,308.— William  Nugent,  of  Chicopee,  Mass. — Improvement  in  Picker  Motion, — 
Patent  dated  Mav  14,  1861. — ^The  box  which  receives  the  bottom  of  the  rocker  is  attached  to 
the  lower  part  of  the  lay  on  the  outer  side  thereof,  and  just  above  the  line  of  its  axis  of  oscil- 
lation, the  interior  of  the  box  being  of  sufficient  width  and  length  to  permit  the  rocker  to  work 
freely  within  it.  The  face  of  the  rocker,  which  rests  upon  the  oed  ofthe  box,  is  made  straight 
and  at  right  angles  to  the  working  face  of  the  picking  stick,  and  is  provided  with  a  down- 
wardly projecting  piece  which  is  received  within  a  dovetailed  recess  in  the  front  of  the  box, 
by  means  of  which  the  rocker  is  prevented  from  jumping  out  of  the  box  when  the  loom  is  in 
npid  motion.  ^ 

Claim, — The  rocker  £  constructed  with  a  straight  bottom  and  downward  projectmg  piece 
e.  and  the  box  D  constructed  as  described,  to  receive  the  bottom  of  the  rocker,  and  contain 
ttie  bed  for  the  same  to  work  upon,  and  with  a  dovetail  recess  /  in  front  for  the  reception  of 
projection  e,  the  whole  combined  substantially  as  set  forth. 

No.  32,309. — 8.  E.  Oviatt,  of  Richfield,  Ohio. — Improvement  in  T%resking  Machines, — 
Patent  dated  May  14,  1861. — In  front  of  the  air  chamber  or  flue  is  placed  a  screen,  consisting 
af  rods  secured  at  their  ends  to  belts  which  pass  over  pulleys.  In  the  rear  of  this  revolving 
screen,  and  filling  the  throat  of  the  opening,  is  a  wire  cloth  diaphragm,  for  the  purpose  of 

Sreventing  the  chaff  and  straw  from  passing  into  the  flues  and  pipes  and  obstructing  the 
raught.    Extending  over  the  stacker  and  rear  end  of  the  machine  is  a  covering  or  hood  of 
oanvas  for  the  purpose  of  preventing  the  escape  of  dust  into  the  bam. 

Claim. The  wire  cloth  diaphragm  £",  in  combination  with  the  revolving  screen  E'  and 

thresher,  for  the  purpose  set  forth. 

Also,  the  canvas  covering  or  hood  M,  In  combination  with  the  stacker,  lor  the  purpose 
•pecified. 

No.  32,310.— Suspended 

No.  32,311.— Thomas  Patterson,  of  Rush,  HI. — Improvement  in  Ploughs,— Vateni  dated 
May  14,  1861. — ^This  invention  consists  in  connecting  and  bracing  the  plough  bod^-  to  a  beam 
which  is  jointed  to  the  front  part  of  the  axle-tree  ot  the  carriage,  and  which  projects  out  in 
front  of  the  axle-tree.  The  beam  is  connected  near  its  front  end  by  jointed  straps  to  a  lever, 
to  arranged  as  to  be  readily  operated  by  the  plouehman,  and  also  at  its  front  end  by  a  jointed 
arm  and  chains  to  a  sliding  cross-tree,  to  which  the  team  is  attached. 

Claim, ^The  plough  body  G,  secured  to  jointed  beam  E,  as  described,  in  combination  with 

straps  d  rf,  lever  F,  jointed  bar  A,  chains  K  K,  and  jointed  sliding  cross-ti^e  D',  all  aiTanged 
and  combined  with  the  wheels  B  B',  axle  A,  and  draught-pole  D,  as  and  for  the  purposes  set 
forth. 
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No.  32,312.— Thomas  Powers,  of  Philadelphia,  Pa. — Improvement  in  Ga$  Regmlaiort.-^ 
Patent  dated  May  14,  1661. — Attached  to  the  pipe  below  the  burner  is  a  cup-shaped  case,  the 
inlet  of  which  is  covered  witli  a  ball  acting  as  a  valTo.  Bestin^^  upon  the  hiner  side  of  the 
casing  is  a  hem ispberically -shaped  disc,  peiforated  to  allow  the  passaee  of  the  gas,  and  pro- 
vided with  a  tube  at  the  top,  in  which  tube  is  a  hollow  sliding  spindle,  having  at  its  lower 
end  a  circular  disc,  which  serves  as  a  guide  to  the  balL  The  spindle  is  provided  with  a  screw 
at  the  top,  so  that  the  distance  throujrh  which  the  ball  can  rise  may  ne  regulated,  and  the 
pressure  adjusted  to  the  number  of  burners  used. 

Claim, — The  combination  and  arrangement  of  the  double-acting  ball-valve  A  with  the 
hollow  sliding  tube  L  and  the  perforated  nemispherical  disc  K,  operating  substantiallj  ae  set 
forth. 

No.  32,313.— J.  R.  Robinson,  of  Boston,  Mass. — Improvement  in  Steam-Boiler  Fur- 
naees. — Patent  dated  May  14,  1861. — Between  the  fire  chamber  and  the  gas-mixing  chamber 
ore  arranged  two  walls  at  a  short  distance  apart,  and  extending  across  the  inner  portion  of  the 
boiler  in  the  rear  of  the  fire  grate,  with  a  space  or  chamber  between  them.  Through  the  froDft 
wall  is  a  passage  </,  which  rorms  a  cx>mmunication  between  the  fire  chamber  and  the  inter- 
posed chamber.  Through  the  lower  part  of  the  back  wall  are  also  passages  e  «,  conmiuni- 
cating  with  the  gas-mixing  chamber.  The  space  between  the  walls  is  partly  closed  at  tbi 
top  by  a  cover,  in  which  is  a  passage  /  fitted  with  sliding  valves,  through  which  passage  an 
diawn  the  lighter  gases  iato  the  intermediate  chamber. 

Claim. — ^The  two  walls  C  D  and  their  interposed  chamber  £  and  passages  d  ee^  constmcted 
and  arranged  between  the  fire  chamber  A  and  gas-mixing  chamber  B,  substantially  as  and 
for  the  purpose  specified. 

Also,  in  combination  with  the  said  walls,  interposed  chamber,  and  passages,  the  deecribed 
arrangement  of  the  passage  or  passages/,  for  the  purpose  specified. 

No.  32,314.— Thomas  Sawpord,  of  Chwremont,  N.  U.^Improved  Steam  Cof A:.— Patent 
dated  May  14,  1861. — ^The  gate  B  of  the  cock  is  hollow,  and  made  of  cylindrical  form,  and 
■crews  upon  a  hollow  seat  stand  C,  which  is  secured  to  an  open  partition  extending  across 
the  cock  chamber.  This  seat  stand  is  provided  with  a  passage  extending  laterally  through 
its  screw.  The  gate  is  affixed  to  the  lower  end  of  a  cylindrical  rod  or  stem  which  passes 
through  a  neck,  and  is  provided  with  a  hand-wheel  at  its  upper  end.  By  moving  the  gat/9 
the  passage  of  the  steam  or  fluid  through  the  partition  of  the  cock  chamber  may  be  regulated 
as  circumstances  require. 

Claim, — My  improved  steam  cock,  as  constructed  with  its  parts  B  C,  hollow,  and  to  screw 
together,  or  one  on  or  in  the  other,  and  with  one  of  them  provided  with  a  latei-al  opening  d^ 
sabstontially  as  specified,  the  whole  being  applied  to  stem  D  and  partition  c,  as  and  so  as  to 
eperate  as  deecribed. 

No.  32,315.— J.  P.  Sherwood,  of  Fort  Edward,  N.  T.^ Improvement  in  Sewing  Ma- 
chines, — Patent  dated  May  14,  1801. — This  invention  consists  in  the  employment,  in  combi- 
mation  with  a  needle  and  shuttle,  so  operated  that  the  shuttle  passes  twice  in  the  same  diree- 
Hon  through  every  loop  of  the  needle  thread,  of  mechanism  for  drawing  back  the  needle 
thread  through  the  doth,  operating  relatively  to  the  needle  and  shuttle.  1  o  the  upright  stem 
of  the  presser  is  pivoted  the  foot  piece,  in  such  a  manner  as  to  be  capable  of  oscillating  in  a 
ahection  transverse  to  the  feed  movement.  The  foot  piece  is  fitted  with  two  rollers*  the 
poriphcnes  of  which  form  the  pressing  surface,  the  rollers  being  arranged  in  such  a  manner 
that  the  needle  will  pass  between  them,  and  having  their  peripheries  convex  in  a  longitudinal 
diirection,  adapt  themselves  to  irregularities  of  the  surface  or  tliickness  of  the  cloth. 

Claim, — First,  in  combination  with  a  needle  and  shuttle,  applied,  combined,  and  operating 
together  as  specified,  the  employment  of  the  drawback  mecoanism,  operating  to  diaw  bacR 
the  whole  of  the  slack  of  the  needle  thread  loop  through  the  cloth  t>etween  the  first  and 
second  passages  of  the  shuttle  through  it,  substantially  as  described. 

Second,  though  I  do  not  claim  broadly  the  employment  of  rollers  in  the  presser  foot,  I 
claim  the  combination  of  the  laterally  oscillating  foot  T  and  the  rollers  g  g^  having  a  convex 
longitudinal  profile,  substantially  as  and  for  the  purpose  specified. 

No.  32,316.— Lorenzo  Sibert,  of  Mount  Solon,  YtL,—Improvement  in  Magazine  Fi»" 
Arms. — Patent  dated  May  14,  1861. — This  invention  consists  in  arranging  a  magazine  corm 
posed  of  separate  tubes  to  carry  complete  ball  cartridges  concentrically  around  Uio  barrel  of 
the  gun  in  such  a  manner  that  the  magazine  may  readily  be  revolved  upon  the  barrel,  and 
the  tubes  be  caused  to  occupy  successively  such  a  relation  to  the  loading  mechanism  that  the 
cartridges  may  regularly  and  readily  be  led  one  at  a  time  into  the  dischaiging  mechanism  by 
their  own  gravity  alone. 

Claim, — First,  the  combination  of  the  series  of  magazine  tubes  B  with  the  barrd  A  and 
breech  D,  substantially  in  the  manner  and  for  the  purpose  described. 

Second,  the  conveyer  G,  when  arranged  and  operating  substantially  as  set  forth. 

Third,  on  open  breech,  so  constructed  as  to  permit  the  unobstructed  passage  of  a  eartridgo 
^kectly  through  the  same  firom  top  to  bottom,  substantially  in  the  manner  described. 

Fourth,  the  combination  of  the  fluted  rollers  F  F',  or  their  equivalent,  for  the  purpose  pi 
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fonoing  an  open  chamber  to  reoetre  aod  bold  the  loaded  cartridge,  and  discharge  it  when 
eamloded. 

Fiflh,  the  combination  of  the  magazine  tnbe  B,  conveyer  G,  hammer  J,  and  fluted  rollere 
F  F^  or  their  equivalent,  substantiailj  as  and  for  the  purpose  set  forth. 

Sixth,  expelling  the  empty  cartridge  case  from  the  discliarge  chamber  by  means  of  the  sue- 
ceediug  cartridge,  substantiaUy  in  the  manner  described. 

Seventh,  discharging  the  empty  cartridge  cases  automatically  into  a  chamber  in  the  stock 
of  the  gun,  where  they  mav  be  preserved  for  future  use. 

Eighth,  holding  the  loaaed  cartridge  at  the  moment  of  explosion  in  aii  open  chamber  in 
such  manner  that  the  cartridge  itself  shall  form  a  prolongation  or  extension  of  the  bore  of  the 
gun. 

Ninth,  so  arranging  the  fluted  rollers  F  F'  that  the  semi-diameter  of  the  loaded  cartridge 
lying  thereon  shaU  project  into  the  plane  of  the  tube  B,  to  prevent  the  escape  of  more  than 
one  cartridge  therefrom  at  a  time. 

Tenth,  the  lock,  composed  of  the  hammer  J,  mainspring  t,  trigger  S,  trigger-spring  $,  and 
cocking-lever  I,  arranged  substantially  in  the  manner  described,  in  combmation  with  the 
conveyer  G,  for  the  purpose  set  forth. 

Eleventh,  the  combination  of  the  conducting  tube  H  and  fluted  rollers  F  F^  or  their 
equivalent,  substantially  in  the  manner  and  for  Uie  purpoBe  described. 

Twelfth,  the  guides  a,  in  combination  with  the  breech  D  and  fluted  rollers  F  F',  or  their 
equivalent^  substantially  in  the  manner  described,  for  the  purpose  set  forth. 

No.  32,317. — A.  B.  Smith,  of  Clinton,  Pa. — Improvement  in  Raking  Attachments  to^Mar 
Testers, — Patent  dated  May  14,  1861. — ^This  invention  consists  in  the  attachment  of  a  raking 
apparatus  to  a  reaping  machine  in  such  a  manner  that  by  means  of  a  cam  plate,  operating  in 
connexion  with  two  detents  secured  in  the  side  of  the  frame  and  a  guide  plate,  the  rake  is 
turned  up  and  down  at  the  termination  of  its  backward  and  forward  movement.  The  sheaf 
guard  consists  of  a  rock-shafl,  provided  with  curved  teeth  and  a  torsional  spring,  and  serves 
to  receive  the  grain  or  gavel  brought  forward  each  time  b^  the  rake,  and  iiold  it  there  sus- 
pended over  the  edge  of  the  platlbrm  until  the  moment  arrives  for  casting  the  same  off  upon 
the  ground. 

claim. — The  cam  P,  constructed,  arranged,  and  operating  in  combination  with  the  spring 
detents  Q  R  and  c^ide  plate  6,  substantially  as  specified,  for  the  purpose  of  turning  the  xake 
up  and  down  at  the  termination  of  its  backward  and  forward  movements. 

Also,  the  combination  of  the  arm  S  and  stop  «,  for  giving  the  additional  forward  and  dftwn- 
ward  motion  to  the  rake  at  the  termination  of  its  forward  movement  with  the  mechanism  for 
operating  the  grain  or  sheaf  guard,  whereby  the  gavel  is  discharged  in  a  compact  form,  sub- 
stantially as  described. 

Also,  the  sheaf  guard,  arranged  and  operating  in  combination  with  the  rake,  substantiailj 
in  the  manner  and  for  the  purpose  specified. 

Also,  the  compressing  arms  i  i,  arranged  and  acting  in  combination  with  the  rake  and 
ibeaf  guard,  substantially  as  and  for  the  purpose  specifaed. 

Also,  the  combination  and  arrangement  ofthe  cam  L,  vibrating  lever  K,  and  arm  M,  con- 
structed substantially  as  described,  for  communicating  the  required  positive  motion  firom  the 
driving  shaft  to  the  sheaf  guard. 

No.  32,318. — ^Henry  K.  Stoner,  of  Lancaster,  Pa. — Improvement  in  Seeding  Machines, — 
Patent  dated  May  14,  1861. — ^The  d^onal  position  ofthe  seed-cell  partitions  are  designed  to 
operate  as  a  screw  in  drawing  the  seeds  from  the  seed-box  through  the  openings  at  the  end 
of  the  partitions  into  the  celb,  the  flange  on  the  opposite  end  preventing  the  escape  of  the 
seed,  for  the  purpose  of  insuring  equal  measurement  and  a  steady  passage  of  the  seeds. 

Claim. — The  seed-roller  A,  having  seed-cells  cc  c  open  at  one  end,  and  foimed  by  the 
diagonal  partitions  hbb  and  flange  a,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,319.— Jacob  Strayer,  of  Miamisburg,  O. — Improvement  in  Seed  />ri//«.— Phtent 
dated  May  14,  1861. — This  invention  is  explain^  by  the  claim  and  engraving. 

Claim. — Making  the  teeth  on  one  part  or  portion  of  the  feeding-roller  for  seed-drills  oppo- 
site the  spaces  between  the  teeth  on  the  other  part  or  portion  of  said  roller,  substantially  as 
described,  so  as  to  deliver  or  discharge  the  seed  more  uniformly. 

No.  32,320.— Charles  Tttterton,  of  Rohampton,  England. — Improvement  in  Prepara- 
tion of  Oxide  of  Zinc  for  a  Paint. — Patented  in  England  November  4,  1856. — ^Patent  dated 
May  14,  1861. — ^The  nature  of  this  invention  consists  in  giving  greater  body  to  zinc  white  by 
submitting  it  to  great  pressure,  whereby,  it  is  alleged,  me  character  of  the  product  is  mate 
rially  changed. 

C/aim.— ?rhe  subjecting  of  oxide  of  zinc,  when  contained  in  a  strong  holder,  to  a  great 
pressure  by  hydraulic,  screw,  or  other  powerful  pressure,  as  described,  whereby  the  density 
IS  greatly  increased,  and  its  covering  nowers  brought  to  nearhr  equal  white  lead,  ovei^^^ming 
a  gffi^  objection  hitherto  existing  to  tne  use  of  wmte  oxide  of  zinc 
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No.  32,331.— Robert  Watson,  of  Cbstlwm,  IX[.—Immrov€ment  in  Permanent  RmUmnjft. — 

Patent  dated  May  14,  1861. — ^The  rail  chair  being  of  tiie  same  length  as  the  rail,  is  con- 
•tnicted  with  a  lip  on  the  inside  edge  of  the  base,  which  carves  over  to  fit  the  projection  of 
the  raiL  On  the  ontside  edge  of  the  base  of  the  chair  are  brackets  extending  up  and  carved 
•o  as  to  receive  wooden  wedges,  by  which  the  rail  is  secored  to  the  chair. 

Claim, — The  employment,  in  connexion  with  the  rails,  of  wrooght-iron  chairs  of  the  same 
length  as  the  rails,  constrncted  and  arrmnfed  in  the  manner  described,  so  as  to  form  a  con- 
tinooas  bed  or  groove  for  the  reception  and  support  of  the  rails,  all  as  set  forth. 

No.  32,322. — C.  Wettmaii,  of  Independence,  Iowa.— Awprornf  Broom. — Patent  dated 
May  14,  1861. — Combined  wiUi  a  conical  cap,  nlaced  loosely  on  a  screw  rod  provided  with  m 
nat  fastening,  are  two  wire  straps  and  a  damping  slide,  which  latter  confines  the  straws  in 
n  proper  position,  while  the  former  protect  and  confine  the  ends  of  the  whisks,  and  give  th« 
desired  shape  to  the  broom. 

Claim. — The  two  wire  frames  B  6,  onited  to  or  forming  a  part  of  screw  rod  A,  and  others 
wise  constructed  as  desired,  in  combination  widi  the  slide  ^,  the  conical  cap  C,  and  screw 
handle  D,  ail  arranged  as  and  for  the  purposes  set  forth. 

No.  32,323. — Bl.  G.  Wilder,  of  Meriden,  Conn. — hnvrovement  in  Sewing  Maekimes.^ 
Patent  dated  May  14,  1661. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^The  combination  of  the  shaft  or  stock  of  the  looper  with  a  pitman  that  rises  and 
descends  in  direetions  transverse  to  the  longitudinal  movement  of  the  looper,  b^  means  of 
plates  fitted  wtth  inclined  projections,  whereby  an  intermittent  lateral  movement  is  imparted 
to  the  looper,  substantially  as  set  forth. 

Also,  the  combination  of  the  looper  shaft  or  stock  with  a  pitman  operated  by  a  crank  phi, 
bv  means  of  a  pin  and  slotted  cam  plate,  the  form  of  the  cam  slot  being  such  that  the  point 
or  the  looper,  when  moving  in  both  directions,  is  caused  to  pass  by  the  back  of  the  needle 
sooner  than  it  would  if  moved  by  the  crank  pin  alone,  substantially  as  set  forth. 

Also,  the  combination  of  the  shaft  or  stock  of  the  looper  with  a  pitman,  by  means  of 
blocks  or  plates  fitted  with  inclined  projections,  and  with  a  pin  and  cam  slot,  whereby  tba 
before-described  longitudinal  and  lateral  movements  of  the  looper  are  derived  from  the  move- 
ment of  a  pitman  operated  by  a  crank  pin,  snbstantially  as  set  forth. 

Also,  the  combination  of  an  eye-pointed  looper  with  a  hook  at  its  butt,  substantially  as  Mt 

No.  32,324.-8.  R.  Wilmot,  of  Brooklyn,  N.  Y.-^Improved  Basket  for  Berries.— Patent 
dated  May  14,  1861. — The  body  of  the  basket  is  constructed  of  thin  sheet  metal  cut  br 
means  of  dies  to  form  ribs  or  splints  bent  at  their  lower  ends  to  form,  in  connexion  witn 
circular  discs,  the  bottom  of  the  oasket. 

Claim. — A  basket  for  berries  constructed  of  sheet-metal  strips  or  plates  cut  and  bent  in 
the  form  as  shown,  and  used  in  connexion  with  the  plates  or  discs  B  C ;  ail  arranged  as 
■hown  to  form  a  new  and  improved  article  of  manufacture  for  the  purpose  specified. 

No.  32,325.— J.  N.  Wilson,  of  Mount  Bethel,  Fti.— Improved  Waeking  JVacAtne.— Patent 
dated  May  14,  1861. — ^The  rubbing  wheel,  having  its  upper  surface  provided  with  ribs,  is 

E laced  on  a  level  with  the  upper  part  of  the  suds  box,  and  is  encompassed  by  a  plate  which 
I  flush  with  the  upper  surface  of  the  wheeL    A  rotary  movement  is  given  to  the  wheel  upon 
which  the  clothes  are  placed,  bv  which  the  washing  is  effected. 

Claim. — The  combination  of  the  horizontal,  rotating,  rubbing  wheel  D  and  suds  box  B, 
arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  32,326.— Henry  Winter,  of  Hackney^  England.— Improoeif  Machine  for  Weighing 
5ac&s.— Patented  in  Eng^Iand  September  15,  1859.— Patent  dated  May  14,  1861.— At  the 
centre  of  a  skeleton  firamiug  a  toothed  rack  is  adjusted  looselv  in  a  vertical  position,  and  to 
one  side  of  the  bottom  of  the  rack  is  a  platform  to  receive  the  sack  or  other  weight  to  be 
raised.  Bv  means  of  toothed  pinions  and  gearing,  operated  by  a  crank,  the  weight  is  ndsed 
lo  any  desired  height. 

Claim. — ^A  machine  or  apparatus  of  the  eonstractkm  substantially  as  described  and  for 
the  purpose  set  forth. 

No.  32,327. — Charles  B.  Wood,  of  New  York,  N.  Y. — Improvement  in  Carriage: — 
Patent  dated  May  14,  1861.— Secured  to  each  side  of  the  carriage  body  is  a  metal  strap  con- 
nected at  one  end  by  thorough  braces  to  a  C  spring,  the  lower  ends  of  which  is  secured  to 
the  upper  part  of  an  elliptic  spring ;  to  the  inner  end  of  the  latter  is  attached  a  bar,  having 


an  eye  in  its  end  fitted  between  lugs  attached  to  the  metal  strap  on  the  carriage  body 
Ciaim.— The  arrangement,  in  the  manner  shown  and  ^escribed,  of  the  bar  G  and 
V,  with  the  springs  F  and  carriage  body  A,  all  as  set  forth. 
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No.  32,328. — George  Wood,  of  Strasbtirg,  Pa. — Improved  Field  BiieA;e/.— Patent  dated 
May  14,  1861. — This  inyention  relates  to  an  improvement  in  cans  or  buckets  for  carrying 
water,  and  it  consists  in  providing  tbo  upper  ana  under  sides  of  the  lid  with  grooved  adjust- 
able holders,  between  wmch  a  number  ot  tin  cups  are  made  to  slide  and  l^  held  by  their 
lx>ttom  edges. 

Claim. — ^The  lid  £,  wi^  slots  H  in  combination  with  the  grooved  adjustable  bars  F  ex- 
tending across  the  upper  and  lower  sides  of  the  lid,  for  the  purposes  set  forth. 

No.  32,329.— John  £.  WootteK,  of  Philadelphia,  Pa.— /fnprooe<<  Hydrostatic  Pressure 
indicator, — Patent  dated  May  14,  1861. — ^This  invention  consists  of  a  ram  operating  through 
a  permanent  solt'-tightening  packiujg,  and  in  a  cylindrical  opening  in  a  block  of  any  appro- 
priate shape  for  forming  a  communication  between  the  said  opemn^  and  the  space  beneath 
the  ram  of  a  hydrostatic  press,  in  combination  with  a  spring,  a  pomter,  a  graduated  index 
plate,  and  suitable  appliaoices  for  transmitting  the  motion  of  the  spring  to  the  pointer,  by 
means  of  which  the  exact  amount  of  pressure  on  the  ram  of  a  h^drwtatic  press  can  be 
ascertained. 

Claim, — ^The  ram  G,  the  cylindrical  opening  x  in  the  block  E,  and  the  permanent,  self- 
tightening  packing  A, 'when  the  said  block  is  of  an  appropriate  shape  for  forming  a  commu- 
nication between  the  said  opening  x  aira  the  space  l^neath  the  ram  of  a  hydrostatic  press, 
and  when  the  whole  is  comoined  with  an  elliptical  or  other  suitable  spring,  the  pointer  Q, 
graduated  index  plate  D,  and  the  devices  described,  or  their  equivalents,  for  transmitting 
Uie  motion  of  the  spring  to  the  pointer,  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  32,330.— Linus  Tale,  jr.,  of  Philadelphia,  Vd^—hmprovemtnt  in  LofA(#.— Patent 
dated  May  14,  1861.— The  piece  £  constitutes  the  key,  and  consists  of  a  small  steel  shaft, 
with  its  outer  end  provided  with  a  small  crank,  by  means  of  which  it  can  be  rapidly  rotated 
so  as  to  bring  the  tumblers  in  the  rcffiuired  position.  The  parts  D  D  are  the  tumblers,  the 
periphery  of  each  of  which  is  indented  with  a  series  of  notches  extending  around  it,  with  the 
exception  of  a  small  space  to  afford  a  stop  for  the  kev  ring,  and  to  count  off  the  position 
from.  The  piece  C  is  a  fence  and  bolt  guard  himg  to  the  bolt  by  means  of  a  screw  in  a  pro- 
jection ;  its  lower  part  forms  an  arm  so  arranged  that  when  the  bolt  is  unfairly  attempted  or 
the  tumblers  improperly  arranged,  the  said  arm  will  rise  and  abut  against  a  stop,  and  pre- 
vent any  further  i enaction  while  the  tumblers  remain  in  said  position. 

Claim. — I'iist,  the  piece  E,  or  its  equivalent,  used  in  the  manner  or  an  equivalent  manner, 
and  for  the  purpose  substantially  as  described. 

Second,  the  paits  D  D  D  D,  or  their  equivalents,  deriving  motion  In  the  manner  substan- 
tially as  described. 

Tnird,  the  piece  0,  or  its  equivalent,  with  its  arm  g^  for  the  purpose  and  object  described. 

No.  32,331.— Linus  Yale,  jr.,  of  Philadelphia,  Vv^,— Improvement  in  LociJw.— Pafent 
dated  May  14,  lb<>l. — ^This  invention  consists  in  the  application  to  locks  of  a  combination  of 
devices,  as  a  ratchet  wheel,  a  pin,  and  an  arm,  for  the  purpose  of  rendering  unavailing  any 
attempt  to  ascertain  the  differences  between,  or  position  of  the  tumblers,  levers,  or  stops. 

Claim. — The  application  to  locks  of  the  parts  £  el  e2  <<  and  M,  or  their  equivalents,  for 
the  purpose  and  object  substantially  as  descnoed. 

No.  32,332.— James  Young,  of  New  York,  N.  Y, ^Improvement  in  Electro-Magnetic 
Bathing  Apparatus, — Patent  dated  May  14,  1861. — ^The  nature  and  object  of  this  invention 
will  be  understood  from  the  claims. 

Claim. — First,  the  combination  of  a  bath  tub  with  non-conducting  sides  and  bottom,  with 
metallic  conducting  ends,  each  end  attached — the  head  to  the  positive  and  the  foot  to  the 
negative  pole  of  a  nolix,  or  vice  versa,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  employment  of  insulated  rock-shafU  6,  applied  in  combination  with  the  sup- 
porting rods  a  a',  and  with  the  tub  A,  substantially  as  described,  for  the  purpose  of  impart- 
ing to  the  tub  an  oscillating  motion,  while,  at  the  same  time,  its  insulation  is  preserved. 

ll'hird,  the  arrangement  of  the  adjustable  metallic  plates  i  t  ^  in  the  steam  jacket  £,  in 
combination  with  the  electro-magnet  M,  as  described,  for  the  purpose  of  supportino^  certain 
parts  of  the  body,  and  of  passing  the  current  through  certain  portions  of  the  body  of  the 
patient. 

Fourth,  the  combination  of  an  electro-magnet  M,  bathing  tub  A^  and  metallic  vessel  H, 
with  a  rose  m,  constructed  and  operating  as  and  for  the  purpose  set  forth. 

Fifth,  wrapping  tho  sponge  s'  round  a  copper  ball  s,  as  and  for  the  purpose  specified. 

Bixtb,  so  combining  the  swinging  tub  A,  switch  N,  and  electro-magnet  M,  that  by  the 
oscillating  motions  of  the  tub  the  current  is  changed. 

Seveuth,  the  combination  of  the  bathing  tub  A,  electro-magnet  M,  metal  strips  q  q*,  and 
brakes  r  rl  r2  r3  r4  r5  r6,  constructed  and  operating  substoutioily  as  and  for  tho  pui'pose 
set  forth. 

Eighth,  so  arranging  the  top  rail  a*,  on  the  sides  of  tho  tub,  that  the  same  projects  over 
inswle  and  outside,  in  the  manner  and  for  the  purpobo  described. 
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Nb.  32,333. — Charles  R.  Alsop,  of  Middletown,  Conn.,  assignor  to  J.  W.  Alsop,  of 
New  York,  N.  Y. — Improvement  in  Retoltfing  Fire  Arms. — Patent  dated  May  14,  1861. — 
This  invention  consists  in  a  means  of  obtaining  a  longitudinal  movement  of  the  manj- 
diambered  cylinder,  for  the  purpose  of  forcing  it  up  tightly  against  the  barrel,  to  make  a 
tight  joint  therewith  at  the  time  of  firing,  and  of  drawing  it  back  out  of  contact  therewith 
previous  to  its  rotary  movement.  It  also  consists  in  a  mechanism  for  effecting  the  cocking 
of  the  hammer,  the  rotation  and  stoppage  of  the  cylinder,  and  in  the  mode  of  applying  tbt 
trigger. 

Waim, — First,  combining  the  oscillating  cam  H  with  the  cocking  lever,  so  as  to  be  operated 
by  and  with  the  said  lever,  to  permit  the  backward  longitudinal  movement  of  the  cylinder, 
gubstantiallv  as  described. 

Second,  the  spring  K,  applied  and  operating  in  combination  with  a  stud  or  projection  A,  on 
the  side  of  the  oscillating  cam  H,  to  produce  Sie  necessary  movement  of  the  said  cam  to  giv* 
the  cylinder  the  forward  longitudinal  movement,  substantially  as  set  forth. 

Third,  effecting  the  cock  of  the  hammer  by  means  of  a  stud  or  projection  «  on  the  side  of 
the  oscilkting  cam  H,  substantially  as  specined. 

Fourth,  placing  the  spring  b  by  which  the  backward  longitudinal  movement  of  the  cylin- 
der is  produced  within  the  axis  pin  itself,  substantiftUy  as  and  for  the  purpose  specified. 

Fifth,  combining  the  axis  pin  D  with  a  pin  F,  Vhich  attaches  the  rammer  shell  to  tha 
frame  A  by  means  of  the  spring  b^  the  pin  c,  and  the  notch  e,  all  applied  and  operating  sub- 
stantially as  described. 

Sixth,  the  hanging  of  the  trigger  and  sera  on  the  axis  pin  of  the  cam  by  which  the  foi- 
ward  longitudinal  movement  is  produced,  substantially  as  described. 

Seventh,  the  hanging  of  the  cocking  lever  J  on  the  axis  pin  of  the  cam  by  which  the  fof- 
ward  longitudinal  movement  of  the  cylinder  is  produced,  substantially  as  described. 

Eighth,  the  employment  of  the  same  pin  I,  as  the  axis  of  the  cam  U,  and  the  fulcrum  of 
the  cocking  lever,  the  trigger  and  the  revolving  lever  or  dog,  substantially  as  specified. 

Ninth,  combining  the  axis  pin  I,  of  the  cam  bv  whi^h  the  forward  longitudinal  movement 
of  the  cylinder  is  produced,  with  the  movable  side  plate  of  the  stock,  by  means  of  the  cotmter- 
■unk  hole  in  the  said  plate,  and  the  screw  20  passinfi^  through  the  said  plate  and  screwing 
into  the  said  pin,  substantially  as  and  for  the  puriK>se  described. 

Tenth,  making  the  locking  and  stop  notches  i  i  in  the  periphery  of  the  rear  journal  of  tha 
rotating  cylinder,  substantiafiy  as  described. 

No.  32,334.— Moses  Ducharme,  of  Cohoes,  N.  T.,  assignor  to  Himself  and  George 
DUCHARME,  of  the  same  place. — Improvement  in  Locks, — ^Patent  dated  May  14,  1861. — 
This  invention  consists  in  the  combination  of  an  escutcheon,  shackle,  and  bolt,  all  constructed 
and  arranged  together  emd  with  a  single  spring,  which  at  once  forms  the  spring  tumbler  of  the 
bolt,  and  the  spring  by  which  the  escutcheon  is  made  to  hide  the  key-hole  and  lock  the 
shackle.  The  front  and  ijiack  plates  of  the  lock  are  secured  together  and  to  the  properly  perforated 
trunk  or  chest  by  means  of  notched  lugs  formed  upon  the  front  plate  in  connexion  with  cor- 
responding slots  in  the  back  plate,  so  that  the  lock  is  secured  together  and  to  the  trunk  by 
means  of  the  plates  alone,  and  can  also  be  removed  from  and  replfM»d  upon  the  trunk  by  tbo 
bands  alone  without  the  use  of  a  screwdriver  or  other  tool. 

C/aim.— The  combination  of  the  latch  bolt  A,  shackle  B,  escutcheon  C,  and  spring  tumbler 
and  escutcheon  spring  D  J,  all  constructed  and  arranged  substantially  as  shown  and  specified. 

Also,  the  construction  of  the  fiont  plate  £,  with  notched  lugs  y  and  the  back  plate  /i,  with 
corresponding  slots  z,  as  and  for  ther  purposes  set  forth. 

No.  32,335.— Charles  H.  Leffingwell,  of  Providence,  R.  I.,  assignor  to  Himself  and 
P.  B.  Carpknter,  of  North  Providence,  E.  L — Improvement  in  Boot-Legs, — Patent  dated 
Mav  14,  18(51. — The  leather  to  form  the  boot-leg  is  cut  in  the  form  shown  by  the  engraving, 
ana  elastic  gores  are  introduced  into  each  side  of  the  le^  in  such  a  manner  that  the  booi-leg 
will  accommodate  itself  to  conformation  of  the  ankle  ana  the  calf  of  the  leg. 

Claim, — A  boot-leg  constructed  of  the  pieo^  A  D  D  F  and  E,  cut  in  the  shape  represented 
in  the  drawings,  with  the  elastic  pieces  G  G  introduced  in  the  manner  and  for  the  purposes 
set  forth. 

No.  32,336.— C.  O.  Luce,  of  Brandon,  Vt ,  assignor  to  Himself,  F.  M.  Strong,  and  J.  F. 
Es^rABROOK,  of  the  same  place. — Improved  Washing  Machine. — Patent  dated  Mav  14, 1861. — 
The  bottom  of  the  tub  rests  ui>on  rollers,  and  is  provided  with  a  toothed  rin^,  wnich  receives 
motion  from  a  pinion  attached  to  an  arbor  provided  with  a  bevel  ^ear  meshing  with  a  corre- 
spondbig  gear  on  the  driving  shaft ;  this  shaft  carries  a  series  of  pinions  gearing  into  toothed 
racks,  secured  to  the  upper  ends  of  the  stems  of  the  pounders  placed  at  the  side  of  tho^b. 
As  the  tub  rotates,  the  clothes  are  brought  successively  under  the  pounders. 

Claim, — ^The  arrangement  of  the  racksj,  pinions  t,  shait  £,  and  rollers  /,  with  the  stems  &, 
pounders  F,  rotary  tuD  A,  shaft  D,  and  gearing/^  e  e  B;  ail  as  shown  and  described  for 
Uie^Hirposes  set  forth. 
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No.  32,337.— Ge(»16E  Murray,  of  ClsT^land,  Ohio,  assignor  to  Himself  and  Sarah  G. 
HiBBERT,  of  ibe  same  place. — Improvement  in  Water  Elevators. — Patent  dated  May  14, 
1861. — The  bottom  of  the  backet  is  proYided  with  a  valve  on  its  upper  and  lower  sides,  tho 
two  bein?  connected  by  a  piece,  one  side  of  which  is  shorter  than  the  other,  so  that  when  one 
valve  is  horizontal  the  other  is  inclined.  As  the  bucket  is  raised  full  of  water,  the  under 
valve  comes  in  contact  with  a  division  in  the  curb  and  parallel  with  the  bottom  of  the  spout, 
which  raises  the  upper  valve  and  allows  the  water  to  flow  into  the  spout.  The  rope  is  pre- 
vented from  slipping  by  being  compressed  between  the  puUey  and  a  roller  against  which  the 
pulley  bears. 

Claim. — First,  the  circular  spout  N  N*,  in  combination  with  the  double  oblique  valvBS  L 
L',  when  the  same  are  constructed,  arranged,  and  operated  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  pulleys  C  D,  for  the  purpose  of  compressing  the  rope  in 
order  to  prevent  its  slipping,  as  specified. 

No.  32,338.— Joseph  Neumaitn,  of  Philadelphia,  Pa.,  assignor  to  Geo.  W.  Robertson, 
of  the  same  place. — Improvement  in  Hydrants, — ^Patent  dated  Mav  14,  1861. — Attached 
immediately  to  and  around  the  upper  part  of  the  barrel  of  the  cock,  and  within  the  usual 
hydrant  case,  is  a  short  tubular  case  or  euard  so  constructed  as  to  enclose  the  upper  joint  of 
toe  cock  in  a  water-tight  manner,  by  which  means  earth  or  sand,  which  cause  grinding  away 
and  consequent  leakage,  are  prevented  from  coming  in  contact  with  the  said  jomt. 

Claim, — The  case  or  guard  B,  in  combination  with  the  upper  end  of  the  barrel  of  a  hydrant 
cock,  the  said  case  or  euard  being  constructed  and  applied  to  the  cock,  substantially  ip  the 
manner  described  and  &r  the  purpose  specified. 

No.  32,339.— John  Range,  of  Meriden,  Conn.,  assignor  to  J.  and  £.  Parker,  of  the 
same  place. — Improved  Thumb  Latch. — ^Patent  dated  l^Iay  14,  1661. — This  invention  consists 
of  a  slide  bolt  provided  with  a  double-beveled  surface,  against  which  the  thumb  piece  of  the 
latch  acts,  the  bolt  being  fitted  to  a  frame  or  plate  and  provided  with  a  spring  and  button,  the 
whole  so  ananged  as  to  be  capable  of  being  applied  to  either  a  right  or  leU  hand  door,  and 
of  being  locked  or  buttoned  at  the  side  on  wnich  the  slide  bolt  is  pl^ed. 

Claim. — The  slide  bolt  B,  attached  to  a  frame  or  plate  A,  and  provided  with  a  spring  J, 
and  the  central  bow-shaped  part  having  doubted-beveled  surfaces  h  b',  in  connexion  with  the 
thumb  piece  D,  and  witn  or  without  the  button  G,  as  and  for  the  purpose  set  forth. 

No.  32,340.— Sheridan  Roberts,  of  Cleveland,  Ohio,  assignor  to  Himself  and  Alfred 
Adams,  of  the  same  place. — Improved  Barrel. — ^Patent  dated  May  14, 1861. — ^The  cylindrical 
portion  of  the  barrel  is  formed  of  sheets  cut  from  the  surface  of  a  solid  cylinder,  and  the  bul^ 
is  formed  bv  cutting  out  gores  or  wedge-shaped  pieces  from  each  end,  leaving  the  middle 
whole,  so  that,  bringing  the  cut  ends  together  by  means  of  hoops,  the  barrel  will  have  the 
desired  bulge. 

C/oim.— The  making  of  the  cylinder  part  of  barrels  of  a  volute  piece  or  pieces,  having  gore 
or  wedge-shaped  pieces  cut  from  each  end  as  described,  for  the  purpose  of  forming  the  proper 
bulge  to  the  body  of  the  barrel,  in  the  manner  set  forth  and  described. 

No.  32,341.— W.  Dewees  Wood,  of  Wihnington,  Del.,  assignor  to  A.  Wood,  of  Phila- 
delphia, Pa. — Improvement  in  the  Manufacture  of  Sheet  Iron. — Patent  dated  May  14,  1861. — 
This  invention  is  explained  by  the  claim. 

Claim. — First,  removing  the  scales  of  oxide  of  iron  from  the  plate  of  iron  in  the  manufacture 
of  sheet  iron,  by  annealing  it  and  then  passing  it  successively  between  corragated  and  plain 
rolls  or  presses,  substantially  as  described. 

Second,  the  coating  of  the  plates  of  iron  with  graphite  or  plumbago,  or  other  carbonaceous 
matter,  ground  in  oil  prior  to  the  finishing  process,  in  the  manner  and  for  the  purpose  sub- 
stantially as  set  forth. 

Third,  the  coating  of  the  rolls  with  graphite  or  plumbago,  or  other  carbonaceous  matter 
ground  in  oil,  for  the  purpose  of  finishing  the  otiter  surfaces  in  the  manner  described. 

No.  32,342.— Lewis  L.  Miller,  of  Jersev  Shore,  Pa. — Improved  Washing  Machine.^ 
Patent  dated  May  14,  1861. — A  corrugated  rubber  is  attached,  by  means  of  arms,  to  a  shaft, 
the  ends  of  which  are  joumaled  in  the  upper  part  of  a  slide,  which  moves  in  uprights  secured 
to  the  sides  of  the  tub.  To  the  lower  part  of  the  slide  is  attached  the  end  of  a  volute  spring, 
which  serves  to  keep  the  rubber  do^vn  upon  the  clothes ;  the  pressure  may  be  regulated  by 
means  of  a  lever  fulcrumed  so  as  to  raise  the  slides  and  rubber  as  may  be  desired.  Fitted  in 
boxes  inside  of  the  tub  are  rollers,  the  boxes  being  composed  of  two  metallic  plates  of  seg- 
mental form,  having  holes  to  receive  the  gudgeons  of  the  rollers  forming  the  concave. 

C7aim.— First,  the  arrangement  of  the  rubber  E,  handle  II,  slides  I,  studs  i,  volute  springs 
K,  and  hand  lever  J,  the  whole  being  constructed,  combined,  and  operated,  in  the  manner 
and  for  the  purposes  shown  and  explained. 

Second,  the  combination  and  arrangement  of  the  boxes  L  L,  rollers  D  D,  and  tub  A,  con- 
stmcti^  and  applied  in  the  manner  and  for  the  purposes  shown  and  explained. 
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No.  32,343.— M.  L.  Baker,  of  Milford,  N.  T.— /mprowd  Appmratuifor  BRlking  Cowt.^ 
Patent  dated  May  21,  J  861. — ^This  inveDtion  confiists  in  the  use  of  two  pumps  arranged  with 
a  receiving  chamber,  valyes  and  conducting  tubes,  the  reserroir  being  provided  with  a  valve 
operated  bv  a  lever  for  the  admission  of  air,  so  that  the  device  may  roadliy  be  detached  firom 
me  teats  of  the  cow  in  case  the  latter  becomes  unruly. 

C/a»m.— The  two  cylinders  A  A',  provided  with  plungeiB  C  C,  sacks  D  D,  and  valves  a  mf 
ecy  in  combination  with  the  tubes  B  E  and  the  reservoir  F,  with  teat  tubes  G  attached,  all 
being  arranged  for  joint  operation,  as  set  forth. 

Also,  the  valve  H  in  the  reservoir  F,  arranj^  substantiaUy  as  shown,  to  effect  a  readj 
detachment  of  the  teat  tubes  G  from  the  teats  of  the  animal,  as  set  forth. 

No.  32,344.— Walter  Baker,  of  West  Winsted,  Conn.— AnjmnwiiieflU  tii  Manttfattmre  of 
Hoes. — ^Patent  dated  May  21,  1861. — ^This  invention  consists  in  a  method  of  constructing  th« 
eye  and  blade  of  the  hoe  from  a  single  piece  without  welding.  A  piece  of  metal  plate  having 
a  hole  punched  in  it  is  placed,  after  bemg  properly  heated,  on  a  perforated  anvil  or  die-plate, 
with  the  hole  just  under  the  point  of  a  tapering  aio  or  sinker,  grooved  at  its  lower  ena,  and 
attached  to  a  drop.  The  eye  is  formed  by  the  continued  action  of  the  die  as  it  is  dropped, 
when  the  blade  is  drawn  out  and  properly  shaped. 

Claim. — As  an  improved  article  of  manufacture  a  hoe  formed  from  a  single  piece  of  metal, 
in  the  manner  substantially  as  shown  and  described. 

No.  32,345.— Roberts  Bartholow,  of  U.  8.  Army,— improved  Water-vroof  Cartridge, — 
Patent  dated  May  21,  1861. — This  invention  consists  m  the  combination  or  nitrate  of  potaes% 
charcoal,  sulphur,  and  chlorate  of  potassa,  reduced  to  apowder,  and  incorporated  with  the 
collodion  tincture  of  shellac  to  a  semi-fluid  consistency.  Tue  mixture  is  then  put  into  suitable 
moulds  and  allowed  to  harden.  When  dry,  the  cartndges  are  coated  with  the  collodion  tino- 
ture  of  shellac 

Claim. — ^The  within-described  solid  water-proof  cartridge,  made  in  the  manner  and  for  Uie 
purpose  herein  specified. 

No.  32,346.-0.  E.  Beattt  and  C.  8.  Beattt,  of  Norwalk,  C<nm.'^ImprovemmU  in 
Apparatus  for  Forming  Hat  Bo(fie9.— Patent  dated  Blay  21, 1861.— The  hat-block  resta  upoo 
a  screw  which  passes  Uirough  the  lower  bar  or  bed  piece,  and  fitted  m>on  rods  which  connect 
the  upper  and  lower  pieces  together  is  the  steam  bed,  which  is  maae  of  metal,  and  has  an 
annular  recess  in  it  which  serves  as  a  steam-chest  Upon  tliis  bed  is  an  annular  clamp,  within 
which  is  a  smaller  clamp.  These  clamps  are  held  down  by  screws  passing  through  the  top 
piece,  and  serve  to  retain  the  felt,  which  ia  pressed  up  by  means  of  the  hat-block,  operated  by 
the  lower  screw. 

Claim. — ^The  steam  hat-block  E,  steam  bed  D,  and  the  clamps  Q  I,  arranged  for  joint 
operation,  substantially  as  and  forihe  purpose  set  forth. 

No.  32,347.— Harry  8.  Bartholomew,  of  Bristol,  CoJUL-^Improved  Ball  Brace.— Patent 
dated  May  21,  1861. — ^This  invention  consists  in  applying  and  holding  in  place  the  tubular 
oval  or  ball-shaped  hand-block  of  curved  brace-bit  stocks  without  cutting  the  ball  in  two, 
which  is  effected  by  slipping  the  block  over  the  metal  rod  before  it  is  bent  in  the  form 
required,  and  confining  it  near  the  centre  of  the  rod  by  means  of  two  ring-collars,  which  are 
shrunk  or  otherwise  fastened  on  the  rod  at  each  end  of  the  ball. 

Claim, — A  ball-brace  A',  made  of  a  single  straight  rod  A,  and  with  an  undivided  ball  B 
fitted  upon  its  bow-shaped  portion,  substantially  as  and  for  the  purposes  described. 

No.  32,348.— C.  Bixler,  of  Eoffersville,  C^-^Improvement  in  Water  Elevators.— 'T&ieni  dated 
May  21,  llB61. — ^To  the  bottom  of  a  well  is  secured  a  box  of  any  desired  capacity,  made  open 
at  the  top  and  closed  at  the  bottom,  the  latter  beinj^  provided  with  an  inlet  valve.  At  the  side 
of  the  box  near  the  bottom  is  an  outlet  valve.  Within  the  box  is  a  solid  pinton  attached  to  a 
rod,  which  latter  passea  through  the  floor.  The  piston  is  raised  by  means  of  a  roi>e  or  chain 
upon  a  shaft  in  tne  well-curb,  which  causes  the  box  to  be  filled  with  water.  As  the  piston 
descends  it  forces  the  water  through  the  lower  part  of  the  box  into  a  pipe  at  its  side,  wlience 
it  may  be  carried  by  pipes  to  any  convenient  place  for  service. 

Claim. — ^The  combination  of  box  A,  chamber  B,  and  valves  a  and  e,  pipe  C,  with  the 
weighted  piston  D,  rod  £,'rope  or  chain  g,  shaft  A,  gear-wheels  i  and  /r,  and  crank-shaft  m. 
all  arranged  in  the  manner  and  operating  as  a  whole,  for  the  purpose  herein  described  and 
shown. 

No.  32,349. — George  Bruce,  sen.,  of  Sing  Sing,  N.  Y. — Improvement  in  Burglar 
Alarms. — ^Patent  dated  >Iay  21,  1861. — ^To  each  side  of  an  upright  standard  is  secured  an 
arm,  having  on  their  undersides  a  brace  attached  thereto  by  a  joint  One  of  these  arms  ia 
set  against  tne  door,  and  the  other  penetrates  the  floor,  so  as  to  prevent  the  upright  from  being 
pushed  back.  On  the  upper  end  of  the  upright  is  a  plate  to  which  may  be  attached  a  smaB 
pistol-barrel  or  belt  and  a  gim-lock  hammer,  so  arranged  that  upon  an  attempt  being  made  to  • 
open  the  door  the  hammer  will  be  actuated  and  cause  an  alann  to  be  given. . 
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CUdm, — ^The  combination,  for  the  porpoae  specified,  of  the  anns  D  E,  the  npiieht  A,  ham- 
mer H,  and  *'8ere"  K,  with  a  fire-orm  barrel  J,  or  a  bell,  or  oUier  aUrm-souuding  devioe. 
vranged  to  be  operated  bj  the  hammer,  labetantially  as  set  forth. 

No.  32,350.— E.  W.  Bcllard,  of  Barre,  U»B8,~-hnprovem9nt  in  Muchines  for  Turning 
and  Spreading  Hay. — Patent  dated  Maj  21,  1861. — ^The  forks  are  attached  at  their  lower 
ends  to  a  crank-shafl,  so  arranged  as  to  brin^  the  forks  to  the  eround  successively.  Their 
apper  ends  are  pivoted  to  swing-holders  which  are  jointed  to  the  rear  of  the  frame.  The 
crank-shaft  is  driven  bj  a  belt  operated  bj  the  wheel.  To  the  lower  ends  of  the  forks  are 
attached  tines  or  prongs,  formed  oj  making  a  loop  in  the  middle,  then  winding  a  short  coil 
on  each  side,  the  ends  bein^  fastened  bj  a  pin,  so  that  the  prongs  are  allowed  to  turn  forward 
^  loosely,  but  held  from  turmng  back  except  by  their  spring. 

Claim, — Giving  a  number  of  forks,  arranged  to  operate  successively  a  backward  and  foi- 
ward  motion  by  means  of  the  crank  shaft,  or  similar  mechanism,  when  constracted  and 
operating  substantially  in  the  manner  and  so  as  to  accomplish  the  purposes  set  forth. 

A]so,  the  prongs  P,  when  constructed  as  described  and  used  in  combination  with  the  arms 
or  forks  O,  in  the  manner  and  for  the  purpose  specified. 

No.  32,351.— Albert  S.  Clark,  of  Dryden,  N.  Y. —Improved  Sled  BraA:e.— Patent  dated 
Biay  21,  1861. — ^Attached  to  the  runner  of  the  sled  is  a  bent  arm,  having  at  its  lower  end  a 
claw,  its  upper  end  being  provided  with  a  slot,  in  which  works  ft jpin  on  the  end  of  a  linlg 
which  is  connected  with  a  fever  near  the  forward  part  of  the  sled.  By  actuating  the  lever  th« 
claw  is  forced  down  upon  the  g^round. 

Claim, — The  combination  of  link  £  and  beam  H  with  the  slotted  arm  D,  the  whole  being 
constructed  and  arranged  as  and  for  tho  purposes  herein  shown  and  described. 

No.  32,352.— W.  C.  Cook,  of  Appleton,"Ww.— /m;>roi?e<f  I?crf-5pnn^.— Patent  dated'May 
21,  1861. — The  springs  are  arranged  in  duuns  secured  in  parallel  rows  to  the  head  and  foot- 
xaUs.  These  chains  consist  of  &ops  and  links  formed  of  two  parallel  arms  and  a  curved 
transverse  portion,  the  loops  being  kept  in  an  inclined  position,  as  shown  by  the  engraving. 

C/oim.— Constructing  tne  bed-snrinffs  of  loops  d  and  links  aah,  formed  of  wire  and  coft> 
nected  together,  as  herein  desoribea  ana  shown. 

No.  32,353.— Robert  CoRNELHTS,  of  Philadelphia,  Pa.— /mprovemeiit  tn  Eleetrophoms,-^ 
Patent  dated  May  21,  1861. — ^The  metallic  plate  of  the  electrophorus  is  constructed  with  a 
cover  of  leather  or  other  proper  exciting  material,  so  that  by  simply  sliding  the  two  platet 
together  for  an  instant,  the  electricity  shall  be  excited  through  the  leather,  obviating  the  ne- 
cessity of  employing  a  separate  rubber. 

Claim. — ^The  covering  of  the  whole  or  a  part  of  the  face  of  the  metallic  plate  B  with  leather 
at  similar  material,  substantially  as  above  described. 

No.  32,354.— Robert  Cornelius,  of  Philadelphia,  Fe^— Improved  Frietional  ElectriM 
Machine. — Patent  dated  May  21,  1861. — ^The  electric  generators  enclosed  in  cases  are  so  con- 
structed that  the  rubber  is  connected  externally  with  the  spring  and  with  the  o^usting  appor 
ratus,  or  with  either,  instead  of  having  these  parts  enclosed  within  the  case.  The  rubber  is 
constructed  with  an  elastic  backing  of  leather  or  cloth,  having  a  tin  or  metallic  foil  interposed 
between  the  leather  and  the  packing,  for  the  purpose  of  maintaining  the  full  elasticity  of  the 
rubber,  and  at  the  same  time  retaining  its  ^ciency  as  a  generator  of  electricity  by  the  em- 
ployment of  the  metal  foil.  A  spring  and  an  af^ustinff  screw  are  so  arranged  as  to  maintain 
an  uniform  and  regular  pressure  of  ue  rubber  upon  the  revolving  disk  in  the  case.  Around 
each  surtace  of  the  disk  is  placed  a  series  of  grooves,  for  the  purpose  of  rendering  its  action 
in  ffenerating  electricity  more  prompt  at  the  first  start 

Claim. — First,  applying  the  spring  or  adjusting  screw  to  the  rubber  outside  of  the  case,  and 
bringing  the  same  into  action  througn  the  case. 

Second,  the  employment  of  the  elastic  backing  for  the  rubber  in  combination  with  the  me- 
tallic foil  placed  between  the  back  of  the  rubber  and  elastic  cushion. 

Third,  tne  placing  of  the  elastic  cushion  in  a  recess  of  the  case,  or  in  a  metallic  box  made 
to  fit  in  a  recess  in  tne  case. 

Fourth,  the  employment  of  the  circular  spring  k  in  combination  with  the  rubber. 

Fifth,  the  combination  of  the  adjusting  screw  h  and  the  circular  spring  k,  arranged  and 
operated  as  above  described. 

Sixth,  attaching  the  leather  h/dng  of  the  rubber  directly  to  the  fachig. 

Seventh,  the  manner  of  constructmg  and  attaching  the  collecting  piece  o  between  the  two 
grooves  in  the  box,  substantially  as  described. 

Eighth,  the  employment  of  a  series  of  grooves  around  the  surface  of  the  disk,  for  the  puiw 
pose  described. 

No.  32,355.— JonN  J.  Crooke,  of  New  York,  N.  Y. — Improvement  in  the  Manufmttnre 
of  Tin  f'oi/s.— Patent  dated  May  21, 1861.— This  invention  is  desired  to  produce  long  sheets 
or  webs,  or  ribbons  of  compound  foil,  with  smooth  edges,  and  having  a  uniform  and  uninter- 
rupted tin  surface. 
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Ctaim. — The  combined  process,  snbstanfially  w  fa«nihi  described,  for  producing  ribb<te  or 
webs  of  compound  foil,  viz.,  by  first  welding  the  lead  and  tin  together,  and  then  reducing  in 
thickness  by  rolling.  Secondly,  by  trimminig  the  edges  and  shearing  ofi*  the  exposed  lead ; 
and,  thirdly,  by  reducing  the  trimmed  sheets  or  ribbons  into  webs  or  riobons  of  foil  by  rolHug, 
each  of  these  steps  of  the  process,  and  the  proosss  as  a  wbole»  being  substantially  such  as 
hereinbefore  set  forth. 

No.  32,356.— Henry  G.  Crowell,  of  Roxbuiy,  litm,— Improvement  in  Pvinvs.— Ptiient 
dated  May  21,  1861. — Attached  to  tho  lower  end  of  a  revolving  shaft,  and  under  the  platform, 
is  a  three-armed  cam,  the  ends  of  the  cams  being  provided  with  friction  wheels^  which  ase 
made  to  operate  two  vibrating  arms  attached  by  pivots  at  one  end  to  tho  under  side  of  the 
platform ;  the  other  ends  of  these  arms  are  connected  by  a  metal  strip,  so  as  to  bring  the  arms 
into  a  position  to  be  acted  upon  alternately  by  the  cam  wheels.  To  the  vibrating  ends  of  tba 
arms  are  attached  ropes,  which  pass  over  pulleys  and  are  secured  to  the  ends  of  the  pump 
lever,  by  which  means,  as  the  shoi  t  is  rotated,  motion  will  be  given  to  the  pump  lever,  which 
actuates  thepiston  rods. 

Claim. — The  combination  and  arrangement  of  the  cam  wheel  C,  arms  £  and  F,  connecting 
■trip  G,  ropes  or  chains  J  and  K,  pulleys  I  L  and  3^  and  pump  brake  or  lever  S,  substau- 
I  tially  as  and  for  the  purpose  described. 

No.  32,357. — Calvin  Cutler,  of  Tonawando,  N.  T. — Improved  Device  for  Hiving  BeeOk — 

Patent  dated  May  21,  181)1. — ^This  invention  consists  of  a  box  having  at  one  end  an  openhig 
provided  with  a  sliding  door,  and  an  opening  in  the  top.  The  sides  and  one  end  of  the  box 
are  covered  with  wire  netting,  for  the  admission  of  liffnt.  This  box  is  fastened  to  the  hive 
by  hooks,  and  the  swarm  is  allowed  to  pass  through  tae  lower  opening  to  a  hive  placed  upon 
the  top  of  the  box. 

Claim. — ^The  above  described  swarm-catcher,  when  attached  to  a  bee-hive  and  constructed 
and  operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,358. — ^W.  FREEMAN,  of  Mount  Cannel,  Conn. — Improvement  in  Lamps. — Patent 
dated  May  21,  1861. — ^Tho  upper  part  of  the  body  of  the  lamp  is  provided  with  an  air  or 
draught  passage  on  each  side^  the  tops  of  which  passajg^s  are  perforated  and  the  perforations 
covered  by  guards  or  flaps,  for  the  purpose  of  preventing  the  flame  from  flickering  when  the 
lamp  is  moved. 

Claim. — In  connexion  with  the  draught  passages  B  6  and  ring  E,  provided  with  the  de- 
flector H,  the  guards  or  flaps  c  c  placed  over  the  openings  or  perforations  6  6,  to  operate  as 
and  for  the  purpose  set  fortL 

No.  32,359.— Samuel  Fulton,  of  Conshohoeken,  Pa. — ImprovemmU  in  Casting  Pipe. — 
Patent  dated  May  21,  1861. — ^This  invention  consists  in  the  use  of  a  flask  and  pattern,  the 
former  having  its  internal  diameter  greater  than  the  external  diameter  of  the  pipes,  and  by 
means  of  any  suitable  power  drawn  vertically  through  the  flask  while  the  latter  is  supplied 
with  sand,  thereby  forming  tho  mould  without  the  operation  of  **hand  ramming."  The  flask 
is  provided  with  slides  at  suitable  points  to  admit  of  boss  patterns  being  applied  to  the  pat 
tern,  for  the  purpose  of  forming  the  mould,  so  thai  the  bosses  may  be  cast  on  the  pipes.  A 
ring  or  bead  pattern  is  also  used  in  connexion  with  a  joint  in  the  flask,  so  as  to  enable  the 
mould  to  bo  so  formed  that  the  pipes  may,  when  required,  be  cast  with  beads  at  one  end. 

Claim, — First,  forming  moulds  for  casting  pipes  by  drawing  up  vertically  through  a  proper 
flask  A  a  pattern  B  while  the  sand  is  being  poured  into  the  flask,  the  pattern  being  formed 
substantially  as  described,  so  as  to  compress  tha  sand  without  any  ramming  or  other  tieat- 
ment  thereof. 

Second,  forming  the  flask  A  of  three  parts  a  h  and  s,  the  part  a  being  smooth,  and  the  parts 
h  and  c  provided  with  internal  rings  or  projectioni^  to  operate  as  and  ior  the  purposes  set 
forth. 

Third,  in  connexion  with  the  two  parts  a  and  (  of  the  flask,  the  ring  C,  provided  with  the 
bead  k\  arranged  as  and  for  the  purpose  specified. 

Fourth,  the  boss  patterns  m,  when  inserted  through  slides  I  in  the  sides  of  tho  flask  and 
adjusted  to  the  pattern  B,  as  and  for  the  purpose  set  iorth. 

No.  32,360.— B.  A.  Goodyear  and  L.  A.  Spraoue,  of  Binghamton,  N.  Y. —Improvement 
in  Skates. — Patent  dated  May  21,  ItiGl. — ^The  foot-stand  and  skate-iron  are  connected  together 
by  supporting  rods,  pivoted  to  the  stand  and  iron  in  such  a  manner  as  to  admit  only  of  a  ves- 
tical  motion.  Between  each  rod  and  the  foot-stand  is  secured  a  wedee-shaped  block  of  India- 
rubber,  by  means  of  which  a  vielding,  elastic  motion  is  allowed  to  the  foot-stand. 

Claim. — A  skate  that  has  the  runner  and  foot-stand  connected  by  jointed  arms  D  E,  with 
elastic  material  G'  between  the  arms  and  the  foot-stand,  and  otherwise  made  substantially  as 
herein  shown  and  described. 

No.  32,361.— Henry  A.  Hall,  of  Boston,  Mass.— ^/mn^  Portable  Fi/fer.— Patent  dated 
May  21,  1861. — This  invention  will  be  understood  by  reference  to  the  claim  and  engraving. 

C7atm.— A  portable  filter,  constmcted  of  an  India-rubber  tube  A,  perforated  cap  B,  neck  a 
flexible  tube  C,  and  mouth-piece  D,  as  hexein  descnbed  and  shown. 
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No.  32,362.— Charles  Harastthy,  of  San  Francisco,  Cal^Improrement  in  FortaUt 
Water- Ga^  Apparatus, — Patent  dated  May  21,  lJ?Gl. — In  the  front  part  of  the  stove,  and 
resting  npon  the  grate,  are  two  cylinders  e  «,  which  contain  charcoal  for  the  dei'omposition  of 
the  steam,  and  are  connected  by  a  tube  with  the  boiler.  A  retort  is  placed  in  the  rear  of  the 
fire-chamber,  and  gas,  as  it  b  generated,  passes  into  a  gasometer.  Tne  apparatus  is  designed 
to  be  attached  to  a  parlor  or  cooking  stove. 

Claim. — ^The  combination  of  the  cylinders  c  e  with  the  retort  F,  boiler  &,  and  tnbo  g,  in 
connexion  with  a  stove  nsed  to  produce  gas  as  well  as  for  heating,  cooking,  and  baking,  sub- 
stantially as  described,  and  for  the  uses  and  purposes  set  forth. 

No.  32,363. — Charles  Y.  Heckler,  of  Philadelphia,  Pa.— /mprorcnte««  in  Copying 
Presses, — Patent  dated  May  21,  1861. — The  parts  of  which  this  pitiss  is  composed  are  con- 
structed and  arranged  with  a  view  of  affording  ready  access  to  the  space  between  the  platen 
and  base  of  the  press— of  applying  pressure  to  the  platen  without  the  necessity  of  securing 
the  base  of  the  press  to  a  table  or  disk— of  rendering  the  platen  self-accommodating  to  the 
copying  book — of  adjusting  the  platen  and  lever  for  operating  the  same  to  books  which  differ 
sllg^htly  in  thickness,  and  of  retaining  the  operating  lever  and  platen  in  an  elevated  position 
wmle  the  book  is  being  adjusted  to  the  base. 

Claim. — First,  the  base  A,  the  overhanging  arm  B,  platen  C,  and  the  lever  D,  or  other 
equivalent  device  for  applying  prt^ssure  to  the  platen,  the  whole  being  arranged  substantially 
as  set  forth,  for  the  purpose  specified. 

Second,  the  bell  cranx-lever  D,  hung  to  the  overhanging  arm  B  and  provided  with  a  roller 
/,  in  combination  with  the  platen  C,  its  projection  </,  and  elongated  opening  for  the  reception 
of  the  pin  which  hinges  the  platen  to  the  arm  B,  the  whole  b^ng  arranged  substantially  as 
and  for  the  purpose  herein  set  forth. 

Third,  the  lever  D,  with  its  projecting  pins  j,  in  combination  with  the  platen,  its  projections 
E  and  £^  and  the  lips  m  m  of  the  latter,  the  whole  being  arranged  substantiaUy  as  and  for 
thepurpose  herein  specified. 

Fourth,  the  adjustable  wedge-formed  plate  A,  applied  to  the  platen  and  arranged  in  respect 
to  the  roller  /  of  the  lever  D,  as  described,  for  the  purpose  herein  set  forth. 

Fifth,  the  pin  x  on  the  lever  D,  when  arranged  in  respect  to  the  orifice  y  in  the  end  of  the 
overhanging  arm  B,  as  described. 

No.  32,364.— F.  L.  Hedenberg,  of  New  York,  N.  Y.— /mprowrf  Fireplace  Heater.-^ 
Patent  dated  May  21,  1861. — Projecting  forward  over  the  grate  is  a  perforated  draught -plate, 
behind  which  is  a  perforated  sliding-plate,  so  arranged  as  to  serve  as  a  i-egulator,  to  cause  the 
gases,  &c.,  to  pass  through  the  draught-plate  or  over  the  same.  Underneath  the  extension 
flue  and  behind  the  grate  is  a  wedge-shaped  drum,  between  which  and  the  back  plate  of  the 
grate  is  an  air-chamber,  to  which  air  is  admitted  at  the  bottom,  and,  after  being  heated,  may 
be  conveyed  to  an  upper  room. 

Claim. — The  open  grate,  the  draught-plate,  the  extension  flue,  the  drum  and  air  space  be» 
twcen  it  and  the  back-plate,  and  the  connecting  passages,  when  arranged  and  operating 
together,  substantially  as  herein  described  and  for  the  purpose  set  forth. 

No.  32,365.— WttLiAM  Cleveland  HiCKS,  of  Boston,  'biBs^.—Improved  Blind  Fastening.-^ 
Patent  dated  May  21,  1861. — This  invention  consists  in  attaching  a  spring  to  a  plate  on  the 
top  of  each  blind  or  shutter,  so  as  to  hold  them  either  open  or  shut. 

Claim. — The  within-described  blind  fastening,  consisting  of  the  ^ring  C  united  to  the  two 
halves  of  the  blind,  as  set  forth,  for  the  purpose  specified. 

No.  32,366.— George  W.  Hildreth,  of  Lockport,  N.  Y.^ Improvement  in  Cultivators.-- 
Patent  dated  May  21,  1861. — The  cultivator  is  made  to  expand  and  contract  by  means  of 
horizontal  slide  irons  lapping  upon  each  other,  with  a  bolt  passing  through  slots  to  hold  them 
at  any  desired  point ;  connected  to  the  ends  of  these  horizontal  irons  are  two  additional  slotted 
irons,  crossing  each  other  upwards,  and  secured  in  any  desired  position  to  a  post  on  the  centre 
bar,  for  the  purpose  of  giving  additional  strength  to  the  macnino  when  adjusted  to  various 
widths. 

Claim, — The  double  slide  irons  F  F',  or  their  equivalents,  with  the  horizontal  slide  irons, 
when  used  to  form  a  triangular  contracting  or  expanding  truss  for  strengthening  the  culti- 
vator, as  herein  set  forth. 

No.  32,367.— Triphena  P.  Hornbrook,  of  Wheeling,  Va. — Improvement  in  Bu  Hives, — 
Patent  dated  May  21,  1861. — ^The  feeding-box  is  attached  to  the  door  of  the*  outer  case  in  such 
a  manner  that  it  can  bo  removed  at  pleasure,  and  is  in  such  a  position  that  when  the  outer 
door  is  closed  the  feeding-trough  shall  be  in  contact  with  the  front  of  the  hive,  so  that  the 
bees  can  come  out  and  teed  if  necessary. 

Claim, — Enclosing  the  whole  hive,  when  constructed  and  arranged,  as  herein  specified, 
within  an  outer  case,  in  combination  with  the  detachable  feed-trough  attached  to  the  door  of 
the  outer  case,  the  several  parts  being  arranged  as  and  for  the  purposes  specified. 
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Ko.  32,368.— -George  H.  Horstmann,  of  Philadelphia,  Ta.— Improved  Dust  Pan.^ 

Patent  dated  Maj  2J,  1861. — ^Thc  lower  portion  of  the  pan  consists  of  an  inclined  tray  with 
sides,  and  a  reservoir  which  is  covered  by  a  plate,  to  the  front  edge  of  which  is  lungtKi  a  lid 
that  R'sLs  on  the  sides  of  the  tray.  Near  the  liin^  of  the  lid  is  secured  a  bent  ann  projecting 
into  the  reservoir,  and  a^inst  which  arm  bears  the  lower  end  of  a  rod  arranged  to  move  freely 
within  a  hollow  vertical  btem  secured  to  the  top  plate,  so  that  the  dust  can  be  swept  into  the 
pan ;  the  pan  can  be  moved  about  by  means  of  the  handle,  and  the  cover  made  to  close  at  the 
same  time ;  all  without  the  necessity  of  stooping. 

Claim. — First,  the  pan  A,  comprising  the  tray  a  and  reservoir  6,  when  combined  with  snch 
a  stem  that  the  pan  can  be  removed  from  place  to  place,  without  the  necessity  of  stooping  to 
the  extent  required  in  handling  ordinary  dust  pans. 

Second,  the  pan  A,  formed  and  constructeJ  substantially  as  described,  its  lid  f,  elevated 
stem  D,  and  the  devices  herein  described,  or  their  equivalents,  for  operating  the  said  lid,  in 
the  manner  and  for  the  purpose  herein  specified. 

No.  32,369.— Thomas  H.  Hoskings,  of  Detroit,  Mich.— /mprorerf  Machine  for  the  Appli- 
cation  of  Man- Power, — Patent  dated  May  21,  1861. — ^This  invention  consists  in  the  combina- 
tion with  a  main  wheel  of  a  frame  to  which  is  attached  a  platform  so  arranged  that  a  man,  by 
means  of  his  own  weight  in  connexion  with  his  power  exerted  upon  the  driving  wheels,  may 
impart  a  steady  and  uniform  amount  of  motion  to  a  pulley  through  the  medium  of  a  series 
of  gearing  wheels. 

Claim. — Suspending  the  frame  I  I,  to  the  periphery  of  the  main  wheel,  when  the  said 
frame  is  combined  witn  the  platform  Q,  and  with  the  gearing  wheels  M  M,  K  K,  and  L,  and 
when  the  main  wheel  A  is  connected  with  the  pulley  G  through  a  system  of  gearing  wheels 
B  C  and  D,  in  the  manner  heroin  set  forth. 

No.  32,370.— George  C.  Howard,  of  Philadelphia,  V^—Improrement  in  Machines  for 
Pundiing  and  Perforating  Paper,  Sfc. — Patent  dated  May  21,  }6Gi. — ^The  nature  of  this 
invention  will  be  understood  from  the  claim ;  it  does  not  admit  of  a  brief  description. 

Claim, — First,  the  endless  band  t,  the  table  B,  and  vibrating  roller  S,  arranged  in  respect 
to  the  perforating,  cutting,  or  puncturing  rollers  P  and  Q,  substantially  as  set  forth,  for  the 
purpose  of  presenting  a  sheet  of  paper  or  other  material  to  the  said  rollers. 

Second,  in  combination  with  the  said  peri'orating,  cutting,  or  puncturing  rollers,  the  line 
IT,  arranged  above  the  table  B,  substantially  as  set  forth,  for  the  purpose  of  adjusting 
the  sheet  of  paper  or  other  material  to  a  proper  position,  prior  to  being  subjected  to  the  action 
of  the  rollers. 

Third,  the  treadle  /,  or  its  equivalent,  in  combination  with  the  strap  guide  &,  and  vibrating 
roller  S,  and  the  devices  herein  described,  or  their  equivalents,  whereby  the  depression  of  the 
said  treadle  allows  the  roller  S  to  fall  in  the  first  instance,  the  further  depression  operating 
the  strap  guide  as  set  forth,  for  the  purpose  specified. 

Fourm,  constructing  the  roller  P  with  a  recess  in  the  face  for  the  reception  of  the  annular 
plate  Pj  and  with  a  flange  q,  having  counter-sunk  holes  for  the  reception  of  the  pins  or 
punches  y,  as  and  for  the  purpose  herein  set  forth. 

Fifth,  the  under  roller  Q,  having  a  thiu  periphery  with  holes,  for  the  reception  of  the 
punches  of  the  upper  roller  and  the  internal  strengthening  flange  v,  as  described. 

No.  32,371.— John  H.  Jennings,  of  Now  Bedford,  Maaa.— Improvement  in  Calks  for 
Horseshoes. — Patent  dated  May  21,  1861. — This  invention  consists  in  providing  the  shoe,  in 
addition  to  the  usual  nail  holes,  with  screw  holes  in  the  toe  and  each  heel  point,  for  the  pur- 
pose of  inserting,  when  desirable,  and  without  taking  off  the  shoe,  a  caik  made  with  a  screw 
and  flange  projecting  laterally  from  it  and  fastened  so  as  to  rest  on  the  face  of  the  shoe.  In 
order  to  prevent  the  calk  from  turning  around  in  the  screw,  one  or  more  screws  are  employed 
for  each  calk. 

Claim. — The  described  application  of  the  calk  to  the  shoes,  viz :  by  means  not  only  of  a 
flange  and  pivot  screw,  attached  to  and  projecting  from  the  calk,  and  with  the  latter  screwed 
into  the  shoe,  but  by  one  or  more  key  screws,  extended  through  the  calk  flanch  and  into  the 
shoe,  and  made  substantially  as  specified. 

No.  32,372.— John  Jones,  of  New  York,  N.  Y.,  and  A.  K.  Rider,  of  Poulteny,  Vt.— 
Improvement  in  Rotary  Pumps. — Patent  dated  May  21,  1861. — ^The  casing  is  composed  of 
two  circular  sides  and  a  circular  band,  the  latter  being  somewhat  wider  at  the  bottom  than 
the  top,  and  having  two  elevations  cast  on  its  inside  opposite  each  other,  so  as  to  form 
chambers  at  each  end  of  the  elevation.  Within  the  casing  are  two  circular  discs,  ha\ing 
cogs  on  their  inner  surfaces,  which  cogs  on  one  disc  radiate  from  a  central  convexity,  and 
on  the  opposite  disc  radiate  from  a  central  concavity,  the  teeth  or  cogs  of  one  passing  into 
spaces  between  the  teeth  of  the  other  disc  The  rotary  motion  of  the  discs  produces  the 
suction  and  forcing  power  of  the  pumj),  so  that  water  will  be  drawn  into  the  casuig  on  one 
side  and  discharge  at  the  opposite  side  in  a  continuous  stream.  • 

Claim. — ^The  two  rotary  discs  constructed  with  radial  and  tapering  cogs  engaging  with 
each  other  as  described  and  shown,  and  arranged  in  different  planes  within  a  tight  casing, 
which  is  separated  into  two  concentric  chambers  by  divisions  h  V,  sobetantially  as  and  for  the 
purposes  set  forth. 
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Ko.  32,373.— aEORGE  W.  KlRCffHOFFER,  of  Cincinnati,  Ohic-^Improvement  in  Appa- 
ratus for  Distilling  Coal  Oi/.— Patent  dated  May  21,  1851.— The  retort  is  placed  within  the 
8i)ace  into  which  the  heated  air,  smoke,  &c.,  is  admitted  from  the  furnace,  and  is  of  the  form 
of  an  inverted  cone  terminating  in  a  pipe  or  tube  which  dips  into  a  pan  or  cistern  at  the 
bottom.  Inside  the  retort  is  a  small  frustum  of  a  cone  forming  a  kind  of  mill  cylinder,  from 
which  a  hollow  conical  centre  O  rises,  and  through  all  passes  a  shaft,  by  means  of  which 
motion  is  given  to  the  mill  cylinder. 

Claim. — First,  in  combination  with  the  upright  conical  retort  D,  the  grinder  N  O,  when 
arranged  to  rotate  in  proximity  with  the  heated  surface  of  the  retort,  for  the  purpose  of  pul- 
verizing the  coal  and  securing  the  contact  of  the  same,  in  a  minutely  divided  state,  with  the 
heated  surface  of  retort,  substantially  as  specified. 

Second,  the  arrangement  of  the  upright  retort  D,  grinder  N  O,  and  discharge  pipe  a,  for 
the  purpose  of  permitting  the  pulverizer  and  exhausted  residuum  to  escape  from  the  retort 
by  its  own  gravity. 

No.  32,374.— John  C.  Koch,  of  New  York,  N.  Y .^Improvement  in  Portfolios  for  Filing 
Music,  Printed  Matter,  ffc, — ^Patent  dated  May  21,  1861. — ^To  the  covers  is  attached  a  round 
back,  which  expands  and  contracts  according  to  the  bulk  of  the  contents.  The  sheets  are 
secured  by  being  pierced  by  flat  spear  needles  attached  to  cords,  the  needles  being  then 
secured  by  placing  them  in  catch  or  fastening  attached  to  the  cover  by  rubber  bands.  The 
cover  is  provided  with  a  flap  or  fall,  which  folds  over  the  needles  and  fastenings,  <&c. 

Claim. — The  round,  expanding  back,  in  combination  with  the  spear-shaped  needles,  stays, 
catches  or  fastenings,  and  the  flap  or  fall,  the  whole  being  constructed  and  operated  in  the 
manner  and  for  the  purpose  substantiaUy  as  described. 

No.  32,375. — James  8.  Marsh,  of  Lewisburg,  Pa. — Imnrovement  in  Harvesters. — ^Patent- 
dated  May  21,  1861. — ^The  shaft  of  the  driving  wheel  is  nollow,  and  a  sliding  rod  with  a 
treadle  on  its  outer  end  is  passed  through  the  same,  the  said  rod  extending  through  a  spring - 
and  entirely  through  the  axle,  and  having  attached  to  its  inner  end  a  crank  arm,  which  ha.-i 
two  inclined  teeth  formed  on  the  inner  face  of  its  box  or  eye,  so  that  they  may  gear  alternately 
at  each  half  revolution,  with  a  similarly  inclined  tooth  formed  on  the  shoulder  of  the  driving 
wheel  axle ;  a  third  adjustable  inclined  tooth  is  attached  to  the  box  or  eye  of  the  crank  arm, 
in  order  that  the  movements  of  the  rake  head  may  be  changed  accordingly  as  the  grain 
being  cut  requires  to  insure  its  delivery  in  sheaves  of  uniform  size. 

On  the  outer  side  of  the  draught  frame,  and  near  the  front,  is  arranged  a  ratchet  arc,  and 
on  one  of  the  standards  of  the  reel  support  a  segment  of  a  grooved  pulley  is  hung,  from  which 

Euliey  a  cord  passes  down  and  attaches  to  the  rear  end  of  the  short  tongue  oy  which  the- 
arvcster  is  adjusted.  To  one  side  of  the  pulley  is  pivoted  a  hand  lever,  between  which  and 
the  pulley  is  arranged  a  flat  spring  supported  on  tne  lever,  by  which  means  the  driver  can 
easily  adjust  the  harvester,  the  spring  holding  the  lever  in  the  ratchet  of  the  arc.  In  the  rear 
of  the  support  of  the  driver*s  seat  is  a  casting,  having  slots,  through  which  plays  a:  vertical 
lever  having  a  forked  clutch  on  its  lower  end,  by  means  of  which  the  driver  can  readily  throw 
out  and  in  gear  the  large  bevel  wheel  which  actuates  the  pinion  of  the  crank  shaft  of  cutter 
bar. 

Claim. — ^First,  combining  with  an  automatic  harvester  rake  and  a  harvester,  devices  sub- 
stantially such  as  described,  whereby  the  rake  is  caused  automatically  to  ungear  with  the 
axle  of  the  driving  wheel,  when  the  parts  are  adjusted  to  allow  the  driving  wheel  to  malxe 
more  than  one  revolution,  for  the  purpose  set  forth,  subst4intially  as  described. 

Second,  the  arrangement  of  the  angular  rake  head  E  e  e\  jointed  at  one  end  to  a.  fixed 
standard/,  the  crank  D,  pitman  G,  connecting  link  F,  traversing  slide  H',  and  guidoway  H, 
for  joint  operation  as  described,  and  whereby  the  rake  has  the  necessary  movements  upward 
in  an  inclined  position,  and  back  and  foith,  relatively  to  the  platform,  substantially  as  set 
forth. 

Third,  the  combination  with  the  hollow  axle  A,  of  the  driving  wheel,  of  the  sliding  rod  of 
the  crank-shaft,  substantially  in  the  manner  and  for  the  purpose  described. 
.  Fourth,  pivoting  the  lever  W  to  the  pulley  U,  in  combination  with  the  flat  spring  i,  bear- 
ing against  the  ptuley  U,  and  with  the  ratchet-toothed  arc  R,  and  the  short  tooogue  3,  in  the 
manner  described. 

Fifth,  the  casting  L,  forming  the  upper  half  of  the  box  of  the  pinion-shaft,  and  the  standard 
guide  and  stop,  as  described,  in  combination  with  the  pinion-shaft  and  with  the  lever  a,  form- 
ing a  clutch  and  a  spring  catch,  in  the  manner  and  for  the  purpose  described. 

No.  32,376.— Thomas  J.  Mayall,  of  Roxbnry,  Mass. — Improvement  in  Onlnance.— Patent 
dated  May  21,  1861. — The  nature  of  this  invention  will  be  understood  from  the  claim. 

Claim. — ^The  arrangement  described  of  supporting  the  gun  barrel  and  its  revolving  cylin- 
der so  ^at  the  same  may  bo  swmig  round  horizontally,  and  bo  raised,  depressed,  and  set  at 
any  desired  angle  with  the  horizon  by  means  of  a  brace  or  frame  extending  under  said  bar- 
rel and  cylinder,  and  being  pivoted  or  hung  on  a  stationary  axle  in  suitable  brackets  fast  on 
a  plAte»  capable  of  horizontal  rotation,  substantially  as  shown  and  described. 
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The  arrangement  and  application,  substantially  as  described,  with  respect  to  the  frome 
supporting  the  gun  and  the  mcchanisui  for  automatically  performing  its  functions,  ot  the  de- 
vices for  pointing  the  gun  in  any  desired  direction,  so  that  the  latter  may  be  effected  simul- 
taneously, independently  of  and  without  interfering  with  the  operation  of  the  former,  sub- 
stantially as  shown  and  described. 

Arranging  the  two  shafts  that  receive  and  impart  motion  to  the  gnn-operaHng  mechanism, 
and  in  such  a  manner  that  they  shall  be  located  within  the  vertical  plane  passing  transversely 
through  the  centre  of  gravity  of  the  gun  and  its  appurtenances,  or  thereabouts,  whereby  the 
gun  may  be  operated  with  ease,  substantially  as  shown  and  described. 

Providing  the  rotary  shaft  e  with  a  stud  or  projection  /,  when  so  arranged  as  to  actuate 
the  spring  clutch  with  which  it  is  combined  at  every  revolution  of  said  shaft,  and,  at  proper 
intervals  of  time,  to  release  its  hold  on  the  breech,  as  set  forth. 

The  rotary  shaft  e,  and  the  stud  or  projection  j,  whefl  the  same  are  combined  with  and  ar- 
ranged in  relation  to  the  breech  operating  lever  pawl  to  actuate  the  same  to  perform  its  ftino- 
tious,  as  shown  and  described. 

No.  32,377.— Nicholas  A.  Menaar,  of  Buffalo,  N.  Y. — Improvement  in  Railroad  Signal 
Lanterns. — Patent  dated  Mav  2J,  JclUl. — This  invention  consists  in  the  arrangement  of  a 
cylinder  of  colored  glass  which  is  made  to  slide  up  over  the  lamp,  &#.,  within  the  glass  globe. 
The  cylinder  is  supported,  when  raised,  by  means  of  springs  pressing  against  the  inner  side 
of  the  case.  Attaciicd  to  the  spring  is  a  thumb-piece  which  passes  through  a  slot  in  the  case, 
by  means  of  which  the  cylinder  is  moved  up  and  down. 

Claim. — Tho  specific  unungcmcut  of  the  colored  glass  cylinder  A,  the  same  being  con- 
nected to  its  metallic  bottom  13,  with  the  spring  c,  and  slot  D,  the  said  parts  being  arranged 
to  operate  relatively  to  each  other,  and  to  the  supporting  stand,  lamp,  and  globe  of  white 
glass,  for  the  purposes  as  set  forth. 

No.  32,378.— Mortimer  Nelson,  of  New  York,  N.  Y.— Improvement  in  Balloons. — 
Patent  dated  May  2J,  18G1. — ^This  invention  consists  in  the  attachment  of  a  series  of  fans 
arranged  in  one  or  more  pairs  to  shafts  set  in  a  frame,  motion  being  given  to  the  fans  which 
revolve  in  opposite  directions  by  any  suitable  power.  The  frame  is  titled  to  move  upon  the 
cross-shaft  as  a  centre,  so  that  the  shafts  and  fans  may  be  set  in  either  a  vertical  or  on  inclined 
position. 

Claim. — First,  the  employment  with  a  balloon  of  one  or  more  pairs  of  fans  e  e,  revolving 
in  opposite  directions,  for  the  purposes  and  as  specified. 

Second,  arranging  the  shaits//,  carrying  the  fans  so  that  they  can  be  inclined  to  the  body 
of  the  car  or  balloon,  for  the  purposes  set  lorth. 

Third,  the  awning  or  parachute  i,  arranged  at  a  slight  inclination  in  relation  to  the  car  or 
the  movement  of  the  balloon,  and  forming  a  buoyant  sail  in  combination  with  the  fans  or 
propellers  e  e,  for  the  purposes  specified. 

No.  32,379.— William  D.  Nichols,  of  Davenport,  Iowa. — Improved  Device  for  Milking 
Cows. — Patent  dated  May  21,  IBOJ . — The  pump  cylinder,  being  secured  to  a  block,  is  provided 
about  midway  of  its  length  with  a  transverse  rigid  diaphragm  having  an  opening  with  a 
valve  on  the  under  side,  and  connecting  the  upper  and  lower  chambers,  fielow  tue  diaphragm 
is  situated  the  main  actuating  piston,  provided  with  a  valve  and  opening  which  connects 
with  the  eduction  pipe. 

To  the  top  of  the  compresser  are  fitted  levers,  for  the  purpose  of  expanding  them  as  thej 
are  adjusted  to  the  teats  of  the  cow. 

Claim. — The  elastic  auxiliary  piston  I,  in  combination  with  the  actuating  piston  D,  and 
diaphragm  C,  substantially  as  and  for  the  purposes  specified. 

Also,  the  combination  of  the  levers  T  T  with  the  top  of  the  elastic  compressor  S,  for  the 
purpose  of  easily  adjusting  tho  cups  to  the  cow's  teats,  substantially  as  described. 

No.  32,380.— Stephen  R.  ParkhursT,  of  New  York,  N.  Y. -^Improvement  iu  Carding 
Machines. — Patent  dated  May  21,  1861. — ^I'he  lower  feed-roller  b  is  formed  of  strips  of  metal 
serrated  at  their  ends,  which  are  made  to  cross  each  other  and  are  secured  together  in  such  a 
manner  as  to  form  a  complete  cylinder  tor  the  purpose  of  spreading  more  evenly  the  fibrous 
material.  The  upper  feed-roller  is  Ibrmed  with  longitudinal  ribs,  the  edges  of  which  may  or 
may  not  be  notched. 

Claim. — First,  the  employment  of  a  series  of  metallic  strips  or  plates,  with  serrations  on 
their  edges,  placed  crosswise  of  each  other,  substantially  as  set  forth,  to  form  a  I'eed  roller  or 
cylinder  adapted  to  carding  and  similar  machines,  as  specified. 

Second,  in  a  carding  or  similai-  machine,  forming  the  upper  feed  roller  c  with  a  series  of 
ribs  in  the  manner  specified,  for  more  cficctually  detaining  lumps  or  foreign  substances  aa 
they  pass  to  a  carding  or  toothed  cylinder,  so  as  to  cause  said  lumps  to  be  opened  or  operated 
as  specified. 

No.  32,381.— Abraham  Reese,  of  Pittsburg,  Pv^.—Improved  Bolt  and  Rivet  Machine. — 
Patent  ^ted  May  21,  1861. — ^This  invention  consists  in  so  constructing  and  arranging  the 
heading  tool  and  dies  that  the  heading  tool  works  entirely  within  the  cavity  of  the  dies  in 
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which  the  head  of  the  bolt  is  shaped,  not  being  withdrawn  on  the  backward  stroke  of  the 
heading  lever,  so  that  the  irx>u  which  is  to  form  the  head  is  not  bent  or  twisted  at  tbo  neck, 
and  the  powerful  compression  to  which  it  is  subjected  welds  up  any  crack  or  imperfection  at 
that  point.  By  means  of  fingers  either  working  throvgh  the  dies  or  entering  their  face 
when  the  dies  open,  the  bolt  is  Ibrced  out  either  by  the  retrocession  of  the  dies  from  the  fingers, 
or  by  a  positive  motion  of  the  fingers. 

claim. — Firat,  so  constructing  and  arranging  the  heading  tool  and  dies  of  bolt  and  rivet 
machines  that  the  heading  tool  shall,  during  the  entire  operation  of  the  machine,  remain 
within  the  head  cavity  of  the  dies,  substantially  in  the  manner  and  for  the  pui-po.se  set  forth. 

Second,  the  use  of  fingers  or  rods  entering  suitable  recesses  in  the  face  ot  dies,  and  so 
operated  as  to  discharge  the  finished  bolts  and  rivets  from  the  dies,  either  by  a  positive  or 
relative  motion,  substantially  as  described. 

Third,  attaching  the  heading  tool  to  its  lever  by  means  of  a  yoke  or  similar  device,  in  com- 
bination with  set  screws  or  wedges,  so  as  to  regulate  the  thickness  of  the  head  of  the  bolt  or 
rivet  to  be  made  by  the  machine  without  changing  the  heading  tool  or  varying  the  stroke  of 
the  lever  itself,  in  the  manner  substantially  as  described. 

No.  32,382.— Rensselaer  ReynoU)S,  of  Stockport,  N.  Y. ^Improvement  in  Let-ojf 
Motion  for  Looms. — Patent  dated  May  21,  1861. — ^This  invention  consists  in  a  means  of 
communicating  to  the  yam  beam  a  positive  motion  which  shall  be  so  controlled  by  the  tension 
of  the  yam  thnt  the  lotting-off  of  toe  yam  shall  be  so  controlled  as  to  insure  the  weaving  of 
any  number  of  picks  to  the  inch  that  may  be  desired  under  all  conditions,  such  means  being 
also  capable  of  ready  adjustment  to  vary  the  number  of  picks. 

Claim. — First,  the  shaft  I,  with  the  friction  roll  K,  and  endless  screw  J,  supported  in  a 
laterally  oscillating  stand  L,  and  applied  in  combination  with  the  yam  beam  and  with  a  con* 
stantly  revolving  disk  H,  on  the  cam-shaft;  0,  or  other  suitably  arranged  shaft,  and  operating 
substantially  as  described. 

Second,  combining  the  oscillating  whip  roll  £  with  the  oscillating  stand  L,  by  means  of 
a  slotted  arm  R,  slotted  lever  Q,  and  adjustable  stud  /,  substantially  as  and  for  the  purpose 
specified. 

Third,  the  arrangement  of  the  spring  M,  in  combination  with  the  laterally  oscillating  stand 
L,  lever  Q,  rockshaft  and  arms  F  R  a  a,  and  whip  roll  E,  for  the  purpose  of  counteracting 
the  efiect  of  tension  of  the  yam  on  the  whip  roll,  substantially  as  described. 

No.  32,383.— J.  S.  Lammons,  of  New  York,  N.  Y. ^Improved  Mode  of  Roofing  with 
Slate. — Patent  dated  May  21,  1861. — ^This  invention,  which  will  be  underBtood  from  the  claim, 
is  designed  to  provide  a  roof  with  elastic  joints,  which  are  allowed  to  yield  or  give,  to  com- 
pensate for  the  sagging  or  settling  of  the  roof,  and  at  the  same  time  remain  periectly  water- 
tight. 

Claim. — ^The  laying  of  the  slate  slabs  B  on  fhe  planks  or  boards  A,  with  strips  C  of  India- 
rabber  interposed  between  them  and  secured  thereto  by  a  solution  of  India-mbTOr,  in  connex- 
ion with  the  cement  D,  placed  over  the  rubber  strips  C,  and  completely  filling  the  intei-stices 
between  the  slate  slabs,  while  the  latter  are  permanently  secured  m  position  by  the  screws  C, 
substantially  as  described. 

No.  32,384. — John  W.  Smith,  of  Iowa  Point,  Kansas — Improved  Chair  for  Disseminating 
Medicated  Vapors. — ^Patent  dated  May  21,  18G1. — This  invention  consists  of  a  rocking-chair, 
with  a  bellows  attached  in  such  a  way  that  the  rocking  of  the  chair  propels  a  large  volume  of 
air  through  a  receptacle,  where  it  is  medicated  or  prepared,  and  from  which  it  is  delivered  to 
the  occupant  of  the  chair  for  inhalation. 

Claim. — The  combination  of  fiexible  tubes  and  of  a  receptacle  in  which  the  air  may  be 
impregnated  with  vapor,  as  described,  with  a  chain  and  bellows,  for  the  purpose  of  producing 
medicated  air  or  vapor. 

No.  32,385. — Louis  H.  Smith,  of  Salem,  N.  J. — Improvement  in  Sewing  Machines. — 
Patent  dated  May  21, 1861. — ^This  machine  is  particularly  designed  for  sewing  carpets  and  for 
other  heavy  work,  where  both  breadths  of  the  material  to  be  sewed  are  laid  one  upon  the  other 
on  the  same  side  of  the  needle-bar.  Mounted  on  the  end  of  a  projecting  fr&me  supported  on 
flanged  wheels,  which  also  move  upon  rails,  is  a  cloth-holder,  one  being  applied  in  front  and 
the  other  in  the  rear  of  the  sewing  mechanism.  The  cloth-holder  carnages  are  adjustable, 
and  may  be  firmly  fixed  at  any  point  on  the  rails  by  brakes.  An  inteiiniltent  motion  is  given 
to  the  drivinff  wheels  by  a  clutcli  feed-wheel  Q,  secured  to  the  shaft  of  these  wheels.  Motion 
is  imparted  simultaneously  to  the  sewinff  machine  and  its  carriage  by  means  of  a  crank,  and 
the  machine  traverses  from  one  cloth-nolder  to  the  other,  stitching  as  it  goes.  The  feed 
mechanism  is  thrown  out  of  gear  by  means  of  a  cam-shall  Y,  and  the  machine  rans  back  to 
the  place  of  beginning. 

Claim. — Fii-st,  a  cloth-holder  mounted  on  wheels,  rannin^  on  the  same  rails  as  the  serving- 
machine  carriage,  and  independent  thereof,  and  provided  with  a  suitable  brake  to  secure  it  to 
the  rail  at  any  point. 

Second,  the  combination  of  the  friction  clutch  feed-wheel  Q,  or  other  suitable  feed-wheel, 
and  traction  wheels  L  L,  for  imparting  motion  to  a  sewing-machine  carriage,  as  explained. 
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Third,  tho  combination  of  the  cam-shaft  Y  i^,  rocker  b*,  wheels  O  O,  hooked  rod  U  ii, 
and  spring  tc,  operating  to  throw  the  feed  mechanism  in  and  ont  of  gear,  as  explained. 

Ko.  32,386.— Henry  Steinway,  jr.,  of  New  York,  N.  Y, --Improvement  in  Piano-Forte 
Actions.^Fatent  dated  May  21,  1861.— This  invention  consists  in  a  mode  of  applying  tho 
repeating  lever  in  connexion  with  tho  jack,  and  in  combination  with  the  hammer-but  and 
key,  fur  the  purpose  of  effecting  the  escape  of  the  jack  with  a  very  small  amount  of  friction, 
and  affording  the  facility  for  a  very  quick  and  easy  repetition  of  the  hammer. 

Claim, — The  attachment  of  the  repeating  lever  C  to  an  arm  A,  in  front  of  the  jack,  the  said 
lever  and  the  jack  passing  the  one  through  the  other,  to  bring  the  acting  end  of  said  lever  in 
rear  of  the  jack,  substantially  as  descril^ 

No.  32,387.— Henry  Steikway,  jr.,  of  New  York,  N.  Y,—Improtfement  in  Piano-Forte 
Actions, — Patent  dated  May  21,  1861. — The  repeating  lever  is  pivoted  at  one  end  to  an  arm 
which  is  rigidly  secured  to  the  front  of  the  jack  near  the  point  thereof.  This  lover  ])as6C8 
through  a  slot  formed  in  the  jack,  by  which  means  tho  return  of  the  jack  to  its  notch  m  the 
hammer  is  more  readily  effected  after  the  hammer  has  struck  tho  string,  and  a  quick  repetition 
of  the  blow  therebv  provided. 

C/atm.— First,  the  arrangement  of  the  repeating  lever  and  the  jack,  in  connexion  with  a 
jack-bottom  D,  detached  from  tho  key,  and  in  combination  with  tho  hammer-but,  whereby, 
as  the  jack  is  raised  by  the  key  in  playing,  the  said  lever  is  caused  to  gradually  draw  it  toward 
the  position  for  escape,  substantially  as  specified. 

Second,  in  combination  with  the  repeating  lever,  arranged  in  connexion  with  the  jack  and 
in  combination  with  the  hammer,  as  described,  the  regnlating  screw  t,  arranged  in  the  ham- 
mer-flange B,  substantially  as  and  for  the  purpose  speciiied. 

No.  32,388.— John  Stilwell,  of  Griffin,  Ga,--Improved  CA«rtt.— Patent  dated  May  21, 
1861. — The  chum  is  held  in  position  in  the  frame  by  means  of  a  forked  brace-bar,  the  lower 
ends  of  which  press  upon  the  cover,  the  upper  ends  being  attached  to  a  bar  G,  which  is 
secured  to  a  cross-piece  provided  with  journals  at  each  end,  which  permits  the  bar  G  to  be 
raised  when  the  cover  is  to  bo  removed.  This  bar  is  held  down  by  buttons  attached  to  the 
cross-ties. 

Claim. — The  combination  of  the  brace-bar  M,  hinged  arm  G,  buttons  O  O',  with  a  vertical 
barrel-chum  and  rotary  dashcr-shail  L,  the  whole  being  constmcted  and  arranged  in  the 
manner  and  for  the  purposes  set  forth. 

No.  32,389.— James  L.  Stuart,  of  New  York,  N.  Y,— Improvement  in  Vessels'  Fire- Ex- 
tinguishing  Apparatus, — Patent  dated  May  21,  1861. — ^This  invention  consists  of  an 
apparatus  to  be  used  in  connexion  with  the  means  of  propulsion  for  exting^hing  fires  on 
shipboard. 

Claim. — The  combination  of  the  rotary  pump  H,  slides  N  N,  tubular  masts  R  and  R', 
valves  X  and  X^  and  pipes  T  and  T^  provided  with  hydrants  I,  when  combined  and  operated 
as  shown  and  for  the  purposes  set  forth. 

No.  32,390.— Benjamin  Upton,  of  Elyria,  O,— Improvement  in  Uvsetting-Tire,—PHiefit 
dated  May  21,  1861. — In  this  device  two  clamping-jaws  are  employeu,  each  being  provided 
with  curved  grooves  and  radial  key-seats,  the  inner  walls  of  which  latter  are  inclined,  to  admit 
of  the  insertion  of  wedges  for  firmly  clumping  the  tires.  One  of  the  clamping-jaws  is  con- 
nected to  an  a(ljustable  centre-pin  by  means  ofan  arm  from  which  it  radiates ;  in  the  end  of 
this  arm  is  a  slot,  a  parallel  slot  being  also  formed  in  the  bed-piece  upon  which  the  apparatus 
is  secured,  by  which  mdans  the  length  of  the  radial  arm  is  easily  cnangcd  by  adjusting  the 
centre  of  moti<m  to  the  centre  of  the  tire,  and  the  device  readily  adapted  to  the  variety  of 
sizes  of  tires. 

Claim, — The  adjustable  centre-pin  b  passing  through  slots  I  and  o,  said  slots  running  the 
exact  specific  direction,  in  combination  with  radial  keys  or  wedges  i  and  t,  constmcted  as 
described,  for  the  purpose  of  centering  the  tire  to  be  operated  upon,  and  thereby  prevent  its 
being  distorted  or  kinked,  the  whole  being  constmcted  in  the  manner  and  for  the  purpose 
substantially  as  specified. 

No.  32,391. — Joseph  VoWLES,  of  New  Hudson,  Mich. — Improvement  in  Cultivators, — 
Patent  dated  May  21,  1861. — To  the  front  part  of  the  frame  are  attached  the  forward  ends  of 
two  inclined  braces  C,  one  at  each  side,  the  back  and  lower  ends  of  which  are  secured  to 
standards  provided  with  teeth  or  shares.  These  standards  are  also  braced  by  lateral  braces 
F,  the  upper  ends  of  which  are  secured  to  the  back  part  of  the  Irame,  near  its  centre.  At 
each  side  of  the  fmme  is  attached  a  standard  G,  which  are  bolted  to  the  braces  0,  and  to  these 
standards  are  attached  the  lower  ends  of  the  handles,  which  serve  also  as  braces. 

Claim, — The  arrangement  of  the  inclined  braces  C  C  F  F,  standards  D  D  G  G,  handles 
H  H,  and  frame  A,  as  shown  and  described,  whereby  the  several  parts  are  made  to  brace  and 
support  each  other,  and  a  very  firm  and  desirable  implement  obtained. 
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No.  32,.'V02. — Jacob  8.  Whisler,  of  Albany,  Hi.^Improvement  in  Wagon  Brakes. — 
Patent  dated  May  21,  1861. — Tbe  object  of  this  invention  is  to  enable  the  team  to  back  the 
c;arriage  without  the  rubbers  pressing  against  the  wheels,  as  they  are  airauged  to  do,  in 
descending  a  hill.  By  means  of  a  lever,  to  the  free  end  of  which  is  attached  a  rope  within 
reach  of  the  driver,  the  hooked  part  of  the  check-piece  N  is  drawn  fonvard  and  operates  the 
crank-shai't  so  as  to  prevent  the  rubber  blocks  from  pressing  against  the  wheels. 

Claim, — The  combination  of  check-piece  N,  having  a  hods  Ac,  with  the  rear  part  of  the 
tongue  and  crank-shaft  B,  as  and  for  the  purposes  set  lorth. 

No.  32,393. — Harrison  G.  Williams,  of  Warren,  R.  1.— Improvement  in  Stop  Motion 
for  Drawing  Frames. — Patent  dated  May  21,  1861. — The  vibratory  trumpet  is  supported  by 
an  arm  or  carrier,  which  turns  on  a  joint  pin  passing  through  the  upper  part  of  a  standard, 
the  said  arm  being  fmnished  with  a  leg  or  stop  extending  downwards  from  near  the  centre 
of  its  curved  portion.  A  catch  lever  turns  vertically  on  the  above-mentioned  joint  pin  as  a 
fulcrum,  and  is  furnished  with  an  adjustable  weight.  Pivoted  loosely  to  the  side  of  the 
trumpet  carrier,  in  the  form  of  a  bent  lever,  is  a  tripper-catch  pfovided  with  a  notch  for  the 
reception  of  the  shorter  arm  of  the  catch  lever ;  the  object  of  which  construction  is  to  arrest 
the  operations  of  the  drawing  fmme  whenever  the  sliver  or  slivers,  that  may  be  passing 
through  the  trumpet,  may  either  break  or  be  too  small,  and  to  stop  the  drawing  frame  when- 
ever the  slivers  may  be  too  large. 

Claim. — Thp  combination  of  the  separate  trumpet  carrier  B  and  the  tripping  catch  F,  and 
rtB  spring, G,M)r  their  equivalents,  with  trumpet  A  and  the  catch  lover  D,  or  their  equiva- 
lents, the  w^holo  being  arranged  substantially  in  manner  and  to  operate  as  and  for  the  pur- 
pose described. 

No.  32,394.— William  C.  Wyckofp,  of  Brooklyn,  N.  Y,-— Improved  Cork  Pii//.— Patent 
dated  May  21,  1861. — This  invention  consists  of  a  pointed  metallic  rod  provided  with  a  fork 
or  point  pivoted  near  the  pointed  end,  which  fork  opens  on  being  passed  through  the  cork, 
so  that  the  latter  can  be  drawn,  and  with  a  handle  that  may  be  pivoted  or  hinged  to  the 
upper  end  of  the  rod.  The  handle  fits  within  a  groove  made  in  the  rod,  so  that,  as  the  forke<l 
rod  is  passed  through  the  cork,  the  handle  may  be  closed  and  passed  through  the  cork  un- 
obstruciively. 

Claim. — The  use  or  employment  of  a  pointed  rod  H  I,  in  combination  with  the  fork  F, 
operating  automatically,  or  operated  by  the  spring  J  and  folding  handle  A  B,  when  the  saiAe 
snail  be  arranged  and  operated  in  the  manner  described  and  for  the  purpose  specified. 

No.  32,395. — Charles  A.  Young,  of  Providence,  R.  l.^Improred  Machine  for  Making 
Upholstery  Springs. — Patent  dated  May  21,  1861. — Between  the  grooved  feeding  rolls  whicn 
carry  the  wire  and  the  coiling  roll  is  a  stand,  the  upper  part  of  which  serves  as  a  rest  or  suj)- 
port  to  the  coiling  wire  as  it  passes  from  the  former  rolls  to  the  latter,  and  therefore  conforms 
to  the  curve  or  the  larger  coils  of  the  sprinj^,  besides  having  a  groove  in  the  curved  face  for 
the  passage  of  the  wire.  The  relative  positions  of  the  feeding  and  coiling  tubes,  and  the 
perpendicular  movement  of  the  latter,  cause  the  coils  to  form  above  the  feeding  rolls  and 
-inst  the  peculiarly-formed  guard  3,  at  the  top  of  which  is  an  overhanging  Tip,  against 


which  the  larger  coils  are  curved  and  cut  off.  A  weighted  lever  is  caused  to  fise  during  tiie 
coiling  of  one  spring'by  a  cam,  and,  falling  at  the  proper  time,  severs  the  coil  upon  the  com- 
pletion of  each  spring. 

Claim. — First,  the  said  grooved  rest  1,  in  combination  with  the  coiling  roll  R,  when  the 
8aid  roll  has  a  perpendicular  movement  close  to  and  passing  the  upper  feeding  roll,  for  sup- 
porting the  inside  and  outside  of  the  coil  at  the  proper  time,  in  the  manner  substantially  as 
specified. 

Second,  the  guard  3,  formed  and  arranged  in  relative  position  with  the  feeding  and  coiling, 
as  shown,  in  combination  with  the  peculiar  shear  or  cutting  device,  when  the  latter  is 
operated  by  the  face  of  the  descending  weight  T,  substantially  as  and  for  the  purpose 
specified. 

No.  32,396.— Edward  A.  Bltigess,  of  New  Haven,  Conn.,  assignor  to  BlakE  Brothers, 
of  the  same  place. — Improved  Cork  Extractor. — Patent  dated  May  21,  1861. — In  i)laco  of  a 
lever  head  fixed  to  the  upper  end  of  the  screw,  is  an  arm  or  hanger  hinged  or  so  iointed  to 
the  screw  as  to  be  capable  of  being  turned  down  at  a  right  angle  with  the  axis  of  the  screw, 
for  the  purpose  of  locking  the  lifting  nut  to  the  screw,  so  that  both  may  be  rotated  together 
by  the  nut,  and  the  corkscrew  be  screwed  into  or  unscrewed  from  the  cork. 

Claim. — Improved  cork  extractor,  as  constructed  with  its  hanger  or  arm  D,  its  lower  nut 
E,  its  lifting  and  corkscrews  C  B,  and  nick  sttmd  A,  ananged  and  combined,  or  applied 
relatively  to  each  other,  substantially  as  and  so  us  to  operate  as  described. 

No.  32,397. — James  F.  Drummond,  of  New  York,  N.  Y.,  assignor  to  Raynolds,  Devoe, 
&  Pratt,  of  the  same  place. — Improvement  in  Paint  Cans. — Patent  dated  May  21,  1861. — 
The  cover  of  the  can  is  made  of  two  pieces  of  tin  or  other  sheet  metal,  one  of  which  is  in  the 
form  of  a  ring,  with  a  rim  to  fit  over  a  corresponding  rim  of  the  body,  and  the  other  is  cir- 
cular and  of  a  greater  size  than  the  circular  opening  of  the  ling.  This  ring  has  several 
dasps  upon  its  edge,  by  which  it  is  secured  to  tne  wired  rim  of  the  body,  and  is  put  on  the 
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body,  without  the  centre  portion,  before  the  bottom  of  the  can,  so  that  melted  beeswax  may 
be  poured  uround  the  coiuer  foimed  on  the' inside  of  the  rim.  When  the  can  is  filled  the 
centre  piece  is  soldered  upon  the  rim,  and  the  whole  cover  may  be  removed  by  unfastening 
the  clasp  and  breaking  the  cement. 

Claim, — ^A  paint  can,  having  one  of  the  parts  of  its  top  sealed  upon  its  inside  to  the  rim  of 
the  pail  by  the  cement  e,  and  fastened  to  the  pail  by  clasps  d  d^  formed  as  set  forth,  and 
the  whole  constructed  otherwise  as  shown  and  described. 

No.  3-2,398.— J.  A.  Dyer,  of  Newburgh,  0.,  assignor  to  Himself  and  H.  C.  Knowlton, 
of  the  same  place. — Improvement  in  Machines  for  Cutting  Chair  Backs. — Patent  dated  May 
21,  1861. — Secured  to  the  top  of  a  frame  is  a  table  curved  on  its  upper  side,  and  having  an 
opening  in  its  centre,  in  which  revolves  a  cylinder  provided  with  knives.  At  the  two  sides 
ot  the  table  are  secured  circular  pieces,  on  which  rest  and  move  the  ^ides  fastened  to  the 
sides  of  the  holder,  which  is  curved  to  suit  the  form  of  the  backs  oi  the  chairs,  by  which 
means  the  bocks  can  be  made  of  uniform  thickness  at  the  edges,  or  wide  at  the  ends,  and 
naiTower  at  the  centre,  or  -any  other  vaiiation  may  bo  made  by  changing  the  curvature  of 
the  guides. 

Claim. — The  holder  L,  the  pieces  K  K,  and  guides  N  N'  N'^  in  combination  with  the 
revolving  knives  H,  these  several  parts  being  constructed  and  operated  substantially  as  and 
for  the  purpose  set  forth. 

No.  32,399.— E.  F.  HuRLBUT,  of  Chicago,  Dl.,  assignor  to  N.  8.  BouTON,  of  the  same 
place. — Improvement  in  Patterns  for  Thimble  Skeins. — Patent  dated  May  21,  1861. — The 
thimble  skein  pattern  is  made  in  two  parts — the  axle  pattern  and  the  but  or  shoulder  pattern, 
separated  at  the  collar  or  flange  of  the  skein,  so  that  an  axle  pattern  once  made  is  sufficient 
for  any  axles  of  that  size,  and  the  but  or  shoulder  pattern  alone  is  required  to  be  made  new, 
tlio  object  being  to  lessen  the  expense  of  producing  an  increased  or  decreased  shoulder  to  fit 
wooden  axles  of  different  sizes. 

Claim. — Constructing  the  pattern  of  two  parts  A  B,  substantially  as  shown,  so  that  differ- 
ent but  parts  B  may  be  used  with  one  and  tne  same  axle  part  A,  as  and  for  the  purpose  set 
forth. 

No.  32,400. — ^IRA  Jewell,  of  Wheaton,  111.,  assignor  to  David  M.  Osborne,  of  Auburn, 
N.  Y. — Improvement  in  Harvesters. — Patent  dated  May  21,  1861. — The  nature  and  object  of 
this  invention  are  explained  by  the  claim  and  engraving. 

Claim. — In  combination  with  the  outside  divider  or  grain  end  of  a  platform  or  grain  table, 
a  revolving  wing  board  that  is  driven  mechanically  for  the  purpose  of  lifUng  up  and  carrying 
or  t  hi  owing  over  the  cut  straw  on  to  the  platform,  where  it  can  bo  conveniently  reached  bj 
an  automatic  or  other  rake,  substantially  as  described. 

No.  32,401.— Strickland  Kneass,  of  Philadelphia,  Pa.,  assignor  to  Samuel  James 
CncsWELL,  of  the  same  place, — Improvement  in  Seteer  Inlets. — Patent  dated  May  21, 
18ol. — Upon  the  top  of  the  arch  piece  of  the  sewer  inlet  is  cast  a  sleeve,  into  which  projects 
a  pipe,  the  upper  part  of  which  latter  is  flush  with  the  top  of  the  drip  plate,  and  provided 
with  a  cover.  ^  When  the  sewer  becomes  choked  by  the  compressed  air  within  it,  the  cover 
will  be  raised  by  the  pressure,  thus  ventilating  the  sewer  and  preventing  one  of  the  causes 
of  overflow. 

Claim. — In  combination  with  a  sewer  inlet,  a  ventilator  that  allows  an  escape  of  com- 
pressed air  from  the  sewer,  and  admits  of  being  converted  into  an  inlet  when  the  inlet  proper 
IS  choked  up,  substantially  as  described. 

No.  32,402.— Walter  Hunt,  of  New  York,  N.  Y.,  assignor  to  John  W.  and  George 
G.  Martin,  of  Brooklyn,  N.  Y. — Improvement  in  Lamps.— Patent  dated  May  21,  1861. — 
For  an  understanding  of  this  invention  the  specification  and  drawings  must  be  referred  to. 

Claim. — ^The  combination  and  arrangement  of  the  filling  tubes  C  and  F,  valves  d  and  I, 
with  the  bent  tubes  B  and  G,  the  samo  being  constructed,  arranged,  and  operated  sabstan- 
tially  in  the  manner  and  for  the  purposes  specified. 

No.  32,403.— Samuel  J.  Seely,  of  Brooklyn,  N.  Y.— Improved  Construction  of  Iron 
Vessels. — Patent  dated  May  21,  1861. — The  hull  and  deck  of  the  vessel  are  designed  to  be 
formed  of  two  or  more  phites  (or  thicknesses)  of  corrugated  iron,  the  corrugations  on  one 
p!a(e  being  placed  at  a  right  angle  to  those  of  the  other,  all  framing  and  bracing  to  the  hxiM 
and  decks  being  dispensed  with. 

Claim. — ^The  application  of  two  or  more  series  of  iron  plates  to  the  construction  of  vessels, 
corrugated  and  arranged  as  described,  for  the  purpose  ot  imparting  to  the  hull  of  the  vessel 
the  requisite  degree  of  strength  without  the  use  of  frames  and  braces,  when  the  outer  or 
planting  series  of  such  plates  is  applied  with  its  coiTugations  running  longitudinal  with  the 
hull,  as  set  forth. 

No.  32,404.— Henry  T.  Anthony  and  Frank  PncEnus,  of  New  York,  N.  Y.—Improre- 
went  in  Photographic  Albums, — ^Patent  dated  May  !^8,  1861. — ^This  invention  is  explained  by 
the  claim. 
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Claim, — ^Forming  the  leaves  for  a  photographic  album  by  securing  the  flap,  or  split  portion, 
at  that  edge  which  will  be  outenuost  when  said  leaves  are  bound,  thus  causing  the  tree  edges 
of  the  flap  to  bo  presented  toward  the  back  of  the  book,  whereby  those  will  be  kept  down 
upon  the  photograph  without  the  need  of  paste  or  cement,  as  described. 

No.  32,405. — Julius  De  Bary,  of  Offenbach,  Dutchy  of  Hessen,  Germany. — Improve- 
ment in  Cigar  Machines, — Patented  in  England  November  1,  1859. — Patent  dated  May  28, 
1861. — The  tobacco  intended  for  the  cores  ot  the  cigars  is  laid  upon  an  endless  band,  which, 
in  connexion  with  another  similar  band  placed  at  an  angle  with  the  former  conducts  the 
tobacco  between  two  plates,  alter  passing  which  it  is  cut  by  a  descending  knife.  Behind  the 
rear  roller  of  the  upper  band  is  another  roller,  upon  which  is  a  band  having  at  its  end  a 
weighted  metal  square  which  takes  hold  of  the  after  part  of  the  tobacco  and  assists  in  mov- 
ing it  forward. 

The  part  E  consists  of  two  metal  plates  hinged  together  so  as  to  form  a  jaw  which  is 
acted  upon  by  a  spring  to  keep  it  open  and  allow  the  tobacco  to  enter  the  same  on  being  cut. 
Passing  around  a  series  of  rollers  are  two  endless  bands  Y  X,  the  latter  touching  a  cyunder 
B,  to  which  an  up  and  down  motion  is  imparted,  and  which  forces  the  tobacco  to  roll  itself 
up.  In  order  to  prevent  the  cores  from  becoming  loose  before  the  outer  leaf  is  placed  upon 
it,  temporary  coverings  or  wrappings  of  tobacco  are  brought  to  the  core  and  made  to  surround 
it,  the  same  being  removed  when  the  outside  leaf  is  put  on. 

Claim, — First,  the  conducting  and  compressing  of  the  tobacco  intended  for  the  interiors  or 
cores  of  the  cigars  by  means  of  the  bands  C  and  D,  in  combination  with  the  metal  squai« 
Y,  the  whole  being  constructed  and  operated  in  the  manner  described. 

Second,  the  arrangement  and  construction  of  the  jaw  E,  on  the  end  of  the  arm  a,  and  the 
manner  of  operating^  the  same,  for  the  purpose  of  receiving  the  portions  of  tobacco  intended 
for  a  core  of  the  cigar,  which  is  cut  off  oy  the  descent  of  the  knife  G,  and  delivering  tho 
same  in  the  rolling  machine. 

Third,  the  use  and  arrangement  of  the  roller  B  operating  the  endless  band  X,  in  the  man- 
ner and  for  the  purpose  substantially  as  described. 

Fourth,  the  employment  of  wrapping  papers  in  the  manufacture  of  the  cores  for  cigars,  in 
the  manner  and  for  the  purpose  described. 

Piilh,  the  described  arrangement  of  the  machinery  for  the  manufacture  of  cigars,  the 
whole  being  substantially  constructed  and  operating  in  the  manner  described  and  specified. 

No.  32,406. — S.  B.  Black,  of  Harrisburg,  Pa. — hnprovement  in  Machines  for  Sowing 
Guano. — Patent  dated  May  28,  1861. — The  shafl,  which  passes  longitudinally  through  tlM 
box  which  holds  the  guano,  is  provided  with  arms  secured  at  an  inclination  to  tho  shall  cor- 
responding to  the  sides  of  angular  blocks  placed  in  the  bottom  of  the  box.  The  shaft  is 
also  provided  with  straight  pins.  The  object  of  the  arrangement  being  to  stir  the  guano  and 
sweep  the  bottom  of  the  box  so  as  to  cause  a  ready  discharge  of  the  contents. 

Claim, — The  arrangement  of  the  shall  B,  arms  a  a,  pins  d  </,  and  the  irregular  bottom  of 
the  hopper,  when  the  same  are  used  and  constructed  as  and  for  the  purpose  set  forth. 

No.  32,407. — R.  Brinkerhofp,  of  Mansfield,  Ohio. — Improvement  in  Approach  Opening 
Gates, — Patent  dated  May  28,  1861. — ^This  invention  consists  in  the  arrangement  of  double 
toggle  joints  connected  to  levers,  and  to  hing^  by  means  of  rods,  in  such  a  manner  that  as 
the  wheel  of  a  carriage  depresses  a  lever  the  foot  of  each  gate  is  thrown  forward,  and  by  the 
aid  of  bevelled  edges  and  their  own  weight  the  gates  open.  The  depression  of  the  opposite 
lever  causes  the  gates  to  close. 

Claim, — The  application  of  the  toggle  joint  a  a  a  a.  and  the  hinges  e  e,  as  and  for  the 
purposes  set  forth. 

No.  32,408.— John  M.  Brooke,  of  U.  S.  Navy.— /mpr<w?e  J  Detaching  Hook  for  Nauti- 
cal Use. — Patent  dated  May  28,  1861. — The  eye  of  the  hook  is  so  formed  as  to  permit  the 
Sartial  or  entire  reversal  of  tho  hook  by  turning  it  in  the  ring  or  pendant  which  supports  it, 
lus  detaching  any  suspended  weight  without  slacking  tho  tackle  or  pendant.  To  guard 
against  accidental  reversal  of  the  Jiook,  a  clamp  is  usecT  which  turns  on  a  pin  at  the  end  of 
the  extended  arm,  and  rests  between  the  tackle  ring  and  the  ring  by  which  the  weight  is 
suspended. 

Claim — ^The  extension  of  the  eye  of  the  hook  along  the  back  of  the  hook  through  an  arc 
of  about  90  deg.,  the  curve  of  the  upper  part  of  tho  eye  being  nearly  concentric  with  the 
inner  curve  of  the  lower  part  or  bend  of  the  hook,  also  the  guard  described  and  used  there- 
with. 

No.  32,409. — J.  B.  Caldwell,  of  Chambersburg,  Pa. — Improvement  in  Water-  Wheels, — 
Patent  dated  May  28,  1861. — ^The  wheel  is  formed  of  two  circular  curved  plates  or  heads, 
the  buckets  being  attached  to  tho  outer  surface  of  the  upper  head,  and  so  arranged  that  any 
one  may  be  easily  detached  and  a  new  ono  inserted.  The  wheel  is  fitted  with  a  box,  the 
ftid^  of  which  are  formed  of  a  series  of  tangential  chutes. 
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Claim. — ^The  particular  arrangement  shown  and  de»cribed  of  the  two  heads  c  r',  with  each 
other,  and  with  the  buckets  e,  box  D,  and  shaft  C,  when  the  said  heads  and  buckets  ore  con- 
structed in  the  peculiar  form  and  united  together  in  the  peculiar  manner  set  forth. 

No.  32,410. — James  H.  Call,  of  Springfield,  Mass. — Improvement  in  Calipers, — ^Patent 
dated  May  28,  IStil. — The  object  of  this  device  is  to  measure  the  diameter  ot  a  cylindrical 
bole,  and  the  invention  consists  in  joining  the  legs  without  crossing  them  and  extending  them 
bejond  the  joint,  thus  forming  two  arms,  to  the  end  of  one  of  which  is  secured,  by  means  of  a 
screw  and  spring,  a  quadrant,  passing  through  a  slot  in  the  other  arm,  by  which  means  an 
accurate  measurement  is  easily  obtained. 

Claim, — The  construction  of  inside  calipers  with  a  micrometer  screw  and  spring,  substan- 
tially in  the  maimer  as  set  forth. 

No.  32,411.— John  D.  Cochran,  of  Milford,  'S,B,—Improved  Washing  JtfacAt»c.— Patent 
dated  Mav  28, 1861. — ^Within  the  box  is  supported  a  revolving  frame  composed  of  end  pieces, 
top  and  bottom  pieces,  and  holding  two  rubber  rolls,  between  which  the  clothes  are  passed 
to  be  washed.  The  frame  is  held  in  place  by  means  of  a  stop  piece  in  the  bottom  of  the  box, 
which  stop  piece,  on  being  pressed  down  bv  a  rod,  releases  the  frame,  and  allows  it  to  turn 
over,  when  the  articles  are  deposited  from  the  rolls  upon  a  stand  or  platform  in  a  condition  to 
be  hung  out  without  further  wringing. 

Claim, — ^The  combination  of  the  frame  C,  with  its  elastic  rolls  F  F',  with  stop  A,  rod  a,  and 
washing  box  A,  the  parts  betn^  constructed  and  arranged  to  operate  in  relation  to  each  other 
as  and  for  the  purposes  set  forth. 

No.  32,412.— Aaron  Colton,  of  Attica,  N.  Y. — Improvement  in  Corn-Planters.— Tatent 
dated  May  28, 1861. — ^The  frame  is  suspended  from  the  axle  by  two  chains  which  are  attached 
to  crank  aims  on  each  end  of  a  rock  bar  lying  parallel  with  the  axle.  To  the  rock  bar  is 
attached  a  hand-lever,  by  means  of  which  the  driver  is  enabled  to  raise  and  lower  -the  frame 
at  will.  At  each  end  of  the  frame  are  upright  rods,  which  serve  as  guides  to  keep  the  frame 
in  proper  position  relatively  to  the  axle. 

Claim, — The  combination  and  arrangement  of  the  frame  C  D  carrying  the  seeding  devices 
with  the  axle  of  the  truck,  by  means  of  the  rock  bar  h  A,  chains  g*  and  guides  H,  substan- 
tially in  the  manner  and  for  the  purposes  shown  and  described. 

No.  32,413.— T.  Scott  Cone  and  H.  8.  Potter,  of  Oneida,  TH.-^Improvement  in  Culti- 
vators,— Patent  dated  May  28,  1861. — This  invention  consists  in  the  combination  of  pivoted 
beams  and  adjustable  shovel  stocks  with  a  pivoted  carriage  frame,  so  aiTauged  and  constructed 
as  to  admit  of  a  ready  adjustment  of  the  shovels,  and  a  means  of  guiding  them  between  the 
rows  of  younff  or  of  more  matured  crops. 

Claim. — The  pivoted  frame  C  C,  lever  D,  pole  B',  beams  E  E  and  F  F,  pivoted  to  a  rod  a, 
as  described,  in  combination  with  adjustable  pivoted  brackets  J  J  J,  and  pivoted  shovel  stocks 
GOG'  G',  all  arranged  as  shown  and  described. 

No.  32,414.— George  Cook,  of  Bristol  Station,  HI,— Improvement  in  Portable  Cap- 
t*an«.^-Patent  dated  May  28,  1861. — This  invention  consists  in  arranging  a  swivel  joint  m 
an  otherwise  rigid  connexion  between  the  means  for  elevating  the  i'ront  of  the  machine  and 
the  means  for  elevating  the  rear  of  the  same,  so  that  when  the  machine  is  fully  elevated  and 
the  wheels  are  fully  in  position  for  supporring  it  the  said  swivel  joint  is  brought  directly  in 
line  with  the  king  bolt,  so  that  the  front  axle  and  its  attachments  may  be  ^wivcled  freely 
without  detaching  or  otherwise  disturbing  the  connexions.  With  the  main  spool  or  drum  and 
arm  is  combined  a  second  drum  fixed  to  a  separate  main  lever  or  arm,  and  a  means  of  con- 
necting or  disconnecting  the  arm  on  the  main  shaft  with  the  mam  lever,  so  that  the  main 
lever  and  the  main  shaft  can  be  connected  by  simply  raising  the  former  by  hand,  and  can 
readily  be  disconnected  to  allow  of  either  reeling  oflf  the  main  rope  from  the  main  shaft,  or  of 
operating  a  secondary  rope,  by  winding  it  upon  tne  secondary  drum  independently  of  the  main 
rope. 

Claim. — First,  so  arranging  a  swivel  joint  R  in  the  otherwise  rigid  connexion  y  S  T  T  be- 
tween the  means  F  G  H  1  for  elevating  the  rear  of  the  machine  and  the  means  M  N  O  P  for 
elevating  the  front  of  the  machine  that  when  the  machine  is  fully  elevated  upon  its  wheel  the 
said  joint  R  is  over  or  in  line  with  the  king  bolt  K,  all  substantially  as  and  fur  the  purpose 
set  foith. 

Second,  the  combmation  and  arrangement  of  the  eye  rf,  hook  7,  and  rope  J,  or  their  equiva- 
lents, with  the  main  spool  or  dnun  B  and  turn  B',  and  with  the  small  drum  D.  and  main  lever 
D',  so  as  to  operate  in  the  manner  set  forth. 

No.  32,415. — ^Lewis  Cooper,  of  Philadelphia,  Pa. — Improvement  in  Setting  Machines, — 
Patent  dated  May  28,  1861. — ^The  needle-frame  is  caused  to  work  up  and  down  by  means  of 
eccentrics  on  the  shaft.  As  the  needles  and  needle-frame  ascend,  the  cloth  to  be  sewed  is 
caused  to  be  drawn  for^'ard  by  the  feed  apparatus,  motion  being  communicated  to  the  cloth 
by  passing  it  between  rollers,  one  of  whicn  is  provided  with  a  cog-wheel  D,  and  moved'by 
means  of  a  ratchet  hook  a  suspended  on  an  eccentric,  so  that  it  will  lean  against  the  side  of  tha 
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cog-wbeel.  On  tlie  other  end  of  the  roller  is  a  grooved  guide-wheel,  in  which  a  pin  on  the 
finune  rnns,  the  groove  being  placed  at  an  angle  with  the  axis,  and  caosing  the  needle-frame 
to  slide  to  and  fro  laterally. 

C/aim.— Oiving  to  the  frame  which  carries  the  sewing  mechMiism  a  reciprocating  move- 
ment in  a  direction  at  right  angles  to  that  of  the  feed  motion  at  the  time  the  pressure  feet  are 
lifted  from  the  cloth  bj  means  of  the  pawl  d^  ratchet  D,  and  cam  C^  snbstantially  as  and  for 
the  purpose  specified. 

No.  32,416. — Frederick  Decker,  of  Ostrander,  O. — Improvement  in  Clover  Harvest- 
ers,— >Patent  dated  Mav  28,  1861. — ^The  end  bearings  of  the  cutting  and  brushing  cylinder  are 
set  in  plates  </,  secured  to  the  sides  of  the  box  by  bolts  passing  turough  vertical  slots  in  the 
plates.  Behind  these  plates  d  are  vertical  plates  A:,  slotted  in  a  direction  with  their  length, 
to  the  lower  ends  of  which  are  secured  axles  which  carry  the  wheels.  By  this  means  the  ma- 
chine mav  be  so  adjusted  as  to  gather  from  short  or  tall  clover,  and  also  that  growing  on  the 
side  of  a  hill. 

Claim. — ^The  arrangement  of  the  slotted  adjustable  plates  d  d  with  the  cylinder  A,  finger  c, 
separately  adjustable  plates  k  k,  and  axles  m  m,  as  ana  for  the  purposes  shown  and  described. 

No.  32,417.--Jame8  Doty,  jr.,  and  Asa  H.  Doty,  of  West  Falls,  N.  Y.— Improved 
Washing  Machine, — ^Patent  dated  May  28,  1861. — ^This  invention  is  explamed  by  the  claim 
and  engraving. 

Claim, — ^The  rocking  or  flexible  frame,  in  combination  with  the  sectional  convex  corru- 
gated nibbers  B  B  and  scolloped  concave  corrugated  blocks  C  C,  when  all  shall  be  arranged 
fubstantially  as  and  for  the  purpose  specified. 

No.  32,418.— William  M.  Ferry,  jr.,  of  Ferrysburg,  'Mich.-^bnprovement  in  Saw-MiUs,-^ 
Patent  dated  May  28,  1861. — ^This  improvement  is  designed  to  be  used  in  connexion  with  a 
saw-mill  patented  to  the  said  Ferry  July  21,  1857,  and  consists  in  an  arran^ment  of*  devices 
for  automatically  reversing  the  motion  of  the  carriage,  for  regulating  from  the  head  of  the 
saw-mill  the  thickness  of  the  slabs  or  planks  cut  from  the  log,  and  for  confining  the  rack  bars 
to  the  head  of  the  block,  and  the  head  block  to  the  carriage. 

Claim. — First,  the  slotted  box  I  and  roller  H,  for  the  purpose  of  actuating  the  mechanism 
used  in  reversing  the  motion  of  saw-mill  carria^s,  substantially  as  set  forth. 

Second,  the  combination  of  the  slotted  box  I  and  roller  H  with  the  tripping  devices  E  L, 
stop-spring  J,  lever  e,  rock-shaft  <f,  and  connecting-rod  6,  substantially  in  the  manner  and 
for  the  purpose  described. 

Third,  the  combination  of  the  hand-lever  O,  rock-shafl  M,  jointed  connecting-rod  N,  gauge- 
slide  g,  and  hinged  adjustable  oblique  bar  /,  substantially  in  the  manner  and  for  the  purpose 
described. 

Fourth,  effecting  a  combination  between  the  sot  rapk-bars  Q  and  head-block  and  also  the 
carriage  G  by  means  of  the  tenon  k  and  flanged  plates  /  /,  in  the  manner  and  for  the  purpose 
described. 

No.  32,419. — Jesse  Oilman,  of  South  Merrimack,  N.  H. — Improved  Feeding  and  Gigging' 
back  Movement  in  Sawing  Machines. — ^Patent  dated  May  28,  1861. — This  invention  relates  to 
an  improvement  upon  a  sawing-machine  patented  to  the  said  Gibnan  on  March  25,  1856,  and 
it  consists  in  a  combination  of  devices  by  means  of  which  an  automatic  reciprocating  movo^ 
ment  is  given  to  the  bolt-carriage,  a  slow  feed  movement,  and  a  comparatively  quick  gigging- 
back  movement. 

Claim. — ^The  combination  of  the  double  peripheried  pulley  C  andpulleys  S  T  with  each 
other  and  with  the  movable  shafts  R  R^,  lever  N,  cams  h  A',  carriage  F,  ana  rods  G  Ht  all  iu 
the  manner  and  for  the  purpose  shown  and  described. 

No.  32,420. — ^WiLLL^M  H.  Henderson,  of  Franklin,  Ind. — Improvement  in  Beading  Rain 
Gutters. — Patent  dated  May  28,  18C1.— Secured  to  a  base  or  fi-ame  is  a  hollow  cylinder  with 
a  tapering  bore  and  having  a  slot  cut  lengthwise  of  the  same.  Corresponding  with  the  bore 
of  tue  cylinder  is  a  rod,  provided  also  with  a  longitudinal  slot,  and  having  a  mortise  at  one 
end  and  a  crank  handle,  by  which  means  the  tin,  as  it  is  turaed  by  the  rod,  is  formed  with 
the  proper  bead.  The  mortise  at  the  end  of  the  rod  is  designed  to  form  the  opening  v^  the 
bead  at  that  end  of  the  rod  round. 

Claim. — First,  reducing  the  rod  on  one  side  of  the  groove  in  it,  for  forming  a  round  bead, 
as  specified. 

Second,  the  employment  of  the  mortise  rf,  in  the  rod,  as  and  for  the  purpose  specified. 

Third,  the  tapering  form  of  the  rod,  whereby  I  am  enabled  to  readily  remove  the  bead,  and 
whereby  one  end  is  termed  to  fit  in  the  adjoining  end  of  the  next  section  of  gutter,  substan- 
tially as  set  forth. 

Fourth,  the  tapering  form  of  the  bore  to  correspond  with  the  rod,  as  and  for  the  purpose 
specified. 

No.  32,421.— Albert  V.  Hill,  of  Carrollton,  N.  Y. — Improvement  in  Fire- Arms.—V Ateni 
dated  May  28,  1861. — This  invention  consists  in  a  method  of  fastening  the  breech  of  bieech- 
looding  fijt)-arnis  with  a  lever  key  for  opening  and  securely  cloeing  the  breech. 
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Claim, — ^Tbe  described  notched  key,  with  its  lerer  V,  and  eccentric  disc  L,  constmcted  as 
described,  tor  the  pnrposo  of  opening  and  Bccurely  closing  the  breech  of  a  breech-loading  fire- 
arm, in  the  manner  set  forth. 

No.  32,422.— J.  J.  HlKscHBUHL,  of  Louisville,  Ky, -^Improtement  in  Vent  Stoppers  of 
Ordnance. — Patent  dated  May  *28,  1861. — Hinged  to  a  standard  secured  to  the  barrel  of  a 
cannon  is  a  padded  lever  in  such  a  position  tunf,  on  turning  the  lever  down,  the  pad  closes 
the  touch-hole  perfectly  tight.  The  lever  is  provided  with  a  spring,  which  catches  in  a  nose, 
and  keeps  the  pad  firmly  pressed  upon  the  touch-hole. 

Claim, — The  arrangement  of  the  pivoted  spring  lever  <;,  and  nose  D,  with  the  hinged  lever 
B,  and  clamp  £,  the  whole  constructed  and  operated  in  the  manner  and  for  the  purposes 
shown  and  described. 

No.  32,423.— Sebre  Howard,  of  Elvria,  O. ^Improvement  in  Running  Gear  of  Railroad 
Cars. — Patent  dated  May  28,  1861. — The  axle  trees  are  divided,  and  their  inner  ends  turn  in 
adjustable  bearings  that  rest  and  move  in  elongated  journal  boxes  secured  to  the  central  beam 
of  the  car  frame.  The  inner  bearing  of  each  forward  axle  is  connected  by  curved  rods  or 
braces  to  the  inner  bearing  of  the  opposite  rear  axle  so  as  to  bring  each  axle  in  line  with  the 
radius  of  the  curve.  The  vertical  sides  of  the  outer  journal  boxes  have  a  convex  shape,  and 
the  inner  corresponding  surfaces  of  the  legs  of  the  pedestals  are  concave,  to  admit  of  the 
journal  boxes  turning  fi-eely  on  their  vertical  axes. 

Claim. — Giving  a  convex  shape  to  the  vertical  sides  of  the  journal  boxes  C  C,  and  a  con- 
cave shape  to  the  inner  surfaces  of  the  respective  legs  of  the  peuestals  B  B,  for  the  purpose  of 
enabling  the  said  journal  boxes  to  be  freely  turned  upon  their  vertical  axes  within  the  said 
retaining  pedestals,  in  the  manner  and  for  the  purpose  set  forth. 

Also,  supporting  the  journal  boxes  that  receive  the  inner  ends  of  the  divided  axles  between 
tho  curved  open  euges  of  the  way-plates  J  K  that  are  bolted  to  the  central  beam  G  of  the  car 
fVame ;  but  tnis  I  only  claim  when  the  boxes  C  C,  which  receive  the  outer  ends  of  the  said 
divided  axles,  are  supported  in  such  a  manner  that  they  are  allowed  to  turn  upon  their  vertical 
axes  substantially  in  the  manner  set  forth. 

No.  32,424.— Benjamin  James,  of  Worcester,  Mass. — Improved  Machine  for  Drying 
Woolj  Sfc, — Patent  dated  May  28, 1861. — This  invention  consists  in  the  employment  of  clastic 
pressure  rollers  with  a  feeding  device,  and  also  in  the  use  of  endless  aprons  arranged  in  rela- 
tion with  the  picker  and  chute  so  as  to  receive  the  stock  in  a  manner  most  favorable  to  its 
drying ;  in  an  arrangement  of  the  rollers  pertaining  to  the  endless  aprons  so  as  to  prevent  the 
escape  of  heated  air  trom  the  lower  part  of  tho  drymg  chamber ;  and  in  an  arrangement  of  the 
drivmg  mechanism  wherebv  certain  portions  of  the  working  parts  of  the  machine  may  be 
stopped  when  necessary,  while  other  portions  are  allowed  to  operate.  The  specification  and 
drawings  must  be  referred  to  for  a  description  of  the  devices  claimed. 

Claim. — First,  the  employment  or  use,  for  the  purpose  specified,  of  the  two  endless  aprons 
L  M,  arranged  to  work  or  move  in  contact  substantially  as  shown,  and  used  in  connexion 
with  the  endless  feeding  apron  B,  fluted  roller  D,  concave  /,  and  picker  £,  or  an  equivalent 
feeding  device,  to  convey  tne  stock  between  the  aprons. 

Second,  the  adjustable  roller  a',*  when  used  in  connexion  with  the  stationaiy  roller  t',  and 
endless  aprons  L  M,  and  placed  in  such  relation  with  the  drying  chamber  11,  to  operate  as 
and  for  the  purpose  set  forth. 

Third,  the  elastic  pressure  rollers  C  C,  when  used  in  connexion  with  the  feed  apron  B, 
fluted  roller  D,  picker  £,  and  chute  G,  for  the  purpose  of  properly  presenting  the  stock  to  the 
endless  aprons. 

Fourth,  the  arrangement,  as  described,  of  the  pulleys  i  7',  with  the  belts  t  0  O,  and  the 
gearing  d  e  d'  c',  of  the  rollers  C  C  D,  substantially  as  sfiown,  to  admit,  when  desired,  of  the 
stopping  of  the  aprons  L  M,  and  feeding  mechanism,  for  the  purpose  specified. 

No.  32,425.— Richard  F.  Joynes,  of  Bristol,  R.  I.— Improved  Steering  Apparatus.-^ 
Patent  dated  May  28,  1861. — ^The  apparatus  for  operating  the  rudder  is  placed  in  a  hollow 
casting  as  a  cap  having  a  broad  base  secured  to  the  decK.  On  the  head  of  the  rudder  is 
secuied  a  cog-wheel,  and  on  two  bolts  which  secure  the  cap  casting  to  tho  deck  are  two 
smaller  cog-wheels  or  pinions  which  gear  into  the  central  cog-wheel,  and  serve  to  steady  the 
head  of  tho  rudder.  In  the  under  surface  of  the  central  co^-wheel  and  the  upper  surface  of 
tho  counter-plate  which  is  let  into  the  deck  of  the  vessel  are  circular  grooves,  forming  cavities 
for  the  reception  of  balls  which  serve  as  friction  rollers,  and  support  tho  weight  of  the  rudder. 
To  the  rudder  hea^l  is  coupled  a  hollow  cylinder  provided  with  two  spiral  slots  in  opposite 
sides  thereof;  in  these  slots  move  projecting  arms  of  a  nut  travelling  on  a  stationary  screw, 
by  turning  which  latter  the  action  of  the  rudder  is  governed. 

Claim. — ^The  arrangement  and  combination  of  the  mechanism  for  supporting,  guiding,  and 
working  the  rudder,  substantially  as  and  for  the  puiposes  specified. 

No.  32,426.— Patrick  Kerr,  of  New  Bethlehem,  Pa. — Improvement  in  Furnaces  for 
Smelting  Iron  Ore. — Patent  dated  May  28,  1861. — This  invention  consists  in  giving  to  the 
smelting  furnace  such  modifications  of  form  that  each  variety  of  bituminous  ami  may  have 
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a  form  of  constmction  to  suit  its  properties,  and  so  that  all  descriptions  of  raw  bitmninons 
coal  may  be  employed  for  smelting  iron  ore. 

Claim, — ^The  u^e  of  a  bosh  and  nearth,  constmcted  as  described  and  set  forth,  in  which  the 
width  or  proportion  is  reduced  or  enlarged  as  the  quantity  of  bitumen  in  the  coal  employed  as 
fuel  is  increaised  or  diminished. 

No.  32,427. — Ambrose  Kohler,  of  Boston,  Mass. — Improved  Heating  Apparatus. — 
Patent  dated  May  28,  1861. — This  invention  will  be  understood  by  r^fereuce  to  the  claim  and 
engraving. 

Claim, — ^First,  the  combination  of  a  series  of  truncated  cones  united  at  their  larger  and 
smaller  bases  alternately,  as  described,  and  surrounded  by  a  scries  of  similar  cones  of  such 
diameter  as  to  leave  an  annular  zigzag  space  between  them,  with  inlet  and  outlet  pipes  so 
arranged  as  to  admit  of  cold.air  within  the  interior  of  the  former  scries  of  cones  by  impinging 
and  reverberating  it  against  the  highly  heated  surfaces  thereof,  and  to  discharge  it  when  thus 
heated,  substantially  as  described. 

Second,  in  combination  with  the  double  series  of  cones  and  inlet  and  outlet  pipes,  arranged 
to  operate  as  set  forth,  I  claim  the  outer  cylinder,  provided  with  openings  at  their  bottom  for 
the  admission  of  cold  air,  as  specified. 

No.  32,428.— Jacob  Maag,  of  Milwaukie,  Wis.— Improved  Wind- IFheel. —^F&tent  dated 
May  28,  18C1. — ^This  invention  does  not  admit  of  a  brief  description. 

Claim, — First,  the  eccentric  o,  in  combination  with  the  fan  or  storm-board  m,  and  the 
toothed  and  bevelled  wheels,  as  set  forth,  for  giving  motion  to  the  wings,  as  described. 

S^ond,  The  lever  bar  ^,  as  it  is  arranged  in  relation  to  the  governor  and  to  the  moans  or 
parts  operated  by  the  storm-board  or  fan,  and  to  the  wings,  as  set  forth. 

No.  32,429. — Charles  B.  Martin,  of  Fond  du  Lac,  Wis. — Improvement  in  brain  Sepa- 
rators.— Patent  dated  May  28,  1861. — To  the  lower  part  of  the  outer  end  of  the  shoe  is  at- 
tached transversely  a  rod  a,  fitted  in  a  grooved  roller  1).  To  the  back  cud  of  the  shoe  is  also 
attached  a  rod,  with  its  ends  inclined  upward,  which  ends  rest  upon  rollers.  Through  tljo 
shoe  passes  a  rod,  extending  through  slots  in  the  sides  of  the  case.  By  this  means  the  shoe 
will  adjust  itself  to  its  work  whenever  the  case  is  out  of  a  horizontal  position. 

Claim. — The  combination  with  the  shoe  C  of  the  rods  V  a  b  c,  slot  c,  and  rollers  DEE, 
the  whole  being  constructed  and  arranged  as  shown  and  described,  and  operating  in  the  man- 
ner and  for  the  purposes  explained. 

No.  32,430.— Daniel  Minthorn,  of  Beverly,  "Slti^s.— Improvement  in  Fa/r«*.— Patent 
dated  May  28,  1861. — ^The  body  of  the  valve  is  made  of  hemispherical  shape,  and  to  its  base 
and  curved  portion  is  attached,  respectively,  a  projection  or  wing,  arranged  at  right  angles  to 
each  other,  for  the  purpose  of  preventing  the  valve  from  rolling  and  securing  a  unllbrm  and 
steady  motion  in  seating. 

Claim. — The  valve  constructed  with  two  guides  &,  and  arranged  at  right  angles  to  each 
other,  and  operating  so  as  to  insure  the  accurate  play  and  seating  of  the  valve,  as  set  forth. 

No.  32,431. — JosiAH  MuMFORD  and  J.  W.  Wilson,  of  Clarksburg,  O. — Improvement  in 
Cultivators, — Patent  dated  May  28,  1861. — The  nature  and  object  of  this  invention  are  ex- 
plained by  the  claim. 

Claim. — So  hanging  the  pairs  of  ploughs  that  run  on  each  side  of  the  rows  of  plants  to  the 
frame  and  to  each  other  as  tliat  they  may  have  both  a  vertical  and  horizontal  adjustment,  as 
well  as  a  rocking  movement,  on  their  shaft  H,  but  when  so  rocked,  one  plough  of  the  pair 
shall  not  be  tiuown  into  or  out  of  the  ground  more  than  its  fellow,  as  described  and  repro- 
sented. 

No.  32,432. — J.  W.  Ogle,  of  Concord,  111. — Improved  Window  Shade. — Patent  dated  May 
28,  1861. — The  frame  of  the  curtain  is  divided  into  sections,  one  of  which  is  secured  to  the 
window  frame,  and  the  others  are  hinged  to  it  above  and  below,  so  as  to  bo  capable  of  being 
tamed  up  or  down,  or  adjusted  to  any  intermediate  position. 

Claim. — The  construction  of  a  window  curtain  or  shade  attached  to  a  frame  divided  into 
sections,  hinged  together  as  described,  for  the  purpose  of  regulating  the  admission  of  light 
and  air. 

No.  32,433. — S.  N.  Park  and  John  A.  Staats,  of  Somerville,  N.  J.— Improvement  in 
Machine  for  Cooling  and  Drying  Flour. — Patent  dated  May  28,  1661. — To  the  sides  of  the 
nmner  or  upper  mill-stone  are  attached  one  or  more  hollow  tubes,  arranged  in  such  a  manner 
that  the  revolution  of  the  nmner  shall  act  as  a  blower  to  keep  up  a  continuous  supply  of  air, 
for  the  purpose  of  cooling  the  flour  and  drying  it  while  being  giound. 

Claim. — The  use  and  application  of  the  tubular  fans  a  a,  in  combination  with  or  attached 
to  the  runner  of  flouring  mills,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,434.— John  Qligley,  of  Winomv,  Mimx.—Improtcmcnt  in  Animal  Traps. — ^Patent 
dated  May  28,  1861  —This  invention  consists  in  the  arrangement  of  two  platibnns  attached 
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directly  to  one  and  the  same  axle  rod,  the  upper  platform  having  a  crank  arm  and  trigger  rod 
connected  to  it,  by  which  it  is  kept  suspendea,  so  that  as  the  animal  passes  to  the  bait-oox  ho 
treads  upon  the  front  edge  of  the  upper  platform,  which  causes  the  release  of  the  trigger  and 
retaining  rod,  and  allows  the  lower  platform  to  fall  and  deposit  the  animal  within  ue  box 
beneath.  The  working  parts  of  the  trap  are  concealed  from  view  bj  an  inclined  partition, 
which  servx's  as  a  shelt  for  the  bait. 

Claim. — The  arrangement  of  the  platforms  B  B^  axial  pivot  J,  common  to  both  platforms, 
crank  arm  D,  trigger  or  retaining  rod  E,  stop  latch  G,  adjusting  screw  K',  box  1,  inclined 
bait  supporting  division  board  C,  and  pit  2,  the  whole  being  constructed  and  used  together 
in  the  manner  and  for  the  purpose  set  Ibrth. 

No.  32,435. — N.  C.  Sanford,  of  Meriden,  Conn. — Improvement  in  Skates. — Patent  dated 
May  28,  1861. — This  invention  consists  of  a  flat  runner  stamped  out  of  suitable  sheet  metal, 
the  proper  width  and  shape,  and  secured  to  a  wooden  stock  by  buttons  and  screws,  the  but- 
tons being  riveted  to  the  ninner  previously  to  attaching  it  to  the  stock,  so  that  when  attached 
the  upper  edge  of  the  runner  will  abut  against  the  bottom  of  the  stock  and  furnish  a  solid 
bearing  for  the  same  from  heel  to  toe. 

Claim, — The  solid  iron  and  wooden  stock  skate,  constructed  and  put  together  as  hereizi 
described 

No.  32,436. — Oramel  B.  Scofteld,  of  East  Stoughton,  Mass. — Improvement  in  Adjust- 
able Weather  Strips. — Patent  dated  May  28,  1861. — ^The  strip  consists  of  a  clamp  bar,  which 
is  made  with  a  recess  for  the  reception  of  an  auxiliary  bar,  to  the  rear  side  of  which,  and  pro- 
jecting beyond  its  lower  edge,  is  fastened  an  elastic  flap.  Between  the  upper  edges  of  the 
oar  and  the  i-ecess  are  arranged  a  number  of  springs,  a^inst  which  the  bar  is  bent,  the  ends 
of  the  bar  being  secured  to  tho  clamp.  The  object  ot  the  device  being  to  adjust  it  to  the 
curved  worn  surface  of  the  threshold. 

Claim, — The  combination  and  arrangement  of  the  auxiliary  bar  B  and  its  springs  C  C,  or 
their  equivalents,  with  the  flap  D,  and  the  clamp  bar  A,  to  be  affixed  to  the  door,  and  to  op- 
erate therewith,  substantially  as  specified. 

No.  32,437.— S.  L.  Shotwell,  of  Ottawa,  111.,  and  S.  R.  Hicks,  of  North  Hemstead,  N. 
Y. — Improvement  in  Steam  Ploughs. — Patent  dated  May  28,  1861. — This  invention  do^  not 
admit  of  a  brief  description. 

Claim. — First,  the  an'angemcnt  of  the  additional  steam  cylinder  and  piston  in  connexion 
with  the  propelling  engineer  engines  and  the  oblique  series  ot  pulleys  A,  carrying  independent 
or  disconnected  ploughs,  when  the  whole  is  constructed  and  operated  substantially  in  the 
manner  and  for  tne  pmposes  set  forth. 

Second,  the  arrangement  of  the  series  of  short  links  t  f,  in  combination  with  the  series  of 
independent  ploughs  or  gangs,  and  the  oblique  bar  E",  mounted  on  wheels  F,  for  the  purpose 
of  giving  the  ploughs  a  free  motion  in  passing  obstacles  and  yet  preventing  said  ploughs 
from  falling  sidcwise,  substantially  as  specified. 

Third,  the  above  described  peculiar  arrangement  of  crank-wheels  J  J,  loose  pinions  L  L, 
sliding  clutches  M  M,  crank-shaft  K,  in  conibination  with  tho  driving-wheels  D  D,  substan- 
tially as  set  forth. 

Fourth,  tho  arrangement  of  the  plough  frames  o  and  levers  g,  applied  to  the  beams  ly,  to 
operate  as  and  for  the  purposes  set  forth. 

No.  32,438.— John  Stevens  and  Luther  H.  Buell,  of  New  York,  N.  Y,— Improved 
Washing  Machine, — Patent  dated  May  28, 1861. — This  invention  will  be  understood  by  refer- 
ence to  the  engraving  and  claim. 

Claim. — Tho  employment  of  the  stationary-  corrugated  India-rubber  apron  H,  stretched  be- 
tween end  pieces  1 1,  when  arranged  for  joint  opeintion  with  a  rubbing  roller  F,  the  whole 
constructed  as  described,  for  the  purpose  set  forth. 

No.  32,439.— Philh*  Teets,  of  New  York,  N.  Y,— Improved  Milk  Pan.— Patent  dated 
May  28,  1861. — ^This  invention  consists  in  forming  varioas  portions  of  the  can,  as  the  breast, 
the  bowl,  and  the  cover,  submitting  them  to  the  action  of  stamping  dies,  and  joining  the 
parts  together,  so  as  to  leave  the  inner  and  outer  surfaces  as  smooth  as  possible,  and  free  from 
projecting  joints,  for  the  purpose  of  more  easily  cleaning  the  cans  and  giving  them  greater 
strength. 

Claim, — As  a  new  and  improved  article  of  manufacture,  the  milk  can  herein  described  and 
represented. 

No.  32,440. — Joseph  Tomunson,  of  Putman,  Iowa. — Improvement  in  Suspension 
Bridges, — Patent  dated  May  28, 1861. — ^The  nature  of  this  invention  consists  in  tho  adaptation 
and  combination  of  a  rigid  truss  to  the  ordinarv  wire  cables  of  suspension  bridges,  in  such  a 
manner  that  the  changes  resulting  from  variations  of  temperature  shall  have  no  tendency  to 
produce  any  undue  strain  between  the  different  parts  of  the  whole  structure,  tho  increased  or 
reduced  camber  of  the  truss,  caused  by  variations  of  temperature  acting  upon  it,  always  cor- 
responding to  tho  rise  or  fall  in  the  cables  from  contraction  or  expansion. 
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Claim, — ^The  within  described  method  of  constnictin^  Baspension  bridges,  the  same  con- 
sisting in  combining  rigid  trusses  having  cords  of  matenal  of  different  expansion  and  contrac- 
tion under  the  same  degree  of  temperature  with  the  wire  suspension  cables,  substantially  as 
herein  set  forth. 

No.  32,441. — Otis  Tufts,  of  Boston,  Mass. — Improvement  in  Elevators. — Patent  dated 
May  28,  1861. — This  invention  consists  in  the  employment  of  a  series  of  ropes,  each  of  which 
is  independently  attached  to  the  hoisting-car,  and  also,  after  passing  up  over  the  upper  roller 
to  the  noi8ting-<lrum  on  which  they  are  wound,  either  of  which  rope^  being  suflScieut  to  sus- 
tain the  load  put  upon  the  machine.  In  combination  with  this  series  of  ropes  is  airanged  a 
scries  of  levers  and  balances,  so  that  the  weight  or  strain  is  equalized  on  e^ich  rope,  and  the 
machine  made  self-adjusting,  which  is  effected  oy  attaching  the  end  next  the  car  ot  each  rope 
to  a  lever-beam,  the  short  arm  of  which  is  fixed  in  a  standard  on  top  of  the  car,  while  tne 
longer  arm  is  attached  to  a  connecting  rod  which  extends  down  and  takes  hold  of  a  spiral 
spring  coiled  within  the  tubular  cylinder,  to  the  lower  end  of  which  is  fixed  a  sheave.  The 
machmo  adjusts  itself  to  any  inequality  in  the  lengths  of  the  ropes,  and  should  a  rope  break 
the  strain  is  at  once  equally  distributed  on  the  remaining  ropes,  the  scales  indicating  the  strain 
on  each  rope. 

Claim, — First,  constructing  an  elevator  or  hoisting  apparatus,  with  a  series  of  two  or  more 
hoisting  ropes  or  chains  having  independent  attachments,  and  winding  simultaneously  upon 
the  hoisting-drum,  for  greater  safety,  substantially  as  described. 

Second,  equalizing  the  strain  upon  the  series  of  ropes  or  chains  of  my  improved  elevator 
or  hoisting  machine,  by  automatip  adjustment,  substantially  as  described. 

Thii'd,  m  combination  with  the  hoisting  apparatus,  the  spring  balances  for  indicating  the 
strain  upon  the  ropes  or  chains  employed,  substantially  as  described. 

No.  32,442.— WiLUAM  S.  Weir,  jr.,  of  Monmouth,  JU.— Improvement  in  Cultivators,-^ 
Patent  dated  May  28,  1861. — The  frame  to  which  the  ploughs  are  attached  is  placed  above 
and  connected,  by  means  of  eyes  and  staples,  to  the  end  of  ute  seat-frame.  Between  the  rear 
sides  of  the  plough-frame  and  the  longitudinal  pieces  of  the  seat-frame  are  placed  movable 
wedges,  for  tne  purpose  of  adjusting  the  rear  end  of  the  seat-frame.  To.the  rear  of  the  plough- 
frame  is  fastened  a  spring-catch,  which  engages  in  teeth  in  a  catch-piece  secured  to  the  front 
of  the  seot-post,  and  serves  to  retain  the  ploughs  in  the  adjusted  position.  By  removing  the 
wedges  the  frames  will  come  together  and  the  ploughs  will  be  caused  to  run  deep  in  the 
ground.  The  inner  ploughs  are  controlled  by  means  of  a  lever,  so  as  to  adjust  them  to  culti- 
vate crooked  or  irregular  rows  of  plants. 

Claim. — First,  the  combination  of  a  spring-catch  P  and  catch-plate  Q  with  the  plough- 
frame  I  and  seat-frame,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  with  the  seat-frame  and  plough-frame  of  catch-plate  Q,  spring- 
catch  P,  and  adjusting  blocks  d  </,  constructed  and  arranged  to  operate  in  relation  to  eacn 
other  as  and  for  the  purposes  set  forth. 

Third,  pivoting  or  hinging  the  plough-frame  I  to  the  front  of  the  seat-frame,  and  in  front  of 
the  seat-frame  and  in  front  of  the  axle  of  the  main  supporting-wheels,  in  combination  with 
providing  said  frame  I  with  two  sets  of  ploughs  J  J  K  K,  arranged  to  operate  in  relation  to 
each  other  as  and  for  the  purposes  set  forth. 

No.  32.443.--CHAIILES  P.  Wing,  of  Fayetteville,  N.  Y. —Improvement  in  Harvesters.— 
Patent  dated  May  28,  1861. — ^To  the  dividing  board  on  the  outer  end  of  the  platform  is 
attached  an  upright,  the  upper  end  of  which  forms  bearings  for  a  shaft  K,  which  has  a  hub 
on  its  inner  ena  to  which  radial  arms  are  attached,  and  at  the  upper  part  of  an  upright  on 
the  main  frame  is  a  similoi*  shaft  S,  provided  also  with  a  hub  and  r^ial  arms.  The  two  shafts 
are  in  line  with  each  other,  and  the  ends  of  the  arms  are  connected  by  extension-rods  formed 
of  two  parts,  each  part  having  an  eye  at  each  end,  through  which  its  fellow-port  passes 
loosely,  oy  which  means  the  proper  action  of  the  reel  will  not  be  affected  by  the  iiTcgular 
movement  of  the  platform,  when  passing  over  uneven  ground. 

Claim. — Constructing  the  reel  with  extension  rods  or  beaters  U,  and  two  separate  shafts  R 
8,  attached  respectively  to  the  main  frame  and  platform,  to  operate  as  and  for  the  purpose  set 
forth. 

No.  32,444.— John  M.  De  Bollb,  of  Philadelphia,  Pa.,  assignor  to  Himself,  Andrew  J. 
HUSTED,  and  Edwin  Hand,  of  the  same  place. — Improvement  in  Valves  for  Hose-Pives. — 
Patent  dated  May  28,  1861. — In  the  centre  of  the  hose-pipe  is  pivoted  a  valve  attached  by  a 
centre-pin  at  one  side  to  a  handle,  by  which  the  valve  is  opened  and  closed.  Upon  the  pipe  is 
arranged  a  spring  which  acts  upon  the  handle,  to  close  the  valve  when  the  flow  of  water  is 
to  be  stopped.  The  handle  is  provided  with  lugs,  which,  in  cAinexion  with  a  guard,  serve 
to  regulate  the  degree  of  motion  of  the  handle,  the  object  being  to  prevent  a  waste  of  water, 
when  the  hose  is  left  unattended,  or  from  carelessness. 

Claim. — ^I'he  combination  of  the  valve  C,  handle  D,  guard  F,  lugs  g  g^  and  spring  H, 
arranged  and  operating  as  and  for  the  purpose  set  forth. 
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No.  32,445.— John  A.  Bradshaw,  of  Lowell,  Mass.,  assignor  to  Himself  and  Wm.  H. 
Brown,  sen.,  of  Pelham,  N.  H. — Improvement  in  Machine  for  Winding  Thread. — Patent 
dated  Ma^  28,  1861. — Upon  a  shaft  H  is  fixed  a  plate  snrface-gear,  which  consists  of  a  circular 
plate  havinff  corrugations  or  teeth,  arranged  in  concentric  circles  on  its  surface.  This  gear, 
by  means  of  an  intermediate  pinion,  gives  motion  to  a  similar  gear  on  the  end  of  a  traversing 
screw,  which  motion  may  be  made  faster  or  slower,  according  as  the  intermediate  pinion  is  set 
further  from  or  nearer  to  the  centre  of  the  plate  surface-gear  I,  for  the  purpose  of  adjusting 
them  to  winding  coarse  or  fine  threads.  By  means  of  a  friction-gear  and  clamp  the  surface- 
gear  and  pinion  are  kept  in  close  contact,  and  the  friction  may  bo  increased  or  diminished  by 
means  of  a  set  screw. 

Claim. — First,  the  combination  of  the  two  plate  surface-gears  I  J  with  the  pinion  K,  hung 
and  adjusted  as  described,  for  the  purpose  and  substantially  as  set  forth. 

Second,  the  combination  of  the  friction-gear  i/,  clamp  c,  set  screw  /,  with  the  worm-shaft 
H,  for  the  purpose  and  substantially  as  described. 

No.  32,446.— Frederick  Landon,  of  Brockport,  N.  Y.,  assignor  to  Byron  E.  Huntley, 
John  M.  Bowman,  and  Charles  and  Lafayette  Siluman,  of  the  same  pl&ce.— Improve- 
ment in  Harvesters. — Patent  dated  May  28,  1861. — This  invention  relates  to  an  improvement 
upon  a  machine  patented  to  the  said  Landon  on  November  13,  1860,  and  it  consists  in  com- 
bming  a  hand-lever  with  the  traction-lever  described  in  said  patent,  and  arranging  it  in  relation 
to  the  driver*8  scat,  so  that  the  driver  may  readily  raise  the  cutting  apparatus  to  any  suitable 
height  to  avoid  obstructions  in  the  path.  With  the  traction-lever  ana  nand-leveris  combined 
a  scut-frame,  so  constructed  and  arranged  as  to  con-espond  in  Ua  backward  and  forward 
movement  with  the  movement  of  the  rearward  end  of  the  traction-lever,  and  at  the  same  time 
presen-e  a  nearly  horizontal  position. 

Claim. — First,  the  combination  of  a  hand-lever  with  the  traction-lever  D,  for  the  purpose 
set  forth  and  substantially  as  described. 

Second,  the  combination  of  a  seat-fi-ame  with  the  traction-lever  D  of  a  harvesting  machine, 
for  the  purposes  set  forth  and  substantially  as  described. 

Thira,  the  combination  of  the  hand-lever  C*  with  the  traction-lever  D  and  the  seat-frame 
hb  bj  for  the  purposes,  set  forth  and  substantially  as  described. 

No.  32,447.— Elisha  Matteson,  of  Brooklyn,  N.  Y.,  assignor  to  L.  D.  TowsLEY,  of 
New  York,  N.  Y. — Improved  Apparatus  for  Locomotion. — Patent  dated  May  28, 1861. — This 
invention  consists  of  a  series  of  sections  hinged  together,  which  form  the  platform,  and  on 
the  under  side  of  which  are  secured  cogs  which  form  in  connexion  with  each  a  continuous 
rack.  These  sections  are  supported  upon  rollers  and  upon  a  cog-wheel  which  meshes  into  a 
cog-wheel  upon  the  sections  of  the  platform,  as  in  the  act  of  walking  motion  is  imparted  to 
the  driving-wheels.  Attached  to  standards  are  levers  for  operating  brakes  to  control  the 
movements  of  the  apparatus. 

Claim. — First,  the  use  or  employment  of  the  platform  D,  in  combination  with  the  drivings 
wheels  L  L,  the  brakes  M  M,  and  the  levers  Q  Q,  arranged  and  operating  in  the  manner  and 
for  the  purpose  or  purposes  set  forth  and  sjiecified. 

Second,  the  brakes  M  M  and  levers  Q  Q,  suspended  and  connected  by  their  cross-bars  in 
the  manner  set  foiiii  and  for  the  purpose  or  pmposes  specified. 

Ko.  32,448.— S.  P.  McCroskey,  of  Monroe,  Iowa,  assignor  to  Himself  and  Wiluam  D. 
Nichols,  of  Davenport,  Iowa. — Improved  Preparation  to  Render  Maize  Suitable  for  Grind- 
ing. — Patent  dated  May  28,  J 861. — This  invention  consists  in  mixing  with  Indian  com,  as 
it  is  ground,  a  compound  of  bicarbonate  of  soda,  cream  of  tartar,  tartaric  acid,  and  whiting, 
for  the  purpose  of  neutralizing  the  oil  of  the  com,  and  absorbing  the  undecomposed  moisture, 
and  thereby  rendering  the  com  more  easy  to  be  ground  and  the  flour  more  dry. 

Claim. — The  process  of  treating  Indian  corn,  preparatorv  to  grinding,  with  the  com- 
pound, substantially  as  described,  without  limiting  myself  to  the  exact  proportion  of  elements 
specified. 

No.  32,449.— N.  R.  Merchant,  of  Guilford,  N.  Y.,  assignor  to  Himself  and  A.  P.  Mer- 
chant, of  the  same  place. — Improved  Boring  Machine. — Patent  dated  May  28,  1861. — 
Secured  by  bolts  to  the  horizontal  slotted  plate  of  the  fmme  B  are  two  stands,  the  bolts  pass- 
ing through  the  slots  and  admitting  of  a  lateral  adjustment  of  the  stands.  At  the  upper  end 
of  each  stand  is  a  tubular  projection  or  bearing,  each  of  which  receives  a  tube,  which  holds 
the  auger  or  bit,  and  on  the  end  of  each  tube  is  a  pinion,  which  gears  into  a  spur  wheel 
toothed  on  its  inner  side.  The  axis  of  the  wheel  passes  through  the  slot  of  the  upright  ploto, 
and  by  means  of  a  nut  may  be  adjusted  to  any  height.  Holes  mav  be  bored  at  a  greater  or 
less  distance  apart  by  loosening  the  bolts,  raising  or  lowering  the  axis,  and  moving  the 
stands  near  to  or  further  from  each  other. 

Claim. — The  combination  of  the  adjustable  spur  wheel  D  and  adjustable  stands  C  C,  with 
auger  bearings  /  /  attached,  said  parts  being  arranged  or  applied  to  a  slotted  frame  B,  to 
operate  as  and  for  the  purpose  set  forth. 

No.  32,450.— James  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  the  Merrill  Patent 
Fire-Arms  Manufa9TURING  Company,  of  the  same  place. — Improvement  in  Fire- Arms. — 
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Patent  dated  May  28,  1881. — This  invention  consists  in  making  the  forward  part  of  the  plag 
cup-shaped  or  hollow,  splitting  the  sides  thereof,  and  filling  the  cup  with  a  copper  plug  foi 
the  purpose  related  in  the  claim. 

Claim, — Combining  with  the  piston  of  a  breach-loading  gun  a  copper  plug  and  split  rim, 
for  the  purpose  of  causing  the  discharge ^hrough  the  moro  ready  expansion  of  the  copper  to 
pack  the  joint  between  the  piston  and-  the  bore  of  the  gun,  substantially  as  described. 

No.  32,451. — James  II.  Merrill,  of  Baltimore,  Md.,  assignor  to  the  Merrill  Patent 
Fire-Arms  Manufacturing  Company,  of  the  same  place. — Improvement  in  Fire- Arms. — 
Patent  dated  May  28,  18S1. — The  object  of  this  invention  is  to  perform  a  triple  serx'icc,  viz: 
to  provide  a  chamber  for  containing  a  lubricating  compound,  and  also  for  the  entrance  for 
the  gas  as  the  charge  is  exploded,  and  from  which  it  escapes  as  the  plug  is  drawn  out ;  and, 
thirdly,  the  edges  of  the  gioove  become  scrapers  for  clearing  out  any  matter  that  may  adhere 
to  the  bore. 

Claim, — In  combination  with  a  piston  having  a  copper  plug  in  it  and  a  split  rim,  the 
mukmg  a  groove  in  the  plug  or  pluuger,  for  the  purpose  and  in  the  manner  substantially  aa 

described. 

• 

No.  32,452. — George  M.  Phelps,  of  Williamsburg,  N.  Y.,  assignor  to  the  American 
Telegraph  CoMPANY.~/m^rarem«if  in  Telegraphs. ^Vatent  dated  May  28,  184)1.— This 
invention  consists  in  combining  a  piston,  or  its  equivalent,  and  a  valve  controlled  by  an 
electro  or  other  magnet  with  a  platen,  a  corrector,  and  a  constantly-moving  type  wheel,  in 
Quch  a  manner  that  the  motions  of  the  corrector  and  platen  shall,  to  a  certain  extent,  be  con- 
trolled or  governed  by  the  piston  whose  power  is  deiived  from  the  action  of  compressed  air 
admitted  by  the  valve. 

C/aiw.--Governing  the  angular  position  of  a  type  wheel  and  controlling  the  motions  of  a 
platen  by  force  derived  from  compressed  air,  or  other  fluid,  by  means  of  the  combination  of 
a  valve  actuated  by  an  electro-magnet  with  a  piston,  a  platen,  and  a  corrector,  combined 
with  each  other,  and  operating  in  combination  substantially  in  the  manner  specified. 

No.  32,453.— George  B.  Phillips,  of  Newark,  N.  J.,  assignor  to  J.  Stiles  Littell, 
of  the  same  place. — Improvement  in  {Frenches. — Patent  dated  May  28,  1861. — Hinged  to  a 
slide,  which  moves  freely  on  the  main  bar,  is  a  vibrating  jaw  provided  with  teeth.  The  ^aw 
is  released  from  and  applied  to  the  pipes  by  means  of  a  spiral  spring  in  the  countersink  ot  the 
jaw,  operated  by  a  thumb  piece.  In  the  rear  of  the  slide  is  a  second  slide,  connected  by 
means  of  a  screw  and  nut,  and  provided  with  a  wedge  and  spring  for  aiding  in  the  adjust- 
ment of  the  forwaid  slide. 

Claim, — ^As  a  new  article  of  manufacture  the  wrench  pipe  described  in  the  specification. 

No.  32,454.— John  A.  Scott,  of  Rochester,  N.  Y.,  assignor  to  Himself  and  S.  P.  Rob- 
bins,  of  the  same  place. — Improvement  in  Grain  Separators. — Patent  dated  May  28,  18G1. — 
This  invention  consists  in  the  an-angement  of  two  flues  in  front  of  the  feed  spout,  with  two 
sets  of  screens,  the  one  above  the  other,  and  having  a  cockle  screen  and  two  shoot  boarda 
arranged  between  them. 

Claim. — The  arrangement  of  the  flues  A  and  B,  the  two  sets  of  screens  C  and  D,  the  one 
above  the  other,  the  shoot  board  E',  cockle  screen  C,  shoot  board  E,  hopper  H,  and  fan  F, 
when  constructed  and  operating  as  and  for  the  purpose  shown  and  described. 

No.  32,455.— Philander  Shaw,  of  Boston,  Mass.,  assignor  to  Himself  and  E.  Town 
send,  of  the  same  place. — Improvement  in  Hot- Air  Engines. — Patent  dated  May  28,  1861. — 
This  invention  consists  in  pro\iding  a  partition  or  head  between  the  fire-box  and  the  cylinder, 
the  communication  between  the  tv/o  bemg  commanded  by  a  valve  operated  by  an  eccentric 
on  the  shaft  of  the  engine,  for  the  puipose  of  allowing  the  heated  air  to  be  worked  expan- 
sively within  the  cylinder,  independently  of  the  air  within  the  fire-box.  In  order  to  avoid 
the  diflSculties  arising  tiom  the  great  radiation  from  the  surface  of  the  furnace  and  engine 
and  heat  in  the  apartment,  the  furnace  and  the  cylinder  are  surrounded  with  a  tight  casmg, 
which  encloses  a  chamber  between  it  and  the  furnace,  the  chamber  being  divided  by  a  ver- 
tical partition  into  two  chambers  so  arranged  that  the  air  for  the  combustion  of  the  fuel,  and 
for  operating  the  engine,  shall  first  cool  the  exterior  of  the  vertical  partition,  next  the  exterior 
of  the  cylinder,  and,  finally,  the  exterior  of  the  furnace  before  entering  the  fire-p^t. 

Claim, — First,  a  hot-air  engine,  in  which  the  cylinder  is  placed  directly  over  the  fire-box. 
and  forms  a  continmjtion  of  the  same,  separating  the  cylinder  from  the  fire-box  by  a  partition 
or  head,  and  admitting  the  air  to  the  cylinder  through  a  valve  in  it  operated  by  the  engine, 
for  the  purpose  specified. 

Second,  the  chamber  O,  surrounding  the  fmuace  and  more  or  less  of  the  cylinder,  and 
placed  between  the  furnace  and  the  air  pump,  and  communicating  with  the  two  in  combina- 
tion with  the  partition  P,  arranged  and  operating  in  the  manner  substantially  as  set  forth. 

•  No.  32,456.— James  W.  Stoakes,  of  Milan,  O.,  assignor  to  Himself  and  J.  N.  Boylan 
of  the  same  place. — Improvement  in  Sewing  Machines. — Patent  dated  May  28,  1861. — This 
invention  consists  of  an  arrangement  of  devices  for  forming  the  loop,  so  as  to  secure  the 
looping  of  the  thread  at  every  stroke  of  the  needle,  and  prevent  the  slipping  of  the  stitch. 

H.  Ex.  Doc.  53 24  r^^^^T^ 
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Claim. — ^Tbe  slot  T  of  the  looper,  the  slot  8  of  tbo  cam,  and  the  stationarj  arm  R,  when 
arranged  and  operating  conjointly  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,457.— L.  H.  Ajllex,  of  Amherst,  Ue^s.^ImproremtHt  in  Forming  Wirt-Clotk 
Dish  Cotert. — Patent  dated  June  4,  18ol. — The  di^  is  divided  into  two  equal  sections  from 
the  apex  to  the  base,  these  two  parts  being  hinged  at  the  apex,  and  having  a  helical  or  other 
spring  transverse  to  the  line  of  their  base  to  inciine.them  to  separate,  and  a  latch  upon  the 
loose  to  secure  them  together,  while  around  the  periphe.y  of  the  oa^ne  finders  of  non-adhesive 
material  are  made  to  diverge  against  and  be!ow  the  zone  by  springs  within  or  behind  them. 
A  sheet  of  wiro-cloth  of  due  pioportions  is  pierced  at  \i8  centre  bv  a  fixed  metal  rod  ascend- 
ing from  the  apex,  upon  which  rod  a  hand.e  may  be  then  secured.  By  the  usual  manipula- 
tiouK  the  cloth  is  pressed  to  the  die,  and,  the  band  being  passed  down  to  its  place,  the  latch 
is  detached,  the  sections  of  the  die  are  pressed  outivaid  by  their  transverse  spring,  the  pro- 
truding edges  of  the  wire-cloth  are  tnramcd  off,  and  the  edge  is  soldered  to  the  band. 

Claun. — First,  the  expanding  die  block  A  B,  in  combination  with  its  handle  rod  C,  and  a 
•nituble  spring  latch  fr,  as  and  for  the  purposes  set  foith. 

8ecoud^the  spring  fingers  described,  composed  of  a  p'.ec^  q  of  stone,  and  a  metallic  shell  A, 
when  paiu  fingers  are  arranged  so  as  to  opciate  as  act  forth. 

Third,  the  handle  D,  with  its  latch  e  and  spring  plate  /,  in  combination  with  the  notched 
rod  C,  ail  arranged  and  combmed  as  and  for  the  purposes  set  forth. 

No.  32,458.— William  C.  Baker,  of  New  York,  N.  Y.—Improtement  in  Steam-Hatting 
Apparatus. — Patent  dated  June  4,  18ol. — In  warming  houses  by  steam  forced  downwara 
through  pipe,  in  coils,  the  water  of  condensation  sometimes  freezes  in  the  lower  coils ;  and 
to  prevent  this  the  present  arrangement  is  made,  wheicin  the  steam  first  travci^es  a  limited 
portion  of  pipe  at  the  base,  and  warms  the  external  ascending  current  of  air. 

Claim, — liaising  the  temperature  of  the  current  of  air  which  enters  below  the  manicoil  or 
heating  suri'ace  above  the  freezing  point  before  the  said  current  of  air  reaches  the  lower 
portion  of  the  said  coil  or  heating  suxliace,  substantially  as  and  for  the  purposes  descnbed.' 

No.  32,459.— Zadoc  M.  Beall,  of  Russellville,  Ky,— Improvement  in  Ploughs. —VsiXeni 
dated  June  4,  18C1. — A  share  of  spear  fonn  in  fiont  and  concave  beneath  is  followed  by  a 
more  superficial  cutter  to  sever  the  loots  ttuned  up ;  each  of  these  parts  has  a  curved  shank 

Eassing  through  the  beam,  and  secured  by  a  nut  on  the  upper  side,  and  each'  has  a  curved 
race  behind  it  secured  in  like  manner  to  t£^  beam.    The  cutter  may  be  removed,  and  thd 
share  fixed  in  its  place  for  ordinarv  uses. 

Claim. — The  arrangement  of  the  cutter  C,  shank  D,  brace  E,  ploughshare  S,  beam  A, 
and  bandies  B  B,  the  whole  being  constructed  and  combined,  and  opeiatmg  in  the  manner 
and  lor  the  ptu'poses  shown  and  explained. 

No.  32,460.— n.  T.  Betts,  of  Springfield,  Mass.— /w;>roreme«/  in  Carriage  5fep5.— Patent 
dated  June  4,  1861. — One  arm  of  the  lient  lever  which  is  pivoted  to  the  carriage  is  attached, 
by  means  of  rods,  to  the  carriage  door;  the  other  arm  of  the  lever  is  provided  at  its  cxtix*mity 
with  a  stud  which  fits  into  a  slot  on  arm  E,  attached  to  the  end  of  the  shaft,  placed  in  bearings 
under  the  body  of  the  carriage,  said  shaft  having  the  step  attached  to  it  by  arms.  The  step, 
when  the  door  is  closed,  is  turned  under  the  body  of  the  carriage,  but  on  opening  the  door  the 
lever  G  acts,  by  means  of  its  attachments,  to  rotate  the  shaft,  and  throw  the  step  down  and 
out  from  the  carriage. 

Claim. — ^The  bent  lever  O  and  slotted  arm  E,  or  their  mechanical  cquivalcnts,'when  operat- 
ing substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,461. — LoL^s  Boxard,  of  New  York,  N.  Y. — Improvement  in  Circular  Looms  for 
Wearing  Hat9, — Patent  dated  June  4,  18G1. — ^The  inventor  says:  The  invention  consists, 
first,  in  certain  devices  for  carrying,  operating,  and  guiding  the  warp-holders;  second,  in 
devices  for  laying  the  woof  in  circu&r  form ;  third,  in  devices  for  forming  the  crown  of  the 
hat.     Its  construction  does  not  admit  of  a  brief  description.  ^ 

Claim. — First,  the  rotary  rings  T  and  P,  constructed  with  corresponding  slots  to  guide 
the  keys  fui  set  forth,  and  operating  in  connexion  with  stationary  weft-carriers. 

Second,  the  twin  wheels  C  and  D,  and  notched  nng  F,  or  their  equivalents,  for  elevating 
the  keys,  as  set  forth. 

Third,  the  slide-way  U  applied  to  the  wagon  U,  and  operating  in  combinaUon  with  pina  R 
and  a  notched  elevating  wheel  of  any  suitable  form,  substantially  as  bnd  for  the  purpoee 
set  forth. 

Fourth,  the  laying  mechanism  ABCDEFQH,  constructed  and  operating  substantially 
as  and  for  the  purposes  set  forth.  • 

Fifth,  the  foim  K  and  bell  K,  combined  and  operatmg  substantially  as  and  for  the  purposes 
set  forth. 

Sixth,  the  India-rubber  rings  applied  to  the  keys  Q  to  afford  an  elastic  attachment  for  the 
warp,  as  set  forth. 

No.  32,462.— Moses  Bucki  jn,  of  Grafton,  N.  'R.^Improttment  in  Harrows.^-'PBiejii  dated 
June  4,  1661.— This  h&rrow  is  an  acute  triangle,  the  teeth  being  all  phiced  upon  the  two  di- 
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Terg;ing  beams,  though  not  in  line  therewith,  but  perpendicular  to  the  base.  They  each  appear, 
from  a  side  view,  like  the  fore  part  of  a  skate,  the  front  having  a  flange  turned  on  one  side, 
with  a  single  screw  hole  for  attachment  to  the  beam,  and  the  rear  being  bifurcated  and  forming 
semi-mouldboards,  between  which  is  received  a  stud  descending  from  the  beiim  to  brace  the 
tooth  in  their  rear.  A  tailboard  is  hinj^d  beneath,  a  short  distance  from  the  end,  and  a  slotted 
bar  at  the  end  of  each  beam  is  so  adjusted  by  a  pin  as  to  determine  the  depth  to  which  the 
barrow  shall  operate  in  the  rear. 

Claim. — ^The  arrangement  of  the  diverging  side  bars  B  B,  provided  with  doublo-wiDged 
teeth,  in  connexion  with  the  tailboard  E  and  bars  </,  the  whole  being  constructed,  arrange<l, 
and  used  as  and  for  the  puipose  specified. 

No.  32,463.--R.  Bullard,  of  Litchfield,  ^'ich.^hnprovement  in  BeeAiw*.— Patent  dated 
June  4,  18G1. — The  pivots  fit  into  the  notches  in  the  slats,  so  that  by  removing  the  cap  the 
comb-frames  can  be  removed  and  any  desired  number  inserted,  so  that  more  or  less  space  can 
be  left  between  them.  An  astragal  face  to  a  comb-frame  is  well  known,  but  though  possessing 
many  advantages  does  not  insure  regularity  in  the  direction  in  which  the  combs  are  built,  it 
has  been  found  that  this  can  be  effected  by  means  of  the  V-shaped  channel 

^  Claim, — The  combination  and  arrangement  of  the  comb-frames  E,  suspended  by  a  single 
pivot  on  each  sjde,  with  the  slats  //  and  removable  caps  g  g^  provided  with  the  notches  or 
series  of  notchtes  c  c,  substantially  in  the  manner  and  for  the  purposes  shown  and  described. 

Also,  the  acute  or  V-shaped  channel,  in  combination  with  an  astragal  face,  or  its  equivalent, 
substantially  as  and  for  the  purposes  set  forth. 

No.  32,464.-— L.  S.  Bunnell,  of  Troy,  N.  Y.— Improvement  in  Pipe  Butts.— Vateui  dated 
June  4,  18(51. — This  invention  consists  "^in  having  the  but  at  the  discharge  end  of  the  Ifoso 
formed  of  two  parts,  connected  by  a  joint,  and  secured  together  when  closed  by  means  of  a 
catch  and  fastening,  whereby  the  outer  end  or  part  of  the  but  to  which  the  pipe  is  attached 
may  at  any  time  be  turned  around  out  of  the  way  of  the  stream,  and  the  pipe  detached  with 
the  greatest  facility,  and  without  being  exposed  to  the  water. 

Claim. — Forming  the  butt  A  of  two  parts  b  c,  connected  by  a  hinge  or  joint  d,  and  provided 
with  a  catch  or  fastening  B,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,405. — M.  C.  Bltileigh,  of  Somersworth,  N.  H. — Improvement  in  Moulding  Stove 
Griddles. — Patent  dated  June  4,  1861. — By  means  of  this  invention  a  lip  for  the  end  of  the 
handle  to  be  inserted  under,  to  enable  the  griddle  to  be  moved,  is  cast  in  the  recess  without  the 
use  of  core  boxes,  wires,  or  chills,  as  is  ordinarily  necessary. 

Claim. — The  employment  or  use  with  the  pattern  A  of  the  movable  tongue  B,  substantially 
as  described,  fitted  m  the  pattern,  and  in  such  relation  with  its  recesses  a  as  to  admit  of  a  lip 
being  cast  with  the  griddle,  as  and  for  the  purpose  set  forth. 

No.  32,466. — Samuel  Cameron,  of  Pittsburg,  Fh.— Improved  Spike  Machine. — ^Patent 
dated  June  4, 1861. — ^This  invention  consists  in  the  employment  of  a  rack,  arranged  along  one 
side  of  the  machine,  on  which  the  rod  from  which  the  spikes  are  made  is  thrown  as  it  leaves 
the  common  rolls,  said  rack  being  combined  with  shcar^  which  sever  the  rod  in  the  middle,  so 
that  the  two  halves  can  bo  fed  to  the  machine  from  both  ends  thereof  simultaneously,  while  in 
a  proper  heated  state  for  working  into  spikes. 

Claim. — ^The  rack  e  e  e  e'  e'  on  which  the  hot  bar  is  thrown  as  it  comes  from  the  reducing 
rolls,  combined  and  arranged  relatively  with  the  shears  D  D^  substantially  as  set  forth. 

No.  32,467. — ^A.  H.  Clark,  of  Fond  du  Lac,  Wis. — Improvement  in  Shingle  Machines, — 
Patent  dated  June  4,  1861. — ^'fhe  nature  of  this  invention  consists,  firstly,  in  applying  springs 
to  the  backs  of  the  outer  movable  dogs,  which  are  operated  by  a  concentric  curved  bar  to  gripe 
and  release  the  bolts,  said  springs  being  so  arranged  on  said  dogs  that  they  will  yield  and 
properly  gripe  the  bolts,  which  slightly  vary  in  length,  or  whose  ends  are  not  exactly  straight, 
as  well  as  bolts,  which  have  their  ends  cut  off  square.  Secondly,  in  forming  a  groove  in  the 
periphery  of  the  horizontal  bolt  table,  and  in  using  stationary  guides  which  fit  into  this  groove 
and  keep  the  table  in  a  steady  horizontal  position. 

Claim. — First,  the  spring'G,  with  its  friction  roller  h  and  pin  i,  in  combination  with  the 
sliding  dog  h  and  curved  holding  bar  £,  substantially  as  and  for  the  purposes  described. 

Second,  the  stationary  guides  e  e  working  in  the  groove  d  in  table  B,  substantially  as  de*- 
scribed,  for  keeping  the  table  in  a  steady  position. 

Third,  combining  with  bed  J,  pivoted  as  described,  the  slotted  wheel  or  cam  K,.rod  L, 
square  shaft  K',  having  cogs  ( e  on  its  end,  which  afe  struck  by  the  pins  v  on  the  table  B,  for 
tilting  said  bed,  as  and  for  the  purposes  described. 

No.  32,468.— M.  Cain  and  W.  Stelpox,  of  Austin,  TexBS.-'Improvement  in  Cultivators^— 
Patent  dated  June  4,  1861. — ^The  parts  of  the  plough  are  so  constructed  that  it  can  be  made  to^ 
plough  a  row  of  any  given  width  firom  thiee  to  five  feet;  it  can  bo  made  to  plough  on  each, 
side  of  a  row  of  com  or  cotton;  also,  the  diamond  ploughs  can  be  made  to  run  en.each  side- 
of  a  row  so  as  to  hill  it  up,  the  horse  walking  on  the  top  of  the  row. 
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Claim, — The  arrangement  of  diamond  ploughs  //,  the  crescent  coulter  A:,  sweep  g^  wing 
hinges  m  m,  wings  b  b,  slides  c  and  d,  beam  a,  and  handles  h,  as  described,  for  the  purposes 
ttet  forth. 

No.  32,469.-11.  M.  Collier,  of  Bmffhamton,  N.  Y.^Improted  Washing  Machine. — 
Patent  dated  June  4,  18G1. — Tbe  claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — Constructing  the  rotating  cylinder  A  of  a  washing  machine  of  a  scries  of  half  rolls 
a  deeply  knurled  and  placed  at  short  intervals,  and  with  their  smooth  surfaces  outside,  sub- 
stantially as  described,  so  that  the  cylinder  when  in  motion  offers  the  least  resistance  to  tho 
water,  and  that  tho  meshes  or  openings  with  their  sbaq)  edges  cut  the  water  and  force  tho 
same  into  tho  cylinder  and  against  tho  clothes,  facilitating  the  washing,  and  insuring  a  supply 
and  a  constant  change  of  the  water  in  the  cylinder. 

No.  32,470.— F.  E.  CopK,  of  Guilford,  0\no.—lmprovemtnt  in  Machines  for  Hulling  and 
Cleaning  Clover  Seed. — Patent  dated  June  4,  1831. — The  clover,  after  being  threshed,  is  ear- 
ned along  the  screen  D,  and  the  seed  passes  through  the  meshes,  falling  upon  the  endless 
apron  from  which  it  is  carried,  and  precipitated  *on  to  the  hulling  cylinder.  The  seed  and 
cnaff  then  fall  upon  the  lower  screen,  and  the  chaff  is  thrown  out  by  the  blast  from  tho  fan. 

Claim. — The  combination  of  tho  threshing  cylinder  B,  huKing  cylinder  K,  shaking  screens 
D  and  M,  conveying  apron  G  and  fan  P  Q,  aiianged  and  operating  in  the  manner  and  lor 
tlie  puiposes  shown  and  described. 

No.  32,471.— Robert  Cornelius,  of  Philadelphia,  Ta.— Improved  Method  of  Lighting 
Gas  by  Electricity. — Patent  dated  Juno  4,  IKil. — The  advantage  of  the  employ  men  f  of  a 
metallic  handle  is  that  the  electiicity  is  always  developed  by  tho  electrophoms  by  merely 
grasping  the  handles  without  touching  the  metallic  plate  wjth  the  hand. 

Claim. — First,  the  employment  of  the  electrophoms  in  connexion  with  the  metallic  wire 
attached  to  the  gas  burner  lor  ligbMng  the  gas,  substantially  as  described. 

Second,  tho  attaching  the  metallic  handle  to  the  hard  rubber  plate,  the  handle  terminating 
in  a  small  metallic  button  C,  substantially  us  described. 

No.  32,472. — George  Dare,  of  Auburn,  N.  Y. — Improved  Mode  of  Hanging  Window 
Sash. — Patent  dated  June  4,  1801. — The  sash  is  provided  with  a  dovetailed  groove  on  the 
edge  next  tho  box,  and  is  made  small  enough  to  fit  in  i-eadil^,  but  by  inserting  the  strip  to 
which  the  weight  is  attached  the  sash  is  held  in  place.  The  joint  in  tho  strip  in  the  groove 
allows  its  insertion  when  the  sash  is  in  place. 

Claim. — Tho  employment  of  the  jointed  or  hinged  strip  D,  secured  to  and  used  in  con- 
nexion with  the  sash,  substantially  as  and  for  tho  purpose  set  forth. 

No.  32,473.— A.  M.  George,  of  Nashau,  N.  H.,  and  J.  W.  Carter^  of  Brooklyn,  N. 
Y. — Improved  Carpet  Cleaner. — Patent  dated  Juno  4,  J8C1. — The  carpet  is  placed  upon  tho 
bars  F  and  under  the  beaters  E,  and  passes  between  the  tubes  II  over  the  bnish  and  between 
the  rollers.  It  is  then  effectually  beaten,  tho  dust  is  blown  off  by  tho  blast  of  air  from  ihe 
tubes,  while  tho  underside  of  tho  carpet  is  swept  by  tho  brush.  The  bars  F  F  yield  to  a 
certain  extent  and  thus  render  the  action  of  tho  beatere  more  perfect. 

Claim. — First,  tho  beaters  E,  in  connexion  with  the  rollers  D  D,  the  yielding  bars  F, 
blast  tubes  H  II,  with  or  without  tho  brush  G,  arranged  for  joint  operation  substantially  as 
and  for  tho  purpose  set  forth. 

Second,  the  particular  construction  of  tho  beaters  E,  to  wit :  their  bars  j  being  made  to 
pass  each  other  at  their  ends  to  insme  tho  action  of  said  bai's  on  the  whole  surlace  of  tbe 
carpet  as  described. 

Third,  the  connecting  of  the  yielding  bars  F  by  cords  m  m,  one  or  more,  and  placing  said 
bars  F  relatively  with  the  beaters  E,  as  and  for  tho  purpose  specified. 

No.  32,474. — E.  Gore,  of  Belvidere,  111. — Improved  Washing  Machine. — Patent  dated 
Jnne  4,  1831. — The  oscillating  rubbers  are  set  each  in  a  mortise  on  the  follower  opposite 
each  other,  and  hang  down  a  little  below  the  other  rubbers.  They  are  Imnj^  in  tijo  mortiiies 
by  mcims  of  a  pin  passing  through  their  ends.  The  effect  of  these  rul)bei  >  ^\  hen  the  follower 
•  is  Hllghtly  rotated  backwards  and  fonvards  is  to  turn  tho  clothes  on  ihe  bed  of  the  tub,  and 
render  ail  parts  subject  to  tho  action  of  the  i-ubbers. 

Claim. — The  oscillating  rubbei-s,  substantially  and  for  tho  purposes  set  forth. 

No  32.475.— G.  B.  Griffin,  Madison,  Wis. — Improved  Clothes  Wringer.— Vateni  dated 
June  4,  IbGJ. — Uy  meaus  of  tho  yielding"  le^  the  machine  can  bo  attached  to  tho  lluied  sides 
of  a  tub.  such  as  is  used  in  **  French^  Patent  Washing  Machine."  Tho  spring  allowing 
the  le^s  to  adapt  themselves  to  tho  taper  of  the  grooves. 

Claim. — Firet.  tho  employment  in  wringing  machines  of  the  spool-shaped  guide  rollers  E 
E  ,  arranged  to  operate  in  combination  with  tho  soft  surface  pressure  rollers  B  C.  substan- 
tially in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  employment  on  clothes  wriuffing  machines  of  tho  yielding  leg  or  legs  a,  adapted 
to  yield  in  a  plane  parallel  to  the  axes  of  the  rollers,  subBtantioUy  in  the  manner  and  for  the 
pmyoso  set  forth. 
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No.  32,476.— M.  Grout  and  C.  Lawton,  of  Oak  GroTO,  Wis.— /mproi?cm«nt  in  Seedinf 
Machines. — Patent  dated  June  4,  1861. — The  stocks  have  each  attached  to  one  end  a  culti- 
vator tooth,  and  are  hinged  at  the  other  end  to  the  cross-pieces,  thus  giving  them  an  inde- 
pendent movement  and  enabling  the  machine  to  be  used  on  uneven  ground.  A  transverse 
oar  connected  to  the  lever  L  passes  under  the  stocks  and  enables  all  of  the  cultivators  to  be 
raised  from  the  ground  at  once.  In  the  bottom  of  the  box  there  are  two  seed  slides  moving 
in  opposite  directions  and  operated  by  means  of  lever  L,  so  that  the  seed  openings  can  be 
closed  at  will.  The  gauge  arms  are  for  the  purpose  of  attaching  screws  which  regulate  the 
distance  the  levers  can  bo  moved  in  a  lateral  direction,  so  as  to  regulate  the  size  ot  the  seed 
openings.  In  sowing  around  stumps  and  other  obstaclos  the  use  of  independent  seed  slides 
enables  either  half  of  the  machine  to  be  used  at  pleasure.  The  stirrups  aie  placed  under  the 
seed  apertures  and  facilitate  the  scattering  of  tho  seed  dropping  thereon  from  the  hopper. 

Claim, — Tho  combination  of  the  hopper  A,  stocks  G,  teeth  U  1  J,  bar  K,  rod  c,  lever  L, 
independent  seed  slides  N  N',  gauge  arms  t,  and  stirrups  M,  constructed,  arranged,  and  oper- 
ating substantially  as  and  for  the  purposes  set  forth. 

No.  35,477.— J.  n.  Haven,  of  Troy,"  Ohio. — ImpTOvement  in  Frames  of  Buggy  Tons. — 
Patent  dated  June  4,  Idol. — ^The  nature  of  this  invention  consists  in  provicUng  a  cneap, 
light,  and  convenient  covering,  to  be  attached  to  any  kind  of  vehicle,  costing  less  bv  half 
iSsai  the  ordinary  buggy  top,  and  weighing  much  less,  which  can  readily  be  remov^  from 
one  vehicle  to  another,  and  when  not  in  use  can  be  shut  up  and  hung  in  a  small  space. 

Claim, — Tho  combination  of  standard  B,  with  arms  1  and  II,  a  longitudinal  braced  arm 
with  wings  K  and  J,  the  whole  so  constructed  and  arranged  as  and  for  the  purposes  set  forth. 

No.  32,473.— A.  6.  HoLCOMB,  of  New  York,  N.  Y,^Tmproved  Electro-Magnet. ^Teiient 
dated  June  4,  18Ji. — Tho  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — f^rst,  combining  with  the  positive  or  attractive  force  of  the  electro-magnet  that 
of  a  permanent  steel  ma^jnet,  placed  at  or  near  the  end  of  tho  core  or  cores  of  the  electro- 
magnet, opposite  to  that  of  tho  armature. 

Second,  the  use  of  a  permanent  steel  magnet  connected  with  the  rear  end  of  tho  core  or 
cores  of  the  electro-magnet,  and  carried  round  in  a  position  parallel,  or  nearly  so,  with  the 
periphery  of  tho  helix  or  helices. 

Third,  the  combination  with  tho  armature  C  of  the  adjustable  slide  D,  and  set  screw  d,  in 
the  manner  and  for  the  purposes  set  forth. 

Fourth,  the  adjusting  screws  F  F',  or  either  of  them,  when  used  in  the  described  combi- 
nation with  the  stretched  wire  spring  E,  of  the  armature,  for  the  purpose  explained. 

No.  32,479. — B.  F.  JoYNES,  of  Bristol,  R.  l,^Improvement  in  Cultivators.— Patent  dated 
June  4,  1831. — ^The  cover,  which  is  made  slightly  convex,  so  as  to  shed  water,  slides  in  grooves 
in  the  sides  of  the  box,  and  is  prevented  by  projecting  lips  on  its  ends,  which  strike  against  a 
middle  partition,  from  being  more  than  half  removed.  By  turning  tho  nuts  tho  machine  can 
be  raised  on  tho  post  to  which  the  wheels  aro  mounted,  said  post  passing  through  bearing 
plates  secured  to  the  sides  of  the  machine.  The  openings  a  a  allow  the  maciiino  to  pass  over 
growing  plants  without  disturbing  them. 

Claim. — ^Tho  construction  and  arrangement  of  the  enclosing  box  A  and  cover  B,  in  tho 
manner  and  for  tho  purpose  set  forth. 

Also,  tho  arrangement  and  combination  of  tho  wheels  G  G,  posts  H  IT,  bearing  plates  1 1, 
and  nuts  L  L,  substantially  in  the  manner  and  for  the  purpose  specified. 

Also,  tho  arrangement  of  tho  openings  a  a,  side  plates  b  by  and  knives  M  M  M  or  N  N  N, 
substantially  as  and  for  tho  purpose  described. 

Also,  the  aiTangement  of  tho  double  sets  of  knives  M  M  M  and  N  N  N,  in  combination 
with  the  reversible  handle  C,  so  that  tho  machine  may  cultivate  in  both  diiections,  substan- 
tially as  spcciiied. 

No.  32,4S0.— J,  II.  JUNKINS,  of  Upper  Sandusky,  Ohio. — Improvement  in  Trusses  of 
Bridges. — Patent  dated  Juno  4,  1861. — Ihe  nature  of  this  invention  consists  in  that  peculiar 
constmction  of  bridges  whereby  any  portion  of  braces,  suspension  rods,  sections  of  arches, 
&c.,  can  1)0  removed  and  repaired  without  affecting  tho  remaining  portions  of  tho  structure; 
also,  whereby  a  continuous  course  of  braces  is  secured  entirely  around  tho  stracturc,  thereby 
entirely  preventing  the  arches  from  lateral  inclination,  and  by  which  the  position  desired  can 
readily  bo  given  them. 

Claim, — Fii-st,  the  construction  of  angular  arches  in  bridges,  formed  by  double  sections  of 
straight  timbers  laterally  arranged,  when  the  same  shall  be  combined  with  combination  angle 
blocks  m,  substantially  as  and  for  the  purposes  described. 

Second,  in  combination  with  the  arched  truss,  as  described,  the  arrangement  of  rod  c,  ad- 
justable brace  and  straining  rods  a  a,  straining  rods  b  b,  extension  arms  r  r,  suspension  stir- 
rups c  c  Cy  braces  H  U,  iron  plate  12  Vs  D  D,  bolt  and  nut  U,  thereby  forming  a  continuous 
adjustable  brace  around  the  whole  structure,  and  timily  binding:  together  m  the  puits,  tho 
whole  being  arranged  substantially  as  and  for  the  pm^osds  set  fonli 
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Third,  the  arran<^menl  of  braces  II 11,  iron  plate  12,  and  bolt  with  nut  9,  when  used  ia 
combication  with  Vs  D  D  and  stirrup  C\  for  the  puq»oso  of  distributing  the  weight  by  pree- 
suro  trora  the  centre  of  floor  ou  chords  and  arches  15  U  and  C  C,  substantially  as  described. 

No.  3*2,481.— J.  II.  Landell,  of  Newark,  N.  J. — Improvement  in  Tent  Fixtures.— VsAeni 
dated  June  4,  1801. — ^Tbo  lower  ring  is  attached  to  the  tent,  and  is  connected  to  the  upper 
ling,  which  tits  over  the  conical  ferule  by  three  chains.  The  ferule  fits  over  the  ring  to 
which  the  Ic*^  of  the  tripod  is  attached,  and  h  provided  with  slots  to  keep  the  le^  in  place. 

Claim. — 1:  irst,  the  employment  of  a  conical  ferrule  at  the  top  of  the  tent-polo,  in  combina- 
tion with  the  rings  «  and  i  and  chains/,  the  whole  being  constructed,  arranged,  and  operated 
in  the  n:anner  and  for  the  purpose  set  forth. 

fci^econd,  the  employment  of  the  ferule  m,  at  the  bottom  of  the  tent-pole,  in  combination 
with  tripod  n  r,  the  whole  being  constructed,  arranged,  and  oiMjrutcd  in  the  manner  and  for 
the  purpose  set  forth. 

No.  32,482. — C.  M.  Lane,  of  Cincinnati,  O.-r^mprorement  in  Hinges. — Patent  dated 
Juno  4,  Idol. — This  Invention  is  an  improvement  in  loose-joint  butt  hinges.  It  consists  in 
forming  on  ibe  leaves  of  the  hinge  two  or  more  pins,  and  in  corresponding  rocket  l»carings  for 
paid  pins,  either  by  forming  the  pins  on  one  leaf  and  iho  rocket  bearings  on  the  other  leaf  of 
the  hinge,  or  by  foiining  a  pin  and  a  socket  on  one  leaf,  and  a  coiresponding  socket  and  pin 
on  the  other  kaf,  thereby  combining  the  advantages  of  a  tight-joint  hinge  with  a  loose-joint 
binge. 

Claim. — A  hinge,  constmcted  as  described  and  shown,  combining  the  strength  of  the  fiiBt- 
joint  with  the  advaatagos  of  the  loose-joint  hinges. 

No.  30, 4 S:].— Horace  Maxson,  of  Ilopkinton,  N.  Y .—Improvement  in  Hope  Walks. — 
Patent  dated  June  4,  1831. — Iho  nature  of  this  invention  consist*  in  the  combination  of  a 
caniagt^  i<li<!ii?g  on  jxirmancnt  ways,  and  cmryiug  or  supporting  iwo  or  more  **  tops,"  with  a 
6c;  e^  of  puiiiiions  or  guides  lor  the  strands,  whereby  a  number  of  lines  or  rojHis  maybe 
foin-.ed  in  one  walk  by  one  operation,  theicby  increasing  the  number  of  lines  laid  up  in  a 
given  space,  and  stiving  a  laigo  nioportion  of  the  labor  previously  required. 

Claim. — The  ou]ploym**nt  of  the  cariJuge  D,  containing  or  supporting  two  or  more  tops,  or 
their  equiva'ents,  wnh  the  ways  or  rails  C  C  and  the  partitions  E,  arranged  and  operating 
together  substantially  in  the  n;aiiucr  and  so  as  to  obtain  the  advantages  set  iorth. 

No.  3e,4>?4.— Olfver  Reynolds,  of  Webster,  N.  Y .—Improvement  in  Beehives.— VeAimi 
dated  June  4,  It-Jl. — The  slides  are  constructed  of  pasteboard,  and,  in  conjunction  with  the 
non-cor.ducting  fPaco  of  air  between  the  plaies  of  gla-^s,  conduce  to  keep  the  hive  warm  in 
winter,  ai:d  al>o,  by  excluding  light,  favor  the  continuance  of  the  bees  in  a  dormant  state. 
The  screen  on  the  winter  norlal  is  constmcted  of  wire  gauze,  and,  tlu)u^h  allowing  the  free 
circulation  of  air  through  its  meshes,  will  not  permit  the  iia:>sage  of  the  bees.  Dy  this  device 
opportunity  is  given  the  bees  on  warm  winter  days  to  enjoy  light  and  air  without  the  danger 
of  going  so  far  from  the  hive  as  to  be  unable  to  return.  The  tube  m  permits  the  ingress  of  the 
bees,  but  does  not  readily  afford  egress.  Under  the  alighting  shelf  is  hung  by  pins  or  screws 
a  strip  of  wood,  and  the  space  affords  a  convenient  place  for  the  moths  to  deposit  their  eggs, 
which  can  be  crushed  by  pressing  the  strip  against  the  shelf. 

Claim. — Constructing  sections  consisting  each  of  a  frame  of  suitable  dimensions  for  a  fhll- 
sized  comb,  when  provided  with  suspended  tubes  d  rf,  arranged  transversely  of  the  comb 
structure  in  such  a  manner  that  the  bees  may  fill  the  frame  with  comb  wrought  around  said 
tul)e-»,  and  at  the  same  time  they  will  bo  left  to  form  passage-ways  for  the  working  bees,  sub- 
stantially as  set  forth. 

Also,  the  double  glass  partitions  G,  with  the  slides  I,  for  surrounding  the  warm  and  main- 
taining greater  uniformitv  of  tenipemture  in  winter,  substantially  as  described. 

Also,  tho  winter  portal  K,  or  attachment,  consisting  of  a  box  with  screen  L  and  tubular 
orifice  m,  constructed  and  applied  substantially  as  and  for  tho  purpose  set  forth. 

Also,  tho  hanging  moth-tiap  r,  constructed  substantially  in  tho  manner  and  for  tho  purpose 
set  forth. 

No.  32,4^5.— W.  W.  Robinson,  of  Ripon,  Wis.- Improvement  in  Pumps— Vntcni  dated 
Jimo  4,  18o'l. — ^This  invention  consists  in  screwing  to  the  hollow  piston  in  a  suitable  manner 
a  rack,  tho  teeth  of  which  engage  with  a  sector-rack,  which  latter  is  keyed  to  a  rock-shall,  and 
receives  an  alternate  rocking  motion  from  a  crank-shaft  through  tho  medium  of  a  pitman  and 
a  vibrating  arm,  so  that  a  rotary  motion  given  to  the  crank-shall  will  communicate  an  uniform 
alternate  vortical  motion  to  tho  hollow  piston. 

Claim. — ^The  combination  with  the  hollow  piston-rod  D  and  the  pitnp  otherwise  constructed, 
as  described,  of  the  rack  U,  sector  J,  rock-shaft  J',  pitman  L,  crank  M,  and  crank-shaft  N, 
all  aiTanged  as  and  for  tho  purposes  set  forth. 

No.  32,486.— Decatur  Pittman,  of  Fort  ^ladison,  Jqyvii.— Improvement  in  Animal 
Traps. — Patent  dated  Juno  4,  18t)l. — This  invention  consists  in  combining  with  a  board 
having  a  hole  through  it  a  lover,  which  is  arranged  aaoss  the  hole  in  the  boaid,  so  that  when 
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the  animal  enters  a  bole  the  lever  will  be  pusbed  upwards  and  detach  a  trigrger,  which  will  let 
fly  a  spiked  bar  that  is  acted  upon  hy  a  strong  spring,  and  spike  the  animal  securely  to  the 
trap. 

Claim, — The  animal  trap  d^cribed,  consisting  of  a  board  A,  having  a  hole  B  through  it, 
and  the  spiked  bar  C,  spring  D,  adjusting  screw  E,  trigger  I,  and  lever  J,  all  combincKl  and 
arranged  as  set  forth. 

No.  .'52,487. — J.  C.  Plumer,  of  Portland,  Me. — Improvement  in  Boots  and  Shoes. — Patent 
dated  June  4,  1861. — ^Tbe  object  of  this  invention  is  to  construct  boots  and  shi>es  which  will 
conform  to  the  long  ligamentous  structure  of  the  foot,  and  thus  prevent  many  disadvantages 
arising  from  the  uhc  of  shoes  constructed  in  the  usual  manner,  such  as  the  foimation  of  bun- 
ions and  the  breaking  down  of  the  arch  of  the  instep.  The  insole  is  made  convex  so  as  to 
conform  to  the  coucaye  shape  of  the  sole  of  the  foot,  and  thus  affords  support  to  the  tran  verse 
arch.  The  peculiar  shape  of  the  shank  affords  support  to  the  foot  both  longitudinally  and 
transverselv.  By  having  the  heel  of  the  shoe  extend  forward  efficient  support  is  given  the 
heel,  and  the  tendency  ot  the  foot  to  move  forward  in  the  shoe  counteracted.  By  constructing 
the  quarters  of  unequal  length  the  external  projection  of  the  ankle  joint  is  relieved  from  the 
pressuie  of  the  seam  without  interiering  with  the  fit  of  the  shoe. 

Ciu^m, — First,  the  combination  of  a  sole  that  is  flat  or  convex  exteriorly  with  an  Insole  that 
is  convex  at  its  upper  surface,  substantially  as  described. 

Second,  a  shank  that  is  convex  at  its  upper  surface,  substantially  as  described. 

Third,  the  combination  of  an  elongated  heel  with  the  sole,  substantially  as  described. 

Fourth,  the  combination  of  the  front  piece  of  the  upper  leather  with  quarters  of  unequal 
length,  substantially  as  described. 

No.  32,488. —Van  BuR'^in  Ryerson,  of  New  Tork,  N.  Y .—Improvement  in  Modes  of 
Condensing  Mercury  in  Amalgamating  Vessels. — Patent  dated  June  4,  1831. — The  substance 
eoniaiiiing  the  gold  and  silver  is  introduced  into  the  cylindrical  vessel  provided  with  a  hem- 
isphev'.c-al  or  dished  bottom,  in  a  finely  divided  state,  together  with  mercury  and  water. 
Supei heated  steam  is  introduced  by  the  coiled  pipe  into  the  bottom  of  the  vessel  escaping  into 
the  maoS  by  a  series  of  small  hules.  The  vapor  of  the  mercury  is  condensed  against  the 
bottom  of  the  cover  of  the  vessel,  and  falls  in  a  finely  divided  state  through  the  mass. 

Claim. — The  process  of  sepaiatirfg  gold  or  silver  from  foreign  substances  by  condensing 
the  vapor  of  mercury  in  a  vessel  contamlng  the  substauccs  from  which  the  gold  or  silver  are 
to  be  sepaated,  substantially  as  described,  so  that  the  mercury  shall  be  diffused  and  subdi- 
vided, and  in  that  condition  caused  to  pass  through  the  chaige  the  better  to  take  up  the  par- 
ticles of  metal  by  amalgauiatiou,  as  described. 

Also,  the  appiication  of  supei  heated  steam  to  the  charge  of  mercury  and  of  gold  or  silver  in 
pulveiized  or  granular  foreign  subi»tances,  substantially  as  described,  for  the  purpose  of 
vaporizing  the  charge  of  mercury  so  that  it  may  be  diffused  and  subdivided,  and  to  agitate 
the  entile  charge,  as  described,  when  this  is  applied  in  combination  with  the  process  ot  con- 
densation, subvstantiaily  as  de-^cr^bed,  that  the  mercury  may  be  condensed  in  mmute  particles, 
and  in  that  coudl'.ton  pass  through  the  charge  the  better  to  take  up  the  particles  of  gold  or 
silver  by  amalgamation,  as  described. 

No.  32,489.— L.  M.  Stearns,  of  Cardiff,  N.  Y.— Improvement  in  Ploughs.— V&teni  dated 
June  4,  18Gi. — The  object  of  this  invention  is  to  attach  a  whitfletree  to  a  plough  clevis  in 
such  a  manner  that  the  whifflttrce  will  not  get  under  the  horses  leet  in  turning  the  plough,  it 
being  kept  up  by  the  pin  g ;  and  also,  that  the  beam  will  have  a  much  better  purchase  on 
the  p.ough  in  turning  it,  and  keep  the  beam  steady  in  heavy  ploughing;  at  the  same  time 
the  improved  clevis  will  admit  of  ail  the  adjustments  desirable,  aud  it  will  be  strong  and 
substantial. 

Claim. — Combining  with  clevis  A,  constructed  and  applied  to  the  plough  beam,  as  described, 
the  forked  coupling  iron,  consisting  of  the  arms  A  A,  pivoted  to  the  clevis  by  pin  /  and  arms 
t  i,  embracing  the  wfaiffietice,  and  pivoted  thereto  by  the  pin  k  and  the  check  pin  g^  all 
arranged  and  operating  as  described. 

No.  32,490.— W.  H.  Towers,  of  New  York,  N.  Y .—Improved  Bootjack.— TsAent  dated 
June  4,  18J1. — This  invention  consists  in  simply  enclosing  within  the  boot  or  shoe  heel,  during 
its  formation,  a  metallic  socket,  after  the  manner  of  the  well-known  boot  heel  socket  for  spurs, 
with  an  undetachable  sliding  bar  therein,  in  such  a  manner  as  to  enable  the  said  sliding  bar  ' 
to  be  withdrawn  from  the  rear  of  the  boot  heel  the  required  distance  to  form  a  sufliciont  lodg- 
ment for  the  toe  portion  of  the  opposite  foot  of  the  vveaier,  to  i"eadily  enable  him  to  remove  ttie 
boot  from  the  foot  with  ease. 

Claim. — The  undetachable  sliding  bar  D,  constructed  and  operating  within  the  socket,  in 
combination  with  the  boot  or  shoe  heel,  substantially  as  described. 

No.  32,491. — Isaac  Tyson,  jr.,  of  Baltimore,  Md. — Improved  Article  of  Paint. — Patent 
dated  June  4,  18<)1. — '*  Black  dirt"  is  thtj  miner's  name  for  a  dark  brown  powder,  composed 
of  the  oxides  of  manganese  and  iron,  silica,  and  alumina,  found  about  certain  copper  mines  in 
Maryland. 
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Claim. — The  new  article  of  mannfacture,  being  a  composition  suitable  for  painting,  to  wit, 
a  composition  confiifiting  of  *' black  dirt"  and  ull,  so  mixed  as  to  form  a  paint,  which  may  be 
uijtd  either  with  or  without  the  addition  of  other  materiub  to  make  it  dry  or  vary  its  color. 

No.  32,49*2. — G.  B.  Wiggin  and  J.  H.  Hoard,  of  Providence,  R.  1.— Improved  Steam 
Trap — Patent  dated  June  4,  IdOJ. — Wlicn  the  pipe  B  becon.es  heated  by  the  passage  of  the 
Bteaui  it  expands  more  than  the  rod  D  which  is  attached  to  it,  and  therefore  rui.es  the  end  of 
the  rod  from  the  lever  E,  and  allows  the  presisure  to  cloj^e  the  valve.  The  cooling  and  con- 
traction of  tUe  pipe  opens  the  valve  to  allow  the  escape  ot  water.  This  trap  will  not  be 
injured  by  any  vaiiation  of  expansion. 

Claim. — The  combination  with  the.  outer  case  or  chamber  A  of  a  brass  or  other  metal  pipe 
B,  coupling  L\  steel  or  other  metal  rod  D,  lever  E,  valve  H,  valve  spindle  guides  I  and  L, 
inlet  and  outlet  O  and  P,  constructed  and  operating  as  described  for  the  purpose  set  forth. 

No.  32,493.— W.  8.  Wilmot,  of  New  York,  N.  Y.^rmprarement  in  Hakes  for  Harrestcrs.^ 
Patent  dated  June  4,  ItMil. — The  frame  C  is  composed  ot  two  crof's  bars,  having  at  their  outer 
ends  small  horizontal  rollers,  the  peripheries  of  which  a»e  giooved  so  as  to  tit  the  bevelled 
edges,  and  thus  enable  it  to  move  along  the  bar  B  which  extciuis  longiiudinally  under  the 
platform.  The  sliding  bar  D  is  pivoted  to  the  tiaiiie,  and  bears  Jipuinht  the  edges  of  grooved 
rollers  which  are  sccuied  to  bars  placed  at  each  ebd  of  aud  at  ligl.t  aiijrles  to  a  bar  E  pivoted 
beneath  the  platlorm.  By  giving  a  vibratory  movement  to  the  bar  K  the  frame  C  \^  moved 
back  and  forth  on  the  bur  B,  and  when  the  fiame  reaches  the  <m*vT  cvt]  of  the  platform  the 
rake  teeth  are  thrown  into  a  vertical  position  so  as  to  sweep  the^ grain  from  theplatform. 

Claim. — The  combination  of  the  pivoted  sliding  bar  D,  and  vibiatory  bar  E,  with  Iraiue  C, 
and  rake  G,  substantially  in  the  manner  and  for  the  pui poses  shown  and  dcscribcKi. 

No.  32,494.— Jesse  Bartoo,  assignor  to  Himself  and  ZiXA  A.  IIemstreth,  of  East 
Aurora,  N.  Y. — Improvement  in  Excavators. — Puteut  dated  June  4,  Ibol. — By  this  airaugo- 
meut  the  scraper,  when  raised  to  a  certain  height,  is  niadc  to  thjow  the  d;iviug  wheei  out  of 
gear  with  the  windlass  which  mioses  the  scraper,  so  that  its  further  ascent  is  stopixnl  and  i>os- 
sibility  of  damage  to  the  windlass  avoided.  The  di aught  bar  is  attached  to  the  Iront  end  of 
the  liame  so  as  to^allow  of  its  being  moved  laterally,  and  is  opeiuted  by  a  lever  in  ivach  ol  the 
driver.  By  this  arrangement  each  scraper  can  be  fined  sepaiately  without  causing  side 
draught,  aud  the  line  ot  di aught  may  then  l>e  placed  centrally  lor  trauhpoitation. 

Claim. — JSo  arranging  the  changing  lever  M,  catch  Q.  and  spiing  R,  with  relerencc  to  the 
radial  fian.e  I,  including  gearwheels  J  J',  and  scraper  U,  that,  a^J  the  scruper  is  lais-ed,  it  will 
move  the  catch  in  a  manner  to  re*etise  its  hold  upon  the  lever  and  allow  the  heavy  end  of  the 
lever  to  drop,  and  theieby  ungear  with  the  driving  wheel,  for  the  purposes  and  substautiaUy 
as  set  forth. 

Also,  the  arrangement  of  the  draught  bar  V,  in  such  manner  that  the  line  of  draught  may 
be  changed  to  conespond  with  the  central  lino  of  resistance,  in  combination  with  two  scrapers 
arianged  side  by  side,  for  the  purposes  and  substantially  as  described. 

No.  32,495.— G.  A.  De  Brame,  assignor  to  Himself  and  Benjamin  GmNEY,  of  New  York, 
N.  Y. — Jmprotement  in  Skates. — Patent  dated  Juno  4,  }S6\. — The  button  fastening  is  made 
with  a  smad  neck;  it  lits  into  a  slot  on  a  plate  which  is  attached  lo  the  heel  of  the  boot,  said 
Blot  terminating  in  an  enlaigcd  hole  of  sufficient  size  to  admit  the  head  of  the  button  fasten- 
ing, but,  when  inserted,  the  spring  forces  the  nock  of  the  fastening  into  the  slot,  and  thiu 
prevents  it  from  coming  out  ot  the  plate.  * 

Claim. — The  button  tastening^,  or  its  equivalent,  when  secured  to  a  sliding  plate/,  which 
works  in  a  groove  in  the  skate  plate  G,  and  is  operated  by  a  pin  A,  sub^tantiuily  as  and  for 
the  purposes  set  forth. 

No.  32,496.— Wm.  M.  Fuller,  assignor  to  Himself  and  Geo.  W.  Chandler,  of  Chicago, 
DI. — Improrement  in  Sewing- Mactunes. — Patent  dated  June  4,  IdOJ. — As  the  needle  passes 
up  the  pawl  shifts  the  need.e  slide  and  thus  feeds  the  cloth  lor  another  stitch,  aid  as  the 
needle  bar  ascends  still  further  it  is  shitted  back  to  ks  nominal  position  by  the  inclined  phine. 
The  looper  is  slotted  for  the  reception  of  the  thread,  the  guide  so  pievunting  it  from  Slipping 
out. 

Claim. — First,  the  needle  slide  6,  the  pawl  rf,  and  the  inclined  plane  «,  substantially  as 
described,  arranged  for  leeding  the  cloth  for  the  stitches. 

SSecoud,  the  slotted  looper  o,  and  its  guide  hook  tc,  combined  for  the  purpose  specified. 

Third,  a  needle  with  a  horizontal  shiltiug  motion,  as  descriljed,  combined  with  a  slotted 
looper,  as  described,  for  the  pmpose  ot  making  a  series  of  stitches. 

No.  32,497. — Isaac  Goodspeed,  of  Norwich,  Conn.,  assignor  to  A.  A.  Goodspeed,  of 
Putman,   Conn.,  and  E.  fcJ.  Stebdins,  of  Worcester,  Mass. — Improvement  in  Cork  Ma^ 

chines. Patent  dated  June  4,  Idol. — The  object  of  this  invention  is  to  obtain  a  means  for 

atljustiug  the  degree  of  taper  of  the  knives  ot  a  machine  for  cutting  conical  cork  stoppers. 
Conical  patterns  of  dilfercnt.  degrees  of  taper  can  bo  placed  upon  the  shaft  so  as  to  give  the 
desiicd  inclination  to  the  cutteis.  The  oliice  of  the  adjusting  screws  is  to  press  the  cutters 
down  so  as  to  tit  the  patteiiis  phiced  on  the  shaft 
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Claim, — ^First,  the  chang^M©  conical  pattoraa  b  and  c,  arranged  in  the  machine  substan- 
^Ij  a^  describe  1. 
Second,  the  adjustable  screws  r,  or  their  equivalent,  for  the- purposes  set  forth. 

No.  32,498.— T.  S.  Hudson,  assignor  to  Himself  and  Thomas  Leighton,  of  East  Cam- 
bridge, Mass. — Improvement  in  Barometer  Inkstands, — Patent  dated  June  4,  1831. — The 
inkstand,  when  turned  in  such  a  position  as  to  bring  the  plane  of  its  bottom  vortical,  its 
mouth  beings  uppermost,  can  be  conveniently  filled  by  means  of  the  semi-dome-shaixid  tunnel. 

Claim. — The  improved  barometric  inkstand,  as  made  with  the  semi-dome  or  tunnel  C, 
or  the  same  and  a  cover  D,  arranged  and  combmed  with  the  ink  fountain  and  its  nock,  and 
to  operate  therewith  substantially  ad  speciBod. 

No.  .^,499.— E.  S.  Scripture,  assignor  to  Himself  and  Edward  White,  of  New 
York,  X.  Y. — Improvement  in  Axle  Collars. — Patent  dated  June  4,  1831. — ^This  inven- 
tion consists  in  a  novel  mode  of  constructing  the  shoulder  or  holding  flauge  with  its 
accompanying  sectional  slide  packers,  whereby  greater  strength  is  obtained  from  the  use 
of  a  given  amount  of  metal,  cheap  and  durable  packing  can  be  applied,  and  also  lubricating 
matters  can  be  conveniently  applied  and  retained,  the  same  being  allowed  to  circulare  freelv 
through  said  holding  flange  or  shoulder,  instead  of  having  to  pass  over  it  in  oi"der  to  roach 
the  moon-plate  or  other  coupling,  or  other  back  fastening  employed ;  the  same  l^MUg  pro- 
tected by  the  use  of  slide  packers,  accompanied  with  gasket,  moon-plate,  or  other  back 
fastenings,  provided  with  protecting  flanges,  by  which  arrangement  dust  and  grit  is  effectu- 
ally excluded  from  the  wearing  parts. 

Claim, — First,  the  metallic  cellular  collar,  made  in  the  manner  shown,  and  for  the  purpose 
or  purposes  set  forth  and  described. 

Second,  the  sectional  slide  packers  made  in  the  manner  and  for  the  purpose  described. 

Third,  the  metallic  cellular  collar,  the  sectional  slide  packer,  with  its  flange,  in  combina- 
tion with  the  protecting  collar,  flange  and  gasket,  when  the  same  shall  be  used  substantially 
in  the  manner  as  shown,  and  for  the  purpose  or  purposes  set  forth  and  described. 

No.  :t2, COO. —Russell  Smith,  assignor  to  S.  S.  Wheeler,  of  Danbury,  Conn.— /m- 
prorement  in  Machine  for  felting  Hat  Bodies, — Patent  dated  June  4,  1^31. — This  inven- 
tion relates  to  an  improvement  in  that  class  of  felting  machines  in  wliich  the  foiling  is  i)or- 
fonned  by  four  rollers  placed  close  together,  but  not  parallel,  in  a  baiTel  or  cylinder.  Two 
of  the  rollers  are  hung  on  springs  so  as  to  allow  them  to  accommodate  the  size  of  the  encl<;8ed 
chamber  to  the  hat  passing  through  it.  By  means  of  the  lever  II,  which  beat's  upon  the  slide 
G  sup|K)rting  the  curved  steel  spring,  the  ends  of  wliich  bear  against  the  slides  in  which 
the  two  lower  rollers  are  hung,  the  strain  upon  the  rollers  can  be  readily  adjusted  as  may  be 
desired  by  a  single  movement  of  the  operator. 

Claim. — The  spring  E,  having  a  curvature  concentric,  or  nearly  so,  to  the  barrel  B,  in 
combination  with  the  slides  d  d\  and  rollers  D  D'  and  C  C,  of  a  hat  felting  or  szing  nia:liine, 
when  operated  by  the  slide  G  and  lever  H,  or  their  equivileuts,  substantially  as  shown. 

No.  3*2,501.- Caspar  Zwicki,  assignor  to  John  J^Lxson,  Anthony  Snyder,  and 
Nicholas  Snyder,  of  Pittsburg,  l*a. — Improvement  in  Looms, — Patent  dated  June  4,  InM, — 
This  invention  relates,  first,  to  the  consti-uction  and  operation  of  the  devices  by  which  the 
shuttle  is  driven,  whereby  1  am  enabled  to  drive  the  loom  at  a  very  high  speed,  ami  without 
a  blow  or  jar.  It  also  relates  to  the  peculiar  coustrufction  of  the  snuttle  and  brace  by  which 
the  shuttle  is  kept  in  close  contact  with  the  side  of  said  brace,  permits  the  use  of  a  pfopor- 
tionally  laigtr  bobbin  than  in  the  old  shuttles,  and  can  pass  with  greater  security  tlirough 
the  shed. 

Claim. — In  combination  with  the  cams  F,  on  the  fast-moving  shaft  B,  for  operating  the 
rods  G  and  cam  I  on  the  slow  shaft  K,  for  shifting  said  rods,  substantially  as  and  for  the 
purpase  described. 

Also,  in  combination  with  the  cams  F,  secured  to  the  upper  shaft  of  the  loom,  the  rods  G, 
levers  -II  and  M,  and  picker-stafis  O,  when  constmctcd  and  operated  substantially  in  the 
manner  herein  described. 

Also,  a  three-sided  shuttle,  the  two  straight  sides  of  which  ai"e  in  contact  with  the  shuttle 
race,  and  bear  the  relation  of  an  acute  angle  to  each  other,  while  the  third  or  outer  side  is 
convex,  substantially  as  and  for  the  purpose  described. 

Also,  in  combination  with  a  three-sided  shuttle,  as  described,  a  shtittle  race,  the  tAvo  sides 
of  which  l)ear  the  relation  to  each  other  of  an  acute  angle,  to  couibmi  to  the  sides  of  the 
shuttle  and  allow  the  shuttle  to  run  close  to  or  in  contact  with  the  reed  frame,  substantially 
in  the  munner  described. 

No.  3-2,502. — Hdiam  ALDRrnOE,  of  Michin^n  City,  Ind. — Improvement  in  Machines  for 
Threshing  and  Separating  Grain. — Patent  dated  June  11,  1801. — This  invention  will  be 
generally  understood  by  reference  to  the  engraving  and  claim.  It  does  not  admit  of  a  brief 
Gescription. 

Claim. — First,  the  arrangement  on  the  front  of  the  concave  A  of  a  threshing  machine 
of  two  slotted  and  perforated  ears  a  a,  said  ears  serving  as  guideways  for  pins  1»  6,  and  as 
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bearings  for  tbe  tipper  ends  of  the  adjostiDg  hand  screws  D,  which  are  located  in  front  of  the 
cOQcave,  and  witmn  the  frame  of  the  threshing  machine,  all  in  the  manner  and  for  the  pur- 
pose described. 

Second,  the  arched  or  raised  cover  H,  made  in  two  parts,  which  are  hinged  and  dowelted 
together,  and  form,  when  on  the  machine,  a  continuation  of  its  side  boarding,  all  in  tha 
manner  and  for  the  purpose  described. 

Third,  tbe  arrangement  of  a  beater  G,  which  has  a  space  existing  between  its  blades  and 
its  aicis,  and  operates,  in  the  manner  described,  between  the  ends  of  the  canvas  belt  F  and 
open  straw-carrier  belt  E,  for  the  purpose  set  forth. 

Fourth,  the  adjustable  open  extension  straw-carrier  belt  N  and  extension  guideway  O,  hi 
combination  with  the  canvas  belt  £  and  first  straw-carrier  belt  F,  substantially  in  the  manner 
and  for  the  purpose  described. 

Filth,  the  arrangement  and  combination  of  the  extra  closed  beater  P  with  the  first  and 
second  open  straw  carrier-belts  F  N,  substantially  in  the  manner  and  for  the  purpose  de- 
scribed. 

Sixth,  the  combination  of  the  extension  tailboard  Q  with  the  inclined  bottom  of  a  straw- 
carrier  guideway  d  d  or  O^  substantially  as  and  for  the  purpose  described. 

Seventh,  the  combination  of  a  cbaff-canier  T,  which  is  adjustable  on  a  fixed  axis  U,  in  the 
path  of  a  vertical  circle,  separator  shoe  Kf  inclined  transverse  return  spout  Y,  and  elevator 
Z,  substantially  in  the  manner  and  for  the  purpose  described. 

Eiffhth,  the  arrangement  of  the  lower  end  of  the  adjustable  inclined  sieve  or  deflecting 
board  S,  on  a  permanently  located  shaft  U,  so  that  it  may  be  adjusted  from  its  upper  end  in 
the  path  of  a  vertical  circle,  substantially  as  and  for  the  purpose  set  forth. 

Ninth,  the  arrangement  of  the  outside  bangers  S',  ot  the  adjusting  frames  which  carries 
the  sieve  and  chaff-carrier,  in  combination  with  the  shafts  U  W,  curved  slots  n  ii,  and  screw- 
threaded  bearings  m  m,  with  clamp  nuts,  substantially  in  the  manner  and  for  the  purpose 
described. 

Tenth,  the  extension  tailboard  Y',  in  combination  with  an  inclined  sieve  which  is  adjust- 
able on  a  fixed  axis  U,  in  the  path  ot  a  vertical  circle,  inclined  bottom  of  the  separator  shoe 
K,  incline  tiansverse  spout  Y,  and  elevator  Z,  substantiaiiy  as  and  for  the  purpoc»e  described. 

No.  32,503.— John  Andrews,  of  Brunswick,  Me.— Improved  Mode  of  Securing  Circu- 
lar Sates  to  Arbors. — Patent  dated  June  11,  18J1. — This  invention  consists  in  the  employ- 
ment of  a  sliding  or  adjustable  bush  in  connexion  with  two  hollow  collars,  one  of  which  is 
fixed  and  the  other  movable  upon  the  mandicl,  the  hollow  movable  collar  being  adjusted  by 
a  nut  upon  the  extremity  of  the  mandrel,  for  the  purpose  of  obviating  the  difiiculty  caused 
by  the  variation  in  the  diameter  of  the  eyes  of  the  saws  in  adjusting  the  circular  saws  on 
their  arbors. 

Claim. — ^The  combination,  in  the  manner  substantially  as  shown  and  described,  of  the 
hollow,  adjustable  collar  E,  conical  bush  D,  and  fixed  recess  collar  B,  with  each  other  and 
with  the  saw  C  and  arbor  A,  all  as  set  forth  for  the  purpose  specified. 

No.  32,504.— C.  L.  W.  Baker,  of  Hartford,  Conn.,  assignor  to  Himself  and  J.  W.  Bliss, 
of  the  same  place. — hnprotement  in  the  Manufacture  of  Corn  Brooms. — Patent  dated  June 
11,  1861. — This  invention  consists  in  securing  the  bmsh  in  separate  tufts  into  a  wooden 
head  by  the  use  of  some  adhesive  subi«tance,  the  handle  being  sci-ewed  into  the  head. 

Claim, — ^An  approved  article  of  manufacture,  consisting  of  a  broom,  being  composed  of 
the  fibre  of  broom  com  set  in  tufts  in  a  block  of  wood,  substantially  in  the  manner  as  and 
for  (he  purpose  described. 

No.  32,505. — H.  L.  Baldwin,  of  Branford,  Conn. — Improvement  in  Currycombs, — Patent 
dated  June  11,  1861. — This  invention  is  explained  by  the  claim. 

C/aim.— The  described  currycomb  as  a  new  article  of  manufacture,  having  its  back  plate 
A  and  teeth  a  cast  in  one  piece,  the  teeth  being  of  cylindrical  or  an  approxmiato  tbnu,  and 
about  of  an  equal  thickness  throughout  their  length,  as  and  for  the  purpose  specified. 

No.  32,506.— Sarah  A.  Baldwin,  of  Waterbury,  Coxm.—Improved  Skirt -Supportet. — 
Patent  dated  June  11,  1851. — This  supporter  is  formed  of  strips  of  covered  steel  or  whalebone 
put  together  with  clasps  so  as  to  form  a  waistband,  and  combined  with  shoulder  straps  and 
and  back  stays,  a  means  of  lacing  the  band  around  the  body,  and  also  spring  pins  for  attach- 
ing the  skirts  to  the  band. 

Claim, — ^The  combination  of  the  several  strips  A  B,  arranged  and  secured  together,  and 
furnished  with  shoulder  straps  D  D,  lacing  hooks  iiif  and  spring  pins  for  attaching  the  skirt 
to  the  supporter,  all  as  described  and  represented. 

No.  32,507.— L.  D.  Barrand,  of  New  York,  N.  Y,— Improved  Scroll  Sawing  Machine.-^ 
Patent  dated  June  11,  1861. — The  saw  is  hunff  and  strained  between  two  roiler  carriages 
working  against  two  inclined  surfaces,  and  held  against  them  by  the  straining  springs  of  the 
saw,  for  the  pui*pose  of  keeping  the  saw  under  a  proper  degree  of  tension,  and  guiding  it  in 
its  reciprocating  movement  in  a  firm  and  steady  manner.  In  combination  with  the  lower  saw 
carriage  is  a  slotted  lever  for  giving  the  alternate  reciprocating  motion  to  the  saw. 
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Clmm, — First,  tbe  two  inclined  planes  F  F',  on  wbich  the  rollers  d  d  d  d  work^  arranged 
<I8  set  forth,  in  combination  with  springs  £  £',  connected  to  the  guide  bars  C  C^  between 
which  the  saw  is  hung,  substantially  as  described. 

Second,  the  slotted  lever  G,  connected  to  the  lower  carriage  on  the  inclined  plane  F',  opera- 
ting as  and  for  the  purpose  described. 

Third,  the  guide  flanges  //,  on  the  Inclined  planes  F  F',  for  g^ding  the  rollers  d  d  of  the 
saw  carriages,  as  set  forth. 

No.  32,5C8.— Henry  H.  Beach,  of  Philadelphia,  Pa. — Improvement  in  GraW  Winnowers, — 
Patent  dated  June  11,  1861. — Below  the  delivery  board,  and  in  front  of  the  fan,  are  arranged 
two  series  of  chutes,  one  of  which  is  inclined  reversely  to  the  other  in  such  a  manner  that  the 
grain  passes  by  its  own  weight  from  the  upper  to  the  lower  end  of  the  series,  the  blast  acting 
to  carry  off  the  lighter  substances  over  the  outer  series. 

Claim. — ^The  two  series  of  chutes  represented  by  the  letters  e  and  d,  when  combined  and 
arra|iged  substantially  as  and  for  the  purposes  set  forth. 

No.  32,509.— Samuel  W.  Bidwell,  of  Hartford,  Conn. — Improved  Machine  for  Boring 
and  Mortising, — Patent  dated  June  11,  18G1. — ^This  invention  consists  in  arranging  any 
number  of  spindles  in  a  line  upon  a  proper  framework,  and  in  providing  therefor  an  adjusting 
guide  or  pattern,  so  that  in  adjustmg  citner  two  of  tbe  said  spindles  in  which  the  bit  is  secured 
at  any  required  distance  from  centre  to  centre,  the  whole  number  of  spindles  by  the  same 
operation  will  be  adjusted  to  even  distances  therewith.  By  means  of  an  arrangement  of 
pulleys,  driving  belt,  and  friction  rolls,  with  the  sliding  heads,  the  distances  of  the  spindles 
from  centre  to  centre  may  be  increased  or  diminished  without  changing  the  length  of  the  belt. 

Claim. — ^The  arrangement  of  the  pulleys  t,  belt  </,  friction  rollers  «,  with  the  sliding  heads 
B,  and  pulleys  c,  substantially  as  and  for  the  purpose  described. 

No.  32,510. — Charles  H.  Bitid,  of  Roxbury,  Mass. — Improved  Telegraphic  Apparatus, — 
Patent  dated  Juno  11,  1861. — The  inventor  says:  In  the  employment  of  my  invention  in  a 
telegraphic  circuit,  I  am  enabled  to  dispense  with  local  circuits  and  batteries,  such  as  are 
essential  to  the  Morse  system  of  telegraphing  by  galvanic  battery.  Telegraphic  signals  may 
be  made  through  a  very  extended  circuit  by  this  invention,  in  the  use  of  which  the  direction 
of  the  current  from  the  battery  is  to  be  alternately  reversed — that  is  to  say,  the  current,  after 
having  been  sent  in  one  direction  from  the  battei'y  and  through  the  helices,  is  to  be  made  to 
flow  in  tbe  opposite  direction  through  them. 

Claim. — The  combination  of  the  permanent  magnet  A,  the  two  helices  B  B,  and  the  non- 
magnetic movable  U-piece  C,  tbe  whole  arranged  substantially  as  explained,  and  so  as  to 
operate  together  under  circumstances  and  in  manner  as  specified. 

Also,  the  key  as  constructed,  and  made  to  operate  witn  a  battery,  the  two  helices,  the  per- 
manent magnet,  and  the  non-magnetic  U-piece,  substantially  as  described. 

No.  32,511.— Amos  Chase,  of  North  Ware,  N.  K.— Improved  Adjustable  CAatr.— Patent 
datod  June  11,  1861. — ^Attached  to  the  under  side  is  a  pendant  bar  or  rod  fitted  in  a  suitable 
socket,  slotted  vertically  at  its  back,  to  admit  of  a  rod  or  arm  secured  at  right  angles  to  the 
lower  part  of  the  seat  bar,  to  slide  up  and  down  in  tbe  said  slot.  The  seat  may  be  secured  at 
any  desired  height  by  mecms  of  a  set  screw  in  tbe  socket. 

Claim. — Tbe  rod  C,  secured  to  the  under  side  of  the  seat  D,  and  fitted  in  the  socket  B, 
when  used  in  combination  with  the  bar  or  brace  rod  G,  connected  with  the  back  F,  and 
secured  ut  its  lower  end  to  an  arm  H,  which  is  attached  to  the  rod  C,  and  is  fitted  in  a  slot  c 
in  the.  socket  B,  the  whole  being  arranged  as  shown  to  form  an  improved  sliding  or  adjustable 
chain  or  seat.  * 

No.  32,512.— Darwin  Be  Forrest  Douglass,  of  Springfield,  'i/LBRs.— Improvement  in 
Window  Blinds, — Patent  dated  June  11, 1861. — ^The  blindj  are  made  to  slide  laterally  between 
guide  bars  placed  at  their  upper  and  lower  ends,  and  secured  to  the  wall  by  means  of  a  rack 
bar  attached  to  tbe  inner  sices  of  each  blind,  which  bar  is  actuated  by  a  pinion  upon  a  shaft 
extending  through  the  casing,  and  provided  with  a  knob  inside  of  the  room. 

Claim. — First,  the  first  metallic  guide  bars  A  and  C,  made  substantially  in  the  manner 
described  and  for  the  purpose  specified. 

Second,  the  rack  and  pinion  G  and  I,  or  its  equivalent,  in  combination  with  the  guide  bars 
A  and  C  and  blinds,  for  the  purpose  specified,  and  operating  substantially  in  the  manner 
described. 

No.  32,513.— Wm.  C.  and  Jacob  Dunn,  of  New  York,  N.  Y.— Improvement  in  Carriage 
Bodies, — Patent  dated  June  11,  1601 . — ^The  object  of  this  invention  is  to  combine  an  open 
body  brett  or  barouche  body,  and  close  or  standing-top  coach  body,  all  in  one  vehicle,  so  that 
cither  form  of  vehicle,  by  a  simple  manipulation,  may  be  used  as  desired:  the  parts  com- 
posing the  barouche  and  coach  body  being  entirely  removed  from  the  open  body  when  not  in 
use.  • 

Claim. — ^Fu^t,  the  combination  of  the  open  body  A  with  the  standing  top,  formed  of  the 
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enci  pieces  E  E,  top  F,  panels  G,  and  doors  H,  secured  toother,  as  and  for  the  purpose  set 
forth. 

Second,  the  combination  of  the  permanent  open  hodj  and  calash  top  with  a  standing:  top, 
constnictcd  as  explained,  the  whole  being  adapted  and  arranged  to  form  a  new  and  improved 
convertible  body  for  vehicles,  as  set  forth. 

No.  32,514.— E.  FiNNEGAN  and  A.  F.  W.  SciiULTE,  of  New  York,  N.  Y.— Improved 
Pressure  Gauge. — ^Patent  dated  June  11,  1861. — ^This  invention  relates  to  a  pre*5sure  can^ 
in  which  the  Pessure  of  the  steam  or  other  fluid  is  received  on  a  flexible  plate.  It  consists  in 
the  combination,  for  the  purpose  of  transmitting  the  movements  of  the  plate  to  the  index,  of  a 
lever  and  a  spirally-grooved  spindle,  which  receives  the  point  of  a  pin  inserted  through  one 
side  of  a  socket  secured  to  the  slotted  bar,  thus  causing  tno  spindle  to  receive  a  rotary  motion 
by  the  application  of  pressure  in  an  endwise  direction,  and  a  longitudinal  motion  when  any  force 
w  applied  to  turn  it.  Upon  a  screw  which  has  its  shank  fitted  to  turn  in  a  fixed  bearing  upon 
the  blotted  bar  is  arranged  a  block,  by  means  of  which  the  distance  between  the  fulcrum  pf  the 
lever  F,  and  a  stud  secured  to  the  centre  of  the  flexible  plate,  is  varied,  so  as  to  make  the 
flexure  of  the  plate  act  with  grpat4)r  or  less  effect  upon  the  index,  the  screw  thus  constituting 
a  means  of  adjustment  or  correction  of  the  gauge. 

Claim, — First,  the  employment  for  transmitting  the  movements  of  the  flexible  plate  B  to 
the  index  ^  of  a  lever  F  and  spirally  grooved  spindle  H,  combined  and  applied  subsiantiallj 
as  specified. 

Second,  the  movable  block  E,  carrying  the  fulcrum  of  the  lever  F  and  the  screw  I,  applied 
•in  combination  with  the  slotted  bar  l3,  or  its  equivalent,- and  operating  substantially  as  speci- 
fied, for  the  adjustment  or  correction  of  the  gauge. 

No.  32,515.— John  Griffin,  of  Louisville,  Kt. —Improvement  in  Engines,  Sgc,  for 
Overcoming  Dead  Point  in  Cranks, — Patent  dated  i^une  11,  1861. — The  crank  is  attached  to 
the  shaft  in  such  a  manner  as  to  be  adjustable  thereon.  In  the  outer  part  of  the  crank  is 
placed  a  wheel  which  works  within  a  metallic  ring,  to  which  two  springs  of  rubber  or  other 
suitable  material  are  attached  at  opposite  sides,  the  outer  ends  of  the  spnng  being  secured  to 
uprights,  by  which  means  the  spnngs  will  tend  to  throw  the  driving  crank  past  its  centres, 
the  springs  being  at  an  equal  tension  when  the  crank  is  in  a  vertical  position. 

Claim. — The  combination  with  the  citmk  B,  or  a  suspended  ring  D,  suspended  between 
springs  E  E,  80  as  to  act  upon  tho  crank  when  passing  its  centres,  in  the  manner  shown  and 
described. 

No.  32,516. — ^David  Haines,  of  Union  Bridge,  Md. — Improvement  in  Hominy  Ma- 
chines. — Patent  dated  June  11,  1881. — ^This  invention  consists  in  the  arrangement  of  a 
vibrating  stirrer  within  the  hopper  for  keeping  up  a  regular  fe^,  said  stirrer  being  connected 
with  and  opeiated  by  the  crank -shatl,  which  gives  the  shaking  motion  to  the  riddle. 

Claim. — The  hopper  D,  arranged  as  set  forth,  tho  vibrating  stirrer  E,  connecting-rods  ij^ 
arm  Ac,  and  cnmk-shaft  G,  all  arranged  and  operating  as  and  for  the  purposes  described. 

No.  32,517. — Edward  Howell,  of  Ashtabula,  O. — Improvement  in  Setting  Mathines, — 
Patent  dated  June  11,  1861. — ^The  wheel,  which  serves  as  a  feed  and  cloth-holder,  is  mounted 
upon  an  axle  at  the  lower  end  of  a  rod  which  has  a  vertical  movement  in  the  plane  of  the 
needle-bar.  At  every  stroke  of  the  needle  the  wheel  moves  the  cloth  forward  the  length  oi 
a  stitch  by  means  of  motion  communicated  by  a  pad  attached  to  an  arm,  which  is  moved  up 
and  down  by  a  stud  or  pin  upon  the  needle-bar. 

Claim, — The  operating  of  the  wheel  E,  when  constructed  and  arranged  as  described,  by 
mean* of  the  elastic  pad  K,  substantially  as  and  for  the  puipose  specified. 

No.  32,518.— Ezra  F.  Hyde,  of  Brooklyn,  N.  Y.— Improvement  in  City  liailroads, — 
Patent  dated  June  11,  1861. — Upon  tho  forward  axle  is  placed  loosely  a  wheel,  the  upper 
edge  of  which  fits  within  the  fork  of  a  bent  lever  attached  to  the  under  side  of  the  platibrm, 
tho  lever  bciiig  connected  by  a  chain  with  a  shalt  at  the  end  of  the  platfoiiu.  At  the  inters 
section  of  the  straight  and  branch  rails  is  a  guide  made  with  a  straight  edge  on  one  side  and 
curved  on  tho  other,  so  that  by  bringing  the  loose  wheel  to  bear  upoo  the  curved  side  the  car 
is  made  to  turn  upon  the  curve  without  the  aid  of  a  switch. 

C7a*m.— The  arrangement  of  the  sliding  adjustable  wheel  D  with  the  axle  C  and  lever  E, 
as  and  for  the  purpose  shown  and  described. 

No.  32,519. — George  L.  Jencks,  of  Providence,  R.  I. — Improvement  in  Hemming 
Guides. — Patent  dated  June  11,  18(51. — ^This  invention  consists  in  a  peculiar  arrangement  or 
method  of  uniting  three  flexible  fingers  relatively  with*  each  other,  whereby  the  said  fingers 
adjust  themselves  by  an  elastic  action  to  the  diftVrent  varieties  of  work  to  bo  ixjrformed  without 
requiring  any  special  adjustment  of  its  parts  to  change  it  from  one  kind  of  work  to  another. 

Claim. — Tho  peciUiar  arrangement  or  method,  substantially  as  described,  of  uniting  the 
fingers  12  3  upon  the  stock  of  a  pressui-e  pad,  for  the  purpose  specified. 

No.  32,520. — KoDOLPilUS  KiXSLEY,  of  Springfield,  ilass.— Improved  Bcll-fiinging  Ap^ 
paratus, — Patent  dated  June  11,  18G1. — The  hammers  which  strike  the  bell  are  attached  to 
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rotls  placed  within  inclined  tubes  secured  to  a  platfonn  which  is  made  to  revolve  by  means  of 
gearing  operated  by  a  crank.  The  rods  to  which  the  hammers  are  attached  are  provided  with 
spiral  springs^  which  force  the  hammers  against  the  bell,  the  revolution  of  the  platfonn 
causing  the  hanmiers  to  withdraw  to  a  certain  pojnt  when  they  are  released,  by  wbicn  means 
the  beU  is  struck  at  a  different  point  at  each  blow.'  The  tubes  are  arranged  so  as  to  adjust  the 
hammers  to  strike  the  bell  at  right  ^gles. 

Claim, — First,  the  employment  or  use  of  one  or  more  hammers  N,  secured  to  a  rotating 
platform  C,  and  operating  simultaneously  and  automatically  with  the  platform  C,  so  as  to 
strike  the  bell  A,  and  gradually  rotate  within  or  beneath  it,  for  the  purpobo  specified. 

Second,  the  placing  of  the  hammers  N  within  adjustable  tulx^  or  sockets  L,  arranged 
substantially  as  shown,  for  the  purpose  of  adjusting  the  hammer,  so  that  the  latter  will  alwayf 
strike  the  bell  at  right  angles. 

Third,  the  arrangement,  as  shown  and  described,  for  the  rearing  F  F  G  J  and  K,  with  the 
radial  arms  e  on  wheels  F  F,  the  pins  c  d  on  the  wheels  K  F,  the  springs  O  on  hommer-rodf 
M,  and  the  rotating  platform  C,  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  hammer-springs  O  with  the  check-springs  P,  when  applied 
to  the  hammer-rods  M,  to  operate  as  and  for  the  purpose  specified. 

No.  32,521.— W.  S.  KntKHAM,  of  Branford,  Conn,— Improvement  in  Locks  and  Knoh* 
Latdies. — Patent  dated  June  11,  1861. — ^This  invention  relates  to  an  improvement  in  locks  or 
knob-latches  whereby  the  latches  may  be  turned  so  as  to  suit  either  right  or  left  hand  doors, 
and  secured  in  position  so  that  they  cannot  casually  be  turned,  by  which  turning  of  the  latch 
its  bevel  is  brought  in  proper  relation  with  the  nosing  on  the  casing  in  whichever  position  the 
door  may  be  hung,  and  the  inverting  of  the  latch  case  rendered  unnecessary. 

Claim, — Constructing  the  hub  F  of  two  parts  /^,  fitted  together  as  shown,  and  both  parta 
placed  on  the  knob  arbor  G,  and  used  in  connexion  with  the  spring  H,  the  above  parts  being 
arranged  with  the  shde  £,  lever  D,  and  latch  C,  to  operate  as  and  for  the  pturpose  set  forth. 

No.  32,522.— William  A.  Lighthall,  of  New  York,  N.  Y.— /mjuwemeiU  in  the  Con- 
ttruction  of  Tube  Sheets  for  Coolers  and  Condensers, — Patent  dated  June  11,  1861. — Thii 
invention  consists  in  casting  tube  sheets  of  iron  or  other  metal  in  proper  green  or  dry  sand 
moulds,  with  the  apertures  for  the  tubes  cast  in  them,  either  by  setting  **dry  sand"  cores  of 
proper  size  in  the  mould  or  by  green  sand  cores  lell  in  tbe  mould  by  the  withdrawal  from  it 
of  toe  pattern,  the  apeitures  thus  formed  being  ready  for  tubes  upon  removing  the  sand  ad- 
hering to  them. 

Claim, — Constmctlng  tube  sheets  for  tubular  coolers  and  condensers  in  the  manner  set 
forth. 

No.  32,523. — ^Henry  Lowe,  of  Baltimore,  Md. — Improvement  in  the  Manufacture  of 
Caustic  Soda, — Patent  dated  iJune  31,  1861. — This  invention  consists  in  reclaiming  the  lime 
fr«m  the  manufacture  of  caustic  soda.  The  inventor  says :  AUer  boiling  the  solution  of  car- 
bonate of  soda  with  the  caustic  lime  the  solution  is  drained  off,  and  the  carbonate  of  lime 
formed  from  the  decomposition  with  the  soda  is  drained  sufficiently  dry  and  then  pressed  in 
moulds  in  a  suitable  machine. 

Claim, — The  moulding  and  burning  of  artificial  carbonate  of  lime,  substantially  in  the 
manner  and  for  the  purposes  set  forth. 

No.  32,524.— Richard  Mansley,  of  Philadelphia,  Pa. — Improvement  in  Machines  for 
Opening  Rope, — Patent  dated  June  11,  1861. — ^Ine  upper  separate  feed-rollers  revolve  each 
on  its  own  independent  axis  or  shaft.  To  each  supporting  block  of  the  rollers  is  secured  one 
end  of  a  bent  rod,  the  other  end  of  which  is  attached  to  a  lover,  to  which  is  ap[)ended  a 
weight,  so  that  one  of  the  ropes  having  run  through,  the  action  of  the  remaining  up|)er  rollers 
is  not  effected.  The  cylinder  is  provided  with  two  sets  of  beaters  and  two  sets  of  knile  blades, 
the  beaters  being  constructed  m  sections,  so  as  to  act  successively  upon  the  ropes.  The 
,  knife  blades  are  set  in  sectional  iron  plates  arranged  on  lines  about  parallel  to  the  general 
direction  of  the  beaters. 

Claim, — First,  the  combination  of  the  separate  upper  feed-rollers  D  D',  &c,  their  supports 
P  and  the  rods  d  connecting  them  with  the  levers  d"  and  weights  d"'f  the  whole  arranged 
substantiallv  as  described  and  for  the  purpose  aforesaid. 

Second,  the  combination  of  the  beaters  6,  knife  blades  6^  and  the  adjustable  feeding  appa- 
ratus, the  whole  constructed  and  arranged  substantially  as  described. 

No.  32,525. — James  McCarty,  of  Reading,  Pa. — Improvement  in  Annealing  Cut  Nails, — 
Patent  dated  June  11,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — Annealing  cut  nails  by  confining  them  in  a  suitable  vessel,  subjecting  both  vessel 
and  contents  to  a  red  heat,  and  allowing  the  whole  to  cool  from  six  to  twelve  hours,  accord- 
ing to  the  size  of  the  nails  and  tube,  and  maintaining  the  ve^l  air-tight  during  the  heating 
and  cooling  process,  as  set  forth. 

No.  32,526. — H.  McKenzie,  of  Talladega,  Ala. — Improvement  in  Tanning  LcatJier, — 
Patent  dated  June  11,  1661. — The  invention  is  explained  by  the  claim. 
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Claim. — The  employment  or  use  of  the  root  and  other  parts  of  the  plant  known  by  the 
name  of  CeanothuB  Americanas,  cither  alone  or  mixed  with  oak  bark  or  other  tanning  mate 
rials,  as  described,  for  the  purpose  of  tanning  hides  or  skins. 

No.  32,C27.— W.  H.  Nichols  and  F.  D.  Strong,  of  East  Hampton,  Conn. — Improvement 
in  Nail  and  Screw  Heads. — Patent  dated  June  11,  18i5i. — A  circular  blank  is  first  cast  on 
the  head  of  a  nail  or  screw  suitably  adapted  to  the  size  thereof,  and  from  said  blank  is  pro- 
duced a  bead  of  the  desired  shape  and  ornamentation,  by  subjecting  the  blank  to  heavy 
pressure  between  swaging  dies  adapted  to  the  pui'pose. 

Claim. — An  ornamental  nail  or  screw,  made  with  a  head  which  is  first  cast  upon  the  shank 
and  then  pressed,  in  the  manner  shown  and  described. 

No.  32,528. — J.  8.  Parker,  of  West  Willington,  Conn. — Improvement  in  Machines  for 
Turning  Spools. — Patent  dated  June  11,  18ol. — A  hinged  dog  is  so  arranged  with  an  adjust- 
able slide,  aud  in  such  relation  to  the  longitudinally  sliding  cutter-liead,  that,  by  the  action 
of  the  dog,  the  end  of  the  block  is  kept  clear  of  the  cutter  intended  to  square  the  said  end, 
until,  by  pushing  the  cutter  out,  the  other  end  of  the  block  is  firmly  driven  into  the  spurs  of 
the  spur  centre,  and  the  turning  of  the  block  independently  of  the  spur  is  prevented. 

Claim. — The  combination  ot  the  protecting  dog  E,  or  its  equivalent,  with  the  cutter-head 
A,  for  the  purpose  described. 

No.  32,529. — F.  A.  PERRY,  of  St.  Louis,  Mo. — Improved  Ornamental  Fabric  or  Manu- 
facture for  IVindow  Shades. — Patent  dated  June  11,  ]8<31. — A  kind  of  fabric  known  as 
"Swiss  nmir'  being  stretched  over  a  frame  is  coated  or  sized  with  a  composition  consisting 
of  glue,  soda  soap,  alum,  and  water;  when  dry,  the  fabric  thus  treated  is  ornamented  in 
imitation  of  embroidery,  by  the  use  of  a  stencil  plate  of  the  lequired  design,  and  a  compoei- 
tion  consisting  of  zinc  white  ground  in  boiled  linseed  oil,  spirits  of  turpentine  and  nut  oil, 
laid  on  with  a  brush. 

Claim. — As  a  new  manufacture,  a  thin  fabric  prepared  in  the  manner  described,  and  orna- 
mented in  imitation  of  embroidery,  either  needle  or  tambour,  in  colors  or  white,  substantially 
in  the  manner  set  forth. 

No.  32,500.— J.  H.  Phillips,  of  Waveriy,  Mo. — Improvement  in  Hemp  Breaks.— Vatent 
dated  June  IJ,  1861. — The  object  of  this  invention,  which  is  explained  by  the  claim,  is  to 
pass  the  crushed  stalks  in  a  serpentine  form  between  the  two  clearers,  and,  as  the  stalks  are 
neld  by  the  rollers,  the  clearers  will  loosen  and  scrape  off  the  woody  matter  from  the  hbres, 
and,  at  the  same  time,  give  a  rapid  shaking  motion  to  the  fibres. 

Claim. — Having  the  edges  of  the  clearers  a  a  made  in  scohoped  form,  and  so  operated  and 
geared  that  the  scolloped  blades  of  one  wheel  shall  altematelv  pass  between  the  blades  of  the 
opposite  wheel,  thus  alternately  elevating  and  depressing  the  hemp  between  the  scolloped 
edges,  all  in  the  manner  and  for  the  purpose  shown  and  described.  • 

No.  32,5,31.— Silas  S.  Putnam,  of  Dorchester,  MasB.  — Improved  Horse-Shoe  Nail 
Machine. — Patent  dated  June  11,  1861. — ^This  invention,  the  nature  and  object  of  which  will 
be  learned  from  the  claim,  does  not  admit  of  a  brief  description. 

Claim. — Firet,  connecting  each  pair  of  hammers  to  a  single  lever  or  crosshead,  through 
which  they  are  operated,  and  by  means  of  which  they  ma^  be  made  to  strike  simultaneously 
and  accurately  around  a  line  passing  through  the  centre  of  the  nail  rod. 

Second,  in  combination  with  the  above,  the  connecting  rods  s  and  v,  and  eyebolts  r  and  «, 
or  their  equivalents,  operating  as  set  forth,  for  the  purpose  specified. 

Third,  interrupting  the  action  of  the  hammers  while  open,  and  holding  them  open  at  the 
will  of  the  operator,  tor  the  purpose  specified. 

Fourth,  the  rod  I,  in  combination  with  the  levers  G  and  H,  and  with  the  hand  lever  TV  and 
lever  r',  or  their  equivalents,  whereby  the  hammers  may  be  stopped  and  started  at  the  will  of 
the  operator,  as  set  forth. 

Filth,  the  gauge  rf^,  which  is  brought  into  position  to  gauge  the  nail  rod  while  the  hammers 
are  stationary,  and  is  drawn  out  of  the  way  before  they  are  again  started  by  devices  acting 
by  the  power  of  the  machine  itself,  but  brought  into  action  of  the  operator,  as  set  forth. 

Sixth,  the  rod  F,  with  its  notch  15  and  shoulder  2,  in  combination  with  the  shaTl  IT  and 
the  parts  immediately  connected  therewith,  whereby  the  nail  rod  is  always  returned  to  its 
position,  and  the  cutter  y*  is  raised  out  of  the  way  of  the  hammers  before  they  are  started,  as 
set  forth. 

No.  32,532.— George  W.  Rains,  of  Newbureh,  N.  Y. — Improved  Apparatus  for  Steam 
Boilers. — Patent  dated  June  11,  1861. — At  the  bottom  of  the  cylinder,  and  just  above  the 
water  passage,  is  a  throat  of  inverted  conical  form,  made  sufficiently  larger  than  the  piston 
to  permit  a  free  water  communication  between  the  cylinder  and  the  boiler,  and  prevent  the 
collection  of  sediment  around  the  piston  rod.  In  the  piston  are  two  or  more  holes,  and  on  its 
under  side  is  fitted  a  ring  valve  to  close  the  said  holes,  the  valve  being  attached  to  the  piston 
by  three  screws,  which  allow  it  to  drop  a  short  distance  below  the  piston,  to  permit  steam  to 
pass  freely  through  on  its  descent  through  the  upper  portion  of  the  cylinder.    On  the  descent 
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of  the  piston  this  Tslve  is  arrested  by  th©  resistance  of  the  water,  anci  cansed  to  close  the 
holes,  but  drops  apmn  when  the  piston  is  arrested.  Fitted  to  slide  on  the  piston  rod  is  a 
weight  J,  luniishiS  with  a  dog  working  on  a  pin,  to  gripe  the  said  rod.  This  weight  is 
mBoa  to  act  upon  a  clump  I  L,  to  caoM)  it  to  an^est  the  piston  rod  in  its  descent. 

Citfim.— First,  the  inverted  conical  throat  g;  arranged  relatively  to  the  water  pipe  oi 
passage  a,  and  in  combination  with  a  piston  rod  passing  through  the  bottom  of  the  cylinder, 
substantially  as  and  for  the  purpose  spetnfied. 

Second,  fuinishing  the  piston  B  with  one  or  more  valves  e,  applied  to  operate  substantially 
as  descnbed  lor  the  purpose  set  forth. 

Thnd,  the  independent  weight  J,  applied  to  the  piston  rod  C,  to  operate  in  combinatioL 
with  the  dug  1  L,  substantially  as  and  lor  the  purpose  specified. 

No.  32,533.— J.  R.  EoBiNSON,  of  Boston,  Mass.— /w;>roreme«l  in  Dampers  for  Steam 
Boilers.— Patent  dated  June  Jl,  1861.— The  object  of  this  invention  is  so  to  control  the 
draught  through  the  upper  and  lower  tubeif  of  a  horizontal  multitubular  boiler  as  to  coun- 
teract the  natui-al  tendency  of  the  gases  of  combustion  to  come  out  from  the  upper  tubes  at  a 
higher  tempera tuie  than  from  the  lower  ones.  *' 

Claim.—  The  combination  with  a  sliding  damper  applied  to  the  rear  tube  sheet  of  a  hori- 
zontal multitubular  boiler,  of  a  stationary  fmme  C,  inie: posed  between  the  sa:d  tube  sheet 
and  the  damper,  to  form  a  space  between  the  said  damper  and  the  tube  sheet,  substantially  as 
and  for  the  purpose  speciiiea. 

Also,  the  construction  of  the  so-applied  frame  C  with  two  or  more  openings  b  b^  6^  each  of 
a  size  to  communicate  with  one  or  more  tiers  of  tubes,  said  openings  being  scpam  ed  by  bar- 
like partitions,  which  either  tit  to  the  tube  sheet  or  not,  as  suown  at  d  and  e,  in  ¥ig.  2,  sub- 
stantially as  described. 

No.  32,534. — J.  R.  BoBINSON,  of  Boston,  Mass. — Imvrovement  in  Valve  Gear  of  Steam 
Engines, — Patent  dated  June  11,  1861. — The  stem  of  the  cut-off  valve  is  furnished  outside 
of  the  chest  with  a  wrist  for  the  connexion  of  a  slotted  link,  with  which  the  rods  of  two  cut- 
off eccentiics  are  connected.  These  eccentrics  are  so  arranged  upon  the  shaft  relatively  to 
the  main  eccentric,  that  the  one  L,  by  direct  connexion  with  ttie  wrist,  would  effect  the 
cutting  off  of  the  steam  at  the  earliest  point  in  the  stroke  of  the  piston  that  is  desired,  and 
that  the  other  M,  by  a  similar  direct  connexion,  would  permit  the  steam  to  follow  throughout 
the  greatest  length  of  the  stroke  that  is  desired.  Means  are  provided  for  controlling  or 
adjusting  the  position  of  the  said  link,  for  the  purpose  of  cutting  off  at  various  points  in  the 
stroke  ot  the  piston.  The  cut-off  gear  is  connected  with  the  throttle  valve,  for  the  pui-pose 
of  regulating  the  engine  by  the  throttle  valve,  when,  with  the  latter  open,  the  regulation  by 
tiie  cut-off  would  require  steam  to  be  cut  off  within  a  certain  distance  of  the  comuiencemcnt 
of  the  stroke  of  the  piston. 

Claim, — First,  the  employment  of  two  eccentrics  connected  by  a  link,  for  the  purpose  of 
closing  the  ports  at  vanous  points  in  the  stroke  of  the  piston,  in  combination  with  inde- 
pendent means  of  opening  the  ports  for  the  induction  of  steam,  substantially  as  described. 

Second,  the  employment,  in  combination  with  the  so-applied  link  and  its  supporting  rocker 
N  of  a  toggle  O  F,  so  arranged  and  applied  that,  by  a  continued  movement  in  one  direction, 
it  will  cairy  the  link  throughout  its  whole  range  of  motion  on  the- valve  wrist,  and  back 
again,  substantially  as  and  lor  the  purpose  speciticd. 

Third,  the  emplovment  lor  combining  the  throttle  valve  with  the  toggle  O  P,  which  effects 
the  movement  of  the  cut-off  link  of  a  toothed  pin  />,  a  notched  hook  X,  or  its  equivalent,  a 
stationary  pin  p',  and  a  spring  9,  the  whole  combined  and  operating  substantially  as  specified. 

No.  32,535.— Joseph  B.  Sawyer,  of  Templeton,  Mass.— /inprorerf  Cane-Seat  for  Chairs,-^ 
Patent  dated  June  1),  1861. — ^This  invention  will  be  understood  by  reference  to  tho  engraving 
and  claim. 

Claim. — As  a  new  article  of  manufacture,  a  cane-bottom  chair  made  single,  but  the  strands 
of  ratan  in  which  are  so  interwoven  as  to  form  a  continuous  bearing  surface,  and  are  secured 
to  the  frame  A  by  suitable  holes /t,  in  the  manner  substantially  as  specified. 

No.  32,536.— W.  B.  Strong,  of  New  York,  N.  Y,-~Improted  Trunk  and  Bedstead,— 
Patent  dated  June  11,  1861. — ^The  trunk  is  made  to  open  at  the  end  instead  of  the  side,  each 
end  being  provided  with  a  lid  to  support  an  air  mattress.  A  fiaming  consisting  of  upright 
bars  may  be  fitted  to  the  trunk  to  sustain  a  cover  of  water-proof  cloth  or  netting. 

Claim. — A  trunk  formed  of  two  equal  parts  a  a\  connected  by  hinges  at  one  end,  and  pro- 
Tided  with  lids  b  b'j  the  latter  having  a  folding  frame  <r,  a  framing  combined  with  bars  e  </,  a 
cover  C,  of  water-proof  cloth  or  mosquito  netting,  and  a  suitable  mattress  B,  all  arranged  to 
ibrm  a  combined  army  tnmk  and  bedstead  or  couch,  as  set  forth. 

No.  32,537.— E.  F.  Slocum,  of  Chicago,  IM.— Improvement  in  Lamps,— V&tcni  dated 
June  11,  1861. — Inside  of  the  top  of  the  lamp  arc  arranged  three  upright  springs  at  unequal 
distances  from  each  other.  This  top  is  fitted  with  a  cover,  in  the  base  of  which  are  cut  three 
square  openings  to  fit  over  tho  springs,  by  which  means  tho  cover  is  held  in  a  proper  and 
always  the  same  position. 


Digiti 


zed  by  Google 


376  ANNUAL  EEPOET  OP  THE      ♦ 

Claim, — Tlie  combination  of  three  or  more  springg  with  a  lamp  top,  arrange  snbstantiallj 
as  described  and  for  the  purpose  specilied. 

No.  32,538.— Erastus  W.  Smith,  of  New  York,  N.  Y.^Improrcment  in  Steqm  Engines, — 
Patent  dtiied  June  11,  1861. — The  first  ciuhn  explains  the  nature  and  object  of  this  invention. 
The  hollow  cover  of  the  steam  cylinder  is  connected  by  a  pipe  with  the  "donkey"  boiler. 
The  .^paee  sursounding  the  cylinder  is  connected  with  the  upper  and  lower  casings  by  means 
of  curved  pipes,  and  a  pipe  provided  with  a  valve  or  cock  leads  irom  the  lower  casing  into 
the  main  boiler. 

Claim. — First,  heating  the  cylinder  of  a  marine  steam  engine  by  enclosing  said  cylinder  in 
whole  or  in  part  within  steam,  wliicli  is  generated  sepamtely  from  and  at  a  higher  pressure 
and  temperature  than  tbo  initial  pressure  of  the  steam  admitted  to  the  interior  ol  the  cylinder, 
substantiuilv  as  and  for  the  puipose  set  forth. 

Second,  the  employment  of  the  donkey  boiler  C,  connexions  D,  the  steam  jacket  or  con- 
nected spaces  Bl,  B.^,  L3,  and  the  connexion  G,  leading  from  the  base  of  such  connected 
spaces  to  the  main  boiler  or  senes  of  boilers  A,  all  combined  and  arranged  Bubstantially  as 
and  so  as  to  operate  together  in  the  manner  set  forth. 

No.  32,539.— George  Smith,  of  New  York,  N.  Y, ^Improved  Burglar-Alarm  and  Animal 
Trap, — Patent  dated  Juno  11,  18GI. — ^This  invention  consists  in  orianging  the  **sere"  of  a 
fiic-lock  with  a  hammer  and  gun  barrel,  and  attaching  a  cord  to  both  ends  of  the  sere  so  that 
it  may  bo  placed  in  a  i)osition  where  the  cords  may  l^  connected  at  each  end  with  a  door  or 
window,  and  give  the  alarm  if  cither  are  opened. 

Claim. — The  sere  E,  ananged  or  pivoied  as  shown,  to  admit  of  cords  or  chains  being 
attached  to  both  cuds  of  it,  in  combination  wiih  the  hammer  C,  and  one  or  more  fire-arm 
•barrels  A,  substantially  as  and  for  the  purposes  described. 

No.  32,540.— Arraham  Stroii,  of  Port  Jci-vis,  N.  Y.— Improved  Car-Coupling,— T&t&nt 
dated  June  11,  18t>l. — On  the  upper  part  of  the  draw-head  is  a  socket  in  which  a  vertical 
shackle  bolt  is  fitted,  and  directly  back  of  tho  bolt  is  a  drop  slide  fitted  in  the  socket.  Upon 
raising  ibe  bolt  the  diop  will  pass  by  its  own  gravity  beneath  the  bolt  and  sustain  it,  when 
tho  coupling  will  be  disconnected.  The  draw  bolt  passes  through  a  tube,  and  is  provided 
with  a  nut  at  the  end  which  bears  against  India-rubber  springs  placed  within  a  cylindiical  box. 

Claim, — The  combination  and  arrangement  of  the  sloited  gravitating  drop  U,  bolt  G,  box 
C,  springs  c,  draw-head  pipe  B,  bolt  E,  and  draw-hoad  A,  all  in  the  manner  and  for  the  pur- 
poses herein  shown  and  described. 

No.  32,541.-8.  C.  Sturtevant,  of  Cleveland,  O,— Improved  Tubular  Grates  for  SUam 
Boilers. — Patent  dated  Jtme  11,  18G1. — Each  tube  is  constructed  with  a  ri^ht  and  left  hand 
screw  on  cither  end,  fitting  into  corresponding  right  and  left  hand  threads  m  the  return  end 
pieces.  The  tube  which  connects  with  the  boiler  is  provided  with  a  small  pipe  connected  also 
with  the  boiler,  for  the  purpose  of  establishing  a  connexion  between  the  boiJer  and  the  tubes 
when  tho  engine  is  not  at  work,  thus  preserving  an  equilibrium  between  tho  temperature  of 
the  water  in  the  boiler  and  tubes. 

Claim, — A  series  of  detachable  flue  grates  when  used  in  combination  with  the  pipe  F,  as 
and  for  the  purpose  specified. 

No.  32,542. — John  Trageser,  of  New  York,  N.  Y. -^Improvement  in  Apparatus  for 
Evaporating  Liquids. — Patent  dated  June  11,  16ol. — This  invention  consists  in  constructing 
tho  pipes  which  are  laid  in  a  series  one  above  the  other  or  side  by  side,  with  an  angular  pro- 
jection extending  within  a  short  distance  of  their  ends,  for  the  pmpose  of  preventing  tho  pipes 
fi-om  sagging  and  preserving  an  unbroken  corrugated  surface. 

Claim. — ^'1  he  arrangement  of  one  or  more  angular  projections  a,  on  the  sides  of  the  pipes  A, 
of  a  cooler  or  evaporator,  substantially  as  and  for  the  purpose  shown  and  described. 

No.  32,543. — ^A.  H.  Trego,  of  Lambertville,  N.  J. — Improvement  in  Car^Coupling.^- 

Patent  dated  Juno  11,  1851.— This  invention  is  explained  by  the  claim. 

Claim. — ^The  attaching  of  rods  or  bars  C  to  the  bolts  B,  when  the  said  rods  or  bars  are 
arranged  as  shown,  so  that  their  lower  ends  may,  as  the  bolts  are  elevated,  drop  by  their  own 
gravity  into  tho  back  parts  of  the  draw-heads  and  sustain  tho  bolts,  the  rods  or  bars  being  at 
the  same  time  in  such  position  as  to  be  acted  upon  or  thrown  out  by  the  entrance  of  tho 
shackle  or  link  into  the  draw-heads,  so  that  the  bolt  may  drop  into  the  link,  substantially  as 
described. 

No.  32,544.— C.  Van  Name,  of  Binghamton,  N.  Y,— Improved  Stanchion  for  Canal 
Boats. — Patent  dated  Juno  11,  18G1. — ^This  invention  consists  in  the  employment,  for  the 
purpose  of  supporting  the  rail,  of  a  cast  iron  stanchion,  secured  by  bolts,  which  pass  down 
through  the  deck,  one  into  one  of  the  beams  which  support  tho  deck,  and  the  other  into  one 
of  the  ribs  for  the  purpose  of  strengthening  the  boat,  and  preventing  any  injury  ixom  a  blow 
or  heavy  pressure  on  tne  rail. 
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C7atm.— -The  employment  of  cast  iron  stanchions  A,  with  flaxigeB  a  (,  and  attached  to  the 
deck  D,  bj  means  of  bolts  c  df  ta  and  for  the  purpose  described. 

No.  32,545.— James  Weathers,  of  Greensburg,  Ind. — Improvement  in  Heading  BoUe,-^ 
Patent  dated  June  11,  1861.— This  device  w  desicrned  for  aready  heading  of  bolts,  rivets,  &c., 
at  the  ordinary  blacksmith's  forge  or  smithy,  and  it  consists  of  two  arms  hinged  together  at 
one  end  and  terminating  at  their  free  ends  in  steel  jaws,  whose  opposing  surlaces  are  chan» 
nelled  so  as,  when  the  jaws  are  closed,  to  form  on  aperture  to  securely  gripoi  and,  when 
desired,  to  shape  the  rod  to  be  worked. 

C/flim.— The  heading  tool  A  A',  B,  C  C,  c,  D  ly,  constructed  and  operating  substantially 
as  set  forth. 

No.  32,546.— E.  R.  Weston,  of  East  Corinth,  Mass.— /wffot>em«irt  in  the  Process  of 
Converting  Iron  into  Steel  by  Cementation. — Patent  dated  June  11,  1861. — ^The  iron  articles 
to  be  steeled,  being  placed  in  a  crucible  with  cyanide  of  potassium  and  powdered  charcoal,  are 
covered  by  a  stratum  of  fire  clay,  and  over  this  is  placed  a  small  quantity  of  lead  or  other 
fusible  metal  which  fuses  at  a  dark  red  heat.  On  the  application  of  heat  to  the  above  the 
cyanide  is  decomposed  into  cyanogen  gas  and  potassium.  The  lead  which  covers  the  contents 
of  the  crucible  will  fuse  ^y  the  heat,  and  hinder,  to  a  certain  extent,  the  escape  of  the  gas 
which  acts  noon  the  iron. 

C/otm.— The  use  of  the  fused  or  fusible  metal  upon  the  clay  covering  hi  the  crucible,  as 
■et  forth. 

No.  32,547.-8.  R.  Wilmot,  of  Brooklyn,  N.  Y. ^Improvement  in  Hoop  5Act>fa— Patent 
dated  June  11,  1861. — The  object  of  this  invention  is  to  provide  tips  and  slides  for  the  hoops 
of  skirts  with  stops  so  arranged  as  to  prevent  the  hoops  from  slipping  through  them,  and  at 
the  same  time  admit  of  the  tips  and  slides  being  swaged  or  closed  oirectly  on  the  hoops  without 
any  previous  manipulation. 

C/aim.— Constructing  the  metallic  slides  and  tips  for  hoops  of  skirts,  with  a  lip  or  stop  c, 
of  a  length  equal  to  the  Uiickness  of  the  hoop,  substantially  as  and  for  the  purposeset  forth. 

No.  32,548.— Selim  E.  Woodworth,  of  Murphy's,  and  James  S.  Wethered,  of  San 
Francisco,  Cal. — Improved  Arastra, — Patent  dated  June  11,  18C1. — ^This  invention,  which 
is  designed  for  the  reduction  of  precious  metals  from  ores  and  tailing,  consists  of  a  cast  iron 
pan  provided  with  two  flange,  placed  on  opposite  sides,  and  termiuaiing  in  a  ball  pivot,  which 
rests  in  a  cup>shaped  bearing  on  the  frame,  by  which  means  the  arastra  con  easily  bo  tipped 
when  the  contents  are  to  be  drawn  off.  A  cup-shaped  cavity  serves  also  as  a  bearing  for  a 
ball  pivot  at  the  lower  end  of  the  hollow  shaft. 

Claim. — ^The  combination  of  a  cast  iron  arastra  with  ball  bearings  Q  E  Q  E  and  ball  pivot 
H  of  hollow  centre  shaft  I,  constructed  in  the  manner  and  for  the  purposes  described. 

No.  32,.549.— George  W.  Bridoman,  of  Somerville,  Mass.,  assignor  to  Himself  and 
Osgood  Dane,  of  the  same  place. — Improvement  in  Car  Brakes. — Patent  dated  June  11, 
1861. — Extending  longitudinally  through  the  carriage,  and  so  arranged  as  to  allow  of  a  free 
movement  therein,  are  two  rack  bars,  the  teeth  of  which  engage  with  a  i^ear  wheel  having  on 
each  side  a  pinion,  which  operate  two  drums  placed  between  the  truck  fames.  Around  these 
drums  are  placed  chains,  which,  in  connexion  with  a  lever,  operate  the  brakes.  The  brakes 
are  caused  to  be  thrown  into  contact  with  the  wheels  by  means  of  a  shaft  operating  a  pinion 
which  gears  in  a  rack  on  the  ends  of  the  longitudinal  bars,  or  by  the  momentum  of  the  car- 
riage, the  forward  motion  of  which  causes  one  of  the  rack  bars  to  be  pressed  against  the  loco- 
motive or  carriage  in  front. 

Claim. — The  combination  and  arrangement  of  the  two  rack  bars  K  K,  the  racks  I  I,  the 
^ear  U,  and  the  two  pinions  G  G,  and  drums  F  F,  or  the  mechanical  equivalent  of  such  pin- 
ions and  drums,  applied  to  the  carriage  body  or  platform  frame,  and  the  draught  chains  ot  the 
brakes  of  the  two  truck  frames. 

Also,  the  arrangement  and  combination  of  the  hand  wheel  shafts  N  N,  pinions  M  M,  and 
Tacks  L  L,  or  their  mechanical  equivalents,  with  the  carriage  and  the  rack  bars  K  K,  the  racks 
1 1,  the  gear  II,  the  two  pinions  G  G,  and  drums  F  F.  or  the  mechanical  equivalent  of  such 
pinions  and  drums,  the  whole  being  to  operate  substantifilly  as  and  for  the  purpose  or  pur- 
poses as  specified. 

No.  32,550. — Samuel  L.  Fitts,  of  Ashbumham,  Mass.,  assignor  to  C.  and  G.  C.  Wix 
CHESTER,  of  the  same  place. — Improved  Boring  Machine. — Patent  dated  June  11,  18G1. — 
Attached  to  a  standard  is  a  table  having  a  sliding  carriage,  which  is  held  up  towards  the 
standard  by  a  spring  £Eistened  to  the  carriage  and  to  the  table.  Secured  to  a  shaft  in  the 
sliding  carnage  is  a  revolving  carriage  of  a  form  correspondingwith  the  chair  bottom  or  other 
irre^mar-sha^d  article  in  wnich  the  holes  are  to  be  bored.  This  carria^  is  provided  with 
ratdiet  teeth  on  its  under  side,  which  engage  with  a  dog  operated  by  a  rod  and  shaft  to  move 
the  carriage  round,  for  the  reception  of  tne  drill.  The  shaft  tehich  carries  the  drill  is  raised 
and  lowered  by  means  of  a  crank  shaft  secured  to  a  bracket  at  the  upper  end  of  the  standaid 
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Claim, — The  constrnciion  X)f  an  automatic  macblne  for  boring  holes  around  the  edge  of  aa 
irrcgular-sbaped  article,  when  ananged  and  operating  substantiallj  as  set  forth. 

b€*condf  the  ratchet  r  and  feed  mechanism  O  P  Q  E  S,  in  combination  with  the  rerolring 
boring  or  drill  thail  D»  operating  substantiallj  as  described. 

Third,  the  sliding  carriage  I  and  spring  L,  for  holding  the  carriage  M  up  to  the  stop  9,  or 
its  equivaienty  operating  substantiallj  in  the  manner  set  forth. 

No.  32,551. — Albert  '^f.,  Hill,  of  Branford,  Conn. — Improvemtnt  in  Locks  and  Knolh- 
Latclits. — Patent  dated  June  11,  1861. — This  inrention  consists  in  fitting  the  outer  part  of 
the  latch  in  a  collar  which  is  placed  in  tho  face-plate  of  the  lock-case  and  allowed  to  rotate 
thci'ein,  the  collar  being  retained  or  prevented  from  casually  turning  bj  means  of  a  catch  or 
iasteniuff,  which  arrangement  admits  of  the  latch  of  the  lock  being  turned  to  suit  either  a 
right  or  left  hand  door. 

Claim, — ^The  fitting^  or  placing  of  the  latch  C  of  the  lock  in  a  collar,  which  is  placed  in  the 
face-plate  B  and  allowed  to  turn  therein,  the  collar  having  two  parallel  plane  surfaces  e  e  at  its 
inner  part,  and  used  in  connexion  with  the  slide  1  placed  at  the  inner  side  of  the  face-plate,  all 
being  ananged  as  and  for  the  purpose  set  forth. 

No.  3'2,552.— John  J.  Adams,  of  New  York,  N.  Y.— Improved  FltzibU  Back  Drush,^ 

Parent  dated  June  18,  1861. — ^This  invention  b  explained  by  the  claim. 

Claim, — ^My  improved  mode  of  constructing  a  leather  flexible  brush,  the  same  consisting  in 
securing  all  the  rows  of  bristles,  except  the  outer  one,  in  the  body  of  the  brush,  as  set  forth* 
then  cementing  the  cover  or  upper  plate  to  the  body,  and  finally  securing  the  outer  row  of  bris- 
ties  And  the  leather  portion  of  the  brush  at  tho  same  time  by  a  single  line  of  wire,  as  specified. 

No.  32,553. — Charles  T.  Anderson,  of  Hyattstown,  ^d,— Improvement  %n  Chums. — 
Patent  dated  June  13,  1861. — At  the  end  of  the  bellows  is  a  tube  or  nozzle  extending  down 
ward  through  a  disc  and  resting  upon  the  bottom  of  tho  vessel  which  contains  the  cream. 
The  said  disc  is  supported  «ipon  legs,  and  the  part  of  the  tube  below  the  disc  is  perforated  for 
the  passage  of  air  from  the  bellows.  Near  tho  end  of  the  bellows  is  arranged  a  lever,  one  end 
of  which  is  connected  to  the  dasher  rod,  and  to  the  other  end  is  attached  a  cord  which  passes 
aroimd  a  pulley  and  is  connected  with  the  lever  by  which  the  bellows  are  operated,  so  tnat  by 
actuating  the  bellows  a  simultaneous  rotary  motion  is  communicated  to  the  dasher. 

Claim. — First,  the  combinaiion  with  tho  bellows  A  and  vertical  nozzle  G  of  the  pivoted  re- 
ciprocating dasher  M,  constructed  and  operated  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  described  combination  of  the  nozzle  G,  detachable  dasher  M,  and  eccentrically 
pivoted  disc  I,  arranged  and  operating  as  explained. 

No.  32,554. — Edward  Badlam,  of  Ogdensburg,  N.  Y. — Improvement  in  Seeding  IJar^ 
rows, — Patent  dated  June  18,  1661. — This  invention  consists  in  an  arrangement  of  devices  as 
stated  in  the  claim,  by  which  the  land  is  first  harrowed,  the  seed  sown,  and  the  ground  roUod, 
all  at  one  operation. 

Claim, — rhe  arrangement  of  the  transverse  harrow  M,  seed-sowers  U  U,  and  roller  C,  all 
receiving  their  motion  from  roller  C,  and  combined  and  arranged  for  the  purposes  set  forth. 

No.  32,5r^. — ^Albert  D.  Briggs,  of  Springfield,  Mass. — Improvement  in  the  Mode  of  Con- 
necting the  bracts  of  Iron  Bridges, — Patent  dated  June  18,  1801. — The  diagonal  braces  and 
clamp  plates  are  so  constructed  that  each  brace  shall  lock  into  one-half  of  the  clamp  plate 
independently  of  the  other,  and  when  tho  two  clamp  plates  are  brought  together  shall  cause 
the  two  braces  to  lap  on  or  across  each  other,  and  be  firmly  held  in  place  by  the  said  clomp 
plate?  when  bolted  together. 

Claim, — My  improved  mode  of  constructing  and  arranging  the  clamp  platce  and  braces, 
by  which  improvement  each  brace  is  made  to  lock  into  but  one  of  tho  clomp  plates,  and 
simply  lap  over  or  across  the  other  brace,  but  not  interlock  therewith,  the  whole  being  sub- 
stantially in  manner  and  for  the  purpose  set  forth. 

No.  32,556. — ^Robert  Brown,  of  Frederick,  Md. — Improvement  in  Harvesters, — Patent 
dated  Juno  ld|,  1861. — ^In  this  machine  the  fin^r-bar  is  not  hung  upon  the  crank  shaft,  but 
secured  to  an  independent  hollow  shaft  which  is  joumaled  in  stationary  bearing  on  the  main 
frame  of  the  machine,  and  to  which  shaft  the  frame  supporting  the  reel  is  also  rigidly  seemed. 
The  crank  shafl  is  joumaled  within  the  journals  of  tho  said  hollow  shaft,  so  that  a  strain  upon 
the  latter  occurring  through  the  finger-bar  will  not  affect  the  crank  shaft.  When  a  four-armed 
reel  is  employed  one  arm  is  provided  with  a  rake-head,  each  pair  of  arms  being  mounted  upon 
a  metal  ring  nl  encucling  tlie  shaft  and  secured  thereto  by  a  bolt.  When  six  arms  aro  re- 
quired, the  ring  of  the  centre  pair  is  constructed  with  bolt  holes  set  obliquely  to  the  arms, 
and  a  bridge  n'i  perforated  for  tne  attachment  of  an  arched  yoke  n3,  to  which  the  upper  pair 
of  arms  is  secured.  By  this  means  a  reel  of  either  two,  four,  or  six  arms  may  be  used,  tho 
arms  in  either  case  being  eouidistant  and  adapted  to  revolve  in  one  plane. 

Claim. — First,  securing  both  the  finger-bar  and  the  rake  frame  to  a  hoUow  shaft  L,  the 
jooxnals  /  of  which  run  in  bearings  M  in  the  main  firame,  and  themselves  constitute  bearings 
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for  tbe  jonrnals  A  of  the  crank  sliafl.  aH  as  shown  and  explained  and  for  the  purposes  set 
forth. 

Second,  the  reel  attachments  n  nl  ii2  ii3  constructed,  combined,  and  arranged  in  the  manner 
ipediied,  to  enable  the  attachment  of  any  desired  number  of  arms. 

Ko.  32.557.— Joseph  G.  Collins,  of  Boston,  Mass. — Improvement  in  Stills, —T&teni  dated 
June  18,  18C1. — ^This  invention  is  designed  to  be  applied  to  stills  used  in  the  manufacture  of 
kerosene  oil,  and  consists  in  forming  a  recess  in  the  flange,  into  which  recess  the  bottom  of  the 
•till  is  to  bo  fitted.  The  bottom  is  secured  in  its  place  by  means  of  a  ring  or  clamp  fitted  in  a 
recess  on  the  outside  of  the  flange,  and  also  in  a  groove  formed  in  the  bottom  piece.  The  ring 
is  secured  to  the  flange  by  bolts. 

Claim. — The  ring  or  clamp  t,  in  combination  with  the  bottom  a  and  the  flange  6,  each 
formed  and  constructed  substantially  as  above  described. 

No.  32,558.— L.  H.  Gano,  of  Bipon,  Mass. — Improvement  in  Buggy  Taws.— Patent  dated 
June  18.  1861. — ^The  front  rib  or  bow  of  the  top  is  provided  at  each  end  with  a  wheel  or  disc, 
by  which  it  is  secured  to  the  body.  In  the  bottom  of  the  body  is  a  lever,  which  is  connected 
by  a  rod  to  a  disc  secured  to  the  back  of  the  body.  To  this  disc  are  also  secured  rods  attached 
to  the  wheels  at  the  end  of  the  bow  and  a  spring.  By  actuating  the  lever  with  the  foot,  the 
rods  are  drawn  from  the  wheels  at  the  ends  of  the  bow,  and  the  top  is  left  firee  to  fall,  the  springs 
actuating  the  disc  so  as  to  throw  the  rods  into  the  openings  when  the  top  is  raised. 

Claim, — ^The  employment  of  the  lever  a,  rod  d,  disc  e,  spring  D,  and  rods  B  B,  together 
with  the  wheel,  or  its  equivalent,  upon  the  lever  portions  of  the  front  rib  or  bow  of  the  top,  tlie 
several  parts  being  arranged  and  used  as  and  for  the  purpose  specified. 

No.  32,559.— Charles  Grego,  of  New  York,  N.  Y.^Improved  Automatic  Regulator  for 
Sleam-Heuting  Apparatus. — Patent  dated  June  18,  1861. — The  piston  is  so  arranged  in  the 
cylinder  relatively  to  tho  opening  by  which  the  latter  communicates  with  the  boiler,  that  the 
pressure  of  steam  acts  upon  the  piston  in  such  a  manner  as  to  exert  a  constant  tendency  to 
open  the  air  valve,  which  tendency  is  opposed  by  a  spring.  The  supply  of  cold  air  by  the 
ralve  being  in  proportion  to  the  heat,  the  temperature  of  tho  apartment  will  be  kept  uniform. 

Claim. — Regulating  or  varying  the  supply  of  cold  air  to  the  steam-heating  surfaces  auto- 
maticall^r,  to  suit  the  condition  of  said  heating  sur&ces,  bv  means  of  a  spring  damper  in  the 
supply  pipe  connected  to  the  piston  ox  diapl^agm,  the  whole  arranged  to  operate  as  and  for 
the  above-described  puxposo. 

No.  32,560. --Joseph  Gum  and  St.  Clair  Gum,  of  Marseilles,  HI. — Improvement  in  Cul- 
tivators.— Patent  dated  June  18,  1^1. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^I'he  combination  of  tho  lover  /,  the  levers  /'  /',  to  control  the  lateral  and  vertical 
movements  of  the  cultivators  while  in  use,  with  the  uprig:ht  hooked  metallic  rod  r,  by  use  of 
which  to  adjust  the  cultivators  from  the  pound,  for  removing  tbe  machine  from  place  to  place 
when  the  machine  is  not  used  in  cultivation,  substantially  as  described. 

No.  32,561. — S.  8.  Hersey,  of  Farmington,  Maine. — Improved  Apple-Parer. — Patent 
dated  Juno  18,  1861. — ^This  invention  consists  in  an  arrangement  of  a  spring,  knife-bar,  and 
gearing,  which  causes  the  apple  to  rotate  and  the  knife-bead  to  travel  round  the  apple  from 
one  end  to  the  other.  A  projection  on  the  inner  side  of  tbe  spur  wheel,  in  connexion  with  a 
lever  on  the  upright,  prevents  the  wheel  fix>m  being  turned  more  than  one  revolution  before  the 
knifo-head  is  urown  back. 

Claim, — First,  the  arrangement  of  the  spnng  L,  kmfe-bar  M,  sector  J,  and  wheel  I,  sub- 
stantially as  shown,  so  that  the  spring  L  may  perform  the  double  function  of  keeping  the 
knifo  O  to  its  work,  and  throw  back  the  knife  to  its  original  or  starting  point  after  the  com- 
pletion of  its  work,  as  set  forth. 

Second,  the  employment  or  use  of  tho  projection  h  on  wheel  C,  in  combination  with  the 
lever  P,  arranged  in  relation  with  sector  J,  to  operate  as  and  for  the  purpose  set  forth. 

No.  32^502. — Ralph  Hill,  of  Now  York,  N.  Y. — Improvement  in  Daguerreotype  Cases^ — 
Patent  dated  June  18,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

CZotm. — Providing  daguerreotype  cases  with  metallic  rims  B,  swaged  or  struck  up  with 
flanges  a  a  and  notches,  as  shown  at  6,  to  form  mitre  joints  at  the  comers  of  the  case  and 
connected  by  wires  e,  to  form  hmges  or  joints  for  the  cases,  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  32,563.— J.  J.  HiRSCHBUHL,  of  Louisville,  Kj.^Improved  Padlock.-^TAteni  dated 
June  18,  1861. — The  object  of  this  invention  is  to  obtain  a  padlock  that  cannot  readily  be 
picked,  and  gf  comparatively  simple  construction.  The  invention  does  not  admit  of  a  brief 
description. 

Claim. — First,  the  employment  or  use  of  the  dogs  D  E  F,  and  slide  G,  when  combined  and 
arranged  with  the  bow  or  shackle  B.  substantially  as  shown,  so  as  to  secure  both  ends  of  the- 
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Second,  the  employment  or  use  of  the  pin  t,  plaoed  in  the  bit-plate  of  the  key  J,  and  nied 
In  connexion  with  the  slotted  plate  q.  for  the  purpose  of  actuating  the  glide  G,  a^  set  forth. 

Third,  the  arm  to,  attached  to  the  outer  end  of  the  slide  G,  in  combination  with  the  slide  of, 
on  the  bow  or  shackle,  for  the  pnrpose  of  throwing  the  notch  n  of  slide  G  out  of  the  reach  of 
the  ^  <  of  the  key  J,  as  set  forth. 

No.  32,564.— T.  C.  HoOKER,  of  Kendall,  N.  Y,  ^Improvement  in  Harrows,— Taicni  dated 
June  18,  18G1. — ^The  two  frames  are  connected  together  by  links  at  each  end  and  a  rod  or 
hasp  in  the  centre,  the  latter  bein^  longer  than  the  former,  for  the  purpose  of  preventing  the 
frames  firom  coming  in  contact  with  each  other,  and  allowing  a  twisting  movement  from  the 
hasp  as  a  centre,  so  that  they  may  conform  to  the  inequalities  of  the  ground. 

Claim, — Connecting  the  two  parts  A  A  of  a  harrow  together  by  means  of  the  links  b  b  and 
the  rod  or  hasp  D,  when  the  latter  is  of  a  greater  lengUi  than  the  former,  and  all  arranged 
substantially  as  and  for  the  purpose  set  forth. 

No.  32,565.— S.  S.  Howard,  of  Milton,  N.  Y.—Tmprovement  in  Grinding  Mills,— Tstent 
dated  June  18,  1861. ^The  support  or  bracket  of  the  beariug  of  the  grinder  shall  is  formed  so 
as  to  serve  as  the  lower  end  of  the  hopper,  for  the  purpose  of  reudciing  it  stronger  than  the 
ustial  method  of  casting  the  bearing  with  a  notch  or  recess  to  receive  the  lower  end  of  the 
hopper. 

claim, — Having  the  support  or  bracket  e  of  the  bearing  d  cast  with  a  basin  or  bowl  F,  sub- 
stantially as  shown,  for  the  purpose  of  forming  the  lower  part  of  the  hopper  G,  the  upper  pari 
of  which  registers  with  the  basin  or  bowl  F,  when  the  two  boxes  A  0  are  secured  together, 
by  which  arrangement  the  bearing  d  is  cast  with  the  box  A,  and  a  strong  and  durable  con- 
nexion obtaine<£ 

No  32,566.— JonN  P.  Jamison,  of  New  York,  N.  Y,— Improved  Drawing  Instrument, — 
Patent  dated  Juno  18,  18G1. — This  invention  consists  in  the  construction  of  au  instrument  for 
drawings  and  ruling,  to  be  used  by  draughtsmen,  architects,  or  engineers,  by  means  of  wh'ch 
the  ordinary  square,  straight  edge,  oblique  and  radiating  rules  may  be  dispensed  with. 

Claim, — First,  the  slide  I,  pencil-holder  J,  and  beam  A2,  when  the  same  shall  be  combined 
and  operated  in  connexion  with  the  beam  A,  as  shown,  for  the  purpose  specihed. 

Second,  in  combination  with  the  same,  the  pointer  £  and  circular  plate  C,  arranged  and 
operated  in  the  manner  described  for  the  purpose  shown. 

Third,  the  pencil-holder  M,  operating  as  described,  in  combination  with  the  pencil-holder  J, 
flidb  I,  beam  A2,  and  tube  1),  arranged  and  operated  as  shown  for  the  pur])08e  set  forth. 

Fourth,  the  point  F,  inserted  in  the  tube  I>,  in  combination  with  the  slide  I  and  pencil 
holder  J,  arranged  and  opeiated  as  described  for  the  purpose  set  forth. 

No.  32,567.— John  Keezbr,  of  Chilicothe,  Ohio.— /m^roteiMJif  in  Culfivators.—Tateni 
dated  June  18,  IbGl. — The  teeth//  are  constructed  each  with  a  long  shank  fitting  in  adjustable 
fastenings,  so  that  they  can  be  firmly  held  at  any  distance  apart.  Attached  to  the  main  beams 
are  stay  rods  i  t,  which  pass  through  shanks  of  the  cultivator  teeth  /.  Connected  with  the 
front  frame  are  stays  E  F,  carrying  a  swivel,  to  which  the  whifflotree  is  attached ;  by  means 
4>f  a  screw  and  nuts  the  swivel  is  rendered  adjustable  as  to  height,  for  the  purpose  of  varying 
the  depth  of  the  cultivators  in  the  ground. 

Claim, — First,  adjusting  the  distance  between  the  teeth  //,  or  those  used  in  their  stead,  by 
means  of  the  adjustable  fastenings  h  h  and  g  g,  and  stay  rods  i  i,  when  used  in  combination 
with  the  gallows  frames  U  and  C,  and  stay  rods  a  a,  constructed  and  arranged  substantially 
as  and  for  the  puipose  set  forth. 

Second,  in  combination  with  the  foregoing,  the  stays  F  and  £,  swivel  G,  screw  6,  and  nut  c, 
when  arranged  in  relation  to  each  other,  and  operated  in  the  manner  and  for  the  purpose 
described. 

No.  32,568.— E.  G.  Kelley,  of  New  York,  N.  Y.,  and  A.  H.  Tait,  of  Jersey  City,  N.  J.— 
Improvement  in  Apparatus  for  Distilling  Oils. — ^Patent  dated  June  18,  1861. — ^This  inreotion 
consists  in  the  arrangement  of  a  series  of  retorts  one  above  the  other  in  the  same  furnace,  in 
combination  with  a  suitable  supply  pipe,  overflow  pipes,  and  with  a  steam  pii>e,  the  steam 
passing  through  which  is  superheated  by  running  the  pipe  through  the  interior  of  the  furnace, 
and  which  communicates  with  each  of  the  retorts  in  such  a  manner  that  the  crude  oil,  supplied 
to  the  uppermost  retort  and  running  from  the  same  by  the  overflow  pipes  to  the  lower  retorts, 
is  gradually  heated,  and  the  vapors  of  the  oil,  mixed  with  the  superaeated  steam,  are  cairwd 
into  one  or  mor^  condensing  chambers,  where  both  the  vapors  oT  the  oil  and  the  steam  ara 
condensed  by  the  action  of  one  or  more  jets  of  water  introduced  through  suitable  roses,  and 
by  thus  mixing  the  vapors  of  oil  with  steam,  and  condensing  them  simultaneously  with  tbe 
steam,  the  oil  is  refined  and  deodorized  by  one  operation.  The  several  retorts  are  connected  in 
such  a  manner  that  the  vapors  formed  in  all  the  retorts  are  returned  to  the  hij^hest  retort, 
whence  they  pass  off  into  the  condensing  chamber. 

C/aim.— First,  the  arrangement  of  a  vertical  range  of  retorts  A  in  an  upright  furnace  B,  in 
combination  with  the  supply  pipe  (/,  connecting  overflow  pipes  e,  steam  pipe  D,  and  braock 
pipes  g,  All  constructed  and  operating  in  the  manner  and  Ux  the  purpose  shown  and  described. 
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Second,  the  combination  of  tbe  vertical  range  of  retorts  A,  steam  p'pe  D,  and  one  or  more 
'condensine  chambers  £  £',  substantially  as  and  for  the  purpose  described. 

Third,  the  arrangement  of  the  pipes  £*,  in  combination  with  the  vertical  range  of  retorts  A 
and  connecting  pipes  e,  as  and  for  the  purpose  set  forth. 

No.  32,5G9.~M.  J.  Kkoz,  of  Knox  Comers,  N.  Y .—Improttd  Clothes  Frame.— Patent 
dated  June  18,  1861. — ^This  invention  consists  of  a  double  quadrangular  clothes  frame  or 
rack,  constructed  in  snch  a  manner  that  it  can  be  extended  or  contracted  at  pleasure,  for 
adapting  it  to  hold  a  large  or  small  quantity  of  articles  for  drying. 

Claim, — ^The  clothes  frame  described  and  represented,  consisting  of  the  bars  A  A  and  B 
B,  extension  slotted  bars  b  b  X'  A'  B'  B',  tightening  screws  and  nuts  e  d,  and  plothes  line  D, 
all  arranged,  combined,  and  opei-atlng  sobstantially  as  set  forth. 

No.  32,570.— F.  W.  Krause  and  O.  W.  Strong,  of  Chicago,  HL— /mprorement  tii 
Grinding  Mills. — Patent  dated  June  18,  1881. — This  invention  consists  in  arranging  upon 
one  and  the  same  shaft  a  com-sheller  with  cracking  and  grinding  devices.  The  runner  is 
placed  loosely  on  the  shaft,  and  is  forced  by  means  of  a  spiral  spring  against  a  cup-shaped 
clutch,  which  is  firmly  secured  to  the  shaft.  On  the  back  of  the  runner  is  a  semi-spherical 
protection,  which  fits  into  the  cup-shaped  portion  of  the  clutch,  thus  forming  a  sort  of  ball 
and  socket  joint,  by  which  means  the  runner  adjusts  itself  as  occasion  may  require  to  a 
stationary  disc  secured  to  the  frame. 

Claim, — The  arrangement  on  the  same  horizontal  shaft  C  of  a  toothed  cylinder  E,  work- 
ing in  a  jointed  spring  concave  G,  in  combination  with  the  self-feeding,  spirallv-toothed 
cracking  cylinder  J,  self-a(yusting  runner  L,  a  cupshaped  toothed  clutch  M,  with  a  corre- 
sponding semi-spherical  projection  m  on  the  back  ol  the  runner  L,  constructed  and  operating 
as  and  lor  the  purpose  specified. 

No.  32,571.— George  Lane,  of  New  York,  N.  Y, ^Improvement  in  ffM/ers.— Patent  dated 
June  18,  1861. — In  the  bevelled  straight  edge  of  the  ruler  is  formed  a  deep  gioove  for  the 
purpose  of  absorbing  any  ink  running  over  the  edge  of  the  ruler,  and  preventing  it  firom 
getting  upon  the  paper  as  it  is  ruled. 

Claim. — ^A  ruler  having  a  capilliary  groove  e  formed  In  one  <^r  both  of  its  straight  edges, 
substantially  as  and  for  the  purpose  described. 

No.  32,572.— George  Mann,  jr.,  of  Ottawa,  IW.—Im^roved  Safety-Guard  for  Steam 
Boilers. — Patent  dated  June  18,  1861. — Over  an  opening  in  the  upper  part  of  the  boiler  is 
secured  a  short  tubular  column  having  a  spherical  enlargement  at  its  centre  part.  In  a  recess 
in  the  upper  part  of  this  column  is  secured  a  metal  disc  having  a  concentric  groove  on  each 
side  for  the  purpose  of  reducing  its  strength  to  such  a  degree  as  to  allow  it  to  be  burst  by  a 
pressure  of  steam  less  than  the  highest  which  the  boiler  is  capable  of  bearing  with  safety. 
The  disc  is  provided  with  a  fusible  plug  which  will  be  melted  by  a  heat  due  to  the  same,  or 
a  less  pressure  of  steam  than  is  sumcient  to  explode  the  disc  Within  the  enlarged  part  of 
^  tubular  column  is  arraug^ed  a  puppet  valve,  closing  upward,  the  stem  of  which  is  made 
hollow  and  open  at  the  top  for  the  reception  of  the  guard-pin,  in  order  to  prevent  the  valve 
from  being  closed  until  the  disc  has  been  blown  away.  Within  a  horizontal  socket  at  the 
tide  of  the  column  is  a  puppet  valve  so  arranged  as  to  admit  steam  to  a  whistle  for  sounding 
an  alarm  before  the  pressure  in  the  boiler  is  high  enough  to  fuse  the  plug. 

Claim. — First,  the  employment  of  one  or  more  explosive  discs  or  plates  D,  constructed  n« 
described,  with  a  concentnc  groove  or  grooves //near  the  margin,  and  applied  substantially 
as  specified,  in  combination  with  the  fusible  plug  gy  as  set  forthl 

Second,  the  valve  £,  applied  below  and  in  combination  with  the  explosive  disc  D,  sub- 
stantially as  and  for  the  puii>ose  set  forth. 

Third,  the  alarm  whistle  G,  and  pressure  valve  I,  employed  in  connexion  with  the  disc  D, 
tabstMitially  as  and  for  the  purpose  herein  described. 

Fourth,  the  guard-pin  L,  applied  in  combination  with  the  valve  £  and  disc  or  plate  D, 
•ubstantially  as  and  for  the  purpose  specified. 

No.  32,573.-0.  W.  Marshall,  of  Windsor  Locks,  Corm.^ Improved  Railroad  Swlth.-' 
Patentdatod  Jnneld,  1861. — ^Transversely  of  the  track,  upon  which  is  arranged  a  small  shaft, 
are  seciired  dogs  or  projections,  by  turning  which  upwards  upon  the  chau-s  against  the  sides 
of  the  rails,  the  latter  are  held  securelv  in  position. 

Claim, — ^The  employment  of  the  snail  c,  dog^  6,  arranged  in  connexion  with  the  chairs  or 
head  blocks  A.  and  raihi  a  and  a',  substantially  in  the  manner  as  and  for  the  purpose 
described.  % 

No.  32,574.— F.  B.  McGregor,  of  Commerce,- Mich.— /mprowm«n^tii  ffnter  Elevators. — 
Patent  dated  June  18,  18t>l. — The  i*eceiving  trough  is  provided  with  two  hooks  which  uptet 
the  buckets  as  they  rise  in  turn.  Upon  toe  shaft  is  a  double  ratchet  wheel  provided  with 
pawls  connected  by  a  bail,  and  so  arranged  as  to  be  readily  changed  on  reversing  the  motion 
of  the  windlass  for  alternately  raising  the  buckets. 
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Claim. — The  arran^^ent  of  the  receiTing  trough  with  the  windlua  B,  hooks  G,  hnckats 
E,  and  short  bars  F,  m  the  manner  and  for  the  purpose  shown  and  describod ;  and  in  com- 
bination therewith  the  arrangement  of  the  ball  K,  with  the  pawls  J  J,  and  double  ratchet 
wheel  L,  in  the  manner  and  fur  the  purpose  shown  and  described. 

No.  32,575.— Christopher  Meyer,  of  New  Brunswick,  N.  J.^Imnravement  in  Boott 
and  Shoes. — Patent  dated  June  18,  l**^!. — ^Tho  upper  part  of  a  boot  or  suoe  is  provided  with 
a  foxing  of  rubber  by  passing  the  fabric,  together  with  a  thin  sheet  of  plastic  ruober,  between 
rollers,  and  when  prepared,  is  put  upon  the  last  and  formed  into  the  desired  shape ;  the  por- 
tions which  have  received  the  preparatory  coatings  are  covered  with  pieces  of  rubber  of  cor- 
responding shape.  The  uppers  thus  prepared  may  bo  packed  up  in  any  desired  quantities  as 
an  article  of  merchandise,  and  sent  to  any  distance  to  oe  made  mto  boots  or  shoes. 

Claim, — ^A  shoe  of  which  the  upper  is  made  of  cloth  or  other  fabric  permeable  to  moisture, 
coated  with  rubbec  in  the  manner  aoscribed,  in  such  parts  as  may  be  desirable,  and  having 
iU  sole  made  of  sole  leather  or  some  substance  other  than  India-rubber  or  gutta-percha. 

Also,  an  upper,  prepared  as  above  described,  to  be  used  for  the  purpose  above  set  fortli. 

No.  32,576.-— Nathan  Miller,  of  Finloy,  Ohio.^Improvement  in  Water  Elevators  for 
Cattle, — ^Patent  dated  June  18,  1861. — This  invention  consists  in  the  employment  of  two 
platforms  connected  with  a  piston  or  plunger  which  is  fitted  in  a  cylinder  at  the  bottom  of 
a  reservoir  or  well  and  provided  with  a  aischarg^  pipe,  so  arranged  that  as  an  animal  steps 
upon  the  platform  it  will  descend  and  cause  the  water  to  be  forced  up  through  the  pipe,  and 
the  act  of  stepping  off  the  tilting  platform  will  cause  the  other  platform  and  plunger  to  rise 
and  fill  the  cyUndor  with  water  a^in. 

Claim, — The  combination  of  the  tilting  platform  H,  with  the  platform  F,  when  the  latter 
ill  connected  to  the  plunger  C,  which  is  fitted  within  the  cylinder  B,  and  provided  with  tho 
educdon  or  wateif  discharge  tube  I/all  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  32,577.— Nathan  Miller,  of  Finley,  Ohio.^lmprovement  in  Pkirvi.— Patent  dated 
June  18,  1861. — ^This  invention  consists  in  connecting  a  platform  with  a  plunger  by  a  series 
of  levers  in  such  a  manner  that  by  depressing  the  platform  the  plunger  is  also  depressed  an4 
water  consequently  forced  up  through  a  pipe  attached  to  the  plunger. 

Claim. — The  combination  of  the  platform  I,  box  A,  and  plunger  B,  provided  with  the 
tube  C,  when  the  phttform  and  plunger  are  connected  by  the  levers  £  and  uprights  Q  EL, 
arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  32,578. — S.  G.  Morrison,  of  Williamsport,  Pa. — Improved  Mode  of  Clearing  and 
Feeding  Grain  to  Burr  Mill-Stones, — Patent  dated  June  18,  1861. — ^This  invention  consists 
of  an  mverted  conical  hopper,  in  the  centre  of  which  is  placed  a  cylinder  attached  to  the 
npindle  or  shaft  by  armatures  at  the  lower  end  only  with  a  cylindrical  filling  of  wood  sor- 
Tounding  the  spindle,  for  the  purpose  of  diminishing  the  space  in  the  cylinder,  and  thereby 
adaptmg  the  air  npace  to  the  exnaust  fan.  Attached  to  and  surrounding  the  said  cylinder,  and 
constructed  of  hard  wood  or  metal,  is  a  rubber  or  washer  for  the  purpose  of  scourine  or 
cleaning  the  grain  and  regulating  the  feed.  B v  the  action  of  the  fan,  all  matter  lighter  tnaa 
the  grain  is  drawn  up  and  carried  off  through  the  fan-box. 

Claim, — The  hopper  T  T,  constructed  and  used  as  described,  the  cylinder  H  H,  with  its 
rubber,  and  the  cyhnder  K,  in  combination  with  the  horizontal  exhiaust  fan.  and  the  feed 
regulating  device. 

No.  32,579.-8.  Q.  Morrison,  of  Williamsport,  V^.^-ImproveiHent  in  Ventilating  Mill- 
Stones, — Patent  dated  June  18, 1861. — ^Around  tno  buhrs  and  connected  with  the  curb  u  fitted 
a  pipe,  with  the  lower  side  on  a  level  with  the  top  of  the  lower  buhr.  In  the  pipe  are  open- 
ings which  allow  a  passage  from  the  buhrs  to  tho  pipo,  and  thence  through  the  tiiroat  to  the 
£BJi-blower  and  discnarge-pipe. 

Claim, — ^The  pipo  c,  surrounding  the  curb,  and  having  openings,  as  shown  and  described, 
in  connexion  with  the  &n-blower,  the  parts  being  arranged  and  operated  as  set  forth. 

No.  32,580.— Eli  Mosher,  of  Flint,  Mich.— /mpropcwwiii  in  Water  EZ«t>a/or5.— Patent 
dated  June  18,  1861. — In  order  to  keep  the  bucket  from  turning,  the  chain  or  rope  firom  the 
main  shaft  is  made  to  pass  through  a  pulley  on  the  bail  of  the  bucket  to  an  acyusting  shaft, 
which  latter  may  be  turned  so  as  to  wind  the  rope  to  adapt  it  to  the  depth  of  wator.  On  the 
sides  of  the  bucket  are  ears  placed  out  of  the  centre,  so  as  to  rest  against  stops  and  prevent  tho 
bucket  from  tipping  over  when  raised. 

Claim. — First,  the  adjusting  shaft  y,  in  combination  with  tho  hoisting  apparatus  described, 
all  being  arranged  and  operat^  in  the  manner  set  forth. 

Second,  brake  z,  serrated  plate  9,  adjusting  shaft  y,  ears  a  a,  tops  ce,  and  hoisting  apparatus, 
when  ail  shall  be  arranged  and  operated  in  toe  manner  and  for  the  purpose  spocifiod. 

No.  32,5==1.— Mortimer  Nelson,  of  New  York,  N.  Y, --Improvement  in  the  Mode  ofSe* 
letting  Balls  for  Games  of  Chance. — Patent  dated  June  18,  18d1.— This  invention  relates  to 
a  tally-board  formed  with  a  series  of  numbers  in  the  centre  corresponding  with  the  numb^  <rf 
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each  set  of  ballBf  there  heing  four  or  more  sets  of  different  colors,  in  connexion  with  a  circular 
reTolTin^  box  provided  with  a  neck  and  slide,  by  which  only  one  ball  can  be  taken  at  a  time, 
foft  the  purpose  of  preventing  the  possibility  of  cheating. 

Claim, — ^The  tally-board  g^  arranged  in  the  manner  substantially  as  shown,  in  combination 
with  the  selecting  wheel  a  and  sets  of  numbered  balls,  as  specified. 

No.  32,582.— W.  P.  Pbwn,  of  Belleville,  HI.— im»rotwnene  f«  Threshing  Machines.^ 
Patent  dated  June  16,  1861. — Over  the  threshing  cylinder  is  arranged  an  adjustable  concave. 
Under  each  separator-belt  is  arranged  a  metallic  deflector,  which  conducts  the  grain  to  a  riddle 
in  a  shoe-  placed  in  the  lower  part  of  the  machine.  At  the  outer  end  of  the  riddle  is  a  small 
cylinder  and  concave  constituting  a  tailings-thresher,  having  a  spout  passing  under  the  apron 
of  the  riddle-shoe,  and  delivering  the  grain  upon  the  lower  seive.  The  nozzle  ctf  the  fan-chest 
extends  from  the  fan  under  the  separator-belt  to  the  shoe.  A  longitudinal  movement  is  given 
to  the  shoe  bv  means  of  a  transverse  crank. 

Claim, — First,  the  arrangement  of  the  concave  h  over  the  cylinder  a,  in  combination  with 
two  close  separator-belts  and  two  beaters,  as  and  for  the  purpose  described. 

Second,  tue  two  metallic  deflectors,  in  combination  witn  the  two  separate  belts,  the  riddle- 
shoe,  and  the  tailings-thresher,  arranged  in  the  manner  described,  for  the  purpose  of  depositing 
the  grain  upon  the  riddle  in  the  shoe,  so  that  the  unthreshed  heads  will  chiefly  fall  in  the  rear 
of  thd  thresbed  grain  upon  the  apron  on  the  back  part  of  the  riddle. 

Third,  the  combination  of  transverse  crank-shaft  and  blower  with  the  riddle-shoe,  constructed 
as  described,  by  which  the  heads  may  be  transmitted  from  the  upper  sieve  to  the  tailings- 
thresher. 

Fourth,  the  construction  of  the  riddle-shoe,  as  described,  with  an  apron  on  the  rear  end,  in 
combination  with  the  spout  of  the  tailings-thresher,  occasioning  the  delivery  of  the  unthreshed 
heads  to  the  tailings-thresher. 

Fifth,  the  small  cylinder  «  and  concave  ©,  constituting  a  tailings-thresher,  arranged  as  shown, 
with  a  spout  to  passing  under  the  apron  of  the  riddle-shoe,  and  delivering  the  threshed  grain 
npun  the  lower  sieve. 

Sixth,  the  arrangement  of  the  fan  and  the  nozzle  of  the  fan-chest,  the  riddle-shoe,  and  tailiiigs- 
thresier,  in  the  manner  described  and  for  the  purpose  specified. 

Seventh,  the  combination  of  the  two*  threshers  and  two  separator-belts  and  beaters,  arranged 
as  described,  with  the  concave  b  and  springs  c,  in  the  manner  and  for  the  purpose  specified 

No.  32,583.— C.  T.  Porter,  of  New  York,  N.  Y,— Improvement  in  Centrifugal  Governors 
for  Steam- Engines. — Patent  dated  June  18, 1861. — ^The  balls  and  arms  of  the  centrifrigal  gov- 
ernor are  so  combined  with  a  spring,  employed  as  a  counterpoise  to  the  centrifrigal  force  of  the 
baUs  and  arms,  that  in  all  positions  of  the  latter  the  distance  through  which  the  spring  is  de- 
flected shall  bear  a  nearly  constant  ratio  to  the  radius  of  the  circle  described  by  the  centre  of 
the  gyration  of  the  balls  and  arms,  thereby  making  the  governor  extremely  sensitive  to  the 
slightest  variation  in  the  speed  of  the  engine. 

Claim, — Giving  to  the  spring  of  a  centrifugal  governor  an  initial  deflection  of  such  amount 
that  in  every  position  of  the  b^ls  the  radius  of  the  circle  described  by  them  and  the  distance 
through  which  the  spring  is  deflected  shall  bear  a  nearly  constant  ratio  with  each  other  when 
constructed  and  operating  substantially  in  the  manner  and  for  the  purposes  shown  and  de- 
scribed. 


No.  32,584.— Abel  Post,  of  Henrietta,  N.  Y,~-Im»roved  Mode  of  Ventilating  Hay, 
Cfrain,  8cc, — Patent  dated  June  18,  1861. — A  squaretube  is  set  upright  in  the  hay  as  it  is 
being  formed  into  mows  or  stacks,  and  connects  -jj^fctavo  horizontal  tubes  placed  upon  the 
ground,  through  which  air  passes  to  the  upright  tc^^^^k  central  tube  is  gradually  raised  as 
the  mow  or  stack  is  built  up,  leaving  an  opening  ^^^B^iJ  ^^  which  the  dry  external  air 
enters,  by  which  means  the  nay  is  ventilated.         ^^^^ 

C/otm^The  method  of  forming  ventilating  shafts  in  mows  and  stacks  of  hay  or  grain  by 
the  employment  of  movable  tubes  or  boxes  G  G,  which  are  gradually  raised  through  and 
retainoa  in  the  same  during  the  act  of  building  up,  substantially  as  set  forth. 

No.  32,585. — ^R.  B.  Pullan,  of  Cincinnati,  O. — Improved  Bedstead  Drapery- Fastener  or 
Suspender. — Patent  dated  June  18,  1861. — ^This  invention  will  be  understood  by  reference  to 
the  claim  and  engraving. 

Claim. — ^The  uniting  of  three  or  more  arms  radiating  from  a  common  centre  by  means  of 
hinges  B  B  B  B,  substantially  as  and  for  the  purposes  described. 

No.  32,586. — John  Robinson,  of  Andover,  Mass. — Improvement  in  Picker  Motion 
Looms. — Patent  dated  June  18,  1861. — ^Within  the  shuttle-box,  and  resting  on  its  bottom,  is 
a  picker-carrier,  which  serves  to  support  a  cushion  or  picker.  The  carrier  embraces  a  picker- 
staff,  so  as  to  be  capable  of  sliding  neely  up  and  down  thereon,  there  being  within  the  picker- 
staff  a  spring  b,  so  applied  to  such  picker-staff  as  to  press  the  latter  downward  toward  the 
bottom  of  the  shuttle-box.  Projecting  downward  from  the  rt4ir  part  of  the  carrier  is  a  tail- 
piece to  steady  the  carrier  in  case  of  wear  of  the  picker-staff.  Beneath  the  lower  end  of  the 
tailpiece  is  arranged  a  projection  which  serves  as  a  rest  or  support  for  the  tailpiece  and  its 
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carrier  during  its  motion  throagfa  the  middle  third  portion  of  its  arc  of  moHon,  the  foot  /« 
sustained  by  an  acljustable  slider  which  slides  freely  on  a  horizontal  supporting-rod  A  project' 
lug  from  the  frame.  Another  adjustable  slider  is  also  arranged  upon  this  bar^  and  nolds  a 
helical  spring,  on  the  top  of  which  an  arm  from  the  picker  rests  and  bears  whUe  the  picker- 
staff  mores. 

Claim, — ^The  above-specified  arrangement  and  application  of  the  picker-carrier  C  and  the 
spring  b  with  the  pickcr*staff  and  the  shuttle-box. 

Abo,  the  combination  and  arrangement  of  the  tailpiece  c  and  the  shoulder  or  stop  e  with  the 
carrier  C,  the  shuttle-box,  and  the  picker-staff,  as  described. 

Also,  the  combination  and  arrangement  of  the  supporting-rod  A,  the  adjustable  fulcrum- 
supporter  gf  the  adjustable  spring-case  k^  and  the  arm  m,  the  whole  being  applied  to  the 
picker-staff  and  its  spring,  as  specified. 

No.  32,587.— Augustus  Sanborn,  of  Glover,  Yt-^-hnprovement  in  Hillside  Ploughs. — 
Patent  dated  June  Id,  1861. — The  object  of  this  device  is  to  prevent  the  earth  from  rising  over 
the  mould-board  and  falling  between  it  and  the  plough  beam  bv  means  of  an  adjustable  win^ 
arranged  along  the  middle  or  course  of  the  outer  surface  of  the  reversible  mould-board,  and 
projecting  from  a  shaft  arranged  within  a  recess  in  the  mould-board,  the  shaft  being  provided 
at  Its  rear  end  with  an  arm  arranged  at  an  obtuse  angle  to  the  shaft,  so  as  to  enable  the 
operator  to  move  the  win^  by  means  of  his  fooL 

Claim, — ^I'he  combination  and  arrangement  of  the  auxiliary  mould-board  or  wing  B  with 
the  hillside  plough  or  its  reversible  mould-board  A,  and  to  operate  therewith  substantially  as 
specified. 

Also,  the  combination  and  arrangement  of  the  bent  arm  d  with  the  wing  B  and  the  reversible 
mould-board,  the  said  arm  being  to  enable  a  person  to  move  the  wing  under  circumstances 
and  by  means  as  described. 

No.  32,588^— J.  S.  Smith,  of  New  York,  N.  Y,^ Improvement  in  Officers'  Shoulder-Straps,— 
Patent  dated  June  18,  186 J. — This  invention  is  designed  as  a  substitute  for  the  embroidered 
bullion  shoulder-strap,  as  being  less  expensive  and  capable  of  being  renovated  when  tarnished 
or  otherwise  disfigured. 

Claim, — ^An  officers'  shoulder-strap  having  its  border  and  bars  or  other  devices  composed  of 
plates  of  metal  stamped  or  otherwise  wrought  to  give  their  surfaces  the  form,  and  gilt  or  silvered 
and  burnished  to  give  them  the  appearance  of  bullion  embroidery. 

No.  32,589.— A.  J.  Stevens,  of  Aurora,  TW,— Improved  Slide  Valve  for  Steam- Engines. — 
Patent  dated  June  18,  1861. — ^"Fhe  '* anti-compression"  valve  is  enclosed  by  the  chest  which 
is  bolted  to  the  back  of  the  main  valve,  and  consists  of  a  flat  plate  having  two  ports  of  a 
width  equal  to  that  of  the  upper  ports  of  the  passages,  but  so  much  nearer  to  each  other  than 
the  latter  ports  that  when  one  port  c  or  e'  is  opened  bv  the  corresponding  port  of  the  valve 
the  other  is  closed  bv  the  valve.  Secured  to  the  top  of  the  valve  chest  is  a  counter-pressure 
plate,  which  is  attached  to  the  said  valve  chest  and  consequently  to  the  main  valve  by  a  tube 
which  screws  into  the  chest  and  serves  as  a  means  of  communication  between  the  valve  cheat 
and  the  atmosphere  or  exhaust  pipe.  By  means  of  a  bell-crcyik  lever  the  anti-compression 
valve  derives  such  a  movement  as  to  open  and  close  the  upper  ports  of  the  passages  C  Q'  alter- 
nately at  the  proper  time  to  permit  the  exhaust  to  be  continued  through  those  passages  and 
through  the  chest  and  the  tube  I,  after  either  cylinder  port  has  been  closed  to  the  main  ex- 
haust port  by  the  main  valve. 

Claim, — l^'irst,  the  anti-compression  valve  C,  enclosed  in  a  chest  D,  secured  to  or  formed 
upon  the  back  of  the  main  slide  v^^^^d  operating  in  combination  with  passages  C  C  in 
the  latter  valve,  substantially  as  i^^^Bie  purpose  specified. 

Second,  the  tube  I,  serving  at  v^^^m  time  as  a  means  of  connecting  the  counter-pressure 
plate  H  with  the  main  valve,  and  a^Means  of  communication  between  the  anti-compression 
valve  chest  D  and  the  atmosphere  or  exhaust  pipe.  ^ 

Third,  combining  the  anti-compression  valve  C  with  the  main  valve  by  means  of  a  bell- 
crank  or  elbow  lever  £,  connectin|^  their  stems  as  described,  and  ha?iug  one  of  its  arms  fur- 
nished with  a  friction  roller  k,  or  its  equivalent,  working  between  stationary  curved  guides 
m  m,  substantially  as  and  for  the  purpose  specified. 

No.  32,590.— Amasa  Stone,  of  Philadelphia,  Ftk,— Improved  Apparatus  for  inmrting 
Stoppers  in  Bottles, — Patent  dated  June  18,  18G1. — This  invention  relates  to  an  apparatus 
for  inserting  stoppers  into  bottles  filled  under  pressure,  the  bottle  and  stopper  being  provided 
respectively  witn  a  female  and  male  screw. 

claim, — Making  the  piston  or  traverse  rod  which  inserts  the  stopple  in  the  bottle  to  revolve, 
and  providing  it  with  a  crank  and  a  device  to  couple  it  to  the  Steele  to  turn  it,  when  It  is 
inserted  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,591.-0.  L.  TURNER,  of  New  York,  N.  Y. —Improved  Car  Spring, —VaX&ai  dated 
June  IQf  1861. — ^The  surface  of  the  plates  between  which  the  rubber  cylinders  are  fitted  are 
mode  bevelled  or  oblique  from  their  peripherics  to  their  central  hubs,  so  that  when  the  rubber 
is  coinpressed  it  wUl  expand  inwardly  instead  of  bulging  outwards  and  thus  prevent  their 
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CAckiDg  or  rupturing.  To  tbo  paroUel  amu  of  the  drsw-bar  are  seenVBd  crosB-bars  whieh 
fit  and  work  in  guides  attached  to  the  main  beami,  by  whicir  means  the  springs  are  prevented 
from  being  unduly  compressed. 

Claim, — Having  the  surface  of  the  plate  on  which  the  rubber  rests  made  inwardly  descend- 
ing from  periphery  to  hub,  as  and  for  the  purpose  shown  and  described. 

The  arrangement  of  the  guiding  stop-bars  t  b'  and  pins  e  f  with  each  other  and  with  the 
guides  e  ef^  springs  C,  beams  A,  and  draw-bar  B,  ail  as  shown  and  described. 

Also,  having  the  guiding  8top*bar  h'  arranged  to  swing  upon  a  central  axis  upon  tlie  draw 
bar  B,  as  shown  and  described. 

No.  32,002.— y.  Weitz,  of  Cleveland,  O.-^-Improvement  in  Psmps.— Patent  dated  June 
18,  1861. — ^The  cylinder  is  provided  with  two  pistons  working  opposite  to  each  other,  the  rod 
of  the  upper  piston  beinff  nollow,  while  that  of  the  lower  piston  is  solid  Hud  plays  through 
the  hollow  piston  rod.  Lach  of  the  piston  rods  is  provided  with  an  arm,  the  upper  ends  of 
which  are  hung  each  to  a  chain  whicn  winds  around  guide  rollers  and  are  attached  at  their 
other  ends  to  the  ends  of  a  vibrating  arc  which  forms  part  of  a  rock-shaft,  by  the  action  of 
which  a  reciprocating  motion  is  imparted  to  the  pistons.  The  lower  end  of  the  discharge 
tube  is  provided  with  a  small  perforation  to  permit  the  water  to  pass  out  groduallv  so  as  to 
prevent  it  from  freezing,  and  oetween  the  outer  end  of  the  discharge  tul^  and  the  hose  is 
secured  an  elastic  globe  or  bulb  to  equalize  the  discharge  of  the  water. 

Claim. — ^Tbo  arrangement  of  one  piston  rod  within  and  concentric  with  another  hollow 
piston  rod,  when  used  in  combination  with  a  pump  cylinder  containing  two  pistons  working 
opposite  to  each  other,  in  the  manner  and  for  the  purpose  described. 

Also,  the  relative  arrangement  of  one  piston  rod  working  through  and  concentric  with  an- 
other hollow  piston  rod,  and  of  a  vibrating  arc,  chains,  and  guide  rollers,  in  the  manner  and 
for  the  purpose  described. 

Also,  in  combination  with  the  preceding,  the  relative  arrangement  of  a  discharge  tube  per 
forated  at  the  bottom  end,  an  elastic  reservoir  and  hose,  as  described.  | 

No.  32,593.— jEROBfE  Wheelock,  of  Worcester,  'Maas.^bnptoved  Rotary  Valve  for 
SUam  Valves — Patent  dated  June  18,  18G1. — ^At  each  end  of  the  cylindrical  casing  and  be- 
tween the  inner  and  outer  casing  is  a  chamber  through  which  the  npper  channel  communi- 
cates with  the  inner  casing.  In  each  end  of  the  valves  are  formed  corresponding  grooves  in 
which  are  fitted  amraliur  split  rings  M  M,  on  the  under  side  of  which  are  aportui^es  through 
which  the  steam  passes,  causing  the  rings  to  expand  and  thus  make  a  steam-tight  joint  be 
tween  the  surface  of  the  valve  aod  its  chamber. 

In  the  rear  head  of  the  valve  casing  is  fitted  a  centring  or  pivot  screw  provided  on  its  inner 
end  with  a  steel  ring,  which  fits  in  a  corresponding  bush  in  toe  end  of  the  valve  and  prevents 
the  valve  from  being  crowded  by  reason  of  its  taper  form,  thereby  avoiding  great  friction  and 
ooDsecpeat  wear  of  the  valve. 

Claim. — First,  the  packing  rings  M,  when  used  in  connexion  with  the  end  chambers  CI 
C2  and  apertures//,  in  the  manner  and  for  the  purposes  explained. 

Second,  the  combination  of  the  centring  screw  J  and  steel  bushings  d  s  j,  with  the  conical 
plug  valve  F,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,51M. — J.  M.  WinXALL,  of  Philadelphia,  Pa. — Improvement  in  Preserve  Jars,— 
Patent  dated  June  18,  1861. — The  under  side  of  the  edge  ot  the  cover  is  bevelled  so  that  it 
will  press  hardest  upon  the  inside  comer  of  the  packing  ring,  so  that  after  the  jar  is  filled  and 
cIosckI  the  pressure  ol  the  air  on  the  outside  of  tlie  packing  will  press  it  into  tho  joint  between 
the  cover  and  the  jar. 

Claim, — As  a  new  and  improved  article  of  manufacture,  a  jar  with  a  groove  around  its 
mouth,  provided  with  an  India-rubber  ring  and  provided  with  a  top  bevelled  on  tho  under 
iidi»,  as  described,  for  the  purposes  set  forth. 

Ko.  32,595. — KOBERT  Creuzbaur,  of  Travis  county,  Texas. — Improvement  in  Air 
Chambers, — Patent  dated  June  18,  IBJl. — ^The  air-chamber  is  made  of  such  a  shape  that  the 
diaphi-agm  in  its  greatest  roach  in  or  out  will  nearly  touch  the  sides  of  the  >-essel  or  air- 
chiuuber.  The  upper  part  of  the  chamber  is  mode  in  a  separate  piece,  and  the  diaphragm  is 
bolted  between  tins  top  piece  and  fiances  on  tho  main  vessel,  so  that  it  can  be  accessible  for 
renewal  or  for  filling  with  air.  Over  the  chamber  is  a  small  coD()ensiug  pump,  the  piston  rod 
of  which  is  attached  to  a  lever  by  a  bolt  and  tap  so  as  to  render  it  easily  removable  for  the 
pturpose  of  screwmg  down  a  top  or  cap  on  the  cylinder. 

C'/oim.  —First,  tlM)  combination  and  arrangement  of  the  diaphragmed  air-chamber  a  6  r, 
replenishing  pump  P,  jointed  piston  rod  •  <,  and  detached  cap  d^  substantially  in  the  manner 
aiKi  for  the  purpose  deacribed. 

becond,  tne  manner,  substantially  as  described,  of  constructing  a  condensing  or  replenish- 
ing pump  of  an  air-chamber,  so  that  the  pump  cylinder,  while  tho  piston  is  within  it,  can  be 
closed  ail-tight  by  a  lid  or  cover  d,  for  the  purpose  set  forth. 

No.  32,596. — Andrew  Dray,  of  Portland,  Oregon. — Improvement  in  Devices  for  Levelling 
MiUsto$us. — ^Patent  dated  June  18,  1861. — This  mvention  consists  in  a  hoop  provided  with 
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?>irit  levels  at  its  top  and  with  a  damp  at  its  bottom  for  containing  the  marking  detioe. 
be  clamp  consists  of  tvro  metal  plates  extending  across  the  centre  of  the  hoop  and  connected 
bj  screw  bolts,  and  serves  to  bold  a  piece  of  cloth  or  other  soitable  substance  saturated  with 
coloring  matter  which  marks  the  projecting  surfaces  of  the  stone. 

Claim, — The  band  or  hoop  A,  m  connexion  with  the  clamp  formed  of  the  plates  C  C,  the 
latter  being  applied  to  the  former,  and  provided  with  the  doth  or  other  color-cdisorber  or  re- 
tainer £,  as  and  for  the  purpose  set  fortn. 

Also,  in  combination  with  the  band  or  hoop  A  and  plates  C  C\  the  spirit  levels  B  applied 
to  the  band  or  hoop,  as  and  for  the  purpose  set  forth. 

No.  32,597.— Eli  Duncan,  of  West  Hilton,  O.-^-lmproved  Fruk-drying  Ayparatus,-~ 
Patent  date<l  Judo  18,  18G1. — ^This  invention  consists  of  a  ventilated  chamber  in  which  are 
placed  trays  for  holding  the  fruit,  and  surrounded  by  flues  proceeding  from  a  fire  placed 
underneath.  In  the  floor  and  at  the  lower  part  of  tbe  two  sides,  as  also  at  the  top  of  the 
drying  apartment,  are  apertures  provided  witn  valves  for  the  purpose  of  admitting  and  regu- 
lating currents  of  air  through  the  chamber. 

Claim. — T\iQ  flues  d  d^  the  apertures  g  e,  and  valves  A  A,  when  used  in  connexion  with  the 
fruit  trays  G  G,  all  substantially  arranged  as  and  for  the  purpose  set  forth. 

No.  32,598.— John  and  Samuel  Fahrney,  of  Washinrton  county,  Ud.—ImjMrovement  in 
Seed  Drills. — Patent  dated  Juno  18,  1801. — Between  two  oars  hinged  at  their  forward  ends 
to  the  /rame  of  the  macbine  and  attached  to  tbe  same  drill-tube  is  a  brace,  tbe  forv%'ard  end 
of  which  is  attacbed  to  one  of  the  short  levers  D,  which  latter  are  pivoted  at  tbeir  centre  to 
the  ends  of  a  second  set  of  lovers,  which  in  turn  are  pivoted  to  the  ends  of  the  long  lever. 
Tbe  braces  and  drill-tubes,  bein^  thus  united  by  a  series  of  levers,  form  a  flexible  connexion 
or  lever  which  will  allow  any  drill  to  rise  or  fall  independently  of  the  others.  By  means  of 
a  weighted  lever  the  driU-tabes  are  pressed  into  the  ground,  each  tube  being  free  to  rise  in 
cose  ot*  obstruction. 

Claim. — ^Tbe  set  of  levers  D  E  and  G,  forming  a  flexible  lever  or  system  of  levers  for  the 
purpose  of  regulating  the  pressure  upon  tbe  dnli-tubes  or  openers,  substantially  as  set  forth. 

Also,  the  anangemeut  of  the  weighted  lever  I  and  the  lever  S,  substantially  in  the  manner 
cud  for  the  purposes  speciiied. 

No.  32,599.— J.  T.  Foster,  of  Jersey  City,  N.  J.-^-Improvement  in  Harrow.-^VblOeoi 
dated  June  18,  18G1. — ^I'he  harrow  which  is  suspended  beneath  a  frame  consists  of  four  baiv, 
each  of  which  is  bung  looselv  so  that  its  teeth  will  rest  upon  the  ground.  An  alternately 
vibrating  motion  is  eiven  to  the  bars  by  means  of  connecting  rods  attached  to  cranks  on  lira 
axles  operated  by  a  driving  crank. 

C7atm.— Suspending  separately  and  loosely  each  one  of  the  oscillating  bars  E,  so  that  it 
will  adapt  itseli  to  the  inequalities  of  the  surface,  constructed  and  arranged  substantially  as 
described. 

No.  32,600. — R.  J.  Gatlino,  of  Indianapolis,  Ind. — Improvement  in  Machines  for  Paving 
ttnd  Pulverizing  the  Soil. — Patent  dated  June  18,  18G1. — ^These  shares  are  constructed  in  the 
form  shown  in  the  engraving,  with  sharp  cutting  edges  in  front  and  arranged  in  the  two  ends 
of  the  frame  in  such  a  manner  that  tbe  soil  lelt  by  one  set  shall  be  cut  by  tbe  other.  The 
shanks  of  the  inner  ends  of  the  shares  are  pivoted  so  as  to  swing  back  on  tbe  sides  of  the 
frame,  and  are  held  in  place  bv  means  of  levers  placed  across  them  and  secured  by  wooden 
pins  which  break  in  case  the  share  comes  against  any  obstacle  in  its  way. 

Claim. — ^I'he  shares  or  cutters  lettered  K,  when  made,  constructed,  ananged,  and  operated 
substantially  as  shown  and  specified,  tor  the  purpose  set  forth. 

No.  32,601.— Charles  Bush,  assignor  to  Himself  and  Jaaies  'Wyqavt,  of  Newbnrg, 
N.  Y. — Improvement  in  Horse-hitching  Posts. — Patent  dated  June  18,  18(51. — ^This  inven- 
tion consists  in  sinking  below  the  surface  of  the  pavement  a  barrel  or  casing  of  suflicient 
size  to  receive  a  hitching-post  The  post  is  provided  at  its  lower  end  with  ears,  which  are 
made  to  fit  into  grooves  in  tbe  upper  part  of  tbe  casing  and  sustain  the  post  above  the 

ground.     On  the  top  of  tbe  post  is  a  cap  which  fits  over  the  casing  when  the  post  is  depressed, 
le  object  of  the  invention  bein^  to  have  the  post  out  of  the  way  when  not  in  use. 
Claim. — Combining  with  a  hitching-post  a  casing  A,  substantially  as  and  for  the  purposes 
described. 

No.  32,602.— Franklin  Clark,  of  Charlotte,  N.  T.,  assignor  to  Himsdf  and  N.  Coones, 
of  London,  C.  W. — Improvement  in  Harvesting  Machines. — Patent  dated  June  18,  1861.— 
On  the  interior  ring  of  tbe  driving-wheel  is  formed /a  serpentine  groove  in  which  works  a 
friction  roller,  which  is  secured  to  a  stud-shaft  depending  from  the  lowest  part  of  a  swinging 
forked  arm ;  connected  to  the  stud-shall  is  a  rod  which  communicates  motion  to  the  cutter. 
By  means  of  a  lever,  which  may  be  operated  by  the  hand  or  foot,  the  swinging  arm  may  be 
elevated  and  the  roller  raised  out  of  the  gi'oove. 

Claim. — ^Tbe  combination  of  the  internal  serpentine  groove  a*,  swin^ng  arm  B,  shaft  H, 
slotted  bracket  G,  and  lever  E,  operating  in  connexion  with  tbe  drivmg-whed  A  and  the 
connecting  rod  I  of  the  cutter  J,  in  the  manner  and  for  the  purposes  set  forth. 
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No.  32,603.— Samuel  Nowlam,  assizor  to  Charles  Mettam  &  Co.,  of  Nerw  York,  N. 
T. — Improvement  in  Galvanic  Soles. — Patent  dated  June  18,  1861. — ^The  object  of  this  inven- 
tion is  to  provide  an  inner  sole  which  will  transmit  electricity  upwardly  through  tho  body,  the 
heat  evolved  by  the  contact  of  the  positive  cmd  negative  plates  of  which  the  soles  are  formed 
serving  in  a  gentle  manner  to  keep  the  feet  warm,  while  the  acid  contained  in  the  perspiia- 
tion  which  exudes  from  the  feet  quickens  or  excites  the  electrical  capacity  of  the  plates. 

Claim. — As  a  new  article  of  manufacture  the  described  galvanic  boot  or  shoe  sole,  the 
acune  consisting  of  copper  and  zinc  plates,  united  in  separate  relations  to  their  contiguous  sec- 
tions by  means  of  a  flexible  insulating  strip  or  strips  and  eyelet  fastenings,  substantially  as 
described  and  for  the  purpose  set  forth. 

No.  32,604.— Joel  Webster,  assignor  to  Himself  and  G.  C.  and  T.  H.  Hotchkiss,  of 
Brooklyn,  N.  Y. — hnproted  Journal-Box. — Patent  dated  June  18, 1861. — Keyed  to  the  shaft 
is  a  sleeve  having  in  it  a  semicircular  groove,  which,  in  connexion  with  a  similar  groove  in 
the  inner  surface  of  the  journal-box,  form  bearings  for  balls  in  such  a  manner  that  the  balls 
allow  the  shaft  to  rotate  freely  and  at  the  same  time  prevent  it  from  moving  longitudinally. 

Claim. — The  employment  of  the  sleeve  C  with  one-half  circular  groove  a,  in  combination 
with  the  shafts  A,  balls  D,  and  box  B,  the  latter  being  provided  with  one-half  circular  |^oove 
^,  and  the  whole  being  arranged,  constructed,  and  operating  substantially  as  and  tor  ths 
purpose  set  forth. 

No.  32,606.— John  Adt,  of  Waterbury,  Cojm.-^Improvtd  LocAt.—Patent  dated  June  25, 
1861. — ^This  invention  consists  of  a  bolt  connected  by  a  rod  to  a  U-shaped  yoke  and  provided 
with  a  spring;  by  means  of  a  key  the  disks  of  a  hub  are  turned,  which  actuates  a  circular 
button  fitting  in  the  yoke  of  the  bolt. 

Claim. — ^1  he  bolt  li,  provided  with  tho  yoke  C  at  its  inner  end,  in  combination  with  the 
spring  D  and  hub  £,  having  the  button  m  attached  and  fitted  in  the  yoke  C,  the  above  parts 
being  placed  in  a  case  A,  and  all  constructed  and  arranged  as  and  for  the  purpose  set  lorth. 

No.  32,606. — ^P.  Andrew,  of  Cincinnati,  O. — Improvement  in  City  Railways. — ^Patent 
dated  June  25,  1861. — ^This  invention  consists  in  constructing  a  double-track  railway  upon  a 
frame-work  secured  to  the  top  of  a  single  row  of  iron  posts  placed  in  bed-plates  in  the  outer 
part  of  the  sidewalk.  The  propelling  apparatus  is  stationary,  and  is  made  to  operate  a  shaft 
carrying  a  rope  attached  to  the  cars.  When  the  end  of  one  rope  is  reached  another  rope  and 
engine  are  arranged  to  take  the  car  from  the  end  of  the  fiist  reach  and  transfer  it  to  the 
second,  and  so  on. 

C^atm.— First,  the  arrangement  of  a  quadruple  track  upon  a  single  row  of  pillars  provided 
with  cross-arms  for  suspending  the  cars  therefrom,  as  set  forth. 

Second,  also  the  arrangement  of  the  guide  rails  £,  to  obviate  the  necessity  of  using  flanges 
9tk  the  car  wheels,  in  the  manner  and  for  the  purpose  set  forth. 

Third,  the  arrangement  and  combination  oflevers  K  and  L,  for  holding  tho  propelling  rope 
firmly  against  the  groove  of  the  wheel  I. 

Fourth,  operating  the  car  or  cars  bv  a  succession  of  endless  ropes,  so  arranged  that  on 
leaving  one  endless  rope  the  car  detaches  itself  therefrom  and  attaches  itself  to  that  of  the 
next  succeeding  reach  m  the  manner  and  for  the  purpose  set  forth. 

Fifth,  the  combination  of  the  gear  apparatus  O  P  Q  with  rope  Z  and  bar  R,  for  attaching 
and  detaching  the  cars  from  the  propelling  rofeB, 

Sixth,  the  arrangement  and  combination  ot  wheel  S  and  band  T,  as  described  and  for  the 
purpose  set  forth. 

No.  32,607.--NaTHAN  Barrett,  of  New  York,  N.  Y. --Improvement  in  P«m;»5.— Patent 
dated  June  25,  1861. — ^This  pump  is  designed  to  lift  only  the  amount  of  water  it  discharges, 
thus  avoiding  the  weight  of  the  whole  column  of  water  as  in  ordinary  pumps,  by  means  of 
two  cylinders  connected  to  the  ends  of  a  walking  beam,  the  piston-rod  being  connected  by 
pnitable  gearing  and  levers,  so  that  one  cylinder  shall  balance  the  other,  and  by  oscillating 
the  beam  the  pistons  will  at  the  same  time  be  operated  and  discharge  the  water  from  the 
upper  ends  of  the  cylinders. 

Claim. — ^The  two  pump  cylinders  D  D,  attached  to  the  ends  of  a  walking  beam  B  conn* 
terpoisbd  thereon,  and  having  their  piston-rods  F',  connected  by  levers  and  gearing  or  seg- 
ments, in  such  a  manner  that  the  pistons  will  be  operated  automaticallv  by  the  oscillating  of 
the  beam  B,  and  all  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  32,60a— L.  A.  Beardslet,  of  South  Edmcston,  N.  Y.— Improved  Portable  Crane.-— 
Patent  dated  June  25, 1861. — ^The  frame  of  the  carriage  on  which  the  crane  is  mounted  consists 
of  a  semicircular  way  projecting  out  in  the  rear  of  the  axle.  The  shaft  of  tho  crane-frame  is 
stepped  in  a  bearing  m  the  central  bar  of  the  carrying-frame  as  to  turn  freely  on  its  axis. 
When  the  article  to  be  raised  reaches  the  desired  height,  the  crane  arm  is  swung  round  by 
means  of  a  brace  guided  by  the  semicircular  way,  and  the  article  can  be  deposited  where 
required. 

Claim, — ^The  combination  of  the  windlass  J,  circular  way  A,  and  arm  or  brace  G,  con- 
structed and  operated  substantially  as  shown,  with  each  other  and  with  the  crane  D  £,  all  in 
the  manner  and  for  the  purpose  shown  and  described. 
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No.  32,609.— David  Bbll,  of  Buffalo,  N.  Y.^-hnproved  Screw  Propdler^'—Tbkx^i  dated 
Jane  25, 1861. — This  inveDtion  consists  in  casting:  the  nub  and  blades  separatelj,  and  connect- 
ing them  toother  by  means  of  wrought-iron  arms  projecting  from  the  Lab  at  right  angles  to 
the  shaft  and  passing  through  corresponding  sockets  iormcd  at  the  inner  ends  of  the  blades, 
Uie  hitter  being  seemed  to  the  hub  by  nuts  screwed  upon  the  ends  of  the  anns,  so  that,  should 
one  or  more  blades  be  broken,  they  may  be  replaced  by  new  ones.  The  shoulders  upon  the 
blades  are  cut  away,  so  as  to  leave  dovetail  spaces  between  them  upon  opposite  sides  of  the 
arm ;  in  these  spaces  are  placed  wedges  having  a  nut  and  screw-thread  upon  their  outer  ends, 
by  means  of  wnich  the  pitch  of  the  blade  may  be  readily  increased  or  diminished. 

C/a»m.— First,  the  socket  F,  formed  on  the  back  of  the  blade,  substantially  as  and  for  the 
purpose  set  forth. 

Second,  the  wrought  arms  D,  connected  to  the  hub  in  the  process  of  casting,  in  combina- 
tion with  the  removabfe  blade,  substantially  as  described. 

Third,  the  combination  of  the  wedges  i,  with  the  dovetail  spaces  between  the  shoulders  oo 
the  hub  and  blade,  for  the  piu'pose  of  cuanging  the  pitch  of^the  wheeU  substantially  as  de- 
scribed. 

No.  32,610.— B.  C.  Bibb  and  G.  F.  Needham,  of  Baltimore,  and  G.  W.  Dorset,  of 
Port  Bepublic,  Md.— /iM/mwMf  Apparatus  for  Curing  Tobacco. — Patent  dated  June  25, 
18t)l. — This  invention  consists  in  the  combination  of  a  furnace  surrounded  by  a  jacket  for 
forming  a  hot-air  chamber,  a  direct  draught-pipe  and  a  hot-air  distributing  pipe,  to  be  arranged 
in  a  bam  or  other  building  in  which  tobacco  is  dncd  or  cured. 

Claim. — The  combination  and  arrangement  of  a  furnace  A,  a  hot-air  jacket  B,  with  or 
without  evaporating  pan  on  its  top,  heating  pipes  G  G,  direct  drafl-pipe  D,  and  hot-air  dis- 
tributing pipe  II,  for  the  purpose  of  drying  tobacco  in  a  bam  or  otiier  building,  substantially 
as  set  fortn. 

No.  32,611.  -O.  G.  Bishop,  of  Norwalk,  Cotm.-'hmprovemetU  in  Machines  for  Makin^f 
Felt  C/o/A.— Patent  dated  June  25,  18G1. — The  inventor  says:  The  carrier-combs  in  this 
machine  are  to  coni^ist  of  as  many  as  may  be  found  necessary  to  take  and  support  the  wob 
of  weft  in  a  horizontal  positiou  in  its  pasi>a^  across  the  warp  and  until  it  is  oeiivered  upoD 
and  received  by  two  faller-combs,  one  of  wliich  is  arranged  at  either  end  of  the  machine  to 
receive  and  deliver  the  sheets  of  weft  upon  the  warp,  edge  to  cdce.  The  carrier-combs  are 
placed  upon  ways  or  guides  and  propelled  thei-eon  in  their  circuit  bj  four  alternating  screws, 
two  placed  at  each  side  of  the  machine.  The  screws  being  uniform  and  steady  in  their 
motion,  propelling  the  carrier-combs  upon  the  permanent  ways  or  guides,  the  sheets  of  weli 
are  conveyed  and  deposited  upon  the  warp  in  an  unbroken  condition. 

Claim. — First,  the  carrier-combs  N  N2  and  parts  attached  thereto,  or  equivalents,  in  com- 
bination therewith,  to  constitute  the  said  carrier-combs,  as  a  complete  device  for  the  purpose, 
substuntiallv  as  set  forth. 

Second,  the  use  of  the  carrring-screws  J  and  L,  having  attached  thereto  cams  S  and  V, 
for  the  purposes  .specified,  ana  traverse  rails  T  and  U,  in  combination  with  the  carrier-combe 
N  and  N2,  and  parts  attached  thereto,  or  equivalents,  substantially  as  set  forth,  for  the  pur^ 
poses  described. 

Third,  also  the  ase  of  the  trianmilar  grooved  cam  X,  in  combination  with  the  carrier-combf 
N  and  N2,  and  parts  attached  Uiereto,  substantially  as  descnbed,  and  for  the  purpose  set 
forth. 

Fourth,  also  the  use  of  the  pin  R,  in  the  back  of  the  carrier-comb  N2,  in  combination  witli 
the  weighted  lever  Q'  and  faller-combs  P  and  P,  for  the  pnrposo  substantially  as  described, 
and  for  the  purpose  of  operating  the  faller-combs,  as  set  forth. 

No.  32,612.— R.  Blackwood,  of  Philadelphia,  Ta.— Improved  Hydraulic  JarA.- Patent 
dated  Jime  25,  1861. — The  bottom  of  the  main  cylinder  consists  of  a  disc  which  screws  into 
it  and  has  a  tube  fixed  perpendicularly  through  its  centre,  with  a  screw  thread  around  its 
projecting  lower  emi,  whereby  the  part  in  which  are  the  ways,  o  o,  and  the  seats  of  the 
yalves  1  and  II  can  bo  attached  or  detached  by  means  of  a  screw  nut.  The  injecting  cylinder 
and  the  part  D',  containing  the  ways  and  valves,  are  cast  in  one  piece.  Two  openings,  fitted 
with  screw  plugs,  are  provided  in  the  part  D',  directly  above  the  valves,  through  vouch  the 
latter  can  be  inscited  or  taken  cut  as  desired. 

Claim. — The  construction  and  arrangement  of  the  cylinder  D  and  the  valve  seat  part 
T>'  together,  in  the  manner  doscrilxd,  and  in  adjustable  combination  with  the  disc  ta,  wnirh 
forms  the  i-cmovable  bottom  of  the  cvlinder  B,  as  specified,  the  said  part  D',  containing  the 
Talves  G  PI  I,  and  the  ways  o  o,  all  constructed  and  arranged  tog^ether  so  as  to  be  reudilr 
connected  or  disconnected,  as  specified,  and  to  operate  substantially  in  the  manner  described. 

Also,  making  the  open  recess  x,  in  the  hand  lever  F,  so  as  to  operate,  in  combination  witk 
the  pin  tr,  in  the  manner  described,  for  the  purpose  of  allowing  greater  facility  in  connecting 
or  disconnecting  the  said  parts,  and  also  ior  toe  purpose  of  enabling  the  operator  either  ta 
avoid,  or  to  operate  the  stem  K',  by  means  of  the  said  lever,  as  described,  as  occasion  may 
require 
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Ko.  90,613.— F.  B.  Blavchard,  of  Brookljn,  K.  T.—^jrrtVMf  Steam  Boi/er.— Patent 
dated  June  35,  1861. — ^Tbe  feed  water  heating  vessel  is  arranged  above  the  superheating 
vessel,  and  their  sides  are  connected  in  such  a  manner  as  to  form  a  shallow  chamber  between 
their  upper  and  lower  tube  sheets,  respectively,  and  the  two  vessels  so  connected  are  fitted 
into  an  opening  in  the  top  of  the  smoke-box  in  such  a  manner  that,  except  while  the  damp«r 
is  open,  none  of  the  gitfes  can  pass  from  tlie  smoke-box  to  the  chimney  without  first  passing 
through  the  tubes  of  the  superheating  vessel,  then  through  the  intermediate  chamber,  and 
afterward  through  the  tubes  of  the  ieed  water  heating  vesseL 

Claim, — The  arrangement  of  the  upright  tubular  superheating  vessel  F,  upright  tubular 
feed  water  heating  vessel  G,  and  inteiposed  chamber  (>,  in  combination  with  each  other  and 
with  the  otherwise  separated  smoke-boit  D,  and  chimney-base  £,  substantially  as  specified.    - 

No.  32,614.— F.  B.  Blanchard,  of  New  York,  N.  Y.-^Improttmtnt  in  the  application 
of  BlowtTB  to  Furnaces  of  Locomotives, — Patent  dated  June  25,  186]. — ^This  mvention 
consists  in  furnishing  the  blower  shaA  with  friction  pulleys  or  rollers  to  work  in  contact  with 
the  driving  or  other  wheels  of  the  locomotive,  the  saia  shaft  being  arranged  in  bearings 
movable  towards  or  from  the  axis  of  the  wheels,  under  the  control  of  levers,  for  the  purpose 
of  bringing  the  blower  into  or  out  of  operation  as  desired. 

Claim, — First,  the  combination  of  the  movable  bearing  or  bearings  by  of  the  fan  shaft, 
the  friction  roller  or  rollers  G,  and  the  lever  or  levers  H,  tne  whole  applied  relatively  to  the 
driving  or  other  wheels  of  the  locomotive,  and  operating  substantially  as  specified. 

Second,  the  regulating  valve  /,  applied  and  operating  in  the  trunk  of  the  blower,  under 
the  control  of  the  engineer,  substantially  as  specified. 

No.  32,615. — Horace  Boms,  of  Hamburgh,  N.  Y. — Improvement  in  Washing  Machines.-^ 
Patent  dated  June  25,  1861. — ^This  invention  is  oxplcuneu  by  the  claim  and  engraving. 

Claim. — First,  a  series  of  rollers  C  D,  supported  in  two  rectangular  frames  E  F, 
which  rollers  and  frame  constitute  two  movable  rubbers,  the  one  being  supported  upon  the 
other,  in  combination  with  mechanism  for  transmitting  the  said  rubbers,  altemuto  ana  simul- 
taneous movements  in  opposite  directions,  and  in  parallel  planes  for  the  pmposes  and  sub- 
stantially as  described. 

Second,  the  arrangement  of  the  bars  Q,  including  slots  r,  and  spring  arms  S, 
including  sheaves  8',  with  incline  slot  u',  spring  U,  and  lever  T,  so  that  the  downward 
movement  of  the  lever  T  will  bring  the  spring  arms  into  such  position  as  to  cause  the 
sheaves  to  bear  with  a  due  amount  of  pressure  upon  the  rubber  frame  E,  while  the  rubben 
are  in  motion,  and  so  that  said  spnng  arms  will  withdraw  automatically  from  such  position 
when  the  pressure  is  removed  and  allow  the  rubber  to  be  turned  up  into  a  vortical  position, 
for  the  purposes  substantially  as  described. 

No.  32,616. — ^D.  M.  Boyd,  of  Indianapolis,  Ind. — Improved  Tilting  Device  in  Shingle 
Machines, — Patent  dated  June  25,  IStiJ. — Secured  to  one  end  of  a  vibrating  block  table  is  a 
lever  extending  to  the  adjustable  plane  upon  which  one  end  of  the  lever  rests.  To  the  outer 
end  of  the  frame  is  secured  a  spring,  to  which  is  fastened  a  trigger,  which  latter  is  held  in  its 
forward  and  backward  positions  by  springs,  by  means  of  which  the  position  of  the  block 
hibie  is  alternately  changed  so  as  to  hold  the  table  on  that  diagonal  line  to  the  edge  of  the 
knife  required  to  give  the  shingle  its  proper  teper,  and  cut  at  either  end,  alternately,  the  tip 
and  but  of  the  shingle. 

Claim, — The  horizontal  adjustable  plane  F,  with  the  lever  V,  together  with  the  spring 
X  and  the  trigger  P,  with  its  appendages,  the  coil  spring  S  and  the  scroll  spring 
O,  when  these  parts  or  their  equivalents  aie  arranged  substantially  in  the  manner  and  for 
the  purpose  set  forth;  the  object  and  nature  of  the  invention  being  to  secure  the  tilting  of  the 
block  table  of  the  shingle  machine  at  the  proper  moment,  and  to  avoid  any  change  of  the 
table  diuring  the  time  the  shingle  is  being  cut. 

No.  32,617.— Martin  Colton,  of  Sardinia,  N.  Y,— Improved  8pokeshave,^TRt&ni 
dated  June  25,  1861. — ^The  stock  of  the  shave  is  provided  with  an  adjustable  cam  face 
joumaled  at  each  end,  that  part  of  the  face  which  bears  upon  the  work  having  an  expanding 
curvature  commencing  at  tho  edge  of  the  knife  and  tangent  to  the  cylindrical  part.  By 
ac^jnsting  the  cam  relatively  to  the  knife,  tho  latter  may  be  readily  adapted  to  surfaces  of  a 
greater  or  less  curvature. 

Claim. — The  combination  of  the  adjusteble  cam  face  C  with  the  stock  A  and  knife  B, 
arranged  and  operating  for  the  purposes  and  substantially  as  set  forth. 

No.  32,618.— John  F.  Corx,  of  Now  York,  N.  Y, --Improved  Bit-Stock,— Vtiteni  dated 
June  25,  1861. — Interposed  between  an  ordinary  bit  and  stock  is  a  case  in  which  is  a  double 
universal  joint  so  arranged  as  to  allow  of  a  hole  being  bored  near  the  wail  or  other  fixed 
object  which  would  interfere  with  the  use  of  an  ordinary  bit-stock,  and  also  to  peimit  the 
angle  of  the  stock  to  be  varied  at  will  wiiile  in  operation. 

Claim, — ^The  combination  of  tlie  case  H  with  the  shank  G  and  socket  C,  by  meana 
of  the  omvenal  joint,  in  the  mannar  and  for  the  purposes  set  forth. 
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No.  S5,679.— AnN-ER  Cutler  and  N.  jENKn^s,  of  New  York,  N.  Y^-^lmprovement  in  Tbf 
Pistols.— Vatcnt  dated  Juu«  25,  18t)l. — Thi«  invention  is  explained  by  tne  claim  and  wi- 
graving. 

Clauu. — First,  so  constructing  a  toy  pistol  that  the  projectile  will  be  thrown  by  a  direct 
blow  of  the  hummer,  substantially  as  descnbed. 

Second,  casting  the  body — that  is  to  sa^,  the  barrel  and  the  stock — ^in  two  similar  parts, 
each  representing  cxteriorily  one-half  ol*^  the  body,  and  each  having  interiorly  a  gproove. 
which,  when  the  two  parts  are  brought  together,  forms  the  bore,  and  tmving  also  appropriat* 
roceptacles  for  the  mechanism,  as  set  forth. 

Third,  the  spring-pioco  n,  or  its  equivalent,  for  retahiing  the  bullet,. substantially  as  de- 
scribed. 

No.  32,620.— A.  W.  Dewet,  of  Boston,  Mass.— /mororemefi/  in  Water  Elevators.-^Vmttni 
dared  June  25,  1661. — Secured  to  an  endless  chain,  which  passes  round  a  series  of  bent  arms 
arranged  upon  a  shaft,  is  a  series  of  buckets  of  equilateral  form,  which  in  descending  strike 
the  water  in  such  a  way  as  to  insure  their  filling.  Attached  to  the  outer  edge  of  a  spout  are 
two  bent  wires  acting  as  trinpers,  which  cause  the  buckets,  as  they  rise,  to  be  completely 
inverted  and  thus  discharge  their  contents. 

C'/aim.— My  improved  water  elevator,  having  its  separate  parts,  viz :  its  wheel  C,  bent 
arms  a  a,  &c.,  chain  D,  buckets  £  £,  d^c,  and  the  cams  or  tnppcrs  H  11,  constnicted  and 
arranged  in  relation  to  each  other,  and  so  to  operate  together,  substantially  as  shown  and 
described. 

No.  32,621.— A.  K.  Eaton,  of  New  Tork,  N.  Y.-^Trnprovement  in  the  Process  of  Mann- 
faeturing  Malleable  Cast  Iron  and  Steel,  and  in  the  Deoxydizing  of  Iron  Ores, — ^Patent  dated 
June  25,  ISGi. — This  invention  is  explained  by  the  claim. 

Claim, — First,  the  use  of  carbonic  acid  for  the  purpose  of  removing  carbon  from  cast  iron 
In  the  production  of  malleable  iron  or  steel,  substantially  as  described. 

Second,  the  use,  in  combination  with  the  decarbonizing  processes,  of  the  carbonic  oxyd 
generated  by  such  processes  in  the  reduction  of  iron  ore,  substantially  as  described. 

No.  32,622. — H.  N.  Fryatt,  of  Belleville,  N.  J. — Improvement  in  Decolorizing  Syrups, — 
Patent  dated  June  25,  1861. — ^This  invention  is  explained  by  the  claim. 

( /dim.— The  use  of  bone  black  or  an^  other  substance  capable  of  decolorizing  fluids, 
assisted  by  centrifugal  force,  as  in  the  ordinary  centrifugal  machine,  as  a  mode  of  and  for  the 
purpose  of  decolonzing  saccharine  juices,  syrups,  or  sugar  solutions  passed  through  it 

No.  32,623.— Mathew  Gill,  of  Battle  Creek,  Mich.— /m;»rot)emeiif  in  Life  or  Safety 
Ships, — Patent  dated  Juno  25,  1861. — ^The  two  hulls  which  compose  this  vessel  are  made 
separate  and  distinct  from  each  other,  and  are  connected  and  secured  together  by  means  of 
cross-timbers,  braces,  and  rods  in  cx>nncxion  with  levers  and  rack-bars.  Both  are  provided 
with  keels,  and  in  case  of  any  damage  to  the  lower  hull  it  is  designed  to  loosen  it  from  the 
upper  one,  which  latter  then  floats  by  itself. 

Claim, — First,  the  employment  of  the  two  hulls  A  and  B,  when  connected  and  secured 
together,  as  described,  the  timbers  of  the  upper  hull  projecting  down  externally  and  'ntemally 
over  the  upper  edge  of  the  lower  hull,  for  the  purpose  of  keeping  the  upper  in  proper  position 
upon  the  lower,  substantially  as  set  forth. 

Second,  the  arrangement  of  the  rods  a  a  a  a,  the  cross-timbers  d  d,  and  the  braces  ecec, 
in  the  manner  and  for  the  purposo  set  forth.  ^ 

Third,  the  employment  of  the  levers  J  J,  rock-bam  H  H,  as  constructed,  when  used  in 
connexion  with  the  rods  a  a,  as  and  for  the  purpose  described. 

No.  32,624.— J.  W.  Hardib,  of  New  York,  N.  Y.— /mpiwcmMit  tti  Needle-Setter  mtd 
Threader  for  Sewing  Machines. — Patent  dated  June  25,  1801. — This  instrument  consists  of 
a  stock  or  principal  piece,  a  gauge-piece,  and  two  spring-clasps.  The  gauge-piece  is  made 
adjustable  on  the  stock,  so  as  to  adapt  it  to  di£ferent  sewing  machine^  having  oififerent  sized 
needles.  The  spring-clasp  C  adapts  itself  to  the  size  of  the  needle,  and  hol<£  it  in  a  groove 
on  one  side  of  the  stock,  tor  insertion  in  the  needle-bar.  The  stock  has  another  groove  in  the 
opposite  edge  covered  by  a  broad  spring-clasp  D,  in  which  is  a  hole  opposite  the  threading- 
hole  in  the  stock,  and  between  which  holes  tne  eye  of  the  needle  is  placed  and  the  thread 
readily  inserted. 

t'/atm.— The  needle-setter  provided  with  an  adjustable  gauge,  to  adapt  it  to  different  sewing 
machines  and  lengths  of  needles,  and  in  combination  therewith,  in  one  single  and  complete 
instrument,  the  needle-threader,  so  arranged  as  to  adapt  it  to  different  forms  and  siifies  of 
needles,  substantially  in  the  manner  auditor  the  purposes  specified 

No.  32,625.— L.  A.  Hoffman,  of  Prussia.- /mpr^oMl  Galvanic  Metal  Friction'Brutk,^ 
Patent  dated  June  25,  1861.— ^This  invention  is  explained  by  the  chum. 

Clnim. — As  a  new  article  of  nuinufacture,  the  described  electro-gidvanio  metal  friction-brush, 
the  saoio  consisting  of  a  stock  containing  a  series  of  copper  and  sine  plates,  arranged 
alternately,  and  having  felt  or  otk«r  suitable  absorbent  interposed,  as  spedfieo,  in  oombinauon 
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wiUi  the  cnrred  leather  sttmp,  Btndded  with  rowi  of  pins  of  plated  silrer  wire,  and  the  curved 
sine  plate  at  the  back  thereof,  the  whole  being  constructed  and  arranged  substantially  in  the 
manner  and  for  ths  purposes  set  forth. 

No.  32,026.— L.  P.  Jenks,  of  Boston,  Mass.— /mprovM^  Machine  for  Detaching  the  Short 
Fibres  from  Cotton  Seed, — ^Patent  dated  June  25,  1861. — Secured  to  a  rotating  shaft  within 
ft  cylindrical  casing  is  a  circular  plate,  provided  with  abrading  perforations,  which  plate  may 
be  of  a  plane  or  concave  surface.  Opposite  to  this  revolving  plate  is  a  corrcspouding  plate, 
which  does  not  revolve,  but  is  caused  to  movp  towards  the  revolving  plate  by  means  of  a  lever 
on  the  outside  of  the  casing,  and  operating  a  central  shaft  attached  to  the  plate.  The  cotton 
seed  is  placed  between  the  two  abrading  plates,  and  while  one  plate  revolves  the  other  is 
moved  gradually  nearer  to  it  by  means  of  the  lever,  the  apertures  in  the  plate  allowing  the 
larger  portion  ol  detached  fibres  to  pass  out,  which  are  then  sucked  throu'eh  pipes  by  means  of  a 
£sn-blast,  and  discharged  from  the  machine,  the  seed  being  freed  from  the  attached  fibre. 

Claim, — Detaching  the  short  fibres  not  now  removed  hy  the  cotton-gin  from  cotton-seed 
by  means  of  a  machine  constructed  and  used  substantially  as  described  and  set  forth. 

No.  32,627.— Gilbert  Jessup,  of  Chapinville,  N.  Y,— Improvement  in  Seeding-Ma- 
chines, — ^Patent  dated  June  25,  1861. — This  invention  consists  in  a  method  of  constructing 
and  operating  the  seeding-rollers  so  that  fine  and  coarse  seed  may  be  sown  from  the  same 
hopper,  and  the  seed  at  tl^  same  time  be  prevented  from  breaking  or  crushing. 

Claim. — ^The  combination  of  a  secding-wheel,  having  a  tooth-face  and  channelled  side, 
with  the  casting  F  G  or  holding-frame,  with  two  seed  entrances,  for  the  purpose  of  sowing 
fine  or  coarse  seed  from  the  same  hopper,  substantially  as  described. 

No.  32,628.— Davoust  Kern,  of  York,  Ft^^bnproved  Process  of  Preparing  the  Flank- 
ing of  Leather  for  Soling — Patent  dated  June  25,  1861. — The  process  claimed  in  this  inven- 
tion consists  in  placing  the  strips  of  the  flanking  of  leather  in  heated  water  until  softened, 
when  they  are  taken  out  and  thoroughly  worked  or  rubbed.  Thev  are  then  pressed  between 
two  heated  metallic  plates,  when  they  are  allowed  to  cool,  the  object  being  to  render  them 
susceptible  of  packing  and  compression  without  spreading,  so  that  they  become  solid  with 
uniform  surfaces. 

Claim.— The  prescribed  manner  or  process  of  treating  or  preparing  the  flanking  of  all  and 
every  kind  of  leather  used  for  soling  Loots,  shoes,  &.c. ;  also  for  bolting,  likewise  for  cards, 
whether  machine,  hand,  or  otherwise,  thereby  rendering  it  useful,  substantially  in  the  man- 
ner specified,  described,  and  set  forth. 

No.  32,629.— Charles  Korh,  of  Meriden,  Coim,—Improved  Machine  for  Dressing 
Leather. — Patent  dated  June  25,  1861. — In  the  frame  of  the  machine  are  ioumaled  a  drum 
and  a  number  of  rollers,  around  which  is  stretched  an  endless  belt  clirrving  knives,  which  are 
secured  to  a  frame  projecting  laterally  on  each  side  of  the  belt.  The  knives  are  held  to  their 
work  by  a  pressor  formed  with  guides  to  receive  and  guide  the  ends  of  the  knife  frame,  and 
depressed  with  a  greater  or  less  force  by  means  of  a  system  of  levers  operated  by  a  treadle. 
Pivoted  adjustably  to  the  bed  of  the  machine  is  a  bar  S  carrying  a  piece  of  leather  or  other 
suitable  substance  for  cleaning  the  knives  at  every  revolution ;  this  bar  is  pressed  forward 
by  a  spring.  The  bench  on  which  the  leather  is  placed  is  secured  to  a  knife,  which  is  pivoted 
to  a  shde,  and  beneath  the  knee  is  arranged  a  slide  which,  in  connexion  with  a  nut,  serves  to 
secure  the  bench  at  any  desired  angle. 

Claim, — First,  the  combination  of  the  treadle  ^f,  levers  L,  and  presser  E,  the  latter  being 
constructed  with  guides  k  k\  and  employed  in  connexion  with  a  knife  or  scraper  frame  1, 
attached  to  an  endless  belt  G,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  pivoted  spring  clearer  8  «  T,  constructed  substantially  as  shown  and  described, 
and  emploved  to  clean  the  knife  during  its  continuous  motion,  as  explained. 

Third,  the  combination  of  the  pivoted  knee  n,  wedge  B,  and  slide  O,  for  a^usting  the  bench 
N,  as  exphuned. 

No.  32,630.— Jacob  Kuhn,  of  Centreville,  Pa. — Improvement  in  Machines  for  Hulling 
and  Cleaning  Clover  Seed. — Patent  dated  June  25,  1861. — ^The  teeth  of  the  cylinder  are 
formed  on  steel  plugs,  which  have  double  bevelled  rectangular  heads,  the  upper  surfaces 
having  Y-shaped  grooves  and  teeth  or  edges  cut  in  or  on  them  parallel  with  each  other. 
These  plugs  are  placed  radially  upon  the  cylinder  and  arranged  in  four  parallel  series.  The 
inner  side  of  the  concave  consists  of  alternating  bevelled  ric^s  of  double  oblique  teeth  and 
deep  narrow  grooves  to  correspond  with  the  apexes  of  the  cyh'nder  plugs.  The  hopper  is 
constructed  with  two  distinct  apartments  opening  respectively  to  the  hulling  and  to  the  clean- 
ing apartments,  so  that  any  chaff  found  among  the  hulled  seed  may  be  separated  without 
passing  the  whole  again  through  the  huller. 

Clatm, — ^First,  constructing  the  teeth  n  x,  of  the  cylinder  A,  in  the  manner  or  form  set  forth 
and  described,  the  same  being  arranged  thereon  in  relation  to  each  other  in  the  manner 
specified. 

Second,  constructing  the  inner  side  of  the  concave  B,  with  the  ridges  e  o  of  teeth,  and  the 
grooves  p  p,  between  the  said  ridges,  as  set  forth  and  described,  and  for  the  purpose  <d 
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recdying  and  opermtiiiff  in  combinatioii  with  »  rotating  cyfindtr  prorided  with  the  teeth  «  «, 
constructed  subHtantiaUj  as  described. 

Tbirdf  malciDg  the  hopper  with  the  two  distinct  apartmentt  £  £',  as  set  forth,  the  apari- 
ment  £  being  fitted  with  the  a^ustable  slide  r,  for  regulating  and  allowing  the  discharge  of 
the  contents  of  the  said  apartment  only  into  the  screen  carrier  below,  whilst  the  apartment  £' 
communicates  only  with  the  huller,  as  and  for  the  purposes  specified. 

No.  32,631  .-^A.  LebkuckeR,  of  Belleville,  lH^Imptotfmmt  in  LtArieatifig  Compound, — 
Patent  dated  June  25,  1661. — ^The  nature  of  this  invention  is  explained  by  the  claim. 

Claim, — The  lubricating  compound  derived  from  the  use  of  rosin  oil,  muriatic  acid,  sine, 
lime,  olive  oil,  and  water,  In  the  manner  herein  set  forth. 

No.  32,632.— Joel  Leb,  of  Galesburg,  Ill,^Improvem€nt  in  Water  Elevators.^VAteni 
dated  June  25,  1861. — On  the  crank  shaft  ia  an  enlargement  having  a  ffroove  in  which  is 
fitted  a  slotted  lever,  the  upper  end  of  which  is  connected  with  the  brake  oy  a  chain  passing 
over  a  puUey.  By  moving  the  crank  on  the  journal  it  becomes  disengaged  from  a  pin  in  the 
journal  so  an  to  unclutch  it  before  the  catch  is  raised  from  the  ratchet,  which  prevents  the 
backward  motion  of  the  crank  as  the  bucket  descends.  A  spring  acting  on  the  lower  end  of 
the  lever  biings  the  slot  in  the  end  of  the  crank  in  contact  with  the  pin,  thus  reclutching  it, 
and  the  catch  at  the  same  time  (alls  into  the  ratchet  by  its  own  weight. 

Claim, — First,  the  slotted  lever  N,  in  combination  with  the  brake  P,  for  the  puipose  of 
nndutching  the  crank,  as  described. 

Second,  me  combination  and  arrangement  of  the  pawl  O,  and  brake  P,  as  described,  and 
for  the  purpose  set  forth. 

Thira,  the  sprint  R,  in  combination  with  the  slotted  lever  N,  for  the  purpose  of  clutching 
the  crank  and  raismg  the  brake  from  the  catch,  thereby  permitting  it  to  fall  into  the  ratchet 
as  described. 

Fourth,  in  combination  with  the  foregoing  enumerated  devices  a  horizontal  bail  or  hoop 
placed  at  or  near  the  top  of  the  bucket  Ae,  for  the  purpose  of  preserving  the  equilibrium  of  the 
bucket,  and  offordmg  convenience  in  dipping  small  quantities  of  water  therefrom  when 
desired,  as  described. 

No.  32,633.— H.  8.  Lewis,  of  Chicago,  Uh-^ImproveMent  tn  Proee$»e$for  Rifining  Lmrd.-^ 
Patent  dated  June  25.  1861. — The  pan  is  constructed  with  a  double  bottom  inclining  down- 
wards from  the  sides  to  the  centre.  This  double  bottom  connects  with  a  steam  and  a  cold 
water  pipe,  provided  with  suitable  cocks  for  introducing  the  steam  or  the  water  for  heating 
or  cooling  the  contents  of  the  pan.  Attached  to  the  bottom  of  the  pan  are  a  series  of  pipes 
provided  with  cocks,  and  communicating  severally  with  the  pan  and  the  double  bottom,  for 
the  purpose  of  letting  ofi"  the  contents  ot  either  as  may  be  desired. 

Claim, — The  pan  having  a  double  bottom,  inclining  downwards  from  the  sides  towards  the 
centre,  and  with  an  arrangement  of  steam  and  water-pipes  C  D  D,  and  cocks  £  F  0  H  1 1, 
as  herein  described. 

No.  32,634.— Isaac  Lindsley,  of  Providence,  R.  l,^lmprovetnent  in  Loomtfor  W%momg 
Hair  Cloth, — Patent  dated  June  25,  1861. — ^This  invention  consists  in  confining  the  lengths 
of  hair  or  other  well  which,  by  a  previous  operation,  have  been  arranged  parallel  to  each 
other  in  a  bunch  or  compressed  body  at  one  end,  and  in  reciprocating  or  otherwise  changing 
the  position  of  the  said  compressed  wcfl  with  respect  to  the  device  employed  to  select  single 
lengths  therefrom,  so  that  a  dideront  portion  of  the  compressed  weft  is  presented  to  said  device 
at  each  stroke  or  motion  made  by  it,  or  at  each  successive  beat  of  the  lay,  for  the  piupoee  of 
insuring  gi^eater  certaintv  in  selecting  and  separating  a  length  of  the  weft  irom  the  romprosiod 
mass  or  bunch.  A  notched  bevei-pomted  lance  is  used  which,  beinff  plunged  into  the  cem- 
pressed  hair  or  weft  at  right  angles  to  the  parallel  lengths,  selects  Sierefrom  a  single  length, 
and  in  connexion  with  a  yielding  pad  or  arm  carries  the  length  thus  selected  to  the  proper 
position,  and  holds  the  well  in  the  notch  of  the  lance  until  it  is  seized  and  detached  therefrem 
by  the  hook,  nippers,  or  other  device,  used  to  insert  the  weft  in  the  warp  or  web.  The  said 
lance  is  caused  to  repeat  its  efibrts  to  secure  a  hair  or  length  of  the  weft  several  times  during 
a  single  beat  of  the  lay,  by  making  said  repeating  action  dependent  upon  the  failure  in  the 
first  and  succeeding  ineffectual  movements  to  secure  a  hair  or  length  bv  any  effective  auto- 
matic mechanism,  which,  in  the  absence  of  the  hair  in  the  notch  of  the  luice,  permits  ita 
movements  to  continue,  and  stops  the  same  when  a  hair  or  length  of  well  has  been  secured. 

Claim. — First,  confining  and  compressing  the  lengths  of  wen  at  one  end,  and  reciprocating 
or  otherwise  changing  the  position  of  the  compressed  position  with  respect  to  the  device  nsea 
to  select  a  single  length  therefrom,  and  present  the  end  thereof  to  the  hook,  nippers,  or  other 
device,  used  to  insert  tho  length  of  hair  or  other  material  in  the  web,  in  the  manner  and  for 
the  purpose  substantially  as  specified. 

Second,  the  lance  k^  or  its  equivalent,  substantially  as  described,  for  the  purpose  specified. 


Third,  the  yielding  pad  i,  or  its  equivalent,  in  combination  with  the  lance  Ac,  or  its  equiva- 
lent, arranged  and  operating  substantially  as  described,  for  the  purpose  specified. 
""       ■     '  '     "  '  "     "  "  "*  *  '  of  which  a  single  len(  * 

compressed  mass  or  p< 
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Fourth,  the  mode  of  operation  substantially  aa  specified,  hr  means  of  which  a  single  length 
of  the  weft,  or  several  lengths,  are  selected  and  separated  from  the  compressed  mass  or  por 
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tlon  of  tbe  weft  and  presented  to  tbe  hook,  nippers,  <Nr  other  device  used  to  insert  the  weftjn 
the  warp,  substantially  as  specified. 

Fifth,  the  mode  of  operation  substantially  as  specified,  by  means  of  which,  in  case  the  lance 
or  equivalent  device  fails,  to  select  a  length  of  the  weft  from  the  compressed  mass,  its  efforts 
to  do  so  are  in  consequence  repeated  several  times  during  a  single  beat  of  the  lay,  8ubst8j> 
tialiy  as  specified. 

No.  32,635.— Dennis  G.  Littlefieu),  of  AJbany,  N.  Y,-~Improved  Fire  Pot  for  Coal 
Stores. — Patent  dated  June  25,  1861. — ^This  invention  consists  in  constructing  the  grate  bars 
of  a  base-burning  fire  pot,  of  soapstone,  fireclay,  or  other  non-combustible  material,  secured 
between  an  upper  and  lower  ring  or  frame  of  iron. 

Claim, — In  the  construction  of  base-burning  stoves  as  arranged  and  fitted  substanTially 
according  to  the  specification  in  my  letters  patent  of  January  ^,  1854,  the  combination  of 
the  supplying  cylinder  M  with  the  rings  or  framinff  U  R,  constructed  as  described  in  tlws 
specification,  so  as  to  admit  of  the  use,  removal,  and  replacement  of  separate  bars  of  soiq^ 
iton^  fireclay,  or  analogous  heat-resisting  substances. 

No.  32,636. — John  McCormicr,  of  Madison,  Ind. — Improved  Boiling  Apparahm^-^ 
Patent  dated  June  25,  1861. — This  invention  consists  in  the  construction  of  a  vessel  of  sheek- 
copper,  having  between  its  inner  and  outer  ports  an  air-tight  chamber  nearly  filled  with 
water,  the  vessel  being  hermetically  sealed,  and  the  chamber  thus  constituting  a  fixed  pca^ 
mancnt,  unevaporating  part  of  the  vessel.  The  inventor  says:  the  strength  of  the  vessel  fci  • 
to  be  such  as  to  retain  the  water  and  air  in  the  air-tight  water-chamber,  under  a  pressure  of 
about  five  hundred  pounds  to  the  square  inch,  the  water  being  at  a  temporatui'e  of  ahgjii 
four  hundred  and  sixty-seven  degrees  Fahrenheit 

Claim. — ^An  air-tight  water-chamber  containing  water  or  its  equivalent,  said  chamber  betng 
hermetically  sealed,  thereby  retaining  its  contents,  thus  constituting  them  a  fixed,  permanent, 
unevaporating  part  of  the  apparatus,  as  set  forth  and  for  the  purposes  specified  m  the  for- 
going specification. 

No.  32,637.— Samuel  Metzler,  of  Naperville,  TH.^-Improved  Belt  Coupling. ^TatejiX 
dated  June  25,  1861. — ^This  invention  consists  in  securing  the  ends  of  a  pulley  bolt,  which 
ends  are  turned  up  at  right  angles  between  two  serrated  metal  plates  rounded  at  their  lo\^r 
inner  edges  and  fastened  together  by  means  of  screw  bolts. 

Claim, — ^The  combination  with  the  ends  of  a  pulley  belt  C,  of  the  two  metal  plates  A  A, 
and  the  screw-bolts  B  B,  the  said  parts  being  constructed  and  applied  in  the  manner  and  foi 
the  purpose  described. 

No.  32,638.— George  A.  Mitchell,  of  Turner,  ^e,^Improvement  in  Boot  fle«/ir.— Patent 
dated  June  25,  1861. — This  invention  consists  in  securing  the  outer  and  inner  soles  and  the 
upper  between  them  firmly  together  at  the  heel  portion  of  the  shoe  or  boot  by  a  pad  of  metal 
or  other  material  covering  this  portion  of  the  soles,  and  attached  thereto  by  screws  or  rivets, 
and  to  which  the  outer  portion  of  the  heel  is  secured. 

Claim. — ^The  pad  E,  united  to  the  upper  and  soles  by  screws  or  rivets,  for  securing  the 
heel  portion  of  the  boot  or  shoe  firmly  together,  as  described,  and  for  receiving  the  heel,  to  J)B 
thereon  secured  for  the  purpose  set  forth. 

No.  32,639. — Porter  Mitchell,  of  Greenfield,  Mass. — Improved  Heating  Apparatus* — 
Patent  dated  Juno  25,*  1861. — Attached  to  the  exit  flue  of  a  stove  or  furnace  is  a  metallic 
drum,  within  which  are  two  or  more  inclined  plates  so  arranged  as  to  cause  the  products  of 
combustion  to  be  rejected  back  and  forth  between  the  plates  and  the  inner  surface  of  the 
drum.  At  the  inner  junction  of  the  inclined  plates  is  a  damper  for  preventing  the  direct 
passage  of  tbe  smoke,  <SuC.,  to  tbe  chimney. 

Claim. — ^The  combinatien  with  and  an-angement  in  relation  to  each  and  every  pair  of  de- 
flectors of  a  damper,  whereby  direct  communication  of  the  fire  chamber  with  the  exit  flue 
may  be  established  or  not  at  pleasure. 

No.  32,640.— n.  W.  Morse  and  H.  A.  Morse,  of  Canton,  ^aas,-— Improvement  in- 
Tobacco  Cutters, — Patent  dated  June  25,  1861. — This  device  consists  of  two  toothed  sectors 
and  two  curved  racks,  a  stationary  and  a  movable  cam  with  their  rests  and  guides,  combined, 
with  a  lever  and  knife  carrier  so  as  to  give  considerable  power  to  a  draw  cut. 

Claim. — An  improved  tobacco  cutter,  as  constructed,  with  two  curved  racks  a  a',  two 
toothed  sections  b  b\  and  the  stationary  and  movable  cams  H  I',  and  rests  T  I,  arranged  and 
combined  with  the  lever  D,  frame  B,  and  the  kuife  caiTier  C,  and  so  as  to  operate  substan- 
tially as  described. 

No.  32,641. — H.  A.  and  L.  B.  Myers,  of  Elmore,  Ohio. — Improvement  in  Grain  Drills.-— 
Patent  dated  June  25,  1861. — Attached  to  the  under  side  of  the  floor  of  the  seed-box  is  the- 
base  of  a  conical  shelf,  which,  in  connexion  with  the  piston  when  depressed,  forms  a  pocket 
into  which  the  seed  is  discharged,  from  which  the  seed  is  in  turn  discharged  on  the  return^ 
motion  of  the  piston,  by  which  means  a  uniform  and  accurate  measure  is  secured. 
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Claim.—The  conical  ihelf  v,  with  the  up  and  down  moTement  of  the  piston,  as  and  for 
fhe  purpose  described. 

No.  92,642.— Mark  S.  Palmer,  of  New  Bedford,  Maas^^tmprovtd  Machine  for  Filling 
and  Folding  Medical  Potoder  Paper 3, ^PaJbeot  dated  June  25,  1861.— This  invention  relates 
to  improvements  in  macliinery  for  preparing  strips  of  paper,  filling  them  with  certain  qu^i- 
tities  of  powder,  and  folding  up  the  papers  containing  the  powders  in  a  proper  shape  for 
medical  purposes.  The  size  of  the  parts  which  receive  and  fold  the  papers  maj  be  varied  so 
as  to  adapt  the  machine  for  folding  papers  of  different  size. 

The  construction  of  the  mechamttm  does  not  admit  of  a  brief  description. 

Claim, — First,  the  feed-roller  D,  bed  plate  E',  spring  pressure  plate  D2,  and  knife  D3,  in 
combination  With  the  reciprocating  fingers  or  pins  «2  e2  working  in  slots  through  the  lower 
plate  E,  all  arranged  with  relation  to  the  folding  box,  and  operating  substantially  as  herein 
described. 

Second,  the  folding  box,  constructed  with  jointed  folding  sides  F  F^  operating  as  de- 
scribed, in  combination  with  the  reciprocating  bottom  plate  L2,  and  its  side  lK>ttom  plates  e4 
fid,  as  set  forth. 

Third,  the  pressing  or  creasing  block  H,  operating  between  suitaile  guides  A  A,  when  said 

block  is  arranged  in  relation  to  the  folding  box,  and  operates  as  described,  to  crease  the 

paper  preparatory  to  the  folding  operation ;  and,  ui  combination  with  creasine  head,  the 

the  holding  fingers  it  «,  or  their  equivalents,  operating  substantially  as  and  for  the  purposes 

.  sot  forth. 

Fourth,  in  connexion  with  creasing  head  H,  the  plunger  J;  and  in  combination  with 
this  plunger  the  hollow  stem  or  tube  I,  tube  m,  case  /,  reciprocating  measuring  block  M,  aiul 
helper  b'f  all  arranged  and  operating  conjointly,  substantially  as  herein  described. 

No.  32,643.— George  Parr,  of  Buffalo,  N.  Y,— Improved  Camp  CAese.— Patent  dated 
June  25,  1861. — ^The  chest  is  made  in  two  parts,  hinged  together,  and  provided  with  folding 
.  logs,  arranged  in  such  a  manner  as  to  readily  convert  the  chest  into  a  table. 

Claim, — A  camp  chest  constructed  in  two  parts  A  and  B,  having  folding  legs  D  hinged 
(thereto  as  shown  at  «,  with  springs  F,  (or  hooks,)  for  holding  the  legs  in  a  perpendicular 
^position,  for  the  purposes  and  substantially  as  described. 

No.  32,644.— R.  H.  Peck  and  E.  M.  Oippord,  of  Wolcott,  Yt.-~Improved  Tub  and  Pail 
Machine, — ^Patent  dated  June  25,.  Ib61. — Fitted  to  a  socket  upon  one  end  of  a  spindle  is  a 
.mandrel  resting  on  a  proper  bearing,  and  with  its  outer  end  of  a  proper  size  and  form  to  re- 
-.ceive  a  tub  or  paiL  Supported  in  the  main  frame  is  a  swinging  frame  carrying  two  knives 
which  cut  the  ends  of  the  tub  to  the  proper  length.  Rests  are  provided  at  each  end  of  the 
.machine  for  supporting  the  necessary  tools  iised  while  the  parts  are  rotating. 

Claim, — The  arrangement  of  the  mandrel  G,  the  swinging  frame  U,  carrying  the  knives 
.A. and  A,  the  damp  F  L,  and  the  rests  I  and  N,  substantiaUy  as  and  for  the  purpose  set  forth. 

No.  32,645.— C.  H.  Perkins,  of  Providence,  R.  I.— /mproted  Machine  for  Making  Horse- 
.shoes. — Patent  dated  June  25,  1861. — This  invention  relates  to  machinery  for  making  horse- 
shoes, by  which  the  bar  is  hammered  and  drawn  into  proper  shape  by  a  succession  ot  blows, 
.  and  it  consists  in  an  arrangement  of  devices  for  fashioning  the  shoe  from  a  bar  of  metal,  and 
.a  means  of  arresting  the  fall  of  the  hammer  at  certain  periods,  and  thereby  preventing  the 
*'half  blow'*  which  is  incident  to  the  operation  of  1^  hammers  worked  by  a  tappet  shaft  or 
**  wild  cat." 

Claim, — I^t,  the  combination  and  arrangement  of  a  separate  hammer  and  creaser  with 
.  a  single  helve,  so  that  while  one  is  at  a  state  of  rest  and  disconnected  from  the  helve,  the 
the  otoer  shall  be  connected  therewith  and  capable  of  being  operated  by  it  independently  of 
•the  other,  substantially  as  described. 

Second,  the  use  of  a  separate  hammer  and  creaser  capable  of  acting  independently  of  each 
•  other  in  combination  with  the  instmments  for  giving  the  first  bend  to  the  shoe  blank,  sub- 
stontially  as  described. 

Third,  constructing  the  face  of  the  hammer  with  a  raised  rim,  as  described,  for  the  purpose 
ot'  ^ving  shape  to  the  shoe,  and  also  for  facilitating  the  escape  of  the  scale  as  it  is  formed. 

h  ourth,  the  combination  of  the  prongs  26,  and  scraper  27,  or  their  equivalents,  for  the 
purpose  of  removing  the  shoe  aAer  it  has  been  finished,  applied  and  operated  substantially 
as  described. 

Fifth,  the  mode  of  operation  substantially  as  specified,  bv  means  of  which  the  prop  is  re- 
moved from  the  hammer  helve  to  permit  the  operations  of  plating  and  creasing  the  shoe  to 
be  per£6rmed,  and  at  such  times  relatively  to  tne  revolution  of  the  wild-cat  as  to  prevent  a 
halt  blow  from  the  hammer,  as  set  forth. 

No.  32,646.— T.  W.  Porter,  of  Bangor,  Maine.— /m/woremcut  in  Ox  yoAes.— Patent 
dated  June  25,  1861. — The  yoke  is  formed  of  two  pieces,  the  lower  one  of  which  has  a 
greater  curvature  than  the  other.  Between  the  ends  of  the  yoke  are  pieces  of  wood,  the 
grain  of  which  is  placed  transversely  to  that  of  the  two  curved  pieces.  A  sliding  bolt  is 
secured  to  the  upper  part  of  the  yoke,  and  serves  to  hold  the  bow. 
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Claim, — ^First,  tbe  pieces  A  and  B,  in  the  constraction  of  ox  yokes,  when  arranged  snb- 
stantiallj  as  described. 

Second,  forming  the  ends  of  yokes  of  two  or  more  lajere  of  wood,  the  grain  or  fiber  of  one 
or  more  layer  or  myers  being  placed  transyersely  to  that  of  the  other  or  others,  substantially 
as  described. 

Third,  forming  that  part  of  the  yoke  which  bears  npon  the  neck  of  the  ox,  by  bending  the 
wood  so  that  the  direction  or  curvature  of  the  grain  or  fiber  shall  conform  to  the  cttrratore  of 
said  part  of  the  yoke. 

Fourth,  the  bow  holder  or  pin,  when  osed  in  combination  with  the  yoke,  substantially  aa 
described  and  for  the  purpose  specified. 

No.  32,647. — J.  A.  Preston,  of  Boston,  Mass. — Improvement  in  BottU  STofpsrs.— Patent 
dated  June  25, 1861. — ^The  valve  and  its  stem  consists  of  a  glass  ball  bloym  upon  the  top  of  a 
rod,  which  is  thm  inserted  in  the  mouth-piece  of  the  bottle,  the  lower  end  of  the  rod  oeing 
heated^  so  that  it  may  be  bent  and  prevented  from  falling  out 

Claim. — ^A  bottle  stopper  made  with  its  valve  and  valve  stem  entirely  of  glass^  as  set  forth 
for  the  purpose  specifiea. 

No.  32,648.— George  Race,  of  Norwich,  N.  Y. —Improvement  in  Water  Elevators.— 
Patent  dated  June  25,  1861. — ^This  invention  consists  in  the  employment  of  a  ratchet  placed 
loosely  on  the  windlass  shafl,  in  connexion  with  a  wheel  attached  permanently  to  the  wind- 
lass shaft,  and  enclosed  within  a  barrel  attached  to  the  ratchet,  said  wheel  being  acted  upon 
by  a  spring  and  an  eccentric  and  a  brake,  so  arranged  that  the  bucket  mav  be  elevated  by 
the  rotation  of  the  crank,  and  released  at  any  time,  so  as  to  descend  as  gradually  as  may  l>e 
desired  and  suddenly  at  any  desired  point. 

Claim. — ^The  ratchet  C,  with  barrel  d  attached,  placed  loosely  on  the  windlass  shaft  a,  In 
connexion  with  the  wheel  E  on  the  windlass  shaft  a,  and  tbe  spring  F  and  eccentric  and 
brake  G  ^  on  lever  H,  all  arranged  substantially  as  and  for  the  purpose  set  forth. 

Also,  the  pfiurticular  arrangement  of  the  spring  F,  substantially  as  shown  and  described, 
whereby  the  spring  £  is  made  to  perform  the  double  function  of  a  fricti<m  brake  and  spring, 
asset  m4h. 

No.  32,649.— George  M.  Rhoades,  of  Hamilton,  N.  Y.— Improvement  in  Machines  for 
Trimming  Teasels. — Patent  dated  June  25,  1861. — The  object  of  this  invention  is  to  remove 
the  thick  leaves  immediately  at  the  base  of  the  bur  of  teasels,  used  for  raising  the  nap  on  the 
surface  of  cloth,  which  is  effected  by  means  of  two  tubes  serrated  at  their  upper  ends,  the 
inner  one  of  which  is  made  to  revolve,  and  the  outer  made  adjustable  as  to  its  elevation. 

Claim. — First,  the  employment  of  a  revolving  tube  c,  provided  with  one  of  more  teeth  as 
described,  and  for  the  purposes  set  forth. 

Second,  surrounding  tube  c,  with  an  adjustable  outer  tube  I,  substantially  in  the  manner 
and  for  the  purposes  set  forth. 

Third,  retaimng  the  outer  tube  I  at  any  desired  degree  of  elevation  by  means  of  check 
nuts  H  and  springs  F,  in  combination  with  rods  g,  substantially  as  represented  and  described. 

No.  32,650.— W.  B.  Rhoades,  of  South  Dedham,  Mass. — Improved  Clothes  Wringer. — 
Patent  dated  June  25,  1861. — To  the  upper  end  of  each  stanchion  is  hinged  a  lever  extending 
across  and  projecting  over  the  machine,  and  over  each  projecting  end  is  passed  an  India 
rubber  band  attached  to  a  pin  on  the  side  of  the  stanchion.  The  portion  of  each  lever  near 
the  hinge  is  hollowed  out,  and  rests  on  the  sliding  bearings  of  tne  upper  roller,  by  which 
means  a  considerable  range  of  motion  is  allowed  to  the  upper  roller,  and  adapts  it  to  the 
passa^  of  articles  of  different  size.     . 

Claim. — The  rolls  B  and  C,  with  the  sliding  bearings  g^  in  combination  with  the  levers  D 
and  springs  ^,  arranged  and  operating  substantially  as  set  forth. 

No.  32,651.— N.  H.  Richardson,  of  Fitchburg,  Mass.— Improved  Ratan  Machine^— 
Patent  dcUed  June  25,  1861. — ^A  pair  of  auxiliary  feed  rolls  are  so  arranged  in  advance  of  the 
scraping  cutters  that  they  may  oe  separated  simultaneously  with  the  cutters  when  a  stick 
enters,  and  may  be  swung  out  of  the  way  when  it  becomes  necessary  to  get  at  the  scrapers 
id  adjust  or  sharpen  them.  These  rolls  are  made  slightly  smaller  in  diameter  than  those  on 
the  other  side  of  the  scrapers,  in  order  that  the  ratan  may  be  strained  tight  and  kept  straight 
at  the  point  between  the  rolls. 

Claim, — ^First,  the  rolls  K,  in  combmation  with  the  rolls  H  upon  the  opposite  side  of  the 
scrapers,  when  the  former  K  are  of  slightly  smaller  diameter  than  the  latter  H,  as  set  forth 
for  tbe  purpose  exphUned. 

Second,  so  connecting  the  scrapers  with  the  fiBed  roUs  in  advance  of  them  by  means  of  the 
connexions  described,  or  their  substantial  equivalents,  that  they  shall  be  simultaneously 
s^>arated  for  the  entrance  of  the  ratan,  as  set  forth  for  the  purpose  described. 

No.  32,652. — C.  W.  Saladee,  of  Pine  island,  Texas. — Improvement  in  Steam  Ploughs. — 
Patent  dated  June  25,  1861. — ^The  nature  of  this  inventiou  will  be  understood  from  the 
chum.    It  does  not  admit  of  a  brief  description. 
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Claim. — ^First,  the  combination  of  the  several  parts  shown  and  described,  for  the  purpose 
of  combining  in  one  machine  the  facilities  of  ploughing,  sowing  the  seed,  rolling  and  narro\v- 
ing  at  one  operation,  as  well  as  to  perform  either  of  these  objects  separate  and  apart  from  the 
(rthers. 

Second,  the  peculiar  construction  and  arrangement  of  the  ploughs  i  and  colters  Y,  Fig.  1, 
in  combination  wi^  the  angle  iron  ring  brace  u,  in  the  manner  and  for  the  purpose  shown 
und  described. 

Third,  extending  the  jwints  z  of  the  colters  Y  Y,  Fig.  1,  out  beyond  the  line  or  cbcfe 
described  by  the  points  of  the  ploughs,  in  the  manner  and  for  the  importantpurpose  set  forth. 

Fourth,  the  radius  bars  O  O,  Fig.  1,  but  more  particularly  shown  in  Fig.  3,  shaft  Q  Q, 
shifting  pinions  S  8,  in  combination  with  the  crank-shaft  L  and  revolving  drums  C  C,  for  the 
purpose  of  regulating  the  advance  of  the  machine  in  proportion  to  the  cut  made  upon  tbe 
ground  at  each  revolution  of  the  ploughs,  and  for  the  additional  purpose  of  throwing  out  of 
gear  cither  one  or  both  of  the  drums  C  C,  to  facilitate  the  turning  of  the  machine,  as  shown 
ami  described. 

No  32,653.— Herman  ScimODER,  of  New  York,  N.  Y.^Improrement  in  Breech-Loading 
Fire- Arms. — Patent  dated  June  25,  1861. — ^The  movable  breech  pin  is  formed  with  a  rack  on 
hs  under  side,  whose  teeth  engage  with  those  of  a  segmental  pinion  on  tbe  end  of  the  lever 
ffuard,  by  means  of  which  the  lock  is  cocked,  and,  at  tbe  same  time,  the  breach  of  the  barrel 
IS  released,  so  that  it  may  be  thrown  upward  to  receive  the  charge.  The  movable  breech 
has  sunk  in  its  face  an  annular  chamber  of  V  form  in  its  cross  sections  for  the  reception  of 
the  charge.  Shoulders  are  formed  upon  the  dog  to  which  the  needle  stock  is  jointed,  to 
acuest  the  forward  motion  of  the  needle  when  the  lock  is  sprung. 

Claim. — First,  the  movable  breech  pin  F,  when  operating  as  described,  to  cock  the  lock 
and  lock  the  barrel. 

Second,  the  movable  breech  pin,  operating  as  described,  in  combination  with  the  expao- 
filve  annular  char^  chamber  f,  as  ana  for  the  purpose  specified. 

Third,  the  shomders  A  on  the  dog  G,  as  and.  for  the  purpose  set  forth. 

No.  32,654.— WiLUAM  F.  Sheldon,  of  East  Mendon,  N.  Y. --Improvement  Jin  Melo^ 
deons. — Patent  dated  June  25,  1861. — ^The  object  of  this  invention  is  to  enable  the  players 
of  little  experience  to  play  in  different  keys,  and  the  invention  consists  in  a  movable  key- 
board so  applied  and  combined  with  reeds  that,  by  the  aid  of  a  fixed  scale  in  front  of  wtd 
key-board,  it  may  be  set  to  play  in  any  desu^d  key. 

Claim. — First,  a  movable  key-board,  so  combined  with  the  reeds  of  a  melodeon,  or  the 
equivalent  parts  of  any  other  instrument,  that,  by  the  aid  of  a  fixed  scale,  it  may  be  set  to 
play  in  difierent  keys,  substantially  as  specified. 

becond,  combining  the  so-applied  movable  key-board  with  the  reeds,  or  their  equivalent, 
by  means  of  interposed  levers  L  L,  applied  and  operating  substantially  as  specified. 

Third,  the  horizontal  screw  M,  applied  in  combination  with  the  movable  key-board,  sub- 
Btantially  as  described,  to  adjust  it  to  or  hold  it  in  any  desired  position. 

No.  32,655. — M.  A.  Shepard,  of  Bridgeport,  T\\. — Improvement  in  Water  Elevators^ — 
Patent  dated  June  25,  1861. — A  rectangular  case  is  divided  by  a  vertical  central  partition 
into  two  compartments,  and  each  compartment  is  provided  with  inclined  partitions,  the  par- 
titions of  one  compartment  having  a  reverse  position  to  that  of  the  other,  and  the  compart- 
ments communicating  with  each  other,  so  that  by  oscillating  the  case  water  may  be  elevated 
fram  the  bottom  to  point  of  dlschar^  at  the  upper  part. 

Claim. — An  osciUating  or  swingmg  box  C,  divided  into  two  compartments  c  c  by  a  central 
p€«-tition  bf  and  said  compartments  subdivided  into  compartments  e  e'  by  partirions  //,.  the 
compartments  c  e*  commtmicating  with  each  other  by  openings  g  g',  and  all  aixanged  to 
operate  substantially  as  and  for  the  purpose  set  forth. 

No.  32,656.— D.  H.  Shirley,  of  Boston,  Mass. — Improvement  in  Skates.— -FAtent  dated 
June  25,  1861. — The  rear  portion  of  the  heel  part  of  the  body  of  the  skate  has  cast  to  it  on 
the  under  side  a  screw  box,  through  which  fits  a  screw  having  a  head  at  its  rear  end.  which 
laps  over  the  heel  part  of  the  skate,  so  as  to  bear  against  the  heel  of  the  boot,  and  lock  tbe 
slmto  to  the  heel.  The  forward  part  of  the  bodv  is  provided  with  a  top  cap,  and  a  eet-oft  at 
the  heel  has  spikes  which  enter  the  front  of  the  heeL 

Claim, — ^First,  the  arrangement  of  the  screw  box  to  the  heel-locking  screw  below  the  heel 
portion  of  the  body  of  the  skate,  essentially  as  shown  and  described. 

Second,  securing  the  skate  at  the  heel  oy  the  button  or  head  of  the  heel  screw,  arranged 
and  applied  to  gripe  on  or  aj^inst  the  heel  of  the  boot  or  shoe,  as  set  forth. 

Third,  the  combination  of  a  heel-locking  screw  with  a  step  or  set-off  in  the  body  of  the 
i(kato  in  front  of  the  heel,  and  fitted  with  nrongs  or  spikes  to  gear  with  the  front  of  the  hjeol 
of  the  boot  or  shoe,  substantiallv  as  specined. 

Fourth,  the  combination  of  the  heel-locking  screw,  spiked  set-off  or  step  to  the  body  in 
firont  of  the  heel  and  toe  cap,  all  for  operation  together,  essentially  as  set  forth. 
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No.  32,657.— H.  T.  StanaRD,  of  Wayne,  Ulch,— Improvement  in  Sash  Ho^^fert.— Patent 
dated  June  25,  1861. — ^Thls  invention  consists  in  fastening  the  sash  by  pressing  any  elastic 
substance  against  it  by  means  of  a  lever  and  cam. 

Claim. — The  cam  H,  lever  L,  and  elastic  substance  F,  all  arranged  and  operating  as 
specified. 

No.  32,658. — ^Leopold  Thomas,  of  Allegheny,  Pa. — Improvement  in  Valves, — Patent 
dated  June  25,  ld61. — The  object  of  this  invention,  the  nature  of  which  is  expressed  in  the 
dium,  is  to  secure  the  certain  and  prompt  opening  and  closing  of  the  upper  valve  or  valvB 
in  the  plunger,  which  in  oil  wells  is  frequently  prevented  in  pumps  of  ordinary  construe 
tion,  owing  to  the  upward  presure  of  gas  issuing  from  the  well. 

Claim, — Attaching  the  piston-rod  of  lifting  pumps,  by  which  the  plunger  is  operated,  to 
the  upper  valve  itself,  in  such  a  manner  as  that  the  first  part  of  the  motion  of  the  piston-rod, 
either  on  its  up  or  down  stroke,  shall  be  to  open  or  close  the  valve,  as  the  case  may  be,  while 
the  plunger  itself  is  moved  by  the  further  stroke  of  the  piston-rod,  substantially  in  the 
manner  Ascribed. 

No.  32,659. — J.  A.  Whitney,  of  Maryland,  N.  Y. — Improvement  in  Brakes  for  Vehicles, — 
Patent  dated  June  25,  1861. — Arranged  on  the  reach  of  toe  wagon  are  two  levers  capable  of 
being  connected  together  or  disconnected  at  pleasure,  one  of  said  levers  beinep  pivoted  to  a 
longitudinally  sliding  bar  which  is  connected  to  and  moves  the  brake  bar,  and  the  other  lever 
being  connected  to  the  draught-pole  by  means  of  two  chains  passing,  one  above  and  the 
other  below  the  axletree,  so  tnat,  when  the  two  levers  are  connected  together,  the  rise  and 
fi^l  of  the  draught-pole  will  actuate  the  brake  bar.  When  the  levers  are  disconnected,  tbe 
brake  bar  may  be  operated  by  hand. 

Claim, — ^The  combination  of  the  levers  g  and  h  A,  their  arms  gl  g2j  k,  pivoted  together 
by  loose  pin  m,  connected  to  the  brake  bar  E,  and  operated  by  the  movements  of  the  draughl- 
pole  D ,  substantially  as  described  and  shown. 

No.  32,660.— W.  F.  Wickersh.\m,  of  St.  Louis,  Mo. — Improved  Excavating  Machine. — 
Patent  dated  June  25,  1861. — Combined  with  a  common  dumping  cart  is  an  excavating 
devator  consisting  of  a  series  of  buckets  united  by  an  endless  chain.  At  the  rear  of  the 
main  frame  is  secured  a  curved  scraper,  which  is  placed  so  as  to  gather  the  dirt  as  the  machine 
moves  forward ;  the  dirt  is  then  taken  from  the  scrapers  by  the  revolving  buckets  and  die- 
diarged  into  the  dumping  cart,  which  ma^  then  be  detached  from  the  elevator  and  dumped. 
A  leader  may  be  fixed  to  the  upper  part  ot  the  frame  when  the  machine  is  used  for  ditchingi 
to  deliver  the  dirt  on.  the  side  of  the  ditch. 

Claim, — ^The  arrangement  and  combination  of  the  frame  C,  the  elevators  H,  the  leader  P, 
the  scraper  J,  and  the  cart  M,  the  whole  to  be  constructed  jointly,  substantially  in  the  manner 
described  for  the  purpose  specified. 

No.  32,661.— M.  D.  Wilder,  of  Laporte,  Ind.— Improvement  in  Water  Elevators  for 
Cattle. — Patent  dated  June  25,  1861.— fhis  invention  consists  in  the  employment  of  an 
aimular  apron  placed  on  a  carriage  and  circular  track,  in  connexion  with  a  fence  enclosing 
the  annular  apron,  and  a  pump,  the  operating  mechanism  of  which  is  so  arranged  that,  as 
the  carriage  is  moved  by  an  ammal  stepping  upon  it,  water  is  forced  up  through  a  tube  into 
an  annular  trough,  and  from  thence  into  a  straight  trough.  On  a  bar  connected  with  the 
annular  trough  is  secured  a  glass  vessel  containin||^  water,  but  inaccessible  to  the  animal,  and 
is  designed  as  a  decoy  or  deception-glass  to  entice  the  animal  up  the  inclined  part  of  the 
aaxnular  apron. 

Claim. — First,  the  carriage  0  placed  on  a  circular  track  B,  in  connexion  with  the  annular 
spron  D,  frame  J,  fence  K,  and  pump  formed  of  the  reciprocating  tube  Q,  plunger  R,  and 
cylinder  S,  the  pump  being  operated  from  the  carriage  C,  and  all  arranged  substantially  as 
and  for  the  purpose  set  forth. 

Second,  the  arrangement,  as  shown,  of  the  aimular  trough  L,  straight  trough  M,  and  sta- 
tionary curved  discharge  pipe  V,  whereby  the  water  is  discharge  into  the  straight  trough  M, 
the  motion  of  the  trough  not  interfering  with  the  proper  delivery  of  the  water. 

Third,  the  arrangement  of  the  shaft  E,  crank  pulley  F,  connecting  rod  P,  collar  O,  and 
rotating  tube  H,  substantially  as  shown,  to  serve  as  a  means  for  communicating  power  from 
the  carriage  C  to  the  pump. 

Fourth,  the  employment  or  use  of  the  decoy  vessel  N,  when  used  in  connexion  with  a  pump 
snd  its  operating  mechanism,  substantially  as  and  for  the  purpose  specified. 

No.  32,662. — J.  D.  Custer,  of  Norristown,  Pa.,  assignor  to  Wm.  McNiece,  of  Consho- 
hoeken,  Pa. — Improvement  in  Cutting  Sato-teeth. — Patent  dated  June  25, 1861. — Bolted  upon 
the  front  of  the  frame  are  two  dovetailed  castings  in  which  the  plunger  works.  The  said 
plunger  has  a  slot  or  chamber  cast  in  it,  in  which  is  placed  the  toothing  punch  T.  In  the 
^pper  part  of  the  plunging  chamber  is  fitted  a  female  screw,  in  which  the  feeding  screw 
works,  so  as  to  feea  down  the  punch.  The  lower  toothing  punch  K  is  held  in  a  slot  or  cham- 
ber in  the  L-shaped  casting  ou  which  the  table  rests. 

Claim. — The  combination  of  the  plunger  G  G,  and  its  long  screw  and  longiipt  4,  with  the 
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toothing  punches  J  K,  all  substantially  as  desciibed  and  shown,  for  toothing  and  setting 
saws. 

No.  32,663.— nj.  E.  Earle,  of  Brooklyn,  N.  T.,  assfffnor  to  Himself  and  Samuel  Hath- 
away, of  New  York,  N.  Y. — Improvement  in  Machines  for  making  Tape  Trimming, — Patent 
dated  June  25,  1861. — ^The  nature  of  this  invention  consists  in  folding  the  tape  or  other 
ribbon,  by  means  of  pincers  or  folders  formed  of  plates  or  wires,  or  their  equivalents,  so 
arranged  as  at  the  rignt  moment  to  move  into  and  clasp  the  tape,  and,  by  a  whole  or  partial 
revolution  of  the  folders,  to  fold  the  tape  to  the  required  form  or  angle,  then  withdrawing, 
when  a  second  pair  of  folders,  in  like  manner  as  the  first,  enters  and  lays  the  second  fold  anj 
withdraws,  and  the  successive  folders  continuing  to  do  so  until  the  required  folds  are  laid, 
and  the  web  of  the  tape  brought  back  to  the  place  of  beginning.  A  device  is  employed  for 
untwisting  the  tape  by  means  of  a  continuous  revolution  given  to  the  holder  upon  wmch  the 
tape  is  placed. 

Claim. — ^The  folders  D  E  F  G  and  H,  or  their  equivalents,  constructed  and  operating  ia 
the  manner  and  for  the  purpose  substantially  as  specified. 

Also,  the  combination  described  of  folding  instruments  D  E  F.G  and  H,  the  pressers  E 
and  F',  and  the  continuously  rotating  spool-holder  H^  all  constructed  and  operating  together 
in  the  manner  and  for  the  purpose  set  forth. 

Also,  in  combination  with  a  folding  instrument,  operating  substantially  as  described,  the 
carrier  D',  rotating  therewith,  for  the  purpose  set  forth. 

Also,  in  combination  with  a  folding  instrument  D  and  carrier  D^  a  holder  C\  operating  in 
the  manner  and  for  the  purpose  specified. 

No.  32,664.— D.  R.  Gamble,  assignor  to  Himself  and  J.  M.  Connel,  of  Newark,  O.— 
Improved  Washing  Machine. — Patent  dated  June  25,  1861. — ^Atthe  lower  end  of  the  revolving 
shaft  are  secured  arms  upon  which  are  arraug^ed  alternately  balls  and  fluted  rollers,  and  on 
the  inside  and  bottom  of  the  tub  are  fluted  projections,  against  which  the  clothes  are  rubbed 
by  the  revolution  of  the  arms. 

Claim, — ^The  special  arrangement  of  the  roller  or  balls  a'  b\  with  the  revolving  arms,  in 
combination  with  the  ribs  or  projections  g^  upon  the  side  and  bottom  of  the  tub  and  cover, 
when  used  and  operating  for  the  purpose  set  forth. 

No  32,665.— W.  R.  Kay  and  H.  E.  Kay,  of  Westerly,  R.  I.,  assignors  to  Themselree 
and  B.  D.  Kay,  of  Fall  River,  Mass.— /mprorcd  Car-BraJtc.— Patent  dated  June  25,  1861. — 
This  invention  relates  to  a  car-brake,  by  which  the  momentum  or  force  exerted  by  a  car 
being  brought  to  a  state  of  rest  is  stored  up  in  a  spring,  to  be  given  out  again  in  starting. 
Mounted  loo-ely  on  the  axle  of  the  car  are  two  drums  or  wheels,  so  connectod  to  each  other 
and  to  the  axle  by  suitable  gearing,  that  when  the  brake  is  applied  to  one  to  stop  its  motion 
the  motion  of  the  axle  is  transferred  to  the  other  through  the  gearing,  causing  it  to  turn  in  a 
direction  opposite  to  that  of  the  axle,  and  thereby  wind  up  a  sprin?.  When  the  brake  is 
removed  from  the  first  drum,  the  spring  tends  to  rotate  the  second  arum  in  the  direction  of 
the  axle.    This  action  takes  place  when  the  car  is  moving  in  either  direction. 

Claim. — First,  the  biake- wheel  D,  drum  C,  and  axle  6,  so  combined  and  connected,  by 
means  of  suitable  geanng,  substantially  as  described,  that  when  the  brake  is  applied  to  the 
brake-wheel  D,  the  drum  C  is  caused  to  turn  in  a  direction  opposite  to  that  of  the  axle,  and 
thereby  to  wind  up  the  spring  L,  or  its  equivalent,  substantially  as  and  for  the  purpose  set 
forth. 

Second,  the  ratchet  levers  P  and  P',  in  combination  with  the  pawls  N  and  N',  and  cham 
H.  or  its  equivalent,  so  arranged  that  the  winding  of  the  chain  on  the  drum  C  in  either  direo* 
tion  brings  into  pla^  the  proper  pawl,  as  set  forth. 

Third,  the  multi-jointea  strap  R  Z,  in  combination  with  the  spring  U,  levers  V  and  V,  and 
link  9,  the  whole  operating  together  substantially  as  and  for  the  purpose  specified. 

Fourth,  the  combination  of  the  toggle  W  W,  the  levers  V  and  V',  the  tie  c,  and  the  jointed 
or  flexible  strap  R,  substantially  as  and  for  the  purpose  set  forth. 

TS^o.  32,666.— William  Lape,  assignor  to  Himself  and  Frederick  R.  Stow,  of  Troy, 
N.  Y. — Improvement  in  Ploughs, — ^Patent  dated  Juue25,  1861. •:— The  novelty  of  this  inven- 
tion consists  in  the  method  ot  uniting  the  parts  together,  the  inventor  disclaiming  **any  of 
the  parts  or  modes  independent  of  the  rest.*^ 

Claim. — ^A  plough  having^  its  landside  A,  share  B,  moldboard  C,  and  beam  D,  all  con- 
structed and  united  together  in  the  manner  shown  and  described. 

No.  32,667.— W.  G.  Mackay,  of  New  York,  N.  Y.,  assignor  to  P.  P.  Comen,  of  Bridge- 
field.  Conn.— Machine  for  Bronzing  Wall-Paper,  ^c— Patent  dated  June  25,  1861.— This 
invention  consists  in  an  arrangement  of  feeding-rollers,  brushes,  and  beaters,  with  a  hopper 
to  contain  the  bronzing  powder,  and  from  which  this  powder  is  suitably  supplied  to  the  sized 
or  printed  surface  of  the  paper  as  the  latter  is  drawn  through  a  trough  arranged  under  the 
hopper  to  receive  the  wash  bronze.  Within  the  endless  apron  are  arranged  two  whipping- 
plates,  used  in  making  flock  paper,  and  are  made  to  stiike  the  apron  with  sufficient  rapidity 
and  force  to  cause  the  flock  to  adhere  closely  to  the  sized  figures  on  the  paper. 
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Claim, — ^The  arrangement  of  the  trough  C,  bronze-distribntor  E,  whipping-plate  H,  and 
endless  apron  F,  when  arranged  and  operated  in  the  manner  described  and  &t  the  purp^^ 
specified. 

In  combination  with  the  same,  the  whipping-plates  K  E,  when  arranged  and  operated  In 
the  manner  described  and  for  the  purpose  as  set  forth. 

No.  32,668.— nj.  W.  OsBORKE,  of  Melbourne,  England,  assignor  to  S.  T.  Hooper,  of 
Charlestowu,  Mass. — Imvrotement  in  Photography, — Patent  dat^  June  25,  1861. — This  JJfc- 
Tention  is  explained  by  toe  claim. 

Claim, — First,  the  preparation  and  use,  in  making  photolithographic  transfers,  of  a  pap^ 
prepared  by  applying,  in  conjunction  with  the  sensitizmg  substances  or  preceding  their  ap- 
plications, a  coatmg  of  albiunen  to  the  surface  of  the  paper,  and  coagulatmg  the  albumen  jit> 
applied  by  heat,  in  the  manner  and  for  the  j)urposes  descnbed. 

Second,  the  use  and  application  of  gelatine,  in  conjunction  with  albumen,  for  the  formation 
of  the  coating  of  organic  matter  applied  to  Uie  surface  of  photolithographic  transfer  papct, 
which  gelatine,  by  its  swelling  prox)ertie8  when  acted  upon  by  moisture,  enables  me  to  ohu^ 
the  result  described. 

No.  32,669.-0.  W.  Richardson,  assignor  to  Himself  and  Robert  Glover,  of  Grayviltei 
111. — Improvement  in  Harvesters, — Patent  dated  June  25,  1861. — ^The  bracket-frame  consists 
of  a  metal  bar  bent  in  loop  form  at  its  back  part,  and  having  its  left  arm  bent  downward  ana 
underneath  the  draueht-pole,  the  said  arm  extending  obliquely  downward,  and  having  a  fingc»> 
bar  attached  at  right  angles  to  its  lower  end.  The  shafl  to  which  the  sickle  is  attached  jk 
actuated  by  a  series  of  gear-wheels  connecting  with  the  driving-wheel.  The  driver**  seat  b 
secured  to  uprights  on  the  arm  of  the  bracket-frame  over  the  ude  of  the  driving-wheel,  and 
80  balanced  that  the  driver,  by  leaning  back  his  bodv,  will  cause  the  finger-bar  to  rise. 

Claim, — The  arrangement  and  combination  of  the  bracket-frame  G,  draught-pule  A,  atJyd 
driver's  seat  S  with  the  gearing  D  £  0  N  and  shaft  M,  substantially  as  and  for  me  purpope 
set  forth. 

No.  32,670.— G.  H.  Smith,  assiffnor  to  S.  O.  Smith,  of  Rochester,  N.  Y.—Improvem«mt 
in  Gas  Regulators, — Patent  dated  June  25,  1661. — ^This  invention  is  explained  by  the  claim 
and  engravingf 

Claim, — First,  the  employment  in  portable  gas  regulators  of  a  long  cylindrical  vaT^ 
operating  as  described,  and  moved  longitudinally,  by  means  of  the  back  pressure  of  the  gas 
upon  an  overcharged  cushion  of  confined  air,  to  the  covering  of  which  the  valve  is  connected. 

Second,  attachiug  the  valve  to  one  leaf  of  a  double  diaphragm,  or  to  a  ring  of  rubber  attached 
to  the  single  diaphragm,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,671.— William  F.  Trowbridge,  assignor  to  F.  Bingham  &  Co.,  of  Feltonvilte, 
Mass. — Improved  Machine  for  Skiving  Boot  and  Shoe  Soles. — Patent  dated  June  25,  1861*— 
This  invention  consists  of  a  machine  in  which  a  rapidly-revolving  cutter-head  carries  suitabte 
plane-irons  or  cutters  to  reduce  the  stock,  and  a  collar  made  adjustable  towards  and  from  the 
cutter-head,  by  means  of  a  screw-shafl,  to  regulate  the  thickness  to  which  the  leather  is  to  be 
leduced. 

Claim, — ^The  skiving  machine,  consisting  essentially  of  the  revolving  cutter-head  F  jffld 
•cyu'table  collar  K,  arranged  and  operating  substantially  as  described. 

No.  32,672.— Bernard  Ackerman,  of  New  York,  N.  Y,— Improvement  in  LithographU 
Power- Presses, — ^Patent  dated  July  2,  1861. — The  nature  of  this  invention  will  be  understood 
from  the  claims.    It  does  not  admit  of  a  brief  description. 

Claim, — ^First,  the  manner  of  setting  the  tympan-frame  N  and  tvmpan  N',  gapers  XT',  4bc., 
in  motion  without  interrupting  the  motion  of  the  gears  K,  and  therefore  leaving  them-  cai>- 
tinually  ^red  with  the  racks  i,  substantially  as  described. 

Second,  the  manner  of  operating  the  scraper  Q'  by  means  of  the  cam  O,  attached  to  Q^ 
revolving  tympan-frame  N,  or  part  thereof,  which  cam  is  connected  to  the  scraper-box  P  by 
means  of  a  dovetailed  pin  and  roller  set  in  motion  by  said  cam  O,  or  its  equivalent,  the  wlu4e 
as  described. 

Third,  the  method  of  fastening  the  scraper  Q'  in  the  scraper-box  by  means  of  the  vice-shaped 
pieces  Q. 

Fourth,  the  maimer  of  adjusting  the  bed  G  receiving  the  stone  H  bv  means  of  the  doubte 
wedge  F'  moved  by  a  screw,  so  that  by  turning  the  screw  forward  or  backward  the  bed  G  is 
raised  or  lowered.    The  same  arrangement  also  used  for  regulating  the  pressure. 

Fiflh,  the  manner  of  carrying  the  sheet  of  paper  off  after  the  gripers  U  have  let  loose  by 
means  of  the  rollers  r  »,  the  arms  q,  and  cam  T,  attached  to  the  tympan-frame  N,  or  part 
thereof,  and  operating  substantially  as  described. 

Sixth,  the  disposition  of  the  double  ink-fountain,  two  cylinders  and  four  rollers  rolling  the 
ttone,  the  whole  disposed  in  reference  to  cylinder  L,  as  shown  and  described. 

Seventh,  the  manner  of  operating  the  caniage  F  by  means  of  the  two  internal  racks  E  aod 
guides  £',  the  whole  as  described. 
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£lghth,  the  manner  of  operating  the  By  by  means  of  the  inclined  slotted  lever  Y,  the  roller  n, 
the  connecting  pieces  x  and  y^  substantial!  v  as  described. 

Ninth,  the  position  of  the  damping  roller  8  behind  the  cylinder,  in  order  to  get  a  better 
damping  of  the  stone,  such  rolling  over  the  stone  both  ways,  whereas,  being  in  liont  of  the 
cylinder  L,  it  can  roll  but  once  over  the  stone. 

Na  32,673.— Augustus  Adams,  of  Sandwich,  HI. — Improved  Horse- Poiwr.— Patent  dated 
f  uly  2,  1861. — ^This  invention  consists  in  attaching  the  levers  for  teams  so  that  there  will  be 
only  a  rotary  strain  commtmicated  to  the  main  shaft,  which  may  be  transferred  to  the  driving 
pulleys  by  any  one  of  three  chanjgos  of  gearing  which  give  motion  to  three  shafts  at  various 
rates  of  speed,  according  to  the  size  of  the  gearing. 

Claim. — The  attachment  of  each  of  the  drivinfl^  levers  to  the  opposite  sides  of  the  crown 
of  the  driving-wheel,  in  the  manner  described  and  for  the  purpose  specified. 

Also,  the  shifting  shaft  n,  when  used  for  transmitting  the  motion  of  either  of  two  or  moie 
i^olving  shafts,  substantially  as  and  for  the  purpose  oescribed. 

No.  32,674. — ^Walter  Aiken,  of  Franklin,  N.  H. — Improvement  in  Knitting  Machines. — 
Patent  dated  Julv  2,  18C1. — This  invention  consists  in  a  combination  of  devices  to  operate 
the  rollers  and  take  up  the  labric  knit  by  the  machine,  and  also  to  stop  the  machine  when  the 
ftitches  run  off  the  needles. 

Claim. — In  knitting  machines  the  vibrating  frame  E,  with  its  system  of  gearing  and  frie- 
t^on  pulleys,  for  alternately  operating  and  releasing  the  take-up  rollers,  substantially  as  above 
described. 

Also,  operating  the  belt-shidin^  apparatus,  by  means  of  the  vibration  of  the  take-up  fi-ame 
£,  through  the  action  of  the  adjustable  pin  or  screw  e,  on  the  latch  a,  and  its  connexions, 
fubstantially  as  described. 

No.  32,675. — Charles  H.  Alsop,  of  Middletown,  Conn. — Imj^roved  Chuck  for  Boring  Fire-' 
Arm  Cylinders. — Patent  dated  July  2,  1801. — The  object  of  this  invention  is  to  secure  the 
boring  of  all  the  chambers  of  the  rotating  cylinders  of  fire-arms  in  a  true  circle  concentric 
to  the  axis  of  the  cylinder,  by  means  of  a  certain  device  combined  with  a  revolving  eccentric 
chuck  for  holding  the  cylinder  in  the  requisite  relation  to  the  axis  of  revolution  of  the  chuck, 
fmd  permitting  it  to  be  turned  to  drill  or  bore  the  several  chambers.  * 

Claim. — The  cylindrical  clamp  E,  with  its  flexible  jaws  A,  conical  external  portion  i  t,  and 
lAtemally  conical  ring  F,  the  lever  H,  and  stirrup-screw  J,  or  their  equivalent,  and  the  rigid 
central  pin  K,  the  whole  combined  and  applied  in  connexion  with  the  eccentric  plate  C  of  the 
lathe  chuck,  substantially  as  and  for  the  purpose  specified. 

No.  32,676.— N.  Aubin,  of  Albany,  N.  Y. — Improvement  in  Dry  GaS'Uolders.^Tateui 
dated  July  2,  1861. — The  g^-holder  consists  of  two  parts,  the  lower  part  beinff  made  of 
metal  or  other  proper  substance  in  the  form  of  an  inverted  tiimcated  cone  closed  at  its  lower  end. 
The  upper  part  consists  of  a  flexible  material  corresponding  in  form  to  the  lower  part  to  which 
it  is  securely  attached  so  as  to  render  it  gas-tight,  and  within  which  it  is  made  to  fit  when 
the  vessel  is  empty.  Its  upper  part  is  provid^  with  a  disc  of  wood  or  metal  of  sufficient 
weight  to  secure  a  constant  and  regular  pressure  of  the  gas.  When  the  holder  is  empty  the 
dj^c  on  the  upoer  part  rests  upon  the  bottom  of  the  lower  part 

Claim. — A  dry  gas-holder  composed  of  a  lower  and  rigid  vessel  and  an  upper  flexible  ves- 
sel attached  each  to  the  other,  and  constructed  and  operating  substantially  in  the  manner 
described,  by  the  combined  action  of  the  pressure  of  the  gas  and  that  of  a  disc  or  weight, 
and  this  urespective  of  the  precise  method  of  attaching  the  edge  of  one  vessel  to  the  edge  of 
th^  other. 

^No.  32,677.— Jerome  and  Gilbert  Bacox,  of  Medina,  Wls.-^Improved  Washing  Ma- 
diine. — Patent  dated  July  2;  1861. — The  pounders  ai*o  secured  to  a  common  crank,  from 
which  they  extend  in  opposite  directions  towards  the  ends  of  the  box,  moving  alternately  in 
cpposite  directions.  The  boxes  in  which  the  crank-shaft  is  joumalled  slide  in  grooves  in  the 
mde  of  the  tub,  and  are  held  in  the  centre  of  the  grooves  by  means  of  springs,  so  that  when 
subjected  to  pressure  from  either  side  the  boxes  are  moved  in  either  direction. 

Claim. — 'The  arrangement  of  the  self-adjusting  sliding  journal  boxes  D,  in  combination 
irith  the  crank-shail  C,  pounders  A  A,  and  tub  B,  constructed  and  operating  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  32,678.— Charles  Bentz,  of  Mindenville,  N.  Y.— Improvement  in  Whiffle-tree  Hooks.-^ 
Patent  dated  July  2, 1861. — ^This  device  is  designed  more  particularly  for  detaching  tow-lines 
from  tow-horses  on  canals.  The  end  of  the  tow-line  is  attached  to  the  cock-eye  G,  which  is 
Oeld  in  position  by  means  of  a  lever  and  spring.  By  raising  the  lever  the  cock-eye  is  loosened 
anA  the  tow-line  released. 

(Claim. — ^Tho  arrangement  of  the  spring  H,  cock-eye  G,  lever  F,  and  bed-piece  B,  when 
f}iey  are  attached  to  the  whiffie-tree  A,  and  made  to  operate  in  the  manner  and  for  the  pur- 
poses within  described. 
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Ko.  32,679. — Charles  N.  Brock,  of  Philadelphia,  Ta. — hnprovemmt  in  Apparatus  for 
Revicifying  Bone-Black, — Patent  dated  July  2,  1861. — The  receiving  vessel  into  which  the 
burnt  bone  is  introduced  through  the  supply  pipe  is  constructed  witn  its  lower  portion  per- 
forated and  in  the  form  of  an  inverted  brustum  of'  a  cone,  having  a  central  opening  at  its 
bottom  for  the  entrance  of  an  upward  current  of  air  and  for  the  outlet  of  the  grains  ot  bone- 
black.  Above  the  lower  opening  is  a  screen.  The  upper  part  of  the  vessel  is  connected  by 
means  of  a  pipe  with  a  suitably  arranged  exhausting  blower,  which  serves  to  draw  off  the 
dust-like  impurities  when  the  dry  burnt  bone-black  falls  through  the  lower  part  of  the  vessel. 

Claim, — The  combination  of  the  perforated  receiving  vessel  A  and  diaphragm  or  screen  £, 
with  the  supply  pipe  or  vessel  D,  the  air-pipe  B,  and  mn  C,  substantially  in  the  manner  and 
for  the  purpose  snown  and  described. 

No.  32,680. — Charles  Busher,  of  Philadelphia,  Pa. — Improved  Machine  for  Loading 
Coal,  Sfc, — Patent  dated  July  2,  1861. — Near  the  upper  part  of  an  elevator  frame  is  arranged 
one  end  of  an  endless  conveyor,  the  other  end  of  which  is  supported  b^  a  frame.  To  ,this 
latter  frame  is  connected  one  end  of  a  second  conveyor  having  its  opposite  end  resting  upon 
a  circular  railway,  by  which  means  coal  may  be  taken  from  one  point  and  delivered  at  any 
other  desired  point  within  range  of  the  second  conveyor. 

Claim, — First,  the  arran^ment  of  an  elevator  B  and  conveyor  D,  with  a  circular  moving 
conveyor  H,  substantially  m  the  manner  and  for  the  purpose  described. 

Second,  the  arrangement  of  the  conveyor  H,  capable  of  turning  at  one  end  around  a  centre, 
and  supporting  the  other  end  upon  a  circular  railway,  in  the  manner  and  for  the  purpose 
herein  described. 

No.  32,681.— Thomas  Castor,  of  Philadelphia,  T&,-^Improvement  in  Opening  Railroad 
Car  Doors. — Patent  dated  July  2,  1861. — ^This  invention  consists  in  so  arranging  double- 
sliding  doors  at  the  rear  of  the  car,  and  operated  by  means  of  connecting  rods  and  levers  as 
to  be  under  the  control  of  the  driver  in  front  and  thus  dispense  with  the  services  of  a  con- 
ductor. 

Claim. — The  combination  of  the  lever  C,  upon  the  front  of  the  car,  and  the  double-sliding 
doors  B  B,  when  connected  by  a  suitable  combination  of  levers  to  open  and  close  the  doors, 
substantially  as  herein  described. 

No.  32,682.— Frank  Colligon,  of  Buffalo,  N.  Y,^Improved  Steam  Boiler.— Tatent 
dated  July  2,  1861. — The  nature  of  this  invention  is  set  forth  in  the  claim.  The  two  boilers 
are  connected  together  in  such  a  manner  that  the  supplemental  boiler  may  be  easily  removed 
without  interfering  with  the  operation  of  the  other  alter  its  removal. 

Claim. — The  arrangement  of  a  supplemental  flue  boiler  within  the  large  flue  space  of  an 
ordinary  steam  boiler,  and  connecting  the  two  boilers  together  in  such  a  manner  that  the 
flame  and  heat  from  the  fire  shall  first  pass  through  the  flues  of  and  around  the  supplemental 
boiler  and  be  then  returned  under  the  outer  boiler  to  near  its  front  end,  and  thence  returned 
over  the  sides  of  the  outer  boiler  to  the  chimney,  and  so  that  the  water  and  steam  may  freely 
pass  from  one  boiler  to  the  other,  for  the  purposes  and  substantially  as  described. 

Also,  connecting  the  supplemental  boiler  to  the  outer  boiler  by  means  of  the  pipes  G  H  I, 
in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

No.  32,683.— William  F.  Converse,  of  Harrison,  O.— Improved  Bed  Bottom.— Fatent 
dated  Julv  2,  1861. — The  right  lines  of  a  longitudinally  stretched  cord  or  wire  are  converted 
into  a  senes  of  lateral  or  diagonal  deflections  in  successively  opposite  directions.  By  connect- 
ing them  together  alternately  at  intervals  by  means  of  open  links  the  cord  may  be  kept  con- 
stantly tightened  without  the  necessity  of  removing  or  loosening  the  cords  from  the  pin*. 

Claim, — ^First,  forming  a  tight,  elastic  cord  or  wire  bottom  for  beds,  chairs,  lounges,  &c., 
by  forcing  and  securing  the  cord  or  wire  into  a  series  of  alternate  deflections  by  means  of  the 
open  link  D,  substantially  as  described. 

Second,  the  pin.  Fig.  2,  and  strips  a  a'  b  b',  constructed  and  attached  substantially  as  and 
for  the  purpose  stated. 

No.  32,684.— D.  A.  Danforth  and  William  A.  Wilkinson,  of  Elkhart,  Jnd.— Improve- 
ment in  Stump  Extractors, — Patent  dated  July  2,  1861. — Secured  to  the  axle  of  two  broad 
wheels  or  rollers  is  a  lever  to  which  are  attached  in  front  of  the  axle  two  braces  or  pawls  en- 
gaging with  cogs  upon  the  wheels,  by  means  of  which  the  wheels  are  caused  to  turn  with 
the  lever.  Near  the  end  of  the  lever  is  attached,  bv  means  of  two  movable  iron  straps,  a  bite 
or  check  formed  with  three  sides  of  different  lengths,  so  as  to  render  it  adjustable  tu  grubs  or 
stumps  of  different  sizes,  and  operates  in  connexion  with  a  hook  attached  loosely  to  Uic  axle. 

Claim, — The  arrangement  of  the  lever  L  and  braces  P  P,  in  connexion  with  cog-wheels  J, 
movable  check  or  bite  B,  and  hook  C,  all  being  arranged  and  secured  as  set  forth  in  this  ap- 
plication and  described  in  the  drawings. 

No.  32,685. — J.  A.  De  Brame,  of  New  York,  N.  Y.— Improvement  in  Fire- Arms. — Patent 
dated  July  2, 1861. — This  invention  consists  in  constructing  the  barrel  of  a  piece  of  ordnance 
or  dnskiarm  with  a  portion  of  its  length  commencing  at  any  point  in  front  of  the  chamboEjind 
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extending  to  within  any  distance  from  the  mozzle,  with  a  series  of  openings  extending  hi  a 
lougitadinal  direction,  leaving  only  metal  enough  to  guide  the  projectile. 

Claim, — First,  the  constraction  of  anj  portion  ofthe  lenmi  of  the  barrel  of  a  piece  of 
ordnance  or  fire-arm,  of  skeleton  form,  substantiall  j  as  specined. 

Second,  the  combination  in  a  piece  of  ordnance  or  me- arm  with  a  movable  chambeivd 
breech  of  a  chamber  or  chambers  of  ordinary  construction — that  is  to  say,  without  openings 
in  the  sides,  and  a  stationaiy  barrel  of  skeleton  form,  substantially  as  spedfied. 

No.  32,686.— Frank  Dibben,  of  New  York,  N.  Y.-^hnprovement  in  tU  Method  ofAnud- 
gamaiin^  Ores  of  the  Pr9ciou$  MetalM.—FateDt  dated  July  2,  1861.— The  nature  of  this  iih 
vention  is  explained  by  the  claim. 

Claim. — ^Tne  process  of  amalgamating  a  precious  metal  contained  in  a  finely  divided  matrix 
by  depositing  or  ** throwing  down"  mercurv  Uiereon  from  a  soluble  salt  of  mercury  by  local 
electro-chemical  action  induced  between  the  precious  metal  and  particles  of  sine  or  other 
suitable  material  distributed  throughout  the  mass  to  serve  as  a  positive  pole  or  a  node,  sub 
staotiaUy  as  and  for  the  purpose  set  forth. 

No.  32,687.— Andrew  Foster,  of  New  York,  N.  Y.—Impraved  Bedstead.-^VaUint  dated 
July  2,  1861. — ^The  longitudinal  slats  rest  upon  S-shaped  springs  supported  upon  the  end 
pieces  of  the  bedstead,  the  under  side  of  the  slats  being  provided  with  screws  wnich  play  ia 
slots  in  the  upper  ends  of  the  springs. 

Claim, — A  bedstead  constructed  as  shown,  in  combination  with  the  8-shaped  springa  and 
dat^  the  whole  arranged  and  operated  as  and  for  the  purpose  set  forth. 

No.  32,688.— J.  8.  Foster,  of  Vallicita,  CaL—hnptwed  Machine  for  Felling  Treeo.-^ 
Potent  dated  July  2,  18G1. — To  the  projecting  ends  of  a  sliding  carriage  is  attached  a  re- 
movable cutter  made  with  two  cutting  edges,  and  to  which  a  rotary  motion  is  given  by  means 
of  a  belt  and  pulleys.  The  frame  is  seci]^  to  the  tree  by  means  of  adjustable  screws  which 
damp  the  tree  on  either  side.  The  cutter  is  kept  up  to  its  work  by  means  of  a  weight  al^ 
tached  to  a  cord  which  is  connected  to  the  sliding  carriage. 

Claim. — ^The  carria^  C,  carrying  the  cutter  G  and  the  pulleys  £  s,  for  operating  this  eul- 
ter,  in  combination  with  the  weight  6,  frame  C,  and  clamps  A  A,  all  arranged  and  operating 
substantially  as  and  for  the  purposes  specified.  v 

No.  32,689.— John  Gault,  of  Boston,  Mass. — Imfrof>ed  Projectilee  for  Or<2itafice.— PatonI 
dated  July  2,  1861. — ^The  projectile  is  constructed  with  two  or  more  movable  sections  formed 
by  a  longitudinal  division  of  its  body,  and  hinp^d  at  the  base  or  rear  end  of  the  projectile, 
fitted  with  a  band  to  keep  the  sections  together  in  compact  form  previous  to  the  insertion  of 
the  projectile  in  the  gun  and  during  the  first  part  of  its  flighty  and  with  a  cavitv  or  chamber 
within  and  between  the  said  sections,  to  contain  a  charge  of  powder  to  be  fired  by  a  fuse,  for 
the  purpose  of  bursting  the  said  band  and  spreading  the  sections  by  its  explosion.  The 
movable  sections  are  made  hollow  to  contain  gunpowder,  and  with  vents  leading  to  the 
chamber,  that  the  charges  in  said  sections  may  l^  fired  by  fuses  i^ited  by  the  explosion  of 
the  charge  in  the  said  chamber,  for  the  purpose  of  bursting  the  said  sections  into  n^gments, 
and  scattering  them  in  all  directions  in  a  suitable  time  alter  the  spreading  of  the  sections. 

Claim. — First,  the  combination  of  the  hinged  movable  sections  A  A,  and  the  chamber  6, 
to  contain  a  charge  of  powder  within  said  sections,  substantially  as  and  (at  the  purpose  set 
forth. 

Second,  the  soft-metal  band  D,  fitted  to  a  ^oove  s  c,  in  the  said  hinged  movable  sections 
A  A,  and  serving  the  two  purposes  of  confimng  the  said  sections  and  a  packing-ring,  sub- 
stantially OS  herein  specified. 

Third,  the  combination  with  the  movable  sections  A  A  of  the  breeching  £,  applied  sub- 
8tantiallv  as  and  for  the  purpose  herein  spedfied. 

Fourth,  the  construction  of  the  movable  sections  A  A  with  chambers  G  G,  connected  with 
the  central  chamber  b  by  vents  jj,  substantially  as  and  for  the  purpose  described. 

No.  32,690.— Andrew  Hartupee,  of  Pittsburgh,  TA,^Improvement  in  Valve  Oear  for 
Steam- Engines. — Patent  dated  July  2, 1861. — ^Tho  lifters  for  the  puppet  valves  are  constructed 
of  such  a  shape  that  they  will  raise  the  levers  of  the  valves  by  rolling  in  contact  or  nearly  so, 
for  the  purpose  not  only  of  savins  friction  and  avoiding  the  wearing  away  of  the  litler  and 
lever,  but  by  applying  the  force  of  the  lifter  at  the  commencement  of  the  stroke  to  the  end  of 
the  lever,  instead  of  near  its  centxe,  effecting  a  saving  of  power  and  increasing  the  efficiency 
of  the  engine. 

Claim.— The  use  of  lifters  for  puppet  valves  of  steam-en^nes  so  constructed  and  arranged, 
in  relation  to  the  shaft  on  which  they  are  placed  and  by  which  they  are  operated,  as  that  their 
extremities  shall  be  in  the  line  of  an  arc  of  a  circle,  the  tangential  point  of  which,  where  U 
intersects  said  shaft,  shall  pass  within  the  circumference  of  the  shaft,  and  dther  through  its 
axis  or  near  thereto,  for  the  purpose  hereinbefore  set  forth. 

No.  32,691.— J.  C.  Henderson,  of  Albany,  N.  Y.— Improvement  in  5<ore».— Patent  dated 
July  2,  lb61. — This  invention  is  designed  as  au  improvement  upon  the  stove  patented  to  t^ 
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Bud  Henderson  Maj  1,  1860,  and  it  consists  in  an  arrangement  of  fines  in  connexion  with 
two  ovenSf  so  that  the  latter  maj  be  nsed  separately  for  custinct  operations,  or  may  both  be 
heated  almost  uniformljr  to  perfonn  corresponding^  duties.  In  front  of  the  grate  is  a  registei, 
fitted  in  such  a  manner  that  a  roaster  can  be  appBed  to  the  front  of  the  stove,  and  rec6iye.tbe 
direct  rajs  of  heat  from  the  fire  in  the  erate. 

Claim. — First,  the  arrangement  of  the  ovens  %  Ae,  and  fines  n  n  and  pt  and  damper  2,  in^be 
manner  and  for  the  purpose  specified. 

Second,  the  arrangement  of  the  deflector  r  and  plates  >  t,  in  combination  with  the  flues  p 
and  n  n,  for  directing  the  draught  as  it  passes  around  the  oven  ^  so  as  to  equalize  the  h^at, 
as  set  forth. 

Third,  the  arrangement  of  the  giate  gj  firont  plate  z,  and  register  5  4,  in  the  mannerjind 
for  the  purpose  specified. 

No.  32,692.— David  Hinkle,  of  New  Pittsburg,  Ohio.— /m^myvemciK  in  Clover  Hof- 
vegters, — Patent  dated  Julj  2,  1861. — ^The  packing  attachment  is  connected  to  the  cran]i- 
shaft  upon  which  the  reel  is  fastened  bj  means  of  loops ;  as  the  reel  revolves,  the  packing 
attachment  catches  the  clover  which  has  been  gathered,  and  packs  it  back  in  the  box  fioom 
whence  it  is  taken.  Guides  are  secured  to  each  side  of  the  box  for  the  purpose  of  directing 
the  motion  of  the  packing  attachment  Secured  to  one  or  more  of  the  wings  of  the  reel  aoe 
serrated  knives,  for  the  purpose  of  nippin?  off  the  heads  of  the  clover  as  they  are  caught 
between  teeth  secured  to  the  bottom  of  the  m>nt  part  of  the  box.  By  means  of  a  pivoted  lever 
the  front  part  of  the  machine  can  be  elevated  or  lowered  so  as  to  be  adjusted  to  the  leng^^of 
the  clover. 

Claim. — ^First,  the  employment  of  the  packing  attachment  F,  arranged  and  operate  fai 
conjunction  with  reel  B,  substantially  as  and  for  the  purpose  set  forth. 

I^ond,  the  arrangement  of  the  packing  attachment  F,  in  combination  with  guides  7f  i, 
reel  B,  knife  a,  and  lever  Q,  when  all  shall  be  constructed  and  operated  in  the  mannei  and 
for  the  purpose  specified. 

No.  32,693. — G.  C.  Howard,  of  Philadephia,  Pa. — Improvement  in  Machines  for  Perfo- 
tatinf  Paper. — ^Patent  dated  July  2, 1861. — ^This  invention  relates  to  that  class  of  perforating 
machines  in  which  a  number  of  vertically  reciprocating  punches  are  used,  and  the  improve- 
ment consists  in  a  reciprocating  cross-head  carrying  amustable  plates  with  punches,  in  con>- 
bination  with  adjustable  stripper  and  guide  plates  and  lower  adjustable  periorated  plates,  all 
80  constructed  and  arranged  as  to  admit  of  ready  adjustment  Combined  with  the  recipro- 
cating punches  is  an  endless  i^ron  and  certain  endless  bands  f<»r  conveying  the  sheet  to  be 
perforated  from  the  endless  apron  to  a  proper  position  to  be  acted  upon  by  the  punches.  By 
means  of  a  le^r,  in  connexion  with  a  small  arm  on  the  driving-sbafl  and  a  notched  strap  bar, 
the  strap  is  passed  from  the  fast  to  the  loose  pulley,  and  the  machine  stopped  at  a  given  point 
of  its  movement  The  devices  under  Uie  fifth  claim  are  designed  for  regulating  the  exteotof 
movement  of  the  feeding  apparatus. 

Claim. — First,  the  reciprocating  cross-head  H,  its  a<yustable  plates  I  and  I',  with  their 
punches,  in  combination  with  the  adjustable  perforated  stripper  plates  J  and  J',  and  the  ad- 
justable plates  M  and  M',  the  whole  constructed  and  arranged  substantially  as  set  forth,  for 
the  purpose  specified. 

Second,  in  combination  with  the  vertically  reciprocating  nunches,  the  endless  apron  R  and 
endless  carrying  bands  d2  and  e,  arranged  and  operated  substantially  as  and  for  the  puippse 
8et  forth. 

Third,  registering  the  sheet  prior  to  being  submitted  to  the  action  of  the  punches,  by  means 
of  the  pnnted  matter  on  the  sheet,  with  the  aid  of  any  convenient  number  of  registering  arms 
9 10  and  11,  or  their  equivalents,  as  described. 

Fourth,  the  lever  w  hung  to  the  frame  of  the  machine,  in  combination  with  the  arm  2^on 
the  driving  shaft,  and  the  notched  strap-bar  t,  for  the  purpose  specified.  ^ 

Fifth,  the  arm  4,  the  weighted  dog  5,  or  its  equivalent,  and  the  adjustable  arm  3,  or  Ub 
equivalent,  in  combination  with  the  feed* wheel  6,  the  whole  being  arranged  and  operating 
substantially  as  and  fknr  the  purpose  set  forth. 

No.  32,694.— Wm.  8.  Hudson,  of  Paterson,  N.  J. ^Improvement  in  Mant^acturing  Tube 
Sheets  for  Boilers, — ^Patent  dated  July  2,  1861. — This  invention  relates  to  the  manulactuie 
of  locomotives  and  other  similar  boilers,  which  require  to  be  thick  at  their  upper  parts  wheie 
the  tubes  are  tmited  thereto,  and  to  be  thin  at  their  lower  parts,  and  the  improvement  is  de- 
signed to  supersede  the  usual  process  of  hammering  down  the  metal  to  produce  the  thin  part, 
while  only  tbe  thick  part  could  be  rolled  into  proper  form. 

Claim. — ^The  descnbed  method  of  producing  a  rolled  metal  sheet,  one  part  of  which  is  uni- 
fonnly  of  one  thickness,  and  another  part  of  which  is  uniformly  of  another  and  different  thick- 
ness— that  is  to  sa^,  first  rolling  the  entire  sheet  to  the  thickness  required  for  the  thick  portion, 
and  afterward  rollmg  two  sheets  with  the  portions  required  to  be  thinner,  superposed. pne 
upon  the  other,  substantially  as  set  forth. 

No.  32,695.— John  HcrrcnisoN,  of  Matteawan,  N.  Y.— Improved  Boat. — Patent  dated 
July  2,  lti61. — ^This  invention  is  explained  by  the  claim. 
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Claim, — ^A  boat  A,  made  of  splints  a  of  hickory,  or  other  Buitable  wood,  connected  -and 
woN'cn  together  in  the  manner  of  ordinary  basket  work,  and  strengthened  by  a  keel  6,  and 
longitudinal  central  strip  c,  and  by  a  gunwale  e,  and  covered  over  with  India-rubber  clotbor 
Other  water-tight  material,  all  in  the  maimer  shown  and  described. 

No.  32,696.~T.  A.  JEBB  and  Abner  Cutler,  of  Buffalo,  N.  Y.-^Itnprovui  Skate.— Vhttnt 
dated  July  2,  ISiil. — Secured  to  the  back  of  the  leg  by  a  strap  is  a  flat  spring  made  in  two 
parts  connected  by  loops  or  slides,  so  that  the  parts  may  slide  upon  each  other  and  be  made 
adjustable  to  any  desired  len^h.  The  lower  end  of  the  spring  is  fastened  to  the  socket  of  the 
heel  plate  ijy  a  screw,  the  object  being  to  support  the  leg  and  ankle  in  the  forward  and  bacli> 
WBTu  movement  Upon  the  skate  runner  is  a  heel  support,  which  is  provided  with  a  groove, 
80  as  to  slide  upon  the  runner  and  be  made  adjustable  to  feet  of  different  lengths.  A  similar 
support  is  provided  for  the  ball  of  the  foot,  and  may  be  secured  to  the  skate  runner  by  means 
of  a  metallic  stirrup  instead  of  bolts. 

Claim, — First,  tne  combination  of  the  spring  I  with  the  skate,  the  said  sprint  and  sk^ 
being  so  constructed  and  used  that  the  said  spring  shall  bo  placed  back  of  the  leg,  andr  be 
connected  to  the  leg  and  heel  of  the  skate  for  tne  puiposes  ana  substantially  as  set  forth. 

Second,  a  heel  sujpport  c\  made  longitudinally  adjustable  on  the  skate  runner,  in  combhia- 
tion  with  the  metallic  stirrup  H,  for  the  purposes  and  substantially  as  described. 

No.  32,697.— T.  A.  Jebb,  of  Buffalo,  N.  Y,— Improved  CAum.— Patent  dated  July  2, 
1861. — Within  the  body  of  the  chum  are  placed  three  tubes,  two  of  which  are  open  at  the 
top  and  closed  at  the  bottom  to  receive  and  hold  water ;  the  other  tube  is  made  open  at  the 
top  and  bottom  so  as  to  allow  a  current  of  air  to  pass  down  through  it  into  the  cieam.  Dash 
blades  are  secured  to  the  shall  to  revolve  under  and  between  the  tubes. 

Claim, — The  described  arrangement  of  the  water  tubes  A  A,  air  tube  B,  and  dash  blades 
Q  G  G,  within  the  chum  tub,  so  that  a  space  mav  be  left  between  the  said  tubes  and  the  sides 
of  the  chum  tub,  and  so  that  the  lower  dash  blade  shall  revolve  under  the  lower  ends  of  said 
tabes,  while  the  other  dash  blades  shall  revolve  in  the  space  between  said  tubes,  as  set  forth. 

No.  32,698.— Nathaniel  Johnson,  of  New  York,  N.  Y.-^Improved  Camp-Stod.—'P&tent 
dated  July  2,  1861. — ^The  legs  of  the  stool  are  provided  with  a  concave  recess  upon  their 
inner  sides,  within  which  recess  is  a  central  ball  of  iron  or  hard  wood,  which  is  secured  to  the 
logs  by  means  of  screws  and  nuts. 

Claim. — The  use  or  employment  of  the  central  ball  B,  in  combination  with  the  legs  AAA 
and  seat  C,  when  the  same  shall  be  constructed  and  operated  as  specified,  for  the  purpose 
i|)ecified. 

No.  32,699.— A.  W.  P.  Ladd,  of  San  Francisco,  CeX.— Improved  Faucet  for  Beer  Bar- 
rei«.— Patent  dated  July  2,  1861.— The  faucet  is  made  with  an  auger  on  its  inner  end,  by 
which  a  hole  is  bored  into  the  cask.  The  outer  end  of  the  faucet  is  provided  with  a  hom  or 
projection  which,  with  the  nozzle,  serves  as  a  handle  to  turn  the  auger. 

Claim. — The  combination  of  e  faucet  and  auger  B  with  a  hom  or  pipjection  C,  when 
MiBOged  in  relation  to  each  other  as  and  for  the  j)urpose  described. 

No.  32,700.— John  E.  Layton,  of  Pittsburgh,  Ta,— Improvement  in  Ftrep/a<:e«.— Patent 

dated  July  2,  1861.— This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — The  arrangement,  in  the  constraction  of  open  fireplaces,  of  a  fare-basket  placed 
in  front  of  the  throat  of  the  flue,  a  back  wall  sloping  backward  from  the  top  of  the  fire-basket 
to^  back  of  the  throat,  and  the  throat  also  sloping  backward,  as  descrili^ 

No.  32,701.— John  Lippincott,  of  Pittsburgh,  Pa. — Improvement  in  the  Manufacture  of 
Shorels  and  Spades, — Patent  dated  July  2, 1861. — The  object  of  this  invention  is  to  give  to  the 
spade  or  shovel  a  fine  polish,  at  a  great  reduction  in  cost  over  the  usual  method  of  polishing,  and 
torender  them  proof  against  rust  during  ti*ansportation  or  storage. 

Claim,— U&^ng  shovels  or  spades  with  an  exterior  coating  of  tin,  as  a  new  article  of 
manufacture. 

No.  32,702.— James  McIntyre,  of  New  York,  N.  Y. —Improvement  in  Bomb  Sheila,— 
Patent  dated  July  2,  1861. — ^The  bomb  shell  is  formed  of  two  or  more  casings  or  shells  kept 
apart  by  projections,  so  that  several  separate  and  annular  compartments  are  formed  for  con- 
taining explosive  or  inflammable  material ;  the  charges  being  expk>ded  successively  after  the 
explosion  of  the  first  space,  which  causes  the  inner  shells  to  fall  in  a  new  position,  wheca  the 
second  explosion  takes  place,  and  so  on. 

Claim. The  employment  of  two  or  more  shells  ab  c^  kept  apart  by  the  projections  Land 

8;  in  the  manner  specified,  and  forming  a  bomb,  for  the  purposes  and  as  set  forth. 

No.  32,703. — Geo.  A.  Meacham,  of  New  York,  N.  Y. — Improved  BtcMon.— Patent  dated 

July  2, 1861. ^This  invention  consists  in  constracting  covered  or  coat  buttons  with  a  rotating 

flexible  eye,  by  means  of  which  the  strain  upon  the  fastening,  caused  by  the  twisting  of  the 
button  in  buttoning  the  coat,  is  avoided. 
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Claim, — First,  a  bntton  composed  of  the  face  plate  A,  partially  open  back  B,  revolVttiff 
flexible  eye  M,  and  tbe  part  E,  or  its  eqniyalent,  for  supporting  and  retaining  M,  constrw^ed 
and  operating  together  substantially  as  and  for  the  purpose  set  forth. 

Second,  in  buttons,  substantially  of  the  character  described,  the  use  of  the  guard  e  x^pon 
thexing  £,  for  the  purpose  of  preventing  the  abrasive  action  of  B  upon  M,  as  specified. 

No.  32,704.— Joshua  Merrill,  of  Boston,  Mass.— /m^orewiciif  in  Distilling  Hydrocafhon 
Oils. — Patent  dated  July  2,  1861. — This  invention  consists  in  a  mode  of  using  caustic  alkali 
within  the  still,  and  in  direct  contact  with  the  boiline  oil,  without  suffering  it  to  lie  in  on  the 
bottom  of  the  still,  by  placing  the  alkali  in  a  pan  which  rests  on  the  bottom  of  the  still;  the 
latter,  beinff  concave,  allows  the  oil  to  circulate  under  the  bottom  of  the  pan. 

CZatm.— -The  described  mode  substantiaLly  of  using  caustic  alkali,  by  aid  of  a  pan»  t^aet 
forth. 

No.  32,705.— Joshua  Merrhx,  of  Boston,  Mass. — Improvement  in  the  Manufacture  of 
Hydrocarbon  Oils — Patent  dated  July  2,  1861.— This  invention  consists  in  the  emplovment 
of  the  acid  residues,  without  alteration,  for  the  purpose  of  aiding  in  purifying  the  oils  in  a 
diflferent  stage  of  process  of  the  manufacture.  The  acid  sludges  from  the  succeeding  treab- 
meuts  are  used  in  purifjrlng  the  oil  in  the  next  preceding  stage  of  the  manufacture,  or  uio  acid 
sludp^e  from  all  the  subsequent  treatments  are  used  to  purify  the  crude  oil. 

Claim. — The  described  improvement  in  the  process  of  purifying  hydrocarbon  oiL^  by 
treaUng  the  first  distillate  with  acid  residues,  substantially  as  described. 

No.  32,706. — Joshua  Merrill,  of  Boston,  Mass. — Improvement  in  the  Construction  of 
Stills. — Patentdated  July  2, 1861. — ^The  bottom  of  the  still  is  constructed  of  seamless  wrought 
iron,  sufficiently  deflected  or  dish-sh&ped  to  admit  of  expansion  and  contraction  consequent 
upon  exposure  to  the  direct  action  of  the  fire,  without  breaking  the  joint  by  which  it  is  secuied 
to  the  body^f  the  still. 

Claim.— The  formed  seamless  wrought-iron  still  bottom,  substantially  as  described,  ^nd 
substantially  for  the  purposes  set  forth. 

Also,  the  still  as  a  whole,  consisting  of  a  cast-iron  top,  wrought-iron  sides,  and  wrought-iron 
seamless  bottom,  combined  together  by  angle-iron  couplings,  substantially  as  describedf  fbr 
the  purpose  of  making  a  comparatively  light  and  durable  hydrocarbon  oil  stilL 

No.  32,707. — ^William  K.  Miller,  of  Canton,  O. — Improvement  in  Harvesting  Ma-- 
chines. — Patent  dated  July  2,  1861. — The  sides  of  the  main  frame  are  united  by  a  bent  axle 
or  brace  near  where  the  journals  of  the  wheels  are  united  to  the  said  frame.  Upon  the  main 
frame  are  boxes  in  which  a  cross-shaft  is  supported  and  turns,  to  which  shaft  are  hinged  two 
frame  pieces  J  J,  which  extend  rearward,  and  are  bolted  to  the  finger-bar.  To  the  under  side 
of  these  frame-pieces  are  hinged  two  bars  M  M,  which  extend  rearward,  and  to  which  the 
foot-board  and  raker's  stand  are  fastened.  The  outer  reel-post  is  rigid  but  adjustable ;  the 
inner  one  is  made  adjustable  by  means  of  a  pin  and  slot,  in  a  pivoted  plate  z.  On  the  end  of 
the  reel-shaft  is  a  pulley,  around  which  a  belt  passes,  and  thence  around  another  pulley  near 
the  joint  of  the  hinged  reel-sunport,  and  thence  around  a  pulley  on  the  hub  of  toe  driving- 
wheel,  from  whence  the  reel  is  driven,  by  which  means  the  platform  or  finger-bar  and  cutters 
may  rise  and  fall,  whilst  the  reel  will  swing,  to  admit  of  this  movement,  and  the  belt,  cioss- 
ing  the  joint  between  the  platform  and  main  frame,  will  continue  to  drive  the  reel. 

Claim. — First,  in  combination  with  the  main  frame  A  and  the  hinged  frame  J  J,  the  third 
frame  M,  hinged  to  the  hinged  frame  J,  so  that  each  may  have  motion  independent  of  the 
other,  substantially  as  descnoed. 

Second,  the  hinged  plate  Z,  serving  as  a  common  support  to  the  reel-post  Y  and  to  the 
pulley  8,  substantially  as  represented. 

Third,  the  construction  and  arrangement  of  the  reel  W,  reel  support  V,  swinging  on  the 
pin  V  and  driving  belt  7,  ^ared  back  to  or  near  the  hinge  of  the  said  reel  support,  and  thence 
to  the  pulley  9  on  the  main  frame,  for  the  purpose  of  allowing  the  reel  to  accommodate  itself 
to  the  rising  and  falling  of  the  platform,  and  still  keep  the  bolt  taut,  *as  described  and  rq>r6- 
sented. 

No.  32,708.— Orson  Morgan,  of  Henry,  HI. — Improvement  in  Horse-Collar  Blocks  or 
Formers. — Patent  dated  July  2,  1861. — The  block  is  divided  into  four  sections  or  blocks,  the 
throat  block  being  permanently  secured  to  the  table,  and  the  section  forming  the  small  end 
of  the  collar  sliding  longitudinally  on  a  dovetailed  tenon  in  the  centre  of  the  table.  The 
motion  of  this  section  is  caused  by  a  right  and  left  screw,  and  a  transverse  motion  is  commu- 
nicated to  the  side  sections,  through  wedge-shaped  side  pieces  attached  to  the  sliding  section. 

Claim. — ^The  construction  of  a  horse-collar  block  in  parts  arranged  in  the  manner  described, 
that  they  may  be  expanded  uniformly,  and  retain  the  same  relative  propoitions  of  length  and 
breadth  and  shape,  to  suit  the  various  sizes  of  collars. 

Also,  the  sliding  carriage  H,  constructed  substantially  as  described,  with  the  spurs  A,  for 
clamping  the  ends  or  points  of  the  collar,  and  the  lever  K,  by  which  the  rope  k  km  tightened 
into  the  hames  groove. 
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No.  38,709.— Francis  Nichols,  of  New  London,  Conn. — hnpravement  in  Soda  Water 
Apparatus, — ^Patent  dated  July  %  1861. — ^Tha  caamg  of  the  draught  tube  is  bo  combined 
witn  the  cooler,  by  means  of  suitable  pipes,  as  to  constitute  a  portion  of  a  siphon  through 
which  the  waste  ice  water  firom  the  cooler  is  caused  to  circulate,  for  the  purpose  of  keeping 
the  draught  tube  cool.  The  casing  surrounding  the  syrup  vessels  is  so  constructed  and  com- 
bined with  the  cooler,  by  means  of  pipes,  as  to  make  saia  casing  form  a  portion  of  a  siphon 
by  which  the  ico  water  is  caused  to  be  drawn  from  the  cooler. 

Claim, — First,  combining  the  draught  tube  casing  B  with  the  cooler  C,  which  cools  the 

pe  from  the  fountain,  by  means  of  a  system  of  pipes  by  which  the  said  casing  is  caused  to 
Wm  a  portion  of  a  siphon,  substantially  as  and  for  the  purpose  specified. 

Second,  combining  the  casing  J,  which  surrounds  the  syrup  vessels,  with  the  cooler  C,  by 
means  of  a  system  of  pipes,  by  which  the  said  casing  is  made  to  form  a  portion  of  a  siphon, 
substantially  as  specified. . 

Third,  combining  the  casings  B  and  J  with  each  other,  and  with  the  cooler  C,  by  a  system 
of  pipes  which  makes  both  of  said  casings  constitute  portions  of  the  some  siphon,  substan- 
tiaUy  as  and  for  the  purpose  specified. 

No.  32,710.— H.  L.  Paddock,  of  Pontiac,  Mich.— /in/jrotjwi  Felling  Guide  for  Setting 
Machines. — Patent  dated  July  2,  1861. — ^This  invention  consists  in  the  combination  of  two 
straight  edges  and  a  taper  scroll  for  turning  the  edge  of  the  doth  to  form  the  fell,  folding  the 
fell  in  a  line  parallel  with  the  seam,  and  |^dmg  the  edge  of  the  fell  as  close  as  dDsired  to  the 
needle. 

Claim. — ^A  felling  ^ide  composed  of  a  scroll  D,  and  two  straight  edges  d  and  /,  combined 
and  arranged  relatively  to  each  other,  substantially  as  described. 

No.  32,711.— MiLO  M.  Parrish,  of  Pleasd^tville,  N.  Y. — Improvement  in  Machines  for 
Cutting  Out  and  Dressing  Slabs  of  Marble  and  other  Stones. — Patent  dated  July  2,  1661. — 
Within  a  vertically  sliding  frame  \s  a  sash,  to  which  are  fastened  cutters,  the  Iqyer  edges  of 
which  are  curved  and  serrated.  On  the  top  of  each  cutter  is  a  friction  roller,  resting  upon 
which  is  a  weighted  table  having  cords  at  each  comer  passing  over  pulleys  to  a  drum,  by 
which  means  the  table  may  be  raised  to  any  desired  height  for  adjustment  to  slabs  of  different 
thicknesses. 

Claim. — The  employment  of  the  vibrating  weighted  serrated  curved  cutter  T,  constructed 
as  described,  in  combination  with  an  adjustable  weighted  table,  for  the  purpose  and  substan- 
tiaUy  as  set  forth. 

No.  32,712.— William  Patton,  of  Towanda,  Ta.— Improved  Shutter  and  Door  Fastener.-^ 
Patent  dated  July  2,  1861. — ^Applied  to  the  sill  of  a  window  or  door  is  a  semicircular  baud  or 
rod,  with  notches  in  its  periphei-v,  into  one  of  which  a  catch  attached  to  the  window  or  door 
being  dropped,  serve«  to  hold  the  same  open  at  any  desired  point.  Independently  of  the 
semicircle  is  a  receptacle  for  the  catch  when  the  window  or  door  is  closed. 

Claim, — ^The  arrangement,  as  described,  of  semicircular  band  A,  with  notches  in  its  peri- 
phery to  receive  the  catch  B,  at  the  end  of  the  bent  lever  C,  attached  to  the  window  or  door. 

Also,  the  above  arrangement  with  receptacle  D,  for  the  purpose  as  specified. 

No.  32,713.— John  8.  Rand,  of  North  Providence,  R.  l.^Improvement  in  Well  Buckets.^ 
Patent  dated  July  2,  1861. — The  bucket  is  formed  with  a  valve  in  its  bottom  to  which  the 
rope  is  attached ;  as  the  bucket  descends  into  the  water  the  valve  opens,  and  the  bucket  is 
filled ;  the  rope  bein^  drawn  up  the  valve  closes,  and  the  bail  of  the  bucket  strikes  against  a 
slotted  bar,  thus  raismg  the  trough,  which  is  held  up  by  means  of  a  catch  and  latches.  The 
bucket  is  sustained  upon  a  seat  within  the  trough,  and  the  water  escapes  from  the  bucket  upon 
unwinding  the  rope  and  opening  the  valve. 

Claim. — The  combination  ot  the  bucket  A,  constructed  as  described,  with  the  arms  C, 
trough  B,  bar  F,  latches  H,  shaft  K,  and  arm  m,  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,714.— T.  8.  and  T.  W.  Rappelye,  of  Farmer,  N.  Y.^Improved  Plough.— VeX^ni 
dated  July  2,  1861. — This  invention  relates  to  the  combination  of  a  surface  and  subsoil 
plough,  the  subsoil  portion  consisting  of  an  attachment  so  arranged  as  to  bo  readily  applied 
to  and  detached  from  any  plough  in  common  use. 

Claim. — The  combination  of  the  two  A  D,  when  arranged  substantially  as  shown,  to  wit : 
the  share  or  ploueh  D,  having  its  foot  or  standard  C  secured  to  the  bar  or  beam  B,  by  means 
of  the  lip  cf,  and  the  screw  e,  passing  through  the  slot  /,  into  the  bar  or  beam  B,  and  the  front 
end  of  the  bar  or  beam  B,  attached  to  the  back  part  of  the  beam  a  of  plough  A,  by  means  of 
the  screw  c,  and  lips  b  6,  for  the  purpose  specified. 

No.  32,715. — ^E.  C.  WiLLL^MS,  of  Jersey  City,  N.  J.,  assignor  to  James  Flanagan,  of 
New  York,  N.  Y. — Improved  Portable  Tent. — Patent  dated  July  2, 1861. — ^A  piece  of  canvas, 
cut  in  a  peculiar  form  and  used  in  connexion  with  two  cross  props  and  a  few  pegs  ancl  cords, 
19  made  to  form  a  portable  tent  or  covering  sufficient  to  afPord  protection  for  a  single  soldier 
in  a  recumbent  or  lying  posture,  and  capable  of  being  folded  up  in  a  small  parcel  that  may 
be  readily  carried. 
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Clotffi. — The  water-proof  doth  or  canTae  of  the  form  shown  and  described,  in  combination 
with  the  jointed  cross  props,  foot  prop,  cords,  and  pegs,  airanged  to  form  a  portable  tent  or 
covering  for  troops,  snbstantiallj  as  specified. 

No.  32,716.— John  W.  Redding,  of  Belleville,  O.— /m^ovemeitf  tii  Raising  and  Forcing 
Pumps, — ^Patent  dated  July  2,  1861. — ^This  invention  consists  of  two  cylinders,  connected  at 
their  lower  ends  with  a  curved  joint,  to  which  is  attached  the  induction  cylinder.  Extending 
from  each  cylinder  is  a  curved  pipe,  the  two  extending  upwards  and  converginff  to  a  point 
within  a  pyramidal  block,  above  which  is  an  air-chamber  and  discharge  pipe.  The  piiitons 
are  attached  to  a  fulcrum  bar  which  is  operated  by  means  of  a  crank  and  pitman. 

Claim, — The  cvlinders  B  B,  flaring  at  top  and  united  at  bottom  by  curve  C,  into  which 
flows  the  induction  pipe  or  cylinder  e ;  also,  the  confluent  pipes  £  £,  air-chamber  H,  and 
discharge  pipe  I,  all  combined  and  arranged  as  described,  when  operated  by  means  of  the 
fulcrum  M,  piston-rods  N  N,  pitman  P,  crank  O,  and  wheel  R. 

No.  32,717.— George  M.  Rhoades,  of  Hamilton,  N.  Y,-'Imfrovement  in  Butter  Work- 
ers,— ^Patent  dated  July  2,  1861. — Upon  the  sides  of  a  common  tray  are  placed  a  track  or 
ways  upon  which  runs  a  frame  or  car  to  which  the  compressor  is  secured.  Friction  rollers 
are  arranged  above  and  below  the  track,  and  the  compressor  is  made  to  travel  over  and  work 
the  butter. 

Claim. — First,  the  particular  form  of  compressor  A,  made  by  four  narrow  angular  strips 
attached  to  a  square  shaft,  as  set  forth. 

Second,  the  combination  of  the  car  c,  with  the  compressor  A,  and  tray  M,  by  means  of  the 
track  E,  and  upper  and  lower  friction  rollers  H  H  and  j  j,  arranged  substantially  as  set  forth. 

Third,  the  mode  of  connecting  and  disconnecting  the  car  and  tray,  by  means  of  a  movable 
portion  of  the  track  or  way,  as  set  forth. 

No.  32,U8. — ^T.  M.  Richardson,  of  Searsport,  Me. — Improved  Baggage  Director, — 
Patent  dated  July  2,  1861. — ^This  invention  consists  In  providing  trunks,  vaSses,  &Ct,  with 
a  director,  consisting  of  an  outer  and  inner  metallic  shield,  a  revolving  disc  containing  the 
abbreviated  names  of  all  or  anv  desii'ed  number  of  States,  a  font  of  type,  and  a  type  holder, 
by  which  the  name  of  the  traveller  and  place  of  destination  may  be  shown. 

Claim. — ^The  baggage  director,  substantially  aa  described,  and  for  the  purposes  specifie-d. 

No.  32,719. — George  W.  Robinson,  of  Somerville,  Mass. — Improved  Mechanical  Steerer 
for  Vessels. — Patent  dated  July  2,  1861. — ^The  screw-shaft  has  one  of  its  beariogs  in  the  stern 
and  the  other  bearing  in  a  box  or  nut,  a  pivot  from  the  lower  side  of  which  enters  and  turns 
freely  in  a  socket  set  in  the  head  of  the  rudder  post.  Firmly  secured  to  the  latter  is  a  metal 
collar  having  an  arm  projecting  from  one  side,  from  the  end  of  which  a  connecting  rod 
extends  to  a  nut  working  upon  the  rear  part  of  the  shaft,  by  means  of  which,  as  the  s^ft  is 
turned,  motion  is  communicated  to  the  rudder  post. 

Claim. — The  combination  of  the  screw-shaft  E,  nut  L,  connecting  rod  K,  arm  H,  and 
pivot  box  F,  on  the  rudder  head,  the  whole  arranged  to  operate  substantially  as  described,  io\ 
the  purpose  set  forth. 

No.  32,720. — Caleb  Russell,  of  Pittsburgh,  V^— Improved  Apparatus  for  Destroying 
Insects,  Reptiles f  8^e. — Patent  dated  July  2,  1861. — ^This  apparatus  consists  of  a  small  bellowa 
for  blowing  air  through  a  flexible  pipe  into  a  pipe  havmg  a  closed  vessel  connected  to  it, 
which  vessel  contains  the  substance  to  be  blown  through  a  second  flexible  pipe  into  the  nests 
or  holes  of  animals  or  insects  to  dislodge  or  destroy  tnem,  the  closed  vessel  being  provided 
with  an  acyustable  valve  by  which  the  quantity  of  substance  used  may  be  regulated  at  will. 

Claim. — ^The  adjustable  valve  H,  to  cut  off  or  graduate  the  supply  of  offensive  material,  in 
combination  with  the  vessel  J,  and  bellows  A,  toe  whole  being  constructed  and  arranged  to 
operate  substantially  as  described,  for  the  purposes  set  forth. 

No.  32,721.— John  Russell,  of  Troy,  N.  Y.— 'Improvement  in  Lamps,— Fsdeni  dated 
July  2,  1861. — ^The  bottom  of  the  lamp  is  constructed  with  a  reservoir  for  holding  water  or 
fluid  for  producing  vapor,  from  which  reservoir  passes  up  a  wick  tube  and  wick  through  the 
centre  and  up  to  the  top  of  the  annular  oil  tube  and  wick,  so  that  vapor  proceeding  from 
the  water  wick  may  mix  with  the  particles  of  carbon  in  the  flame  and  aid  in  their  com- 
bustion. 

Claim, — In  combination  with  the  wick  tubes  and  wick  of  lamps,  the  water  reservoir  B, 
tube  and  wick  6,  or  its  equivalent  device  for  producing  and  introducing  the  vapor  of  water, 
or  of  any  similar  fluid,  in  or  in  contact  with  the  lamp  &me,  substantially  in  the  manner  and 
for  the  purposes  as  described  and  shown. 

No.  32,722.— William  G.  Schmidlen  and  J.  W,  Driscoll,  of  New  York,  N.  Y.— Im- 
provement in  Reflectors  for  Lamps, — Patent  dated  July  2,  1861. — ^This  invention  consists  in 
applying  corrugated  glass  in  sections  of  a  cylinder  to  metallic  reflecting  surfaces  of  a  cor- 
responding size  and  shape. 

Claim, — The  curved  sections  of  glass  applied  within  the  curved  metallic  reflector  in  the 
manner  and  for  the  purposes  specific. 
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No.  32,721.— H.  H.  Seeley  and  P.  Griswold,  of  Hudson,  Mich.— /m»rai?«n«it  t« 
Grain  Separating  Machines. — ^Patent  dated  July  2,  1861. — The  bottom  of  the  hopper  is  pro- 
vided with  a  shaker  which  regulates  the  flow  of  grain.  This  shaker  rests  upon  two  springs 
which  give  it  a  yertical  play.  Immediately  under  the  hopper  is  a  screen  which  is  secured  to 
the  shoe,  and  under  the  screen  is  a  trough  nung  upon  a  pis'at  its  centre,  the  latter  being  os- 
cillated by  means  of  a  spring  secured  to  its  upper  side.  Under  the  screen  is  an  adjustable 
bottom  provided  with  holes,  into  which  pins  are  inserted  for  securing  it  in  any  desired  posi- 
tion. Beneath  this  adjustable  bottom  is  a  hinged  section  of  the  fan  case,  held  in  position  by 
a  spring  which  presses  upon  it ;  by  raising  this  section  the  direction  of  the  blast  is  regulated. 
The  bottom  screen  is  moved  longitudinally  of  the  shoe  by  means  of  a  rod  attached  to  the  os- 
cillating lever,  and  underneath  the  screen  is  a  rocker  which  imparts  to  it  a  yertical  shake 
motion. 

Claim — First,  the  oscillating  trough  d^  the  spring  c,  and  the  screen  e,  arranged  and  oper- 
ating in  the  manner  and  for  the  purpose  set  forth. 

Sex^ond,  the  arrangement  of  the  shaker  a,  springs  b  h,  adjustable  bottom/,  hinged  bottom 
gt  and  spring  A,  in  the  manner  and  for  the  puipose  specified. 

Third,  the  arrangement  of  the  screen  t,  the  rod  j,  the  shoe  H,  and  the  rocker  k,  the  same 
being  connected  and  operating  as  and  for  the  purpose  set  forth. 

No.  32,724.— Thomas  J.  Southard,  of  Richmond,  Me,— Improvement  in  Pumos, — 
Prttent  dated  July  2,  1861. — A  weighted  pendulum  and  weig^hted  fly-wheel  are  applied  to  a 
ptimp,  and  operated  by  a  crank  in  such  a  manner  that  the  we  ght  of  the  fly-wheel  is  made  to 
descend,  while  the  weighted  pendulum  is  moving  towards  the  opposite  side. 

Claim. — The  combination  of  the  weighted  fly-wheel,  the  slotted  pendulum,  crank-pin  M, 
and  lever  H,  operating  two  or  more  pumps,  when  arranged  substantially  as  set  forth. 

No.  32,725.— S.  Z.  Shores,  of  Towanda,  T&,— Improved  Hand  Com  Planters.— T&tent 
dated  July  2,  1861. — The  seed-case  is  constructed  with  three  sides  movable,  and  with  a 
yibrating  opener  at  the  bottom  of  the  stationary  side  of  the  case,  which  is  operated  by  de- 
pressing the  movable  portion  of  the  case.  With  the  movable  portion  of  the  seed-case  is 
combined  a  seed- dropping  device,  which  is  connected  with  the  stationary  portion  of  the  seed 
case  by  means  of  jointed  arms,  the  whole  being  so  arranged  that  the  desired  number  of  grains 
of  com  will  be  planted  each  time  the  lower  end  of  the  machine  is  pressed  into  the  earth. 

Claim. — The  combination  of  vibrating  tongue  C,  as  described,  with  the  rocking  seed-drop- 
ping portion  G,  arm  A,  rod  t,  arranged  in  the  relation  to  swell  g,  of  side  B,  and  operating  in 
nurmony  with  the  tongue  C,  as  dcsciibed  and  shown. 

No.  32,726.— Timothy  F.  Strong,  of  Fond  du  Lac,  Wis.—Improved  Apparatus  for 
Heating  and  Ventilating  Railway  Cars. — Patent  dated  July  2,  1861. — Across  each  end  of 
th«e  car,  upon  the  roof,  is  constructed  a  hood  or  cowl  partially  closed  in  front*  and  having  for 
its  back  a  flat  or  curved  inclined  mould-board,  by  which,  when  the  car  is  in  motion,  a  cur- 
rent of  fre<?h  air  is  driven  into  the  closed  end  of  the  hood,  and  thence  forced  down  a  pipe 
which  conducts  it  to  a  hot-air  chamber  of  a  heater  within  the  car.  The  heated  air  may  be 
conducted  downwards  and  along  the  floor  to  registers  in  the  bottom  or  side  of  the  car. 

Claim. — The  combination  of  the  hood  with  its  inclined  surface,  and  automatic  valve,  with 
the  inlet  pipe,  hot-air  chamber,  distiibuting  pipe  and  registers,  when  the  several  parts  are 
constructed  and  arranged  to  operate  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,727.— Cyrus  W.  Strout,  of  Calais,  "hie.— Improved  Mortising  Machine.— 'Patent 
dated  July  2,  1861. — This  machine  is  designed  for  cutting  oblique  mortises  in  the  stiles  of 
window  blinds  for  the  purpose  of  receiving  the  slats.  To  the  upper  surface  of  the  bar  O,  in. 
front  of  the  frame  and  extending  through  its  whole  length,  is  a  longitudinal  slot  in  which  the 
^ide  of  a  bar  R  is  allowed  to  slide  freely.  Attach^  to  the  upper  surliace  ot  this  bar  is  a 
tence  against  which  the  stile  to  be  mortised  is  placed.  To  the  under  side  of  the  bar  R  is  at- 
tached a  rack-bar,  and  to  the  centre  of  bar  O  is  attached  a  spring-catch  with  a  spring  bear- 
ing on  its  lower  end  to  keep  the  upper  end  engaged  with  the  rack-bar.  The  bar  O  is  moved 
longitudinally  and  obliquely  upward  by  depressing  the  treadle,  one  of  the  straps  giving  the 
longitudinal  movement  while  the  slots  of  the  inclined  plates  P  g^ve  the  oblique  movement. 

Claim, — First,  the  arrangement  of  the  bar  O,  slotted  plates  P  P,  bar  Q,  and  a^ustable 
stop  A,  with  the  eccentric  i,  or  its  equivalent,  for  the  purpose  specified. 

feecond,  the  bar  R,  with  rack-bar  U  attached  ana  fitted  on  bar  O,  in  connexion  with  the 
spring-catch  Y,  in  bar  O,  when  the  bar  R  and  rack-bar  U  are  used  in  connexion  with  the 
bar  O,  and  arranged  to  operate  conjointly  therewith,  for  the  purpose  specified. 

Third,  the  combination  of  the  treadle  H,  straps  W  W,  bar  6,  lever  F,  and  strap  /,  sub- 
stantially as  shown,  for  the  purpose  of  operating  simultaneously  the  bar  O  and  mandrel  C, 
as  descnbed. 

No.  32,728.— Edavard  A.  Tuttle,  of  Brooklyn,  N.  Y.— Improvement  in  Firtplace  Reg- 
ister Frames  or  Summer  Pieces. — ^Patent  dated  Julv  2,  1861. — The  reserve  rims  are  so  cooi- 
bined  in  separate  parts  with  the  ornamental  border  frame,  in  the  construction  of  summer 
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pieces,  that  in  tbeir  use  the  warmini^  apparatus  at  the  centre  shall  not  be  interfered  with, 
-while  the  necessity  of  cutting  and  dtting  shall  be  obviated,  and  the  article  be  made  ready  tor 
use  by  a  simple  process  of  adjustment. 

Claim. — As  a  new  article  of  manufacture,  the  summer  piece  made  ready  for  use  by  the 
arrangement  and  combination  of  the  reserve  pieces  b  b,  with  the  ornamental  border  A, 
adjustable  at  points  beyond  the  regibter  opening,  all  substantially  in  the  manner  set  Ibith. 

No.  32,729.— Andrew  J.  Vaktuyl,  of  Hector,  N.  Y.— Improved  Separator  for  Thresh- 
ins  Machines. — Patent  dated  July  2,  18()1. — The  cylindrical  screen  is  open  at  both  ends,  and 
is  nnng  on  an  arbor  or  shaft,  its  axis  being  longitudinal  with  the  machine,  and  is  so  arranged 
in  relation  to  the  fan  that  a  pait  of  the  blast  passes  through  it  and  a  part  below.  Over  the 
fan  and  screen  are  placed  endiess  carriers. 

Claim, — An  improved  separator  for  threshing  machines,  consisting  of  the  adjustable  cyl- 
indrical rotating  screen  G,  combmcd  and  arranged  with  the  fan  11  and  carriers  I>  and  K,  sub- 
stantially in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,730.— William  L.  Washburn,  of  Spring6e1d,  Mass.— /m;7rore<2  Ventilator,^ 
Patent  dated  July  2,  1861. — Across  the  top  of  the  upper  sash  is  secured  a  vertical  llange, 
and  to  the  framing  above  is  hinged  a  flap-valve  so  as  to  hang  between  the  valve  and  sash. 
When  the  sash  is  lowered  to  admit  f.esh  air  a  circuitous  apeiture  will  be  formed,  and  in  case 
of  too  git^at  draught  the  swinging  valve  will  partially  or  wholly  close,  and  thus  regulate  the 
draught. 

Claim. — The  combination  of  the  flanged  shelf  C  D,  and  hinged  valve  F,  with  the  window 
A  B,  the  whole  being  constiuctcd  and  arranged  in  the  manner  and  for  the  purpose  shown 
and  explained. 

No.  32,731.-8.  A.  Willett,  of  Philadelphia,  Vv^.— Combined  Heater  aud  Bo»/er.— Patent 
dated  July  2,  1861. — Around  the  6re-pot  is  an  annular  water-chamber,  which  is  connected 
with  and  supplies  an  outer  boiler  with  hot  water  by  means  of  pipes.  The  air  passes  thiough 
a  bottom  plate  and  between  the  inner  casing  that  sunounds  the  ^re-pot  and^n  outer  casing, 
and,  becoming  heated,  passes  out  through  an  opening  above,  to  which  distributing  pipes  maj 
be  connected. 

C/aim.— The  hollow  fire-pot  C,  when  combined  with  the  inner  casing  B  and  outer  casing 
A,  and  with  the  boiler  H,  and  its  inlet  and  outlet  pipes,  by  means  of  the  pipes  L  and  M,  as 
and  for  the  purpose  set  forth. 

No.  32,732.— William  Youdan  and  Daniel  Thomas,  of  West  Elizabeth,  Pa.— /tnprow- 
mtnt  in  the  Mode  of  Constructing  and  Operating  Coal  llailroads. — Patent  dated  July  2, 
1861.— This  invention  is  explained  by  the  claim  and  eng^avmg. 

C/aim.— So  constructing  the  meiiued  plane  of  coal  railioads  as  that  the  grade  Ht  one  end, 
near  the  coal  pits,  shall  be  very  xtccp,  while  the  grade  ot  the  remaining  poition  of  the  road  is 
but  slightlv  inclined,  and  continuing  the  rope  to  which  the  cars  are  attached  over  both  the 
steep  and  the  more  level  portions  of  the  road,  for  the  puipo^e  of  gaining  power,  by  the  dt-scent 
of  loaded  cars  on  the  steep  grade,  to  carry  foi-ward  other  loaded  cars  down  that  portion  of  tho 
road  which  is  not  sufficiently  inclined  to  cause  them  to  descend  by  their  own  unaided  gravity, 
as  well  as  to  draw  up  tho  empty  cars  on  the  other  track,  substantially  as  descnbed. 

AlsK),  the  use  of  a  clasp  constructed  as  described,  of  the  hinged  strips  1 1  and  slide  v,  for  the 
purpose  of  attaching  the  cars  to  the  endless  rope. 

No.  3i,733.— McClintock  Young,  of  Frederick,  'Md.—Improtemtnt  in  Oearing  for 
Driving  Machinery  of  any  Kind. — Patent  dated  July  2,  1861. — This  invention  consists  in  the 
construction  and  use,  in  connexion  with  a  bevel  driving  wheel,  of  a  bevel  pinion,  the  teeth  or 
cogs  of  which  are  formed  of  round,  taperifg  wire,  secured  in  proper  heads.    . 

Claim, — A  bevel  pinion  constiucted  of  tapenng  wiics  set  in  suitable  heads,  to  form  the  teeth 
or  cogs,  substantially  as  and  for  the  pui-pose  set  tbrth. 

No.  32,734.— Edward  Behr,  of  Brooklyn,  N.  Y.,  a8.«*ignor  to  Himself  and  11.  C.  Man- 
gels, of  the  same  place. — Improrement  in  Constructing  ^^tf/c». — Patent  dated  July  2,  18(iJ. — 
The  object  of  this  invention  is  to  admit  of  the  skate  iron  being  readily  giound  and  finished 
before  thestuds  are  secured  to  them.  The  nlottcd  studs  are  slipped  upon  the  irons  and  livcted 
thereto  after  finishing,  when  both  may  be  easily  tecuied  to  the  stock. 

Claim. — The  employment  of  the  detachable  slotted  screw  studs,  when  made  and  applied  as 
set  forth  and  for  the  purpose  specified. 

No.  32,735.— Leonard  J.  Johnson,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  James 
E.  Owens,  of  the  same  place. — Improrement  in  Pocket  Match-Boxes. — Patent  dated  July  2, 
1861.^)n  the  interior  part  of  the  box  or  case  is  constmcted  a  holder  for  matches,  with  two 
metallic  sheet  spring  clamp-plates  of  an  elliptic  form,  intercepted  by  a  rigid  sheet-plate  coated 
with  emery  or  lined  with  sandpaper  on  each  side,  so  that  the  act  of  withdrawing  a  match  fioni 
the  box  will  cause  it  to  become  at  once  ignited  and  ready  lor  use. 
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Claim, — The  match-holder  B,  with  elliptic  sheet  spring  clamps  e  c,  for  retaining  the  matches 
in  place  and  compelling  them  to  **rub*'  acalnst  a  centre  plate  a,  with  emery  or  sandpaper,  or 
their  equivalents,  attached  thereto,  for  tne  purpose  of  causing  ignition  to  the  match  Yfhwi 
withdrawn  from  the  same,  the  whole  being  arranged  within  and  connected  to  the  box  or  cose 
A,  in  a  manner  substantially  as  and  for  tl^  purposes  specified. 

No.  32,736.— William  A.  Kerby,  of  Buffalo,  N.  Y.,  assignor  to  Himself  and  D.  M.  Os- 
borne, of  Anbum,  N.  Y. — Improvement  in  Harvesting  MaMnes  and  the  Raking  Apparatus 
thereof, — Patent  dated  July  2,  1661. — In  combination  with  a  hinge  and  reaching  post  thai 
carries  the  rake  are  two  connecting  rods,  working  from  one  crank,  so  that  a  compound  motion, 
may  be  given  to  the  rake  that  will  lift  it  up  out  of  the  way  of  the  falling  grain  and  drop  ik 
down  b^ide  the  outside  divider  and  carry  it  straight  across  the  platform,  parallel  with  the 
finger-bar.  The  hinged  rake  post  is  located  on  the  frame  of  the  machine  and  inclined  rear- 
ward, for  the  purpose  of  throwmg  the  rake  back  from  and  out  of  the  way  of  the  falling  ^raim 
as  it  passes  to  the  divider  side  of  the  platform.  Between  the  driving  ^ear  and  the  rake  is  aa 
universal  joint,  so  that  as  the  cutters  are  raised  or  lowered  on  the  mam  frame  the  rake  may 
conform  to  them  and  keep  itself  adjusted  to  the  platform. 

Claim. — Fust,  in  combination  with  an  automatic  rake  in  a  reaping  machine,  a  hinged  reach- 
ing post  and  two  connectmg  rods,  operated  from  one  and  the  same  crank,  for  the  purpose  of 
giving  said  rake  its  motions,  substantially  as  described. 

Also,  hinging  and  supporting  the  rako  post  on  the  main  frame,  and  inclining  it  backward, 
so  that  the  rako  will  be  out  of  the  way  of  the  falling  grain  when  at  rest,  and  oe  raised  higH 
enough  as  it  moves  towards  the  outside  divider  to  avoid  the  falling  grain,  and  drop  beyond 
the  stalks  on  the  platform  preparatory  to  sweepmg  them  off,  subhtantiallv  as  described. 

Also,  in  combination  with  a  rake  post  on  the  main  frame  and  the  rake  driving  shaft  snp- 
ported  at  one  end  on  a  supplemental  frame,  the  two  frames  having  motions  independent  of 
each  other,  the  universal  joint  k  in  the  rake  abaft,  for  the  purpose  of  preventing  cramping  in 
the  gearing,  substantially  as  described. 

Also,  in  combination  with  an  automatic  rake,  the  lever,  trigger,  and  dutch-arm,  substan- 
tally  as  described,  so  that\the  driver  at  his  seat  may  stop  or  set  uie  rake  in  motion  at  his  will, 
or  set  the  trigger  so  that  it  will  stop  it  after  making  one  revolution  or  operation,  as  described. 

Also,  placing  or  making  a  guard  or  shield  rigid  upon  a  supplemental  frame  or  plate  to  which 
the  drivmg  wheel  is  attadied,  and  passing  it  under  and  partially  around  the  gearing  attached 
to  said  wheel,  to  protect  it  from  ii\jury  or  from  being  clogged,  substantially  as  described. 

No.  32,737. —Thomas  J.  Mayall,  of  Roxbury,  Mass.,  assignor  to  Cyrus  Wakefield, 
of  South  Reading,  Mass. — Improvement  in  the  Metltod  of  Cutting  Strands  from  Ratan. — 
Patent  dated  July  2,  1861. — This  invention  consists  in  first  dividing  the  surface  of  the  rataa 
into  longitudinal  sections  of  the  required  width  for  the  strands,  with  a  cutter  or  series  of  cu^ 
ters  that  cut  the  silicious  surface  while  it  is  sup^rted  bv  the  body  of  the  ratan,  and  that  pen- 
etrate the  core  of  the  cane  to  the  depth  desired  tor  the  thickness  of  the  strand.  The  ratan  ia 
then  subjected,  with  its  surface  thus  divided  into  sections,  to  the  action  of  a  tubular  or  polyg* 
onal  cutter,  which  separates  the  surface  strands  from  the  internal  cylindrical  core. 

Claim, — The  method  described  of  first  dividing  the  surface  of  ratan  into  longitudinal  sec- 
tions by  cutting  the  stick  or  cane  to  a  requisite  depth  and  then  separating  said  sections  from 
the  core,  to  fonn  strands  for  caning  chairs  and  other  purposes. 

No.  32,738.— James  Poole,  of  New  York,  N.  Y.,  assignor  to  Himself  and  James  Ingram, 
of  the  same  place. — Improvement  in  Gas-Burners. — Patent  dated  July  2,  J 86 1. —This  inven- 
tion consists  in  introducing  within  a  burner  of  ordinary  construction  a  defiector  button,  in 
connexion  with  a  diaphragm  of  wire  gauze,  for  the  purpose  of  retarding  and  equalizing  the 
piessure  of  the  gas  and  causing  it  to  bo  heated  while  m  tne  burner. 

Claim, — The  deflecting  button  6,  wire  gauze  c  e,  and  disc  d,  applied  in  the  gas-burner  in 
the  manner  and  for  the  purposes  specified. 

No.  32,739.— Jacob  Reighard,  of  Birmingham,  Pa.,  assignor  to  Hale,  Atterbury  & 
Co.,  of  Pittsburg,  Pa. — Improvement  in  Glass  Lamps, — ^Patent  dated  July  2,  1861. — ^This 
invention  is  explained  by  tho  claim. 

Claim. — A  new  article  of  manuiacture,  produced  in  the  manner  described,  to  wit:  a  glass 
lamp  which  has  two  distinct  openings  a  6  in  its  top,  one  in  the  centre  for  the  introduction  of 
tho  wick  into  the  lamp,  and  tbe  other-  at  one  side  of  the  centre,  for  filling  in  the  oil  or  other 
burning  fluid,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,740. — Benjamin  Arnold,  of  East  Greenwich,  R.  I. — Jmprowed  Shade  for  Lamp§ 
or  Gas  Lights, — Patent  dated  July  9,  1861. — ^This  shade  is  made  with  a  fixed  ring  or  collar, 
that  rests  on  the  chimney  of  the  lamp,  and  is  connected  with  a  movable  ring  provided  with 
hlots  to  receive  the  ends  of  radial  arms  or  levers  covered  with  cloth  or  elastic  material  that 
can  be  folded.  By  turmne  the  lower  ling,  tho  change  in  the  position  of  the  slots  elevates  or 
depresses  the  arms,  and  allows  the  light  to  fall  upon  a  greater  or  less  space  as  required. 

Claim. — The  combination  of  the  nugs  and  levers,  substantially  as  described  and  for  tb« 
pmpose  herein  set  forth. 
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"So,  32,741. — ^B.  T.  Babbitt,  of  Now  York,  N.  Y. — Improved  Mode  of  Constructing  Iron 
Vessels, — ^Patent  dated  July  ft,  1861.— The  object  of  this  improvement  is  to  give  additional 
strength  to  the  frame  of  an  iron  vessel,  and  also  to  prevent  leakage  by  filling  all  the  open 
*  spaces  between  the  ribs,  bars,  plates,  and  bolts  with  sulphur.  The  frame  work  of  the  vessel 
may  be  constructed  in  any  way  thought  desirable  and  of  any  form  or  dimension,  provided 
that  open  spaces  or  cavities  are  left ;  into  these,  when  the  frame  forming  the  hull  is  completed, 
melted  sulpnur  is  poured  and  fills  all  of  the  interstices,  making  a  solid  hull. 

Claim. — ^The  combination  of  the  sulphur  with  the  frame  work  of  the  vessel,  in  the  manner 
■nbstantially  as  shown  and  described. 

No.  32,742. — John  C.  Baker,  of  Adams  Centre,  N.  Y. — Improvement  in  the  Construction 
of  IVheels  for  VeJiicles, — ^Patent  dated  July  9,  1861. — ^The  wheel  is  constructed  in  such  a 
manner  that  one  of  its  spokes  may  be  removed  and  a  new  one  inserted  without  taking  the 
tire  from  the  wheel  or  disturbing  the  felloes.  A  circular  plate  attached  to  the  outer  end  of  the 
axle  has  a  central  boss  or  projection,  upon  which  the  ends  of  the  spokes  abut,  and  are  held 
in  position  by  angular  cavities  fitting  the  ends  and  by  a  plate  that  laps  over  the  ends.  The 
spokes  are  also  kept  in  place  by  a  chain  of  clamps  bolted  to  the  circular  plate  or  disc  near  its 
periphery,  each  spoke  being  free  when  the  clamp-bolts  are  removed. 

Claim, — ^The  plate  A,  provided  with  the  concentric  circular  projection  B,  bevelled  and  cor- 
•nigated  at  its  periphery,  or  provided  with  pointed  projections  a,  in  connexion  with  the  annu- 
lar chain  of  plates  G,  the  circular  plat«  U,  and  the  spokes  F,  all  arranged  as  and  for  the 
purpose  set  forth. 

No.  32,743. — George  Barker,  of  New  York,  N.  Y. — Improvement  in  Machinery  for 
making  Cigars, — Patent  dated  July  9,  186 J. — This  improvement  is  for  the  purpose  of  adapt- 
ing the  machine  to  the  various  sizes  of  cigars  and  to  the  varying  qualities  of  the  materials 
used.  To  effect  this  the  rollers  are  huuff  in  bearing  plates,  which  are  made  adjustable  by 
means  of  screws  so  placed  that  either  end  of  the  rollers  can  be  elevated  or  depressed  as  re- 
quired. The  rollers  can  also  be  changed  with  facility  when  cigars  of  different  shapes  are  to 
be  made. 

Claim, — ^The  employment  in  a  cigar  machine  of  adjustable  bearing  plates  or  boxes  K  L, 
for  the  purpose  of  mounting  the  rollers,  in  combination  with  the  guiding  pins  and  adjustable 
screws,  or  their  equivalent,  the  whole  being  constructed  and  operated  in  the  manner  and  for 
the  purpose  set  forth. 

No.  32,744. — Charles  Bartholomae,  of  New  York,  N.  Y. ^Improved  Canteen,— Voi^ut 
dated  July  9,  1861. — ^This  improvement  will  be  fully  understood  by  reference  to  the  claims. 

Claim, — First,  the  induction  opening  d,  provided  with  a  fixed  funnel  B,  in  combination 
with  the  mouth-tube  £,  and  with  or  without  the  air-tube  K,  when  applied  to  a  soldier's  can- 
teen, constructed  of  curved  form  in  its  horizontal  section,  substantially  as  and  for  the  purpose 
set  fonh. 

Second,  the  filter  I,  when  constmcted,  arranged,  and  used  in  connexion  with  the  month- 
tube  E  of  the  canteen,  as  herein  shown  and  described. 

No.  32,745.— -Elliot  P.  Barton,  of  Batavia,  N.  Y.,  and  Richard  W.  Towle,  of  Bath, 
N.  Y. — Improvement  in  Hay  Rakes, — Patent  dated  Jul^  9, 1861. — This  implement  is  intended 
to  be  used  in  the  rear  of  a  liay  wagon,  and  at  such  a  distance  as  will  allow  space  for  men  to 
stand  whUe  pitching  hay  upon  the  wagon.  The  tooth-head  and  tcoth  are  mode  in  the  usual 
manner,  and  the  draught  and  fulcrum  L)ar  are  constructed  with  holes  corresponding  in  num- 
ber and  position  with  the  teeth.  Handles  operating  as  levers  are  hinged  to  the  head,  and 
when  the  rake  is  full  and  the  wogon.stopped,  the  handles  are  lifled  and  a  short  arm  operates 
upon  the  head,  thus  withdrawing  the  teoih  from  the  hay,  which  is  then  removed.  By  lower- 
ing the  handles  the  teeth  are  agam  placed  in  position  for  raking. 

Claim, — The  combination  of  the  handles  C  C,  hinged  to  the  rake-head  D,  with  the  bars  B 
and  arms  E  E,  when  these  parts  ore  arranged  and  operated  together  in  the  manner  and  for 
the  purpose  specified. 

No.  32,746. — Canfield  Blodgett,  of  Morrison,  Bl. — Improvement  in  Ploughs, — Patent 
dated  July  9,  1861. — This  improvement  relates  to  the  standard  of  the  plough  and  the  abut* 
ment  of  the  beam  and  handles,  which  are  secured  to  the  standard  by  a  bolt  passing  through 
them  and  forming  a  joint.  The  beam  anid  straight  may  thus  be  set  at  any  angle  with  eeu;h 
other,  the  forward  cud  being  elevated  or  depressed  according  to  the  depth  of  furrow  required- 
Movable  and  fixed  tooth-plates  upon  the  sides  of  the  beam  prevent  the  parts  from  changing 
their  relative  positions  after  they  are  set  and  ready  for  use. 

Claim, — ^1  ne  improvement  in  the  construction  of  the  standard  A,  in  combination  with  the 
beam  B,  the  bandies  C,  plate  D,  and  brace  E,  all  attached,  constructed,  and  arranged  sub- 
stantially in  the  manner  described  and  for  the  purposes  specified. 

No.  32,747.— Lewis  Boorb,  of  Buffalo,  N.  Y,—Imfrovement  in  Gas-Meter  Valves.^ 
Patent  dated  July  9,  1861. — In  this  device  the  rotanr  motion  of  the  crank,  which  is  connected 
with  the  movable  diaphragms,  causes  all  points  oi  the  valves  to  describe  circles  aiid  move 
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over  the  whole  surface  of  the  Talve-seat  for  the  purpose  of  keeping  it  clean  and  prodncing 
•qnal  wear  upon  all  parts  of  the  seat  as  well  as  nniformity  of  motion. 

Claim. — First,  so  operating  the  valve  as  that  an  equal  longitudinal  and  transverse  move-  ^ 
ment  will  bo  given  to  it,  so  that  all  points  of  the  valve  will  move  over  equal  surfaces  and 
describe  equal  circles,  for  the  purpose  and  substantially  as  described. 

Second,  the  cross  t  i'  i",  in  combination  and  arrangement  with  the  valve  F  and  operating 
crank,  for  tho  purposes  and  substantially  as  described. 

No.  32,748.— C.  II.  BRADLEY,  of  Westchester,  T&.'-Improved  Post  Office  Distributing 
Table, — Patent  dated  July  9,  18G1. — ^This  invention  is  designed  to  facilitate  tho  distribution 
of  mail  matter  alphabetically,  and  consists  of  two  tables  parallel  with  each  other  and  having 
in  the  upper  table  a  series  of  slits  lettered  from  A  to  Z.  From  the  lower  side  of  these  slits 
tubes  or  cliutes  lead  radially  outwards  to  a  series  of  boxes  standing  on  the  lower  table  having 
corresponding  letters.  W  nen  the  mail  matter  is  all  passed  down  the  lower  t^le  is  swung 
outward  upon  a  hinge,  and  the  assorted  letters  removed  from  the  bo.xcs. 

Claim. — Combining  with  the  distributing  tubes  C  C  C,  on  table  A,  the  semi-circular  table 
0  and  receiving  boxes  g  g  gt  arranged  and  operating  substantially  as  described  and  shown. 

No.  32,749. — James  C.  Butterworth,  of  Providence,  R.  I.,  and  Benjamin  Arnold, 
of  East  Greenwich,  R.  I. — Improved  Detice  for  converting  Motion  or  Substitute  for  tkr 
Crank. — Patent  dated  July  9,  1861. — The  nature  of  this  invention  will  be  understood  by 
reference  to  the  engraving  and  claim. 

Claim. — First,  tue  use  and  employment  of  the  combination  of  the  lever,  foot-piece,  and 
case,  substantially  as  described  and  tor  the  purpose  set  forth. 

Second,  couibining  the  cases  substantially  as  described,  so  that  the  levers  and  foot-pieces 
shall  be  made  to  act  oy  the  ihction  created  between  tho  cases,  for  the  purpose  set  forth. 

No.  32,750.— N.  W.  Camp,  of  Trenton,  N.  J.— Improvement  in  Skates.— VsLtent  dated 
July  9,  IbGl. — This  skate  is  designed  for  passing  over  uneven  surfaces  of  ice  without  strain- 
ing or  cramping  the  foot,  tho  iron  or  blade  being  made  in  two  sepaiate  runners  forming  a 
double  bearing.  The  top  of  the  runner  is  secured  to  a  flexible  or  yielding  metallic  plate, 
which  forms  the  central  portion  of  the  sole  of  the  boot. 

Claim. — The  construction  of  the  skate  as  specified,  that  is  to  say,  of  two  distinct  runner 
portions  B  and  B',  in  combination  with  a  single  flexible  plate  or  solo  6,  in  the  manner  and  for 
the  purpose  described. 

No.  32,751.— Jeremiaii  Carhart,  ef  New  York,  N.  Y. —Improved  Propeller  Shield.— 
Patent  dated  July  9,  18G1. — This  invention  consists  in  placing  al)ovo  the  propeller  an  oval 
shield  or  arch  of  plate  iron,  which  is  designed  to  serve  as  a  protection  to  tho  propeller  and  for 
partiallv  concentrating  and  confining  the  water.  The  distance  of  tbe  lower  edges  of  the  arch 
Delow  the  top  is  equal  to  about  one-third  the  diameter  of  the  propeller. 

Claim. — A  shield  substantiaUy  in  the  form  of  an  arc  of  a  circle,  suspended  from  the  stem 
of  a  vessel  by  rods  projecting  downwards,  without  reference  to  size,  placed  over  the  wheel 
and  in  part  enclosing  uud  protecting  the  same,  and  which  thereby  partiallv  confines  and  con- 
centrates tbe  water  upon  the  same,  increases  its  power,  and  also  the  speed  ol  the  vessel,  con- 
structed substantially  as  and  for  tho  purposes  described. 

No.  32,752.— John  Case,  of  Philadelphia,  P&.'-Improved  Canteen.— Faient  dated  July 
9,  l&jl. — ^A  tube  partially  filled  with  sponge  or  other  filtering  material  is  in.sened  in  the  cork 
or  stopper  and  extends  nearly  to  the  bottom  of  tho  canteen.  A  sii.all  hole  is  made  through 
the  side  of  the  nozzle,  forming  a  passage,  one  side  of  the  cork  being  cut  aA\  ay  ojiposite  the 
hole  so  that  air  may  enter  as  tho  I  quid  is  drank.  When  not  in  UdO  the  cork  is  turned  half 
round  to  prevent  the  escape  of  the  liquid. 

Claim. — The  tube  B,  with  or  without  the  filtering  medium  E,  fitted  in  the  cork  C,  which 
is  provided  with  a  chamfered  side  A,  in  combination  with  a  canteen  A,  provided  with  a  per- 
forated nozzle  D,  all  airanged  substantially  as  and  for  tho  purpose  set  loith. 

No.  32,753.— Richard  S.  Cihld,  of  Philadelphia,  Fa.— Improvement  in  the  Utilization  of 
Coal  Tar. — Patent  dated  July  9,  IbGl. — The  coal  tar  is  placed  in  a  shallow  vessel  and  set  on 
fire,  the  smoke  being  deposited  in  tho  form  of  lampblack  in  the  usual  manner.  l)uring  the 
burning  the  tar  thickens,  and  in  about  an  hour  ib  orawn  ofl"  in  suitable  condition  to  be  used 
as  a  roofing  cement. 

Claim. — The  process  herein  described  of  utilizing  coal  tar,  by  converting  it  into  roofing 
cement  and  lampblack,  instead  of  into  lampblack  and  a  worthless  residue,  or  into  roofing 
cement  and  volatile  substances. 

No.  32,754.— John  Chu^ver,  of  Jersey  City,  N.  J.— Improvement  in  Moulds  for  Moulding 
Pipe  from  Plastic  Material. — Patent  dated  July  9,  1861. — This  apparatus  is  intended  for 
moulding  pipe  in  such  a  manner  that  the  ends  may  enter  and  fit  intu  a  shoulder  in  the  beU- 
mouihcu  cud  of  tho  pipe.  The  pipe  is  moulded  in  a  vertical  position,  iCAting  on  a  buse-board 
made  iu  faections,  which  are  moved  outward,  to  expand  the  beil-mouih.    Au  inner  lining,  also 
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ma^e  (n  sections,  is  forced  outwards  by  a  core  and  taperod  piece  of  wood,  wliich  presses  the 
plastic  materials  against  the  outer  or  hxed  cose.  A  projection  or  stem  upon  one  pipe  enters 
'  a  corresponding  recess  on  the  adjoining  pipe,  forming  a  coupling. 

Claim. — First,  the  construction  ota  mould  with  its  flat  bottom,  and  its  projection  L, 
Tfiiereby  the  sections  of  pipe  made  therein  may  be  readily  coupled,  and  have  a  continuous 
base,  substantially  as  herein  described. 

Second,  the  combination  with  the  flask  of  a  mould  of  a  core  of  uniform  size  and  shape 
from  end  to  end,  constnicted  so  as  to  expand  and  contract,  substantially  as  described. 

Third,  tho  combination  of  the  sectional  bed  plate  and  collar  with  the  flask  of  the  mould 
and  with  an  expansible  and  contractable  core,  combined  and  operating  substantially  as  da- 
scribed. 

No.  32,755.— Neil  Clifford,  of  Brooklyn,  N.  Y.— Improved  Vapor  Lamp.—Tatent  dated 
July  9,  18G1. — ^This  invention  will  be  understood  by  reference  to  tho  claim  and  engraving. 

Claim, — Tho  arrangement  of  the  tubes  C  K  and  wick-tube  H,  when  used  in  connexion 
with  tho  plug  E  and  socket  D,  placed  in  the  curved  part  a  of  the  tube  C,  and  in  relation  with 
tho  wick-tube  II,  and  stiaight  or  upright  portion  of  tube  C,  to  operate  as  and  for  the  purpose 
set  forth. 

No.  32,756. — J.  A.  DeManiguet,  of  Paris,  Franco. — Improvement  in  Machines  for  Twist- 
ing  SUk, — Patent  dated  July  9,  1861. — This  machinery  is  intended  to  produce  in  a  single 
operation  the  doubling,  twisting,  and  spinning  of  wool,  silk,  or  other  iibrous  matevials.  1  he 
sUvers  or  threads  which  constitute  the  twist  receive  an  equal  number  of  turns,  which  is  called 
the  spinning  or  first  twisting.  This  operation  is  on  equal  lengths  of  material  between  tho 
two  points  of  attachment,  one  of  which  is  fixed  on  one  side  to  the  spinning  spindle  and  the 
other  to  the  twisting  npindle.  The  effect  of  the  torsion  at  the  time  when  the  twist  begins  to 
act  as  a  drawing  power,  in  proportion  to  the  diameter  of  the  material  in  each  of  tho  slivers. 
As  each  sliver  diminishes  in  length  and  size,  the  strongest  become  placed  in  tho  centre,  the 
medium  sized  are  rolled  aroimd  them,  and  the  smallest  are  rolled  round  the  two  others,  &:c., 
to  such  an  extent  that,  so  soon  as  one  of  them  varies  in  diameter,  it  changes  immediately  in 
tension  and  position,  and  consequently  the  slivers  mutually  sustain  one  another  in  proportion 
to  their  respective  strength,  and  preserve  in  the  material  elasticity  and  ductility.  An  annular 
spindle  is  also  used  in  certain  cases. 

C/aim.— The  method  of  making  a  continuous  re^lar  twist,  although  the  slivers  or  strands 
may  be  irregular,  and  without  destroying  the  elasticity  of  the  material,  and  without  unrav^l- 
liog  it,  as  hereinbefore  described. 

^Second,  the  method  of  winding  and  unwinding  by  means  of  an  annular  spindle,  or  its 
equivalent,  operating  substantially  as  herein  described. 

No.  32,757.— Andrew  Derrom,  of  Patcrson,  N.  5.— Improved  Portable  Hut  or  House-, — 
Patent  dated  July  9,  1861. — In  these  buildings  the  studs,  plates,  and  other  parts  are  dove- 
tailed, and  are  also  wedge-shaped,  to  prevent  lateral  thrust.  Panels,  which  constitute  the 
main  part  of  the  surface  of  the  structure,  are  inverted  in  grooves  made  in  studs  and  ratlers, 
to  serve  as  boarding,  and  at  the  same  time  strengthen  and  stiffen  the  building. 

Claim, — ^I'he  combination  of  tho  sills  A,  flooring  timbers  B,  studs  C,  plates  D,  and  rafters 
E,  connected  by  wedge-shaped  dovetail  joints ;  and  the  divided  panels  F  F  F',  secured  to 
the  former  by  grooves  /,  ribs  ^,  and  bolts  ^,  the  whole  being  constructed  and  an-anged  sub- 
stantially as  herein  shown  au«  explained,  and  for  the  purposes  set  forth. 

No.  32,758. — ^P.  S.  Devlan,  of  Elizabethport,  N.  J. — Improvements  in  Car  Brakes, — 
Patent  dated  July  9,  J 86 J. — In  this  invention  two  levers,  crossing  each  other  near  tho  centre, 
are  so  curved  as  to  embrace  the  two  axles  of  the  trucks.  The  ends  of  the  lever  toward  the 
platform  are  elongated,  and  a  ri<^ht  and  left  hand  screw  passes  through  them  and  forms  a  part 
of  the  upright  shaft,  upon  which  is  a  horizontal  wheel;  on  turning  this  the  lovere  are  brought 
together,  and  the  four  shoes  pUiced  on  the  faces  of  the  levers  embrace  both  of  the  axles. 

Claim. — The  emplovment  of  clasping  brake  lovers  D,  substantially  as  hereinbefore  described, 
in  combination  with  the  axle  or  axles  of  the  truck,  and  the  screw-shal't,  the  whole  arranged  to 
operate  substantially  as  described,  for  the  purpose  set  forth. 

No.  32,759.— Andrew  Dougherty,  of  New  York,  N.  Y. — Improvement  in  Machines  for 
Damping  Paper  for  Printers^  Use. — Patent  dated  July  9,  1861. — The  main  feature  in  tliis 
invention  is  a  roller  covered  with  cloth  for  wetting  the  continuous  roll  of  paper,  a  concave 
roller  which  bears  at  the  outer  edge  or  selvedge  to  prevent  wrinkling  or  cockling,  and  the 
brake  for  regulating  the  delivery  of  the  dry  paper  from  the  roller.  The  bmke  coiLsists  of  a 
block  of  wood  placed  vertically  between  guides,  its  lower  end  being  rounded  and  resting 
upon  the  dry  roll  of  paper  to  produce  uniform  friction,  whether  it  be  full  of  paper  or  nearly 
empty.  The  roller  upon  which  the  damp  paper  is  wound  moves  a  little  faster  than  the  dry- 
paper  roller,  on  account  of  the  increased  length  of  the  dry  paper  when  wet. 

Claim. — ^The  combination  of  a  friction  brake  with  means,  substantially  as  described,  for 
supporting  a  roll  of  paper  in  such  manner  that  the  tension  is  applied  to  the  periphery  of  the 
roll  of  paper,  substantially  as  set  forth. 


Digiti 


zed  by  Google 


414  ANNUAL  EEPORT  OF  THE 

Also,  the  combination  of  a  Bbaft  tbat  snpports  the  roll  of  paper  to  be  unrolled  with  an 
equalizing  appamtus,  the  combination  as  a  whole  operating  suostantially  as  described. 

Also,  a  diuupinj?  apparatus,  which  is  a  combination  of  a  series  of  cylinders  having  porous 
lackets,  with  means  for  supplying  the  damping  liquid  to  them,  and  for  regulating  the  quantity 
retained  by  the  wet  cyiinacr  that  is  pressed  m  contact  with  the  paper,  substantially  as  der 
scribed. 

Also,  a  rolling  mechanism,  which  is  a  combination  of  a  shaft,  or  its  equivalent,  for  holdln|f 
the  roll  of  paper,  with  a  concave  friction  roller,  so  arranged  as  to  impart  motion  to  the  pen- 
phery  of  the  roll,  and  with  guides  for  holding  the  roll  in  its  proper  position  against  the  friction 
rollers,  substantially  as  described. 

Also,  the  combination  of  the  following  members,  viz : 

First,  an  apparatus  for  supporting  a  roll  of  paper  and  making  tension  upon  the  paper. 

Second,  an  equalizing  apparatus,  substantially  as  described. 

Third,  a  damping  apparatus,  substantially  as  described. 

Fourth,  a  rolling  mechanism,  substantially  as  described. 

The  whole  constituting  a  machine,  opcratmg  substantially  as  described,  for  damping  paper 
hfim  the  roll,  and  delivering  it  in  a  damp  concQtion. 

No.  32,760.— L.  H.  Doyle,  of  Waterloo,  Iowa. — Improved  Cultivator.— -Vatent  dated  Julj; 
9, 18G]. — The  central  trian^lar-shaped  spade  is  attached  to  the  beam,  as  usual;  in  the  rear  of 
this  are  sockets  and  bolts,  trom  which  two  curved  arms  extend  laterally  nearly  to  the  ground, 
and  have  at  their  ends  shares  placed  obliquely;  above  the  shares  is  a  horizontal  cross-bar, 
provided  with  slots  and  bolts,  by  which  the  shares  can  bo  placed  at  the  right  distance  apart 
to  throw  the  soil  upon  the  rows  of  plants  on  either  side. 

Claim. — The  sockets  D  D',  at  the  back  of  the  beam  A,  with  the  feet  or  standards  E  E 
fitted  therein  shown,  in  connexion  with  the  bar  F  and  braces  h  A,  arranged  to  brace  the  feet 
or  standards  £  E,  and  at  the  same  time  connect  the  same  to  the  bar  F  at  the  desired  disrance 
apart,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,761. — J.  D.  Elliot,  of  Grafton,  Mass. — Improvement  in  Machines  for  Folding 
Cloth. — Patent  dated  July  9,  1861 . — A  pair  of  reciprocating  blades  operate  so  as  to  fold  the 
cloth  upon  a  table  having  jaws  at  either  end  to  catch  and  hoRl  fast  eacn  fold  as  it  is  laid  over. 
As  the  blades  pass  under  either  jaw,  the  table  drops  away  from  the  jaw  in  advance  of  the 
blade,  to  prevent  the  rubbing  of  the  blade  on  the  cloth,  and  from  pulling  the  cloth  under  the 
opposite  jaw. 

Claim. — Attaching  the  pitman  to  the  end  of  the  folding  blade,  or  to  the  staffs  holding  the 
blades,  at  or  near  the  upper  ends  of  said  staffs,  when  applied  to  a  machine  for  folding  cloth. 
as  described. 

Also,  the  combination  of  the  pawl  G',  ratch  F',  and  shoo  a4,  with  the  yielding  table  of  a 
cloth-folding  mechanism,  operating  in  the  manner  and  for  the  purjMJse  herein  speciUed. 

Also,  giving  the  table  a  positive  motion  down  in  advance  of  the  folding  blades,  for  the  pur-* 
pose  set  forth. 

Also,  giving  both  the  table  and  jaw  a  positive  motion,  in  advance  of  the  folding  bladee, 
for  the  purpose  set  forth. 

Also,  constructing  the  jaws  n  o,  with  a  roughened  surface  for  holding  the  folds  of  the  doth, 
made  substantially  as  set  forth. 

No.  32,762. — ^W.  C.  FULLER,  of  London,  England. — Improvement  in  Gun-Carriages. — 
Patent  dated  July  9,  18G1. — ^This  improvement  consists  in  the  application  of  India-iiibber 
rings,  working  on  a  bolt  or  bolts  parallel  with  the  frames  of  the  gun-carriage,  to  receive  and 
neutralize  the  shock  of  the  discharge,  and  convey  the  gun,  by  the  reaction  of  the  springs,  back 
to  its  place,  ready  for  reloading.  The  movement  takes  place  between  the  carriage  and  the 
slide,  deck,  or  platform. 

Claim. — ^Tbe  particular  mode  or  modes  of  applying  India-rubber  springs  in  the  constrac 
tion  of  gtm-carriages,  as  set  forth  and  described. 

No.  32,763.— H.  A.  Gagb  ,  of  Bianchester,  N.  11.— Improvement  in  Machines  for  Address- 
ing Newspapers. — Patent  dated  July  9,  1861. — ^I'his  improvement  is  intended  to  increase  or 
diminish  the  pressure  of  the  type  upon  the  envelope  containing  a  newspaper  by  means  of  a 
lever,  hnk,  and  a  rod  connected  with  the  platen,  tlie  length  of  the  rod  being  regulated  bj  a 
saew  and  nut. 

Claim. — The  mechanism  forrepulating  the  impression  of  the  platen,  consisting  of  the  kvcr 
F,  link  G,  and  nut  II,  on  the  rouE,  substantially  as  described. 

No.  32,764.— C.  P.  Geihsenhainer,  of  Pittsburg,  F&.^Improvenumt  in  Cooking  Stoves.^ 
Patent  dated  July  9,  1861.— This  improvement  relates  chiefly  to  the  supply  of  air  for  the 
draught,  which  enters  under  the  hearth  and  in  the  rear  of  the  fire-basket,  being  partially  heated 
in  its  passaf^e.  The  firendoor  is  provided  with  a  flange,  and  below  this  is  a  space  above  the 
g^te  bars,  lor  the  purpose  of  returning  gas  or  smoke  to  the  fire. 

Claim. — First,  the  arrangement  in  cooking  stoves  of  an  air-flue  opening  under  the  hearth, 
for  introducing  air  in  the  rear  of  the  fire-basket,  in  such  relation  to  the  flue  for  the  exit  of 
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tbe  smoke  and  prodncts  of  combnstion  as  is  hereinbefoTe  described,  tbat  is  to  say :  placing 
tbe  horizontal  smoke-fluo  in  tbe  front  puut  of  the  stove  and  immediately  under  the  air-fiae, 
for  the  purpose  of  increasing^  tbe  beat  of  tbe  air  as  it  enters  the  stove  through  tbe  flue  under 
the  hearth,  bv  extracting  tbe  waste  beat  from  tbe  smoke  and  products  of  combustion  before 
tbey  escape  trom  the  stove» 

Second,  constructing  the  door  to  tbe  fire-cbamber  of  cooking  stoves  with  a  flanrp  project- 
ing from  its  1  .wer  edge,  so  situated  in  relation  to  the  hinge  as  tbat  when  the  door  is  closed  a 
•pace  shall  be  led  bBtween  the  projecting  flange  and  the  grate  bars  to  catch  and  return  to 
the  fire  any  smoke  or  gas  that  would  otl^rwise  escape  into  tbe  room,  substantiullj  as  de- 
scribed. 

No.  32,765  —John  Gibbs,  of  Brooklyn,  N.  Y.-^Improved  Shade  Fiz<«re.— Patent  dated 
July  9,  1861. — ^This  invention  relates  to  the  pulley  slide,  which  is  attached  to  a  window 
frame  to  keep  the  endless  cord  at  a  suitable  tension.  The  slide  carries  a  grooved  pulley,  and 
has  at  its  lower  end  a  projection  which  enters  one  of  a  series  of  holes  in  a  fixed  rack  and 
retains  the  slide  where  it  is  placed. 

Claim, — ^The  construction  of  the  adjustable  slide  with  cJasp  hooks  e,  and  locking  T-shaped 
hook  g  in  one  piece,  the  plate  A  being  provided  with  ^>ertures  c  corresponding  to  hook  g 
and  the  hooks  e  clasping  tbe  sides  of  plate  A,  the  whole  operating  together  in  the  manner 
and  for  tbe  purpose  shown  and  deBcrit>ea. 

No.  32,766.— C.  R.  Goroas  and  Wm.  H.  Smiti?,  of  Wooster,  Ohlo.-^Improted  Furniture 
Caster. — Patent  dated  July  9,  1861. — Upon  the  conical  pin  of  the  common  caster  two  metal- 
lic annular  cups  are  placed,  the  cavity  in  the  lower  one  being  of  sufficient  depth  to  hold  a 
liquid.  The  upper  or  inverted  cup  is  held  by  a  central  collar  at  such  distance  as  will  pre- 
vent insects  from  crossing  the  edges  of  the  cup.  The  lower  cavity  being  tilled  with  a  liquid, 
prevents  the  passage  of  insects  to  the  legs  of  the  bedstead  or  other  pieces  ot  furniture,  to 
which  the  caster  is  applied. 

Claim,— The  combination  of  the  socket  B,  conical  pin  C,  cups  G  and  H,  necks  a  and  ft, 
and  roller  D,  all  constructed  and  operating  in  the  manner  and  for  the  purpose  shown  and 
explained. 

No.  32,767.— J.  W.  Graham  and  J.  M.  Toplifp,  of  Pittsficld,  111,— Improvement  in 
Water  Elevators, — Patent  dated  July  9,  18G1. — ^This  invention  relates  to  the  construction  of 
a  windlass,  by  means  of  which  the  roller  that  caiTies  the  buckets  may  be  turned  cither  back 
or  forward  while  the  crank  is  turned  in  one  d-irection  only.  The  bucket  is  emptied  automati- 
cally by  means  of  a  rod  and  vibrating  arm  connected  with  the  viilve  in  the  bottom  of  the 
bucket.  Right  and  left  hand  spiral  grooves  guide  two  ropes,  which,  as  the  bucket  rises, 
approach  the  centre  of  the  windlass  where  there  is  a  blank  or  cylindrical  space,  upon  which 
the  stem  of  the  discharge  valve  sti'ikes,  (when  the  bucket  reaches  tbe  top,)  and  allows  the 
water  to  escape. 

Claim, — First,  in  combination  with  tbe  shafi  a,  the  loose  roll  B,  and  gears  i  f  g,  and 
dutch  G  A,  the  whole  constructed  and  operating  substantially  as  described,  for  the  purpose 
set  forth. 

Second,  the  combination  of  the  windla>ss  having  reversed  helical  crooves,  with  tbe  cords 
and  water  bucket,  and  the  device  for  opening  the  valve  of  bucket,  tue  whole  arranged  and 
operating  as  described,  for  the  purpose  set  form. 

Third,  in  combination  with  the  elevating  and  automatically  discharging  bucket  and 
grooved  windlass,  the  blank  m,  as  and  for  the  purpose  specified. 

Fourth,  constructing  the  bucket  with  a  mouth-pieceV»,  in  combination  with  its  valve  and 
opening  mechanism,  and  a  filhng  valve  in  centre  of  Ducket's  bottom,  as  described,  for  the 
purposes  set  forth. 

No.  32,768.— Edward  Hamilton,  of  Chicago,  V[i,^Improvement  in  Breech-loading  Ord- 
nance,— Patent  dated  July  9,  1861. — ^The  inventor  says :  The  first  part  of  my  invention 
consists  in  the  combination  of  a  movable  cqnical  breech  with  the  fij[ed  breech  of  a  cannon, 
and  the  second  part  relates  to  the  combination  of  the  above  with  a  movable  stopper.  To 
load  tho  cannon  tbe  movable  breech  is  turned  until  two  lateral  openings  corresponding  in  po- 
sition; the  stopper  is  then  withdrawn  and  the  cartridge  inserted ;  the  stopper  is  replaced,  the 
movable  breech  turned  back,  and  the  gun  primed  and  fired  in  the  usual  manner. 

C/aim.— Tho  combination  of  a  fixed  breech  and  a  movable  conical  breech,  tbe  two  being 
constructed  and  arranged  substantially  as  described. 

Also,  the  combination  of  a  movable  breech  and  of  a  fixed  breech,  constructed  and  arranged 
substantially  as  described}  with  a  removable  stopper  for  the  charging  opening,  substantially 
as  described. 

No.  32,769. — G.  H.  Hartman,  of  Fort  Wayne,  Ind.— 7mpr<n?eme«e  in  Bee-hives — Patent 
dated  July  9,  1861. — ^The  interior  of  the  hive  is  the  form  of  a  truncated  pyramid  inverted, 
for  the  purpose  of  enabling  the  bees  to  keep  their  brood  warm ;  tbe  movable  comb-frames 
are  of  shape  to  fit  tbe  hive.  The  moth  and  feed  drawer  at  the  bottom  of  the  hive  has  a 
sloping  front,  and  is  provided  with  slots  about  one-eighth  of  an  inch  wide,  which  allow 
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moths  to  enter,  bat  are  not  large  enough  to  admit  the  bees.  This  part  of  the  drawer  is  cor- 
ered  with  wire  gauze,  which  is  removed  when  the  moths  are  to  l^  killed.  The  pize  of  the 
entrance  is  regpilaied  bj  movable  strips,  the  openings  being  of  such  a  size  that  the  loaded 
worker  will  bo  admitted,  but  not  the  queen.     The  other  compartment  forms  a  feeding  space. 

Claim. — First,  the  employment,  in  coaibination  with  the  bos  A  B  C  D,  of  the  trapezoidal 
removttble  comb-frames  a,  the  whole  arranged  and  operating  as  described,  for  the  pui-posea 
set  forth. 

Second,  in  combination  with  the  sliding  drawer  F,  the  removable  wire  gauze  frame  c,  ar- 
ranged and  operuting  as  described,  for  the  pm-poso  set  forth. 

Third,  making  the  front  of  drawer  F,  bevelled  at  d,  in  combination  with  the  decoy  en- 
trances «  e  e,  as  described,  for  the  purpose  set  forth. 

Fourth,  the  peculiar  manner  descnbed  of  regulating  the  entrance,  for  the  purposes  sub- 
•tantialiy  as  described. 

No.  .^2,770. — Albert  Holbrook,  of  Providence,  R.  I. — Improvement  in  Pickers, — ^Patent 
dated  July  9,  1801. — The  picker  or  shuttle-driver  is  made  of  raw  hide  in  the  usual  manner  and 
is  provided  with  a  slot,  which  receives  the  end  of  a  flat  bent  spring,  which  passes  over  the 
top  of  the  picker  arm  or  lever.  A  leather  wedge  is  placed  betwen  the  picker  and  the  stick  to 
give  an  even  bearing,  and  protect  the  stick  from  injury. 

Claim, — Applying  a  raw-hide  picker  to  a  picker-staJ'*,  by  means  of  a  spring  lever  provided 
with  a  catch  a,  operating  with  the  slot  o  of  the  picker,  in  the  manner  as  represented,  and  for 
the  purpose  set  forth. 

No.  32,771. — Albert  Holbrook,  of  Providence,  R.  I. — Improvement  in  Pickers. — ^Patent 
dated  July  9,  18G1. — The  raw  hide  of  which  the  picker  is  formed  is  first  softenedin  water, 
and  after  being  cut  to  the  right  breadth  is  bent  to  the  tbrm  shown  in  the  drawings  and  secured 
by  two  rivets,  presenting  to  the  action  of  the  shuttle  four  thicknesses  of  the  hide. 

'Claim. — An  improveu  raw-hide  picker,  as  constructed,  of  one  piece  of  material,  and  with 
its  two  ends  foldeu,  interlocked,  and  connected  in  the  manner  and  for  the  pui-pose  as  set  forth. 

No.  32,772. — George  Ives,  of  Detroit,  Mich. — Improvement  in  Ditching  Machines, — 
Patent  dated  July  9,  18G1. — ^This  invention  relates  to  machines  in  which  the  earth  is  carried 
back  from  the  ditch  by  an  endless  apron,  and  consists  in  the  use  of  two  vertical  coulters  for 
widening  the  ditch  and  allowing  the  trough  in  which  the  upron  traverses  free  passage  without 
ehafing  or  clogging  at  the  sides  of  the  trough.  The  coulters  are  applied  in  the  rear  of  the 
plough  and  near  the  end  of  the  apron  trough. 

Claim. — In  the  described  combination  with  the  coulter  H,  plough  rf,  trough  D,  and  elevator 
E,  of  a  ditching  machine,  the  arrangement  of  the  coulters  J  J,  attached  to  the  sides  of  the 
machine  at  a  <£stance  in  the  rear  ot  the  plough,  and  projecting  laterally  beyond  the  path  of 
the  latter,  all  as  shown  and  explained,  and  for  the  purposes  set  forth. 

No.  32,773. — Frederick  Kesmodel,  of  San  Francisco,  Cs^.— Improvement  in  Apparatus 
for  Taking  Casts  for  Pads. — Patent  dated  July  9,  18CJ. — This  instrument  consists  of  a 
broad  hoop  or  ring,  over  which  a  thin  sheet  of  India  nibber  is  stretched ;  this  is  laid  upon  the 
part  of  the  body  to  be  copied  and  the  hoop  partially  iiiled  with  liquid  plaster  of  Paiis.  Pi-es- 
sure  Ls  then  made  with  a  piston,  fitting  in  the  opposite  side  of  the  hoop,  and  continued  until 
the  plaster  sets.  The  cast  is  sepamtoJ  from  tho  rubber  sheet,  and  upon  it  a  reverse  is  formed 
of  metal  or  other  substance  suitable  lor  the  mtended  use. 

Claim. — The  described  apparatus,  consisting  of  piston  E,  mould  A,  and  elastic  diaphragm 
B,  arranged  in  relation  to  each  other,  and  for  tne  purpose  of  forming  pads,  as  set  forth. 

No.  32,774.— Denxis  Lane,  of  Plainfield,  Yi.— Improved  Method  of  Setting  the  Log  in 
Saw-mills, — Patent  dated  July  9,  18G1. — This  invention  docs  not  admit  of  a  brief  descriptioik 

Claim. — ^The  employment  or  use  of  the  ratchets  II 1 J  K,  having  teeth  at  different  distances 
apart,  in  connexion  with  the  adjustable  dog  P,  placed  on  the  rod  O,  which  is  provided  witb 
retaining  pins  /r,  tho  ratohets  being^  placed  on  the  shaft  F,  having  pinions  O  G  at  its  ends 
which  gear  into  racks  D  D,  attached  to  bar  C,  all  being  arranged  as  and  for  the  ptirpose  set 
forth. 

No.  32,775. — ^W.  B.  Le  Van,  of  Philadelphia,  Pa. — Improvement  in  Water  Gauges  for 
Steam  Boilers. — Patent  dated  July  9,  1801. — ^In  this  instrument  a  measuring  rod  is  held  in  a 
central  position  within  the  gloss  tube.  It  is  alleged  that  a  tube  provided  with  the  rod  is  not 
liable  to  be  broken,  and  that  it  is  readily  cleaned. 

Claim. — First,  so  arranging  the  valve,  in  respect  to  the  internal  rod  I,  that  the  centre  line 
of  one  shall  coincide,  or  nearly  coincide,  with  the  centre  line  of  the  other  when  the  rod  or 
valve,  or  both,  are  so  constnicted  that  the  valve  can  be  operated  without  disturbing  or  being 
disturbed  by  the  rod,  as  set  forth. 

Second,  so  constructing  the  valves  G,  in  respect  to  the  said  internal  rod,  or  the  rods,  in 
respect  to  the  valves,  that  the  latter  can  be  operated  without  disturbing  the  former,  as  set  forth. 

Third,  the  hollow  branch  6,  of  the  steam-chest  A,  combined  and  arranged,  in  respect  to  the 
opening  of  the  valve  G,  as  set  forth,  so  as  to  afford  ready  access  to  tho  mterior  oi  the  glass 
tabe,  asspeciffed. 
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Ko.  32,776.— E.  H.  Lewis,  of  Wilbur,  N.  Y. —Improvement  in  Machines  for  Polishing 
Stone, — Patent  dated  July  9,  186] . — The  stone  to  be  polished  is  laid  upon  a  revolving  table, 
across  which  an  arm  projects,  which  has  a  reciprocating  motion.  The  combined  movement 
of  the  table  and  arm  is  designed  to  prevent  grothe-s  and  ridges  in  the  stone  when  finished. 

Claim. — The  arrangement  of  the  double-aimed  reciprocating  bar  I,  eccentric  G,  shaft  B, 
and  gear  wheel  C,  with  the  rotary  plate  F,  shall  E,  and  pinion  D,  in  the  manner  and  for  the 
purpose  shown  and  described. 

No.  3'2,777. — John  Miller,  jr.,  of  Baltimore,  Md. — Improvement  in  Machines  for  Making 
Paper  Bags  and  Boxes. — Patent  dated  July  9,  1851. — The  paper,  cut  in  strips  of  the  desired 
width,  is  fed  from  a  table  to  cutters  of  suitable  size.  The  paper  thus  cut  off  is  forcetl  through 
a  mould  by  a  piston,  and  the  glue  applied  by  circular  brushes.  Clasps  or  bars  receive  a  box 
from  the  piston,  and  hold  it  in  shape  until  the  next  box  comes  forward,  thus  giving  a  little 
time  for  the  cement  to  set  or  dry. 

Claim. — First,  the  combination  of  the  cross-head  L,  lever  F,  rock-shaft  D,  adjustable  arm 
C,  and  fingers  B,  constructed  and  o|)eraticg  substantially  as  explained,  to  impart  an  inter- 
mittent feed  movement  to  the  strips  of  paper. 

Second,  the  cutter  G,  constructed  as  t^own  and  described,  and  operating  in  connexion  with 
an  intermittent  feeding  device,  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  mould  or  folder  N,  constructea  as  described,  and  operating  in  connexion  with  a 
suitable  plunger,  substantially  as  and  for  the  purposes  set  forth. 

Fourth,  the  combination  ot  the  rotary  bru>h  O,  tbuntain  P,  and  pressure  cams  T,  operating 
to  paste  or  glue  the  boxes  while  passinj^  through  the  moulds,  as  explained. 

Fifth,  the  spnng  clasps  U  V,  applied  beneatu  the  moulds  N,  employed  to  hold  the  joints  of 
the  boxes  until  se^  as  explained. 

No.  32,778.— William  MaLER,  of  Boston,  'M&ss.— Improved  Fire- Escape.— Pt^ieni  dated 
July  9,  18H1. — This  apparatus  is  attached  to  suitable  wheels  or  trucks,  aDd  is  elevated  by  a 
pinion  in  the  cross-bar  of  the  truck,  and  a  circular  rack  fastened  above  a  hinge  or  joint  near 
the  base  ot*  the  ladder.  The  sides  of  the  ladders,  which  are  in  three  or  lour  sections,  are 
parallel  and  tubular;  they  slide  into  each  other,  the  lower  section  being  the  largest.  Long»- 
tudinal  slots  cut  through  the  whole  lencrth  of  the  tube  allow  the  rounds  to  pass  freely,  either 
up  or  down. 

Claim. — Hnving  the  ladders  of  fire-escapes  made  of  slotted  tubular  metal,  and  rounds 
arranged  and  opemting,  in  respect  to  each  other,  in  the  manner  shown  and  described. 

The  combination  of  the  curved  rack  E,  with  the  hinged  ladder  D,  operating  pinion  c,  and 
platform  A,  substantially  in  the  manner  and  for  the  pm-pose  shown  and  described. 

No.  32,779  —J.  W.  D  F.  Moon,  of  Coventry,  N.  Y. —Improvement  in  Thills  for  Vehicles,^ 
Patent  dated  July  9,  1661. — A  ^wcket-piece,  having  a  T-.shaped  hole  through  it,  is  secured  to 
the  axle  of  the  carriage;  a  projecting  piece  of  iron  hooked  upon  each  side  forms  the  end  of 
the  thills.  This  can  only  be  put  into  the  socket  when  the  thills  are  elevated,  and,  when  de- 
pressed to  the  position  for  draught,  the  T-shaped  piece  draws  against  the  socket-piece,  the 
thills  being  thus  eecuiely  attached. 

C/atm.— The  projecting  hook  or  key/,  or  its  equivalent,  on  the  rear  end  of  the  thill  iron  B, 
fitted  into  and  passing  through  tho  opening  e,  in  the  socket  iron  A,  substantially  in  the 
manner  and  lor  the  purpose  set  forth. 

No.  32,780.— F.  A.  Morley,  of  Sodus  Point,  N.  Y.— Improved  Steering  Apparatus  for 
Vessels. — Pa*«nt  dated  July  9,  1861. — The  bearings  upon  which  the  horizontal  screw  rests 
are  fitted  with  grooves  and  slides  to  allow  a  slight  vertical  motion  to  the  nidder. 

Claim. — Tho  combination  of  tho  screw  and  connecting  piece  D,  and  single  nut  E,  screw 
and  connecting  piece  D,  moving  longitudinally  and  in  an  opposite  direction  to  nut  E,  for 
operating  the  rudders  of  vessels,  substantially  as  described. 

And,  in  combination  with  the  above,  the  guides  and  grooved  boxes  G  G,  to  accommodate 
the  upward  motion  of  the  rudder,  as  explained. 

No.  32,781.— F.  A.  Morley,  of  Sodus  Point,  N.  Y.— Improvement  in  Potato  Diggers. — 
Patent  dated  July  9,  18C1. — ^This  machine  is  intended  to  perform  both  the  digging  and  sep- 
arating, and  at  the  same  time  be  self-rotating.  This  is  cnoeted  by  setting  the  digging  teeth 
(which  form  the  forward  end  of  a  cylinder  made  of  bars  of  iron  arranged  in  a  spiral  position) 
at  such  an  angle  as  will  cause  the  cylinder  to  revolve  as  it  is  drawn  forward  and  silt  out  the 
dirt,  while  the  potatoes  and  vines  faU  to  the  ground  from  the  rear  of  the  cylinder. 

Claim. — ^The  combination  of  the  spirally  arranged  teeth  I,  with  the  adjustable  spirally 
slotted  cylinder  A,  constructed  and  operating  in  tho  manner  described,  for  the  purpose 
specified. 

No.  32,782.— B.  F.  Norton,  of  Manchester,  N.  H. — Improvement  in  Setting  Machines. — 
Patent  dated  July  9,  1861. — This  improvement  on  the  chain-stitch  sewing  machine  relates 
chiefly  to  the  short  arm  of  the  needle-bar,  which  is  bent  at  an  angle  with  the  main  arm,  and 
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•lides  in  adjustable  ^des  to  ffive  a  feeding  motion  and  govern  tlie  length  of  the  Btitch,  the 
needle-holder  being  jointed  to  the  eod  of  the  needle-bar. 

Claim.— The  ueedie-bar  F  F\  bent  laterally,  as  shown  in  Fig.  5,  jointed  needle-carrier  L, 
adjustable  guide  U,  set  screw  M,  and  spring«N,  operating  in  combination  beneath  the  table 
o,  the  whole  constructed  and  arranged  substantially  as  and  for  the  purposes  set  forth. 

Ko.  32,783.— Lucius  Parker,  of  Manchester  Station,  Conn,— Improrement  in  Railroad 
Car  Brakes. — Patent  dated  July  9,  18G1. — ^A  bevelled  wheel  and  pinion  operated  by  the 
brakemen  turns  a  horizontal  shaft,  around  which  a  chain  is  wound  and  elevates  a  suspension 
weight.  When  the  mitre  wheel  is  out  of  gear  the  weight  falls,  and  attached  short  onus  or 
lovers  pull  upon  the  chains  that  bring  the  sooo  into  contact  with  the  wheels. 

Claim. — First,  the  combination  of  the  self-adjustine  spring  beanngs  D  with  the  main  shaft 
C,  substantially  in  the  manner  and  for  the  purposes  shown  and  described. 

Second,  the  employment  of  the  adjustable  weight  H,  in  combination  with  the  main  shaft 
C,  lever  F,  shalt  G,  and  the  shoes  K  N,  in  the  manner  and  for  the  purposes  shown  and 
described. 

Thud,  the  general  arrangement,  together  and  with  each  other,  of  the  above-specified  parts, 
M  shown  and  described. 

No.  32,784. — ^Henry  EaWSON,  of  Leicester,  England. — Improvement  in  Machines  for 
Combing  Wool. — Patent  dated  July  9,  1661. — This  invention  consists  in  the  combination  of 
narts  before  known  and  used  for  separatine  the  long  from  the  short  fibres  of  wool.  The  main 
features  cannot  be  set  forth  in  a  brief  description. 

Claim. — First,  combining  a  comb  z,  worked  as  described,  with  a  comb  a  and  a  comb  q, 
subsiantiall  V  as  described. 

Second,  the  combining  of  a  comb  q  with  a  comb  z,  and  bars  or  plates  r ,  substantially  as 
described. 

No.  32,785. — Charles  Raymond,  of  Brattleboro*,  Yi.— Improvement  in  Sewing  Ma 
dtinet. — Patent  dated  Julv  9,  1861. — In  this  lock -stitch  machine  the  looper  is  pivoted  to  two 
short  vibrating  levers,  so  that,  while  the  axis  of  the  looper  moves  in  the  arc  of  a  circle  around 
the  axis  of  one  of  the  levers,  its  point  is  thrown  inwardly  towards  the  lever  axis  as  it  ad- 
vances, and  ihen  outwardly  from  it  as  it  recedes,  and  at  an  accelerated  rate  of  motion  as 
compared  with  that  of  the  axis  of  the  looper.  Fves  formed  in  the  looper  cause  the  bearing- 
off  hook  to  bear  against  the  loop  of  the  needle  thread ;  the  needle  ^oes  down  withour  passing 
through  the  loop,  but  passes  between  the  looper  and  the  thread  wmch  it  carries  that  \s  pressed 
outward  by  the  hook  into  the  path  of  the  needle  at  the  ttame  instani  that  it  pushes  the  afore- 
said ioop  of  the  needle-beanng  thread  away  from  the  path  of  the  needle. 

Claim. — The  bearhig-off  hook  g^  when  it  is  arranged  in  such  a  manner  with  relation  to  the 
looper  6,  thai  the  said  parts  are  enabled  to  co-operate  with  each  other  in  the  formauon  of  lock- 
stitches, substantially  in  tho  manner  set  forth. 

No.  32,786.— Suspended. 

No.  32,787. — Ej^mund  Russel,  of  Brooklyn,  N.  Y.— Improvement  in  Oscillating  Stemm 
Engines. — Patent  dated  July  9,  1861. — In  this  eugine  the  common  trunnions  or  gudgeons 
are  dispensed  with,  and  the  cylinder,  which  is  vertical,  is  supported  by  a  strong  spring  oi'  one 
or  more  leaves  connecting  the  base  of  the  cylinder  with  the  frame.  A  lever,  rod,  and  fixed 
pin  are  so  connected  as  to  conespond  to  the  peculiar  motion  of  the  cylinder  and  work  the 
valves. 

Claim. — The  spring  /,  applied  as  a  means  of  connecting  the  cylinder  to  the  frame  of  the 
engine  and  allowing  tor  tho  oscillation,  in  the  manner  and  for  the  purposes  set  forth. 

Also,  the  arrangement  of  the  valve  m,  stem  i,  and  the  induction  and  eduction  ports  1  2  and 
3,  in  the  oscillaiing  cylinder,  applied  as  and  for  the  purposes  specified. 

No.  32,788.— J.  A.  Sabbaton,  of  New  York,  N.  Y. --Improvement  in  Dry  Gas  Metres.— 
Patent  dated  Julv  9,  1861. — ^The  constinction  of  this  invention  cannot  be  explained  without 
AiU  drawing  and  detailed  description. 

Claim. — The  combination  of  a  series  of  flexible  diaphragms  with  a  conical  valve  having  an 
inlet  passage  at  one  of  its  heads,  and  an  outlet  passage  at  its  other  head,  two  lateral  ports  com- 
mimicating  respectively  with  the  inlet  and  outlet  passages,  and  turning  in  a  conical  valve-seat 
fitted  with  as  many  ports  as  theie  are  chambers  in  the  metre,  the  whole  arranged  and  operating 
substantially  as  described. 

Also,  the  combination  of  the  said  valve  and  valve-seat  with  an  enclosed  inlet  passage,  a 
supplementary  port  in  the  valve-seat,  and  a  supplementaiy  passage  in  the  valve,  substanually 
as  described. 

Also,  the  combination  of  the  stems  of  the  flexible  diaphragms  with  conical  stoppers  and 
stopper-seats,  substantially  as  descnbod. 

No.  32,789.— B.  Segnitz,  of  New  York,  N.  Y.— Improvement  in  Trachea  Tn^.— Patent 
dated  July  9,  1861. — ^The  object  of  this  invention  is  to  administer  expectorant  medicines 
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dirsctly  to  the  trachea  or  to  the  naso]  organs.  The  medicines  are  placed  in  the  tube  and  ft  U 
inserted  into  the  mouth,  its  flaring  end  being  directed  either  to  the  trachea  or  nasal  organs  as 
may  be  desired,  the  curved  form  of  the  tube  allowing  this  change  of  direction.  The  medicines 
sre  then  administered  to  the  parts  by  blowing  into  the  mouth-piece,  which  is  made  adjustable 
■o  that  it  can  be  directed  upwards  whatercr  may  be  the  dh'ection  of  the  tube. 

Claim, — ^A  trachea  tube  constructed  with  a  central  tube  A,  curved  flaring  double-channelled 
terminus  B,  and  an  adjustable  mouth-piece  C,  substantially  as  shown  and  desciibed. 

No.  32,790. — Christian  Sharps,  of  Philadelphia,  Pe^.^Impravement  in  Breech-Loading 
Firs'Arms. — Patent  dated  July  9,  1861. — ^This  device  relates  to  the  mode  of  locking  and 
xeleasing  the  lever  which  moves  the  barrel  back  and  forth  upon  the  stock  slides.  A  common 
•prinff  catch  inserted  in  tho  stock  holds  the  swinging  lover  in  place  when  the  gun  is  charged, 
and  the  lever  released  by  pressure  on  the  curved  end  of  the  catch  that  projects  below  the  stock. 

Claim. — ^Tho  spring  dog  Q,  with  its  projections  q  and  ^,  in  combination  with  the  projection 
t  of  the  guard  lever  C,  when  the  said  projection  g'  is  situated  in  respect  to  the  under  side  oi 
ihe  stock  and  the  bent  end  of  the  said  guard  lever,  as  and  for  the  purpose  set  forth. 

No.  32,791. —Dakiel  Shbrwooo,  of  Lowell,  Mass.— /wiwrorerf  Coffee  ftrain«r.— Patent 
dated  July  9,  1861. — In  this  invention  the  common  basket-soaped  strainer  is  suspended  from 
the  spring  that  is  slipped  into  the  open  end  of  a  tea  or  coffee  pot. 

Claim. — The  wire  spnng  C,  formed  as  shown,  and  attached  to  the  strainer  A,  for  the  pur- 
pose set  forth. 

No.  32,792. — John  Sims,  of  Boston  Comers,  Mass. — Improvements  in  Combined  Seed^ 
Drill  and  Cultivator. — Patent  dated  July  9,  1861. — This  is  a  combination  of  seven  different 
parts,  for  plantiu^  seeds  mixed  with  fertilizers.  The  position  and  relation  of  the  parts  do«f 
not  admit  id  briet  description^ 

Claim. — The  arrangement  of  tho  fork  L,  slide  J,  rock-shaft  F,  and  seed  box  E,  in  com- 
bination with  a  drill  plough  O,  coverer.P',  and  rako  B,  for  the  purposes  and  substantially  as 
described. 

No.  32,793.— Henry  R.  SloaT,  of  Sloatsburg,  N.  Y .—Improvement  in  Farm  Gates.-^ 
Patent  dated  July  9,  1861. — The  gate  is  suspended  by  means  of  two  vertical  pins,  inserted 
on  each  end  of  tne  long  bar  of  tho  gate,  one  of  which  bears  in  a  projection  upon  the  gate 
post,  and  the  other  in  the  long  slot  of  the  lever  D,  pivoted  by  its  centie  to  the  upper  part  of 
the  post.  On  pulling  one  of  the  cords  suspended  from  the  ends  of  lever  i  ;,  in  reach  of  a 
person  in  a  carriage  or  on  horseback,  the  lover  D  will  throw  the  gate  out  of  plumb,  when  it  will 
swing  back  by  its  own  weight,  and  will  be  retained  by  a  catch.  The  gate  in  closed  in  the  same 
by  pulling  the  opposite  cord. 

Claim. — The  combination  of  the  devices  described,  as  shown  in  Fig.  1,  for  the  purpose  of 
opening  and  closing  a  gato  in  the  manner  substantially  as  set  forth. 

No.  32,794.— Barzillai  C.  Smith,  of  Burlington,  N.  J. — Improvements  in  the  Construc- 
tion of  Rai'woys.—Fateni  dated  July  9,  1861. — This  railway  consists  of  two  or  more  rows  of 
cast-iron  girders,  each  consisting  of  a  broad  plate  with  a  longitudinal  rib  above,  forming  the 
xail  for  receiving  the  car  wheels,  with  longitudinal  strengthening  ribs  below,  these  ribs  being 
bedded  into,  and  the  plate  or  body  of  tho  girder  being  placed  on  the  giound  in  order  to  pre- 
Tent  tilting  and  latteoral  or  vertical  displacement,  and  thus  dispensing  with  the  use  of  sleepers, 
chairs,  and  spikes. 

Claim. — A  railway  composed  of  two  or  more  cast-iron  girders,  each  girder  consisting  of  a 
broad  plate,  with  the  longitudinal  strengthening  flanges  o  b  below,  and  a  longitudinal  rib  a 
above,  when  the  body  of  the  girder  is  lidded  on  to,  and  the  strengthening  flanges  into  the 

f  round,  as  described,  for  the  purpose  of  preventing  all  liability  of  the  rails  to  tilt,  or  to  be 
isplaced  laterally  or  vertically,  and  in  order  to  form  a  cheap  and  permanent  railroad  without 
the  aid  of  sleepers,  chairs,  and  spikes,  as  set  forth. 

No.  32,795.— Charles  K.  Soule,  of  Fairfield,  yt.-— Improved  Horse-Rake.— Vateni  dated 
July  9,  1861. — The  lower  ends  of  the  teeth  of  this  rake  are  bent  backward  nearly  to  a  horizontal 
position,  to  prevent  them  from  catching  in  the  ground,  the  rake  being  hung  to  the  frame  by 
an  adjustable  plate,  by  means  of  which  the  angle  that  the  teeth  make  with  the  ground  can  be 
regulated,  and  allow  the  bent  part  of  the  teeth  to  run  just  below  the  level  of  the  top  of  the 
stubble.  In  some  cases  the  inventor  prefers  to  use  small  balls  or  knobs,  fastened  to  the  base 
of  the  common  curved  teeth. 

Claim. — First,  in  hay  rakes  that  are  supported  upon  their  teeth,  having  the  extremities  of 
the  teeth  made  or  bent,  substantially  as  shown  and  described,  so  as  to  form  an  enlarged  bear- 
ing surface,  and  prevent  the  teeth  from  digging  into  the  ground,  all  as  set  forth. 
^Second,  the  movable  or  adiustable  plate  H,  having  the  shoulder  or  catch  h  at  its  under  side, 
in  connexion  with  the  lever  I  and  arm  t,  or  their  equivalents,  attached  respectively  to  tho  plate 
and  shaft,  to  admit  of  the  adjustment  of  the  rake  teeth  D,  to  a  greater  or  less  pitch  or  inclina- 
tion, as  may  be  required,  and  the  facile  liberation  of  the  rake,  to  admit  of  its  revolving,  as 
set  forth. 
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No.  32, 79^.— Levi  B.  Southwork,  of  Deep  River,  CoTm.—hnprovement  in  the  Teeth  cf 

5aios.— Patent  dated  July  9,  1861. — ^Tho  nature  of  this  invention  is  fully  shown  by  the  claim. 
Claim. — ^Tbe  forming  of  the  teeth  a  of  circular  naws,  by  having  the  points  2of  the  teeth  inclined 
8t  an  angle  of  about  45^  with  the  radial  edges  thereof,  said  points  being  expanded  or  havioff 
a  buiT  3,  formed  by  burnishing,  so  as  to  increa8e  the  width  of  the  cutting  edges,  when  said 
points  2,  thus  formed,  are  used  in  connexion  with  the  double  basil  at  the  oblique  edges  4  of 
the  teeth,  as  and  for  the  purpose  set  forth. 

Ko.  3'2,797.— Erastus  Stebbins,  of  Chicopeo,  Mass.— /mjprorwiwnf  tfi  Faucete  or 
Cocks. — PHteut  dated  July  9,  1861. — ^The  ol^'ect  of  this  invention  is  to  dispense  with  the  nam 
of  a  spring,  and  open  and  close  the  valvo  by  a  screw  alone.  This  is  effected  by  a  packing 
of  sheet  rubber  attached  to  the  screw  stem,  wbich  prevents  the  water,  when  the  cock  is  open, 
from  escaping  at  the  threads  of  the  screw.  The  rubber  diaphragm  is  hetd  by  coUais,  and  la 
slightly  distended  as  the  valve-stem  rises. 

Claim. — Connecting  the  valve  C  to  the  screw-shaft  F,  by  means  of  the  collar  E,  which  is 
screwed  on  the  cylinder  /of  the  valve C,  and  is  connected  to  the  lower  end  of  shaft  F  by  the 
flange  j  and  recess  /c,  when  said  collar  is  used  in  connexion  with  the  packing  /i,  secured  to 
cylinder  /,  and  fitted  between  the  cap  D  and  the  box  or  projection  d  of  the  tube  A,  substan- 
tially as  described. 

No.  32,798. —William  O.  Stoddard,  of  Champaign,  I}l.^Improred  Printer's  Chaso^ — 
Patent  dated  July  9,  18G1. — ^The  object  of  this  invention  is  to  admit  of  the  adjustment  of  one 
chase  to  any  sized  form  of  type  smaller  than  the  largest  capacity,  thereby  dispensing  with 
several  intermediate  sized  chases  and  all  the  wooden  or  metallic  filUng  and  packmg  known  as 
furniture. 

Claim. — The  application  of  the  right  and  left  screws  working  simultaneously  upon  side 
sticks,  and  the  side  sticks  interlocking  as  shown,  and  the  combination  of  the  screws  and  side 
sticks  in  this  chase. 

No.  32,799.— Stephen  Sweeney  and  Stephen  Parks,  of  Bome,  N.  Y.—Improvemeut 
in  Double-Seaming  Sluxt  Metal. — Patent  dated  July  9,  1861. — The  end  of  the  roller  a  is 
formed  with  a  swaging  and  bending  surface,  that  is  a  groove  and  an  inclined  or  curved  flange 
merged  into  each  other.  The  inclined  surface  of  the  flange  bends  over  the  double  seam,  and 
the  groove  swags  it. 

Claim, — In  machines  for  double-seaming  sheet  metal,  the  groove  g  on  the  roller  «,  wllen 
the  said  groove  terminates  on  its  outer  edge  in  the  elevated  portion  or  inclined  flange  A,  in 
combination  with  the  conical  roller  6,  as  and  for  the  purpose  set  forth. 

No.  32,800.— N.  G.  Swift,  of  Hart*8  Village,  N.  Y.— Improvement  in  Machines  for  Soio- 
ing  Pulverulent  Manures. — Patent  dated  July  9,  J  861. — Within  the  hopper  is  placed  a  roller 
or  rollers  arranged  with  adjustable  sliders  and  scrapers,  whereby  the  discharge  of  the 
manure  may  be  regulated  as  dcsiied,  and  the  portions  of  manure  may  adhere  to  the  rollers 
scraped  off  at  such  a  point  as  not  to  affect  the  equal  distribution  of  manure  over  the  field. 
The  hopper  is  so  arranged  that  the  rollers  may  be  readily  thrown  in  and  out  of  gear  with  the 
driving  wheels. 

Claun. — First,  the  combination  of  the  hopper  E,  the  roller  or  rollers  J,  slides  Q,  scrapers 
O  O,  and  m-essure-bar  M,  all  arranged  for  joint  operation,  as  and  for  the  purpose  set  forth. 

Second,  suspending  the  hopper  E  to  the  axle  A,  by  means  of  the  rods  F  F  and  H,  arranged 
substantially  as  shown,  wheieby  the  wheels  K  L  may  be  readily  thrown  in  and  out  of  gear, 
and  the  rollers  J  J  consequently  rendered  operative  or  inoperative,  as  may  be  desired. 

No.  32,801.— A.  H.  Treoo,  of  Lambertville,  N.  J.— Improved  Device  for  Pulleying 
Horses. — Patent  dated  July  9,  1861. — This  invention  consists  of  an  apparatus  for  keeping 
the  tail  of  the  horse  in  an  elevated  state  after  nicking,  which  is  applied  wholly  to  the  animal, 
and  so  arranged  as  not  to  interi'ere  with  his  natuml  movements,  instead  of  the  usual  method 
of  attaching  to  the  tail  a  cord,  which  passes  over  an  elevated  pulley  at  the  back  of  the  stall, 
and  having  a  weight  secured  to  its  end. 

Claim. — The  employment  or  use  of  a  breeching  B  applied  to  a  horse  in  connexion  with 
bars  a  a,  or  their  equivalents,  an  upright  or  pulley  support  j,  and  a  loaded  cord  /,  and  forked 
rod  r,  so  arranged  as  to  admit  of  the  pulleying  or  elevating  of  the  horse's  tail,  substantially 
an  set  foith. 

No.  32,802.— A.  K.  TUPPER,  of  Pontiac,  "Mich.^Improvement  in  Gas  Retorts.— Patent 
dated  July  9,  1861. — This  invention  consists  in  the  construction  of  a  retort  for  making  illiv 
minuting  gas  from  rosin,  oil,  or  other  substance  which  can  be  introduced  in  a  liquid  state, 
with  two  upright  chambers  side  by  side,  one  of  which,  having  the  leed  pipe  attached,  con- 
tains a  series  of  partitions  inclined  longitudinally  in  opposite  dn-ections  alternately,  and  pro- 
vided with  openings  to  allow  the  liquid  substance  to  run  from  one  to  the  other,  from  the  top 
to  the  bottom  of  the  series,  so  that  all  may  be  converted  into  gas  or  vapor  before  passing  by 
an  opening  near  the  bottom  of  the  other  chamber,  to  which  is  connected  the  outlet-pipe,  omd 
in  which  the  decomposition  of  the  vapors  is  completed. 
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Claim, — ^Tbe  combination  in  the  retort  of  the  nprieht  partition  a,  the  reversed  inclined 
partitions  d  </'  d^  on  one  side  of  a,  and  the  chamber  B,  without  partitions  on  the  opposite 
tide  of  it,  all  substantially  as  specified. 

No.  32,803.— James  L.  VArcLAIX,  of  Lafayette,  Ind.^Improvement  in  Car- Axle  Boz^*.— 
Patent  dated  July  9,  1861. — On  the  front  vertical  edges  of  the  axle  box  are  lips  or  flanges, 
inside  of  which  are  g^rooves  diminishing  in  size  toward  their  lower  ends  so  as  to  receive  and 
retain  the  edges  of  a  wedge-formed  cap,  which  is  inserted  from  above,  by  which  means  the 
cap  may  readily  be  removed  for  greasing  and  inspection  of  the  journals. 

Claim. — ^Tlie  provision  of  a  wedge-formed  cap  C  D  and  tapering  grooves  B  to  a  car-axle 
box,  for  the  objects  specified. 

No.  32,804.— Joseph  C.  Wightman,  of  Boston,  Mass. — Improvement  in  Gas-Cocks,-- 
Patent  dated  July  9,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  construction  of  a  cock  or  stop  for  gas  or  air  ot  two  cylinders  joined  together, 
and  with  a  communicating  passage  between  them,  one  of  said  cylinders  l)eing  fumishod  with 
an  adjustnbte  plunger  or  displacer,  and  a  mercury  cup,  by  means  of  which  the  flow  of  gas 
through  the  other  may  be  reflated  in  quantity  or  entirely  stopped,  the  whole  being  con- 
structed, arranged,  and  operatmg  as  set  foith. 

No.  :W,80r). — J.  B.  Wilson,  of  Williamstown,  N.  J. — Improvement  in  Preserving  Ves- 
sels.—Patent  dated  July  9,  1861.— Ante-dated  June  20,  1861.— The  rollers  are  formed  by 
turning  them  down  inside  the  collars,  and  leaving  shoulders  for  the  ends  of  slats  to  rest 
upon.  The  part  thus  turned  down  is  then  filled  with  some  elastic  mateiial  as  a  support  for 
the  sluts,  whu  h  are  then  placed  on  it,  their  ends  resting  on  the  shouldei's.  Over  this  roller  is 
then  p'actd  u  fluted  or  rouj^hcned  elastic  ring. 

Claim. — The  disc  II,  with  its  gum-elastic  nng,  the  bolt  J,  with  its  cross-bar  K  and  nut  M, 
and  the  yielding  washer  L,  the  whole  being  consti-uctcd  substantially  as  described  and  con^ 
blued  with  iho  tapering  mouth  of  the  vessel,  as  set  forth. 

No.  32,806.— John  Young,  of  West  Galway,  N.  Y,— Improvement  in  Washing  Machines,^ 
Patent  dated  July  9,  1861. — ^This  invention  consists  of  a  metal  disc,  with  a  ling  of  gum 
elastic  i»trctched  round  its  edge,  a  bolt  passing  through  tho  said  disc,  and  having  below  the 
latter  a  cross-bar,  and  a  nut  above,  a  yielding  washer  interposed  between  the  said  cross-bar 
and  the  disc,  ail  combined  with  the  tapering  mouth  of  a  vessel  provided  with  horizontal 
shoulders  and  recesses  below  for  the  reception  of  the  cross-bar. 

Claim, — The  ro'lers  D  D,  provided  with  elastic  material^,  the  spring  slots  i,  and  grooved 
or  roughened  elastic  rollers  I,  the  whole  constiiicted  and  operating  substantially  as  described, 
and  for  the  purposes  specified. 

No.  32,807.— McClintock  Young,  jr.,  of  Frederick,  lA^,— Improvement  in  Harvesting 
Machines. — Patent  dated  July  9,  1861. — On  the  axle  is  supported  a  frame  to  which  the 
tongue  is  attached,  and  to  the  tongue,  at  a  point  forward  of  the  axle,  is  connected  by  a  link 
a  beam  that  passes  underneath  the  axle  and  thence  rearward,  to  support  the  platform,  cutting 
apparatus,  take,  ^c,  so  that  they  may  rise  and  fall  in  conforming  to  the  suiface  of  the 
ground  independently  of  each  other.  The  finger-bar  is  made  in  two  sections  of  different 
lengths,  tho  long  section  being  attached  to  the  main  frame,  and  the  short  section  to  tho  plat- 
form, so  that  when  the  plattbrm  is  removed  to  convert  the  machine  into  a  grass-mower,  the 
finger-bar  shall  be  shortened  in  length  to  tho  extent  of  the  short  section  attached  to  the  plat- 
form. 

Claim. — First,  connecting  the  finger-bar  of  a  grass-harvesting  machine  to  the  main  frame 
by  means  of  a  beam  F  linked  or  hinged  to  and  drawn  by  the  tongue,  and  prevented  from 
swaying  laterally  by  the  brace  c  and  main  frame  D,  as  set  forth. 

Also,  in  combination  with  said  beam  F,  so  hung  and  supported,  a  platform,  rake,  and 
rake  mechanism,  anan^ed  and  connected  thereto,  to  operate  as  set  forth,  lor  converting  the 
machine  into  a  self-rakmg  grain-harvester,  substantially  as  described. 

Also,  making  a  finger-bar  into  two  sections,  one  long  one  and  one  short  one,  the  short 
section  being  connected  to  the  platform,  and  removable  with  it,  so  that  as  the  plattbrm  is 
attached,  to  adapt  the  machine  to  harvesting  grain,  or  removed  to  adai)t  it  to  the  cutting  of 
g^rass,  tho  finger-bar  shall  bo  correspondingly  lengthened  and  shoileucd,  as  has  been  found 
advantageous  in  harvesting  the  different  materials,  substantially  as  described. 

No.  32,808.— C.  C.  CoE,  of  Rome,  N.  Y.,  assignor  to  Himself  and  G.  S.  Cottman,  of  the 
same  place. — Improvement  in  Vapor  Lamps. — ^Patent  dated  July  9,  1861. — This  lamp  is 
designed  for  burning  hydrocarbon  oils  without  a  chimney.  The  upper  end  of  the  wick  tube 
termmates  in  a  cup  or  pan  having  sides,  to  prevent  the  overflow  of  the  oil  brought  up  on  the 
wick,  which  oil  becomes  united,  and  ci rates  a  sujfficient  degree  of  heat  to  raise  the  tempera- 
ture of  the  cup  to  a  point  sufficient  to  vaj>orizo  the  oil,  when  the  flames  retreat  from  the  lower 
part  of  the  cup  and  are  confined  to  its  upper  edge.  With  the  gas-generating  tup  is  combined 
a  pervious  cylinder,  and  an  outer  casing  lor  the  purpose  of  producing  an  illuminating  flame. 
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A  slidinf^  valvo  is  made  to  move  over  the  end  of  the  wick,  to  remove  the  crust  from  the  i 
and  prevent  the  escape  of  vapore  from  the  lamp  when  extinguished. 

Claim. — First,  in  combination  with  the  pervious  cylinder  and  wick  tuho,  the  gas-generatikig 
pan  OF  cup,  subbtantially  as  described  and  for  the  purpose  set  forth. 

Second,  combining  with  tho  gas-^nerating  cup  the  pervious  cjlindcr,  hurner,  outer  coabig 
fender  and  passage  ways,  substantially  as  described  and  for  the  purpose  set  forth. 

Third,  coaibinmg  with  the  wick  tuba  and  cup  the  valve  n,  substantially  as  and  £or  ihm 
purpose  described. 

No.  32,809.— John  Fowler,  jr.,  of  London,  England,  assignor  to  William  Penn  Tat- 
HAM,  of  Philadelphia,  Pa. — Improvement  in  Machinery  for  Ploughing  and  Tilling  Land, — 
Patent  dated  July  9,  18C1. —Patented  in  England  July  14,  1858.— This  invention  relates  to 
that  class  of  machinery  for  ploughing  by  steam  in  which  a  locomotive  steam  engine  moves 
at  given  intervals  along  one  edge  of  the  field,  and  ropes  pass  from  the  engine  to  and  around 
a  pulley  in  an  anchor,  which  is  moved  at  intervals  along  the  opposite  edge  of  the  field,  tb« 
said  ropes  being  attached  to  ploughs  to  draw  them  across  the  field  alternately  in  opposibt 
directions,  and  the  invention  consists  in  a  method  of  mounting  two  drums  on  the  ploueha, 
on  each  of  which  a  portion  of  the  hauling  rope  is  wound,  so  that  they  will  take  up  the  uack 
of  the  rope  behind  them,  the  drums  being  usually  turned  by  manual  power. 

Claim. — Mounting  on  ploughs  or  other  tilling  instrhments  an  apparatus  for  taking  up  the 
Black  rope  by  the  pull  of  the  rope  drawing  the  ploughs  or  other  tilling  instruments,  substaxt- 
tially  as  described. 

No.  32,810.— John  Fowler,  jr.,  of  Havering,  and  William  Worry,  of  Ipswich,  Eng. 
land,  assignor  to  Willlam  Penn  Tatham,  of  Philadelphia,  Pa. — Improvement  in  Machine* 
for  Tilling  Land  by  Steam.— F&ieni  dated  July  9,  1861.— Patented  in  England  July  10, 
1856. — The  carriage  can  be  easily  moved  backwards  or  forwards  by  means  of  the  wheels, 
but  at  the  same  time  they  sink  into  the  ground  to  a  sufficient  depth  to  present  the  required 
resistance  to  the  lateral  strain  of  tho  rope  in  drawing  the  tilling  instruments. 

Claim. — Mounting  an  anchoring  carriage  on  discs  or  wheels  sufficiently  thin  at  the  peri- 
phery to  cut  or  sink  into  the  land,  substantially  as  described. 

No.  32,811.— Ch.  Froelich,  of  New  York,  N.  Y.,  assignor  to  Phelan  &  Collender, 
of  the  same  place. — Improvement  in  Tivoli  Tables. — Patent  dated  July  9,  1861. — This  in- 
vention consists  in  the  arrangement  of  an  endless  chain  of  fingers  acting  upon  a  number  of 
balls,  in  combination  with  a  series  of  chimnels  above  and  below  the  perforated  table,  and 
with  levers  operated  upon  by  buttons  in  such  a  manner  that  by  successively  depressing  the 
buttons,  one  oall  after  another  is  caused  to  roll  on  the  table  and  descend  back  to  the  starting 
point,  while,  at  the  same  time,  one  of  the  balls  remaining  in  the  gutter  below  is  taken  up  bj 
one  of  the  fingers,  thereby  enabling  the  player  to  proceed  without  interruption. 

Claim. — First,  the  arrangement  of  the  hing^  levers  H  operated  upon  by  buttons  J,  in 
combination  with  the  endless  chain  0,  with  fingers  /,  and  with  the  channels  h'  a  b,  substaxk- 
tially  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  secondair  chain  L,  with  fignre9  «,  in  combination  with 
the  spiral  channel  M,  and  with  the  chain  G,  all  constructed  and  operating  substantially  as 
and  (or  the  purpose  specified. 

Third,  the  an-angement  of  the  sleeve  I,  rod  W,  plate  r,  and  rod  ^,  in  combination  with  the 
spring  dogs  j  and  »',  chains  G  and  L,  and  with  the  hinged  levers  H,  constructed  and 
operating  substantially  as  and  for  tho  jmipoee  described. 

No.  32,812.— A.  C.  Stiles,  of  Bunker  Hill,  Wis.,  assignor  to  Himself  and  Amos  Ewbaxks, 
of  the  same  place. — Improvement  in  Seeding  Machines — ^Patent  dated  July  9,  1861. — Ths 
novelty  of  this  invention  consists  in  the  arrangement  of  the  parts  as  specified  in  the  claim, 
the  machine  being  designed  for  sowing  seed  in  hills,  in  check  rows,  and  the  object  of  the 
improvement  is  to  prevent  the  choking  of  the  seed-distributing  device,  and  to  insure  the  seed 
being  dropped  at  suitable  points.  Also,  to  effect  the  ready  adjustment  of  the  furrow  and 
covering  sliares,  as  well  as  the  proper  compacting  of  the  earth  on  the  seed,  and  the  marking 
of  the  mils. 

Claim. — Tho  arrangement  of  the  adjustable  curved  segment  bars  or  share-carriers  N  N, 
slides  J,  lever  frame  K,  spring  ratchet  cylinder  D,  and  tappet  wheel  H,  with  each  other  and 
with  the  tubes  L,  adjustable  segment  bars  or  share-carriers  R,  springs  W,  and  stampers  V, 
the  whole  constructed  and  operating  together,  as  and  for  the  purpose  shown  and  described. 

No.  32,81.3.— Joseph  Beckendorfer,  of  New  York,  N.  Y.,  and  John  C.  Richards,  of 
Brooklyn,  N.  Y. — Improved  Envelope, — Patent  dated  July  9,  1861. — ^This  invention  consist* 
in  passing  the  end  of  the  flap  through  a  loop  formed  by  slits  cut  in  the  back  of  the  envelope, 
the  loop  being  gummed  to  the  flap  so  as  to  present  the  end  of  the  flap  to  be  pulled  and  the^ 
ends  of  the  loop  to  be  torn  on  opening  tho  letter. 

Claim. — The  improved  self-sealing  envelope,  looped  and  gnnunsd  in  the  manner  described^ 
so  as  to  possess  the  advantages  set  tozth. 
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Ko.  32,814.--WiLLiAM  P.  Armstrono  and  Moroah  Payne,  of  Cardington,  O.— An- 
pravement  in  Chum§. — ^Patent  dated  July  16,  1861. — The  dasbers  are  secured  to  rods  which 
pass  through  the  shaft  by  means  of  set  screws,  so  as  to  be  adjusted  at  any  desired  angle,  tha 
cream  being  elevated  by  some  of  the  dashers  and  depressed  by  others. 

Claim. — ^The  peculiar  arrangement  of  the  dashers  or  wings  upon  the  shaft  C  C,  as  and  for 
the  purpose  set  iorth. 

No.  32,815.— Benjamin  Arnold,  of  East  Greenwich,  R.  l.—lmf^rovemoiu  in  Filters — 
Patent  dated  July  16, 1861. — The  tube  above  the  elastic  bulb  is  provided  with  a  filter,  through 
which  the  water  is  forced,  and  is  furnished  at  each  end  with  a  hollow  screw,  so  that  the  diroOi> 
tion  of  the  current  may  be  reversed,  to  free  the  filter  from  dirt  when  necessary. 

Claim, — The  arrangement  of  the  elastic  bulb  A  with  the  valves  a  6,  filter  C,  and  tubes  B 
B,  substantially  as  described  and  for  the  purpose  sot  forth* 

No.  32,816.— Yarnum  G.  Arnold,  of  Providence,  R.  l.-^Improttd  ShiH  Stud  and  Button 
Fattening, — Patent  dated  July  16,  1861. — On  the  inside  of  the  button  or  stud  is  a  tubular 
projection,  which  contains  a  spiral  spr^nff  that  acts  upon  a  cam-shaped  spring  lever,  pressing* 
it  against  the  inside  of  the  ^^arment  and  holding  the  button  or  stud  close  up  to  tho  outnide. 

Claim  — First,  the  combmation  of  the  lever  B,  spring  a,  with  the  barrel  A,  substantially 
as  described,  for  the  purposes  set  forth. 

Second,  a  stud  or  button  fastening  made  with  holes,,  substautially  as  described,  for  the 
purpose  of  being  attached  to  a  button,  as  a  new  article  of  manul'acture. 

No.  32,817. — A.  L.  Bayley,  of  Amesbury,  Mass. — Improrement  in  Steam  Traps, — Patent 
dated  July  16, 1861. — ^To  the  side  of  the  valve-box,  opposite  the  water-escape  pipe,  is  screwed 
a  short  pipe,  upon  the  outer  end  of  which  is  secured  a  stud  that  carries  a  pin  woikiug  in  the 
shorter  arm  of  a  lever,  the  longer  arm  passing  through  a  slot  in 'the  valve-stem.  The  expan* 
sion  of  the  water  pipe,  when  it  contains  steam,  causes  a  motion  of  the  lever  which  closes  the 
valve,  and  its  contraction,  when  it.coutains  water,  causes  the  valve  to  open. 

Claim. — ^The  arrangement,  in  the  manner  shown  and  described,  of  the  double-armed  lever 
F  and  bracket  £  with  the  valve  B,  valve-box  A,  and  pipes  0  D,  for  the  purpose  set  forth. 

No.  32,818.— George  N.  Beard,  of  St.  Louis,  'hio.—Improvemtnt  in  Iron  Ties  for  Cot* 
ton  Bales. — Patent  dated  July  16,  1661. — ^The  cleat  or  button  is  made  longer  than  the  loop- 
hole into  which  it  locks.  One  end  or  horn  of  the  cleat  being  longer  than  the  other,  it  can 
readily  be  inserted  long  end  first,  when  it  is  securely  held. 

Claim. — ^The  shape  and  proportion  of  the  cleat  £,  with  respect  to  the  loophole  d^  substan- 
tially as  described,  for  the  purpose  specified. 

No.  32,819.— A.  W.  Brinkerhofp,  of  Upper  Sandusky,  O,— -Improvement  in  Shoes  for 
Seed-Planters. — Patent  daled  July  16,  1861. — The  part  of  the  shoe  which  acts  as  an  opener 
is  constructed  of  two  sheets  of  steel  with  upwardly  curved  front  edges,  and  welded  together 
to  a  point  about  two  inches  above  the  ground,  when  they  gradually  diverge.  In  the  rear  of 
the  opener  is  the  coverer,  made  with  expanding  wings,  and  elevated  above  the  ground  to  con- 
form to  the  opening  in  the  opener,  and  converging  rearward  until  they  conform  to  the  width 
of  the  rear  end  of  the  opener. 

Claim. — ^The  combination  and  arrangement  of  openor  M  and  coverer  P,  constructed  sub- 
stantially as  described  and  for  the  purposes  set  forth. 

No.  32,820.— C.  A.  Codding,  of  Augusta,  Mich.— /mprOTei  Cheese  Pre5«.— Patent  dated 
July  16, 1861. — Within  a  perforated  metal  cylinder  is  fitted,  soas  to  work  freely  up  and  down, 
a  hollow  cylindrical  plunger  provided  with  a  perforated  bottom,  and  a  tube  secured  centraUr 
within  it.  When  the  plunger  is  pressed  down,  tho  whey  readily  escapes  from  the  cuid  through 
the  perforation,  and  a  free  circulation  of  air  is  obtained. 

Claim. — ^First,  the  perforated  cyunder  or  curb  A,  in  combination  with  the  hollow  cylindrical 
plun^r  0,  provided  with  the  perforated  bottom  g  and  side  openings  i,  arranged  to  operate  at 
and  tor  the  purpose  set  forth. 

Second,  having  the  hollow  plunger  C  doubled  or  turned  over  at  its  upper  end,  and  provided 
with  a  wire  or  rod  j,  in  connexion  with  the  central  tube  D,  and  having  the  cylinder  or  curb 
A  secured  to  a  hollow  base  B,  which  is  provided  with  a  central  tube  rf,  all  J^ing  arranged  as 
shown,  for  the  purpose  of  rendering  the  cylinder  or  curb  and  plunger  firm  and  durable,  as 
set  forth. 

No.  ^,821.— G.  A.  Corser  and  A.  O.  Bundy,  of  Clappvllle,  Mass.— /w/irore^  Skate,-^ 
Patent  dated  July  16,  1861.— Secured  to  tho  centre  of  the  under  part  of  the  foot-stand  is  a 
semi  elliptical  spring,  the  ends  of  which  rest  on  the  shoulder  portion  of  studs  on  the  ranner. 
The  foot-stand  is  also  provided  with  projections,  which  fit  into  the  slotted  studs  on  the  runner. 
By  means  of  pins  the  ends  of  the  runner,  or  either  of  them,  may  be  secured  rigidly  to  the 
runner. 

Claim. — ^The  arrvigement  of  the  doublo-armed  and  centrallv  attached  spring  G,  with  the 
foot-stand  A  and  runner  B,  in  the  manner  shown  and  describedL 
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AlsOf  tbe  locking  of  the  ends  of  the  foot-stand,  or  either  of  them,  in  the  manner  shown  and 
described,  so  as  to  throw  the  entire  elasticity  of  the  spring  upon  cither  end  of  the  runner,  or 
relieve  both  ends  from  the  spring  at  pleasure,  as  set  forth. 

No.  32,822.-8.  G.  Crane,  of  Rochester,  N.  Y,— Improved  Combination  of  Camp  Bed  and 
Chair, — Patent  dated  July  16,  1861. — This  invention  consists  of  three  frames  pivoted  together, 
on  w'bich «  canvas  is  stretched,  and  so  constructed  and  arranged  as  to  be  readily  made  to 
serve  the  purpose  of  a  camp  bed  or  chair. 

Claim. — ^1  oe  combination  of  the  frames  A  and  B  with  the  pawls  and  cross-rods  <f,  the  ad- 
justable roller  and  head  A,  tbe  graduated  extension  C,  by  the  key  P  and  plates  r,  subbtantiaUy 
as  and  for  the  puiposo  specified. 

No.  32.823.— A.  DoiG,  of  Brooklyn,  N.  Y.—TmproTement  in  Cooling  Frictional  Surfaces, — 
Patent  dated  July  IG,  18G1. — This  invention  is  explained  by  the  claim. 

Claim, — The  combitlation  and  arrangement  of  h  journal-box  for  the  heavy  shafting  of  steam 
engines,  formed  with  an  interior  wobbing  and  hollow  spaces,  constituting  a  cellu'ar  journal- 
box,  with  water  chamber  to  cool  the  fiictionai  surfaces,  substantially  as  and  for  (he'purpoee 
set  forth. 

No.  32,824  —John  W.  Doughty,  of  New  York,  N.  Y.— Improved  Self-rtgulatitt^  Feed- 
Water  Apparatus  for  Steam  Doilers.^ — Patent  dated  July  16,  18ol. — The  hollow  pi?'on,  with 
its  Oiifices  at  top  and  bottom,  is  so  arran^d  in  relation  to  the  piston,  race,  and  fccd-pipc,  thai 
upon  each  stroke  of  ihe  piston  in  its  reciprocating  motion  a  quantity  of  waier  is  introduced 
into  the  feed-pipe  equal  to  the  capacity  ol  «onc  of  its  tiunks,  and  an  equal  volume  of  air  or 
steam  taken  from  tbo  boiler,  the  wator  continuing  to  rise  in  the  boiler  until  it  covers  the  end 
of  thf  water-line  pipe,  the  larter  terminating  in  the  feed-pipe  above  the  piston;  no  more  water 
will  then  enter  the  boiler,  because  the  air  or  t  team  cannot  escape.  Bv  means  of  this  device 
valves  Hie  di.spen>cd  with  and  the  wafer  conduced  into  the  boiler  without  acting  against  th« 
pressuie  of  steam,  the  leed-water  apparatus  being  self  regulating. 

Claim  -  First,  the  hollow  piston  A  A',  having  in  the  top  and  bottom  the  orifices  a  a\  as 
descnbed 

Second,  the  piston  race  B  6,  in  which  the  piston  A  A',  by  its  reciprocating  motion,  brings 
thp  orifices  a  a  alternately  in  a  line  with  the  Oiifices  e  e'  and  the  axis  of  the  loed-pipe  F  F,  as 
dcpciibed. 

Third,  the  induction  pipe  E  E',  by  which  the  water  is  made  to  enter  the  piston  through  the 
lowe.  orifice  e'  oi  ihe  piston  race,  as  described 

1  out  lb.  the  wa*ei-l;ne  pipe  W  W,  which,  having  its  lower  end  on  the  water-line  of  the 
boilei  and  ibo  oiber  cud  terminating  in  tbe  lced-pij)o  F  F  above  the  piston  A  A',  establishes 
an  equilibrium  ol  ilic  p  essure  about  the  piston,  and,  at  the  same  time,  makes  tbe  lecd-wator 
appa  uius  seli-iegulatmg,  by  allowing  the  piston  to  discharge  its  contents  into  ihe  ibed-pipe 
whenever  the  whioi  gets  below  the  water-line,  as  described. 

No.  *^2,825.— A.  P.  Dm.ANT,  of  Atlanta,  l\\.— Improvement  in  Seeding  Cultirators, — 
Patent  dated  July  IG,  I8G1. — A  suitably  arranged  frame  is  made  to  carry  a  self-acting  sowar 
in  f  om  tha!  may  be  regulated  by  the  diiver.  an^J  a  corn-planter  behind  that  may  be  bung  up 
to  the  frame  our  of  tbo  way  when  not  in  use.  Tho  ploughs  are  also  arranged  so  as  to  bie 
readily  lifted  fiom  tbo  ground,  or  shifted  to  either  side  to  confoim  to  the  irrcgulai'lties  of  the 
rows 

Claim. — The  combination  of  a  .eceding  machine,  a  corn-planter,  and  a  cultivator  in  a  single 
machine,  ananged  and  operated  in  the  manner  described,  and  lor  tbe  purposes  specified. 

Also,  in  combination  therewith,  tbe  attachment  of  tho  cultivator  ploughs  to  a  separate 
frame  that  may  bo  shiUed  transversely  by  a  lever  when  desired,  substantially  in  the  manner 
described. 

No.  32,826.— Anthony  L.  Fleury,  of  Philadelphia,  Pa — Improvement  in  the  Mannfae- 
ture  of  Iron. — Patent  dat<3d  July  16, 1^1. — ^The  proces>  claimed  m  this  invention  consists  in 
introducing  a  charge  ot  pig  or  cast  iron  or  o:e  iuio  un  ordinary  puddiiig  furnace,  and  subject- 
ing it  to  the  action  of  heat  in  the  usual  manner.  When  the  mass  boils  an  electric  current  is 
caused  to  pass  through  it,  and  at  tho  same  time  nitrogenized  hydrogen  or  a  uitrogeneous 
salt  IS  intioduced.  By  this  moans  tho  chemical  aifiui'y  by  which  tho  impurities  are  buimd  to 
the  iion  is  dostroy^ed,  and  tho  impurities  are  thrown  to  the  surface. 

Claim  — ^Tho  method  described  of  treating  iron,  consisting  substantially  in  destroying  the 
chemical  aflfinity  by  which  the  impurities  are  bound  to  the  iron,  by  submitting  the  latter, 
while  in  a  boiling  state,  to  the  smiultancous  action  of  nitrogeneous  substances  and  elec- 
tricity, in  the  manner  sot  forth. 

No.  32,827. — Joseph  Ev.\ns  ,of  San  Jos6,  Cal. — Improvement  in  Pruning  Shears. — Patent 
dated  July  16,  J8o!. — The  outer  ends  of  tho  shears  are  connected  by  hnks  to  an  adjustable 
rod  that  extends  down  the  pole,  tho  lower  end  of  the  rod  being  connected  to  a  tngger  by  a 
link.  Upon  piessing  the  tngger  with  one  hand  the  shears  are  made  to  close.  Tho  tngger  is 
kept  opeu  by  a  tpiiug  on  the  handle. 
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Claim, — ^The  arrangement  of  the  trigger  D  and  the  a^ustable  rod  C,  in  combination  with 
the  shears  A  and  pole  B,  constructed  and  operating  in  the  manner  and  for  the  purpose  set 
forth. 

No.  32,828. — John  Q.  A.  Frazier,  of  Piqua,  O. — Improvement  in  Harvesters, — Patent 
dated  July  16,  1861. — Immediatelj  in  the  rear  of  the  fingers  is  situated  an  endless  apron, 
under  which  and  bo  near  as  to  allow  the  rake  to  pass  in  a  trailing  or  horizontal  position 
between  is  a  shield  of^equal  width  with  the  apron,  for  the  purpose  of  protecting  the  apron 
from  injury  and  serving  as  a  guide,  by  which  the  rake  is  turned  and  held  in  its  trailing  posi- 
tion. On  the  rear  side  of  the  endless  apron  is  jointed,  so  as  to  turn  vertically,  the  gravel 
rake,  which  is  operated  by  a  transverse  ledge  or  bar  secured  in  the  rear  of  the  platform  rake 
to  the  endless  apron.  The  platform  is  composed  of  a  number  of  slats,  the  ends  of  which  at 
the  ri^ht  hand  side  are  jointed  to  the  ends  of  adjusting  standards  secured  to  an  adjustable 
pkUe,  having  at  each  end  a  slot,  through  which  passes  a  tightening  screw.  The  opposite  ends 
of  the  slats  are  also  secured  to  an  f^ljustable  plate,  by  which  means  the  whole  platform  or 
either  end  may  be  raised  as  circumstances  require. 

Claim, — The  arrangement  and  combination  of  the  shield  M,  endless  apron  J,  platform  rake 
L,  ledge  O,  and  gravel  rake  N,  provided  with  the  arm  v  and  projection  s,  substantially  as 
and  for  the  purposes  specified. 

Also,  the  platform  composed  of  slots  P  P  P,  connected  with  the  adjusting  plates  T  and  TJ, 
whereby  saia  platform  is  capable  of  bein^  adjusted  up  and  down  in  a  horizontal  position  or 
angularly,  as  may  be  desirea,  substantially  as  desaibed. 

No.  32,829.— Benjamin  F.  Gold,  of  Reading,  Vs^-^Imfroved  Cooking  5«o©«.— Patent 
dated  July  16,  1861. — ^This  invention  consists  of  a  series  ol  devices,  the  construction  an4 
operation  of  which  do  not  admit  of  a  brief  description. 

Claim, — First,  the  arrangement,  substantially  as  herein  described,  of  the  oven  chamber  H, 
hot-air  chamber  O,  and  fire  pot  J,  the  whole  being  enclosed  by  double  plates  packed  with  sui^ 
able  non-conducting  material,  as  sot  forth  for  the  purpose  specified. 

Second,  the  regulating  dampers  /,  arranged  in  front  of  the  stove  in  respect  tp  the  fire-chan^ 
ber,  the  oven,  and  the  flues  above  the  same,  as  specified. 

Third,  the  fenders  X  and  X',  packed  with  non-conducting  material,  and  the  shelves  2  and 
4,  the  whole  being  arranged  within  the  oven  chamber  in  respect  to  each  other  and  the  tire- 
pot,  substantially  as  set  iorth. 

Fourth,  making  the  shelves  with  corrugations  increasing  in  width  and  depth,  for  the  pu> 
pose  specified. 

Fiftn,  the  deflectors  5,  on  the  under  side  and  near  the  firont  edge  of  the  upper  shelf,  for  the 
purpose  described. 

Sixth,  the  tapering  fire-pot  J,  composed  of  two  cylinders  commimiciUing  with  each  other 
fix)m  top  to  bottom,  said  fire-pot  having  horizontal  corrugations  of  the  fonn  described,  and 
being  arranged  within  the  fire  chamber  in  respect  to  the  oven  chambers,  and  front  boiler  holes, 
as  set  forth. 

Seventh,  the  opening  or  openings  8  in  the  bottom  plate  of  the  stove,  and  the  opening  6  in 
the  ash-pit,  said  openings  being  aiTanged  in  respect  to  each  other  on  the  fire-pot,  as  and  for 
thepurpose  specified. 

ifighth,  the  flues  T  and  T^  with  an  intervening  packing  of  non-conducting  material,  in 
combination  with  a  regulating  damper  r,  for  the  purpose  specified. 

Ninth,  the  plates  P  and  7,  extending  in  a  curved  direction  from  the  plate  F  to  cover  the 
plate  E,  and  otherwise  arranged  ia  respect  to  the  front  and  rear  boiler  holes,  as  set  forth. 

No.  32,830.— Isaac  Goodspeed  and  Charles  Crawley,  of  Norwich,  Coim. — Improved 
Guide  for  Bombsj  Lances,  and  other  ProjectUes.-^'Paient  dated  July  16,  1861. — This  invei>- 
tion  consists  in  covering  the  rear  end  of  the  projectile  or  its  fuse  shaft  with  a  metal  sheath, 
which  forms  an  air  chamber,  for  the  purpose  of  lightening  the  rear  end  to  form  a  guide. 

Claim. — ^The  application  of  the  metal  sheath  or  cylinder  as  a  guide  to  bombs,  lances, 
or  any  other  longitudinal  instrument,  as  set  forth  in  the  above  specification  of  our  invention. 

Also,  the  application  of  cork  as  a  guide  to  bombs,  lances,  or  any  other  longitudinal  instru- 
ment or  projectile,  as  set  forth  in  the  above  specification  as  our  invention. 

Also,  the  application  of  the  metal  sheath  or  cylinder  and  the  cork,  combined  by  covering 
the  cork  with  the  cylinder,  as  a  guide  to  bombs,  lances,  or  any  other  instrument,  as  set  forth 
in  the  above  specification  as  our  invention. 

No.  32,831.— -M.  T.  Greenleap,  of  Quincy,  IW.^Improvement  in  Paf»;»s.— -Patent  dated 
July  16,  1861. — In  the  upper  part  of  the  pump  cylinder,  which  is  of  a  smaller  diameter  than 
the  lower  part,  is  an  inverted  tube  attached  to  the  hollow  piston-rod,  and  acting  as  a  piston. 
At  the  lower  end  of  the  piston-rod  is  a  ball  check-valve,  and  also  a  piston  provided  with  a 
receiving-valve.  At  the  lower  part  of  the  upper  chamber  is  also  a  check-valve,  so  that  when 
the  piston-rod  is  raised  the  lower  part  of  the  cylinder  is  filled  with  water,  while  the  water  in 
the  upper  part  is  forced  up  through  the  hollow  rod  and  a  continuous  stream  is  maintained,  and 
a  forcing  and  suction-pump  combined. 

•      H.  Ex.  Doc  63 ^28 
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C/aim.— The 'cylinder  A,  formed  of  two  parte  «  6,  of  different  diameters,  in  combination 
with  the  piston  B',  tubular  piston  G,  check-valves  F  c,  and  receiving-valve  d,  with  or  without 
the  check-valve  E,  and  luction-pipe  D,  for  the  purpose  specified. 

No,  32,832. — ^L  R.  Griswold  and  O.  B.  Bailey,  of  Watertown,  Conn. — Improvement 
in  Swifts. — Patent  dated  July  16,  1861. — ^Tho  arms  of  the  swifts  are  fitted  so  as  to  move 
freely  in  tubes  arranged  around  a  cylinder  or  case  secured  to  the  shaft.  On  the  inner  surface 
of  this  case  is  a  worm  or  spiral  projection  fitting  between  pins  on  the  ends  of  the  arms,  so 
that,  by  turning  the  cap  in  cither  direction,  the  worm  will  cause  the  arms  to  be  extended  out- 
ward or  drawn  mward,  so  that  the  thread  of  the  skein  may  be  of  different  lengths,  as  desired. 
Upon  one  end  of  the  shaft  is  aiTangcd  a  tube  containing  a  f<pring,  with  a  collar  and  nut,  for 
producing  friction  on  the  shaft  or  swift  when  desired,  and  to  prevent  endwise  play. 

Claim. — The  employment  of  a  worm  or  screw  j,  or  its  mechanical  equivalents,  in  combi- 
naHon  with  tlie  pins  e  and  slotted  plates/,  to  contract  or  extend  ibe  arms  </,  substantially  as 
and  for  the  purpose  described. 

Also,  the  combination  of  the  tubular  screws  A,  spring  braces  i,  and  slots  »,  arranged  and 
operating  substantially  as  and  for  the  purpose  described. 

Also,  ho  combination  of  the  nut  n,  spring  u,  collar  (,  and  tube  p^  arranged  and  operating 
substantially  as  and  for  the  purpose  described. 

No.  32,833. — Charles  E.  Hale,  of  Millbury,  Mass. — Improvement  in  Skates.—V&tbnt 
dated  July  16,  1831. — This  invention  is  explained  by  tbo  cluim. 

Claim. — An  improved  mode  of  arranging  and  applying  the  spring  or  springs,  the  same 
being  a  continuation  of  the  runner,  fosteneu  at  the  toe  and  heel  of  the  foot  stand,  rigidly  or 
by  a  suitable  joint,  or  secured  to  the  foot  stand  at  any  point  or  points,  whereby  the  result 
described  may  be  obtained. 

No.  32,834.— Zebulon  Hunt,  of  Hudson,  N.  Y.-— Improved  Damper  for  Stove-pipes.^ 
Patent  dated  July  16, 1861. — The  spindle  or  shaft  of  the  damper  is  provided  with  one  or  more 
wed^e-shaped  flanges  at  such  points  within  or  out  of  the  pipe,  and  on  one  or  both  ends  of  the 
spindle,  as  to  prevent  it  from  being  easily  withdrawn.  - 

Claim. — Providing  the  spindle  or  shaft  A  of  stove-pipe  dampers  with  one  or  more  wedge- 
shaped  flanges  c,  in  combination  with  an  elongated  end  6,  substantially  in  the  manner  and 
for  the  purpose  set  forth.  . 

No  32,835.— SamueL  R.  Jones,  of  York,  V^— Improvement  in  Roofing. ^Ttitent  dated 
July  16,  1861. — ^The  object  of  this  invention,  the  nature  of  which  is  explamed  by  the  claim, 
is  to  protect  the  exposed  portions  of  the  roof  from  decay. 

Claim. — First,  in  all  roofs  of  shingles,  of  whatever  wood,  the  use  or  application  of  slates, 
of  whatever  shape,  as  a  substitute  along  tbo  sloping  margins  of  a  roof,  or  sloping  margins  of 
end  roofs,  rows  of  buildings,  of  whatever  kind,  whether  cars,  houses,  bams,  bridges,  or  any 
other  structure,  whereby  they  may  or  can  be  used  or  applied,  substantially  in  such  manner 
as  arranged  and  described. 

Second,  in  all  roofs  of  shingles,  of  whatever  wood,  the  use  or  application  of  slates  as  the 
substitute  for  the  long  or  short  butts  of  shingles,  of  whatever  form  or  size,  wherever  they  may 
or  can  bo  applied  to  any  part  thereof,  whether  cars,  houses,  bams,  bridges,  or  any  other 
stracture,  wherever  they  may  be  used  or  applied,  substantially  in  such  manner  as  on'onged 
and  described. 

No.  32,836.— Joseph  T.  Large,  of  Brooklyn,  N.  Y.— Improvement  in  Barometers.— Patent 
dated  July  16,  1861. — ^This  invention  consists  in  constracting  the  mercury  cup  or  cistern  at 
the  bottom  of  the  barometer  tubes  with  India-nibbcr  or  other  elastic  bags,  worked  by  a 
mechanical  arrangement,  so  as  to  render  the  instrameut  portable,  and  thereby  prrventiug  the 
bag  from  bursting  and  consequent  leakage  from  expansion  or  sudden  concussion  of  the  mer- 
cury while  in  transportation. 

Claim. — The  arrangement  and  combination  of  the  elastic  cistern  bag  F,  acom-shaped  knob 
W,  lever  A,  thumb-screw  B,  slot  C,  and  notches/^,  substantially  in  the  manner  and  for  the 
purpose  specified. 

No.  32,837.— J.  E.  BIarsiiall,  of  West  Chester,  Vo..— Improved  Halter  for  Horses.-- 
Patent  dated  July  16",  1861. — Combined  with  a  halter  fitting  over  the  head  of  the  horse  is  a 
slip  loop  consisting  of  a  strong  cord  passing  through  the  mouth  of  the  horse,  under  the  chin, 
and  over  the  neck ;  thence  back  again  through  an  eye  which  is  attached  to  the  halter  and 
terminating  in  a  long  rein  which,  being  drawn  tightly,  will  bind  the  mouth  of  the  horse,  and 
at  the  same  time  draw  down  his  head  in  whichever  direction  the  rein  is  pulled,  the  object 
being  to  hold  and  subdue  a  vicious  horse. 

Claim. — Combining  with  the  halter  straps  a  «',  h  h'  and  c,  the  loop  A,  chin-strap  gy  eyes  t 
/,  loop  dy  and  the  neck-loop  j,  arranged  substantially  a^  and  for  the  purpose  set  forth. 

No.  32,838.— George  Mender,  of  Earlville,  Vl\.— Improvement  in  IFreficAcs.- Patent 
dated  July  16,  1861. — Combined  with  a  circular  ratchet-head,  which  is  rotated  between  two 
rings  formed  on  one  end  of  the  wrench  stock,  are  two  removable  jaws  fitted  between  racks. 
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formed  on  each  side  of  a  hole  through  the  ratchet-head  and  held  in  placebj  a  sprin?  dog,  said 
jaws  being  so  applied  that  thej  can  be  set  closer  together  or  moved  further  apart,  thus  adapt- 
ing tbc  wrcncb  to  nuts  of  different  sisses. 

Claim. — First,  the  removable  toothed-jaws  Q  G,  fitted  between  teeth  e  «,  in  the  rotating 
ratchet-hoad  D,  as  and  for  the  purposes  herein  set  forth. 

.  Second,  the  spring-plate  J,  arranged  on  rotating-hcad  D,  in  the  relation  to  the  jaws  G  G, 
aijB  and  for  the  purpose  herein  shown  and  described. 

No.  32,839. — ^William  T.  Mills,  of  Kalamazoo,  Mich. — Improved  Sawing  Machine. — 
Patent  dated  July  16,  1861. — Mounted  upon  a  frame  is  a  saw  connected  by  pitmen  and  a 
lever  to  a  driving  wheel  by  means  of  which  motion  is  imparted  to  the  saw.  A  block  sliding 
in  grooves  made  in  two  upright  guides  serves  to  press  the  saw  upon  the  work. 

Claim. — The  combination  of  the  saw  F,  the  rod  a,  the  guide  block  d,  the  grooved  supports 
G  G,  the  pitmen  H  and  J,  lever  I,  and  connecting-bar  K,  when  arranged  with  the  frame  as 
constructed  for  joint  operation,  in  the  manner  and  for  the  purpose  specified. 

No.  32,840. — Adrikn  Muller,  of  Paris,  France. — Improved  Furnace  for  Treating  Zinc 
and  other  Ores. — Patent  dated  July  16,  1861. — ^This  apparatus  is  designed  for  treating  the 
metallic  ores  directly  in  contact  with  the  ftiel  by  the  aid  of  a  blast  furnace.  The  ores  and 
fuel  are  well  desiccated  in  suitable  stoves  arranged  around  the  top  of  the  furnace  and  heated 
by  the  waste  gases,  and  are  ground  and  agglomerated  into  blocks,  each  block  containing, 
besides  the  ore,  a  sufficient  quantity  of  wood,  charcoal,  or  other  combustible  for  reducing  the 
ore,  and  a  suitable  quantity  of  quicklime  to  produce  a  good  slag. 

Claim. — ^The  construction,  arrangement,  and  combination  ot  apparatus  employed  in  the 
reduction  or  treatment  of  zinc  and  other  ores  as  described. 

No.  32,841.— JoiW  Pettengill,  jr.,  of  Jackson,  N.  U.— Improved  Brake  for  Railroad 
Cars. — Patent  dated  July  16,  1861. — The  shoes  which  are  placed  over  the  wheels  are 'con 
nectcd  at  their  outer  ends  to  the  truck  by  joints,  their  inner  ends  being  connected  by  links  to 
the  outer  ends  of  lever  frames.  The  inner  ends  of  the  levers  are  operated  through  the  medium 
of  chains  in  connexion  with  guide  rods  and  a  slotted  bar,  so  that  the  trucks  will  readily  con- 
form to  the  curvatures  of  the  road,  neither  the  car  bed  or  the  brakes  being  allowed  to  interfere 
therewith. 

Claim. — In  combination  with  the  lever  frames  E  E,  and  shoes  D  D,  the  bar  I,  provided 
with  oblong  slots  i  i  at  its  ends,  through  which  pins  j  j  on  the  trucks  pass,  and  also  pro- 
vided with  pulleys  h  h  for  the  chains  H  II  to  pass  over,  whereby  the  bar  1  is  not  allowed  to 
interfere  with  the  movement  of  the  car  trucks. 

Also,  connecting  the  chains  H  H  to  the  inner  ends  of  the  lever  frames  E  E  by  means  of  thoi 
rings  G  G,  which  are  fitted  on  the  guide-rods  F  F  at  the  inner  ends  of  the  lever  frames,  sub- 
stantially as  shown,  to  admit  of  the  moving  of  the  frames  £  with  the  trucks  without  affecting 
the  chains  H  U,  as  set  forth. 

No.  32,842.— Hiram  H.  Reynold?,  of  Buffalo,  N.  Y.— -Improvement  in  Instruments  for 
the  Prevention  and  Cure  of  Spermatorrhea. — Patent  dated  July  16,  1861. — This  invention  is 
explained  by  the  claim  and  engraving. 

Claim. — A  spermatorrhea  instrument  so  constructed  as  to  combine  the  spiral  spring  A,  and 
pressure  platen  D  and  E,  substantially  as  described,  (with  or  without  the  cone  cup  c,)  and 
having  convenient  straps  or  belts  for  fastening  to  the  body. 

No.  32,843. — George  W.  Sampson,  of  Washington,  D.  C. — Improvement  in  Apparatu$ 
for  Heating  Railroad  Cars  with  Steam. — Patent  dated  July  16,  1861. — ^This  invention  con- 
sists in  connecting  the  heating  pipes  of  one  car  with  those  of  another  car  by  means  of  a  series 
of  hollow  links  united  together  by  means  of  vertically  and  horizontally  arranged  T-sha]j)ed 
hollow  sleeves,  the  links  and  sleeves  being  so  constructed  as  to  allow  of  a  communication 
from  one  link  to  another  being  maintained,  whatever  may  be  the  deflection  of  the  coupling 
while  the  cars  are  coimected  together. 

Claim. — First,  the  employment  of  link  couplings  embodying  the  principle  of  operation  set 
forth,  for  connecting  the  heaters  of  two  or  more  cars,  and  also  ior  connecting  said  beaters  with 
the  exhaust  of  the  locomotive,  substantially  as  described. 

Second,  the  link  couplings  constructed  substantially  as  heroin  described. 

No.  32,844. — Reuben  Shaler,  of  Madison,  Conn. — Improvement  in  Projectiles  for  Fir^ 
Arms.—PtLtent  dated  July  16,  1861.— In  the  breech  of  the  ball  or  projectilo  is  a  shallow 
recess,  into  which  is  fitted  an  arched  piece  of  metal  in  such  a  maimer  as  to  cause  th^  nrcssiu-e 
of  the  powder  upon  it  to  throw  out  the  edges  of  the  bullet  at  the  breech  so  as  to  make  them 
fit  snugly  against  the  sides  of  the  barrel  and  fill  the  grooves,  for  the  purpose  of  preventing 
the  escape  of  the  gas  generated  by  the  explosion. 

Claim. — Providmg  the  butt  or  rear  end  of  a  bullet  with  the  flange  2,  and  the  concave* 
convex  spreading  plate  3,  so  arranged  as  to  operate  in  connexion  with  each  other,  substan 
tially  as  and  for  the  purpose  set  forth. 
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No.  32,845.^-Oeoroe  B.  Turrell,  of  Now  York,  N.  Y.-^hnprovement  in  Beer  Coolers,-^ 
Patent  dated  Julj  16,  ISHL — ^This  invention  is  designed  as  an  improvement  upon  an  appa- 
ratus patented  to  H.  Migcon,  November  1,  1859,  ana  consists  in  forming  the  cooling  surface 
bj  metallic  plates  set  together  in  such  a  manner  as  to  form  a  space  for  the  cooling  water  to 
circulate  upward  between  the  plates,  while  tho  liquid  to  bo  cooled  trickles  over  due  outside 
surfaces  of  said  plates. 

Claim. — First,  a  cooler  for  beer  or  other  liquids,  formed  of  the  vertical  plates  6  c,  in  the 
manner  set  forth,  and  operated  as  specified. 

Second,  the  trough  t,  provided  with  the  screen  4,  and  with  the  slots  in  the  side  3,  as  and 
for  tho  purposes  specifioa. 

Third,  the  arrangement  of  the  perforated  pipes  b  and  d,  in  tho  manner  specified,  when  com- 
bined with  the  meUkllic  sheets  c  c,  as  and  for  the  purposes  set  forth. 

Fourth,  introducing  tho  nipples  //at  the  ends  of  the  plates  c  <;,  in  the  manner  and  for  the 
purposes  specified. 

No.  32,846.— William  W.  Virdin,  of  Baltimore,  Ud,— Improvement  in^Beat  and  Ferry 
Brki^e.— Patent  dated  July  16, 1861.— One  end  of  the  apron  or  space  rests  upon  an  abutment 
or  wliarf,  and  is  fitted  to  it  by  a  socket  or  other  joint ;  tne  other  end  is  supported  above  and 
out  of  the  reach  of  the  boat  by  two  weighted  levers  framed  together,  and  each  resting  for  its 
fulcrum  upon  a  column  or  post.  When  the  boat  reaches  its  ^rth  the  weighted  levers  allow 
the  apron  to  drop  and  rest  upon  the  end  of  the  boat,  and  thus  a  continuous  roadway  or  rail- 
way track  is  formed  to  the  boat. 

Claim, — ^A  connexion  from  the  main  land,  pier,  or  wharf,  with  steamboats  or  any  other 
vessel,  by  means  of  an  odjustablo  apron  or  span,  with  or  without  railroad  track  or  tracks  and 
adjustmg  switch  upon  the  same,  in  combination  with  fixed  weighted  lever  or  levers  as  couu- 
tcmoise,  substantially  as  described. 

Also,  the  fixed  weighted  lever  or  levers  constructed  and  arranged  a»  set  forth,  when  used 
with  any  movable  connexion  from  tho  main  land,  pier,  or  whari,  to  and  upon  steamboats  or 
any  other  vessel. 

No.  32,847. — ^Joseph  C.  Wright,  of  Minersville,  Pa. — hnpravement  in  Lamps. — ^Patent 
dated  July  16,  1861. — ^I'his  lamp  is  designed  for  burning  hydro-carbon  oils  without  the  use 
of  a  chimney.  The  wick  tube  is  constructed  in  two  parts,  one  part  sliding  within' the  other, 
and  is  used  in  connexion  with  two  concentric  conical  deflectors,  the  inner  one  of  which  is 
perfomted  at  its  lower  part  for  the  purpose  of  conducting  heat  and  preventing  side-draught. 
Fitted  over  the  deflector  is  a  movable  cap  of  the  form  shown  in  the  engraving,  for  the  purpose 
of  producing  with  a  flat  wick  a  flame  of  semicircular  form. 

Claim. — Furst,  the  combination  of  the  concentric  conical  deflectors  C  and  D  and  slidini^ 
wick  tube  £',  all  constructed,  arranged,  and  operating  in  the  manner  and  for  the  purposes 
shown  and  explained. 

Second,  tho  movable  cap  H,  constructed  with  a  supporting  collar  A,  vertical  segmental 
flange  h\  and  oblique  convex-ended  deflector  A2,  and  used  in  combination  with  the  slotted 
conical  deflector  C,  in  tho  manner  and  for  the  purposes  shown  and  explained. 

No.  32,848.— J.  W.  Hoaoland,  of  New  Brunswick,  N.  J.,  assignor  to  Himself  and 
BiCHARD  McMULLEN,  of  the  same  place. — Improvement  in  Pneumatic  Springs. — Patent 
dated  July  16,  186 J. — The  chambers  of  the  metallic  boxes  which  are  to  contain  the  condensed 
air  are  lined  with  India-rubber,  for  the  purpose  of  making  them  air-tight.  Within  the  plunger 
in  arranged  an  air-pump,  consisting  of  a  hollow  rubber  cushion  confined  within  a  cybndricol 
box.  By  means  of  an  orifice  provided  with  a  valve  air  is  admitted,  but  not  allowed  to  escape, 
and  the  air  is  forced  down  through  a  tubular  stem  into  the  main  air  chamber.  A  safety-valve 
is  attached  to  the  air  chamber,  which  is  kept, closed  by  a  spring  regulated  by  a  screw,  for  the 
purpose  of  allowing  an  excess  of  air  to  escape,  and  to  regulate  the  escape,  so  that  the  spring 
may  be  made  to  sustain  a  greater  or  less  amount  of  pressure. 

Claim. — First,  combining  with  the  metallic  box  A  B  the  India-ruBiberlining  or  box  D  and 
plunger  £,  substantially  as  and  for  the  purposes  described  and  represented. 

Second,  combining  with  the  hollow  main  plunger  E  the  clastio  air  cushion  H,  confined 
within  a  box  I,  and  operated  by  the  stationary  plunger  J,  at  each  upward  stroke  of  tho  main 
plun^r,  said  cushion  being  so  arranged  in  relation  to  the  air  chamber  C  as  to  keep  up  a 
supply  of  air  to  this  chamber,  substantially  as  set  forth. 

Third,  combining  with  the  air  chamber  of  a  self-supplying  pneumatic  .spring  the  safety- 
valve  S,  spring  v,  and  adjustable  screw  cap  P,  for  the  purposes  set  forth. 

Fourth,  securmg  the  main  plunger  E  to  tho  diaphragm  of  tho  rubber  bag  D,  by  meaiui  of 
a  tubular  bolt  or  stem  F,  proyided  with  a  valvo  opening  in  the  chamber  C,  as  set  forth. 

No.  32,849.— J.  F.  WinppLE,  of  New  York,  N.  Y.,  assignor  to  the  Seamless  Clothing 
Manufacturing  Company,  of  same  place. — Improvement  in  Military  Caps. — ^Patent  dated 
July  16,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — ^The  military  cap  having  its  cjown  and  a  cape  composed  of  felt  or  other  soft  mate- 
rial, and  having  the  said  cape  united  with  the  sides  of^a  peak  of  leather  or  other  moderately 
stiff  material,  substantially  as  described. 
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No.  32,850.-1).  R.  Pruden,  of  West  Meriden,  Conn.,  a«signor  to  Himself  and  C*  A. 
Wellington,  of  Boston,  Mass. — Improvement  in  Ornamenting  Hollow  Articles  of  Metal, — 
Patent  dated  July  16,  J  861. — ^The  object  of  this  invention  is  to  produce  npon  the  exteriors  of 
enps  or  other  hollow  articles  of  metal  ornaments  similar  to  those  produced  by  chasing  &c., 
and  it  consists  in  subiccting  the  articles  to  a  process  of  spinning,  with  a  burnisher,  within  a 
hollow  die  in  which  the  reverse  forms  of  the  raised  ornaments  desired  have  been  produced  by 
engraving  or  punching. 

Claim, — The  method  described  of  omamentinff  the  exterior  of  hollow  articles,  and  which 
consists  substantially  in  spinning  the  articles  within  the  interior  of  a  hollow  die,  as  set  forth. 

No.  32,851.— Simeon  S.  Post  and  Andrew  J.  Post,  of  Jersey  City,  N.  J.,  assignors  to 
A.  J.  Post,  aforesaid,  and  E.  C.  Clark,  of  Piermont,  N.  Y. — Improvement  in  Refiectors 
for  Lamps. — Patent  dated  July  16,  1861. — ^This  reflector  consists  of  an  incomplete  paraboloid, 
its  smaller  end  being  absent,  and  a  separate  reflector  of  a  paraboloidal  form  fixed  upon  the 
lamp-slide,  and  mounted  in  such  a  position  that  when  the  lamp  is  in  its  place  the  axes  of  Iho 
two  separate  parts  coincide. 

Claim, — In  the  construction  of  lamp  reflectors,  the  employment  of  the  part  or  fiiistum  B 
of  a  smaller  paraboloid  mounted  in  front  of  the  paraboloid  M,  and  so  ananged  that  their 
axes  and  foci  coincide  so  as  to  produce  the  effect  set  forth. 

No.  32,852. — Calvin  Adams,  of  Pittsburg,  Pa. — Improvement  in  Meat-Cutters. — Patent 
dated  July  23,  1861. — ^The  revolving  disc  is  provided  with  curved  cutters  and  cams,  which 
latter  tend  to  force  the  meat  between  the  revolving  and  stationary  cutters,  whence  it  is  forced 
through  openings  in  the  edge  of  the  revolving  disc. 

Claim, — The  combination  of  the  revolving  disc  H  of  the  camsj  j  and  cutters  i  i  and  open- 
ings k  k,  arranged  with  stationary  cutters  e  e,  on  disc  or  casing  A,  all  substantially  as  and  for 
the  purpose  sp^dfied. 

No.  32,853.— Stephen  R.  Andres,  of  Troy,  N.  Y,— Improvement  in  Articles  of  Food 
Made  from  Beans, — Patent  dated  July  23,  IWil. — The  beans  are  prepared  by  being  first 
soaked  and  then  boiled,  when  they  are  crushed  between  rollers  and  dned  in  a  kiln  or  air  closet. 

Claim, — ^Flour,  meal,  grits,  grain,  or  any  article  made  from  boiled  or  otherwise  cooked  and 
desiccated  beans,  manufactured  as  describe  or  in  any  equivalent  way. 

No.  32,854. — Alexander  Bain,  of  New  York,  N.  Y.— Improvement  in  Electric  Tele- 
graphs,— Patent  dated  July  23,  1861. — ^This  invention  consists  in  so  applying  an  acoustio 
tube,  in  combination  with  the  lever  carrying  the  armature  of  a  magnet,  that  a  person  having 
the  tube  applied  to  his  ear  may  hear  the  sound,  while  it  is  inaudible  to  persons  at  a  very  short 
distance  irom  the  instrument.  In  combination  with  this  tube  is  a  cover  of  glass  or  other 
material  enclosing  the  instrument,  for  the  purpose  of  preventing  the  sound  escaping  in  any 
great  degree,  except  by  the  acoustic  tube,  and  of  avoiding  to  convey  the  sound  to  the  tube. 

Claim. — First,  the  employment  of  an  acoustic  tube,  or  its  equivalent,  combined  with  the 
armature  lever  of  an  electro-magpoiet,  or  with  any  equivalant  instrument  for  producing  bounds 
by  electricity,  to  operate  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  employment,  as  stops  for  the  armature  lever,  or  other  device  by  whose  move- 
ment the  sound  is  produced,  of  collars  to  to^  or  their  equivalents,  adjustable  upon  the  acoustio 
tube  itself,  substantially  as  specified. 

Third,  the  employment  of  a  cover  enclosing  the  instrument  for  producing  tho  sounds  and 
tho  mouth  of  the  acoustic  tube,  substantially  as  and  for  the  purpose  specified. 

No.  32,855.— R  C.  W.  Batterman,  of  New  York,  N.  Y, ^Improvement  in  Bird  Cages. — 
Patent  dated  Julv  23,  1861. — ^The  seed  cup  is  made  with  a  small  discharge  opening  at  or 
near  its  bottom,  m  combination  with  a  conical  bowl,  which  forms  the  bottom  of  the  cup,  so 
that  only  a  small  quantity  of  seed  is  accessible  to  the  bird,  and  all  wasting  and  spilling  is 
prevented.  A  proteiSting  case  is  made  to  slide  upon  wires,  so  that  the  seed  cup  may  be 
exposed  for  filling  or  cleaning. 

Claim, — First,  the  arrangement  and  combination  of  the  seed  cup  C,  discharge  opening  e, 
and  bowl  D,  constructed  and  operating  substantially  as  and  for  the  purpose  shown  and 
described. 

Second,  tho  vertically  sliding  loops  g^  or  their  equivalents,  in  combination  witli  the  pro- 
tecting case  £,  as  and  for  the  purpose  set  forth. 

No.  32,856.— Levi  A.  Beardsley,  of  South  Edmeston,  N.  Y. — Improvement  in  Pulley 
Blocks, — Patent  dated 'July  23,  1861. — The  sides  of  the  frame  which  sustains  the  wheel  or 
sheave  extend  beyond  the  edges  of  the  sheave,  while  the  edges  of  the  frame  are  cut  away, 
•and,  turning  outward,  are  rounded  over,  forming  lip-shaped  nbs.  The  edges  of  the  sides  of 
the  frame  are  also  turned  outward  and  rounded  over,  forming  also  ribs,  and,  with  the  other 
rib,  form  a  continuous  flange  for  the  purpose  of  strengthening  the  edges  of  all  parts  of  the 
casing,  its  smooth  surface  preventing  the  wear  of  the  rope  or  cord. 

C^atm.— Extending  the  sides  of  the  cast  wheel  firame  beyond  the  edges  of  tho  sheave,  as 
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described,  in  combination  with  ribs/  and  e,  the  whole  constructed  to  operate  mbetantiallj  as 
desciibed  for  the  purpose  set  forth. 

Also,  iu  combination  with  the  cast  wheel  frame,  leaving  its  edges  extended  beyond  the 
sheave,  as  described,  a  iixed  bail  of  wrought  iron,  the  whole  arranged  to  operate  as  set  forth. 

No.  32,867. — Jared  K.  Buck,  of  Winona,  Minn. — Improvement  in  Winnowing  Machines, — 
Patent  dated  July  !^,  18C1. — ^The  novelty  of  this  invention  consists  in  the  combination  and 
arrangement  of  the  parts  as  stated  in  the  claim. 

Claim, — The  combination  and  arrangement  of  the  shaker,  Fig.  A,  the  shoe  spring.  Fig.  C, 
the  scrcdi  lever,  Fig.  B,  the  rake.  Fig.  D,  the  drawer.  Fig.  E,  when  constructed  and  opeiiiting 
as  and  for  the  purposes  specified. 

No.  32,858.— Nathan  Carr,  jr.,  and  John  Carr,  of  Monmouth,  JX\.— Improvement  in 
Ctdtieators. — Patent  dated  July  '^3,  ItfGl. — ^Tho  bow,  which  answers  as  the  frame,  is  sup- 
ported by  two  castor  yvhcols,  and  allows  the  ploughs  to  pass  on  each  side  of  the  young 

lants,  and  also  to  pass  an  irregular  hill.  The  tongue  is  rigidly  fastened  to  the  top  of  the 
lur. 

Claim. — First,  making  the  frame  in  the  form  of  a  bow,  in  combination  with  supporting  it 
by  castor  wheels  U  II,  as  shown  and  described. 

Second,  in  combination  with  said  bow  A  and  castor  wheels  II  H,  the  hinged  plough  beams 
C  C  and  tongue  B,  arranged  iu  relation  to  each  other,  as  shown  and  descnbed. 

No.  32,K)9. — Samuel  W.  Chamberlin,  of  Stoncham,  Hans.— Improvement  in  Machines 
for  Polishing  Shoe  and  Boot  Heels, — Patent  dated  July  23,  1861. — The  polishing  wheel  is 
provided  with  a  flange  for  the  purpose  of  giving  a  finivhed  edge  to  the  heel.  Tne  lost  is 
adjusted  to  the  wheel  by  means  of  the  swivelling  movements  obtained  by  the  employment 
of  two  pivots  together,  with  a  sliding  movement  of  the  rod  to  which  the  last  pin  is  secured. 
Springs  may  be  attached  to  a  connexion  of  the  ia^t  pin  for  forcing  the  last  toward  the  polish- 
ing wheel. 

Claim, — The  combination  of  the  flange  c  with  the  polishing  wheel  6,  yrhen  arranged  to 
operate  together,  as  snecificd. 

Also,  the  combined  arrangement,  operating  substantially  as  specified,  of  a  sliding  and 
swivelling  holding  mechanism  with  a  polishing  wheel,  with  or  without  a  flange. 

Also,  tne  combination  of  springs,  or  their  equivalents,  operating  Kubstantiaiiy  as  set  forth, 
with  a  sliding  swivelling  holding  mechanism  and  a  polishing  wheel,  with  or  without  a  flange. 

No.  32,8C0. — M.  G.  Couch,  of  Odessa,  N.  Y,— Improved  Hay  Raking  and,  Loading 
Device, — Patent  dated  July  23,  1861. — An  endless  belt  of  rakes  is  applied  to  a  mounted 
frame,  which  is  coimected  to  the  rear  of  the  wiagon  to  be  loaded,  the  rakes  bein^  so  arran{|^ 
as  to  discharge  their  loads  at  the  proper  point  by  meaus  of  their  own  gravity,  m  connexion 
wiih  tliat  of  the  load. 

Claim. — The  endless  belt  of  rakes,  when  applied  to  a  mounted  box  A,  and' having  its  rake 
bars  G'  attached  loosely  to  its  straps  b  6,  and  ptovided  with  rods  «,  so  arranged  in  connexion 
with  the  bottom  b*  of  the  box,  that  the  rake  bars  will  bo  retained  in  proper  position  while 
carrying  up  their  loads,  and  allowed  to  discharge  them  at  the  proper  point  by  their  own 
gravity,  substantially  as  set  forth. 

No.  32,861. — 8.  M.  Davis,  of  Lawrence,  Mass.,  assignor  to  Andrew  L.  Haskell,  of 
Chelsea,  Mass. — Improved  Tent, — Patent  dated  July  23,  1861. — ^The  frame  of  this  tent  is 
formed  similarly  to  that  of  an  umbrella,  the  hubs  to  which  the  arms  are  attached  being 
allowed  to  slide  upon  the  pole,  so  that  the  frame  can  be  readily  raised  and  lowered,  or  tum^ 
upon  the  pole. 

Claim, — ^A  folding  adjustable  tent,  made  and  operating  as  herein  shown  and  described. 

No.  32,862.— A.  H.  French,  of  Pittsfield,  111— Improvement  in  Water  E/«r a/ari.— Patent 
dated  July  23,  1801. — ^The  bottoms  of  the  buckets  are  provided  with  hinged  valves  opening 
inwardly,  and  at  the  lower  end  of  the  bucket  is  a  hook  which,  as  it  rises,  elevates  a  small 
trough  which  is  hinged  to  the  main  trough.  At  a  point  in  the  small  hmged  trough  corre- 
sponding with  the  centre  of  the  bottom  of  the  bucket  is  a  pin  which,  as  the  trough  nses  to  a 
horizontal  position,  opens  the  valve  and  lets  the  water  out  into  the  hinged  trough,  whence  it 
runs  into  the  main  trough. 

Claim, — Constructing  the  well  buckets  with  hinged  valves  d  d'  in  their  bottoms  and 
hooks  g  g  on  their  sides,  and  combining  with  said  buckets  the  hinged  or  swinging  troughs 
G  G^  furnished  with  bails  h  h'  and  lifting  pins  k  k'^  all  arranged  and  operating  substantially 
as  and  for  the  purposes  set  forth. 

No.  32,863. — Frederick  FrickinoeR,  of  Schodack,  N.  Y,-i-Improvement  in  Piano-  * 
Forte  Action, — Patent  dated  July  23, 1861. — ^This  invention  consists  in  a  device  for  arresting 
the  hammer  near  the  string  after  the  blow,  to  enable  a  quick  repetition  to  be  effected.     In 
connexion  with  the  hammer  is  a  spring,  consisting  of  a  steel  wire  secured  to  the  hammer- 
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flange  at  one  end,  and  having  a  hook  at  its  opposite  end,  attached  bv  a  cord  to  the  hammer, 
for  the  purpose  of  relieving  the  ja<!k  ^nd  key  of  such  portion  ot  its  weight  us  may  be 
desirable.  The  jack-spring  is  of  spiral  form,  and  is  arranged  within  a  mortise  of  the  jack 
bottom ;  its  front  end  is  attached  to  a  protuberance  on  the  bottom  of  the  tenon  of  the  jack, 
and  its  rear  end  to  the  jack  bottom. 

Claim, — First,  the  combination  of  the  protuberance  d  on  the  jack  and  the  notched  block  i, 
attached  to  the  hammer-shank,  substantially  as  and  for  the  purpose  specified. 

Second,  the  spring  E  applied,  in  connexion  with  the  hammer-but,  substantially  as  and  for 
the  purpose  set  forth. 

Third,  the  connexion  of  the  jack-spring  h  with  a  protuberance/ on  the  bottom  of  the  tenon 
of  the  jack,  substantially  as  and  for  the  purposes  described. 

No.  32,804.— C.  W.  Gage,  of  Homer,  N.  Y.—Improvemtnt  in  Shaft  Coupling  for  Vehicles.— 
Fatent  dated  July  23,  1801. — Secured  to  the  axle  is  a  stationary  jaw,  to  which  is  uttjichcd, 
by  means  of  a  bolt,  a  movable  jaw.  Each  jaw  is  provided  with  a  short  journal  of  couical 
form,  which  fit  into  openings  in  the  end  of  the  shall.  As  these  openings  wear  away,  the 
jaws  are  brought  nearest  together  by  means  of  a  screw-bolt,  and  the  rattling  of  the  joints 
prevented. 

Claim. — The  employment  of  the  jaws  B  and  C,  one  of  which  Is  movable,  and  both  of 
which  are  provided  with  sections  of  conical  journals,  when  the  sam6  are  uied  in  the  manner 
and  connexion  represented  for  the  purpose  set  forth. 

No.  32,865. — John  Gault,  of  Boston,  Mass.,  assignor  to  William  A.  Moore,  of  Lowell, 
Mass. — Improvement  in  Vault  Corcrs.— -Patent  datwl  July  ii3,  J 801. — To  the  under  side  of 
the  vault  cover  is  attached  a  bar,  which  passes  through  a  socket  in  the  thimble.  The  bar  is 
provided  with  holes,  through  which  a  pin  passes,  by  means  of  which  the  cover  may  be  kept 
closed  or  secured  at  any  desired  height  above  the  opening,  and  serves  as  a  guaid  or  pro- 
tector to.  prevent  persons  from  stepping  into  the  hole. 

Claim. — The  arrangement  of  the  internal  socket  F,  thimble  A,  movable  Cover  D,  per- 
forated flat  bar  E,  and  pin  G,  all  constructed  and  combined  in  the  maimer  and  for  the  pm*- 
poses  shown  and  explained. 

No.  32,866.— LOURE  Green,  of  Great  Bend,  Ta.— Improvement  in  Ploughs.— latent 
dated  July  23,  1861. — This  invention  consists  in  combining  with  a  single  standard,  as  may 
be  desired,  a  changeable  mole,  subsoil,  and  draining  plough,  for  the  purpose  of  performing  a 
variety  of  farming  operations. 

Claim. — The  combination  of  the  standard  H  11  with  the  shares  A,  B,  and  C,  and  the 
flanches  E  /  and  D  P,  the  whole  constructed  and  arranged  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  32,867.-^.  G.  Griswold,  of  Chester,  Conn.— Improvement  in  Skates.— Fa,ieni  dated 
July  23,  1861.— In  the  under  part  of  the  skate  stock  is  a  groqve  into  which  is  fitted  a  flat  bar 
provided  with  holes  for  receiving  the  points  of  the  skate  Iron,  which  are  riveted  over  the  bar. 
The  bar  is  secured  to  the  iron  by  means  of  screws. 

Claim. — ^The  arrangement  of  the  bar  B  with  the  grooved  skate  stock  A  and  runner  C,  in 
the  manner  and  for  the  purpose  shown  and  described. 

No.  32,868.— H.  Hagans,  of  BrandonviUe,  Va. — Improvement  in  Churns. — Patent  dated 
July  23,  1861. — ^The  dasher-staff  is  made  hollow  and  is  provided  with  several  radial  wings 
and  two  ribs  or  feathers.  The  butter  gatherer  is  fitted  loosely  on  the  dasher-staff  so  as  to  be 
self-adjusting  vertically,  and  is  made  to  rotate  with  the  staff  by  means  of  the  ribs. 

Claim. — ^The  arrangement  of  the  self-adjusting  rotary  butter  gatherer  G  and  ribs  c,  with 
the  dasher  rod  E  and  wings  F,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,869. — ^William  Hanlon,  of  Philadelphia,  Ta.— Improvement  in  Cricket  Wickets.— 
Patent  dated  July  23,  1861. — This  invention  consists  in  constructing  the  stumps  with  spring 
joints  near  the  bottom,  which  will  permit  them  to  yield  and  fall  over  sufficiently  to  displace 
the  bails  when  struck  by  a  bull,  without  disturbing  their  security  in  the  ground,  and  to  en- 
able them  to  resume  of  themselves  the  upright  position  after  the  ball  has  passed  them.  The 
bails  are  attached  to  one  or  more  of  the  stumps  by  chains  or  cords  to  prevent  them  from  fall- 
ing far  from  the  top  of  the  wickets.  The  upper  ends  of  the  stumps  are  provided  with  ad- 
justable bail  supporters,  containing  the  grooves  for  the  reception  of  the  bails,  to  enable  the 
grooves  to  be  brought  into  line  with  each  other  to  receive  the  bails. 

Claim. — The  construction  of  wicket  stumps  with  spring  joints,  substantially  as  and  for 
the  purpose  set  forth. 

Second,  the  attachment  of  the  bails  to  one  or  more  of  the  stumps  by  chains  or  coiiU,  sub- 
stantially as  and  for  the  purpose  specified. 

Third,  the  adjustable  bail  supporters  fitted  to  the  heads  of  the  stumps,  substantially  as  and 
for  the  purpose  described. 
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No.  32,870. — John  Hoyt,  of  Cleveland,  O. — Improvement  in  Machines  for  Drying 
Paper. — Patent  dated  July  23,  18G1. — This  invention  consists  in  a  method  of  drying  sizra 
paper  by  passing  it  over  steam-heated  cylinders  provided  with  non-metallic  guards  to  prevent 
the  paper  from  coming  in  contact  with  the  heated  surface  of  the  cylinder..  The  paper  also 
passes  over  non-metaUic  rollers  between  heaters  mode  to  conform  to  the  frame  work  of  the 
machine. 

Claim, — First,  steam-heated  cylinders  with  non-metallic  guards,  arranged  as  described,  in 
combination  with  the  stationary  tubular  heaters  B  and  non-metallic  rollers  C,  substantially 
afl  described. 

Second,  the  use  of  non-metaUic  guards  when  placed  around  dose  steam  cylinders,  sub- 
stantially as  described  and  for  the  purpose  set  forth. 

No.  32,871.— Richard  G.  Hunt,  of  New  York,  N.  Y, -^Improvement  is  Machines  for 
Slotting  Gas  Sieves, — Patent  dated  July  23,  1861. — With  a  yielding  hinged  bed  or  table  is 
combined  a  rotating  cutter,  having  its  cutting  edges  upon  a  series  of  inclined  pyramidicully 
shaped  teeth,  the  four  faces  of  which  are  at  different  angles  and  so  arranged  as  to  present  a 
cutting  edge  at  only  one  side  of  each  tooth  alternately,  Uio  front  face  of  each  tooth  being  in- 
clined diagonally  to  the  axis  of  the  cutter  alternately  in  reverse  directions  for  the  purpose  of 
clearing  tne  shaving;  the  object  being  to  make  the  bars  of  the  sieve  Vredge-shaped  in  sec- 
tions, so  as  to  present  a  largo  upper  surface  to  sustain  the  lime,  and  a  smaUer  lower  surfaco 
to  permit  of  the  free  passage  of  tne  gas  through  the  bars. 

Claim. — The  pyramidically-toothed  cutter  with  cutting  edges  alternately  on  opposite  sides 
of  the  teeth,  substantially  as  described,  in  combination  with  a  yielding  hmged  oed  or  table> 
substantially  as  described. 

AIno,  the  hinged  bed,  in  combination  with  a  spring  or  equivalent,  substantially  as  de- 
BcribedL 

No.  32,872.— Joseph  P.  James,  of  Pepin,  '^\rm,^lmproved  Grab  or  Self-closing  Uook, — 
Patent  dated  July  23,  1861. — Hinged  to  the  shank  of  the  hook  is  a  latch,  which  is  retained 
in  position  by  means  of  a  spring  catch,  the  latch  cldsing  down  upon  its  point  from  the  outside 
in  such  a  manner  that  when  it  is  opened  a  line  or  rope  may  be  readily  introduced  into  or 
taken  out  of  the  hook,  and  the  latch  is  closed  by  coming  in  contact  with  any  resisting  body 
and  lirmly  retained  by  the  catch. 

Claim. — The  arrangement  of  the  spring  catch  C,  in  combination  with  the  outwardly  open- 
ing hinged  latch  B  and  hook  A,  all  constructed  and  operating  in  the  manner  and  for  the  pur^ 
pose  shown  and  described. 

No.  32,873.— John  W.  Jarboe  and  A.  Mackey,  of  Now  York,  N.  Y, --Improvement  in 
Drip  Pots  for  Sugar  Moulds. — Patent  dated  July  23,  186J. — The  object  of  this  invention  is 
to  make  the  top  and  neck  of  the  drip  pot  stronger  and  more  durable  than  either  the  cast  iron 
or  the  sheet  iron  ones  commonly  used. 

Claim. — The  construction  of  the  drip  pot  with  its  top  C  composed  of  a  single  piece  of  sheet 
iron,  and  its  neck  D  composed  of  a  ring  of  malleable  iron,  said  top  and  neck  being  combined 
substantially  as  specitied. 

No.  32,874.— John  S.  Jenness,  of  Bangor,  lie.— Improved  Electro-Magnet.— T&t&ai 
dated  July  23,  1861. — ^This  invention  is  exphiined  by  the  claim. 

Claim. — Constructing  the  core  of  electro-magnets  of  a  bundle  of  single  wires  and  placing 
said  bundle  of  single  wires  in  a  tube,  and  bending  the  tul>es  and  wires  while  hot  into  a  U- 
shaped  magnet,  as  described,  and  for  the  purposes  set  forth. 

No.  32,875. — ^Cecxl  G.  Johnson,  of  London,  "EnglBud.— Improvement  in  tlie  Manufacture 
of  Boots  and  Shoes.— Pfnteut  dated  July  23,  J 861. —Patented  in  England  April  2,  1860.— The 
sole  of  the  'shoo  or  boot  is  made  of  yams  or  threads  of  fibrous  material,  such  as  hemp,  flax, 
or  jute,  plaited  together  and  made  up  into  a  flat  coil  and  sewed  through  from  side  to  side. 
The  uppers  may  be  made  of  canvas  or  any  woven  fabric  and  sewed  to  the  soles. 

Claim. — ^As  a  new  article  of  manufacture,  a  boot  or  shoo  made  as  described. 

No.  32,876. — E.  A.  Kelsey,  of  Meriden,  Conn. — Improvement  in  Coffee  and  Tea  Pots. — 
Patent  dated  July  23,  1861. — This  invention  consists  in  constructing  the  spouts  of  tin  plate 
swaged  in  proper  Ibrm  and  in  two  equal  longitudinal  parts,  which  are  connected  together  and 
to  the  pot  by  solder,  the  object  being  to  obtain  a  tinned  plate  spout  as  ornamental  as  the 
Britannia  metal  ones  and  at  a  much  less  expense. 

Claim. — A  coffee  or  tea  pot  constmcted  of  tinned  plate,  with  a  nozzle  or  spout  D  of  the 
same  material,  swaged  or  struck  up  in  proper  form  uy  means  of  dies,  substantially  as  set 
forth. 

No.  32,877.— Cancelled. 

No.  ."^,878.— G.  KOBER,  of  New  York,  N.  Y.— Improvement  in  Water  Jfrfer*.— Patent 
dated  July  23,  1861. — The  spiral-bladed  wheel  fits  loosely  within  an  upright  cylinder,  and  is 
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fitted  to  slide  upon  a  shaft  This  wheel  is  made  with  a  hollow  air-tight  cjlindrical  hub,  the 
cavity  therein  being  of  such  capacity  that  though  the  wheel  will  not  float,  it  will  rise  with 
any  considerable  pressure  of  water  on  its  under  side.  The  spiral  blades  are  extended  a  short 
distance  below  the  bottom  of  the  hub,  the  action  of  the  water  being  similar  to  that  of  the 
buckets  of  a  turbine  water  wheel.  Projecting  upward  within  the  lower  part  of  the  cylinder 
is  an  annular  seat  upon  which  the  wheel  rests  when  no  water  is  drawn  through  the  meter. 

Claim. — The  downward  extension  of  the  spiral  blades  k  k  from  the  extenor  periphery  of 
the  rising  and  falling  cylindrical  hub  d  below  the  bottom  thereof,  as  shown  at  i  t,  in  combi- 
nation with  an  annular  seat  j  j  of  smaller  diameter  than  the  said  hub,  substantially  as  and 
for  the  purpose  set  forth. 

No.  32,879. — Benjamin  LABfBERT,  of  Surrey  county,  England. — Improvement  in  the 
Treatment  of  Printed  Paper  to  Remove  Ink  and  Recover  tlie  Pulp. — Patent  dated  July  23, 
1861. — Patented  in  England  July  6,  1860. — ^Tho  printed  paper  in  Us  ordinary  state  is  boiled 
in  a  dosed  vessel  containing  a  weak  caustic  alkali  and  tnen  cooled.  The  ley  or  alkaline 
liquor  is  then  removed  from  the  paper  and  a  fresh  supply  of  such  liquor  is  substituted  and 
the  whole  agAin  boiled.  The  boiled  paper  is  then  well  beaten  in  the  ley  so  as  to  convert  it 
into  pulp.  The  ley  is  subsequently  drawn  from  the  pulp  and  the  latter  thoroughly  washed 
with  water. 

Claim. — The  improved  process,  substantially  as  described,  for  treating  printed  paper  in 
order  to  remove  its  ink  and  convert  such  paper  into  pulp  fit  to  be  re-made  into  paper. 

No.  32,880.— H.  Lawrence  and  C.  H.  White,  of  Melrose,  N.  Y.— Improved  Method  of 
Locking  the  Nut9  on  Railroad  Rail  J5(?/<*.— Patent  dated  July  23,  1861.— The  object  of  this 
invention  is  to  prevent  the  nuts  on  bolts,  which  are  used  to  secure  strengthening  bars  on  each 
side  of  the  joints  of  raihoad  rails,  from  wearing  loose,  which  is  effected  by  interposing  washers 
between  the  nuts  and  fishing  bars,  and  securing  the  nuts  to  the  washers  by  spring  pawls  on 
the  nuts  eifigaging  with  ratchet  teeth  on  the  washers,  so  that  the  nuts  may  be  set  up  when 
desired,  but  will  be  prevented  from  turning  loose. 

Claim, — The  wasoers  G  G  G,  having  annular  ratchet-teeth  flanges  a  formed  on  them,  in 
combination  wilh  the  springs  or  pawls  g^  which  are  secured  to  the  nuts  D,  substantially  oa 
and  for  the  purposes  set  forth. 

No.  32,881.— D.  W.  Lewis,  of  Janesville,  Wis. — Improvement  in  Pumps. — Patent  dated 
July  23,  1861. — ^The  piston  and  piston  barrel  are  so  connected  that  as  the  handle  is  raised  the 
movable  case  to  whicn  the  handle  is  fulcrumed  also  rises  with  the  pipe  and  piston,  while  the 

Siston  barrel,  through  the  medium  of  the  balancing  rods,  is  made  to  aescena,  thus  causing  a 
oubie  stroke  with  one  motion  of  the  handle. 
Claim, — First,  the  peculiar  combination  of  the  piston  L  and  piston  barrel  E  with  the  equal- 
izing bar  or  lever-gauge  G  and  the  balancing  rods  P  O,  substantially  as  and  for  the  purpose 
■et  u>rth  and  described. 

Second,  the  oscillating  fdlcrum  bar  R,  combined  with  the  lever  or  handle  S,  and  the  bal- 
ancing rods  P  O,  and  the  movable  case  C,  substantially  as  shown  and  described. 

No.  32,882. — ^Robert  M.  Marshali.,  of  Dayton,  O. — Improvement  in  Machines  for 
Rolling  Candy. — Patent  dated  July  2^^,  1861. — ^This  invention  consists  in  forming  candy  into 
sticks  from  a  sheet  of  paste  or  dough  as  it  passes  between  rollers  provided  with  cutting  edges 
or  made  so  as  to  give  tne  candy  any  form  of  ornamentation  desired. 

Claim. — ^The  cutting  and  impressing  of  sticks  of  candy  from  a  sheet  of  candy  dough  or 
paste  by  an  arrangement  of  rollers,  constructed  and  operating  substantially  as  described  and 
represented. 

No.  32,883.— A.  P.  Merrill,  of  Ypsilanti,  Mich. — Improvement  in  Grain  Separators. — 
Patent  dated  July  23,  1861. — ^The  inventor  disclaims  the  separate  devices  in  this  machine, 
and  the  novelty  of  the  invention  consists  merely  in  the  arrangement  of  the  parts,  as  desig- 
nated in  the  claim. 

C7aim.— Arranging  the  reels  D  D  D,  the  endless  grain  carrier,  the  rake  2,  the  sieve  T,  and 
the  screen  conveyers  V,  together,  in  the  manufacture  herein  represented,  when  the  several 
parts  are  connected  and  im^e  to  operate  as  specified. 

No.  32,884.— Charles  MettaM,  of  New  York,  N.  Y.— Improved  Camp  Cor.— Patent  dated 
July  23,  1861.— This  invention  is  explained  by  the  clwm. 

Claim. — First,  the  construction  of  portable  camp  cots,  the  same  consisting  of  sectional  side 
rails  united  longitudinally  by  moans  of  metallic  sockets  or  sleeve-joints,  in  combination  with 
removable  and  jointed  cross-legs  and  detachable  canvas,  the  whole  being  arranged  substan- 
tially as  described. 

Second,  the  method  of  scarping  or  dovetailing  and  mortising  the  contmuous  ends  of  the 
eide-rail  sections,  so  that  while  capable  of  being  firmly  jointed  and  secured  in  a  longitudinal 
direction,  they  shall  admit  of  the  legs  being  inserted,  for  the  double  purpose  of  locking  the 
Joint  of  the  rail  section  tuid  of  being  fixed  hereto  as  described. 
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Third,  the  combination  of  the  slot  and  pin  in  the  socket  and  rail  section,  respectirelj,  or  of 
any  other  locking  or  holding  device,  with  the  metallic  socket,  whereby  the  said  socket  is 
capable  of  sliding  motion  while  being  held  on  to  either  end  of  the  rail  section,  substantial!/ 
as  shown  and  described. 

Foaith,  in  combination  with  the  longitudinally  divided  sectional  side  rails,  the  metallic 
sleeve  or  socket.  * 

Fifib,  the  use,  in  combination  with  the  rails  and  legs  of  cots  constructed  as  described,  of 
a  canvas  provided  with  a  sleeve  on  the  rail-side  thereof  and  slits  corresponding  to  the  legs,  as 
set  forth. 

Sixth,  providing  the  canvas  when  strapped,  or  when,  by  sleeve  or  otherwise,  equivalently 
attached  transversely  to  the  side-rails  with  end  straps,  or  their  equivalent,  so  arranged  that 
the  canvas  may  be  stretched  longitudinally,  substantially  as  described. 

Seventh,  the  method  and  manner,  herein  described,  of  bracing  the  cross-legs  of  a  camp 
cot  by  means  of  cords,  or  their  equivalents,  so  that  perfect  rigidity  of  the  cot  may  be  obtained, 
without  sensibly  increasing  the  weight  thereof. 

Eighth,  forming  the  side-rails  of  sections  of  suitable  number  and  length,  and  uniting  the 
0ame  by  means  of  a  metal  socket  forming  the  head  of  a  corresponding  leg^  substantially  as 
described. 

No.  32,885.— S.  M.  MoTT,  of  Wellsville,  N.  Y.-^Improved  Lubricating  Ot/.— Patent  dated 
July  23,  1861. — ^This  invention  consists  in  mixing  crude  rock  or  other  mineral  oil  with 
common  salt,  saltpetre,  unslaked  lime,  and  bar  soap,  with  a  quantity  of  water,  by  means  of 
steam,  which  is  let  into  the  above-named  compound  through  a  pipe  until  it  boils. 

Claim. — The  within-described  method  of  preparing  lubricating  oil  from  crude  rock  or  mio* 
eral  oil  by  subjecting  it  to  the  action  of  steam,  combined  with  the  chemicals  within  described 
in  the  manner  set  foith. 

No.  32,886.— William  T.  Nicholson,  of  Providence,  R.  I. — Improvement  in  Egg  Beai^ 
er$. — Patent  dated  July  23,  1 801. — ^Tho  small  pinion  which  engages  with  the  large  gear 
wheel  is  keyed  to  a  rod  provided  at  its  lower  end  with  a  pair  of  propeller  blades  which  are 
rotated  with  the  rod.  To  the  under  aide  of  the  pinion  is  secured  a  disc,  on  the  lower  surface 
of  which  is  an  elliptic  groove,  in  which  fits  a  projecting  ear  of  two  arms  pivoted  at  their  upper 
ends  to  the  handle,  so  that  as  the  propeller  shaft  is  rotated  a  reciprocating  ihotion  will  be 
imparted  to  the  beaters,  which,  in  connexion  with  the  revolving  blades,  are  designed  to  break 
the  circling  currents  at  regular  intervals. 

Claim. — The  reciprocating  beaters  K  IC,  or  their  equivalents,  when  combined  with  a  revolr- 
ing  beater  G  G,  or  ItsjequivtQent,  substantially  as  described  for  the  purpose  speciiiod. 

No.  32,887.— WiLLLAM  Palmer,  of  New  York,  N.  Y. — Improvement  in  Breech-Loading 
Fire  Arms. — Patenl  dated  July  23,  186J. — In  the  rear  end  ot  the  breech  is  a  cross-mortise 
nearly  square,  thi-ough  which  passes  a  shaft  provided  with  a  lever  on  its  outer  end  of  the 
shaft,  and  a  cam  woiking  in  said  mortise,  by  means  of  which  the  breech  is  forced  to  the 
barrel  and  held.  The  it)ar  face  of  the  monise  causes  the  cam  to  draw  back  the  breech,  while 
the  lower  face  elevates  the  breech  and  the  upper  face  again  depresses  the  same  by  the  move- 
ments of  the  cam,  the  motions  being  thei-eby  all  performed  by  oue  device.  The  space  between 
the  point  of  the  ball  and  the  case  which  sutrounds  the  cartridge  is  fillcSd  with  tallow. 

Claim. — The  four-faced  mortise  i  k  I  p^  in  the  rear  of  the  sliding  and  turning  breech  J,  in 
combination  with  the  cam  A,  the  part^  acting  in  the  manner  and  for  the  purposes  speciiiod. 

Also,  the  cartridge  w,  provided  with  the  grease  4,  in  front  of  and  surrounding  the  ball,  in 
combination  with  the  said  turning  and  sliding  breech,  for  the  purpose  and  as  specified. 

No.  32,888.— Ed^vin  Parks,  of  Winchendon,  Kasa.^Improvemint  in  Fflwcefs.— Patent 
doted  Jul^  23,  1861.— The  end  of  the  faucet  which  enters  the  barrel  is  provided  with  a  metal 
prolongation,  on  the  end  of  which  is  a  boring  tap,  having  immediately  behind  it  a  chamber 
separated  from  the  passage  through  the  faucet  by  a  partition,  so  that  chips  are  prevented  from 
entering  the  faucet.    The  liquid  enters  the  faucet  pipe  through  openings  in  its  sides. 

Claim. — Tho  bit  c,  in  combination  with  the  ch^ber  </,  as  applied  to  a  faucet  for  the  pur- 
pose described. 

No.  32,889.— William  Pitt,  of  Ithaca,  N.  Y. -^Improvement  in  Lamps.— Patent  dated 
July  23, 1861. — ^This  lamp  is  designed  for  burning  coal  oil  without  a  chimney.  On  the  upper 
and  lower  ends  of  the  wick-tube  are  fitted  supplemental  tubes  of  larger  dimensions  than  the 
wick-tube  itself,  for  the  purpose  of  allowing  a  freer  passage  for  the  oil  up  the  wick.  To  the 
top  of  the  deflector  is  secured  a  bow-shaped  metal  strip  extending  centrally  over  the  top  of  the 
tube,  so  as  to  divide  the  flame  in  two  parts,  for  the  purpose  of  presenting  a  greater  surface  of 
the  flame  to  the  air. 

Claim, — The  supplemental  wick-tubes  F  G,  applied  to  the  wick-tube  B,  as  shown,  in  com- 
bination with  the  flame-divider  H,  attached  to  the  cone  or  deflector  E,  relatively  with  the  tube 
F,  as  shown,  and  all  arranged  as  and  for  the  purpose  set  forth. 
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No.  32,890.— Leonard  L.  Pollard,  of  Worcester,  UtMS^—Improved  Auger  Handle.^ 
Patent  dated  July  23,  Idol. — In  the  handle  is  inserted  a  socket  or  frame,  into  which  the  shank 
of  the  anger  is  held  bj,  means  of  a  ratchet  or  dog  having  a  projection  which  fits  into  a  notch 
in  the  shank.  Tiio  ratchet  is  held  in  position  by  a  thumb-piece  or  key,  which  is  kept  pressed 
out  by  a  spiral  spring.  On  pressing  in  the  thumb-piece  the  notch  in  the  ratchet  is  released 
from  the  shank  and  the  latter  may  then  be  withdrawn. 

Claim, — ^The  socket  or  frame  F,  the  catch  or  dog  C,  the  thumb-piece  or  key  D,  or  their 
equivalent,  in  combination  with  th^ spiral  spring  E,  the  handle  A,  and  the  pin  or  rivet  G. 

No.  32,891. — M.  L.  Powell,  of  New  Castle,  Indiana. — Improved  Burglars^  Alarm, — 
Patent  dated  July  23,  1801. — ^This  invention  consists  in  ro  connecting  the  door,  and  windows 
of  a  bedroom  by  means  of  a  cord  with  a  tilting  bedstead  that  any  attempt  to  open  the  door 
or  raise  the  window  will  throw  the  bed  and  cause  its  occupant  to  roll  out.  A  weight  may  be 
applied  to  the  cord  which  connects  the  door  and  window  with  the  tilting  bedstead  in  such  a  « 
manner  should  the  cord  be  cut  the  bedstead  will  be  thrown  by  the  action  of  the  weight. 

Claim, — ^The  arrangement  of  the  cord  A,  passing  through  loops  /  m  n  o,  and  comiecting 
Yrith  the  hinged-dog  u,  which  retains  the  tilting  frame  A  of  the  bedstead,  substantially  as 
and  for  the  purpose  shown  and  described. 

Second,  tne  arrangement  of  the  weight  K,  in  combination  with  the  cord  k,  as  and  for  the 
purpose  specified. 

No.  32,892.— Thomas  Eainey,  of  New  York,  N.  Y.-^Improved  Car  Scot.— Patent  dated 
July  23,  18C1. — ^Secured  to  each  end  of  the  seat  is  a  metal  plate,  to  the  lower  surfiM;e  of  which 
is  attached  a  projection,  on  each  of  which  is  a  horizontal  journal  having  their  bearings  in  the 
upper  parts  of  the  end  pieces  which  admits  of  the  seat  inclining  either  way.  The  radius  bars 
are  pivoted  at  their  lower  ends  to  the  end  pieces,  and  have  each  a  recess  in  which  the  edges 
of  the  plates  of  the  seat  fit,  so  that  as  the  radius  bars  are  moved  forward  or  back  the  seats 
are  simultaneously  adjusted. 

Claim. — The  connecting,  substantiall^r  as  described,  of  the  radius  bars  H  H,  of  the  seat- 
back  to  the  rocking  seat  fi,  so  as  to  adm'it  of  the  automatic  adjustment  of  the  seat,  with  tbe 
reversing  movement  of  the  back,  as  set  forth. 

No.  32,893.— Joshua  Regester,  of  Baltimore,  Md. — Improvement  in  Street  Washer, — 
Patent  dated  July  23,  1861. — The  casing  consists  of  a  cast-iron  box,  made  in  halves  from  one 
pattern,  and  bolted  together.  Within  this  casmg  is  the  tube,  to  the  lower  end  of  which  is 
attached  the  key  of  the  stop-cock.  A  projection  on  the  stop-cock  passes  through  a  hole  £ 
in  the  case,  which  pi  events  the  cock  tiom  tm-ning,  while  the  whole  js  held  in  position  by 
collars  F  E  when  the  box  is  bolted  together. 

Claim, — A  metallic  casing  A,  constructed  as  described,  provided  with  F  F  and  E,  as  bearings, 
when  employed  and  combmed  with  a  stop-cock  D,  and  rod,  or  tube  B,  all  operating  in  mt 
manner  and  ior  the  purposes  substantially  as  set  forth  in  the  foregoing  specification. 

No.  32,894. — Stephen  M.  Rounds,  of  Somerset,  ^ass.— Improved  Extension  Table, — 
Patent  dated  July  23,  18G1. — The  bed-pieces  constitute  a  portion  of  the  surface  of  the  table, 
and  are  supported  upon  the  legs.  Between  and  to  i»ach  of  these  bed-pieces  are  hinged  a 
series  of  leaves,  which  are  hinged  also  to  each  other,  so  that  in  drawing  out  the  table  the 
leaves  wilt  nse  and  form  a  continuation  of  the  surface.  The  leaves  are  supported  by  folding- 
bars  hinged  to  a  cross-piece  under  the  bed-piece. 

Claim. — The  combination  of  the  beds  A,  which  are  supported  by  the  legs  B,  folding-leaves  F, 
and  hinged  bars  D,  or  their  equivalents,  arranged  substantially  as  and  for  the  purpose  set 
forth. 

No.  32,895. — Casper  D.  Schubarth,  of  Providence,  R.  I. — Improvement  in  Breech' 
Loading  Fire- Arms, — Patent  dated  July  23,  18431. — The  guard  is  made  to  act  as  a  lever  to 
move  a  slotted  key  which  slides  beneath  the  stock,  so  that  when  the  guard  is  lowered  it  re- 
tracts the  key,  and  allows  the  stock  to  fall,  the  breech-piece  being  drawn  back  by  the  contact 
of  the  hammer,  and  the  latter,  by  the  same  movement,  raised  to  a  half-cock,  which  move- 
ment exposes  the  rear  end  of  the  barrel,  for  the  insertion  of  the  cartridge. 

Claim. — The  combined  guard  and  lever  F,  pivoted  so  as  to  move  in  a  vertical  plane,  and 
acting  in  connexion  with  the  sliding-key  £,  to  secure  or  release  the  pivoted  stock  A,  as  set 
Ibrth. 

No.  32,896. — Jacob  Seebold,  of  New  l^erlin,  Pa. — Improvement  in  Grain  Threshing 
and  Separating  Machines, — Patent  dated  July  23,  18G1. — The  threshing  clyinder  is  joumali4 
in  brackets  projecting  from  a  cast-iron  frame,  constructed  as  shown  by  the  engravin<2:.  The 
shoe  is  supported  at  its  rear  end  on  a  hinged-frame  resting  upon  the  ground,  and  at  its  front 
end  upon  aims  projecting  upward  from  a  horizontal  shaft  journaled  in  bearings  on  the  frame. 
The  supporting  arms  in  front  are  provided  with  stud-shaiU  projecting  inwardly,  and  confined 
in  movable  boxes  bolted  or  pmneu  to  the  bottom  of  the  shoe,  so  that  the  latter  may  be  readily 
detached  when  necessary. 
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Cldim, — First,  the  cast-iron  frame  B  b  h\  constmcted  as  shown  and  described,  and  em 
ployed  in  connexion  with  the  cylinder  A,  rocking-frame  P  F'  G,  and  crank-wheel  H,  of  a 
threfihing  machine,  in  the  manner  and  for  the  porposes  explamed. 

Second,  the  combination  of  the  arms  £  F',  stud-shafls /,  and  movable  boxes/',  all  con 
stmcted,  arranged  and  employed  in  the  manner  shown  and  explained  for  the  purpose  of  i-eadily 
connecting  or  disconnecting  the  shaking  shoe  and  threshing  apparatus. 

No.  32,897. — S.  B.  Sexton,  of  Baltimore,  Md. — Improvment  in  Hot'Air  Regiiters, — 
Patent  dated  July  23, 1861. — ^The  open  work  cover-plate  of  the  register  is  hinged  to  a  flange, 
which  is  set  in  the  wall,  so  as  to  admit  of  being  easily  opened.  The  valve  is  placed  at  the 
bottom  of  the  box,  and  consists  of  a  disc  so  arranged  as  to  turn  upon  its  axis  and  admit  ot 
access  to  the  flue,  through  the  box. 

Claim, — In  combination  with  the  hinged  front-plate,  a  regjlster-valve,  constructed  and 
t operated  substantial! j  as  described,  whereby  access  to  the  flue-pipe  may  be  had  for  its  adjust- 
ment, or  for  other  purposes,  without  necessitating  the  removal  of  the  register-box,  as  set  iorth. 

No.  32,898. — George  Seymour,  of  Cedar  Rapids,  Iowa. — Improvement  in  Maehinet  far 
Shelling  and  Grinding  Corn. — Patent  dated  July  23,  1861. — ^I'his  invention  consists  in  the 
arrangement  of  a  series  of  adjustable  yielding  slats,  with  teeth  and  spiral  ridges,  placed  side 
by  side,  in  an  upright  position,  so  as  to  form  a  conical  shell,  in  combination  with  a  rotary 
toothed  cone,  in  such  a  manner  that  said  slats  adapt  themselves  readily  to  ears  of  different 
sizes,  and  the  ears  are  shelled  from  beginning  to  end.  In  the  interior  of  the  hollow  shciling- 
oone  is  arranged  a  solid  adjusting  grinding-cono,  to  which  a  rotary  motion,  in  a  direction 
opposite  to  the  motion  of  the  shelTing-cone,  can  be  imparted,  and  which  operates  in  com- 
bination with  a  grinding  surface  on  the  inside  and  bottom  of  the  hollow  shelling-cone,  in  such 
a  manner  that  the  com  or  other  substance  may  bo  speedily  reduced  to  meal  or  lour. 

Claim. — First,  the  arrangement  of  a  series  of  slats  A,  attached  by  means  of  lugs  a  to  ad- 
justable platforms  B,  and  acted  upon  by  means  of  springs  /,  in  combination  with  the  shelling^ 
cone  D;  the  whole  being  constructed  and  operating  as  and  for  the  purpose  described. 

Second,  the  arrangement  and  combination  of  the  hollow  shelling-cone  D,  solid  adjustable 
grinding-cone  J,  grinding  surfaces  o  o\  hollow  shaft  g^  vertical  etfbor  j,  and  bevel-wheels  h  h'; 
all  constructed  and  operating  substantially  as  and  for  the  purpose  specified. 

No.  32,899. — Christian  Sharps,  of  Philadelphia,  Pa. — Improvement  in  Adju$table  Back 
Sights  for  Fire- Arms. — Patent  dated  July  23,  J8G1. — ^Attached  to  a  plate  fitted  in  a  recess 
across  the  top  of  the  barrel  are  two  flanges,  between  which  fits  an  arm  which  is  allowed  to 
vibrate  freely.  The  rear  edge  of  each  flan^  is  convex,  and  provided. with  notches,  which 
receive  the  end  of  the  projections  on  a  sliding  plate,  by  whicn  -means  the  adjustment  of  a 
notched  projection  on  the  end  of  the  arm  can  be  properly  regulated  to  suit  the  distance  at 
which  the  load  is  to  take  effect. 

Claim. — ^I'he  movable  arm  D,  with  its  notched  projection  G,  and  sliding  plate  £,  in  com- 
bination with  the  notch^  flanges  B  and  B',  the  whole  being  constructed  ana  operating  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  32,900. —Newman  Silverthorn,  of  trescott.  Wis. — Improvement  in  Stoves.—Fii^esii 
dated  July  23,  1863. — This  invention  is  explained  by  the  claim. 

Claim. — ^The  casting,  or  removal  of  that  portion  of  the  top  of  stoves,  directly  or  not 
directly  over  the  fire,  off  in  a  slide,  whether  parallel  to  or  at  any  angle  to  the  length  to  the 
fire-chamber,  for  the  purpose  of  more  conveniently  building  or  relighting  fires,  putting  in 
longer,  larger,  or  rougher  wood,  coal,  chips,  or  any  other  fuel,  more  conveniently  than  can 
now  be  done  through  the  door  or  top,  without  the  removal  of  pots,  lids  or  middle  section,  as 
is  now  often  done  tor  the  adding  of  fuel,  &c.,  substantially  in  the  manner  and  for  the  purpose 
set  forth. 

No.  32,901. — ^Frederick  Sbion,  of  New  York,  N.  Y. — Improvement  in  Methods  of  Giving 
Smooth  Surfaces  to  Hard  Rubber  in  the  Mould. — Patent  datea  July  23, 1861. — This  invention 
consists  in  covering  the  green  and  plastic  India-rubber  or  gutta-percha  sheets  with  a  solution 
or  paste  of  pure  India-rubber  or  gutta-percha  and  spirits  of  turpentine,  for  the  purpose  of 
making  the  metal  adhere  to  the  rubber,  and  giving  bri^tness  to  the  rubber  after  vulcanization. 

Claim. — The  method,  hereinbefore  described,  of  giving  smooth  surfaces  to  articles  of  India- 
rubber  or  gutta-percha,  intended  to  be  moulded  or  enveloped  in  metal  plates,  by  coating  them, 
prior  to  being  included  in  the  metallic  plates,  with  a  solution  of  rubTjer  and  turpentine,  sub- 
stantially as  set  forth. 

No.  32,902.— George  Sahth,  of  New  York,  N.  Y.— Improved  Device  for  Cleaning 
JCniecs.— Patent  dated  July  23,  1861.— In  a  rectangular  box  is  placed  a  rubber  which  is 
allowed  to  slide  freely,  the  rubber  beinf  attached  to  a  lever  by  a  screw  or  pin  which  is  fitted 
in  an  oblong  slot  in  the  lever,  so  that,  by  working  the  latter,  the  rubber  will  be  moved  back 
and  forth  over  the  knife  blade  which  is  adjusted  to  the  box. 

C7a«9ii.— The  combination  of  the  box  A,  robber  B,  and  lever  D,  ammged  for  joint  operation 
as  and  for  the  purpose  set  forth. 
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No.  3S,903. — Chables  F.  Spaulding,  of  St.  Johnsbniy,  Vt — Improved  Milk  Pam, — 
Patent  dated  Julj  23,  1861. — ^Tbis  invention  consists  in  forming  an  annular  surface  in  the 
bottom  of  a  tin  pan,  for  the  purpose  of  stiffening  the  bottom  and  preventing  the  springing 
motion,  and  of  allowing  a  circulation  of  air  under  the  same. 

Claim, — Ab  an  improved  article  of  manufacture,  my  improved  pan  as  made  with  an  annu- 
lar depression  or  air  chamber  B  in  its  bottom,  the  some  being  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  32,904.— Henry  D.  Stoveb,  of  New  York,  N.  T,-— Improvement  in  Planing  Ma- 
chinps. — Patent  dated  July  23,  1861.^Xhe  nature  and  object  of  this  invention  will  be  under- 
stood from  the  claim. 

Claim, — Constructing  the  bed  piece  in  sections  of  tubes  or  solid  nieces,  to  be  lengthened  or 
shortened  conveniently,  in  order  that  a  bed  piece  usually  employed  for  dressing  short  pieces, 
and  occupying  but  little  room,  may  be  quickly  lengthened  and  adapted  to  dress  long  pieces, 
also. 

Also,  providing  tho  movable  platen  with  securing  clamps,  operated  substantially  as  de- 
scribed, oetween  which  the  piece  to  be  dressed,  whether  warped  or  twisted,  is  readily  and 
easily  secured  to  the  platen,  and  firmly  held  without  bending  out  the  warps  or  twist,  and 
without  the  necessity  of  blocking  up,  so  that  the  cutters  will  dress  the  piece  straight  and  out 
of  wind,  as  set  fq^h. 

Also,  the  arrangement  of  matching  cutters,  to  be  adjusted  both  laterally  with  each  other 
and  vertically  upon  the  bed  piece,  essentially  as  described,  in  combination  with  the  platen,  so 
that  the  planing  and  matching  of  the  piece  mav  both  proceed  at  the  same  time,  or  either  the 
planing  or  matching  may  be  done  separately,  whether  the  platen  be  made  movable  with  the 
piece  secured  thereupon,  or  the  platen  be  fixed  and  the  piece  be  made  to  move  thereon. 

Also,  the  arrangement  of  the  gearing  for  driving  the  feeding  rolls,  so  that  cog^vheels  of 
greater  diameter  than  the  rolls  con  be  mounted  on  their  shafts,  and,  at  the  same  time,  admit 
of  adjusting  the  distance  between  the  two  rollers  to  suit  any  varying  thickness  of  lumber  to 
be  planed,  which  arrangement  consists  in  placing  the  two  wheels  on  the  shafls  of  the  rollers 
in  two  separate  and  pc^allel  planes  so  that  one  will  pass  by  the  other,  in  combination  with 
the  elbow  frame  in  wluch  the  shaft  of  the  connecting  pinions  is  mounted,  and  a  series  of 
radial  moving  arms  by  which  the  shafts  of  the  said  wheels  are  connected  with  their  pinions, 
and  tho  two  sets  of  pinions  with  each  other,  substantially  as  and  for  the  purposes  specified. 

Also,  so  aironging  tho  cutting  cylinder  that  its  lower  portion  may  be  dressing  a  board  or 
piece,  and,  at  the  same  time,  the  upper  or  other  portion  of  the  cyliiider  may  dress  another 
piece,  substantially  as  described,  in  combination  with  feed  rolls  ana  movable  platen,  for  feed- 
ing the  material  to  the  cylinder  at  different  points  of  its  periphery,  substantially  as  set  forth. 

Also,  sliding  the  feed  rolls  into  and  out  of  position  to  connect  them  for  use  with  the  fixed 
bed  piece  and  cutting  cylinder,  and  remove  them  when  the  movable  bed  is  used  by  means  of 
the  crossways,  substantially  as  described. 

Also,  the  pressure  plate  above  the  cylinder  and  the  table  below,  between  which  the  board 
or  lumber,  even  if  exceedingly  thin,  may  bo  fed  to  the  planing  cylinder,  in  combination  with 
the  planing  cylinder,  for  the  purpose  and  in  the  manner  substantially  as  set  forth. 

Also,  the  manner  of  connecting  the  uprights  of  tho  frontal  plate  with  the  bed  piece,  in  com* 
bination  with  the  diagonal  tubes  or  rods  F,  which  are  threaded  to  the  uprights  with  right-hand 
screws,  and  also  thr^ed  with  left-hand  screws  to  the  bed  piece,  substantially  as  described, 
BO  that,  by  turning  the  screws,  the  face  of  the  upright  may  be  adjusted  in  position,  substan- 
tially as  described. 

Also,  in  combination  with  the  framework  of  a  planing  or  other  machine,  a  safe  or  other 
suitable  (!ase  for  the  preservation  or  safe-keeping  ol  the  tools  or  other  valuable  appurtenances 
belonging  to  the  machines,  as  described. 

No.  32,905.— Daniel  B.,Waite,  of  Providence,  E.  I. — Improvement  in  Making  Watch 
and  Locket  Rinis, — Patent  dated  July  23, 1861. — This  invention  consists  in  the  employment 
of  a  hollow  cutting  former  and  die  in  combination  with  a  cutting  die  and  fixed  former  which, 
by  the  descent  of  the  former,  cuts  the  stock  which  is  to  form  tue  locket  rim  from  the  sheet, 
and  forms  it  into  a  circular  box  cover  at  one  operation.  In  combination  with  the  above  is  a 
hollow  cutting  frame,  provided  with  a  sliding  collar,  for  guiding  the  box  cover  or  stock  in  such 
a  manner  that  the  descent  of  the  hollow  former  cuts  the  refuse  disc  from  the  centre  of  the  box 
cover  to  form  a  ring,  and  continuing,  turns  the  severed  edge  of  tho  ring  downward,  folds  the 
edges  together,  and  presses  the  doubled  ring  into  the  die  successively  at  one  operation,  thereby 
forming  a  finished  locket  rim.  Attached  to  the  bed  piece  of  a  press  is  a  veitically  sliding 
clearer,  provided  with  means  for  attaching  and  detachmg  a  ring,  for  the  purpose  of  freeing  the 
locket  rim  from  the  outside  of  the  former  as  it  ascends. 

Claim. — ^First,  the  combined  hollow  cutting  former  B,  and  die  m,  in  combination  with  the 
spring  piston  «,  and  combined  cutting  die  £,  and  fixed  former  d,  as  described,  for  the  purpose 
specihed. 

Second,  the  hollow  cutting  former  Q,  in  combination  with  the  spring  piston  «,  and  com- 
bined forming  die  F,  and  fixed  former  d,  and  a  sliding  collar  i,  sabstantudly  as  described  and 
for  the  purpose  specifiod. 
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Third,  tbe  sliding  clearer  D,  in  combination  with  a  detachable  ring  O,  snbstantiallj  as 
describeid,  for  the  purpose  specified. 

Fourth,  the  hollow  cutting  former  C,  in  combination  with  the  spring  piston  n,  and  com- 
bined forming  die  F,  and  fixed  former  </,  and  the  sliding  collar  j,  substantially  as  described, 
for  the  purpose  specified. 

No.  32,906.— Joseph  Thomas,  of  New  York,  N.  Y.— improremeni  in  Lflm;>5.— Patent 
dated  July  23,  1861. — Upon  a  shelf,  secured  to  near  the  lower  part  of  the  wick-tube,  rests  a 
conical  case,  the  top  of  which  is  fitted  closely  to  the  top  of  the  wick,  but  not  made  a  part  of  it. 
Currents  of  cold  air  are  admitted  through  apertures  at  the  bottom  and  pass  out  through.Aper- 
tures  at  the  top,  by  which  means  a  less  degree  of  heat  is  transmitted  to  the  wick-tube,  and 
the  wick  is  thus  prevented  from  being  scorched. 

Claim. — Supporting  the  heating  and  deflecting  piece  F  G,  upon  the  casing  J,  which  latter 
is  interposed  between  the  heating  and  deflecting  piece  F  G,  and  the  wick  tube  C,  and  so 
arranged  as  to  retard  the  transmission  of  heat  to  the  latter,  substantially  as  set  forth. 

Also,  in  connexion  with  the  above,  allowing  a  portion  of  the  air  which  passes  between  the 
heating  and  deflecting  plates  F  G  to  first  pass  between  the  casing  J  and  the  wick-tube  C, 
substantially  as  and  for  the  purpose  set  foith. 

No.  32,907.--ClCERO  D.  Van  Allen,  of  Syracuse,  N.  Y.— Improvement  in  Chums, — 
Patent  dated  July  23,  1861. — ^This  invention  consists  in  providing  valves  or  wings  attached 
to  the  dasher  of  a  chum  with  adjustable  slides,  for  the  purpose  of  enlarging  or  constructing 
apertures  in  the  valves  or  wings  to  facilitate  the  breaking  of  the  cream. 

Claim, — The  combination  of  the  perforated  adjustable  slide  I  with  the  perforated  dasher 
G,  substantially  as  described. 

No.  3i2,908.— J.  DeLanceyWatkins  and  R.  Bryson,  of  Schenectady,  N.  Y, —Improve- 
wteitt  in  Moufing  Machines, — Patent  dated  July  23,  1861. — ^The  hub  of  the  driving  wheel  is 
constructed  in  an  oblong  form  so  a?  to  admit  of  catches  and  springs.  Secured  to  the  shaft  of  , 
the  driving  wheel  is  the  spur  wheel,  the  hub  of  which  is  constructed  with  notches  or  recesses 
so  formed  as  to  allow  the  driving  wheel  to  move  in  a  backward  direction  without  operating 
the  cutter  blade,  and  when  the  driving  wheels  move  forward  these  recesess  will  receive  the 
catches  in  the  driving  wheel  hub,  driven  therein  bv  means  of  coiled  springs,  and  thus  more 
the  whole  machinery.  Projecting  outward  from  the  said  catches  is  a  stem  which,  by  means 
of  a  hook,  may  be  held,  drawn  back,  or  retained  in  the  hub  b^  a  hook. 

Claim. — The  combination  and  arrangement  of  the  large  driving  wheel  A  with  slotted  hub 
m,  largo  spur  wheel  J  with  bevel  notches  o  in  one  end  of  its  hub,  angular  catches  d  i  d  i, 
spiral  springs  g  g,  and  pivoted  hoods  c  c,  the  whole  constructed  and  pperating  together  in  the 
manner  and  for  the  purpose  described. 

*No.  32,909.-— M.  F.  Williamson  and  J.  J.  Swigert,  of  Hyattsville,  O,— Improved  Corn 
Sheller  and  Cleaner, — Patent  dated  July  23,  1861. — The  endless  feeding  apron  conveys  the 
com  in  the  cob  to  the  hopper.  The  concave  is  formed  of  two  portions  which,  when  united, 
make  about  throe-fourths  of  a  cylinder,  having  a  number  of  spiral  ribs  on  its  inner  surface  which 
serve  as  shellers,  and  also  to  conduct  the  cobs  towards  the  rear  of  the  concave.  The  space 
between  the  edges  of  the  concave  at  the  bottom  are  filled  up  with  longitudinal  bars  which 
allow  the  com  to  drop  between  them.  Within  the  concave  is  a  rotary  sheller  which  is  slightlj 
tapering  in  form,  and  is  provided  with  a  number  of  square  projections  arranged  on  it  in  a 
spiral  form.    An  inclinca  riddle  and  fan-box  are  also  connected  with  the  machine. 

Claim. — The  arrangement  of  the  endless  feeding  apron  B,  hopper  B2,  spirally  ribbed  con- 
cave C,  shelling  bars  rf,  and  spirally  spiked  shelling  cylinder  F,  with  the  moving  riddle  G, 
fan  L,  and  boards  or  box  I,  as  shown  and  described,  the  parts  being  constructed  and  operating 
together  in  the  manner  set  forth. 

No.  32,910.— Francts  C.  Coppage,  of  Terre  Haute,  Ind.,  assignor  to  J.  R.  Osgood,  -S. 
F.  Smith,  and  Samuel  Allamon,  of  Indianapolis,  Ind. — Improved  Machine  for  Turning 
Plough  Handles,— V&teut  dated  July  23,  1861. — Fitting  loosely  in  a  circular  opening  in  the 
bearing  or  supporting  plate  is  a  hollow  journal-piece,  the  neck  of  which  fits  in  a  plate  pulley, 
to  which  latter  is  attached  two  bits.  The  ed^  of  the  bits  pass  through  slots  in  the  nock  of  tho 
hollow  jom-nal.  A  crooked  or  bent  piece  ot  timber  may  be  passed  through  the  hollow  joxir- 
nal  and  moved  by  the  hand  so  as  to  bo  shaped  by  the  bits,  similarly  to  a  turning  machine. 

Claim. — The  pulley  B,  bits  13  E,  hollow  journal-piece  C,  bearing  and  supporting  plate  A, 
anti-friction  washers  /  g  /i,  and  disc  D,  when  constmctod  and  arranged  substantially  aa 
shown  and  described,  and  operated  for  the  purpose  set  forth. 

No.  32,911.— Horace  C.  Crocker,  of  New  London,  Conn.,  assignor  to  Himself  and  W. 
H.  Barnes,  of  the  same  place. — Improved  Steam-Pressure  Gauge,— Patent  dated  July  23, 
1861.— The  pressure  of  the  steam  acting  upon  the  back  of  the  metallic  diaphragm,  pressca  it 
forward  against  the  curved  elastic  bar,  which,  pressing  forward  with  a  lever-like  action 
against  the  back  part  of  an  angle  piece,  raises  a  pin,  wmch  turns  a  disc  attached  to  a  zock- 
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shafl,  by  which  means  th«  sector  is  mored,  which  latter  turns  the  pinion  and  index,  and  the 
amount  of  pressure  is  indicated. 

Claim. — The  combination  of  the  cnrved  elastic  bar  G,  flanged  ring  C,  and  angular  piece  I, 
with  the  diaphragm  B  and  disc  or  arm  J,  in  the  manner  shown  and  described. 

No.  32,912.— John  Fowler,  jr.,  of  Comhill,  county  of  Middlesex,  Robert  Burton, 
of  Kingsland,  county  of  Middlesex,  David  Greio,  ot  Now  Cross,  county  of  Kent,  and 
Jeremiah  Head,  of  Newcastle-on-Tyne,  England,  assignors  to  W.  P.  Tatham,  of  Phila- 
delphia, Pa. — Improvement  in  Drums  or  Pulleys  to  Prevent  Roves  from  Slipping  in  Machinery 
for  Ploughing  and  Tilling  Land  by  Steam. — Patent  datod  July  23,  1861. — Patented  in  Eng- 
land, January  24,  1859. — This  invention  consists  in  the  employment  of  a  winding  drum,  so 
constructed  as  to  hold  the  rope  firmly  and  draw  the  plough  steadily  forward,  notwithstanding 
the  cope  only  passes  partially  arouna  the  drum.  On  the  periphery  of  the  drum  is  mounted  a 
series  of  levers  turning  on  centres,  and  so  placed  that,  as  the  rope  comes  np  to  the  drum,  it 
rests  on  the  ends  of  thelevers,  and  the  pressure  of  the  rope  causes  their  ends  to  move  in  towards 
the  centre  of  the  drum.  Immediately  beyond  the  ends  of  the  levers  a  flange  is  formed  on  the 
drum,  and  the  axes  on  which  the  levers  turn,  being  nearer  the  centre  of  the  drum  than  the 
point  at  which  tho  rope  enters  on  the  drum,  causes  the  rope  to  become  jammed  between  the 
ends  of  the  levers  and  the  flange  on  the  dmm. 

Claim. — Tho  mounting  on  a  hauling  or  winding  drum  a  series  of  levers  or  instruments  on 
axes  or  centres,  in  such  a  manner  that  the  motion  of  the  levers  or  instruments  caused  by  the 
strain  or  pressm-e  of  the  rope  will  nip  the  rope,  substantially  as  described. 

No.  32,913.— B.  Haworth,  of  Ridge  Farm,  III.,  assignor  to  Himself  and  B.  F.  Cana- 
DAY,  of  the  same  place. — Improved  Joiner's  Bench-Vise. — Patent  dated  July  23,  1861. — ^The 
object  of  this  invention  is  to  attach  an  ordinary  bench-vise  to  the  bench  in  such  a  manner 
that  its  jaws  may  be  elevated  above  the  top  of  the  bench  when  required  for  use,  or  lower^ 
60  that  the  jaws  may  be  out  of  the  way  and  below  the  surface  of  the  bench,  leaving  the  latter 
wholly  unobstracted. 

Claim. — Havmg  the  foot-brace  F  and  screw  O  of  the  vise  passing  through  the  slotted  leg 
B  of  the  bench,  the  screw  working  in  the  bar  H,  and  the  latter  restmg  on  or  fitted  over  tho 
foot-brace,  when  said  parts  are  used  in  connexion  with  a  lever  K  and  a  guide  E,  or  their 
equivalents,  and  all  arranged  and  applied  to  a  joiner's  bench,  to  operate  as  and  for  the  pur- 
pose set  forth. 

No.  32,914.— H.  Ormsby  and  E.  R.  SUMNER,  of  Bcloit,  Wis.,  assignor  to  Themselves 
and  J.  A.  Carpenter,  of  the  same  place. — Improvement  in  Cob  and  Feed  Mills. — Patent 
dated  July  23,  1861. — Upon  a  hollow  shaft  is  hung  the  inner  dome-shaped  grinding  smfacc, 
which,  by  an  arrangement  of  geafs,  is  made  to  rotato  in  a  direction  opposite  to  that  of 
the  outer  grinding  surface.  Upon  the  upper  part  of  tho  inner  grinding  surface  are  cast 
breakers,  consistmg  of  vertically  projecting'plates  with  numerous  small  teeth,  while  the  lower 
part  of  the  same  is  provided  with  teeth  of  common  form. 

Claim. — In  combmation  with  the  dome  B  and  concave  E,  rotated  in  opposite  directions  and 
relatively  adjustable,  the  grinding  smfaces/and  g,  and  the  crushing  device  rf,  formed  of  ver- 
tically projecting  segmental  ribs  with  horizontal  teeth,  the  whole  arranged  and  operating  as 
described,  for  the  purpose  set  forth. 

No.  32,915.— George  S.  Reynolds,  of  Tunbridge,  Vt.,  assignor  to  Himself,  James 
BRt>WN,  and  J.  M.  WhiteIney,  of  the  same  place. — Improvement  in  Harvesters. — Patent 
dated  July  23,  1861. — Upon  the  finger  bar  are  a  series  ot  rotating  toothed  cutters,  the  axes 
of  which  arc  fitted  between  the  axes  of  the  large  finger  bars  and  the  small  intermediate 
guards.  Motion  is  ^iven  to  the  cutter  through  a  train  of  gearing  by  operating  one  of  the 
wheels  from  the  shalt.  A  plate  or  cap  which  covers  the  finger  bar  has  projections  upon  its 
end  which  fit  over  the  large  fingers,  and  have  each  cutter  permanently  attached  at  their  sides, 
so  that  the  cutting  of  the  rotating  cutters  will  work  underneath  them  like  shears. 

Claim. — The  combination  of  the  rotaiy  toothed  cutters  C,  horizontal  ti'ain  of  gearing  if, 
fingers  B,  small  guards  B',  and  stationary  cutters  E,  with  the  bar  A,  all  constructed,  arranged, 
and  operating  substantially  in  tho  manner  and  for  the  purposes  6ho>vn  and  explained. 

No.  32,916.— Wm.  H.  Richards,  of  Newton,  Mass.,  assignor  to  C.  T.  Babcock,  of  Bos- 
ton, Mass. — Improved  Combined  Knife,  Fork,  and  Spoon. — Patent  dated  July  23, 1861. — The 
knife  is  made  in  one  piece  and  the  fork  and  spoon  in  another.  The  handle  of  the  knife  is 
provided  with  two  lips,  which  serve  as  a  sheath  to  the  prongs  of  the  fork,  and  similar  lips 
are  tuined  over  between  the  fork  and  spoon,  so  that  the  two  parts  are  made  to  fit  into  each  . 
other,  and  thus  secured  together. 

CUim. — The  described  combined  knife,  fork,  and  spoon,  for  camp  purposes,  when  such 
are  constructed  and  arranged  in  the  manner  set  forth. 

No.  32,917.— Wm.  J.  Stevens,  of  New  York,  N.  Y.,  assignor  to  Himself  and  N.  W.  Cow- 
DlCT,  jr.,  of  Jersey  City,  N.  J. — Improvement  in  the  Means  of  Operating  Valves  of  Steam 
Engines,— PatGBA  dated  July  23,  1861.-^Tlus  invention  is  desigiied  more  particularly  for 
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direct-action  steam  engines  for  pnmpingt  blowing,  and  other  purposes,  for  which  a  recipro- 
cating motion  is  required  but  no  rotary  motion  is  necessary,  and  it  consists  in  an  arrangement 
of  and  moans  of  operating  a  secondary  valve  for  admitting  steam  to  act  upon  the  pistons,  to 
complete  the  movement  of  the  main  valve  after  its  movement  has  been  partially  accomplished 
by  a  connexion  with  the  main  piston-rod. 

Claim, — ^The  arrangement  of  the  secondary  and  main  valves,  side  by  side  in  the  same 
chest,  and  in  direct  connexion  with  the  same  operating  rod,  the  said  rod  having  attached  to 
it  the  pistons  for  completing  the  movements  of  the  main  valve,  and  having  a  lost  motion  with 
respect  to  the  main  valve,  but  none  with  respect  to  the  secondary  valve,  .ail  substantially  aa 
specified. 

And  the  crank  E  and  forked  lever  N,  applied  substantially  as  described,  in  combination 
with  each  other  and  with  the  valve-rod  and  main  piston-rod,  for  the  purposes  set  forth. 

No.  32,918.— L.  J.  WoRDEN  and  A.  Leach,  of  Utica,  N.  Y.,  assignors  to  Themselves  and 
D.  S.  Heffron,  of  the  same  place. — Improvement  in  Lamp$. — Patent  dated  July  23, 1861. — 
The  object  of  this  invention  is  to  obtain  a  lamp  for  burning  coal  oil  in  railroad  cars  and  other 
places  where  lamps  ore  subjected  to  a  jolting  or  vibratory  movement,  and  the  invention 
consists  in  supplying  the  flame  with  air  by  means  of  a  circuitous  draught-passage  arranged 
vertically,  in  connexion  with  an  air-chamber  for  equalizing  the  supply  of  air,  and  in  sucn  a 
manner  as  to  avoid  any  external  lateral  supply  of  air  to  the  flame.  ^ 

Claim. — ^The  combination  of  the  concentric  annular  passage  e  and  6,  air-chamber  <f,  and 
perforated  shell  D,  all  constructed  and  arranged  as  shown  and  described,  and  operating  to 
protect  the  flame  from  lateral  currents  of  air  and  equalize  the  draft,  as  explained. 

No.  32,919.-— William  Wells,  of  Harrisburg,  Pa.,  assignor  to  Himself,  T.  C.  McDow- 
ell, of  same  place,  and  A.  B.  Little,  of  Washington,  D.  0. — Improved  Cot  or  Bedstead. — 
Patent  dated  July  23,  1861. — Upon  each  side  ran  of  a  rectangular  frame  is  pcrmauently 
fastened  a  block,  to  each  side  of  which  are  hinged  the  head  and  foot  frames  over  which  is 
stretched  the  canvas.  The  ends  of  the  frames  are  each  provided  with  recesses  in  which  are 
placed  coiled  springs,  which  serve  to  keep  the  ends  of  the  frames  raised.  When  not  in  use 
the  frames  are  fastened  down  by  straps  so  as  to  occupy  but  a  small  space. 

Claim. — First,  hinging  the  head  and  foot  frames  1)  and  E  to  the  block  C,  and  regulating 
their  elevation  by  means  of  the  springs  c  e  and  the  straps  and  buckles  d  d,  substantialiy  in 
the  manner  and  tor  the  purpose  doscribed. 

Second,  counter-sinking  the  upper  surface  of  the  frame  A,  and  the  under  surfaces  of  the 
frames  D  and  £,  so  that  thereby  the  springs  may  be  wholly  imbedded  when  the  frames  are 
brought  close  together  by  means  of  the  sti'aps  and  buckles  <f  <2,  as  and  for  the  purpose  set 
forth. 

No.  32,920. — John  Wyberd,  of  New  York,  N.  Y.,  assignor  to  F.  S.  Ltttlejohn,  of  the 
0ame  place. — Improved  Mode  of  Operating  SlaA  or  Blinds. — Patent  dated  July  23,  186J. — 
Attached  to  the  vertical  sides  of  a  frame  is  a  series  of  levers  provided  with  flat  curved  springa 
secured  to  the  lover  by  loops  so  arranged  that  the  springs  are  held  firmly  at  their  centres, 
while  the  eiids  are  left  free  to  press  the  slats  of  wood,  glass,  or  other  suitable  material  oi  any 
desired  thickness,  firmly  agamst  horizontal  flanges,  thereby  retaining  the  slats  in  their  proper 
places.  The  levers  are  operated  by  a  strip  of  metal  which  moves  freely  on  an  eyelet  axis 
upon  the  levers,  the  said  strip  being  attached  to  a  separate  frame  or  strip  connected  by  a 
spring  to  the  sash  or  frame. 

Claim. — The  curved  springs  ce  e  e,  loops  d  d  d  d,  eyelets  e  e  e  e,  arranged  and  operated  in 
combination  with  the  levers  B  B  B  B  and  spring  S,  in  the  manner  and  for  the  purpose  sub- 
stantially as  described  and  shown  in  the  drawings. 

No.  32,921.— Hiram  Stanhope,  of  Philadelphia,  Pa. — Improvement  in  Breech-Loading 
Ordnance. — Patent  dated  July  23,  1861. — ^The  invention  consists  in  operating  the  breech  oi 
the  gun  by  means  of  a  cam  attached  to  levers,  by  which  the  breech  is  withc&awn  from  the 
barrel  and  i-aiiied  to  a  proper  position  for  loading.  When  forced  back  into  the  barrel  the 
breech  is  held  in  position  by  means  of  links  connected  with  axis  of  the  cam  and  secured  to 
the  support  of  the  cannon. 

Claim. — ^The  combination  of  the  eccentric  B,  the  breech-piece  A,  the  links  N  N,  and  the 
levers  D  D,  when  arranged  and  connected  together  substantially  as  described.  ' 

No.  32,922. — Samuel  Nowlan,  of  New  York,  N.  Y.— Improvement  in  Washing  Ma 
chines, — ^Patent  dated  July  30,  1861. — This  invention  will  be  underetood  by  reference  to  the 
engraving  and  claim. 

Claim. — First,  providing  the  tub  or  case  of  waflhing  machines  with  inner  perforated  side 
walls  and  bottom,  arranged  in  relation  to  the  outer  walls  and  bottom  substantially  as  hhown 
and  described. 

Second,  the  combination  with  the  outer  and  inner  perforated  side  walls  and  bottom  of  a 
second  bottom  formed  in  two  parts,  ea^  being  hinged  to  opposite  side  walls,  and  both  uliitod 
at  the  centre  by  a  toggle  joint,  and  of  suitabte  mechanism  to  impart  to  the  said  bottom  the 
motion  or  motions,  as  set  forth. 
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No.  3*2,923.— John  A.  Pahtridoe,  of  Now  York,  N.  Y. —Improvement  in  Spinning  Ma- 
ehinery. — Patent  dated  July  3<',  1?*H1. — The  end-e^^s  band  for  giving  direct  or  couuier  twist 
to  the  roping  b*-t*vecn  the  front  and  back  drawing  rollers  is  arranged  to  mn  upon  four  pulleys, 
thf  bearings  for  whose  journals  are  supported  by  a  beam  fitted  between  the  sides  oJ  iwi  frum- 
ing  to  which  it  is  secured  by  screws  passing  through  slots  in  the  sides  of  the  framing,  which 
admits  of  the  beam  bemg  moved  back  and  lorth  to  adjust  the  band  at  proper  distances  from 
the  front  and  back  drawing  rollers  for  woikmg  the  var  ous  lengths  of  staple. 

C7aim.— Makmg  thf  endless  band  E  adjustable  toward  and  from  the  front  and  back  draw- 
ing rollers,  substantially  as  and  for  the  purpose  specified. 

AL-o,  the  combination  of  the  laterally  aqjustabie  band  E  with  the  adjustable  rollers  C  C, 
in  the  manner  shown  and  described. 

No.  32,924,— W.  P.  PenN,  of  Belleville,  IW.—Tmprovement  in  Seeding  P/ou^As.— Patent 
dated  July  0, 1861  —The  gang  plough  iramo  is  hinged  to  the  reai'  of  the  axle  and  is  elevated 
by  the  driver  by  means  of  a  lever  luici-umed  upon  a  standaid  which  lests  upon  a  roller  that 
travels  on  the  ground.  The  elevation  of  the  ijame  and  consequent  tipping  of  the  hopper 
actuates  the  seed-slides  so  as  to  cloi?e  tho  seed  openings. 

^  laim. — The  gang  plough  frame  D  E  F,  with  the  nopper  I  arranged  thereon,  standard  P, 
lever  R,  and  shaft  S,  in  combination  with  the  transverse  slides  m  and  rods  n,  by  means  of 
which  the  tlow  ol  seed  from  the  hopper  is  stopped  by  the  elevation  of  the  gang  of  ploughs, 
as  descnbed. 

No.  32,925  — Ch.^RLF.S  Raymond,  of  Brattleborough,  Vt. — Improtement  in  Setting  Ma- 
chine- . — Patent  dated  July  0,  186  . — This  invention  consists  in  a  mode  of  applying  and 
supporting  an  oscdlatmg  looper,  and  in  a  mode  of  adjusting  the  same  for  conect  operation 
in  combination  with  the  needle.  A  lelerenco  to  the  dinwings  and  description  will  be  neces- 
sary lor  H  proper  understanding  of  the  construction  and  operation  ol'  the  device.^. 

Cla.m — First,  eccmiug  the  pm  c,  on  >Nhi<'h  the  looper  p  ate  N  o  dilates,  and  the  fixed  pin 
A,  to  which  the  bndle  rod  g  is  attached,  to  a  bocket  P,  which  is  adjustable  as  and  for  the  pur- 
pose specified 

Second,  the  bracket  rf,  con^tnicted  wi/h  a  flat  inner  face  and  applied  in  combiuation  with 
the  plate  N,  the  looper  pin  6,  and  the  iooper  M,  substantially  as  and  lor  the  purpose  ^pecificd. 

No.  32,926 — Georgk  Rinewalt,  jr..  of  Pend!efon,  lud.—Improred  Wood-Planing  Ma- 
chine —  Patent  dated  July  ^0,  iSiy). — This  machine  is  designed  more  cspccia  ly  for  nuinual 
operation,  and  the  invention  consists  in  the  employmen'  of  a  eciprocat.iig  planer  which  may 
be  adjusted  to  plane  stuff  of  djffcicni  thlckm•^Bes,  m  connexion  with  a  feed  mechHUiSm  con- 
s^isting  of  an  eccentric  placed  upon  he  driving  shaft  and  Kited  in  a  yoke  at  tho  upper  part  of 
a  vertical  bar  The  Jowor  part  of  thi3  bar  is  madf  to  actuate  a  .^lotted  ever,  wh.cli  in  turn 
operates  a  ratchet  upon  a  shall,  the  mner  end  of  which  latter  bears  a  pinion  that  gears  with 
a  rack  on  tht  under  .-^ido  of  the  carringt . 

C7fffm.~The  icciprocatmg  p'aner  I,  placed  in  an  adjustable  frame  E,  in  connexion  with 
the  f(»ed  mechanism  of  carriage  J,  compilsed  of  the  eccentric  K,  fitted  in  a  yoke/,  of  a  bar  S, 
and  th(  bar  eonnected  to  a  lever  O,  which  has  a  pawi  P  that  engages  with  the  laichet  X,  ot 
shaft  M,  the  a*ter  having  a  pinion  L  thar  gears  into  the  rack  K,  of  carriage  J,  ah  anangcd 
for  joint  operation,  substantially  as  and  ior  the  piupo&e  .set  forth. 

No.  32,927.— Christian  Sholl,  of  Mount  Joy,  Va..— Improvement  in  Butt  Hingesr^ 
Patent  dated  July  30,  186* — The  suppoiting  portion* of  the  hinge,  which  is  secured  to  the 
frame  ot  the  door  or  blind,  projects  centia'ly  in  a  p  ane  from  its  round  port ion,nv hi ch  isplaced 
at  tho  lower  p-irt  of  tho  leaf  and  has  a  spind  e  for  suppoitmg  the  other  portion  of  tht*^  hinge, 
BO  that  the  hinge  may  be  used  for  a  door  hung  to  the  nghr  or  left  hnnd  side  of  the  frame. 

Claim. — As  a  new  article  of  manufacture,  the  hmge  composed  of  the  two  parts  A  B,  ar- 
ranged and  operating  substantially  as  specified. 

No.  82,928.— James  Spear,  of  Philadelphia,  Ta.— Improved  Fire-Board  Stove.— Pattut 
dated  July  30,  18C1. — This  invention  consists  in  placing  a  register  in  that  portion  of  the  top 
of  a  tire-board  stove  extending  into  the  room,  for  the  purpose  of  allowing  a  current  of  air  to 
pass  through  the  stove  into  the  chimney  and  thus  ventilate  tho  room. 

Claim.  The  combination  of  the  register  B  and  top  plate  A  of  a  fire-board  stove,  when 
used  in  connexion  with  tho  body  of  the  stove  C  and  fire-boaid  D'  D',  con;5trucLed  for  the 
purpose  described. 

No.  32,929. — Anton  SpelleRBERG,  of  Philadelphia,  Pa. — Improvement  in  Breech-Load- 
ing Fire- Arms. — Patent  dated  July  3(i,  If^GJ. — Upon  the  upper  side  of  the  movable  part  of 
the  barrel,  is  attached  a  bar  which  engager  with  a  sliding  catch,  by  which  means  the  barrel  is 
held  in  position  for  discharging.  The  hammer  is  placed  underneath  the  lock  and  projects 
downwards. 

Claim, — Tho  combination  of  the  barrel  A,  statiimary  breech  B,  projecting  bar  D,  and 
spring  catch  E,  with  a  lock  of  substantially  the  constmction  described  and  a  downw^ardiy 
projecting  hammer  G,  the  whole  arranged  and  operatmg  in  the  manner  and  for  the  purpose 
explained. 
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No.  32,930.— U.  B.  Vtdal,  of  Philadelphia,  Vsu^lmprovement  in  Lamps,— Vatftl  dated 
July  30,  18i3L — This  lamp  is  designed  for  burning^  coal  oil  without  a  t-himney,  and  consists 
of  an  uxpandt-J  wick-top  in  connexion  with  a  sliding  tube  provided  with  a  llame  spreadi-r  for 
regulating  the  flame.  Tho  handh;  of  the  lamp  is  made  to  form  a  receptacle-  for  matches,  and 
the  bottom  of  the  amp  is  roughened  for  the  purpose  of  igniting  the  matches. 

Claim. — The  handle  II,  corrugated  or  roughened  bottom  «,  expanded  wick-top  F',  and 
sliding  tube  D,  with  flame  spreader  F  attached,  all  being  arranged  as  shown,  to  form  a  new 
article:  of  manufacture  for  the  purpose  specified. 

No.  32,931.— Warren  Wadleigii  and  Nathaniel  F.  Morrill,  of  Sanbomton  Bridge, 
N.  11. —Imp roved  Machine  for  Turning  Tapering  Forms. — Patent  dated  July  3U,  ISUl. — 
Arranged  in  auitable  bearingf*  on  the  frame  is  a  hoJow  cutter  mandrel  provided  witli  two  fast 
collars,  a  ooso  collar,  and  two  pulleys.  To  the  .ooso  collar  is  pivoted  one  end  of  a  shde  to 
whi-h  ihe  finishing  cutter  is  atiached,  the  .^-ad  slide  being  fitted  to  move  through  guide  «lota 
in  the  tast  collars  on  the  mandrel  and  through  a  groove  m  the  exterior  of  the  l^dy  of  the 
mandrel.  Parallel  with  the  mandrel  is  arranged  a  shaft  carrying  the  pattern  wheel,  which 
acts  upuu  aioler  so  as  to  produce  a  movement  of  the  oose  collar  and  the  collar  and  the 
cut  er  .>lide  along  the  mandrel  cither  continuously  or  intermittently,  thus  producing  a  taper  or 
BW'Ued  foim  by  the  cutter  approaching  or  leceding  from  the  axis  ojf  the  stick. 

Clatm.-  The  ob^'quely  arranged  cuiter  slidt  C,  combined  with  the  hollow  mandrel  B  by 
means  o(  u  movable  collar  b  and  two  last  collars  a  a,  or  equivalent  guides  outside  of  the 
mandrel,  and  controlled  by  a  pattern  wheel  I,  on  a  sepaiate  ahaSt  L,  apphed  substantially  as 
described,  the  who:e  operating  dubslantially  as  set  loith. 

No  32.932.— Alexander  Warner,  of  Brooklyn,  N.  Y.— Improved  Washing  Knuckle. — 
Paten;  dated  July  ^0.  j8o1  —  This  invention  cons^ists  m  the  employment  of  a  scnes  of  rollers 
applied  to  d  suitabie  hand  p^eco  or  stock,  the  centre  roller  being  piaced  at  iight  angles  with 
th«  tnock,  whilt  thoae  a*  either  end  are  placed  obliquely  to  the  f^ame,  for  the  purpose  of  pre- 
venting a  lateral  movement  of  the  device  during  the  rubbing  operation. 

C'aim. — A  stock  or  hand  piece  provided  with  rollers  oi  cyiindiical  or  conical  form,  arranged 
as  shown,  to  operate  as  and  for  the  pm-po^e  set  forth. 

No  32,933— A.  L.  Weymouth,  of  Boston,  ^asa.—Tmproted  Bridle  Bit  —Patent  dated 
July  30,  J8ol  -  Th:-  bit  is  lormed  of  two  cross-bars,  the  one  passing  through  a  slot  m  the 
other  and  pivoted  ai  their  centres.  One  of  the  bars  is  piovidcd  with  a  rack  or  senes  of  teeth, 
and  hf  other  with  a  correppouding  pawl  which,  by  means  oi  springs,  ra  kep:  engaged  with 
the  opposite  teeih,  by  which  means  the  mouth  of  a  vicious  horse  may  be  kept  disLended  and 
his  teeih  prevented  nom  holding  the  bit. 

Claim. — The  empoyment  or  use  of  an  expanding  bit,  arranged  or  provided  with  a  rack, 
pawl,  and  a  spring  or  springs,  to  operate  as  and  lor  the  purpose  set  fortL. 

No.  32,934. — A.  White,  of  Geneseo,  111. — Improvement  in  Oovernor  Valtts  for  Steam- 
Engines.  -  Patent  dated  July  ^0,  ,861. —The  valve  is  composed  of  two  segments  of  a  circle 
that  I  over  tho  valve  laces  on  the  partitions  forming  the  valve-seats,  and  are  connected  by 
barr>  or  braces  and  a  ceutre-p>ece  through  which  the  valve-»tem  passes  and  to  which  it  is  se- 
cured, ^o  that  the  steam  parses  the  valve  on  both  sides,  and  the  pressure  on  either  side  is  ba- 
lanced by  that  on  the  other. 

Claim. — The  mode  of  constructing  the  valve  and  valve  chamber  as  described,  so  as  to 
admit  the  steahi  fiom  both  sides  for  the  purpose  of  equalizing  the  pressure  and  balancing  the 
valve. 

No.  32,935.— Francis  G.  Wilson,  of  Ontario,  Canada  West—Improvement  in  Hay 
Rakes. — Patent  dated  July  30,  1861. — The  rake  consists  of  a  head-piece,  to  which  the  teeth 
are  secured,  and  a  sliding  piece  that  moves  upon  the  teeth.    To  each  end  of  the  slide  is 

Eivoted  one  end  of  a  le\^r  to  which  the  draught  ropes  are  attached,  the  othei  end  of  the  lever 
emg  provided  with  a  slot,  and  confined  bv  a  pin  to  the  head-piece.  By  holding  back  the 
handles  Avhen  the  rake  is  in  motion,  the  sliae  is  made  to  move  towards  the  ends  of  tho  teeth 
and  throw  off  the  hay  that  has  accumulated  upon  them,  and  on  pushing  the  rake  forward 
the  teeth  again  protrude  through  the  slide. 

Claim. — ^Tho  slotted  levers  T,  bolted  to  the  head  and  slide  so  as  to  limit  and  govern  the 
movements  of  the  slide  with  the  draught  ropes  U,  attached  so  as  to  bo  adjustable,  tho  whole 
operating  conjointly  and  in  combination  with  the  head  A,  toeth  B,  slide  £,  and  handles  C,  in 
the  manner  and  for  tho  purpose  set  forth  and  described. 

No.  32,936.— J<niN  K.  Whittemore,  of  Chicopeo  Falls,  Mass. — Improvement  in  Adjust- 
ing Knife  for  Feed- Cutters — Patent  dated  July  30, 1861. — The  stud  or  fulcrum  pin  on  which 
the  lever  is  mounted  is  cast  with  the  mouth-piece,  and  at  its  foot  are  inserted  four  screws, 
against  which  is  placed  a  collar  or  washer ;  the  hub  of  the  lever  is  then  fitted  upon  the  stud. 
By  turning  one  or  more  of  the  screws  the  position  of  the  face  of  the  collar  is  changed,  and 
consequently  the  po  it  ion  of  the  lever,  so  that  by  moans  of  the  screws  the  knife  can  be  accu- 
rately adjusted  to  the  mouth-piece. 
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Claim, — The  serews  bbbby  when  applied  and  operating  substantially  in  the  manner  and 
fcr  the  purpose  described. 

No  32,937.— William  Douglass,  of  Westport,  Mo. — Improvement  in  Hand  Corn-Plant- 
ers,— Patent  dated  July  30,  18t>J. — This  invention  is  designed  as  an  improvement  on  patent 
No.  13,8-^U,  granted  November  20,  1855,  and  it  consists  in  so  constmcting  the  apparatus  that 
the  charges  of  seed  will  be  divided,  and  although  planted  on  one  hill  they  will  be  dropped 
into  sepaiate  holes,  for  the  purpose  of  allowing  them  to  vegetate  more  rapidly  and  uniformly. 

Claim. — The  forked  distributing  tubes  formed  of  blades  A  B,  and  a  nexiblc  material  </,  as 
described,  in  combination  with  the  double  discharging  seed  slide  g  and  box  Q,  all  arranged 
and  operating  in  the  manner  set  forth. 

No.  32,938.— George  W.  Dyer,  of  Derby,  Conn.^Improvement  in^  Skates. —T&tent 
dated  July  lU),  18G1. — ^This  invention  consists  in  making  the  runner  of  two  distinct  bars, 
secured  by  screw  bolts  to  ears  or  studs,  projecting  from  the  under  side  of  the  stock,  so  that 
the  bars  may  be  adjusted  to  difterent  distances  apart.  The  bottom  surlaces  of  the  runner 
bars  arc  bevelled  inwards,  so  that  when  brought  together  they  will  form  a  '* guttered"  mnner. 

Claim. — The  combination  with  the  htock  of  the  two  adjustable  ninner  bars  B  and  C,  with  their 
lower  edges  bevelled,  as  specified,  the  whole  ajTanged  and  operating  as  described  for  the  pur- 
pose set  forth. 

No.  32,939.— John  Fowler  and  W.  L.  Walter,  of  Homer,  N.  Y,-^ Improvement  in 
Churns. — Patent  dated  July  30,  J'861. — At  the  side  of  the  body  of  the  chum  are  guides,  in 
which  is  fitted  horizontally  a  metal  bar  having  the  axis  of  a  largo  toothed  wheel  attached  to 
it.  The  metal  bar  is  allowed  a  sliding  movement,  and  may  be  raised  or  lowered  at  one  end, 
by  which  means  the  laige  toothed  wheel  can  be  thrown  into  gear  with  the  pinion  on  the  shaft 
that  cames  the  wings,  or  that  of  the  breaking  discs,  or  with  both  pinions  at  once. 

Claim. — The  arrangement  of  the  sliding  or  adjustable  bar  G  with  the  wheel  H,  attached 
and  aiTanged  in  relation  with  the  pinions  D  d  on  the  ahaSt  B  and  disc  b,  to  operate  as  and  for 
the  purpose  set  forth. 

No.  32,940— A.  C.  FUNSTON,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  Thomas  L. 
MORSS,  of  the  same  place. — Improved  instrument  for  Sharpening  Slate  Pencils. — Patent 
dated  July  30,  1861. — This  device  is  formed  of  a  piece  of  elastic  metal  bent  ovtr  and  furnished 
on  the  inside  of  each  end  with  a  block  of  steel,  each  block  having  a  recess  which,  when  the 
the  b'.ocks  are  joined  together,  is  conical  in  lorm.  The  edges  of  each  block  are  so  inclined  as 
to  piesent  two  cutting  edges.  The  bent  portion  of  the  spring  has  an  opening  for  the  admis- 
sion of  a  pencil,  the  point  entering  the  conical  opening  between  the  blocks. 

Claim. — First,  the  bent  plate  A,  with  the  opening  in  the  bent  portion  of  the  blocks  B  B, 
each  block  having  a  tapering  recess  and  cutting  L^d^es  x  i,  the  whole  being  arranged  and 
operating  substantially  as  set  forth. 

Second,  in  combination  with  the  bent  plate  A  and  its  blocks  B  B,  the  wings  a  a,  arrange 
as  set  forth  for  the  purpose  specified. 

No.  32,941.— W.  J.  G.\.SKILL,  of  Apalachin,  N.  Y. ^Improved  Device  for  Adjusting  the 
Hakes  of  Muley  Saios. — Patent  dated  July  30,  18G1. — This  invention  consists  of  two  casings 
or  clamps  connected  together  by  bolts  and  cross-bars,  and  attached  to  a  proper  bed  plank,  in. 
connexion  with  an  adjustable  eccentric  guide  or  slide  attached  to  the  upper  part  of  the  saw, 
and  fitted  within  the  casings  or  clamps,  for  the  purpose  of  causing  the  saw /to  run  true  at 
all  times,  without  any  vibration  or  play,  and  of  adjusting  it  so  that  its  rake  may  be  varied, 
as  occasion  may  require. 

Claim. — ^The  eccentric  guide  F,  employed  in  connexion  with  the  casings  or  clamps  B  B,  to- 
adjust  the  rake  of  the  saw,  as  explained. 

No.  32,942.— Thomas  Griffin,  of  Roxbury,  'M&sa.— Improvement  in  Flower  Pots.— 
Patent  dated  July  30,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  flower  pot  A,  constructed  with -a  vertical  tube  or  tubes  B  on  its  inner  circum- 
ference, in  combination  with  an  annular  secondary  bottom  C,  which  is  constructed  with  a 
perforated  tubular  extension  D,  all  in  the  manner  and  for  the  piupose  described. 

No.  32,943.— James  Higgins,  of  Chicago,  1\\.— Improved  Mosquito-Bar  Frame.— TAtetA 
dated  July  30, 18C1. — This  invention  consists  in  constructing  and  seeming  together  by  hinges^ 
frames  of  wood  or  other  material,  so  that,  when  covered  by  a  proper  material,  it  may  be  used, 
as  a  protection  against  mosquitoes  or  as  a  tent,  and  compactly  folded  when  not  in  use. 

Claim. — The  combination  and  arrangement  of  the  main  iiume  with  the  two  wing  frames 
and  the  top  and  tent  frames,  substantiaSy  as  and  for  the  purposes  specified. 

No.  32,944. — Joseph  M.  Hoadley,  of  Derby,  Conn.— Improvement  in  Skates.— Talent 
dated  July  30,  1861. — ^This  runner  is  formed  of  one  piece  of  steel  bent  up  at  the  rear  and  for- 
ward ends,  as  shown  by  the  engraving,  the  bent  portions  terminatmg  in  two  fiat  stands  or 
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plates,  each  of  which  has  cut  in  it  two  slots,  thronph  which  pass  screws.  The  threads  of 
these  screws  pass  into  cross-ties  or  plates  let  into  the  upper  surlace  of  the  stock.  The  runner 
may  thus  be  moved  .onj^itiidinHlly  on  the  stock,  and  the  amount  of  spring  or  yielding  of  the 
stock  relatively  to  the  mnner  be  adjusted. 

Claim. — The  combination  with  a  stock  A  of  an  adjustable  spring  runner  B,  the  whole 
arranged  and  operating  as  described  for  the  purpot^e  set  fonh. 

Al-o,  the  combined  arrangement  of  the  cross-ties  d  d  wuh  stock  A,  stands  e  e,  and  screws 
g,  the  whole  oj^erating  together  in  the  manner  and  lor  the  purposes  described. 

No.  32,945. — Jerome  N.  Hodge,  of  North  White  Creek,  N.  Y.— Improvement  in  Sawing 
and  Cutting  Machines. — Patent  dated  July  3(»,  1«G1. — Thi>  invention  couhi^ts  in  securing  a 
knife  diogonaliy  in  a  saw  gate,  which  may  also  carry  a  vertical  saw  in  the  ordinary  manner, 
the  object  being,to  make  use  of  the  same  drivmg  machinery  for  performing  the  two  operations 
of  sawing  wood  or  cutting  straw  or  sma.l  stuff. 

Claim. — In  combination  with  the  gate  J,  the  saw  L  and  knife  M,  constructed  and  operated 
substantially  as  described. 

No.  32,94().— D.  A.  Johnson,  of  Chelsea,  UBf>>s.^Improred  Mode  of  Securing  the  Spokes 
in  the  Felloes  of  IVug  ons. — Patent  dated  July  tO,  1831. — This  invention  consists  in  making 
openings  in  the  inner  and  outer  metallic  bands  which  secure  the  hectioiite  of  felloes  together, 
which  openings  receive  and  i\\  around  the  spoke  so  thai  the  shoulder  of  the  spoke  rest*  upon 
the  mateiial  of  the  lel'.oe  instead  of  ihe  metallic  band  as  usual,  the  object  being  to  prevent 
rattling  as  the  shoulder  wears  upon  the  metallic  band. 

C7«<m.  In  conp.ing  .-pokes  to  the  felloes  of  wheels  at  or  near  the  joints  thereof,  so  as  to 
support  the  same  by  means  of  the  spoke  and  a  metallic  band,  as  described ;  constructing^ 
said  band  with  apertmes  through  the  inner  and  outer  sides  thereof,  in  the  manner  and  operut- 
ing  as  specified. 

No  :^2,947.— Charles  KieseR,  of  Baltimore,  Mdi.^Tmproved  Machine  for  Bending  Fifth  ' 
Wluels  for  Wagons,  Patent  dated  July  ;<(>,  iHiiJ. — ThLs  invention  consists  in  the  use  of 
a  stationary  disc  and  clamping  device  in  connexion  with  movub.e  pattern  rings.  The  base 
and  pl!ite.s  are  per^ornted  centrally  with  >(iuaie  apeituies  tapering  downwaids  to  receive  a 
tapenug  -quare  shafi.  Piojecting  upward  from  the  shatt  is  a  stud  journal,  con.>tituting  a 
p".vot  for  a  -'ockei  hinged  to  eais,  upon  which  is  a  weighted  .'ever.  Tbiough  h  .sloi  in  the 
levtT  is  inserted  a  set  or  tomier.  which  operates  to  swage  down  the  outer  edge  of  the  nng. 
By  moving  the  tever  round  upon  its  pi  vol  the  strip  of  luetul  is  pies  ed  arotmU  the  pc.iphery 
of  the  pattern  iing      Om  end  ol  the  strip  is  seemed  by  a  camp  as  the  iever  is  moved  aiouncl. 

Claim.-  First,  the  combination  of  the  moveable  patieiu  I),  convex  p'ato  B,  'lamping' 
pla*e  C  ta])ering  shall  E.  and  sliding  clamp  L,  ail  constructed  and  operating  in  the  manner 
and  lor  the  pui poses  t;xp  ained. 

Second,  the  combination  of  the  hinged  tapering  lever  G  c,  stud-shai\  E,  and  adjustable 
set  H,  constructed  and  operating  bubstauLially  as  and  ior  the  purposes  set  forth. 

No  32.943  —  JosEi'H  Klepper,  of  Wooster,  O.— Improved  Tire  Bending  Machine. — 
Patent  dated  July  :iO,  *8()l. — Upon  a  suitable  base  piece  uie  .-ecuied  two  standard.-,  provided 
each  with  h  series  ol  holes  through  which  pa.sses  an  adju.sting  pm.  Between  the  stiiudards  is 
p  aced  a  'ever,  provided  on  its  under  side  with  a  »emovab.e  ciu^'cd  block,  and  at  its  end 
with  a  meta:  loop  ^eciiicd  by  a  set  screw.  In  the  rear  ot  the  curved  block,  on  the  lever,  is 
an  opening  through  which  the  tire  passes  as  it  is  bent. 

67// J m.  The  combmaiion  of  the  bottom  fiame  piece  F,  and  the  standards  E  E\  provided 
wisd)  holes  j  x.  and  adjustab  e  pin  g,  when  used  in  connexion  with  the  lieo  lever  A,  con- 
structed as  described,  and  p:ovided  with  the  iOop  D,  and  set  screw  «,  the  several  parts  being 
connecie<l  and  ope.aimg  in  the  manner  set  torth. 

No.  32,949.— Edward  Eindner,  of  New  Yoik,  N.  Y.— Improvement  in  Projectiles  for 
Bijlcd  Oidnance. — Patent  dated  July  30,  iSoi. — The  nature  of  this  invention  is  stated  in 
the  Claim. 

Claim. — First,  the  method,  substantial! v  as  described,  of  applying  the  malleable  envelope 
or  packing,  first:  bV  casting  it  around  and  agilinst  the  annular  oivity  in  the  body  of  the  pro- 
jectile, and  then  expHuding  It  by  atmospheric  or  other  presssme  against  the  sides  or  interior 
surface;  of  a  finishing*  or  lorming  mould  or  box. 

Second,  the  method  of  secuimg  the  knit  sleeve  in  or  around  the  body  of  the  projectile,  sub- 
stantially as  described. 

No.  32,9o0. — R()ni:RT  Marcher,  of  New  York,  N.  Y. — Improred  Apparatus  for  Laying 
Metal  Leaf  on  Mouldings,  8fc. — Patent  dated  July  30,  18ol. — This  invention  consists  in 
first  rolling  the  two  ends  of  a  metal  leaf  in  opposite  directions  on  two  rollers,  with  the  mid- 
dle portion  banging  between  them.  In  this  condition  the  leaf  is  lifted  and  carried  to  the 
prepared  moulding,  and  the  hanging  portion  of  the  leaflet  down  upon  the  middle  portion  of 
the  width  of  the  pi-epared  and  moistened  portion  of  the  surface  to  be  covered  with  the  metal 
leaf  and  the  ends  unrolled  in  opposite  directions. 
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Claim. — Laying  metal  leaf  on  mouldings  or  other  like  surfaces  by  means  of  two  rollers, 
or  their  equivalents,  having  a  mode  of  operation  substantially  such  as  described,  for  rolling 
up  the  opposite  ends  of  the  metal  leaf,  laying  and  hanging  the  unrolled  portion  thereof  on  to 
the  moulding,  and  then  unrolling  the  ends  in  opposite  directions,  as  set  foith. 

No.  32,951.— Joshua  Merrhx,  of  Boston,  Mass. — Improvement  in  Casing  of  Stills, — 
Patent  dated  July  3(),  18l)l. — TJiis  invention  consists  in  encasing  the  sides  of  the  still  with 
plates,  or  in  any  suitable  manner,  so  as  to  surround  the  sides  of  the  still  with  a 
contined  air-chamber.  The  casing  is  constructed  in  such  a  manner  as  to  admit  of  portions 
of  it  to  bo  readily  removed  and  replaced  for  the  purpose  of  removing  the  still  for  repairs 
when  necessary. 

Claim. — First,  encasing  a  still,  substantially  in  the  manner  described,  so  as  to  surround 
the  sides  of  the  still  with  a  confined  air-space  or  chamber,  substantially  for  the  puii)oses  set 
forth. 

Second,  making  a  portion  of  the  casing  removable  for  the  purpose  of  facilitating  the  re- 
moval and  replacement  of  stills  requiring  repair,  substantially  as  described. 

Third,  combining  with  the  casing  oj^nings  and  dampers  or  covers,  for  the  admission  and 
control  of  air  circulation  aboiXt  the  sides  of  uie  still,  substantially  as  described. 

No.  32, a')2.— Martin  Metcalf,  of  Grand  Rapids,  Mich. — Improvement  in  BeeJtives. — 
Patent  dated  July  30,  1861. — This  hive  consists  of  a  square  box  divided  into  lour  equal 
compartments,  and  is  made  to  revolve  upon  a  stand,  liv  tumino^  the  hive  from  its  usual 
position  the  bees  will  enter  a  different  compartment  from  the  one  they  previously  occupied, 
and  artificial  swarming  may  be  produced.  Moveable  frames  are  hung  in  each  compartment, 
one  end  of  each  of  which  is  connected  by  means  of  a  strip  of  tin,  while  the  opposite  end 
is  provided  in  its  centre  with  a  piece  of  wire,  at  the  end  of  which  is  secured  a  tin  cylinder  of 
sumcicnt  size  to  allow  of  a  bee  passing  through. 

Claim. — First,  the  employment  ot  a  revolving  beehive,  so  arranged  that  artificial  swarm- 
ing may  be  produced  substantially  in  the  manner  specified. 

Second,  the  employment  of  tne  movable  frames  D  D,  provided  with  cylinder  »i,  when 
used  in  connexion  with  a  revolving  beehive,  in  the  manner  and  for  the  purpose  set  forth* 

No.  32,953. — Federal  C.  Adams  and  Joseph  Peckover,  of  Cincinnati,  O. — Improve- 
ment in  Cooking  Stoves. — Patent  dated  July  30,  1861 . — ^The  division  plate  that  separates  the 
flues  under  the  oven  is  cast  with  a  tube  or  opening  through  it,  the  lower  end  of  the  tube  con- 
necting with  or  leading  from  an  opening  in  the  bottom  plate  to  an  opening  into  the  oven,  so 
that  the  air  becomes  heated  in  its  passage  to  the  oven.  With  the  hearth  and  bottom  fire- 
plate  is  cast  a  hollow  wood  siipport,  through  which  air  passes,  and  being  heated  passes  out 
through  openings  in  the  back-plate,  after  mingling  with  the  air  and  gases  from  the  oven, 
and  thus  aids  in  the  combustion  of  the  heated  products  from  the  fuel. 

Claim. — First,  the  hollow  division  flue-plate  F,  for  introducing  heated  air  into  the  oven  in 
addition  to  its  other  duty  of  dividing  the  flue  space,  substantially  as  described. 

Second,  the  -combinaiion  of  the  hollow  wood  support  k,  air  heating  chamber  A,  and  open 
fire  back -plate  J,  for  the  purpose  and  in  the  manner  substantially  as  represented  and  described. 

No.  32,954. — John  Allender,  of  New  London,  Conn. — Improvement  in  IVringing  Ma- 
chines.— Patent  dated  July  30,  1801. — This  invention  is  explained  by  the  claim. 

Claim. — In  elastic  or  yielding  rollers  for  squeezing  water  from  clothes  and  other  purposes, 
making  the  core  smaller  in  the  middle  than  at  the  ends,  and  the  elastic  or  yielding  covering 
thicker  at  and  near  the  middle,  between  the  ends,  than  it  is  at  or  near  the  ends,  substantially 
as  described. 

Also,  the  grooves  in  the  core  in  combination  with  the  ribs  on  the  inside  of  the  rubber  or 
yielding  cover,  substantially  as  described,  to  prevent  the  covering  from  slipping  on  the  core. 

No.  32,955. — Wm.  D.  Bartlett,  of  Amesbury,  Mass. — Improved  Furnace  for  Heating 
Buildings. — Patent  dated  July  30,  1861. — The  cold  air  is  introduced  into  the  upper  part  ot 
the  cold  air  chamber  which  encircles  the  hot  air  chamber,  and  this  latter,  in  tui*u,  encircles 
the  air-heating  chamber  which  forms  a  portion  of  the  flues.  The  draught  is  equalized  by 
means  of  dampers  in  connexion  with  the  apertures  which  are  largest  in  that  poition  of  the 
flue  most  distant  from  the  smoke  pipe. 

Claim. — First,  the  arrangement  and  combination  of  the  cylinders  A  C  E,  with  the  cold 
air  induction  pipe  C^  hot  air  conveying  pipes  D  D,  fire-pot  F,  annular  chamW  I,  and  pipe 
L,  substantially  as  and  for  the  purpose  set  forth. 

Second,  having  the  openings  b  c  at  the  bottom  of  the  cylinder  E  of  varying  size,  and 
placed  in  relation  with  tne  lower  orifice  of  pipe  L,  as  shown  and  described,  tor  tne  purpose 
of  equalizing  the  draught,  and  consequently  the  heat  around  the  fire-pot  F. 

No.  32,9r.6. — Benjaivhn  S.  Benson,  of  Baltimore,  Md. — Improvement  in  Pipe-Moulding 
Machine. — Patent  dated  July  30,  1801. — This  invention  consists  in  the  construction  of  a 
pipe-moulding  machine,  in  which  the  flask  is  packed  us  it  is  moving  downwards,  and  in 
wuich  the  moulding  sand  is  moistened  at  the  moment  of  its  being  packed  by  water  intro- 
duced through  the  packer-shaft. 
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Claim. — The  introduction  of  water,  or  other  suitable  fluid,  through  a  tube  or  packer-shaft 
to  moisten  the  sand  in  the  flank  at  the  moment  it  is  being  packed,  substantially  in  the  man* 
ner  and  lor  the  purpose  described. 

No.  32,957. — ^A.  Bigelow,  of  Hamilton,  Canada  West. — Imvrovement  in  Rock  Drills, — 
Patent  dated  July  30,  1881. — This  invention  consists  in  having  tlie  cams  which  are  employed 
in  lifting  the  drill  so  arranged  as  to  be  adjustable  and  capable  of  being  placed  in  an  inclined 
position,  so  as  to  give  the  drill  a  rotary  as  well  as  a  vertical  motion.  The  cams  are  placed 
within  an  adjustable  circular  frame,  through  which  the  drill  rod  passes,  and  so  arranged  as 
to  admit  of  the  drill  working  in  a  vertical  or  in  inclined  positions,  as  circumstances  may  re 
quire.  Over  a  shrive  in  the  head  of  the  drill  rod  is  placed  a  cord,  to  which  a  weight  is  at- 
tached for  the  purpose  of  forcing  the  drill  down  when  it  is  in  an  inclined  position,  and  its 
own  gravity  is  insutficient. 

Claim. — First,  having  one  or  both  of  the  cams  F  fitted  in  adjustable  sockets  E,  substan- 
tially as  shown,  to  admit  of  the  placing  of  one  or  both  cams  in  an  oblique  position,  for  the 
purpose  of  rotating,  as  well  as  lifting  the  drill  rod  D,  as  set  forth. 

Second,  placing  the  cams  F  within  an  adjustable  circular  frame  C,  through  which  the 
drill  rod  D  passes,  said  frame  C  being  fitted  between  guides  B  B  at  the  upper  end  of  frame 
A,  and  aiTanged  substantially  as  shown,  to  admit  of  the  ready  adjustment  of  the  drill-rod  D 
from  a  vertical  position  to  any  degree  of  inclination  desired. 

Third,  in  combination  with  the  tidjustable  circular  frame  0,  cams  F,  and  drill-rod  D,  the 
the  cord  and  weight  J  K,  applied  substantially  as  and  for  the  purpose  specified. 

No.  32,958.— J.  F.  &  W.  L.  Black,  of  Lancaster,  III.— -Improvement  in  Gang  Plows. — 
Patent  dated  July  30,  18()1. — Attached  to  the  back  part  of  the  draught-pole  is  the  lower  end 
of  a  toggle,  the  other  end  being  attached  to  the  under  side  of  the  front  part  of  the  board,  so 
arranged  that  us  the  driver  pushes  forwaVd  the  upper  end  of  a  lever,  and  at  the  same  time 
throws  his  weight  forward  on  the  foot-board,  on  arriving  at  the  end  of  a  furrow,  the  ploughs 
will  be  elevated  from  the  ground  so  that  the  machine  can  be  easily  turned. 

Claim. — The  toggle  L,  with  lever  N  attached,  draught-pole  F,  loot-board  J,  drivers  seat  I, 
plow-beams  C  C,  and  axle  A,  combined  and  aiTanged  to  operate  as  and  for  the  pmpose  set 
forth. 

No.  32,959.-0.  H.  BogardUS,  of  S^Tacuse,  N.  Y.— Improved  Grade  Z)c/i»fafor.— Patent 
dated  July  30,  IHCl. — The  nature  of  this  invention  consists  in  recording  undulations  of  ground 
by  an  instmrncnt  so  constructed  that,  in  its  passage  over  a  surface,  it  mca^-ures  and  notes  its 
entire  horizontal  and  perpendicular  movement.  To  obtain  a  record  of  the  horizontal  move- 
ment over  an  inclined  surface,  use  is  made  of  two  double  frustrated  pulleys  of  equal  diameters 
at  their  middle  points,  but  varyipg  towards  their  ends,  so  that  as  the  vehicle  passes  over  a 
level  surface,  the  baud  which  moves  the  pulleys  will  be  at  the  middle  point,  and  give  an 
equal  motion  to  each  pulley,  but  when  upon  an  inclined  siu-face  the  band  is  shifted  by  a 
weight  to  a  position  conesponding  to  the  angle  of  inclination,  and  the  motion  of  one  pulley 
will  produce  motion  in  the  other  equal  to  the  cosine  of  the  angle,  equal  to  the  horizontal 
movement  of  the  vehicle. 

Claim. — The  use  of  the  pulleys  L  and  M,  in  their  combination  with  the  driving  and  record 
ing  portions  of  the  instrument,  to  obtain  a  record  of  the  horizontal  movement,  substantially 
as  shown  and  described. 
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No.  32,960.— Henry  F.  Bond,  of  Waltham,  Moan.— Improved  Machine  /or  Sharpening 
Fence  Pickets. — Patent  dated  July  30,  18(il. — The  trough  which  supports  the  pickets  is  ad- 
justed to  their  width  and  proper  bevel  by  means  of  slotted  castings  and  bolts.  One  side  of  the 
picket  is  scarped,  when  it  is  turned  for  cutting  the  other  side,  the  chisel  being  actuated  by  a 
fever,  which  is  operated  by  the  foot,  so  that  both  hands  aic  free  for  feeding  the  machine. 

Claim. — The  application  of  the  adjustable  slotted  supports  for  the  trough  J,  by  which  pickets 
of  various  widths  can  be  cut,  and  with  various  bevels. 

No.  32,981.— Reuben  Chadwick,  of  Nantucket,  Mass. — Improved  Self-Setting  Trap. — 
Patent  dated  July  30,  1861.— This  invention  consists  of  a  revolving  wheel,  on  which  are 
constructed  a  series  of  baiting  chambers,  so  arranged  that  as  an  animal  steps  upon  a  partition 
of  one  of  the"  chambers  the  w-heel  revolves  and  drops  the  animal  into  an  apartment  be'ow. 

Claim. — Improved  trap,  having  its  entering  chamber  G,  its  series  of  baiting  chambers  F, 
and  its  receiving  chamber  O,  constructed  and  arranged  with  respect  to  each  other,  and  so  as 
to  operate  together  as  described. 

No.  32,962. — John  D.  Cochran,  of  Milford,  N.  H. — Improvement  in  Straw  and  Hay 
Cutters. — Patent  dated  July  30,  1861. — On  the  lower  part  of  the  cutter  frame  is  a  projection 
which  strikes  against  a  movable  block-piece,  and  operates  a  pawl  and  ratchet,  wWl-h  com- 
municates motion  to  the  endless  apron  when  the  cutter  is  actuated.  With  the  cross  head-piece 
of  the  cutter  fmme,  is  connected  a  movable  frame,  to  which  an  additional  knife  is  attached 
when  it  is  desirable  to  use  two  knives,  as  in  cutting  and  sUcing  vegetables. 
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Claim, — First,  the  combination  and  airangement  of  projection  e,  movable  block  /,  pawl^, 
and  ratchet  wheel  /»,  operatinpf  in  relation  to  each  other  for  the  purposes  stated. 

Second,  the  combination  with  the  cross-head  piece  of  the  cutter  frame  of  the  removable 
frame  H,  with  its  knite  G,  and  pim^,  constructed  and  operating  as  and  for  the  purposes  stated. 

No.  32,963.— Truman  Crossett,  of  North  San  Joan,  CfkL— -Improvement  in  Machines  for 
Drilling  Rocks. — Patent  dated  July  30, 1861. — This  invention  consi.sts  in  placing  an  adjustable 
hammer-shaft  within  a  swinging  or  adjustable  frame,  and  giving  the  drill,  which  is  ali^o  Htted 
in  said  adjustable  frame,  a  rotating  movement  from  the  hammer-shaft.  The  hammer-fihaft  is 
pivoted  to  the  bar  by  which  it  is  operated,  and  is  secured  at  any  suitable  anp^lc  with  the  said 
bar  by  means  of  a  pin  passing  the  bar  and  through  twi)  semicircular  bare,  wnich  are  attached 
at  their  ends  to  the  ends  of  the  cross-bar. 

Claim, — ^The  swinging  or  adjustable  frame  C,  suspended  between  the  uprights  B  B,  and 
having  the  hammer-shait  F  and  bar  D  fitted  in  it,  and  arranged  with  the  clamp  li  and  drill 
K,  to  operate  as  and  for  the  purpose  set  forth. 

Further,  the  connecting  of  the  hammer-shaft  F  to  the  bar  D,  by  a  pivot  or  pin  e',  and 
securing  the  shaft  F,  at  any  suitable  angle  with  the  bar  D,  by  means  of  the  pin  g  and  semi- 
circular bars  £  £,  as  and  for  the  purpose  specified. 

No.  32,964. — Thomas  Dare,  of  Osceola,  Iowa. — Improved  Culinary  Boiler. — Patent 
dated  July  :>0.  1861. — This  invention  consists  in  placing  one  vessel  within  another,  which 
latter  is  designed  to  contain  heated  water,  the  inner  vessel  being  much  smaller  than  the  outer 
one,  and  secured  within  it  by  springs,  so  arranged  as  to  admit  of  its  ready  removal. 

Claim.— The  inner  vessel  C,  fitted  withm  the  vessel  or  boiler  A  when  the  former  is  pro- 
vided with  springs  E  E,  arranged  substantially  as  shown,  to  serve  as  an  efficient  fastening  in 
eecuring  C  within  A,  and  to  admit  of  being  readily  manipulated  to  enable  C  to  be  withdrawn 
from  A  when  desired. 

No.  32,965.— George  Ernest  Camille  DtLAiRE,  of  Paris,  France.^Fmprorement  in 
Aniline  Colors. — Patent  dated  Julv  30,  1861. — This  invention  consists  in  mixing  with  the 
aniline  i-ed  of  commerce,  and  prepared  according  to  the  proccst<  patented  by  Joseph  l^enard, 
pure  aniline,  to  obtain  at  will  a  blue  and  violet  coloring  matter.  For  a  description  of  the 
method,  relerence  must  be  had  to  the  specification. 

C/a«w.~The  method  described  of  converting  the  red  of  aniline  into  the  blue  and  violet  of 
aniline,  by  trea.ing  the  former  with  pure  aniline,  in  the  manner  bubstautiully  as  set  furth. 

No.  32,966. — John  Dement,  of  Dixon,  111. — Improvement  in  Constructing  and  Attaching 
Shields  to  Ploughs.— VoXem  dated  JuJy  30,  1861. — The  shield  consists  of  a  cuived  piece  of 
metal  rounded  oif  at  the  rear  and  front  edges.  It  is  Fccured  at  its  front  end  to  the  lonvaid  por- 
tion of  the  plough-beam  by  means  of  a  curved  bar,  to  which  it  is  hinged;  the  lear  of  the 
shield  Is  connected  to  the  shank  of  the  plough  blade  by  means  of  a  rod,  which  allows  the 
rear  of  the  shield  to  rise  and  fall  in  passing  over  uneven  groimd. 

Claim. — The  arrangement  of  the  hhield  A,  the  bar  B,  wedge  c,  and  hinge  K,  with  the  attach- 
ment E  and  shank  to  which  the  plough-blade  is  attached,  in  the  manner  and  for  the  purpose 
specified. 

No.  32,967. — Eluot  Savage,  of  West  Meriden,  Conn.,  assignor  to  Jui.ius  Pratt  <Sr  Co  . 
of  the  same  place. — Improved  Mnchinr  for  Gauging  and  Toothing  Ivory  for  Pm no- Forte 
Keys. — Patent,  dated  July  30,  186.. — This  machine  consists  of  a  set  of  revolving  toothed 
planes  oi  iions,  placed  upon  a  framt-  in  such  a  manner  that  the  ivory  blanks  which  are  ted  along 
upon  a  slide  or  table  will  receiv*-  their  action  and  undergo  the  operation  of  toothing  and  reduc- 
tion to  a  gaugc^  thickness  at  the  same  time. 

Claim. — The  toothing  and  gauging  the  ivory  blanks  by  means  of  tk  series  of  revolving 
toothed  irons  placed  in  a  revolving  .stock,  so  that  the  tooth-points  of  each  will  bo  in  the  same 
planes,  and,  in  combination  therewith,  of  a  carrier,  operating  in  such  manner  as  to  feed  the 
ivory  blanks  to  the  planes  automatically,  substantially  in  the  manner  and  for  the  puipose  set 
forth. 

No.  32,968,— Isaac  S.  Schuyler,  of  New  York,  N.  Y.,  assignor  to  J«  hn  J.  Eckel,  of  the 
same  place. — Improvement  in  Cotton  Pickers. — Patent  dated  July  30,  1861. — This  invention 
consists  of  two  elastic  endless  belts  placed  within  a  suitable  case,  and  so  arranged  that,  as 
the  front  end  of  the  case  is  placed  over  a  boll  of  cotton,  the  latter  will  be  taken  up  between  the 
endless  belts  and  carried  to  the  rear  of  the  case. 

Claim. — The  combination  of  the  two  endless  belts  B  C,  placed  within  a  suitable  case  A, 
and  arranged  for  joint  operation,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,969. — Wellington  Case,  of  Waterloo,  Iowa. — Improved  Strainer  for  Coffee  and 
Tea  Pots, — Patent  dated  July  30,  1861. — ^This  invention  consists  of  a  wire-gauze  cylinder, 
provided  with  a  door  for  the  admission  of  tea  or  coffee,  and  revolving  on  journals  supported 
Dy  standards.    On  the  sides  of  the  standards  or  supporters  are  springs,  for  retaining  the  a|^>a- 
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ratus  in  place  in  the  vessel.    The  cylinder  is  made  to  revolve  by  the  action  of  the  water  as  it 
boils. 

Claim. — The  revolving  cylinder  tea  and  coffee  boiler,  supported  by  two  upright  supporters 
with  springs  on  each  side,  as  seen  in  diawiug. 

No.  3-2,970.— Sophia  Carpenter,  of  Flushing,  N.  Y.,  administratrix  of  William  Car- 
PKNTKR,  deceased,  late  of  Metamora,  111. — Improved  Automatic  Fun  and  Fly-brush. — Patent 
dated  July  '.V*,  IHoJ. — This  invemicn  consibts  of  a  rock-shalt,  to  which  the  fan  is  attached, 
in  combmatiou  with  an  eccentric  wrist  on  a  rotating  wheel,  in  such  a  manner  that,  by  the 
action  of  the  wheel  on  the  rock-shalt,  an  oscillating  motion  is  imparted  to  the  fan.  Attached 
to  ttu  arm  cxtcndiug  irom  the  rotar}'  wheel  is  a  revolving  fan,  constnictcd  with  two  winra 
placed  obliqno'v  in  such  a  manner  that,  by  the  motion  of  the  wheel  and  by  the  action  of  lEe 
air,  an  indenenaent  rotary  motion  is  impaited  to  the  fan,  giving  it  a  fluttering  motion. 

Claim. — Fii-st,  the  arrangement  of  the  rock-shaft  1$,  in  combination  with  the  fan  A,  con- 
necting rod  c,  and  revolving  wheel  F,  constructed  and  operating  in  the  manner  and  for  the 
purpose  shown  and  described. 

Second,  the  arrangement  of  the  adjustable  link  g  and  extension  rod  «,  in  combination  with 
the  revolving  fan  j,  constructed  and  operating  subatantially  as  and  for  the  purpose  set  forth. 

No.  32,971.— -Augustus  Adams,  of  Sandwich,  l\].—fmprorement  in  Com-ShelUrs. — 
Patent  dated  August  6,  18C1. — The  apron-tecders  are  provided  with  cleats,  and  are  hcpai-ated 
by  partitions,  the  upper  edges  of  which  are  bevelled  from  about  midway  the  length  of  the 
aprons  to  their  upper  ends.  In  the  throat  of  the  Jeed-spout  is  placed  an  auxiliary  shaft  pro- 
vided with  spur-wneels,  lor  the  purpose  of  preventing  the  spouts  from  choking.  Under  the 
she'ler-wheels  is  placed  a  cob-rake  or  carrier  composed  entiiely  of  wire,  forming  an  endless 
belt  ibr  carrying  off  the  grains  of  com  with  the  cobs  from  the  machine. 

C/«*m.— First,-  the  apron-feeders  B  B,  constructed  substantially  as  described,  with  the 
bevelled  partitions  C  C,  for  the  purpose  of  delivering  the  ears  of  com  longitudinally  to  the 

SpOULS. 

Second,  the  auxiliary  shaft  E,  placed  in  the  throat  of  the  feed-spouts,  in  the  manner  de- 
Bcnbed  and  for  the  pui-pose  specified. 

Third,  the  construction  of  the  wire  cob-rake  or  carrier  H,  as  described,  that  it  may  have 
no  flat  surfaces  upon  which  the  com  may  be  lodged. 

No.  32,972. — Louis  H.  Brown,  of  Boston,  Mass. — Improvement  in  Keys  for  Pitino' 
Fortes.— Faient  dated  August  6,  1861. — This  invention  relates  to  a  method  of  straighteninff 
yorcelain  used  in  the  manufacture  of  piano-forte  keys  made  of  porcelain  and  wood,  insteaa 
or*  ivory  and  wood  or  other  material.  The  porcelain  is  first  moulded  in  steel  moulds  undeca 
heavy  pressure,  the  finger  side  being  made  slightly  cui-ved.  As  the  keys  warp  or  become 
uneven  they. are  straightened'  by  introducing  ihem  into  a  muffle  and  inserting  them  in  a 
reverberating  furnace,  when  they  become  sufliciently  ductile  to  yield  to  a  piessure  applied  by 
weights  to  bring  the  tops  to  a  level,  levers  and  cams  being  applied  to  straighten  the  sides  and 
square  the  back  ends. 

Claim. — ^I'he  manner  or  process  of  straightening  the  porcelain,  as  set  forth. 

No.  32,97.3.— Norman  H.  Bruce,  of  Shiriey,  U&ss.— Improvement  in  Fruit- Gat herers.-- 
Palenr  dated  August  6,  1801. — This  invention  consists  of  a  series  of  wire  prongs,  formed  by 
bendmg  a  wire  into  V-shaped  projections  attached  to  a  sheet  metal  cylinder,  which  is 
secured  to  a  proper  handle  or  staff  and  provided  with  a  cloth  tube,  to  conduct  the  fruit  to  the 
operator,  without  bmising  it. 

Claim. — The  combination  of  the  cylinder  B,  provided  with  the  prongs  C,  staff  or  handle  A, 
and  conductor  D,  constructed  and  arranged  as  and  for  the  purpose  set  forth. 

No.  38,974. — E.  H.  Camp,  of  Jackson,  Mich. — Improvement  in  Hot-air  Furnaces. — Patent 
dated  August  6.  1861. — Within  a  largo  vertical  pipe,  necurcd  totho  top  and  near  the  rear  end 
of  thi-  fuinace-shell  and  communicating  with  a  series  of  radiators,  are  pivoted  two  dampers, 
Fo  arranged  in  relation  to  each  other  and  tho  flue  as  to  admit  of  a  aiixjct  passage  for  the 
products  of  combustion  to  tho  chimney,  and  caiLso  the  same  to  pass  through  the  radiators  and 
indirectly  to  the  exit-fluo.  The  dampers  are  operated  by  means  of  a  rod,  to  which  they  are 
connected,  and  which  extends  to  tho  front  of  the  furnace. 

Claim. — The  arrangement  of  the  dampers  K  L,  rod  N,  and  vertical  pipe  D,  with  the  shell 
A  and  radiators  E  F  F'  H  J  J  G',  all  in  the  manner  shown  and  described. 

No.  32,975. — J.  W.  Ch^PPELL,  of  Loomisville,  Mich. — Improvement  in  Hand  Corn- 
Planters. — Patent  dated  August  (5,  18G!. — ^Tho  hopper  is  provided  at  one  side  with  seed, 
which,  being  admitted  to  the  inclined  seed-passage^,  are  forced  down  into  the  ground  by  rods 
attached  to  the  lower  end  of  a  bar  that  is  connected  with  the  handle,  by  which  me^ins  the 
kernels  are  planted  sepai-ately  and  depo-*iied  in  the  hill  at  a  proper  distance  apart  and  at  a 
suitable  and  uniform  depth  in  the  ground. 

(  I  aim. — The  coipbination  of  the  rods  w,  box  or  hopper  A,  provided  with  a  bottom  a*,  havinff 
inclined  seed-pa-'snges  e  and  retaining  bars  wi,  tho  slide  E,  lever  F,  and  handle  D,  all  arranged 
for  joint  operation  substantially  as  and  for  the  pmpose  set  forth. 
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No.  32,976.— Henry  S.  Chichester,  of  Brunswick,  N.  Y.--rmprored  Changeable  Double 
Plough.— Fiitent  dated  August  6,  186J  .—This  invention  consists  of  two  right  and  left  ploughs, 
connected  together  by  means  of  two  bars,  crossed  and  pivoted  together  and  fastened  to  the 
forward  and  rear  part  of  the  plough-beams  by  means  of  screw-bolts  extending  through  holes 
in  the  crossed  bars  and  slots  in  the  plough-beams,  so  that  the  ploughs  can  be  set  at  any  desired 
distance  apart,  or  disconnected  and  used  separately. 

Claim. — The  combination  and  arrangement  of  the  crossed  bars  C  and  D,  pivoted  together 
at  their  crossing  point/,  with  the  right  and  left  ploughs  A  and  B,  so  as  to  constitute  an  im- 
plement for  simultaneously  hilling  up  both  sides  of  a  row  of  com,  as  described,  the  same 
being  capable  of  alteration  into  two  separate  single  mould-board  ploughs,  or  a  double  mould- 
board  plough,  or  a  plough  for  simultaneously  turning  two  separate  furrows  outward,  or  a 
potato-digging  plough,  as  set  forth. 

No.  32,977.— James  Clark,  of  Newark,  N.  J. — Improvement  in  Retorts  for  the  Manu- 
facture of  Prussiate  of  Potassa.—Fatent  dated  August  (3,  1861.— The  body  of  the  retort  is  of 
an  oval  form,  and  at  one  end  the  journal  is  largo  enough  to  admit  of  supplying  and  with- 
drawing the  charge,  while  the  journal, at  the  other  end  is  solid.  To  the  large  journal  is  con- 
nected a  square  frame  provided  with  a  door,  upon  which  is  a  bearing  thiongh  which* and  the 
door  passes  a  rod  secured  to  a  circular  plate  which  closes  the  end  of  the  journal.  Between 
the  door  and  the  plate  is  a  spiral  spring,  by  which  means  the  accumulated  ga^es  are  allowed 
to  escape  and  the  fresh  air  prevented  tiom  entering. 

Claim. — First,  a  retort  for  making  prussiate  of  potassa  of  an  effg  or  oval  form,  as  described. 

Second,  the  frame  C,  door  D,  beaiing  «,  rod  /,  spring  A,  and  plate  g^  when  constructed, 
combined  and  arranged  in  the  manner  apd  for  the  purpose  set  forth. 

No.  32,978.— Enoch  Conger,  of  Milmore,  Ohio. ^Improved  Sawing  Machine.—Po.ieut 
dated  August  6,  1861. — The  saw  is  connected  at  its  end  by  cords  to  screw  rods  which  pass 
through  the  cross  pieces  of  the  saw-gate,  and  have  nuts  on  them,  by  screwing  up  which  the 
saw  will  bo  strained,  and  the  cords  will  form  a  flexible  connexion  between  the  ends  of  the  saw 
and  the  rods,  which  admits  of  the  saw  bcmg  readily  turned. 

Claim. — Counectmg  the  saw  R  to  its  straining-rods  g  g,  by  means  of  flexible  cords  F  F,  as 
and  for  the  purpose  set  forth. 

No.  32,979. — Charles  W.  Cooper,  of  Brooklyn,  N.  Y.^ Improvement  in  the  Manufac- 
ture of  Glue. — Patent  dated  August  6,  1861. — The  object  of  this  invention  is  to  expedite  the 
carbonizing  process  to  which  the  glue  stock  is  subjected.  When  the  skms  or  other  material 
are  taken  from  the  lime  or  other  alkali,  they  are  well  washed  and  then  piaccd  in  a  chamber 
and  separated,  so  as  to  expose  much  surface  to  the  action  of  the  gas.  Carbonic  acid  gas  is 
then  introduced  into  the  chamber,  and  the  skins,  «&c.,  are  allowed  to  remain  until  the  lime  or 
other  alkali  in  them,  is  all  converted  into  a  carbonate. 

Claim, — The  application  to  glue  stock  for  the  purpose  of  neutralizing  the  lime,  or  othw 
alkali  contained  therein,  of  artificially  prepared  carbonic  acid  gas,  i^  the  manner  set  forttu 

No.  32,980. — Samuel  D.  Cooper,  of  Hartford,  Conn. — Improved  Fire  Alarm  Apparatus. — 
Patent  dated  August  6,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — First,  the  combination  with  an  alarm  device  of  a  senes  of  knives  N  N,  or  other 
equivalent  liberating  contrivances,  so  communicating  with  the  several  apartments  or  appur- 
tenances of  the  buiidmg  or  vessel,  and  so  arranged  in  connexion  with  a  tablet  or  dial  that,  on 
the  liberation  of  the  alarm  device  by  the  operation  of  any  one  of  the  liberating  contrivances, 
produced  by  the  occurrence  of  fire  in  its  respective  apaitment,  or  part  of  the  premises,  or 
vessel,  the  said  liberating  contrivance  will  assume  such  a  position  on  the  tablet  or  dial  that  it 
may  be  seen  which  one  has  operated,  and  the  spot  where  the  fire  has  occurred  may  be  made 
known,  substantially  as  described. 

Second,  the  combination  of  the  weighted  locking  and  unlocking  lever  K,  of  the  alarm 
device,  the  cord  /,  for  keeping  the  said  lever  in  position  to  lock  the  alarm  device,  and  the 
knives  N  N,  the  whole  arranged  and  operating  substantially  as  and  for  the  purpose  specified. 

No.  32,981. — Isaac  C.  Crane,  of  Bronson,  Mich. — Improvement  in  Spading  Machines. — 
Patent  dated  August  6,  1861. — Upon  the  periphery  of  a  revolving  cylinder  is  arranged  a 
series  of  spades,  the  shanks  of  which  are  pivoted  m  openings  in.  the  cylinder.  Secuixjd  to  the 
axle,  and  extending  lengthwise  through  the  cylinder,  is  a  stationary  cam,  which,  as  the 
machine  is  moved  along,  moves  the  inner  ends  of  the  tripping  levers  or  shanks,  and  causes 
the  spades  to  descend  into  the  ground.  As  the  inner  ends  escape  from  the  cam  on  the  revolu- 
tion of  the  cylinder,  the  spado  is  made  to  return  to  its  first  position  by  the  action  of  a  spring 
secured  within  the  cylinder  to  the  spade  shanks. 

Claim, — The  combination  of  rotaiy  cylinders  A,  segmental  cam  K,  pivoted  spades  I,  and 
springs  J,  all  constructed,  arranged  and  operating  in  the  manner  and  for  the  purposes  ex- 
plained. 

No.  32,982. — PinLlP  and  Henry  E.  Crapo,  of  Bridgewater,  'i^ass.— Improvement  in 
Hoes. — Patent  dated  August  6,  1861. — ^This  invention  is  explained  by  the  claim  and  en- 
graving. 
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Claim. — A  new  article  of  manafactore  consisting  of  a  hoe  formed  with  teeth  occnpying  less 
than  one-half  ltd  widthi  bevelled  at  back,  and  tapering  gradually  downward  in  widtn  to  nar- 
row edges. 

No.  32,983.— John  A.  Bahlgren,  of  Philadelphia,  ^&.— Improvement  in  Cast-Iron 
Ordnance. — Patent  dated  August  (>,  18(31. — This  invention  consists  in  so  shaping  a  cast-iron 
gnn  as  to  dispose  all  the  metal  available  for  the  purpose,  about  the  part  where  the  greatest  if 
not  the  whole  force  of  explosion  is  exerted  when  the  gun  is  discharged,  whereby  it  is  designed, 
with  a  given  quantity  and  quality  of  iron,  to  make  cannon  which  shall  throw  heavier  pro- 
jectiles, and  a  greater  aggregate  weight  of  them,  than  the  cannon  constructed  by  the  usual 
rules. 

Claim, — A  cast-iron  gun  constructed  substantially  according  to  the  rule  described,  whereby 
the  quantities  of  metal  disjjosed  in  the  ditferent  parts  of  the  gun  are  proportionate,  or  nearly 
so,  to  the  relative  degree  oi  strain  exerted  by  the  force  of  the  cxplod^  cnargo  at  those  parts 
roppectively. 

No.  32,984.— John  A.  Dahlgren,  of  Philadelphia,  V&.—Tmprovemtnt  in  Cast-Iron 
Ordnance. — Patent  dated  August  U,  18G1. — This  invention  is  explained  by  the  claim. 

Claim. — The  method  described  of  manufacturing  cast-iron  ordnance,  by  first  casting  it  in 
the  rough  of  such  proportions  as  will  give  the  metal  the  most  tenacity  and  freedom  from  con- 
tractile strains,  and  then  reducing  the  casting  to  such  proportions  as  'will  produce  the  form  of 
gun  best  calculated  to  endure  the  shocks  of  discharge. 

Also,  the  manufacture  of  cast-iron  ordnance  substantially  as  described,  with  the  rear  portion 
thereof  of  a  substantially  spheroidal  form,  and  the  exterior  surface  smooth  and  free  from  the 
mouldings  and  other  ornamentation  with  which  guns  have  heretofore  been  made. 

No.  32,985.— John  A.  Dahlgren,  of  Philadelphia,  Pa. — Improvement  in  Cast-Iron 
Ordnance. — Patent  dated  August  G,  18(51. — This  invention  consists  in  casting  the  cannon 
without  cascabel  or  tnmnions  for  the  purpose  of  securing  uniformity  in  the  texture  and  strength 
of  metal  throughout  the  whole  mass  of  the  gun,  which  is  to  be  cast  of  a  symmetrical  form, 
without  any  angles,  and  as  nearly  as  may  be  of  equal  diameters,  or  of  a  gradual  taper,  in 
order  that  it  may  cool  simultaneously  and  regularly  throughout.  When  the  gun  has  been 
reduced  to  the  proper  proportion  the  slight  swell  at  the  base  of  the  breech  is  notched  so  as  to 
receive  the  trunnion  strap,  which  embraces  the  rear  of  the  cannon  from  the  base  of  the  breech 
to  the  locality  of  the  tnmnions,  which,  with  the  cascabel,  is  made  in  one  picc«  with  the 
trunnion  strap. 

Claim. — A  gun  having  a  body  cast  without  trunnions  or  cascabel  so  as  to  obtain  the  con- 
dition of  metal  most  favorable  to  strength,  the  trunnions  and  other  accessories  lequired  for 
opemting  the  gun  being  secured  to  its  sud'aco  by  means  of  a  trunnion  strap  and  band,  or  the 
equivalent  thereof,  substantially  as  described. 

No.  32,986.— John  A.  Dahlgren,  of  Philadelphia,  Va,.— Improvement  in  Projectiles  for 
Bifled  Ordnance. — Patent  dated  Aug^t  6,  \i^\. — This  projectile  consists  of  two  parts:  the 
body,  which  is  of  a  conoidal,  Qg^,  or  pear  shape,  and  made  of  cast  iron  or  other  hard  metal ; 
and  the  base,  made  of  lead  or  other  soft  metal,  so  that,  when  discharged  from  the  gun,  the  sofi 
metal  is  driven  fonvard  upon  the  rear  end  of  the  body  of  the  projectile,  which  has  the  effect 
of  wedging  out  the  periphery  of  the  soft  metal  bottom  into  close  contact  with  the  rifled  sur- 
face of  the  bore.  \ 

Claim. — The  elongated  projectile  described,  with  a  hard  metal  body  united  to  a  soft  metal 
bottom,  substantially  as  described. 

No.  32,987.— Eusha  Dexter,  of  Holmes's  Hole,  ^fJAS.— Improved  He/rigcrator.^Tateni 
dated  August  6,  1861. — The  bottom  of  the  chest  is  peribrated,  and  a  little  above  this  bottom 
is  a  peribrated  stand  which  supports  the  ice,  the  intermediate  space  being  filled  with  tan  or 
other  absorbent  material,  for  the  purpose  of  chilling  the  air  in  its  passage  to  the  ice  chamber. 
Across  a  space  beneath  the  cover  is  placed  one  or  more  layers  of  cloth  lor  the  puqwee  of  ab- 
sorbing the  moisture  and  vapor  arising  within  the  refrigerating  chamber.  The  space  between 
the  cloth  and  top  of  the  cover  is  ventilated  by  means  of  holes  in  the  side  of  the  case. 

Claim. — My  improved  refrigerator,  having  its  several  parts  constructed  and  arranged  in 
relation  to  each  other,  and  so  as  to  operate  together,  substantially  in  mannci*  as  sot  forth. 

No.  32,988.— Jacob  Diehl  and  Wm.  Wilson,  of  Brooklyn,  O. ^Improvement  in  Cider 
Mills. — Patent  dated  August  6,  18Gi. — This  invention  consists  in  combining  with  a  series  of 
fluted  rollers,  stationary  and  revolving  cutters,  which  ser>'o  to  cut  up  the  apples  and  force 
them  into  a  box  below,  whence  they  fall  upon  the  corrugated  rollers. 

Claim. — ^The  special  arrangement  of  the  radial  revolving  cutters  P  H,  in  connexion  witli 
the  stationarv  cutters  o,  in  combination  with  the  fluted  roHers  L  IS  T  I,  as  set  forth  and  do- 
scribed,  for  tne  purpose  specified. 

No.  32,989.— J.  E.  Draper,  of  Northville,  Mich.— /mprorci  Tool  for  Clinching  sfforse- 
shoe  iVat/«.— Patent  dated  August  6,  18(51.— This  device  consists  of  two  handles  .provided 
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respectively  with  jaws,  one  of  which  is  of  segment  form  and  corrngated,  and  the  other  is  of 
hook  or  curved  form,  so  that  the  segmental  jaw  will  extend  upward  on  the  hoof  and  press  the 

goint  of  the  nail  and  clinch  it,  while  the  curved  jaw  will  bear  against  its  head  and  prevent  it 
om  being  forced  out. 

Claim. — A  horseshoe  nail  clinching  tool  composed  of  a  serrated,  segment-shaped  jaw  D, 
and  a  hook-shaped  jaw  £,  attached  respectively  to  pivoted  jaws  A  B,  and  otherwise  made  as 
shown  and  described. 

No.  3*2,990.— John  Ellis,  of  Detroit,  Mich. — Improvement  in  Gate  LafcAe*.— Patent  dated 
August  (5, 1861. — Secured  to  a  post  is  a  case  in  which  are  projections  that  support  a  vertically 
sliding  tumbler.  To  the  lower  end  of  the  case  are  secured  lips  curving  to  either  side  which 
permit  the  gate  to  be  opened  either  way,  and  render  the  latch  self-fastening. 

Claim. — The  tumbler  c,  in  combination  with  the  latch  and  catch,  when  operating  coi^'ointly, 
substantially  as  set  forth  for  purpose  described. 

No.  32,991. — John  K.  Fisher,  of  New  York,  N.  Y. — Improvement  in  Locomotives  and 
Steam  Carriages  for  Common  Roads. — Patent  dated  Auga'^t  6,  1861. — ^This  invention  con- 
sists in  a  combination  of  parts,  by  means  of  which  a  locomotive  or  Belf»propelling  caniage  is 
enabled  to  run  bteadily  with  springs  Fufficiently  flexible  for  common  roads,  and  which  may 
be  easily  steeied.     This  invention  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  mteniiediate  nhafl  C,  and  driving  axle  D,  with  their 
cranks  E  E,  or  crank-pins  m  the  wheels,  and  the  radius  rod  A,  and  parallel  rod  B,  for  the 
purpose  of  coimecting  engines  to  the  drivmg  wheels  of  a  locomotive  or  steam  carriage. 

Second,  the  combination  of  the  projecting  springs  F,  and  vertical  shaft  G,  and  the  universal 
feint  H,  for  the  purpose  of  connecting  the  steering  axle  to  body  of  a  locomotive  or  steam 
carriage. 

Third,  the  combination  of  the  screw  I,  nut-rod  J,  screw-rod  K,  spring  F,  and  crank  or  arm 
L,  and  the  vertical  shail  Q,  as  described,  for  the  purpose  of  steenng  a  locomotive  or  steam 
carnage. 

Fourth,  the  lurch-rod  M,  and  the  lurch-spring  N,  operating  as  set  forth,  for  the  purpose  of 
limiting  and  softening  the  lateral  movements  ot  the  driving  axle. 

No.  32,992. — M.  L.  Gdrham,  of  Winnebago  Station,  El. — Improvement  in  Seeding  Mo' 
chines.— Futem  dated  August  6,  1861. — Within  the  seed-box  are  placed  transversely  four 
vertical  partitions  extending  nearly  to  the  bottom  of  the  box,  and  fonuing  enclosures  for 
wheels  tilted  on  a  longitudinal  shal^.  To  the  inner  side  of  each  partition  is  attached  an  in- 
clined trough.  The  bottom  of  the  seed-box,  except  at  points  under  the  wIieeLs,  is  fonned  of 
Inclined  ulanes  which  guide  the  seed  beneath  the-wheels.  Communicating  with  openings  in 
the  seed  box  are  V-shaped  spouts  provided  with  V-shaped  partitions  forming  inclined  pas- 
sages, below  which  is  placed  an  angular-shaped  bar  which  scatters  the  heed  bo  that  it  falls  in 
a  broadcast  manner  on  the  ground.  When  seed  is  to  be  sown  in  close  dnlls  these  spouts  are 
detached,  and  others  provided  with  vertical  ccntial  passages  are  substituted. 

Claim. — First,  m  combination  with  the  wheels  E  and  troughs  g^  arranged  as  shown,  the 
inchned  surfaces  or  planes  c,  placed  at  the  bottom  of  the  hopper  A,  and  in  such  relation  with 
the  paititions  a*  thereof  to  operate  as  and  for  the  purpose  set  forth. 

Second,  the  spouts  ii',  provided  with  the  partitions  I',  and  scattering  bars  J^  in  combina- 
tion with  the  seed  distributing  wheels  E,  partitions  a*,  and  troughs  g\  all  arranged  as  and 
for  the  purpose  set  forth. 

Third,  in  combination  with  the  seed  distributing  wheels  E,  partitions  a*,  and  troughs  g^ 
the  spouts  K,  provided  with  the  central  discharge  passage  b^,  side  passages  d*  d*,  and  ad- 
justable sides  c*,  as  and  for  the  purpose  set  forth. 

No.  32,993. — I.  A.  Heald,  of  Springfield,  Mass. — Improvement  in  Machines  for  Making 
Cigars. — Patent  dated  August  6,  jo6J. — This  invention  consists  in  airanging  an  endless  belt 
to  nin  over  two  cylinders  and  between  two  sets  of  rollers,  so  as  to  form  between  the  two  sets 
of  rolls  a  loop  for  the  reception  of  the  unrolled  filling  for  a  cig^r.  Above  the  rolls  is  placed  a 
circular  brush  for  brushing  the  end  of  the  wrapper  down  into  the  loop,  and  thereby  starting 
it  to  roll  round  the  tilling.  On  the  end  of  a  shaft,  which  is  moved  up  and  down  by  means  of 
a  lever,  is  a  rotary  cutter  for  cutting  oflf  the  end  of  the  cigar  after  the  wrapper  is  wound  upon  it 

Claim. — First,  miming  a  belt  in  the  farm  of  a  loop,  whereby  a  single  belt  encloses  and 
forms  a  bearing  for  the  wholfi  outside  surface  of  the  cigar  with  the  exception  of  a  sufficient 
space  to  admit  the  wrapper,  3ie  whole  being  constructed  and  operated  in  the  manner  and  for 
tne  purpoi^e  set  forth. 

Second,  the  use  of  a  belt  of  unequal  thickness,  for  the  purpose  of  giving  to  the  cigar  any 
required  degree  of  taper,  or  for  giving  it  any  other  desirable  form,  the  outline  of  the  cross 
section  of  the  belt  corresponding  with  the  outline  of  the  longitudinal  section  of  the  cigar. 

Third,  the  use  of  the  rotary  bru.sh  L  for  facilitating  the  insertion  of  the  wrapper,  and  to 
insure  the  winding  of  the  same  around  the  filling. 

Fourth,  the  use  of  a  series  of  rotary  cutters  with  either  smooth  or  toothed  edges  for  cutting 
and  shaping  the  ends  of  cigars  when  constructed  in  the  manner  and  tor  the  piupose  set  Ibfth. 


Digiti 


zed  by  Google 


452  ANNUAL  REPORT  OF  THE 

No.  32,994.— Warren  Hill,  of  East  Smithfield,  FEk.—Improvement  in  Washboards, — 
Patent  dated  August  t),  1861, — Ihis  invention  con.sibts  of  a  metallic  plute  provided  with  semi- 
sphencal  projections  or  knuckles,  and  secured  hy  Jugs  and  pins  in  a  wooden  fianie. 

Claim. — A  washboard  constructed  of  a  rigid  metallic  plate  A,  joujiialed  on  its  face  wiCh 
hemLspherical  knuckles  or  piojeclions  o,  and  at  its  edges  with  lugs  b,  the  said  plate  consti- 
tutins^  both  the  iace  and  back  of  the  boaid,  and  serving  also  to  hold  the  sides  of  the  Ihune 
together,  all  as  shown  and  explained  and  for  the  puipobc  set  forth. 

No.  3^2,995. — James  Hoover,  of  Lewisburg,  O. — Improved  Automatic  Boiler  Feeder. — 
Patent  dated  August  G,  JbbJ. — Connected  by  a  pipe  to  the  top  of  the  feeding  vessel  is  a  close 
chamber,  wiihm  which  is  titled  in  bearings  an  oacillatmg  hollow  rocker.  Su.spended  from 
the  rocker  is  a  light  rod  which  passes  down  into  the  feeding  chamber,  and  upon  which  is 
fitted  to  slide  fieely  a  float  between  two  shoulders  on  the  rod,  the  float  resting  upon  the  water. 
Ihe  hollow  locker  contams  a  ball  which  rolla  fiom  one  end  to  the  other,  and  by  its  weight 
carries  down  one  end  ot  the  rocker,  the  other  end  laisiug  a  lever  which  moves  the  valves  to  a 
position  in  which  one  is  closed  and  the  other  opened,  when  steam  enters  the  ieeding  vessel 
and  the  check-valve  is  opened.  Ihe  water  flowing  into  the  boiler,  cmises  the  float  to  descend 
and  biing  down  the  opposite  end  of  the  rocker,  when  the  steam  is  shut  ofl^  fiom  the  Ieeding 
vessel  and  opened  to  the  atmosphere,  and  the  feeding  vessel  fills  again  to  repeat  the  operation. 

Claim. — The  enip.oyment  in  connexion  with  a  boiler,  jcservoir,  and  Ieeding  ve.^sel,  con- 
structed substantially  as  shown,  of  the  oscillating  hollow  rocker  L,  and  8eh'-adju>tiug  weight 
O,  in  combination  with  the  float  N,  lever  K,  and  vaives  3,  4,  all  in  the  manner  and  for  the 
purpose  shown  and  described.  . 

No.  32,996.— A.  HouPT  and  J.  K.  GRlFFirn,  of  Reading,  Vek,— -Improved  Measuring 
Faucet. — Patent  dated  August  6,  18G1. — This  invention  consists  in  the  application  of  a 
circular  cut-oft"  valve  which  is  recessed  in  the  bottom  of  the  piston,  and  is  opeiaied  by  means 
of  a  rod  passing  down  through  the  centre  of  the  piston.  This  valve  has  a  semicircular  open- 
ing, correspondiDg  with  a  similar  opening  in  the  piston,  through  which,  when  the  latter  is 
raised,  molasses  from  the  barrel  to  which  tne  device  is  attached  is  made  to  flow.  The  piston 
being  then  lowered,  the  molasses  is  forced  out  through  an  aperture  in  the  bottom  and  the  flow- 
cut  off  by  the  valve. 

Claim, — The  application  of  the  circular  cut-off  valve  V,  recessed  in  the  bottom  of  the 
piston  for  the  purpose  described. 

No.  32,997.— Thomas  Hutchinson,  of  Green  Point,  N.  Y,— Improvement  in  Excavators. — 
Patent  dated  August  0,  I8til. — ^This  machine  consists  of  a  frame  mounted  upon  two  dnving 
•wheels  and  two  steering  wheels ;  fastened  to  this  frame  is  a  cross-piece  which  carries  the 
fonvard  excavator,  made  in  the  form  of  a  double  mould-plough,  which  makes  a  continuous 
furrow.  In  the  rear  of  this  excavator  is  another  excavator,  made  of  two  ,or  moio  scoop- 
shaped  inipleuients  fastened  upon  the  same  hub,  and  made  wide  at  the  hub  and  tapenng 
towards  the  end.  By  means  of  gear  wheels  and  a  connecting  rod  motion  is  communicatea 
from  the  driving  wheels  to  the  after  excavator  in  such  a  manner  as  to  form  holes  of  any  de- 
sired length,  bieadth,  depth,  and  distance  apart.  By  means  of  a  tooth-rack  and  worm-gear 
the  fonvard  excavator  may  be  raised  free  from  the  ground  when  necessary. 

Claim. — The  combination  of  the  plough  K  with  the  scoop  V,  and  the  mechanism  as 
described,  by  which  the  plough  K  is  elevated  or  lowered. 

Alifo,  the  scoop  V,  in  combination  with  the  plough  K,  and  the  mechanism  as  described,  by 
which  the  movements  of  the  scoop  are  regulated  and  controlled. 

No.  32,998. — Cornelius  Jacobs,  of  Columbus,  Ohio. — Improvement  in  Pans  for  EvapO" 
rating  and  Clarifying  Saccharine  Juices. — Patent  darted  August  6,  1861. — This  invention 
consists  in  having  the  partitions  or  division  strips  of  the  pan  rest  directly  upon  the  bottom  of 
the  pan,  so  that  the  juice,  in  pressing  under  them,  is  distributed  in  a  regular  sheet  over  the 
whole  bottom  of  the  pan,  and  the  passage  of  impurities  along  with  the  juice  is  prevented. 
The  lower  edges  of  the  partitions  are  tapeicd  or  rounded  off,  so  that  a  small  amount  oi'  surface 
shall  come  in  contact  with  the  bottom  ot  the  pan,  and  the  scorching  of  the  juices  will  thus  be 
prevented.  The  clarified  juices  escape  into  a  vessel  through  a  bent  tube  at  the  end  of  the 
pan,  by  raising  or  lowering  the  encf  of  which  the  depth  of  the  juice  in  the  pan  may  be 
regulated. 

c*/rtim.— First,  the  specified  arrangement  of  the  division  strips  a  fl,  for  the  purpose  set  forth. 

SecondfJ  the  specitiea  construction  of  the  lower  edge  of  the  strips  a  a,  for  the  purpose  set 
forth. 

Third,  the  specified  combination  and  arrangement  of  the  adjustable  bent  pipe  /  and  shallow 
evaporating  pan  with  division  strips  a  o,  which  are  tapered  at  their  lower  edge,  all  in  the 
manner  and  for  the  purpose  described. 

No.  32,999. — Louis  F.  A.  Legouge,  of  Grass  Valley,  Cal. — Improvement  in  Quartz 
Crusher. — Patent  dated  August  6,  1861. — This  invention  consists  in  the  arrangement  of  a 
reciprocating  cradle,  in  combination  with  a  series  of  stampers,  in  such  a  manner  that  by  the 
motion  of  Uie  cradle  the  stampers  are  caused  to  act  upon  the  quartz  to  be  crushed.  *  The 
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stampers  ore  so  arranged,  in  connexion  with  pins  and  cross-bars  in  the  cradle,  that  they  are 
allowed  to  rise,  but  are  prevented  from  coming  down  beyond  a  certain  point. 

Claim. — First,  the  arrangement  of  a  reciprocating  cradle  A,  in  combination  with  a  series 
of  stampers  B,  constructed  and  operated  substantially  in  the  manner  and  lor  the  purpose 
described. 

Second,  the  arrangement  of  the  pins  or  stops  c,  and  cross-bar  ft,  in  combination  with  the 
stampers  B,  and  cradle  A,  as  and  for  the  purpose  set  forth. 

No.  33,000.— Benjamin  Levalley,  of  Hartford,  and  8.  B.  Levalley,  of  Manchester, 
Conn. — Improvement  in  Temples. — Patent  dated  August  G,  1861. — This  invention  consists 
of  a  pair  ot  jaws,  one  or  both  being  grooved  or  serrated  in  the  direction,  or  nearly  so,  in  which 
the  cloth  is  woven,  and  drawn  through  between  the  jaws  of  the*  temple,  which  are  so  adjusted 
upon  the  edge  of  the  cloth  that  the  cloth  will  slip  freely  through  the  jaws  of  the  temple  in  the 
direction  in  which  it  is  woven,  while  the  jaws  hold  it  so  firm  widthwibo  as  to  sei-ve  the  purpose 
designed  in  weaving. 

claim. — A  pair  of  stationary  jaws,  one  or  both  being  grooved  or  serrated,  substantiaUy  as 
described  for  the  purpose  specified. 

No.  33,001.— Thales  Ltndsley,  of  Moline,  JW.'—lmproved  Oar.— Patent  dated  August 
6,  18t)l. — ^The  nature  of  this  invention  consists  in  dividing  the  loom  into  two  levers  with 
independent  fulcra,  and  so  connecting  and  adjusting  them  as  to  secure  the  following  results : 
1.  Alovcment  of  the  levers  in  the  same  plane,  but  in  opposite  directions,  by  means  of  which 
the  oarsman  can  sit  with  his  face  to  the  point  of  destination ;  2.  The  feathering  of  the  oar  at 
every  stroke ;  3.  Shipping  and  unshipping  the  oar  by  a  single  motion  in  a  right  line ;  4. 
Enabling  the  levers  to  assume  a  parallelism  with  respect  to  each  other — in  other  words,  to 
fold  up,  in  or  out  of  the  boat  and  along  the  gunwale. 

Claim. — First,  the  hinge  represented  in  Figs.  1  and  2,  when  constructed  and  operating 
substantially  as  described. 

Second,  the  frame/// supporting  the  carriage  way  g  g  g,  and  preserving  the  two  divisions 
of  the  loom  in  the  same  plane,  as  specified. 

Third,  the  loom  as  divided  into  two  general  levers,  with  independent  fulcra,  and  as  acting 
upon  each  other  through  the  instnimentality  of  the  segments  attached,  as  and  for  the  purpose 
set  forth. 

Fourth,  the  third  class  of  feathering  apparatus,  as  described  and  represented. 

Fifth,  dividing  the  carriage  way  into  two  parts,  which  are  united  by  intorlapping  or  scarfing, 
for  the  purpose  set  forth. 

Sixth,  the  hinge,  the  frame,  and  the  divided  loom,  in  combination  with  the  third  class  of 
feathering  apparatus  and  its  divided  carriage  way,  all  as  and  for  the  purposes  specified. 

No.  33,002.— W.  D.  Ludlow,  of  New  York,  N.  Y.— Improved  Device  for  Stopping  Jars, 
8fc. — Paten*  dated  August  6,  1H61. — Extending  across  the  centre  of  the  lever  is  a  bar,  to  which 
are  attached  two  curved  inclined  arms,  which  catch  under  lugs  on  the  sides  of  the  neck  of  the 
jar,  so  that  in  turning  the  bar  it  is  forced  down  tightly  upon  the  cover.  The  cross-bar  is 
provided  at  its  centre  with  an  elastic  bearer  to  admit  ot  the  adjustment  of  the  cover  to  the 
top  of  the  jaw. 

Claim. — A  can  top  that  is  composed  of  a  central  cross-bar,  an  elastic  bearer,  and  curved 
inclined  arms  A,  the  whole  combined  as  shown  and  described. 

No.  33,003.— M.  W.  Mason,  of  Elbridge,  N.  Y.— Improvement  in  Oz  Fo/vca.— Patent  dated 
August  G,  \:ti^^. — ^The  yoke  is  encompassed  at  its  centre  by  a  metal  strap  foimtd  of  two  parts 
connected  by  honzontai  keys,  which  pass  through  loops  on  the  two  puits.  At  the  inner  side 
of  the  lower  part  of  the  strap  is  a  Jedge,  which  tits  into  a  transverse  groove  on  the  under  side 
of  the  yoke,  and  by  means  of  a  wooden  key  in  the  groove  at  either  side  of  the  ledge  the  posi- 
tion of  the  strap  on  the  yoke  may  bo  varied,  and  either  animal  favored  with  the  draught,  as 
may  be  desired. 

Claim. — The  strap  C,  when  formed  of  two  parts  c  </,  connected  together  substantially  as 
shown,  and  the  lower  part  rf  provided  with  a  ledge  i,  which  is  fitted  in  a  groove^,  in  the  under 
side  of  the  yoke,  and  secured  thereon  by  a  key  or  keys  ^,  sabstantially  as  and  lor  the  purpose 
specified. 

No.  33,004.— Bentley  Masslich,  of  Union  City,  Ind  -—Improved  Apparatus  for  Paper- 
ing IMh. — Patent  dated  August  6,  ]S6L — This  invention  consists  in  tue  use  of  a  poitable 
box  which  holds  the  paste  and  is  provided  with  a  roller,  between  which  and  a  roller  placed 
above,  the  paper  is  made  to  pass  as  it  is  unrolled  from  a  rod  at  the  rear  of  the  box,  by  which 
means  the  under  side  of  the  paper  is  provided  with  a  coaling  of  paste.  In  connexion  with 
the  above  is  used  a  smoother,  consisting  of  two  strips  secui-ed  together  in  V  lorm  and  con- 
nected by  a  cross  piece  to  which  the  handle  is  connected. 

Claim. — The  paste  box  A,  provided  with  the  rollers  C  D,  and  paper  roll  F,  when  arranged 
substantially  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  paste  box  A,  rollers  C  D,  and  paper  roll  F,  the  smoother  H, 
constructed  substantially  as  and  for  the  purpose  specified. 
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No  33,005.— Ferdinand  F.  Mayer,  of  New  York,  N.  Y, -^Improvement  in  Bleaching 
Fatty  Substances. — Patent  dated  August  6,  18t>l. — Thi»  invention  consists  in  the  employment 
of  brown  oxyd  of  lead,  either  pure  or  in  composition  with  other  substances,  for  the  purpose 
of  bleacliing  and  reliniug  fatty  substances,  such  as  linseed  oil,  animal  or  vegetable  wax,  tal- 
low, &  c. 

Claim, — The  employment  of  brown  oxyd  of  lead,  either  pure  or  in  combination  with  other 
substances,  substantially  in  the  manner  specified  for  the  puiposes  set  forth. 

No.  33,006.— William  H.  Perry,  of  St.  Louis,  Mo.'-Tmprovement  in  the  Manufacture 
of  Iron. — Patent  dated  August  6,  1861. — ^Tho  machine  used  in  this  invention  coiLsists  of  six 
rollers  secured  to  a  frame.  Fourof  these  rollers  are  corrugated,  and  two  are  plain.  The  iron, 
just  as  it  is  drawn  &om  the  blast  furnace,  is  passed  through  this  machine,  which  reduces  it  to 
a  crumbled  mass. 

itaim. — Preparing  the  iron  for  the  puddling  furnace,  by  passing  it  through  the  machine 
described,  soon  after  it  has  come  from  the  blast  furnace,  before  it  nas  had  time  to  cool,  and 
while  it  is  red  hot,  so  as  to  reduce  it  to  a  crumbled  mass. 

No,  33,007.— Joseph  Rider,  of  Newark,  O. — Improvement  in  Water  Elevators. — Patent 
dated  August  6,  1861.— In  the  upper  part  of  the  curb  is  placed  a  transverse  partition,  hinged 
at  one  side  in  such  a  manner  that,  as  the  elevated  bucket  comes  in  contact  with  it,  the  bucKet 
is  caused  to  swing  outwardly,  so  that  a  spout  with  which  it  is  provided  is  made  to  pass  through 
an  opening  in  the  curb,  provided  for  the  purpose,  below  a  hinged  door.  At  the  same  time  a 
cui-ved  valve-rod,  atta;:hed  to  the  valve  in  the  bucket,  catches  in  a  notch  in  the  under  side  oi 
the  door,  and  causes  the  contents  of  the  bucket  to  be  discharged. 

Claim.—  The  use  of  the  hinged  partition  p,  in  counexion  with  the  buckets  m  m,  the  notched 
swinging  doors  /  /,  the  cur\'ed  valve-rods  r  r,  and  the  valves  s  5,  substamtially  in  the  manner 
and  lor  the  purpose  set  forth. 

No.  3.3,008. — AlbertRussell,  of  Ncwburyport,  Mass. — Improvement  in  Pumps. — ^Patent 
dated  Aug^i  6,  ld6l.~Thi8  invention  consists  in  applying  to  tne  main  induction  pipe  a  short 
auxihary  induction  p-.pe  projecting  downward  from  the  lower  valve  opening  into  an  air 
chamber  formed  around  the  said  auxiliary  pipe,  and  between  the  lower  valve  and  the  upper 
end  of  the  main  induction  pipe,  for  the  purpose  of  avoiding  the  jerking  action  of  the  piston 
at  the  commencement  of  the  up  stroke. 

Claim. — My  improved  pump,  as  constructed  with  the  auxiliary  induction  pipe  F  and  the 
air  chamber  or  vessel  G  aiTanged,  relatively  to  each  other,  to  the  lower  box  or  valve,  and  to 
the  main  induction  pipe  E,  as  specified. 

No.  33,009  —James  L  Shafer,  of  Burlington,  Towa,  assignor  to  B.  L  Robeson,  of  the 
same  yX&cQ.— Improrement  in  Grain  IVinnowtrs. — Patent  dated  August  6,  1861. — The  object 
of  this  invention  is  to  separate  oats,  b'.ack  weed,  &c.,  from  the  wheat,  and  it  consists  in 
placing  under  the  perforated  zinc  screens,  reversely  inclined  boards,  which  cause  the  wind  to 
be  dedected  upwards  through  the  holes  in  the  screen.  A  short,  rapid  motion  is  given  to  the 
screens  by  means  of  connecting  rods  attached  to  wheels  provided  with  eccentric  holes,  and 
placed  on  the  end  of  the  fan-shaft. 

Claim. — First,  the  screens  a  and  return  boards  6,  in  combination  with  the  direct  fan-blast 
through  the  screens,  when  arranged  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  the  short  uniform  shake  with  the  mode  of  applying  the  currents 
of  air  to  the  gram,  substantially  as  described. 

No.  33,010. — S.  M.  Sherman,  of  Fort  Dodge,  Iowa. — Improvement  in  the  Construction 
of  Brooms. — Patent  dated  August  6,  1861. — This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — A  broom  provided  with  an  upper  riveted  band  B,  having  socket  protuberances  b 
to  receive  and  hold  the  handle,  and  a  lower  riveted  band  C,  attached  both  to  the  body  of  the 
broom  and  to  the  handle,  all  as  shown  and  described. 

No.  33,011.— John  Sweeney,  of  Chicago,  JW.^hnprorement  in  Blow-Cocks  for  Loco- 
motives.— Patent  dated  Aug[ust  6,  1861. — Into  the  plate  of  the  boiler,  at  a  point  convenient 
to  the  hand  of  the  engineer,  is  screwed  a  barrel  provided  with  a  valve.  To  tnis  barrel  is  con- 
nected a  pipe  which  ieads  over  the  top  of  the  boiler  to  the  chimney,  by  means  of  which  steam 
is  conducted  to  the  chimney  to  increase  the  draught. 

Claim. — The  aiTangement  of  a  blow-cock  or  valve,  as  described,  upon  the  front  or  dome  of 
a  boiler,  and  with  a  pipe  leading  to  the  chimney,  in  the  manner  and  lor  the  pui*pose  specified. 

No.  33,012.— John  Thompson,  of  Clifton,  N.  Y.^Improved  Machine  for  Boring  Wagon- 
Hubs. — Patent  dated  August  6,  1861. — For  an  understanding  of  this  invention  reference  must 
be  had  to  the  specification  and  drawings. 

Claim. — First,  the  combination  of  the  boring  arbor  C,  and  its  mortise  with  the  vibrating 
cutter-bar  B  working  in  the  arbor,  as  described. 
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Secondf  the  reTolving  disc,  with  its  centeri  opening,  and  slot  connected ;  also,  its  combina- 
tion with  the  dog  rod  and  dogs. 

No.  33,013. — Alonzo  Webster,  of  AVhite  River  Junction,  Yt— Improved  Seed- Planter,— 
Patent  dated  August  6,  18(51. — At  the  front  of  the  lower  part  of  the  hopper,  and  directly  over 
the  slide,  is  placed  a  horizontal  knife  extending  the  whole  width  of  tue  hopper.  In  the  top 
of  the  frame  is  secured  vertically  a  knife,  which  works  in  a  slot  made  in  front  and  rear  of  a 
circular  opening  in  the  slide.  As  the  machine  is  drawn  along  a  reciprocating  movement  is 
given  to  the  slide,  and  at  each  movement  a  potatoe  drops  into  the  hole,  when  it  is  cut  by  the 
two  knives,  the  pieces  dropping  through  a  tutje  into  a  furrow  made  by  a  share  attached  to  tho 
machine. 

Claim. — The  horizontal  and  stationary  knives  J  K,  applied  respectively  to  the  hopper  I 
and  frame  A,  and,  in  relation  with  the  openings /and  slots  g  of  the  slide  H,  to  operate  as  and 
for  the  purpose  set  forth. 

No.  33,014.— Edward  Weissenborn,  of  New  York,  N.  Y. -—Improved  Method  of  Making 
Irofi  Chains. — Patent  dated  August  6,  1861. — This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — The  method  of  making  chain  links,  as  described,  which  consists  of  winding  th« 
iron  into  a  circle  or  ring  of  the  form  shown  at  Fig.  2,  then  welding  it  throughout  its  entire  • 
circumference  into  one  solid  piece  before  it  is  linked  into  chain,  and  rolling  it  out  so  that  its 
section  will  be  circular,  and  so  made  smooth  and  fit  to  be  used  for  chain. 

No.  33,015.— Adam  Brightbill,  of  Bethel  Township,  Pa.,  assignor  to  Himself  and  John 
Brightiiill,  of  the  same  place. — Improvement  in  Corn-Planters. — Patent  dated  August  6, 
1861. — To  the  front  of  the  main  frame  are  hinged  the  plough  frames,  supported  at  their  rear 
ends  on  wheels.  The  front  ends  of  the  ploughs  are  connected  to  bars  on  the  plough  frames 
by  means  of  two  wooden  pins.  By  means  of  a  second  or  counter  shaft,  in  connexion  with  a 
gear-wheel  and  shifting-bar,  the  planting  apparatus  is  thrown  out  of  gear  when  desirable. 

Claim. — Fu"st,  tho  independent  plough  frame  P,  wheels  R,  ploughs  8,  bar  T,  pins  U  U, 
combined  and  aiTanged  for  the  purpose,  as  more  fully  described  and  specified. 

Second,  tho  combination  of  tne  gear-wheel  G,  shaft  H,  shifting-bar  M,  lugs  K  and  L,  for 
the  purpose  of  throwing  the  planting  apparatus  into  and  out  of  gear,  as  described  and  specified. 

Third,  the  frame  A,  when  used  in  combination  with  the  independent  plough  ft"ame  P,  as 
more  fully  described  and  specified. 

No.  33,016.— Henry  A.  Frost,  of  Worcester,  Mass.,  assignor  to  H.  S.  and  D.  H. 
Whittemore,  of  the  same  place. — Improved  Apple  Parer. — Patent  dated  August  6,  1861. — 
The  table  is  hinged  by  a  pin  to  an  arm  of  the  stand,  and  is  moved  about  over  the  gear,  ac- 
cording to  the  position  ot  the  pin  which  moves  it.  This  pin,  being  attached  to  the  gear, 
moves  round  with  it,  and,  when  it  has  passed  a  certain  point,  its  motion  is  then  backwards, 
and  carries  with  it  the  table,  with  knito  attached,  at  a  much  faster  speed,  so  that  but  little 
time  is  lost  in  getting  the  paring  knife  back  again  after  having  pared  tne  apple. 

Claim. — Fiiiit,  in  combination  the  table  E,  with  paring  knife  attached,  the  pin  N  and  gear 
G,  or  their  equivalents,  for  the  purpose  of  moving  the  paring  knife  around  the  apple  and 
causing  it  to  return,  substantiaUy  as  described. 

Second,  tho  cam,  or  its  equivalent,  upon  the  gear  G,  for  the  purpose  of  forcing  the  knife 
back  from  the  applo  on  its  retium  motion,  after  having  pared  it. 

No.  33,017.— Const ANTiN  Hingher,  of  New  Brunswick,  N.  J.,  assignor  to  the  Novelty 
Rubber  Company. — Improvement  in  Stems  for  Smoking  Pipes. — Patent  dated  August  6, 
1861. — ^This  invention  consists  in  the  use  of  a  condensing  chamber,  into  which  the  part  of  the 
stem  to  which  the  bowl  is  attached  is  inserted,  the  said  part  of  the  stem  being  elongated 
within  the  chamber,  so  that  the  condensed  oil  or  moisture  will  be  prevented  from  flowing 
back  into  the  bowl. 

CVam.-^The  stem  of  a  smoking  pipe  having  a  condensing  chamber  to  be  used  without  the 
Insertion  of  any  substance  therein,  and  so  constructed  that  the  oil  or  moisture  which  is 
therein  condensed  is  prevented  from  running  back  into  the  pipe,  substantially  in  the  manner 
and  for  the  purpose  set  foith. 

No.  33,018.— John  L.  Krauser,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  James 
HARPER,and  John  H.  Brown,  of  the  same  place. — Improved  Nail  Machine. — Patent  dated 
Atigust  6,  1861. — ^The  nature  and  object  of  this  invention  will  be  understood  from  the  claim. 

Claim, — First,  in  combination  with  a  movable  cutter,  a  horizontal  table  that  is  vibrated 
past  its  central  line  at  tho  rear  only,  and  not  at  its  front,  and  that  is  capable  of  holding  a  pile 
of  nail  plates,  from  which  the  under  one  of  the  pile  can  be  taken  and  led  up,  and  whidi  is  at 
rest  whilst  the  cutter  is  acting,  substantially  as  described. 

JSecond,  supporting  the  rear  ends  of  the  pile  of  plates  upon  an  arm  or  tongue,  for  the  pur- 
pose of  allowing  the  plate  carrier  to  move  under  tnem,  and  take  and  cany  forward  tho  lower 
plate  of  the  pile,  substantially  as  described. 
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Third,  the  nail-plate  carrier  L,  having  a  longitudinal  and  a  cross  groove  in  it,  for  the  pnr- 

Eose  of  allowing  it  and  the  arm  that  operates  it  to  move  past  and  under  the  tongue  that 
olds  up  tbo  nail  plates,  substantially  na  described. 

Fourth,  the  lip  or  le<lge  «  on  the  nail-plate  carrier,  for  the  purpose  of  preventing  the 
rear  end  of  the  nail  plate  from  tipping  under  the  action  of  the  cutter,  substantially  as 
described. 

Filtb,  in  combination  with  a  vibrating  table,  the  bridge  and  brace  for  holding  the  nail 
plate  and  table  down  against  the  rising  action  of  the  cutter,  substantially  as  described. 

Sixth,  in  combination  wiih  a  vibrating  table,  the  lateral  adjustment  thereof,  by  iiieans  of 
the  set  screws  17  at  its  front  end,  for  regidating  the  forming  of  the  heads  on  each  6ide4)f  the 
griping  jaws,  substantially  as  described. 

fcjevenih,  in  combination  with  a  vibrating  table,  the  regulating  of  the  taper  of  the  nails 
by  increasing  or  diminishing  the  throw  of  the  rear  end  of  the  said  table,  substantially  as 
described. 

Eighth,  a  slot  in  the  side  of  the  table  for  allowing  the  spring  lever  M  to  form  a  working 
connexion  with  the  plunger  or  nail-plate  carrier,  substantially  €w  described. 

Ninth,  in  combination  with  the  table,  plunger,  and  spring  lever,  the  pivoted  switch,  to 
allow  the  lever  to  pass,  but  prevent  the  nail  plates  from  entering  the  slot,  substantially  as 
described. 

Tenth,  in  combination  with  the  bed  griper  tr,  the  nipper  rod  y,  placed  in  a  groove  in  said 
bed  griper,  substantially  as  and  for  the  purpose  described. 

Eleventh,  a  yielding  and  adjustable  turning  rod,  constructed  and  operating  subst^itiallj 
as  descnbed. 

Twoifth,  the  attaching  of  the  turning  rod  to  the  griping  lever,  so  that  it  shall  receive  its 
motion  from  said  gripmg  lever  with  which  it  acts  in  concert,  substantially  as  described. 

Thirteenth,  the  employment  of  two  headers  upon  one  rocking-shaft,  substantially  as  de- 
scribed. 

Fouiieenth,  the  combination,  in  a  right  and  left  heading  nail  machine,  of  a  double  cutting 
cam  and  a  double  griping  cam  on  a  revoiving-shaft,  and  a  double  heading  tool  on  a  rocking- 
shaft,  substantially  as  described. 

No.  33,019.— E.  R.  Morrison,  of  South  Bergen,  N.  J.,  assignor  to  the  Hanlon 
BaoTiiERS,  of  Now  York,  N.  Y. — Improred  Locomotitt  Apparatus, — i'atont  da^ed  August 
6,  18ol.-  This  invention  is  more  particularly  designed  to  be  applied  to  dolls  and  other  toys, 
and  it  consists  of  a  frame  or  box  supported  upon  legs  and  Icet,  which,  by  the  action  of  a 
spring  or  other  motive  agent  within  the  suid  frame  or  box,  are  caused  to  have  an  aiiemaling 
step  by  step  movement,  resembling  that  ot  walking. 

<  /ai//i.— First,  the  combination  with  a  box  or  Irame,  containing  a  spring  or  other  motor, 
of  one  or  more  pairs  of  legs  and  loct,  which  support  the  said  box  or  fiamc  on  opposite  sides 
thereof,  and  which  are  so  actuated  by  the  mechanism  within  the  box  that  the  legs  on  opposite 
sides  have  an  alternating  step  by  step  movement,  substantially  as  described. 

Second,  the  construction  of  the  legs  of  parallel  bars  connected  by  pin  joints  with  the  feet, 
and  with  upright  slides  C  C,  either  with  oi  without  ioints^^,  substantially  as  described,  for 
the  purpose  ot  causmg  the  feet  to  be  placed  fla'  on  the  tlooi  at  every  step. 

Third,  the  eccentrics  I  1'  applied,  in  combination  with  the  legs,  to  produce  combined 
upward  and  downward  and  forward  movements,  substantially  as  described. 

Fourth,  the  extension  of  each  foot  in  a  lateral  direction  beyond  the  centre  of  gravity  of  the 
apparatus,  substantially  as  and  for  the  purpose  specitied. 

Fifth,  the  combination  of  the  knee  joints  g  g,  the  lods  r  r,  or  their  equivalents,  the  wipers 
p  p,  and  the  spimgsj^',  the  whole  operating  substantially  as  speciiied. 

No.  3.3,020.— William  Quann,  of  Philadelphia,  Pa.,  assignor  (through  mesne  assign- 
ments) to  Himself,  WiLLLVM  N.  Taylor,  and  Lathrop  &  Wetmore,  of  i'hiladelphia. 
Pa. — Improred  Process  for  the  Reduction  of  Iron  Ore, — Patent  dated  August  6,  IbOl.— -This 
invention  is  explained  by  the  claim. 

Claim. — An  improved  process  for  the  reduction  of  iron  from  the  ore,  consisting  in  the  use 
of  solutioiLs  of  wood  ashes,  pulverized  charcoal,  carbonate  of  ammonia,  a  fixed  oil  and  com- 
mon salt,  mixed  in  the  proportions  and  used  in  the  manner  substantially  as  described. 

No.  .33,021.— Welcome  Sprague,  of  Famham,  N.  Y.,  assignor  to  Himself,  D.  E.  Bar- 
KER,  and  William  Van  Duzer,  of  Angola,  N.  Y. — Improvement  in  Reaping  Machines, — 
Patent  dated  August  6,  18(iJ. — Upon  the  side  piece  of  the  main  frame  is  lulcrumed  a  lever, 
to  the  upiKjr  part  of  which  is  hinged  a  long  handle  which  carries  the  rake.  Lying  adjacent 
to  and  parallel  with  the  inner  side  of  the  main  frame,  above  and  out  of  the  way  ot  the  gear- 
ing, is  an  endless  apron,  which  carries  the  cut  grain  along  to  the  binding  table,  where  it  is 
bound  by  the  operator  and  thrown  upon  the  ground. 

Claim. — The  coinbiuaticn  and  arrangement  of  the  self-acting  rake  T,  for  moving  the  cut 
grain  from  the  platform,  a  binder^s  stand  and  table  R,,  and  an  endless  apron  1*,  for  carrying 
tlie  grain  to  the  binder,  so  that  the  grain  may  be  bound  by  hand  upon  the  machine,  sub- 
stantially as  set  forth. 
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No.  33,022.— E.  M.  Stevens,  of  Medford,  Macs.,  assizor  to  William  N.  Ely,  of  Strat- 
ford, CoDn. — Improved  Hand  Pegging  Machine, — ^Patent  dated  August  6, 1861. — ^The  nature 
of  this  invention  is  mainly  explained  by  the  claim.  The  pees  are  fed  forward  as  they  are 
driven  by  means  of  a  forked  rod  supported  in  bearings,  and  driven  backwards  by  a  cam  on 
the  plunger,  and  forward  by  a  spiral  sprint,  in  connexion  with  a  small  pawl  pivoted  in  the 
forked  r^,  a  spring  pressing  the  point  of  the  pawl  down  upon  the  pe^  wood. 

C/aiiii.---Fir8t,  makine  the  awl  and  peg-driver  in  two  pieces,  and  so  uniting  them  to  a 
plunger  &s  that,  whilst  both  rise  and  descend  together,  one  of  them  shall  have  a  lateral 
motion  independent  of  the  other,  for  the  purpose  of  feeding  the  machine  to  the  work,  sub- 
stantially as  described. 

Second,  the  device  I,  or  its  equivalent,  in  combination  with  the  plunger  and  rod  H,  for 
feeding  the  pegs  forward  as  they  are  driven. 

No.  33,023.— J.  C.  Stoddard,  of  Worcester,  Mass.,  assignor  to  Himself  and  W.  A. 
Hacker,  of  the  same  place. — Improvement  in  Horse  Rakes, — Patent  dated  August  6, 1861 . — 
Keyed  to  the  hub  of  toe  carriage-wheel  is  a  large  spur-wheel,  with  which  is  mado  to  gear  a 
small  pinion-wbcel  keyed  to  a  short  transverse  rocK-shafl,  which  has  its  end  bearings  in  a 
bracket  on  the  axle  and  in  the  short  arm  of  a  loaded  lever,  so  arranged  as  to  be  dopr^sed  by 
the  foot  of  the  operator,  by  which  means  the  rake  may  be  brought  into  a  working  position 
and  thrown  up  again  out  of  the  way  of  the  hay.  Two  of  the  teeth  on  the  pinion-wheel  are 
made  longer  than  the  others,  so  as  to  throw  the  large  spur-wheel  out  of  fear  at  every  half 
revolution,  and  the  weight  on  the  lever,  in  which  the  rock-shaft  has  its  bearmgs,  will  keep  the 
pinion  out  of  gear  until  the  short  arm  of  this  lever  is  again  depressed.  By  means  of  a  double 
cam-plate  keyed  to  the  rock-shaft  the  large  wheel  is  kept  in  gear  with  the  pinion  until  the 
former  can  make  half  a  revolution,  and  thus  throw  the  raike  up  out  of  the  way. 

Claim. — First,  combining  with  the  driving  goar  £  on  the  carriage-wheel  B,  the  pinion 
spur-wheel  F  keyed  to  a  rock-shaft  G,  having  one  of  its  end  bearings  in  the  short  arm  of 
loaded  lever  I,  and  operating  as  set  forth. 

Second,  in  combination  with  the  pinion^  F  and  the  loaded  lever  I,  having  its  bearing  in 
standard  J,  the  cam-plate  #,  and  catch  projection  /,  and  the  long  teeth  €  c  on  spur-wheel  F, 
all  arranged  and  combined  as  set  forth. 

Third,  connecting  the  rake  head  D  to  the  rock-shaft  G,  operated  as  set  forth  by  an  extension 
pitman  rod  K,  crank-arm  d,  and  arm  L,  substantially  as  set  forth. 

Fourth,  bracing  or  sustaining  a  spring  tooth  rake  by  means  of  a  back  brace,  constructed 
and  applied  to  the  rake,  substantially  as  set  forth. 

No.  33,024. — George  E.  Burt,  of  Harvard,  Mass. — Improvement  in  Endless  Chains  and 
Tread  of  Horse- Powers. — ^Patent  dated  August  6, 1861. — ^This  invention  consists  in  forming 
upon  one  end  of  the  link  of  an  endless  chain  a  stud  or  ]>r()jection  that,  while  the  wheel  is 
passing  from  the  straight  track  over  the  first  quandrant  of  the  end  track,  shall  come  in  con- 
tact with  the  wheel,  and  act  as  a  brake  to  arrest  its  motion  and  allow  it  to  reach  the  opposite 
track  in  a  state  of  rest.  The  hole  which  receives  the  joint  coupling  is  made  oblong  to- 
facilitate  the  action  of  the  brake,  and  relieve  the  coupling  pin  of  strain. 

Claim. — First,  a  stud  or  projection  attached  to  one  end  of  a  link  which  s}iall  act  as  a  brake 
on  the  wheel  of  the  adjacent  link,  substantially  as  and  for  the  purpose  specified. 

Second,  connecting  the  links  of  endless  chain  horse-powers  by  pivots  working  in  elliptical 
helos  c,  as  explained,  so  as  to  permit  vertical  but  prevent  endwise  play. 

Third,  combining  the  treads  with  recessed  links  and  safety  bars,  all  held  firmly  together  by 
end  bolts,  substantially  as  and  for  the  purpose  specified.* 

No.  33,025.— R.  Boeklen  and  W.  Staehlen,  of  Brooklyn,  N.  Y, ^Improvement  in 
Buttons,  or  Garment  Fasteners, — ^Patent  dated  August  13,  1861. — ^This  invention  consists  of 
two  discs,  to  be  placed  on  each  side  of  the  garment,  and  provided,  the  one  with  an  opening, 
and  the  other  with  a  cam,  so  formed  that  when  the  latter  is  introduced  into  the  opening  of  the 
first,  and  turned,  the  two  will  be  secured  together. 

Claim. — A  button,  or  garment  fastener,  formed  by  the  employment  or  use  of  two  discs  A 
B,  one  being  provided  with  a^  opening  a,  and  the  other  with  a  cam  b,  substantially  in  the 
manner  and  for  the  purpose  .^^  ocified. 

No.  33,026. — Isaac  V.  Brower,  of  Millstone,  N.  J. — Improvement  in  Com  Harvesters. — 
Patent  dated  August  13,  1861. — ^This  machine  is  provided  with  a  platform,  upon  which  the 
attendant  stands,  so  situated  as  to  enable  him  to  seize  the  tops  of  the  stalks  as  they  are  severed 
by  the  cutter,  and^drop  them  upon  the  gavelling  apron,  whence  they  are  deposited  upon  the 
ground. 

Claim. — The  arrangement  of  the  gavelling  or  endless  apron  K  with  its  searing,  and  the 
cutter  with  its  gearing  in  relation  to  each  other,  and  to  the  stand  or  platform  for  the  attendant, 
substantially  in  the  manner  and  for  the  purposes  specified. 

No.  33,027. — SAMtTEL  BROWN,  jr.,  of  tTorristown,  Pa. — Improvement  in  Telegraphic 
Instruments. — Patent  dated  August  13,  1861. — This  invention  consists  in  making  a  transient 
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oofimexioii  with  any  ordiBary  telegraph  line  bj  securing  the  main  lino  wire  by  means  of  two 
damps  attached  to  a  piece  of  wood«  or  any  other  non-conductor,  and,  when  the  main  line  is 
fo  secured  by  the  damps,  it  is  separated  by  means  of  a  cutter  attached  to  the  non-conductor ; 
the  circuit  will  then  pass  firom  the  main  line  to  the  clamps,  which  are  connected  with  a  tde- 
graph  magnet  by  the  rims  attached  to  the  clamps  by  a  cross-bar  of  wood,  or  any  other  non- 
conductor. 

Claim, — ^The  damps,  as  described,  for  holding  the  main  line  wires  while  it  is  separated  by 
the  cutter  to  open  the  circuit  and  prevent  it  from  coming  in  contact  with  the  ground,  and  the 
movable  cross-bar  I  for  attaching  the  connecting  wires  M  and  M  to  the  connoctme  posts  H 
and  Uf  and  the  center  screw  L  for  moving  the  cross-bar  I,  so  as  to  dose  the  drcmt  by  bring- 
ing the  conducting  facing  or  lining  of  the  cross-bar  in  connexion  with  the  jaws  A  A  of  t£o 
damps,  substantially  as  set  forth  and  described. 

No.  33,02a— George  E.  Burt,  of  Harvard,  'hiBBS.—hnproffetMnt  in  Endless  Chain 
HorU'Powtfs. — Patent  dated  Aueust  13,  1861. — ^This  invention  consists  in  combining  the 
chain  of  the  platform  with  the  baus  or  rolls  by  means  of  end  tracks  or  guides,  so  formed  thai 
when  any  lixik  of  the  chain  ceases  to  roll  on  the  baUs,  during  its  passa^pe  from  one  straight 
track  to  another,  the  balls  shall  bo  guided  around  the  outside  of  the  cbam  and  under  it  again, 
without  reversing  or  stopping  their  rotary  motion,  so  that  the  balls  will  support  the  lower  as 
well  as  the  upper  portion  of  the  chain. 

C/4itm.— Conducting  independent  rolls,  or  an  independent  chain  of  rolls,  from  the  inside  to 
the  outside,  and  from  the  outside  to  the  inside  of  the  endless  platform  of  horse-powers,  so 
that  the  said  rolls  shall  support  both  the  upper  and  lower  portions  of  the  platform,  substan- 
tially as  explained. 

No.  33,029.— Oeorge  P.  Case,  of  New  York,  N.  Y, ^Improvement  in  Sewing  Maekines,— 
Patent  dated  August  18,  1861. — This  madiine  is  designed  for  working  button  holes,  and  also 
for  working  along  the  ed^  of  the  doth,  to  form  a  rib  similar  to  that  of  a  button  hole,  for  the 
pur^xMe  or  dispensing  with  the  cord  commonly  used.  A  rdisrence  to  the  drawings  and 
specification  wOl  be  necessary  for  a  proper  understanding  of  its  construction  and  operation. 

Claim. — ^First,  the  semi-rotating  feed  «  pressing  against  the  under  side  of  the  cloth,  r  'ose  to  the 
edge  of  the  button  hole,  constnu^  and  operated  substantially  as  described  and  shown. 

Second,  the  combination  of  the  finger  or  looper/,  the  forked  finger  g,  and  the  incline  piece 
/,  constructed  and  operated  substantiAlly  as  shown  and  for  the  purpose  specified. 

No.  33,030.— M.  C.  Cronk,  6f  Auburn,  N.  Y,— -Improvement  in  CAunis.— Patent  dated 
August  13, 1861. — Secured  to  the  main  dasher  staff  is  a  circular  plate  ridged  upon  its  surface, 
and  operating,  in  connexion  with  a  similar  plate  placed  just  above  it  upon  Uie  frame  D,  to  break 
up  the  globules  of  the  milk,  which  is  introduced  between  the  plates  by  means  of  a  frmnd. 
On  the  bottom  of  the  dasher  staff  is  a  coiled  spring,  which  serves  to  keep  the  circular  plates 
pressed  together.  On  each  side  of  the  main  dasher  are  two  addiUonid  dashers,  the  wings  of 
which  are  arranged  to  pass  between  the  wings  of  the  main  dasher  as  they  revolve  in  different 
directions. 

Claim, — First,  the  employment  of  a  spiral  spring  m,  in  combination  wiih  the  main  dasher 
staff  e  and  circular  plate  e,  when  all  shall  be  op^etted  in  the  manner  and  for  the  purpose 
specified. 

Second,  the  revolving  dasher  staffs  edd^  frtume  B,  funnd  a,  drcular  plate  e,  and  spiral 
spring  m,  when  all  shalTbe  arranged  in  the  manner  and  for  the  purpose  set  forth  and  described. 

No.  33,031.— R.  P.  P.  Dagron,  of  Paris,  France.— /m;»ro0efRefi<  tii  Portable  Microscopes. — 
Patent  dated  August  13,  1861. — ^This  invention  relates  to  an  arranfi;ement  of  the  parts  of  a 
miscroscope  by  which  it  is  made  of  so  small  a  volume  as  to  be  combined  with  rings,  watch 
keys,  or  other  articles  of  jewelry. 

Claim, — ^As  a  new  article  of  manufacture,  the  iewel  microscope  substantially  as  described, 
the  same  consisting  of  a  portable  microscope  with  one  or  t^o  objects,  and  whether  combined 
or  not  with  articles  of  jewelry  or  other  objects,  and  in  which  the  object  or  objects  form  an 
integral  part  thereof. 

No.  33,032.— T.  G.  EI8WALD,  of  St.  Louis,  Hc^Improvement  in  Boots  and  Shoes,— 
Patent  dated  August  13,  1861. — ^This  invention  consists  of  a  metal  of  a  form  corresponding 
with  the  shoe  sole,  and  provided  with  nails  fitted  around  its  edge  of  sufficient  length  to  pass 
through  the  leather  sole  and  the  edges  of  the  upper  and  welt  of  the  shoe.  The  plate  is  fitted 
to  the  sole  by  placing  a  metal  last  within  the  shoe  and  applying  a  pressure,  which  causes  the 
nails  to  be  dinched  inside. 

Claim. — The  particular  arrangement  shown  and  described  of  the  clinching  nuls  a  and  the 
plate  A,  with  the  sole  e,  upper  c,  and  welt  d,  so  that  the  above  parts  will  be  firmly  united  by 
the  said  clinching  nails  without  any  other  fastening,  all  as  set  forth. 

No.  33,033.— Adam  Exton,  of  Trenton,  N.  J.—Improvewunt  in  Rolling  Pin  and  Docker 
for  ^iscicil.- Patent  dated  August  13, 1861.— This  roller  if  made  concentric  with  the  shaft, 
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•ild  the  dockiag  points,  pricks  or  nibs  are  so  placed  upon  the  surface  of  the  roller  as  k>  fi^ 
vent  the  biscuit  or  cracker  from  being  bUsteied  or  torn  up  during  the  process  of  dockjng. 
The  roller  pin  is  provided  with  a  stop  for  the  purpose  of  checking  the  motion  of  the  roller 
when  it  has  moved  the  required  distance  over  the  b(^d. 

Claim, — ^The  eccentric  roller  I  J,  in  its  connexion  with  the  tail  piece  or.  stop  K^  and  also 
the  combination  of  roUer  I  J  and  stop  K  with  the4ocker,  pricker,  and  stamper  M^  substan- 
tially as  described  and  for  the  purposes  set  forth. 

No.  33,034.— JoHANN  L.  Faiier,  of  Stein,  Bavaria.— /mvrovement  in  Penct/^.— Patent 
dated  August  13y  1861. — This,  pencil  is  fonnedwith  ^  hollow  handle  open  onlj  at  one  end  to 
receive  along  cylindrical  lead.  The  open  end  of  the  handle  is  provided  with  a  ^lit  tube 
which  receives  the  lead  freely,  and  is  threaded  at  the  rear  end  to  receive  a  cap  nut,  the  bore 
of  which  beyond  the  threaded  portion  is  slightly  tapering  to  compress  the  spht  end  and  make 
it  gripe  and  hold  the  penciL 

Claim. — ^The  pencU  handle,  with  the  bore  adapted  to  receive  and  hold  the  cylindrical  pen- 
cil, substantially  as  described,  in  combination  with  the  split  tube  and  screw  clamping  cap, 
substantially  as  and  for  the  purpose  specified. 

No.  33,035.— James  Forrest,  of  Manchester,  N.  Y,—hnproved  Cattle  Guard  for  Rail- 
roads,— Patent  dated  August  13,  1861. — Secured  to  the  sills  of  the  railroad  are  cast  iron 
angle  bars  in  which  are  iournalled  a  series  of  cast  iron  bars.  From  each  side  of  these  bars 
extends  a  longitudinal  wing  or  projection,  so  that  as  an  animal  places  its  foot  upon  the  wings 
the  bars  will  pinch  the  legs  of  the  animal  and  cause  him  to  retreat. 

Claim. — ^The  revolving,  self-acting  winged  shafts  placed  in  stiitable  bearings  cox^omtly 
with  the  general  structure,  operating  as  and  for  the  purposes  set  forth  and  described. 

No.  33,036.— A.  N.  Gray,  of  Cleveland,  O.-^hnpravement  in  Railroad  RaU  Coupling,— 
Patent  dated  August  13,  J  861. — ^This  invention  consists  in  an  arrangement  of  a  clamp  coupler 
and  key,  by  means  of  which,  in  connexion  with  a  (pb,  both  flanges  of  the  rail  are  made  to 
receive  a  vertical  and  a  lateral  pressure,  the  whole  being  locked  by  a  self-fastening  key  which 
•  is  bevelled  on  one  side,  but  when  driven  in,  the  pressure  is  upon  the  parallel  sides,  which 
prevents  it  from  working  loose. 

C/atm.— rThe  eombixultion  of  the  key  L  with  a  g^b  for  clamp  couplers  for  railroad  rails, 
said  key  being  self-fastening,  substantially  as  set  fonh. 

Second,  the  special  combination  and  arrangement  of  the  coupler  B  C,  ^b  E,  and  key  Xi, 
with  the  rails  A  A^  substantially  in  the  manner  and  for  the  purposes  descnbed. 

No.  33,037.— James  P.  HiLliARD,  of  Fall  Eiver,  Mass.— /mprovemefU  in  Stop-Motion  in 
Spinning  ilfadkittery.— Patent  dated  August  13,  1861.— ^This  invention  consists  in  a  method 
of  stopping  the  operation  of  a  railway  £awinff  machine  when  the  sliver  breaks  or  in  aoy 
way  disappears,  by  the  drc^ping  of  a  lever  and  thereby  acting  on  other  devices  which  change 
the  driving  belt  from  the  tight  to  the  loose  pulley. 

Claim. — The  combination  of  the  cylinder  C2,  constructed  and  arranged  so  as  to  lie  on  the 
sliver,  as  shown,  with  the  lever  A2  B2<and  its  adjusting  weight  £,  substantially  as  described. 

No.  33,038. — R.  E.  Hitchcock,  of  Waterbuiy,  Conn.— Improvement  in  Picture  Buttons, — 
Patent  dated  August  13,  1861. — ^This  invention  consists  in  the  construction  of  a  button  or 
medal  made  with  two  rims,  one  a  little  smaller  than  the  other,  so  that  cloth  or  velvet  cover- 
ings can  be  turned  over  and  secured  by  the  rims,  and  pictures  placed  between  them. 

Claim, — ^A  picture  medal  or  button,  constructed  witn  cups  a'  a',  or  back  B'  ip  lieu  of  one 
of  the  cups,  eyes  e,  pictures  <f,  and  doth  or  velvet  covering  6,  and  otherwise  made,  as  shown 
and  described. 

No.  33  039.— Kellis  Horde,  of  Philadelphia,  To.— Improved  Hvdraulic  Engine,— F&tent 
dfited  August  13,  1861. — This  invention  consists  in  combining  with  an  engine  a  hollow  cir- 
cumferentially  perforated  and  open-ended  cut-off,  in  such  a  manner  that  the  pressure  of  the 
inflowing  water  at  the  two  open  ends  of  the  tubular  cut-off  may  be  balanced,  and  thus  lessen 
the  friction  and  insure  a  regular  and  effective  flow  of  water  in  and  out  of  the  cylinder  of  the 
engine.  The  cut-offs  are  kept  in  place  by  means  of  lever  extensions  and  a  slotted  link  which 
is  held  in  place  by  a  screw,  which  serves  as  a  guide  and  also  to  adjust  the  cut-offs  whenever 
wear  renders  adjustment  necessary. 

Claim. — First,  the  hollow  cut-off  valves  D  D',  open  at  both  ends  and  perforated  circumfer- 
entially  and  of  taper  form,  in  combination  with  an  engine,  operating  and  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

Second,  the  combination  with  the  above  of  a  link  c  which,  while  it  is  arranged  to  play  np 
and  dowuj  is  adjustable  inward  and  outward  by  means  of  a  screw  e,  or  its  equivalent,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  33,040.— Chase  B.  Horton,  of  Elmira,  N.  Y,— Improvement  in  Buckwheat  Hullers.-^ 
Patent  dated  August  13,  1861. — ^This  invention  consists  in  the  use  of  a  stone  concave  placed 
fai  front  of  and  extending  partially  under  the  cylinder,  and  fitted  in  an  iron  plate  which  is 
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held  in  position  concentric  with  the  cylinder  bj  means  of  an  adjusting  screw.  Above  the 
cylinder  is  another  concave  consisting  of  a  flexible  corrugated  steel  plate  held  in  position  by 
springs  pressing  against  its  back  and  a^usted  by  screws.  Over  each  end  ot*  the  cylinder  are 
fitted  checks,  which  allow  free  rotation  of  the  cylinder  and  at  the  same  time  prevent  the 
escape  and  loss  of  ffrain. 

Claim. — First,  the  construction  and  use  of  the  stone  concave  X,  in  combination  with  its 
iron  back  plate  W,  as  and  for  the  purpose  specified. 

Second,  the  elastic  and  flexible  concave  U,  with  corrugated  fiBMnng,  constructed  and  ar- 
ranged as  and  for  the  purpose  specified. 

Third,  the  combination  of  cylmder  B  with  the  checks  a,  in  the  manner  and  for  the  purpoee 
specified 

No.  33,041.*-CharlE8  Kaiser,  of  New  York,  N.  Y,— Improved  Engine  for  CntHng  Saw 
Treth, — Patent  dated  August  13, 1861. — ^The  nature  of  this  invention  will  be  understood  from 
the  claim,  the  machme  being  more  particularly  designed  for  the  manufacture  of  the  small 
circular  saws  used  in  cutting  the  grooves  in  sewing-machine  needles. 

Claim. — ^The  combination  of  the  following  mem^rs  constituting  a  saw-cutting  engine,  viz., 
a  mandrel  to  hold  the  saw  plate,  mechanism  to  turn  the  same  intermittently  to  space  the  teeth, 
a  chisel  to  cut  the  teeth,  and  mechanism  to  operate  and  control  the  chisel,  the  combination  as 
a  whole  being  and  operating  substantially  as  set  forth. 

Also,  the  combination  of  the  above  enumerated  members  in  such  manner  that  the  cutting 
of  one  tooth  of  a  saw  removes  the  burr  formed  by  cutting  a  preceding  tooth,  substantially  as 
described. 

Also,  combining  a  chisel  having  a  groove  in  its  face  with  mechanism  that  holds  the  same 
and  causes  it  to  strike  the  saw  blcuik  at  the  required  angle,  substantially  as  set  forth. 

No.  33.042.— Charles  Kaiser,  of  New  York,  N.  Y.^hnproved  Machine  for  Grinding 
Needle  Points. — ^Patent  dated  August  13,  1861. — ^Thb  invention  consists  in  the  combination 
of  a  rotary  grindstone,  a  needle-holder  having  a  rotarv  movement,  and  a  needle-holder  car- 
riage having  an  oscillating  movement,  by  means  of  which  the  needle  is  caused  to  turn  on  its 
axis  in  contact  with  the  movmg  face  of  the  grindstone,  and  at  the  same  time  to  oscillate  for 
the  purpose  of  producing  a  c<>nvex  point.  Combined  with  the  above  is  a  mechanism  for  im- 
parting a  vibratory  movement  to  the  grindstone  crosswise  to  its  movement  tor  ermding,  so 
that  a  portion  of  the  stone^  which  is  acting  upon  the  needle  point  is  continually  changed. 
Combined  with  the  tubular  needle-holder  is  an  elastic  damp,  by  means  of  which  the  needle 
ifl  held  in  the  needle-holde:  with  sufficient  rigidity  to  cause  it  to  move  therewith,  and  at  the 
same  time  render  its  application  and  removal  therefrom  easy  and  rapid. 

Clfiim. — A  machine  for  ^nding  needles,  consisting  substantially  of  a  combination  of  a 
grindstone,  a  revolving  needle-holder,  and  an  oscillatmg  needle-holder  carriage,  the  combina- 
tion as  a  wbole  operating  substantially  as  described. 

Also,  the  combination  of  the  first  part  of  my  invention  with  mechanism  that  imparts  a 
vibratory  movement  to  the  .grindstone  crosswise  to  its  movement  for  grinding,  substantially 
as  described. 

Also,  th(;  combination  of  the  needle-holder  carriage  with  the  remainder  of  the  machine  in 
such  manner  that  the  needle-holders  can  be  raised  from  the  grindstone  and  moved  toward  it, 
substantially  as  descnbed. 

Also,  the  combination  of  a  tubular  needle-holder  with  an  elastic  damp,  substantially  as 
described. 

No.  33,043.— E.  F.  Keeling,  of  Milton,  O. — Improved  Harvester  Cutter  Grinder.— TAtent 
•dated  August  13,  1861.— Connected  to  the  sides  of  the  grindstone  frame  are  slotted  standards 
secured  in  any  desired  position  by  means  of  set  screws,  and  at  the  head  of  the  standards  is 
placed  a  spring  rest  consisting  of  a  head  piece  with  two  stems  extending  below  surrounded  by 
coiled  springs  which  rest  upon  the  standard  and  support  the  heads,  b^  means  of  which  the 
harvester  may  be  readily  adjusted  to  a  proper  position  uj)on  the  stone  for  grinding. 

Claim. — ^The  special  arrangement  of  one  or  more  adjustable  standards  H  and  spring  rest  J, 
when  combined  and  operating  coi^ointly  with  the  grindstone,  substantially  as  described  and 
for  the  purpose  set  forth. 

No.  33,044.— G.  W.  Lawbaugh  and  John  Williams,  of  Shanesville,  O.—Jmprotement 
in  Cultirators. —Taieni  dated  August  13,  1861.— The  novelty  of  this  invention  consists  in 
the  special  arrangement  of  the  parts  named  in  the  claim. 

Claim. — ^The  special  arrangement  of  the  side  pieces  A  B,  hinge  D.^arms  C  C  and  H  I,  and 
handles  J  K,  and  shovels  PC),  the  whole  being  constructed  and  operating  as  and  fof  the 
purpose  set  forth. 

No.  33,045.— William  A,  N.  Long,  of  Fisherville,  N.  H.,  assignor  to  J.  B.  Rand,  of  the 
same  p\Bux.— Improvement  in  Rocking  Cradle.— Vatent  dated  August  13, 1861.— This  inven- 
tion relates  to  a  child's  cradle,  to  wfich  an  oscillating  motion  is  given  bjr  means  of  clock 
work.  The  bottom  of  the  cradle  is  composed  of  two  pieces  of  equal  width  inclining  towards 
the  centre,  so  as  to  prevent  the  infant  nrom  rolling  from  side  to  side  by  the  motion  of  the 
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cTftdle.  To  the  underside  of  the  cradle  frame  is  secured  one  end  of  a  sprinff,  the  other  end 
being  attached  to  a  cord,  which  passes  nnder  a  polle/,  and  is  secnred  to  the  ratchet-wheel 
shaft. 

Claim. — ^First,  the  employment  of  the  spiral  spring  G,  as  and  for  tho  irarp^e  set  forth. 

Second,  the  employment  of  a  cradle  whose  bottom  shall  be  inclined  when  said  cradle  shall 
be  operated,  substantially  as  and  for  the  purpose  set  forth  and  described. 

No.  33,046.— G.  A.  Meacham,  of  New  York,  N.  Y. — Improvement  in  BuUonB,— Patent 
dated  August  13,  1861. — ^This  invention  consists  in  constructing  a  hce  button  with  a  per- 
forated metal  eye,  so  that  it  can  revolve  upon  the  button,  and  so  formed  that  it  may  be  sewed 
to  the  garment 

Claim, — A  face  button  having  a  perforated  revolving  metallic  tje,  constructed  substantially 
in  the  manner  described. 

No.  33,047.— Carlton  Newman,  of  Pittsburg,  TtL-^Improvemsnt  in  Lam;>s.— Patent 
dated  August  13,  1861. — ^Tbis  invention  is  explained  by  the  cLum  and  engraving. 

Claim, — ^The  use  in  burners  for  coal  or  carbon  oil  lamps  of  a  supply-tube  for  the  oil,  placed 
within  the  circumference  of  the  burner  frame  and  under  the  cone  or  cap,  in  combination  with 
a  burner  frame  having  a  chimney-holder  hinged  or  ]>ivoted  to  the  burner  frame,  for  the  pur- 
pose of  enabling  the  lamp  to  be  replenished  without  either  unscrewing  the  burner  frame  nrom 
Its  socket,  or  removing  the  glass  cnimney  from  the  lamp,  substantiaUy  as  described. 

No.  33,048.— John  Pearson,  jr.,  of  Newburyport,  Mass. — hnprovement  in  Stoves, — 
Patent  dated  Augpist  13,  1861. — The  fire-chamber  is  constructed  towards  the  top,  and  con- 
nects with  the  upp^er  flue.  The  unper  part  of  the  fire-chamber  is  surrounded  by  an  outer  shell, 
which  makes  an  air-chamber,  ana  the  air  is  discharged  into  the  upper  flue  around  the  mouth 
of  the  fire-chamber,  by  which  means  the  products  of  combustion  become  mingled  with  the 
highly  heated  atmospheric  air  to  effect  greater  radiation. 

Claim, — ^Arranffing  the  air-chamber  G  G,  formed  as  described,  fire-chamber  A,  and  upper 
flue  B  B,  with  rererence  to  each  other  in  such  manner  that  the  products  of  combustion  ^all 
be  surrounded  by  a  current  of  atmospheric  air  at  the  point  of  their  discharge  into  the  upper 
flue,  substantially  as  described  for  the  purposes  specified. 

No.  33,049.— William  Pierpoint,  of  Salem,  N.  J,— Improved  Thresher  and  Cleaner  of 
Grain, — Patent  dated  August  13,  1861. — ^This  invention  consists  in  supporting  the  shaft  and 
pulley  of  the  elevator  in  a  long  box,  so  that  the  shaft  has  a  bearing  on  the  outside  of  the  case 
only,  for  the  purpose  of  preventing  the  elevf|tor  from  clogging. 

Claim, — ^In  combination  with  an  endless  band  elevator  for  gpraln,  pulleys  as  herein  described, 
having  a  long  outside  bearing  for  the  shafl  and  no  inner  beiuing  for  the  shaf^  as  herein  fblly 
set  forth. 

No.  33,050.— Moses  Pond,  of  Boston,  ^MB.—Improved  Cooking  iSaii^s.— Patent  dated 
August  13,  1861. — ^This  invention  consists  in  a  means  for  bringing  all  the  heat  of  the  oven  in 
a  broad  flue  beneath  the  front  of  the  oven,  whence  it  pas6€»  lUong  the  bottom  and  the  sides  of 
the  oven.  Commencing  immediately  behind  the  back  plate  of  the  fire-box  is  a  continuous 
air  passage  or  flue,  which  causes  the  air  to  pass  in  contact  with  the  heated  plates  of  the  entire 
width  of  the  oven,  by  means  of  which  the  waste  heat  from  the  flues  is  utilized. 

Claim. — ^First,  in  combination  with  an  elevated  oven  centrally  placed  over  and  above  the 
fire-box  and  surrounded  on  five  of  its  sides  by  flue  passages,  the  broad  vertical  flue  /,  for  car- 
rving  the  products  of  combustion  into  these  surrounding  flues,  when  arranged  as  set  forth  for 
the  purpose  specified. 

Second,  in  combination  with  the  above-described  flues  /  ^  A,  the  hot-air  flue  H  I  K  L  M, 
arranged  substantially  as  set  forth. 

No.  33,051. — ^Henry  Port,  of  New  York,  N.  Y. — Imjtrovement  in  the  Manufacture  of 
Boots  and  Shoes. — ^Patent  dated  August  13,  1861. — ^This  invention  consists  in  securing  the 
shank  and  heel  to  the  upper  by  means  of  staple  rivets  made  flat  and  provided  with  V-sbaped 
points,  which  pass  through  perforations  in  the  welt-plate,  and  are  made  to  clinch  as  they  are 
driven  by  means  of  notcnes,  curved  alternately  in  opposite  directions,  in  the  metal  facing  of 
the  last 

Claim. — ^First,  making  the  shank  and  heel-piece  with  the  heads  of  the  rivets  incorporated 
therein,  and  with  the  pomts  of  the  rivets  projecting  above  the  inner  siurfaoe  thereof,  for  the 
purpose  of  securing  it  to  upper  leather. 

I^ond,  the  use  of  the  flat  stanle  rivets,  with  Y-points,  for  tho  purpose  of  securing  the  shank 
and  heel-piece  to  the  upper  leather,  substantially  In  the  manner  described. 

Third,  making  notches  in  the  metal  face  of  the  last  in  the  manner  described,  for  the  purpose 
of  giving  direction  to  the  clinch  of  the  rivet,  as  set  forth. 

No.  33,052.— Jacob  B.  Rand  and  W.  A.  N.  Long,  of  Fisherville,  N.  H.,  assignor  to  J. 
B.  Band,  of  the  same  place. — Improvement  in  Com-Shellers, — Patent  dated  Augtibt  13, 
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1861. — ^llie  robbing  wbeel  revolvM  within  a  drcalar  shield  or  camnf^t  and  is  provided  with  a 
series  of  slots  for  i&  purpose  of  separating  and  throwing  out  the  dust  and  dirt  from  the  grain. 
Hinged  to  the  main  box  is  the  pressing-board,  at  the  b^k  of  which  is  a  spring  wliich  serves 
to  press  the  ear  qf  corn  against  the  rubbing  wheel. 

Claim, — ^The  rubbing  wheel  B,  proyided  with  the  slots  hh^  in  combination  with  the  pros* 
sure-board  G,  and  drcalar  casing,  or  their  equiyalents,  substantially  as  and  for  the  puiposa 
specified. 

Ko.  33,053.— T.  B.  and  R.  K.  Rockwell,  of  Batavia,  m.-^hnprovement  in  Seed-Plant^ 
srs.— Patent  dated  August  13,  1861.— At  each  end  of  the  frame  are  placed  two  hoppers, 
which  adjoin  each  other,  and  between  each  pair  of  hoppers  is  placed  a  shaft  haying  each 
attached  to  it  a  cnryed  bar,  which  works  fireelj  through  the  bottoms  of  the  hoppers.  The 
ends  of  the  bars  are  hollowed  out  to  form  cups.  At  too  centre  of  the  main  frame  is  a  drum 
placed  in  a  hinged  frame,  and  proyided  with  a  spiral  groove  in  which  is  fitted  a  pin  attached 
to  a  slide,  the  holes  or  seed-cells  in  which,  convej  the  seed  to  the  tooth-bars -as  thej  are 
dropped  from  the  cups  in  the  curved  bars.  By  lowering  the  hinged  frame  the  drum  may  be  . 
thrown  out  of  gear  and  the  slide  rendered  inoperative. 

Claim. — The  semicircular  or  curved  bars  L  L  attached  to  the  shafts  K  K,  and  operated 
from  the  reciprocating  slide  H,  in  connexion  with  the  hoppers  I  J,  all  arranged  for  joint 
operation  substantially  as  and  for  the  purpose  set  forth; 

Also,  placing  the  reciprocating,  partially  rotating  drum  F,  provided  with  the  spiral  groove 
a,  for  operating  the  slide  H.  in  an  adjustable  firame  F',  for  the  purpose  of  rendering  the  slide 
H  operative  or  inoperative,  as  may  be  deshed. 

No.  33,054.— George  M.  Seldek,  of  Troy,  K.  Y.—Improwment  taH^aufs.— Patent 
dated  August  13,  1861. — ^This  invention  consists  in  placing  within  the  base  and  top  of  tha 
hydrant,  independent  valves  proiecting  through  and  above  the  lower  one  of  which,  is  a  spin- 
dle. The  upper  valve  is  attached  to  a  rod  or  spindle,  which  extends  through  the-  top  of  th« 
hydrant  By  pressing  down  the  upper  valve,  the  latter  forces  the  lower  vuve  open,  when 
the  water  passes  freely  through,  and  by  withdrawing  the  upper  valve,  the  pressure  of  the 
water  forces  the  lower  valve  against  its  seat  and  stops  the  flow  of  water. 

Claim. — ^The  combination  of  the  independent  valves  H  and  I,  with  cross-piece^,  ramovaUa 
screw  valve-seat  e,  and  sections  A  B,  substantially  as  set  forth. 

No.  33,055.— Lyman  S^nni,  of  North  East,  P^,  and  R.  French,  of  Keokuk,  Iowa.— 
Improvement  in  Apparntui  to  form  Soap  into  Balls. — Patent  dated  August  13,  1861. — This 
invention  consists  in  the  attachment  of  a  mould  or  series  of  moulds  to  the  r-^-^^ — *^ •~' 


connected  with  an  elevatied  cistern  by  means  of  a  spigot  and  £iucet,  between  which  ana  the 
mould  there  is  a  stop-cock  to  shut  the  substance  witnin  the  mould  and  retain  the  pressura 
therein  after  filling,  and  after  its  disconnexion  with  the  pipe. 

Claim. — ^The  attachment  of  the  mould-box  £  to  the  conducting  pipe  C,  in  connexion  with 
an  elevated  cistern  A,  or  other  means  of  pring  pressure  to  the  liquia  substance  by  means  of 
a  spigot  and  £Eiucet  c  j,  or  equivalent  jomt,  which  permits  the  r^novi^  of  the  said  box  from 
the  said  pipe,  and  between  which  and  the  said  box  there  is  a  stop-cock  k,  aH  substantially 
arranged  as  described. 

No.  33,056.'r-SAMUEL  G.  TWAMBLT,  of  Saoo,  Me.— /m^HWMmeaf  in  Ckuekefor  Lathes. — 
Patent  dated  August  13,  1861.— The  object  of  this  device  is  to  hold  the  article  to  be  turned 
exactly  at  the  centre  of  rotation  by  means  of  a  gripe  and  ring-clamp,  and  without  prelimi* 
nary  or  experimental  adjustment,  as  in  the  usual  method  of  embedding  the  outer  end  of  the 
shaft  or  arbor  in  wax  or  cement  while  in  a  plastic  state,  and  a<^u8ting  its  position  by  a  tedious 
manipulation. 

Claim. — ^The  open  Quadrangular  chuck,  constructed  substantially  as  described,  to  endosa 
the  work  boundea  by  nexible  arms  or  springs,  which,  by  means  of  a  gripe,  or  its  equivalent, 
are  so  forced  towards  each  other  as  to  hold  uie  work  to  be  operated  upon  exactly  at  the  centre 
of  rotation. 

Also,  in  combination  with  the  above,  the  sliding  centre  pin  s,  that  supports  the  rear  end  of 
the  arbor. 

No.  33,057. — James  L.  Vauclain,  of  Lafayette,  Ind. — Improvement  in  Locomotive  Fire^ 
Boxes. — Patent  dated  August  13,  1861. — In  the  bottom  of  the  water-jacket,  which  consti- 
tutes the  floor  of  the  fire-chamber,  is  a  series  of  hollow  stay-bolts,  beneath  which  is  a  plate 
provided  with  corresponding  apertures,  and  arranged  so  as  to  permit  of  a  sliding  movement 
ny  the  engineer,  to  regulate  the  amount  of  draught  required. 

Claim.— ThB  combination  of  the  double  fire-bottom  C  E,  hollow  stay-bolts  F,  water- 
jacket  D,  and  register  G  ^,  perforated  to  correspond  with  the  fire-bottom  and  sliding  be- 
neath the  same,  the  whole  being  constructed  and  arranged  and  operating  in  the  manner  and 
for  the  purposes  explained. 

No.  33,058.— George  W.  Walker,  of  Boston,  Meas.— Improved  ^tA-Z^stf.- Patent 
dated  August  13, 1861.— This  invention  consists  of  a  covered  pui  having  a  spout  to  fit  the 
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ftsh-door,  and  an  opening  through  which  the  scraper  can  be  inaerted,  the  opening  beinff  of 
snch  a  size  that  the  dust  occasioned  by  the  drawing  oat  of  the  ashes,  and  by  its  failing  into 
tiie  pail,  is  all  drawn  up  the  chimnej  and  not  thrown  into  the  room. 

C/otm.— The  described  ash-pail  with  its  cover  F,  spout  E,  and  opening  0,  operating  in 
the  manner  substantially  as  set  forth  for  the  purpose  specified. 

No.  33,059.--Ferdinand  Woodward,  of  Sacramento  City,  CBtl,-— Improvement  in  Bee- 
Hires.— Patent  dated  August  13,  1861.— This  iuvention  consists  in  a  construction  and  ar- 
rangement of  parts  for  readily  a^'usting  and  removing  the  frames,  and  admitting  of  an  in* 
spection  of  the  honey  as  it  is  formed.  Near  the  bottom  is  provided  an  ingress  and  egress 
pasB&ge  for  the  bees,  in  front  of  which  is  arranged  a  glass  slide,  confined  in  position  by 
means  of  flexible  clamps  for  the  purpose  of  graduating  the  size  of  the  passage. 

Claim, — First,  the  arrangement  for  united  use  in  a  Dee-hive  of, triangular  mortises  e  e,  tri- 
angular tenons  e'  e',  invert^l  V-shaped  stops  //,  and  the  rest  or  bearing  knobs  £  £,  in  the 
manner  and  for  the  purposes  described. 

Second,  the  combination  of  the  upper  outer  box  G,  inner  boxes  H  H,  having  ^lass  slides 
m  m,  the  narrow  movable  frames  I,  and  cleats  mi  ft,  having  Y-shaped  notches  for  holding 
said  frames,  in  the  manner  and  for  the  purposes  described. 

Third,  the  arrangement  of  the  glass  valve  B,  of  the  ingress  and  egress  passage  B,  and 
spring  clamps  d  d,  in  the  manner  and  for  the  purposes  described. 

No.  33,060.— John  Zeitler  and  Joseph  Zintl,  of  Da^n,  0\^o.— Improved  Meat- 
Cutter, — Patent  dated  August  13,  1861. — ^This  invention  consists  of  a  revolving  meat-chop- 
per block,  over  which  is  arranged  a  rocking  frame,  to  which  the  knives  are  attached  and 
{Provided  with  curved  slots,  into  which  are  fitted  pins  secured  to  uprights  on  the  frame,  the 
pins  serving  as  guides  and  supports  to  direct  and  hold  the  frame  in  its  proper  position.  Se- 
cured to  the  upper  rim  of  the  meat-block  are  two  springy  connected  to  the  frame  by  means  of 
connecting  roos  and  arms,  which  serve  to  feed  the  meat  to  the  knives.  The  cutter-block  is 
revolved  by  means  of  gearing,  and  at  the  sam6  time  an  oscillating  movement  is  imparted  to 
the  rocking  frame  and  knives.  The  rocking  frame  is  made  adjustable  vertically  by  means  of 
the  plates  to  which  it  is  attached,  being  secured  by  set  screws  m  slots  in  the  uprights. 

Claim, — ^Fir.^t,  the  employment  of  the  rocking  fitime  D,  provided  with  knives,  constructed 
and  used  as  and  for  the  purpose  set  forth. 

Second,  the  employment  of  the  plates  E  E,  which  are  a^'ustable  upon  the  uprights  C  C, 
when  constructed  as  set  forth,  and  used  in  connexion  with  the  rocking  frame,  as  and  for  tho 
purpose  specified. 

Third,  the  arrangement  of  the  springs  a  a  with  the  connecting  rods  c  c  and  arms  d  d,  upon 
the  fi^me  D,  as  and  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  revolving  table  with  the  rocking  frBme,  and  its  accompany- 
ing mechanism,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,061. — ^Levi  Bronson,  of  Brockport,  N.  Y.,  assignor  to  Himself  and*  James  Bray- 
LEY,  of  Buffalo,  N.  Y. — Improvement  in  lladMes  for  Separating  Grain  from  Straw. — Patent 
dated  August  13,  1861. — ^At  about  the  centre  ot  the  frame  of  the  straw-carrier,  is  placed  a 
rock-shaft  furnished  at  each  of  its  6nds,  underneath  the  belts,  with  a  cross-head.  On  the  end 
•f  the  shaft  outside  of  the  frame,  is  secured  an  arm  having  a  lonntudinal  slot,  in  which  is 
fitted  an  adjustable  wrist-pin  connected  to  the  end  of  the  pitman,  tbus  giving  a  rocking  mo- 
tion to  the  shafl,  which  is  adjusted  by  sliding  the  wrist-pin  towards  or  from  the  centre  of 
motion. 

Claim. — In  combination  with  an  open  raddle  travelling  around  pulleys  or  rollers,  an  adjust- 
able shake  motion  when  composed  oi  the  rock-shaft  I,  with  its  slotted  arm  K,  sliding  wnst  t, 
and  raising  and  lowering  arms  J,  arranged  and  operating  substantially  in  the  manner  and  for 
flte  purpose  set  forth. 

No.  33.062.— WiLLUM  Burnett,  of  Boston,  Mass.,  assignor  to  Robert  Burnett,  of 
New  York,  N.  Y.— /nyrorcrf  Pressure  Gauge,— Patent  dated  August  13,  1861.— The  nature 
of  this  invention  will  be  understood  from  the  claim.    . 

Claim. — First,  the  mode  described  of  admittmg  the  pressure  into  the  chamber  behind  the 
elastic  plate,  viz :  by  first  introducing  the  pressui-e  into  the  ring  in  front  of  tho  ela»jtic  plate* 
thence  through  the  plate  itself  into  a  cnannel  communicating  with  the  pressure  chamber,  sub- 
stantially in  the  manner  and  for  the  purpose  specified. 

Second,  the  use  jof  a  spiral  shaft  to  give  motion  to  a  pointer,  when  the  same  is  constructed 
by  cutting  away,  spirally,  one  half  of  the  material  of  tho  shaft,  so  as  to  present,  approxi- 
mately, in  its  transverse  section,  a  semi-cylindrical  body,  substantially  as  deicrib^,  by 
which  a  working  face  is  secured  eoual  to  the  whole  diameter  of  the  shafl,  while  sufficient 
stiffness  is  retained  to  present  no  obstacle  to  its  manufacture,  and  to  insure  permanency 
of  character.  ^ 

Third,  operating  the  spiral  shaft  giving  motion  to  a  pointer,  by  means  of  a  vibrating  bar, 
which  is  iorced  into  proper  contact  with  the  spiral  surface  by  a  spring  attached  to  the  h9X 
luod  operating  transveiwly  to  the  axis  of  the  shafe,  substantialiy  as  described. 
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Fourth,  proTidiiijg^  a  gu&rd  to  prevent  the  vibrating  bar,  which  operates  the  spiral  shaft, 
from  receding  so  far  from  its  proper  contact  with  the  spii^l  surface  as  tu  permit  mdicfUions 
vcrv  materialiv  difiering  from  tne  true  pressure,  by  placing  an  unyielding  body  near  to  the 
back  of  the  vibrating  arm,  and  parallel  to  the  axis  of  the  shaft,  substantiaSy  as  described. 

Fifth,  a  screw  or  sph-al  shut  of  diminishing  pitch,  to  give  motion  to  a  pointer,  substan- 
tially  as  described. 

Lastly,  forming  the  spiral  surface  of  the  shaft  employed  to  give  motion  to  the  pointer  with 
a  reference  to  the  point  of  suspension  of  a  vibrating  bar  working  in  contact  with  said  spiral 
surface,  by  which  arrangement  of  the  two  is  isecurod  a  proper  working  contact  throughout  the 
lenf  th  of  the  shaft,  and  in  all  positions  which  are  assumed  by  the  vibrating  bar,  substan* 
tially  in  the  manner  and  for  the  purpose  specified. 

No.  33,063.— D.  P.  Foster,  of  Shelbume  Falls,  Mass.,  assignor  to  Himself  and  S.  L» 
Hill,  of  Florence,  Mass. — Improved  Saw-Set. — Patent  dated  August  13,  1861. — This  inven- 
tion consists  in  the  employment  of  two  jaws,  provided  with  suitable  handles,  which  cross  each 
other,  and  are  connected  by  a  fulcrum  pin,  one  of  the  iaws  having  a  convex  face,  and  the 
other  being  correspondinffly  concave,  so  that  the  teeth  of  the  saw  will  be  set  in  a  curved  form, 
and  saws  of  different  thicknesses  set  with  one  and  the  same  implement. 

Claim^ — ^The  two  jaws  B  B',  one  B  being  formed  of  a  curve  6,  and  a-  tangent  c,  with  a 
concave  face  side  rf,  and  the  other  jaw  B'  formed  with  a  convex  face  corresponding  inversely 
with  the  face  d  of  jaw  B,  all  being  arranged  substantially  as  shown  to  form  a  new  and 
improved  implement,  for  the  purpose  sot  forth. 

No.  33,064.--L.  D.  Hawkins,  of  San  Francisco,  Cal.,  assignor  to  Alfred  Peabody,  of 
8alem,  Mass. — Improved  Machine  for  Scouring,  Cleanings  and  Smutting  Rice,  Coffee,  and 
other  Grains. — Patent  dated  August  13,  1861. — This  invention  consists  in  the  use  of  a  drum 
or  cylinder  covered  with  strips  of  sheep  ifkin  with  the  wool  on  them  for  cleaning  rice  and 
other  grains,  and  with  strips  of  sheet  iron,  or  its  equivalent,  for  smutting  wheat,  revolvmg 
rapidly  inside  of  a  hollow  cylinder  composed  of  aUemato  perpendicular  stone  blocks  and 
frfunes  of  wood  or  iron  covered  with  wire  cloth.  The  stone  segments  at  their  lower  ends  rest 
in  shoes,  which  may  be  moved,  by  means  of  a  set  screw,  to  or  Som  the  cylinder  to  adjust  their  ' 
working  surfaces  to  each  other. 

Claim. — ^First,  the  combination  of  the  stones  £  E,  and  wire  cloth-covered  frames  F  F, 
whereby  the  pulverized  skin  and  dirt  from  the  surface  of  the  grain  is  thrown  out,  leaving  the 
stones  tree  to  act  on  the  grain,  and  whereby  the  action  of  a  cleaner  and  polisher  is  combined ; 
thus  in  most  cases  domg  awa^  with  the  use  of  wire  polishers  as  a  supplementary  process,  and 
in  all  cases  matenally  lightemng  the  work  to  be  done  thereby. 

Second,  the  adjustment  of  the  wire  polisher  frames,  to  be  moved  up  toward  or  drawn  back 
from  the  revolving  drum  simultaneously  with  the  stones. 

Third,  the  use  of  the  iron  shoes  or  slides  L  M,  upon  which  the  stones  and  frames  are  placed, 
in  combination  with  the  cast-iron  bed-plate  A,  and  the  screws  c  /,  whereby  the  size  of  the 
hollow  cyhnder  composed  of  the  stones  and  frames  may  be  increased  or  lessened,  as  desired. 

No.  33,065.— SABfUEL  F.  Hilton,  of  Providence,  R.  L,  assignor  to  Himeelf  and  W.  D. 
Hilton,  of  Cranston,  B.  I. — Imvrovement  in  Cement  for  Leather  and  other  Substances. — 
Patent  dated  August  13,  1861.— The  materials  used  in  making  this  cement  are  gelatine  and 
tannin,  dissolved— the  one  in  water  and  the  other  in  alcohol ;  the  two  solutions  are  then 
thrown  together  until  precipitation  takes  place,  when  they  are  heated  and  stirred  until  cool. 

Claim. — ^As  an  improrved  article  of  manufacture,  a  cement,  as  made  by  combining  the  two 
materials  mentioned,  in  the  manner  and  in  the  proportions  substantially  as  set  forth. 

No.  33,066.— R.  A.  Blair  and  John  B.  Reed,  of  New  Philadelphia,  O.—Improved  Plough 
Clevis. — ^Patent  dated  August  20, 1861. — The  shanks  of  the  clevis  in  this  plougb  extend  back 
and  are  secured  by  a  bolt  to  the  beam  near  the  plough  standard.  On  the  front  part  of  the 
beam  is  fitted  a  rectangular  metal  clasp,  which  is  allowed  to  sUde  in  a  direction  tmnsverseiy 
with  the  beam.  Through  the  sides  ot  the  clasp  passes  a  screw  rod,  by  turning  which,  the 
clasp  is  made  to  move  the  clevis  one  side  or  the  other,  and  thus  give  to  the  plough  *'  more  or 
less  land"  as  may  bo  required. 

Claim. — ^The  employment  or  use,  in  combination  with  the  clevis  B,  of  the  clasp  £,  and 
icrew  rod  F ;  the  wnole  being  applied  to  beam  A  of  the  plough,  substantially  as  and  for  the 
purpose  set  forth. 

No.  33,067.— Oeorge  W.  Blake,  of  New  York,  N.  Y. —Improved  Lous-Water  Detector 
for  Steam  Boilers, — Patent  dated  August  20,  1861.— This  invention  consists  in  a  novel 
anangement  of  steam  and  water  regulation  pipes  in  connexion  with  each  other  and  with  a 
tube,  the  expansion  of  which  causes  the  valve  of  the  steam  whistle  to  open,  the  tube  being 
filled  with  water  when  the  water  in  the  boiler  is  up  to  the  desired  level,  and  with  steam  when 
the  water  is  below  that  level.  By  means  of  two  levers  connected  together  by  a  link,  a  multi- 
plied movement  is  obtained,  so  tnat  the  valve  is  depressed  and  opened  by  a  very  slight  ex- 
paoMion  of  the  expanding  tube,  and  the  steam  is  allowed  to  rush  through  the  whistle. 
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Claim, — ^Fbrst,  the  combination  of  the  steam  pipe  P,  valve-box  G,  the  opening  d,  and 
passage  e,  with  the  siphon  tubes  B  N  and  I,  substantiallv  as  and  for  the  purpose  described. 

Second,  the  arrangement  of  the  two  levers  M  K,  ana  their  connexion  g,  in  combinatioii 
with  the  expanding  tube,  valve-box,  and  valve-stem,  and  with  a  fixed  support  F,  substan- 
tially as  and  for  the  purpose  specified. 

No.  33,068.— Thomas  Boyd,  of  Boston,  Mqsb.— Improvement  in  Ventilating  Tents, — 
Patent  dated  Ang^t  20,  1861. — This  invention  consists  in  attaching  to  the  centre  pole  of  the 
tent,  in  such  a  manner  as  to  permit  of  its  being  raised  or  lowered  at  pleasure,  a  cap  or  cover- 
ing of  a  conical  or  any  other  desirable  shape,  which  is  made  to  cover  an  annular  open  space 
in  the  top  of  the  tent  around  the  pole,  so  as  to  exclude  rain  and  permit  free  ventilation. 

Claim. — A  cap  or  covering  so  arranged  as  to  be  susceptible  of  motion  in  a  vertical  or  up- 
and-down  direction,  and  so  operating  that  the  tent  can  be  ventilated  in  both  stormy  and 
pleasant  weather,  substantially  as  set  forth. 

No.  33,069.— John  H.  Brown,  of  En^knd,  G.  B.—Tmprovements  in  the  Preparations  of 
Gunpowder  for  Loading  Ordnance  and  Fire-arms, — Patent  dated  August  20,  1861. — Patented 
|n  Eneland  October  15,  1859. — ^The  object  of  this  invention  is  to  prepare  gunpowder  in  com- 
pressed cakes  or  char^  to  fit  the  various  bores  of  cannon  or  fire-arms,  so  that  the  whole 
charge  may  be  deposited  in  the  piece  without  confining  it  in  paper  or  other  extraneous 
material. 

Claim, — ^A  charge  for  loading  ordnance  and  fire-arms,  as  made  by  combining  and  pressing 
grains  of  gunpowder  with  an  adhesive  solution  into  a  solid  form,  substantially  in  manner  as 
set  forth. 

No.  33,070.— Wn^UAM  S.  Carr,  of  New  York,  N.  Y.^Imvroved  Jfater'Closet.^T&ient 
dated  August  20,  1861. — This  invention  consists  in  the  use  of  a  movable  dam  formed  of  a 
sheet  of  elastic  material,  and  connected  with  the  basin  in  such  a  manner  that  when  turned 
down,  the  contents  o  f  the  basin  will  be  carrried  to  the  soil  pipe,  and  when  turned  up,  the  water 
will  nemain  in  the  basin  and  stand  at  a  level  higher  than  the  opening  and  efifectually  exclude 
aby  odor.  To  the  bottom  of  tb"e  stand  is  pivoted  a  foot  lever,  which,  upon  pressure  of  the 
foot,  causes  the  contents  of  the  basin  to  run  off  and  the  water  to.  be  admitted. 

Claim. — First,  the  receiver  6,  fitted  with  the  cover  g,  and  suJBtained  upon  legs  a  a,  for  the 
purposes  and  as  set  forth. 

Second,  the  combination  of  the  basin  e  and  a  dam  A,  fitted  in  such  a  manner  as  to  be  turned 
up  to  retain  water  in  the  basin  for  the  purposes  specified. 

Third,  the  manner  specified  of  forming  the  dam  A  of  a  sheet  of  elastic  material  clamped 
between  the  basin  e  and  the  receiver  6,  as  specified. 

Fourth,  the  arrangement  of  the  shaft  t  and  elevator  k^  in  combination  with  the  dam  h,  in 
the  miAmer  specified 

Fiflh,  the  foot  lever  m,  applied  substantially  as  specified,  to  empty  the  contents  of  the  basin 
e,  and  cause  the  flow  of  water  for  washing  the  basin,  as  set  forth. 

Sixth,  the  levers  /  and  m,  arranged  in  the  manner  specified,  in  combioation  with  the  czank 
b  and  valve  e,  for  the  purposes  set  forth. 

No.  33,071.— William  G.  Creamer,  of  Brooklvn,  N.  Y,— Improved  Ventilator  for  Rail- 
road Cars. — Patent  dated  August  20,  1861. — In  the  side  of  the  car,  over  the  windows  and 
near  the  roof,  is  provided  an  opening  in  which  is  pivoted  a  vertical  deflector,  which  operates, 
by  the  motion  of  the  car,  to  cause  an  outward  draught  from  the  inside  of  the  car  in  whichever 
direction  the  cars  may  move. 

Claim. — ^The  construction  of  a  tunnel-shaped  opening  within  the  walls  of  the  car  substan- 
tially as  described,  and  the  connexion  therewith  ot  a  self-acting  blind  or  deflector,  operating 
substantially  as  described,  and  for  the  purpose  mentioned. 

No.  33,072. — ^H.  N.  Dalton,  of  Jacksonville,  Cal. — Improvement  in  Seeding  Machines. — 
Patent  dated  August  20, 1861. — The  hounds  of  the  draught-pole  are  pivoted  to  the  sides  of  the 
main  frame.  The  front  transverse  bar  of  the  hounds  is  connected  to  the  front  end  of  the  frame 
.  by  a  vertical  adjusting  screw  which  passes  through  a  rocking  nut,  and  is  fastened  at  its  lower 
end  to  the  back  edge  of  a  bearing  plate  bolted  to  the  bottom  of  a  cross-bar  of  the  hounds,  so 
that  by  means  of  the  screw  the  rear  end  of  the  frame  may  be  depressed,  and  the  ploughg 
5(\justed  to  any  depth  or  raised  entirely  from  the  gpround. 

Claim. — ^The  hounds  J  J  pivoted  at  t  i  to  frame  A,  and  mounted  on  the  caster  wheel  N,  in 
combination  with  the  bearing  plate  A,  adjusting  screw  K,  and  rocking  nut  j,  all  an'anged  in 
the  manner  and  operating  as  ooscribed. 

No.  33,073. — Charles  H.  Dascomb,  of  Cleveland,  0, — Improved  Cane  and  Seat  Com* 
bined. — Patent  dated  August  20,  1861. — ^This  cane  is  formed  of  two  sections,  each  section 
being  divided  longitudinally  and  connected  together  bv  pins,  which  form  the  joints.  The 
canvas  soat  is  attached  to  the  ends  of  the  four  pieces  of  the  cane-stock,  and  when  these  pieces 
are  in.  the  form  of  a  cane,  the  canvas  is  folded  up  and  a  sleeve  is  passed  over  the  lower  end, 
and  overlaps  the  ends  of  the  upper  and  lower  sections. 
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Claim. — ^The  jointed  section!  A  and  E,  the  seat  D,  and  sleeve  C,  when  arranged  and  ope- 
rating in  the  manner  and  for  the  purposes  set  forth. 

No.  33,074.— Albert  B.  Davis,  of  Sjracnse,  N.  Y.-^Improvement  in  Spoke  Machines. — 
Patent  dated  Angust  20,  1861. — ^This  invention  consists  in  the  nse  of  a  series  of  carriages 
placed  in  an  inclined  bed,  in  connexion  with  rotary  cntters  which  plane  off  the  edges  imd ' 
sides  of  the  spokes,  and  pressure  roUers  for  keeping  the  stuff  down  in  proper  position  on  the 
carriages,  and  against  the  bearing  strips  or  guides.  As  each  carnage  reaches  the  top  of  the 
frame,  it  drops  down  upon  the  lower  guides,  and  descends  by  its  own  gravity  to  the  bottom ' 
of  the  bed  or  frame,  and,  forcing  outward  a  horizontal  slide,  passes  upward  on  the  upper 
guides. 

Ciaim. — The  series  of  carriages  B,  placed  in  an  inclined  bed  or  frame  A,  in  connexion 
with  the  vertical  and  lateral  pressure  rollers  F  Q  J,  vertical  slides  E,  weights  Q,  horizontal 
bars  H,  rods  I,  vertical  slides  M,  weights  N,  and  rotary  cutters  8,  arranged  for  joint  operation 
as  and  for  the  purpose  set  forth. 

Also,  the  slides  H',  when  arranged  and  used  in  connexion  with  the  parts  above  enumerated, 
as  and  for  the  purpose  specified. 

No.  33,075.— Elliott  Dickbrman,  of  Middlefield,  Corm^^Improved  Chthes-Dnfer.-^ 
Patent  dated  August  20,  1861.— Within  a  groove  on  one  side  of  the  supporting  post  is  placed 
a  piece  of  metal,  having  a  projection  upon  which .  the  lower  sliding-hub  rests,  and  an  eye  at 
the  other  end,  to  which  is  attached  a  cord  that  passes  alonff  the  groove  to  a  reel,  by  moans  of 
which,  the  arm  of  the  frame  may  be  raised  or  lowered,  as  desired.  The  post  is  supported  bv 
means  of  a  series  V>f  arms  and  braces  attached  to  hubs,  so  as  to  admit  of  being  readily  foldeoL 

Claim. — First,  the  hook  F,  sliding  in  the  groove  €,  and  arranged  to  support  the  hub  D 
npon  its  projection /;  as  herein  set  forth. 

Second,  the  combination  of  the  cylindrical-grooved  post  C,  hub  D,  and  reel  H,  as  and  for 
thepuiposes  specified. 

Tnird,  providing  a  clothes-dryer  with  folding  legs  1 1,  arranged  to  be  extended  by;  deprea- 
Bion,  and  closed  by  the  elevation  of  the  hub  i,  as  set  forth. 

No.  33,076.— N.  J.  Eldred,  of  Elkhom,  Wis.— /mprovemfnf  in  Eaves  Troughs.—TBtent 
dated  August  20,  1861. — This  invention  consists  in  bracing  the  trough  by  means  of  cross* 
bars,  which  are  bent  up  at  their  centres  and  attached  at  i&  bent  portion,  to  a  b^  or  strap 
secured  to  the  roof  of  the  building. 

Claim. — ^First,  the  employment  of  the  cross-bar  C,  constructed  as  represented,  and  secnred 
to  the  trough,  substantially  as  specified. 

Second,  the  combination  of  said  cross-bar  C,  as  constructed,  with  the  bar  D,  bolt  a',  nut  c, 
the  several  parts  being  arranged  as  ai^d  for  the  purposes  specified. 

No.  33,077.— Harrison  Eluott,  of  Boston,  Mass.— im^rovecf  Flanged^ade  PrapeUer.-^ 
Patent  dated  August  20,  1861. — ^This  invention  consists  m  the  adaptation  to  the  propeUer 
blade  of  a  flange  which  projects  perpendicularly  from  the  outer  edgre  of  the  blade,  and  is  con- 
centric with  the  axis  of  the  propeller,  the  object  being  to  prevent  toe  loss  of  power  resulting 
from  the  centrifugal  action  imparted  to  the  water  bv  die  propeUer. 

C/atm.— The  fluuged-blade  propeller  herein  described,  the  form  of  the  fiances  being  deter* 
mined  by  a  plane  perpendicular  to  the  axis  of  the  propeOer  and  passing  through  tne  rear 
comers  of  the  blades,  and  a  plane  parallel  to  the  axis  of  the  propeller  and  passing  through 
the  advance  comer  of  the  blades,  substantially  as  set  forth. 

No.  33,078.— Gustavus  Finken,  of  Brooklyn,  N.  Y. —Improvement  in  Apparatus  for 
Mant^faeturing  Cube  5tf^ar.— Patent  dated  August  20,  1861.- This  invention  consists  in  the 
employment  of  a  series  of  rising  and  falling  pistons,  operating  in  suitable  cavities  or  moulds' 
in  a  rotary  disc  and  actuated  by  a  stationary  cam,  in  such  a  manner  that  the  sugar  intro-^ 
duced  into  the  moulds  is  compressed  at  a  certain  point  during  the  circuit  of  the  disc,  and 
lumps  thus  formed  ore  forced  out  and  deposited  on  a  stationary  platform. 

Claim. — The  combination,  in  the  manner  and  for  the  purpose  shown  and  described,  of  the 
rotary-wheeled  spring  piston  6,  with  the  disc  A  and  cam  F. 

No.  33,079.— T.  N.  Fisher  and  J.  H.  Zinn,  of  Newport,  V^— Improvement  in  Stoves.-^ 
Patent  dated  Augtist  20,  1861. — ^This  stove  is  designed  more  particularlv  for  armv  use,  and 
the  invention  consists  in  a  method  of  constmction  which  admits  of  its  being  readily  set  up 
or  folded  together  and  packed  for  facility  of  transportation. 

'  Claim. — l*Mrst,  a  stove  in  which  the  end  and  side  plates  are  hinged  to  the  bottom  plate,  so 
that  the  said  plates  may  be  folded  for  convenience  in  transportation. 

Second,  a  stove  in  which  the  end  and  side  plates  are  held  together  and  fiistened  by  means 
9f  a  joint  and  lock,  substantially  like  those  described. 

Thjrd,  the  keys  e  e,  when  formed  and  applied  and  operating  in  a  three-fold  capacity,  as  set 
forth. 

Fourth,  a  stove  in  which  the  top  plate  is  wholly  substituted  by  the  cooking  utensils,  which 
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Qtensils  are  so  pnwortioned  in  respect  of  width  and  depth  that  one  maj  contcdn  the  other  or* 
others  and  other  adjuncts  of  the  stove. 
Fiflh,  a  stove  in  which  the  gas-pipe  is  affixed  to  the  gas  exit,  in  the  manner  specified. 

No.  33,080.— Kelson  Gabel,  of  Gratis,  O.—hnprovement  in  CAsriM.— Patent  dated 
August  20, 1861. — ^This  invention  consists  in  giving  the  dashers  a  reverse  reciprocating  motion 
by  means  of  racks  attached  to  slides,  in  connexion  with  a  fixed  pinion. 

Claim. — ^Tbe  employment  and  arrangement  of  fix^  pinion  a,  reciprocating  racks  b  b,  and 
elides  h  k,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,081.— Edwin  A.  Hall,  of  Jacksonville,  Ind^^Iviprovement  in  Wazhing  MacHne:^- 
Patent  dated  August  20,  1861. — ^Within  an  annular  trough-like  box  provided  on  its  inner 
side  with  riba  are  arranged  two  rubbers,  consisting  of  a  series  of  fingers  attached  rectangu* 
larly  to  a  T-shaped  stock,  so  that  the  fingers  of  one  rubber  intermesh  with  those  of  the  other, 
b0r  means  of  which  the  clothes  are  alternately  compressed  in  two  difierent  dliections. 

Claim. — The  arrangement  of  angular  box  A;  ribs  0,  and  alternate  open  rubbers  G  G^  tha 
whole  beins  combined  and  operating  together,  as  set  forth. 

No.  33,082.— Peter  J.  Hardy,  of  New  York,  N.  Y^^Jmpraved  Can^  CAoir.— Patent  dated 
August  20,  1861. — This  invention  will  be  understood  by  reference  to  the  daim  and  engraving. 

Claim, — First,  the  combination  of  the  curved  notclied  link  d  hinged  to  the  seat,  with  thd 
csorved  arm  e  hinged  to  the  back*  in  the  manner  and  for  the  purposes  specified. 

Second,  the  legs/,  with  the  cross-piece  ^,  in  combination  with  the  legs  h  and  cross  piece  t, 
in  the  manner  specified,  whmeby  the  seat  is  sustained  by  the  pieces  g  and  i  coming  in  contact 
vhen  the  legs  are  in  an  X  form,  as  set  forth. 

Third,  the  supporting  frame  k,  attached  by  the  cross-rod  of  the  joint  7,  and  fitted  to  fold 
between  the  le^s  k  and  oeneath  the  seat  when  the  chair  is  folded  as  specified. 

No.  33,083.— John  K.  Harris,  of  Allensville,  Tjid.—Impravtd  Press  for  Pressing  Hay, 
Cotton,  i^c, — Patebt  dated  August  20,  1861. — ^This  invention  relates  to  an  improvement  upon 
a  press  patented  to  8.  Hewitt,  December  30,  1843,  and  it  consists  in  the  employment  of  two 
screws  with  which  the  beater  in  Hewitt's  press  is  so  arranged  as  to  perform  the  double  functioii 
of  a  beater  and  follower. 

Claim, — ^Tbe  follower  and  "beater**  O,  in  connexion  with  the  screws  H  H  and  hoisting 
rope  M,  or  analogous  devices,  so  arranged  and  applied  as  to  admit  of  the  follower  and 
"beater"  perfomung  the  filling  or  packing,  and  also  the  compressing  operation,  substantially 
as  set  fortL 

Also,  the  means,  substantially  as  shown  and  described,  for  operating  or  opening  and 
closing  automatically  the  feed  door  F,  to  wit:  the  cord  j,  connected  to  the  lever  ^,  which  is 
attached  to  the  rod/ in  the  door,  the  curved  arms  h  i  and  hooks  e  c,  and  the  cord  j  passing 
over  suitable  pulleys  i'  j",  and  connected  at  its  ends  to  levers  k  G,  which  are  actuatea 
respectively  by  the  follower  and  beater  O  and  pin  v  of  wheel  J. 

Aleo,  the  pulley  K,  wheels  J  «  ii,  and  endless  chain  I,  in  combination  with  the  slide  L, 
catch  f ,  stop  U,  and  projection  bx  for  operating  the  screw  shafts  H  H  and  rope  M,  sub- 
stantially as  descnbea. 

Further,  the  guide-bars  s  s  attached  to  the  inner  sides  of  the  uprights  B  6,  and  fitted  in 
notches  or  recesses  in  the  inner  sides  of  the  nuts  S  S,  to  serve  as  guides  for  the  latter,  and 
also  as  guides  to  the  bars  Q  Q  of  the  follower,  the  ears  r  r  of  which  are  at  each  side  of  the 
barss  s. 

No.  33,084.— Henry  Hassenpflug,  of  Huntington,  "PA.—Improvement  in  Lamps. — 
Patent  dated  August  20^  1861. — On  the  inner  surface  of  the  cylindrically-formed  reservoir  of 
the  lamp,  is  formed  a  female  screw,  which  operates  in  connexion  with  a  male  screw  formed 
on  the  wick-tube  carrier,  to  force  lard  or  other  concrete  fatty  matter  from  the  fountain  into 
the  wick-tube  chamber.  When  whale  oil  is  to  be  used  in  the  lamp,  the  lower  «nd  of  the 
wick-tube  chamber  is  extended,  and  provided  with  a  sciew-cap,  which  forms  a  bottom  for  the 
chamber. 

Claim. — ^A  lamp,  having  the  reservoir  A,  the  wick-tube  carrier  D,  and  the  wick-tube  B, 
wick-tube  chamber  d,  and  tbe  female  screw-cap  I,  constructed  and  arranged  in  relation  to  each 
#ther  so  as  to  operate  as  specified.  . 

No.  33,085.— C.  HODGKINS,  of  Marlboro',  N.  H. — Improvement  in  Sewing  Machines, — 
Patent  dated  August  20,  1861. — Around  a  flanged  circular  block,  which  is  secured  to  the 
stand,  is  fitted,  so  as  to  rotate,  a  feed  rin^,  to  the  interior  of  which  are  fitted  two  nearly  semi- 
circular arcs,  connected  to|pether  by  a  pin  joint  on  one  side  of  the  ring,  and  on  the  opposite 
side  one  of  the  arcs  haa  pivoted  to  it  a  small  curved  lever,  on  which  is  a  cam  whicli  works 
against  the  face  of  the  corresponding  end  of  the  arc  The  lever  is  made  to  turn  the  ring  for 
feeding  the  cloth  by  means  of  a  cam  on  the  looper  shaft. 

Claim, — First,  the  combination  of  the  jointed  ai'cs  K  L,  fitted  between  the  feed  ring  J  and 
Its  supporting  block  M,  the  lever  N  and  its  cam  /,  and  the  screw  i,  the  whole  arranged  sub- 
stantially as  described,  in  relation  to  each  other  and  to  the  capi  0  on  the  feed  shall  G,  and 
operating  as  set  forth. 
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Second,  so  arranging  and  applyinff  the  rotary  looper,  in  combination  with  an  eje-pointed 
needle  for  making  the  chain-stitch,  that  the  point  of  the  looper  enters  the  loop  of  the  needle- 
thread  while  below  the  axis  of  rotation  of  the  looper,  substantially  as  described,  or,  in  other 
words,  while  on  the  opposite  side  of  said  axis  to  that  on  which  the  cloth  is  situated. 

No.  33,086. — GusTAVE  A.  Huwald,  of  Knoxville,  Tenn. — Improvement  in  Apparatus  for 
Drfecating  Sugar-Cane  Juices  with  Sulphurous  Acid  Gas. — Patent  dated  August  20,  lt:l61. — 
This  apparatus  is  composed  of  a  juice-column,  made  in  sections'  separated  bv  horizontal 
perforated  partitions,  the  perforations  having  small  tubes  passing  through  and  extending 'a 
Htt.e  below  them,  to  permit  the  juice  to  drop  down  in  small  streams.  Extending  through 
the  length  of  the  juice-column  is  a  vertical  central  pipe,  which  connects  at  the  top  with  a 
sulphur-fume  suppiy-pipe  leading  from  a  sulphur-burmn^  retort  or  pan.  The  central  pipe  is 
reticulated  to  allow  the  fumes  of  sulphur  to  pass  into  the  jmce-column.  In  the  upper  horizontal 
part  of  the  siilphur-fumo  pipe  is  a  norizontal  shaft,  provided  with  a  spiral  flanch,  for  forcing 
the  fumes  of  sulphur  into  the  vertical  pipe,  and  thence  into  the  juice-column. 

Claim, — First,  in  the  treatment  of  sugar  iuices  with  sulphurous  fumes,  the  introduction  of 
the  gases  to  the  sugar  juices  through  a  sulphur-fume  pipe  F  and  a  perforated  vertical  pipe  £, 
which  is  enclosed  by  a  vertical  juice-column  A,  substantially  in  the  manner  and  for  the 
purposes  set  forth. 

Second,  the  combination  with  the  iuice-column  A  and  reticulated  sulphur-fume  pipe  E  of  a 
lucton  and  iorcmg  device  and  sulphur-buxning  retort  or  pan  G,  substantially  as  and  for  the 
pimxMies  set  /orth. 

Third,  in  apparatus  for  treating  sugar  juices  with  sulphurous  fumed,  making  column  A  m 
sections  a  ai  JU  a3,  wi?  h  partitions  bob  b,  which  are  pedTorated  or  have  tubes  ccc  extending 
down  through  them  and  below  their  surface,  in  combination  with  perforations  in  the  pipeE, 
which  are  ocuied  some  distance  above  the  surface  of  the  partition,  substantially  as  and  for 
the  purposes  set  forth. 

No.  33,087.— E.  L.  Jones  and  M.  E.  Carter,  of  St  Louis,  ^o.^Improtement  in  Dove- 
tailing Machines. — ^Patent  dated  August  20,  1861. — The  novelty  of  this  invention  consists 
in  th<:  arrangement  of  the  devices  for  performing  the  various  operations  of  mitring,  mortising, 
and  tenon-cutting;  the  separate  devices  being  oisclainied. 

Clatm. — ^The  combined  arrangement  of  the  mitring,  mortising,  and  tenon-cutting  deTicot 
in  the  machine,  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  33,088. — Sylvaiots  D.  Jones,  of  North  D!ghton,  'MaAB.—Improved  Washing 
Machine. — ^Patent  dated  August  20, 1661. — Within  a  cylindrical  vessel  is  arranged  a  dasher, 
attached  to  a  vertical  shaft,  which  latter  also  carries  a  circular  disc  placed  over  the  vessel. 
At  the  side  of  the  vessel  is  a  shaft,  upon  which  is  airanged  a  disc  and  an  arm,  which  serves 
aa  a  cam,  and  operates  with  the  disc  to  raise  and  turn  me  circular  horizontal  disc  with  the 
shaft  and  dasher  through  an  arc  of  a  circle,  and  afterwards  permit  them  to  drop  down  again, 
whereby  two  dififerent  actions  are  ffiven  to  the  dasher.  The  vertical  disc  is  made  adjustablo 
to  or  from  the  arm  or  cam,  when  aesirable. 

Claim. — ^A  washing  machine,  having  its  reservoir  A,  its  dasher  F,  its  shaft  D,  its 
disc  E,  its  cranked  arm  m,  constructed  and  arranged  in  relation  to  each  other  and  so  as  to 
operate  as  specified. 

Also,  the  employment  of  the  adjustable  disc  I  in  combination  with  the  vessel  A,  the  daaher 
F,  the  shaft  D,  the  disc  E,  and  so  as  to  operate  in  the  manner  set  forth. 

No.  33,089.— Wm.  F.  Ketchum,  of  Buffalo,  N.  Y.^hnproved  Hand  Grenade.-^Vh^j&gd, 
dated  August  20,  1861. — ^The  gprenade,  which  is  of  an  elongated  form  and  expanding  at  the 
centre,  is  cast  with  an  opening  at  each  end,  into  one  of  which  is  fitted  a  tube  of  some  soft 
metal  provided  with  a  flange  at  the  outer  end,  and  at  the  inner  end  with  a  nipple  for  holding 
a  percussion  cap.  The  charge  is  then  placed  in  the  shell,  and  when  the  same  is  to  be  u&ed,  a 
uuKk  provided  with  four  wmgs  of  pasteboard  to  act  as  a  guide,  is  inserted  in  the  other  end. 
Fitted  within  the  tube  is  a  plunger  which  is  made  to  explode  the  cap  on  the.inside  at  the 
moment  the  outer  end  of  the  tube  strikes  any  resisting  object. 

Claim. — ^The  co||^ination  of  the  tubing  and  concealed  cap  therein,  with  the  a^ustab^ 
plunger  and  adjustlble  winged  guide,  arranged  for  a  hand  grenade,  substantially  and  for  the 
purposes  described. 

No.  33,090.— Marcus  Lane,  of  Washington,  D.  C.-^Improvenunt  in  Treating  Metals. — 
Patent  dated  August  20,  1861.— This  invention  consists  in  arranging  the  gutter  or  induction 
pipe  that  leads  from  the  furnace,  tangentially  to  the  semi-spherically  formed  chamber,  so  that 
the  metid  shall  have  a  circular  motion  imparted  to  it  at  the  moment  it  enters  the  chamber. 
The  invention  also  consists  in  supplyinf^  carbon  with  the  air  at  a  point  below  the  surface  of 
the  molten  mass  of  metal,  by  means  of  blast-pipes  set  tangentially,  and  valved  chamboB  or 
vessels,  s^d  vessels  containmg  and  supplying  the  carbon,  and  the  said  pipes  conducting  it 
into  the  molten*  metal,  and  the  blast  of  aur  through  the  pipes  forcing  it  throughout  the  same. 

Ckim.— First,  imparting  a  partially  circular  motion  to  the  molten  metal  by  means  of  ths 
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8emi*splierica1  form  of  th6  cliamber  B,  and  the  tangontiallj-ainmged  pipe  or  ^tter  C,  sub- 
stantially as  and  for  the  poiposes  set  forth. 

Second,  continuing  the  circniar  motion  in  the  metal  hy  combining  the  semi-spherical  form 
of  the  chamber  B,  tangentially-set  gutter  C,  and  tangential  blow-pipes  E  E,  substantially  in 
the  manner  described. 

Third,  supplying  carbon  with  the  air  at  a  point  below  the  surface  of  the  metal,  to  a  circu- 
lating mass  of  me^  by  means  substantially  such  as  described,  for  the  purpose  set  forth. 

No.  33,091.— D.  CUNTON  Lawrence,  of  Cedar  Falls,  Iowa.— C<mi6tfi«<f  Penholder  and 
Letter- Weighing  Apparatus, — Patent  dated  August  20,  1861. — ^This  invention  consists  in 
combining  with  a  penholder  case,  or  other  instrument  for  writing  a  letter,  a  coiled  spring  and 
rod  secured  within  the  upper  end  of  the  case,  and  so  arranged  and  applied  as  to  indicate  tht 
weight  of  a  letter,  in  relation  to  the  rate  of  postage. 

claim. — A  combined  writing  instrument  and^weighing  apparatus,  constructed  and  operating 
Bubstantially  as  described. 

No.  33,092. — HEimY  Lowe,  of  Baltimore,  Md. — Improvement  in  the  Manufacture  of 
Paper. — ^Patent  dated  August  20, 1861. — This  invention  consists  in  reducing  the  fibrous  mat- 
ter of  many  different  paper-making  materials  having  a  very  short  fibre,  to  a  much  greater 
subdivision  than  has  usually  been  considered  proper  or  useful  for  the  manufacture  of  paper. 

Claim. — The  described  paper  stock  or  pulp,  having  a  short  fibre,  as  a  new  article  of  manu- 
fftctiu^,  the  same  being  made  from  killed  or  spoiled  stock,  or  from  vegetable  substances  having 
naturally  a  very  short  fibre,  substantially  as  set  forth. 

No.  33,093. — Perry  Marct,  of  Tunkhannock,  Pa. — Improvement  in  Potato^Diggers.— 
Patent  dated  August  20,  1861. — At  one  side  of  the  frame  is  attached  a  lever,  to  the  under  side 
of  which  is  secured  a  spring.  The  end  of  this  spring  is  connected  to  the  outer  end  of  an  arm 
of  the  rod  which,  with  its  arms  or  teeth,  forms  the  screen.  By  raising  this  lever  the  spring  is 
tightened  with  reference  to  the  screen. 

Claim. — ^Tho  arrangement  of  the  lever  «,  sprinff  t,  and  connecting  rod  /,  with  the  screen, 
operating  as  set  forth,  the  several  parts  being  usea  as  and  for  the  purpose  specified. 

No.  33,094.— Charles  McBurney,  ofRoxbury,  Mass. — Improvement  in  Utilizing  Waste 
Vulcanized  Rubber, — Patent  dated  August  20^  1861. — ^The  object  of  this  invention  is  to  restore 
to  the  waste  rubber  those  properties  oTwhich  it  was  divested  by  the  process  of  vulcanization, 
to  which  it  has  already  been  subjected,  by  adding  to  the  waste  rubber,  afler  it  has  been  suit- 
ablv  comminuted,  a  portion  of  oil,  such  as  pine  or  rosin  oil,  castor  oil,  &c.,  which  restores  to 
it  tnose  properties  and  that  capacity  of  being  again  vulcanized  which  it  possessed  in  a  crude 
state. 

Claim. — ^The  use  of  the  oils  mentioned,  in  combination  with  waste  vulcanized  India-rubber 
and  crude  gum  or  rubber,  as  set  forth,  for  the  purpose  specified. 

No.  33,095. — Benjamin  F.  Moore,  of  Detroit,  Mich. — Improvement  in  Hydrants.—'Taieni 
dated  August  20, 1861. — Upon  a  metal  pipe  is  bolted  a  cap  or  cover  with  a  valve-seat  attached 
thereto.  Upon  this  cap  is  a  bracket  in  the  form  of  a  tripod,  in  the  upper  end  of  which  is 
placed  a  nut,  through  which  a  screw  on  the  lower  end  of  the  valve-rod  passes.  The  valve-rod 
18  connected  to  the  valve-stem  by  means  of  a  thimble  made  in  two  halves,  and  held  in  position 
for  use  by  a  metal  band.  When  necessary  to  take  the  apparatus  apart,  the  band  is  slipped  up 
from  the  thimble,  and  being  in  two  parts  is  easily  removed  and  the  cap  taken  off. 

Claim. — The  combination  of  the  cap  B,  with  valve-seat  attached,  bracket  /,  nut  g^  thimble 
A,  and  band  i,  for  the  purposes  set  forth. 

No.  33,096.— Charles  O'Bryan  and  Henry  Ereps,  of  Minerva,  Ohio.— hnprovemrnt 
in  Ploughs. — ^Patent  dated  August  20,  1861. — ^The  beam  of  the  plough  is  made  of  wrought 
iron,  and  has  at  its  inner  end  a  bow  or  yoke,  one  end  of  which  is  longer  than  the  other. 
Pivoted  to  the  ends  of  the  arms  of  the  yoke  are  two  handles,  which  are  connected  below  the 
yoke  with  braces  or  bars  attached  at  their  forward  ends  to  the  beam.  By  r,  ^ans  of  holes  and 
bolts,  the  rear  ends  of  these  bars  may  be  adjusted  upon  the  handles,  so  fs  tj  cause  the  shares 
to  penetrate  more  or  less  deeply  into  the  ground. 

Claim. — The  combination  of  the  beam  A,  provided  with  the  yoke  B,  and  the  handles  C  C, 
with  shares  D  attached,  and  the  braces  E  E,  arranged  as  and  for  the  purpose  set  forth. 

No.  33,097.— A.  M.  Olds,  of  Qlenmont,  Wis. — Improved  Bag  Holder. — Patent  dated 
August  20,  1861. — ^Tlus  invention  consists  of  a  device  for  holding  bags  in  a  proper  position 
with  their  mouths  distended,  for  the  purpose  of  being  readily  filled. 

Claim. — The  slide  C,  placed  on  the  hollow  post  A,  and  provided  with  the  sliding  pieces 
E  E,  and  stationanr  board  «,  rotary  spurs  /  and  ^,  and  pawl  J ;  the  side  pieces  E  E  having 
arms  D  D  attachcJ,  iand  a  weight  I,  and  connected  to  a  slide  G  by  a  cord.Ej  all  arranged  to 
operate  as  and  for  the  pui'poso  set  forth. 
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No.  33;096.— Nathakiel  Parks,  of  Rome,  'N,Y.—Impra9id  Methods  of  CommMnie4amg 
(y  means  of  Electric  Telegraph.— Pekieui  dated  August  20,  1861.— The  iiiTentor  says:  **My 
plan  has  for  its  object  the  overcoming  of  some,  if  not  all,  the  causes  that  prevent  the  obtaining 
of  an  effective  working  current  at  tne  extremity  of  an  extended  submarine  or  subterranean 
conductor,  especially  if  at  any  point  of  that  conductor  defective  or  imperfect  insulation  ex- 
ists." Reference  must  be  had  to  the  spedfication  and  drawings  for  a  description  of  the 
invention. 

Claim, — ^The  system  of  operating  non-insulated  or  imperfectly  insulated  cable  or  metallic 
conductors,  by  such  arrangement  or  modification  of  the  receiving  instrument  as  will  provide 
for  the  results  indicated  in  the  preceding  specification. 

No.  33,099.— Robert  P.  Parrott,  of  Cold  Spring,  N.  Y.-'-hnrovement  in  ProjetHU* 
for  R\fled  Or(/nati<^.— Patent  dated  August  20,  1^1.— This  invention  consists  in  fitting  the 
rear  portion  of  an  elongated  projectile  for  rifled  ordnance  with  a  packing  ring  of  b^tiss  or  oither 
soit  metal,  to  be  upset  and  expanded  laterally,  and  so  driven  into  the  grooves  of  the  gun  by 
the  force  of  the  explosion  of  the  charge. 

Claim, — ^The  soft  metal  ring  B,  cast  in  a  groove  0,  in  the  body  of  the  projectile,  and  npon 
a  taper  portion  </,  extending  from  the  said  groove  to  the  base,  and  upon  ribs  or  feathers  ff 
or  their  equivalents,  formed  upon  the  body,  and  havin?  its  rear  edge  t  exposed  flush  or  there- 
abouts with  the  base  of  the  body,  all  substantially  as  dascribed. 

No.  33,100.— Robert  P.  Parrott,  of  Cold  fibring,  N.  Y, ^Improvement  in  Projectiles 
for  Rifled  Ordnance.— FAient  dated  August  20,  1861. — This  invention  is  desinied  as  an  im- 
provement upon  the  projectile  patented  to  J.  B.  Read,  October  28,  1856,  and  it  consists  in 
making  the  wrought-iron  cup,  which  is  attached  to  the  rear  of  the  projectile,  of  greater  thick- 
ness, and,  to  insure  its  proper  entrance  into  the  grooves,  the  said  cup  is  swaged  or  otherwise 
formed  before  the  insertion  of  the  projectile  in  the  gun,  so  that  in  loading  it,  it  will  enter  into 
the  grooves  in  such  a  manner  as  not  to  interfere  with  the  free  loading  of  the  cxm,  and  be 
caused  to  fit  the  grooves  and  lands  by  the  force  of  the  explosion  of  the  powder,  without  danger 
of  its  being  broken. 

Claim.— The  formation  of  such  wrought-iron  cup  before  the  insertion  of  the  projectile  iato 
the  gun,  with  projections  a  a  to  enter  into  the  rifle  grooves,  substantially  as  described. 

No.  33,101.— Robert  Paton,  of  New  York,  N.  Y.-^hnprcved  School  ^ot.— Patent  dated 
August  20,  1861. — This  invention  relates  to  an  improvement  in  folding  seatSi  and  it  consists 
in  so  constructing  the  same  as  to  offer  as  little  obstruction  as  possible  in  the  sweeping  and 
cleansing  of  the  room,  with  a  less  amount  of  stock  than  usually  required. 

Claim. — A  folding  seat  D,  attached  by  joints  d  to  the  side  frames  A,  which  joints  are  at 
the  back  parts  of  supports  e,  as  shown,  whereby  the  seat  is  supported  directly  undemeatli  it 
and  in  front  of  the  joints  d. 

No.  33,102.— William  P.  Pattton,  of  Harrisburg.  Va,— Improvement  in  Lamps.— Ts^Usni 
dated  August  20,  1861. — ^The  chimney  support  is  placed  over  the  air  chamber,  and  when  the 
lamp  is  to  be  lighted  the  jacket  is  raised,  g^de-pins  being  made  to  fit  in  slots,  by  means  of 
which  the  jacket  is  retained  in  connexion  with  the  air  chamber,  and  the  wick  is  exposed 
through  apertures  in  the  jacket.  Fitted  npon  the  upper  portion  of  the  oil  chamber  is  a 
'*pettiooar'  lined  on  its  inner  side  with  a  gutta-percha  or  leather  casket,  and  provided  with 
apertures  to  correspond  with  an  aperture  in  the  oil  chamber,  through  which  oil  is  poured  into 
the  chamber.    The  aperture  is  closed  by  turning  the  petticoat 

Claim. — First,  the  employment  of  the  adjustable  and  movable  chimney  support  B,  when 
it  is  constructed  and  arranged  in  the  manner  specified. 

Second,  the  combination  of  the  support  B,  as  constructed,  with  the  air  chamber  C,  the  two 
being  arranged  and  used  in  the  manner,  set  forth. 

Third,  the  construction  and  application  of  the  petticoat  E,  or  its  equivalent,  substantiallj 
in  the  manner  and  for  the  purpose  set  forth  and  described. 

No.  33,103.— Joseph  F.  Pond,  of  Cleveland,  O.— Improvement  in  5«<f-P/aiifer».— Patent 
dated  Au^st  20,  1861. — This  invention  consists  in  the  construction  of  a  dropping  tube,  to 
which  adjustable  or  reversible  arms  are  attached ;  also,  a  bent  bar,  with  stationary  and  re- 
versible arms,  upon  which  are  discs  or  wheels  placed  obliquely  to  the  line  of  draught,  having 
cone-shaped  bearings  for  equalizing  the  side  draught  and  preventing  friction  on  the  axle,  the 
cone  being  secured  to  the  arm  by  a  pin,  and  may  oe  a<^'usted  by  shilling  it  to  vary  the  width 
of  the  discs. 

Ciaim. — ^First,  the  two  serrated  or  plain  discs  TV  W,  oblique  to  the  line  of  motion,  npon 
stationary  adjustable  and  reversible  arms  a  a,  attached  dhoctly  to  the  dropping  tube  T,  and 
the  stationary  and  adjustable  aims  attached  to  a  piece  P  P,  for  the  purpose  of  covering  grain, 
cultivating  and  hoeing  vegetables  in  different  manners,  as  set  forth. 

Second,  the  application  of  the  cone  bearings  B,  and  cap  d  and  pin  •  in  the  hub  H  and 
disc  W,  when  placed  or  running  obliquely  to  the  line  of  motioii,  when  applied  to  seed- 
planters,  cultivating  and  hoeing  machines,  for  the  purpose  of  equiJking  the  side  draught  to 
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obviate  friction  and  secure  a  more  eaajr  action  of  the  machine  or  implement,  as  specified,  for 
the  porposes  set  forth. 

No.  33,104. — James  KahILL,  of  Ramsgate,  England. — Improvements  in  Artificial  Hori" 
tons  for  Quadrants,— Vf^XAiVLi  dated  August  5i(»,  18(51.— Patented  in  England  July  30, 18t>0. — 
This  invention  consists  in  the  employment  of  a  pendulum  connected  t<.»  a  horizontal  bar,  to 
the  end  of  \vhich  is  attached  two  thin  bar?^  standing  at  right  angles  to  the  pendulum,  the  said 
two  bars  or  arms,  when  properly  adjusted  to  the  true  horizontal  plane,  foi-ming  a  true  and 
reliable  horizon  for  measuiing  altitudes  or  angles.  The  said  arms  or  bars  may  be  readily 
adjusted  with  the  true  horizon,  from  time  to  time,  by  means  of  a  movable  weight  attached  to 
the  pendulum. 

Claim, — The  arrang^ement  and  adaptation  to  instruments  of  the!  above  description,  of  a 
pendulum  having  one  or  more  horizontal  bars  or  arms,  and  capable  of  adjustment  with  the 
true  horizon  and  the  centre  of  the  horizon  glass  and  eye  piece,  such  bars  or  arms  forming  an 
artificial  horizon,  which  may  be  reUed  upon  for  taking  observations  when  the  true  horizon  is 
obscured. 

No.  33,105.— Stephen  H.  Russell,  of  Boston,  TAbs^^—Improred  Canteen  Ft/Zer.— Patent 
dated  August  20,  1861. — The  object  of  this  invention  is  to  enable  a  person  not  only  to  dnnk 
from,  but  to  fill  his  canteen  where  the  water  is  shallow.  Attached  to  the  drinking  tube,  at 
or  near  the  middle  of  its  length,  is  a  short  metal  tube  divided  by  a  partition  and  surrounded 
by  a  disc  of  rubber,  which,  when  placed  on  the  mouth  of  the  vessel  to  be  filled,  and  pressed 
tightly  to  exclude  the  air,  will  fill  the  itessel  by  exhausting  the  air  from  it,  through  the 
mouth-piece  of  the  tube. 

Claim. — The  described  canteen  filler,  consisting  of  the  tube  A  and  short  tube  0,  with  its 
partition  e,  forming  the  passages  3  and  4,  substantially  as  specified. 

No.  33,106. — S.  M.  Sherman,  of  Fort  Dodge,  Iowa. — Improvement  %n  the  Construction 
of  Splint  Baskets, — Patent  dated  August  20,  1861. — To  the  outer  side  of  the  lower  part  of 
^  the  curved  staves  are  secuied  metal  plates,  which  are  split  at  their  upper  ends,  one  part 
being  bent  so  as  to  loop  over  a  wire  or  rod  on  the  outer  side,  while  the  other  part  passes 
through  the  staves,  and  is  clinched  wiihin  the  basket.  A  hoop  is  also  secured  to  the  inner 
Bide  <?  the  staves  by  metal  loops. 

Claim, — The  employment  or  use  of  the  plates  C  applied  to  the  outer  sides  of  the  stares  B, 
in  connexion  with  tne  rods  or  hoops  D  £,  one  or  more  pau's,  applied  to  the  staves  and  secured 
thereto,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,107.— John  J.  Smith,  of  Elizabeth,  N.  3.— Improved  Method  of  Operatic gr 
Dampers  in  Steam- Heating  Apparatus.— Vatcut  dated  August  20,  1861. —This  invention 
consists  in  efiecting  an  automatic  operation  of  the  damper  in  the  cold  air  supply  pipp, 
through  Uie  medium  of  the  expansion  and  contraction  of  a  portion  of  a  tube  connected 
direcuy  to  the  radiator  itself. 

Claim. — Governing  the  supply  of  cold  air  admitted  to  the  steam-heating  surfaces  by  the 
temperature  of  the  said  steam-neating  surfaces,  substantially  in  the  manner  and  for  the  pur- 
poses described. 

No.  33,108. — ^L.  M.  Speer,  of  Belle  Vernon,  Pa. — Improvement  in  Machines  for  Washing 
Sand. — Patent  dated  August  20,  1861. — This  invention  consists  of  a  series  of  inclined  screw 
elevators  arranged  in  boxes,  which  latter  are  connected  by  diagonal  sluices  leading  from  one 
box  to  the  other.  Over  the  front  end  of  the  first  series  of  boxes  is  arranged  a  hopper,  in:o 
which  the  sand  is  fed  and  subjected  to  the  action  of  a  stream  of  water.  By  means  of  the 
elevating  screws  and  sluices,  the  band  is  passed  from  one  box  to  the  other,  to  the  end  of  the 
series,  and  thus  thoroughly  cleansed. 

Claim. — The  combination  of  inclioed  screw  elevators  B  and  sluices  6  with  the  boxes  A, 
arranged  and  operating  in  the  manner  substantially  as  described,  for  the  purpose  of  giving 
the  sand  a  continuously  undulating  motion  while  subjected  to  the  action  of  the  current  of 
water,  as  set  forth. 

No.  33,109.— P.  H.  Standish,  of  Santa  Clara,  CeA,— Improvement  in  Threshing  Ma- 
chines,— Patent  dated  August  20,  1861. — This  invention  consists  in  the  employment  of  two 
or  more  rows  or  series  of  teeth  of  difierent  thicknesses,  placed  on  an  adjustable  polygonal 
dmm,  the  latter  being  so  arranged  that  any  of  the  series  or  rows  of  teeth  ma^  be  adjusted  in 
a  proper  relative  position  with  the  threshing  cylinder,  so*  as  to  operate  on  diiferent  kinds  of 
grain.  *' 

Claim, — ^The  employment  or  use,  in  combination  with  the  threshing  cylinder  B,  of  an  ad- 
justable drum  formed  of  a  series  of  toothed  concaves  attached  to  or  connected  with  a  common 
shaft,  substantially  as  shown,  to  admit  of  any  one  of  a  series  or  number  of  toothed  concaves, 
having  teeUi  of  different  thicknesses,  being  used  with  the  threshing  cylinder,  as  circumstances 
may  require. 
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Ko.  33,110.~ROBERT  S.  Stubbs,  of  Claremont,  N.  K.—Imprared  Apparatus  for  Work- 
ing Ships*  Boats, — Patent  dated  Augnst  20,  1861. — ^This  invention  consists  in  a  method  of 
attaching,  lowering,  and  detaching  boats  from  Tessels.  Beference  to  the  engraving  and 
■pecification  will  be  necessary  for  an  understanding  of  the  operation  and  construction  of  the 
apparatus. 

Claim. — ^Flrst,  the  means  specified  for  attaching  or  detaching  the  boat  and  fall,  consisting 
of  the  blocking  piece  1,  in  combination  with  the  rock-shaft  4  and  rod  H,  fitted  and  acting 
substantiallv  as  specified. 

Second,  the  double  winch  M.  formed  with  wavy  or  zigzag  grooves,  and  arranged  in  the 
manner  specified,  to  act  upon  the  ropes  or  chains  of  the  falls  to  the  boat,  as  set  forth. 

Third,  the  arrangement  of  the  wheel  o,  friction  band  o',  lever  L,  pawl  L',  and  wheel  ]],  to 
control  the  raising  or  lowering  of  the  boat,  in  the  manner  set  forUi. 

No.  33,111.— Charles  Teckelnburg,  of  Philadelphia.  FeL—Improvemmt  in  Loaf-Sugar 
Cutting  Machines. — Patent  dated  August  20,  1861. — ^The  object  of  this  invention  is  the  mvi- 
sion  of  loaf  sugar  into  small  uniform  clocks,  for  family  use,  which  is  effected  by  means  of  an 
arrangement  of  four  sawing  cylindera  operating  together  in  connexion  with  a  feed  trough,  so 
that  the  discs  of  sugar,  in  passing  between  the  said  cylinders,  shall  be  grooved  on  each  side 
in  such  a  manner  that  they  will  Income  perfectly  divided  or  broken  ape^  into  small  uniform 
blocks  on  falling  into  the  receiving  box  below. 

Claim. — Providing  the  cylinder  A  A  and  B  B  with  the  saws  e  e  and  g  g,  respectively,  as 
described,  .the  said  cylinders  being  arranged  to  operate  together  In  combination  with  the  feed 
trough  C,  substantially  as  descril^  and  for  the  purpose  specified. 

No.  33,112.— Louis  Tilliers,  of  New  York,  N.  Y.^Improved  Motive  PMcer.— Patent 
dated  August  20,  1861. — ^This  invention  consists  of  an  apparatus  in  which  it  is  designed  to 
combine  the  power  of  the  lever  with  that  of  gravitation,  for  the  purpose  of  producing  a 
permanent  active  force  to  be  applied  as  a  motor  to  various  machines. 

Claim. — The  use  or  employment  of  the  levers  A,  weighted  lovers  B,  shaftS  S,  in  combina- 
tion with  the  connexions  described,  when  the  same  shallbe  arranged  and  operated  as  described 
and  for  the  purpose  specified. 

No.  33,113.— Solomon  and  Nicholas  Van  Dyk,  of  St.  Louis,  Mo. — Improvement  im 
Coffee  Roasters. — Patent  dated  August  20, 1661. — This  invention  consists  in  constructing  the 
cylinder  with  double  heads,  between  which  the  heat  from  the  fire  is  admitted,  and  in  connect- 
ing them  by  oval  flues  placed  in  an  angular  position  with  reference  to  each  other  in  such  a 
manner  that,  as  the  cylinder  revolves,  the  coffee  is  first  passed  towards  one  end  of  the  cylinder, 
and  then  carried  by  another  flue  towards  the  other  end  of  the  cylinder. 

Claim. — ^The  construction  of  a  cylindrical  coffee  roaster,  with  internal  flues  placed  angularly 
to  the  centre  of  the  c;^linder  and  with  each  other,  substantially  in  the  manner  described  and 
for  th^  purpose  specified. 

No.  33,114.— James  L.  Vauclain,  of  Lafavette^  Ind. — Improvement  in  Locomotive  Snu^ 
Stacks. — Patent  dated  Aug^t  20,  1861. — ^At  the  lower  part  of  the  exit  flue,  and  constituting 
a  portion  thereof,  is  an  adjustable  throat,  which  may  be  raised  or  lowered  by  means  of  a  rack 
and  pillion  under  the  control  of  the  engineer,  so  as  to  modify  the  draught  without  interfering 
with  the  discharge  of  steam.  Below  the  throat  is  a  perforated  cylindrical  box  or  screen,  the 
apertures  consisting  .of  longitadiufJ  slots,  which  can  be  dosed  to  any  desired  extent  by  means 
of  a  correspondingly  perforated  cylindrical  register,  operated  by  a  rack  and  pinion  under  con- 
trol of  the  engineer,  by  which  he  is  enabled  to  graduate  the  screen  so  as  to  prevent  the  escape 
of  sparks. 

claim. — First,  the  arrangement  of  a'shiflingthroatE,  in  combination  with  the  exhaust 
steam  and  smoke  passages,  substantially  as  and  for  the  purposes  set  forth. 

Second,  providing  the  smoke  passage  of  a  locomotive  with  a  screen  I,  having  apertures  K 
closable  by  a  register  L,  under  control  of  the  en^eer,  as  and  for  the  purpose  set  forth. 

No.  33,115.— John  Walch,  of  New  York,  N.  Y. — Improved  SisiAe.- Patent  dated  Augnst 
SO,  1861. — ^This  invention  consists  in  combining  in  one  piece  with  a  sink  an  open  channel  on 
the  side  for  the  overflow,  and  an  open  channel  in  connexion  with  the  side  channel  at  the  bottom 
of  the  sink,  said  lower  channel  being  provided  with  a  division  which  constitutes  the  water 
trap.    At  the  end  of  the  water  trap  is  cast  a  branch  to  which  the  waste  pipe  is  attached. 

Claim. — ^The  arrangement  and  combination  with  a  sink  A  of  the  channel  B  on  the  side,  and 
the  channel  D  at  the  bottom  of  said  sink,  both  channels  communicating  with  each  other  and  • 
provided  with  a  pipe  or  projectiq|i  £  at  the  extreme  end  of  the  channel  D,  said  channels  B  and 
I)  and  pipe  £  being  covert  by  a  partly  perforated  and  removable  cover  G,  Gonstmcted  as 
described,  and  forming  thereby  a  bottom  and  side  escape  for  the  water,  as  set  forth. 

No.  33,116.— John  Warner  and  Jacob  H.  Yosburgh,  of  Qalesburg,  Mich.— /mprove- 
me^t  in  Machines  for  Extracting  Stumps. — Patent  dated  August  20,  1861. — ^The  chain  which 
is  attached  to  the  stump  to  be  extracted  is  secured  to  an  axle  upon  which  is  a  drum  which 
carries  a  chain  secured  to  a  second  axle  in  the  rear  of  the  first     ifpon  this  second  axle  is  also 
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placed  a  dram  to  which  is  secnred  a  rope  by  which  the  power  is  applied  to  the  rear  dram.  At 
tlie  rear  of  the  main  frame,  is  a  vertical  frame  provided  with  wheels,  so  arranged  as  to  bear  the 
weipfbt  of  the  rear  of  the  machine  when  necessanr. 

CYaiwi.— First,  the  arrangement  of  the  chams  I  I,  axles  E  D,  pulleys  or  drams  G  F,  chain 
H,  and  cord  K,  upon  and  in  connexion  with  the  frame  A,  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  subject  of  the  first  claim,  the  employment  of  the  vertical 
frame  L,  when  used  as  and  for  the  purpose  set  forth. 

No.  33,117. — John  B.  Waring,  of  South  Manchester,  Conn. — Improved  Machine  for 
Sizing  SUk  or  Other  Threads.— Vateui  dated  August  20,  1861.— This  invention,  the  nature 
of  which  will  be  understood  from  the  claim,  does  not  admit  of  a  brief  intoUiffible  description. 
'  Claim. — First,  varying  the  inclination  of  a  lever  C  by  means  of  slight  difierences  in  ten- 
sion due  to  variations  in  the  size  of  a  thread  ranning  between  freely  lotating  wheels  D  D', 
mounted  on  such  lever,  without  a  rabbing  friction  of  the  thread  against  either  of  such  sur- 
faces ;  and  in  combination  therewith  and  bv  means  of  such  changes  so  produced  in  the 
inclination  of  C,  increasing  and  diminishing  the  distance  between  the  axes  of  D  D',  the  whole 
operating  together  substantially  as  set  forth,  for  the  purpose  of  actuating  mechanism  which 
shall  induce  the  shifting  of  the  thread  from  one  bobbin  or  receiver  to  another  without  subject- 
ing the  thread  to  any  considerable  strain. 

Second,  the  constraction  and  arrangement  of  continuously  revolving  thread-griping  wheels 
D  D'j  levers  C  and  E,  joint  c,  and  suriaces  F  G,  for  the  purpose  set  forth. 

Third,  the  adjustable  cam  F,  or  its  equivalent,  arranged  relatively  to  the  lever  E  and  sur* 
face  G,  or  their  equivalents,  substantiaUy  as  described. 

No.  33,118.— George  Wiiitford,  of  Providence,  R.  I.— Improved  JFashboard.—Fataut 
dated  August  20,  1861. — This  invention  consists  in  placmg  within  a  wooden  fmme  a  plate  of 
vulcanized  rabber  or  gutta-percha,  the  surface  of  which  is  ribbed  and  provided  with  upright 
bars  or  stays,  which  strengthen  the  ribs  that  are  arranged  diagonally  irom  the  sides  and  in- 
tersected by  the  bars. 

Claim. — As  a  new  article  of  manufacture,  a  washboard  (or  rabber  for  washing  machines) 
composed  of  vulcanized  caoutchouc,  gutta-percha,  or  other  gums,  with  bars  and  ribs,  con- 
stnicted  and  arranged  substantially  as  described  for  the  purposes  specified. 

No.  33,119. — John  R.  Whtttemore,  of  Chicopee  Falls,  Mass. — Improvement  in  Feed 
Cutters. — Patent  dated  August  20,  1861. — This  invention  consists  in  the  use  of  a  common 
hide  roll  and  cylinder  of  knives,  in  combination  with  a  compressible  mouth  to  the  hopper, 
the  bottom  board  being  hinged  at  one  end  and  acted  upon  by  a  spring  and  block  pres&ing  it 
upwards. 

Claim. — ^The  compressible  mouth  of  the  hopper,  in  combination  with  the  hide  roll  A,  or  its 
equivalent,  and  the  cylinder  of  knives  B,  substantially  as  and  for  the  purpose  specified. 

No.  33,120. — John  Woody,  of  Mount  Veraon,  Ind. — Improvement  in  Ilarvestcrs. — Patent 
dated  August  20,  1801. — ^This  inventipn  consists  of  an  arrangement  of  devices  by  means  of 
which,  the  driver  may  from  his  seat  readiy  raise  the  finger-bar  and  sickle  over  any  obstruc- 
tions, by  simply  pressing  his  foot  against  the  upper  end  of  a  lever  and  bearing  back  on  the 
seat.  The  finger-bar  and  sickle  may  be  retained  at  any  desired  height  by  passing  a  pin 
through  a  guide  in  any  of  a  series  of  holes  in  a  suitably  located  bar. 

Claim. — ^The  lever  A:,  attached  to  the  draught-pole  B  by  the  bar  I  and  the  bar  C,  which 
supports  the  driver's  seat  D,  and  is  attached  to  the  draught-pole  B  by  the  link  p,  in  combina- 
tiyn  with  the  guide  m,  attached  to  one  side  of  the  B«at  support  j,  the  perforated  bar  t?,  attached 
to  the  support  g^  and  fitted  in  the  guide  u,  all  being  arranged  as  and  tor  the  purpose  specified. 

No.  33,121.— John  O.  Blythe,  of  Germantown,  Pa.,  assignor  to  Himself  and  Joseph 
W.  Jones. — Improvement  in  Ventilating  Hats  and  Caps. — Patent  dated  August  20,  1861. — 
The  cap  or  hat  is  made  in  two  sections,  connected  together  by  means  of  a  hinged  joint  in 
such  a  manner  that  the  upper  part  may  be  raised  from  the  lower  and  an  opening  made  for 
ventilation. 

•   Claim. — A  ventilating  or  extension  cap  or  hat  formed  by  the  combination  and  arrangement 
of  the  parts  ab  d  and  E,  substantially  as  described. 

No.  33,122.— Henry  F.  Cox,  of  Jersey  City,  N.  J.,  and  Alexander  Miller,  of  New 
York,  N,  Y.,  assignors  to  Henry  F.  Cox,  of  Jersey  City,  N.  J. — Improvement  in  Machinery 
for  Cutting  Corks. — Patent  dated  August  20,  1861. — ^This  invention  relates  to  that  class  of 
cork-cutting  machines  by  which  a  number  of  corks  may*  be  cut  at  one  and  the  same  time  out 
of  A  slab  or  sheet  of  the  cork  wood.  The  nature  of  the  improvements  will  be  understood 
from  the  claim. 

Claim. — So  combining  the  fixed  clamps  with  the  spindles  and  cutters  revolving  around 
them  that  the  latter  can  be  both  revolved  and  raised  and  lowered,  without  imparting  motion 
to  the  clamps,  substantially  in  the  manner  and  for  the  purposes  set  forth. 

Also,  the  cutters  so  formed  as  to  make,  in  the  first  instance,  two.  annular  and  concentric 
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incisions,  and  then  grab  out  the  cork  wood  left  detached  by  said  cntters,  substantially  in  the 
manner  set  forth. 

Also,  the  arrangement,  as  described,  of  the  adjustable  levers  and  links,  and  their  combinsr 
tion  with  the  spindle  frame  and  the  driving  cams,  for  the  purpose  of  producing  the  difierent 
degrees  of  travel  required  <Jf  the  spindle  fi  ame  for  cutting  corks  of  the  various  lengths,  and 
of  enabling  the  said  fitune  to  bo  always  started  from  a  given  point,  as  set  forth. 

No.  33,123.— Hampton  W.  Evans,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  C  C. 
Jenkins,  of  the  same  place. — Improvement  in  'Equalizing  the  Action  of  Springs  in  Gov' 
ernoi"*.— Patent  dated  August  20,  18J1.— This  invention  consists  in  combining  a  spring  with 
a  governor,  spindle,  and  rods,  so  ananged  as  to  form  a  kuee  joint,  so  that  the  force  applied 
to  overcome  the  rigidity  of  the  spring  may  be  transmitted  through  a  leverage  constantly  in- 
crea*<ing  as  the  resistance  of  the  spring  increases,  thereby  equalizing  the  action  of  said  spring. 

Claim. — Combining  a  spring  with  the  governor  spindle  A  and  rods  F  and  F',  so  arranged 
as  to  form  a  knee  joint,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,124.--WiLLiAM  A.  Mauran,  of  Boston,  Mass.,  assignor  to  Chase  Brother  & 
Co.,  of  same  place.— /m/irorcrf  Camp  Bedstead. ^Fa.tent  dated  August  20,  1861. — ^The  nature 
and  object  of  this  invention  will  be  understood  from  the  claim  and  engmving. 

Claim. — First,  the  piece  F,  with  its  projections  a;,  in  combination  with  the  hasp  H,  operat- 
ing with  the  pawls  G,  substantially  as  described,  whereby  the  head  and  foot  extensions  are 
adjustable  and  fixed  in  any  desirable  position,  and  whereby  those  appliances  fasten  the  legs. 

Second,  the  folding  legs  L  L,  in  combination  with  the  sui}porting  brace  or  spring  M,  sub- 
Btantially  as  describwi,  whereby  the  sagging  of  the  middle  of  the  bed  is  prevented. 

Tb.id,  the  tolding  and  bent  rods  1  and  J,  substantially  as  described,  wherebv  the  frame 
supporting  the  net-work  or  curtains  may  be  folded  in  their  application  to  bedsteads,  substan- 
tially as  described. 

No.  33,125.— Edwin  H.  Perry,  of  Providence,  R.  I.,  assignor  to  Sackett,  Davis  & 
Co.,  of  the  same  place. — Machine  for  Making  Split  Rings. — Patent  dated  August  20, 1861. — 
This  invention  consists  of  a  machine  which  embraces  in  its  organization  all  the  operations 
necessary  to  convert  any  length  of  wire  into  finished  rings  without  the  intervention  of  manual 
labor. 

Claim, — ^First,  the  mode  of  operation,  substantially  as  specified,  by  means  of  which  a  wire 
of  indefinite  length  is  wound  in  successive  coils  of  two  or  more  convolutions,  and  each  coil 
cut  from  the  wire  as  fast  as  it  is  foimed,  as  set  forth. 

Second,  the  mode  of  operation,  substantially  as  specified,  by  means  of  which  each  coil 
is  successively  convevcd  to  ±he  point  where  it  is  swaged  into  a  ring  and  then  conveyed  to  the 
point  where  it  is  discharged  from  the  machine. 

Third,  in  combination  with  the  carrier  K,  or  its  equivalent  for  transporting  the  coil^ 
the  employment  of  the  punches  L  and  N,  or  their  equivalents,  substantially  as  described  for 
the  purposes  specified. 

Fourth,  in  combination  with  a  spindle,  or  its  equivalent  for  winding  the  coils,  the 
employment  of  a  clamp  or  its  equivalent,  substantially  as  described,  for  holding  the  wire 
against  the  spindle  while  it  is  being  wound  in  the  manner  and  on  the  principle  substantially 
as  hct  forth. 

Filth,  the  mode  of  operation,  substantially  as  described,  by  means  of  which  the  end 
of  the  wire,  after  a  coil  has  been  cut  off,  is  prevented  from  bearing  against  the  wiuding^spindle 
while  it  is  discharging  the  coil,  as  set  forth. 

No.  33,126. — Monroe  Stannard,  of  New  Britain,  Conn.,  assignor  to  Pratt,  TVuttney 
&  Co.,  of  Hartford,  Conn. — Improvement,  in  Pumps. — Patent  dated  August  20,  1861. — ^Thls 
invention  consists  in  providing  passages  for  the  admission  of  the  fluid  to  the  abutment  cham- 
bers behind  the  end  ot  the  abutments.  The  said  passages  lead  from  the  channel  in  which  the 
fluid  moves  to  the  lower  part  of  the  chambers  in  the  drum,  so  that  there  shall  always  be  the 
same  pressure  behind  the  end  of  the  abutment  as  there  is  in  that  part  of  the  channel  in  which 
the  above-mentioned  passage  opens.  Ptussing  down  through  holes  in  the  abutments  are  gauge 
screws  which  screw  into  the  metal  forming  the  bottom  ot  the  chambers  in  the  drum,  the  en- 
larged heads  of  these  screws  forming  checks  to  prevent  the  abutments  fiom  being  forced  out 
only  just  so  far  as  to  prevent  leakage  of  the  fluid  past  their  ends. 

Claim. — The  employment  of  the  passages  m  leading  into  the  abutment  chambers,  substan- 
tially as  and  for  the  puiposo  specified. 

Also,  the  employment  of  adjustable  gauges  to  limit  the  distance  to  which  the  pistons  may 
be  protruded,  substantially  in  the  manner  and  for  the  purpose  set  forth. 


No.  33,127. — William  F.  Beecher,  of  Chica^,  111. — Improvement  in  Stoves, — Patent 
dated  August  27,  1861. — ^This  invention  consists  in  having  an  inverted  conical  air-heating 
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chamber  placed  within  the  stove,  and  extending  from  the  lower  to  the  upper  part  of  the  latter, 
the  lower  end  of  the  air-heating  chamber  being  curved  and  projecting  through  the  side  of  the 
stove,  and  the  upper  end  secured  to  the  top  of  tne  stove  and  closing  the  upper  end  of  the  same. 


Digitiz 


COMMISSIONER    OP   PATENTS.  475 

Claim. — ^The  arrangement  of  the  cnnred  conical  air-chamber  F,  with  the  stove  body  A  and 
firc-cbamber  B,  in  the  manner  shown  and  described. 

No.  33,128.— F.  BoissARD  and  8.  ContIATH,  of  Now  York,  N.  Y.— Improved  Bedstead 
and  Trunk  Combined. — Patent  dated  August  27,  1861. — ^This  invention  is  explained  by  the 
claim.  * 

Claim. — The  trunk  A,  formed  of  three  parts  a  b  e,  and  the  flap  rf,  connected  together  by 
joints,  the  parts  a  b  being  provided  with  lids  g  A,  and  the  part  c  provided  with  a  drawer  /, 
all  arranged  as  shown  and  used,  in  connexion  with  a  mattress  D,  and  with  or  without  cover 
or  curtuiu  supports  B,  to  form  a  new  and  improved  combination  of  a  trunk  and  bedstead,  as 
sot  foith. 

No.  33,129. — Henry  Bowers,  of  New  Hudson,  Mich. — Improvement  in  Cultivators, — 
Patent  dated  August  27,  1861. — ^The  novelty  of  this  invention  consists  in  the  special  anauge- 
ment  of  the  several  parts  as  related  in  the  claim. 

Claim. — The  bolster  D,  king  bolt  E,  axle  A,  neap  C,  beams  F  F'  M,  pieces  G  G',  hin?es 
H  H^  standards  or  arms  K,  braces  N,  ploughs  or  hoes  L  L^  and  handles  P,  the  whole  bemg 
constructed,  combined,  arranged,  and  operating  as  and  for  the  purposes  described. 

No.  33,130.— Thomas  Boyd,  of  Boston,  Mass. — Improvement  in  Tents, — Patent  dated 
Au*»ust  27, 1861. — Upon  the  centre  pole  of  the  tent  is  arranged  a  sliding  ring  having  a  number 
of  books,  with  which  one  end  of  anv  desired  number  and  lengths  of  radiating  ridge-poles  or 
rods  may  be  engaged  or  disconnected  at  pleasure,  for  the  purpose  of  increasing  or  diminishing 
the  size  and  length  of  the  tent  in  any  one  or  more  directions,  the  opposite  end  of  the  said 
poles  being  sustained  upon  any  suitable  supporting  legs. 

Claim. — First,  the  combination  of  the  centre  pole  with  its  travelling  collar  or  ring  of  hooks, 
ridge-poles//,  &c.,  and  end-sustaining  devices,  substantially  as  described. 

Second,  the  arrangement  of  devices  for  sustaining  the  tent,  the  same  consisting  of  the 
hinged  legs  having  spindles  k  A,  that  engage  with  suitable  sockets  formed  in  the  ends  of  tho 
ridge-poles.  ^ 

No.  33,131.— W.  II.  H.  BuRNHAM  and  Samuel  B.  Pierce,  of  Homer,  N.  Y.—Improve-- 
went  in  Subsoil  Ploughs. — Patent  dated  August  27,  1861. — ^To  the  rear  of  the  plouf^h-bcami 
is  secured  a  longitudinal  bar  rf,  provided  with  a  loop  and  secured  to  a  cross-piece,  and  wtween; 
the  bandies  is  another  looped  bar  e.  The  shank  to  which  the  blade  is  attached  passes  throughi 
the  loops  of  the  above-named  bars,  and  is  secured  in  place  by  means  of  two  set-screws,  whimh 
admit  of  the  subsoil  being  easily  detached  when  the  plough  alone  is  to  bo  used. 

Claim. — The  arrangement  of  the  adjustable  bar  e,  secured  as  set  forth,  with  the  shank  «; 
blade  c,  bar  </,  set-screws  t  i,  and  plough  A,  the  several  parts  being  constructed  and  uscdio 
the  mauner  and  for  the  purpose  specified. 

No.  33,132.— John  Cavender,  of  Milton,  O.— Improved  Blacksmiths*  Hearth,— Vaieut 
dated  August  27,  1861. — This  invention  consists  in  the  use  of  a  hearth-plate,  providisd  with 
conical  or  taper  perforations  and  placed  over  a  box  having  a  curved  front  side  and  terminating 
in  an  inclined  spout  or  chute  projecting  through  the  masonry  at  the  back  of  the  forge,  the 
spout  having  at  its  end  a  slide  for  the  emission  of  the  contents  of  the  box,  and  a  plug  to  regu- 
late the  blast.  At  the  back  of  the  box  is  a  pipe,  which  receives  the  bellow's  nozzle.  Directly 
imder  the  hearth-plate  is  fitted  a  slide,  to  be  closed  when  the  box  is  emptied  of  its  contenta. 

Claim. — The  hearth-plate  A  having  conical  or  taper  perforations  B,  in  combination  with 
the  box  C,  provided  with  the  pipe/,  slide  D,  and  chute  t,  the  latter  having  the  door  e  at  its 
end,  all  arranged  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  chute  b  of  box  0  and  perforated  hearth-plate  A,  the  plug  d, 
for  the  purpose  of  regulating  the  blast,  as  set  forth. 

No.  33,133.— William  Clissold,  of  Dudbridgo,  England.— /mjiror«tw«il  in  Driting- 
Belts. — Patent  dated  August  27,  1861. — Patented  in  England  May  2,  1861. — This  invention 
relates  to  that  class  of  driving-belts  which  bind  by  lateral  pressure  on  their  pulleys,  and  it 
consists  in  forming  the  band  with  a  bevelled  edge,  so  as  to  fit  in  V-shaped  ^ooves  formed  in 
the  periphery  of  the  driving-pulleys,  the  band  being  composed  of  layers  ot  leather  or  other 
material  connected  together  by  pins  or  otherwise. 

Claim. — Constructing  wedge-shaped  driving-belts  suitable  for  working,  in  coiyunction  with 
Y-grooved  pulleys  or  links,  substantially  in  the  manner  and  for  tho  purpose  set  forth. 

No.  33,134. — James  Curran,  of  Kirkwood,  N.  Y. — Improvement  in  Apparatus  for  the  in- 
Mtant  application  of  Brakes  to  the  Driving-wheels  of  Tread-Powers. — Patent  dated  August 
27,  1861. — This  invention  consists  of  an  arrangement  of  devices,  by  means  of  which  the 
brake  is  caused  to  be  applied  to  the  driving-wheel  when  the  band  becomes  accidentally 
detached  by  the  animal  working  the  machine,  thus  preventing  strain  andJnjury  to  the  animal^ 
incident  to  such  accidental  displacement. 
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Claim. — ^The'appaTstns,  the  principal  parts  of  which  are  hereinbefore  described,  and  Um 
application  thereof  to  the  front  and  rear  of  tread-powers,  and  the  securitj'  giren  to  the  broke 
by  the  hammer-strap  0,  Fig.  5. 

No.  33,135. — £.  DE  Bassako  and  A.  Brudenk,  of  Brussels,  Belgium.— /7n;»r(wcmeii/  t» 
the  Manufacture  of  Stearitu, — Patent  dated  August  27,  18(31. — Patented  in  England  May  2, 
1661. — This  invention  consists  in  adding  to  new  or  virgin  acidiSed  fatty  matters,  to  be  sub- 
jected to  distillation,  carbonaceous  or  charred  matters — ^bj  preference,  pulverized  charcoal — 
there  having  previously  been  added  to  the  fatty  matters  one-nl'th  or  more  of  oleine  or  oleic  acid 
and  other  oleaginous  substances  capable  of  producing  elaidic  acid. 

Claim, — ^Tho  use  of  carbonaceous  or  charred  matters  or  substances,  with  additional  oleine, 
or  such  equivalent  substance,  in  the  manui'acttu^  of  stearine,  as  stated  and  substantially 
described,  and  constituting  improvements  in  the  manuiactuxe  of  stearine. 

No.  33,136.— Adam  Exton,  of  Trenton,  N.  J, —Improved  Biscuit  Machine.— Patent  dated 
August  )i7,  1861. — This  invention  consists  in  the  use  of  two  moulding-plates,  so  arranged  as 
to  ho  moved  by  the  action  of  the  cranks  and  made  to  slide  back  and  foith  along  guides,  so 
that  the  fluted  or  grooved  surfaces  of  the  two  plates  slide  in  contact  with  each  other. 

Claim. — The  moulding  plates  J  R  L  M,  with  the  flutes  or  grooves  cut  thereon,  substan- 
tially in  the  shape  of  a  truncated  cone,  in  combination  with  the  cranks  or  the  endless  bolt, 
substantially  as  described  and  for  the  puposc  set  forth. 

No.  33, 137. — ^Matthew  Fletcher,  of  Louisville,  Ky. — Improvement  in  Feed-Cutters. — 
Patent  dated  August  27,  1861. — ^Attached  to  the  fly-wheel  are  four  plane-iix)ns,  so  arranged 
as  to  operate  like  a  ludial  knife  divided  into  segments,  each  segment  coming  into  operadoo 
in  its  turn. 

Claim. — First,  forming  the  knife  of  a  straw-cutter  of  a  series  of  cutting-edges  set  at  dif- 
ferent angles,  and  coming  into  operation  successively,  the  whole  arranged  to  operate  substan- 
tially as  described,  for  the  purpose  set  forth. 

Second,  a  scries  of  cutting-edges  or  knives,  so  arranged  as  to  come  successively  into  ope- 
ration, us  described,  in  combination  with  a  rotating  carr>*ing  fly-wheel,  the  whole  constructed 
and  operating  as  specified,  for  the  purpose  set  forth. 

No.  33,138.— JoilN  C.  GiBBS,  of  Middleborpugh,  Mass. — Improved  Ship-Scrapcr.—P&teot 
dated  August  27,  1861. — ^This  invention  consists  of  a  steel  plate  combining  the  straight-edge 
scraper,  with  straight  and  curved  edges  and  sham  and  rounding  comers,  so  as  to  conform  to 
the  concave,  plane,  or  angular  surfaces  of  the  different  parts  of  the  vessel  to  be  scraped. 

Claim. — A  ship-scraper  provided  with  edges  d  efg,  comers  A  h'  and  i  i',  and  attached  to 
a  tang  B  and  handle  C,  all  as  shown  and  described. 

No.  33, 132* —A.  GiRAUDOT,  of  New  York,  N.  Y.—/m;»ror«f  Jtfof  ire  Poircr.— Patent  dated 
August  27, 1861. — This  invention  consists  in  the  combination  with  a  wind-wheel  of  a  buckot- 
wheei,  to  he  operated  by  a  sferies  of  balls  of  stone  or  other  heavy  material,  which  are  con- 
ducted to  the  wheel  through  long  inclined  channCiS,  and  which,  after  having  descended,  aro 
elevated  by  the  action  of  the  wind-wheel  whenever  the  wind  has  suflScient  power  to  produce 
a  motion  of  thes  ame  and  of  the  elevator  which  serves  to  raisetho  balls,  the  object  being  to 
store  up  the  surplus  power  of  the  wind- wheel  when  a  high  wind  prevails. 

Claim. — ^The  arrangement,  in  combination  with  an  ordinary  wind-wheel,  of  a  bucket-wheel 
A,  inclined  channels  B,  and  elevator  C,  constmcted  and  operating  in  the  manner  and  for  the 
purpose  specified. 

No.  33,140. — Johns.  Gwyxn,  of  Plainfield,  N.J. — Improvement  in  Burners  for  Kerosene 
and  other  Glass  Chimney-Lamps  and  Gas-Burners. — Patent  dated  August  27,  1861. — This 
invention  consists  in  pivoting  to  the  rim  which  supports  the  chimney,  a  pawl  or  catch,  so  con- 
stmcted and  hung  as  to  retain  the  lower  edge  of  the  chimney  by  moans  of  its  weight. 

Claim. — The  suspended  pawl  or  click-fastening,  in  combination  with  any  form  of  glass 
chimney  or  any  other  burner,  substantially  and  for  the  pm-pose  set  forth. 

No.  33,141. — Gardiner  Hall,  jr.,  of  West  Willington,  Conn.— Improvement  in  Dressing 
Sewing- Thread. — Patent  dated  August  27,  1861. — Upon  a  suitable  frame  is  jouraailed  a 
rotating  brush-cylinder  having  its  periphery  composed  of  a  series  of  lags,  in  which'  are  inserted 
brushes,  with  openings  between  the  lags.  On  one  side  of  the  cvlinder  and  surrounding  the 
shaft  i.s  a  stationary  air-tmnk,  having  an  opening  around  the  shaft  for  the  admission  of  air 
to  the  cylindei  through  opeuing^s  in  the  adjacent  end  thereof.  The  trufts  connects  with  an 
air- heating  chamber  by  steam-pipes  or  other  suitable  means. 

Claim.— The  combination  of  the  following  devices  in  the  constmction  of  brash-cylinders 
of  thread  dressing-machines,  to  wit:  the  hoUow  cylinder,  the  brushes  d  d  upon  its  periphery, 
the  openings  b  b  between  the  rows  of  brushes,  the  end  passages//,  and  the  hot-air-trunk  F, 
comuiunicating  with  the  interior  of  the  cylinder  by  means  of  the  passages/,  the  several  parts 
being  constructed  and  aiTanged  substantially  as  described. 

No.  33,142. — S.  H.  Hamilton,  of  Macomb,  HI. — Improvement  in  Corn  Harvesters. — 
Patent  dated  August  27,  1861. — ^Thls  invention  consists  in  arranging  on  each  side  of  the 
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body  of  s  cart  a  rotating  and  inclined  spiral  stripper,  combined  with  gathering  forks  and  a 
stripping  bar  for  gathering  the  stalks  of  standing  corn,  severing  the  ears  thenffrom,  and  drop- 
ping the  ears  and  slielled  com  into  the  body  of  the  cart.  Witnin  the  body  of  the  machine  is 
arranged  an  endless  apron  inclining  forwards,  for  the  porpose  of  carrying  the  com  to  a  husk- 
ing and  shelling  apparatus  at  the  rear  end  of  the  machine. 

Claim, — First,  the  combination  of  inclined  ribbed  cylinders  G  G  and  bars  F  F,  with  the 
cart-body  having  inclined  sides  B  B,  and  otherwise  constracted  substantially  as  and  for  the 
pnrpose  set  forth. 

^ond,  the  combination  of  ribbed  cylinders  G  G,  inclined  sides  B  B,  bars  F  F,  spur  gear- 
hig  ccdd'^  husking^  and  shelling  cylinder  I,  concave  J,  and  the  endless  corn-carrier  lU,  all 
arranged  and  operatmg  as  a  whole,  substantially  as  set  forth. 

No.  33,143. — A.  H.  Hammond,  of  Worcester,  Mass. — Improvememt  in  MeUdlie  Reed$  for 
Musical  Instruments, — Patent  dated  August  27,  1861. — ^This  invention  consists  in  con- 
structing the  stock  and  the  reed  of  one  piece  of  metal.  By  means  of  a  rotating  burr,  a  cavity 
is  cut  in  one  side  of  the*  stock  equal  to  the  intended  length  of  the  tongue,  with  a  punch 
and  die  of  the  size  and  form  of  the  reed,  a  tongue  is  then  cut  out  from  the  thin  portion  of 
the  metal  left  at  Ihe  bottom  of  the  cavity,  leaving  the  tongue  attached  to  one  end,  the  point 
of  the  tongue  being  freed  by  spreading  the  adjacent  end  of  the  stock. 

Claim, — The  constmction  of  the  stock  A  and  reed  proper,  or  tongue  «,  of  one  piece  of 
metal,  in  the  manner  described. 

No,  33,144.— Henry  W.  Harper,  of  Berlinsville,  P&,^Improvement  in  Slate  Frames.^ 
Patent  dated  August  27,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — A  slate  frame  composed  of  papier  mach6  or  pulp,  composed  of  any  fibrous  mate- 
rial mi^ed  with  size,  reduced  to  a  plastic  state,  and  while  in  that  state  applied  to  and  formed 
on  the  edges  of  the  slate  under  pressure  between  dies,  as  set  forth. 

No.  33,145.— W.  D.  Harbah,  B.  S.  Baldwin,  and  H.  P.  Jones,  of  Davenport,  Iowa.— 
Improvement  in  Seed  I>ri//«.— Patent  dated  August  '-^7,  1861. — ^This  invention  relates  to  that 
class  of  seed-sowing  machines  in  which  a  long  horizontal  hopper  is  used,  divided  into  seve- 
ral compartments  tor  different  varieties  of  seed,  which  are  planted  in  rows  or  drills,  and 
which  seed-tubes,  stationary  and  movable,  are  used  to  properly  distribute  in  drills  the  seed 
falling  from  the  hopper.  The  novelty  consists  in  the  anangement  of  devices  named  in  the 
claim. 

Claim. — ^Tbe  arrangement  with  the  box  D,  slide  E,  adjustable  perforated  plates  g  g,  tubes 
9VVy  aod  adjustable  tubes  tr  to  tr,  of  the  pitman  n,  crank  p,  adjustable  pendulous  lever  s, 
gear-wheels  m  r,  and  shaft  C,  all  as  shown  and  described,  for  the  purpose  set  fonh. 

No.  33,146.— M.  S.  Harshaw,  of  Sycamore,  Til,— Improved  Washing  JlfacAiii«.— Patent 
dated  August  27,  1861. — This  invention  consists  in  mounting  a  suitably  fitted  wash  tub  on  a 
centre,  on  which  it  may  be  vibrated  or  partially  rotated,  and  in  providing  it  with  pegs  which 
alternately  strike  a  stationary  spring  as  the  tub  is  vibrated. 

Claim, — The  reciprocating  spring  D,  operating  in  the  manner  described  and  for  the  purpose 
specified.  Also,  the  brackets  H  and  1,  secured  to  the  tub  and  its  cover  for  the  pui-pOso  of 
producing  the  necessary  currents. 

No.  33,147.— Horace  R.  Hawkins,  of  Akron,  O.^Tmmroved  Straw  Cutter.— Fateni 
dated  August  27,  1861. — Upon  two  cross-pieces  resting  on  the  top  of  the  feeding-box  frame 
are  placed  bearings  in  which  the  end  of  a  right  angled  shaft  turns,  the  other  end  extending 
down  in  front  of  the  mouth  of  the  feeding-box,  and  is  there  pivoted  to  the  front  cud  of  the 
knife-lever  which  sustains  the  knife,  the  object  being  to  bring  gre^t  force  to  bear  upon  the 
knife  at  the  moment  the  cut  is  made.  The  front  and  rear  of  the  feeding-box  frame  rest  on 
adjuistiug  screws  or  bolts,  by  which  means  the  box  can  be  adjusted  to  any  desired  height. 

Claim. — First,  the  right  angled  shall  £  for  supporting  the  front  end  of  the  knife-lever  and 
knife. 

Second,  sustaining  that  end  of  the  knife-lever  to  which  the  knife  i^  attached  by  a  racking 
support  arranged  over  or  nearly  over  the  centre  of  the  throat  or  mouth  of  the  feed-box,  sul^ 
Stantially  as  described.^ 

Third,  the  crooked  knife-lerer,  in  combination  with  its  operating  crank  and  shaft,  arranged 
below  the  bottom  of  the  mouth  of  the  feed-box. 

Fourth,  the  adjusting  bolts  or  screws,  or  their  equivalents,  in  combination  with  a  vertically 
a^usting  feed-box,  whereby  the  box  can  be  quickly  raised,  to  compensate  lor  the  wear  of  the 
knife. 

No.  33,148.— Benjamin  Hoyle,  jr.,  and  A.  Ralston,  of  Martin's  Ferry,  O.—lmj^rove" 
ment  in  Threshing  Machines, — Patent  dated  August  27,  1861. — This  invention  consists  in 
arranging  over  an  endless  band  straw-carrier  one  or  more  rock-shafts  with  radial  tines  or 
fingers,  which  are  vibrated  to  agitate  the  straw  on  the  carrier  and  shake  out  the  gram  while 
the  straw  is  being  conveyed  on  the  straw-carrier. 
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Claim. — In  combination  with  an  endless  belt  gtraw-carrier  of  a  threshing  machine,  one  or 
more  ro<  k-sliafts  with  radial  tines  or  fingers  arranged  above  the  straw-carrier,  and  operated 
as  dubcrlbed,  to  agitate  the  straw  on  the  canier  and  shake  out  the  grain. 

No.  33J 49. —Samuel  F.  Jones,  of  St.  Paul,  lnd,^Improvemtnt  in  Mole  Ploughs, — 
Pattnt  dated  August  ^,  I80I. — ^The  mole  is  connected  to  the  cutter  by  means  of  a  clevis 
which  is  bolted  to  the  cutter,  the  bolt  being  a. lowed  to  slide  within  a  slot  in  the  cutter.  At- 
tached to  the  clevis  is  a  screw-rod  which  passes  through  the  l>eani,  and  is  provided  wit^  a 
nut  held  in  place  by  a  guard  on  the  top  of  the  beam.  By  thia  means  the  ujole  eun  !>e  ad- 
justed when  the  machine  is  in  motion,  and  the  drain  be  made  to  run  level  inde)>endently  of 
the  uueveuness  of  the  ground.  * 

Claim. — First,  the  method  of  connecting  the  mole  E  to  the  cutter  B  by  means  of  the  slot 
e  anil  clevis  c,  when  constructed  and  opeiated  substautially  an  shown  and  described,  lor  the 
pui  fjose  set  forth. 

{Second,  in  combination  with  the  slot  e  and  clevis  c,  the  mole  E,^8crew  rod  J,  and  arm  nut 
OT,  when  combined  and  arranged  to  act  coujuiutly,  and  used  as  shown  and  described,  for  the 
purpose  set  forth. 

No.  33,150.— Lawrence  Kearney,  of  New  York,  N.  Y.^Imprortd  Washing  Machine. — 
Patent  dated  Augu.st  27,  18(ii. — This  invention  consists  of  a  swinging  frame  provided  with 
a  tluted  or  corrugated  roller,  and  attached  tu  suppoits  which  aie  pivoted  to  an  oidinary  wash- 
board. 

Claim. — The  combination  of  the  wash-board  A,  supports  B  B,  and  swinging  frame  C,  pro- 
vided with  the  roller  1>,  arranged  as  shown,  to  form  a  portable  and  new  and  uselul  article, 
for  the  pui^pose  specilied. 

No.  .•5:],151.— Ciiarlks  Kenlston,  of  West  Cambridge,  'bUt^n.—Improremcnt  in  Shoe- 
Pi'^gintf  Machines. — l*Htent  dated  Auffust  27,  1801. — This  invention  is  desiguod  as  improve- 
ment upon  the  machine  palenled  to  F.  J.  Vittum,  Decemher,  18C0,  and  consi.  t,s  in  com- 
bining an  automatic  leed  with  a  hand  pc^rging  machine  which  is  operated  by  the  blow  of  the 
haujjicr,  so  that  it  shah  be  actuated  by  the  motions  of  the  plunger  which  cairies  the  awl  and 
peg-driver,  and  without  the  necessity  of  raising  the  instrument  from  the  surface  of  the  sole, 
or  of  rocking  it  each  time  it  is  fed  along. 

Claim. — The  moveable  centre  n^  as  combined  with  the  plunger,  and  so  arranged  as  alter- 
nalCiy  to  engage  with  the  leather  to  efiect  the  feed  and  disengage  itself  theieiVom,  substau- 
tially as  described. 

No.  33,152. — Henry  Knight,  of  Jersey  City,  N.  J. — Improrement  in  Combination  Cement 
and  Metal  Pipes. — Patent  dated  August  ;;7,  Ibol. — This  invention  is  explained  by  the  claim. 

Claim. — A  moulded  coujbination  cement  and  metal  pipe,  with  or  without  a  nietal  coupling 
baud  on  one  of  its  eudj*,  sub.stantiahy  as  de^criUd,  which  is  moulded  complete  in  a  single 
mould  at  one  and  the  same  op<'ration  with  its  metal  portion  A,  intermediate  between  its  inner 
and  outer  moulded  cement  sm faces. 

No.  :J3,153.— P.  H.  Lawler,  of  Spencerport,  N.  Y.,  and  JofiN  B.  Dougherty,  of 
Rochester,  N.  Y. — Improvement  in  Machines  for  Cutting  Barrel  llruds. — Patent  dated 
August  z7,  18G1. — The  nature  of  this  invention  will  be  understood  by  the  claim.  It  does  not 
admit  of  a  brief  description. 

Claim. — First,  the  arrangement  of  the  vertical  rods  or  shafts  r  r,  carrying  the  arms  or  rests 
a  a,  and  connected  with  the  lever  H  which  mo\'es  the  saw,  the  whole  operaung  in  the  manner 
and  for  the  purpose  substantially  as  described. 

Second,  the  combination  ot  the  ratchet  wheel  and  pawl  h  and  c,  with  the  treadle  t,  and  cam 
M,  so  fchat,  whenever  the  screw  S  is  thrown  into  gear  with  the  wheel  W,  the  prassure  of  the 
face  plate  A  against  the  barrel  head  may  be  maintained  while  said  face  plate  is  revolving,  and 
this  without  the  continued  KU{)ervision  of  the  opeiator. 

Thiid,  the  arrangement  of  tiiie  pin  />,  cat<h  rf,  and  handle  A,  with  the  cam  M,  wherebythe 
screw  8  is  thrown  out  of  gear  with  the  wheel  W  as  soon  as  the  latter  has  completed  one 
revolution. 

Fourth,  the  combination  of  the  pin  y,  and  lever  catch  /,  with  the  handle  H  of  the  saw, 
whereby  the  saw  is  maintained  in  proper  position  by  means  of  the  spring  V,  while  the  barrel 
nead  is  being  cut,  and  is  removed  by  means  of  the  same  spring  as  soon  as  the  i'ace  plate  B  has 
completed  one  revolution. 

No.  33,154.— Thomas  R.  Markillie,  of  Winchester,  IW.^Improrement  in  Chums.-- 
Patent  dated  August  27,  IbuJ. — This  invention  consists  of  vessel  made  of  earthenware  of  a 
square  form,  but  with  a  rounded  bottom,  within  which  works  a  dasher  made  with  inchned 
blades. 

Claim. — The  cream  vessel,  constructed  round  at  the  bottom  as  high  up  as  the  height  of  the 
dashers,  with  the  rest  of  the  body  of  the  vessel  square,  and  this  in  combination  with  the  re- 
volving dasher,  operating  as  set  lorth  and  for  the  purposes  described. 
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No.  33,155.— Tobias  H.  Miller,  of  Lancaster,  Tfi.-- Improved  Machine  for  Rolling  Car- 
riage Axles. — Patent  datod  Aufjust  27,  1861. — ^This  invention  consists  in  nsingr,  in  connexion 
witn  a  set  of  prooved  rollers,  a  pair  of  ton^  for  holding  the  heated  iron  that  forms  the  axle, 
80  constmctea  that  all  the  parts  of  the  axle  are  formed  irom  a  single  piece  without  removing 
the  iron  from  the  tongs,  (the  ends  of  the  iron  being  merely  reversed  tnerein,)  and  the  iron  is 
80  gauged  that  it  shall  always  enter  the  proper  distance  between  the  rollers; 

Claim, — The  tongs  described,  provided  with  the  swivel  clutches  K  K,  shoulders  k  k^  space 
Z,  and  check  i,  for  the  purpose  of  holding,  turning,  and  gauging  the  iron  invthe  process  of 
rolling  without  removing  it  from  the  tongs,  when  the  same  is  used  in  connexion  with  the 
gauge  rod  I  and  grooved  rollera  C  D  of  the  machine,  substantially  as  specified. 

No.  33,156. — Andrew  Morse,  of  Portland,  Me. — Fmprorement  in  Machinery  for  Ringing 
Fog  BelU. — Patent  dated  August  27,  18(51. — This  invention  consists  of  a  mechanism  for 
keeping  up  a  continued  ringing  of  one  or  more  bells,  and  operated  by  the  conjoint  action  of  a 
buoy  or  float  that  rises  and  falls  with  the  surging  motion  of  the  waves,  and  certain  weights 
which  are  wound  up  by  this  operation  of  the  Duoy,  and  which  are  used  as  a  reserve  power  to  ' 
ring  the  bells  when  the  sea  is  calm,  and  the  buoy  ceases  to  act. 

Claim. — First,  combining  with  the  barrel  B'  buoy  H,  cord  a',  cord  e,  wheel  and  axle  E  E, 
and  weight  E2,  the  double  ratchet  wheel  d  d\  pawls  c  </,J,  inside  gear  rfi,  pinions  g  ^vJ,  dnim 
G,  and  weight  J,  all  arranged  and  operating  substantially  as  described,  for  maintaining  a 
constant  motion  of  the  bell  movement. 

Second,  the  secondary  weight  K,  in  combination  with  weight  J,  operating  as  and  for  the 
purposes  described. 

No.  33,157.— D.  P.  Nickerson,  of  Cleveland,  0.— Fmprorement  in  Cheese  Presses  and 
Hoops. — Patent  dated  August  27,  1861. — This  invention  consists  in  suspending  the  hoop  to  a 
crane  by  means  of  a  bail  which  is  attached  by  lugs  to  the  middle  of  the  hoop  so  as  to  admit 
of  the  cheese  being  turned  and  pressed  upon  both  sides.  Hinged  to  the  frame  is  an  adjustable 
table  which  is  folded  up  out  of  the  way  when  not  in  use. 

Claim. — The  special  arrangement  of  the  hinged  hoop  M,  and  bail  O,  crane  R,  and  adjust- 
able table  L,  in  combination  with  the  described  cheese  press,  when  operating  conjointly  in 
the  manner  and  for  the  purpose  set  foith. 

No.  33,158. — James  M.  Orpitt,  of  Malta,  HI. — Improvement  in  Harvesting  Machines. — 
Patent  dated  August  27,  18G1. — The  axlctree  of  the  wagon  is  prolonged  at  one  side  to  carry 
the  frame  of  the  harvester  which  swmg^  on  the  axle  and  carries  the  sickles,  the  gathering 
wheel,  the  elevating  endless  apron,  and  the  machinery  by  which  they  are  operated.  The 
height  of  the  sickles  from  the  ground  i^  graduated  by  means  of  a  lever  pivoted  to  a  post  on 
the  frame. 

Claim. — The  arrangement  of  the  vibrating  frame  carrying  the  cutting  apparatus,  reel,  end- 
less apron,  and  gearing,  npon  the  axle  a,  and  adjusting  the  same  by  means  of  the  lever  n, 
substantially  in  the  manner  described  and  for  the  purpose  specified. 

No.  33,159. — Almarin  B.  Paul,  of  Nevada,  Cal. — Improved  Amalgamator, — Patent  dated 
August  27,  1861. — This  invention  consists  of  a  reciprocating  box  provided  with  a  double  in- 
clined bottom  having  an  amalgamated  surface  and  a  chamber  at  the  inner  ends  of  the  two 
inclines  which  also  has  an  amalgamated  surface,  in  connexion  with  which  is  a  series  of  amal- 
gamated plates  projecting  down  over  the  chamber  at  the  inner  ends  of  the  two  inclines  which 
lorm  the  bi-ttom  of  the  table  or  box.     A  screen  is  fitted  to  the  upper"  part  of  the  box. 

Claim. — The  reciprocating  box  A,  provided  with  a  double  inclined  bottom  c  c,  and  cham- 
ber </,  having  amalgamated  surfaces,  in  connexion  with  a  traverse  piece  C,  having  a  cur%'ed 
back  or  side  and  pendants  /,  with  amalgamated  surfaces,  the  latter  being  arranged  in  quin- 
cunx form,  substantially  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  reciprocating  box  A,  and  traverse  piece  C,  the  screen  E  ex- 
tending the  whole  length  of  the  box  or  over  a  portion  thereof,  for  the  purpose  specified. 

No.  33,160. — Joseph  W.  Pearson,  of  Winchester,  Mass. — Improved  Elastic  Pen  Holder, — 
Patent  dated  August  27,  1861. — ^This  invention  consists  in  surrounding  the  bo<ly  of  an  ink- 
stand with  an  elastic  rubber  band  which  is  formed  double  for  nearly  its  whole  length,  making 
a  continuous  groove  around  the  edge  of  the  inkstand,  into  which  groove  the  pens  may  be 
stood  up  when  not  in  use. 

Claim. — ^I'he  elastic  band  C  for  holding  pens  when  they  are  not  in  use,  operating  substan- 
tially as  specified. 

No.  3."),  161. — Charles  M.  Pierce,  jr.,  of  New  Bedford,  Mass. — Improvement  in  Moulds 
for  Earthen  or  Cement  Pipes, — Patent  dated  August  27,  1861. — This  invention  consists  in 
constructing  the  core  of  sheet  metal  in  a  cylindrical  form,  and  provided  internally  with  two 
tapering  gmdes  between^which  a  key  or  wedge  is  fitted,  so  that,  by  forcing  in  the  wedge,  the 
core  may  bo  expanded  to  the  required  diameter,  by  which  means  pipes  of  diflfercnt  internal 
diameters  may  ue  moulded  with  one  and  the  same  core.  On  the  upper  edge  of  the  case  rests 
ft  tool  formed  of  a  metal  plate  or  blade  for  smoothing  or  forming  the  convex  end  of  the  pipe. 
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Claim, — First,  the  sheet  metal  or  elastic  core  £,  provided  or  arranged  with  a  kej  or  wedge 
F,  or  its  equivalent,  to  operate  as  and  for  the  purpose  set  forth. 

Second,  the  tool  H,  formed  with  a  cutting  or  scraping  edge  /,  and  smoothinfi^  surface  g^ 
when  applied  to  or  used  in  connexion  with  the  case  A  and  core  £,  for  the  purpose  specified. 

No.  33,162.— Hiram  H.  Reynolds,  of  Buffalo,  N.  Y, ^Improvement  in  Instrument  for  the 
Prevention  and  Cure  of  Spermatorrhoea, — Patent  dated  August  !^,  18G1. — ^Tbe  nature  of  this 
invention  will  be  understood  from  the  claim. 

Claim. — ^First,  the  roughened  plate  H,  in  combination  with  a  spermatorrhoea  instrument, 
for  the  purposes  set  forth. 

Second,  the  spring  bars  F  and  G,  in  combination  with  the  pressure  plates  D  and  £,  and 
cone  cap  A  B  C,  for  the  purposes  and  substantially  as  described. 

Third,  placing  the  spiral  spring  c  between  the  two  sections  of  the  cone  cap  for  the  purposes 
and  substantially  as  set  forth. 

Nc.  33,163.— Frederick  Richter,  of  Oran^,  Ohio.— /mprorewcn^  in  Portable  Field 
Fences. — Patent  dated  August  27,  ItiGl. — ^This  mvenlion  conj^ists  in  sccuriug  the  posts  to 
ba«e  pieces  by  means  of  pins  or  keys,  so  that  they  nmy  bo  adjusted  to  auy  inclination  of  the 
surface  of  the  ground.  The  panels  are  connected  together  by  means  of  holes  in  the  ends  ot 
the  rails,  so  that  any  panel  mav  be  made  to  serve  as  a  gate. 

Claim  — The  adjustable,  or  hinged  post  B,  and  ba^e  A,  when  the  panels  are  arranged  and 
constructed  in  the  manner  and  for  the  purpose  as  descnbed. 

No.  33,164. — Daniel  W.  Leeley,  of  Albany,  N.  Y. — Improvement  in  Chums. — Patent 
dated  August  27,  1861. — ^This  iuveution  consists  in  the  use  of  two  dashers,  placed  side  bj 
side,  and liaving  their  beaters,  or  arms,  placed  upon  each  driving-shaft  in  the  form  of  a  screw, 
one  being  placed  in  advance  of  the  other  a  sufiicient  distance  to  allow  the  arms  to  clear,  so 
that  when  the  driving-shal  ts  are  put  in  motion  the  milk  or  cream  is  forced  from  one  end  of  the 
chum  to  the  other.  Above  the  (]ashers  are  placed  disics,  consisting  of  three  plates,  two  of 
which  form  a  shell  or  case,  and  meet  together  to  form  a  space  between,  in  which  a  double- 
face  plate  revolves,  and  is  provided  with  a  series  of  teeth  on  each  face,  the  centre  of  this  plate 
being  provided  with  openings  and  biackets,  connected  to  a  hub  which  is  keyed  to  a  revolving^ 
shult. 

Claim. — The  use  of  two  screw  and  parallel  dashers,  constructed  and  operating  substantially 
as  described. 

Second,  the  sliding  or  moYable  pinions  F  G  and  P,  together  with  the  stationary  driving- 
wheel  H,  for  the  puri)ose  of  working  the  discs  or  dashers  separately  or  together,  as  set  forth. 

Third,  the  double-faced  plate  N,  provided  with  teeth  or  diamond-shaped  pins  n  n  n  m, 
revolving  between  the  shell  discs  L  and  M  when  said  double-faced  plate  N  is  provided  with 
buckets  and  openings  at  its  centre,  substantially  as  and  for  the  puipose  speciiied. 

Fourth,  the  two  screw  dashers  B  C,  in  combmation  with  the  double-faced  plate  N,  when 
constructed  and  operating  as  set  forth. 

No.  33,165.— Joseph  J.  Sherman,  of  Albany,  N.  Y.— Improvement  in  Ba//ooR«.— Patent 
dated  August  27,  18(51. — The  object  of  this  invention  is  to  give  to  the  leronaut,  in  the  car  be- 
'  neaih,  a  mechanical  control  over  the  volume  of  gas  contained  in  the  balloon,  whereby  he  can 
increase  or  dimmish  its  density  at  pleasure,  and  thus  be  enabled  to  ascend  or  descend  in  the 
air  without  the  expenditure  of  gas  or  ballast,  which  is  eti'ected  by  means  of  a  tube  passing 
verticftlly  through  the  balloon,  within  which  is  arranged  a  system  of  pulleys  and  tackle,  one 
block  being  attached  to  the  lop  and  the  other  to  the  bottom  of  the  balloon,  the  rope  passing 
down  from  the  blocks  to  the  car  below. 

C/tftm.— The  combination  with  a  balloon  of  a  pulley,  or  system  of  pulleys,  applied  to 
operate  substantially  a:»  and  for  the  purpose  specified. 

No.  33,166.— MiLO  D.  Wilder,  of  Laporte,  Ind.— Improvement  in  Water  Elevators,^ 
Patent  dated  August  27,  1861. — ^This  invention  relates  to  an  apparatus  designed  more 
.especially  for  the  use  of  animals  to  raise  their  own  supply  of  winter,  and  it  consists  in  the 
employment  of  an  endless  apron  of  slats  connected  with  a  horizontal  shaft,  to  which  a 
governor  is  applied,  which  latter,  in  connexion  with  a  series  of  levers,  form  a  brake,  so  as  to 
insure  an  uniform  operation  of  the  pump. 

Claim. — ^The  endless  platform  of  slats  A,  in  combination  with  a  pump  R  and  a  ball  gov- 
ernor, provided  with  a  brake  formed  of  the  levers  M  N  O  O,  operating  on  a  wheel  F,  all 
arranged  for  joint  operation  as  and  for  the  purpose  set  forth. 
• 

No.  33,167.— Walter  Youmans,  of  Waterford,  N.  Y.^ Improvement  in  Railroad  Car 
Trucks. — Patent  dated  Augfust  27,  1861. — ^This  invention  consists  in  arranging  the  axles  so 
that  they  will  turn  or  adjust  themselves  as  the  trucks  pass  over  curves  in  Uie  road,  and 
assume  positions  corresponding  to  the  radii  of  the  curves,  the  movement  of  the  axles  being 
controlled  or  retained  in  proper  positions  by  curved  or  segment  g^des  attached  to  the  track 
body. 
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Claim. — The  application  to  a  car  truck,  provided  with  adjustable  axles,  of  nockets  and 
guides,  when  said  sockets  and  guides  are  foruied  of  portions  of  circles  ex,  the  centre  of  which 
IS  in  a  line  bx  that  bisects  the  axles  centrally  when  parallel  with  each  other,  and  at  right 
angles  to  paid  lino,  and  which  line  is  tangential  with  the  inner  lino  or  rail  ax  of  the  curve,  the 
arcs  ex  intersecting  the  ends  of  the  outer  axles  when  the  latter  are  in  a  radial  position,  sub- 
stantially HH  and  for  the  puipose  set  foith. 

Also,  the  combination  of  the  loo«o  wheelsxC  or  M,  non-rotating  axle  B  or  K",  bolster  E  or 
L,  and  eccentric  socket  and  guide  I  H  or  Q  R,  arranged  and  operating  substantially  as  and 
for  the  purposes  shown  and  explained. 

No.  33,168.— Cancelled. 

No.  33,169.— James  McNamee,  of  Easton,  Pa.,  assignor  to  James  B.  Wilson,  of  the 
same  place. — Improvement  in  Sewinff  Pins. — Patent  dated  August  wi7,  1861. — ^This  invention 
consists  of  a  plate  or  stock,  provided  at  one  end  with  two  hooks  turned  under,  and  at  the 
other  end  with  one  hook  turned  over  tiie  face  of  the  plate,  the  two  to  be  hooked  into  the 
gam  ents  at  a  lady's  knee,  and  the  other  to  hook  into  and  hold  the  work. 

Claim. — As  an  improved  article  of  manui'acture,  a  sewing  pin,  composed  of  a  plate  or 
stock  A  and  hooks  a  ab,  &b  shown  and  described. 

No.  33,170.— A.  H.  Merrill,  of  Boston,  Mass.,  assignor  to  A.  H.,  R.  S.,  and  J.  S.  Mer- 
rill, of  Fame  place. — Improvement  in  Handling  Lamp  ( 'himnetfs. — Patent  daied  August  27, 
1861. — This  invention  consists  of  a  ring,  provided  with  elastic  jaws  or  metal  stiips,  and  a 
handle.  The  ring  being  placed  upon  a  heated  chimney,  the  emstic  jaws  press  against  it 
sufficiently  to  allow,  it  to  be  held  and  removed. 

Claim. — As  a  new  article  of  manufacture,  a  lamp  chimney  handling  device,  formed  of  or 
forming  a  griping-frame  and  handle  combined,  for  application  and  use  substantially  as  de- 
scribed. 

No.  3.3,171.— Julius  J.  Muller,  of  New  York,  N.  Y.,  assignor  to  Himself,  W.  H. 
McVrcK/R,  and  II.  E.  ROEDER,  of  New  York,  N.  Y.,  and  P.  Weiler,  of  Beiievillp,  N. 
Y. — Imp  roved  Mode  of  Concentrating  Ores  or  Tailings. — Patent  dated  August  ii7,  ]8ui. — 
Thijcinvcntion  consists  in  the  employment  of  a  vessel  or  vessels  filled  with  water  or  any  other 
suitable  fluid,  in  the  upper  part  of  which  the  nulveiized  minerals  are  first  agitated  until  all 
particles  aie  mechanically  suspended  in  ^e  fluid,  when,  by  the  sudden  opening  of  suitable 
doors  or  valves,  the  agitated  minerals  are  allowed  to  subside  into  the  fluid  in  the  Kmer  part 
of  the  vessel,  where,  by  the  law  of  gravity  and  in  exact  proportion  to  the  specific  gravity  of 
each  substance,  the  several  particles  of  the  pulverized  mmeiahi  will  arrive  at  the  bottom  in 
regular  layers,  those  particles  of  the  most  value,  and  having  the  greatest  specific  giaviiy, 
formmg  the  lowest  layer. 

Claim. — First,  isolating  the  particles  of  pulverized  ore  or  minerals,  while  being  mechanically 
agitated,  from  the  main  body  of  water  or  liquid  fluid  through  which  they  aie  subsequently 
allowed  to  fall,  substantially  as  shown  and  described. 

Second,  providing  the  fluid-containing  vessel  with  trap-doors,  or  their  equivalent,  con- 
structed substantially  as  described,  and  capable  of  being  closed  and  opened  for  retaining  the 
ore  or  for  allowing  the  same  to  sub-side  into  the  fluid  at  pleasure,  in  combination  with  the  piston 
or  other  suitable  suction  device  for  n^echanically  agitating  the  particles  of  ore  or  mineials,  by 
air  and  otherwise,  whereby  the  agitation  of  the  said  ore  may  be  effected  previously  to  its  being 
allowed  to  fail  thi'ough  the  m'ass  of  fluid,  essentially  as  set  forth. 

No.  33,172.— J.  W.  Osborne,  of  Melbourne,  Australia,  assignor  to  S.  T.  Hooper,  of 
Boston,  Mas^. — Improvement  in  Photolithographic  Transfers. — Patent  dated  August  27, 
1861. — This  invention  is  explained  by  the  claim. 

Claim. — ^The  method  described  of  inking  with  a  greasy  ink  the  whole  surface  of  the 
sensitive  transfer  paper,  after  exposure  of  the  same  to  Tight  under  a  negative,  belbie  wetting 
or  miiisteningit,  and  subsequently  removing  the  superfluous  portions  of  the  ink,  in  the  manner 
dotai.ed  in  letters  patent  of  the  United  States  issued  to  Samuel  T,  Hooper,  assignee  of  John 
Walter  Osborne,  on  the  25th  day  of  June,  i8*>l,  for  improvements  in  photolithography. 

N».  33,173.— J.  8.  SciiL'YLrR,  of  New  York,.N.  Y.,  assignor  to  J.  J.  Eckel,  of  the  same 
place. — Improved  Oil  Press. — Patent  dated  August  27,  IBiii. — Reference  to  the  specification 
and  dmwiugs  will  be  necessary  for  a  proper  understanding  of  this  invention. 

Claim. — The  arrangement,  in  combination  of  the  hollow  follower  rod,  cross-head  E,  follower 
F,  anns  a,  pawls  6,  and  side  rods  D,  with  t^e  double  rack  bar  G,  pawls  R,  lovers  L,  and 
connected  gearing  N  O  Q,  as  shown  and  described. 

The  construction  of  the  perforated  tube  X,  with  an  attached  perforated  base  plate  /,  as 
shown  and  described. 

The  combination  of  the  movable  self-adjusting  base  plate  I  and  tube  X  with  the  bottom  W, 
as  shown  and  described. 

The  combination  of  the  fluted  column  m  with  the  perforated  tube  X  and  base  plate  /,  as 
shown  and  described. 
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No.  33,174.— Isaac  W.  Valance,  of  Lansioffbtirprh,  N.  Y.,  and  Hiram  Littlfjoiik,  of 
Troy.  N.  V.,  assignors  to  Isaac  W.  Valaxce,  ol  isew  \oik,  N.  Y.,  and  George  \V.  Valance, 
of  Troy,  N.  Y. — Improted  Machine  for  Riveting  Hinges. — Patent  dated  August  t?7,  1^1. — 
The  nature  of  this  invention  consiHts  in  arranging  a  movable  hinge  clamp  with  the  riveting 
bamuicr,  so  that  a  person  attending  the  machine  can  thereby  insert  and  nnnly  clan:p  to  the 
hinge,  and  accurately  present  it  for  the  action  of  the  riveting  hammer,  while  the  latter  is  con- 
stantly revolving  and  reciprocating  at  its  full  working  speed  without  any  interieieute  from  the 
vibrating  hammer.  The  movable  support  for  the  pivot  wire  of  the  hinge  while  being  riveted 
is  opciated  in  combination  with  jaws  lor  clamping  a  hinge  by  its  knuckles. 

Claim. — First,  the  described  ar.angcment  of  a  riveting  pene  or  hammer  shaped,  revolved 
and  reciprocated  a  uniformly  limited  distance  substantially  as  described,  with  a  bingobolder 
<)onstnicted  substantially  as  set  forth,  and  having  a  certain  limited  movement  toward  und  from 
the, riveting  pene,  whereby  the  operator  can  freely  and  accurately  present  the  hinges  to  the 
riveting  pene  while  the  latter  is  revolving  and  reciprocating  at  its  full  working  speed,  as 
speciiicd. 

Second,  the  combination  of  a  reciprocating  riveting  hammer  and  a  hingre  clamp,  so  con- 
Btructed  and  operated  together,  substantially  as  described,  as  to  automatically  aduiit,  gripe, 
and  hold  a  hinge,  and  strike  a  series  of  blows  in  a  circle  in  different  places  upon  the  end  of 
the  pivot  wire  of  the  hinge,  and  iiually  release  the  riveted  hinge  as  set  forth,  the  combination, 
as  a  whole,  being  substantially  as  specified. 

Third,  The  movable  pivot-wire  support  C,  Fig.  3,  when  arranged  and  operated  in  combi" 
nation  with  the  jaws  B  B'  of  the  hinge-holder,  substantially  as  and  for  the  purpose  described' 

No.  33,175.— C.  C.  P.  Waterman,  of  Sandwich,  Ma^^s.,  assignor  to  W.  J.  Jarvls  &  Co., 
of  Boston,  Mass. — Improvement  in  Machines  for  Grinding  Glass  Shades. — Patent  doted 
August  '^7,  18oJ. — This  invention  is  explamed  by  the  claim. 

Claim. — A  machine  for  grinding  or  roughing  glass  shades  or  other  articles,  composed  of 
one  or  more  upright  rotating  spindles,  provided  with  suitable  means  for  carrying  such  aiticies, 
working  within  one  or  more  stationaiy  cups  containing  the  sand  or  other  grmdmg  materia 
substantially  as  described. 

Also,  fitting  each  of  such  spindles  with  a  collar  c,  fitted  to  an  opening  in  the  bottom  of  its 
respeciive  cup,  substantially  as  and  for  the  purpose  specified. 

No  33,176.— Wade  H.  Ha  worth,  of  Tonawanda,  HI. — Improvement  in  Cultivators — 
Patent  dated  August:^,  1861. — ^Tho  front  of  this  machine  is  supported  upon  smaii  wheels 
jouinaied  on  the  ends  of  vertical  shafts  formed  with  cranks  at  the  top,  tbewiists  ol  which  are 
connected  by  a  rod.  To  this  rod  is  attached  the  tongue,  by  turning  which  to  one  side  or  the 
other  a  similar  direction  is  gi\'en  to  the  wheels.  The  beams  to  which  the  share  ^.tandards  are 
attached  aie  suspended  at  their  front  ends  by  chains  from  horizontal  levers,  fulcrumcd  in  the 
frame  and  extending  backwaid  so  that  the  ploughs  may  be  raised  by  the  feet  of  the  driver, 
and  by  means  of  vertical  levers  connected  by  a  bar  the  ploughs  can  be  moved  latorally  as 
occasion  may  require. 

( laim. — Fiist,  the  connecting  rod  E,  and  crank-shaA;  D  d^  employed  in  the  manner  ex- 
plained, to  turn  the  wheels  C  on  a  vertical  axis  by  the  deflection  of  the  tongue,  as  and  for  the 
purpose  set  lorth. 

Second,  the  combination  of  the  beams  K  K,  If.vers  L  M  and  n,  rods  N  m'  and  O,  and  sus- 
pending claims  /,  arranged  and  operating  substantially  as  and  for  the  purposes  explained,  in 
connexion  with  a  four-wheeled  cultivator. 

No.  33,177.— Levi  A.  Beardsley,  of  South  Edmeston,  N.  Y .—Improvement  in  Hop 
Frames, — Patent  dated  September  3,  18CJ. — This  invention  consists  in  the  use  of  horizontal 
wires  permanently*  stretched  between  properly  secured  posts,  in  combination  with  detachable 
horizoutal  sustaining  wires  supported  from  the  tixc»d  wires  by  hooks,  which  will  permit  the 
ready  loosening  of  the  sustaining  wires  from  the  fixed  wires  by  which  they  are  supi^rted. 

Claim. — The  employment  of  permanently  fixed  horizontal  wires,  in  combination  with  de- 
tachable horizontal  sustaining  wiies  supported  by  the  permapent  wires,  and  arranged  sub- 
stantially in  the  manner  set  foith,  for  the  purposes  specined. 

Also,  the  combination  of  two  parallel  sustaining  wii-es,  the  one  above  the  other,  with  the 
connecting  tio  poles  /,  and  the  keying  clamps  m,  substantially  as  and  tor  the  purpose  set  forth. 

Also,  the  keying  clamp  m,  constructed  substantially  as  above  described^in  combination 
with  the  training  cords,  for  the  purpose  set  forth. 

No.  33,178.— Benjamin  S.  Benson,  of  Baltimore,  Ud.—Imjfroved  Machine  for  Moulding 
Pipes, — l*atent  dated  September  3,  1861. — ^The  nature  of  this  invention  consists  in  the  con- 
stniction  of  a  pipe-moulding  machine,  in  which  the  fla»fk  is  packed  as  it  is  moving  downwards, 
and  in  which  the  moulding  sand  is  moistened  at  the  point,  and  at  the  moment  of  its  being 
packed. 

Claim. — First,  the  hopper,  in  combination  with  the  flask-holder,  and  moving  with  it  in  the 
manner  described. 

Second,  in  combination  with  a  pipe-monlding  machine,  the  reed  R,  constmcted  .substan- 
tially as  described,  and  for  the  purpose  specified. 
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Third,  tbo  combination  of  the  pump-plnnger  with  the  hopper,  so  that  water  will  only  be 
discharged  while  the  hopper  and  flask  are  descending  together,  as  set  forth. 

Fourth,  the  combination  of  the  cone  I  and  fingers  J  with  the  hopper  H,  substantially  in 
the  manner  and  for  the  purpose  specified.  . 

Filth,  packing  the  flask  as  i^  is  moving  downwards,  as  described. 

No.  33,179.— WiLLUM  Betts,  of  Wharf  Road,  City  Road,  England.— iVew  Manufacture 
of  Capsules. — Patent  dated  September  3,  1861. — Patented  in  England  January  13,  1849. — 
This  invention  relates  to  metal  covers  used  for  closing  or  stopping  the  mouths  of  bottlers,  and 
it  consists  in  combining  lead  with  tin  by  covering  the  lead  with  tin  over  one  or  both  surfaces 
of  the  lead,  and  subjecting  them  to  a  heavy  pressure  between  rollers,  which  causes  them  to 
adhere  closely  together. 

Claim. — The  new  manufacture  of  capsules,  and  of  a  material  to  be  employed  thereio,  as 
described,  and  fqr  other  purposes  as  stated,  that  new  material  being  laminated  plates,  sheets, 
or  leaves  of  lead,  covered  with  tin  on  the  surface  or  surfaces  of  one  or  both  sides  of  such 
laminated  plates,  sheets,  or  leaves ;  the  application  of  the  tin  to  the  lead  being  performed  in 
the  manner  described,  and  the  adhesion  ot  one  metal  to  the  other  being  obtained  by  the  agency 
of  the  same  mechanical  pressure  whereby  the  lamination  of  the  new  material  is  performed  in 
the  manner  described. 

No.  33,180. — .Wm.  H.  Btgelow,  of  South  Framington,  Mass. — Improvement  in  Mtlo' 
deons. — Patent  dated  September  3,  18ol. — ^This  invention  consists  in  combining,  with  any 
desirable  number  of  the  playing  keys  of  A  melodcon  or  other  similar  reed  instrument,  a  series 
of  hooks  controlled  by  a  pedal,  for  the  purpose  of  keeping  the  keys  depressed,  and  prolonging 
the  tpnes  of  the  reeds  K)r  as  long  a  time  as  desired  after  the  removal  of  the  lingers  ot  the 
player  from  the  keys.  The  reed  valves  are  operated  by  means  of  levers  connected  with  the 
air  chest  by  means  of  an  air-tight  fulcram. 

Claim, — First,  the  employment,  in  combination  with  any  number  of  the  playing  keys  of  a 
melodeon  or  other  instrument  having  reeds  and  keys  of  similar  character,  of  a  series  of  books 
G  G,  or  other  catches  or  stops,  operating  substantially  as  described,  to  lock  the  keys  ai\er  the 
depression  and  produce  the  effect  set  forth. 

Second,  the  employment,  in  combmation  with  the  series  of  hooks  G  G,  of  a  sliding  stop-bar, 
*  operating  substantially  as  and  for  the  purpose  specified. 

Third,  the  transmitting  of  the  movements  of  the  keys  to  the  reed  valves  b^  means  of  levers 
h  6,  woiking  through  the  air  chest  on  air-tight  fulcra,  substantially  as  specified. 

Fourth,  the  combmation  of  the  pedal  P,  the  spring  »,  and  the  boaid  or  bar  5,  the  whole 
applied  to  operate  substantially  as  described,*  in  combination  with  the  receiving  chamber  E 
of  the  bellows,  for  the  purpose  set  forth. 

No.  33,181. — Jacob  Bradley,  of  St.  Mary's,  Ohio. — Improvement  in  Steam- Engines. — 
Patent  dated  September  3, 18G1. — ^This  invention  relates  to  that  class  of  steam-engines  known 
as  high  and  low  pressure  engines,  in  which  the  steam  first  acts  upon  a  piston  in  a  small 
cylinder,  and  afterwards  upon  a  second  piston  in  a  large  cylinder.  It  consists  in  the  arrange- 
ment of  a  valve  and  a  system  of  ports  for  effecting  the  induction  and  eduction  of  steam  to  and 
from  the  two*  cylinders ;  also,  in  certain  means  whereby,  when  it  is  desired  to  exert  great 
powerj  the  full  pressure  of  steam  can  be  made  to  act  upon  the  larger  piston. 

Claim. — First,  the  hollow  valve  E,  with  its  ports  rf,  and  cavities  c  f',  fitted  tc^a  seat  having 
ports  s  bh'  c  c\  and  combined  with  the  steam  pipe  H,  exhaust  pipe  I,  and  the  two  cylinders 
A  G,  substantially  as  specified. 

Second,  connecting  the  two  ends  of  the  smaller  cylinder  A  by  means  of  a  pipe  A,  and  stop- 
cock or  stop-valve  /,  substantially  as  and  for  the  purpose  specified. 

No.  3.3,182. — Jehu  Brainerd,  of  Cleveland,  Ohio. — Improvement  in  Tanning. — Patent 
dated  September  3,  1861. — This  invention  consists  in  the  immersion  of  skins  (previously  pre 
pared  chemically  in  a  bath  of  mineial  salts)  in  a  decoction  made  from  a  species  of  wiUow 
known  as  salix  grisea,  (5.  petiolans,  of  Lindley,  the  S.  fuscata,  of  Pursh.) 

Claim. — The  immersion  of  skins,  prepared  as  set  forth  in  a  decoction  of  salix  grisea,  as  and 
for  the  purpose  specified. 

No.  33,183. — ^Edward  Buckman,  of  East  Greenbnsh,  N.  Y. — Improvement  in  Horst 
Rakes. — I*atent  dated  September  3,  1861. — To  the  back  side  of  the  axle  there  is  attached  by 
hinges  a  bar  E  having  a  series  of  parallel  bars  secured  to  it  at  ri^ht  angles.  ^To  the  outer 
end  of  each  bar  there  is  seemed  by  a  hinge  or  joint  a  tooth,  which  is  retained  in  a  horizontal 
position  when  at  work  by  means  of  a  spring  attached  to  a  bar  joumaled  in  bearings  on  the 
outer  bar  E.  By  means  of  a  lever  within  reach  of  the  operator,  the  teeth  may  be  released 
from  the  action  of  the  spring  whei^a  sufficient  quantity  of  hay  is  raked  up.  The  bars  and 
teeth  may  also  all  be  raised  Irom  the  ground  by  means  ot  a  foot  lever  when  necessary. 

Claim, — The  arrangement  of  the  springs  G,  and  pivoted  bar  H,  with  the  independent 
pivofed  teeth  F,  arms  E,  lever  J,  hingcHl  bar  D,  and  foot  lover  L,  as  shown  and  described. 
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No.  33,184.-0.  Christenseh,  of  Brook! jn,  N.  Y.^Jmproeemmi  in  Rotarp  Engimet.-^ 

Patent  dated  September  3,  1861. — This  invention  does  not  admit  of  a  brief  descnption. 

Claim, — First,  the  arrangement  of  the  dogs  6  G,  with  square  notches  k  k\  in  combination 
'vrith  the  tooth  f,  bell  crank  levers  I  m  I'  m\  arm  o,o\  toothed  segments  h  h',  and  abutment  £, 
all  constructed  and  operating  as  and  for  the  purpose  set  forth.  ^ 

Second,  the  arrangement  of  the  cam  H,  and  cutoff  valve  I,*  in  combination  with  the  rising 
ftnd  falling  abutment  £,  as  and  for  the  purpose  described.  ^ 

Third,  the  employment  of  the  conical  packing  rings  9,  and  inclined  hces  r,  on  the  pistoa 
wheel  A,  in  combination  with  the  conical  projections  s,  on  the  inner  sides  of  the  disks  J,  con- 
•tructed  and  operating  in  the  manner  and  for  the  purpose  specified. 

Fourth,  the  arrangement  of  the  angular  packing  pieces  62,  hinged  pins  e2,  and  springs  f2^ 
in  combination  with  the  rectangular  packing  pieces  a2,  pins  if2,  and  springs  c*2,  on  the  sides 
of  the  abutment  £,  as  and  for  toe  purpose  described. 

Fifth,  the  arrangement  of  the  locking  spring-bar  A2,  and  lugs  12,  in  con^)ination  with  the 
self-adjusting  spring  piston  D,  constructed  and  operating  in  the  manner  and  for  the  porpoae 
specified. 

Sixth,  the  emplojment  of  the  stationary  pointer  L,  in  combination  with  groove  or  mark  «i2; 
on  the  rotary  central  shaft  C,  as  and  ibr  the  purpose  set  forth. 

Seventh,  the  arrangement  of  the  conical  journal  boxes  N,  in  combination  with  the  tapering 
journals  of  the  rotary  shaft  C,  constructed  and  operatmg  as  and  for  the  purpose  described. 

No.  33,185.— LEVIlf  P.  Black,  of  Baltimore,  'M-d.^Improvaneut  in  Hydrants. — Patent 
dated  September  3,  1861.— Between  the  cylinder  and  its  head  Is  inserted  an  annular  ptackinf, 
which  is  inchued  downwards  and  inwards  bv  a  lip  on  the  inner  rim  of  the  head.  This  pack- 
ing is  covered  with  powdered  soapstoue  and  closely  embraces  the  plunger,  which  is  made  of 
earthenware,  forming  a  water-tight  jomt. 

Claim. — The  combination,  in  a  hydrant  or  pump,  of  an  earthenware  plunger  having  a 
vitreous  surface  with  an  India-rubber  or  other  similar  packing,  prepared  and  anunged  sub- 
stantially in  the  manner  and  for  the  purpose  before  dcscnbed. 

No.  33,186.— D.  M.  Cochran,  of  Richmond,  Ind. — Improvement  in  the  Mode  of  Measuring 
and  Sacking  Oratn. — Patent  dated  September  3,  1801. — This  invention  consists  in  tho  com- 
bination of  an  elevator,  a  horizontal  screw  conveyer,  and  grain  receiver,  which  latter  is  pro- 
vided with  a  horizontal  slide,  and  at  its  lower  end  is  placed  a  valve,  so  that  when  the  grain 
reaches  a  point  denoting  a  certain  measure  above  the  .slide,  the  latter  is  closed  and  the  valve 
opened.  At  each  discharge  of  the  grain  from  the  receiver  a  pawl  of  a  lever  is  made  to  move 
a  ratchet  of  one  tooth,  which  serves  as  an  indicator  or  register,  denoting  the  number  of  di^ 
choi-gcs  of  certain  measures  from  tho  receiver. 

Claim, — The  combination  of  the  elevator  J,  the  screw-conveyer  H,  and  grain-receiver  K^ 
the  latter  being  provided  with  the  slide  L  and  valve  MS  which  valve  is  connected  through 
the  medium  oi  -a  lever  O  and  pawl  P  with  a  ratchet  or  register  Q,  all  arranged  for  joint  ope- 
ration as  and  for  the  purpose  set  forth. 

Al^o,  the  supplemental  box  £,  connected  to  the  box  B  by  joints  or  hinges  6,  and  arranged 
as  8hown  to  admit,  when  not  required  for  use,  of  being  folded  down  underneath  the  box  B, 
as  set  forth. 

No.  33, 187.;-JOHN  Dickinson,  of  Brooklyn,  N.  Y. ^Diamond  Protector  for  Dressing  Mill- 
stones,— Patent  dated  September  3,  I80I. — This  invention  consists  in  making  the  diamond 
Belt-adjustable  in  its  pressure  upon  the  stone,  by  means  of  its  combination  with  a  stock  or 
holder  aod  a  tension  spring,  so  arranged  as  to  keep  the  point  of  the  diamodd  always  firmly 
in  contact  with  the  surface  of  the  stone,  and  by  its  arrangement  avoid  falling  into  the  cavi- 
ties and  the  liability  to  bi'eak  and  destroy  the  point  of  the  diamond. 

Claim, — The  use  of  tho  stem  B,  made  as  described,  in  combination  with  the  protector  stock 
A  and  pressure  spring  F,  mode  and  operating  for  the  purposes  and  substantially  in  the 
manner  set  forth. 

* 

No.  33,188.— John  Dickinson,  of  Brooklyn,  N.  Y , ^Improvement  in  Mounting  Glaziers* 
i>tamoft</5.— Patent  dated  September  3,  18(51. — ^This  invention  consists  in  attaching  to  one 
end  of  the  instrument  a  metal  key  or  ^loss-breaker,  and  at  the  other  end  the  block  in  which 
the  diamond  is  set,  so  that  the  key  and  diamond  block  may  be  shut  up  similarly  to  a  pocket 
knife. 

Claim. — ^The  making  of  glaziers*  diamonds  in  the  form  of  a  pocket  knife,  substantially  as 
described,  as  a  new  article  of  manufacture. 

No.  33,189.— David  Dougal  and  Wm,  THuxal,  of  Butler,  TtL^lmprovement  in  Bee- 
hives, — Patent  dated  September  3,  1831. — ^This  iDveotion  consists  of  a  box  or  chamber 
having  perpendicular  sides  or  walls  provided  with  sloping  ledges  or  projections,  so  arranged 
that,  in  case  a  moth  or  fly  enters  the  vestibule  and  crawls  up  its  sioes,  it  would  be  stopped 
by  the  ledges  and  deposit  its  egffs  on  the  under  side  thereof,  which,  fiidling  upon  the  inclined 
bottom,  are  carried  off  from  the  box. 
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C/otm.— Attacliiiifr  to  beehirps  a  vestil^ple  or  entrance  provided  with  ^ards  D  D  and  a 
•loping  bottom  A,  constructed  and  arranged  as  described,  for  the  purpose  set  forth. 

No.  33,190.— LuciAN  Fay,  of  Cincinnati,  O.—hnprored  Edging  Machine' for  Sheet  Metal 
Roofing.— raient  dated  September  3, 1861.— This  invention  relates  to  an  automatic  provision 
for  bending  or  setting  up  the  ed^  of  £heet  metal  for  roofing  after  the  single  sheets  have 
been  unitra  togethec  mto  long  stnps  or  course*. 

C/aiw.— Firet,  the  double  series  of  travelling  and  setting  up  rollers,  C  C  C"  E'  E''  C  C* 
C"  E  E'  E'',  for  the  simultaneous  setting  up  of  two  opposite  edges  of  a  metallic  plate,  in  the 
manner  substantially  as  set  forth. 

Second,  the  described  combination  of  travelling  and  setting  up  rollers  C  and  E  C  and  E', 
Ac,  the  axle  D  of  the  setting  up  roller  being  secured  and  adjusted  upon  the  axle  A  A',  &c, 
of  the  travelling  roller  in  the  manner  set  forth. 

Third,  the  notched  gauges  F  F  precedinar  the  flanging  rollers  C  E  C  E,  and  adapted  to 
g^de  the  machine  along  the  tin  and  to  conduct  the  edges  of  the  latter  between  the  flanging 
rollers,  in  the  manner  and  for  the  objects  stated. 

Fourth,  forming  each  axle  A,  &c.,  in  two  sections,  secured  and  adjusted  to  each  other  in 
the  manner  and  for  the  objects  stated. 

No.  33,191. — Isaac  Freliqh,  of  Bardstown,  Ky. — Improvement  in  Machines  for  Dressing 
Stone, — Patent  dated  September  .3,  1861. — Secured  respectively  upon  two  shafts  are  rack- 
wheels  to  which  are  attached  springs  bearing  upward,  the  former  beneath  the  pick-handle 
and  the  latter  beneath  a  horizontal  aim  attached  to  the  under  side  of  the  rock-slmfl,  for  the 
purpose  of  a^iosting  the  stroke  of  the  pick  and  regulating  its  force.  Fitted  at  one  end  in  a 
box  attached  to  a  vertical  standard  secured  upon  the  bed  plate  is  a  shaft,  which  is  supported 
at  its  other  end  in  the  hollow  iournal  through  which  it  pa<^scs.  A  feather  in  the  hollow  journal 
fitting  into  a  groove  in  the  shaft  causes  the  two  to  revolve  simultaneously,  and  at  the  same 
time  permits  the  hollow  journal  and  gear-wheel  to  have  a  lateral  movement  upon  the  shaft, 
and,  in  connexion  with  a  cam-wheel,  rock-shaft,  and  other  mechanism,  an  intermittent 
motion  may  be  imparted  to  the  carriage. 

Claim. — First,  the  combination  of  the  feathered  shaft  T,  cam  wheel  W,  rock-shaft  V,  arms 
a  r,  rock  «',  flanged  gear-wheel «,  and  screw-shaft  F,  operating  in  the  manner  explained,  to 
unpart  an  interniittent  motion  to  the  carriage  E  of  an  automatic  stone-dressing  machine. 

Second,  the  rag-wheels  J  K,  shafts  J'  K',  and  springs  L  L',  operating  in  conjunction  to  ad- 
just the  pick  and  regulate  its  stroke,  cbs  explained. 

No.  33,192.— OeorgeB.  GURLEYand  6.  G.  Brady,  of  New  York,  N.  Y,— Improved  Com- 
hinalion  of  a  Cot,  Lounge,  and  Chair. — Patent  dated  September  3, 1861. — The  object  of  this 
invention  is  to  combine  a  cot,  lounge,  and  chair  in  tfuch  a  way  that  the  device  may  bo  used 
for  either  purpose,  and  be  capable  of  being  compactly  folded  up  for  transportation. 

Claim. — ^The  frames  A  k!  A.",  formed  of  parallel  bars  a  a,  with  canvas *C  attached,  and 
connected  by  hinges  or  joints  B,  in  connexion  with  the  stationary  legs  D  and  removable  legs 
E  E',  connected  by  bars  F  and  bmced  by  hooks  F',  all  being  combined  and  arranged  to  form 
a  new  and  useful  combination  of  a  cot,  lounge,  and  chair,  substantially  as  set  foru. 

No.  33,193.— Robert  Hale,  of  Roxbui7,  Mass.— /in;^oterf  Pipe  Ccw;>Ztw^.—Patont  dated 
September  3,  1861. — ^This  invention  consists  of  a  hollow  coupling,  to  be  slipped  over  the 
abutting  ends  of  two  pieces  of  pipe  and  fitted  with  some  suitable  cement  which  can  be  poured 
through  a  hole  made  lor  the  purpose,  and  will  then  be  set  or  become  solid  and  hold  the  pipes 
in  position. 

Claim.— The  described  coupling  C  for  conducting  pipes,  the  coupling  fitting  closely  to  the 
pipe  at  its  ends  and  having  a  hole  i  through  which  cement  or  other  packing  is  intioduced  into 
.  the  space/,  as  set  forth. 

No.  33,194. — Peter  Harder,  of  Danville,  Pa. — Improved  Composition  for  Roofing, — 
Patent  dated  September  3,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  described  roofing  composition,  made  of  naptha,  shellac,  alcohol,  rubber,  flax- 
seed oil,  asphaltiun,  and  soapstone,  in  the  proportions  and  manner  set  forth. 

No.  33,195. — ^DaVID  A.  Haviland,  of  Fort  Dodge,  Iowa. — Improvement  in  Boot  Legs, — 
Patent  dated  September  3,  1861. — ^This  invention  consists  in  the  application  of  a  metallic 
spring  to  the  ankle  of  the  boot,  to  be  enclosed  in  a  folded  welt  on  the  outside  of  the  boot,  for 
the  purpose  of  preventing  the  leg  of  the  boot  irom  falling  down,  wrinkling,  and  shortening  at 
the  sides  and  ankle. 

Claim, — As  a  new  article  of  manufacture  a  high  boot,  provided  on  each  side  with  a  steel 
spring  secured  on  the  outside  of  the  seam  in  an  outwardly  projecting  welt,  all  as  shown  and 
explained. 

No.  33,196. — G.  D.  Ha  worth,  of  Decatur,  VA,— Improvement  in  Corn-Planters,— T&teni 
dated  September  3,  1861. — The  driver's  seat  is  placed  upon  the  rear  ends  of  two  bars,  the 
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forward  ends  of  which  are  atta^ed  to  the  forward  frame  that  carries  the  ftirTow-shareSf  which 
bars  test  upoD  an  adjustable  upright  bar  as  a  fulcfhim  and  serves  as  a  lever,  so  that  the  wei^hfc 
of  the  dnvcron  his  seat  ^ts  as  a  counterpoise  for  the  for\^-ard  frame  to  regulate  and  graduat« 
the  depth  of  the  furrow-shares  in  the  eaith,  and  elevate  the  shares  above  the  surface  of  the 
ground  when  necessary. 

Claim. — Tlie  combination  and  arrangement,  as  shown  and  described,  of  the  frame  C  with 
the  bars  and  levers//,  driver*8  seat  F,  and  the  adjustable  bar  £,  for  the  purpose  specified. 

No.  3.3,197.— J.  A.  C.  and  A.  8.  Hickman,  of  gummerfield,  HI.— Improvement  in  Com- 
Planters. — Patent  dated  September  3,  1B()1. — ^Tbis  invention  consists  in  operating  the  recipro- 
cating seed-slides  by  means  of  a  gear-wheel,  attached  to  the  for^vard  axle,  actuating  a  pinion 
connected  to  cmnks.  On  the  ends  of  these  cranks  are  attached  rods  that  move  levels  con- 
nected with  seed-slides.  The  seed  is  covered  by  the  elevation  of  the  shares,  which  is  effected 
at  the  proper  time  by  the  action  of  pins  or  tappets  on  the  rear  ends  of  the  connecting  levers. 

Claim. — The  combination  and  arrangement  of  the  gearing  E'  F,  cranks  11  H,  rods  I  I, 
tappets  m  m,  and  levers  J  J  and  T  T,  as  shown  and  descnbed,  for  operating  the  reciprocating 
Bced-slides  K  K  and  coverers  K  R  from  the  axle  B'. 

No.  33,198.— James  Hughes,  of  Bcranton,  Pa. — Improved  Spring  Balance  for  Safety 
Valves  of  Locomotives  and  other  Engines, — Patent  dated  Septembers,  1861. — ^This  invention 
consists  in  a  method  of  applying  a  screw  and  levers,  in  combination  with  a  spring,  to  con- 
stitute a  Bpi  ing-ballince  lor  safety-valves,  so  as  to  permit  the  engineer  of  a  locomotive  to 
reduce  the  load  on  the  valve  at  once,  when  the  locomotive  stops,  or  at  any  time  when 
necessary.  In  connexion  with  the  screw  is  used  an  index  and  graduated  scale  for  indicating 
the  pressure  on  the  valve,  and  of  a  stop  to  prevent  the  valve  from  being  overtiowed. 

Claim. — The  combination  of  the  spring  C,  screw  H,  bar  E,  and  lever  or  levers  F  F,  the 
whole  applied,  arranged  and  operating  substantially  as  and  for  the  purpose  specified. 

Also,  the  describ^  combination  of  the  pressure-regulating  screw  U,  lever  I,  index  e, 
graduated  piate  /,  and  stop  t. 

No.  33,199.— Stephen  Inman,  of  Rockford,  IW.^lmprovements  in  a  Combined  Sliding- 
Hook  and  Gauge. — Patent  dated  September  3,  18ol. — This  invention  consists  of  a  slidlng- 
hook  and  gauge,  so  arranged  as  to  combine  in  one  and  answer  the  purpose  of  a  square, 
eliding-hook,  chalk  line,  compasses,  and  set  nails,  used  in  sidmg  up  buildings. 

Claim. — The  piece  O,  when  connected  with  a  sliding-hook  in  the  manner  and  for  the  pur- 
pose s[)ecificd,  in  combination  with  the  gauge  M,  constructed,  arranged  and  operating  in  the 

manner  and  lor  the  purpose  set  foith. 

• 

Fo.  .33,200.— William  Jepfers,  of  Pawtucket,  R.  I.— Improvement  in  Hose  Nozzles. — 
Patent  dated  September  3,  1861. — This  invention  consists  in  the  use  of  a  swivelled  head, 
constructed  wiih  two  necks,  upon  eith'er  of  which  a  tip  may  be  secured  and  aftenvard  turned, 
to  receive  and  discharge  the  stream  of  water,  by  which  means  the  opomtor  is  enabled  to 
readily  replace  a  nozzle-tip  with  another  of  different  size,  while  the  engine  is  in  full  play, 
without  bciii"^  wet  or  wasting  water. 

Claim. — The  swivelled  head  0,  provided  with  separate  necks  c  and  c',  and  adapted  in  the 
manner  explained  to  exclude  water  from  either  neck  at  which  it  is  desired  to  apply  or  detach 
a  tip. 

No.  33,201.— R.  Keese,  D.  T.  Ward,  and  J.  G.  Wilkinson,  of  Cardington,  Ohio. — 
Improvement  in  Flood  Gates. — Patent  dated  September  3,  J 861. — This  gate  consists  of  an 
axle  jouma'ed  at  each  end  in  standards,  and  having  slats  secured  crosswise  upon  it.  To  the 
end  ol  the  gate  is  secured  a  cord,  having  a  weight  attached  to  it,  for  closing  the  gate  after  it 
has  been  placed.  By  means  of  a  float,  pivoted  to  a  rod  which  moves  vertically,  a  latch  is 
raised,  which,  as  the  water  rises,  sei-ves  to  free  the  gate  so  that  it  tums  upon  its  axle,  allow- 
ing the  water  and  drift  wood  to  pass  freely.  As  the  water  recedes,  the  float  falls  with  the 
rod  and  latch,  and  the  gate  is  closed. 

Claim. — The  employment  of  the  gate  C,  when  operated  as  set  forth,  through  the  medium 
of  the  cold  a,  weight  c,  float  d,  connecting  rod  c,  and  latch  D,  for  the  purpose  specified. 

No.  33,202. — Robert  J.  Mann,  of  Seneca  Falls,  N.  Y. — Improvement  in  Sleighs. — Patent 
dated  Sei)tember  3,  1861. — This  invention  relates  principally  to  sleds  used  by  boys,  and  con- 
sists in  lorming  the  runners  of  semi-tubular  metal,  with  convex  side  downwards.  A  fiume 
of  corrugated  metal,  consisting  of  longitudinal  and  cross  bars  secured  together,  supports  the 
bed  of  the  sleigh,  and  is  combined  wit  a  the  ninners  by  means  of  semi-tubular  metal  uracos. 

Claim. — A  semi-tubular  sleigh-runner,  constructed  substantially  as  described. 

Also,  a  bed-frame  of  a  sleigh,  consisting  of  a  combination  of  longitudinal  and  cross  bars 
of  corrugated  metal  combined  toother,  substantially  as  described. 

Also,  combining  the  runners  ot  a  sleigh  with  the  bed-frame  thereof  by  semi-tubular  braces 
constructed  and  arranged  substantially  as  described. 

Also,  the  combination  of  semi-tubular  sleigh-runners,  a  cprrugated  bed-frame,  semi-tubular 
braces,  and  a  bed,  the  four  members  of  this  combination  bei^g  constructed  and  combined 
substantially  as  described. 
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No.  33,203.— WiLLUM  P.  Martin,  of  Salem,  MasA.— /mproremefit  in  Apparatus  for 
Stirring  Tan  Vat9. — Patent  dated  September  3,  1861. — This  invention  consists  in  ihe  employ- 
ment of  stationary  dcflecting-burs,  anttoged  in  the  bottom  of  the  vat,  in  combination  with 
agitating-bars  arranged  on  a  sliding  bar  or  bare,  operated  by  a  hand-lever  extending  up  from 
the  side  of  the  vat. 

Claim, — ^The  employment  in  the  vat  A  of  the  deflecting-bars  e  and  agitating-bars  c,  the 
whole  constracted  and  operating  substantially  as  described  tor  the  purpose  set  foith. 

No.  .33,204.— Wm.  M.  Mason,  of  Polo,  l\\,—Improvemfint  in  Com  and  Cane  Harvesters, — 
Patent  dated  September  tJ,  18G1. — This  invention  connists  in  the  use  of  anadjustabie  inclined 
reel,  in  connexion  with  a  platform  which  is  allowed  to  swing  freely  on  hinges,  and  is  con- 
nected at  its  rear  to  a  lever  which  is  held  down  by  a  spring-catch  on  the  fiame.  The  tilting 
platform  has  an  oblique  position  relatively  to  the  stationary  platform,  so  that  the  stalks  or 
cane  will  be  discharged  at  the  back  of  the  main  frame. 

Claim. — The  arrangement  of  the  adjustable  reel  I,  in  an  inclined  position,  to  operate  in 
combination  with  the  obliquely-hinged  platform  M,  tilting  lever  N,  and  spring-catch  O,  m 
the  manner  and  for  the  purpose  described. 

No.  33,205.— Thobias  J.  Mayall,  of  Roxbury,  Mass  — Improvement  in  Flatter  Pote. — 
Patent  dated  September  3,  1831. — This  invention  is  explained  by  the  claim. 

Claim, — As  a  new  article  of  manufacture,  a  flower-pot  formed  of  India-rubber  or  gutta 
perdia,  substantially  in  the  manner  described. 

No.  33,206. — Frederick  Michael,  of  Des  Moines,  Iowa. — Improvement  in  the  Arrange- 
ment of  Apparatus  for  the  Manufacture  of  Vinegar  by  the  Quick  Process, — ^Patent  dated 
September  ;i,  1861 . — ^I'his  invention  is  set  forth  in  the  claim. 

Claim, — The  employment  of  alternate  layers  of  corn-cobs,  charcoal,  and  ears  of  com  in 
the  tub  used  in  the  described  vinegar-making  process;  the  said  layers  of  coiii-cobs,  charcoal, 
and  ears  of  com  may  be  arranged  m  the  manner  set  forth,  or  in  any  other  that  will  produce 
the  same  effect  when  a  liquor  to  be  acetified  is  percolated  through  the  said  ingredients. 

No.  33,207.— George  Minor,  of  Bridgewater,  and  Burroughs  Beach,  of  W#st  Meriden, 
Conn. — Improvement  in  Washing  Mttchmes. — Patent  dated  September  3,  1801. — ^This  in- 
vention consists  in  having  the  axis  or  journal  of  the  tub,  which  is  made  to  partially  rotate, 
fitted  in  an  adjustable  step  formed  in  the  upper  end  of  a  screw,  which  screw  pusses  through 
the  top  of  the  stand  on  wnich  the  tub  is  placed.  Upon  the  bench  are  fitted  Iriction  rollers, 
on  which  the  edge  of  the  tub  rests. 

Claim, — The  arrangement  of  the  adjustable  step  D  with  the  pivot  C,  rollers  F,  and  tub  B, 
in  the  manner  shown  and  described.  • 

No.  33,208.— J.  B.  Moorhead,  T.  A.  and  G.  G.  Pool,  of  Bellefontaine,  O, --Improvement 
in  Cultivators, — Patent  dated  September' 3,  1831. — Upon  each  side  of  tho^beam  are  sockets 
forreceivmg  the  shanks  of  cultivator  teeth,  the  head.<i  of  the  said  shank  being  formed  with  a 
square  notch  for  receiving  a  square  key.  Another  notched  piece,  driven  in  one  side  of  the 
key,  fa.stena  the  whole  in  ihe  sockets,  which  arrangement  admits  of  the  ready  detachment  of 
the  teeth  when  necessary. 

Claim, — Arranging  the  shanks  c  c  with  a  square  notch  e,  in  combination  with  the  square 
.  key/,  notched  piece  g^  socket  d,  and  adjustable  handles  B  B,  arranged  in  the  manner  and 
for  the  purposes  described. 

No.  33,209.— John  H.  Morris,  of  Niles,  M\ch,^Improvemcnt  in  Machine  for  Holding 
Bags  while  being  FilletR — Patent  dated  September  3,  18o]. — ^This  invention  consists  in 
having  a  hopper  or  funnel  attached  to  a  vertically  sliding  frame,  provided  with  a  rack  into 
which  a  pinion  gears,  the  hopper  being  provided  with  hooks  at  its  lower  end  so  that  the  tops 
of  the  bags  may  be  kept  distended,  and  the  bags  readily  adjusted  vertically. 

Claim, — ^The  sliding  or  adjustable  frame  D,  with  hopper  F  attached,  provided  with  hooks 
c,  the  frame  being  fitted  between  the  uprights  B  B,  and  operated  by  the  rack  E  and  pinion 
H,  and  retained  at  the  desired  point  by  the  ratchet  J  and  pawl  K,  substantially  as  and  ibr  the 
purpose  sei  forth. 

No.  33,210.— J.  MELVEYand  C.  Ohlemacher,  of  Aurora,  Til^Improvement  in  Railroad 
Car  Brakes, — Patent  dated  September  3,  1861. — ^This  invention  relates  to  that  class  of  brakes 
to  which  the  power  is  applied  through  the  medium  of  the  axles  of  the  cars,  and  consists  in  lihe 
use  of  a  swinging  frame  suspended  to  the  truck  directly  back  of  the  axle  which  is  provided 
with  a  screw.  In  this  frame  is  piaced  a  small  shaft,  provided  with  a  worm  wheel,  a  pulley, 
and  also  a  ratchet.  To  the  pulley  is  attached  a  short  chain  connected  to  a  rod  extending 
under  the  car-bed  and  attached  to  one  end  of  a  lover,  by  means  of  whkh  the  worm  wheel  is 
brought  into  gear  with  the  screw  on  the  other  axle  of  the  truck,  which  causes  the  cbaih  to  be 
wound  on  the  pulley  and  the  brakes  applied  to  the  wheels. 

Claim,— The  swinging  frame  D,  connected  with  the  hand  lover  E,  and  provided  with  the 
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worm  wheel  F,  ratchet  H,  and  pnllej  G,  with  the  chain  L  of  hraVe-rod  M  attached,  in  con- 
nexion with  the  screw  C  on  one  of  the  axles  <^  the  truck,  and  the  pawls  b  b  attached  to  bar  I, 
all  arranged  as  and  for  the  purpose  set  forth. 

Altfo,  the  spring  T  appbed  to  the  brake  rod  M,  and  arranged  substantially  as  and  for  the 
puipose  set  forth. 

No.  33,211.— Henrt  Nobut,  of  Philadelphia,  Va,— Improvement  in  Metal  Fences,— 
Patent  dated 'September  3,  18G1. — ^This  invention  consists  in  Qie  use  of  a  metal  button,  hav- 
ing a  diamond*shaped  opening  at  its  rear,  through  which  passes  the  staj  rail,  in  connexion 
wiih  a  recess  of  the  railing,  by  means  of  which  the  rails  may  be  securely  and  readily  adjusted 
to  their  places. 

Cia%m. — The  metallic  button  and  the  recess  of  railing  adjusted  to  the  button,  constructed 
a^d  aiTanged  substantially  as  set  forth  for  the  purposes  described. 

No.  33,212.— AlonZoW.  Olds,  of  Green  Oak,  M\c\l.— Improvement  in  Rotary  Harrovs. — 
Patent  dated  September  3,  1-861. — This  invention  consists  in  providing  the  axle  at  each  end 
with  two  sockets,  one  above  the  other,  so  that,  by  adjusting  the  bearing  wheels  to  the  lower 
socket  on  one  end  and  the  upper  one  on  the  other  end,  the  teeth  will  penetrate  the  earth  DMire 
on  one  side  than  the  other,  and  thus  cause  or  aid  the  harrow  to  rotate  as  it  is  drawn  over  the 
ground. 

t'/aim.^The  interchangeable  adjustment  of  the  wheels  F  F^  in  the  sockets  e  e',  operating 
in  the  manner  and  for  the  purpose  set  forth. 

No.  33.213.— Robert  Parker,  of  North  Cohocton,  N.  Y, —Improved  CAwm.— Patent 
dated  September  3, 1861. — This  invention  consists  in  the  application  to  a  double-dasher  chum 
of  a  horizontal  crank  to  each  crank  shaft,  connected  tocetlier  by  a  curved  link,  and  operated 
by  a  lever  pivoted  to  the  link  so  that  a  backward  and  ^rward  movement  being  given  to  this 
lever,  either  a  simultaneous,  vibratory,  or  rotary  movement  may  be  communicated  to  both 
dashers. 

Claim. — ^The  combination  of  the  cranks,  the  curved  links,  and  the  operating  lever,  arranged 
as  described,  for  the  purpose  set  forth. 

No.  33,214. — "William  RiESS,  sen.,  of  Reading,  Pa. — Improvement  in  the  Mode  of  Manu- 
facturing Sheet  Iron, — Patent  dated  September  3,  1861. — This  invention  is  explained  by  the 
claim. 

Claim, — ^The  new  and  improved  process  of  manuflBtcturing  sheet  iron,  as  an  entirety,  con- 
sisting of  the  following  suboivisions  : 

First,  the  mixture  of  equal  parts  by  weight,  oP  chalk,  porcelain,  clay,  and  graphite  diluted 
with  water  to  the  consiHteucy  of  molasses,  as  desciibed  above,  substantially  in  the  manner 
and  for  the  purpose  specified. 

Second,  the  bath,  consisting  of  one  part  concentrated  sulphuric  add  and  three  parts  water, 
substantially  in  the  manner  and  for  the  purpose  specified.  % 

Third,  the  lye,  consisting  of  one  part  potash  diluted  with  twenty  parts  of  water,  substan- 
tially in  the  manner  and  for  the  purpose  specified. 

Fourth,  the  method  of  producing  a  carburet  on  the  surface  of  the  plates,  and  of  embodying 
the  said  carburet  with  the  latter,  substantially  as  and  in  the  manner  set  forth. 

No.  33,215. — Peter  Shearer,  of  Reading,  Pa. — Improvement  in  Air  or  Gas  Engines. — 
Patent  dated  September  3, 1861 . — The  principal  objects  of  this  invention  are,  Ist,  to  obtain  the 
advantage  which,  in  the  use  of  air  as  a  motive  agent,  results  from  subjecting  it  to  a  very  high 
degree  of  compression  before  expanding  it  by  heat ;  2d,  to  obtain  the  advantages  resulting 
from  the  use  of  water  as  a.medium  through  which  the  air  acts,  viz  r  lubrication  ot  the  wearing 
surfaces  and  the  prevention  of  leakage  an  the  valves  and  other  parts  of  the  engine.  The 
invention  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  reservoir  or  cooler  A,  the  power  cylinder  C,  and  its 
piston  C,  the  supplementary  cylinder  F,  and*  its  piston  F',  and  the  two  heaters  D  E,  the 
whole  applied,  in  relation  to  each  other,  to  operate  substantially  as  specified. 

Secono,  the  combination  with  the  said  reservoir,  cylinders,  and  heaters  of  the  pump  B,  ^>- 
plied  and  operating  substantially  as  set  forth. 

Third,  combining  the  piston  1?"  of  the  supplementary  cylinder  F  with  the  main  shaft  a,  by 
means  of  the  crank  a4,  of  longer  stroke  than  the  driving  crank,  and  the  jointed  connecting 
rod  F3,  applied  and  operating  substantially  as  set  forth. 

No.  3:?, 216.— William  Staehlen,  of  Brooklyn,  N.  Y,— Improvement  in  Bird  Cages. — 
Patent  dated  September  3,  1861. — ^This  invention  consists  in  the  arrangement  of  sockets 
formed  by  the  seams  of  the  cross  bands  of  a  bird  cage  in  such  a  manner  that  the  wires  are 
sustained  without  tha  aid  of  solder.  In  the  interior  of  the  seed  cup  and  upon  the  top  of  the 
seed  is  arranged  a  suding  disc,  provided  with  a  central  opening,  so  that  the  bird,  while  feed- 
ing, is  prevented  from  scattering  his  food  about  the  cage  or  room. 

C/aim.— First,  the  arrangement  of  the  sockets  a,  formed  by  the  6dges  of  the  cross  bands  A, 
of  biid  cages,  subataotially  as  and  for  the  purpMe  described. 
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Second,  tbe  perforated  disc  E,  in  the  interior  of  the  seed  cup  D,  substantially  as  and  for 
the  purpose  set  forth. 

No.  33,217. — Orlando  Tallcott,  of  Chicago,  TW.—lmproTement  in  Feeding  Paptr  to 
Printing  Presses.— Patent  dated  September  3,  1861.— The  nature  of  this  invention  will  be 
understood  from  the  claims. 

Claim, — First,  the  use  of  friction  pads  for  the  purpose  of  moving  the  top  sheet  of  a  pile  of 
papers  forward  against  front  stops,  and  sideways  agamst  side  stops,  substantially  as  described. 

Second,  feeding  the  sheets  between  two  frames  or  plates,  placed  far  enough  apart  to  allow 
a  single  sheet  to  pass  freely  between  them,  and  near  enough  together  to  preveAt  the  sheet 
from  doubling  up  by  means  of  the  force  applied  to  bring  it  to  its  proper  place,  when  con- 
structed and  operated  in  the  manner  and  for  the  purpose  set  forth,  suostantially  as  described. 

Third,  in  combination  with  the  pads  3  3,  the  adjustable  side  stops  4  4,  the  same  to  bo  ad- 
justable at  any  required  distance  from  the  centre. 

Fourth,  the  several  devices  in  combination  substantially  as  set  forth  and  described. 

No.  33,218. — Hamilton  E.  Towle,  of  Exeter,  N.  H,— Improvement  in  Bolt  Dratting 
Machines, — Patent  dated  September  3,  1861. — This  invention  is  explained  by  the  claims. 

Claim. — First,  the  combination  with  the  jaws  of  bolt-pulling  machines,  constructed  and 
arranged  to  operate  substantially  as  described,  of  grooves  which  are  larger  at  or  near  the  back 
part  of  them  than  further  forward,  making  substantially  dovetailed  grooves ;  in  which  the 
jaws  are  positively  guided,  by  having  their  exterior  siu^aces  fitted  to  them,  so  as  to  slide 
freely  in  the  grooves  and  operate  substantially  as  described. 

Second,  in  combination  with  the  jaws  of  bolt-puUing  machines  the  links  rf,  having 
joints  at  either  or  both  ends,  by  which  the  jaws  are  moved  in  the  dovetailed  grooves,  sub- 
stantially as  described. 

No.  33,219. — James  Turner,  of  Chicago,  m. — Improvement  in  Apparatus  of  Rendering 
Lard  and  Tallow. — ^Patent  dated  September  3,  1861. — Passing  through  the  stuffing  box  in 
the  top  of  the  tank  which  contains  the  lard  or  tallow  is  a  sliding  pine,  to  which  is  attached  a  ' 
float  resting  upon  the  surface  of  the  tallow.  At  the  upper  end  of  the  sliding  pipe  is  a  cock, 
and  the  pipe  communicates  by  means  of  two  elbow  pipes,  with  a  stationary  delivery  pipe, 
that  leads  the  melted  tallow  to  any  part  of  the  building. 

Claim, — ^The  combination  of  the  float  c,  the  sliding  pipe  a^  and  the  stationary  pipe  t,  in  the 
manner  described  and  for  the  purpose  specified. 

No.  33,220.— Henry  Van  Dewateb,  of  Weedsport,  N.  Y,— Improved  Water  WheeL^ 
Patent  dated  September  3,  1861. — This  invention  consists  in  the  use  of  two  water  wheels,  the 
buckets  of  which  interlock  or  meshes  into  each  other,  enclosed  within  a  case,  the  lower  part 
of  which  communicates  with  a  vertical  draught  tube.  The  upper  part  of  the  case  commimi- 
cates  with  a  tube  which  contains  a  gate  formed  of  two  inclined  planes  connected  at  their 
upper  ends  by  a  flexible  joint,  and  bearing  or  resting  upon  V-shaped  guides  at  opposite  sides 
of  the  tubes.  The  gate  is  connected  by  a  rope  to  a  windlass  above,  so  that,  when  raised,  the 
planes  will  approach  each  other  and  admit  more  water  into  the  tube,  the  water  falling  equally 
upon  the  wheels. 

Claim, — ^The  two  wheels  A  A,  having  their  buckets  h  interlocked  or  geared  into  each  other, 
in  combination  with  the  draught  tube  D,  substantially  as  and  for  the  pui^pose  set  forth. 

Also,  the  gate  F,  formed  of  two  planes  c  c,  resting  on  V-shaped  gmdes  d'  d%  connected  bjr 
a  joint  d,  and  attached  to  a  windlass  H,  all  arranged  as  and  for  the  purpose  set  forth. 

No. 

Patent  ^  , 

opodeldoc,  alcohol,  spirits  of  turpentine,  spirits  of  ammonia,  sal  soda,  borax,  and  spermaceti. 
Claim, — As  an  artkle  of  manufacture,  a  soap  made  of  the  ingredients  described,  in  the 
mannei'  and  in  the  proportions  substantially  as  set  forth. 

No.  33,222.— Hugh  "WmrEHnLL,  of  Newburg,  N.  Y. — Improvement  in  Machinery  for 
Dressing  Yarn, — Patent  dated  September  3,  1861. — ^This  invention  consists  in  the  use  of  a 
reed  made  of  a  solid  longitudinal  central  bar  which  keeps  the  two  sections  of  the  yam  sepa- 
rate, and  being  provided  with  spring  bars  on  top  and  bottom  to  prevent  the  yam  from  jump- 
ing over  the  upright  rods  of  the  reed.  The  speed  of  the  dressing  brush  is  regulated  by  im- 
parting rotary  motion  to  it  through  the  acrency  of  the  yam  itself,  so  as  to  obviate  the  disad- 
vanta^  arising  from  a  varying  speed  of  the  yam.  The  yam  is  made  to  pass  to  a  steam- 
heated  cylinder,  the  surface  of  which  is  fluted  so  that  currents  of  cold  air  may  pass  between 
the  yam  and  heated  cylinder  to  prevent  baking  of  the  yam  if  the  dressing  frame  is  stopped. 

Claim, — First,  the  arrangement  of  the  reed  C,  consisting  of  a  longitudinal  central  rod  a, 
and  vertical  partition  rods  c,  in  combination  with  spring  ban  b,  substantially  as  and  for4he 
purpose  described. 

^cond,  regulating  the  speed  of  the  dressing  brnsh,  by  imparting  rotaiy  motlom  4o  it 
through  the  agency  of  the  yam  itself,  substantially  aa  and  for  the  purposo  specified. 

H.  Ex.  Doc  53 32 


o.  33,221.— Henry  Warren,  of  Coshen,  Ind. — Imj^oved  Article  of  Toilet  Soap, — 
mt  dated  September  3,  1861. — ^The  ingredients  of  which  this  is  composed  are  Brown's 
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Third  I  the  emploTment  of  a  steam  cjllnder  O,  witH  a  fluted  giiiface»  aa  and  for  the  purpoee 

.  Bet  forth. 

Xo.  3:1,223.— James  A.  Wilcox,  of  Rocky  Hill,  Coiiu,^Improved  Pipe  Wrench,— Vateut 
dated  September  3,  1861. — This  invention  consists  of  a  hooked  or  bill-shaped  jaw,  combined 
with  an  a<^'ustable  fulcrum  to  which  the  jaw  is  pivoted,  and  on  which  it  turns,  so  that  it  may 
be  set  or  adjusted  to  different  sizes  of  pipes,  ana  which,  when  so  adjusted,  will  seize  the  pipe 
lit  every  forward  action  of  the  hand,  and  will  slip  or  turn  upon  the  pipe  when  biinging  it 
back  to  take  a  new  hold. 

Claim. — First,  the  combination  of  a  hooked  or  bill-shaped  jaw  and  an  adjustable  fulcrum, 
to  which  the  jaw  is  pivoted,  and  on  which  it  turns,  and  toe  combination,  with  said  jaw  and 
fulcrum,  of  the  stop  or  shoulder  i,  substantially  as  described. 

Second,  a  wrench  for  turning  pipes  or  round  bars  or  rods,  constructed  and  operated  sub- 
stantially  as  above  described. 

No.  33,224.— Louis  Toumans,  of  Fulton,  N.  Y.— Improved  Low  Water  Detector  for  Steam 
Boilers. — Patent  dated  September  3,  1B61. — This  invention  consists  of  a  pipe  entering  the 
l)uiler  at  or  near  the  top,  and  opening  thereinto  at  the  lowest  level  to  which  it  is  intended  for 
the  water  to  sink,  and  furnished  outside  of  the  boiler  with  a  cock,  to  whose  plug  are  attached 
two  opposite  arms  carrying  balls,  one  of  which  is  hollow  and  always  in  communication  with 
the  boiler  through  the  cock,  so  that  when  the  water  level  descends  below  the  pipe  the  water 
runs  from  the  hollow  arm  and  ball,  and  the  other  arm  and  ball  are  caused  to  open  the  cock  to 
whistle  and  permit  the  escape  of  steam  to  give  an  alarm. 

Claim. — ^The  combination  of  the  tube  A,  whistle  G,  or  its  equivalent,  cock  E,  hollow  arm 
D^  hollow  ball  F^  and  balance  ball  F,  arranged  and  operating  in  relation  to  each  other  sub- 
stantially as  and  for  the  purpose  specified. 

No.  33,225.— E.  A.  Marshall,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Thomas 
Carter,  of  the  same  place. — Improvi  ment  in  Tobacco  Pipes. — Patent  dated  September  3, 
1801. — ^Antedated  August  10,  I861. — ^This  invention  is  explained  by  the  claim. 

Claim^ — ^As  a  new  article  of  manufacture,  a  smoking  pipe,  made  extensible  by  fitting  one 
portion  of  the  stem  so  as  to  slide  within  the  other,  as  and  for  the  purpose  specified. 

No.  33,226.— RUFUS  Porter,  of  Mehrose,  Mass.,  assignor  to  Himself  and  H.  T.  Litch- 
field, of  East  Boston,  Mass. — Apparatus  for  Supplying  Dtcelling-Houses  with  Water. — 
Patent  dated  September  3,  1861. — This  invention  consists  in  an  arrangement  of  gearing 
operated  by  a  weight  or  spring,  so  as  to  apply  a  continuous  force  to  a  small  submerged  force- 
pump  ready  to  operate  the  same,  whenever  the  water  which  is  elevated  by  the  said  pump  is 
permitted  to  flow — thus  applying  the  power  obtained  by  the  weight  or  spring  to  the  purpose 
of  producing  a  flow  of  water  from  the  well  without  the  labor  of  a  hand-pump. 

Claim. — rhe  combination  of  the  pump  A,  the  weight  W,  the  pinions  I  K,  the  gears,  J  L, 
and  the  discharge  pipe  G,  when  the  whole  are  constructed  and  made  to  operate  together, 
substantially  in  manner  as  set  forth. 

Also,  the  pump  A,  as  constructed  and  made  to  operate  substantially  in  manner  as  specified. 

No.  33,227.— H.  S.  Pratt,  of  Hartford,  Conn.,  assipor  to  J.  J.  Hough  &  Co.,  of 
Meriden,  Conn. — Imvroved  TinsmitJi's  Shears, — Patent  dated  September  3, 1861. — This  in- 
vention is  explained  oy  the  claim. 

Claim, — As  an  improved  article  of  (old)  manufacture,  viz :  tinsmith^s  shears,  having  the 
back  of  the  inner  surfaces  of  the  blades  or  jaws  made  diverging  or  curved,  from  the  line  of 
motion  of  the  working  surfaces,  substantially  in  the  manner  as  and  for  the  purpose  described. 

No.  33,228. — James  C.  Adams,  of  Baltimore,  "Md.-^Improvement  in  Meat-Curing  Appa* 
ratus. — Patent  dated  September  10,  1861. — Uj^n  the  upper  floor  of  a  A)uilding  is  placed  a 
reservoir  containing  brine.  Leading  from  this  reservou-  to  the  lower  noor  is  a  pipe,  to  the 
lower  end  of  which  is  secured  an  instrument  consisting  of  a  sleeve,  pipes,  and  pointea  nozzles, 
perforated  at  their  ends  for  the  escape  of  the  liquid.  The  perforated  nozzles  are  inserted  in 
the  meat,  and  the  brine  injected  by  pressure  from  its  own  weight 

Claim. — Saturating  pieces  of  meat  with  brine  or  other  preservative  liquids  under  uniform 
hydrostatic  pressure  by  means  of  apparatus  substantially  as  specified,  for  the  purpose  of 
rapidly  salting  or  curing  the  same. 

No.  33,229.— Horace  L.  Arnold,  of  Elk  Horn,  Wia.— Improvement  in  Machines  far 
Dressing  Hides. — ^Patent  dated  September  10,  1861. — This  invention  consists  in  the  omplov- 
nient  of  an  alternately  reciprocating  carriage,  arranged  over  a  horizontal  bed,  on  whicn  tne 
hides  to  bo  dressed  are  suitably  clamped,  and  carrying  suitable  knives  and  a  rubbing  plate, 
arranged  within  said  carriage,  so  as  to  operate  upon  the  hides  at  every  forward  stroke  of  the 
carria^ 

Claim. — First,  the  described  arran^ment  of  reciprocating  Vnives  H  J,  working  over  an 
a4iustable  bed  D,  in  the  manner  and  tor  the  purpoee  substanually  a«  0et  forth. 
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Seeondi  a  knife  J,  plaeed  in  plate  F,  and  working  through  this  plate  as  described,  for  the 
purpose  set  forth. 

Third,  placing  in  front  of  knife  J  and  plate  F  a  disconnected  independent  rubber  plate  E» 
as  and  for  the  purposes  specified. 

Fourth,  the  manner  described  of  securing  the  knife  H  to  the  rubber  plate  F,  so  that  it  can 
be  adjusted  relatively  thereto  for  the  purpo5M}s  set  forth. 

Finb,  a  knife  stock  J,  with  bearings,  prolongations,  tongue-clamping  plate  ^^  and  bolts  k, 
for  securing  and  adjusting  knife  J,  as  set  forth. 

Sixth,  the  arm  «i,  with  gauge  screw  n',  stud  o,  and  set  screw  Z,  as  set  forth,  for  the  purpose 
mentioned. 

Seventh,  a  hand  lever  p,  rack  shafl  p*,  and  bearings  and  spring  o*,  for  elevating  bent  arni» 
«»  for  the  purposes  mentioned. 

Eighth,  keeping  the  knife  plate  F  and  rubber  plate  F'  snug  upon  the  hide  by  means  of 
springs  it  i,  arranged  as  set  forth. 

Ninth,  the  combination  of  buffers  g  g^  sliding  rectangle  G',  inclined  planes  e  e  e  e,  lifting 
frame  G,  studs  ddccecy  with  their  nuts,  by  means  of  which  all  the  tools  are  lifted  fVom  the 
hide  at  the  commencement  of  the  return  stroke  and  suffered  to  fall  upon  it  again  at  the  com- 
mencement of  the  working  stroke,  substantially  as  described. 

Tenth,  the  combination  of  the  buffers  g  g  with  the  sliding  frame  G^  rack  A3,  pinion  A', 
shaft  ^,  and  loaded  arm  ^,  as  set  forth. 

Eleventh,  placing  the  l^  D  in  front  of  the  saddle-way  B,  instead  of  beneath  it,  as  and  for 
the  purpose  set  forth. 

Twelfth,  so  forming  and  extending  the  saddle  C  and  its  plate  C  that  it  may  work  over  bed 
D,  in  the  manner  set  forth. 

Thirteenth,  giving  motion  to  the  saddle  C,  or  cutter  head  of  a  hide-dressing  machine  by 
means  of  a  segmental  slotted  lever  E,  as  described,  whereby  a  uniform  motion  of  the  tool  is 
obtained. 

Fourteenth,  hinging  the  bed  D  of  a  hide-dressing  machine  to  the  frame  A,  at  one  end,  and 
supporting  said  bed  at  the  opposite  end  by  adjusting  screws  /  r'  on  brackets  S.  as  and  for  the 
purposes  set  ibrth« 

No.  33,230. —Charles  G.  Anthoni,  of  Paris,  France. — Improvements  in  Photographic 
Avparatus.—Vatmt  dated  September  10,  1861.— Patented  in  England  December  10,  I860.— 
This  invention  is  explained  by  the  claim. 

Claim. — First,  the  arrangement  of  the  sensitizing  and  developing  baths  within  the  camera 
box,  and  in  relation  to  the  camera  in  such  manner  that  I  can  sensitize  the  plate,  take  the 

Sicture  and  transfer  the  picture  to  the  developing  bath  without  removing  the  plate  from  the 
ark  room  formed  by  the  camera  and  baths,  substantially  as  specified. 
Second,  the  combination  of  the  hooks  kkk'  k'  and  k''k"f  the  whole  applied  and  operating 
substantially  as  and  for  the  purpose  specified. 
Third,  the  hooks  q  ^  apphed  and  operating  substantially  as  and  for  the  purpose  set  forth. 

No.  33,231.— Henry  H.  Beach,  of  Philadelphia,  Pa.— /m;»raMmefi<  tn  Grain  Separa- 
tors,— Patent  dated  September  10,  1661. — ^This  invention  consists  in  combining  with  the  fan 
a  series  of  deflectors  forming  a  series  of  flues,  and  so  placed  in  relation  to  the  fan  that  a  direct 
blast  is  driven  through  the  Sues,  while  the  grain  falls  between  the  fan  and  deflectors  without 
coming  in  contact  with  either.  In  the  several  deflectors  are  formed  elbows  which  hinder  the 
escape  of  the  grain  through  the  flues,  but  allow  the  escape  of  impurities. 

Claim. — First,  the  combination  of  the  series  of  deflectors  D,  with  the  fan  B,  and  the  de- 
livery board  E,  when  constructed  and  arranged  substantially  as  described  and  for  the  purpose 
set  forth. 

Second,  the  elbows  E,  combined  with  the  deflectors  D,  and  the  £ui  B,  the  whole  substan- 
tially as  and  for  the  purposes  described. 

No.  33,232.— Edwin  R.  Bioelow,  of  Salem,  Mass. — Improved  Clothes  Fraww.— Patent 
dated  September  10,  1861. — ^To  the  upper  part  of  a  stand  or  back  is  secured  a  semicircular 
notched  bar,  in  the  rear  of  which  is  a  semicircular  rod  or  wire  having  fitted  upon  it  slotted 
bars.  These  bars  are  drawn  up  on  the  wire  and  are  supported  by  the  notched  bar,  radiating 
from  the  back  as  a  centre. 

Claim. — ^The  construction  and  arrangement  of  the  standard  A  B,  the  bars  or  rods  D,  with 
or  without  the  wire,  all  substantially  as  shown  and  set  forth,  for  the  purpose  described. 

No.  33,233. — ^Earll  Belunoer,  of  Hickory  Comers,  Mich. — improvement  in  Seeding 
Machines. — Patent  dated  September  10, 1861. — ^The  hinged  hoe  levers  are  arranged  in  pairs, 
each  pair  being  suspended  from  the  end  of  foot  levers,  the  other  ends  of  which  converge  in 
front  of  the  dnver's  seat,  so  that  each  pair  can  be  raised  independently  of  the  others  by  the 
driver  on  his  seat.  By  means  of  a  hand  lever  at  the  driver^s  side,  a  journal-box  may  be 
thrown  in  and  out  of  gear  with  a  pinion,  so  that  the  reciprocating  motions  of  the  seed-slide 
are  easily  regulated. 

C/atm.— Tlie  arrangement  of  the  hinged  hoe  levers  L,  and  guides  N,  and  foot  levers  M, 
with  the  lever  n,  rod  A,  pinion  F,  box  G,  and  seat  H,  all  as  shown  and  described. 
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No.  33,234.— Henrt  E.  W.  Boardman,  of  Chica^,  BL— /mpfOMmetH  tii  Vaginal  Sp- 
ring€8, — Patent  dated  September  10,  18G1. — ^ThU  invention  will  bo  understood  from  toe  claims. 

Claim, — Hie  contracting  and  self-expanding  Byringe  ball  D,  attached  to  a  hollow  shaft  C, 
passing  through  the  cylinucr  A,  with  the  sponge  attachment  B. 

Also,  the  sponge  attachment  B,  to  act  as  a  tampon  or  ping,  in  connexion  with  the  sjrinffe 
ball  D  and  shaft  C,  and  introduced  by  means  of  the  cylinder  A,  to  retain  the  injection  made 
by  means  of  said  syringe  thus  to  permit  and  insure  a  more  perfect  and  complete  efiect  of  the 
injection  so  made. 

No.  33,235. — RiLEY  Brotton,  of  Oskaloosa,  Iowa. — hnprovement  in  Cultivators, — ^Patent 
dated  September  10,  1861. — ^I'ho  expanding  toothed  frames  are  formed  of  two  curved  ban 
connected  at  their  rear  ends  by  joints  to  a  snort  bar,  and  are  so  arranged  as  to  admit  of  con- 
traction or  expansion  by  means  of  a  lever  within  reach  of  the  driver.  The  fmmos  are  sus- 
pended to  levers,  so  that  either  or  both  may  be  raised  by  the  driver  as  the  machine  movea 
along. 

Claim, — The  expanding  toothed  frames  G  G,  constructed  substantially  as  shown,  connected 
to  the  mouthed  bar  A  through  the  medium  of  the  levers  K  K,  and  attached  to  the  elevating 
levers  J  J  by  means  of  rods  eefg,  all  combined  and  arranged  for  joint  operation,  as  and  fc^ 
the  purpose  set  forth. 

No.  33,236.— Edward  R.  Chandler,  of  Combridgeport,  Mass. — Improvement  in  Blind 
Fastenings. — Patent  dated  September  10,  1861. — ^To  the  upper  part  of  each  blind  is  applied 
a  staple,  which  is  made  to  engage  in  a  bifurcated  catch  secured  to  .the  corresponding  part  of 
the  window  frame. 

Claim. — The  arrangement  of  the  catches  E  E  E  E  and  the  loops  or  staples  D  D,  ¥nth  respect 
to  the  window  frame  U  and  blinds  B  B',  and  so  as  to  operate  together  in  the  manner  ba  set 
forth. 

No.  33,237.— John  H.  Coburn,  of  Lowell,  Mbm,— Improvement  for  Windote-Saek  Fas- 
tener.— Patent  dated  September  10,  1861. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

Claim, — ^The  peculiar  construction  of  case  E,  with  its  teeth  I  to  prevent  its  turning,  by 
penetrating tho  sash  0  and  carrying  the  catch-lever  F  and  its  spring  Lin  operating condUioii, 
nnd-so  that  all  can  be  secured  to  tho  sash  by  one  screw,  substantially  as  described,  in  combi- 
nation with  catch  K,  secured  to  the  opposite  sash,  and  so  constructed  and  arranged  with  case 
E  that  tho  simple  act  of  closing  the  sashes  locks  or  fastens  them  firmly  together,  and  also  in 
the  window  frame,  and  also  draws  the  joint  rigidly  close  between  the  lips  and  the  sash  entirely 
across  the  window,  substantially  as  describea. 

Also,  my  sash-fastener,  constructed  substantially  as  described,  in  combination  with  the 
sash  or  sashes,  substantially  as  described  and  shown. 

No.  33,238.  Christopher  Cory,  of  Lima,  Ind. — Improvement  in  Apparatus  for  Evan- 
orating  Saccharine  Fluids, — Patent  dated  September  10, 1861. — ^The  commencing  and  finisn- 
ing  ends  of  the  pan  are  separated  from  each  other  by  a  partition,  situated  in  that  portion  of 
the  pan  which  is  exposed  to  the  most  intense  heat  This  partition  is  provided  with  a  gate, 
by  raising  which  the  ckrified  sirup  is  made  to  pass  into  the  finishing  portion  of  the  pan  freed 
from  impurities. 

Claim. — ^The  arrangement  of  the  elevated  central  partition  D  and  gate  F,  with  the  divisions 
B  C  and  partitions  E,  as  and  for  the  purpose  shown  and  described. 

No.  33,239.— De  Witt  C.  Cregier,  of  Chicago,  JXi,~-Improvement  in  Hydrants,— F&ieut 
.dated  September  10,  1861.— This  invention  consists  in  the  arran^ment  of  a  supplementary 
valve  below  the  main  valve,  and  operated  independently  thereof  by  a  positive  mechanism, 
both  in  opening  and  closing,  in  such  a  manner  that  the  supplementary  valve  may  be  made  to 
shut  off  water  while  the  main  valve,  or  the  whole  hydrant,  is  being  repaired. 

Claim. — First,  the  arrangement  of  the  supplementary  valve  I,  immediately  below,  and 
operated  in  both  directions  by  a  positive  motion  independently  of  the  main  v^ve  B,  substan- 
tially as  and  for  the  purpose  described. 

Second,  the  combination  and  arrangement  of  the  female  screw  a,  fixed  to  or  cut  in  the  por- 
tion A,  the  valves  B  and  I,  rod  C  and  C^  corresponding  hole  i',  screw-thread  t,  and  remoT* 
aJi)le  pin  II,  substantially  as  and  for  the  purpose  set  forth.  , 

No.  33,240.— A.  S.  Cross,  of  Ripon,  WiB.—Improvement  in  Pfonef.— Patent  dated  Sep- 
tember 10,  1861. — Upon  each  end  of  the  plane-stock  is  secured  a  metal  plate  provided  with 
a  circular  slot  Screwed  to  the  stock  is  a  bent  arm,  one  end  Sf  which  is  provided  yrith.  a  slot, 
tho  parts  being  so  arranged,  in  connexion  with  a  guide,  as  to  form  a  mitre. 

Claim, — First,  the  combination  of  the  arm  2,  provided  with  slot  4,  with  tho  slot  in  plate  1, 
£qt  the  purpose  of  extending  the  slot  3,  to  form  a  ttltre. 

Second,  the  combination  of  the  guide  7,  the  arm  2,  the  slotted  end  platea  1,  and  the  scrawe 
.5  and  6,  when  the  several  parts  are  constructed  and  arranged  in  the  manner  aet  forth* 
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No.  33,241.— L.  S.  Fairchild,  of  Cleveland,  O.,  and  W.  B.  Sturgess,  of  Tror,  N.  Y.— 
Improvement  in  IVatev  Wheels, — Patent  dated  September  10,  1861. — Secured  to  the  lower 
plate  is  a  circular  case  or  rim  baring  spiral  planes  on  the  outside  to  guide  the  gate  as  it  is 
mored  up  and  down.  The  gate  is  of  a  circular  fonn  and  notched  at  the  lower  part,  so  as  to 
fit  the  spiral  planes.  Under  the  upper  plate  is  a  disconnected  stationary  hub,  around  which 
are  arranged  four  chutee.  To  the  hub  of  the  water-wheel  are  secured  wings,  revolving  inside 
of  the  case. 

Claim, — ^Tbe  circular  gate  F,  the  spiral  planes  E,  and  the  chutes  M  N  O  P,  when  these  parts 
are  constructed  as  described  and  arranged  in  their  relation  to  the  wheel  B  S  T,  as  specified, 
and  operating  in  the  manner  And  for  the  purpose  set  forth. 

No.  33,242.— -Thomas  Fisher,  of  Camden,  N.  J. —Improved  Portable  Manger, —Faient 
dated  September  10,  J861. — ^This  invention  consists  in  attaching  a  bag  to  rods  hinged  to  each 
other,  and  so  supported  by  straps  upon  the  animal  as  to  enable  him  to  feed  from  the  bag  with 
the  same  facility  as  from  a  stationary  manger. 

Claim. — The  rods  ABB  and  C  C,  hinged  to  each  other  and  arranged  substantially  as  set 
forth,  in  combination  with  the  hoops  d  a,  or  the  straps  F  and  G,  or  other  equivalent  appU- 
ances,  and  the  bag  D,  for  the  purpose  specified. 

No.  33,243.— Peter  Fraer,  of  West  Springfield,  Tti.—Improrement  in  Cattle  Pumps.— 
Patent  dated  September  10,  1861. — Undemeatb  the  forward  end  of  a  hinged  platform  is 
attached,  by  a  rack-bar,  a  pendant,  to  which  is  connected  a  lever.  This  lever  is  made  to 
operate  the  piston  of  a  pump,  so  that  an  animal,  by  stepping  upon  the  platform,  causes  the 
water  to  be  forced  up  into  a  trough. 

Claim. — ^The  combination  of  a  platform  G,  with  a  spring  N  attached,  or  its  equivalent, 
the  ptmip  B,  eduction  pipe  C,  and  trough  F,  arranged  for  joint  operation,  as  and  for  th«  pur- 
pose set  forth. 

No.  33,244.— Joseph  A.  France,  of  Cobleskill,  N.  T. — Improvement  in  Breech- Loading 
Ordnance. — Patent  dated  September  10,  1861. — This  invention  consists  in  the  arrangement 
of  the  confining  screw  and  its  relation  to  the  yoke  and  the  head  of  the  breech-pin,  wherebv, 
by  a  single  continuous  motion,  the  yoke  is  depressed  and  the  breech-pln  clamped,  or  the 
yoke  is  elevated  and  the  breech-pin  noleased. 

Claim, — First,  the  combination  of  the  yoke  B,  with  its  screw  j  and  winch  C,  wh«n  con- 
structed and  operating  substantially  as  set  forth. 

Second,  the  combined  breech-pin  and  charge-chamber,  when  the  former  is  provided  with  a 
thick  concave  head  and  the  latter  has  a  bore  at  its  mouth  larger  than  the  bore  of  the  barrel, 
as  set  forth. 

Third,  the  combination  with  the  yoke  B,  screw  j,  and  winch  C  of  the  combined  breech-pin 
and  charge-chamber  A,  as  and  for  the  purpose  described. 

No.  33,245.— William  Frank,  of  Mount  Steriing,  HI— Improvement  in  the  Locks  of  Fire- 
arms,— Patent  dated  September  10,  1861. — The  hammer  tumbler  is  provided  with  an  arm 
projecting  rearward  from  one  side  of  it,  and  to  this  arm  the  trigger  is  attached  bv  a  pin  in  such 
a  manner  as  to  be  permitted  to  work  through  a  slot  in  the  bottom  of  the  loek-mime,  and  acts 
as  a  secret  trigger.  In  connexion  with  the  above  is  an  adjustable  plate  and  regulator  for  ad- 
justing the  parts  so  as  to  act  as  a  hair  trigger.  A  sliding  piece  of  steel  is  fitted  under  the 
lock-frame  which  serves  to  prevent  the  accidental  cocking  ol  the  g^n. 

Claim, — First,  the  notched  trigger  E,  attached  to  the  tumbler,  and  operating  through  a 
slot  t,  in  connexion  with  a  stationary  edg^  o,  substantially  as  described. 

Second,  the  adjustable  piece  G,  and  the  regulator  /,  applied  in  combination  with  each  other 
and  with  the  notched  trigger,  substantially  as  described. 

Third,  the  protector  H,  constructed,  Applied,  and  operating  in  combination  with  the  trigger 
E,  substantially  as  specified. 

No.  33,246.— Bradley  W.  Franklin,  of  New  York,  N.  Y.— Improvement  in  Vulcanizing 
Caoutchouc  in  Single-chamber  Apparatus, — Patent  dated  September  10,  1861. — ^This  appa- 
ratus is  particularly  adapted  to  the  vulcanization  of  plates  and  gums  for  artificial  teeth.  The 
nature  of  the  invention  is  explained  by  the  claim. 

Claim. — ^The  mode  of  vtdpanizing  India-rubber  and  other  gums,  as  set  forth,  by  the  use  of 
an  apparatus  constituting  but  one  chamber,  without  fittings  or  other  parts,  substantially  as 
Mt  forth  and  described  and  for  the  purpose  specified. 

No.  33,247.— Florian  Gro.sjean,  of  New  York,  N.  Y,— Improved  Process  of  Making 
Iron  Spoons. — Patent  dated  September  10,  1861. — ^This  invention  consists  in  first  rolling  a 
bar  or  plate  of  iron  of  a  proper  width  for  the  length  of  the  spoons,  and  thin  at  its  edges,  with 
sufficient  substance  in  the  middle  for  the  handle  of  the  spoon,  and  then  cutting  out  the  .spoons 
crosswise  of  the  bar  or  plate ;  after  which,  they  are  bent  into  shape,  and  the  bowl  formed  by 
means  of  swages. 

CUttm.—Th»  process  or  mode  described  of  making  iron  spoons  by  first  forming  a  bar  or 
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^'M^  y  rrc-n  i&i^rM  at  tLe  ^7^  m  AtwnrTttrA  sod  sbown,  and  ifta  ■  auk  catting  te  q 

Xo.  :?:;/24r.— W.  H.  Glt,  of  Jf'SWTn^,  lA.rh^—hm^rovtd  Ckttm  iVcss.— Puenl 

f*^pu.a:-r*r  !",  }'^.\. — Tw>  Inr^^-V^r:  c^l*^-:*  of  &11  aj-pA^^ni*  for  compre^^in;?  tLe  tb 

» ,  I  ii  -;  r:  V  r* '. ' :: fi-i  rr^r '-«. 

tlMtm. — t-  .r»t.  iht:  r//nni«rtala=ce  ]er«r  K«  opmth)|r  in  eonnexioe  whli  the  ctem  I,  fiotiowvr 
IL  fcci  *uj':'*rL  i'-d  fcartb  f;3w;ne  Cr,  U>  rf  g-ilaie  the  prt*»are  as  €^.aaoed. 

i^fjT.^U  Li^  p>ou?d  l/lM;icj  c,  cmpu>je>d  to  support  tite  wqtfwimg  leran  J,  in  the  bsbbv 

Ko.  33.249.— W.  H.  GimnrE,  of  Xcw  York  K.  Y.— faf  rawfl  ts  Appmrmhu  ffr  life 

Mammfaaurt  of  H'aUr  Gat. — Patcni  dau.^  ^pUnnber  10,  IdJl. — Within  or  forming  part  of 
tb<:  U/p  of  a  »tore  U  a  Ix^i^frr,  up<jD  wii.^  b  i»  placed  a  carbonizer.  heWfW  the  boiler  i»  tba 
reUfTi.  By  tsuAWi  of  a  pipr^  th«  (ra^  U  conducted  from  the  car bonizcr  down  aud  across  tbc 
tir<;  hfA'^e,  SL^  reheated,  whence  it  p£k»se»  mio  the  cooler,  and  trom  that  to  the  githomctffir  or 
buTM-r*. 

Ciatm. — ^Thc  cojr.h'.nat]rm  and  srrftn^«*nKTrt  of  tbc  bo-l^-  C.  rptort  B,  carbonizer  D.  and  ra- 
hesitiDg  pipe  1  L  the  whole  toeing  connected  and  arranged  so  that  the  process  of  gcDeradn^ 
thfe  st^AUi  and  making  ilinm mating  gas  will  be  carried  on  or  periormed  in  the  manner  set  fotth. 

No.  33,250.— RoBOtT  Hitchcock,  of  Watertown,  X.  Y.— fafror—sal  m  Sdf-wimdimg 

CltfUt. — Pateot  daift^J  #5eptemJj<T  10,  1661. — The  object  of  this  inTcniion  is  the  atitomatic 
windjn^  up  01  a  ctock  bvA-oDjoining  it  with  a  ventilator  or  atmospheric  cuiren:  power,  wberebj 
thfc  cioi'k  utiiy  U;  kfp:  (.'oii>^:uiitl7  wound,  and  the  room  in  which  the  clock  is  situated  maj 
ai  the  Kaine  lime  Ur  vint.lat/rd. 

Claim. — Fir^;,  rcDdf-rin;^  permanent  and  e<]nal  or  prerenting  exceMive  inequalitj  in  the 
aetUm  of  tb*-  main  spring  ol'  a  clock,  by  couibininp  ttercwith  a  fluiter-wbeeL,  or  its  eqiUT»> 
leQt,  acte^J  upon  bj  a  flue  or  other  sunihu^  drafl,  and  operating  to  wind  the  bpnug,  as  snowm 
and  dem  riU'd. 

Hecoud,  wind.Dg  a  clock  or  other  time-koq)cr  by  means  of  a  current  of  air  produced  by  a 
pipe,  flue,  or  ottier  artificial  channel  employed  for  rentilation  or  otbuwrise  actuating  an  air 
motrjr. 

lliird,  tbe  arrangement  of  a  flutter-wheel  or  wheels  made  either  with  morable  or  immoTablo 
vanefi.  in  a  tulje  or  its  equivalent,  placed  in  a  wall,  flue,  or  other  shaft,  whereby  the  corrent 
Of  diufi  tbcn-of,  or  obtainable  thcrelrom,  is  made  to  actuate  the  wheels  of  a  clock-work  for 
thf^purpoMi  or  pur]x>j»es  specified. 

1  tmrth,  in  combination  with  tbe  shaft  of  a  clock- operating  spring,  a  flntter-wbeel  con- 
structed as  dcMrribeJ,  having  its  vanes  so  connected  and  billed  to  radial  spindles  on  said 
shaft  a^  that  the  said  vanes  shall  bo  be  allowed  of  being  opened  and  closed  and  be  made  self- 
opening  by  their  weight,  ef»sentially  as  shown  and  described. 

Fifth,  the  combination  for  joint  operation  of  fore  and  aft  flntler-wheels,  the  one  having' 
movable  or  opening  and  cloning  vanes,  and  the  other  immovable  ones,  as  described. 

Biztb,  controlling  the  opening  and  closing  of  the  movable  vanes  of  a  flutter-wheel  by  tha 
action  of  the  maln-spnng  of  a  clock,  substantially  as  specified. 

Seventh,  the  combination  of  devices  consisting  of  the  stop  or  stnd  on  the  main-spring  banal 
the  notched  wheel  gearing  at  intervaUi  from  the  former  and  provided  with  an  inclined  plane, 
the  sliding  colUr  on  the  main-spring  arbor  and  lever,  hand  and  sliding  collar,  operated  thereby, 
or  the  equivalents  of  these  devites,  for  the  purpose  described. 

No.  33,251.— Ezra  P.  Hott,  of  New  York,  N.  Y.-^fmyrovament  in  Securing  Carrimf 
fVhtelt  to  Aries. — Patent  dated  September  10,  1861. — ^This  invention  consists  in  uie  use  of  a 
right  and  left  screw  formed  on  the  end  of  the  axletree,  in  combination  with  a  right  and  left 
nut,  eo  that  the  reversal  of  the  motion  of  the  axletree  to  imscrew  the  inside  nut  canses  the 
screwing  up  of  the  outer  nut,  and  thus  prevents  the  wheel  firom  being  detached  fnnn  tbe 
axletree. 

Claim. — ^The  combination  of  the  right  and  left  hand  screw  nnts  D  and  E,  made  and 
operating  in  the  maimer  set  forth  and  oescribed. 

No.  33,252.— E.  J.  Keep  and  W.  H.  Briogs,  of  Stockton,  CaX,-^ImpTOvement  in  Horse- 
potoer  Machines. — Patent  dated  September  10, 1861. — Upon  a  vertical  shaft  is  secured  a  large 
Mpur  or  master-wheel,  which  shaft  is  stepped  in  a  block  and  has  its  bearings  in  a  stationary 
collar  around  which  the  wheel  revolves.  The  master  wheel  is  composed  of  a  toothed  ring, 
beyond  which  projects  a  double-bevelled  flange  for  receiving  two  sets  of  friction  wheels,  and 
a  vertical  flange  which  serves  as  a  support  for  lever  sockets,  the  Utter  having  a  series  of  radial 
arms  which  unite  centrally  in  a  hub  of  the  large  wheeL 

claim. — The  combination  of  the  stationary  hollow  axis  and  journal  c",  with  the  master- 
wlieel  C,  hub  C2,  and  shaft  C,  as  shown  and  described. 

Also,  the  construction  of  the  open-toothed  wbeel  C,  with  a  eircolar-toothed  ring  a,  donbla* 
bevelled  flange  a\  vanieal  flange /,  and  iftdial  anned  hob  C2»  •!!  m  ■hown  and  dsecTiUd> 
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No.  33,253.— Ezra  H.  Le^tis,  of  Kin^^ton,  N.  Y.— Improvement  in  Stone- Dressing  Ma- 
chines. — Patent  daled  September  10,  ISOl. — Upon  a  rectangular  frame  are  mounteu  two 
parallel  shafts,  connected  b^-  a  strap  or  link,  and  allowed  to  slide  iu  their  bearings.  Upon 
the  end  of  one  of  these  shai'ts  is  a  screw  which  works  in  a  half  nut,  and  serves  to  feed  along 
the  axes  or  cutters.  The  opposite  end  of  the  shaft  is  provided  with  a  socket  which  receives  n 
square  end  of  the  driving^  staft,  by  means  of  which  motion  is  communicated  to  the  two  shal'tii. 
One  of  the  shafts  is  also  provided  with  wipers  or  cams,  which  act  upon  arms  to  elevato.tUe 
axes  or  cutters.  The  cutting  of  the  oblique  or  bevelled  faces  of  the  stone  is  thus  effected  by 
a  simple  adjustment  of  the  axes  or  cutters. 

Claim. — The  two  rotating  and  sliding  shafts  C  D,  connected  as  shown,  and  operated  from 
the  driving  shafk  B  by  means  of  the  square  c  and  socket  i»,  the  shafts  C  D  being  provided 
respectively  with  the  axes  or  cutters  G,  and  the  wipers  E  E,  and  the  shaft  C,  provided  with 
the  screw  a,  working  in  the  half  nut  a*,  all  combined  and  arranged  to  operate  as  and  for  the 
purpose  set  forth. 

No.  33,254. — Siegfried  Marcus,  of  Vienna,  Austria. — Improvement  in  Relay  Magnets. — 
Patent  dated  September  10,  1861.— Patented  in  Saxony,  August  23,  I860.— This  magnet  is 
made  in  the  form  shown  by  the  engraving,  and  consists  of  two  or  more  angles  of  sheet  iron 
which  fit  into  each  other,  and  are  separated  by  paper  or  some  other  non-conductor.  Between 
the  two  angles  lies  a  plate  of  sheet  iron  with  incisions,  and  also  a  plate  in  the  interior  angle. 
Around  this  system  of  angles  and  plates  are  wound  the  coils  of  silver-covered  copper  wiie  iu 
regular  layers. 

C^tm.— Constructing  the  relay  magnet  of  several  plates  of  angle  iron  substantially  in  the 
form  set  forth. 

No.  33,255. — Sylvester  Marsh,  of  West  Roxbury,  Mass. — Improvement  in  Locomotive 
Engines  for  Ascending  Inclined  Planes. — Patent  dated  September  10,  1861. — On  the  dri%iug 
shall  is  a  pinion  that  engages  with  a  large  gear  wheel  attacoed  to  the  axle  of  the  rear  mnning 
wheels.  A  gear  on  the  same  axle  works  into  geared  racks  on  a  central  rail.  The  driving 
shaft  is  actuated  by  a  connecting  rod  attached  to  an  eccentric.  The  gear  on  the  axle  is  pre- 
vented from  being  lifted  out  of  the  geared  rack  of  the  central  rail  by  means  of  friction  wheels 
attached  to  two  spring  plates  which  clasp  the  central  rail. 

Claim. — First,  the  general  arrangement  of  devices  described  for  driving  locomotives  on  in- 
clined planes  of  a  steep  grade,  the  same  consisting  of  the  eccentric  /«,  attached  to  the  connect- 
ing rod  of  the  engine,  the  pinion  m,  and  gears  n  and  n',  in  combination  with  a  toothed  central 
raS,  as  set  forUL 

Second,  in  combination  with  the  central  rail,  constructed  with  flanges  as  described,  the 
travelling  friction  rollers  and  the  spring  plates,  arranged  in  relation  to  the  devices  operating 
them  in  tne  manner  and  for  the  purpose  set  forth. 

No.  33,256. — Henry  D.  Martin,  of  Ypsilanti,  lilch.—Improvement  in  Ploughs.— Vateni 
dated  September  10,  1861. — In  the  rear  of  the  share  is  arranged  a  revolving  mould-board  with 
three  or  more  concave  or  spiral  faces,  and  joumallod  in  an  oblique  position.  Projecting  buck- 
ward  from  the  standard  are  flanges  for  conducting  the  furrow  sUce  to  the  revolving  mould- 
board. 

Claim. — ^Th©  combination  of  the  share  A,  coulter  G,  standard  J,  flanges  H  and  I,  and 
revolving  mould-board  F,  arranged  and  operating  in  the  manner  and  for  the  pui'poses  showu 
and  expkined. 

No.  33,257. — Seth  H.  Mead,  of  St.  Andrew's,  N.  Y.— Improved  Mode  of  Separating  Gold 
from  Earth,  Sfc. — Patent  dated  September  10,  1861. — ^Within  a  trough  secured  to  a  frame  is 
joumalled  a  cvlinder  provided  with  an  endless  screw  over  its  whole  length,  and  made  conical 
at  one  end,  which  conical  part  has  an  increased  pitch  to  facilitate  tho  ejection  of  all  foreign 
matter  floating  upon  the  mercury  in  the  trough. 

Claim. — First,  Uie  cjrlinder,  in  combination  with  an  endless  screw,  as  described,  the  scrc^v 
to  have  an  increased  pitch  toward  and  on  the  conical  part  of  the  cylinder,  for  the  purpose  set 
forth. 

Second,  making  the  thread  of  the  screw  with  an  open  space  next  the  cylinder  for  the  pur- 
pose of  facilitating  the  free  circulation  of  the  water  above  the  mercury,  as  described. 

No.  33,258. — Charles  P.  Miller,  of  Philadelphia,  Psk.— Improvement  in  Gas-Burners, — 
Patent  dated  September  10,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^The  plate  6,  combined  with  a  gas-burner  and  arranged  on  the  same,  in  respect  t-o 
the  flame,  as  set  forth,  so  that  the  gas  will  impinge  against  one  side  of  the  said  plate  and  be 
spread  outward  by  the  latter  in  a  thin  sheet,  while  the  opposite  side  is  exposed  to  the  air,  fbr 
the  purpose  specified. 

No.  33,259.— John  Miller  and  Wm.  Ketting,  of  Jersey  City,  N.  J.— Improvement  in 
Railroad  Car  Ventilators. — Patent  dated  September  10, 1861. — Connected  to  an  annular  ring 
or  pkte  secursd  in  thft  lida  of  the  car  is  ft  drum  or  hoUaw  cjlinder.  the  outer  end  of  which  is 
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of  double-berollod  form,  having  two  inclined  surfaces.  These  surfaces  are  provided  each  with 
a  door  or  flap,  the  one  opening  outward  and  the  other  inward,  so  that  as  the  car  moves  aloug 
the  fresh  air  enters  and  the  foiil  air  passes  out  from  the  car. 

Claim. — The  combination  of  the  reversible  dmm  B  with  the  flaps  D  D',  when  the  latter 
arc  arranged  as  shown,  to  atlmit  when  open,  and  by  the  same  ventilator,  of  the  escape  of  the 
foul  air  from  the  car  and  tho  admission  of  firesh  air  therein,  substantially  as  described. 

No.  33,260.— William  Moller,  of  New  York,  N.  Y,^lmproved  Machine  for  Making 
Block  Sugar. — Patent  dated  September  10,  1661. — This  invention  will  be  understood  from 
the  claim. 

C7fl*m.— First,  the  arrangement  of  two  rollers  running  parallel  to  each  other,  and  provided  with 
circular  knives,  cutters,  or  saws,  placed  directly  opposite  to  each  other,  for  the  purpose  of 
cutting  parallel  grooves  in  both  sides  of  a  slab  of  sugar  simultaneously,  in  the  manner  and 
for  the  purpose  oescribed. 

Second,  the  arrangement  of  the  circular  turning  plate  H  between  two  sets  of  rollers  pro- 
vided with  circular  knives  or  saws,  as  described,  operating  so  as  to  turn  the  slabs  of  sugar 
one-quartcr  of  a  circle  round,  in  the  manner  find  for  the  purpose  substantially  as  described 
and  set  forth. 

No.  33,261.--William  Moller,  of  New  York,  N.  Y.^hnprored  Machine  for  Dissolving 
Raw  Sugar. — Patent  dated  September  10,  1861. — ^This  apparatus  consists  of  a  circular  vessel, 
iu  the  Dottom  of  which  are  secured  pins,  lu  the  centre  of  the  vessel  is  an  upright  shafts 
having  attached  to  its  lower  end  arms  provided  on  their  under  sides  with  projections,  which 
pass  between  the  pins  on  the  bottom  of  the  vessel.  At  one  side  of  the  vessel  is  a  pipe  of  cold 
water,  and  opposite  the  same  is  arranged  a  channel,  covered  on  one  side  with  a  sieve,  for  th» 
purpose  of  allowing  the  water  and  dissolved  sugar  to  pass  off  from  tho  vessel. 

Claim. — ^The  arrangement  of  revolving  agitating  arms  or  wheels  in  a  vessel  provided  with 
a  channel  running  nearly  from  top  to  bottom,  and  covered  with  a  sieve  or  grating,  the  whole 
bcmg  combined  for  the  purpose  ot  dissolving  raw  sugar  in  cold  water  in  the  manner  sub- 
stantially as  described. 

No.  33,262.-8.  W.  Mudoe,  of  Rome,  N.  Y .--Improved  CAum.— Patent  dated  September 
10,  1861. — ^ThiB'inTtntion  consists  in  the  use  of  a  rotating  dasher,  formed  of  a  horizontal  bar 
attached  to  the  low«r  end  of  the  shai^,  and  provided  near  its  ends  with  two  uprights  of  lozonge 
form,  in  connexion  with  ribs  having  concave  sides  and  attached  to  the  inner  side  of  the  case. 

C/fltwi.— Tho  arrangement  of  the  dasher-bar  rf,  uprights  «  «/,  recesses^,  and  lateral  pro- 
jections k  A,  with  th»  doable  concave  ribs  and  case  A,  as  and  for  the  purpose  shown  and 
described. 

No.  33,263.— -WOEDEN  P.  Peitw,  of  Belleville,  V\.^Jmprovemvnt  in  Harvesters.— Ttxteni 
dated  September  10,  1861. — This  machine  consists  of  a  jointed  frame,  which  may  be  tilted 
by  a  lever,  in  connexion  with  a  caster  roller,  to  raise  the  sickle  to  any  re(^uired  height;  and 
ait  independent  frame,  carrying  the  sickles,  fingers  and  platform,  that  is  jointed  to  the  main 
frame  in  such  a  manner  that  it  may  be  rigidly  connected  therewith,  or  left  to  work  loosely  on 
tho  joint,  to  conform  to  the  inequalities  of  the  g^und,  at  any  height  that  may  be  regulated 
by  the  tilting  of  the  frame. 

Claim. — First,  the  combination  of  the  jointed  frame  by  which  the  sickles  may  be  elevated, 
with  the  means  for  counteracting  the  angularity  that  would  otherwise  affect  the  operation  of 
the  sickle,  and  with  a  finger-bar  that  may  be  either  flexible  or  rigid,  the  whole  constructed  and 
arranged  in  the  manner  described. 

Second,  connecting  tho  finger-bar  to  the  frame  by  means  of  the  hinge-joint  and  the  upright, 
in  the  manner  described,  so  that  the  connexion  with  the  frame  may  bo  made  either  flexible  or 
rigid,  as  specified. 

No.  33,264.— Samuel  P.  Pope,  of  Burlington,  N.  Y. — Improvement  in  Machines  for 
Trimming  Leather. — Patent  dated  September  10,  1861. — This  invention  relates  to  a  machine 
fur  reducing  harness  traces,  belt  leather,  and  other  similar  objects  to  a  proper  size  or  form  by 
means  of  adjustable  plates  and  obliquely-set  knives. 

Claim. — The  combinatioq  of  the  stationary  side-plate  B,  adjustable  side-plate  B',  horizontal 
plates  C,  horizontal  set  screws  DD',  straight-edeed  knives  F  and  G,  set  obliquely,  and  spring 
E,  all  constructed,  arranged,  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,265.— R.  H.  C.  Preston,  of  Manlinus,  N.  Y. —Improvement  in  Guard-Fingers 
fur  Harvesters. — Patent  dated  September  10,  1861. — On  the  face  of  each  finger,  and  in  a 
recess  or  rebate  which  receives  the  plate,  are  cast  two  nipples,  and  in  the  cap  of  tho  finger, 
diieciiy  over  each  nipple  or  pin,  there  is  a  hole  sufficiently  large  to  allow  a  punch  to  pass 
through  them  to  rest  on  the  nipples  and  rivet  or  head  the  same,  by  which  means  the  plate  is 
secured  to  the  finger  and  prevented  from  working  loose. 

Claim. — First,  the  securing  of  the  plate  B  to  the  face  of  the  guard-finger  A  by  means  of  the 
nippies  or  pins  c  c,  cast  with  the  finger,  and  passing  through  holes  iu  tho  plate  and  headed  by 
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means  of  a  pTtncb  passed  thiough  holes  e  e  in  the  cap,  directly  over  the  pins  or  nipples,  sub- 
stantially as  described. 

Second,  fitting  the  guard-fingers  snugly  to  the  finger-bar  by  means  of  soft  metal  bearing 
surfaces  a*,  the  latter  being  run  in  a  molten  state  into  cavities  or  cups  made  in  the  parts 
/  and  lips  k  of  the  euard-fingers,  and  secured  therein  by  the  headed  nipples  or  pins  g  g,  sub- 
stantiaUy  as  described. 

No.  33,266.— Augustus  Reeve,  of  Allowaystown,  N.  J,— Improved  Bolt  for  Shutien  and 
Blinds. — Patent  dated  September  10,  1861. — ^This  invention  relates  to  a  shutter-bolt  fbr 
securing  the  shutters  in  a  partially  open  or  lowered  state  by  means  of  devices  designated  in 
the  claim. 

Claim. — ^First,  the  employment  or  use  of  the  plate  or  flanch  g  placed  above  the  boH  D, 
either  directly  over  the  recess  e,  or  situated  nearer  or  further  from  the  end  of  the  plate  on 
which  the  socket  C  rests,  for  the  purpose  of  preventing  the  disengagement  or  releasing  of  the 
bolt  from  the  socket  C  when  the  up  a  of  the  bolt  is  in  the  recess  e,  when  the  shutters  are  in  a 
partially  open  or  bowed  state,  as  set  forth. 

Second,  the  employment  or  use  of  the  button  £  applied  or  attached  to  the  bolt  D,  in  com- 
bination with  the  taper-plates  d  d  attached  to  the  socket  B,  in  the  relation  with  each  other  as 
shown,  for  the  purpose  specified. 

Third,  the  employment  or  use  of  the  recess  e  formed  by  a  semicircular  rim  on  a  ledge/,  or 
extension  of  the  socket  C  under  the  plate  or  flanch  g^  for  the  purpose  of  receiving  and 
securing  the  lip  a  of  the  bolt  when  it  is  in  a  partially  <^en  or  bowed  state,  for  the  puipose 
specifieid. 

No.  33,267.— Edward  Smith  and  Sidney  Cowlbs,  of  Northford,  C<yDSL--^mpravemmt 
in  Horse  Rakes. — ^Patent  dated  September  10,  1861. — This  invention  consists  in  tlw  empk>y- 
ment  of  a  curved  lever  working  upon  and  over  a  pulley  on  an  arm  attached  to  the  axletree, 
which  lever  is  operated  by  the  dnver,  for  the  purpose  of  holding  and  depressing  the  rake- 
teeth  in  contact  with  the  surface  of  the  ground.  By  means  of  a  bell  crank  lever,  in  connexion 
with  a  ratchet  wheel  and  pawl  and  levers,  the  rake-teeth  may  be  held  in  an  elevated  position 
when  the  machine  is  moved  from  place  to  place. 

Claim. — First,  the  combination  of  the  curved  lever  £,  roller  F,  and  arm  G  wHh  the  axletne 
A,  for  the  purpose  of  depressing  and  holding  the  xaiLe-teeth  D  in  contact  with  the  snx&ee  of 
the  ground,  as  set  forth. 

S^nd,  the  combination  of  the  bell  crank  lever  J  with  the  levers  E  and  H,  pawl  L,  and 
ratchet  wheel  I,  for  the  purnose  of  elevating  the  rake-teeth  from  the  groimd  ana  for  hoJding 
them  when  so  elevated,  as  aescribed. 

No.  33,268.— Jasper  Snell  and  J.  R.  DEmir,  of  Pottsville,  Pa.— impfoveif  Coal  Serssm.^ 
Patent  dated  September  10,  1861. — ^This  invention  consists  in  constructing  a  screen  in  the 
form  of  a  cylinder  composed  of  rin^  having  spaces  between  them,  in  which  fit  the  teeth  of  a 
eomb  to  prevent  the  spaces  from  bemg  choked  or  filled  up  by  the  refuse  which  passes  out. 

Claim. — First,  the  revolving  cylinder  made  of  sections  or  rings  A,  with  spaces  6  between  stid 
rings,  operating  as  set  iprth  and  for  the  purpose  described. 

S)oond,  the  comb  B  with  teeth  c  operating  in  the  continuous  spaces  b  between  the  rings  A 
•f  the  revolving  cylinder,  for  the  purposes  set  forth. 

No.  33,269.— J.  E.  Smith,  of  Poughkeepsie,  N.  Y. ^Improvement  in  Electro-Magnetic 
Telegraphs. — Patent  dated  September  10.  1861. — ^This  invention  consists  in  the  application 
to  the  local  circuit  of  a  supplementary  conductor,  composed  wholly  or  in  part  of  some  substance 
ef  feeble  conducting  power,  as  water,  through  which  but  a  very  small  portion  of  the  local 
battery  current  wiU  pass  when  the  local  circuit  is  closed,  but  through  which  the  induced 
magneto-electric  current  wiU  pass  rather  than  dart  through  the  air  between  the  relay  points 
when  the  said  circuit  is  open. 

Claim. — ^A  supplementary  conductor  applied  to  the  local  circuit,  to  operate  substantially  as 
and  for  the  purpose  specified. 

No.  33,270.— Nathan  W.  Spauldino,  of  Sacramento,  Ct^.^Jmprovements  in  Saws. — 
Patent  dated  September  10, 1861. — The  nature  of  this  invention  is  set  forth  in  the  claim. 

Claim. — ^Tho  application  and  use  of  circular  instead  of  angular  lines  in  setting  teeth  or 
ether  pieces  in  saw-plates  and  saws,  which  will  prevent  the  plate  or  saw  from  splitting, 
cracking  or  breaking  at  the  comers  where  pressure  and  force  usually  apply,  thereby  dis- 
tributing the  pressure  or  force  equally  on  the  plate  instead  of  it  being  limited  to  one  spot,  as 
would  be  the  case  where  angular  lines  are  used,  usin^  therefor  tho  saw-plate,  teeth,  and  other 
pieces,  as  described,  which  will  produce  the  intended  effect. 

No.  33,271.-^ ARVis  H.  Stedman,  of  Randolph,  Yt-^Improved  Clothes- Wringers.-^ 
Patent  dated  September  10,  1861. — ^This  invention  consists  in  the  arrangement  of  double- 
hinged  compound  levers  connected  together  and  operated  by  an  adjustable  cross-lever,  and 
secured  by  a  catch,  the  levers  forming  the  journal  ooxes  for  rollers  or  cylinders,  so  that  t^ 
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fpace  between  them  maj  be  opened  more  or  less,  as  roqaired  for  the  necessary  amotint  of 
piesHure  retained. 

.  Claim, — ^Tbe  arrangement  of  the  donble-bingcd  compound  levers,  the  same  being  connected 
together  by  a  rod  or  bar,  and  operated  by  an  adjustable  cross-lever  and  catch  acting  upon 
cylinders  or  rollers,  in  the  manner  and  for  the  purpose  specified. 

No.  33,272.— Abram  Van  Order,  of  Ithaca,  N.  Y.^lmproved  Construction  of  Carnal 
Boats. — Patent  dated  September  10,  1861.-i-This  invention  is  explained  by  the  claim  and 
engraving. 

Claim, — ^The  described  layers  of  wood  placed  one  above  the  other,  making  the  shell  or 
sides  and  ends  of  the  boat,  the  described  method  of  spilling  or  bolting  the  said  layers  together, 
and  the  cross-rod  bracing  connec^ng  the  bilge  timbers  witn  the  g^wale  timbers,  when  used 
in  combination  with  each  other;  and  the  just-named  combination,  when  further  combined  with 
the  water  stops,  lap  batting,  and  double-dovetailed  floor  and  deck  beams,  as  described. 

No.  33,273. — O.  O.  Van  Orman,  of  Harrisville,  Ohio,  assignor  to  Himself  and  H.  F. 
Palmer,  of  the  same  place. — Improvement  in  Railroad  Car  H'heels. — Patent  dated  Sep- 
tember 10,  1861. — ^The  sleeve  is  secured  to  the  axle  by  a  screw  and  turns  with  it,  revolving 
the  friction  rollers,  serving  the  purpose  of  a  bearing  tor  the  rollers  and  holding  the  axletreo 
and  wheel  together. 

Claim, — ^llie  sleeve  D,  in  combination  with  the  axle  C,  cap  B,  chamber  H,  and  rollers  £, 
when  constructed,  arranged,  and  operated,  as  and  for  the  purpose  set  forth. 

No.  33,274.— A.  8.  Walbridgb,  of  Malone,  N.  Y. —Improvement  in  Cut-off  ApparmtwM 
for  Steam  Engines. — Patent  dated  September  10,  1861. — Ihe  fiilcnmi  wedge  consists  of  a 
plate  tapering  on  both  sides  and  working  transversely  within  (he  steam-chest  through  a 
■tuffing-box  in  one  or  in  each  side  thereof.  The  edges  of  this  wedge  serve  as  fulcra  against 
which  the  levers  connected  with  the  main  valve  are  brought  by  tno  action  of  the  valve,  so 
that  by  the  continued  movement  of  the  latter  the  said  levers  may  be  made  to  give  the  cutting- 
oflf  movement  to  the  cut-ofl^  valves.  By  shifting  the  fulcrum  wedge  the  fulcra  of  the  levers 
are  shifted,  and  the  lever  caused  to  operate  on  the  cut-off  valves  earlier  or  later  in  the  stroke 
of  the  piston. 

Claim. — The  arrangement  and  combination  of  the  fulcrum  wedge  L,  levers  D  D',  and 
friction  bars  E,  substantially  as  specified. 

No.  33,275. — S.  R.  Warner,  of  New  Haven,  Coxin.— Improved  Pipe  Joint, — Patent 
dated  September  10,  1861. — ^This  invention  consists  in  forming  the  flanges  which  are  used  in 
uniting  the  sections  of  the  pipe  by  bending  up  the  pipe  metal,  so  that  the  flanges  will  ba 
produced  from  a  portion  of  the  pipe  instead  of  making  the  flanges  of  separate  rings  of  metal 
soldered  to  the  pipes,  as  usual. 

Claim, — ^The  manner  described  and  shown  of  forming  a  thin  sheet  metal  pipe  joint,  to 
wit:  producing  the  flanges  b  and  e  by  bending  and  swaging  up  the  metal  of  the  pipes,  sub- 
gtantially  as  and  for  the  purposes  described. 

No.  33,276.— Albert  H.  Wright,  of  New  York,  N.  Y,— Improvement  in  Rice-cleaning 
Machines, — Patent  dated  September  10,  1861. — ITiis  invention  consists  in  curving  and  ex- 
tending upward  the  rear  end  of  the  cylinder  or  case  containing  the  screw,  and  surrounding 
the  extenaed  portion  with  a  corresponding  telescopic  sliding  cylmder  for  increasing  or  dimin- 
ishing the  length,  in  such  a  manner  as  to  enable  the  weight  and  resistance  of  the  rice  forced 
through  the  said  upright  portion  bv  the  screw  to  produce  the  requh-ed  decree  of  friction  to 
clean  the  rice.  The  hopper  is  divided  into  two  compartments,  in  which  the  given  quantity 
of  rice  is  retained  a  sufficient  length  of  time  to  cool,  after  passing  through  the  cylinders. 

Claim, — First,  combining  with  the  horizontal  cylinder  A,  containing  the  revolving  screw 
D,  the  slightly  inclined  or  upright  conduit  branch  pipe  or  cylinder  E,  and  surrounding  teles^ 
copic  sliding  cylinder  G,  for  mcreasing  and  diminishing  its  length,  and  to  which  is  attached  tha 
inclined  trough  I,  leading  to  the  hopper  B,  said  cx)nduit  branch  bein^  secured  at  its  lower 
curved  end  to  the  said  cylinder  A,  in  such  a  manner  as  to  form  a  contmuation  of  the  same, 
Bubstantially  in  the  manner  and  for  the  purpose  fully  set  forth. 

Second,  dividing  the  hopper  B  into  two  compartments  B'  B2,  havine  a  slide  S  at  the  bottom 
of  each,  and  employing  in  connexion  therewith  the  movable  trough  I,  for  enabling  the  given 
quantity  of  rice  introduced  into  one  of  the  said  compartments  to  remain  at  rest,  immediately 
after  passing  through  the  cylinders  AEG,  sufficiently  long  to  cool,  as  before  describeJ. 

No,  33,277.— Albert  Bridges,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Alfrkd 
Bridges,  of  the  same  Tplaco.— Improvement  in  Springs.— Patent  dated  September  10, 1861. — 
This  invention  is  explained  by  the  claim. 

Claim. — The  novel  bearing  spring  described,  as  a  new  article  of  manufacture,  the  sama 
being  composed  of  detachable  strips,  wires,  rods,  or  any  other  form  of  springs  E,  arranged 
in  a  circular  or  polygonal  series  umformly  distributed  around  a  central  guide  or  slide  A',  so  at 
to  expand  equally  in  aU  direction*  by  tha  banding  of  tha  tam^  And  aach  being  ••  Mar^ 
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str^ght  when  the  spring  is  unloaded  that  the  resistance  of  the  spring  to  compression  shall 
increase  but  slightly  as  the  load  is  increased,  the  entire  structure  possessing  the  qualities  and 
advantage  set  forth. 

Also,  the  mounting  of  a  rubber  spring  O  within  a  circular  or  polygonal  series  of  metalTic 
springs  E,  so  as  to  act  in  combination  herewith  and  to  t ontribute  to  the  tension  and  modif/ 
the  range  of  the  spring,  substantially  in  the  manner  specified. 

Ko.  33,278.— Riley  Burditt,  of  Brattleboro',  Vt.,  assignor  to  Jacob  Esty  and  Hastel 
P.  Green,  of  the  same  place. — Improvement  in  Mdodtons. — Patent  dated  September  10^ 
1861. — The  object  of  this  invention  is  to  introduce  in  melodeons  a  sub-bass  in  such  a  manner 
as  not  to  increase  the  size  of  the  case.  Each  of  the  low  notes  to  which  the  sub-bass  is  to  be 
applied  is  supplied  with  another  socket  and  reed  of  a  lower  octave.  These  additional  reeda 
are  located  in  the  rear  of  the  instrument,  and  the  valves  are  applied  directly  to  the  orifice  of 
the  socket. 

Claim. — ^First,  the  placing  the  socket-board  for  the  sub-bass  notes  in  the  rear  of  the  bel- 
lows and  in  a  vertical  position. 

Second,  applying  the  valves  of  the  sub-bass  notes  to  the  upper  edge  of  the  socket-board^  so 
that  each  valve  stops  a  socket  at  the  upper  orifice  thereof. 

Third,  elongating  the  keys  by  extension  rods  to  reach  the  sub-bass  sockets,  as  above  spe- 
cified. 

Fourth,  fastening  the  extension  rods  to  the  keys  by  means  of  screws  and  dowels,  the  whole 
combined  and  operaUng  in  the  manner  and  for  tne  purpose  sj[>ecified. 

No.  33,279.— Isaac  I.  Cole,  of  New  York,  N.  Y.,  assignor  to  8.  B.  WiLSOX,  of  Che 
same  place. — Improved  Machine  for  Cutting  Veneers. — ^Patent  dated  September  10,  1861, — 
The  bolt  is  attached  to  a  cross-bar  extending  nearly  the  whole  width  of  tne  frame,  and  has  a 
vibratory  movement  given  to  it  by  means  of  connecting  rods  and  cranks.  At  the  lower  part 
of  the  frame  is  a  shaft,  upon  which  are  two  eccentrics  fitted  in  the  lower  ends  of  arms,  one 
at  each  side  of  the  frame.  The  upper  part  of  each  arm  is  connected  by  a  joint  to  a  bar 
secured  each  at  their  outer  ends  to  a  metallic  block.  By  turning  the  shaft  and  eccentrics  the 
cutter  may  be  adjusted  more  or  less  obliquely  with  the  bolt,  aa  occasion  may  require. 

Claim. — Operating  the  cutter-block  by  the  eccentric  adjustment  L  L  M  M  N  N,  in  combi- 
nation with  the  two-fold  feed  motions  of  the  bolt  H,  in  the  manner  described. 

No.  33,280. — ^RusEL  Hazard,  of  New  London,  O.,  assignor  to  Himself  and  Alexander 
Porter,  of  the  same  place. — Improvement  in  Hames. — ^Patent  dated  September  10,  1861. — 
This  invention  consists  in  the  use  of  movable  clasps  provided  with  loops  to  encircle  the 
hames,  and  with  pins  or  tongues  to  engage  in  peribrations  in  plates  secured  to  the  outer  faces 
of  the  hames,  the  object  being  to  adapt  the  hames  to  collars  or  the  necks  of  horses  of  different 
siies. 

Claim. — ^The  combination  of  the  perforated  face-plates  A',  tongued  clasps  B  (,  and  oblique 
loops  B',  all  constructed,  arranged,  and  employed  in  the  manner  and  for  the  purpose  shown 
and  explained. 

No.  33,281.— Lewis  Jennings,  of  Brooklyn,  N.  Y.,  assignor  to  Himself,  R.  Dickinson, 
and  Jos.  C.  Fuller,  of  the  same  place. — Improved  Filtering  Cup. — ^Patent  dated  September 
10,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^Applying  a  filter  to  or  near  the  bottom  of  any  ordinary  drinking  cup,  and  attach- 
ing a  tube  to  tne  cup  and  filter  in  such  a  way  that  the  act  of  drinking  through  the  tube  shall 
efSct  the  filtering  oi  the  liquid,  substantially  as  described. 

No.  33,282.— George  H.  Rogers,  of  Baltimore,  Md.,  assignor  to  Himself  and  JoHX 
Rogers,  of  the  same  place. — Improvement  in  Hydrants. — Patent  dated  September  10, 1861. — 
Within  a  metal  casing  inserted  in  the  end  of  a  box  or  pipe  is  arranged  a  vertical  valve-stem 
or  spindle,  provided  with  a  conical  plug  near  its  lower  end  fitting  into  the  induction  port^  at 
the  bottom  of  the  casing.  Surrounding  the  valve-spindle  is  a  guide-tube,  the  head  ot  which 
rests  upon  a  washer  at  the  top  of  the  casing,  to  prevent  the  escape  of  water.  A  fiang^d  rinff 
fits  around  the  guide-tube  and  rests  upon  shoulders  on  the  casing,  and  between  the  flanged 
ring  and  a  retaining  nut  at  the  top  of  the  spindle  is  a  spiral  spring  encircling  the  guide-tube, 
by  means  of  which  the  valve  is  kept  closed. 

Claim. — The  combination  of  the  valve-spindle  C  and  guide-tube  D,  the  spring  F,  and  the 
flanged  ring  E,  with  the  casing  A,  when  the  whole  are  constructed  and  arranged  as  described 
for  tne  purpose  set  forth. 

No.  33,283.— Coleman  Sellers,  of  Philadelphia,  Pa.,  assignor  to  Wm.  Sellers  &  Co., 
of  the  same  place. — Imj^rovement  in  the  Mode  of  Transmitting  Motion, — Patent  dated  Sep- 
tember 10,  18(31. — ^This  invention  consists  in  the  employment  of  disc-wheels  which  transmit 
motion  by  frictional  contact  upon  their  sides,  the  frictional  surfaces  being  so  arranged  as  to 
insure  contact  only  upon  the  line  of  centres  of  any  two  wheels,  the  requisite  amount  of 
adhesion  on  the  contact  surfaces  of  the  driven  wheels  or  discs  being  obtained  by  clamping 
iogeti^r  the  disoa  between  which  the  driven  discs  are  placed. 


Digiti 


zed  by  Google 


500  ANNUAL  BEPOBT  OP  THE 

Claim, — First,  the  nso  of  clomping  wheels,  or  their  equivalents,  to  transmit  motion  wheo 
said  wheels  arc  so  arranged  as  to  produce  the  necessary  pressure  upon  the  driving  surfaces 
bj  a  movement  at  right  angles  to  their  plane  of  motion,  substantiallj  in  the  manner  and  for 
the  purpose  specified. 

Second,  the  use  of  clamping  wheels,  or  their  equivalents,  when  they  arc  so  arranged  that 
the  relative  position  of  the  axis  of  one  or  more  of  such  wheels  may  bo  changed,  bo  as  to  pro- 
duce a  change  of  velocity,  substantially  in  the  manner  specified. 

No.  33,284.— Julius  Wright,  of  Bristol,  Conn.,  assignor  to  Himself  and  Joseph  Sicoum- 
KEY,  of  the  same  place. — Improvement  in  Whirling -jacks  for  Toy»^  ifc, — Patent  dated  Sep- 
tember 10,  18U1. — This  invention  consists  in  the  combination  of  a  spring  with  the  spinole 
and  cylinder  case  of  the  top,  in  connexion  with  a  pawl  and  ratchet,  so  that  by  winding  up 
the  spring  and  releasing  it  a  motion  is  imparted  to  the  spindle  and  top,  thus  dispensing  wiUi 
the  use  oT  a  cord. 

Claim. — ^Tho  spindle  c,  spring  A,  ratchet  <£,  and  pawl  e,  combined  substantially  as  and  for 
the  purpose  described. 

Also,  the  whirling  spindle  c,  in  combination  with  a  toy  stem  j,  substantially  as  and  for  the 
purpose  described. 

No.  33,285.— Nathan  Ames,  of  Saugus  Centre,  Mass. — Improved  Combination  of  KnjfiB^ 
Fork,  and  Svoon. — Patent  dated  September  17,  361)1. — This  invention  consists  in  constructing 
ft  knife  blade  with  a  fork,  spoon,  or  forked  spoon  continuation  on  its  back,  or  at  such  %n 
angle  with  the  cutting  edge  that  it  may  be  used  for  conveying  food  to  the  mouth. 

Claim, — Constructing^  a  kniie  blade  with  a  spoon,  fork,  or  forked  spoon  C,  projecting  abovo 
or  beyond  the  general  line  or  curve  of  the  back  of  the  knife,  and  at  any  desirable  angle  wi4k 
the  edge,  substantially  as  and  for  the  purposes  described. 

No.  33,286.— Abel  Ashold,  of  Garrettsville,  O.— Improvement  in  Camp  Stools. — ^Patent 
dated  September  17,  Ife'Ol. — This  stool  is  composed  of  four  legs,  crossing  each  other,  and 
fastened  together  by  screws  attached  to  the  inner  legs,  and  passing  througn  slots  formed  in 
the  outer  legs.    The  seat  is  so  attached  as  to  form  a  head  rest  when  the  stool  is  folded  op. 

Claim, — The  seat  A,  pivots  a  d^  legs  B  D,  slots  e  e,  and  screws  6,  combined,  arrangeo,  and 
operating  in  the  manner  described. 

No.  33,287. — George  R.  Barker,  of  Germantown,  Pa. — Improvement  in  Horee  Cart  fur 
Railroads, — Patent  dated  September  17, 1861. — This  invention  consists  m  an  arrangcanont  of 
devices  in  connexion  with  a  car  by  means  of  which,  at  the  pleasure  of  the  driver,  the  poww 
derived  from  the  momentum  of  the  car,  in  arresting  its  prograss,  is  caused  to  be  aoconralalid 
or  retained,  and  subsequently  expended  in  starting  it. 

Claim, — First,  the  combination  and  arrangement  of  the  operating  bar  G  with  its  arms  F  F 
and  bridle  £  £,  the  double  clutch  C  D  D',  on  the  axle,  the  chains  P^  P'",  the  sliding  bk>ck  L, 
spring  II,  the  rack  M,  aud  pawl  N',  the  operating  bar  S',  with  its  foot-lever  S  and  arm  S'\ 
the  chains  P  P^  and  pulleys  O  O',  the  same  being  constructed  and  applied  to  operate  togetlMl; 
Bubstantiallv  in  the  manner  described  and  for  the  purpose  set  forth. 

Second,  the  described  arrangement  of  the  adjustable  pulleys  R  R'  and  ropes  R"  R"',  in 
combination  with  the  clutch  cynnders  D  D^  as  described  and  for  the  purposes  set  forth. 

Third,  the  arrangement  of  the  conical  block  T^  or  its  equivalent,  so  as  to  operate,  in  com- 
bination with  the  ulock  L,  upon  the  arm  U,  substantially  in  the  mftnner  described,  and  for 
the  purpose  spociiied. 

No.  33,288.— Levi  A.  Beardsley,  of  South  Edmoston,  N.  Y.— Improved  Hay  Elevating 
Fork. — Patent  dated  September  17,  18G1. — ^This  invention  consists  in  connecting  the  lower 
end  of  the  lover,  which  is  tittod  in  a  socket  attached  to  the  fall  rope,  with  a  latch,  by  meaBS 
of  a  spring,  in  such  a  manner  that  the  tines  are  retained  in  a  closoa  state  while  the  implement 
is  hoisted,  and  by  means  of  a  cord,  tbo  lower  end  of  the  lover  is  drawn  out,  when  the  tinis 
become  distended,  and  the  load  will  drop. 

Claim. — The  connecting  of  the  lower  end  of  the  lever  E  with  the  latch  G  by  means  of  a 
spring  F,  substantially  as  shown,  making  tbo  same  self-adjusting,  and  preventing  the  casual 
detachment  of  the  latch  from  the  lever,  as  described. 

No.  33  289.— Orson  P.  Beardsley,  of  McDonough,  N.  Y, -^Improvement  in  Process  of 
Refining  Maple  Sa^flf.— Patent  dated  September  17,  1861.— This  invention  is  explamed  bf 

the  claim. 

Claim, — ^The  mode  described  of  extracting  the  magnesia  and  its  adherent  impurities  by 
straining  it  through  a  thick  cloth  after  or  when  the  sugar  has  been  so  far  concentrated  as  to 
cause  the  magnesia  to  granulate  or  assume  a  distinct  form,  in  which  it  can  be  thus  removed. 

No.  33,290.— Noah  Bennett,  of  Sherman,  N.  Y, --Improvement  in  Butter^Workers^^ 

Patent  dated  September  17,  1861. — The  bearings  of  the  fluted  roller  are  placed  in  the  ceutral 
pivot  or  shaft,  and  tho  dish  is  driven  by  a  single  pinion  on  the  blmft  of  the  roller,  oouuocting 
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with  a  rack  on  the  dish.  This  pinion  is  made  adjustable,  in  or  ont  of  gear,  with  the  rack,  so 
that  the  dish  may  be  readily  rotated  in  an  opposite  direction  by  handles  on  the  sides.  The 
dish  is  provided  with  an  extension  segment,  or  g^cux],  which  raises  the  side  for  about  one- 
fourth  of  its  circumference,  so  as  to  place  a  mass  of  the  butter  in  advance  of  the  roller.  The 
buttermilk  is  discharged  through  a  central  outlet  around  the  main  shaft,  and  is  caught  in  an 
annular  trough  below  the  dish. 

Claim, — Tne  combined  arrangement  of  dish  E  with  handles  h  A,  or  their  equivalents,  and 
the  pinion  G,  adjustable  on  the  shaft  of  the  fluted  roller  D,  so  that  the  butter  may  at  intervals 
be  readily  ^thered  together  for  renewed  working,  substantially  as  specified. 

In  combmation  with  the  above  tne  hinged  segment  guard  H,  arranged  and  operating  as 
•et  forth. 

Also,  the  combination  of  the  central  standard  pivot  B,  outlets  e  e,  and  annular  trough  m, 
dose  around  said  pivot,  substantially  as  and  for  the  purpose  specified. 

No.  33,291. — Henry  A.  Billings,  of  Providence,  R.  I. — Improtemtnt  in  Potter  Moulding 
Machines. — Patent  dated  September  17,  1861. — ^This  invention  consists  in  the  employment 
of  an  endless  traveller  extending  the  whole  length  of  the  machine,  upon  which  traveller  is 
placed  the  flask.  Upon  the  fiame  work  is  mounted  a  rocker,  the  arms  of  which  support  a 
sieve.  The  flask  is  carried  by  the  traveller  under  the  sieve,  and  filled  with  sand,  and  as  it 
proceeds  is  brought  consecutively  under  a  fluted  and  a  cylindrical  roller,  by  which  means  the 
sand  is  laid  smooth  and  compressed  in  the  flasks. 

Claim. — The  combination  of  the  endless  traveller  B  B,  the  sieve  C  V,  or  their  equivalents, 
with  one  or  more  compressing  cylinders  D  or  £,  such  combination  operating  substantially  af 
described,  for  the  purposes  specified. 

No.  33,292. — J.  B.  Blanchard,  of  Sacramento,  Cal. — Improvement  in  Anti-Friction 
Boxes  for  Carriage  Wheels. — Patent  dated  September  17,  1861. — At  the  inner  end  of  the 
box  of  the  wheel  hub,  is  a  ledge  or  shoulder  which  extends  entirely  around  the  box,  and 
serves  as  a  bearinff  for  the  inner  ends  of  the  rollers,  a  recess  being  formed  by  the  said  shoulder 
to  receive  an  annular  plate,  in  which  the  rear  journals  of  the  rollers  are  fitted.  On  the  front 
of  the  box  is  screwed  a  cap,  provided  with  a  snoulder,  serving  as  a  bearing  for  the  outer  ends 
of  the  rollers,  which  shoulder  also  receives  an  annular  plate,  in  which  the  outer  journals  of 
the  rollers  fit.    The  two  plates  are  connected  together  by  screw  rods. 

Claim, — Securing  the  rollers  B  in  the  box  A,  by  means  of  the  cap  C  screwed  on  the  outer 
end  of  the  box  A,  and  provided  with  the  ledge  or  shoulder  /and  recess  g^  in  connexion  with 
the  ledge  or  shoulder  h  at  the  inner  or  back  end  of  the  box  A,  and  the  annular  plates  d  h  and 
screw  rods  D,  substantially  as  described. 

No.  33,293.— Abijah  E.  and  Josiah  B.  Blood,  of  Lynn,  Mass.— /in;>rorcrf  Flour  Sifler.— 
Patent  dated  September  17,  1861. — This  invention  consists  of  a  semi-cylindiical  box  or  case, 
adapted  to  rest  upon  the  ton  of  a  suitable  box.  The  lower  part  of  the  semi-cylindrical  caso 
forms  a  sieve,  and  within  the  same  are  arranged  scrapers,  which  are  moved  across  the  sievo 
by  means  of  levers  attached  to  a  handle,  thus  agitating  and  forcing  the  contents  of  the  box 
through  the  sieve. 

Claim, — The  combination  and  arrangement  of  the  cylindrical  sieve,  with  scrapers  M  N  O 
and  levers  H  I,  all  substantially  as  and  for  the  purpose  set  forth. 

No.  33,294. — Gilbert  M.  Cole,  of  Folsom  City,  Cal. — Improvement  in  Mode  of  Turning 
Locomotives, — ^Patent  dated  September  17,  1861. — This  invention  consists  in  attaching  to  tho 
torn-table  a  small  pair  of  steam  cylinders  and  the  accompanying  steam  chests,  whose  con- 
necting rods  are  made  to  operate  a  crank-shaft  in  connexion  with  the  cog-wheels,  so  that  the 
steam  from  the  locomotive  may  bo  used  as  a  power  to  operate  the  turn-table. 

Claim. — The  application  of  steam  from  tho  locomotive,  in  the  manner  described,  to  do  tho 
work  of  turning  turn-tables,  thereby  saving  a  vast  amount  of  labor  and  time. 

Also,  in  this  connexion,  the  combmation  of  the  great  segment  cog-wheel  and  the  track  upon 
which  the  wheels  of  the  turn-table  roll,  by  casting  the  said  track  with  the  cogs  on  the  edge 
of  it,  thereby  dispensing  with  one  heavy  set  of  castings  and  fastenings,  all  substantially  in 
the  manner  and  lor  tho  purpose  set  forth. 

No.  33,295.— William  H.  Conway,  of  Harrison,  Md.^Improved  Gaff forVessels' Sails. — 
Patent  dated  September  17,  1861. — ^I'he  nature  and  object  ot  this  invention  is  explained  by 
the  claim. 

Claim, — ^Fiist,  dividing  the  gaff  into  two  parts,  caUod  the  jaws  and  tho  peak,  and  uniting 
or  connecting  them  together  by  means  of  a  hinge,  whereby  tho  chafing  or  abrasion  of  tho 
mast  is  prevented  and  the  strain  upon  the  canvas  relieved  in  the  striking  of  the  sail,  substan- 
tially as  described. 

Second,  in  combination  with  a  gaff  so  divided  and  hinged,  making  the  jaws  thereof  oat 
of  timber,  which  presents  a  naturally-formed  fork  or  crotch,  as  and  for  the  purposes  described. 

No.  83,296.— Asa  L.  Darby,  of  White  Creek,  N.  Y.— Improvement  in  Motcing  Machines.-- 
Patent  dated  September  17,  1861. — ^This  invention  consists  in  arranging  tho  shaft  carrying 
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the  crank  which  operates  the  cntters  so  as  to  nm  len^hwise  throueb  the  centre  of  the  frame. 
The  cutter-bar  is  arran^l  to  turn  over  when  requirea  upon  a  shaft  or  pivot  placed  upon  the 
front  beam  of  the  frame,  below  the  operating  Biiaft,  by  which  means  the  machine  may  be 
returned  along  the  line  of  the  previously  cut  swarth,  instead  of  cutting  continuously  around 
a  body  of  gi'ass  or  giuin. 

Claim. — The  arrangement  of  the  cutter-bar  A  in  reference  to  the  crank  operating  the  cut- 
ters, so  that  the  axis  of  the  one  may  be  in  such  position  towards  the  other  that  the  bar  may 
bo  swung  over  from  its  working  position  on  one  side  of  the  frame  F  to  a  similar  position  on 
the  other,  and  permit  the  crank  to  operate  the  cutters  equ^y  well  on  either  side,  substantially 
as  set  forth. 

No.  33,297.— Augustus  B.  Davis,  of  Philadelphia,  Pa. — Improvement  in  Platform 
Scales. — ^Patent  dated  September  17,  1861. — This  invention  consists  in  an  arrangement  of 
levers,  by  a  simple  adjustment  of  which,  a  platform  of  extended  length  may  be  substituted  for 
a  shorter  platform,  without  the  necessity  of  a  general  dismemberment  and  reconstruction. 

Claim. — ^The  levers  F  F  and  G  G  on  the  adjustable  beams  C  and  C,  in  combination  with 
the  diagonal  levers  H  U  and  the  adjustable  frame  which  carries  the  graduated  scale  beam  or 
beams,  the  whole  being  arranged  substauiially  as  and  for  the  ptuposo  set  forth. 

No.  33,298. — John  Dobbs,  of  Albany,  N.  Y. — Improvement  in  Paper-Ruling  Machines. — 
Patent  dated  September  17,  1861. — The  nature  and  object  of  this  invention  will  bo  understood 
from  the  claim. 

Claim, — In  ruling  machines,  where  it  is  desired  to  rule  lines  shorter  than  those  starting 
from  the  head  of  the  work,  the  employment  of  thin  slips  of  material  of  various  lengths,  de- 
pending upon  the  length  of  the  lines  to  be  niled,  the  said  slips  being  attached  to  ana  adjust- 
able upon  a  movable  bar  connected  with  the  beam  carrying  the  pens,  substantially  as  set  fortii 
and  for  the  purposes  declared  in  this  specification. 

No.  33,299. — Benjamin  Douglas,  of  Middletown,  Conn. — Improvement  in  Pumps. — 
Patent  dated  September  17,  1861. — ^This  invention  consists  in  attaching  a  hand  pump  to  a 
Btand  or  rest,  bv  which  it  is  supported,  and  providing  the  said  stand  with  a  broad  and  spread- 
ing foot-piece,  by  which  it  may  be  held  in  position  while  in  use. 

Claim. — A  pump  rest,  having  a  seat  or  support  for  the  induction  valve  and  pipe  in  its  upper 
end,  and  a  foot  or  support,  substantially  as  set  forth,  at  its  lower  end,  and  in  combination 
therewith,  constructing  the  foot  as  described,  so  that  the  pump  may  be  held  in  place  by  per- 
manent means,  or  hela  temporarily  in  any  desired  location  by  the  foot  of  the  operator. 

No.  33,300.— Joseph  S.  Elliott,  of  Philadelphia,  VdL.—Improvement  in  Gas  Meters.— 
Patent  dated  September  17,  1861. — This  invention  consists  in  constructing  and  arrang^g 
both  the  stop  and  gear  teeth  of  the  driven  teeth  to  project  perpendicularly  around  on  one  side 
of  the  disc  of  each  driven  wheel,  and  a  driving  stud  or  tooth  on  the  opposite  side  of  the  disc 
of  each  of  the  driving  wheels,  together  with  a  recess  in  the  edge  of  tno  latter,  by  means  of 
which  the  driven  wheel  is  moved  around  until  the  succeeding  pair  of  stop  teeth  or  studa 
thereon  come  against  the  edge  of  the  driver,  and  is  thereby  held  locked  or  gtopi)ed,  whilst  tb« 
driver  is  free  therefrom  to  rotate  once  around. 

Claim. — The  construction  and  arrangement  described  of  the  concentric  rings  of  perpendic^ 
ular,  cylindrical  stop  teeth  or  studs  h  X,  and  the  perpendicular  gear  teeth  t  i  on  the  driven 
wheels,  together  with  the  recesses  k  and  perpendicular  driving  studs  /  in  the  dinvcrs,  the  whole 
operating  together  in  the  manner  described  and  set  forth,  and  for  the  piupose  specified. 

Also,  m  combination  with  the  subject  matter  of  the  above  claim,  an-anging  the  numeral 
discs  a  d  «/upon  the  shafts  of  their  respective  wheels  A  D  E  F,  so  as  to  operate  behind  the 
perforated  front  plate  G  of  the  frame,  as  described  and  set  forth,  and  for  the  purpose  specified. 

No.  33,301.— Victor  FoUCIHER,  of  Paris,  Fmnce.—Improrement  in  Mills  for  Grinding 
Grfli».— Patent  dated  September  17,  1861.— Patented  in  England  March  24,  1851.— This  in- 
vention consists  in  a  method  of  dressing  the  millstone,  or  the  arrangement  of  grooves  for  each 
stone,  for  a  proper  understanding  of  \vhich  reference  must  be  had  to  the  specification  and 
drawings. 

Claim. — ^The  described  arrangement  of  principal  intermediate,  oblique  and  cutting,  aiid 
discharging  furrows  D  E,  F  G,  J  K,  L  M,  H  I,  and  N  O,  of  each  of  the  angular  sections 
arranged  on  the  grinding  surface  of  the  millstone,  as  described. 

*No.  33,302.— F.  H.  FURNISS,  of  Cleveland,  O. —Improvement  in  Railroad  Car  Venti- 
lators.— Patent  dated  September  17,  1861, — This  invention  consists  in  arranging  within  th« 
flaiing  mouth  of  n  case,  a  wind-wheel  connected  with  a  shaft.  Upon  the  shaft  are  secured  a 
series  of  radiating  arms  and  a  perforated  disc,  which  revolves  in  a  water  chamber  €w  the  car 
moves  along,  so  that  the  particles  of  dust  coming  in  contact  with  the  arms  will  adhere  to  the 
same,  and  the  air  enter  the  car  in  a  cool  and  pure  state. 

Claim. — Tke  fan- wheel  C,  revolving  the  radiating  arms  a,  when  combined  with  tha  4iM%  h 
and  water  chamber,  as  arranged  and  operating  substantially  as  described. 
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Also  the  gaa^  valve  E  and  fluo  H,  in  combination  with  the  water  chamber  and  roTolving 
arms  a  and  disc  b^  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,303.— -Denxjp  C.  Gately,  of  Newtown,  Conn. — Improvement  in  the  Process  of  Vul- 
canizing or  Curing  India-rubber  or  Trutta-pcrcha, — Patent  dated  September  17,  1861. — This 
invention  consists  in  subjecting  the  India-rubber  or  ffiitta-percba,  after  it  has  been  combined 
in  the  usual  manner  with  sulphur  and  other  ingrredients  employed  in  vulcanization,  to  the 
action  of  superheated  steam,  either  applied  directly  in  boilers  or  applied  by  thus  heating 
cylinders  or  hollow  rolls,  or  by  heating  steam  pipes  which  convey  the  steam  to  suitable 
ovens. 

Claim. — The  process  described  of  curing  or  vulcanizing  India-rubber  or  gutta-percha,  the 
samo  consisting  in  subjecting  the  articles  to  be  cured  or  vulcanized  to  the  action,  whether 
direct  or  othci-wiso,  of  superheated  steam,  substantially  as  set  forth. 

No.  33,304. — John  Gault,  of  Boston,  Mass. — Improved  combination  of  Eraser  and  Eraser 
Sharpener. — Patent  dated  September  IG^  1861.— This  invention  consists  in  imbedding  a  piece 
of  wnetstone  in  one  side  of  an  ordinal^  piece  of  India-rubber,  and  attaching  to  the  other  side 
a  piece  of  leather  suitable  for  sharpemng  a  knife. 

Claim. — The  combination  of  an  India-rubber  pencil  eraser  with  a  whetetone  and  strap,  iu 
the  manner  and  for  the  purposes  described. 

No.  33,305. — Moses  G.  Hubbard,  of  Syracuse,  N.  Y. — Improvement  in  Driving  Power 
for  Spinners. — Patent  dated  September  17,  1861. — This  invention  consists  in  the  employ- 
ment of  a  driving  wheel  composed  of  two  driving  rims  pressed  together  by  a  yielding  iorce. 
Between  these  two  driving  nms  on  one  side  is  a  pair  of  rollers,  and  between  the  said  rims 
on  the  other  side  is  placed  the  driving  roller  and  the  end  of  the  shaft  to  be  speeded.  The 
speeded  shaft  is  sustained  in  boxes,  and  its  end  being  pressed  between  the  dming  surfaces 
of  the  wheel,  it  is  revolved  with  a  degree  of  speed  proportioned  to  its  size,  and  with  a  degree 
of  power  proportioned  to  the  amount  of  force  with  which  the  drivings  rims  are  pressed  together. 

Claim. — Supporting  the  end  of  the  speeded  shaft  in  the  stationary  juumal-box  H,  and 
driving  it  by  means  of  the  driving  rims,  substantially  as  and  for  the  puipose  set  forth. 

No.  33,306.— G.  Jassath,  of  New  York,  N.  Y. ^Improvement  of  Cartridge  Box.— Patent 
dated  September  17,  1861. — This  invention  consists  of  a  box  provided  with  a  lid  and  inserted 
within  a  leather  case,  said  box  having  a  series  of  inclined  tubes  to  receive  the  cartridges. 

Claim. — A  cartridge  box  formed  ot  a  box  A,  provided  with  a  series  of  inclined  tubes  6,  and 
fitted  within  an  outer  or  external  box  C,  all  arranged  substantially  as  shown  and  described. 

No.  33,307. — Marcus  Lane,  of  Washington,  D.  C. — Improvement  in  Shoemakers*  Blea- 
»ttrc5.— Patent  dated  September  17,  1861. — The  nature  and  object  of  this  invention  are  ox- 
plained  by  the  claim. 

Claim. — First,  a  machine  for  taking  and  determining  simultaneously  the  measures  of  the 
foot,  containing  the  following  devices,  to  wit:  Firet,  means  for  taking  the  measure  of  the 
length  of  the  toot;  second,  means  for  taking  the  vaiious  measures  desired  of  the  transverse 
span  of  the  foot ;  and,  third,  means  for  retaming  the  measuring  indices  or  devices  in  posi- 
tion, so  that  they  shall  allow  the  fitting  of  a  suitable  last  thereto. 

Second,  in  an  organized  machine  for  so  taking  the  measure  of  the  foot  of  a  person,  the  use 
of  flexible,  non-clastic  straps  or  tapes  as  conLradisting^shed  from  such  elastic  limber  straps 
or  tapes  as  are  in  common  use  for  measuring  the  foot. 

Third,  the  tapes  w,  iu  combination  with  tne  clasps  O,  as  described  by  means  of  which  the 
holes  in  the  tapes  perform  the  double  function  of  retaining  the  measure  when  taken  at  the 
same  time  they  indicate  the  fractions  of  an  inch  of  the  measure. 

Fourth,  iu  an  organized  machine,  which  is  capable  of  determining  the  circumferential  span 
as  well  as  the  longitudimU  measure  of  the  foot,  an  instep  measuring  tape  which  is  capable  of 
accommodating  itself  to  the  varying  heights  of  insteps  to  be  measured. 

Fifth,  the  instep  mea^^uring  strnp  or  tape  n  and  slide  ^  in  combination  with  the  base  plate 
fl,  by  means  of  which  the  instep  tape  may  be  slid  forward  to  permit  the  withdrawal  of  the 
foot,  or  insertion  or  withdrawal  of  the  last. 

No.  33,308.— Richard  Lord,  of  Pawtucket,  Mass. — Improvement  in  Air  Engines.— -Vatent 
dated  September  17,  1861. — Thia  invention  consists  of  a  piston  composed  of  a  grate  upon 
which  a  fire  is  to  bo  lighted,  so  arranged  as  to  move  up  and  down  within  a  cylinder  which  is 
furnished  with  valves.  The  valves  are  so  operated  that  during  the  motion  of  the  piston  in 
one  duxiction,  the  admission  of  air  to  support  combustion,  and  the  escape  of  the  gaseous  pro- 
ducts of  combustion,  are  freely  permitted ;  and,  during  the  movement  of  the  piston  in  the 
opposite  direction,  a  portion  of  cold  air  from  one  side  of  the  grata  is  caused  to  pass  through 
the  fire  and  be  heated,  and  by  its  consequent  expansion  force  another  portion  of^  tho  air  from 
the  same  side  of  the  grate  into  the  reservoir. 

Claim' — First,  the  piston  constraoted  as  a  fire-grate,  applied  to  the  cylinder  in  combina- 
tion with  valvMt  B  C  or  their  dqaivaboUt  ^uid  (^wrating  fubftantially  m  horein  specified. 
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Second,  the  combination  of  the  hollow  ralve  B  and  the  hdlow  casing  B',  airanged  in  the 
manner  and  for  the  purpose  set  forth. 

No. -33, 309.— H.  G.  Ludlow,  2d,  of  Waterford,  N.  Y.— 7fn;»rot?eiii«iie  tii  Sliding  Stop- 
Voices. — Patent  dated  September  17,  1861. — This  invention  coni»ists  in  so  applying  a  wedge 
or  wedges,  in  combination  with  a  valve  known  ajs  the  "sliding  stop-valve,"  or  "sliding 

fate,"  as  to  bring  the  valve  tight  against  its  seat  after  it  has  completed  its  closing  movement, 
ut  to  enable  the  valve  to  work  free  of  its  seat  in  its  opening  ana  closing  movements,  for  tbo 
purpose  of  preventing  friction  between  the  face  of  the  valve  and  its  seat,  and  thus  obviating 
the  wear  of  the  face  and  seat  and  the  necessity  of  regrinding. 

Claim. — Combining  the  valve  with  its  stem  by  means  of  a  wedge-plate  C,  applied  and 
operating  substantially  as  and  for  the  purpose  specified. 

No.  33,310.-— William  S.  Mayo,  of  New  York,  N.  Y,— Improvement  in  Fence  Posts. — 
Patent  dated  September  17,  18G1. — This  invention  is  explained  by  the  claim. 

Claim. — As  an  improved  article  of  manuiacturo  a  fence  post  made  of  clay  in  an  entire 
piece,  and  alierwards  haideued  by  burning  as  explained. 

No.  33,311.— John  M.  Oakley,  of  New  York.  N.  Y. —Improved  Clothes  Washing  Ma- 
chine.— Patent  dated  September  17,  1861. — This  invention  consists  in  the  employment  of  a 
box  provided  with  swinging  arms,  which  are  oscillated  by  means  of  a  crank  and  connecting 
rods.  To  the  end  of  each  arm  is  attached  a  plunger,  the  front  surfaces  of  which  are  inclined, 
and  formed  of  a  series  of  slats  placed  odliquely  one  above  the  other.  The  back  of  the  box  is 
inclined  outwardly,  and  its  inner  surface  corrugated.  The  motion  of  the  plunger  is  designed 
to  cause  the  clothes  to  turn  gradually,  so  as  to  constantly  present  a  fresh  surface  to  the  action 
of  the  plunger  and  back. 

C7aim.— The  arrangement  of  the  pendulous  arms  B  B  and  attached  slatted  plungers  E  E 
with  the  inclined  corrugated  back/,  cui-ved  bottom  a,  rods  C  C,  double  ci-ank  C  ,  all  as  shown 
and  described  for  the  purpose  set  forth. 

No.  33,312.-8.  Sargent,  of  Watertown,  Mass.,  assizor  to  Himself  and  A.  P.  Knapp,  of 
Needham,  Mass. — Imvrowement  in  Coal-OU  Law/ems.— Patent  dated  September  17,  1861. — 
Through  the  base  of*^  the  lantern  body  is  arranged  a  rod,  so  as  to  admit  of  the  height  of  tbo 
wick  being  regulated  from  the  outside.  In  the  base  flange  of  the  lamp  are  perforations  for 
the  admission  ol  air  to  the  flame.  Secured  radially  to  the  inside  of  the  periphery  of  the  bas« 
are  a  series  of  vertical  division  plates,  for  the  purpose  of  keeping  the  draught  of  air  divided 
and  preventing  eddies  on  either  side,  Extending  outwardly  from  the  lamp-burner  is  a  hori- 
zontal perforated  plate,  for  the  purpose  of  regulating  the  supply  of  air  to  the  flame. 

Claim. — The  arrangement  and  combination  of  the  device  for  enabling  the  wick  to  be  regn- 
lated  outside  of  the  kmtem,  the  perforations  i  i  in  the  ba.se  flange  of  the  lamp  D,  the  draught 
collector  tt,  division  plates  N  N,  perforated  regulating  plate  P,  and  guard  cylinder  E,  in  tho 
manner  and  for  the  purpose  specified. 

No.  33,3ia— E.  R.  Still  well,  of  Dayton,  O.— Improvement  in  Revolving  Cutter  Heads 
for  Roughing  out  Lasts.— F&tent  dated  September  17,  I8G1.— This  invention  consists  of  a 
revolving  cutter  head  having  cutters  arranged  on  the  sides,  forming  spiral  planes  from  iho 
periphery  to  the  centre,  for  the  purpose  of  blocking  out  a  last  prcparatoiy  to  its  being  turned. 

Claim. — The  combination  of  the  cutters  with  the  revolving  head,  when  said  cutters  aro 
arranged  in  a  spiral  conical  form  on  said  head,  converging  from  the  periphery  of  the  head  to 
the  centre,  substantially  in  the  manner  and  applied  to  tho  purpose  set  forth. 

No.  33,314.— P.  W.  THoafA.s,  of  Levee,  Kt. --Improvement  in  Tanning.— TAtent  dated 
September  17,  18(il. — The  materials  of  which  this  composition  consists  are  gum  catechu, 
mnriate  of  soda,  India  kino,  carbonate  of  soda,  starch,  and  bibomte  of  soda,  dissolved  in 
water. 

Claim. — ^The  tanning  solution  compounded  of  the  materials  described,  substantially  in  tbs 
proportions  specified. 

No.  33,315.— Edward  Brown  Wilson,  of  Westminster,  England,  assignor  to  William 
Butch KR,  jr.,  of  SheflSeld,  EngUnd. — Improved  Method  of  Annealing  and  Stcaging  Cast- 
ings.—VaXeat  dated  September  17,  J861. — This  invention  consists  in  first  casting  the  articles 
of  iron  or  steel  in  ordinary  moulds,  and  then,  after  having  reheated  them  in  a  furnace,  pressing 
them  in  dies  of  a  form  corresponding  to  the  exact  shape  and  finish  of  the  completed  article,  by 
which  process  any  further  manipulation  is  dispensed  with  in  tlie  finish  of  tho  aiticlc. 

Claim. — ^The  process  described  of  trcatinf^  articles  composed  of  cast  steel  or  mnlleable  cas^ 
iron  for  the  purposes  set  forth  bv  first  casting  the  articles  in  suitable  monldn,  and  then,  and 
after  having  reheated  them  in  a  f^imace,  pressing  them  in  dies  or  matrices  of  a  shape  corret- 
ponding  to  the  exact  shape  and  finish  of  the  couiplutod  articles. 

No.  33,316.— Nath.\h  Ames,  of  Sangns  Centre,  Mass.,  assignor  to  J.  C.  Wili>p.r,  of 
Boston,  Mom. — hnprowed  Straisur  for  Cojfes  or  Tea  Fots, — ^Pacent  dated  September  17 
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1661.— Tbis  inrention  consists  of  a  ramorable  streltier  formed  of  a  robber  or  elastic  tube  pro- 
rided  with  an  end  piece  of  wire  gauze  or  perforated  metal,  so  that  it  can  be  readily  applied  to 
nozzles  of  coffee  or  lea  pots  of  different  sizes.  Connected  with  the  strainer  is  a  flarin^gf  collar, 
for  the  purpose  of  conducting  the  drippings  of  the  strainer  back  into  the  pot. 

Claim, — First,  a  removable  strainer  consisting  of  a  rubber  or  clastic  tube  R,  provided  with 
ft  termination  of  wire  gauze  or  perforated  nietal,  substantially  as  described  and  lor  the  objects 
specified. 

Second,  in  combination  with  the  strainer  8  a  flaring  collar  D,  substantiaUy  as  and  for  th» 
purposes  described. 

Third,  the  ca»ingjC,  in  combination  with  the  strainer  S,  collar  D,  and  elastic  tube  B,  sub- 
stantially as  set  forth  and  for  the  object  specified. 

No.  33,317.— Frederick  Curtis,  of  Newton,  Mass.,  assignor  to  Edward  H.  Ashcropt 
and  John  B.  Alley,  of  Lynn.  Mass. — Improvement  in  Breech- Loading  Fire- Arms. — Patent 
dated  September  17,  1861. — ^The  nature  of  this  invention  is  mainly  explained  by  the  claim. 
The  trigger-guard  is  made  in  two  parts,  which  are  hinged  together,  and  turn  freely  on,  and 
sre  connect^  with  the  breech-carrier  by  a  pin  or  journal.  The  lower  part  of  the  guard  is 
formed  with  a  shoulder,  which  bears  against  one  part  of  the  guard.  Woen  the  lower  part  of 
the  guard  is  drawn  down,  its  shoulder  will  remove  or  hook  from  a  catch,  and  allow  the  breech- 
carrier  to  rotate. 

Claim. — First,  constructinff  the  breech-pin  and  breech-carrier  of  a  fire-arm  in  two  parts, 
and  so  coimecting  them  together  as  to  be  enabled  to  introduce  and  withdraw  the  said  breech- 
pin  into  and  from  the  bore  of  the  barrel  in  the  line  of  its  axis,  substantially  in  the  manner  and 
Tor  the  purpose  described. 

Second,  m  combination  with  the  breech-carrier  and  the  breech  proper,  wben  the  two  are 
joined  together  as  described,  a  spring,  so  arranffcd  in  relation  to  the  said  breech  as  to  retain 
It  in  the  same  position  with  regard  to  the  breech-carrier  that  it  has  when  it  leaves  the  barrel, 
io  as  to  establish  a  yielding  connexion  of  the  parts,  as  set  forth. 

Third,  the  peculiar  construction  of  the  guard  D,  and  its  relation  to  the  catch  /,  the  trigger, 
and  the  working  parts  of  the  gun,  substantially  as  described. 

No.  33,318.--R.  B.  Fitts,  of  Philadelphia,  Pa.,  assignor  to  Himself,  E.  P.  Thoonburgit, 
and  William  Stacy,  of  the  same  place. — Impravea  Feed  Ba^  for  Horses  and  other  Ani- 
mals,— Patent  dated  September  17,  1861. — This  invention  consists  of  a  water-proof  flexible 
receiver  or  holder,  provided  with  a  jointed  rim,  a  drop  bail,  and  a  detachable  nead-stall,  so 
arrang^ed  as  to  be  used  as  a  bucket,  and  admit  of  being  compactly  folded  up  for  transportation. 

Claim. — The  Iiolder  or  vessel  A,  the  jointed  rim  B,  bail  C,  strap  D,  constrdcted  and  oper- 
aAing  substantially  as  and  for  the  purpose  described.  * 

No.  33,319.— Samuel  L.  Foster,  of  Bristol,  Me.,  assignor  to  E.  W.  Thompson,  of  the 
same  pltice.— Improved  Rudder  Case  for  Navigable  Vessels, — Patent  dated  September  17, 
1861. — This  invention  relates  to  the  application  of  a  case  to  the  stem  post  of  the  vessel,  and 
consists  of  certain  devices  to  effectually  secure  the  case,  and  effect  the  ready  centralization 
of  the  rudder  with  respect  to  the  case. 

Claim. — Ulie  combination  and  arrangement  of  the  adjustable  clamp  e  f  their  ring  section 
&,  and  friction  rollers  6,  applied  to  the  upper  part  of  the  rudder  case  and  stem  post,  substan- 
tiallv  as  described. 

Also,  the  combination  and  arrangement  of  the  wedged  collars  d  and  inclined  bearing  pieces 
e  g  with  the  clamps,  and  the  friction  rollers. 

Also,  the  combination  and  arrangement  of  the  curved  wedge  I  and  its  grooved  socket-piece 
H  with  the  stem  post  and  mdder  case. 

No.  33,320.— Franklin  L.  Howe,  of  Woodstock,  Vt.,  assiffnor  to  Himself  and  J.  H. 
Murdoch,  of  the  same  place. — Improved  Stump  Extractor. — ratent  dated  September  17, 
1861. — Secured  to  a  proper  framing  is  a  windlass,  having  at  one  cud  a  ratchet,  engaging  with 
which  are  two  pawls  attached  to  a  lever  secured  to  the  upper  part  of  the  frame.  Tue  pawls 
are  coimectcd  by  chains  to  the  ends  of  a  forked  lever,  attaclicd  to  one  side  of  the  framing,  and. 
are  made  to  act  alternately  upon  the  ratchet,  either  pawl  being  disengaged  from  the  ratchet  by 
a  single  adjustment. 

Claim,— 'Thti  unangcment  of  tho  forked  lever  F  and  chains  b  b  with  the  pawls  E  E',  lever 
D,  and  ratchet  C,  iu  the  manner  shown  and  described. 

No.  3.3,321.— John  SiriNii,  of  Lcverington,  Pa.,  assignor  to  ITimself  and  William  Ad- 
AMSON,  of  Gcrmuntown,  Pa. — Irnvrorcment  in  Clutch  Pulleys, — Patent  dated  September  17, 
1861. — ^This  invention  consists  ot  a  pulley  made  iu  two  parts,  divided  in  tlie  centre  of  the 
groove,  one  part  being  keyed  to  the  Biiall,  while  the  other  is  allowed  to  slide  on  a  feather  upon 
the  shaf^,  so  that  thclattei*  can  be  forced  towards  the  former  and  mused  to  bite  the  belt.  Be- 
tween these  two  parts  is  a  loose  pulley,  upon  the  face  of  which  the  belt  may  rest  when  tha 
sections  of  the  pulley  are  drawn  apart. 

Claim,— 'rhe  combination  of  a  groove  pulley  constracted  in  sections  with  a  o^itral  loose 

H.  Ex.  Doc.  63—33 
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Snllej  or  central  support  loose  on  the  shaft  when  the  shaft  is  stopped,  as  specified,  and  for  Urn 
escribed  purposes. 

No.  :^,322.— Hiram  Woooburt,  of  Buffalo,  N.  T.,  assijpior  to  G.  A.  Prince  and 
Thomas  Stephenson,  of  the  same  place. — Improved  Swells  for  Reed  Musical  Instruments. — 
Patent  dated  September  17,  1861.— The  nature  and  object  of  this  invention  are  explained  by 
the  claim. 

Claim. — ^Formine  the  valve  of  the  afar  chambers  constitutinff  the  swell  so  that  a  projection 
of  it  may  shut  by  the  valve  seat  on  the  front  strip  of  the  air  chamber,  substantially  as  shown 
by  these  papers,  for  the  purpose  of  qualifying  and  graduating  the  tone  of  reed  musical  instru- 
ments. 

No.  33,323.— Gilbert  Van  Camp,  of  Somerset  county,  N.  J.,  assignor  to  Himself  and 
Jasper  Berger,  of  the  same  place. — Improvement  in  Pumps, — Patent  dated  September  17, 
1861. — ^This  invention  consists  m  the  arrangement  of  a  short  cylinder,  within  which  works  a 
solid  single  piston.  Attached  to  the  ends  of  the  cylinder  are  two  caps  provided  with  ball 
yalves,  so  that  the  cylinder  is  filled  and  emptied  at  every  stroke  of  the  piston,  whether  for- 
ward or  backward. 

Claim. — First,  the  combination  and  arrangement  of  the  short  closed  cylinder  A,  the  solid 
piston  B,  working  from  end  to  end  of  said  cylinder,  in  connexion  with  the  cylinder  caps  C 
and  C^  substantially  in  the  manner  and  for  the  purposes  set  forth. 

Second,  in  combination  therewith,  the  cylinder  cap  C  and  the  stuffing  box  M,  as  and  for 
the  purposes  set  forth. 

No.  33,324. — ^Amos  Leonard,  of  Sullivan,  O. — Improvement  in  Boring  Maehines.^^F&teDi 
dated  September  17,  1861. — The  gearing  by  which  the  auger  is  propelled  is  connected  with  a 
frame  made  to  slide  in  vertical  standards.  Motion  is  imparted  to  the  driving  wheel  by  means 
'  of  a  lover,  provided  with  two  pawls,  acting  on  opposite  sides  of  the  wheel.  Secured  to  the 
base  is  a  rack  lever,  by  means  of  which  the  sliding  frame,  with  the  gears  and  auger,  are  raised 
to  any  desired  height. 

Claim. — The  special  arrangement  of  the  lever  K,  sliding  frame  D,  rack  lever  M,  and  inter- 
.mediate  gear  wheels,  operating  substantiall^r  as  and  for  the  purpose  specified,  by  which  means 
.  the  auger  is  caused  to  bore  the  mortise  and  is  also  raised  up  out  of  the  hole  aJfter  being  bored. 

No.  33,325.— Samuel  W.  Williams,  of  Centreville,  N.  Y. ^Improvement  in  Ventilators 
for  Houses. — ^Patent  dated  September  17,  1861. — Upon  one  side  of  the  wall  of  a  building  ia 
jecured  a  wheel  with  proper  openings  for  the  passa^  of  air.  Upon  the  other  side  are  placed 
two  wheels  or  discs,  provided  with  openings  supplied  alternately  with  glass,  so  arranged  as 
to  serve  the  double  purpose  of  a  window  and  ventilator. 

Claim. — The  arrangement  of  the  wheels  A  and  B,  provided  with  ventilating  opening^  and 
alternate  panels  of  glass,  the  two  being  connected  and  constructed  as  set  forth,  so  as  to  be 
operated  by  means  of  a  weight  and  cord,  said  ventilator  being  used  for  the  double  purpose  of 
giving  light  and  ventilation,  as  is  folly  specified* 

No.  33,326.— Charles  F.  Abrioht  and  Lewis  Burrhard,  of  Pottsville,  Pa.— /mproM. 
.memt  in  Removable  Carriage  Fronts. — Patent  dated  September  24, 1861. — This  invention  con 
sists  in  providing  a  carriage  with  a  hinged  or  folding  movable  front,  which  can  be  put  up  in 
front  of  the  driver,  thus  closing  the  carriage  and  protecting  hun  from  wind,  cold,  or  rain,  and 
when  not  required  can  be  folded  up  out  of  the  way  in  front  of  the  driver. 

Claim. — ^The  hinged  or  folding  movable  front  for  carriages,  dispensing  with  aprons,  con- 
structed and  operating  as  set  forth,  and  for  the  purposes  described. 

No.  33,327. — John  Adams,  of  Monroe,  Mich. — Improvement  in  Harrows. — Patent  dated 
Jieptember  24,  1861. — ^This  invention  consists  in  forming  the  ends  of  the  triangular  frames  at 
the  joints,  so  that  the  wedges  or  retaining  keys,  when  driven  hard  between  the  joints,  efiec^ 
tually  stiffen  the  harrow  when  used  on  level  ground. 

Claim. — The  employment  of  keys  GOG,  constructed  substantially  as  described,  in  com- 
bination with  a  triangular  harrow  made  up  of  frames  ABC,  jointed  together  and  otherwise 
.  constructed  as  and  for  the  purposes  described. 

No.  33,328.— Ethan  Allen,  of  Worcester,  ^as8.--Improvement  in  Revolving  Fire- Arms. — 
Patent  dated  September  24,  1861.— This  invention  consists  in  securing  the  cylinder  pin  by  a 
lever  catch,  so  that  both  lever  and  pin  can  be  operated  by  the  thumb  at  the  same  time  when 
the  cylinder  is  to  be  removed. 

C/atm.— The  lever  K,  when  applied  to  the  extreme  front  of  the  frame  A,  so  that  the  thumb 
will  operate  on  it  and  th^  pm  D  at  the  same  time,  substantially  as  specified. 

No.  33,329.— George  D.  Arrington,  of  Charlestown,  Mass.- /m/^opemeiK  tii  JCium- 
fflcA*.— Patent  dated  September  24,  1861. — ^This  invention  consists  in  a  method  of  cutting  tn« 
material  of  which  the  knapsack  is  made  from  one  piece,  as  shown  by  the  engraving,  and  la 
so  folding  it  that  the  seams  shall  be  in  the  least  objectionable  places  and  few  in  nnmber. 
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Claim. — ^The  peculiar  method  of  cutting  and  folding  the  material  firom  which  the  body  of 
the  knapsack  is  made,  as  described,  and  for  the  purpose  substantiallj  as  sot  forth. 

No.  33,330.— Stephen  S.  Bartlett,  of  Woonsocket,  E.  I.,  assignor  to  Himself  and 
Thomas  H.  Dodge,  of  Washington,  D.  C. — Improved  Mortising  Machine, — Patent  dated 
September  24,  186J. — A  pitman  connects  the  head  stock  to  the  t6p  of  the  upper  arm  of  a  bent 
lever,  the  lower  arm  of  said  lever  is  connected  by  a  rod  to  the  back  of  a  treadle..  By  pressing- 
the  treadle  a  little  downward,  a  short  movement  is  given  to  the  arbor  which  carries  the  chisel> 
asnd  by  pressing  still  lower  and  lower  at  each  successive  stroke,  the  length  of  the  stroke  ia 
increased,  while  the  motion  of  the  lever  is  communicated  by  a  belt  from  tue  power  wheel  (•• 
the  driving  pulley,  thus  enabling  the  chisel  to  continue  its  stroke  without  stopping. 

Claim, — ^The  combination  of  the  stationary  slide  piece  I,  movable  sliding  tulcrum  piece  £U 
with  the  frame  A,  and  operating  lever  L,  and  spindle  I,  arranged  to  opereuto^  substantially  at. 
and  for  the  purposes  set  forth. 

No.  33,331. — ^Jehu  Braikerd,  of  Cleveland,  Ohio. — Improvement' in  Process  of  Coloring^ 
Skins  and  Leather, — ^Patent  dated  September  24,  1861. — Ihis  invention  relates  to  the  use  of 
protoehloride  of  iron  in  solution,  as  a  basis  of  a  color  for  skins  that  have  been  previously 
•u^ected  to  the  action  of  tannin. 

Claim, — The  use  of  the  protoehloride  of  iron  in  combination  with  tann|Bj  substantially  ar 
and  for  the  purpose  specified. 

No.  33,332.— Joseph  W.  Briogs,  of  Cleveland,  Ohio,  assignor  to  Himself  and  Kt8» 
Smith,  of  same  place. — Improved  Mode  of  Constructing  Gate  or  Door  Springs. — Patent  dated 
September  24,  1861. — The  object  of  this  invention  is  to  construct  a  gate  or  door  spring  that 
will  close  a  fB,ie  or  door  that  mav  be  opened  to  the  rieht  or  to  the  left  hand,  or  to  open  both 
ways  to  the  right  and  left  hand,  wnich  is  accomplished l>y  the  use  of  a  coiled  spring  within  a 
drum  to  which  is  secured  a  leather  strap  that  passes  over  a  friction  roll  and  thence  to  a  post  or 
fastening  on  the  gate,  the  drum  and  leather  strap  being  protected  from  the  weather  by  an  outer 
oa^ng. 

Claim, — ^The  combination  of  the  bed  plate  I,  friction  roller  6,  cover  A,  strap  F,  coiled 
spring  E,  and  drum  B,  constructed  as  describe<l,  with  the  stationary  shaft  C,  and  projecture 
N,  on  bed  plate  I,  and  hub  V,  on  the  inside  of  drum  B,  for  the  pni-poses  set  fortlu 

No.  33,333.— Charles  Brodt,  of  New  York,  N.  Y, ^Improvement  in  Machinery  for 
Cleaning  Vegetable  Fibres, — ^Patent  dated  September  24,  1861. — This  machine  is  designed  to 
dean  the  fibre  of  a  plant  called  **pita."  The  plant  is  fed  between  a  pair  of  CTooved  rollers, 
after  which  it  is  presented  to  a  series  of  combs  upon  the  surface  of  a  cylinder,  tne  combs  sepa- 
rating the  fibre  and  removing  the  fleshy  matter  surrounding  them.  Each  comb  is  provided 
with  a  scraper  which  removes  such  matter  as  adheres  to  it,  the  scrapers  being  operated  by  a 
spring  fastened  to  the  surface  of  the  cylikider. 

Claim — First,  the  combination  of  the  combs  and  the  scrapers,  supported  by  a  spring  or 
springs,  for  the  purpose  set  forth. 

Sea)nd,  the  combination  with  those  scrapers  and  combs  of  the  cam  g,  to  operate  upon  the 
icrapers  and  cause  them  to  act  substantially  as  specified. 

Tnird,  the  combination  with  those  combs  and  movable  scrapers  of  the  cleaning  board  or 
stationary  scraper  k,  for  the  purpose  of  cleaning  the  movable  scrapers. 

Fourth,  said  two  pairs  of  feeding  rollers,  one  pair  running  faster  than  the  other,  in  combi- 
nation with  the  combs  and  movable  scraper,  for  the  purpose  and  substantially  as  specified. 

No.  33,334.— Albert  H.  Brown,  of  Albany,  N.  Y.,  assignor  to  James  Burton,  of  the 
•ame  place. — Improved  Machine  for  Turning  Ovals, — Patent  dated  September  24»  1861. — 
This  invention  consists  in  arran^g  that  portion  of  the  face-plate  which  turns  in  a  true  circle 
around  the  centre  of  the  lathe  spmdies,  and  which  forms  the  ways  for  the  eccentric  attachment 
on  the  outside  of  said  eccentric  attachment,  so  that  the  portion  of  the  rotary  body  which  turns 
in  a  true  circle  around  the  centre  of  the  lathe  spindles  describes  a  larger  circle,  and  conse- 
quently moves  quicker  than  those  parts  to  whicli  an  eccentric  motion  is  imparted,  thereby 
enabling  the  momentum  of  that  portion  which  turns  in  a  true  circle  to  overcome  the  momentum 
of  the  eccentrically  moving  parts,  and  to  deaden  the  side  strain  and  the  shaking  motion  pro- 
duced in  ordinary  eccentnc  lathes  by  the  eccentric  motion  of  the  face-plate  and  the  work 
attached  to  it. 

Claim, — In  combination  with  the  driving  spindle  A,  slide  E  d^  and  adjustable  ring  G,  of  am 
eccentric  lathe,  the  arrangement  of  the  arms  6,  extending  on  opposite  sides  from  the  laca 
plate  a,  and  forming  with  the  same  the  concentrically  rotating  balance  frame  D,  considerably 
exceeding  in  length  and  weight  that  of  the  slide  E,  which  carries  the  work,  the  whole  being 
constructed  and  operating  in  the  manner  and  for  the  purpose  described. 

No.  33,335.— Patrick  Burke,  of  Helena,  N.  Y,^Improved  Method  of  Setting  Posts.-^ 
Patent  dated  September  24,  1861. — This  invention  consists  in  placing  the  lower  end  of  th« 
post  upon  an  inclined  stone  resting  upon  an  upright  stone,  and  then  packing  small  stones 
around  the  bottom,  on  which  is  thrown  a  layer  of  cedar  baik  over  which  is  picked  sods  with 
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the  grsM  side  down,  which  anraogemeiit  is  designed  to  prevent  the  frost  from  hesriog  np  the 
post,  and  the  water  from  collecting  and  decaying  it. 

Claim. — The  employment  of  the  difl^rent  materials  named  for  planting  posts,  when  used  in 
the  sncccKive  order  specified,  and  in  connexion  with  the  foundation,  as  set  forth. 

No.  33,336.— Charles  F.  Campbell,  of  Chenango,  N.  Y.,  assignor  to  Himself  and  Joseph 
Sbiethurst,  of  the  same  place. — Improvement  in  Maclnne  for  Hulling^  Cleanings  and  Grind' 
ing  Grain, — Patent  dated  September  24, 1861. — In  this  machine  the  hopper  feeds  the  grain  for 
grinding  or  for  huUing,  between  an  inclined  runner  and  stone.  The  runner  is  situat^  above 
me  stone  and  is  supported  by  cross  pieces  and  friction  rollers  upon  an  a4justable  bar,  so  that 
the  grinding  surfaces  may  be  near  to  each  other  for  gnndlng  or  further  apart  for  hulling.  The 
runner  has  a  reciprocating  motion. 

Claim, — First,  the  arrangement  of  the  bed-stone,  having  a  dress  substantially  as  described, 
in  combination  with  the  adjustable  runner,  having  reciprocating  motion. 

Second,  and  in  connexion  therewith  the  receiver  e  with  the  fan  blower  and  the  exits,  as 
tecited. 

No.  33,337.— George  Cary,  of  Cleveland,  Q. — Improvement  in  the  Process  of  Mamt^foo- 
iuring  JVhiU  Lead. — Patent  dated  September  24,  1861. — This  invention  consists  in  subjecting 
meta&ic  lead  to  the  action  of  vapors  arising  from  heated  vinegar  of  low  proof,  which  gives  at 
once  sufficient  aqheous  vapor  to  corrode  and  acetic  acid  vapor  to  form  the  Bub*acetate  of 
lead,  and  thus  prepare  it  to  receive  the  carbonic  acid  gas  which  forms  the  carbonate  of  the 
protoxide  or  white  lead. 

Cl'aim, — Subjecting  metallic  lead  placed  in  a  room  or  chamber  made  and  kept  tight  through- 
out the  process,  as  Mpecified,  to  the  action  of  aqueous  and  acetic  acid  vapors  conjointly  and 
continuouslv  with  carbonic  acid  gas  until  the  process  is  completed,  in  the  manner  suostan- 
tiallj  as  ana  for  the  purpose  set  forth. 

No.  33,338.— W.  T.  Cole,  of  Reed,  O.— Improved  Approach  Opening  Gate.— Patent 
dated  September  24,  1861. — This  invention  consists  in  the  combination  of  a  cam  with  a  gate 
hung  on  a  horizontal  axis,  so  that  it  may  be  thrown  up  out  of  the  way  when  opened  by  the 
o^ration  of  the  cam,  and  with  levers  and  their  connexions  for  operating  the  same  when  one 
oi  them  is  acted  upon  by  the  wheel  of  a  vehicle. 

Claim, — The  combination  of  the  cams  1  1  with  the  slides  7  7  and  the  shafts  8,  and  the  gate 
or  gates  2  2,  when  combined  and  operated  substantially  as  set  forth. 

No.  33,339.— WiLU AM  Dennis,  of  Providence,  R.  l.-'Improvement  in  Sodp.— Patent 
dated  September  24,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — The  soap,  made  of  curd  soap,  bichromate  of  potash,  water,  muriatic  add,  palm  oil, 
or  tallow  stalk  and  oxyde  of  manganese,  as  shown  and  described. 

No.  33,340.— Andrew  T.  Dunshee,  ofMcEeeeport,Pa.— /nijmyveiiiefifta  Water  Filters. — 
Patent  dated  September  24,  1861. — This  invention  consists  in  the  arrangement  of  a  water 
filter  and  cooler  furnished  with  perforated  bottoms,  an  air  chamber  and  air  passages,  and  used 
in  combination  with  layers  of  charcoaL  The  water  falls  from  the  perforated  bottoms  in  small 
drops  and  passes  through  successive  layers  of  charcoal  and  through  the  filtering  cloth,  re- 
ceiving during  its  descent  constant  supplies  of  oxygen  from  the  currents  of  air  passing  through 
the  air  passaffes. 

Claim. — The  perforated  bottoms  ft  and  g^  filtering  cloth  /,  and  openings  m  atid  2,  when 
.used  in  connexion  with  the  triple  strata  of  charcoal  prepared  and  proportioned  as  set  forth. 

No.  33,341.— Charles  R.  Folger,  of  Cincinnati,  O. — Improvement  in  Loop  Catches  for 
Sewing  Machines. -—Tatent  dated  September  24,  1861.— The  loop  acts  as  its  own  spring  and 
is  made  to  rest  against  the  rotating  nook  with  a  yielding  pressure  without  injury  to  the  sur- 
face, so  as  to  resist  the  vertical  strain  of  the  thread  and  prevent  the  escape  of  the  loop  xmtfl 
the  proper  moment,  when  the  form  of  the  hook  permits  it  to  pass. 

Claim. — ^The  adjustable  loop  check  A  6  c,  formed  of  an  elastic  metallic  bar  and  constitut- 
ing its  own  spring,  and  so  constructed  and  applied,  in  connexion  with  the  rotating  hook  B,  as 
to  rest  against  a  portion  of  the  periphery  of  toe  said  hook  with  a  yielding  pressure  and  at  the 
same  time  resist  theyertioEd  strain  of  the  loop,  all  as  shown  and  explained. 

No.  33,342.— A.  FoRRiST  and  C.  A.  Wheeler,  of  Mount  Vernon,  Iowa,  assignors  to 
Themselves,  W.  H.  GouDY,  and  Henry  Rogers,  of  the  same  place. — Improvement  in  Boo€ 
Patterns. — Patent  dated  September  24,  1861. — ^This  invention  is  designed  as  an  improvement 
in  boot  patterns,  which  are  so  constructed  as  to  be  capable  of  being  extended  or  expanded 
and  contracted,  and  thereby  Hendered  available  for  cutting  out  boot  leather  of  any  and  every 
required  size.  The  object  of  the  invention  is  to  obtain  a  set  of  patterns  which  may  be  readily 
and  exactly  adjusted,  and  also  readily  adapted  for  cutting  out  stock  for  both  coarse  and  ^ne 
boots. 

Claim, — ^The  connecting  of  the  pieces  A  A  0  P  of  the  several  patterns  by  means  of  the 
parallel  anns  C  C  C"  Q,  attached  to  sliding  strips  B  B'  R,  in  connexion  with  the  tnrexse 
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^de  pieces  D  D'  L  S  S',  toe-pieces  H,  and  coimter-pieces  M,  the  latter  named  parts  being 
arranged  and  applied  to  their  respective  patterns  as  shown^  the  whole  forming  a  new  and  iut- 
proved  combination  of  patterns  for  the  pui'pose  specified. 

No.  33,343.— Thomas  Qarricx,  of  Providence,  B.  L-^Imjtrovanent  in  Knap9ack8.'- 
Patent  dated  September  24,  1861. — The  object  of  this  invention  is  to  provide  a  knapsack  for 
the  convenience  of  the  soldier,  arranged  so  as  to  accommodate  in  one  package  to  l^  carried 
on  the  back  his  clothing  and  rations,  while  the  different  parts  which  compose  it  (i.  e.,  haver- 
sack, canteen  and  knapsack)  can  be  used  separately,  if  desired.  When  not  in  use  the  kxup- 
sack  can  be  folded  into  a  small  spac^  for  convenience  of  storage  or  transportation. 

Ciatm.— First,  combining  and  arranging  a  knapsack,  canteen  and  haversack,  in  the  maa- 
ner  substantially  as  described. 

Second,  making  the  sides  of  a  knapsack  in  such  manner  that  thoy  can  be  folded  together 
gubstantially  as  Ascribed,  for  the  purposes  specified. 

No.  33,344.— George  W.  B.  Gedney,  of  New  York,  N.  Y.-^lmprovemaU  mi  Air-Oung,-^ 
Patent  dated  September  24,  1861. — This  invention  consists  in  the  use  of  a  hoUow  handle  of 
India-rubber  or  other  flexible  air-tight  material,  which  communicates  with  a  short  tube  placed 
beneath  the  barrel  and  communicating  with  it  by  means  of  a  passage.  A  valve  of  cork  or 
ether  suitable  material  closes  the  passage  between  the  hoUow  handle  and  the  tube,  and  is 
pressed  into  its  seat  by  a  rod.  To  dischar^  the  piece,  the  rubber  handle  is  compressed  until 
the  pressure  of  the  air  overcomes  the  adhesion  of  the  valve  to  its  seat,  when  it  is  driven  back 
and  the  air  escapes  into  the  tube  and  thence  to  the  barrel,  driving  out  the  bidlet  or  projectile. 

67aii».— First,  ^e  combination  of  the  parts  as  described. 

Second,  the  valve  made  as  described,  and  acting  by  its  own  adhesion. 

Third,  the  bag  or  pouch  made  from  India-rubber,  gutta-percha,  or  any  floidble  air-tiffht 
material,  for  the  purpose  of  projecting  light  articles  or  metal  shot,  and  to  be  compressed  either 
by  the  hand  or  otherwise,  as  fully  described  and  set  forth. 

No.  33,345.— K.  P.  Grakobr,  of  Albany,  N.  Y. -^Improvement  in  Stoves.— T&UfDt  dated 
September  24,  1861. — This  stove  is  of  that  class  commonly  called  **  magazine  stoves."  Be* 
hind  the  fire-box  and  magazine  are  air  spaces,  which  are  bounded  by  the  plates  of  the  stoves, 
thus  increasing  the  radiating  surface.  A  supply  of  atmospheric  air  is  furnished  to  the  fuel 
undergoing  consumption,  and  also  to  the  escaping  gaseous  products  through  small  holes  in 
a  tube  or  coamber  just  above  the  doors.  The  luel  in  the  magazine  is  gradually  heated  up  b^ 
that  part  in  combustion  in  the  fire-box,  and  gradually  passes  down  as  room  is  made  tor  it 
towards  the  grate  sur&ce,  its  passage  being  facilitated  by  the  inclined  front  and  back  of  the 
fire-box. 

Claim, — ^First,  the  arrangement  of  the  flues  set  forth,  in  combination  with  a  magazine  or 
base-burning  stove,  substantially  as  described. 

Second,  the  arrangement  of  the  air-tubes  or  chambers  in  their  relation  to  each  other  and  t« 
the  fire-box  and  throat  of  the  fire-box,  as  described. 

Third,  the  bod-plate  in  combination  with  the  grates. 

Fourth,  the  magazine,  substantially  as  it  is  constructed  and  arranged  in  relation  to  the 
inclined  sur&ces  of  the  fire-box  and  to  the  other  parts  of  the  stove. 

No.  33,346.— Andrew  L.  Haskill,  of  Boston,  Mass.,  assignor  to  Himself  and  E.  H. 
AsncROFT,  of  the  same  place. — Improved  Folding  Tent. — Patent  dated  September  24, 
1861. — Jointed  arms  are  attadied  to  the  top  of  the  central  pole  and  to  a  sleeve  sliding  thereon, 
which  is  raised  or  lowered  by  means  of  a  cord.  When  this  jointed  frame  is  raised  into  posi- 
tion by  the  cord,  the  upper  portion  of  the  tent  is  distended,  and  firom  this  frame  may  be  sus- 
pended knapsacks,  clothes^  &.c. 

Claim, — ^The  arrangement  of  the  pulley  in  the  centre  pole,  as  described,  for  the  purpose  of 
raising  and  lowering  the  tent,  the  same  being  constructed  and  operated  substantially  as  set 
forth. 

No.  33,347.— Eurus  Haven,  of  Perrysville,  Tad.—Improvement  in  Moth- Traps  for  Bee- 
hives.— Patent  dated  September  24,  1861. — ^This  invention  consists  of  a  box  or  trap  having 
lighted  compartments,  (to  be  placed  under  any  form  of  hive, )  with  numerous  entrance  thereto, 
80  af ranged  as  to  decoy  the  moth  below  and  around  the  bee  entrance  tp  the  hive,  which  en- 
trance consists  of  a  perpendicular  tube,  the  lower  end  being  directly  over  and  coming  near  to 
a  half  globe  or  cone-shaped  elevation,  so  that  the  moth  cannot  fly  into  the  tube,  their  tendency 
being  to  crawl  with  their  heads  down. 

Claim. — The  vertical  tube  H  and  the  hemisphere  G,  in  combination  with  the  moth  com- 
partments and  the  entrances  thereto,  arranged  substantially  in  the  manner  and  for  the  pur- 
poses set  forth. 

No.  33,348.— H.  Q.  Hawley,  of  Albany,  N.  Y.—hnvroved  Meter  for  Water,  Gas,  and 
other  JT/ mm/.— Patent  dated  September  24,  1861. — ^At  each  end  of  a  horizontal  cylinder  is  a 
valve-box,  in  which  are  fitted  two  inlet  and  two  outlet  valves  respectively,  and  which  contmn 
th^rincipal  parts  of  the  valve-operating  mechanism,  consisting  of  two  levers  and  two  tum- 
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blin^  bare  and  tbeir  attacbed  tumbling  wcigbts.  The  two  tumbling  bare  work  npon  fixed 
piDb,  and  are  connected  with  opposite  ends  of  the  piston-rod  by  means  of  chains,  through  th« 
agency  of  which  the  piston  can  move  the  tumbling  bars  by  pulling  but  not  by  pushing  thejOy 
the  water  acting  alternately  on  opposite  sides  of  tue  piston. 

Claim, — First,  combining  the  piston  or  diaphragm  of  a  fluid  meter  with  weighted  levers  or 
tumbling  bars  for  operating  the  inlet  and  outlet  valve  or  valves  thereof  by  means  of  a  rod  I 
and  chains  H  H^  applied  to  operate  substantially  as  specified. 

Second,  the  employment  in  a  fluid  meter  of  a  system  of  valve-operating  mechanism  in 
which  weighted  levers  or  tumbling  bai"s  arran^d  within  the  meter  are  first  brought  by  thi 
movement  of  the  piston  or  diaphragm  to  a  position  or  condition  to  exert  upon  the  valves  a 
tendency  to  reverse  their  position,  but  not  to  move  them  until  they  have  been  started  bv  th« 
direct  action  of  the  piston  or  diaphragm  in  its  further  movement,  and  then  caused  to  suddenly 
•omplfite  the  movement  of  the  valves,  substantially  as  described. 

No.  33,349.— James  R.  Hendrickson,  of  McEeespoit,  Pa. — Improvement  in  Fireplaces, — 
Patent  dated  September  24,  1861. — This  invention  consists  in  the  combination  of  a  series  of 
air  chambers  with  the  ordinary  fire-grate,  for  the  purpose  of  consuming  the«Bmoke,  avoiding 
dust,  increasing  the  draught  and  heat,  and  the  saving  of  fuel.  The  air  in  one  of  the  cham- 
bers becoming  heated,  causes  a  partial  vacuum,  and  the  current  of  air  from  the  chamber  below 
forms  an  eddy,  which  retains  the  smoke  until  it  is  sufficiently  rarified,  when  it  is  drawn  into 
the  fire  and  consumed,  the  draught  being  increased  by  the  cold  air  rushing  into  the  draught 
chamber  above. 

Claim, — The  arrangement  of  the  air  chambera  m  n  and  e,  the  narrow  air-passa^  ft,  and 
draught  chamber  t,  when  used  in  combination  with  the  ordinary  fire-grate,  as  described,  for 
the  purpose  set  forth. 

No.  33,350. — Bernard  J.  La  Mothe,  of  New  York,  N.  Y. — Improvement  in  MetalHs 
Cars  for  Railroads, — Patent  dated  September  24,  1861. — ^This  invention  has  reference  to  the 
manner  of  constructing  the  metallic  traming  employed  in  railroad  care,  carriages,  &c.,  and 
consints  in  making  the  ribs  or  framing  of  metallic  pipes,  set  the  one  into  the  other,  said  pipes 
being  bent  into  a  curve  at  that  point,  or  where  the  two  thicknesses  oceur,  over  which  may  b% 
alipped  a  collar  or  short  piece  of  pipe,  thereby  binding  them  securely  together.  This  firame- 
work  or  skeleton  is  then  secure  or  tied  togetner  by  metallic  bands,  clamps,  or  collara,  which 
hold  the  parts  firmly  without  weakening  the  bands  or  ribs  by  holes  for  rivets,  by  which 
means  the  labor  and  expense  necessary  for  fitting  the  metallic  bands  heretofore  employed  in 
peri'orating  and  riveting  them  is  avoided. 

Claim. — First,  the  employment  of  pipes  or  tubes  for  forming  the  ribs  or  framing  of  a  railroad 
ear  or  other  vehicle  when  the  same  are  strengthened  at  the  parts  where  bent  by  bare  or  pipes, 
as  set  forth. 

Second,  the  combination  of  the  aforesaid  ribs  (formed  of  pipes)  with  bands  running  longi- 
tudinally to  the  car,  or  with  the  beam  or  beams  d^  as  set  forth. 

Third,  the  metallic  clamps  or  collar  A  or  i  applied  at  the  intereections  of  the  bands  or  ribs, 
as  set  forth,  for  binding  tne  parts  together,  and  avoiding  the  perforation  of  the  bands  theoa- 
•elves  for  the  introduction  of  rivets  or  bolts,  as  specified. 

No.  33,351.— Robert  H.  Lecky,  of  Allegheny  City,  Ve^.^Improved  Machine  for  Drilling 
Oil  ^ells, — Patent  dated  September  24,  18(51. — This  invention  consists  in  the  arrangement 
of  the  drop-head  which  carries  the  drilling  tool,  catches,  tripper,  revolving  slides,  and  sliding 
head,  so  that  the  drill  can  bo  caused  to  descend  after  having  attained  any  desired  elevation, 
thus  giving  it  a  long  or  short  stroke,  as  may  be  desired,  which  is  accomplished  by  setting  ths 
trigger  so  as  to  come  into  contact  with  tho  tripper  at  any  desired  point  of  the  stioke. 

Clfiim. — Firet,  the  use  of  drop  p  having  a  revolving  and  perpendicular  motion,  and  used  in 
combination  with  the  self-acting  catches  t  and  tripper  r,  as  described,  and  for  the  purpose  set 
forth. 

Second,  the  use  of  the  revolving  slides  m,  when  used  in  connexion  with  the  drop  p,  or  ths 
aquivalent  of  said  drop,  as  described,  and  for  the  purpose  set  forth. 

Third,  the  arrangement  of  the  rod  7,  tripper  r,  hutments  4,  sliding  head  «,  and  rods  o  and  8, 
when  used  in  combination  with  the  drop  p  and  revolving  slides  m,  as  described,  and  for  th« 
purpose  set  forUu 

No.  32,352. — Joel  Lee,  of  Galesburg,  HI. — Improved  Washing  Machine. — Patent  dated 
September  24,  1861.— This  invention  consists  in  the  use  of  heavy  coiTugated  rolls  set  in  a 
frame,  and  suspended  in  a  tub  whose  bottom  is  corru|[ated  and  curved  to  correspond  to  iim 
curve  of  the  rol.er-frame.  The  tub  is  supported  in  journals,  and  vibrates  back  and  forth. 
The  roller-frame  is  held  stationary,  and  the  clothes,  with  the  bottom  of  the  tub,  move  under 
the  roll,  which  revolve,  and  press  by  their  weight  upon  the  clothes. 

C7tftm.— The  arrangement  of  the  box  A,  the  roller-frame  C,  the  rollere  D  D  D,  the  arms  F 
and  E,  the  spring  K,  and  the  arm  J,  tho  several  parts  being  constructed  and  operatmg  as  and 
for  the  purpose  specified. 


Digiti 


zedbyGodgle 


COMMISSIONER  OP  PATENTS.  511 

No.  33,353.— Joel  Lee,  of  Galesbnrg,  TH-^Improved  ClotheS'Dryer.^T&teni  dated  Sep- 
tember 24, 1861. — This  invention  coni>usts  in  so  arranging  the  hub  and  other  parts  of  the  dryer 
that  the  weight  of  the  machine  resting  upon  the  lower  portion  of  the  hub  expands  the  arms 
tnd  holds  them  in  that  position,  the  weignt  being  taken  ofif  the  shaft  by  insertinff  it  in  a  hol« 
in  a  stand  or  bench  or  socket  made  to  receive  it,  so  that  the  hub  may  rest  on  the  rim  of  tb» 
hole,  and  when  the  weight  is  transferred  to  the  lower  end  of  the  shaft  by  resting  it  on  tbt 
ground  the  arms  will  contract  or  collapse. 

Claim. — The  employment  of  the  hub  D,  shaft  E,  arms  A,  braces  B,  and  hollow  post  F, 
■rranged  as  specified,  whereby  the  arms  will  expand  when  weight  rests  upon  the  lower  pov- 
tion  of  the  hub,  and  will  contract  or  collapso  when  weight  is  transferred  to  the  lower  end  of 
the  shaft,  substantially  as  specified. 

No.  33,854. — A.  A.  Livingston,  of  Cedar  Rapids,  Iowa. — Improvement  in  Stirrups. — 
Patent  dated  September  24,  1861. — ^This  invention  consists  in  applying  an  India-rubber  foot- 
piece  to  a  stiiTup  for  the  purpose  of  preventing  the'£oot  from  slipping  in  the  stirrup. 

Claim. — A  saddle-stirrap  A  provided  with  an  India-rubber  or  elastic  foot-piece  B,  substsn- 
tially  as  described. 

No.  33,355. — John  Maddock,  of  Dubuque,  Iowa. — Improvement  in  the  Hounds  of  Car- 
riages.— Patent  dated  September  24,  186J. — ^This  invention  consists  in  forming  the  front 
hound  of  a  single  piece  of  wood,  steamed  and  bent  so  that  its  back  part  will  be  of  circular 
form,  and  its  front  part  formed  of  parallel  ends.  The  rear  end  of  the  draught  pole  is  fitted 
between  the  parallel  parts  of  the  hound  and  secured  by  a  bolt. 

Claim. — Ilaving  tLe  front  hound  K  of  a  wheel  vehicle  steamed  and  bept  in  circular  form 
and  applied  to  the  vehicle,  substautiaUy  as  and  for  the  purposes  set  forth. 

No.  33,356.— J.  F.  Maynard,  of  Nashua,  N.  H. — Improvement  in  Flyers  for  Spinning 
Machinery. — Patent  dated  September  24,  1861. — This  invention  consists  in  constructing  a 
flyer  with  a  left-banded  screw-attaching  whirl,  and  also  a  left-handed  screw-attaching  nose, 
each  being  formed  so  as  to  fit  on  their  respective  parts  by  a  rounded  shoulder-connexion  or 
tenon.  Tbcdevice  is  designed  to  prevent  the  loosening  of  the  flyer  in  its  rapid  rotary  motion, 
the  spiral  thread  of  the  screw  connexion  running  in  an  opposite  direction  to  the  rotary  motion 
of  the  flyer  and  whirl. 

Claim. — ^The  construction  of  flyers  with  the  lefl-hand  screw  whirl  attachment  ah  cd  e^  and 
also  the  left-hand  screw  adjustable  and  detachable  nose  A  t  J  ^,  singly  or  in  combination,  a0 
•et  forth  and  described,  and  as  shown  in  Figs.  1,  4,  8,  and  9. 

No.  33,3.^7.— Duncan  McKenzie,  of  Brookljm,  N.  Y.— Improved  Camp  Cooking  and 
Baking  Device. — Patent  dated  September  24,  1861 . — The  object  of  this  invention  is  to  com 
bine  a  portable  range  and  baking  apparatus,  and  consists  ot  a  cooking  range  placed  at  th« 
bottom  of  a  metallic  case,  which  is  provided  at  its  upper  part  with  a  hot-air  chamber,  the  lat- 
ter communicating  with  the  range  by 'vertical  flues,  the  apartment  over  the  range  being  px4>- 
Tided  with  a  rotating  holder,  to  leceive  articles  to  be  baked. 

Claim. — The  combination  of  the  range  A,  hot-air  chamber  C,  tubes  or  flues  D,  and  baking 
oven  F,  when  arranged  as  shown  to  form  a  new  and  improved  portable  cooking  and  baking 
device. 

No.  33,358.— H.  B.  Middaugh  and  Albert  Clark,  of  Mansfield,  Vd^— Improved  Horst- 
Power  Machine. — Patent  dated  September  24,  1861. — This  invention  consists  in  the  use  of  a 
large  rotating  tread-wheel,  which  imparts  motion  to  the  fly*whecl  shaft  through  a  toothed 
pinion  or  by  faction  on  a  suitable  wheel.  The  tread-wheel  is  supported  at  the  centre,  and 
revolves  on  a  pin;  it  also  rests  near  its  periphery  on  the  pinion  of  tne  fly-wheel  shaft  and  on 
a  roller  having  its  bearings  in  an  adjustable  lever,  by  means  of  which  its  plane  of  rotation 
can  be  varied  at  pleasure.  The  tread-wheel  is  thus  supported  at  three  points.  The  hub  of 
the  tread-wheel  extends  up  some  distance,  from  the  top  ot  which  brace  rods  extend  to  the  arms 
of  the  wheel. 

Claim. — The  arrangement  of  the  elevated  hub  G',  braces  p,  and  separable  segment  toothed 
wheel  G,  with  each  other,  and  with  the  centering  pin  or  pivot  c,  adjustable  lever  J,  and  sup 
porting  wheel  rf,  all  the  parts  being  constructed  and  operating  together  in  the  manner  shown 
and  described. 

No.  33,359. — L.  MiSHLER,  of  Mogadorc,  O. — Improvement  in  Machine  for  Loading  I  fay. — 
Patent  dated  September  24,  1861.— In  this  apparatus  a  catch  spring  and  jointed  lever  aie  so 
arranged  as  to  retain  the  tines  which  bold  the  oay  at  right  angles  to  the  brace  when  the  load 
is  being  lifted.  When  it  has  reached  the  desired  place,  by  pulling  a  rope  attached  to  tlia 
spring  the  lever  is  disengaged  from  the  catch  and  the  tines  assume  a  vertical  position,  which 
causes  the  hay  to  slide  oft.  By  again  pulling  the  rope  the  tines  and  brace  are  brought  at 
right  angles  to  each  other,  preparatory  to  lifting. 

Claim. — The  jointed  lever  H  with  the  piece  J,  and  spring  F  with  the  catch  I,  in  combina- 
tion with  the  brace  G  and  fingers  A,  tho  whole  being  operated  by  the  rope  R,  in  the  manner 
and  for  tlie  purpose  specified. 
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No.  33,360.— J.  A.  Montgomery,  of  WilliaHwport,  Fe^-~Improved  Camteen.—Tatent  dated 
September  24,  1861. — This  iDvention  consUtg  in  coostructiDg  a  canteen  with  a  cup  fitting 
over  a  portion  of  it,  which,  when  reversed,  forms  a  funnel,  audalso  serves  as  a  drinking  cuo. 

Claim. — A  canteen,  of  any  desired  fonn  or  matffriftli  with  a  tirnnel  or  cup  fitting  it,  sob* 
•taniiailj  as  described. 

No.  33.361.— John  W.  Newall,  of  New  Bnmswick,  N.  J, ^Improvement  in  the  Mmmu- 
failure  of  Elastic  Cloth, — Patent  dated  September  24, 1861. — ^The  nature  of  this  invention  is 
Mtplained  by  the  claim. 

Claim. — ^An  elastic  cloth,  which  is  a  compound  fabric  produced  by  the  combination  of  tw« 
sheets  of  woven  cloth,  obtained  b^  cutting  tubular  cloth  spirally,  with  a  layer  of  elastic  gam, 
(such  as  India-rubber, )  the  combmation  ^ing  rendered  permanent  by  vulcanization,  sobstan- 
ttantially  as  set  forth. 

No.  33,362.— OoDEN  P.  Pell,  of  Flushing,  N.  Y.,  assignor  to  Himself  and  Alfred  M. 
Tredwell,  of  Madison,  N.  J. — Improved  Lounge  and  Camp  Stool  Combined.— Vtktent  datei 
September  24,  1861. — This  invention  consists  in  connecting  two  camp  stools  toother  by 
means  of  rods,  between  which  is  extended  a  piece  of  sacking  or  webbing,  thus  torming  a 
camp  bedstead,  which  can  be' readily  taken  apart  and  the  camp  stools  used  separately. 

claim. — ^The  extension  centre  piece,  formed  of  sacking  or  equivalent  matenal,  between  two 
tide  pieces  that  are  provided  with  dovetails  or  other  connexions  at  their  ends,  taking  the  parti 
of  the  camp  stools,  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,363.— Benjamin  Reed,  of  Pittsburg,  Tt^.—hnproved  Washing  Jfocfttiie. —Patent 
dated  September  24,  1861. — This  invention  consists  in  the  arrangement  of  two  spiral  springs, 
which  are  used  for  holding  tho  axle  of  the  cylinder  in  its  proper  place  in  the  journal  boxes, 
and  also  for  the  purpose  of  giving  the  cylinder  a  horizontal  motion  when  pressed  by  Hb^ 
clothes  in  washing.  The  ioumal  boxes  move  vertically  in  slots  on  the  sides  of  the  openings 
which  contain  them,  the  object  being  to  impart  to  the  cylinder  a  vertical,  horizontal,  and  lo- 
tary  motion. 

Claim. — The  arrangement  of  the  springs  h  and  c  and  movable  journal  boxes  a,  when  used 
in  connexion  with  axle  e  of  cylinder  /,  arranged,  constructed,  and  operated  substantially  as 
described  and  for  the  purpose  set  forth. 

No.  33,364.— Edward  S.  Eenwick,  of  New  York,  N.  Y.—Imvroved  Propeller.^TaJt&nt 
dated  September  24,  1861. — The  object  of  this  invention  is  to  enaule  screw  propellers  to  bs 
located  at  or  near  the  longitudinal  centre  of  a  vessel,  and,  at  the  same  time,  be  wholly  or  par- 
tially submerged;  and  the  invention  consists  in  combining  a  screw  propeller  with  a  recess  in 
the  side  of  the  vessel  in  such  a  manner  that  a  portion  of  the  propeller  revolves  in  the  recees 
and  a  portion  revolves  outside  of  the  recess.  The  screw  propeller  is  also  combined  with  • 
chamber  located  on  the  outside  of  the  vessel's  side,  and  witn^an  opening  through  the  vessel's 
side  into  said  chamber,  tho  latter  being  located  in  such  a  position  that  it  contains  within  it  tbs 
pillow  block  of  the  propeller  shaft,  and  the  opening  pehnitting  access  to  the  pillow  block  on 
the  propeller  shaft  from  the  interior  of  the  vessel. 

Claim. — The  combination  of  a  screw  propeller  with  a  recess  in  the  side  of  the  body  of  ths 
▼essel  to  which  the  screw  propeller  is  applied,  the  propeller  revolving  partially  in  said  recess, 
substantially  as  set  forth. 

Also,  the  combination  of  a  screw  propeller  with  a  chamber  upon  the  vessel's  side  to  contain 
the  pillow  block  of  tho  propeller  shaft,  substantially  as  set  fortn. 

Also,  the  combination  ot  a  screw  propeller  with  both  a  recess  in  the  side  of  the  vessel  le 
receive  a  portion  of  the  propeller  and  a  chamber  upon  the  vessel's  side  to  contain  a  pillow 
block  of  uie  propeller  shaft,  substantially  as  set  forth. 

No.  33,365.— Samuel  Roebuck,  of  Brooklyn,  N.  Y. — Improved  Mosquito  Bar. — Patent 
dated  September  24.  18G1. — This  invention  consists  in  the  combination  of  a  folding  frame^ 
which  is  constructea  similarly  to  that  of  an  umbrella,  with  uprights  or  supports,  so  that  H 
can  be  readily  applied  to  a  bed,  and  be  disjointed  and  folded  compactly. 

Claim. — The  combination  of  tho  folding  frame  A,  uprights  D,  and  net  £,  arranged  and 
applied  to  the  bedstead  as  and  for  the  purpose  set  forth. 

No.  33,366. — ^Henry  E.  Roeder,  of  New  York,  N.  Y. — Improved  Anti-friction  Railroad 
Car  Spring. — Patent  dated  September  24,  1861. — This  invention  consists  in  the  arrangement 
of  a  number  of  bars  of  steel  of  uniform  width  and  of  graduated  lengths  in  combination  with 
a  casing  with  graduated  ledges,  so  that  the  weight  brought  to  bear  upon  the  spring  will  first 
be  received  by  the  longest  bar  or  bars,  and  by  the  increased  weight  thereafter  by  the  different 
lengths  successively,  until  all  the  bars  are  brought  into  action. 

Claim. — First,  the  combination  of  a  number  of  steel  bars  of  uniform  width  and  of  gTadur> 
ated  length  with  a  casing  provided  with  graduated  ledges,  the  whole  being  constructea  and 
arranged  in  the  manner  and  for  the  purpose  substantially  as  specified. 

Second,  the  recess  P  in  the  casing  into  which  the  block  D  fits,  and  whereby  the 
guilded  to  prevent  any  lateral  motion  of  the  plates. 
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Ko.  33,367.~Bekjabiin  T.  Roket,  of  Brtetol,  T&.^Improvemimt  in  Coal  Stoves,— Vntent 
dated  September  24,  186J. — ^This  iovention  consists  in  the  arraugement  of  a  cylindrical  fire- 
pot,  a  grated  fiie-pot,  and  an  internal  casing,  whereby  tbe  ignited  products  of  combustion 
are  directed  laterally  through  the  bars  of  the  said  grated  fire-pot ;  also  in  the  combination  of 
an  air  chamber  provided  with  openings,  with  the  fire-pot  and  ash-pit,  whereby  the  air  for  sup- 
porting combustion  is  thoroughly  heated  before  it  mingles  with  and  ignites  the  products  of 
combustion  generated  from  the  partially  consumed  ftel  in  the  erated  fire-pot ;  also  the  use  of 
glides  for  preventing  the  mica  plates  of  the  fire  chamber  from  being  discolored  by  the  smoka 
when  the  nre  is  first  kindled. 

C/fftm.— First,  the  cylindrical  fire-pot  G,  the  cylindrical  and  grated  fire-pot  M,  and  the 
internal  casing  or  fuel  reservoir  B,  when  the  several  parts  are  arranged  in  respect  to  each 
other  substantially  as  set  forth,  for  the  purpose  of  directing  the  ignited  products  of  combus- 
tion laterally  through  the  bars  of  the  said  grated  fire-pot,  as  set  forth. 

Second,  the  arranpement  of  the  air  chamber  6,  its  opening  f,  the  fire-pot  G,  and  ash-pit  a, 
whereby  the  air  is  directed  in  the  first  instance  against  the  said  fire-pot,  thence  into  the  ash- 
pit, and  thence  thiough  the  fuel,  for  the  purpose  described. 

Third,  the  slides  p  applied  to  the  interior  of  the  fire  chamber  rf,  and  arranged  in  respect  to 
tfie  mica  plates  of  the  door  and  sides  of  said  chamber  in  the  manner  and  for  the  purpose 
specified. 

No.  33,368.— Julia  A.  Eoss,  executrix  of  James  P.  Ross,  deceased,  late  of  Lewisburg, 
ysk.—Improved  Valve  Gear  for  Steam  £ii^tii«s.— Patent  dated  September  24,  1861.— -Tins 
invention  consists  in  the  employment,  in  oombination  with  an  oscillating  yoke,  of  a  spring 
or  springy  attached  to  tbe  yoke  for  the  purpose  of  performing  the  duty  done  by  the  counter- 
poise levers  heretofore  used.  The  yoke  has  on  its  face  next  the  piston-rod  tliree  projecting 
cams  and  an  arm  projecting  upward  for  the  connexion  of  the  valve-stem,  and  has  holes  in 
the  ends  for  the  reception  of  rods,  upon  which  are  screw-nuts,  which  serve  to  adjust  the  stiff- 
mess  of  the  soring. 

Claim, — The  employment,  in  connexion  with  the  oscillating  yoke  H,  of  a  spring  or  springs 
J  attached  to  the  yoke,  and  operating  in  combination  thei^with  and  with  the  wiper  A,  or  its 
equivalent,  and  the  traveller  ^,  as  set  forth. 

No.  33,369.— William  Sherwin,  of  Shelbume  Falls,  ^aas.— Improvement  in  Husking- 
Pins, — Patent  dated  September  24^  1861. — ^This  instrument  is  constructed  by  means  of  dies 
from  a  thin  sheet  of  metal  of  the  form  shown  in  the  engraving,  one  end  being  curved  in  a 
direction  opposite  to  that  of  the  other  and  adapted  to  fit  the  ball  of  the  thumb,  the  main  por- 
tion being  curved  in  the  diiectiou  of  its  width  to  fit  the  hand  when  in  use. 

Claim. — A  sheet  metal  husking-pin,  constructed  in  the  manner  set  forth,  and  substantially 
of  the  form  and  possessing  the  properties  described,  as  a  new  article  of  manufacture. 

No.  33,370.— William  Sisson,  of  Fulton,  N.  Y,— Improvement  in  Stave  Machines.— 
Patent  dated  September  24,  ]8i3i. — This  invention  consists  in  the  use  of  a  set  of  rib-guides 
projecting  from  the  front  side  of  the  ^ide-bar,  against  which  the  stave  rests,  these  guides 
oeing  concentric  with  the  movement  ot  the  yibrating  bed,  tbe  open  spaces  between  the  rib- 
ffuides  allowing  tbe  chips  to  fall  through  and  escape.  As  the  place  where  the  knife  strikes 
uie  bed  is  liable  to  be  much  cut  and  netted,  a  deejp  groove  is  cut  in  this  portion  of  the  bed, 
in  which  is  set  a  strip  of  hard  wood,  which,  as  it  is  worn  away,  is  raised  up  by  set  screws, 
and  planed  ofif  so  as  to  present  an  even  surface  to  the  knife. 

Claim. — The  rib-guides  d  </,  arranged  in  combination  with  the  bed  £,  substantially  in  the 
manner  and  for  the  purpose  ppecified. 

Also,  the  employment  of  the  strip  or  strips  g  of  wood,  inserted  with  the  ends  of  the  grains 
Hpward,  in  a  groove  of  the  bed,  upon  and  in  combination  with  a  firm  supporting  bar  A,  which 
is  adjustable  up  and  down  by  set  screws  i  i,  or  their  equivalents,  substantially  as  and  for  the 
purpose  specified. 

No.  33,371. — J.  Homer  Smith,  of  Brewster's  Station,  N.  Y. —Improvement  in  (hm- 
Locks. — Patent  dated  September  24,  1861. — ^This  inyention  consists  of  a  hair-tiigger  formed 
in  two  parts,  the  npper  piece  acting  as  the  sere,  and  is  adjusted  by  two  screws,  both  of  which 
pass  through  the  lower  part,  and  connect  with  the  bottom  of  the  upper  part  at  its  extreme 
ends,  one  screw  passing  in  front  of  tho  pin  which  pivots  the  two  pieces  of  the  trigger  together, 
and  tbe  other  screw  passing  in  the  rear  of  the  said  pin.  The  hummer  is  operated  by  a  main 
spring  coile'd  up  within  a  cavity  made  in  the  but,  one  end  of  the  spring  being  fastened  to  the 
pm  on  which  the  hammer  centres,  and  the  other  secured  to  the  but  by  entering  a  notch  within 
said  cavity. 

Claim. — First,  the  trigger,  constructed  of  two  pieces  D  and  </,  united  with  a  pin  point/,  the 
said  piece  d  having  an  upward  extension  above  the  resting  place  of  the  tumbler,  substantially 
as  specified.  , 

Second,  tho  combination  of  the  two  notches  g  and  5  in  the  separate  pieces  D  and  d  of  the 
trigger  and  the  single  tooth  h  on  the  tumbler,  suostantially  as  specified,  whereby  the  hammer 
»  allowed  to  be  held  cocked  by  a  portion  of  the  hair-trigger. 
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Third,  the  screfws  t  and  j,  implied  and  operating  substantiallj  as  described,  for  the  purpoM 
set  forth. 

• 

No.  33,372.— C.  Williams  and  E.  P.  Falconnet,  of  Nashville,  Tenn.— B«//  Piamo. — 
Patent  dated  September  24,  1861. — ^This  invention  consists  in  the  nse  of  a  set  of  bells,  properlj 
tuned  and  arranged  in  a  case  similar  to  that  of  an  npriffht  piano-forte,  and  combined  with  a 
system  of  pla^in^  keys,  banmiers,  and  tampers  in  sucn  manner  as  to  enable  the  bells  to  b« 
played  upon  in  the  same  manner  as  a  piano-forte.  The  instrument  may  be  combined  with  a 
piano  so  as  to  be  played  with  the  same  or  a  separate  set  of  keys. 

Claim, — First,  a  musical  instrument  composed  of  a  set  of  bells  arranged  in  a  number  of 
vertical  series,  side  by  side,  within  a  case  of  the  character  specified,  and  having  combined 
with  them  a  system  of  hammers,  dampers,  and  playing  keys.  This  we  claim  without  refes- 
ence  to  any  particular  arrangement  or  system  of  hammers  and  dampers  and  their  operating 
mechanism  tnat  may  be  employed. 

Second,  the  employment,  in  combination  with  an  instrument  of  a  pedal  or  pedals  M  M', 
combined  with  a  system  of  dampers  by  a  system  of  slides  L  h',  in  the  manner  substantiallj 
as  specified. 

Tnird,  the  employment,  in  combination  with  the  bells  or  with  any  number  of  the  same,  of 
a  whole  or  partial  double  set  of  hammers  F  F'  and  double  set  of  jack-levers  H  H',  the  latter 
attached  to  a  movable  board  K,  or  its  equivalent,  combined  with  a  pedal  Q  in  such  manner 
as  to  be  movable  thereby,  for  the  purpose  of  allowing  one  or  other  set  of  hammers  to  b« 
played  by  one  set  of  keys,  substantially  as  specified. 

No.  33,373.— Edmund  F.  Barnes,  of  New  York,  N.  Y.-^Improved  Telegraph  Imtru- 
tnent. — Patent  dated  October  1,  1861. — ^This  invention  consists  in  the  use  of  a  number  of 
wires  proportioned  to  the  number  of  elementary  parts  of  the  letter  or  figure  to  be  transmitted; 
each  wire  acting  independently,  but  in  combination  with  each  and  ail  of  the  others.  TIm 
wires  and  their  attachincnts  are  so  arranged  at  the  transmitting  station  that  when  they  conoA 
in  contact  with  the  surfaces  of  the  raised  letters,  the  circuit  will  be  closed  and  a  current  of 
electricity  be  sent  through  them,  and  the  record  at  the  receiving  station  made  to  correspond 
to  the  letter  or  outliue  with  which  the  wire  is  in  contact  at  the  transmitting  station. 

Claim. — First,  the  application  and  use  for  the  purpose  of  transmitting  and  recording  letters 
and  figures  substantially  as  set  forth,  of  five  wires  or  their  equivalents,  correspondii^  to  the 
five  elemental  or  distinct  pnrts  of  such  letters  and  figures. 

Second,  the  combination  of  the  transmitting  levers  A  A  and  movable  letters  or  figoiea, 
with  a  series  of  five  wires  substantially  as  set  forth. 

Third,  the  combinatioD  of  a  series  of  magnets  D  D  and  recording  or  inking  surfaces  1 1', 
substantially  as  described,  with  a  series  of  five  wires  for  the  purpose  of  recordmg  letters,  SiC, 
by  the  action  of  the  electric  current  acting  mechanically. 

Fourth,  the  arrangement  of  the  electro-magnets  D  D  and  the  levers  E  E,  substantially  aa 
described,  the  magnets  acting  directly  upon  such  levers,  and  such  levers  being  made  tha 
armatures  of  the  luugnets  in  combination  with  the  use  of  a  series  of  wires  and  recording  f^ 
paratus,  as  set  forth. 

No.  33,374.— John  II.  Bloodgood,  of  New  York,  N.  Y, ^Improvement  in  Maekinerpfitr 
Drawing  and  Spinning  Wool. — Patent  dated  October  1,  1861. — ^This  invention  consists  in 
the  employment,  between  the  delivery  rolls  and  the  spindles,  of  drawing  rolls  of  cylindrical 
form,  so  applied  and  opemtcd  as  to  be  separated  at  intervals  of  time  and  at  distances  capabks 
of  accurate  regulation.  8uid  intervals  of  time  being  regulated  as  to  frequency  and  duration, 
whereby  the  twist  produced  by  the  spindles  is  allowed  to  run  back  past  said  drawing  rolls  to 
a  greater  or  less  extent,  as  desired,  and  the  vam  is  consequentlv  drawn  with  greater  perfec- 
tion and  evenness  than  by  the  ordinary  methods,  and  is  less  liable  to  break  in  certain  kinds 
of  work. 

Claim, — First,  the  employment  between  the  delivery  rolls  and  the  spindles  of  drawing 
rolls  of  cylindrical  form,  so  applied  and  operated  that  they  may  be  separated  at  intervals 
capable  of  accurate  regulation,  substantially  as  described  and  for  the  purpose  set  forth. 

Second,  the  employment  for  effecting^  the  separation  of  the  drawing  rulls,  and  regulating 
the  frequency,  duration,  and  amount  ot  said  separation,  of  a  system  of  mechanism  substan- 
tially similar  to  that  described  in  combination  with  tho  movable  rolls  E^ 

Third,  the  combination  of  the  drawing  rolls  £  E^  capable  of  separation  as  described,  witli 
any  of  the  usual  forms  of  drawing  rolls  as  applied  to  the  various  staples  used  in  the  mannfiia- 
ture  of  yams,  for  the  purpose  of  rendering  the  process  of  spinning  more  perfect.    * 

No.  33,375.— Cornelius  Bollinger,  of  Glen  Rock,  Ffk,-^Imp>rovement  in  Pumps, — 
Patent  dated  October  J,  18(51. — ^This  invention  consists  in  so  connecting  a  vibrating  platform 
with  a  pump,  that  as  the  cattle  step  upon  one  end  of  the  platform  the  plunger  is  raised,  and 
as  they  pass  the  fulcrum  it  is  depi'essed,  filling  the  trougu  with  water  through  the  eduction 
pipe. 

Claim, — First,  the  bridge  R,  platform  N,  and  plunger  F,  in  combination  with  the  pipe  Li, 
cavity  I,  and  valve  K,  when  aiianged  and  operated  as  set  forth. 
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Second,  tbe  elastic  ring  packinff  H,  in  combination  with  the  flange  or  rim  G,  and  contrae- 
tion  C  in  the  cylinder  A,  when  these  parts  are  arranged  in  relation  to  the  stationary  fulcrum 
O  in  the  platform  N,  as  and  for  the  purpose  specified. 

No.  33,376.— Morris  Bradley,  of  Empire  Ranch,  CaX.-^Improved  Gold- Washer. ^Ftkttnt 
dated  October  J,  18G1. — This  invention  consists  in  providing  a  common  sluice  with  an  aujK 
iliary  or  second  sluice  placed  alongside  and  parallel  to  the  main  sluice,  but  somewhat  lower, 
BO  as  to  obtain  a  fall  for  the  water.  In  the  main  sluice  near  tbe  bottom  aud  on  tbe  side  next 
(o  the  smaller  sluice,  are  openings  at  a  convenient  distance  apart,  opposite  which  are  placed 
■uitable  grating^.  One  of  the  openings  is  provided  with  a  gate  to  regulate  the  discharge  of 
•water. 

C/aim.— First,  the  placing  the  prate  bars  on  riffles  wider  apart  at  the  end  next  th»  dis- 
charge, so  tbat  it  is  impossible  for  them  to  become  clogged  with  dirt  or  other  matter. 

Second,  the  opening  and  discharge  in  the  side  and  near  the  bottom  of  the  main  sluic*. 

Third,  the  anangement  of  the  gate  in  connexion  with  the  others. 

Fourth,  the  small  sluice  as  connected  with  and  laid  parallel  to  the  main  sluice. 

The  whole  when  combined  constituting  a  new  and  useful  invention. 

No.  33,377. — James  Brewer,  of  Albany,  HI. — Improvement  in  Combined  Harrotts  and 
Sowers. — Patent  dated  October  1, 1861. — ^This  invention  consists  in  the  use  of  a  main  harrow 
and  a  revolving  harrow,  in  combination  with  a  sower,  so  arranged  that  the  main  harrow  and 
sower  can  be  raised  off  the  ground  by  the  lever  I  when  the  machine  is  to  be  turned.  Tbe 
lever  O  is  for  the  purpose  of  keeping  the  sower  level  when  sowing  up  or  down  hill. 

Claim. — First,  the  combination  of  main  harrow  C,  revolving  harrow  D,  and  seed-box  A, 
with  revolving  shaft  £,  seed-buckets  e  e,  and  convex  spreaders  F  F,  substantially  as  and  for 
the  purposes  set  forth. 

Second,  the  combination  of  lever  G  with  seed-box  A  and  hinged  frame  L,  substantially  ai 
and  for  the  purpose  set  forth 

Third,  the  combination  of  hinged  lever  I  with  seed-box  A,  and  its  supporting  axle  B',  and 
wheels  B  B,  substantially  as  and  for  the  purposes  set  forth. 

Fourth,  the  combination  of  lever  I,  seed-box  A,  and  main  harrow  C,  for  elevating  and 
turning  the  same  upon  the  axis  C  of  the  harrow  D,  substantially  as  and  for  the  purposes  set 
forth. 

No.  33,378.— Charles  F.  Brown,  of  Warren,  R.  l.^Improvement  in  Projectiles  for 
Ordnance. — Patent  dated  October  1,  186 J. — In  this  invention  the  projectile  during  its  flight 
is  made  to  coincide  or  be  tangential  to  the  trajectory  line,  so  that  it  may  strike  on  its  point 
and  explode  by  percussion,  and  its  form  is  a  prolate  spheroid,  truncated  at  both  ends,  bored 
centrally  through  for  the  reception  of  a  rod  provided  at  its  roar  end  with  a  shoe  having  wings, 
and  at  its  front  end  with  a  head  having  spiral  grooves  cut  therein. 

Claim. — A  projectile  constructed  and  operating  substantiaUy  as  specified. 

No.  33,379.— Cancelled. 

No.  33,380.— John  Dickinson,  of  Brooklyn,  N.  Y.— Grooved  Rule  and  S^lf -adjusting  Dia- 
mond for  Cutting  Glass. — Patent  dated  October  1,  1861. — ^Tbis  invention  consists  in  setting 
a  diamond  in  a  self-adjusting  spring  slider  running  in  a  ^ooved  rule  having  a  cross-head  or 
T  working  in  guideways  in  the  edg[es  of  a  table.  The  aiamond  may  bo  moved  easily  over 
the  surface  of  the  glass  by  the  uniform  pressure  of  a  spring  upon  it,  and  by  means  of  tbe 
guide  ways  in  the  table  and  the  grooved  rule  with  its  cross-head,  it  is  made  to  travel  in  par- 
allel directions. 

Claim. — First,  the  combination  of  the  grooved  T-rule  with  the  table  having  marginal  guide- 
ways  in  it,  for  the  purpose  substantially  as  set  forth. 

second,  the  combination  of  the  metal  slider  H  with  the  self-adjpstable  diamond  stock  J 
and  grooved  rule  E,  made  and  operating  substantially  as  described,  and  for  the  purpose  set 
forth. 

No.  33,381.— William  Ebbitt,  of  New  York.  N.  Y.— Improvement  in  Frogs  for  Railroad 
Tracks. — ^Patent  dated  October  1,  1861. — This  device  is  especially  adapted  to  street  or  city 
railroads.  The  invention  consists  in  the  Introduction  of  a  triangular  piece  in  each  frog,  by 
means  of  which  the  points  of  intersection  of  the  grooves  are  so  separated  that  only  two 
grooves  instead  of  three  intersect  at  one  point,  and  by  thus  simplifying  the  frog  a  less  number 
of  switches  are  required. 

Claim. — ^The  trian^lar  piece  f,  in  the  firog  plate  2  or  m,  at  the  point  of  intersection  of  tht 
three  lines  of  track,  for  the  purposes  and  as  specified. 

Also,  the  arrangement  of  the  frogs  g  hi  and  m  relatively  to  the  tracks,  in  the  mannei  and 
for  the  purposes  specified. 

No.  33,382.— William  H.  Eluot,  of  Plattsburg,  N.  Y.— Improved  Repeating  Pocket 
Pistol. — Patent  dated  October  1,  1861. — This  fire-arm  is  loaded  at  the  rear  end  or  breech  of 
the  series  of  barrels.    The  hammw  is  pivoted  underneath  and  forward  of  the  rear  end  of  the 
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barrels,  and  yvben  it  is  being  raised  for  firing,  its  free  end  passes  down  into  tbe  bandle  witbia 
tbe  hand.  Its  exploding  point  holds  on  to  the  cartridge  like  a  hook,  and  penetrates  its  copper 
tfbell  a  little,  thus  preventing  the  recoil  of  the  cartridge  against  the  breech-plate  and  relleTing 
it  from  friction  when  the  barrels  are  revolved. 

Claim, — First,  extending  the  frame  a  forward  of  the  breech-plate  <2,  and  hanging  in  the 
part  so  extended  forward  the  hammer  e  and  trigger  /,  when  these  devices  are  employed  with 
chambers  that  are  bored  through  and  left  open  for  the  purpose  of  being  charged  at  the  rear 
ood,  as  and  for  the  purpose  specified. 

Second,  the  emplovment  of  set  screw  «,  between  the  cocking  pawl  g  and  trigger  /,  when 
laid  screw  is  so  employed  between  these  devices  as  to  determine  at  what  point  in  the  motiou 
of  the  trigger  the  hammer  shall  be  disengaged,  as  set  forth. 

Third,  resisting  the  recoil  of  the  cartrid^  by  means  of  a  hammer  pivoted  underneath  an4 
forward  of  the  rear  end  of  the  chambers,  as  set  forth. 

Fourth,  the  employment  of  a  hammer  so  arranged  in  relation  to  the  chambers  that,  while 
it  is  pivoted  underneath  and  forward  of  the  rear  end  of  said  chambers,  its  exploding  point 
ttrikes  up  in  their  rear,  as  specified. 

No.  33,383.— Thomas  Foden,  of  Holyoke,  ^/LuuL-^ImpravemmU  in  Stop  Motion  for  PotMr 
Loom$, — Patent  dated  October  1, 1861. — ^This  invention  relates  to  a  stop  motion  for  stopping* 
the  loom  whenever  the  warp,  owing  to  knots  in  the  vam  or  the  breakage  and  entanglement 
of  threads,  becomes  in  such  condition  that  '*bad  places*'  are  likely  to  be  produced  in  the 
woven  fabric,  which  is  accomplished  hj  certain  devices  operating  in  combination  with  tbe 
shipper. 

claim, — ^A  stop  motion  for  the  purpose  described,  having  for  its  principal  elements  a  hole 
T  and  a  tumbler  b  in  the  shuttle  a,  wheel  B,  having  a  sliding  tooth//'  attached  to  one  of  tbe 
shuttle-boxes  or  to  the  lay,  and  a  sliding  rod  m,  and  arm  m ,  or  their  equivalent,  attached  to 
the  shuttle-box  or  to  the  lay;  the  whole  operating  together  and  in  combination  with  the 
shipper,  substantially  as  specified. 

No.  83,384.— Peter  M.  Frees,  of  Cincinnati,  O.,  and  Zenas  Kino,  of  Milan,  O.— /m- 
ftovemeni  in  Iron  Bridgu, — ^Patent  dated  October  I,  18(>1. — ^This  invention  relates  to  that 
class  of  bridges  which  have  tubular  iron  arches,  and  consists  in  constructing  the  arches  with 
a  gradually  increasing  sectional  area  from  each  foot  towards  the  centre  or  crown  of  the  arch, 
whereby  a  brid^  of  equal  strength  can  be  constructed  with  less  metal  than  now  employed 
by  distributing  it  in  proportion  to  the  strain  it  has  to  bear. 

Claim, — The  peculiar  formation  or  configuration  of  the  arch  A,  the  same  being  made  to 
increase  gpradually  in  its  vertical  and  lateral  dimensions  from  the  ends  A'  A''  of  the  arch  to  its 
centre  or  crown,  in  the  manner  described,  for  the  purposes  set  fortli. 

No.  33,385.— Bridge  Frodsham  and  Morris  Letett,  of  New  York,  N.  Y,—Tmproved 
Knapsack  and  Bed  Combined. — Patent  dated  October  1,  1861. — ^Thls  invention  consists  of  an 
India-rubber  casing  made  water-tight  and  containing  a  bag  of  finely  cut  cork  or  other  filling, 
thus  forming  a  life-preserver.  A  pocket  is  made  in  the  rubber  casing  to  contain  articles  ol 
dothing,  thus  fomuug  a  knapsack,  which  when  unrolled  becomes  a  bed,  the  contained  aria- 
des  fonnlnga pillow. 

C/atm.— The  India-rubber  water-tight  casing  a,  containing  the  bag  of  finely  cot  oork  or 
equivalent  material,  and  provided  with  the  pocket  c  and  &p  d^  as  and  for  the  purposes 
specified. 

No.  33,386.— J.  K.  GlTTENS,  jr.,  of  Green  Point,  N.  Y.^Im^oved  Cap  or  Hat  and  Hatm- 
Uck, — ^Patent  dated  October  1,  1861. — This  invention  consists  in  interposing  a  thin  layer  of 
cork  between  the  body  of  the  hat  or  cap  and  the  lining,  and  also  lining  the  havelock  wiUi 
the  same  material,  tbe  non-conducting  property  of  the  cork  keeping  the  nead  and  neck  oool^ 
and,  being  porous,  also  admitting  of  perfect  ventilation. 

Claim, — The  combination  of  a  cap  or  hat  A  and  havelock  D,  each  provided  with  a  lining 
or  filling  of  cork,  substantiallj  as  set  forth. 

No.  33,387.— Horace  Qoodrich,  of  Stoneham,  llaaB.-^Improvement  in  Printing  Presses.-^ 
Patent  dated  October  1,  1861. — ^The  frisket  frame  is  prevented  from  bein^  forced  down  upon 
the  inking  roller  by  cleats  upon  which  the  upper  comers  of  the  frisket  frame  rest.  The  im> 
pression  cylinder  is  hung  in  spring  bearings,  so  that  more  or  less  pressure  may  be  given  to  it 
at  pleasure. 

C/atm.— First,  the  spring  frisket  N  N^  provided  with  the  hinged  platen  P  and  attached  to 
die  end  of  the  reciprocating  bed  B,  and  operating  in  combination  with  the  impression  cylin- 
der J  and  cleats  9,  substantially  as  described  and  for  the  object  specified. 

Second,  lianging  the  impression  cylinder  J  in  the  adjustable  spring-slides  K,  substantiaUj 
as  and  for  the  iibject  specified.  , 

Third,  the  side  cleats  Q,  arranged  and  operating  substantiallj  as  set  forth  and  for  the  ob> 
ject  indicated. 
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No.  33,388.— George  W.  Hatch,  of  Princeton,  VL-^ImprovemeiU  in  Taxxtii^.— Paten 
dated  Octobter  1,  IdUl. — ^This  invention  consists  in  the  use  of  the  plant  meliilotus,  (sweet- 
scented  clover, )  in  connexion  with  terra  japonica,  cntch,  tanbark,  or  other  usual  tanning 
materials  used  in  the  tanning  or  n^anufacture  of  leather. 

Claim. — ^The  use  of  meiiilotus  plant,  as  speq^ed,  in  the  manofacture  of  leather. 

No.  33,389.— Alfred  Hathaway,  of  Charlestown,  Mass. — Improvement  in  Paper-Ruling 
Machines. — Patent  dated  October  1,  1861. — This  invention  consists  in  a  means  for  causing 
the  points  of  the  pens  to  bear  nniformlj  on  or  leave  the  paper  at  any  required  angle ;  2d,  in 
makinff  the  points  of  the  pens  leave  the  paper  uniformly,  whether  the  points  be  long  or  short ; 
3d,  in  Ufting  the  points  of  the  pens  from  the  machine  or  paper,  and  lettine  tbem  down  on  the 
same  at  any  required  place  or  places;  4th,  in  keeping  the  endless  cloth  or  apron  on  rollf 
within  prescribed  limits,  or  moving  it  uniformly  from  side  to  side  of  the  machine  at  any 
degree  of  angle  reauired  by  its  action  on  the  roll,  around  which  passes  the  endless  cloth. 

Claim, — ^First,  tne  moving  of  one  end  of  Uie  pen-beam  by  means  of  a  screw  connected  with 
and  working  parallel  to  the  side  of  the  frame,  substantially  as  described  and  for  the  purpose 
•et  forth. 

Second,  adjusting  the  regulator  on  ihe  pen-beam  by  means  of  the  combination  of  the  screw 
e,  nut  E.  and  plate  A,  substantially  as  described,  and  for  the  purpose  set  forth. 

Third,  lifting  the  points  of  the  pens  from  the  paper  or  cloth,  and  letting  them  down  at  any 
desired  place  on  the  same  by  means  of  cams,  as  seen  on  the  end  of  cylinder  c,  together  wita 
the  friction  rolls  D  D,  brake  j,  shoe-shaped  piece  K,  and  bent  lever  L,  either  singly  or  col- 
lectively, substantially  as  described,  ana  for  the  purpose  set  forth. 

Fourth,  the  adjusting  or  angularly  placing  the  roll  A,  by  means  of  the  action  or  weight 
ei  iht  endless  cloth  or  apron,  on  roll  A,  substantially  as  described  and  for  the  purpose  set  fonh. 

No.  33,390.— Arthur  Hemekwat,  of  Townsend,  O.— Improvement  in  itfopf.— Patent 
dated  October  1,  1861. — ^The  mop  is  constructed  with  a  sleeve  outside  of  the  handle,  secured 
to  a  cross-head  and  stirrup.  To  the  lower  end  of  the  handle  is  connected  a  loop,  to  which 
the  mop  cloth  is  attached,  so  that  by  turning  the  handle  with  one  hand  and  holding  the  sleeve 
in  the  other,  the  stirrup  being  stationary,  me  mop  cloth  is  wrung  without  the  necessity  of 
touching  it  with  the  hands. 

Claim, — ^The  sleeve  B,  head  c,  and  stirrup  D,  when  their  parts  are  arranged  as  specified, 
in  combination  with  the  handle  A,  and  loop  £,  as  and  for  the  purpose  set  form. 

No.  33,391. — W.  E.  Houston,  of  New  Haven,  Conn. — Improvement  in  Compositione  for 
Articles  of  Ornamentation, — ^Patent  dated  October  1,  1861. — The  nature  of  this  invention  is 
set  forth  in  the  claim. 

Claim, — ^A  composition  for  useful  and  ornamental  articles  made  of  resin,  shellac,  and  saw- 
dust, the  coloring  matter  of  which  being  composed  of  any  suitable  materials,  and  in  the  pro- 
portions substantially  as  set  forth. 

No.  33,392.— George  Hunzinger,  of  Brooklyn,  N.  Y, ^Improved  Reclining  Chair, -^ 
Patent  dated  October  1,  1861. — This  invention  consists  of  a  chair,  provided  with  a  swinginff 
back  and  foot-boaid  which  may  be  connected  by  bars  or  hooks  so  as  to  elevate  the  foot-board 
when  the  back  is  depressed ;  the  foot-board  may  also  be  used  as  a  table,  and  the  whole  be 
packed  in  a  small  spare  for  transportation. 

Claim, — ^Tho  combination  of  the  X-shaped  legs  a,  swinging  back  c,  swinging  foot-board  e, 
and  connecting  hai  or  hook  </,  in  the  manner  and  for  the  purposes  specified. 

Also,  the  props  7  applied  to  the  board  e  of  the  foot-board,  in  the  manner  specified,  to  con- 
vert the  same  into  a  desk  or  table  when  stistained  by  the  buttons  or  latches  9  9,  as  set  forth. 

No.  33,393.— Algernon  K.  Johnston,  of  Middletown^  Conn.,  and  Lorenzo  Dow,  of 
Topeka,  Kansas. — Improvement  in  Envelopes  for  Cartridges, — Patent  dated  October  1, 
18U1. — The  claim  explains  the  nature  of  this  invention. 

Claim, — ^As  an  article  of  manufacture,  a  cartridge,  the  envelope  of  which  is  made  of  gun- 
cotton,  papef,  or  other  fabric,  as  above  subseauently  treated  as  described,  by  an  oxygenizing 
salt,  and  by  a  water-proof  coating,  as  set  fortL 

No.  33,394.— William  H.  Livingston,  of  New  York,  N.  Y.— Improved  Method  of  At- 
taching Handles  to  Picks^  8fc. — Patent  dated  October  1,  1861. — This  invention  consists  in 
permanently  securing  to  the  upper  end  of  the  handle  a  metallic  tube  of  the  shape  of  the  eye 
of  the  pick  or  other  tube,  whico  protects  the  wood  from  wear  or  compression.  A  cross  key 
or  lip  setting  within  a  mortise  crosswise  of  the  handle,  and  operated  by  a  screw  bolt  and  nut, 
serves  to  keep  the  handle  in  place  and  prevent  accidents  consequent  upon  the  handle  be- 
coming loose. 

Claim. — First,  the  metallic  tube  e,  forming  a  protection  or  armor  for  the  end  of  the  handle 
ft,  and  receiving  the  eye  of  the  pick  or  mattock  or  other  implement,  in  the  manner  and  for  the 
purposes  specilied. 

Second,  the  baud  d,  attached  to  the  handle  (,  in  combination  with  the  metallic  tube  e,  for 
the  purposes  and  as  specified. 
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Tbird,  the  bolt «,  parallel  with  the  handle  fc,  and  provided  with  the  cross  keys  or  lips  /,  to 
act  against  the  rear  side  of  the  eye  a,  and  retain  the  said  eye  on  the  tapering  handle,  as  sei 
fbrth. 

No.  33,395.— Adam  Luckhaupt,  of  C<Jambiu,  O. — hmprovewuni  in  Wood-bending 
Machinery. — Patent  dated  October  1,  1861. — This  invention  consists  in  the  use  of  a  form 
constnicted  of  two  pieces,  so  that  the  one  to  which  the  bent  timber  is  attached  may  be  re- 
moved by  loosening  Keys  or  wedges  between  the  two  pieces ;  also,  in  the  use  of  yielding 
blocks  on  the  end  of  the  bending  strap  to  prevent  crippling  of  the  ends  of  the  timber ;  also, 
in  an  arrangement  of  wooden  springs  and  clamps  to  keep  the  timber  in  place  and  give  it  the 
desired  form. 

Claim, — First,  the  use  of  a  wood-bending  form  constnicted  in  two  parts,  with  one  or  more 
wedges  or  keys  interposed,  for  the  purpose  of  loosening,  from  the  stationary  part  of  the  form, 
the  movable  part  wito  the  bent  timber  attached,  substantially  as  explained. 

Second,  in  combination  with  a  wood-bending  strap  £,  the  yielding  blocks  or  abutments  K, 
L-shaped  arms  I  J,  and  cords  X,  or  their  equivalents,  for  the  objects  set  forth. 

Third,  in  combination  with  a  wood-bending  strap,  the  wooden  springs  U,  and  tensieii 
oords  Z,  arranged  and  operating  substantially  as  and  for  the  objects  stated. 

Fourth,  the  side  clamps  O  O^P,  applied  and  operating  as  set  forth. 

Fifth,  in  the  described  combination  with  permanent  outer  strap  E  and  form  B,  or  their 
equivalents,  the  detachable  inner  strap  S,  stretcher  Q,  shackle  Y,  and  tightening  nut  m,  and 
key  R,  substantially  as  and  for  the  objects  stated. 

No.  33,396.— George  A.  Mansfield,  of  Boston,  MBas^^Improvement  in  the  Manufat- 
ture  of  BooU  and  Shoes. — Patent  dated  October  1,  1661. — ^This  invention  is  explained  by  th« 
claim. 

Claim. — ^Not  the  introduction  of  an  intermediate  metallic  sole  between  the  ordinary  outer 
and  inner  soles  of  a  boot  or  shoe  for  the  purpose  of  preventing  the  transmission  of  cold  and 
dampness,  as  that  principle  is  already  secured  to  William  J.  Lyman  by  a  patent  granted 
June  7,  1859;  but  the  metallic  guard  or  welt,  constructed  substantially  as  described,  and  ex- 
tending either  completely  around  the  boot  or  shoe  or  bemtt  mad  only  at  the  toe,  or  such  other 
parts  as  may  be  liable  to  unconmiion  external  wear  and  abrasion,  said  guard  or  welt  bon^ 
applied  either  to  the  cuter  edge  of  one  of  Lean's  metallic  insoles  or  independently  of  the 
principle  of  his  invention,  meiely  extending  inward  a  sufficient  distance  to  receive  the  peg- 
ging, sewing,  or  nailing. 

No.  33,397. — J.  A.  Marden,  of  Newburyporl;  Mass. — Improvement  in  Let-Off  Motion  for 
Looms. — Patent  dated  October  1,  IbGl. — The  main  object  of  this  invention  is  to  overcome 
the  difficulty  occasioned  by  the  increase  of  tension  dunng  the  unwinding  of  tbe  warp  from 
the  warp  beam,  by  means  of  an  arrangement  of  a  g^de  roller,  bent  rod,  pawl,  cam,  and 
ratchet  wheel.  As  the  tension  is  increased,  the  guide  roller  is  drawn  down,  and  one  of  its 
journals,  bearing  ujpon  the  topof  the  bent  rod,  forces  said  rod  down,  a  pawl  resting  upon 
this  rod  being  also  lowered.  When  the  pawl  is  not  actuated  by  the  cam,  tbe  rod  serves  as  a 
rest  for,  and  limits  Hie  fall  of,  the  pawl.  Thus,  any  increase  of  tension  of  the  yam  operates 
on  the  rod,  and  limits  tbe  fell  of  the  pawl  over  the  teeth  of  the  ratchet  wheel,  so  that  it  re^por 
lates  the  number  over  which  the  pawl  is  to  fall ;  and,  as  the  number  is  greater  or  less,  the 
ratchet  wheel  will  be  revolved  by  tbe  pawl  a  gpreater  or  less  distance,  and  C4)nsequentiy  more 
er  less  yam  is  delivered  from  the  warp  beam  to  overcome  the  variation  of  tbe  tension. 

Claim. — The  use  of  a  roller  having  yielding  or  elastic  supports  for  carrying  the  warp  over 
it  to  the  reeds,  in  combination  with  guiding  or  nipping  rollers  operating  substantiaUy  as 
described,  for  tbe  conveyance  to  the  r^s  ox  the  filling,  whether  the  same  be  of  an  elastic 
nature  or  not,  the  wbole  being  arranged,  in  relation  to  the  driving  mechanism,  ossentiallj 
as  shown  and  set  forth. 

Also,  the  peculiar  constraction  and  arrangement  of  the  mechanism  for  automatically  regu- 
latiug  the  tension  to  tbe  threads  and  yams  in  a  loom,  the  same  consisting  of  tbe  several 
devices  specified,  so  arranged  and  combined  as  to  operate  in  unison  in  the  manner  and  for  the 
purposes  set  forth. 

No.  33,396.— L.  H.  Miller,  of  Baltimore,  Ud.'-hnproved  Military  Trunit.— Patent 
dated  October],  1861. — This  invention  relates  to  a  trunk  for  camp  or  military  purposes, 
which  may  be  convertible  into  a  dining  table,  writing  desk,  or  cot  bedstead,  by  means  of 
various  dispositions  of  sections  and  frames  composing  the  trunk.  Provision  is  made  for  the 
use  of  a  sectional  mattress,  or  of  canvas  in  sectional  pieces  which  are  permanently  attached 
to  one  side  of  the  sections  of  tbe  trunk,  and  when  in  use  are  hooked  to  opposite  sides  of  tbe 
sections,  the  space  underneath  being  filled  with  straw. 

Claim, — In  combination  with  the  main  sections  a  b  c  and  d,  and  minor  section  a',  the 
frames  j  and  j\  aud  their  locking  apparatus,  constructed  and  operated  in  the  manner  and  for 
the  purpose  set  forth. 

No.  33,399.— Henry  Morrison,  of  Paterson,  N.  J.— /wiprowrf  Rest  for  Engine  Lathes. — 
PaiQiit  dated  October  1,  1801.— This  invention  consists  in  the  arrangement  of  a  frame  and 
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ring  made  in  two  or  more  parts  with  movable  cams  operated  by  a  worm,  and  tbe  same 
number  of  slides  or  bearings,  so  constructed  that  one  portion  may  be  readily  removed  and  tbe 
work  inserted  and  replaced  ready  for  operation,  without  the  use  of  other  fastenings  than  those 
•ufficient  to  hold  the  frame  in  place.  By  the  above-described  arrangement  a  self-centring 
rest  can  be  used  upon  the  necks  of  shafts,  &c 

Claim, — ^The  frame  B  B',  made  in  two  or  more  parts,  the  cam  ring  E  E'  similarly  con- 
ftructed,  and  the  cams  O,  sliders  or  bearers  D,  so  combined  and  arranged  that  the  entire  rest 
may  be  opened  for  the  purpose  of  inserting  and  removing  the  work,  substantially  as  specified. 

No.  33,400. — ^A.  N.  Overton,  of  Knoxville,  Iowa. — Improvement  in  Composition  to  *• 
apvlied  to  Grain  to  Prevent  Smut, — ^Patent  dated  October  1, 1861. — Blue  vitriol  and  common 
salt  are  pulverized  and  mixed  together  in  equal  parts,  and  tbe  composition  is  then  subjected 
*  to  a  dry  heat  of  a  high  temperature  for  a  certain  length  of  time,  when  it  is  dissolved  in  tepid 
water.  The  grain  is  then  put  into  the  solution  and  stirred  well  until  all  of  the  smut  and  remse 
have  risen  to  the  top. 

Claim. — Tbe  composition  of  the  blue  vitriol  and  common  salt  prepared  in  the  manner  de- 
sccibed,  for  the  purpose  of  exterminating  and  preventing  smut. 

No.  33,401.— Robert  P.  Parrott,  of  Cold  Spring,  N.  Y,— Improvement  in  the  Manu- 
facture of  Ordnance, — Patent  dated  October  1,  1861. — This  invention  consists  in  the  method 
of  shrinking  the  reinforce  on  tbe  body  of  the  gun,  whereby  the  heating  and  expansion  of  the 
body  by  heat  communicated  to  it  from  the  reinforce  is  prevented,  and  the  reinforce  is  caused 
to  be  drawn  equally  close  all  round  the  body.  That  portion  of  the  body  which  receives  the 
reinforce  is  maae  of  a  slightly  larger  diameter  than  that  of  the  interior  of  the  reinforce  when 
cold.  The  gun  is  placed  upon  suitable  supports  or  bearing,  so  that  it  can  be  rotated  upon 
its  axis  as  the  reinforce  is  applied,  and  a  pipe  is  introduced  tnrou^h  the  nozzle  for  the  purpose 
of  conveying  a  constant  supply  of  cold  water  to  the  bottom  of  the  bore. 

Claim, — ^'fhe  mode  described  of  shrinking  the  wrought-iron  reinforce  upon  the  cast-iron 
body  of  a  piece  of  ordnance ;  that  is  to  say,  by  rotating  the  body  while  water  is  introduced 
into  the  bore. 

No.  33,402.— A.  H.  Platt  and  W.  S.  Rosecrans,  of  Cincinnati,  O,— Improvement  in 
Lamp$, — Patent  dated  October  1,  1861. — In  a  tube-plate  is  inserted  a  series  of  concavo-con- 
vex tubes  which  converge  at  their  upper  ends,  the  lower  ends  being  separated  to  allow  a  free 
passage  of  air.  Surrounding  these  tubes  is  a  metallic  cone,  and  at  the  lower  end  of  each 
tube  is  a  small  serrated  wheel  whose  axes  pass  through  the  cone  so  as  to  admit  of  the  wicks 
being  raised  and  lowered.  Within  the  space  enclosed  by  the  tubes  is  placed  a  metallic  de- 
flector of  the  form  of  an  inverted  cone,  extending  upward  even,  or  nearly  so,  with  the  ends 
ot'  the  tubes. 

Claim. — The  combination  of  the  concentric  tubes  a  a,  converging  upward,  and  the  de- 
flector dj  having  the  form  of  an  inverted  cone,  substantially  in  the  manner  and  for  the  pur- 
pose specified. 

Also,  the  arran^ment  of  the  separate  serrated  wheels  b  &,  extending  respectively  from  the 
tabes  a  a  outward  just  through  the  cone  A,  in  combination  with  said  tubes  and  cone,  sub- 
•tantially  as  described. 

No.  33,403.— A.  H.  Platt  and  W.  S.  Rosecrans,  of  Cincinnati,  O.^Improved  Scale, 
&r  Weighing  Apparatus, — Patent  dated  October  1,  186J. — This  invention  consists  in  the 
application  to  the  balance  beam  of  one  or  more  graduated  sliding  bars,  one  of  whicll  engages 
with  a  pinion ;  this  pinion  turns  upon  a  perpendicular  axis,  the  upper  end  of  which  passes 
through  the  centre  of  a  dial-plate,  and  has  attached  to  it  an  index,  so  as  to  indicate  upon  it 
all  the  subdivisions  of  a  pound  or  other  unit  as  often  as  the  bar  is  extended  a  distance  suffi- 
cient to  balance  a  pound  upon  the  platform.  When  net  weight  is  required  the  container  is 
E laced  upon  the  platform,  and  the  bar  not  connected  with  the  pinion  is  extended  until  it  is 
nlancea ;  the  article  is  then  placed  in  the  container  and  the  other  beam  extended  until  the 
whole  is  balanced ;  and  this  bar,  with  the  index  attached  to  it,  indicates  the  net  weight. 

Claim. — The  employinent  of  the  separate  tare  poise  bar  D,  in  combination  with  the  bal- 
ance beam  B  and  weighing  poise  bar  C,  which  has  two  or  more  different  graduations,  so  as 
to  weigh  according  to  as  many  difierent  systems  of  weights  at  the  same  time,  substantially 
as  specified. 

No.  33,404. — B.  C.  Smith,  of  Burlinston,  N.  J. — Improvement  in  Railroad  Coupling 
Chairs. — Patent  dated  October  1,  1861. — This  invention  consists  in  the  use  of  two  cast-iron 

f>lates,  each  furnished  with  a  projecting  rib.  The  upper  edge  of  the  projecting  rib  of  the 
ower  plate  betirs  against  the  shoulder  under  the  upper  portion  of  the  T  of  the  rail,  while  the 
lower  T  fits  snugly  into  a  recess  formed  in  the  inclined  rib.    An  oblong  recess  in  this  lower 

Elate  is  provided  for  the  reception  of  the  plate  on  the  other  side  of  the  rail.    This  latter  plate 
as  a  recess  and  edge  corresponding  to  those  on  the  first-mentioned  plate  for  the  reception  of 
the  rail.    A  key,  fitting  into  another  recess  in  the  latter  plate,  secures  the  whole  together. 
Claim, — The  cast-iron  chair  composed  of  the  plate  B,  with  its  rib  C  and  the  sliding  plate 
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D,  witli  the  oorresponding  rib,  when  tbe  two  plates  are  constoracted,  arranged,  and  aecnrad 
together  and  adapted  to  each  other  and  to  the  rails,  subetantially  as  and  for  the  purpose  set 
forth. 

No.  33,405.— Matthew  Smith,  of  Pittsbare,  Pa. — Improvement  in  Machines  for  CmsA- 
tii^  and  Pulverizing  VcgetabU  and  Mineral  jtfa<l«r.— Patent  dated  October  1,  1861.— Tbe 
nature  of  this  invention  is  explained  bv  the  claim. 

Claim, — ^The  use  of  two  drums  of  different  diameters,  one  placed  inside  of  the  other,  and 
both  running  in  the  game  direction,  with  the  shaft  of  each  placed  on  a  different  plane,  when 
stfid  drums  are  used  for  crushing  and  pulyeriiing,  as  described  and  set  forth. 

No.  33,406.— Joseph  Thomas,  of  New  York,  N.  Y.^-Improvement  in  VTater  Meters,^ 
Patent  dated  October  1,  18i31. — The  measuring  vessels  consist  of  two  cylindrical  bellows,  * 
both  fixed  to  a  single  movable  partition,  to  which  are  attached  stops  which  actuate  a  lever. 
This  lever,  in  connexion  with  a  double  incline  roller  and  spring,  operates  a  four-way  cock, 
bj  which  the  bellows  are  alternately  filled  and  emptied.  The  index  may  be  attached  to  the 
lever  or  stops. 

C/atm.— The  stops  or  prcyections  I'  I",  carried  by  a  movable  partition  I,  on  slide  t,  double 
incline  L  L',  roller  M,  and  spiral  spring  m,  or  their  respective  equivalents,  arranged  and 
operating  substantially  as  and  for  the  purposes  set  forth. 

No.  33,407. — Otis  Tufts,  of  Boston,  Mass. — Improvement  in  Railroad  Wheels  and  Axles 
to  Run  on  Different  Gauged  Tracks. — Patent  dated  October  1,  1861. — This  invention  con- 
sists in  constructing  the  wheel  in  two  parts,  the  central  section  or  hub  being  fast  to  the  uJe, 
and  the  outer  section  having  the  flange  thereon  being  made  to  slide  on  this  central  seftion. 
A  conical  disc  is  secured  to  the  outer  section  bearing  the  flange,  and  to  a  supplementarr 
hub.  This  hub  is  worked  back  and  forth  by  means  of  a  female  sciew-threao,  into  whieh 
works  a  screw-thread  surrounding  the  axle. 

Claim. — First,  constructing  railroad  car  wheels  in  two  divisions,  substantially  in  the  man- 
ner and  for  the  purposes  set  torth. 

Second,  the  cylinder  e,  circumscribing  the  axle  between  the  wheel  hubs,  iriA  right  and 
lefl  handed  screw-threads  and  double-acting  pawls,  for  the  purposes  set  forth. 

Third,  the  circular  wedge  o,  or  its  equivalent,  for  tightening  the  outer  division  of  the  whed 
upon  its  central  division. 

Fourth,  the  mechanism  described  for  actuating  the  ring  or  wedge  o,  substantially  as  specified. 

No.  33,408.— R.  G.  Turner  and  S.  B.  Robinsok,  of  East  Dedham,  Mass.— /mprovenMfit 
tti  Machinery  for  Washing  Wool. — Patent  dated  October  1,  1861. — ^This  invention  consists  ia 
the  employment  of  an  elongated  tub  with  curved  ends,  and  provided  with  a  central  lonntn- 
dinal  partition,  upon  one  side  of  which  is  arranged  a  rotating  paddle.  The  rotation  of  the 
paddle  causes  the  water  and  wool  to  circulate  around  the  tub,  by  which  means  the  wool 
becomes  cleansed.  A  frame  containing  an  endless  apron  is  then  lowered,  and  motion  being 
imparted  to  the  apron,  the  washed  wool  is  carried  up  from  the  tub  to  pressure  rollers  which 
express  the  water,  and  the  wool  is  carried  off  from  the  top  of  the  tub  by  an  endless  dischaiging 
apron. 

Claim, — ^The  combination  of  the  novel  or  elliptical  tub  A,  provided  with  the  partition  B, 
the  rotating  paddle  C,  adjustable  endless  carrying  apron  H,  pressure  rollers  1 1,  and  endless 
discharging  apron  K,  all  arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  33,409.— Pierre  T>,  Van  Hoesen,  of  New  York,  N.  Y.~-Improrement  in  Clodks- 
Wringing  Machines, — Patent  dated  October  1,  1861. — ^This  device  is  secured  to  the  tub  by 
means  of  a  hinged  jaw  and  thumb  screw.  In  the  upper  part  of  the  holder  is  a  recess  or  cup 
for  holding  the  soap.  Upon  the  end  of  the  shaft,  and  at  right  angles  with  the  same,  is  secured 
a  pin  for  holding  the  clotnes  to  be  wrung.  This  pin  is  covered  with  an  India-rubber  tube  for 
preventing  injury  to  the  clothes  from  the  action  of  the  pin. 

Claim. — ^The  arrangement  of  the  hinged  jaw  B,  screw  C,  and  cup  A,  with  the  stand  A, 
shaft  D,  and  rubber-covered  pin  £,  all  as  shown  and  described. 

No.  33,410.— HoDNEY  Welch,  of  Worth,  JH—Improvement  in  Com-Planters.-^Vateni 
dated  October  1,  1861. — ^This  invention  consists  of  a  portable  vessel,  provided  with  a  conical 
bottom,  through  which  slides  a  stamper;  the  stamper  nas  a  recess  near  its  end  which  receives 
a  few  grains  of  com  from  the  vessel,  when  it  is  carried  by  the  handle,  and  when  the  vessel  is 
placed  on  the  ground  and  the  'stamper  thrust  into  the  ground,  the  seed  is  deposited  from  the 
recess. 

Claim, — ^The  combination  of  a  shifting  handle,  furr'sbed  with  a  recess  as  described,  and  a 
receptacle  with  a  conical  bottom,  arranged  in  the  maniiei  and  for  the  purpose  specified. 

No.  33,411.— OuvER  D.  Barrett,  of  Fulton,  N.  Y.,  assignor  to  Himself  and  Stephen 
£.  Lanphear,  of  Cleveland,  O. — Improved  Clothes- Wringer. — Patent  dated  October  1, 
1861.— This  invention  consists  in  making  the  uprights  in  which  the  rolls  bear,  and  the  top 
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Eieces  connecting  them,  serve  as  springs,  and  cansing  them  to  exert  their  pressure  on  the  rolls 
y  means  of  a  screw. 
Claim. — The  arrangement  of  the  springs  B  B  B  B  and  C  C,  in  combination  with  the  rollers 
D  D,  and  the  screw  L,  substantially  as  and  for  the  purpose  specified. 

No.  33,412.— Samuel  S.  Bent,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Thomas 
Bent,  of  the  same  place. — Improvement  in  Fire-place  Heaters, — Patent  dated  October  1, 
1861. — ^This  invention  consists  in  an  arrangement  ot  heating  pipes,  applied  in  a  chamber  from 
which  air  passes  to  rooms  above,  in  combination  with  a  grate  surrounded  by  a  metallic  casp, 
provided  with  a  register  or  opening  in  its  upper  surface. 

Claim, — First,  tne  metallic  case  o,  provided  with  the  register  y,  or  openings  upon  its  upper 
Burfekce,  and  containing  the  heating  pipes  as  set  forth,  when  the  same  is  introduced  in  the 
chimney  behind;  and  combined  with  the  ^te  a«  in  the  manner  and  for  the  purposes  specified. 

Second,  the  openings  «',  in  the  metalhc  back  of  the  grate,  protected  by  and  covered  with 
soapstone  or  fire-l^rick  lining  e,  in  contact  with  the  back  of  said  lining  e,  whereby  said  lining 
does  not  become  so  excessively  hot,  and  the  circulating  and  wanning  air  is  increased  in  tem- 
perature, as  set  forth. 

No.  33,413.— WiLUAM  H.  Btrdsell,  of  Elizabethport,  N.  J.,  assignor  to  Himself  and 
Eli  Kellam,  of  the  same  place. — Improved  Tackle  Block  Hook, — Patent  dated  October  1, 
1861. — This  invention  consists  of  a  swivelling  hook,  secured  in  position  by  a  ratchet,  which 
is  tripped  by  a  cord ;  and  also  in  the  use  of  a  mousing  pin  which,  when  in  place,  prevents  the 
ratchet  from  being  tripped. 

Claim, — First,  the  topping  ratchet  C,  in  combination  with  the  hook  B,  substantially  in  the 
manner  described  and  for  the  purpose  specified. 

Second,  the  mousing  pin  D,  in  combination  with  the  tripping  ratchet  C,  and  the  hook  B, 
substantially  in  the  manner  described  and  for  the  purpose  specified. 

No.  33,414.— Louis  Bollman,  of  Boston,  Mass.,  assignor  to  Grover  and  Baker  Sew- 
ing Machine  Company,  of  the  same  place. — Improvement  in  Sewing  Machines, — Patent 
dated  October  1,  1861. — Patented  in  England  February  18,  1861. — ^This  machine  is  designed 
for  making  the  double  looped  stitch.  The  hook  has  a  thin  lancet-shaped  point  to  seize  the 
looped  thread,  and  a  flange  to  spread  the  loop  so  that  it  may  pass  over  the  lower  thread  post, 
una  a  spring  which  nips  loops  of  thread  against  the  side  of  the  hook  so  that  the  hook  in 
retreating  may  pull  a  loop  over  the  thread  post,  and,  consequently,  over  an  angle  or  bend  of 
lower  thread.  The  upper  thread  from  the  spool  passes  through  a  tension  appamtus,  thence 
tluough  a  leading  eye,  and  then  through  the  eye  of  the  needle.  The  needle  descends  between 
that  part  of  the  lower  thread  leading  from  the  post  to  the  cloth,  and  the  loop  is  then 
passed  over  the  thread  post,  and  does  not  descend  below  the  cloth  until  the  loop  is  cast  over 
buid  post.  The  seizing  and  spreading  of  each  loop  draws  up  the  slack  loop  that  has  just  been 
jt)leased  by  the  hook  and  slipped  over  the  post,  tnus  tightening  each  stitcn  in  succession. 

Claim. — The  combination,  substantially  as  described,  of  a  vibrating  book,  a  lower  thread! 
post,  and  on  eye-pointed  needle,  operating  in  conjunction,  substantially  £s  specified. 

No.  33,415.— Louis  Bollman,  of  Boston,  Mass.,  assignor  to  Grover  and  Baker  Sew- 
ing Machine  Company,  of  the  same  place. — Improvement  in  Sewing  Machines, — Patent 
dated  October  1, 1861. — Patented  in  England  November  24, 1860. — ^This  invention  is  designed 
to  overcome  defects  incident  to  the  operation  of  shuttle  machines,  and  consists  in  combining 
a  seizing  and  detaining  hook,  with  a  shuttle  and  an  eye-pointed  needle ;  also  in  combining  a 
loop  stop  with  an  eye-pointed  needle.  The  shuttle  driver,  seizing  and  detaining  hooks,  are 
attached  to  the  hook  stock.  The  detaining  hook  is  shaped  so  as  to  detain  or  control  loops  of 
needle  thread,  and  its  end  rests  upon  a  piece  of  metal  secured  in  the  shuttle  in  such  a  way  as 
to  prevent  the  point  of  the  shuttle  from  rising.  The  shuttle  has  a  projecting  pin  which  un- 
derlies the  hook  and  holds  the  heel  of  the  shuttle  down.  There  are  two  loop  stops  formed  of 
one  piece,  their  points  being  within  the  plane  of  the  hook.  The  loop  stop  aids  the  seizing 
hook  to  spread  widely  loops  of  needle  thread  that  have  been  seized,  and  tightens  the  slack 
loops  of  needle  thread  that  have  been  traversed  by  the  shuttle. 

Claim. — First,  the  combination  of  these  four  elements  or  parts  of  a  sowing  machine,  viz: 
first,  an  eye-pointed  needle ;  second,  a  seizing  hook ;  thu-d,  a  detaining  hook ;  and  fourth,  a 
shuttle,  all  reciprocating  and  all  substantially  such  as  described,  intending  to  claim  none  of 
these  parts  separately,  but  only  in  combination  and  acting  conjointly,  substantially  as  set 
forth. 

Second,  in  combination  with  an  eye-pointed  needle  and  a  seizing  hook,  acting  substantialljr 
as  specified,  a  loop  stop,  substantially  such  as  described,  and  acting  to  aid  a  seizing  hook  in 
spreading  loops  of  needle  thread,  substantially  in  the  manner  specified. 

No.  33,416.— Lambert  Erpeldino,  of  Chicago,  HI.,  assignor  to  Cyrus  H.  McCormick, 
of  the  same  place. — Improvement  in  Reaping  and  Mowing  Machines. — Patent  dated  October  1, 
liSdl. — ^This  invention  consists  in  making  an  arm  by  which  the  ctL>ter  wheel  i.j  attiiched  to 
the  grain  side  of  the  machine,  with  a  horizontal  ai^ustable  joint  to  facilitate  the  raising  and 
lowering  of  the  cutting  apparatus,  and  a  free  vertical  joint  to  facilitate  the  turning  oi  tha 
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maohinc,  so  that,  by  incrca*'inpr  or  diminishing  the  flcxnrc  of  the  arm,  the  heig-bt  of  the  ^rnun 
side  of  the  machine  and  the  corrospondinfj  end  of  t!ie  cuttingr  apparatus  may  be  aliowc^l  to 
re^t  on,  or  >>e  sot  at  dllFercnt  hci^rhts  above  the  p^roiind,  Avhile  the  free  joint  allows  the  wheel 
to  run  tangent iully  to  any  curve  in  which  the  machice  turns. 

Claim. — The  combinalion  of  a  caster  wheel  and  an  arm  having:  a  freer  joint  and  an  adjust- 
able ellwjw  for  supporting  the  grain  side  of  reaping  or  mowing  machines,  substantially  as 
de/icribed. 

Xo.  33,417.— Edward  Hennessey,  of  Waterville,  Me.,  assignor  to  Cyrus  Brett,  of 

Stronjr,  Me. — Improved  Spring  Bed-Bottom. — Patent  dated  October  1,  ISGJ. — Slats  are  con- 
nected l>y  elastic  loops  to  the  end  rails  of  the  bedstead  throughout  their  entire  width.  Tl:e 
elastic  bands  are  secured  in  the  loops  by  means  of  keys  cemented  in  their  tubular  ends. 
Doulilo  hooks  are  attaclied  to  the  rails,  and  rods  connect  the  elastic  bands  to  the  hook. 

Claim. — First,  securing  the  elastic  bands  B  B  to  the  slats  A  by  means  of  keys  d  fitted  in 
tubes  c  at  the  outer  ends  of  metallic  loops  C  attached  to  the  slats,  substantially  as  described. 

•Second,  connecting  the  elastic  bands  B  to  the  rails  £  of  the  bedstead  by  means  of  the  double 
hocks  D  and  the  rods/,  as  set  forth. 

No.  3:5,418.— Theodore  F.  Kcms,  of  Rockford,  HI.,  assignor  to  Mary  Manttt,  of  the 

SRiiio  place. — Imvrotcmrnt  in  Automatic  Rakes  for  Harvesting  Machines. — Patent  dated  Oc- 
tober J,  JdJI. — This  invention  relates  to  mechanism  to  enable  the  rake  to  travel  in  a  complex 
nuth  positively  and  directly,  teith  little  use  of  sliding  guides  and  comparatively  little  friction. 
The  invention  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  vibrating  levers  X  Y,  the  support  T,  and  a  rake  i, 
fiiib.slaatially  as  described,  whereby  the  rake  is  caused  to  describe  a  complex  path  to  gather, 
comp.css,  and  discharge  the  jjraiu  by  a  positive  motion,  substantially  as  described. 

tSecoud,  the  combination  ot  the  tail-piece  U,  or  its  equivalent,  the  curved  projecting  arm/, 
;or  its  equivaicut,  and  the  rake,  in  the  manner  and  lor  the  purposes  substantially  as  specified. 

Third,  the  combination  of  the  lover  d,  guide-bar  m,  and  the  rake,  arranged  and  operating 
.substantially  as  described. 

i'ourth,  the  notched  head  A:,  or  its  equivalent,  on  the  rake-handle  e,  in  combination  with 
llie  Jovor  d  that  gives  motion  to  the  rake-handie,  substantially  as  described. 

No,  33,419.— Theodore  F.  Kums,  of  Rockford,  HI.,  assignor  to  Mary  ^Ianny,  of  the 
saiae  place. — Improccment  in  Automatic  Ralces  for  Harvesting  Machines. — Patent  dated  Oc- 
tober 1#  IdOl. — ftcferenco  to  the  specification  and  drawings  will  be  necessary  for  an  uuder- 
fitandijijr  of  this  invention. 

Claim. — The  raking  mechanism,  constructed  and  operating  substantially  as  described. 

No.  33,420.— Theodore  F.  Kums,  of  Rockford,  III.,  assignor  to  M.uiY  Manni',  of  the 
same  place. — Improzcmcnt  in  Automatic  Rakes  Jor  Harvesting  Machines. — Patent  dated  Oc- 
tober 1,  ]8()1, — This  invention  consists  in  operating  a  rake  moving  in  a  complex  path  across 
th*'  platform  of  ft  reapmg  machine  witlwut  the  use  of  sliding  guidtes  to  determine  its  path,  and 
without  other  friction  than  that  of  the  pivot  joints  for  uniting  the  various  parts. 

Claim. — First,  the  combination  of  the  diagonal  link  W,  tho  connecting  link  F,  and  the 
vibrating  arms  J  and  K,  or  their  equivalents,  substantially  as  described  and  for  the  purposes 
Bi>eciijfid. 

Second,  tho  combination  of  tho  diagonal  link  W,  the  connecting  link  F,  and  rocking  pui  T, 
or  their  equivalents,  subotantially  as  and  for  tho  purposes  doscril^. 

No.  33,421.— RejJERT  Whitman,  of  Accrington,  England,  assignor  to  Joseph  Lockett 
•nd  KoniiRT  Leake,  jr.,  of  Manchester,  England. — Improccment  in  Pantograph  Machines.-^ 
Patent  dated  Octolxjr  J,  Idol. — This  invention  consists  in  the  general  application  to  any  ])an- 
togiaph  machine  of  machinery  or  apparatus  fur  holding  steel  or  other  motailic  suriace  intended 
lo?a  die,  and  acting  upon  it  in  tho  same  manner  as  the  copper  roller  is  operatt<l  upon  in  a 
pantograph  machine,  ho  as  tu  enable  a  part  of  tho  design  to  be  engraved  by  mill  in  itic  ordi- 
njary  manner  and  the  other  part  by  pantograph. 

Claim. — ^The  application  of  the  peculiar  aiTungement  of  machinery  or  apparatus  (described 
And  illustrated  in  the  accompanying  two  sheets  of  drawings)  lor  holding  steel  or  other  metal 
surfaces  intended  for  dies  in  tho  same  or  a  similar  position  as  the  copper  or  other  metal  rolieni 
employed  in  printing  calicos  or  other  surfaces  are  now  held  in  all  nantograph  machines,  so 
that  the  dies  will  receive  on  their  suH'aces  designs  in  every  respect  tne  same  as  would  other- 
wise be  imparted  to  such  copper  or  other  metal  rollers,  as  aforesaid. 

No.  3:3,4-22.— Isaiah  M.  Williams,  of  Blanchester,  O.,  assignor  to  Himself  and  Willi.\m 
P.  Wolf,  of  tho  same  place.— //«/^rar«/  Method  of  Operating  Churns. — Patent  dated  Octo- 
ber 1,  IbOl. — This  invention  consists  in  the  use  of  an  oscillating  platform  Ibr  receiving  the 
chum,  together  with  a  pedal,  apparatus  lor  imparting  motion  theieto. 

Claim. — Imparting  to  tho  chum  X  an  oscillating  motion  by  meaiLs  of  the  platform  or  table  3 
and  pedal  i\  or  by  using  tho  hand-lever  L,  substuutialljr  as  set  forth. 
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Xo.  r>n, 4*33.— William  E.  and  H.  G.  Arnold,  of  Rochester,  N.  Y.-^rmprovtd  Sash  and 
Blind  Fastener. — Patent  dated  Octobers,  1861. — ^This  invention  consists  in  8» constructinj^ 
and  ananginp  a  sliding  back  to  a  box  >vith  a  bolt  or  slide,  or  both,  as  to  form  a  combined 
fastener  and  Tmck  without  neccssnrily  complicating  the  former  by  the  latter,  while  the  latter 
requires  only  the  particular  key  belonging  to  it  to  form  a  sale  and  reliable  lock;  also,  in  tho 
U.SO  of  an  a<lju!*table  slide  with  a  cog  or  cam  on  each  edgo»  one  longer  than  the  other,  so  as  ta 
have  it  hold  the  bolt  firmly  when  down,  or  let  it  be  as  easily  pressed  Inward  and  upward. 

Claim. — The  constniction  and  arranging  of  tho  sliding  back  or  backs  L,  in  combination  ^vitb 
the  box  A  und  key  or  keys,  for  the  purpose  of  locking  tho  bolt  B  or  slide  C,  or  their  equivu-^ 
lent,  cither  do\%'n  or  up,  substantially  as  set  forth  and  described. 

Al.>o,  the  n«.ljustable  slide  C.  when  combined  and  arranged  with  the  box  A  and  bolt  B,  so 
as  at  pleasure  to  hold  the  bolt  B  firmly  when'down,  or  let  it  be  easily  pushed  inward  and  up^ 
ward  oy  a  pressure  on  tho  outer  end,  substantially  as  described. 

No.  33,4M.— J.  W.  Barker  and  J.  P.  Haskin,  of  Syracuse,  N.  Y. ^Improved  Mode  of 
Rcmoting  Impurities  from  Manufactured  Salt. — Patent  dated  October  8,  1861. — ^The  chloride- 
of  mugncniuin  or  calcium,  or  both  of  theso  chlorides,  are  remoTed  from  common  salt  bj: 
washing  it  in  a  saturated  brine  in  which  is  dissolved  an  amount  of  carbjunate  or  bicarbonate 
ol  potash  or  soda  chemically  equivalent  tothoquantity  of  said  chlorides  contained  in  the  salt^ 

Claim. — ^Tho  mode  of  decomposing  tho  impurities  in  manufactured  salt  by  immersinflr'it 
washing  it  in  a  solution  of  tho  carbonate  or  bicarbonate  of  potash  or  soda  in  saturated  bruiiw 
as  set  forth,  through  which  means  the  chemical  results  stated  are  produced. 

No.  33,4?5.— Oeorge  C.  B.\RNES,  of  Battle  Creek,  llkh.'-Improvemtnt  in  Sate^MiUs.-' 
Patent  dated  October  8,  1861. — To  the  bod  or  frame  of  the  mill  is  hinged  a  Irame  in  soeh  a 
manner  that  one  end  may  bo  made  to  rise  and  fall  when  desircil.  The  journals  of  this  franco 
piny  in  hn!!r>w  joiunoals,  through  which  passes  a  shaft,  which  is  used  as  the  feed-shaft  of  tho 
mill.  A  buud  from  this  shaft  passes  around  the  mandrel-shaft,  so  that  when  tho  hinged  frame 
is  raised  or  its  position  changed,  the  feed-shaft  will  always  stand  in  the  same  relative  po&ition 
to  the  mandrel. 

Claim. — The  employment  of  the  adjustable  frame  B,  with  saw-mandrel  secured  in  it^.  with 
the  leed-shjift  D  passing  through  the  hollow  journals  of  aaid  frame  B,  arranged  and  operating 
as  and  for  the  pmpose  specified. 

Xo.  33,4*26.— Thomas  B.  Butler,  of  Xorwalk,  Conn.— Improvement  in  Maekiftcry  for 
Forming  Hats  for  Felt  Cloth. — Patent  dated  October  8,  18(51. — ^This  invention  coiisist»;-in 
attaching  the  roll  at  the  end  of  the  side  apron  to  a  movable  frame  or  carriage  running  on 
tnieks  over  and  parallel  with  the  main  apron,  and  geared  to  move  with  that  apron  while  tho 
weft  is  being  deposited. on  tho  warp,  and  at  such  relative  speed  as  the  desired  angle  at  which 
tho  weft  is  tu  he  laid  niav  require,  and  having  a  pinion  on  ciuh  end  of  the'rollgear  into  a 
double  rack  on  the  movable  carnage-frame,  Avnereby,  and  with  the  revolution  of  tho  roll  by 
the  revolving  apron,  an  alternate  tnivcrso  movement  of  the  roll  and  apron  acros&the  warp 
apron  is  efliH'ted  for  the  deposition  of  tho  weft. 

Claim. — I'irst,  the  travelling-carriage  E  E  E  E,  constructed  and  operating  in  tlto  manner 
and  for  the  pm-poso  set  forth. 

Second,  the  double  rack^^  and  the  pinion /on  the  apron-roll  j,  or  their  equiraJents,  fo» 
tiaversing  the  roll 7  across  the  main  apron  C,  in  the  manner  and  for  the  purpose  sot  £orth. 

Xo.  33,407.-11.  S.  Calenberg,  of  Xcw  York.  X.  Y. — Improrcment  in  Piano-forts  Action.— 
Patent  dated  October  8,  1861. — A  detached  elastic  lever  in  connexion  with  tho  hammer  shank 
and  the  jaik,  return^  the  jack  into  tho  notch  of  the  hammer,  so  as  to  permit  of  a  vor^'  rapid 
repetition  of  tlie  blow  of  tho  hammer. 

Claim. — The  detached  elastic  repeating  lever  G,  arranged  relatively  to  tho  hammer  and  jack, 
upon  a  Used  lulcrum  d,  and  operating  substantially  as  described. 

Xo.  33, 4*>H.— Edward  and  E.  D.  Dithridoe,  of  Pittsburg,  Tfi.—Improrett  Lamp  Chim- 
ney.— Putt  ut  dated  October  8,  It^U. — This  invention  consists  in  making  a  lamp  chinmey  with 
a  round  1>.im;  und  top,  aiid  an  oval-shaped  bulge,  so  as  to  a<lapt  it  to  the  round  mounting  of 
lamps  which  use  flat  wicks,  and  so-as  to  bring  the  air  equally  in  contact  with  the  biuze. 

Claim.  — \  i;ow  article  of  mumifacture,  consisting  of  a  lump  chinmey  with  a  round  base  and 
tup,  and  an  oval-shaped  bulge,  arranged  and  constructed  as  described,  fur  the  puii)ose  set 
♦urih. 

Xo.  33,4vJ0.— B.  C.  Exiiusn,  of  Hartford,  Conn. — Improvement  in  Cartrid^t  Cases. — 
Patent  dated  October  8,  1861. — This  invention  consists  in  proviUing  an  India-rubber  cam idgo 
case  with  a  metallic  bushing  a*  the  vent  or  point  of  ignition,  for  the  purpose  of  preventing  the 
carti  idge  cuse  from  being  leuderetl  unserviceable  by  the  cnlaigement  of  the  vent  consequent 
upon  the  acti'ju  of  tho  tire  at  every  discbarge. 

Claim.  —  lilt*  application  and  use  of  a  metallic  bushing  to  the  India-rubber  cartridge  case 
puiented  Uy  (filbert  SuiitU,  (patent  !.7,7U'J,;  for  the  purposes  desciibed  and  set  loith. 
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No.  33,430. — Henry  Feyh,  of  Columbus,  O.^Improvement  in  Hose  Coupling. ^VeLient 
Uaic'd  October  8,  IHOl. — One  of  the  ends  to  be  connected  is  fitted  into  a  flange  ot  a  thimble 
which  screws  over  a  thread  on  the  other  butt  or  end,  and  the  thimble  is  screwed  back  on  the 
lutter  butt  as  far  txa  possible.  A  ledge  on  the  former  butt  will  come  in  contact  with  a  packing 
in  the  groove  in  the  latter  butt,  so  that  the  first  butt  will  be  prevented  from  moving  faterally 
out  of  the  flange,  while  a  lip  on  said  flange  prevents  longitudinal  detachment 

Claim, — The  combination  of  the  semi-flauched  adjusting  thimble  C,  coDfitruoted  substantially 
a.s  bhown.  with  the  butts  A  B,  as  set  forth. 

No.  33,431.— Suspended- 
No.  33,432.— Elisha  Fitzgerald,  of  New  Yerk,  N.  Y. — Improvement  in  Mixing  Dough. — 
Patent  dated  October  8,  1861. — This  invention  consists  in  forcing  the  paste  into  a  receiver 
ap-ainbt  the  pressure  of  carbonic  acid  gas  contained  therein,  which  is  incorporated  with  the 
pui^to  during  the  mixing.  The  necessity  of  opening  the  receiver  by  which  the  atmospheric 
air  would  be  admitted  is  thus  avoided. 

Claim. — Forcing  the  paste  into  the  receiver  A,  against  the  pressure  of  the  gas,  snbstantiaUj 
as  described  and  set  lortn. 

No.  33,433. — ^E.  Heaton  and  J.  L.  Joyce,  of  New  Haven,  Conn. — Improvement  in  Booti 
and  Shoes. — Patent  dated  October  8,  ]8Gi. — This  invention  consists  in  the  use  of  a  shank  of 
metal  or  other  suitable  material,  attached  directly  to  the  in-sole  without  the  intervention  of  an 
out-sole,  and  dispensing  with  all  the  shank  leather. 

Claim. — A  shank  constructed  of  metal  or  other  sufficiently  rigid  material,  impervious  to 
nioistiu-e,  and  applied  to  the  uppers  of  boots  and  shoes  independently  of  the  heel  and  sole,  and 
without  an  out-sole,  substantially  as  described. 

No.  33,434.— John  Adam  Heyle,  of  Boston,  Mass.,  assignor  to  Himself  and  John 
O'Brien,  of  the  same  place. — Improvement  in  Self- Acting  Switches  for  Horse  Railroads, — 
Patent  dated  October  8,  18G1. — A  curved  depression  is  made  in  the  top  of  one  of  the  rails,  so 
tliat  the  car  following  the  draught  line  or  direction  taken  by  the  horse,  may  either  pass  above 
the  depression  on  said  rail  or  l)e  switched  off  to  the  other  rail  by  means  of  said  aepression, 
tlieie  being  a  space  on  the  opposite  rail  to  allow  a  lateral  sUde  thereon,  corresponding  to  the 
curve  of  the  depiession  on  the  former  rail. 

C7aim.— First,  the  curved  depression  1  2,  in  rail  A^  constmcted  and  operating  substantially 
as  described. 

Second,  in  combination  with  the  curved  depression  1  2,  the  depressions  6  7,  in  flange  P  and 
8  9,  in  rail  B',  substantially  as  and  for  the  object  specified. 

Third,  the  depressions  5  6,  in  flunge  P,  and  3  4,  in  rail  A,  and  the  space  X,  substantially 
as  and  for  the  object  specified. 

No.  33,435.— Benjamin  F.  Joslyn,  of  Worcester,  Mass. — Improvement  in  Fire-Arms.-^ 

Patent  dated  October  8,  1861. — ^This  invention  is  particularly  applicable  to  fire-arms  which 
have  been  constructed  to  load  at  the  muzzle,  and  are  to  be  afterwards  converted  into  breech- 
loaders, and  consists  in  the  use  of  a  breech-piece  hinged  so  as  to  swing  over  to  one  side,  and 
which,  when  thus  swung  over,  exposes  the  rear  of  the  bore  of  the  barrel  to  admit  the  cartridge; 
and  when  in  place  is  held  from  moving  longitudinally  by  a  projection  which  fits  into  a  notch 
in  the  tongue  at  the  rear  of  the  barrel.  The  breech-piece  is  held  in  place  by  a  pin  which 
springs  into  a  notch  made  to  receive  it. 

CCaim. — First,  the  breech  B,  hinged  to  the  end  of  the  barrel  and  constructed  substantially 
as  set  forth,  so  as  to  fit  over  the  enlargement  e,  on  the  end  of  the  barrel  in  the  manner  and  for 
the  purpose  specified. 

Second,  forming  a  notch  in  the  tongue  a,  near  its  junction  with  the  enlargement  e  of  the 
barrel,  and  so  forming  the  lower  end  of  the  portion  i  of  the  hinged  breech  that  it  shall  fit  to 
the  notch  as  well  as  on  each  side  of  the  tongue,  as  and  for  the  purpose  set  forth. 

Third,  the  hinged  breech  with  its  projection  Ac,  in  combination  with  the  bent  spring  m,  and 
its  pin  A,  the  whole  being  arranged  as  set  forth  for  the  purpose  specified. 

No.  33,436.— Edward  G.  Kinsley,  of  Stoughton,  Mass.— /m;?rot?emenf  t«  Flexible 
5o/c«.— Patent  dated  October  8,  1861. — ^This  invention  consists  in  placing  a  series  of  open 
metallic  plates  connected  together  over  an  outer  sole  of  India-rubber  or  like  material,  and 
screwed  together.   The  surface  of  the  flexible  sole  projects  through  and  between  the  said  plates. 

Claim. — The  series  of  metallic  plates  BCD  and  E,  in  combination  with  rubber  sole  A  A', 
the  whole  being  constructed  and  arranged  substantially  in  manner  as  described. 

No.  33,437.— NoYES  D.  LABfB,  of  Norwich,  Conn.— /mproremefiHii  Air  Whistles.-^VoX/fXLi' 
dated  October  8,  J 86 J. —This  invention  relates  to  a  whistle  operated  by  air  passed  into  it 
from  the  mouth,  and  consists  of  a  luouth-piece,  a  cylinder  or  receiver  fastened  by  bolts  to  the 
sounding  plate,  and  a  sounding  cup  secured  b^  a  standard  to  the  sounding  plate.  An  aper-- 
turo  extends  entirely  around  tl^  sounding  plate,  allowing  the  air  passed  into  the  receiver  to 
escape  into  the  sounding  cap 
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Claim, — Lett'iDg  the  air  into  the  receiver  B,  Tvithout  the  hollow  perforated  tube,  as  described, 
for  the  purpose  of  giving  marine  signals  by  sounds,  in  the  manner  set  forth. 

No.  3.3,438.— Calvin  B.  Lawrence,  of  Nunda,  N.  Y.— Improvement , in  Metallic  Lvhri- 
eating  Compositions. — Patent  dated  October  8,  18G1. — This  invention  consists  in  mixing 
regulus  of  antimony,  finelv  pulverized,  in  about  equal  parts  with  any  kind  of  animal,  vege- 
table, or  mineral  oil,  by  which  it  forms  a  body  of  aoout  the  consistence  of  paste,  which  may 
be  diluted  by  adding  thin  oil  of  any  kind. 

Claim, — The  combination  of  antimony  with  any  oleaginous  substance,  substantially  as  set 
forth  and  for  the  purposes  specified. 

No.  33,439.— T.  E.  Marble,  of  New  York,  N.  Y, —Improvement  in  Setting  Machines. — 
Patent  dated  October  8,  18GJ. — This  invention  consists  in  an  attachment  to  the  hook  of  a 
gradual  let-off,  that  causes  the  looper  to  retain  the  old  loop  for  about  a  full  revolution  from  tho 
farsfc  entry  of  the  hook,  and  till  said  old  loop  is  inlly,  or  nearly  so,  drawn  up,  or  tight  against 
the  cloth  by  the  action  of  the  hook  and  needle  on  the  new  loop,  and  which  retainer  of  the  old 
loop  exercises  a  tension  on  the  latter  in  accordance  with  the  action  on  it  through  the  new  loop 
of  the  hook  or  looper. 

Claim. — In  a  com'bination  of  an  eye-pointed  needle  and  revolving  hook  or  looper,  used 
either  in  a  single  or  double-thread  sewing  machine,  providing  said  hook  or  looper  with  a  loop 
retainer  or  tension  let-off,  so  constructed  and  applied  as  that  it  holds  on  to  and  controls  the 
loop  till  it  is  drawn  up  by  the  action  of  the  hook  or  needle,  or  both  hook  and  needle,  essen- 
tially as  set  forth. 

No.  33,440. — TllOMAS  J.  May  all,  of  Roxbury,  Mass. — Improvement  in  Boot  and  Shoe 
Tips. — Patent  dated  October  8,  1861. — ^The  claim  and  engravings  explain  the  nature  of  this 
invention. 

Claim. — ^The  compound  boot  or  shoe  tip,  made  substantially  as  described,  by  forming  it  of 
rubber  or  rubber-coated  cloth  braced  by  and  united  with  a  cross  web  of  linen,  or  its  equiva- 
lent, essentially  as  and  for  the  purpose  or  purposes  set  forth. 

Also,  thinning  or  gradually  i-educin^  the  rubber  tip  at  or  toward  its  junction  and  finish 
with  the  cross  web  of  the  tip,  substantially  as  shown  and  described. 

No.  33,441.-8.  T.  McDouoall,  of  Brookljrn,  N.  Y.— Improved  Washing  Machine.— 
Patent  dated  Octobers,  1861. — This  invention  consists  in  the  employment  ot  frames,  anangcd 
in  a  suitable  receptacle  for  the  clothes  and  water,  which  frames  have  a  vibrating  or  recipro- 
cating motion  imparted  to  them  by  cranks,  so  as  to  cause  the  frames  to  act  on  the  clothes. 
These  frames  are  filled  with  rows  of  balls  arranged  on  rods  so  as  to  revolve  fi-eely  thereon, 
with  one  or  more  slats  between. 

Claim. — First,  the  employment  of  the  frames  F  and  IT,  arranged  in  the  tub  A,  and  having 
tho  reciprocating  and  vibrating  motions  imparted  to  them,  respectively,  by  means  of  tlio 
cranks  2  2  4  4,  tnrough  the  agency  of  the  pitmans  and  rods,  or  equivalent  mechanism,  uU 
arranged  and  operating  substantially  in  the  manner  specified. 

Second,  the  peculiar  construction  of  tho  frames,  as  set  forth,  with  balls  and  slats  alternately 
arranged  therein,  substantially  as  described. 

No.  33,442.— SA3IUEL  McQuiSTON,  of  Morris,  Vl\.— Improved  Corti-5/iriZer.— Patent  dated 
October  8,  1861. — Below  the  shelling  mechanism  and  at  about  the  centre  of  the  case  is  placed 
a  shoe,  to  which  a  side  shake  motion  is  imparted.  Tho  riddle  or  shoo  is  inclined  towards  ono 
side  of  the  machine,  and  seiTcs  to  separate  the  corn  and  the  cobs,  which  are  conducted  to  the 
riddle  by  inclined  boards  attached  to  the  side  of  the  frame.  The  cobs  are  discharged  over 
the  side  of  the  machine,  and  the  com  drops  through  the  riddle  upon  inclined  chutes,  when  it 
is  carried  up  by  an  elevator  to  a  discharging  spout. 

CVaiwi.— The  shoe  E,  discharging  the  cobs  transversely  of  the  planes  of  tho  wheels,  when 
combined  with  a  tight  upper  casing  A,  inclined  boards  g  g  h  /i,  elevator  H,  and  discharging 
spout  I,  arranged  and  operating  in  the  manner  and  lor  the  purposes  set  forth. 

No.  33,443. — George  II.  Mellek,  of  Hartford,  Cotwl.— Improvement  in  Filtering  Stop' 
per. — Patent  dated  October  8,  ItiOl. — The  object  of  this  invention  is  lo  combine  in  one  article 
a  filter  and  a  stopper,  to  be  used  in  a  canteen  or  other  vessel.  The  stopper  is  made  hollow, 
with  a  perforateu  plate  at  each  end,  and  in  this  hollow  space  is  placed  charcoal,  felt,  and 
sponge. 

Claim, — A  filter  and  stopper  combined  in  the  manner  and  for  the  purpose  described. 

No.  :«,444.— B.  F.  Miller,  of  New  York,  N.  \.— Improved  Bake  Pan.— Patent  dared 
October  8,  1861. — This  invention  con.sista  in  dividing  a  balio  pan  into  two  portions,  the  <ii vi- 
sion plate  being  perforated  as  well  as  the  sides  and  cover  ot  the  pan,  so  as  to  aflbrd  a  tieo 
circulation  of  air. 

Claim. — The  application  of  perforated  metallic  plates  or  wire  gauze  and  earthenware  stnic- 
tures,  as  described,  for  the  purpose  oi  constituting  the  bottom  and,  w.*i3n  desirable,  the  sides 
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of  (he  "baking  pan  or  dish,"  and  tho  same  kept  from  contact  witli  the  bottom  or  floor  of  the 
oven. 

Also,  in  combination  with  the  aforesaid  structures,  a  perforated  metallic  or  sieve-like  cover 
or  lid,  as  set  forth  and  described. 

No.  33,445.— Merritt  P.  Morgan,  of  Scott  N.  Y, ^Improvement  in  Straw-Carriers  for 
Threshing  Machines. — Patent  dated  October  8, 18G1. — This  invention  consists  in  hinjriufr  the 
carrier  to  the  macliiue,  and  raising  and  lowering  the  flame  by  means  of  cords  op*  laicd  l>v  a 
windlass,  by  which  means  tho  poles  or  standards  usually  used  to  support  the  cuiriei  are  <ll>- 
pensed  with. 

Claim* — An  improved  method  of  raisinpr  and  supporting  the  struw-carricrs  of  throsh'mg- 
machines  by  me€ins  of  the  windlass  F,  stiiudaids  I)  D,  una  roi>e8  1 1,  or  their  ociuivalento. 
combined  and  arranged  substantially  as  and  lor  the  purpose  shown  and  described. 

No*  33,446.— John  W.  Nystrom,  of  Philadelphia,  Vo.,— Improvement  in  Furnaces  for  the 
Manufacture  of  Iron  and  Steel, — Patent  dated  October  8,  18()1. — This  invention  con>ihts  in 
the  construction  of  a  barrel  furnace  in  which  one  or  more  tuyeres  are  ananered  at  such  an 
angle  in  relation  to  the  curved  bottom  of  the  furnace,  that  the  blast  .shall  be  tangent,  or  ucuily 
BO,  to  the  said  bottom,  and  cause  the  molten  mass  to  be  agitated  bv  iiassing  aloiig  the  inleriur 
or  concave  surface  of  the  furnace.  The  barrel  furnace  is  providca  with  a  friction  8tiap  lor 
the  purpose  of  firmly  holding  and  preventing  shaking  of  the  ftimaee  during  the  operation  of 
decarbonization.  A  flue  or  chimney  unites  the  barrel  furnace  with  the  cupola  or  blast  fur- 
nace, so  that  particles  of  iron  carried  oflf  with  the  air  or  gases  may  be  returned  to  the  fiunace 
and  again  utilized. 

Claim, — First,  the  construction  and  arrangement  of  fimiaces  capable  of  rotation  upon  a 
horizontal  axis,  and  having  tuyeres  so  arranged  in  an  inclined  position  that  the  blast  enters 
the  molten  iron  taugentially  or  nearly  so,  to  the  curved  bottom  ot  such  furnaces. 

Jisecond,  the  combination  with  a  bancl  furnace  constructed  and  arranged  essentially  as  de- 
sciibcd,  of  a  front  plate  capable  of  removal,  substantially  as  and  for  the  purpose  set  forth. 

Third,  providing  a  baiTel  furnace  arranged  and  operated  as  described,  with  a  friction  strap 
or  its  mechanical  eqiuvalent,  to  firmly  hold  and  prevent  shaking  of  the  furnace  during  the 
o;v.-ation  of  dccarbonizatlon,  substantially  as  8ct  forth. 

1  ourth,  in  combination  with  a  furnace  capable  of  rotation  as  described,  and  provided  with 
a  mouth  for  the  reception  of  the  molten  metal  from  the  cupola,  tho  side  chimney  on  the 
cupola  so  arranged  that  the  said  mouth  shall  come  in  juxtaposition  with  and  convey  the  gases 
to  the  chimney  as  described. 

Filth,  so  forming  and  arranging  the  outlet  of  a  barrel  furnace,  constructed  and  operated  as 
described,  bo  that  it  shall  occupy,  when  the  furnace  is  in  position  to  bo  cmptieil,  the  lowe;jt 
pait  of  the  concave  bottom. 

No.  33,447.— A.  Odel  and  Wilson  A.  Burrows,  of  New  York,  N.  Y. ^Improvement  in 
Lamps, — Patent  dated  October  8,  18ol. — This  invention  consists  in  adjusting  on  the  gas 
y'llHi  or  other  fixtme,  a  conical  reflector  just  below  the  jet  of  light,  and  conibining  therewitu  a 
concave  reflector  placed  above  the  bumer,  so  that  the  ascending  rays  of  light  therelVom  strik- 
ing a^aiast  it,  will  be  reflected  down  upon  the  conical  reflector,  the  sides  of  which  are  made 
at  sucli  an  angle  as  to  project  the  impinging  rays  of  light  in  horizontal  lines. 

C/«im.— The  use  of  tho  combination  of  the  bimier  or  pipe  «,  conical  reflector  ft,  and  concave 
rellector  d,  and  equivalents,  when  used  lor  the  same  purjioses  described  and  in  lilie  combina 
lion. 

No.  33,44^.— Stephen  J.  Patterson,  of  Bridgeport,  Conn.— Improvement  in  Apparatus 
Ji-:  Tanninir. — Patent  dated  October  8,  18(31. — This  invention  consists  in  placiuj;^  on  tiie  t»»p 
o.  the  vat  containing  the  tanning  liquor,  a  rocking  frame  containing  slats  upon  which  the 
h.Jes  arc  hung,  so  that  they  may  remain  suspended  in  the  liquor  and  agitate  it  wheuever 
the  rocking  Irame  is  kept  in  motion;  the  liquor  is  still  Airthcr  agitated  by  paddles  attached 
to  tho  rocking  frame. 

Claim. — First,  attaching  to  the  top  of  a  tanner's  vat  a  frame  hung  upon  its  centre  sub- 
stantially as  described,  so  arranged  and  constructed  that  the  hides  to  be  tanned  may  be  sus- 
pended from  said  frame,  and  may  be  set  in  motion  by  rocking  said  frame  upon  its  centre. 

:^econd,  also  in  combination  with  the  rocking  frame  the  paddles  1 1,  substantially  as  and 
lor  the  purpose  described. 

No.  33,449.— Abraham  P.  Quackenbush,  of  Brooklyn,  N.  Y.— Improved  Washing 
Machine. — Patent  dated  October  8,  18G1. — This  invention  consists  in  the  use  of  a  revolving 
rubber,  in  the  periphery  of  which  fixed  cylinders  and  freely  revolving  rollers  are  distributed, 
in  combination  with  a  concave  composed  of  freely  revolving  rollers. 

Claim. — The  construction  and  use  in  washing  machines  of  a  mbber  or  wheel  having  fixed 
cylinders  c,  equal  in  size  and  in  distance  from  the  centre  to  thorollei*s  E,  and  alternating  with 
the  latter  or  with  pairs  or  triplets  thereof  as  shown,  in  combination  with  rollers  D,  so  mounted 
as  to  form  a  concave  for  the  puq)ose  above  set  forth. 
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No.  33,450. — Riley  Boot,  of  Galesburg,  HI. — Improvement  in  Clarifying  Cane  Juice. — 
Patent  dated  October  8,  1861. — ^Tbe  claim  explains  the  nature  of  this  invention. 

Claim, — The  use  of  native  claj  as  an  ag^t  for  darifjing  Chinese  and  other  cane  juices, 
substantially  as  specified. 

No.  32,451. — Jeremiah  Hohrer,  of  Middletown,  Pa. — Improvement  in  Bee-Hives. — 
Patent  dated  October  8,  1861. — This  invention  consists  in  making  an  air  chamber  beneath 
the  working  chamber,  bj  which  the  comb  is  protected  from  moisture  in  damp  weather.  Also 
in  constmcting  air  spaces  around  the  several  chambers  of  the  hive,  and  providing  apertures 
and  ventilating  and  cut-off  slides,  for  the  purpese  of  maintaining  an  equable  temperature  at 
all  seasons,  securing  perfect  ventilation  and  affording  a  protection  affainst  vermin. 

Claim. — First,  the  combination  of  the  air  chamber  C,  working  chamber  B,  provided  with 
the  ventilating  and  cut-off  slides  and  apertures  ¥  mnn  g  g  j  k,  b\x  spaces  op  qr^  and  ven- 
tilator I,  all  arranged  in  the  manner  and  for  the  purposes  described. 

Second,  the  combination  with  the  working  chamber  B  of  the  ventilator  F,  which  consists 
of  an  oblong  slot  6,  perforated  plate  wi,  the  divided  slide  n  «,  the  whole'being  arranged  on 
the  front  of  the  working  chamber  B  aud  within  the  outer  casing  A,  in  the  manner  and  for 
the  purpose  described. 

Thira,  the  combination  with  the  working  chamber  B  and  stop  pins  k  thereof  of  the  sliiles 
gy  which  are  perforated  and  have  a  notch  j  in  one  of  their  edges,  in  the  manner  and  for  the 
purpose  descnoed. 

No.  33,452.— -Charles  Richardsoit,  of  Auburn,  N.  Y.— Improved  Machine  for  Rollins 
Horse-Shoe  Iron. — Patent  dated  Octobers,  1861. — In  this  machine  the  rolls  are  constructed 
with  grooves  of  such  a  form  as  to  roll  the  bar  of  iron  into  a  shape  that  when  bent  into  the 
fonn  of  a  horse-shoe  the  inner  side  of  the  same  shall  be  convex.  The  rolls  are  also  provided 
with  creasers  for  creasing  the  iron,  and  with  pointers  for  marking  the  length  of  eacn  blank. 

Claim.^So  shaping  the  grooves  in  the  rolls  as  to  roll  out  a  bar  of  the  form  in  cross  section, 
as  that  shown  in  Fig.  5,  and  filling  out  the  slack  comer  between  the  points  2  3  by  the  at^cr 
creasing  of  said  bar,  for  the  purpose  and  in  the  manner  set  forth. 

No.  33,453.— Henry  E.  Richards,  of  Newark,  N.  J. —Improvement  in  Coffee- Roasters.— 
Patent  dated  October  8,  1861. — This  invention  consists  in  the  use  of  a  metallic  retort  heated 
by  a  fuiTittce  beneath,  the  flame  passing  entirely  round  it  at  the  sides.  A  perforated  cylinder 
containing  the  coffee  revolves  in  this  retort,  the  perforations  bein^  made  with  buns  inside  so 
as  to  catch  and  cause  the  coffee  to  partially  revolve  with  It.  A  pipe  leads  from  the  top  of  the 
retort  outside  to  the  bottom ;  from  this  pipe  extends  another  pipe  leading  to  the  chimney  in 
which  is  a  damper,  which  is  opened  durmg  the  first  stage  of  roasting  so  as  to  allow  the  dele- 
terious gases  to  pass  off,  but  is  shut  when  the  aroma  is  given  off  from  the  coffee.  This  aroma 
enters  tne  pipe  and  is  led  to  the  bottom  of  the  retort  for  the  purpose  of  impregnating  the 
coffee. 

Claim. — First,  the  combination  and  use  of  the  pipe  X  and  the  retort  D,  substantially  in 
the  manner  and  for  the  purposes  described. 

Second,  the  combination  of  the  canister  E,  retort  D,  and  pipe  X,  substantially  in  the  man- 
ner and  for  the  purposes  described. 

No.  33,454.— Daniel  Sheets  and  John  B.  Pressey,  of  Buffalo,  N.  Y.— Improvement 
in  Mining  Picks. — Patent  dated  October  8,  1861. — This  invention  consists  in  the  use  of  a 
removal.  J  f*liank  as  a  means  of  fastening  the  pick-biodo  to  its  handle,  so  constructed  that  it 
may  pass  through  the  eye  of  the  pick-blade  and  be  securely  held  therein  by  its  lar^r  end, 
while  its  smaller  end  shall  ptiss  into  the  pick  handle  and  be  keyed  or  •ther\vise  tastened 
thereto. 

Claim. — First,  the  removable  shank  B,  as  a  means  of  connecting  and  fastening  the  pick- 
blade  to  :\s  handle,  substantially  as  described. 

Second,  the  combination  of  the  removable  shank  B  with  the  pick-blade  A,  socket  D,  and 
key  C,  for  the  purposes  set  forth.  ^ 

No.  33,455.— Thaddeus  Selleck  and  Willum  H.  Butler,  of  Greenwich,  Corm.— Im- 
provement in  the  Construction  of  Burglar- Proof  Safes. — Patent  dated  October  8,  1861. — This 
invention  consists  in  the  use  of  the  metal  known  as  **frauklinite  iron,^'  principally  procured 
from  the  zinc  ores  of  New  Jersey,  either  alone  or  in  combination  with  other  metal  as  a  mate- 
rial for  safes,  this  metal  possessing  the  property  of  resisting  the  action  of  steel  tools  in  cut- 
ting or  abrasion. 

Claim. — ^The  employment  of  the  above-described  franklinite  or  other  similarly  constituted 
metal,  either  alone  or  in  combination  with  wrought  or  cast  iron,  iu  the  constmction  of  burglur- 
proof  safes  and  analogous  burglar-proof  structures,  substantially  as  and  for  the  purposes 
specified. 

No.  33,456. — Alva  WoR  DEN,  of  Ypsilanti.Mich. — Improvement  in  Instruments  for  Stretch- 
ing Elastic-top  Gaiters. — ^Patent  dated  October  8,  1861. — This  invention  consists  in  the  em- 
ployment of  two  lips  or  flanges,  one  of  which  is  attached  to  a  cross  bar  that  elides  on  a 
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j:otcbe(l  frame  and  is  provided  with  spring:  pawla,  so  that  when  the  gaiter  is  stretched  by  the 
lips  the  pawls  hold  it  in  position  until  reloiised. 

Claim. — The  gaiter-stretcher,  constructed,  applied,  and  operated  as  described. 

No.  33,457. — John  Thomas  Way,  of  Middlesex  county,  England. — Improvement  in  Ob- 
tiiirJttg  Lis(ht  by  Electricity. — Patent  dated  October  H,  JHOl. — Patented  in  England  April  23, 
lbo7. — This  invention  consists  first,  in  the  use,  for  one  of  the  electrodes,  of  a  stream  of 
mercury  or  other  suitable  conducting  material  capable  of  flowing,  in  combination  with  ap- 
purarus  for  regulatiug  the  distance  apart  of  two  electroiles,  such  material  being  caused  to 
t!ow  through  an  orifice  upon  the  surface  of  the  conducting  material  which  constitutes  the 
second  electrode,  and  the  said  orifice  and  the  second  electrode  being  so  adjusted  relatively  to 
e^icli  oJher  that  the  surface  of  the  second  elec'trode  is  situated  at  a  point  where  the  separation 
of  the  panicles  of  the  stream  coumieuces.  Secondly,  in  the  use  for  the  second  electrode,  in 
combination  with  the  flowing  electrode,  of  a  small  overflowing  cup  or  regulated  surface  of 
mercury  or  other  suitable  material  similar  to  that  of  which  the  flowing  electrode  is  composed. 

Claim. — The  erftployment,  in  obtaining  light  by  electricity,  of  two  flowing  electrodes,  sub- 
stantially as  specifled. 

No.  3.3,458.— John  Thomas  Way,  of  Middlesex  county,  England. — Improrsment  in  Ob- 
taining Light  by  Electricity. — Patent  dated  October  8,  l^ill. — Patented  in  England  May  4, 
isr>7. — This  invention  consists  in  the  substitution,  for  fixed  electrodes  of  carbon  or  other  ma- 
terial, of  two  flowing  electrodes,  such  as  two  streams  of  mercury,  one  connected  with  each 
pole  of  the  battery  and  issuing  in  two  jets,  such  streams  meeting  each  other  at  a  point  where 
the  separation  of  the  particles  of  either  or  both  streams  commences. 

Claim, — The  use  of  a  flowing  electrode  of  mercury  or  other  suitable  conducting  material, 
in  combination  with  apparatus  for  regulating  the  distance  apart  of  the  two  electrodes,  sub- 
stantially as  described. 

Also,  the  combination  of  an  overflowing  cup  or  regulated  surface  of  mercnrv,  as  a  second 
electrode,  with  a  flowing  electrode  of  mercury  in  apparatus  for  obtaining  light l)y  electricity, 
substantially  as  and  for  the  purpose  set  forth. 

No.  33,459.— Maxamilian  Wappich,  of  Sacramento,  Cai.— Improved  Marine  Propeller. — 
Patent  dated  October  8,  1861. — This  invention  consists  in  placing  a  propeller  shaft  on  each 
side  of  the  vessel,  and  in  attaching  thereto  two  or  more  propellers,  the  edge  or  periphery  of 
which  will  bo  in  the  lino  of  a  cone  directed  from  the  front  to  the  rear  end  of  the  shaft. 

Claim. — Placing  propeller  shafts  on  each  side  of  the  vessel  between  the  greatest  width  or 
beam  and  the  rudder  post,  the  shafts  being  supported  by  bearings  from  the  stem,  and  having 
propellers  whose  blades  increase  in  diameter  from  the  front  backwards,  all  as  herein  set  forth. 

No.  33,400.— Nelson  Van  Deventer,  of  New  Albany,  Jnd.—Improtemtnt  in  Current 
Excarators. — Patent  dated  October  8,  IbOI. — The  excavator  consists  of  a  series  of  serrated 
metal  discs,  the  teeth  of  which  are  turned  alternately  in  opposite  directions.  The  discs  are 
placed  upon  a  shaft  with  their  teeth  in  parallel  positions,  and  kept  at  a  suitable  distance  apart 
by  rings,  bv  which  means  the  earth  is  thoroughly  acted  upon  so  as  to  be  carried  off  by  the 
current.  The  excavator  is  supported  in  a  frame  pivoted  to  the  stem  of  a  steamboat,  and  is 
connected  with  a  hoisting  apparatus  by  which  it  is  elevated  when  necessary. 

Claim. — The  combination  of  the  rotary  shaft/',  discs/,  with  teeth  set  obliquely,  and  rings 
i,  securing  the  said  discs  at  a  proper  distance  apart,  the  whole  being  constructed  and  ar-, 
langed  as  herein  shown  and  described,  and  opetating  in  connexion  with  the  steamboat  A. 
pivoted  frames  c  </,  and  hoisting  apparatus  bsep/m  the  manner  and  for  the  purpose  set  forth. 

No.  33,401.— Henry  W.  Chace,  of  Fall  River,  Mass.,  assignor  to  M.  R.  Chace,  of  the 
same  place. — Improved  Curtain  Fixture, — Patent  dated  October  8,  1801. — This  invention 
consists  in  the  use  of  a  bracket  to  be  applied  to  a  bedstead  to  support  the  rods  of  a  curtain 
or  flounce,  instead  of  tacking  the  flounce  to  the  bedstead,  as  is  usually  done. 

Claim. — A  bracket  or  curtain  rod  supporter  constructed  substantially  in  manner  as  set 
forth,  as  a  new  article  of  manufacture  not  heretofore  known. 

No.  33,402.- Moses  G.  Crane,  of  Roxbury,  Mass.,  assignor  to  Edward  G.  Rogers,  of 
Ilollihton,  Mass. — Improvement  in  Tower  Clocks. — Patent  dated  October  8,  IbOl. — This  in- 
vention consists  in  the  application  of  the  hour  and  inteniiediato  wheels  so  as  to  move  loosely 
on  the  winding  arbor,  and  to  so  connect  the  intenuediate  and  hour  wheels  that  the  former 
may  be  readily  thrown  out  of  engageuient  with  the  latter,  so  as  to  allow  the  intermediate 
wheel  to  be'  easily  revolved  in  either  direction  for  the  puri)08e  of  setting  the  hands  of  the 
clock.  The  sprocket  or  chain  wheel  is  arranfjed  directly  upon  the  hour-hand  shaft  so  as,  in 
connexion  with  the  guiding  pulley,  to  direct  liie  chain  properly  on  the  u  heel. 

Claim. — The  above-described  application  of  the  hour  and  intermediate  whi'els  to  the  wind- 
ing arbor  or  hour-hand  shall,  and  so  connecting  the  intermediate  Avheel  with  the  hour  wheel 
that  the  former  may  be  readily  dij^t-onnected  from  the  latter,  so  as  to  allow  the  said  interme- 
diate wheel  to  be  turned  either  forwaid  or  backward  for  the  purpose  of  sotting  or  adjusting 
the  hands  of  the  clock,  the  whole  being  substantially  as  set  fonh. 
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Also,  the  application  of  the  sprocket  or  chain  wheel  directly  to  the  hour-wheel  shaft,  in 
combination  with  the  application  or  arrangement  of  the  guide  pulley  as  described,  the  whole 
being  substantially  as  set  forth. 

No.  33,463.--SxVMUEL  H.  Drennon,  of  New  York,  N.  Y.,  assignor  to  L.  A.  Carmer,  of 
the  same  place. — Improved  Heads  for  Double  Seaming. — Patent  dated  Octol)er8, 18G1. — This 
invention  consists  in  so  constiiicting  the  head  used  for  double  seaming  that  it  may  bo  separate 
from  the  stake  or  teest  upon  which  it  is  to  be  secured  for  use,  and  may  bo  capable  of  being 
fastened  to  or  removed  from  the  stake  at  pleasure,  so  that  after  the  stake  body  is  once  made 
to  fit  with  the  head,  as  many  of  the  latter  as  are  desired,  with  such  differeilt  ** sweeps"  as  are 
needed,  may  be  employed  with  it;  thus  affording  the  workman  as  many  various  configura- 
tions of  the  face  of  the  head  as  may  be  required,  while  but  one  stoke  body  is  necessary. 

Claim, — The  combination  of  a  separate  adjustable  head,  substantially  as  described,  with  a 
mandrel  or  stake  for  double  seaming  or  other  purpose. 

No.  33,4G4.— Br.\dley  W.  Franklin,  of  New  York,  N.  Y.,  assignor  to  the  American 
Hard  Rudder  Company,  of  the  same  place. — Improvement  in  Vulcanizing  Caoutdwuc, — 
Patent  dated  October  8,  1861. — The  nature  of  this  invei^tion  is  explained  by  the  claim. 

Claim. — ^The  employment  of  a  bath  of  wax,  or  equivalent  substance,  as  a  medium  for  ap- 
plying the  vulcanizing  heat  to  the  vulcAuizlng  compounds  of  India-rubber  and  other  vulcan- 
izable  giuns,  substantially  as  and  for  the  purpose  specified. 

No.  33,465.— Wm.  P.  Hunt  and  I.  D.  Spaulding,  of  Boston,  Mass.,  assignor  to  Wm. 
P.  Hunt,  of  the  same  place. — Improvement  in  Ship-Steeren. — Patent  dated  October  8, 1861. — 
Jwo  nuts  fitted  with  screws,  one  having  a  right-nanded  and  the  other  a  left-handed  thread, 
move  in  opposite  directions  on  a  shaft  having  corresponding  screw-threads  cut  thereon;  the 
shaft  is  connected  to  the  hand-wheel,  and  the  rudder-head  is  caused  to  be  turned  in  a  direction 
corresponding  to  the  motion  of  said  hand-wheel.  The  whole  screw-frame  is  made  to  yield 
in  the  direction  of  anv  torsional  strains  by  means  of  rubber  or  other  springs  fitted  to  each 
end  of  the  stands.  Toe  rudder-head  is  made  in  two  parts,  and  is  fitted  to  the  upper  end  of 
the  rudder  so  as  to  leave  a  space  for  a  strip  of  rubber,  and  by  means  of  flanches  and  a  bolt 
the  rubber  is  suitably  compressed,  so  as  to  allow  of  a  slight  movement  of  tlie  rudder  within 
the  head  in  case  of  severe  strain. 

Claim. — First,  forming  the  connexion  between  the  traversing  nut  D  and  the  rudder-head, 
by  means  of  the  spherically  headed  studs  H  and  the  sliding  socket-blocks  I,  or  in  any  com- 
bination of  parts  substantially  equivalent  to  a  universal  joint,  the  said  studs  and  blocks  being 
con^structed  and  aiTanged  to  operate  substantially  in  the  manner  and  for  the  purposes  herein 
set  forth. 

Second,  the  arrangement  of  the  springs  L  with  reference  to  and  in  combination  with  the 
stands  E,  said  stands  being  rigidly  connected  to  each  other,  and  supporting  the  screw  sub- 
stantially as  described. 

Third,  clamping  the  elastic  medium  P  within  the  rudder-head,  said  head  being  constructed 
substantially  as  described  for  the  purpose  set  forth. 

No.  33,466. — Peter  Prescott,  of  Booneville,  N.  Y.,  assignor  to  Himself  and  C.  H. 
Post,  of  the  same  place. — Improvement  in  Machinery  for  Turning  Broom  Handles. — ^Patent 
dated  October  8,  1861. — A  stick  of  wood  of  the  proper  length  is  placed  on  the  guide-table 
and  pushed  endwise  between  rollers  and  up  to  the  rotating  cutters,  which  round  tlie  stick  as 
it  is  fed  through  tlie  hollow  spindle.  The  cutter-blocks  are  separated  at  first  as  far  as  they 
can  be,  and,  as  the  work  progresses,  gradually  approach  each  other  by  the  opera cion  of  pins 
en  a  collar  and  a  lever  that  works  at  one  end  in  a  groove  on  a  large  wheel,  whih  the  other 
end  plays  in  a  groove  in  the  said  collar  provided  with  pins.  At  the  same  time  the  cutters  are 
rounding  the  handle  they  bring  it  to  the  required  taper. 

Claim. — ^7  he  arrangement  of  the  pins  t,  perforated  flange  H',  and  sliding  collar  H,  with 
the  slbttcd  circular  plate  G2,  pivoted  knife-blocks  k  k^  and  pivotcfd  cutter-carrier  »t,  as  shown 
and  described. 

No.  33,467. — Enoch  Rodinson,  of  Raj-nham,  Mass.,  assignor  to  Old  Colony  Iron 
Company,  Mass. — Improved  Machine  for  Bending  Wood.— Patent  dated  October  H,  1861. — 
This  invention  consists  in  combining  with  the  former,  or  mould  for  l"bmiing  the  article,  two 
spring  supporters  or  compressers,  the  latter  being  arranged,  with  respect  to  the  beJ-plate,  the 
siidin^'-carriage,  and  the  former,  so  as  to  press  with  sufficient  force  upon  the  wood  near  the 
parts  which  are  to  be  bent,  to  prevent  the  separation  of  the  fibres  of  the  stick  while  being  bent 
into  the  form  desired. 

C/aim.— The  combination  of  the  mould  or  former  P  P',  the  spring  supporters  or  com- 
presses M  M',  with  the  bed-plate  and  the  sliding  frame  K,  the  whole  being  constructed, 
arranged,  and  made  to  operate  together  in  manner  and  by  means  bubstantially  as  set  forth. 

No.  33,46^?.— JosnPH  Short,  2d,  of  New  York,  N.  Y.,  assignor  to  Peter  W.  Neefus 
and  H.  K.  Conkun,  of  the  same  place. — Improvement  in  Knapsack,  Overcoat,  and  Tent, — 
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Patent  dated  October  8,  1861.— The  nature  and  object  of  this  inveiilion  will  be  understood 
from  the  claim  and  engraving. 

Claim. — The  formation  of  a  water-proof  overcoat,  substantiallv  as  described,  so  that  it 
may  be  easilj  and  readily  transformed  into  a  cavalry  roll,  or  a  full  and  complete  knapsack 
with  haversack  combined,  or  a  water-proof  tent,  for  the  several  purposes  set  forth. 

No.  33,469.— James  H.  Doughty,. of  Adamsville,  O.'—Improtement  in  CAi«m».— Patent 
dated  October  8,  1861. — Within  the  body  of  the  chum  is  a  short  inner  cylinder  secured  to  a 
disc,  which  is  attached  to  the  bottom  of  the  chum  and  provided  with  a  number  of  radial 
channels  on  its  upper  surface.  Witliin  this  cylinder  works  a  piston  provided  with  two  larjre 
apertures,  guarded  by  valves  opening  downward,  by  the  optnation  of  wliich  the  cream  is 
forced  radially  through  the  contracted  channels,  so  as  to  break  the  globules  and  liberate  the 
oily  matter. 

Claim, — The  combination  of  the  barrel  A,  short  submerged  inner  cylinder  G,  piston  K, 
valve-guarded  apertures  A/,  and  radial  channels  d,  the  whole  being  constmcted  and  arranged 
83  herein  shown  and  described,  and  operating  in  the  manner  and  for  the  purpose  explaii^d. 

No.  33,470. — David  Ahl,  of  N^wville,  Pa. — hnprovement  in  Surgical  Splints. — ^Patent 
dated  October  15,  1861. — This  invention  consists  in  saturating  cloth  or  felt,  or  other  suitable 
material,  with  a  solution  of  shellac  in  alcohol  and  then  drying  it,  after  which  it  is  immersed 
in  boilmg  water  and  moulded  upon  a  limb  or  model,  so  as  to  conform  to  the  part  to  which  it 
is  to  be  applied.    The  splint  may  be  perforated  to  provide  for  suppuration. 

Claim. — Making  a  surgical  splint  of  a  material  which  is  plastic  and  flexible  when  hot» 
and  flexible  when  cold  or  dry,  that  its  shape  may  be  formed  or  modified,  at  the  will  of  the 
surgeon,  to  fit  the  member  or  part  to  which  it  is  to  be  applied,  and  which  will  be  sufficiently- 
firm  without  being  rigid  and  painful  to  the  wound  or  fracture. 

No.  33,471.— Thomas  K.  Anderson,  of  Addison,  N.  Y.— Improvement  in  Oil-Cans. — 
Patent  dated  October  15,  1861. — This  invention  consists  in  attaching  to  the  inner  side  of  the 
can  an  air-tube,  which  extends  from  a  point  near  the  nozzle  to  the  centre  of  the  bottom  of  the 
can,  so  that  when  the  can  is  held  by  tne  handle,  with  its  nozzle  inclining  downward,  a  suf- 
ficient quantity  of  air  will  enter  the  can  to  admit  of  the  flo>v  of  oil,  and  wLcn  Ij  Lug  upon 
its  side  the  oil  is  prevented  from  escaping. 

Claim. — ^I'he  air-tube  C,  when  applied  to  the  can  or  filler,  substantially  as  sliowu  and  de- 
scribed, to  admit  of  the  escape  of  the  contents  of  the  can  by  a  proper  manipulation  of  the 
latter,  and  at  the  same  time  prevent  a  waste  or  casual  discharge  by  tne  upsetting  of  the  can 
or  from  other  causes,  as  set  forth. 

No.  33,472.— T>  G.  Bancroft,  of  Worcester,  Mass. — Improvement  in  Umbrellas  and 
Parasols.— Vfiient  dated  October  15,  1861. — ^The  object  of  this  i.ivention  is  to  ^  bta  u  a  ready 
means  for  attaching  and  detaching  the  cover  of  an  umbrella  fiom  its  frame,  fur  the  pmpose 
of  cleansing  the  cover,  or  replacing  it  by  a  new  one.  To  the  upper  tud  of  the  stick  or  handle 
is  attached  an  extension  tip  provided  with  a  screw-thread  at  one  did,  to  admit  of  its  being 
moved  up  and  down  upon  the  stick ;  a  flang^  collar  admits  of  the  fiu,aie  being  readily  turned. 
To  the  lower  end  of  the  covering,  at  proper  intervals,  are  secured  socket-tips,,  which  fit  upon 
the  ends  of  the  bows  or  ribs  of  the  frame.  Upon  attaching  the  covering  to  the  flanged  collar 
and  inserting  the  ends  of  the  bows  in  the  socket-tips,  the  cov<  ing  is  properlv  st!*  ched  by 
screwing  up  the  extension-tip  upon  the  rod. 

Claim. — The  flanp^d  collar  ft,  extension-tip  B,  screw-rod  a,  cover  H,  and  socket-tips  F  F, 
or  their  equivalent,  m  combination  with  the  frame  of  an  umbre  -i  or  parasol,  >\  'tei  tranged 
and  operating  in  the  manner  and  for  the  purposes  substantiallv   vS  described. 

No.  33,473.— Olney  Bolster,  of  Worcester,  Mass.— /mpror  .( Stall  for  An  al-  -Patent 
dated  October  15,  1861. — ^The  floor  of  the  stall  is  constmcted  cf  a  series  of  i<ngi.udinallv 
placed  pieces  of  timber,  the  upper  edges  of  which  are  bevelled.  Upon  this  flooring  is  placed, 
first  a  layer  of  straw  or  fine  brush,  and  then  a  layer  of  spent  itm  or  sawdust.  At  the  rear 
end  of  the  stall  is  a  stop-piece,  for  the  purpose  of  preventing  the  bedding  from  escaping  and 
for  keeping  the  animal  in  the  stall. 

Claim. — The  combination  and  arrangement  of  the  bevelled  floor  timber  and  the  stop  D, 
when  constructed  in  the  manner  and  for  the  purposes  substaniiuily  as  set  forth  and  described. 

No.  33,474.— John  Carton,  of  Utica,  N.  Y. ^Improvement  in  Parlor-Heaters.'-^P&tent 
dated  October  15,  1861. — This  invention  consists  in  so  forming  the  cap  or  top  of  the  fire-pot 
that  a  number  of  concentric  metallic  cylinders  may  be  p I acctl  thereon,  and  be  so  connected 
with  the  fire,  the  outer  air,  and  with  one  another,  that  the  smoke  and  heat  and  inflamed  gases 
may  ascend  in  some  of  the  said  cylinders  and  cold  air  in  others,  and  the  smoke  be  m^e  to 
pass  up  the  chimney,  while  the  cold  air  becomes  heated  in  its  passage  between  such  cylinders 
and  pusses  into  the  room,  or  may  be  conveyed  into  other  roum    by  means  of  \  .pes. 

Claim. — The  cap  L,  with  the  neck  G',  and  the  rings  E'  and  F',  and  the  openmgs  H  H, 
and  the  passages  J  J,  constmcted  and  operating  substantially  as  described. 
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No.  33,475.— Benjamin  S.  Church,  of  New  York,  N.  Y, ^Improvement  in  WaUr  Mettrs.-^ 
Patent  dated  October  15,  1861. — ^This  invention  consists  in  orrang^ine  within  a  cylindrical 
case  two  plungers  fitted  to  work,  one  within  and  independent  of  the  ouier,  in  such  a  manner 
as  to  leave  a  passage  for  the  water  to  flow  in  and  out  of  the  meter  in  all  positions  of  the 
plungers,  and  to  prevent  any  water  from  passing  through  the  meter  without  being  measured. 

Claim. — First,  the  combination  of  the  two  plungers  E  D,  fitted  to  work  one  within  and 
independent  of  the  other,  the  outer  plunger  acting  as  a  cylinder  into  which  the  water 
passes  to  actuate  the  first,  and  to  be  measured,  with  the  compartments  B  B'  B",  passages  1 1 
and//,  arranged  and  operating  substantially  in  the  manner  described. 

Second,  the  latches  m  m,  in  combination  with  the  plunger  D,  flanges  a  a,  and  tappets  Ac  At, 
when  ananged  and  operating  in  the  manner  and  for  the  purposes  described. 

No.  33,476.— Charles  Claude,  of  Newark,  N.  J,— Improved  LocAf.— Patent  dated  Oc- 
tober 15, 1861. — This  invention  consists  of  a  key  having  a  stationary  groove  on  the  periphery 
opposite  the  bit,  and  a  revolving  grooved  sleeve  also  on  the  periphery,  and  used  in  coouexiou 
with  locking-plates,  which  lock  into  and  hold  a  thimble  in  its  place;  also  a  key-plate  and 
locking  bolts,  which  lock  and  hold  the  keyhole  or  stop-plate  and  thimble  in  their  positions 
until  they  are  removed  by  the  key.  The  device  is  designed  to  be  attached  to  the  face  or  side 
plate  of  any  known  form  of  loclts. 

Clabn. — First,  the  combination  of  stop-plate  G,  with  lock-bolt  H  and  spring  L 

Becoud,  the  thimble  F,  in  combination  with  the  lock-bolt  J  and  spring  1. 

Third,  the  key  N,  in  combination  with  the  lock,  as  described. 

No.  33,477.— William  Craio,  of  Binghamton,  N.  Y,— Improved  Cut-off  for  Oscillating 
Engines. — Patent  dated  October  15,  1861. — This  invention  consists  in  the  use  of  a  cut-oS 
valve  applied  to  oscillate  on  the  stem  of,  and  in  contact  with,  the  back  of  an  independently 
oscillating  slide  valve  within  one  of  the  trunnions  of  the  engine.  The  cut-off  valve  is  fur- 
nished on  its  back  with  two  projections,  which  strike  against  an  adjustable  arc-piece  or  double 
stop  wheu  such  stop  is  moved  into  their  path  by  means  of  a  governor  or  other  device,  so  as 
to  cut  off  the  steam  at  the  desired  point. 

Claim. — ^The  cut-off  K,  applied  to  oscillate  pn  the  stem  of  and  in  contact  with  the  base  of 
an  independently  oscillating  slide  valve  within  one  of  the  trunnions  of  an  oscillating  steam 
engine,  in  combmation  with  the  adjustable  arc-piece  or  double  stop  m,  also  appliod  within 
ihe  tiimnion,  but  movable  or  adjustable,  uuder  the  control  of  a  governor  or  other  device,  on 
the  exterior  thereof,  the  whole  operating  substantially  as  set  forth. 

No.  33,478.— George  G.  Crose,  of  Schoolcraft,  'MXch.—Improved  Device  for  Marking 
Corn  Furrows. — ^Patent  dated  October  15, 1861. — This  invention  consists  of  a  wooden  frame, 
resembling  a  sled,  provided  with  runners ;  the  main  body  has  hinged  to  each  side  a  second 
iinme  and  niuner,  and  still  another  frame  with  its  runner  is  hinged  on  the  outside  of  each  of 
ihe  Hccuud  frames,  by  which  means  a  number  of  furrows  may  be  marked  at  the  same  time ; 
and  the  machine  may  be  folded  so  as  to  admit  of  its  passing  tmough  a  narrow  opening. 

Claim. — The  arrangement  with  the  runners  a  a,  and  ties  b,  of  the  hinged  planks  QCWD'y 
and  runners  £  £  g.g^  as  shown  and  described,  so  that  two,  tl^ree,  four,  five,  or  six  fun'ows 
may  be  made  as  desired,  all  as  set  forth. 

No.  33,479.— Matthew  De  La  Montanta,  of  San  Franciscof  Cal.— /wi^rarcrf  Black- 
smithes  Portable  Forge. — Patent  dated  October  15,  186J. — This  invention  consists  in  supply- 
ing a  constant  current  of  air  to  the  fire  through  the  tubes  of  the  tuyere  by  means  of  a  double- 
nrriug  blowing  cylinder  in  connexion  with  a  closed  air  chamber.  The  blast  is  introduced 
i)  <.)  the  ash  box  nt  some  distance  above  the  bottom,  fo  that  the  box  catcher;  any  nslie.s  that 
hiuy  fall  through  the  no/zle  of  the  tuvere,  wht  le  tbc^y  roinaiu  out  of  the  intluenoo  of  the  blast. 

f  laim. — First,  the  application  of  the  double-acting  blowing  cylinder  to  portable  Ibrgcs. 

JSccond,  the  closed  chamber  O  occupymg  the  main  hotly  of  the  forge,  and  employed  to 
equalize  the  blast  between  the  cylinder  D  and  tuyere  P,  as  explained. 

No.  33,480.— John  Gattlt,  of  Boston,  Mass. — Improvement  in  Vault  Li^A^s. —Patent 
dated  October  15,  1861. — ^This  invention  consists  in  securing  a  prismatic  glass  cone  which  is 
concave  on  its  upper  surface  in  a  metallic  rim,  which  rim  is  secured  to  the  under  side  of  the 
metallic  cover  by  screws  and  nuts,  or  by  an  ordinary  hinge  and  catch  on  the  opposite  side. 

Claim. — First,  placing  an  adjustable  glass  below  a  vault  cover,  and  detached  therefrom, 
for  the  transmission  of  light. 

Second,  the  combination  of  a  perforated  metallic  vault  cover,  with  a  glass  beneath  it,  so 
arranged  that  the  latter  may  be  attached  or  removed  in  whole  or  in  part  at  will. 

Ko.  33,481.— J.  P.  Gillespie,  of  New  Albany,  lud.— Improvement  in  Metallic  Cart- 
ridaes. — Patent  dated  October  15,  1861. — This  invention  consists  in  providing  within  the 
ca.tud^e  ease  small  points  or  pins  which  serve  the  purpose  of  a  screw  thread  to  uold  the  ball 
finiily  m  place  wheu  inserted  in  the  case. 

Claim. — The  cartridge  case  provided  with  points  or  pins  x  x  near  its  mouth,  for  forming  a 
thread  upon  the  bail,  and  retaining  it  in  its  position,  substantially  as  set  forth. 
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No.  33,48^.— P.  GiRAiTD,  of  New  York,  N.  Y. -^Improvement  in  the  Mode  of  Preserving 
Butttr, — Pfttent  dated  October  15,  1861. — This  invention  consists  in  the  use  of  the  intestines 
of  beef  cattle,  which  are  rendered  pure  and  odorless.  The  bntter  is  forced  in  and  separated 
into  such  quantities  as  may  be  desired  for  us©  by  tying  the  intestine  at  several  points,  when 
it  18  placed  in  a  receptacle  containing:  brine. 

Claim. — Preserving  butter  by  means  of  the  sacks  and  brine  in  casks,  as  set  forth. 

No.  33, 4^^.— Michael  Greenebaum,  of  Chicajro,  JW.—rmprovement  in  Heating  Ap- 
paratus. — Patent  dated  October  15,  1861. — This  invention  consists  in  arranging  a  numoer  of 
cylinders  around  a  fire-pot,  so  that,  the  cylinders  beine  filled  with  water  and  heated,  a  circu- 
lation is  given  to  the  water  upward  through  the  cylinders,  and  downward  through  a  number 
of  pipes  connecting  the  top  and  bottom  of  the  cylinders.  The  apparatas  is  enclosed  within  a 
casing  forming  an  air  chamber  into  which  cold  air  is  admitted,  and  becomes  heated  by  means 
of  the  cylinders  and  pipes  containing  the  hot  water. 

C/aim.— First,  the  arrangement  relatively  to  the  stack  6,  and  fire-CTate  5,  (of  a  heater  «,) 
of  the  cylinder  d  dm,  cylinder  a,  flues  c  c,  and  circulation  pipes  //,  the  whole  operating  con- 
junctivelv,  substantially  in  the  manner  and  tor  the  purpose  aescribed. 

Second,  the  combination  of  the  devices  I  g  h  and  i  with  a  heater  n,  constructed  substan- 
tially as  described,  and  combining  the  cylinders  d  and  a,  flues  c  c,  and  circulation  pipes  //, 
as  described,  for  the  purpose  set  forth. 

Third,  the  combination  and  arrangement  of  the  grate  5,  stack  ft,  transverse  pipe  f ,  and  cyl- 
inders d  a,  flues  c  c,  circulation  pipes  //,  and  devices  I  g  h  andj,  in  the  manner  and  for  the 
purposes  described. 

No.  33,484.— D.  M.  GUNN  and  C.  L.  Cain,  of  Oskaloosa,  Tovta.— Improvement  in  Bee- 
hives.— Patent  dated  October  15,  1861. — ^This  invention  consists  in  the  arrangement  of  slides 
in  connexion  with  guard-wires  placed  between  the  upper  and  lower  compartments,  and 
removable  covers  upon  each  compartment,  so  that  the  b^  may  be  confined  in  either  part  of 
tho  hive,  and  the  contents  of  either  part  may  be  rendered  easily  accessible  for  inspection  or 
the  removal  of  the  honey.  In  connexion  with  two  of  the  slides,  which  are  partially  perforated, 
are  ventilators,  which  admit  of  a  free  circulation  of  air  while  the  light  is  excluded. 

Claim. — First,  the  combination  and  arrangement  of  the  slides  D  E  G  I,  with  the  ^nard- 
wires  o  q^  and  the  removable  covers  H  M,  substantially  as  shown,  for  the  purpose  of  con- 
fining the  bees  in  either  part  C  J  of  tho  hive,  and  rendering  the  contents  of  either  part  acces- 
sible, as  set  forth. 

Second,  the  combination  of  the  partially  perforated  slides  V>  E,  with  the  dark  ventilators  K 
and  t,  in  the  hive,  constructod  and  arranged  substantially  as  and  for  the  purpose  specified. 

No.  33,485. — J.  A.  F.  Lair,  of  Paris,  France. — Process  of  Reducing  Copies  of  En- 
gravingSf  Sfc. — Patent  dated  October  15,  1861. — The  nature  of  this  invention  is  explained  by 
the  claim. 

Claim. — Producing  reduced  copies  of  engravings  or  other  objects  by  first  making  moulds 
of  the  object  in  gelatine  or  other  equivalent  substance,  then  contracting  the  said  moulds  by 
immersion  in  chemical  baths,  or  otherwise,  and  finally  electrotyping  the  contracted  mould.**, 
substantially  as  sot  forth. 

No.  3.3,486.— W.  M.^EE,  of  Rosindale,  'Win.— Improvement  in  BccAJws.— Patent  dated 
October  15,  1861. — The  hive  is  divided  into  two  parts,  but  without  a  partition,  in  both  pans 
of  which  the  queen  will  deposit  her  egffs  so  that  tho  opening  of  the  hive  will  leave  a  broa J 
comb  in  each  part.  At  the  lower  part  ot  the  hive  are  two  miller  traps,  provided  at  their  ends 
with  retreating  entrances,  so  as  to  lead  the  millers  into  the  trap,  but  prevent  their  egress.  A 
screen  is  placed  in  the  sliding  board  which  forms  tho  top  of  tho  trap  to  admit  air  into  the  hive 
when  tho  boards  are  closed  at  night. 

Claim. — First,  dividmg  tho  hivo  rack  vertically  through  the  centre,  without  a  partition,  in 
such  manner  as  equally,  or  nearly  equally,  to  divide  the  brood  comb,  the  bees  and  honey, 
substantially  as  set  forth. 

Second,  the  peculiar  construction  and  arrangement  of  moth  trap,  with  slides  for  closing  the 
hive  at  night,  and  ventilating  screen,  substantially  as  set  forth. 

Third,  the  honey  boxes,  provided  with  screens  operated  by  springs  on  the  bottom,  substan- 
tially as  set  forth. 

Fourth,  the  arrangomont  of  the  removable  strip,  dovetailed  into  the  front,  for  ihe  purpose 
of  holding  the  two  parts  of  the  hive,  and  for  the  bees  to  alight  upon,  as  set  forth. 

No.  33,487.— Leonard  ^Luish,  of  Burlington,  Vt-^Improvement  in  the  Construction  of 
Screws. — Patent  dated  October  15,  1861. — This  invention  consists  in  splitting  the  screw  iu 
one  or  more  places  in  a  line  parallel  to  its  length,  and  then  arching  the  split  portion,  ho  that 
when  infcerted  in  a  matrix,  it  is  compressed  until  tho  flexure  of  its  arched  sides  is  overcome, 
the  elastic  reaction  ot  the  bent  metal  acting  like  a  wedge  to  hold  the  scrsw  firmly  in  its  place. 

Claim. — The  method  before  described  of  increasing  the  adhesion  between  a  sci^w  and  its 
matrix,  by  splitting  the  sciow  and  forming  the  split  x>oriiou  into  an  elastic  arch,  substantioiij 
in  the  manner  and  for  tb^  purposes  sot  forth. 
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No.  33,488.— W.  N.  Martin,  of  Providence,  R.  1,— Improved  Sash  Holder  and  Fastener,^ 
Patent  dated  October  15,  1861. — ^This  invention  consists  in  the  arrangement  of  two  an^lar 
band'levers  enclosed  in  a  box  and  pivoted  together,  so  that  their  tooth-shaped  ends  will  be 
forced  outwards  by  a  spring  to  engage  with  a  rack-bar  secured  to  the  window-frame. 

67a»«.— The  arrangement  of  the  levers  e/e/,  the  pivot  t,  the  springy,  and  the  casing  d  A, 
with  each  other,  and  with  the  rack-bar  ^,  in  the  manner  set  forth. 

No.  33,489. — J.  R.  Morrison,  of  East  Sprinefield,  Ohio. — fmprovement  in  Machine  for 
Cleaning  and  Renorating  Feathers. — Patent  dated  October  15,  1801. — This  invention  consists 
in  the  use  of  a  hollow  cyUndrical  case  for  the  reception  of  the  feathers.  A  hollow  tube  runs 
through  this  case  and  has  secured  to  it  hollow  wings,  into  which  steam  passes  from  the  tube, 
to  which  is  also  secured  another  tube  perforated  with  holes  and  communicating  with  the  steam 
tube  by  a  passage  provided  with  a  plug.  The  steam  tube  is  revolved  and  the  plug  removed 
so  as  to  admit  steam  to  the  feathers.  The  plug  is  afterwards  replaced,  and  the  feathers  dried 
by  the  radiation  of  heat  from  the  wings  and  pipes. 

Claim. — First,  the  employment  of  the  wings  D  D,  upon  the  shaft  B,  when  constructed  and 
used  for  the  purpose  specified. 

Second,  the  airangement  of  the  shaft  B,  the  wings  D,  and  the  perforated  pipe  E,  as  and  for 
the  ptupose  specifi^ 

Tnira,  the  combination  of  the  shaft,  the  wings,  and  the  perforated  pipe  with  the  divided  case, 
constructed  as  and  for  the  purpose  set  forth. 

No.  33,490.— J.  R.  Morrison,  of  East  Springfield,  Ohio. — Improved  Washing  Machine. — 
Patent  dated  October  15,  1861. — In  this  machine  a  corrugated  partition  extends  up  from  the 
bottom  of  the  tub,  and  over  this  partition  fit  two  corrugatixl  rubbers  which  are  attacned  to  the 
ends  of  a  spring  bow,  and  are  thus  made  to  embrace  the  partitions  between  them.  The  clothes 
are  placed  between  these  rubbers  and  the  partitions,  and  by  means  of  a  lever  the  rubbers  are 
moved  up  and  down  in  contact  with  the  clothes. 

Claim. — ^The  spring  bow  E,  constructed  as  described,  and  provided  with  the  set  screw  a, 
when  used  in  connexion  with  the  lever  F,  and  the  dividing  board  c,  the  whole  being  arranged 
to  operate  as  and  for  the  purpose  specified. 

No.  33,491.— Alexander  Ralph,  of  Centreville,  I>e\.— Improved  Foot  Scraper.— Tateiit 
dated  October  15,  1861. — The  foot  is  placed  upon  the  sjiring  end  of  the  bar  supporting  the 
scraper,  and  brought  down  so  as  to  force  the  boot  or  shoe 'over  the  scraper  along  the  bar  and 
between  the  brushes,  which  cleanses  the  sole  of  the  boot  and  also  the  sides  at  the  same  time. 
Upon  the  withdiawing  the  foot,  the  spring  forces  the  forked  bar  up,  throwing  out  the  dirt  from 
the  brushes.  When  necessary,  cleaners  composed  of  gutta-percha  or  Inoia-rubber  may  be 
substituted  for  the  brushes. 

Claim. — ^The  combination  of  the  scraper  with  the  forked  spring  bar  and  brushes,  or  gutta- 
percha or  g^um  cleaners,  substantially  as  specified. 

No.  33,492. — RCEL  Rawron,  of  Warsaw,  Jnd.— Improvement  in  Sato-Sets  and  Wrenches 
combined. — Patent  dated  October  15,  1861. — ^This  invention  consists  in  combining  a  wrench 
which  will  seize  a  nut  in  a  comer  or  narrow  place  with  a  saw-set,  the  whole  constituting  a 
new  article  of  manufacture. 

Claim. — The  described  wrench  and  saw-set,  when  combined,  as  a  new  article  of  manuflGM^ture, 
substantially  as  set  forth. 

No.  33,493. — James  Reidy,  of  Cork,  Ireland. — Improvement  in  Machines  for  Breaking 
Stone  and  other  Hard  Substances. — Patent  dated  October  15»  1861. — This  invention  consists 
iu  the  use  of  one  or  more  hammers  srtspended  on  vertical  guide  rods,  and  rising  and  falling  on 
cutters  placed  beneath.  The  hammers  are  raised  by  a  suitable  cam  or  tappet  apparatus,  and 
fall  by  their  own  gravity  on  the  stones,  the  latter  resting  on  a  cutter-box  in  which  they  are 
broken  and  driven  through  between  the  cutters  by  the  force  of  blows  from  the  hammer.  Stones 
of  a  suitable  size  are  supplied  to  the  cutter-boxes  by  feeding  rollers.  Springs  prevent  the 
cutters  from  being  struck  when  there  are  no  stones  between  them  and  the  hammers. 

Claim, — ^The  combination  of  a  hammer  or  hammers  and  the  cutters,  arranged  and  operating 
as  described,  with  reference  to  the  drawing  annexed,  for  the  breaking  of  stones  and  other  hara 
substances,  as  described. 

No.  33,494.— James  Robertson,  of  New  York,  N.Y.—/mproi»edPoreflWe  Water-Closet.— 
Patent  dated  October  15,  1861. — ^This  invention  consists  iu  the  use  of  a  pump  and  water 
reservoir  in  connexion  with  a  basin  and  foul  chamber,  provided  respectively  with  a  water  seal 
and  pan,  all  so  arranged  as  to  answer  all  the  purposes  of  a  water-closet  wluch  is  permanently 
fixed  and  supplied  with  water  under  pressure. 

Claim. — The  combination  of  the  pump  F,  water  reservoir  C,  foul  chamber  L,  provided  with 
the  basin  N,  being  provided  with  a  balance  pan  O,  and  the  pump  F,  provided  with  an  eduction 
ipe  H,  the  end  1  of  which  is  arranged  relativelv  with  the  basin  N,  and  connected  to  the  lid 
'.,  as  shown  and  all  arranged  to  form  a  new  and  portable  article  for  the  purpose  specified. 
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No.  33,495. — John  P.  Schenkl,  of  Boston,  Mass. — Improvement  in  Safety  Coneussion 
Fuses  for  Explosive  Projectiles, — Patent  dated  October  15,  1861. — This  invention  consists  in 
a  method  of  applying  the  nipple  or  percussion  cap-carrier  to  the  inner  wall  of  the  case,  so 
that  when  liberated  by  the  explosion  of  the  powder  charge  in  the  piece  it  shall  always  be  left 
perfectly  free  to  move  in  the  case,  and  when  such  projectile  shall  strike  against  any  hard  sub- 
stance the  force  of  concussion  shall  cause  the  cap  to  explode  and  fire  the  powder  contained  in 
the  projectile  or  shot. 

Claim. — Securing  the  nipple-carrier  to  one  side  of  the  inner  wall  of  the  case  by  means  of  a 
screw,  and  so  coimitersinking  the  hole  made  through  the  case  for  the  reception  of  such  screw 
aa  to  form  a  sharp  cutting  edge  whereby  the  said  screw  shall  be  cut  off  smooth  with  the  inner 
surface  of  the  case  and  the  outer  surface  of  the  nipple-carrier,  in  manner  and  under  circum- 
stances as  set  forth. 

No.  33,496. — John  F.  Leiberling,  of  Doylestown,  Ohio. — Improvement  in  Harvesters. — 
Patent  dated  October  15,  1801. — This  invention  consists  in  the  use  of  a  dropper  or  platform 
for  receiving  the  cut  grain,  hinged  so  as  to  allow  the  grain  to  slide  off,  and  is  operated  by  a 
treadle  connected  with  it  by  means  of  rods  and  levers  which  are  used  in  connexion  with  a 
cut-off,  so  as  to  prevent  the  grain  from  beinff'  deposited  on  the  dropper  while  the  latter  is  dis- 
charging its  loaa.  The  heel  of  the  cutter  beam  rests  upon,  and  is  connected  with,  a  bar 
supported  at  one  end  by  a  pivot  joint,  and  at  the  other  by  a  flexible  joint. 

Claim. — First,  the  arrangement  and  combination  of  the  treadle  F,*  rod  U,  and  elbow  lever 
V,  rod  G,  and  lever  H,  for  elevating  and  depressing  the  dropper  M,  and  cut-off  L,  thiough 
lever  I,  and  rod  K,  substantially  as  set  forth,  for  the  purposes  described. 

Second,  the  arrangement  of  tne  hinged  bars  Q  and  K,  for  supporting  the  heel  of  the  cutter 
beam,  and  for  elevating  and  depressing  the  same  and  the  reel  by  me^ns  of  lever  T,  or  other 
device,  said  hinged  bars  being  used  in  connexion  with  the  shoo  or  bar  O,  and  its  flexible 
attachments,  substantially  as  set  forth. 

Third,  the  combination  of  the  slatted  dropper  M,  the  cut-off  L,  and  the  finger  beam,  sub- 
stantially as  described. 

No.  33,497.— PlHLANDER  Shaw,  of  Boston,  'Mass.-'Improvement  in  Utilizing  the  Exhaust 
of  Caloric  Engines. — Patent  dated  October  15,  1861. — This  invention  consists  in  the  employ- 
ment of  the  exhaust  hot  air  engines  to  generate  steam  in  any  suitable  boiler,  and  also  in  an 
arrangement  of  passages  for  the  exhaust  of  a  caloric  engine  wilii  any  suitable  boiler  and  its 
furnace,  so  that  either  the  exhaust  or  fuel  consumed  in  the  furnace  imder  the  boiler  can  bo 
employed  to  ^ncrate  steam. 

Claim. — First,  so  arranging  and  applying  steam  boilers,  in  connexion  with  the  exhaust 
passages  of  hot  air  engines,  that  a  portion  of  the  caloric  contained  in  the  exhauat  of  such 
engines  shall  be  utilized  in  the  generation  of  steam,  substantially  as  specified. 

Second,  the  an-augement,  operating  substantially  as  set  forth,  of  the  exhaust  passa^  of 
a  hot  air  engine  with  a  suitable  boiler  and  its  furnace,  to  generate  steam  either  by  the  eiSaust 
from  such  engines  or  by  the  combustion  of  fuel  in  the  boiler  furnace. 

No.  33,498.— Charles  Shivers  and  Stephen  Ustick,  of  Philadelphia,  Pa.^-Improvement 
in  Chimney  Flues. — Patent  dated  October  15,  1861. — This  invention  consists  in  constructing 
clay  linings  for  forming  the  inside  of  chimney  flues,  either  in  close  sections  or  in  plates ;  the 
construction  of  the  flue  progressing  simultaneously  with  the  building  of  the  chimney. 

Claim. — Forming  the  end  tiles  A,  and  side  tiles  B,  with  rebates,  siibstantially  as  described, 
and  making  the  said  end  tiles  of  different  perpendicular  dimension  to  that  of  the  side  tiles,  so 
as  to  break  joints  in  the  construction  of  the  flues  when  they  are  arranged  in  relation  to  each 
other,  substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,499. — ^A.  J.  Si'vnTH,  of  Decorah,  Iowa. — Improvement  in  Beehives. — ^Patent  dated 
October  15,  1861. — The  space  between  the  inner  and  outer  walls  of  wire-cloth  is  tilled  with 
stmw,  so  as  to  afford  ventilation  and  render  the  hive  warm  in  winter  and  cool  in  summer.  A 
hinged  flap  is  applied  to  the  front  of  the  hive  and  may  be  raised  or  lowered  by  a  set  screw 
so  as  to  regulate  the  size  of  the  entrance.  When  entirely  closed  the  bees  may  be  admitted 
through  a  circular  opening  in  which  an  eccentric  button  is  placed,  which  may  be  turued  so 
as  to  admit  one  or  more  bees  at  a  time. 

Claim. — A  beehive  having  its  walh;  formed  by  straw,  hay,  or  other  similar  fibrous  non- 
conducting substance,  and  wire-cloth  arranged  within  a  suitable  frame,  substantially  as  and 
for  the  purpose  set  forth. 

Also,  the  adjustable  flap  or  door  E,  in  combination  with  the  eccentric  button  H,  placed 
within  the  recess  or  opening  g,  of  the  alighting  board  G,  and  all  arranged  as  and  lor  the 
purpose  specified. 

No.  33,500.— John  and  Jacob  Stock,  of  New  York,  N.  Y.— Improved  Box  for  Prepared 
dry  Photographic  Plates. — Patent  dated  October  15,  1861. — The  nature  of  this  invention 
consists  in  so  constnicting  a  box  for  prepared  dry  photographic  plates  that  any  one  plate  may 
be  passed  from  said  box  into  the  plate  holder  without  damage  or  possibility  of  admitting  the 
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external  light  to  said  plate  or  plates,  or  during  the  operation  of  passing  or  transferring  a 
plate  from  the  box  to  the  plate  holder. 

Claim. — First,  the  anang^ement  of  a  box  with  movable  covers  in  combination  with  suitable 
cross-pieces  w  and  m,  acted  upon  by  springs  to  exclude  the  Dght  from  the  inner  side  of  said 
box,  constructed  in  the  manner  and  for  the  purpose  set  fci-th. 

Second,  the  an*angement  of  the  projection  ic,  at  the  end  of  the  upper  cover,  in  combina- 
tion with  the  projection  r,  and  spnng  »,  on  the  lower  cover,  in  the  manner  and  for  the  pur- 
pose specified. 

Third,  the  slide  ^,  covering  the  hole  A,  for  the  passage  of  the  plate  of  glass,  operated  and 
arranged  in  the  manner  and  for  thopurpose  set  forth. 

Fourth,  the  hinged  lever  or  arm  D,  provided  with  notches  and  o]>erated  hy  the  spring  *\  in 
the  manner  and  for  the  purpose  described. 

Fifth,  the  projection  x,  on  the  side  of  the  plate  holder  acting  upon  and  operating  the  slide 
covering  the  hole  in  the  top  cover,  in  the  manner  and  for  the  purpose  substantiully  as  de- 
scribed and  set  forth. 

No.  33,?01. — J.  L.  Taylor,  of  New  York,  N.  Y. — Improrement  in  Grooving  Machines. — 
Patent  dated  October  15,  1861. — This  invention  consists  of  a  tool  for  cutting  rectangular 
grooves  in  boards,  and  is  composed  of  two  circular  plates  secured  to  a  rotating  mandrel.  To 
these  plates  are  fastened  sen'ated  or  toothed  cutters  which  make  vertical  cuts  in  the  plank, 
while  the  wood  between  them  is  removed  by  chisel-shaped  cutters  which  follow  them. 

C7ai»7i.— The  described  tool  for  *' dadoing"  or  grooving,  which  consists  of  the  grooved 
clamping  plates  A  A,  adjustable  cutters  C  C  D,  guides  t,  and  screw  shaft  B,  aiTanged, 
constructed,  and  operating  together  in  the  manner  shown  and  described. 

No.  33,502.— William  H.  Towers,  of  New  York,  N.  Y.,  assignor  to  W.  S.  Bard,  of 
the  same  place. — Improvement  in  Broom  Handles. — Patent  dated  October  15,  18C1. — This 
invention  will  be  understood  by  reference  to  the  claim  and  engi'aviug. 

Claim. — ^P'orming  a  series  of  grooves  around  broom  handles  of  such  relative  sizes  and 
distances  apart  as  shall  correspond  with  the  bulk  of  the  successive  layers  of  broom  com, 
and  the  posirions  of  the  respective  lines  of  windings  of  the  wire  binding  the  ends  of  the  same 
in  the  grooves,  substantially  as  described. 

No.  3.3,503.— William  Watson,  of  Tonica,  m.^-Improvement  in  Railroad  Rails.— Vateni 
dated  October  15,  18C1. — ^This  rail  is  composed  of  two  parts  formed  as  shown  by  section  in 
the  engraving,  one  being  placed  on  the  other,  and  held  in  place  by  two  braces,  one  on  each 
side  of  the  rail,  the  whole  being  connected  together  by  a  key-bolt,  for  the  purpose  of  allowing 
the  upper  part  of  the  rail,  when  worn  out,  to  be  removed  and  a  new  section  put  in  its  place 
without  removing  the  lower  part  of  the  rail. 

Claim. — ^The  improved  mode  of  construction  of  the  railroad  rail  in  its  several  parts  as 
described,  in  combination  with  its  supports  and  braces  bolted  and  fitted  together  in  the  manner 
and  for  the  purposes  described. 

No.  33,504.— E.  M.  Wright,  of  Mairsville,  CsA.— Improved  Mode  of  Constructing  Noz» 
zUs  for  Hydraulic  Pipes. — Patent  dated  October  15,  1861. — ^This  invention  consists  in  pro- 
>nding  the  end  of  the  nozzle  with  a  chamber  formed  by  prmections  on  the  collar,  whereby  a 
sudden  expansion  of  the  water  as  it  leaves  the  nozzle  is  effectually  avoided,  and  a  smooth, 
solid  stream  is  produced. 

Claim, — ^The  use  and  application  of  the  water  chamber  C  formed  by  the  projections  //, 
for  the  use  and  purpose  and  in  the  manner  substantially  as  set  forth. 

No.  33,505.— D.  B.  CnATFiELD  and  J.  M.  Dutcher,  of  La  Grange,  Wis.,  assignors  to 
Thomas  ILyrrison,  of  Lafayette,  Wis. — Improvement  in  Water- Elevators. — Patent  dated 
October  15,  18ol. — ^I'his  invention  consists  in  the  application  of  adjustable  fans,  in  combina- 
tion with  a  chain  of  buckets,  operated  by  weights  and  a  series  of  wheels,  so  as  to  cause  it  to 
run  with  a  uniform  speed  and  raise  the  same  amount  of  water  every  hour  until  the  machine 
runs  down. 

Claim. — ^The  above-described  water-elevator,  in  combination  with  the  fans  N,  substantially 
in  the  manner  and  for  the  pwposes  set  forth. 

No.  33,506.— B..  P.  Foster  and  W.  H.  Chaffee,  of  Flint,  Mich.,  assignors  to  W.  H. 
Flint,  of  the  sameplace. — Improved  Ditddng  and  Tile-Laying  Machine. — Patent  dated 
October  15,  1861. — ^This  invention  consists  in  arranging  the  teeth  or  scrapers  on  the  buckets 
of  an  endless  chain,  so  that  the  teeth  of  one  bucket  shall  come  in  line  with  the  interstices  be- 
tween the  teeth  of  the  preceding  bucket,  in  such  a  manner  as  to  give  alternate  lines  of  deeper 
penetration  into  the  soil,  these  two  backets  being  Ibllowed  by  one  having  a  scraper  extendmg 
the  full  width  of  the  belt.  The  tiles  slide  down  in  guides  and  take  their  position  in  the  ditch, 
and  to  prevent  the  entrance  of  loose  dirt  at  the  joints  they  are  covered  by  a  strip  of  cloth, 
which  is  wound  up  on  a  reel,  and  unwinds  as  the  machine  advances. 

Claim. — First,  the  arrangement  of  teeth  on  the  buckets  of  an  endless  chain,  so  that  those 
on  one  bucket  will  follow  the  interstices  between  the  teeth  of  the  one  which  procedes  it  in 
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Buch  a  manner  as  to  ^ve  alternately  different  depths  of  penetration,  and  these  two  be  followed 
by  a  third  bucket,  having  a  scraper  instead  of  teeth,  which  cleans  up  the  loose  dirt  which  the 
others  have  left,  as  described. 

Second,  the  combination  of  the  guide  14  and  15,  reel  13,  and  spout  29,  by  which  the  tiles 
are  laid  and  covered,  arranged  to  work  in  connexion  with  an  excavating  apparatus,  subetim- 
tially  as  described. 

No.  33,507.—WiLLiAM  Miller,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Sabiuel  P. 
Williams,  of  the  same  place. — Improvement  in  Album-Cases  for  Photographic  Cards, — 
Patent  dated  October  15,  18G1.— The  object  of  this  is  to  produce  an  album-case  which  can 
be  opened  so  as  to  exhibit  a  number  of  photographic  cards  at  once,  and  it  consists  in  the  man- 
ner of  foiming  the  leaves  of  metallic  plate,  so  as  to  hold  two  pictures  each,  and  also  in  the 
manner  of  connecting  the  leaves  together,  so  that  one-half  of  the  leaves  constitute  the  caae  of 
the  front  edge  of  one  cover,  and  the  other  half  of  the  other  cover,  which  covers  are  hinged 
together  at  their  backg.  The  cards  are  inserted  at  the  top  of  the  leaves  with  their  backs 
together,  showing  a  picture  on  both  sides  of  each  leaf. 

Claim. — ^First,  forming  the  leaves  of  the  case  of  metallic  plates  by  turning  up  a  lip  on 
three  sides  of  the  same,  lapping  and  solderinff  them  together  in  the  manner  described,  so  as 
to  leave  a  space  between  tnem  for  the  introduction  and  exhibition  of  two  pictures  in  the 
manner  described. 

Second,  the  manner  of  connecting  the  leaves  together  by  hinges  a  formed  of  two  short 
sections  of  tubing,  substantially  as  described. 

Third,  attaching  the  backs  of  the  covers  by  long  hinges  b  5,  and  the  leaves  to  the  front  in 
such  a  manner  that  when  the  case  is  shut  the  leaves  are  folded  therein,  and  the  whole  fastened 
together  by  a  single  clasp  /,  as  described. 

No.  33,508.— Robert  Boss,  of  Pittsburg,  Pa.,  assignor  to  Himself  and  Richard  Bond. 
of  the  same  place, — Improvement  in  Oil-Cups. — Patent  dated  October  15, 1861. — This  inven- 
tion consists  of  a  screw-valve,  with  a  stuffing-box  and  an  internal  screwed  valve-spindle,  in 
combination  with  an  annular  chamber  which  communicates  with  the  interior  of  a  lower  reser- 
voir through  any  suitable  number  of  lateral  openings  or  passages,  so  as  to  avoid  the  faucets 
generally  used  in  the  class  of  oil-cups.  The  body  of  the  oil- cup  is  divided  into  an  upper  and 
lower  compartment,  communicating  with  each  other  through  a  passage.  The  oil  is  admitted 
from  the  upper  to  the  lower  reservoir  by  unscrewing  the  screw-valve  while  the  lower  valve  is 
closed. 

Claim. — ^The  screw-valve  D,  with  its  stuffing-box,  and  the  screwed  valve-spindle  E,  in 
combination  with  the  annular  chamber  i  and  its  passages  j,  the  whole  boiuj^  constructed  and 
arranged  in  respect  to  the  upper  reservoir  A  and  lower  reservoir  B,  as  and  for  the  purpose  set 
forth. 

No.  33, 509. —Ethan  Aixen,  of  Worcester,  Maas.^ Improved  Mode  of  Constructing  Re- 
volving Fire- Arms. — ^Patent  dated  October  22,  1861. — ^When  the  pistol  is  cocked  the  stop- 
spring  forces  the  end  of  the  lever-stop  down  until  it  rests  on  a  projecting  part  of  the  trigger, 
while  the  opposite  end  of  the  lower  stop  is  forced  into  a  recess  of  the  revcuving  cylinder,  wmch 
secures  it  in  the  right  position  to  be  discharged. 

Claim. — Operating  the  lever-stop  G  of  revolving  fire-arms  by  trigger  H,  in  combination 
with  a  tumbler  P  and  spring  K,  substantially  as  set  forth  and  described. 

No.  33,510.— S.  W.  Baker,  of  Providence,  R.  l.— Improvement  in  Woven  Endless  Be/«j.— 
Patent  dated  October  32,  1861. — ^This  invention  relates  to  a  woven  fabric  such  as  is  composed 
of  several  tiers  of  filling  threads  interwoven  with  the  warp  threads.  A  sufficient  number  of 
the  warp  threads  are  cut  to  liberate  the  first  tier  of  filling  threads,  being  the  portion  that  is  to 
form  the  length  of  the  lap  or  joint  This  reduces  the  fabric  the  thickness  of^one  set  of  filling 
threads ;  then,  at  about  one  inch  firom  the  edge,  the  whole  remaining  surface  is  thinned  by  the 
removal  of  another  tier  of  filling  threads,  which  forms  a  second  edge ;  the  remaining  surface 
is  reduced  by  taking  out  the  th^  tier,  &c  The  two  bevelled  or  scraped  laps  thus  made  are 
cemented  or  sewed  together. 

Claim, — ^The  mode  described  of  forming  and  uniting  the  ends  of  belts  or  bands,  or  of  other 
thick  material  composed  of  thick  woven  fabric,  as  6pecifie(\  whereby  they  ])resent,  when 
finished,  no  perceptible  seam  at  their  lap  or  juncture. 

No.  33,511.— A.  P.  Barlow,  of  Dixon,  l}l.^Improved  Washing  itfacAiiie.— Patent  dated 
October  22,  1861. — ^The  claim  and  engraving  explain  the  nature  of  the  invention. 

Claim, — ^The  swinging  rubber  £,  scollop^  rollers  b  6,  roller  B,  blocks  e  «,  and  spiral  spring 
//,  when  the  whole  shiul  be  constructed  and  arranged  in  the  manner  and  for  tne  purpose 
specified. 

No.  33,512.— R.  H.  Blair  and  A.  W.  BeattY,  of  Saltsburg,  Viu-^Improtnnent  in  Com- 
bincd  Clover  Stripper  and  Hap  /2ai(;«.— Patent  dated  October  22,  1861. — ^A  box  is  provided  to 
receive  the  clover  tops,  which  are  gathered  by  means  of  a  comb  and  bar  passing  over  the 
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comb,  and  which  bar  draws  back  to  it  the  closed  head  into  the  comb.  By  detaching  the  box, 
comb,  and  their  connexion^,  and  affixing  a  bar  provided  with  a  series  of  wire  teeth,  it  may  be 
used  as  a  rake. 

Claim, — The  shaft  I,  provided  with  the  lever  K,  and  attached  to  the  frame  C  of  the  axle  A, 
when  combined  and  nseu  in  connexion  with  the  raking  device  and  clover  stripper,  as  set  forth. 

No.  33,513. — ^Matthew  C.  Bogia,  of  Philadelphia,  Pa. — Improvement  in  Eammtrs  for 
Cannon. — Patent  dated  October  22,  1861. — ^A  circular  recess  is  formed  in  the  block  or  head 
of  the  rammer,  and  a  cylindrical  piece  of  gum-elastic  placed  therein.  A  bolt  passes  from  a 
washer  below  this  gum-elastic  through  it  and  a  washer  above,  and  screws  into  the  handle ; 
the  object  being  to  relieve  the  hands  and  arms  of  the  operator  from  shocks  or  jars  incident  to 
rammers  having  their  heads  rigidly  connected  to  the  handles. 

Claim, — The  head  or  block  A,  the  gum-elastic  block  B,  screw  bolt  D,  handle  H,  and  cover 
G,  the  whole  being  constructed,  arranged  and  operating,  substantially  as  and  for  the  purpose 
set  forth. 

No.  33,514. — Chauncey  Bush,  of  New  York,  N.  Y. — Improved  Camp  Pan  and  Baker,— 
Patent  dated  October  22,  1861. — This  invention  consists  of  two  pans  constructed  with  double 
sides  and  bottoms,  with  non-conducting  material  interposed  between  them,  the  pans  being 
adapted  to  be  used  either  singly  or  attached  together  to  form  a  baker,  which,  when  filled 
with  the  article  to  be  baked,  is  buried  in  hot  ashes  or  placed  in  an  open  fire,  for  the  pui*pose 
of  expeditiously  cooking  the  article  without  danger  from  excessive  heat. 

ClAm, — ^As  a  new  article  of  manufacture,  a  camp  pan  and  baker,  constructed  with  inner 
and  outer  walls,  between  which  non-conducting  material  is  interposed,  and  the  utensil  adapted 
to  be  used  either  as  a  common  pan  or  as  a  baker,  substantially  as  described. 

No.  33,515.— W.  Z.  W.  Chapman,  of  New  York,  N.  Y.,  and  J.  W.  Chapman,  of  Hyan 
nis,  Mass. — Improvement  in  Carriage  Curtain  Fastenings, — Patent  dated  October  22, 1861. — 
This  invention  consists  of  a  cylindrical  cap  of  thin  metal  having  a  flange  at  its  lower  end ;  a 
slot  is  made  through  this  cap  from  which  a  spring  catch  projects.  This  is  used  in  connexion 
with  a  "grommet"  made  of  two  parts,  from  one  of  which  project  pins  that  pierce  through  the 
curtain  when  applied.  To  the  inner  side  of  the  curtain  and  upon  the  points  of  the  pins  a 
circular  disc  of  rubber  is  applied,  so  as  to  render  the  fastening  free  from  the  usual  noise  and 
rattling. 

Claim. — The  constructing  of  the  catch  or  knob,  substantially  as  specified. 

Also  the  noiseless  grommet  fastening,  as  and  for  the  purposes  specified. 

No.  33,516. — Thomas  Clancy,  of  Chicago,  lU,— Improvement  in  Cutting  Trows^rs.— 
Patent  dated  October  22, 1861. — ^This  invention  consists  in  proportioning  the  parts  tind  placing 
the  patterns  in  such  a  manner  that  the  entire  material  required  for  one-half  the  trowsers  or 
overalls  shall  be  included  within  two  parallel  lines  drawn  diagonally  across  the  length  of  the 
material,  for  the  purpose  of  preventing  waste  in  cutting. 

Claim. — ^The  metnod  of  cutting  trowsers  and  overalls,  as  described,  in  which  one-half  ofi 
the  article  is  included  within  two  parallel  diagonal  lines  drawn  across  the  material. 

No.  33,517. — ^Henry  Cook,  of  Manchester,  England. — Improvement  in  the  Manufacture 
of  Hoop  5Jttrt«.— Patent  dated  October  22,  1861.— Patented  October  20,  I860.— This  inven- 
tion consists  in  constructing  the  material  in  a  wavy  or  corrugated  form,  so  that  the  folds  of 
the  dress  will  fall  gp*acefully  over  the  wavy  lino  instead  of  bulging  out  and  forming  flat  un- 
broken curves. 

Claim, — ^The  use  of  crinoline  or  steel  or  other  suitable  material  of  a  wavy  or  corrugated 
form  in  the  manufacture  of  petticoats  or  skirts,  as  set  forth. 

No.  3.3,518.— Truman  Cooley,  of  Brockport,  N.  Y. — Improvement  in  Feathering  Pad 
die  Wheels. — Patent  dated  October  22,  1861. — The  arms  are  set  in  flanges  which  are  attached 
to  the  main  driving  shaft,  the  flange  being  formed  by  using  a  core  to  make  the  slant  for  the 
two  sets  of  iron  arms.  Brackets  are  then  placed  for  the  boxes  of  the  crank  pin,  made  eccen- 
tric to  the  wheel.  The  crank  roller  revolves  on  the  shaft,  and  as  all  the  wheels  revolve,  the 
buckets  will  be  kept  in  an  upright  or  feathered  position, 

C/aim.— First,  tne  plate  P  and  manner  of  constructing  the  friction  rollers  L,  as  connected 
with  and  adjusted  to  tne  flange  J,  by  the  slots  /,  as  shown. 

i^econd,  the  manner  of  constnicting  and  effecting  the  eccentric  motion  of  the  wheels  I  and 
II,  operating  and  feathering  of  the  paddle  C  by  the  crank  Fig.  6,  in  combination  with  the 
lignumvitxB  box  Y  and  the  tapering  journal  Fig.  7,  also  in  combination  with  paddle  C  and 
])uddle  bar  F,  with  the  diagonal  and  parallel  braces  tw,  when  constructed  and  arranged  in  the 
manner  and  for  the  purpose  substantially  as  set  forth. 

No.  33,519.— S.  W.  Cox  and  J.  H.  Trowbridge,  of  New  Haven,  Qorm.—ImprovtmMt 
in  Trace  Fastenings, — Patent  dated  October  22,  1861. — ^This  invention  consists  in  the  use  of 
a  spring  loop,  one  end  of  which  is  pivoted  to  the  wluffl«trM  and  the  other  enters  the  eye  in  iki' 
journal,  thus  holding  the  trace  in  position. 
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Claim. — Tbe  trace  fastening  C  C  c,  constructed,  applied  and  operating  as  described,  in 
oombination  with  a  wbifiietree  and  the  eye  in  the  journal  thereof,  as  and  for  the  purposes  set 
forth. 

No.  33,520. — George  Crompton,  of  Worcester,  Mass. — Improvement  in  Power  Looms. — 
Patent  dated  October  22, 1801. — This  invention  relates,  first,  to  the  motion  which  operates  the 
liiler  and  depresser ;  and,  secondly,  to  tbe  angle  of  the  shed  in  harness  motion  of  facing  looms. 
A  connecting  arm  attached  to  a  rocking  plate  is  adjusted  by  studs  in  different  parts  of  their 
slots,  so  that  more  or  less  pause  may  be  communicated  to  tbe  slide  rods  and  through  the  jacks 
which  operate  the  harness  to  the  shed  of  the  warp,  thereby  obtaining  an  uninterrupted  pas- 
sage for  the  flight  of  the  shuttle. 

Claim. — ^The  operation  of  the  crank  on  the  rocker  plate  and  the  combination  therewith  of 
the  connexion  to  tne  hfter  and  depresser,  as  and  for  the  purpose  set  forth. 

Also  the  arrangement  of  the  uftor  and  depresser  for  producing  an  incline  to  the  shed,  as 
.  described. 

^o.  33,521. — Henry  Davies,  of  Portsmouth,  O. — Improved  Apparatus  for  Heating  Air 
forMlast  Furnaces^  Sfc. — Patent  dated  October  22, 1861. — The  air  from  the  blowing  machine 
i&  iiktroduced  by  a  lower  pipe,  and  passes  through  a  series  of  smaller  pipes,  taking  a  spiral 
course.  This  course  of  the  current  will  produce  a  centnfugal  force,  andias  the  colder  parti- 
cles, of  air  will  be  the  heavier,  they  will  constantly  be  thrown  out  against  the  inside  of^tho 
pipes,  and  displace  the  hot  particles  already  heated,  thereby  increa^ng  the  blast. 

Claim. — First,  tbe  pipes  C,  boxes  B  and  P,  and  covers  D,  when  constructed,  combined, 
and  arranged  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  construction  and  use  of  tuoes,  through  which  air  is  to  be  passed  for  the  pur- 
pose of  being  heated,  with  an  internal  spiral  partition  or  screw,  substantially  as  set  forth. 

No.  33^22.— William  Ellmaker,  of  New  Holland,  Va.— Improvement  in  Self-Acting 
Brakes  for  Carriages. ^F&ient  dated  October  22,  18(51. — This  invention  consists  in  a  self- 
acting  brake  for  buggies  and  other  vehicles,  in  which  .the  brake  levers  are  operated  by  rods  ' 
connected  to  eyes,  in  tbe  ends  of  which  the  backing  straps  are  attached.  The  brakes  are  held 
off  tbe  wheels  by  a  spiral  spring  around  the  rods,  which  springs  are  of  fiofficient  strength  to 
prevent  the  action  of  the  brake  levers  when  backing  on  level  ground. 

Claim. — ^The  arrangement  of  the  rod  G,  with  its  eye  I,  spiral  spring  H,  hook  end  or  ends 
G',  in  combination  with  the  lever  E,  fulcrum  and  pin  e,  and  rubber  F,  when  arranged  and 
combiaed,  substantially  as  set  forth,  for  the  purpose  specified. 

No.  33,523.— ^scar  Falke,  of  New  York,  N.  Y.,  and  Edward  Simon,  of  Washington, 
N.  J. — Improvement  in  Arrangement  of  Metallic  Plates  for  Vulcanizing  Rubber  and  other 
Gums. — i*atent  dated  October  22, 1861. — To  prevent  blistering,  which  is  incidental  to  the  use 
of  two  metallic  p^.ates  between  two  sheets  of  rubber,  use  is  made  of  but  one  plate  between 
the  sheets,  and  the  gutta-percha  is  caused  to  adhere  closely  to  the  plates  by  subjecting  them 
to  pressure. 

Claim. — ^The  described  mode  of  arranging  and  treating  India-rubber,  gutta-percha,  and 
other  vulcanizable  gums,  substantially  as  described,  for  the  purposes  specified. 

No.  33,524.— GUSTAVUS  FiNKEN,  of  Brooklyn,  N.  Y.-— Improvement  in  the  Mant^acture 
•f  Cube  Sugar. — Patent  dated  October  22,  1861. — ^A  series  of  screens  arranged  in  an  upright 
trunk  and  inclined  in  opposite  directions,  alternately,  receive  the  granular  sugar.  Steam  en- 
tors  a  pipe  at  the  lower  end,  so  that  every  grain  is  subjected  to  the  heating  and  moistening 
influence,  the  sugar  passing  from  the  lowest  screen  through  an  opening  in  the  imnk  to  the 
moulding  apparatus. 

C/atm.— The  manufacture  of  cube  sugar,  the  preparation  of  the  granular  sugar  for  the 
moulding  or -cube-forming  apparatus  by  treatment  with  steam,  substantially  as  described. 

No.  33,525. — George  Hamel,  of  Abington,  Pa. — Improvement  in  Stoves. — Patent  dated 
October  22,  1861.— The  claim  and  engravmg  explain  the  nature  of  this  invention,  the  obje«t 
being  to  prevent  the  ash  dust  from  escaping  into  the  room,  and  to  cause  it  to  be  conducted  to* 
the  cninmey  flue. 

Claim. — ^Theapplication  of  a  permanently-fixed  dust  chamber  A  to  the  grate  front  of  a  stove, 
the  said  chamber  being  open  to  the  ash  space  below,  and  being  provided  at  its  upper  part 
with  an  adjustable  -opening  g  and  a  damper  h,  and  its  lower  part  with  a  door  i,  tne  whole 
being  constructed  and  arranged  to  operate  substantially  in  the  manner  described  and  set  forth, 
and  for  the  purpose  specified 

No.  33,526. — Jabez  W.  Hayes,  of  Newark,  N.  J. — Improvement  in  Apparatus  for  Print- 
ing Bank  Notes. — Patent  dated  October  22,  1861. — This  invention  consists  in  the  adoption  of 
a  method  similar  to  that  employed  in  striking  up  coins  and  medals,  viz:  the  strict  confinement 
of  all  the  parts  when  in  the  act  of  printing,  to  which  is  added  the  application,  first,  of  a  set 
or  stated  pressure  to  the  plate  and  paper  preparatory  to  tbe  full  impression,  and  upon  this  the 
application  of  a  secondary  pressure,  progressive  or  cumulative,  in  character  with  very  great 
momentum,  resolving  icselt  at  last,  by  reason  of  its  momentum,  into  a  blow. 
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Claim* — Urst,  the  plunger  J,  with  a  rubber  or  analogous  face  or  covering,  in  combination 
with  the  chase  I  and  platen  B,  operating  in  the  manner  and  for  the  purpose  substantially  a6 
described. 

Second,  the  levers  E  H,  step  block  G,  and  platen  B,  with  the  plate  A  and  screw  D,  the 
whole  combined  and  operating  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  33,527.— Charles  W.  Irwin,  of  St,  Louis,  Mo,— Improvement  in  Cot  Frames,— 
Patent  dated  October  22,  1861. — In  each  end  of  the  head  and  foot  pieces  is  cut  a  mortise,  into 
which  the  side  rails  are  inserted.  The  legs  are  pivoted  to  the  head  and  foot  pieces  between 
the  ends  of  the  rails,  so  that  they  can  be  folded  up  against  the  said  pieces. 

Claim. — ^The  head  and  foot  pieces  A  A,  rails  B  B,  and  legs  c  c,  when  the  whole  are  made 
and  arranged  with  respect  to  each  other,  substantially  in  the  manner  described,  for  the  pur- 
pose specified. 

No.  33,528.— William  B.  Johns,  of  Georgetown,  D.  C. — Improvement  in  Convertible  Cloaks 
and  Tents, — Patent  dated  October  22,  1861. — This  invention  consists  of  a  peculiarly-shaped 
sheet,  which  may  be  secured  around  a  soldier's  kit  so  as  to  form  a  knapsack,  and  also  be 
used  as  a  military  cloak.  By  means  of  hookfl  and  eyes  a  number  of  these  sheets  may  be  se- 
cured together  to  form  a  tent 

Claim. — ^The  addition  of  a  triangular-shaped  flap  B  to  the  rectangular-shaped  body  A  of 
my  improved  convertible  military  equipment,  when  the  said  military  equipment  has  substan- 
tiallv  tne  form  and  proportions  shown  in  the  accompanying  drawings. 

Also,  when  my  improved  military  equipment  has  substantially  the  shape  represented  in  the 
accompanying  drawings,  forming  a  slit  p  in  the  said  equipment  in  the  position  shown  in  said 
drawings,  and  for  the  purpose  set  forth. 

Also,  when  my  improved  military  equipment  has  substantially  the  shape  represented  in  the 
accompanying  drawmffs,  furnishing  one  end  and  one  side  of  the  rectangular  portion  thereof 
with  a  single  series  of  nooks  c  e  and  a  double  series  of  eyes  //,  substantially  as  represented 
in  said  drawings. 

No.  33,i29.— George  C.  Lane,  of  Buffalo,  N.  Y.— Improved  Camp  CA««^— Patent  dated 
October  22,  1861. — This  chest  consists  of  tavo  equal  parts.  Two  supplementary  covers  are 
hinged  on  the  front  side  of  its  top  and  bottom ;  the  covers  are  further  secured  to  the  chest  by 
hasps,  which,  being  buttoned  on  to  pins,  are  fastened  together.  On  the  inside  of  the  chest  is 
a  bolt  passing  through  the  top  and  bottom  into  the  supplementary  covers,  to  render  them  firm. 
By  this  construction  the  chest  is  readily  converted  into  a  table. 

Claim. — The  combination  and  arrangement  of  the  supplemental  covers  Bl  and  B2,  hafrp 
E,  movable  dowel  b,  and  locking  device  F,  operating  suDstantially  as  set  forth  and  for  the 
purpose  specified. 

No.  33,530. — Charles  F.  Leisen,  of  Philadelphia,  Pa. — Improvement  in  Breech- Loading 
Ordnance. — ^Patent  dated  October  22,  1861. — The  breech  is  provided  with  a  screw  thread  and 
with  handles ;  portions  of  the  screw  thread  are  removed  by  cutting  grooves  therein  at  equal 
distances  apart.  In  the  coimterbore  of  the  bodv  of  the  gun  conesponding  screw  threads  and 
grooves  are  cut;  the  width  of  the  portions  of  the  thread  between  the  grooves  on  the  breech- 
piece  being  rather  less  than  the  grooves  in  the  counterbore.  The  bheech  is  turned  to  the  po- 
sition, indicated  by  the  screw  threads  on  the  breech,  being  opposite  the  grooves  in  the  thread 
of  the  counterbore,  by  taking  hold  of  the  handles.  The.  breech  is  then  drawn  bodily  back- 
ward out  of  the  counterbore,  a  metallic  ring  in  which  a  portion  of  the  breech  fits  ana  a  slide 
arranged  below  (he  counterbore  coming  back  with  it  and  supporting  it,  and  when  withdrawn 
from  the  counterbore  the  breech  drops  into  a  position  for  the  reception  of  the  cartridge,  and 
beine  pushed  into  the  counterbore  and  turned  it  is  screwed  up  tightly  ready  for  firing. 

Claim. — ^The  combination  of  the  chambered  breech,  constructed  and  fitted  to  the  body  of 
the  gun  as  described,  the  ring  C  and  the  slide  D,  when  the  whole  are  arranged  to  operate 
and  to  present  the  breech  for  loading  in  the  position  and  condition  described. 

No.  33,531.— Louis  Lelong  and  John  Decamp,  of  Newark,  N.  J.— Improvement  in  Im- 
plements for  Feeding  Percussion  Caps, — Patent  dated  October  22, 1861. — ^The  caps  are  placed 
with  their  open  ends  upward  in  a  box  of  the  exact  depth  needed  to  keep  the  caps  from  turn- 
ing over  when  the  lid  is  closed.  Upon  turning  the  box  downwards  the  gravity  of  the  caps 
will,  from  the  peculiar  pointed  shape  of  the  end  of  the  box,  place  a  single  cap  at  a  point 
where  it  stands  against  the  box  on  one  side  and  against  a  j^w  on  the  other  side,  which  latter 
vibrates  on  a  hinge  and  is  moved  by  a  small  knob  held  in  position  by  a  spring.  A  pressure 
upon  the  said  knob  allows  the  cap  to  slip  to  the  end  of  the  box  where  it  is  held  by  the  end  of 
the  jaw. 

Claim, — The  percusblon-cap  holder  and  primer,  when  cx)nstructed,  arranged,  and  com- 
bined, substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,532.— John  B.  Love,  of  Philadelphia,  Va.— Improvement  in  Iron  Vessels  and  tau- 
ter Batteries. —Vat&nt  dated  October  22,  1861. — Wrought  iron  or  steel  platei  provided  with 
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recesses  and  flanks  fitting  together  are  fonne<l  into  a  plate  and  placed  in  the  upper  tier.  A 
lower  scries  of  plates  of  the  same  width  and  thickness  as  the  upper  series  are  edged  together. 
Both  scries  are  secured  to  the  wall  of  the  vessel  by  conical  bolts,  and  between  the  laps  is  iu- 
Bertcd  a  compressible  metal  or  a  vulcanized  gum  cloth. 

Claim. — First,  the  manner  described  of  constructing  the  plates  so  as  to  combine  them  to- 
gether with  each  other  and  the  walls  of  an  iron  war-vessel  or  water  battery,  the  same  consist- 
ing of  the  flush  lapping  of  the  edges  of  the  plates,  the  intermediating  packing  E,  and  the 
conical  draw-bolts  D,  the  whole  being  constructed  and  combined  together  with  the  wall  A, 
substantialiv  in  the  manner  described  and  set  forth. 

Second,  the  projecting  flange  c  on  the  plates  of  the  upper  series  B,  when  the  same  is  made 
to  rest  directly  upon  the  upper  edge  of  the  wall  A,  substantially  in  the  manner  described, 
and  for  the  purpose  of  supporting  tue  said  plates  more  securely. 

Third,  the  cap  F,  when  the  same  is  constnicted  as  described  and  applied  to  operate  in  com- 
bination with  the  upper  edge  of  the  wall  A  and  the  upper  series  of  plates  B,  substantially  as 
described  and  for  the  purposes  specified. 

No.  33,533.— -William  McIntosh,  of  Wilmington,  IW.^Improvement  rn  Grain  and  Grass 
Harvesters, — Patent  dated  October  2"^,  ]861. — ^Attached  to  the  driving  wheel  is  a  concentric 
toothed  rim  into  which  a  pinion  gears,  the  pinion  beln^  on  the  outer  end  of  a  shaft  provided 
with  a  zigzag  or  serpentine  cam.  The  sickle  works  in  the  finger-bar,  at  the  outer  end  of 
which  is  a  shoo  having  a  wheel  at  its  back.  To  the  upper  surface  of  the  sickle,  at  its  inner 
part,  two  friction  rollers  are  attached,  between  which  the  serpentine  rim  of  the  cam  works. 

Claim. — In  combination  with  the  serpentine  cam  H  and  rollers//,  or  their  equivalents,  the 
rollers  d  rf,  placed  in  the  bar  c  of  the  main  frame  A,  and  arranged  relatively  with  the  sickle 
K,  so  as  to  serve  as  bearings  for  its  back  edge  behind  the  cam  U,  as  shown  and  described. 

No.  33,534. — Chandler  McWayne,  of  Sacramento,  Cah—Improvemsnt  in  Railroads  and 
Cars. — Patent  dated  October  22,  J8C1. — This  invenidon  consists  in  the  construction  of  a  rail- 
road with  a  single  elevated  rail,  and  having  a  car  placed  or  suspended  thereon,  so  arranged 
as  to  be  balanced  on  the  single  rail,  however  unequally  passengera  or  freight  may  be  dispused 
in  the  car,  provision  being  made  for  keeping  the  car  in  a  proper  horizontal  position  whilo 
being  loaded  and  unloaded. 

Claim. — First,  the  elevated  rail  A,  when  used  in  connexion  with  &  car  B  placed  or  sus- 
pended thereon  in  a  stAte  of  equipoise,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  suspending  of  the  seats  C,  in  the  car  B,  from  segment  plates  J,  connected  with 
bars  K  L,  which  are  actuated  through  the  medium  of  the  levers  M  P,  for  the  piu-pose  of  ad- 
iusting  the  seats  laterally  when  required  tor  balancing  the  car  on  the  rail. 

Third,  the  employmcjit  or  use  of  the  weight  I,  attached  to  the  windlass  G  on  the  top  of  the 
car,  in  combination  with  the  inclined  troughs  F  F  placed  in  the  car,  all  arranged  for  tlie  pur- 
pose of  balancing  the  car  on  liie  mil. 

Fourth,  the  a<^ustabl6  bars  Q  Q  placed  one  at  each  side  of  the  car  B  and  arranged  as 
shown,  for  the  purpose  of  sustaining  the  car  when  stationary  in  a  horizontal  position,  as  set 
forth. 

No.  33,535. — John  Mellino,  of  Bolton,  England. — Improvement  in  Machines  for  Making 
Bricks. — Patent  dated  October  22,  1801. — ^Tho  nature  and  object  of  this  invention  will  iS 
understood  from  the  claim. 

Claim. — In  one  machine  the  combination  with  the  mechanism  for  forming  bricks  b}'  press- 
ing the  clay  into  moulds,  of  an  air-pump  for  exhausting  the  airland  gases  from  the  material 
in  the  moulds,  so  that  the  operations  shall  be  simultaneous,  as  set  forth. 

Also,  the  combination  and  anangement  of  the  devices  for  performing  the  operations  of  till- 
ing the  moulds,  pressing  the  materials  therein,  exhausting  the  air  and  gases  therefrom,  and 
removing  the  bricks  or  other  products  made  from  the  machine,  substantially  as  described  and 
tor  the  pui*poso  set  forth. 

Also,  the  combination  with,  and  arrangement  in  relation  to  a  travelling  mould-block  or 
plat**  having  any  required  number  of  moulds  formed  therein  of  any  desirea  size  or  shape,  of 
the  filling,  pressing,  air-exhausting  and  pushing-off  devices,  so  as  to  operate  as  described, 
whereby  such  intermittent  motion  is  imparted  to  the  said  mould-block  as  to  bring  it  in  appo- 
sition with  the  said  filling,  pressing,  air-exhausting  and  pushing-off  devices  at  the  proper 
times,  as  set  forth. 

AUo,  the  perforated  plate  Q^  in  combination  with  the  air-pump  used  for  exhausting  air  or 
gtvses  from  the  material  in  the  moulds,  as  described. 

Also,  so  arran<!^ing  the  plunger  bearing  as  to  cause  the  plungers  to  operate  witli  perma- 
nently elastic  yielding  pressure  while  filling  the  moulds,  substantially  as  aescribed. 

AImo,  the  an'angement  of  devices  for  removing  the  bricks  or  other  articles  when  formed 
from  tlio  machine,  tlis  same  consisting  of  the  lever  z  and  the  pushing  blocks  D,  operated  sub- 
stantially as  described. 

Also,  the  combination  of  devices  whereby  an  intermittent  rotary  motion  is  given  to  the 
mould-block  or  plate  in  such  a  manner  as  to  cany  the  moulds  or  dies  in  the  proper  localities 
for  the  material  with  which  thepr  are  filled,  to  bo  operated  upon  and  remain  stationary  during 
such  operations,  the  same  consisting  substantially  of  the  occentrio  wheel  F',  wheel  ihune  G, 
and  ratchet  wheel  K,  operating  together  as  described. 
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No.  33,536.— James  H.  Merrill,  of  Baltimore,  'M.d.-^Improvement  in  Breech-Loading 
Fire-Arms,—Vatent  dated  October  22, 1861.— This  invention  consists  in  arranging  the  breech- 
plug  so  that  it  may  be  taken  out  of  its  channel,  cleaned,  and  restored  to  it,  without  separating 
any  of  the  parts  of  the  arm  or  lever  which  actuates  said  breech-plug. 

C/aini.— The  combination  of  the  cproove  or  analogous  contrivances  x  x  with  the  groove  i, 
in  which  the  mechanism  by  which  tno  levers  and  plug  are  controlled  in  their  movement,  as 
represented  in  the  accompanying  drawings,  whereby  the  plug  or  breech-pin  may  be  with- 
drawn from  the  channel  in  which  it  moves,  substantially  as  described. 

No.  33,537. — Jacob  Meyer,  of  Chicago,  III. — Improvement  in  Grain  Separators. — Patent 
dated  October  22,  1«61.— In  this  machine  the  gmiii  passes  from  the  hopper  on  to  a  screen, 
through  which  it  passes  to  a  coarse  sieve,  from  which  the  sound  portion  tiuds  its  way  through 
a  slot  in  the  trough,  whence  it  falls  into  a  wind  chamber,  the  impurities  or  foreign  substances 
passing  out  of  the  screen  by  an  inclined  spout.  A  sliding-box  at  the  bottom  is  provided  with 
sheet-iron  plates,  which  are  inclined  so  as  to  separate  the  different  qualities  or  kinds  of  gniiu. 

Claim. — The  arrangement  of  the  screen  c,  fanning-box  to,  and  curved  fans  n,  wind  cham- 
ber gf  and  sliding-box,  with  its  separating  plates  p  and  r,  the  whole  constructed  and  operating 
substantially  as  and  for  the  purpose  set  loith. 

No.  33,538.— John  Myers  and  George  Elberg,  of  Cincinnati,  O.-^Improvement  in 
Street  Sewers, — Patent  dated  October  22,  1861. — This  invention  consists  in  a  system  of  self- 
closing  traps  or  doors  for  the  inlets  of  street  sewers,  said  traps  bein^  adapted  to  open  more  or 
less  according  to  the  volume  of  the  current,  and,  when  shut,  to  contine  the  exhalations  within 
the  sewer,  thus  dispensing  with  the  usual  wells  or  water  traps. 

Claim, — The  arrangement  of  doors  E  E,  yielding  comer  piece  F',  curb  B,  and  inclined 
seats  c,  or  equivalent  devices  for  the  automatic  closing  of  sewer  inlets  without  obstructing 
the  passages  thereof,  in  the  manner  set  forth. 

No.  33,539.— WlLLLOl  Neff,  of  Centre  Hall,  Va.— Improvement  in  Harvesting  Machines.— 
Patent  dated  October  22,  1^61. — The  nature  and  object  of  this  invention  will  be  understood 
by  reference  to  the  claim  and  engravings. 

Claim. — First,  in  combination  with  a  rolling  coupling  arm,  the  hinged  V-shaped  brace  with 
its  bosses  for  the  purpose  of  so  uniting  the  finder- bar  to  the  main  frame  as  that  it  may  con- 
form to  the  undulations  of  the  ground  over  which  it  pdsses,  and  be  turned  up  against  and  be 
carried  by  the  main  frame  when  transporting  the  machine  from  place  to  place,  substantially 
as  described. 

Also,  in  combination  with  a  hinged  yielding  finger-bar,  a  hinged  platform,  a  hinged  side 
piece,  and  the  flexible  and  adjustable  suspending  devices,  so  that  the  plat(prm  may  be  ad- 
justed as  to  height,  and  so  that  the  finger-beam  and  platform  may  be  folded  up  against,  to  be 
be  carried  by,  the  main  frame  when  transporting  the  machine  from  place  to  place,  substan- 
tially as  described. 

Also,  as  a  clutching  and  unclutching  device  for  making  the  wheels  and  axle  of  a  harvest- 
ing machine  move  together  or  independently  of  each  other,  the  combination  of  the  ratchets 
Uj  star  wheels  v,  with  their  springs,  slots,  and  feathers,  as  described  and  represented. 

No.  33,540. — Moses  M.  Pettes,  of  West  Concord,  Vt. — Improvement  in  Boots  and  Shoes, — 
Patent  dated  October  22,  J  861. — ^The  outer  portions  of  the  sole  and  heel  are  perforated  to  re- 
ceive metal  heads,  which  latter  are  of  cylindrical  form  and  provided  with  flAnges  at  their 
inner  ends,  bv  means  of  which  they  are  retained  in  proper  position  as  the  sole  wears  away. 

Claim. — ^The  arrangement  of  the  flanged  metallic  heads  E,  between  the  soles  A  B  C  1),  in 
the  manner  shown  and  described. 

No.  33,54).— Anthony  Pfuxd,  of  New  York,  N.  Y.— Improvement  in  Shells  for  Ord- 
nance.— Patent  dated  October  22, 1861. — The  nature  and  object  of  this  invention  ai*e  explained 
by  the  claim. 

Claim. — ^The  construction  of  projectiles  for  different  guns,  made  of  different  sizes,  and  of 
shapes,  according  to  the  principles  set  forth  in  the  specification,  to  consist  of  two  principal 
paits  of  shells,  imitcd  and  secured  together  with  lead  or  other  soil  metal  composition,  and 
urmnged  in  such  manner  that  the  sunounding  outside  shell  forms  the  hammer  to  the  nipple 
and  percussion  cap,  or  nipples  and  caps,  attached  to  the  inside  shell,  which  shell,  when  charged 
with  powder  or  otuer  exploding  materials,  and  shot  from  a  gun,  will  explode  at  the  time  when 
the  projectile  strikes  a  suitable  object,  in  the  manner  set  forth. 

No.  33,542. — John  L.  Piper,  of  Altoona,  Pa. — Improvement  in  Bearing  Block  for  Bridge 
Trusses. — Patent  dateil  October  22,  18G1. — ^The  claim  and  drawings  explain  the  nature  and 
object  of  this  invention. 

C7aim.— Making  the  tubes  for  the  bolts  separate  from  the  bed  of  the  block  so  that  they  can 
yield  or  vibrate  when  reai}ired  without  injuring  or  breaking  either  the  bed  or  tube. 

Also,  rounding  the  ends  of  the  tubes,  and  fitting  them  to  a  curved  seat  in  the  bed  so  that 
they  can  vibrate  without  materially  lessening  the  roaring  surface  between  the  bed  and  tube, 
substantially  as  described. 
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No.  33,543.— Moses  T.  Ridout,  of  Milwaukie,  Wis.—Improvement  in  Bootjacks.— VeAent 
daled  October  2*2,  \t^\}. — ^This  invention  consists  in  the  use  of  a  movable  toe  piece  which 
Mlides  over  the  jaws  of  the  bootjack  so  as  to  fit  any  sized  boot,  and  which  is  pressed  up  by  the 
tot»  of  the  boot  into  contact  with  ratchet  teeth  formed  on  the  under  side  of  the  jaws,  by  which 
it  is  held  in  place  until  the  boot  is  drawn  off. 

Claim. — ^The  combination  of  the  tooth  jaws  A  A  a,  and  sliding  toe  piece  C  c,  constructed 
and  operating  substantially  as  and  for  the  purpose  set  forth. 

No.  33,544. — Ezra  Ripley,  of  Troy,  N.  Y. — Improvement  in  Repeating  Gun  Battery, — 

Patent  dated  October  *J*i,  18<)J. — This  invention  consists  in  arranging  a  series  of  gun  barrels 
open  at  both  "ends  in  the  form  of  a  skeleton  cylinder,  to  which  is  e^apted  a  breech  block  ©r 
ring  having  a  series  of  charge  chambers  to  correspond  with  the  series  of  barrels,  and  which, 
after  it  is  fired,  can  bo  instantly  detached,  and  its  place  supplied  by  another  series  ready 
charged.  A  rotary  detachable  spring  hammer  is  caused  to  ride  over  a  series  of  ratchet-shaped 
cams,  so  as  to  strike  u  blow  upon  each  c^ip  nipple  in  succession. 

Claim. — The  detachable  rotary  discharging  hammer  A,  and  separable,  many  chambered 
breeching  B,  when  they  are  constructed  and  secured,  in  combination  with  the  cylindrical  series 
of  barrels  c,  so  as  to  permit  convenient  and  rapid  firing,  and  the  ready  detachment  and  reat- 
tachment of  the  said  cnambemd  breeching  and  hammer,  substantially  as  described  and  shown. 

No.  33,545. — Jacob  Ruth,  of  Philadelphia,  Pa. — Improvement  in  Apparatus  for  Removing 
Invalids. — Patent  dated  October  2*2,  1801 . — This  invention  consists  of  a  frame  made  to  traverse 
near  the  ceiling  of  a  room :  cords  attached  to  a  windlass  pass  over  pulleys  in  this  frame,  and 
thence  to  pulleys  in -a  frame  below -,  from  this  latter  frame  hang  straps  which  are  connected 
by  hooks  to  bands  placed  beneath  the  invalid,  who  may  be  thus  mised  to  the  required  height, 
and  by  means  of  the  traversing  frame  transferred  to  any  part  of  the  room  desired. 

Claim, — The  frame  I,  with  its  bands  or  straps,  in  combination  with  the  traversing  platform, 
and  the  system  of  raising  and  lowering  cord  described,  or  their  equivalents,  for  the  purpose 
specified. 

No.  33,546. — Christian  Sharps,  of  Philadelphia,  Vo..— Improvement  in  Hammer  Guards 
to  Fire-arms, — Patent  dated  October  22,  J  861. — The  object  of  this  invention  is  to  prevent  the 
hammer  from  resting  on  the  metallic  cartridge  or  percussion  cap  and  it  consists  in  the  use  of 
a  curved  metal  strip  which  may  be  moved  up  so  as  to  prevent  the  hammer  from  touching  the 
cartridges  when  the  gun  is  not  in  use.  When  the  hammer  is  drawn  back  in  cocking  a  pin 
projectmg  firom  it  strikes  against  the  extremity  of  the  curved  strip  and  draws  it  back  out  of 
the  way. 

Claim. — The  curved  guard  D,  with  its  projection  y,  in  combination  with  the  hammer  C,  its 
collar  z,  and  pin  7,  the  w-hole  being  arranged  on  a  fire-arm  for  discharging  metallic  cartridges, 
as  and  for  the  purpose  set  forth. 


No.  33,547.— CanceUed. 

ANCTIl 

r  22,  1861 — This  invention  consists  in  a  method  of  adapting  straw  in  the 
ction  of  beehives,  the  straw  mats  composing  the  sides  being  formed  at 


No.  33,548.— Melancthon  Stilwell,  of  Manlius,  N.  Y,— Improvement  in  Beehives. — 
Patent  dated  October  i 
material  for  construction 

their  ends  so  as  to  fit  closely  into-  clamping  comers,  where  they  are  further  secured  by  hard 
wood  pegs.  A  straw  mat  is  substituted  for  the  honey  board  when  the  working  season  is  over 
for  allowing  the  moisture  to  evaporate. 

Claim. — First,  constructing  beehives  of  straw,  by  securing*  the  straw  mats  A'  to  the  wooden 
frame,  by  Itaeans  of  the  clamping  comer  boards  c,  pegs  6,  and  cords  e,  substantially  as  set 
forth  and  described. 

Second,  the  straw  mat  D,  when  constructed  and  used,  as  and  for  the  purposes  set  forth  and 
described. 

No.  33,549.— F.  Steubel  and  August  Roos,  of  New  York,  N.  Y,— Improved  Mode  of 
Cooling  Beer  and  other  Liquids, — Patent  dated  October  22,  1801. — The  nature  of  this.inven- 
tion  colQsists  in  passing  the  beer  or  other  liquid,  while  hot,  through  a  series  of  metal  tubes, 
surrounded  by  cold  water,  whereby  it  is  cooled  without  being  exposed  to  the  air,  or  suffering 
loss  by  evaporation. 

Claim, — ^I'he  cooler  for  beer  and  other  liquids  as  described  and  referred  to  in  the  drawings 
attached,  as  set  forth  in  the  specification,  or  any  other  substantially  the  same,  to  produce  the 
intended  effect. 

No.  ;W,550.— B.  F.  Taber,  of  Buffalo,  N.  Y.— Improvement  in  Rotary  PMm;?5.— Patent 
dated  October  22,  1861. — In  determining  the  form  of  the  shell  and  the  position  of  the  valve 
cylinder  within  it,  a  perpendicular  hne  is  drawn  through  the  centre  of  the  valve  cylinder. 
Two  other  lines  are  also  drawn  through  the  centre  at  angles  of  4.'>^  to  the  first  line,  dividing 
the  cylinder  into  four  equal  parts.  A  part  of  the  shell  oii  the  side  of  the  discharge  orifice  is 
the  quadrant  of  a  circle  concentric  with  the  valve  cylinder  and  of  equal  radius.  The  valve 
cylinder  revolve^  in  contact  with  this  part  of  the  sheU  forming  an  abutment  which  causes  the 
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discharge  of  the  liqiiid  being  pumped.  The  shell  directly  opposite  is  also  the  quadrant  of  a 
circle  concentric  with  the  valve  cylinder,  but  of  greater  radius  lomiing  the  suction  space. 
The  valves  are  caused  to  move  steadily  by  flanges  projecting  inwardly  at  the  sides  of  the  slot:« 
in  the  valve  cylinder. 

Claim, — First,  the  formation  of  the  shell  with  the  concentric  parts  c  g  and  /  /*,  and  eccen- 
tric parts  e  h  and  g  f,  08  and  for  the  purposes  described. 

Second,  so  constructing  and  arranging  the  valves,  valve-cylinder,  and  shell,  as  that  iht- 
valves  will  not  bo  subjected  to  a.  transverse  movement  while  doing  their  work,  for  the  pui- 
poses  and  substantially  as  set  forth. 

No.  33,551. — A.  C.  Vautier,  of  Paris,  France. — Improved  Mode  of  Extracting  Filamen- 
Urns  Matter^  similar  to  SUk^  Cotton^  and  the  like,  from  the  Bark  and  Leaves  of  t^arious 
Trees. — Patent  dated  October  22,  1861. — ^The  bark,  &c.,  is  subjected  to  maceration  in  boil- 
ing water  or  steam,  after  being  more  or  less  triturated,  to  facilitate  the  division  of  the  fibres 
and  their  separation  from  the  fleshy  parts.  During  the  maceration,  acetic  acid,  or  alkaline 
solution  may  or  may  not  be  used,  according  to  the  quality  of  the  water  and  the  nature  of  the 
plants  operated  upon.  Immediately  after  these  operations  of  macerating  and  triturating  the 
matter  is  washed  a  number  of  times  in  water.  The  matter  thus  obtained  after  being  exposed 
to  ihe  air  appears  in  the  form  of  blight,  white,  and  flexible  fibres,  which  may  be  combed  and 
apiin. 

Claim, — The  method  or  process  described  of  extracting  the  filamentous  matter,  of  a  silky, 
cottony,  and  other  similar  nature,  contained  in  the  bark  and  leaves  of  the  mulberry,  elm, 
peach,  and  other  trees  and  shrubs,  so  as  to  render  the  product  thus  obtained  convertible  into 
yams  and  tissues,  substantially  as  set  forth. 

No.  33,552.— William  E.  Vincent  and  Chauncy  B.  Northrup,  of  New  York,  N.  Y.— 
Improveme'^*  in  Spring  Rocking  Horses. — Patent  dated  October  22,  1861. — This  invention 
consists  in  the  use  of  a  flat  spring  and  check  to  prevent  the  horse  from  rocking  back  too  lav, 
whereby  the  ordinary  coiled  or  flat  wound  springs,  which  are  defective  on  account  of  imper- 
fect tempering,  are  dispensed  with. 

Claim. — ^The  combination  of  the  flat  spring  E  with  the  check-spring  G,  arranged  and  ap- 
plied to  the  horse,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,553.— Hercules  M.  Wilson,  of  Newark,  N.  J. — Improvement  in  Operating  Win- 
dow Shutters. — Patent  dated  October  22,  1861. — This  invention  consists  in  operating  the 
sliutter  by  means  of  a  jointed  lever,  which  is  actuated  by  a  revolving  shaft  and  worm-wheel, 
the  crank  of  the  shaft  being  inside  of  the  window. 

Claim. — The  levers,  worm  and  screw  or  worm-wheel,  and  the  shaft  with  the  slotted  top, 
when  constructed  and  combined  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  33,554. — ^Thomas  P.  Yates,  of  Concord,  N.  II. — Improvement  in  Newspaper  Files.-— 
Patent  dated  October  22,  1861. — This  invention  consists  in  a  folio  file  provided  with  an  ex- 
panding b«llows-back  and  loops  for  thieading  the  papers  through,  together  with  an  elastic 
tape,  on  each  end  of  which  is  a  cutting-needle,  which  is  passed  through  the  paper,  and  then 
thiou^  eye-holes  in  the  back  strip,  w  hich  holds  the  papers  fiimly  in  place. 

Claim. — The  expanding  bellows-back  A,  in  combination  with  the  elastic  tapes  G,  cutting- 
needles  E,  and  loops  D,  when  the  same  are  so  arranged  as  to  form  a  newspaper  file,  substan- 
tially as  described. 

No.  33,555. — John  Davis,  of  Elmira,  N.  Y.,  assignor  to  P.  H.  Floyd,  of  the  same 
place. — Improvement  in  Holdback  for  Carriages  and  other  Vehicles. — Patent  dated  October 
22,  1861. — ^This  invention  consists  m  so  arranging  the  holdback  that  the  brecching-strap  iron 
will  disengage  itself  automatically  from  the  thills  when  the  horse  is  detached  from  the  car- 
riage. A  flat  metal  plate  is  secured  to  the  thills,  from  the  rear  portion  of  which  rises  a  hollow 
ovul-fornied  stop-piece,  which  projects  forward  and  upward,  so  as  to  form  an  opening  between 
the  front  portion  of  the  plate  and  the  stop,  which  pcimits  the  ready  insertion  or  withdiawal  of 
the  brecching-strap  iron. 

Claim. — A  holdback  composed  of  two  parts,  one  paii;  attached  to  the  thill,  the  other  part 
attached  to  the  harness,  constructed  and  operating  substantially  in  the  manner  and  for  the 
purpose  set  forth. 

No.  :J3,5^-— Chas.  G.  Mann,  of  Walpole,  Mass.,  assignor  to  Alfred  B.  Ely,  of  Newton, 
Mass. — Improved  Embroidering  Attachment  for  Sewing  Machines. — Patent  dated  October  22, 
lri4)i. — This  invention  consists  in  the  employment  of  a  shaft,  supported  in  a  suitable  frame, 
which  is  placed  at  such  an  angle  to  the  bed  of  the  sewing  machine,  or  is  so  furnished  with 
take-ups,  that  the  several  cords,  which  are  delivered  from  the  periphery  of  a  circle  or  ends  of 
arms  at  the  lower  end  of  this  shaft,  may  all  incline  equall)^  towards  or  draw  equally  from  the 
point  where  the  needle  pierces  the  cloth,  so  that  as  the  shaft  is  revolved  the  various  cords  may 
be  carried  by  it  into  the  path  of  the  needle  in  the  order  and  at  such  times  as  may  be  necessary 
to  form  the  pattern  required,  thus  allowing  the  use  of  as  great  a  number  of  cords  or  braids  as 
the  circle  will  accommodate. 
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Claim, — Delivering  the  threads,  braids,  or  cords  in  the  path  of  and  before  the  needle  of  a 
Bewing  machine,  for  the  purpose  of  having  the  same  sewed  or  embroidered  upon  cloth  or  other 
substances  through  or  by  means  of  a  shaft,  rotating  continuously  or  alternately,  and  operating 
substantially  as  described. 

No.  3:i, 557.— James  Pine,  of  Troy,  N.  Y.,  assignor  to  Himself  and  J.  J.  Viele,  of  the 
same  place. — Improvement  in  Grain  and  Grass  Harvesters. — Patent  dated  October  22,  1^01. — 
This  invention  consists  in  attaching  the  gear  frame  to  the  main  f'runie,  and  having  the  wheel 
Avhich  moves  the  sickle  placed  closely  on  the  driving  shaft,  and  not  connected  directly  with 
the  gear  frame,  thereby  preventing  any  downward  pressure  on  the  latter.  The  rear  end  ot  tlift 
diaught  pole  is  made  adjustable  vertically,  so  as  to  cause  the  sickle  to  cut  higher  or  low  er. 
The  iinger-bar  being  attached  to  the  front  of  the  gear  frame,  and  the  back  end  of  tho  g<  ar 
Irunie  fittmg  loosely  on  a  fixed  shaft,  said  finger- bar  is  made  to  accommodate  itself  to  tho 
inequalities  of  the  ground,  while  a  rod  attached  to  the  said  shaft  serves  as  an  efficient  bracu 
for  the  tinger-bar,  and  secures  it  against  horizontal  detiection. 

Claim. — First,  the  combination  of  the  gear  frame  F  and  gear  wheel  G  H,  joumaled  inde- 
pendently upon  tho  shaft  E,  secured  rigidly  in  the  main  frame  C,  in  the  rear  of  the  axle  A. 

Si^cond,  the  combination  of  the  finger-oar  H',  joint  /,  gear  frame  F,  fixed  shaft  E,  br.'U'c- 
roJ  I,  axle  A,  and  main  frame  C,  constracted,  arranged,  and  operating  in  the  manner  and  for 
iho  purposes  shown  and  explained. 

No.  3:i,.')58. — David  F.  Randall,  of  Hartford,  Conn.,  assignor  (through  mesne  assi^- 
ment)  to  S.  S.  Rogers  and  Green  Kendrick,  of  the  same  place. — Improved  Burnishing 
Machine. — Patent  dated  October  22,  1861. — This  invention  consists  in  producing  a  uniform 
pressure  of  tho  burnisher  upon  the  variable  surface  of  a  spoon,  fork,  or  otner  article  by  mean.<f 
of  a  pattern  which  may  bo  represented  by  tho  shape  of  the  upper  or  lower  side  of  a  spoon, 
fork,  i&c,  corresponding  to  the  one  to  be  burnished.  Tho  extent  of  the  motion  of  tho  bur- 
nisher is  regulated  by  means  of  an  adjustable  crank-pin,  which  is  moved  back  and  forth  in  a 
a  slot,  so  as  to  give  more  or  less  motion  to  the  levers  which  actuate  the  burnisher. 

Claim. — The  combination  of  tho  pivoted  spring  spindle  burnisher-holder  de  a  with  tlw 
pattern  D,  substantially  as  and  for  the  purpose  described. 

Also,  the  combination  of  the  slotted  flange-plate  F  wnh  the  Z-shaped  stud  H  and  the  slotted 
lever  K,  arranged  and  operating  substantially  as  and  for  the  purpose  described. 

No.  33,559.— Henry  Randall,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  Isaac  P. 
Baldwin,  of  New  York,  N.  Y. — Improved  Method  of  Framing  Steamships  of  Light  Draught. — 
Patent  dated  October  22,  1801. — A  number  of  ribs  project  up  above  the  main  deck,  and  ar8 
cupi)ed  by  a  vertical  arch  spnnging  from  stem  to  stern,  and  terminating  in  the  dead  wood  at 
each  end  of  the  ship.  Interwoven  with  this  and  tho  ribs  is  a  counter  arch  extending  uoaily 
liom  stem  to  stem,  the  greatest  point  of  its  curve  resting  on  the  bilge  keelsons,  and  strapped 
and  bolted  through  its  entire  length  to  the  side  of  the  ship.  Tho  connexion  of  the  main  deck 
timbers  with  tho  nbs  is  capped  by  a  horizontal  arch  spnnging  nearly  from  stem  to  stem,  of  a 
sufficient  curvature  to  embrace  the  paddle  boxes.  Iron  tension  braces  tie  together  the  different 
sections  of  the  ship,  so  as  to  prevent  any  twisting  motion.  Other  diagonafbraces,  which  acD 
usually  placed  on  the  inside  of  tho  ribs,  are  in  tfis  case  placed  on  the  outside,  and  serve  to 
houp  the  ship's  frame  firmly  together. 

Claim. — First,  making  the  main  deck  timbers  of  a  steamship  project  outboard  sufficiently 
far  to  be  trinmied  off  and  bo  capped  by  a  horizontal  arch  of  sufficient  curvature  to  embrac* 
the  paddle-boxes,  and  extending  nearly  from  stem  to  stem,  substantially  as  described. 

Second,  in  combination  with  the  above,  making  a  sufficient  number  of  the  ribs  extend  above 
the  main  deck  fimbers,  to  which  they  aro  firmly  connected,  far  enough  to  bo  trimmed  off  and 
be  capped  by  a  vertical  arch  springing  from  stem  to  stem,  or  n  Ally  so,  substantially  at 
descnoed. 

Third,  in  combination  with  the  foregoing,  the  Inverted  counter  arch,  substantially  w 
described. 

And,  lastly,  in  combination  with  all  above,  the  adjustable  iron  tension  braces  E  E,  (Fig. 
1 , )  substantially  as  described. 

No.  :}:<, 560.— Francis  J.  Vittl^m  and  Edg.\r  M.  Stevens,  of  Boston,  Mass.,  assignors 
to  Alfred  B.  Ely,  of  Newton,  Mass. — Improvement  in  Breech-loading  Fire-arms. — Patent 
dated  October  22,  1861. — ^This  invention  consists  in  making  the  charge  chamber  materially 
larger  in  diameter  than  the  boro  of  the  gun,  tho  same  for  all  ordinary  uses,  exceeding  in  ca- 
pacity the  bulk  of  the  powder  to  bo  used.  In  tho  rear  of  the  breech  is  a  cavity  for  receiving 
a  movable  breech-piece;  this  cavity  is  closed  by  hinged  doors  or  lids,  and  ItustenW,  wheii 
shut,  by  spring  catches.  The  sliding  breech-pieco  is  operated  by  means  of  a  crank,  arouiid 
the  shaft  of  which  is  a  coiled  spring,  for  the  purpose  of  pressing  a  projecting  pin  of  the  cnmk 
arm  into  a  slot  in  tho  sliding  breech-pieco,  and  is  locked  in  place  by  means  of  an  index  fingo* 
attached  to  a  button  and  taken  into  holes  to  which  it  is  fitted. 

The  advantages  claimed  are,  that  while  with  ordinary  caps  and  powder  a  less  quantity  of 
powder  may  be  used,  tho  whole  of  tho  powder  will  bo  essentially  consumed  in  the  charge 
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diamber;  the  cap  may  be  placed  inside  the  chamber  and  near  the  ball;  the  explosive  noise 
may  be  diminished  and  the  projectile  power  increased;  the  cap  and  charge  protected  from 
dampness,  and  the  recoil  essentially  lessened. 

Claim. — First,  the  charge  chamber,  materially  larger  in  diameter  than  the  bore  of  the  gmi, 
und  containing  a  charge  of  powder  less  in  bulk  than  the  area  of  said  chamber,  substantially 
as  and  for  the  purposes  set  forth. 

Second,  the  de^ce  for  moving  and  locking  the  laterally-moTing  chambers,  constructed  and 
operating  substantially  as  set  forth. 

No.  33,561.— John  G.  West,  of  Norristown,  Pa.,  assignor  to  Jane  H.  West  and  M.  C. 
BoYER,  of  the  same  place. — Improvement  in  Valves  and  Valve  Motion  for  Steam  Engines. — 
Patent  dated  October  22,  1861. — ^This  invention  consists  in  an  arrangement  of  steam  and  ex- 
haust valves  with  their  seats  and  chests  in  respect  to  the  cylinder,  whereby  a  ready  adjust- 
ment of  the  valves  is  effected  and  the  usual  wast«  of  steam  is  obviated.  The  steam  and 
exhaust  valves  are  placed  as  near  as  possible  to  the  bore  of  the  cylinder,  so  as  to  prevent,  in 
the  case  of  the  steam  valve,  the  loss  of  steam  remaining  in  the  usual  lengthy  passages  at 
every  movement  of  the  valve,  and  in  case  of  the  exhaust  valve,  to  prevent  the  retention  of 
an  inconvenient  amount  of  waste  steam  in  the  cylinder  after  the  exhaust  valve  has  closed. 

Claim. — First,  the  arrangement  described  of  the  steam  valves  H,  with  their  seats  and  chests, 
snd  the  exhaust  valves  K,  with  their  seats  and  chests,  in  respect  to  the  cylinder,  for  the  pur- 
poses specified. 

Second,  the  arrangement  and  combination  described  of  the  shaft  M,  the  sleeve  N,  with  its 
projections  e  and  e\  the  levers  S  and  Y,  and  steam  valves  H. 

Third,  the  arrangement  and  combination  described  of  the  shaft  M,  its  cams  i  and  t',  the 
levers  X  and  Z,  and  the  exhaust  valves  K. 

No.  33,562. — Charles  S.  Westlandt,  of  Providence,  R.  I.,  assignor  to  Adin  Alexan- 
BER,  of  Providence,  K.  I.,  and  William  J.  Innis,  of  North  Providence,  R.  I. — Improvement 
in  Lubricating  Cup. — Patent  dated  October  22,  1861. — ^This  invention  consists  in  the  use  of  a 
box  for  holding  tallow  or  other  similar  lubricating  material,  in  the  interior  of  which  is  placed 
a  follower,  for  the  purpose  of  compressing  the  lubricating  material  upon  the  bearing.  A  spring 
operates  the  foUower,  which  is  kept  in  place  by  guide  rods  fastened  thereto  and  passing 
through  the  top  of  the  cup.  These  rods  also  serve  to  indicate  when  the  cup  is  empty.  The 
pressure  of  the  follower  is  regulated  by  £riction  straps  placed  on  top  of  the  cup  and  embracing 
the  gviide  rods. 

Claim. — ^The  cup  for  holding  the  lubricating  material,  in  combination  with  the  follower, 
^ring  guide,  rods,  and  friction  straps,  substantially  as  described. 

No.  33,563.— Wyllys  Avery,  of  Salisbury,  N.  Y. ^Improvement  in  Window-Blind  Fast- 
ening.— Patent  dated  October  29,  1861. — In  this  fastener  a  hooked  catch  is  secured  to  the 
window  blind,  and  a  similar  one  to  the  sash.  When  the  blind  is  closed  its  catch  is  in  a 
position  to  be  caught  and  held  by  the  catch  on  the  sash  when  it  is  shut  down,  thus  holding 
the  blind  until  the  sash  is  raised. 

Claim. — ^The  combination  of  the  catch  upon  the  shutter  with  that  upon  the  sash,  so  arranged 
that  when  the  sash  is  lowered  the  blind  will  be  secured,  and  the  converse,  substantially  bm 
specified. 

No.  33,564.— William  Beach,  of  Hamden,  Conn. — Improved  Tanning  Composition. — 
Patent  dated  October  29,  1861. — ^This  invention  consisfe  in  the  combination  with  terra 
japonica  or  other  well-known  tannin,  of  sumach,  glauber  salts,  sal  soda,  sidtpetre,  common 
•alt,  and  rye  bran,  the  several  ingredients  being  mixed  in  their  proper  proportions  and  dis- 
solved in  warm  water. 

Claim. — Firsts  the  use  of  rye  bran  in  tanning  compounds  for  the  purpose  set  forth. 

Second,  the  within-descrilied  tanning  compound,  composed  of  the  several  ingredient* 
named,  in  substantially  the  proportions  described. 

No.  33,565.— Lester  C.  Beardsley,  of  Cleveland,  O.— Improvement  in  Ventilators  for 
Railroad  Cars. — Patent  dated  October  29,  1861. — A  galvanized  iron  case  contains  a  reservoir 
snd  a  perforated  plate,  and  is  provided  with  a  funnel-shaped  tube,  which  passes  into  the 
ventilator  a  little  below  said  perforated  plate.  Another  tube  passes  through  the  car  and 
enters  the  top^f  the  ventilator.  The  funnel-shaped  tube  by  which  the  air  enters  the  venti- 
lator is  adiusted  b^  means  of  a  rod  passing  through  the  top  of  the  car,  the  open  end  being 
turned  in  the  direction  in  which  the  car  is  moving;  the  other  tube  receives  the  foul  air  from 
the  car,  whence  it  passes  through  the  ventilator.  By  reversing  the  funnel-shaped  tube  the 
air  is  ejected  from  the  car.  Cinders  and  dust  are  prevented  from  entering  the  car  by  coming 
in  contact  with  the  tube,  which  is  surrounded  with  water. 

Claim. — ^The  reservoir  I,  perforated  plate  J,  tubes  L  and  H,  and  reversible  funnel  K,  when 
oombined,  constructed,  and  operated  as  described. 

No.  33,566.— D.  C.  Brown,  of  New  York,  N.  Y.— Improvement  in  the  Running  Gear  for 
Four-lVheeled  Vehicles.— F&tQui  dated  October  29,  1861.— The  object  of  this  invention  is  to 
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«dinit  of  the  nse  of  large  forward  wheels,  so  that  the  carriage  can  be  turned  within  a  narrow 
compass;  and  it  consists  in  constructing  the  main  reach  with  an  enlarged  circular  part,  which 
serves  as  a  bed  for  the  superincumbent  mechanism,  and  which  is  attached  at  each  end  to  the 
axles  by  means  of  king  bolts.  Attached  also  to  the  axles  are  frames  or  supplemental  reaches, 
meeting  nearly  in  the  centre  of  the  main  reach,  and  provided  on  their  under  sides  with  curved 
tracks  which  travel  in  corresponding  ways,  directly  over  which  are  arranged  two  toothed 
gef^monts  that  gear  into  each  other.  The  rear  segment  is  provided  with  an  eccentric  notch, 
into  which  fit5  a  sliding  spring  detent,  so  as  to  keep  the  rear  axle  at  right  angles  with  iha 
main  reach  against  ordinwy  obstructions  m  the  road. 

Claim. — First,  toothed  movable  segment  D  and  segment  E,  in  combination  with  the  sliding' 
spring-button  or  detent  H,  when  constructed  and  operating  substantially  as  and  for  the  pui- 
poso  above  set  forth. 

Second,  the  movable  segment  D,  when  constructed  and  operating  as  described,  to  yield  too 
the  furwai'd  axle  and  wheels  a  limited  motion  independently  of  that  imparted  to  the  hind  axis 
and  wheels. 

Third,  the  tracks  b  b  and  ways  c  c,  in  combination  with  the  frames  or  supplemental  reacbet 
C  C,  as  and  for  the  purpose  described. 

No.  33,567. — S.  BURR,  of  Cedar  Grove,  Wis. — Improvement  in  Washing  Machinest — 
Patent  dated  October  29,  1861. — The  object  of  this  invention  is  to  include  within  the  frame  of 
a  single  machine  a  washing  machine,  and  also  a  press  whtch  may  be  used  for  pressing  the 
water  from  wet  clothes ;  and  the  invention  consists  of  an  uprt|;ht  frame  carrying  a  cranked 
shaft,  to  which  are  attached  dashers  and  a  press  built  in  the  frame  of  the  machine,  and  worked 
by  levers  connected  with  the  frame.  The  bottom  of  the  press  is  supported  on  blocks  of  India 
rubber. 

Claim. — ^The  washing  machine,  constructed  and  arranged  substantially  a,s  described,  with 
a  cruDkcd  shaft  working  the  dashers  of  a  tub,  and  a  press  with  an  elastic  bearing  delivering 
the  drainage  t«  the  tub,  combined  in  the  manner  specified. 

No.  33,568.— N.  F.  BURTON,  of  Plymouth,  HI— Improvement  in  Ploughs.— FaXent  dated 
October  29,  1861. — ^This  invention  relates  to  a  gang  plough  designed  for  surface  and  subsoil 
ploughing,  and  consists  in  an  arrangement  of  parts  whereby  the  depth  of  the  furrows  may  b« 
regulated  as  desired  and  the  soil  thoroughly  broken  up.  The  novelty  consists  in  the  arrange 
ment  of  the  parts,  the  separate  devices  being  disclaimed. 

Claim. — ^'rhe  combination  of  the  subsoil  plough  I  with  the  surface  plough  M,  when  said 
plouj^^lis  are  attached  to  adjustable  beams  A  A,  arranged  substantially  as  and  for  the  purpose 
Bet  forth. 

Also,  in  combination  with  the  subsoil  and  furrow  ploughs  I  M,  the  roller  K  attached  to  the 
frame  J,  and  arranged  to  operate  conjointly  with  the  ploughs,  as  set  forth. 

Also,  the  attaching  of  the  axle  D  to  the  beams  A  A'  th|ougji  the  medium  of  the  bail  -shaped 
rod  L,  in  combination  with  the  arm  H  attached  to  the  axle  D,  and  having  its  bearing  or  lul- 
ci'um  on  the  rod  L,  as  described,  whereby  the  depth  of  the  penetration  of  ooth  shares  may  be 
regulated  as  desired. 

No.  33,569.— Henry  W.  Cady  and  James  M.  Carpenter,  of  Pawtucket,  R.  I.,  and 
Oilman  K.  Winchester,  of  Providence,  R.  I. — Improvement  in  Braiding  Machines. — 
Patent  dated  October  29,  1861. — In  making  braid  more  than  one-quarter  of  an  inch  wide  the 
greater  friction  produced  between  the  necessarily  large  number  of  threads  crossing  each  other 
prevents  them  from  being  drawn  up  close  together,  more  especially  at  their  edges.  To 
remedy  this  difficulty,  use  is  made  of  stiflf  pieces  of  steel  called  beatere,  with  their  extremities 
terminating  in  a  drawn-out  flattened  finger,  two  beaters  being  used,  one  for  each  ed^  of  th» 
braid.  The  forward  and  upward  movement  of  a  lever  to  which  each  of  the  beaters  is  rigidly 
attached,  together  with  its  slide  toward  the  centre  of  the  machine,  causes  the  finger  to  open 
the  crossing  threads  and  pass  them  up  towards  the  braid-making  point. 

Claim. — The  employment  in  braiding  machines  of  devices  such  as  we  have  termed  **beal> 
crs"  applied  to  operate  between  the  threads,  substantially  as  and  for  the  purpose  described. 

Also,  giving  the  said  beaters  a  distinct  and  sepamte  rising  and  falling  movement  as  well  as 
A  movement  toward  and  from  the  centre  of  the  machine  or  point  where  the  braid  is  produced, 
substantially  as  and  for  the  pmpose  set  forth. 

No.  33,570.— Wesley  Chase,  of  Buffalo,  N.  Y. — Improved  Combined  Camp  Chest  and 

Tabic. — Patent  dated  October  29,  1861. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

CYfli/n.-^First,  the  combination  of  extension  leaves  A  B  (one  or  both)  and  hin^d  legs  C, 
for  supporting  the  leaves  when  extended,  with  a  camp  chest,  in  the  manner  and  for  the  pui- 
pose  substantially  as  set  forth. 

Second,  the  combination  of  the  comer  pieces  J  with  the  removable  legs  and  chest  as  a 
means  of  fastening  the  removable  legs  to  the  chest,  for  the  purposes  and  substantially  as 
described. 

Third,  fastening  the  removable  legs  to  the  outside  of  the  chest  for  transportation,  in  the 
manner  and  for  the  pm-poses  substantially  as  set  forth. 
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No.  33.571.— Stillman  A.  Clemens,  of  Rockford,  JM.— Improvement  in  Machines  for  Saw- 
ing Firewood. — Patent  dated  October  '29,  1861. — The  saws  are  used  without  saw-frames,  by 
making  their  teeth  of  such  form  as  will  cut  chiefly  in  the  direction  in  which  the  saw  is  pulled 
by  vibratory  arms,  and  the  saws  are  raised,  lowered,  ^ided,  and  adjusted  to  their  work  by 
friction  rollers  supported  on  their  back  and  toothed  edges  above  and  below.  The  wood  is 
placed  upon  a  rest  near  one  end  of  the  machine,  and  lies  so  low  that  ordinarily  the  workman 
can  put  one  foot  upon  the  wood  to  steady  it  while  he  operates  the  handle. 

Claim. — Operating  one  or  more  saws  c  c  by  the  oscillating  frame  composed  of  the  arms  J 
and  A,  the  brace  j,  and  handle  «,  in  connexion  with  the  forkea  rest  b  and  the  device  for  guiding, 
feeding,  and  suspending  the  saws  by  the  rollers  /  and  p,  arranged  to  run  upon  the  &ck  and 
toothed  edges  of  the  saws,  substantially  as  described  and  for  the  purposes  set  forth. 

No.  33,.'>72.— L.  CONROY,  of  New  York,  N.  Y.— Improvement  in  Street-Sweeping  Ma- 
chines.— Patent  dated  October  29,  1861. — ^This  invention  consists  of  a  means  for  rendering 
the  endless  apron  so  flexible  as  to  conform  perfectly  to  the  inequalities  of  the  surface  of  the 
street,  and  be  kept  in  a  properly  taut  state  at  all  times,  and  also  be  capable  of  being  raised 
and  lowered  automatically  with  the  opening  and  closing  of  the  bottom  of  the  dirt  box,  so  that 
the  apron  and  its  concomitant  parts  may  readily  pass  over  the  discharged  dirt.  In  connexion 
with  the  above  is  used  a  flexible  comb  or  plane,  which  will  adapt  itself  readily  to  the  inequal- 
ities of  the  surface  of  the  ground,  and  be  capable  of  being  readily  elevated  when  necessary. 

Claim. — First,  the  arrangement  of  the  rollers  Y  o*,  connected  through  the  medium  of  the 
frames  X,  levers  W,  rods  k%  and  links  ^*,  the  levers  W  being  on  the  shaft  V,  which  has  its 
ends  fitted  on  slots/*,  in  the  sides  of  the  box  or  framing  A,  and  is  connected  to  the  plates  P  P 
by  bars  r*,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  sliding  and  revolving  cylinder  I,  straps  or  belts  R  R,  levers 
Q,  and  pi^Ueys  8  S,  on  shaft  T,  substantially  as  shown  for  the  purpose  of  readily  raising  the 
•weeping  apron  M  when  desired. 

Third,  connecting  the  bottom  D  of  the  box  C  to  the  slides  H  H,  (of  the  cylinder  I, )  by 
means  of  the  cords  c  c,  when  said  cords,  thus  attached,,  are  used  in  connexion  with  the  straps 
or  belts  R  R,  levers  Q,  connected  with  the  plates  P,  and  all  arranged  as  shown,  to  admit  of 
the  automatic,  simultaneous  elevation  of  the  sweeping  apron  M  with  the  discharging  of  the 
contents  of  the  box  C,  as  set  forth. 

Fourth,  the  plates  L,  fitted  on  the  axle  K,  secured  to  the  cloth  or  canvas  /,  and  constructed 
.  and  arranged  substjintially  as  described,  to  form  a  flexible  inclined  plane  or  surface  for  the 
gwecping  apron  M  to  convey  the  dirt  tip  to  the  box  C,  as  set  forth. 

Fitth,  the  bar  or  rod  M*,  connected  to  levers  N  N,  which  are  secured  to  the  bars  J  J,  and 
connected  to  the  shafl  O  by  cords  g  gj  substantially  as  sho^n^,  to  admit  of  the  elevating  of 
the  plates  L  when  desired. 

No.  33,573.— Richardson  Coddington,  of  Leonidas  Township,  and  Dougal  McCall, 
of  the  Township  of  Kalamazoo,  Mich. — Improvement  in  Ploughs. — Patent  dated  October  29, 
1^(5] . — In  connexion  with  the  several  parts  composing  the  plough  is  a  fastener  provided  with 
a  notched  slide  plate  and  spring,  the  slide  being  moved  by  a  lever.  It  is  placed  in  the  rear 
end  ot  the  beam,  and  is  designed  to  secure  the  same  at  the  several  adjustments  of  the  reversi- 
ble plough. 

Claim. — ^The  combination  of  the  parts  as  follows:  A,  beam  and  handles;  B,  e^dard  bolt;^ 
C  C,  cutters ;  D  D,  right  and  left  mould  boards;  E  E,  reversible  shares;  F,  fastener;  G.  frame 
work,  and  H  H,  false  land  sides,  when  arranged  and  constructed  substantially  as  and  for  the 
purpose  described. 

No.  33,574. — George  H.  Cook,  of  New  Brunswick,  N.  ^. — Improved  Mode  of  Separating 
Compounds  of  Iron  from  the  Water  of  Salt  Wells  and  Springs. — Patent  dated  October  29, 
1861. — ^The  nature  of  this  invention  is  explained  by  the  claim. 

Claim. — ^The  use  of  black  or  peroxide  of  manganese  in  hastening  the  separation  or  precipi- 
tation of  oxide  or  other  compound  of  iron  from  the  water  of  salt  springs  or  wells. 

No.  33,575.— Robert  R.  Crosby  and  Josepiius  H.uuus,  of  Boston,  Mass.— fmprored 
Clothes- Wringer. — Patent  dated  October  29,  1861. — In  this  machine  the  bearings  of  the  lower 
roll  are  permanent,  the  journals  of  the  upper  roll  revolving  in  slots,  so  as  to  a3low  it  to  rise 
and  fall  therein.  A  double  lever,  having  its  short  ends  resting  upon  the  journals  of  the  upper 
roll,  and  its  long  end  extending  vertically,  unite  in  the  horizont&lpiece  at  the  top,  whicu  is 
embraced  and  acted  upon  by  a  rubber  spnng.  Said  spring  also  embraces  a  lever,  by  raising 
and  depressing  which  the  required  pressure  upon  the  upper  roll  is  produced. 

Claim. — ^The  arrangement  of  the  lever  C  and  spring  D,  combined  and  operating  substan- 
tially as  set  forth. 

No.  33,576. — Henry  Davies,  of  Portsmouth,  O. — Improvement  in  Swings. — Patent  dated 
October  29,  1861. — ^This  invention  consists  in  suspending  in  the  rear  of  the  seat-supporting 
rods  additional  rods,  to  the  lower  end  of  which  is  attached  a  foot-board  or  treadle,  so  arranged 
In  connexion  with  the  seat  that,  by  pressing  the  board  with  the  feet,  a  backward  motion  will 
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be  produced,  and  on  raising  the  feet  the  swing  will  come  forward  by  g^vity,  and  by  repeatii]^ 
the  operation,  the  swing  will  rise  to  any  desired  height. 

Claim. — The  application  of  a  foot-board,  connected  in  such  a  manner  to  rods  or  cords,  sus- 
pended either  bacK  or  in  front  of  the  points  C,  so  as  to  enable  a  person  to  operate  the  swing 
while  in  it. 

No.  33,577. — C.  H.  Denison,  of  Brattleborou^h,  Yt— Improved  Mode  of  Attaching  Hubt 
to  Axles. — Patent  dated  October  29j  1861. — This  invention  is  designed  for  children's  carriages, 
and  consists  in  fitting  a  rod  longitudinally  in  the  arm  of  the  axle,  and  providing  it  at  its  outer 
end  with  a  button  attached  eccentrically  to  it,  the  inner  end  of  the  rod  oeing  provided  with  an 
arm  and  crank  for  turning  the. rod,  thereby  adjusting  the  eccentric,  which,  in  a  certain  posi- 
tion, retains  the  hub  on  the  axle. 

Claim. — The  rod  F,  fitted  in  the  arm  B  of  the  axle  C,  and  provided  at  one  end  with  tbe 
eccentric  or  button  G,  and  at  the  opposite  end  with  an  arm  or  crank  6,  as  and  for  the  purpose 
set  forth. 

No.  33,578. — L.  M.  Doitdna,  of  Amherst,  N.  H. — Improvement  in  Hand  Mowing  Ma- 
cfnnes. — Patent  dated  October  29,  1861. — This  invention  consists  in  mounting  an  ordinary 
hand  frame  on  wheels  the  axis  of  which  is  provided  with  a  serpentine  cam,  which,  as  the 
machine  is  moved  along,  vibrates  a  bar  having  a  segment  cutter  at  its  outer  end,  the  said  bar 
working  over  a  stationary  segment  cutter  plate,  and  the  upper  plate  moving  in  the  arc  of  a 
circle. 

Claim. — The  combination  of  the  stationary  cutter  plate  H  and  vibrating  cutter  plat©  J, 
operated  through  the  medium  of  the  bar  I  and  serpentine  ledge  F,  which  is  attached  to  the 
drum  E  of  the  wheels  D  D,  all  being  arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  33,579.— Noah  Do  wing,  of  Brooklyn,  N.  Y.— Improvement  in  Safety  Belts.— latent 
dated  October  29,  1861. — This  invention  consists  of  a  metallic  belt,  to  be  worn  about  the 
body,  and  provided  with  a  metallic  box  or  case  for  containing  money  or  valuables. 

Claim. — The  combination  of  the  metallic  belt  A  with  the  box  or  pocket  B,  the  same  being 
used  and  secured  substantially  as  and  for  the  purpose  specified. 

No.  33,580. — John  Evans,  of  New  Haven,  Conn. — Improvement  in  Machines  for  Heading 
and  Trimming  Spring  Heads. — Patent  dated  October  29,  1861. — This  invention  consists  in 
mechanism  for  gau^ng  the  heads  to  an  uniform  size,  and  in  an  arrangement  of  adjustable 
right  and  left  hand  dies,  in  connexion  with  a  punch  for  trimming  the  ears  of  the  spring  head 
separately  from  the  under  side.  The  ears  are  welded  to  the  outer  leaf,  and  placed  upon  the 
counter  die  with  their  inner  edges  resting  against  the  adjustable  gauges.  The  stationary  die 
causes  the  end  of  the  leaf  and  ears  to  comorm  to  the  shape  of  the  cup^  die.  The  headed  spring 
is  then  placed  between  dies,  the  back  of  the  spring  head  resting  againjst  a  guide  pin,  and  the 
front  and  under  portion  of  one  of  the  ears  resting  upon  the  die.  The  die  then  cuts  the  ear 
only,  leaving  the  oarb  on  the  outside  of  the  head,  which  is  easily  removed  in  finishing. 

Claim. — First,  the  combination  of  the  adjustable  gauges  J  J  with  the  counter  die  H  and 
plate  I,  when  arranged  and  operating  in  the  manner  and  for  the  purposes  described. 

Second,  the  right  and  left  hand  punch  M,  in  combination  with  the  adjustable  right  and  left 
hand  dies  L  L  and  gauge  pin  n,  wnen  arranged  and  operating  in  the  manner  and  for  the  pur- 
poses described. 

No.  33,581. — Joseph  R.  Gates,  of  Louisville,  Ky.— Improvement  in  Cider  and  Wins 
Mills. — Patent  dated  October  29,  1861. — This  invention  consists  in  the  use,  in  connexion 
with  a  toothed  cylinder,  of  one  or  more -swinging  crushers  hinged  to  the  hopper-box  for  the 
purpose  of  retaining  the  fruit«  while  being  crushed  between  the  cylinder  ana  concave.  In 
the  lower  part  of  the  framing  is  a  platform,  upon  which  are  placed  the  fruit  or  pomace  re- 
ceptacles in  which  is  arranged  to  operate  a  plunger  actuat^  by  means  of  a  screw  at  tbe 
end  of  the  framing. 

Claim. — First,  the  employment  or  use  of  the  vibrating,  crushing,  and  fruit-retaining  bars 
F  P,  one  or  more  in  connexion  with  the  cylinder  G  and  concave  J,  or  their  equivalents,  all 
aiTanged  to  operate  substantiallv  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  crank-shaft  N,  connecting  rods  O  O,  with  the  gearing  C 
DEM,  and  shafts  B  F,  substantially  as  shown  for  operating  simultaneously,  ana  from  one 
and  the  same  driving  shaft  B,  the  rotating  cylinder  G,  and  vibrating  bars  F  P. 

Third,  in  combination  with  the  vibrating,  crushing,  and  fruit-retaimng  bars  P  P,  cylinder 
G,  and  concave  J,  the  inclined  guide-board  Q,  arranged  in  relation  with  the  cylinder,  bars, 
and  concave,  to  direct  or  guide  the  fruit  properly  between  the  cylinder  and  concave,  as  set 
forth. 

Fourth,  the  two  fruit  or.  pomace  receptacles  S  S  placed  upon  a  platform  R,  when  said  ro- 
ceptacles  and  platform  are  used  in  connexion  with  a  screw  T  and  plunger  W,  and  also  with 
a  crushing  device  formed  of  the  cylinder  G,  concave  J,  and  vibrating  bars  P  P. 

No.  33,582.— Christopher  Grimshaw,  of  Milwaukie,  Wis.— Improvement  in  Breech- 
loading  Ordnance.— 'Fat/oni  dated  October  29,  1861.— This  invention  relates  to  that  class  of 
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breech-loadinsf  cannon  whoso  bore  extends  completely  through  the  cannon,  and  has  a  mov- 
able plug  inserted  transversely  of  the  latter ;  and  the  invention  consists  in  making  the  plug 
of  a  round,  tapering  shape,  ground  to  fit  the  transverse  aperture  and  of  larger  diameter  than 
the  bore  so  as  to  form  a  gas-tight  joint.     When  in  position  the  plug  is  secured  by  a  key. 


No  33,583.— William  and  George  Hanlon,  of  New  York,  N.  Y,— Improved  Portable 
Apparatus  for  Gymnastics. — Patent  dated  October  29,  3861. — The  object  of  this  invention, 
the  nature  of  which  will  be  understood  from  the  claim  and  engraving,  is  to  combine  within 
the  limits  of  a  room  of  moderate  size  all  the  fixed  apparatus  commonly  emploved  in  gym- 
nastic exercises,  and  to  make  such  parts  conveniently  ardjustable  for  persons  of  aiflferent  size 
and  strength. 

Claim. — First,  the  substitution  for  the  inelastic  cords  and  weights  of  the  pulling  apparatus 
of  a  series  of  elastic  cords  so  combined  with  the  puUi'ig  handles  that  the  several  cords  can 
be  separately  attached  to  and  detached  from  the  said  handles  at  pleasure,  substantially  as 
and  tor  the  purpose  specified. 

Second,  tne  borizoutal  handles  K  K,  constructed  with  hooks  e  e,  and  fitted  to  a  series  of 
mortises  d  d  in  the  post  B,  or  other  equivalent  upright  support  which  permit  of  their  ad- 
justment at  diflferent  distances  apart,  substantially  as  and  for  the  purpose  set  forth. 

Third,  making  one  of  the  parallel  bars  adjustable  nearer  to  or  further  from  the  other  at 
pleasure,  substantially  as  and  for  the  purpose  specified. 

Fourth,  combining  in  one  apparatus  the  inclined  and  horizontal  ladder,  the  trapeze,  the 
pulling  apparatus,  and  the  parallel  bars,  by  an  arrangement  of  parts  substantially  as  specified. 

No.  33,584.— P.  M.  Hannas,  of  Easton,  F&.— Improvement  in  Water  »%eeZ».— Patent 
dated  October  29,  18G1. — This  invention  consists  in  constructing  the  g^te-box  in  two  parts, 
so  arranged  that  access  can  be  had  to  the  interior  of  the  casing  without  removing  it  from  its 
foundation ;  also  m  the  use  of  an  annular  plate  and  rings,  so  that  bv  a  partial  turn  of  the 
plato  the  rings  may  be  moved  tp  and  from  each  other,  thereby  admitting  more  or  less  water 
to  the  wheel  at  pleasure.  The  said  rings  are  connected  to  the  gate  in  such  a  manner  that 
the  movement  of  the  former  ma^  be  controlled  by  the  laiter.  The  wheel  is  made  in  two 
parts  secured  to  one  vertical  shaft,  each  wheel  being  composed  of  a  plate  to  which  the  shaft 
IS  connected,  and  of  annular  plates,  in  the  space  between  which  are  arran^d  curved  buck- 
ets, and  between  flanges  are  also  a  series  of  buckets  curved  in  the  reverse  direction.  Within 
each  wheel  is  a  circular  stationary  block  having  a  flange,  the  concave  portion  of  each 
block  being  provided  with  any  convenient  number  of  vanes. 

Claim. — First,  the  gate-box  made  of  the  two  pieces,  F  and  G,  the  former  being  detachable 
from  the  latter,  and  boih  being  constnicted  and  arranged  as  and  for  the  purpose  specified. 

Second,  the  rings  E  and  £',  applied  to  the  wheels  as  set  forth,  in  combination  with  the  an- 
nular plnte  h  and  the  devices  described,  or  their  equivalents,  whereby  the  said  rings  may  be 
moved  from  and  towards  each  other  by  the  turning  of  the  said  plates  as  described,  for  tlvu 
purpose  Mpecified. 

Third,  the  rings  E  and  E'  and  the  annular  plate  A,  in  combination  with  the  gate  H 
and  the  lever  K,  or  its  equivalent,  the  whole  being  arranged  and  operating  substantially  as 
described,  so  that  the  movement  of  the  rings  may  depend  upon  that  of  the  gate. 

Fourth,  the  wheel  composed  of  the  buckets  M,  with  their  inclined  outer  ends,  and  the  re- 
acting bucket  N,  between  the  inclined  flanges  a  and  r,  the  whole  being  secured  to  the  shaft 
L,  in  combination  with  the  stationary  block  F,  its  concave  sides  ana  curved  vanes  Q,  the 
whole  being  arranged  as  and  for  the  purpose  described. 

No.  33,585.— Thomas  Harbottle  and  M.  Field  Fowler,  of  New  York,  N.  Y.— ^n- 
provcd  Apparatus  for  Directing  Water  to,  and  Maintaining  Continuous  Pressure  upon ^  Hy- 
draulic Rams. — Patent  dated  October  29,  18C1. — This  invention  consists  in  interposing  be- 
tween the  pump  and  each  of  the  rams  of  the  series  an  anangement  of  valves  and  cocks,  by 
means  of  which  the  pressure  may  bo  continued  on  each  of  the  tiers  of  ba^  to  be  operated 
upon,  not  only  while  tne  pump  is  actually  employed  upon  its  ram,  but  also  auring  nearly  th<i 
wnole  of  the  time  the  pump  is  engaged  upon  the  i*am  of  the  other  tier. 

Claim. — Interposing  between  the  pump  and  each  of  the  rams  of  the  series,  the  described 
apparatus  to  effect  the  maintenance  of  the  pressure  upon  either  of  the  said  rams,  while  th« 
pump  is  acting  upon  others  of  the  series  of  rams,  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,586.— Samiiel  Herbert,  of  New  York,  N.  Y.— Improved  Cantun.—VoXmi  dated 
October  29,  1861. — This  invention  consists  in  constructing  a  canteen  of  such  a  form  as  to 
admit  of  a  large  opening  being  made  in  the  top  for  the  purpose  of  introducing  any  article  to 
be  cooked  and  for  the  purpose  of  cleaning.  Legs  are  attached  to  the  canteen  to  be  used 
when  cooking  is  to  be  performed,  so  arranged  as  to  be  compactly  folded.  To  the  under  side 
•f  the  cover  within  the  con  is  suspended  a  drinking  cup. 
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Claim. — First,  the  legs  J  J,  screw  cap  D,  and  mouth  tube  E,  with  a  soldier's  cooking  can- 
teen, when  combined,  arranged,  and  operating  in  the  manner  and  for  the  purposes  described. 

Second,  attaching  a  drinking  and  cooking  cup  to  the  inside  of  a  canteen,  substantially  as 
described. 

No.  33,587.— George  J.  Hulino  and  Albert  Taplin,  of  Providence,  R.  1,— Improved 
Stove-Cover  Lifter  and  Po^er.— Patent  dated  October  29,  1861.— The  extremity  of  the  rod 
terminates  in  two  projections,  one  of  which  is  used  as  a  stove-cover  lifter,  and  the  other  as  a 
poker. 

Claim, — ^The  invention  of  the  combination  o(  the  two,  as  shown. 

No.  33,.588.-nj0HN  H.  Irwin,  of  Beardstown,  H].— Improvement  in  Lamps.— Patent 
dated  October  29,  1861. — The  orifice  of  the  wick-tube  extends  through  an  oval  plate  attached 
to  it  near  its  upper  end.  A  cone  or  deflector  is  fitted  on  the  cap  which  screws  into  the  lamp, 
and  extends  just  above  the  top  of  the  wick-tube ;  the  deflector  has  a  slot  in  its  upper  end, 
^e  sides  and  ends  bein^  curved  inward.  The  top  of  the  cone  around  said  slot  inclines 
downward  toward  the  wick-tube,  and  to  a  point  just  above  the  top  of  the  wick-tube.  The 
cone  deflects  the  air  that  passes  into  the  cap  against  the  base  of  the  flame,  and  a  large  vol- 
ume of  air  eoncentrated  at  this  point  causes  a  brilliant  flame. 


Claim, — Forming  a  bearing  4  for  the  rod  F,  of  the  wick-wheels  6  6,  by  turning  or  bending 
i  of  the  wick-tube  between  the  slots  2  2,  as  and  for  the  purpose  specified. 
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No.  33,589.— JOHN  JENNINOS,  jr.,  ot  INatick,  0/1(^83,— Improvement  tit  i$poke  Shaves. — 
Patent  dated  October  29,  1861. — This  invention  consists  in  making  a  saw  kert  or  slit  through 
each  tang  hole,  a  screw  being  passed  transversely  through  each  slit  The  screw,  when 
turned,  bmds  the  head  of  the  tang  against  the  stock,  and  thus,  as  the  tang  hole  wears  away, 
a  means  of  adjusting,  or  rendering  it  smaller,  is  provided. 

Claim. — ^The  improved  stock  as  made,  with  kerfs  d  d  arranged  within  it  and  with  respect 
to  its  tang  holes  c  c,  and  to  receive  screws,  substantially  in  the  manner  and  for  the  purpose 
specified. 

No.  33,590. — Isaiah  Johnson,  of  Alliance,  O. — Improved  Non-Swagging  Gate-Post, — 
Patent  dated  October  29,  1861. — ^This  invention  will  be  understood  by  reference  to  the  claim 
and  engraving. 

Claim. — Tne  arrangement  of  the  cap  C,  brace  g,  post  B,  and  sill  A,  forming  a  non-swag- 
ging  gate-post,  constructed  and  operatmg  as  and  for  the  purpose  set  forth. 

No.  33,591.— John  E.  Layton,  of  Pittsburg,  Va.— Improved  Back-Plate  and  Chimney- 
Throat  for  Fireplaces. — Patent  dated  October  29,  1861.— This  invention  consists  of  a  flat 
rectangular  back -plate,  and  a  throat-piece  of  the  same  width,  having  parallel  sides  and  a 
long  and  narrow  aperture,  so  inclined  to  each  other  that  when  in  place  the  back-plate  will 
slope  more  or  less  upward  from  the  rear  wall,  and  the  aperture  of  the  throat  will  InclinA 
upward  and  backward  from  the  front. 

Claim. — The  construction  of  a  throat-piece  and  back-plate  for  open  fireplaces,  combined  in 
one  piece,  as  a  new  article  of  manufacture^ 

No.  33,592. — George  McIlwain,  of  Philadelphia,  Pa..— Improvement  in  Coses  for  Water 
and  Gas  C'ocfcs.— Patent  dated  October  29, 1861 — A  tube  of  the  form  of  a  hollow  frustum  is 
placed  vertically  over  the-plug  or  cock.  Placed  loosely  around  the  top  of  said  tube  is  a  rap 
provided  with  a  metal  cover.  The  cap  is  left  free  to  rise  and  fall  during  freezing  and  thawing 
temperatures,  and  the  tube  from  its  conical  form  and  smooth  exterior  retains  its  vertical  position 
and  carries  off  on  its  outside  any  water  that  may  leak  down  through  the  joint  between  tha 
cap  plate  and  its  lid. 

Claim. — The  cap  B,  provided  with  the  opening  «,  and  lid  C,  as  described,  when  the  said 
cap  is  applied  and  adjusted  over  the  upper  end  of  the  tube  A,  so  as  to  rest  independently  of 
the  said  tube,  directly  upon  the.  gravel  or  sand  which  may  be  used  to  support  the  latter  and 
the  usual  pavement,  in  me  manner  described  and  set  forth  and  for  the  purposes  specified. 

No.  33,593.— Aaron  H.  Miller,  of  Laporte,  Ind.— Improvement  in  Sugar  Evaporators. — 
Patent  dated  October  29,  1861. — In  this  apparatus  the  evaporator  is  divided  into  two  com- 
partments, under  which  is  a  ftimace  arranged  to  move  from  side  to  side  on  a  track.  The 
furnace  when  heated  causes  the  juice  in  the  compartment  immediately  over  it  to  boii  rapidly 
until  evaporated,  when  it  is  roHed  over  underneath  the  other ;  the  boiled  juice  can  then  be 
turned  oflf  from  the  first  compartment  which  is  resupplied,  and  the  process  repeated. 

Claim. — An  apparatus  for  evaporating  saccharine  liquids,  so  constructed  that  the  fire-grate 
or  furnace  is  adjustable  under  the  pan  to  be  heated,  as  set  forth. 

No.  .33,594.— William  Mills,  of  New  Athens,  O,— Improvement  in  Apparatus  for  Chans- 
ing  Feathers,— PaXeni  dated  October  29,  1861.— This  invention  consists  in  the  employment 
ef  an  ellipsoidal  steam  chest  or  drier  placed  centrally  within  a  correspondingly  shaped  leather 
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receptacle,  which  is  suspended  on  an  axis  and  provided  with  perforated  steam-pipes.  In 
connexion  with  the  above  is  used  a  blast  or  discharging  fan,  the  spout  of  which  is  inserted 
into  one  end  of  the  feather  receptacle,  after  the  feathers  are  thorougnlj  dried,  for  the  purpose 
of  discharging  them  from  the  opposite  end. 

Claim. — First,  the  employment  or  use  of  an  ellipsoidal  feather  receptacle  B  and  steam- 
dbest  D,  arranged  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  ellipsoidal  feather  receptacle  B  and  stcam-chcst  D,  the 
perforated  steam  tubes  F  E  C,  and  blast  fan  G,  all  arrangea  for  joint  operation  substantial!  j 
aa  and  for  the  purpose  set  forth. 

No.  33,595. — Robert  Morrison,  of  Newcastle-on-Tyne,  England. — Improvement  t« 
Steam  Hammers. — Patent  dated  October  29,  1861. — This  invention  consists  in  flattening  tli© 
hammer  bar  or  making  it  of  such  a  form  that  it  will  be  prevented  from  turning  on  its  axis, 
for  the  purpose  of  insuring  greater  accuracy  in  the  work. 

Claim, — Flattening  off  the  hammer  bar  of  such  apparatus  working  through  both  ends  of 
the  cylinder,  or  any  other  section  which  will  prevent  the  bar  from  turning  upon  ita  axis,  sub- 
stantially as  described,  whereby,  in  addition  to  its  being  lon^tudinally  guided  in  the  upper 
and  lower  stuffing-boxes,  it  is  effectually  prevented  from  turning  on  its  axis. 

No.  33,596.— S.  G.  MORRISON,  of  Williamsport,  TtL—Improvement  in  Window- Sash  Sup- 
porter.— Patent  dated  October  29,  1861. — This  invention  consists  in  the  application  of  soma 
elastic  material  to  the  edge  of  an  eccentric  attached  to  the  sash  stile,  the  periphery  of  which 
presses  against  the  window  casing  and  supports  the  sash  by  leverage. 

Claim. — The  application  of  a  tody  of  gum  elastic  B,  or  any  other  elastic  material,  to  the 
extreme  point  of  the  eccentric,  or  any  other  substantially  the  same,  and  which  will  produco 
the  intended  effect. 

No.  33,597.— Stephen  Moulton,  of  Bradford,  England.— Improvement  in  the  Manvfae- 
ture  of  Springs  from  Rubber  and  Steel. — Patent  dated  Octobor  29,  1861. — Patented  in  England 
January  10,  1861. — ^This  invention  consists  in  imbedding  spiral  or  other  suitably  shaped 
springs  of  steel  or  other  metal  into  a  mass  of  India-rubber  during  its  formation  into  the 
required  shape,  and  before  being  cured ;  after  being  so  imbedded  the  rubber  is  subjected  to 
the  process  of  curing. 

Claim. — The  manufacture  of  India-rubber  springs  having  steel  or  other  metal  surfaces 
imbedded  therein  to  form  springs  and  valves  of  various  kinds,  as  described. 

No.  33,598. — ^Peter  Pardee,  of  Washington,  D.  C. — Improvement  in  the  Construction 
of /he  Hulls  of  Boats. — Patent  dated  October  29, 1861. — This  mvention  consists  in  constnicl- 
ing  the  hull  of  three  triangular  sections,  over  which  is  built  the  main  deck ;  spaces  are  left 
between  the  cross  beams  extending  through  the  width  of  the  vessel,  so  as  to  allow  the  air  to 
circulate  freely  between  the  triangular  sections  and  the  upper  deck,  and  thus  avoid  the  circu- 
lation of  foul  or  obnoxious  air  in  the  cabin,  store  rooms,  &c. 

Claim. — ^Tho  combination  of  th^  three  triang^ar  hulls  A  and  the  main  deck  B,  when 
constructed  and  arranged  so  that  the  spaces  b  shall  exist  between  the  hulls  and  deck,  thm 
whole  operating  as  set  forth  and  for  the  purposes  described.  ^ 

No,  33,599.— Edmund  Parker,  of  Meriden,  Corm.— Improvement  in  Coffee  itfi7/«.— Pat- 
ent dated  October  29,  1861. — This  invention  consists  in  forming  the  cross  braces,  which  aro 
cast  radially,  in  connexion  with  the  spindle  box,  in  the  shape  of  flaring  plates  or  wings  in- 
clined to  the  surface  of  the  grinder,  so  as  to  act  as  glides  to  conduct  the  grains  upon  the 
revolving  gnnder,  and  as  a  cracker,  and  also  as  a  guard  to  prevent  the  grains  from  being 
thrown  trom  the  hopper. 

Claim — Making  the  braces  which  support  the  spindle  box  in  the  form  of  wings  or  inclined 
plates  to  form  guides,  and  to  cover  the  coffee  or  other  grains,  and  to  assist  in  cracking  th« 
same  before  passing  between  the  two  grinders,  substantially  as  described. 

No.  33,600.— Jacob  Ppeiffer,  of  Niagara  Falls,  N.  Y. — Improvement  in  Railroad  Signal 
Lights. — Patent  dated  October  29,  1861. — ^This  invention  consists  in  attaching  to  railroad 
switches  an  apparatus  which  will  work  a  single  light  showing  the  engineer  of  an  approaching 
train  the  position  of  the  switch  in  the  nigh^  by  displaying  a  colored  light  or  a  white  light 
at  the  pleasure  of  the  operator. 

Claim. — ^The  described  mode  of  attaching  and  working  signal  lights  for  railroad  switches 
by  means  of  the  combination  of  the  two  levers  A  and  r,  upright  staffer  fork  s  «,  and  frame 
for  colored  glass  /,  working  substantially  as  set  forth  and  for  the  purpose  specified. 

No.  33,601.— Charles  Powers  and  P.  Lancaster,  of  Bionson,  Mich,— /mprorcrf 
Grain-Binding  Attachment  to  Harvesters. — Patent  dated  October  29,  1861. — In  this  machine 
the  grain  as  it  is  cut  falls  on  the  platform  and  upon  a  string,  one  end  of  which  is  attached  to 
a  forked  plate  on  the  extremity  of  a  lever,  ana  the  other  end  to  a  rotating  head.  When  a 
sufficient  quantity  of  grain  has  fallen  on  the  platform  to  form  a  gavel,  the  lever  id  drawn  up 
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by  means  of  a  cord,  and  the  string  is  thereby  woVen  roimd  the  gave],  the  forked  plate  on  the 
end  of  the  lever  forcing  the  end  of  the  string  down  into  the  slot  in  the  rotating  bead.  The 
two  ends  of  the  string  are  thus  brought  into  contact,  and  the  lever  being  slightly  raised,  the 
head  is  revolved,  thereby  twisting  the  string,  which  is  then  cut  oflf  by  a  sliding  knite,  and 
the  bound  sheaf  is  cast  from  the  machine.  The  end  of  the  lever  is  received  in  a  forked  pluto 
or  guide,  and  rests  on  a  spring,  which  facilitates  a  removal  from  the  guide. 

Claim, — The  rotating  head  E,  provided  with  the  slotted  plates^,  in  connexion  with  the 
swinging  or  adjustable  arm  F,  provided  with  the  plates  i  and  the  sUding  cutter  M,  all  being 
arruup'd  and  operated  in  connexion  with  the  string  O,  substantially  as  and  for  the  purpO£>tt 
set  forth. 

Also,  in  connexion  with  the  head  £  and  plates  t  of  the  arm  F,  the  guide  or  forked  plate 
H  and  spring  I,  as  and  for  the  purpose  set  forth. 

No.  33,602.— Henry  W.  Putman,  of  Cleveland,  O,— Improved  Apparatus  for  Fillimg 
Bottles, — Patent  dated  October  29,  1861. — This  invention  consists  in  so  combming  the  forco- 
pump  which  injects  the  simp  into  the  bottle  with  a  fountain  of  water  charged  with  carbonic 
acid  under  pressure  that  by  the  movements  of  a  lever  the  proper  quantity  of  simp  is  forced 
into  the  bottle,  and  on  again  moving  the  lever,  the  due  proportion  of  water  is  admitted  into 
the  bottle  through  a  valve,  the  bottle  being  thus  filled  at  one  continuous  operation. 

Claim, — So  combining  a  force-pump  by  which  the  sirap  is  iniected  into  the  bottle  in  a 
given  quantity  with  a  fountain  of  water  charged  with  carbonic  acid  under  pressure,  by  which 
means  the  bottle  is  filled  with  due  proportions  of  the  two  liquids  with  one  continuous  opeia- 
(ion,  substantially  as  described. 

No.  33,6()3.— G.  A.  ReinIGER,  of  Stuttgart,  Kingdom  of  Wurtemburg.— /ni;>rored  Ma- 
chine for  Making  the  Bodies  of  Cigars. — Patent  dated  October  29,  1861. — In  this  machine 
the  leaf  tobacco  is  conveyed  continuouslv  in  a  compact  form  by  means  of  aprons  passing 
through  a  tapering  trunk  to  a  knife,  which  cuts  it  into  bunches  of  the  required  size,  when 
they  are  delivered  in  a  compact  form  into  boxes  of  suitable  size  placed  in  rack- frames,  to 
which  motion  is  imparted  in  a  direction  corresponding  to  that  of  the  feeding  portions  of  lbs 
aprons. 

Claim. — First,  the  combination  of  the  taper  trunk  1 1'  c  c,  the  two  aprons  F  H,  the  throat  J, 
the  knife  K,  the  revolving  boxes  R  R,  the  whole  operating  together  substantially  as  and  for 
the  purpose  specified. 

Second,  the  travelling  racks  12  12  and  boxes  15  15,  applied  and  operating  substantially  m 
described  in  combination  with  the  revolving  boxes  R  R,  for  the  purpose  set  forth. 

No.  33,r)04.— G.  A.  Reiniger,  of  Stuttgart,  Kingdom  of  Wurtemburg.— /mororfrf  M» , 
chine  for  Putting  on  the  IVrappers  of  Cigars. — Patent  dated  October  29,  1861. — ^This  inven- 
tion consists  in  the  combination  of  two  rollers,  a  flexible  apron,  and  a  fixed  table.  Tbs 
moi.stened  wrapper  is  placed  on  the  apron,  a  bunch  of  tobacco  is  then  placed  on  its  front  part, 
and  ihe  bunch  and  wiapper  and  the  slack  of  the  apron  is  pressed  down  into  the  space  between 
the  front  of  the  tube  and  one  of  the  rollers.  The  rollers  are  then  caused  to  roll  over  the  tabla 
carrying  with  them  the  fold  in  the  apron,  with  the  wrapper  and  bunch  of  the  cigar,  causing 
the  wiui)per  to  be  rolled  roimd  the  bunch  of  tobacco.  The  cigar  is  then  discharged  at  th« 
other  side  of  the  table. 

Claim. — The  combination  of  the  rollers  H  I,  the  apron  J,  and  the  fixed  table  I>,  the  whols 
operating  together  substantially  as  and  for  the  pui-pose  specified.  ^ 

No.  33,005.— William  Robinson,  of  Rochester,  N.  Y. — Improvement  in  Mode  of  Watering 
Caltlc  on  Railroad  Cars. — Patent  dated  October  29,  1861. — This  invention  consists  in  placing 
at  the  top  of  the  car  a  trdagh  into  which  water  is  admitted  from  a  pipe.  The  water  possea 
down  by  tubes  to  the  drinking  trough,  which  is  hinged  to  the  side  of  the  car,  and  can  bs 
turned  up  by  a  cord  and  windlass,  to  close  it  and  keep  out  all  impurities.  The  trough  is 
made  with  movable  sections  in  front  of  the  doors.  The  roof  is  perforated  so  that  the  cattla 
can  bo  showcied  with  water  from  the  trough  at  the  top  of  the  car. 

Claim. — First,  the  combination  of  the  troughs  a  a  with  the  cords,  pulleys  o  a  o  o  and  wind- 
lass W,  or  thoir  equivalents,  the  whole  operating  in  the  manner  and  for  the  purpose  substan- 
tially as  described. 

Second,  forming  the  troughs  a  a  with  a  movable  section  in  front  of  the  doors,  so  as  to  allow 
the  cattle  to  pass  out  and  in,  and  yet  preserve  the  continuity  of  the  trough. 

Third,  the  perforated  secondary  roof,  whereby  the  cattle  and  cars  may  be  effectually  show- 
c4tK]  with  water,  for  the  purpose  set  forth. 

No.  33,606.— JoiiN  Selser,  of  Williamsport,  Va.— Improvement  in  Self  Opening  Canal 
Bridges, — Patent  dated  October  29,  1861. — This  invention  consists  in  the  use  of  levers  at  or 
near  the  surface  of  the  water,  and  connected  to  the  bridge  by  chains,  so  that  the  action  of  th« 
boat  striking  against  the  levers  causes  the  bridge  to  be  opened.  The  bridge  is  supported  on 
four  wheels,  which  run  on  a  double  track,  each  track  being  composed  of  four  inclines,  so  that 
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the  bridge  will  tend  to  close  by  the  action  of  gravitj.  The  boat  is  caused  to  sink  a  buoyant 
mass,  which  tends  to  close  the  bridge  again  as  it  rises  after  the  passage  of  the  boat. 

Claim, — First,  the  employment  of  a  lever  or  levers  at  or  near  the  surface  of  the  water,  and 
connected  with  the  bridge  by  means  of  chains,  or  their  equivalents,  whereby  the  bridge  may 
be  opened,  or  partially  opened,  by  the  action  of  the  boat  thereon,  substantially  as  described, 
and  the  concussion  due  to  the  boat  striking  against  the  bridge  avoided,  as  herein  set  forth. 

Second,  the  arrangement  of  the  double  track,  each  composed  of  four  inclines,  as  shown  and 
described,  for  the  purpose  specified. 

Third,  causing  the  action  of  the  boat  to  sink  a  buoyant  mass,  whereby  the  buoyancy  of  the 
said  mass  tends  to  closo  the  bridge  again  after  the  passage  of  the  boat,  in  either  direction, 
substantially  as  described. 

No.  33,607. — Christian  Sharps,  of  Philadelphia,  Pa. — Improvement  in  Breech-Loading 
Fire- Arm. — ^Patent  dated  October  29,  1861. — This  invention  consists  in  the  use  of  a  vertical 
sliding  breech  in  combination  with  the  rear  of  the  barrel,  the  latter  being  recessed  to  receive 
the  head  qf  the  metallic  cartridge.  Also,  in  a  movable  block  anan^ed  on  the  sliding  breech, 
so  as  to  form  a  medium  of  communication  between  the  hammer  and  the  metallic  cartridge  to 
discharge  the  latter.  Also,  in  furnishing  the  bar  (bv  means  of  which  the  spent  cartridge  is 
extracted)  with  an  inclined  notch,  so  arranged  that  when  the  cartridge  is  discnarged  a  portion  « 
of  the  head  will  h&  caused  to  penetrate  the  notch  bv  being  struck  by  a  projection  on  the 
movable  block,  and  thereby  so  connected  with  the  end  of  the  bar  that  the  extraction  of  the 
cartridge  will  be  effected  with  certainty. 

Claim. — First,  the  vertical  sliding  breech  D,  in  combination  with  the  rear  of  the  barrel 
when  the  latter  is  recessed,  for  the  reception  of  the  head  x  of  a  metallic  cartridge,  substantially 
as  set  forth. 

Second,  the  block  F  eirranged  on  the  sliding  breech  substantially  as  set  forth,  and  forming 
a  mediuih  of  communication  oet ween  the  hammer  and  the  metallic  cartridge,  for  the  purpose 
of  discharging  the  latter,  as  described. 

Third,  the  inclined  notch  on  the  end  of  the  projection  h  of  the  sliding  bar  H,  the  said  notch 
being  so  arranged  in  respect  to  the  head  x  of  the  metallic  cartridge  that  when  the  latter  is  dis- 
charged a  portion  of  the  nead  will  penetrate  the  notch  as  set  forth,  for  the  purpose  specified. 

No.  33,608.— Samuel  Shoemaker,  of  Smithville,  O.— Improvement  in  Lifting  Jacks,— 
Patent  dated  October  29,  J 861. — ^This  invention  consists  in  the  employment  of  two  curved 
rack-bars,  the  fonvard  one  of  which  passes  through  slots  in  the  two  standards,  and  has  its 
upper  end  secured  to  the  forward  end  of  the  lever;  the  other  bar  is  pivoted  at  its  lower  end  to 
the  rear  standard,  while  its  upper  end  plays  in  a  slot  in  the  lever. 

Claim. — The  curved  rack-bars  D  E,  the  lever  F,  and  the  standards  B  C,  when  the  same 
are  arranged  and  constructed  as  and  for  the  purpose  specified. 

No.  3.3,609.— Dryden  Smith,  of  Biddeford,  M&me.— Improvement  in  Self- Adjusting 
Uterine  Supporters. — Patent  dated  October  29,  1861. — ^The  object  of  this  mvention  is  to 
restore  to  a  natural  and  healthy  position  various  uterine  displacements,  such  as  prolapsus,  or 
falling  of  the  womb  or  bladder,  &c. 

Claim. — The  adjustable  bar  H,  set  screw  J,  abdominal  brace  A  A,  in  combination  with 
tube  c,  the  whole  arranged  in  the  manner  and  for  the  purpose  as  specified. 

No.  33,610.— Lucius  Stebbins,  of  New  York,  N.  Y. — Improvement  in  Iron  Parements,— 
Patent  dated  October  29,  1861. — This  invention  consists  in  the  use  of  movable  teeth  or  keys 
projecting  through  openings  or  slots  in  flat  metal  surfaces  which  form  tboj)avement,  the  teeth 
being  balanced  by  weights  or  springs,  so  as  to  yield  to  the  pressure  ot  a  flat  surface,  but 
prevent  the  slipping  ot  the  horse's  feet  when  not  depressed.  *Also,  in  providing  channels 
underneath  the  upper  plate  of  the  pavement  to  carry  off  the  water  or'  dirt  which  passes 
through  the  holes  in  said  upper  plate,  the  upper  and  lower  plates  of  the  pavement  being  so 
ananged  that  steam,  water,  or  hot  air  can  bo  introduced  between  them  to  melt  off  the  snow 
or  ice. 

Claim. — First,  the  employment  of  movable  teeth  or  keys  6,  projecting  through  slots  or 
openings  d  in  flat  metal  surfaces  A  which  form  the  pavement,  substantially  in  the  manner 
and  for  the  purpose  shown  and  described. 

Second,  making  the  keys  movable  by  means  of  weights,  springs,  or  by  any  other  desirabW 
means,  substantially  as  and  lor  the  purpose  set  forth. 

Third,  forming  the  pavement  out  of  two  plates  A  and  E,  tach  being  ribbed,  substantially 
in  the  manner  specified,  so  that  channels  are  provided  to  carry  off  the  water  and  the  dirt;  or 
oat  of  one  plate  provided  with  suitable  ribs  to  form  such  channels,  and  so  that  steam,  water, 
or  hot  air  can  be  introduced  under  the  pavement  whenever  it  is  desired. 

No.  33,611.— William  Mont  Storm,  of  New  York,  N.  Y. ^Improvement  in  Skin 
Cartridges.— Fskitni  dated  October  29,  1861.— The  nature  of  this  invention  is  Q;q>laiBsd  bjr 
the  claim. 
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Claim. — ^The  application  of  the  spiral  fillet  of  gnt  adherent  to  it,  in  lien  of  nsing  thread, 
muslin,  or  other  material  of  twisted  fibres  dissimilar  in  nature  from  the  skin  body  of  the 
cartridn^e,  as  heretotbro  essayed,  and  possessing  the  objectionable  features  explained,  all  sub- 
stantially in  the  manner  and  for  the  objects  given. 

No.  *A612. — B.  F.  Sweet,  of  Fond  du  Lac,  Wis. — Improrement'  in  Car-Covpling. — 

Patent  dated  October  29.  18G1. — This  invention  consists  in  making  the  front  parts  of  the 
draw-heads  which  receive  the  link  or  shackle  of  cast-iron,  and  having  the  plates  or  bars  fitted 
ilic'cin  bj'  dovetails,  and  secured  by  a  shrunken  wronght-iron  band,  by  which  means  it  is 
eloigned  to  obtain  economy  of  construction  and  durability. 

Claim. — Constructing  the  draw-lieads  of  railroad  cars  by  having  wrought-iron  plates  or 
bars  A  A  fitted  by  means  of  dovetail  connexions  in  cast-iron  bodies  B,  and  sccurca  therein 
by  shrunken  wrought-iron  bands  C,  substantially  as  shown  and  described. 

No.  33,G13.— Henry  Tihrion,  of  Mirecourt,  France.— //n/>rorerf  Blast  J/ac/iiw^— Patent 
dated  October  21),  1801. — The  space  sun'ounding  the  cylinders  being  filled  to  the  required 
height  wiih  water  or  mercury,  the  air  forced  by  the  compressing  cylinders  cntei-s  the  reservoir 
by  suitable  tul>es,  and  the  receptacle  rises  under  the  pressure  of  the  compressed  air  according 
■  to  the  extent  of  the  pressure.  The  supply  and  pressure  being  equal,  it  is  impossible  for  the 
air  to  escape.  As  the  column  of  water  or  mercury  which  intercepts  its  communication  with 
the  atmosphere  is  at  least  equal  to  the  internal  pressure,  no  friction  takes  place,  the  working 
being  eftected  in  water  or  mercury,  and  the  expenditure  offeree  is  exactly  what  is  necessarj'. 
Claim. — The  employment  of  the  cylinder  and  apparatus  described  for  blast  purposes, in  the 
manner  and  for  the  pui^oses  set  forth. 

No.  33,  614.— John  A.  Thompson,  of  Cayuga,  N.  Y.— Improvement  in  Railroad  Car 
Ventilators. — Patent  dated  October  29,  1861. — This  invention  consists  in  the  use  of  an  outside 
box  or  casing,  in  which  works  a  three-sided  deflector  guided  in  its  motions  by  moans  of  pins 
which  traverse  in  grooved  guides  in  the  outside  box. 

Claim. — The  combination  of  the  box  B,  grooved  as  described,  with  the  three-sided 
deflector  A,  the  same  being  applied  and  operated  in  the  manner  set  ibrth. 

•  No.  33,615.— Chester  Van  Horn,  of  Springfield,  Mass.— /wi/;rorem/n«  in  Mode  of  Lotcer 
ing  Piers  into  the  Hater. — Patent  dated  October  29,  18(31. — In  this  apparatus  the  platform 
on  which  the  pier  is  built  is  lowered  by  connecting  the  nuts  of  the  several  screw  rods  by 
mechanism,  so  aiTanged  that  all  the  nuts  will  be  operated  simultaneously  from  one  and  the 
same  diiving  shaft,  and  consequently  not  only  much  labor  saved  in  lowering  the  platform, 
but  the  hoiizontaliiy  of  the  same  always  preserved. 

Claim. — The  connecting  of  the  several  nuts  D  of  the  screw  rods  B  to  a  common  <Iriving 
shaft  J,  substantially  as  shown,  or  in  an  equivalent  way,  when  said  screw  rods  and  nuts  aie 
employed  to  sustain  a  plutlbrm  C,  for  the  pui-poso  of  lowering  piers  into  tho  water  during  the 
course  of  construction. 

No.  33,6ia— Moses  N.  Ward,  of  Old  Town,  Mc— Improvement  in  Tobacco  Pipes.— 
Patent  dated  October  29,  18GI. — This  invention  consists  in  providing  the  pipe  with  a  cooling 
and  condensing  cylinder  and  air-chamber,  and  conducting  tne  smoke  through  the  same  in  iu 
passage  to  the  mouth  of  the  smoker. 

Claim. — The  combination  of  the  cylinder  A,  chamber  B,  and  stem  D,  the  whole  constructed 
as  described,  and  operating  as  set  forth. 

No.  33,617.— William  Medd  Watson,  of  Tonica,  l\l— Improvement  in  Grain-Separa- 
tors.— Patent  dated  October  29,  1861. — The  object  of  this  invention  is  to  separate  mixed 
grain,  but  more  especially  oats  from  wheat,  which  is  accomplished  by  rolling  a  mixture  of 
these  two  grains,  in  a  layer  of  not  more  than  one  grain  in  thickness,  over  a  plane  surface,  by 
the  continuous  motion  of  another  parallel  surface,  such  as  an  endless  apron  pressing  against 
tho  grains,  so  as  to  cause  them  to  roll  or  slide  by  friction,  and  thus  carry  them  for>vard.  The 
lowermost  of  these  plane  surfaces  is  perfomted  with  numerous  holes  of  a  diameter  about  equal 
to  three-quarters  of  the  average  length  of  the  wheat  grains  to  bo  divided  from  the  oats,  the 
holes  being  in  such  a  position  that  several  of  them  will  be  in  the  path  of  each  wheat  grain 
in  crossing  the  plane,  by  which  arrangement  the  wheat  will  all  pass  through  the  holes  into  a 
receptacle  beneath,  while  the  oats,  being  larger,  will  roll  or  slide  over  tho  holes  to  the  end  of 
the  plane,  and  there  be  discharged  into  a  heap  by  themselves. 

Claim. — A  machine  composed  of  a  pressme-can  ier,  a  perforated  surface,  and  a  feeding 
mechanism  for  dividing  mixed  grain,  and  depositing  the  several  kinds  in  separate  places,  sub- 
Btantiallj  as  dcsciibed. 

No.  33,618.— Wm.  Medd  Watson,  of  Tonica,  III— Improvement  in  Sieves  and  Screens  of 
Winnowing  Machines, — Patent  dated  October  29,  1861. —  This  invention  consists  in  making 
the  series  of  metal  bars,  that  extend  across  the  screen,  of  tubular  or  crimped,  or  corrugated 


Digiti 


zed  by  Google 


COMMISSIONER    OP   PATENTS.  556 

thin  sheet  metal,  instead  of  solid,  round,  or  an^lar  bars,  in  order  to  lessen  the  weight,  and 
still  preserve  the  strength. 

Claim. — The  combination  of  thin  metal  bars  with  a  frame  to  form  sieves  and  screens,  sub- 
stantially as  described. 

Also,  the  method  described  of  cleansing  grain,  by  passing  it  over  a  screen  having  de^ 
grooves  with  wide  tops  and  narrow  slotted  bottoms,  substantially  as  described. 

No.  33,019.— William  Weitlixg,  of  New  York,  N.  Y .—Improvement  in  Sewing  Ma- 
chines.— I'alcnt  dated  October  29.  1861. — This  invention  consihts  in  the  use  of  a  thread-car- 
rier, carrying  a  thread  down  and  up  the  openiug  of  the  button  hole,  while  the  needle,  in 
stitching,  carries  one  down  and  up  through  the  cloth.  Secondly,  in  an  opening  in  the  plate 
for  the  thread-carrier  to  pass.  Thirdly,  in  a  thread-holder  revolving  round  an  axle  fixed  in 
the  clotlies-presser,  and  piovidcd  below  its  base  with  a  hook  to  take  up  the  slackening  of  the 
threa<:l  above  the  plate,  and  to  hold  them  in  the  form  of  loops  under  the  needle.  Fourthly,  in 
a  thread  regulator,  for  alternately  opening  and  shutting  the  opening  in  the  plate  for  the  pas- 
sage of  the  thread-carrier,  and  also  m  a  take-up  tension  for  keeping  the  threads  in  a  continual 
tension  while  running  from  spools,  so  as  to  take  up  any  slackening  not  taken  up  by  the  thread- 
holder. 

Claim. — First,  the  employment  of  a  thread -carrier  a,  consisting  of  a  sewing-machine 
needle  having  no  point,  and  operating  through  the  opening  of  the  button  hole,  substantially 
as  and  for  the  purpose  set  fortn. 

Second,  the  arrangement  for  laying  the  upper  loops  with  the  hook  r,  by  the  revolution  of 
the  thiead-holdcr  </,  substantially  as  and  for  the  purpose  described. 

Third,  the  aiTangement  by  which  the  opening  z  in  the  bed  plate,  provided  for  the  passage 
of  the  thread-carriers,  is  alternately  opened  and  shut  by  the  employment  of  a  thread  reguU- 
tor  c  and  /,  operating  substantially  as  and  for  the  pm*poso  set  forth. 

Fourth,  the  arrangement  of  the  take-up  tension,  consisting  of  a  combination  of  hollow 
axles  W  W  with  rollers  /t'J/r^,  weights  k  Ar,  cord  r2,  and  double  leader  j,  operating  substantially 
in  the  manner  and  for  the  purpose  specified. 

Fifth,  the  arran^ment  of  alternately  checking  and  freeing  the  take-up  tension  by  the  ena- 
ploymeut  of  a  tension  regulator  /  and  m,  substantially  as  and  for  the  puipose  set  forth. 

No.  33,G20. — Andrew  Whytock,  of  London,  England. — Improved  Manufacture  of  Me- 
tallic Sheathing.— Fateni  date<l  October  29,  18G1.— Patented  in  England  October  11,  ltJ59.— - 
This  invention  consists  in  connecting  together  a  series  of  sheets  of  metal  by  grooving,  rivet- 
ing, or  otherwise,  which  are  then  immersed  in  a  bath  of  melted  metal,  with  which  they  are  te 
be  coated,  by  which  means  not  only  the  general  suifaces  will  bo  coated,  but  also  the  joints. 

Claim. — The  described  new  or  improved  article  of  manufacture,  as  made  of  two  or  more 
sheets  of  metal  peraiancntly  united  together  and  subsequently  covered  or  coated  with  another 
metal,  substantially  in  the  manner  set  ibrth. 

No.  33,621.— Cancelled. 

No.  33,G22.— Geo.  W.  Griswqld,  of  Abington,  Pa.,  assignor  to  A.  C.  SissoN,  of  the 
same  place. — Improved  Spring  Bottom  for  Beds,  Chairs,  Sfc. — Patent  dated  October  29, 
18G1 . — This  invention  consists  in  the  use  of  a  series  of  bar  or  strip  springs,  one  set  of  the  enda 
of  which  is  fastened  to  the  frame,  and  the  other  set  of  ends  is  free  to  move  out  as  any  super- 
incumbent weight  comes  upon  them,  but  are  restrained  from  rising  too  high  when  the  weight 
is  removed  from  them.  The  free  ends  of  the  springs  always  rest  vertically  upon  their  rod  or 
support  pressing  thereon,  so  that,  when  they  recoil  or  react,  their  bent  or  hooked  ends  wiU 
be  sure  to  catch  upon  said  rod  or  support. 

Claim. — A  spring  bottom  for  chairs,  carriage  seats,  sofas,  lounges,  beds,  &c.,  made  of  a 
series  of  slat  or  strip  spring,  one  end  of  which  is  fastened,  and  the  other  ends  loose,  said 
loose  ends  being  restricted  trom  leaving  their  support,  substantially  as  and  for  tho  puipese 
desciibed. 

No.  33,623.— Jonas  S.  Heartt  and  Samuel  English,  of  Troy,  N.  Y.,  assignors  te 
Jonas  8.  Heartt,  James  Ostrander,  of  Troy,  N.  Y.,  and  Joseph  Ruk^way,  of  South 
Amboy,  N.  J. — Improved  Machine  for  Making  Fire-Clay  Gas  Retorts. — Patent  dated  Octo- 
ber 29^  1861. — ^Tho  end  plate  of  the  fixed  core  is  separable  from  the  hollow  core,  and  is  secured 
thereto  during  the  formation  of  the  ends  of  the  retort  by  means  of  a  screw-rod  extended 
through  tho  machine  to  its  outside,  so  that  a  person  attending  the  machine  can  thereby  release 
the  plate  from  the  core.  Between  the  core  and  the  gieater  part  of  its  end  plate  ia  a  space 
which  communicates,  by  means  of  a  passage,  with  the  open  air,  or  with  a  condensing  pump, 
80  that  when  the  core  is  raised,  leaving  tho  end  plate  at  the  bottom,  the  atmospheric  prcssnre 
en  the  inner  and  outer  surface  of  the  retort  during  its  formation  will  be  so  nearly  equal  that 
it  will  not  collapse  or  bo  crushed  inwaixl  by  the  atmosphenc  pressure,  while  the  body  of  the 
retort  increases  in  length,  and  consequently  tends  to  produce  a  shell  which  shdes  longitndi> 
nally  on  its  body  by  means  of  a  screw-rod  extended  through  the  machine  to  th«  outside. 


Digiti 


zed  by  Google 


556  ANNUAL  REPORT  OP  THE 

The  plastic  material  is  forced  in  between  the  outer  die  and  the  core,  hj  means  of  a  feed-screw 
working  in  a  cylinder. 

Claim. — Fin^t,  the  removable  plate  «,  when  secured  to  and  released  from  the  end  of  the 
hollow  core  B,  having  a  communication  with  a  supply  of  atmospheric  air  or  other  fluid,  as 
and  for  the  purpose  set  forth. 

Secx)nd,  toe  sliding  coie  shell  k^  when  applied  so  that  the  core  can  be  thereby  made  to 
terminate  either  withm  or  beyond  the  end  ol  the  outside  die  A,  as  described. 

Third,  the  combination  of  the  condensing  air-pump  P,  or  any  equivalent  therefor,  with  the 
outer  die  A,  mould  M,  and  support  F,  core  B,  extended  opposite  to  the  recess  w  in  the  mould, 
and  a  device  for  forcing  the  plastic  material  between  the  said  core  and  die  into  the  mould, 
substantially  as  and  for  the  purpose  set  forth. 

No.  33,624.— Charles  Mahan.  Sen.,  of  Jamestown,  O.,  assignor  to  Himself  and  Alfred 
Johnson,  of  the  same  place. — Improved  Clod  Crusher. — Patent  dated  October  29,  18(51. — 
Hinged  to  the  forward  part  of  an  ordmary  drag  is  a  frame,  to  the  middle  and  rear  end  of 
which  are  secured  rows  of  teeth  which  arc  allowed  to  project  through  openings  in  the  floor  of 
the  drag.  The  harrow  fiame  is  kept  depressed  or  raised  by  means  of  a  lever  pivoted  to  the 
frame  at  its  centre. 

Claim. — The  arrangement  of  drag  A,  harrow  B  C  D  E,  lever  G  g^  apertures  F,  and  catches 
g'  and  H,  or  equivalent  devices,  for  simultaneous  division  and  pulverization  of  the  clods,  or 
for  momentary  suspension  of  the  harrow  action,  substantially  as  described. 

No.  33,625.— G.  F.  Schaffer,  of  New  York,  N.  Y.,  assignor  to  Himself,  August 
Schmidt,  and  J.\AIES  T.  Steer,  of  the  same  place. — Imvrotement  in  Machinery  for  Dress- 
ing Flax  or  lUmp. — Patent  dated  October  29,  1861. — This  invention  consists  in  the  emp'oy- 
ment  of  a  cylinder  carrying  rollers,  in  connexion  with  a  belt  also  carrying  rollers  in  such  a 
manner  that  the  flax  or  other  niateiial  to  be  cleaned  of  the  tow  and  woody  malerial,  is  acted 
upon  by  the  rollers,  and  the  refuse  matter  loosened  from  the  fibre  and  the  fibres  themselves 
separated  and  cleansed.  To  the  belts  are  afso  attached  hatchels  for  combing  out  and  remov- 
ing the  tow  and  foreign  matter.  In  connexion  with  the  above  are  used  two  feed  rollers,  one 
of  which  is  grooved  so  as  to  crack  the  woody  part,  and  the  other  is  mode  of  rubber  or  other 
elastic  material  for  the  purpose  of  holding  the  mass  more  firmly  and  preventing  the  hatohels 
from  drawmff  it  into  the  machine. 

Claim, — Ihe  cylinder  c,  provided  with  the  rollers  <f,  in  combination  with  the  rollers  h  on 
the  belts  fl^,  as  and  for  the  purposes  specified. 

AUo,  tue  hatchels  e  on  the  cylinder  c,  in  combination  with  the  rollers  h  on  the  belts  ^,  or 
with  the  hatchels  t  on  the  said  bt^lt  g^  or  both,  as  and  lor  the  purposes  set  forth. 

Also,  the  feed  rollers  k  and  /,  onu  of  which  is  grooved  and  the  other  rendered  elastic  by  a 
covering  of  rubber  or  similar  material,  in  combination  with  the  said  cylinder  c  and  belt  g, 
provided  with  the  roller's  and  hatchels,  as  set  forth. 

No.  33,626.— Edgar  D.  Seely,  of  Brookline,  Mass.,  assignor  to  Himself,  George  A. 
Phillips,  of  Dorchester,  and  Thomas  Y.  Wells,  of  Roxbury,  Mass. — Improvement  in 
Gun-Cappers. — Patent.dated  October  5^,  1861. — This  invention  consists  of  a  metallic  tube  in 
which  is  fitted  to  shde  a  cap  receptacle,  which  has  one  end  filled  with  a  piece  through  which 
an  eye- bolt  screw  passes  into  the  end  of  the  cap-receiver.     At  the  otber  end  the  cap-receiver 

S  rejects  be  vend  the  end  of  the  case,  and  its  sides  are  foimed  into  spring  nippers  to  retain  and 
eliver  eacn  cap.  In  the  end  of  the  follower  nearest  the  eye-bolt  screw  is  fixed  a  spring  of 
rubber  or  elastic  cord,  which  passes  over  a  stop  or  pulley  connected  to  the  receiver  near  its 
nipper  end,  and  from  thence  it  passes  along  the  length  of  the  receiver  to  the  other  end.  By 
means  of  a  guide  the  implement  may  be  used  to  cap  the  g^n,  the  fingers  being  guided  by  th« 
touch,  without  the  necessity  of  using  the  eye. 

C7ttiw.— First,  constructing  a  gun-capper  substantially  in  the  form  described,  whereby  it 
is  made  more  convenient  in  use  and  more  universally  applicable  than  the  disc  shape  used 
heretofore.  ' 

Second,  constructing  the  cap-receiver  separate  and  removable  from  the  outer  casing,  and 
with  its  projecting  end  formed  into  spring  nippers,  substantially  as  and  for  the  purpose 
specified. 

Third,  the  arrangement  of  the  spring  «,  operating  substantially  as  shown  and  described, 
when  combined  witn  the  follower  and  cap-receiver,  so  as  to  be  removable  with  them  from  ths 
case. 

Fourth,  the  guide  to  the  delivoTy  end  of  the  instrument. 

No.  33,627.— Ancil  Stickney,  of  Concord,  N.  H.,  assigpor  to  Himself  and  Wiluam  H. 
HovEY,  of  Springfield,  Mass.— /mi»rorem«ie  in  Corii-5Ae//er«.— Patent  dated  October  29, 
1361. — This  invention  consists  in  the  nse  of  an  inclined  box  or  trough  in  connexion  with  a 
revolving  toothed  disc,  the  front  of  the  inclined  trough  being  closed  by  a  movable  pressure 
plato  which  is  held  in  place  by  a  spiral  spring  and  nuts  and  screws.  The  ear  of  com  is  taken 
«p  against  the  top  of  the  inclined  box  by  the  revolving  disc,  and  a  rotary  motion  is  imparted 
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to  it^one  direction  during  its  passage  through  half  the  length  of  the  hox,  and  is  then  car- 
ried against  the  lower  side  of  the  box  and  revolved  in  the  contrary  direction  during  its  pas- 
sage through  the  remainder  of  the  box,  the  inside  of  the  pressure  plate  being  furnished  with 
ridges  arranged  to  operate  like  the  thread  of  a  female  screw,  so  as  to  quicken  the  passage  of 
the  ear  of  com  through  the  box. 

Claim. — First,  the  combination  of  the  box  or  trough  C  and  pressure  plate  F  with  the  shell 
A  and  rotary  toothed  disc  D,  when  the  several  parts  are  constructed  and  arranged  as  and  for 
the  purposes  specified. 

Second,  the  arrangement  of  the  ridges  mmmon  the  interior  surface  of  the  pressure  plate 
F,  whereby  they  operate  as  a  right  and  left  screw,  substantially  as  and  for  the  purposes 
specified. 

No.  33,628.— Benjamin  Andrews,  of  Philadelphia,  Tsk,— Improvement  in  Army  Trunks.^ 
Patent  dated  November  5, 1661. — This  invention  consists  in  adapting  a  mattress  and  suitable 
firame  or  [>latform  therefor  so  as  to  be  enclosed  together  within  a  common  trunk,  leaving  the 
main  portion  of  the  interior  of  the  trunk  unobstructed,  the  mattress  and  platform  being  capa- 
ble of  beingextended  upon  the  opened  trunk  or  upon  the  legs  of  the  platform. 

C/aim.— -The  folding  platform  B,  in  combination  with  the  mattress  A,  tray  D,  and  drop  leg 
/,  the  same  being  constmcted  and  arranged  to  operate  together  in  combination  with  a  trunk, 
whether  closed  or  opened,  substantially  in  the  manner  described  and  set  forth  and  for  the  pur- 
pose specified. 

Also,  in  combini^tion  with  the  said  platform  B,  mattress  A,  tray  D,  and  drop  leg  /,  con- 
structed and  arranged  to  operate  as  described,  the  legs  h  h  attached  thereto,  so  as  to  operate 
in  the  manner  described  and  sot  forth  and  for  the  puipose  specified. 


No.  33,629. — ^JOHN  P.  Avery,  of  Nor\vich,  Conn. — Improvement  in  Trusses  for  Bridge. 
Patent  dated  November  5,  1861. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — The  combination  of  two  sets  of  braces  standing  upon  two  base  chords  and  termi- 
nating at  the  top  in  one  chord  forming  a  truss.  Also,  the  combination  of  two  or  more  trusses 
thus  termed  by  making  one  set  of  braces  in  each  truss  unite  or  stand  on  the  same  base  chord, 
the  whole  being  constructed  substantially  as  described  and  for  the  pui-poses  set  forth. 

No.  33,630.— H.  W.  Ball,  of  New  York,  N.  Y.— Improved  Cook  Stove  and  Camp  Chest 
Combined. — Patent  dated  November  5,  1861. — This  invention  is  explained  by  the  claim  and 
engraving. 

Claim, — A  cook  stove  C  and  boiler  D,  when  constructed  and  arranged  to  fit  one  within  the 
other,  and  to  contain  the  necessary  culinary  vessels,  dishes,  &c.,  when  said  stove  is  used  in 
connexion  with  a  camp  chest  A  and  combined  therewith,  substantially  as  and  for  the  purpose 
set  forth. 

No.  33,631. — C.  II.  Ballard,  of  Worcester,  Mass. — Improvement  in  Breech  Loading  Fire- 
Arms. — Patent  dated  November  5,  1861. — This  invention  consists  in  a  novel  construction  of, 
and  mode  of  applying,  a  movable  breech  for  breech-loading;  also  in  the  arrangement  of  all 
the  parts  of  the  lock  of  a  breech- loading  fire-arm  within  a  slot  in  the  movable  breech;  also 
in  a  means  of  bringing  the  lock  to  a  half  cock  by  the  act  of  opening  the  breech ;  and  in  a 
certain  means  wheiebv  the  cartridge-drawing  device,  alter  having  drawn  the  cartridge,  is  re- 
turned to  a  recess  within  the  baiTol  out  of  the  way  of  the  movable  breech  and  lock,  by  the 
force  of  the  main  spring  of  the  lock  acting  through  the  hammer. 

Claim. — First,  the  breech  B,  composed  of  a  long  block  with  shoulders  a  b  fitted  to  cone- 
sponding  shoulders  c  /,  within  the  breech  supporter  A,  and  arranged  in  combination  with  a 
lover  D  to  move  upward  and  downward  as  well  as  longitudinally,  within  a  parallel- sided 
cavity  in  the  said  supporter  under  the  control  of  guides  d  d  above  and  below  its  rear  portion, 
all  substantially  as  specified. 

Second,  the  arrangement  of  all  the  parts  of  the  lock  of  breech-loading  rifle  or  other  small 
arm  within  a  slot  in  the  movable  breecn,  substantially  as  specified. 

Third,  the  link  E,  having  a  protuberance  e,  applied  in  combination  with  the  lever  D,  the 
breech,  and  the  hammer,  for  the  piUT)ose  of  bringing  the  hammer  to  half  cock  by  the  act  of 
opening  the  bi^ech,  substantially  as  specified. 

Fourth,  combining  the  lover  F  with  the  hammer  H,  by  means  of  a  horn  «,  or  its  equiva- 
lent, substantially  as  and  for  the  purpose  specified. 

No.  33,632.— F.  H.  Bartholomew,  of  New  York,  N.  Y.— Improved  Water  Closet, — 
Patent  dated  Novembers,  1861. — The  hopper,  trap,  trap  screen,  and  floor  flanch  are  so  ar- 
ranged that  the  trap  may  be  secured  to  the  floor  and  made  to  serve  the  double  function  of  a 
trap  and  a  stand  or  support  for  the  hopper.  The  wooden  seat  is  attached  to  the  hopper  in 
such  a  way  that  no  other  support  will  be  required,  thus  obviating  the  necessity  of  extraneous 
fixtures. 

Claim. — First,  the  combination  of  the  trap  A,  hopper  B,  opening  /i,  provided  with  the  cap 
or  lid  j,  and  the  flanches  c  /,  either  or  both  at  the  lower  part  of  the  trap,  all  being  arranged 
substantially  as  and  lor  the  purpose  set  forth. 
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Second,  the  flanch  C  for  the  attaching  of  the  scat  E  directly  to  the  hopper  B.  whe^^id 
hopper  is  attached  to  a  trap  A,  which  serves  the  twofold  purpose  of  a  trap  and  sland  or  sup- 
port, as  set  forth. 

Third,  constmcting  or  casting  the  trap  A  in  the  form  substantially  as  shown  and  described, 
to  wit,  having  it  so  curved  that  a  screen  or  partition  d  will  project  fonvaid  in  front  of  the 
lower  or  discharge  end  of  the  hopper  13,  for  the  pui-pose  of  concealing  the  contents  of  the  trap, 
as  described. 

No.  3r{,633.— J.  D.  BOEDICKER,  of  New  Yorh,  N.  Y.— Improved  Piano- Forte  Action.— 
Patent  dated  November  r>,  18GJ. — This  invention  consists  in  the  employment  of  a  combina- 
tion of  levers  applied  to  and  connected  with  the  hammer-shank,  and  arranged  in  such  a 
manner  as  to  act  together  with  the  jack  so  ns  to  move  and  arrest  the  same  within  a  short 
distance  from  the  string  to  allow  the  jack  to  ojierate  the  same,  so  as  to  produce  a  repetition  of 
blows  by  a  very  slight  rise  of  the  end  of  the  key. 

Claim. — First,  the  an"angement  of  the  levers  n  and  m  in  combination  with  the  hammer 
shank  I,  and  acted  upon  by  the  jack  B,  in  the  manner  and  for  the  purpose  substantially  as 
described. 

Second,  the  use  of  the  spring  S,  between  the  end  of  the  lever  n  and  the  hammer-shank  I, 
operating  the  levers  n  and  w,  and  in  combination  with  the  jack  B,  the  hammer  11,  in  the 
manner  and  for  the  purpose  substantially  as  set  forth. 

Third,  the  screw  r,  or  its  equivalent,  acting  upon  the  levers  m  and  n,  substantially  as 
specilied. 

No.  :^n,(KM.— John  Brucksiiaw,  of  Oakley,  Henry  Bruckshaw,  of  Market  Drayton, 
and  Wm.  S.  Underhill^  of  Newport,  England. — Improvement  in  Machines  for  Elevating 
GVain.— Patent  dated  November  5,  Jbtil.— This  invention  consists  in  elevating  grain  thiough 
a  tube  by  means  of  a  blast  of  air  from  a  fan. 

CYaii/i.— The  elevating  or  raising  grain  from  one  level  to  another  by  means  of  a  blast  and 
fan,  as  more  fully  set  forth  and  specilied. 

No.  33,635.— E.  B.  Butterfield,  of  New  York,  N.  Y. — Improvement  in  Breech-Loading 
Ordnance —  Patent  dated  November  5,  ISCl. — This  invention  is  explained  by  the  claim. 

(  laim. — Combining  with  flie  breech  of  a  breech-loading  cannon  a  movable  breech-pin 
and  a  movable  breccli-picce,  the  breech-pin  being  arranged  and  constructed  so  as  to  sciew 
into  the  breech  at  the  end  of  the  bore  or  chamber,  and  the  breech-piece  having  a  socket  in 
which  is  a  screw  corresponding  with  and  forming  a  continuation  of  the  screw  in  the  bore  or 
chamber,  substantially  as  and  for  the  purposes  described. 

No.  33.636. — A.  H.  DixsoN,  of  San  Francisco,  Cal. — Improvement  in  Grain  Separators.— 
Patent  dated  November  5,  1861. — The  chutes  are  placed  under  the  screens  and  incline  in  a 
reversjo  dhcction  to  them.  The  outer  end  of  each  screen  is  connected  to  the  end  of  the  chute 
by  a  strip  of  leather  which  closes  the  space  between  the  chutes  and  screens  at  that  point. 
The  screens  are  pivoted  at  their  inner  ends  so  as  to  be  easily  adjustable  as  to  inclinution. 
Jusi  below  the  outer  end  of  each  screen  is  a  sheet  metal  slide  which  may  bo  drawn  out,  and 
thus,  in  effect,  lengthen  the  screen,  for  the  purpose  of  adapting  the  machine  to  the  condition 
and  quality  of  the  grmn. 

(  /«<///.— First,  the  employment  or  use  of  a  series  of  adjustable  screens  e  and  stationary 
chutes  /,  placed  in  a  vibrating  or  reciprocating  box  D,  connected  at  their  outer  ends  by 
strips  g,  of  leather  or  other  suitable  mateiial,  and  placed  relatively  with  the  fan-box  C,  to 
operate  as  and  for  the  purpose  set  forth. 

Second,  the  employment  or  use  of  the  slides  G,  placed  between  the  screens  e  at  their  outei 
ends,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,637. — Lewis  Dungan,  of  Philadelphia,  Pa. — Improvement  in  Apparatus  for  Pre- 
sercing  and  Disc/iarging  Mall  Liquors, — Patent  dated  November  5,  1861. — This  invention 
is  designed  as  an  improvement  on  the  patent  granted  to  M.  Reeder,  January  )IA,  1860,  and 
consi-^ts  of  a  tube  with  a  detachable  air-tight  cap  secured  to  the  piston,  and  operating  in  such 
a  manner  as  to  prevent  the  lodgment  of  air  in  the  space  beneath  the  piston,  and  preserv-a 
the  freshness  of  the  liquor. 

claim. — The  tube  M  with  its  detachable  air-tight  cap  N,  when  combined  with  the  piston 
D,  of  the  described  apparatus  for  preserving  and  discharging  malt  liquors,  substantially  in 
the  manner  and  for  the  puq)Ose  specified. 

No.  ^3,6;^.— H.  G.  Eastman,  of  Ponghkeepsie,  N.  Y.— Improved  Penman's  Assistant. — 
Patent  dated  November  5,  1861. — This  invention  consists  in  forming  a  hand  and  finger  rest 
or  support  for  the  pupil  ieaniing  to  wnte,  by  means  of  a  ball  fitting  the  palm  of  the  hand 
when  closed  in  the  act  of  wilting,  and  having  attached  thereto,  in  suitable  positions,  thimbles 
or  fingers  for  the  support  of  the  middle,  fourth,  and  little  fingers,  so  that  the  pen,  when  held 
between  the  thumb  and  forefinger,  will  rest  against  the  end  of  the  middle  finger  in  an  easy 
and  natural  position  for  forming  the  letters. 
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Clmfn, — The  use  of  a  spherical  or  other  shaped  instrument  haviug  fin^r  rests  or  supports 
attacncd  thereto,  Substantially  as  describcdi  for  supporting  the  hand  and  fingers  for  the  pur- 
pose set  forth. 

No.  33,639. — ^J.  Fargusson,  of  Dubuque,  Iowa. — Improvement  in  Grain  Sfparators.—Vat' 
ent  dated  Novembers,  180 J. —The  riddles  are  of  a  hollow  ihomboidal  shape,  transversely,  hav- 
ing the  central  angular  part  of  their  top  perforated  plates  closed  along  their  whole  length, 
and  the  central  angular  pint  of  their  lower  unperlbrated  plate  open  along  their  whole  length. 
The  frame  is  sub])ended  on  springs  which  allow  a  longitudinal  movement  of  the  frame  and 
riddles  together.  On  one  encl  of  the  frame  is  fastened  a  slotted  bracket,  in  which  an  eccen 
trie  revolves,  and  gives  the  frame  a  reciprocating,  longitudinal  motion.  The  hopper  is  made 
without  a  bottom,  and  is  supported  at  its  ends  by  a  slotted  bracket  and  set  screws,  so  as  to 
be  adjiLsted  nearer  to  or  further  from  the  upper  riddle  for  regulating  the  feed-pins  projecting 
from  the  upper  riddle  into  the  open  bottom  of  the  hopper,  prevent  the  latter  from  choking. 

Claim. — The  wheat  riddles  1),  constructed  and  operating  in  the  manner  substantially  as 
described,  for  the  purpose  set  forth. 

Second,  the  combination  of  the  wheat  riddles  D,  pins  j,  and  bottomless  hopper  E,  sub- 
stantially as  and  for  the  purpose  described. 

Third,  the  combination  of  the  wheat  riddle?  D,  springs  G,  and  eccentric/,  substantially  in 
the  manner  and  for  the  purposes  described. 

Fomih,  the  combination  of  the  wheat-riddles  D  and  the  cockle  riddle  I,  substantially  in 
the  manner  and  for  the  purpose  described. 

Filth,  the  combination  of  the  wheat  riddles  D  and  fan  B,  substantially  as  and  for  the  pur- 
pose described. 

Sixth,  the  adiustability  of  the  hopper  E,  relatively  to  the  upper  riddle  D,  substantially  in 
the  manner  and  for  the  purpose  described. 

No.  33,640.— D.  K.  Fisiiel,  of  Lancaster,  Ohio. — Improvement  in  Weather  Strips  ana 
Fasteners  for  Doors. — Patent  dated  November  5,  1861. — This  invention  consists  in  making 
a  part  of  the  threshold  or  the  caq)et  strip  at  the  door  to  slide,  it  being  so  arranged  as  to  yieW 
as  the  weather  stnp  is  pushed  down  between  the  stationary  and  sliding  parts  ot  the  thieshold, 
aud  close  the  crack  at  the  bottom  of  the  door. 

Cl(fim. — ^The  sliding  thieshold  or  carpet  strip  for  the  purposes  set  forth,  substantially  fn 
described. 

Also,  in  combination  with  the  sliding  threshold,  the  weather  stiip  and  door-fastenei 
described. 

No.  33,641.— Henry  FRANasco,  of  White  Water,  Wis.— Improved  Spring  Tooth  foi 
Cultivators. — Patent  dated  November  5,  1861. — This  invention  consists  in  so  constructint' 
the  shoulder  of  a  cultivator  tooth  between  the  point  where  the  upper  main  portion  or  stand- 
ard of  the  tooth  comes  in  contact  with  the  beam  and  the  point  at  which  the  bolts  pass  througL 
the  shoulder  to  secure  the  tooth  to  the  beam,  that,  between  said  points,  there  shall  be  a  suffi- 
cient spring  or  elasticity  to  the  shoulder  to  compensate  for  any  unusual  strain  upon  the  tooth. 

Claim. — A  spring  cultivator  tooth  constructed  aud  operating  substantially  in  the  mannei 
and  for  the  pm-Jmse  described,  in  combination  with  a  check  brace,  substantially  as  described.  - 

Second,  so  constructing  the  shoulder  of  a  cultivator  tooth  that,  when  the  working  point  of 
the  tooth  is  arrested  by  any  sudden  obstruction,  the  strain  upon  the  tooth  will  bo  leUeved  by 
the  action  of  the  shoulder,  substantially  as  described. 

No.  33,642. — Thomas  Gates,  of  Worcester,  Mass. — Improved  Refrigerator. — Patent 
dated  November  5,  1861. — Secured  to  the  base  of  the  chest  is  a  circular  railway,  upon  which 
is  placed  a  table  provided  with  wheels,  which  admit  of  the  table  being  revolved  so  that  but- 
ter placed  upon  the  table  may  be  removed  in  small  portions  through  the  door.  The  ice  case 
is  made  to  rest  upon  the  base,  so  as  to  be  readily  removed  when  necessary  for  the  reception 
of  a  lirkin  of  butter. 

Claim. — The  refrigerator,  as  described,  consisting  of  the  ice-case,  chamber,  and  base,  with 
its  movable  table,  when  constructd  in  the  manner  and  for  the  pmpose  set  forth  and  described- 
No.  33,643.— D.  S  HAJnLTON,  of  Elmira,  N.  Y.— Improvement  in  Rotary  Pumps.— Vaicnt 
dated  November  5,  1861  .-^The  central  cylinder  which  closes  the  interior  of  the  annular  piston- 
space,  and  also  the  outer  cylinder,  are  made  stationary,  the  piston  being  attached  to  tuo  cap 
which  revolves  with  the  driving-shaft.  Immediately  between  the  induction  and  eduction  pipe 
or  chamber  is  arranged  a  **butment"  which  is  hinged  to  one  edge  of  the  eduction  aperture, 
the  opposite  side  resting  upon  the  edge  of  the  induction  aperture,  the  "hutment"  opening  to 
let  the  piston  pass. 

Claim. — The  combination  of  the  annular  piston  space  E,  having  both  annidar  sides  fixed, 
with  the  hutment  G  bearing  on  one  of  the  said  fixed  annular  sides,  substantially  as  and  foi 
the  purpose  set  forth. 
Also,  the  combined  arrangement  of  the  hutment  G  and  induction  and  eduction  aperttires  J 
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and  D,  so  that  the  said  aperture  shall  be  nearly  or  quite  radially  opposite  to  each  otber,  and 
the  butoient  shall  close  diagonally  between  the  two  and  open  into  the  eduction  aperture,  for 
the  purpose  specified. 

Also,  inclining  the  closed  butment  and  approaching  piston  towards  each  other  so  that  the 
piston  shall  open  the  butment  in  the  direction  contrary  to  that  of  its  own  motioUf  substantially 
as  and  for  the  purpose  specified. 

No.  33,644.— J.  W.  Hardie,  of  New  York,  N.  Y,—Improtement  in  Army  Trunks.— Patent 
dated  November  5,  1861. — This  invention  consists  in  so  constructing  a  trunk  as  to  render  it 
capable  of  being  readily  transformed  into  an  easy  chair,  a  bed  and  bedstead,  a  lounge  and 


writiD^  desk,  a  settee  or  a  table. 
Claim. — First,  the  const 


construction  of  the  trunk  as  described,  with  the  upper  section  of  less 
depth  than  the  lower  when  hinged  at  the  end,  as  set  forth,  and  provided  witn  sockets,  or  their 
equivalent,  and  in  combiiiation  therewith  the  U-shaped  irons,  for  the  purposes  and  substan- 
tially  as  set  forth.  , 

Second,  the  table  hinged  so  as  to  fold,  and  provided  with  ears  or  hooks  as  specified,  for  the 
purposes  described. 

1  Jiird,  the  combination  of  the  frame,  U-shaped  iron  and  top  of  the  trunk,  when  the  said 
frame  is  hinged  to  the  trunk  top  and  supported  by  the  iron,  for  the  purpose  of  forming  a  high- 
backed  chair  in  connexion  with  the  body  of  the  trunk,  in  the  manner  specified. 

Fourth,  the  double  frame  or  frames  E  F,  bavins  two  sets  of  b.aces,  G  O  and  Z  Z,  for  the 
several  purposes  set  forth,  ananged  and  combined  with  the  trunk  substantially  as  described. 

Fifth,  the  frame  D,  hung  near  the  main  hinges,  so  as  to  swing  up  and  permit  the  folding 
out  of  the  double  frame  E  F,  as  set  forth. 

No.  33,645.— D.  A.  Haviland  and  A.  S.  Phillips,  of  Fort  Dodge,  Iowa.— Fmprotement 
in  Apparatus  in  Handling  Hides  in  Tanning. — Patent  dated  November  5,  1861. — At  each 
end  ol  a  vat  are  placed  standards  provided  with  grooves  in  which  are  fitted  cross-heads,  the 
latter  being  suspended  by  ropes  to  axles  joumaled  in  each  end  of  the  vat.  Resting  upon  these 
cross-heads  arc  a  series  of  bars  provided  with  hooks,  to  which  the  skins  are  aitacned.  By 
means  of  a  windlass  the  skins  are  lowered  into  and  raised  fjom  the  vat. 

Claim. — The  arrangement  of  the  windlass  axles  D  D',  cranks  F  F',  movable  bars  E,  and 
standards  B  B^  with  the  vat  A,  the  whole  combined  and  operating  in  the  manner  and  for  the 
purpose  described. 

No.  33,646.— W.  S.  Henson,  of  Newark,  N.  J.— Improvement  in  Breech- Loading  Ord- 
nance.— I*atent  dated  November  5,  1861. — ^The  barrel  of  the  gun  is  stationary  and  mounted 
on  a  plfttlonn,  the  breech-piece  recoiling  a  short  distance  as  the  gun  is  fired.  The  breech  is 
not  fastancd  to  the  barrel,  out  is  made  of  such  weight  as  to  resist  the  shock  of  the  explosion 
almost  entirely  by  its  inertia.  One  or  more  vent  holes  may  be  made  in  the  banel  instead  of 
a  vent  in  the  breech  for  firing  the  charge  simultaneously  at  two  plages,  so  as  to  secure  a  more 
rapid  combustion  of  the  powder. 

Claim. — The  independent  recoiling  breech,  together  with  the  non-recoiling  barrel  and  dou- 
ble vents,  made' and  operated  as  described. 

No.  3.'i,647.— B.  J.  HiLDRETll,  of  Philadelphia,  Fa.— Improved  Sash-Supporter.-F&iGni 
dated  November  5,  1861. — This  invention  consists  of  a  device  by  which  the  sashes  are  kept 
pressed  outward  against  the  jamb  and  thereby  made  t^  form  a  tight  joint,  and  by  firiction 
sustain  the  sashes  in  the  frame  at  any  desired  height,  the  device  being  more  especially  de- 
signed for  cars  and  other  vehicles. 

Claim.— 'iha  T-shaped  shoe  c  and  spring  d,  with  the  cavity  b  and  groove  a,  when  com- 
bined, arranged  and  operating  in  the  manner  and  for  the  purpose  described. 

No.  33,648. — A.  n.  Jones,  of  Falsington,  Pa. — Improvement  in  Com-Shellers. — ^Patent 
dated  November  5,  1861. — The  weighted  arm  is  so  arranged  in  relation  to  the  plate  and  strip- 
per-wheel as  to  force  the  cob  against  them  with  an  equal  pressure  throughout  its  length,  and 
thereby  remove  the  keniels  from  the. point  as  eflfectually  as  from  the  other  parts  of  the  cob. 

Claim. — The  weighted  arm  L,  arranged  in  respect  to  the  plate-wheel  G  and  stripper-wheel 
K,  as  and  for  the  purpose  set  forth. 

No.  33,649.— August  Kaestner,  of  New  York,  N.  Y .—Improvement  in  Lamps.— Patent 
dated  November  5,  1861. — This  lamp  is  designed  to  bum  coal  oil  without  a  glaso  chimney. 
The  tube  is  provided  with  large  perforations  l^low  so  that  the  air  can  be  heated  as  it  passes  to 
the  flame,  and  with  small  pertbrations  above  for  the  admission  of  small  jets  of  air  to  the  base 
uf  the  flame. 

Claim. — The  combination  of  the  tube  B,  taper  slot  c,  large  perforations  J,  and  horizontal 
ranges  of  small  pertbrations,  all  constructed  and  arranged  in  relation  to  each  other  and  to  the 
wick  tube  c,  in  the  manner  and  for  the  purpose  explained. 
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No.  33,650.— -O.  W.  Kellogg,  of  Ripon,  Wis.— -Improvement  in  Road-Scrapers.— Tateni 
dated  November  5i  1861. — To  the  back  board  of  the  ecraper  is  attached  the  draught-pole  in 
front  and  two  handles  at  the  rear,  and  is  so  Fccnrcd  by  joints  to  the  bottom  board  as  to  admit 
of  its  being  easily  tilted  when  the  dirt  is  to  be  discliarged. 

Claim. — The  bottom  board  E,  provided  with  a  share  or  shod  portion  a,  and  having  side 

Eieces  D  D  attached,  in  connexion  with  the  back  board  A,  having  the  dranght-pole  fi,  and 
andles  C  C,  attached  to  it,  and  connected  to  the  back  edge  of  the  bottom  board  t.  by  hinges 
or  joints  a\  all  being  ananged  and  combined  substantially  as  and  for  the  purpose  set  forth. 

No.  33,651.— CoLOMANNUS  KoLLiNSKY,  JACOB  Ehrlick  and  Albert  J.  de  Zeyk,  of 
Washington,  D.  C. — Improvement  in  Military  Fatigue  Caps. — Patent  dated  November  5, 
18G1. — The  flaps  are  so  arranged  in  relation  to  and  united  with  the  side  pieces  of  the  cap  as 
to  admit  of  being  turned  up  or  down  in  front,  or  they  may  be  placed  at  the  sides  of  the  head 
80  as  to  be  adapted  to  be  worn  in  any  kind  of  weather. 

Claim. — Providing  a  cap  composed  of  two  side  pieces  and  a  top  gusset,  w^ith  flaps  arranged 
in  relation  to  and  united  with  the  said  side  pieces  substantially  as  herein  described,  so  as  to 
operate  in  the  manner  and  for  the  purposes  set  forth. 

No.  3.3,652.— Charles  Le  Due,  of  Boston,  Mass. — Improvement  in  Safe  Locks. — Patent 
dated  November  5,  J861. — This  invention  consists  in  the  constraction  and  arrangement  of 
two  slides  operating  parallelly,  in  connexion  with  the  bolts.  The  slides  are  provided  with 
flanged  ends,  and  are  operated  by  loose  pins  at  one  end,  which  pins  are  operated  bv  the  key. 

Claim. — The  con8truction,jjfrangement,  and  combination  of  the  bolt#E  and  slides  G  with 
their  flanged  and  inclined  plane  ends  to  be  operated  by  the  pins  J,  substantially  as  described. 

No.  33,653. — JosiAii  Lees,  of  Birmingham,  England. — Improvement  in  Swivel  Hooks  and 
Rings. — Patented  in  England  May  19,  J8G0. — Patent  dated  November  5,  1861. — The  hook  or 
ring  is  fonned  either  wholly  or  partially  of  tubular  metal,  or  of  solid  metal  with  a  chamber 
at  one  end  to  receive  a  spring  and  metal  bolt.  A  portion  of  the  circle  is  omitted  to  form  an 
opening,  which  is  filled  up  by  the  bolt  being  forced  against  the  other  end  of  the  ring  by  the 
coiled  spring. 

Claim. — In  the  manufacture  of  swivel  hooks  and  rings  for  attaching  and  securing  watch- 
chains,  ear-rings,  key-rings,  and  other  similar  articles  of  jewelry;  the  so  combining  of  a 
spring-bolt  with  the  aiticle  of  jewelry  as  that  said  bolt  when  shot  out  shall  form  a  part  of  the 
rim  or  boundary  of  said  hoot  or  ring,  and  thus  close  the  space  through  or  by  which  the 
article  of  jewelry  is  secured  to  any  other  thing,  and  thus  avoid  the  use  of  a  hinge  of  any 
kind,  substantially  as  represented. 

No.  33,654.— A.  II.  Lorton,  of  New  York,  N.  Y.— Improved  Potato- Ma shcr.-r-THiont 
dated  November  5,  1861. — This  invention  consists  of  a  perforated  disc  attached  to  a  handle, 
and  is  designed  for  mashing  or  crushing  potatoes,  tumips,  and  other  vegetables  when  cooked. 

Claim. — The  peiforaxed  pulverizer  or  potato-masher,  constructed  substantially  as  desciibed, 
as  a  new  article  of  manufacture. 

No.  33.655. — S.  "W.  Marsh,  of  Washington,  D.  C. — Improvement  in  Breerh- Loading  Fire- 
-  Arms. — Patent  dated  November  5,  1S61. — This  invention  consists  of  a  number  of  devices, 
which  do  not  admit  of  a  brief  description. 

Claim. — First,  the  construction  of  a  gun-barrel,  or  part  of  a  £un-barrel,  having  a  hinge 
joint,  as  shown  at  I,  upon  the  fixed  breecn-connexion  D  D  D'  D'  D2  D3  D4  D5,  Figs.  1,  26, 
with  the  channel  F  F,  Figs.  1,  26,  and  cavities  F'  F',  Fig.  1,  and  the  cavities  F'  F'  F2  PJ 
Fig.  26,  within  the  fixed  breech-connexion,  substantially  as  described  and  set  forth. 

Second,  the  peculiar  construction  of  the  gates  H,  formed  with  the  cavities  J  K  K'  L  M, 
Figs.  ],  4,  8,  13,  22,  24,  and  of  the  gates  H,  hinged  at  I,  formed  with  the  cavities  J  K2  K3 
M,  Figs.  26,  28,  and  operating  substantially  as  shown  at  Figs.  1,  2,  3,  26,  as  described  and 
set  forth. 

Third,  the  adjustable  plungers  O,  whether  made  solid,  as  represented  in  Fig.  7,  or  perfo- 
rated longitudinally  for  the  introduction  of  a  needle,  as  shown  in  Figs.  1,  2,  3,  and  6,  and 
their  equivalents,  Figs.  5,  9,  15,  19,  23,  27,  and  29,  constructed  and  operated  substantiaUy 
as  specified. 

Fourth,  the  bolts  represented  in  Figs.  15,  16,  and  30,  constructed  and  operating  substan- 
tially as  set  forth. 

Filth,  the  spring  U,  Figs.  1,  2,  3,  and  26,  constructed,  arranged,  and  operating  substan- 
tially as  snecined. 

Sixth,  the  peculiar  or  equivalent  form  of  needle-head  R  R',  as  represented  in  Figs.  10,  17, 
and  21,  constructed  and  operating  as  and  for  the  purpose  described. 

Seventh,  the  peculiarly  formed  trigger  V,  Figs.  1,  2,  and  3,  constructed,  arranged,  and 
operating  as  set  forth. 

Eighth,  the  combination  of  the  nut  P,  or  its  equivalent  screw  L',  with  the  plungers  O,  foi 
the  purpose  set  forth. 
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Ninth,  in  combination  with  the  fixed  breech-connexion,  the  springs  T,  Figs.  J,  2,  and  3,  and 
T2,  Fig.  20,  constructed,  aiTanged,  and  operating  as  and  for  ino  pui-pose  described. 

Tenth,  the  screw  or  pin  rf,  or  its  equivalent,  in  combination  with  the  trigger  V  and  bolts, 
Figs.  IG  and  oO,  constructed,  arranged,  and  opeiatiug  as  described. 

Eleventh,  the  combination  in  a  tirc-arm  of  a  pcriorated  plunger  with  a  ncedlo,  substantiallj 
in  the  manner  and  for  tho  purpose  described. 

No.  33,G;;.6.— C.  II.  McCoRMiCK,  of  Chicago,  III— Improtemenl  in  the  Cutting  Apparatus 
of  Mowing  and  Heaping  Maihincs. — Patent  dated  November  5,  IbOJ. — Tho  object  of  this 
invention  is  to  dimiuisli  the  width  and  thickness  of  the  cutter  without  impairing  its  efficiencj. 
The  fiont  margin  ot  tho  top  of  the  linger-bcam  is  made  the  guide  for  the  cutter,  so  that  it  uiaj 
be  firmly-  supported  throughout  its  whole  length,  and  upon  this  guide  the  cutter-bar  is  aiTanged 
to  slide,  the  blade  being  riveted  to  tho  top  of  the  bar.  Tho  guide,  cutter-bar,  and  blade  are  so 
arranged  that  the  blade  will  droop  enough  to  bring  its  edge  down  to  or  below  the  level  of  the 
top  ot  the  guide  on  the  finger-beam. 

Claim. — The  combination  of  the  drooping  blade  and  its  bar  with  the  supporting  guide  for 
the  bar  on  the  front  margin  of  the  linger-beam,  all  constructed  and  arraiir^cd  substantially  as 
described. 

No.  33,657.— C.  IT.  McCoRMTCK,  of  Chicago,  IW.^Improtcmcnt  in  Metallic  Finger-Beams 
of  Reaping  and  Mowing  Machines. — Patent  dated  November  5,  1801. — The  finger-beam  is 
formed  with  a  broad  under  surface  to  prevent  it  from  sinking  tod  much  into  the  ground,  and 
with  a  narrow  upper  surface  sloping  towards  tho  front  as  a  seat  for  the  fingers,  and  to  allow 
cut  grass  to  fall  o%r  it  to  tho  ground,  while  tho  requisite  vertical  stiffness  is  obtained  bj 
giving  it  adilitional  thickness  in  the  lino  of  the  rivet-holes. 

Claim. — The  finger-beam,  constructed  as  set  forth. 

No.  33,C58.— C.  II.  McCoRMlCK,  of  Chicago,  l\\.— Improvement  in  Reaping  and  Matting 
Machines. — Patent  dated  November  5,  18bl. — The  nature  of  this  invention  will  be  understood 
from  the  claim. 

Claim. — The  combination  in  a  mowing  machine,  balanced  or  nearly  so  upon  its  main 
driving-whwl,  of  a  driver's  seat  arranged  over  the  driviug-wheel,  a  leaning  bar  or  bars  on  the 
eido  or  sides  of  the  driver's  seat,  and  a  jointed  tongue,  so  arranged  that  by  a  forward  and 
lateral  movement  or  a  backward  and  lutcial  movement  of  his  body  tho  driver  can  correspond- 
ingly turn  the  machine  upon  the  driving-wheel  as  a  fulcrum,  substantially  as  described. 

No.  33,659.— S.  W.  Mudoe,  of  Rome,  N.  Y.^Improred  Chum.—Vaicui  dated  November 
5,  1861. — On  the  shaft  just  below  the  lid  is  keyed  a  ^rcular  beater-plate  provided  with  a 
series  of  concentric,  step-like  projections.  Above  this  pWite,  and  corresponding  inversely  with 
it,  is  a  similar  plate,  and  both  are  arranged  upon  the  sua  ft,  which  is  so  geared  as  to  rotate  the 
plates  ifi  reverse  directions.  The  lower  end  of  tho  shaft  is  provided  with  arms,  which  scr\'e 
as  gatherers,  and  upright  ribs  are  attached  to  the  inner  sides  of  tho  tub  to  assist  the  gathering 
operation. 

Claim. — The  plates  D  and  E,  dasher  F,  and  ribs  J  J,  when  all  shall  bo  constructed, 
arranged,  and  operated  in  tho  manner  and  for  the  purpose  specified. 

No.  33,660.— William  Page,  of  New  York,  N.  Y .^Improvement  in  Rifled  Projectile  for 
Ordnance^  8^c. — Patent  dated  November  5,  1861. — This  invention  consists  in  attaching  to  the 
muzzle  of  a  smooth-bored  gun  ono  or  more  internal  projections,  to  be  used  in  connexion  with 
a  projectile  having  one  or  more  grooves  on  its  surface,  lor  the  purpose  of  giving  the  latter  a 
rotary  motion  when  discharged. 

Claim. — ^The  combination  and  use  of  both  pins  and  spiral  groove,  as  described,  by  which 
the  rotation  of  tho  projectile  on  its  axis  is  secured  in  its  passage  throughout  the  smooth  bore 
of  tho  gim. 

No.  33,661.— P.  P.  Parkhl-RST,  of  Milford,  'hlass.—Improved  Washing  3fac*»««.— Patent 
dated  November  5,  1861. — ^The  slats  are  attached  to  two  circular  heads  and  arranged  in  two 
circles,  each  slat  being  made  square,  and  placed  so  that  its  diagonal  shall  be  on  the  radial 
lino  of  the  circular  heads. 

Claim. — The  cylinder  formed  with  two  concentric  series  of  alternating  slats  h  A  and  i  i,  as 
and  for  tho  purposes  specified. 

No.  33,662.— R.  P.  Parrott,  of  Cold  Spring,  N.  Y. —Improvement  in  Applying  Fuzes  to 
Shells. — Patent  dated  November  5,  1861. — The  object  of  this  invention  is  to  make  the  fuze 
serve  either  as  a  time  fuze  or  a  percussion  fuze,  as  may  be  desired,  and  tho  invention  consists 
in  providing  in  tho  metal  of  tho  projectile,  on  each  side  of  tho  fuze-hole,  a  hole  for  the  i^cception 
of  the  fuze,  intersecting  or  meeting  tho  first-named  hole  in  a  transverse  section.  In  connexion 
with  this  transverse  hole  for  the  reception  of  the  fuze  is  employed,  to  efibct  the  explosion  of 
the  projectile  by  percussion,  a  movable  plug  or  plunger  or  other  piece  of  metal,  suitably  ap- 
pliec,  to  break  the  fuze  when  the  projectile  strikes,  so  that  tho  fire  from  the  fuze  which  is 
Ignited  by  the  fire  of  the  charge  of  the  gun  may  communicate  with  the  charge  of  tlio  projectile. 
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Claim, — The  combination  with  an  aperture  leading  to  the  interior  of  tho  shell  of  a  trans- 
Terse  hole  or  passage  D  for  the  reception  of  tho  fuze,  substantially  as  described. 

Also,  the  combination  with  tho  transversely- inserted  fuze  of  a  plunger  C,  applied  and 
operating  substantially  as  and  for  the  purpose  specified. 

No.  33,663.— A.  R.  Reese,  William  Gould  and  Nelson  Lake,  of  Phillipsburg,  N. 
J. — Improvement  in  Rakes  for  Harvesters. — Patent  dated  November  5,  1801. — This  invention 
consists  in  arranging  tho  gearing  of  the  revolving  combined  self-raker  and  reel  within  an 
independent  frame,  so  that  it  may  be  readily  removed  and  converted  into  a  mower.  The  ring 
to  which  the  frame  is  attached  is  braced  to  a  cross  piece,  which  latter  serves  as  a  bearing  for 
the  vertical  shaft. 

Claim. — Fii  St,  the  combination  of  the  rake  c,  the  blank  heads  D  D,  operating  as  described, 
and  an  endic  3  chain  N  N,  with  the  removable  frame  F  F,  the  whole  being  ananged  and 
operating  in  the  manner  and  for  the  purpose  described. 

Second,  tho  combination  of  cross  pieces  H,  and  the  braces  1 1,  with  the  removable  frame 
F  F,  for  the  purpose  of  strengthening  and  supporting  the  ring  G  G,  substantially  as  described. 

No.  33,664. — T.  R.  Richmond,  ofMassillon,  O. — Improvement  in  Seeding  Machines. — Patent 
dated  November  5,  1861. — This  invention  consists  in  an  arrangement  of  devices  by  which  the 
seed  is  dropped  into  the  ground,  their  discharge  reflated,  and  when  desirable,  entirely  cut 
off,  and  at  the  same  time  the  tubes  and  teeth  raised  Irom  the  ground. 

Claim. — ^The  arrangement  of  the  slotted  cam  M,  pivot  k,  and  adjustable  frame  N,  with  the 
lever  ijj  rod  L,  slide  «,  straps  O,  tubes  P,  arms  Q,  and  tubes  S,  all  as  shown  and  described. 

No.  3.3,665. — J.  R.  Row  and,  of  Philadelphia,  Pa. — Improved  Mode  of  Diminishing  the 
Effect  of  Collision  on  Railicays. — Patent  dated  November  5,  1861. — This  invention  consists 
in  providing  a  railway  car  with  any  suitable  number  of  frames  aiTanged  to  slide  into  each 
other,  and  terming  chambers  which  are  tilled  with  small  blocks  of  friable  material  resting  on 
a  grating,  so  that  when  the  cars  come  in  violent  contact  with  each  other  the  slides  will  yield, 
and  the  shock  and  crush  be  absorbed  by  the  friable  blocks.  A  strap  furnished  with  a  coupling 
screw  may  be  passed  around  the  chambers,  so  as  to  be  drawn  tightly  and  impart  more  or  less 
friction  to  the  sliding  frames. 

Claim. — F>rst,  the  employment,  in  connexion  with  railway  cars,  of  any  convenient  number 
of  frames  C,  D  and  E,  arranged  to  slide  into  each  other,  and  forming  chambers  containing 
blocks  of  friable  material,  in  combination  with  the  grating  G,  or  its  equivalents,  for  the  pur- 
pose specified. 

Second,  the  adjustable  strap  H,  allied  to  the  sliding  frame,  substantially  in  the  manner 
and  for  the  purpose  set  forth. 

No.  33,666.— WiLLLAM  Sitaw,  of  Hudson,  N.  Y.^Improved  Mode  of  Supporting  and 
Locking  IVindow  Sashes. — Patent  dated  November  5,  1861. — The  case  or  box  which  encloses 
the  several  parts  of  the  lock  has  a  slot  in  its  upper  side  cover  in  which  the  locking  end  of  tho 
key  slides.  The  spring  which  keeps  the  pinion  against  the  rack  is  fastened  in  one  comer  of 
the  case,  and  operates  on  the  side  of  the  pinion  opposite  the  rack. 

Claim. — Employing  the  spring  key  c,  in  combination  with  the  pinion  A  and  spring  6, 
when  the  guard  or  stop  s  operates  on  the  side  of  the  pinion  opposite  to  the  rack  B,  substan- 
tially as  and  for  the  purpose  set  forth. 

Also,  constructing  the  case  or  box  g,  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  33,667.— Cyrus  W.  Strout,  of  Calais,  'Me.— Improvement  in  Machines  for  Dovetail- 
ing Window  5asAei'.— Patent  dated  November  5,  1861.— The  table  upon  which  the  stuff  to  be 
mortised  is  placed  is  provided  on  its  under  side  with  two  transverse  bars,  through  which  a 
shaft  passes,  upon  which  the  table  has  a  rocking  motion.  The  carriage  has  a  forked  head  at 
its  front  end  and  laterally  projecting  anns  at  its  rear  end,  by  means  of  Avhich  a  lateral  move- 
ment is  imparted  to  the  carriage  and  table.  By  means  of  a  screw  passing  up  through  tho 
rear  end  ot  the  frame,  the  rear  end  of  the  table  can  be  elevated  so  as  to  cut  botli  sides  of  the 
mortise  of  the  same  length.  The  table  is  retained  in  a  level  or  inclined  position  by  adjustable 
stops.  A  series  of  adjustable  right  and  left  hand  cutters  are  attached  to  one  side  of  the  head 
80  as  to  project  more  or  less  beyond  its  periphery.  A  gauge-rest  is  so  arranged  as  to  admit 
of  the  gauge  being  adjusted  to  and  from  the  cutters,  and  the  lateral  movement  of  the  gauge 
is  governed  by  means  of  an  arm  in  connexion  with  a  pin  and  catch. 

Claim. — First,  the  rocking  table  H,  carriage  I,  screw  rf,  adjustable  stops  «  «,  and  screw/, 
when  combined,  arranged,  and  operating  in  the  manner  and  tor  the  purpose  described. 

Second,  the  arrangement  of  the  gauge-rest  J,  provided  with  an  arm  N,  with  the  slides,  and 
connecting  link  t,  at  one  end,  and  the  slotted  segment  plate  I  /,  at  the  other,  in  connexion  with 
the  pin  K  and  adjustable  catch  L,  combined  and  operating  in  the  manner  described. 

Third,  the  revolving  cutters  a  a,  with  table  H  and  gauge-rest  J,  when  combined,  arranged, 
and  operating  in  the  manner  and  for  the  purpose  describe 
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No.  33,668.— Henry  R.  Terry,  of  Edenboro\  Pa. — Improvement  in  Be^Aires.— Patent 
dated  November  5,  1861. — The  hive  is  constructed  in  horizontal  sections;  each  section  bein^ 
separated  from  the  other  by  a  series  of  slats  near  their  npper  surfaces  and  a  like  eries  at  their 
lower  surfjiccs,  so  that  a  free  passage  is  allowed  the  working  bees  between  the  slats  and  the 
buildmg  of  the  comb  in  these  spaces  precluded. 

C/a<m.— The  depression  of  the  horizontal  slats  on  the  top  of  the  sections,  whereby  a  lateral 
passage  is  formed  for  the  bees  through  the  section  of  comb. 

No.  33  069.-  II.  F.  Tuiemeyer,  of  Baltimore,  Md.— Improved  Railroad  Switch  —Patent 
dated  November  5,  I86J. — The  switch  is  provided  with  a  series  of  recesses  accompanied  by 
a  -series  of  luffs  or  steps  for  the  purpose  of  allowing  the  dirt  to  escape  and  preventing  the 
tongue  from  being  sprung.  The  tip  of  the  tongue  is  fastened  by  means  of  a  bar  inserted 
under  a  lip  and  the  rail. 

t7«im.— First,  the  use  of  the  recedes  6,  and  the  lugs  or  stops  c,  in  the  bed-plate  or  casting 
B.  substantially  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  mode  of  tasieuing  the  tip  of  the  tongue  to  the  bed-plate  by  the  bar  H,  sliding 
under  the  tail  I,  and  the  lip  G,  substantially  as  described. 

No.  33,670.-11.  F.  TuiEMEYER,  of  Baltimore,  Md.— tmprorement  in  Railroad  Crossings.— 
Patent  dated  November  5,  1861. — The  bed-plates,  which  are  cast  with  the  rails,  are  provided 
with  recesses  to  prevent  the  dirt  from  obstructing  the  motion  of  the  tongues,  which  aie  con- 
nected at  one  end  to  the  bed-plates  by  bolts.  I  our  tongues  are  connected  and  operated  by 
means  of  rods  and  levers,  so  that  one  set  of  tongues  can  be  closed  simultaneously  with  the 
opening  of  the  other  set. 

Claim. — First,  the  use  of  the  bed-plates  B,  provided  with  the  recesses  6,  in  connexion  with 
the  rail  C,  and  four  swinging  tongues  E,  substantially  in  the  manner  and  for  the  purposes  set 
forth. 

Second,  the  arrangement  of  the  tongues,  in  combination  with  the  double  lever  and  the  con- 
necting lods  G  and  11,  for  the  purpose  of  giving  a  continuous  rail  on  both  sides  of  the  track, 
and  for  the  purpose  of  opening  one  pair  ot  tongues  and  closing  the  other  pair  by  the  same 
motion,  substantially  as  described. 

No.  33,671— T.  J.  Wadleigii,  of  Sutton,  N.  ^.—Improvement  in  Piim;?s.— Patent  dated 
November  5,  1861.— The  novelty  of  this  invention  consists  in  the  arrangement  of  its  several 
parts  as  designated  in  the  <'laim. 

Claim  — An  improved  pump  composed  of  the  stock  A  A'  A'',  the  axle  D,  the  braces  1 1, 
and  corresponding  braces  in  the  rear  of  I  I,  the  collar  O,  the  shaft  II,  with  its  right  and  left 
screws,  the  wheeis  O  and  K,  the  collar  M,  the  arms  J  J,  the  valve  rods  Q  Q,  the  arms  K  K, 
the  supports  L  L.',  tlio  sliding  block  R,  the  mortise  U,  the  rotary  blocks  S  S',  with  their  pro- 
jections /»,  the  collar  N,  with  its  sliding  and  rotary  blocks,  and  the  lubricating  cap  P,  combined* 
arranged,  and  operaUng  as  above  set  forth. 

No.  33,672.— W.  M.  Watson,  of  Tonica,  l\\.— Improvement  in  Mould-Board  Blanks.— 
Patent  dated  November  5,  lrt61. — This  invention  consists  in  making  the  mould-board  skelp 
proportionally  thicker  at  and  near  the  land-side  edge  and  of  the  proper  shape,  so  that  it  wifi 
not  wear  through  q.\  knd  near  that  edge  sooner  than  at  other  points. 

Claim. — As  u  ne\wmanufactui-e  the  mould-board  skelp,  having  a  thickened  margin,  sub- 
stantially as  described. 

No.  33  673.— WaLiAM  S.  WiXSOR,  of  Port  Orford,  Oregon.— Improvement  in  Planing 
Saws.— Vatcnt  dated  November  5,  lb61. — The  lilaning  teeth  are  constmcted  with  convex  cut- 
ters projecting  laterally  on  opposite  sides,  and  flanges  projecting  radially  beyond  the  said  cut- 
ters, and  adapted  to  follow  in  the  path  of  the  planing  teeth,  for  the  purpose  of  steadying  the 
cutters  and  pi  eventing  their  lateral  deflection. 

Claim. — T\n>  supporting  flanges  "2,  employed  in  connexion  with  the  cutters  c  and  c'  of  a 
circular  saw,  substantially  as  and  for  the  purposes  set  forth. 

No.  33,674.— John  Wrwht,  Jr.,  of  New  York,  N.  Y .—Improvement  in  the  Process  of 
R^ning  and  Purifyins  Sugar. — Patent  dated  November  5,  1861. — The  alcohol  or  liquor 
used  is  forced  through  the  mass  of  sugar  by  means  of  a  pump  connected  with  a  pipe,  the  end 
of  which  is  placed  at  the  bottom  of  a  vessel  containing  the  sugar,  the  impurities  passing  off 
over  the  sides  or  top  of  the  vessel.  , 

Claim. — Api)lying  alcohol,  white  liquor,  or  other  liquid  used  to  wash  the  sugar  at  or  near 
the  bottom  of  the  vessel  containing  the  sugar,  and  making  the  alcohol  or  other  liquid  to  flow 
up  through  the  mass  of  sugar,  and  carry  up,  float  out,  and  carry  off  any  impurities  and  ex- 
traneous matter  lighter  than  the  sugar,  and  such  other  matter  or  substances  as  may  be  dis- 
solved by  the  alconol,  white  liquor,  or  other  liquid  used  to  wash  the  sugar,  substantially  aa 
described. 
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*No.  33,675.— J.  C.  Cook,  of  Middletown,  Conn.,  assignor  to  William  Wilcox  &  Co., 
of  the  same  place. — Improvement  in  Liquid  Meters. — Patent  dated  November  5,  J 861. — ^This 
invention  consists  in  the  arrangement  of  a  valve  and  its  operating  mechanism,  in  combination 
with  a  cylinder  and  piston,  ^or  effecting  the  measurement  of  liquids,  bv  counting  the  number 
of  reciprocating  .movements  of  the  piston,  produced  by  the  pressure  of  the  liquid  admitted  to 
it  by  tne  valve  on  opposite  sides  alternately. 

Claim. — First,  the  valve  D,  with  its  ports  d  d'  and  cavities  e  e',  arranged  to  work  trans- 
yertiely  to  the  stroke  of  the  piston  in  a  box  C  at  one  end  of  the  measuring  cylinder,  and  in 
combination  with  a  system  of  ports  iob  b'  and  passages  I  O  c,  arranged  substantially  as  de- 
scribed 

Second,  the  valve-operatinff  rock  shaft  F,  with  its  spiral  grooves  k  k\  weighted  arm  F*, 
and  tappets  h  A,  applied  and  arranged  in  combination  with  the  piston  and  slide  valve,  to 
operate  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  construction  and  arrangement  of  the  valve-operating  rock-shaft,  substantially  as 
described,  to  serve  as  guide  to  the  piston  rod. 

Fourth,  combining  the  piston  with  the  spirally-ffrooved  valve-operatine  rock-shaft  F,  by 
means  of  a  slide  H,  working  in  stiaight  guides,  ana  hooking  into  a  circular-grooved  protu- 
berance m  on  the  piston. 

No.  33,676— F.  O.  Degener,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Peter 
Weiler,  of  BellviUe,  N.  J. — Improved  Cylinder  Printing  Press. — Patent  dated  November 
5,  1861. — The  nature  of  this  invention  will  be  understood  from  the  claims,  which  cover  a 
series  of  devices  that  do  no*  admit  of  a  brief  description. 

Claim. — First,  the  vibia*  ing,  tapenng  endless  rack,  for  giving  a  rotary  motion  to  a  recti- 
linear reciprocattng  impression  cylinder. 

Second,  supporting  the  ink  cylinder  in  a  frame  separate  from  the  impression  cylinder  car- 
riage, and  swivelling  the  ink-cylinder  frame  on  the  axis  of  the  impression  cylinder,  for  the 
purpose  as  fully  described. 

Third,  giving  a  rotating  motion  to  an  ink  cylinder,  by  and  through  the  rotary  motion  of  a 
rectilinear  reciprocating  impression  cylinder. 

Fourth,  giving  to  an  ink  cylinder,  operated  as  described,  a  motion  to  and  from  the  inking 
rollers,  for  the  purpose  as  specified. 

Fifth,  giving  to  the  ink  cylinder  motion  to  and  from  the  inking  rollers,  by  and  through  tho 
motion  of  tho  vibrating  rack. 

Sixth,  the  combination  of  the  adjustable  ink  cylinder  with  the  adjustable  inking  roller  sup- 
porters, when  the  ink  (ylmder  and  inking  rollers  are  carried  by  and  travel  with  tho  impres- 
sion cylinder  carriage,  for  tho  purpose  as  set  forth. 

Seventh,  the  combination  of  tho  adjustable  inking  roller  supportors  on  a  travelling  carriage, 
with  an  ink  cylinder  having  a  motion  to  and  from  the  inking  rollers,  and  the  adjustable 
bearers  of  the"frame,  for  the  purpose  as  described. 

Eighth,  in  combination  with  a  rectilinear  reciprocating  impression  cylinder,  having  a  rotary 
motion,  the  described  mechanical  arrangement  for  operating  the  impression  cylinder  gripers, 
said  arrangement  consisting  of  the  inside  arm  or  trip  S",  the  shaft  R'\  and  the  outside  arm 
or  trip  T",  operated  by  a  pin  or  roller  of  the  main  wneel,  (or  any  other  means,)  for. closing 
the  gripers  when  they  are  taking  tho  sheet  to  be  pnnted  on  to  the  cylinder,  and  the  inside 
arm  or  trip  S  ",  the  shaft  R",  and  the  outside  ann  or  trip  T'",  operated  by  the  fixture  A,  or  its 
equivalent,  for  opening  the  gripers,  so  as  to  relieve  the  sheet  from  the  cylinder,  whether  con- 
structed in  the  precise  manner  as  described,  or  in  an  equivalent  way. 

Ninth,  attaching  the  two  inside  arms  or  trips  and  the  two  outside  arms  or  trips  to  one  and 
the  same  shaft. 

Tenth,  the  stationary  gpripers,  in  combination  with  an  impression  cylinder,  for  the  purpose 
as  set  forth. 

Eleventh,  the  travelling  pile  table,  or  its  equivalent,  in  combination  with  stationary  gripers, 
for  the  purpose  as  specified. 

Tvveli'th,  in  comoination  with  a  travelling  pile  table,  or  its  equivalent,  and  stationary 
gripers,  the  proiections  of  the  pile  tabte;  for  tne  purpose  as  described. 

Thirteenth,  the  combination  of  a  travelling  pile  table  with  an  impression  cylinder,  or  its 
equivalent. 

Fourteenth,  governing  the  lower  set  of  stationary  gripers  by  and  through  the  motion  of  the 
upper  gripers,  or  vice  versa^  by  means  of  the  arm  /,  arm  o,  slit  m,  or  its  equivalent,  and  pin 
m,  or  its  equivalent. 

Fifteenth,  opening  the  stationary  gripers  so  as  to  receive  the  printed  sheet,  and  allowing  the 

Sipers  to  close  and  nold  the  sheet  and  relievo  it  firom  the  impression  cylinder,  by  and  through 
e  motion  of  the  vibrating  rack. 

Sixteenth,  opening  the  stationaiy  gripers  so  as  to  release  the  printed  sheet  and  pile  it,  by 

and  through  the  motion  of  the  carriage. 

Seventeenth,  operatinfr  the  paper  Ranges  by  and  through  the  motion  of  the  vibrating  rack. 

Eighteenth,  constructing  a  cylinder  printing  press  in  such  a  manner  as  that  the  printed 

sheet,  afler  it  has  been  taken  from  the  cylinder  ana  deposited  on  the  pile  table,  shall  be  brought 

im  honi  and  before  the  eyes  of  the  operator,  for  the  purpose  as  fully  described. 
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No.  33,077.— R.  W.  Drew,  of  Abin^on,  Mass.,  assizor  to  A.  B.  Ely,  of  Newton, 
Mass. — huprorcmrnt  in  Sewing  Machines. — l*atcnt  <latcdlSovcnil)or  5,  18(31. — This  iDvention 
relates  to  such  a  constmctiou  and  arrangements  of  tlio  parts  that  the  lines  of  the  arm  on 
which  is  the  rest  that  reaches  into  the  toe  of  the  shoe  shall  bo  straight,  instead  of  in  a  curve; 
that  the  needle  and  its  adjuncts,  as  well  as  the  needle  guide,  may  bo  continuously  revolved 
and  conespondhigly  changed  in  their  position  for  the  purpose  of  scAving  circles,  curves,  and 
angles,  a.>  desired ;  that  the  throw  of  the  eccentric  or  crank,  and  also  the  length  of  the  needlo- 
bar,  may  be  altered  and  adjusted  for  different  kinds  and  thiekneshes  of  work;  that  the  feed 
may  form  a  guiding  point  lor  the  needle  and  space  the  stitches;  and  that  the  cast  off,  as  well 
as  the  other  parts,  may  conform  to  ditl'ereut  thicknesses  of  material,  while  it  aUo  forms  a 
support  to  the  needle. 

Claim. — First,  so  constructing  and  arranging  the  parts  that  the  needle-bar  of  a  sewing 
machine  can  bo  continuously  revolved  in  either  direction  at  the  will  of  the  opeiator,  as  the 
Btitchmg  progresses. 

Second,  so  constructing,  arranging,  and  combining  the  needle-bar  and  feed-bar,  or  their 
equivalents,  in  a  sewing  machine  that  they  can  bo  continuously  revolved  either  way,  and 
preserve  their  relative  positions. 

Thiid,  so  constructing  and  arranging  the  thread  guide  or  whir  in  a  sewing  machine  that  it 
can  be  contif5uously  revolved,  and  present  the  thread  to  the  needle  iu  any  desired  position 
of  the  needle. 

Fourth,  so  constnicting  and  combining  the  needle  and  thread  guide  with  each  other  that 
any  change  of  position  of  the  needle  may  be  accompanied  by  a  corresponding  change  of 
]^sition  of  the  thread  guide  either  way  or  continuallv  in  either  direction. 

Fifth,  in  combination  with  a  rotating  needle  stock,  so  arranging  and  operating  the  feed 
that  it  shall  form  a  guiding  point  iu  advance  of  the  needle,  and  space  the  distances  between 
the  stitches. 

Sixth,  BO  constructing  the  cast-off  that  it  ffhall  surround  the  needle  and  form  a  support  to 
it  while  the  stitch  is  being  foruied  or  drawn  up. 

Seventh,  so  constructing  the  cast-off  as  that  it  may  conform  itself  to  the  thickness  of  the 
work  by  means  of  a  spring  pressure. 

Eighth,  operating  the  thread  guide  r  by  means  of  the  rod  O,  substantially  as  described. 

Ninth,  the  combination  of  the  cam  cylinders  S  and  L,  or  their  equivalents,  with  their  con- 
nexions, substantially  as  and  for  the  puiposes  described. 

Tenth,  the  combination  of  the  adjustable  eccentric  with  the  adjustable  pin  v'\  or  its  equiva- 
lent, for  changing  the  throw  of  the  needle-bar  so  that  the  range  of  motion  of  the  needle  maj 
be  changed  without  changing  the  point  to  which  it  descends. 

Eleventh,  the  combination  of  the  adjustable  eccentric  described  with  its  several  operating 
parts  for  altering  and  adjusting  the  throw  of  the  crank,  substantially  as  described. 

Twelfth,  the  mechanism  for  revolving  the  needle  and  the  parts  immediately  coijnected  there- 
with by  hand,  that  the  scam  may  be  laid  in  any  desired  direction  as  the  sewing  proceeds,  as 
in  curves,  angles,  and  lines,  as  they  occur  in  sewing  on  boot  and  shoe  soles. 

No.  33,678.— W.  H.  FORBUSH,  assignor  to  E.  B.  FoRBUSH,  of  Buffalo,  N.  Y.—Zm 
proted  Hammock. — Patent  dated  Noveniocr  .5,  1801. — A  folding  portable  frame  is  so  con- 
structed as  to  support  a  hammock  suspended  theieon,  and  both  may  be  folded  together  in  a 
small  compass  for  transportation. 

Claim. — The  combination  of  a  portable  folding  frame  and  hammock,  substantially  as 
described. 

No.  33,(379. —Moses  Marshall,  of  Lowell,  Mass.,  assignor  to  S.  S.  Bucklin,  of  Brook- 
line,  Mass. — Improvement  in  Pegging  Machines, — Patent  dated  November  5,  18GJ. — This 
invention  consists  in  the  employment  of  an  awl,  punch,  and  feeder,  combined  and  arranged 
BO  that  as  the  hole  is  made  for  the  peg,  the  point  on  the  swivel  plate  enters  the  same  and  feeds 
the  device  along  on  the  return  motion  of  the  awl  and  rod,  so  tnat  each  time  the  awl  makes  a 
hole  the  punch  will  drive  ape^  into  the  hole  made  at  the  previous  descent  of  the  awl. 

Claim. — The  point  8,  on  swivel  plate  K,  when  arranged  to  operate  as  shown  and  described, 
to  wit,  entering  the  hole  previously  made  by  the  awl,  and  causing  the  machine  to  move  along 
on  the  sole,  so  as  to  bring  the  peg  to  be  driven  simultaneously  with  the  6Ucce(Mling  descent 
of  the  awl  directly  over  the  hole  made  at  the  previous  descent  of  the  awl. 

Also,  the  point  S,  when  so  arranged  as  to  become  a  tixture  under  the  peg,  to  enable  the 
operator  to  turn  the  machine  on  any  curve  or  angle,  while  the  relative  position  of  the  hole 
and  peg  will  remain  the  same. 

No.  33,680.— W.  S.  McCoRMicK,  assizor  to  C.  H.  McCoR»ncK,  of  Chicago,  111.- /w- 
nrotement  in  Cutting  Apparatus  of  Reaping  and  Mowing  Machines. — Patent  dated  Novem- 
ber 5,  J 861. — Upon  the  side  of  the  cutter  is  affixed  a  series  of  long,  narrow  projections,  in- 
clined on  one  side  and  vertical  on  the  other,  hke  ratchet  teeth,  and  parallel  to  the  line  of 
vibration  to  the  cutter,  so  as  to  act  by  their  vertical  sides  as  a  senes  of  rake  teeth,  for  the 
purpose  of  clearing  the  tough  and  fine  fibrei  of  grass  from  the  slots  of  the  fingers  through 
which  the  cutter  vibrates. 
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Claim. — The  cntter  having  a  series  of  cloarini^  projections  constructed,  arranged,  and  vi- 
bratinf^  as  described,  in  combination  wiih  the  seiics  of  gnard-fingers  aiTanged  as  described, 
whereby  the  liability  of  the  cutting  apparatus  to  clog  is  diminished,  substantially  as  de- 
scribed. 

No.  33,681.— W.  S.  McCoRMTCK,  assignor  to  C.  H.  McCoRlvncK,  of  Chicago,  HI— Improve- 
ment in  Cutters  for  Reaping  and  Mowing  Machines. — Patent  dated  November  5,  1861. — 
The  cutter  bar  is  made  thinner  than  usual,  and  to  give  it  stiffness,  and,  when  necessary, 
more  rear  bearing  surface,  a  vertical  rib  or  flange  is  made  on  one  or  both  of  its  sides,  behind 
the  blade,  the  bar  extending  in  the  rear  of  lihe  vertical  llange  far  enough  to  form  a  horizontal 
flange,  and  one  or  more  of  the  flanges  of  the  cutter  bar  being  notched  to  make  them  take 
hold  more  readily  of  obstructing  matter,  and  detach  or  discharge  it  from  the  guide  in  which 
they  slide. 

Claim. — The  flanged  cutter  bar  with  notches  in  one  or  more  of  the  flanges,  substantially 
as  described. 

No.  33,682.— William  Miller,  assignor  to  Himself  and  J.  B.  Bridgman,  of  Boston, 
Mass. — Improved  Guard  Attachment  for  Door  Latches. — Patent  dated  November  5,  1861. — 
This  invention  consists  in  applying  a  bolt  to  the  inner  side  of  a  door,  and  in  such  a  relative  poai 
tion  to  the  key,  that  the  bolt  may,  when  necessary,  bo  passed  thiough  the  bow  or  handle  of 
the  key  and  prevent  the  latter  from  being  turned  by  pincers  or  pliers  on  the  outer  side  of 
the  door. 

Claim. — The  socket  A,  provided  with  the  bolt  D,  and  connected  by  an  arm  B  and  joint  a 
to  the  plate  C,  which  is  attached  to  the  door  C  at  such  a  point  that  the  socket  and  bolt  may 
have  a  proper  relative  position  with  the  bow  d  of  the  key,  to  operate  as  and  for  the  purpose 
set  forth. 

No.  33,683.— G.  R.  MoORE,  of  Westford,  Mass.,  assignor  to  A.  B.  Ely,  of  Newton, 
Mass. — Improved  Steering  Apparatus. — Patent  dated  Novembers,  1861. — The  axis  of  the 
largo  wheel  that  gears  into  the  wheel  upon  the  sliait  of  the  steering  wheel,  is  prolonged  and 
bent  first  at  a  right  aqgie.  and  then  at  an  acute  angle,  forming  a  crank  that  passes  through 
and  moves  freely  in  a  sleeve  which  is  hung  on  pivots  on  each  side  in  the  circular  ring-head 
of  the  rudder-post,  so  that  a  continuous  turning  of  the  wheel  in  one  direction  will  cause  the 
rudder,  after  it  has  been  turned  to  one  side,  to  change  its  direction  and  turn  to  the  other  side, 
without  changing  the  turning  direction  of  the  steering  wheel. 

Claim. — Imparting  a  reciprocating  motion  to  the  rudder  of  a  vessel  by  melius  of  the  acute 
angled  crank  and  pivoted  sleeve,  substantially  as  described. 

No.  33,684. — George  Munger,  of  New  Haven,  Conn.,  assignor  to  Himself,  L.  Candee, 
and  J.  E.  P.  Dean,  of  the  same  place. — Improvement  in  Chalk  Erasers. — Patent  dated 
November  5,  1861. — The  object  of  this  device  is  to  rub  off  chalk  maiks  from  blackboards 
without  the  aid  of  moisture.  It  also  serves  for  rubbing  and  cleaning  the  glass  of  windows, 
mirrors,  &c. 

Claim. — The  fitting  or  securing  of  straps  6,  of  chamois  or  sheep  skin,  or  other  similar  or 
soft  leather  or  cloth,  in  a  block  A,  substantially  as  shown,  to  form  an  improved  article  of 
manufacture  for  the  purpose  specified. 

No.  33,6a'>.— O.  A.  A.  Rouillion,  assignor  to  W.  Herman  Stubbe,  of  New  York,  N. 
Y. — Improved  Bed-Bottom. — Patent  dated  November  5,  1861. — This  invention  is  explained 
by  the  claim  and  engraving. 

Claim. — An  elastic  bed-bottom  constructed  of  a  series  of  spiral  springs  interlocked  or  con- 
nected together  to  form  one  or  more  layers  or  bottoms  one  over  the  other,  and  attached  to  a 
suitable  frame,  substantially  as  shown  and  described. 

No.  33,686.— W.  H.  Towers,  assignor  to  W.  S.  Bard,  New  York,  N.  Y  —Improved 
Broom. — Patent  dated  November  5,  1861. — ^This  invention  consists  in  inserting  in  the  central 
part  of  the  broom  a  perforated  strip  of  leather  or  other  suitable  material  having  an  additional 
tody  of  grass  or  other  like  material  attached  to  it  in  such  a  manner  as  to  give  a  body  or 
density  to  the  broom  below  its  attachment  to  the  handle,  and  where  it  is  mostly  required  for  use. 

Claim. — Embodying  and  securing  in  the  central  part  of  the  broom  below  the  handle,  a 
curved,  rigid  strip  or  plate  C,  and  divergent  body  or  bodies  of  Tampico  grass.  South  Ameri- 
can bass,  or  other  like  material,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,687.— Ferdinand  Wuterick,  assignor  to  Himself  and  J.  M.  Hatiuway,  New 
York,  N.  Y. — Improvement  in  Machines  for  Making  Cigars. — Patent  dated  November  5, 
]861. — This  machine  is  designed  for  rolling  >vrappers  upon  the  cjgar,  and  finishing  its  point. 
The  pointing  rollers  are  formed  of  a  series  of  sleeves  threaded  upon  wire,  and  form  the  pocket 
to  roll  up  the  wrapper  and  shape  the  point.  By  m(^n3  of  a  male  die  fitting  into  a  female 
die  the  wrapper  is  cut  to  the  requisite  shape  to  form  the  point  of  the  cigar.  A  hinged  shaper 
it  so  arranged  as  to  come  ui  the  right  place  to  be  used  as  a  pattern  for  cutting  and  shaping 
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the  piece  that  forms  the  point.  The  cylinders  or  rollers  over  which  the  belt  passes  are  com- 
posed of  sleeves  placed  upon  carved  shafts  to  eivc  shape  to  the  cigar,  the  sleeves  being  held 
BO  as  to  revolve  together  by  means  of  pins  or  dowels  htting  in  corresponding  holes,  so  as  to 
conform  to  the  curve  of  the  shaft. 

Claim, — First,  the  pointing  rollers  P  P  P,  for  pointing  a  cigar,  by  pressing  and  rolling 
upon  the  head  or  point  of  it  while  the  wrapper  is  being  rolled  on,  as  oescribed. 

Second,  making  pointing  roller  P  to  open,  for  the  greater  convenience  of  patting  in  the 
bunch,  or  filling  and  taking  out  the  cigur  alter  it  is  completed,  as  described. 

Third,  a  movable  pointer  to  press  upon  the  head  or  point  of  a  cigar  and  form  it  while 
the  wrapper  is  being  rolled  on  and  the  Cigar  is  being  made,  as  described. 

Fourth,  cutting  the  wrapper  after  it  is  rolled  upon  the  cigar  up  to,  or  upon,  the  point  by 
means  of  shear  knives  T  and  W  placed  at  or  near  the  point  of  the  cigar,  as  set  forth. 

Fifth,  cutting  the  w^rapper  the  required  shape  and  length  after  it  is  rolled  upon  and  near 
to  the  point  ot  the  cigar,  hy  means  of  die-cutters  Y  and  X,  when  placed  in  proper  position, 
as  described. 

Sixth,  the  hinged  pattern  or  shape  Z,  to  be  used  as  a  pattern  to  shape  the  wrappers  to  form 
the  point  of  the  cigar,  as  dcscribea. 

Seventh,  connecting  the  cylinders  or  rollers  G  and  G  by  pins  or  dowels,  as  described. 

Eighth,  placing  roller  or  rollers  N  N  in  the  pocket  of  a  cigar  machine  and  holding  them 
there  by  adjustable  strip  or  strips  M  for  holding  the  cigar  while  the  pointer  presses  upon 
and  finishes  the  point,  as  described. 

No.  33,688.--D.  B.  Abbey,  of  Horse  Head,  N.  Y.— Improvement  in  Corn-Planters. — 
Patent  dated  November  12,  186J. — On  each  seed-tube  is  fitted  loosely  a  collar,  to  each  of 
which  is  attached  a  furrow  share.  The  collars  are  connected  to  the  under  side  of  the  frame 
by  rods  which  are  allowed  to  swing  under  the  frame.  To  the  lower  ends  of  the  seed-tubes 
are  attached  the  stocks  of  the  covering  shares,  the  rear  end  of  each  stock  being  connected  to 
the  collar  bv  a  rod. 

C/aim.— The  swinging  seed-tubes  L,  with  the  collars  g  fitted  on  them  and  provided  with 
the  furrow  shares  O,  in  connexion  with  stocks  or  bars  P  attached  to  the  lower  ends  of  the 
tubes  L,  and  provided  with  the  covering  shares  Q,  all  being  arranged  to  operate  as  and  for 
the  purpose  specified. 

No.  33,689.— -Albert  Anderson,  of  Bridgeport,  Conn.— Improvement  in  Roller  Skmtes.— 
Patent  dated  November  12,  1861. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim.— Tho  construction  of  wheeled  skates  with  a  large  front  wheel  D,  substantially  as 
shown  and  described,  when  the  axis  of  said  wheel  is  arranged  above  that  portion  of  the  stock 
which  receives  the  ball  of  the  skater's  foot,  so  that  obstructions  may  be  easily  mounted,  and 
so  that  the  skater  will  be  prevented  from  falling  forward,  as  described. 

Also,  the  construction  and  arrangement  of  the  stock  A  so  that  its  rear  portion  will  be  higher 
than  the  part  which  receives  the  ball  of  the  foot,  so  that  the  weight  of  the  skater  will  be  par- 
tially thrown  forward  upon  the  large  front  wheel,  and  so  that  the  skater  will  be  prevented 
from  falling  backward,  all  as  set  forth.  ^ 

ITo.  33,690.— Silas  Barker  and  A.  H.  Smith,  of  Hartford,  Conn.-— Improvement  in 
Water  Meters. — Patent  dated  November  12,  18GJ. — The  piston  of  the  large  cylinder  consists 
of  a  brass  tube  made  twice  the' length  of  the  stroke,  and  near  the  centre  are  two  heads,  phu?ed 
at  a  suitable  distance  apart,  to  allow  of  the  passage  of  water.  The  outside  of  the  piston  is 
covered  with  ^lass,  to  prevent  the  wear  of  the  packing.  To  the  centre  of  the  fiont  head  is 
attached  the  piston-rod,  and  to  the  back  head  the  delivery  pipe.  The  leather  packing  is  held 
against  the  piston  by  means  of  springs  placed  between  the  cvlinder  and  packing. 

Claim. — First,  the  arrangement  ot  the  cylinder  A  and  the  hollow  piston  B,  said  piston 
having  an  outlet  H  from  one  end. 

Second,  the  combination  of  the  piston  D  and  valves  K  K,  said  valves  being  on  the  end  of 
thejpiston  D,  and  moved  by  the  valve  rod  F. 

Third,  the  combination  of  the  glass  covering  L  on  the  piston  B  and  the  leather  packing  M 
in  the  centre  part  of  cylinder  A,  said  packing  being  kept  fitted  to  the  piston  B  by  the  springs 
N,  and  held  between  the  three  parts  of  the  cylinder  A  A  A,  all  as  set  forth  and  described. 

No.  33,691.-0.  Billings,  of  La  Granffe,  O. ^Improvement  in  Grain  and  Grass  Harvest- 
ers.— Patent  dated  November  12,  1861.— 1  ho  track  wheel  has  its  arm  or  axle  at  the  end  of  a 
crank,  which  is  at  one  end  of  a  shaft,  fitted  in  suitable  bearings  underneath  the  front  part  of 
the  frame.  On  this  shaft  is  a  segment,  to  which  a  cord  or  chain  is  attached,  and  connected  to 
a  spiral  spring  fitted  within  a  horizontal  tube  on  the  frame,  the  cord  being  attached  to  a  set 
screw  at  the  rear  end  of  the  soring,  so  that  by  adjusting  the  screw  the  tension  of  the  sprinf^ 
and  consequent  pressure  of  the  miger  bar  on  the  earth  may  be  regulated  as  desired.  Thir 
spring  serves  as  a  counterpoise,  and  facilitates  the  yielding  movement  of  the  finger  bar  and 
sickle. 

C/aim.— First,  the  attaching  of  the  front  end  of  the  shoe  K  of  the  finger  bar  to  the  a^nst- 
able  bar  N,  which  is  connected  by  a  pendent  P  to  the  lever  Q,  as  shown  and  described,  foi 
tha  purpose  of  regulating;  the  height  of  the  front  ends  of  the  finger  s,  as  set  forth. 
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Second,  the  arranffement  of  the  spring  lever  R  relatively  with  the  lever  S  and  finger  bar  L, 
as  shown  and  described,  whereby  toe  weight  of  the  outer  part  of  the  finger  bar  ana  sickle  is 
counterpoised,  or  nearly  so,  and  whereby  said  finger  and  sickle  may  be  raised  bodily  when 
required  in  order  to  pass  over  obstructions. 

iTiird,  the  arrangement  of  the  crank  axle  E  of  the  track  wheel  C,  segment  Q,  and  spring 
H,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,692.— Uriah  Bilungs,  of  New  Bedford,  Mass. — Improvement  in  Machines  far 
Making  Horse  Shoes. — ^Patent  dated  November  12,  1861. — Combined  with  a  stationary  die, 
around  which  the  shoe  is  formed,  is  a  pair  of  gripers  for  holding  the  blanks  or  pieces  of  bar 
iron  of  which  the  shoes  are  to  be  formed,  and  a  reciprocating  carriage,  to  which  is  attached, 
by  swinging  arms,  a  pair  of  forming  rollers,  which  are  directed  by  fixed  but  adjustable  guides 
for  the  purpose  of  forming  shoes  around  the  stationary  die. 

Claim. — The  combination  of  the  choose  neck  B,  fixed  die  C,  and  discharge  aperture  /,  with 
the  forming  mechanism  D  E  F  G  U,  all  constructed,  arranged,  and  operating  as  and  for  tho 
purposes  set  forth. 

The  employment  of  the  griper  levers  J  J,  in  combination  with  the  travelling  rollers  L  L' 
and  the  extension  arms  E'  E',  substantiallv  as  shown  and  described. 

The  combination  of  the  vortical  griping  levers  J  J  with  the  forming  rollers  F  F  and  die  C, 
mbstantially  as  and  for  the  purpose  snown  and  described. 

No.  33,693.--Ransom  Cook,  of  Saratoga  Springs,  N.  Y.^Improved  Exiuiust  Fan,-- 
Patent  dated  November  12,  1861. — The  object  of  this  device  is  to  withdraw  impure  air  from 
polishing  and  grinding  rooms,  tunnels,  and  mines,  by  means  of  a  cylinder  projecting  through 
the  wall,  with  which  cylinder  a  tube  is  connected,  and  within  which  tube  is  a  wheerprovl£d 
with  fans  or  vanes. 

Claim. — The  construction  of  an  exhaust  fan  in  the  manner  substantially  as  described. 

No.  33,694.--Ransom  Cook,  of  Saratoga  Springs,  N.  Y. ^Improved  Fan-Blower. —VBieni 
dated  November  12, 1861. — The  fan-wheel  is  placed  within  the  enlarged  end  of  a  receiver,  into 
which  the  blast  from  the  fan-wheel  is  driven.  The  receiver  is  composed  of  three  parts,  coi> 
nected  together,  the  central  part  being  cut  away  to  allow  a  free  passaj^  of  the  blast  from  thfi 
large  to  the  small  end  of  the  receiver. 

Claim. — A  fan-blower,  constructed  substantially  as  described. 

No.  33,695.— J.  M.  CURRIER,  Newburyport,  'bUo&s.^Svbstitute  for  Pins  in  Bowling 
Alleys. — Patent  dated  November  12, 1861. — This  invention  consists  of  an  apparatus  provided 
with  nine  upright  **  pedals,"  each  numbered  and  hung  on  an  iron  rod,  ana  provided  at  their 
npper  ends  wiih  ratchets,  so  that  as  the  balls  strike  the  "pedals,'*  a  corresponding  number 
ia  disclosed  at  the  top  of  the  rotichine  in  front.  A  dial  may  be  affixed  to  the  back  of  the 
machine  to  indicate  the  number  of  games  played.     In  the  rear  of  the  machine  is  an  inclined 

Soove  to  conduct  the  balls  to  a  trough  which  is  raised  by  moans  of  a  wire  so  as  to  reconduct 
e  balls  to  the  head  of  the  alley. 

Claim. — First,  the  suspended  pedals  AAA. 

Second,  the  arrangement  consisting  of  the  devices  1,  2,  4,  and  5,  for  elevating  the  balls  and 
depositing  them  on  the  inclined  plane  3. 

Third,  the  devices  for  raising,  adjusting,  and  operating  the  number  plates  N  N  N. 

Fourth,  the  devices  for  raising  the  number  plates,  elevating  and  depositing  the  balls  and 
recording  the  number  of  games  played,  all  by  a  single  operation,  as  described. 

Fifth,  the  dial  O  for  recording  the  games,  as  aiTanged  and  described,  in  combination  with  a 
bowling  alley. 

Sixth,  a  bowling  alley,  comprising  the  above  devices,  constructed  and  arranged  as  fully 
ffaown  and  described  in  the  specification  and  the  drawings  accompanying  the  same. 

No.  33,696.— Lloyd  Day  and  Milton  Day,  of  Carroll  countj,  Md.,  and  Andrew  Mer^ 
CER,  of  Richmond,  Howard  county,  Md. — Improvement  in  Railroad  Rails. — ^Patent  dated 
November  12,  1661.— The  rail  consists  of  two  parts,  the  lower  one  of  which  is  formed  with 
a  V-shaped  groove  on  its  upper  side  into  which  a  triangular-shaped  bar  is  secured  by  means 
of  bars  or  braces  passing  through  oblong  holes  in  both  rails. 

Claim. — A  hew  and  improved  form  of  continuous  railroad  rail  and  a  new  method  of  com- 
bining the  triangular  bar  with  the  chair  or  base  bar  for  its  reception  with  braces,  supports,  or 
fastenings,  substantially  as  described. 

No.  33,697.— K.  H.  Elliott  and  James  Brown,  of  Morrisville,  Yt.— Improved  Revolving 
Clothes  Drier. — Patent  dated  November  12,  1861. — This  invention  consists  of  a  revolving 
ttlothes  drier,  designed  to  be  suspended  from  a  horizontal  arm  attached  to  the  side  of  a  building 
or  anv  proper  support,  and  so  arranged  as  to  be  readily  raised  and  lowered,  and  secured  at 
aoy  desired  height. 

Claim  — ^The  frame  £,  in  connexion  with  the  lifting  rope  H,  clamp  J,  swivel-eye  L,  and 
H.  Ex.  Doc.  53 37 


Digiti 


zed  by  Google 


570  ANNUAL  REPORT  OF  THE 

block  D,  tbo  latter  bein^  connectod  to  tbe  borizontal  arm  A  hj  tbe  swivel  conoexion  formed 
of  the  pin  C  and  book  S,  all  arranged  substantially  as  and  for  tbe  purpose  set  fortb. 

Further,  the  arrangement  of  the  thimble  I,  collar  gy  and  bub  F,  with  tbe  knots  /A  on  tbe 
rope  H,  subntantially  as  and  for  tbe  purpose  speeitied. 

No.  33,698. — Lewis  Face,  of  Covington,  Ohio. — Improved  Washing  and  Wringing 
Machine. — I*atent  dated  November  12,  1801. — This  invention  consists  in  tbe  employment  (rf 
a  jointed  or  hinged  box  or  frame  which  is  fitted  within  tbe  suds  box  and  used  in  connexion 
with  oscillating  washboards,  one  of  which  latter  is  tittcd  in  the  suds  box,  and  the  other  in  tbe 
hinged  box  or  iVauie,  Applied  to  tbe  suds  box  is  a  wringing  device  which  is  used  when  tbe 
box  or  Irame  is  elevated  from  tbe  suds  box. 

Claim. — First,  the  combination  of  the  suds  box  A  with  tbe  box  or  frame  B,  tbe  latter 
being  stnured  to  the  former  by  binges  or  joints,  and  said  box  or  frame  having  tbe  lever 
or  baud  frame  0  attached,  which  frame  C  is  connected  to  the  washboards  V  1)  by  the  rods 
hh  h'  h'y  all  being  arranged,  as  shown,  to  admit  of  the  elevation  of  the  box  or  frame  C  when 
not  required  for  use. 

Second,  the  uprights  D  D',  attached  to  the  sides  of  tbe  suds  box  A,  tbe  upright  D'  h&ng 
provided  with  the  thimble  m'  and  crank  E,  arran^d  substantially  as  shown  and  describe^ 
80  as  to  grasp  and  bold  tbe  ends  of  tbe  clothes  and  insure  the  proper  twisting  or  wringing  of 
the  same,  lus  set  forth. 

Third,  the  adjustable  box  or  frame  B  and  washboards  C  D,  arranged  as  shown  in  relation 
with  the  suds  box  A,  in  combination  with  tbe  wringing  device  formcS  of  tbo  uprights  D  D*, 
thimble  m',  and  crank  E,  all  arranged  for  joint  operation,  substantially  as  and  for  the  purpose 
set  forth. 

No.  33,099.— H.  P.  Qengembre,  of  Tarentum,  Fa.— Improvement  in  Apparatus  for  Di$' 
tilling  Coal  Oils. — Patent  dated  November  J  2,  1861. — ^Tbis  invention  consists  in  a  means  of 
feeding  the  still  by  which  the  oil  is  delivered  thereto  at  a  high  tempemture,  as  fast  as  tbe  dis- 
tillation procei^s,  so  that  the  quantity  in  the  still  is  always  nearly  the  same,  and  by  which 
tbe  boiling  over  of  the  still  is  prevented.  Within  the  still  is  arranged  a  tray  furnished  wiA 
an  overflow-pipe  leading  down  to  near  the  bottom  of  the  still,  over  which  tray  the  oil  from  the 
coal  is  causca  to  flow  in  a  thin  sheet,  so  that  its  most  volatile  portion  is  evaporated  befose 
entering  the  overflow-pipe. 

Claim. — The  feeding  and  heating  apparatus,  consisting  of  tbe  reservoir  B,  pipe  D,  beater  E, 
cock  b,  and  float  d^  tbe  whole  applied  m  combination  witb  each  other  and  with  tbe  retort,  snb> 
Btantially  as  and  for  tbe  purpose  specified. 

Also,  the  tray  G,  applied  within  the  retort,  and  in  combination  witb  a  feeding  f^paratns, 
gubstantiully  as  and  tor  tbe  purpose  specified. 

No.  33,700. — H.  B.  Goodyear,  of  New  Haven,  Conn. — Improvement  in  Suspending  Teh' 
graph  fVires. — Patent  dated  November  12,  1861. — This  invention  consists  in  suspending  the 
copper  telegraph  wire  by  means  of  iron  books  fi-om  an  iron  wire  at  intervals  between  the 
posts,  for  the  purpose  of  preventing  tbo  copper  wire  from  sagging. 

Claim. — The  method  described  of  suspending  telegraph  wire  of  insuflicient  strength  to 
support  itself  on  poles  set  at  usual  distances  apart,  the  same  consisting  in  the  use  of  an  aux- 
iliary iron  wire  or  suspension  cable,  and  banging  the  said  telegraph  wire  upon  it  in  tbe  mai^ 
ner  and  for  tbo  purpose  set  forth. 

No.  33,701.— S.  S.  IlA.>nLL,  of  East  Cambridge,  Mass. — Improvement  in  Railroad  Su^itch.— 
Patent  dated  November  12,  1861. — This  device  is  designed  to  be  used  on  city  or  horse  rail- 
roads, and  the  invention  consists  in  an  arrangement  of  tbe  wheel  which  is  brought  in  contact 
with  an  elevated  central  curved  g^ide-rail,  whereby  tbe  said  wheel,  when  thrown  downward 
to  come  in  contact  with  the  guide-rail,  is  locked  on  one  of  tbe  axles  of  the  car,  and  always, 
when  adjusted  for  operation,  brought  in  a  relative  position  with  the  guide-rail  and  retained 
in  such  position.    The  movement  of  tbe  wheel  is  controlled  by  the  driver. 

Claim. — ^The  arrangement  of  the  pendulous  frame  I,  constructed  as  shown,  with  the  axle  B, 
bed  A,  rod  K,  lever  L,  spring  M,  and  rod  N,  all  as  shown  and  described. 

No.  33,702.— \V.  H.  Gray,  of  Philadelphia,  Fck.— Improvement  in  Epaulets.— Vaieni  dated 
November  12,  1831. — ^The  fringe  is  secured  to  a  detachable  plate  or  sheQ  fitting  within  an 
outer  shell,  so  arranged  as  to  admit  of  its  ready  removal  when  tbe  shell  requires  cleaning, 
and  when  it  is  to  be  worn  without  the  fringe. 

Claim. — Securing  the  detachable  inner  shell  B  having  the  frin^  attached  to  tbe  enter 
shell  A  bv  means  of  the  strap  a  in  the  manner  substantially  as  descnbed,  whereby  the  neces- 
sity of  other  fastenings  for  that  pnrpose  is  dispensed  with. 

No.  33,703.— J.  W.  HardiE,  of  New  York,  N.  Y.— Improved  Construction  of  Knife  and 
Fork. — Patent  dated  November  12,  1861. — This  invention  is  explained  by  the  claim  and 
engraving. 

Claim, — Forming  the  knife  handle  and  blade  and  the  fork  handle  and  tines,  respecti^j 
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out  of  a  single  piece  of  sheet  steel,  when  the  handles  are  fonned  therehy  in  the  usual  shape 
and  proportions  of  other  knife  and  fork  handles,  and  nearly  enclose  all  sides,  leaving  only 
narrow  apertures  df  therein,  for  the  purpose  of  closely  packing  together  and  for  readily  clean- 
ing as  a  new  article  of  manufacture,  sunstantially  as  specified. 

No.  33,704. — ^W.  J.  HaZEN,  of  Bethanr,  Pa. — Improvement  in  Moth-Traps  for  Bee- 
hives.— ^Patent  dated  November  12, 1861. — The  worm-trap  is  pivoted  at  one  end  to  the  bottom 
of  the  hive,  and  provided  at  its  other  end  with  an  opening  covered  with  a  wire  gauze,  for  the 
purpose  of  affording  ventilation,  and  at  the  same  time  preventing  the  entrance  of  insects  to 
the  hive.  The  radiating  grooves  are  of  sufficient  size  to  admit  the  worms  and  afford  them 
means  of  escape  from  the  bee,  so  that  they  wiU  not  attempt  to  cut  farther  into  the  wood. 

Claim. — ^The  worm-trap  g  pivoted  at  one  end  to  the  bottom  of  the  hive  as  described,  and 
provided  at  the  other  end  with  the  wire  gauze  covered  opening  and  the  grooves  1,2,  3,  4,  &c., 
radiating  therefiom,  arranged  and  operating  in  combination  with  the  inclined  bottom  of  the 
hive,  in  the  manner  and  for  the  purpose  specified. 

No.  33,705.— G.  A.  HlOGlNS,  of  New  York,  N.  Y. —Improvement  in  Camp  Stoves.-— T&ient 
dated  November  12,  1861. — ^This  stove  is  so  constructed  as  to  admit  of  its  being  packed  with 
its  necessary  fixtures  in  a  small  compass  when  not  required  for  use. 

Claim. — First,  the  arrangement  and  combination  of  the  stove  A  and  adjustable  flues  E  I, 
substantially  as  and  for  the  purpose  specified. 

Second,  in  combination  with  the  stove  A  and  adjustable  flues  E  I  the  broiling  oven  H  and 
vessels  C  D  G,  two  or  more,  arranged  as  shown  to  admit  of  being  packed  away  when  not 
remiired  for  use. 

Third,  the  empk>yment  and  use,  in  combination  with  the  stove  A,  of  one  or  more  supple- 
mental ovens  K,  when  constructed  substantially  as  shown,  to  admit  of  being  readily  detached 
and  folded  up  when  not  required  for  use,  and  readily  applied  to  the  stove  when  required  for 
use,  substantially  as  set  forth. 

No.  33,706. — J.  B.  Hyde,  of  Newark,  N.  J. — Improvement  in  the  Manufacture  of  Manure 
from  Fish. — Patent  dated  November  12,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^The  mixing  of  peat,  marl,  cloy,  and  plaster,  or  either  or  any  of  said  material,  with 
fit  pulp  or  pomace  for  effectually  grinding  or  pulverizing  said  mixture. 

No.  33,707.— Charles  Kaiser,  of  New  York,  N.  Y.— -Improvement  in  Machinery  for 
Making  Needles. — Patent  dated  November  12,  1861. — This  invention  consists  in  a  combina- 
tion of  devices  for  cutting  the  grooves  in  needles,  particularly  those  used  in  sewing  machines, 
as  will  be  tmderstood  by  reference  to  the  claims  and  engraving. 

Claim. — The  combination  of  the  following  members,  constituting  a  machine  for  grooving 
needle  wire,  viz:  a  rest  for  the  needle  wire,  a  rotating  grooving  saw,  a  travelling  forceps,  and 
mechanism  to  cause  the  saw  to  approach  and  recede  from  the  axis  of  the  needle  wire  and  to 
hold  it  in  place,  the  combination,  as  a  whole,  being  and  operating  substantially  as  described. 

Also,  in  combination  with  the  above  enumerated  members,  a  second  rotating  grooving  saw 
and  mechanism  to  cause  the  saw  to  approach  and  recede  from  the  axis  of  the  needle  wire  and 
to  hold  it  in  place,  substantially  as  set  forth. 

Also,  the  combination  of  the  first  part  of  my  invention  with  a  stationary  forceps  or  holder, 
substantially  as  set  forth. 

Also,  the  combination  of  the  third  part  of  my  invention  with  a  pair  of  knives  in  such  manner 
that  the  grooved  needle  wire  is  cut  at  the  proper  intervals  into  grooved  needle  blanks,  sub- 
stantially as  set  forth. 

Also,  the  combination  of  the  first  part  of  my  invention  with  a  support  for  the  needle  wire 
and  with  a  straightening  mechanism,  substantially  as  described. 

No.  33,708.— G  R.  Kelsey,  of  West  Haven,  Conn.— Improved  Curtain  Fixture.— Pa,tent 
dated  November  12,  1861. — The  parts  are  so  arranged  that  by  drawing  down  the  curtain  the 
spring  is  wound  up,  and  the  roller  is  retained  in  position  by  a  spring  ratchet.  Upon  drawing 
back  the  spring  ratchet  by  a  cord  the  curtain  will  be  raised  by  the  force  of  the  coiled  spring 
acting  on  the  roller. 

Claim. — ^The  curtain  fixture,  consisting  of  the  roller  fitted  with  its  discs  and  caps,  and 
operated  by  the  coiled  spring,  ratchet-wheel,  and  spring  ratchet,  when  the  whole  is  con- 
structed, arranged,  and  fitted  for  use,  substantially  as  described. 

No.  33,709.— J.  B.  Kendall,  of  Boston,  'Mass.— Improved  Horse-Shoc-Tateni  dated 
November  12,  1861. — The  auxiliary  shoe  being  provided  with  heel  and  toe  pieces,  is  secured 
to  the  stationary  shoe  by  means  of  screws,  the  heads  of  which  serve  as  calks,  by  which  means 
a  horse  may  be  readily  sharp-shod  without  the  delay  of  removing  tho  old  shoe. 

Claim. — The  auxiliary  shoe  B,  when  provided  with  permanent  heel  and  toe  pieces /and 
g  gf  in  combination  with  stationary  shoe  A,  both  parts  being  secured  together,  lubstantiilly 
as  and  for  the  purpose  set  forth  and  described. 
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No.  33,710.— J.  W.  MACK.ENZIE,  of  Brooklyn,  N.  Y.— Improved  Fire  Es- ap f.—P,nieni 
dtited  November  32.  lr.6i. — A  round  slotted  tube  i.s  attached  to  iht-  building  under  he  cornice 
by  8lt>tted  or  clamped  bolt  bracket"*.  On  the  under  side  t>t  the  tube  is  h  longitudinal  opening, 
and  inside  the  tube  is  an  iron  travel. ing  ball  which  levo  ves  upon  wheels,  to  which  ball  an 
ir'«n  strap  is  attached  and  passe'*  through  the  opening  This  t^tiap  i^i  provided  with  h  tackle 
to  v^hich  H  life-car  can  be  attached,  the  longitudinul  opening  in  tht-  tube  admitting  of  the  car 
being  moved  from  one  window  to  another 

Cl-itn.  The  round  slotted  tube-road  and  travelling  roller,  a^  shown  in  the  drawings ;  and 
the  arranged  combination  of  tire  and  watei  proof  tube  road  and  traveller,  with  iiie-proof 
peudeui  luckle  and  iron  mousing  pin  to  hook  as  anangcd  and  described,  for  the  purpo  e  of 
saving  if*'  and  property,  and  the  raising  of  hose  and  water  to  any  part  of  the  building,  sub- 
stantially as  described. 

No.  X\  7 1  I.—Emtle  Martin,  of  New  York,  N.  Y. — Improcement  in  Self  Fastening  Fins.— 
Patent  dated  November  1*2,  16(3 1  — This  invention  consists  in  covering  the  point  of  the  pm 
with  a  tube  provided  with  a  spring  bolt  that  pas.ses  into  an  apeiture  made  uear  the  point  of 
the  pm  for  .securing  it,  the  tube  being  connected  by  a  chain  to  the  head  of  the  pin. 

Claim. — A  sclf-tasienmg  shawl  or  dress  pin  constructed  substantially  as  described,  the  pin 
being  held  firm  and  steady  and  secure  by  means  of  the  guide  tube  e,  and  spring  tasiening  k 
or  t,  ur  equivalent  combination. 

No.  33.712.— E.  P.  RiS'^ELL,  of  Manlius,  N  Y  —Improvement  in  Harvesters.— Patent 
dated  November  12,  1881. — This  invention  relates  to  a  method  of  attaching  the  finger  bar  to 
the  main  liame  of  the  machine;  whereby  the  fingci  bar  and  sickle  are  attacncd  to  conform  to 
the  mequaUties  of  the  surface  of  the  giound,  and  sde-draught  obviated  The  driver  h  seat 
i^  arranged  so  as  to  bo  adjusied  to  compensaie  tor  the  diflFeren.  adjustments  of  the  finger-bar 
and  the  machine  kep.  balanced.  Tho  working  parts  are  so  combined  as  to  be  automatically 
thrown  oui  o    gear  upon  backing  the  machine 

Claim.  F.rst,  the  attaching  of  the  finger  bar  J  to  the  main  frame  A,  by  means  of  the  shoe 
K,  povided  with  two  eyes  h  A  ,  which  are  fitted  on  tho  oblique  or  diagonal  dmw-bar  L,  the 
front  end  o "  which  is  connected  by  a  joint  or  pin  to  the  front  left  hand  comer  of  the  frame  A', 
and  the  back  end  fitted  m  a  bar  M,  the  outer  end  of  which  is  attached  by  a  joint  or  pin 7",  to 
th»  back  part  of  frame  A,  substantially  as  and  for  the  purpose  sei  Jorth 

Second,  in  combination  with  a  shoe  K,  and  draw  bar  L,  constructed  and  connected  as 
explained,  elongating  the  rear  eye  A  of  the  said  shoe  in  a  vertical  direction,  to  admit  of  a 
certain  degi-ee  oi  play  of  the  back  part  of  the  shoe  and  finger-bar,  and  also  of  the  platform 
when  used. 

Third,  attaching  the  driver's  seat  O  to  bars  P  P,  which  are  fitted  at  their  lower  ends  in 
sockets  Q  Q,  attached  to  the  frame  A,  and  arranged  substantially  as  and  for  the  purpose  set 
forth. 

Fourth,  transmitting  motion  to  the  sickle  through  the  medium  of  a  screw  sleeve  D,  adapted 
to  Ix'  automatically  thrown  out  of  gear  with  its  shaft  by  a  backward  motion  of  the  machine, 
substantially  as  explained. 

N«».  33,713.— E.  P  RUSSEIX,  of  Manlius.  N.  Y.~  Improvement  in  Reds  for  Harvesters.^ 
Pa  ent  dated  November  12,  1861  — The  object  of  this  invention  is  to  hang  the  reel  shaft  so 
that  i.  will  play  in  a  manner  corresponding  with  the  play  or  movement  of  the  sickle  caused 
by  the  latter  conforming  to  the  inequalities  of  the  surface  of  the  ground',  by  which  moans  the 
Bic  k  e  is  al  owed  to  cui  the  grain  at  a  uniform  height  and  corresponding  with  the  undulating 
surfaco  of  the  ground,  without  racking  the  leel.  Means  are  provided  for  readily  and  securely 
a,  I  aching  the  reel  arms  to  their  shart. 

Claim. — First,  the  arrangement  and  combination  of  the  hollow  or  tubular  shaft  G  of  the 
d  iv  ng  pul.ey  c,  the  bearing  F  on  tho  pm  E  and  the  shdmg-ieel  shaft  H,  substantially  as 
and  Hoi  the  purpose  set  foith. 

Second,  attaching  the  arms  0  to  the  reel -shaft  H  through  the  medium  of  the  metal  heads  J 
J,  t«irmed  each  of  two  parfs,  /  f ,  provided  with  radial  grooves  g  having  lips  i  bo.ted  together 
by  the  bolts  h  and  seemed  to  the  sjiaft  H  by  the  bolts  j,  substantially  as  described. 

No.  33,714.— C.  H.  SKANKand  S.  Stephenson,  of  Hummelstown,  Fa.— Improvement  in 
The  hinj(  Machines. — Patent  dated  November  12,  1861. — This  invention  consists  in  provid- 
ing ih«i  machine  with  removable  toothed  concaves,  so  constructed  as  to  admit  of  their  being 
placed  lespectively  over  or  uitfer  the  threshing  cylinder  whenever  it  is  desirable  to  use  an 
oveishot  or  under-^hot  thresher,  the  feeding  boaid  being  raised  or  lowered  to  correspond  with 
either  arrangement. 

Claim. — ^Converting  the  machine  either  into  an  overshot  or  undershot  thresher  by  means 
of  the  removable  and  convertible  concave  E  and  false  concave  H,  concave  G,  and  false  con- 
cave I,  when  respectively  employed  in  connexion  with  the  cylinder  C  and  feeding  board  D, 
substantially  in  tne  manner  and  for  the  purpose  specified. 

No.  33,715.— Thomas  Slaight,  of  Newark,  N.  J.— Improved  Parf/ocA:.— Patent  dated 
Kovember  12.  1861.— This  invention  consists  in  the  employment  of  a  dog  so  combined  with 
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a  guard  bar  thai  the  latter  will  keep  the  former  in  proper  position,  and  the  key  in  unlocking 
the  lock  be  made  to  act  directly  on  the  guard  bar  or  a  pendant  thereof  for  securing  the  shackle 
of  the  .ook.  An  arrangement  of  devices  U  employed  >\  hereby  a  fal&e  key,  if  Inuerted,  cannot 
be  withdrawn. 

Claim. — First,  the  employment  or  use  of  the  dog  C  and  guard  bar  D,  when  the  latter  is 

Srovided  with  a  prong  ^  arranged  in  such  relation  with  the  lower  part  of  the  dog  C  that  8aid 
og  may  be  actuated  and  thrown  out  or  free  from  the  shackle  by  tne  action  of  the  key  in  un* 
locking  the  lock,  substantially  as  described. 

Second,  the  employment  or  use  of  the  key-catchers  k^  one  or  more,  arranged  in  connexion 
with  the  tumblers,  or  formed  on  separate  or  special  plates,  to  operate  as  and  for  the  purpose 
specified. 

No.  33,716.— David  Steinberg,  of  San  Francisco,  CsA.— Improved  Mode  of  Setting  At- 
tificial  Teeth. — Patent  dated  November  12,  1861. — ^This  invention  consists  in  the  combination 
of  hard  vulcanized  India-rubber  with  a  gold,  platinum,  or  other  metal  plate,  as  a  base  for 
artificial  teeth,  in  such  a  manner  that  the  India-rubber  serves  as  a  means  of  uniting  the  teeth 
with  the  plate,  but  is  prevented  from  coming  in  contact  with  the  palate  and  gums  by  the  in- 
terposition of  the  plate. 

Claim. — Combining  the  teeth  with  the  gold,  platinum,  or  other  metal  plate,  by  means  of 
India-rubber  or  other  gum  capable  of  vulcanization,  applied  in  the  manner  specified. 

No.  33.717. — Silas  Stuart,  of  Sterling  Center,  Mass. — Improrement  in  Steam  Boilers. — 
Patent  dated  November  12,  ISiSl. — The  central  portion  of  the  boiler  consists  of  an  upright 
cylinder,  around  which  but  separated  from  it  by  a  flue  space  is  an  annular  water  chamber, 
both  beinff  connected  by  means  of  tubes  at  their  upper  parts.  The  space  between  the  lower 
parts  of  the  tube  and  cylmder  constitutes  the  fire  chamber.  The  water  chamber  is  surrounded 
Dj  a  jacket,  to  the  lower  part  of  which  is  attached  the  smoke  pipe.  The  annular  erate  is 
connected  by  arms  to  a  central  tubular  hub  which  rests  on  a  lever,  and  is  so  arranged  that  it 
may  be  raised  or  lowered  to  regulate  the  draught  and  allow  the  escape  of  ashes  from  the  fire 
chamber. 

Claim — The  tube  A  and  chamber  B  connected  by  the  tubes  B'  and  forming  the  boiler  and 
fire  chamber  A^  in  combination  with  the  jacket  E  and  pipe  I,  all  arranged  substantially  as 
and  for  the  pui'pose  set  forth. 

Also,  the  annular  grate  J  when  arranged  to  rise  and  fall,  substantially  as  described. 

No.  33,718.— J.  P.  TiCE,  of  Now  York,  N.  Y.-- Improvement  in  PrmectiUfor  Rifled  Ord- 
nance.—VoXQUi  dated  November  12,  186i. — ^The  hard  metal  portion  of  the  body  of  the  projec- 
tile is  provided  with  projecting  collars  on  each  side  of  its  expanding  ring  for  the  purpos>e  of 
confining  the  ring  in  a  longitudinal  direction,  and  preventing  the  formation  of  uneven  edges 
on  the  ring  which  tend  to  deflect  the  projectile.  The  packing  ring  of  soft  metal  is  enveloped 
with  a  band  of  copper  or  brass  corrugated  longitudinally,  to  proviae  for  its  expansion  circum- 
ferentially. 

/.  laim. — First,  the  construction  of  a  projectile  for  ordnance  with  its  body  composed  of  a 
single  casting  of  iron  and  a  surrounding  ring  of  lead  or  other  suitable  material  capable  ot 
lateral  expansion,  when  such  castmg  is  of  such  form  that  the  force  employed  to  ram  it  home, 
or  the  force  to  which  it  is  subject  iu  its  discharge,  will  caiLse  it  to  be  broken  into  two  or  more 
pieces,  which  will  act  in  such  manner  as  to  cause  the  said  ring  to  be  expanded,  substantially 
as  and  for  the  purpose  specified. 

Second,  constructing  the  two  parts  A  and  B  of  the  projectile  with  collars  i  and  j,  substan- 
Ually  as  aud  for  the  purpose  specified. 

Third,  the  corrugated  metal  band  r  applied  in  combination  with  the  packing  ring  c,  gub- 
itantially  as  set  forth. 

No.  3:^719. — John  Tustin,  of  Petaluma,  Cal. — Improvement  in  Reaping  Machines. — 
Patent  dated  November  12,  1861. — To  the  back  part  of  the  platform  is  attached  an  upricht 
having  a  socket  on  its  upper  end,  the  upper  part  of  which  socket  is  inclined  outwardly,  ^d 
provided  with  a  screw  and  two  jam  nuts  for  adjusting  the  rake  forward  or  backward.  At 
one.end  of  the  screw  is  a  guide  fitted  on  a  bar,  the  laiter  being  fitted  at  its  lower  part  to  a 
guide  attached  to  the  rake  bar.  To  the  bar  I  is  attached  the  upper  part  of  a  spring,  its 
lower  end  resting  on  the  guide  of  the  rake  bar  for  the  purpose  of  keeping  the  rake  in  contact 
with  the  platform. 

Claim. — First,  connecting  the  swivel  guide  H  to  the  upright  G  by  means  of  a  screw 
p,  passing  through  a  nut  or  socket  o  on  the  uprigfht,  and  provided  with  jam  nuts  q  ^,  sub- 
btantially  as  shown,  for  the  purpose  of  adjusting  the  shoe  or  rake  R  further  forward  or  back- 
ward on  the  platform  B,  as  may  be  desired. 

Second,  the  arrangement  and  combination  of  the  two  bars  I  J,  and  spring  L,  with  the 
guide  11,  and  crank  r,  of  shaft  M,  all  constructed  and  employed  in-the  manner  explained,  to 
admit  of  the  operation  of  the  shoe  or  rake  K,  on  the  pktform  B,  as  set  forth. 

No.  33,720.— G.  W.  Van  Brvnt,  of  Rolling  Prairie,  Vlis.^Improtement  in  Seeding 
Madunes, — Patent  dated  November  12,  18G1. — Secured  to  a  shaft  is  a  series  of  hubs  of  tlS 
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form  of  cylinders  provided  with  radial  flancbes,  the  npaces  between  which  form  the  seed  cells. 
Upon  each  hub  is  fitted  a  shell  or  hollow  cylinder,  slotted  longitudinally,  to  receive  the 
flanches  of  the  hubs.  The  shells  are  provided  with  flanches  on  their  outer  ends,  fitting*  in 
sockets  attached  to  a  sLde  which  forms  the  bottom  of  the  box,  and  to  which  the  seed  tubes 
are  attached.  Bj  the  movement  of  the  slide  the  capacity  of  the  seed  cells  is  varied  as  cir- 
cumstances may  require. 

Claim. — ^Tho  arrangement  of  the  rotating  hubs  G  and  sliding  shells  or  cylinders  H,  the 
latter  being  connected  with  the  slide  J,  having  the  tubes  Q  attached,  substantially  as  and  for 
the  purpose  set  forth. 

No.  33,721. — Justus  BMtON  Von  Likbio,  of  Munich,  Bavana.— Improvement  in  Elec- 
troplating  tcith  Copper  and  other  Metals  the  Silvered  Surfaces  of  Mirrors  and  other  Articles, 
for  Protecting  the  same. — Patent  dated  November  12,  1801. — ^I'he  nature  of  this  invention  is 
explained  by  the  claim. 

Claim. — The  use,  in  the  gal vano- plastic  process  of  depositing  upon  silver  or  silvered  sur 
faces,  gold,  copper,  nickel,  or  other  metals,  of  the  neutral  solutions  of  the  metal  to  be  depos- 
ited, prepared  with  the  double  tartrate  of  soda,  potash,  or  ammonia,  in  the  manner  substan- 
tially as  described. 

'  Also,  the  mode  hereinbefore  described  of  coating  the  silvered  surfaces  of  glass  mirrors  or 
other  articles  with  a  metallic  film  of  gold,  copper,  nickel,  or  other  metals,  by  the  use,  in  the 
electroplating  process,  of  the  neutral  solution  of  copper  and  the  alkaline  solutions  of  other 
metals,  in  the  manner  substantially  as  set  forth. 

No.  3:^,722. — Frederick  Walton,  of  Ilaughton  Dale,  Denton,  England.— /ii»;>ro»erf 
Mode  of  Treating  Drying  Oils  for  the  Manufacture  of  Varnish  and  other  purposes. — Patented 
in  England  January  27,  J8GU. — Patent  dated  November  12,  1861. — This  invention  consists 
in  converting  drymg  oils  into  semi -resinous  bodies,  which  latter  are  dissolved  in  volatile  sol- 
vents. The  prepamtion  thus  obtained,  it  is  stated,  dries  rapidly,  like  spirit  varnish,  and 
leaves  a  flexible  and  tough  film,  similar  to  that  produced  by  oil  varnish. 

Claim. — First,  as  an  improved  article  of  manufacture,  a  varnish  as  made,  by  converting 
drying  oil  into  semi-resinous  material,  in  manner  as  described,  and  then  dissolving  in  a  sol- 
vent, as  stated. 

Second,  the  producing  a  scmi-resinous  material  from  drying  oil  by  the  combined  process  of 
exposing  it  in  thin  films,  on  a  suitable  surface,  to  currents  ot  warm  air,  and  afterwards  sepa- 
rating it  from  the  surface  either  by  a  solvent  or  by  pressure,  as  described. 

Third,  in  the  production  of  the  semi-resinous  material,  as  described;  the  preparing  drying 
oil  by  causing  it  to  pass  repeatedly  in  very  fine  streams  through  warm  air,  as  descriDed. 

Fourth,  the  producing,  by  rollers  or  otherwise,  sheets  of  semi-resinous  material,  either  alone 
or  mixed  wiJh  other  substances,  the  said  sheets  being  either  combined  with  a  woven  or  otbor 
fabric,  or  otherwise,  as  described. 

No.  33,723.— Enos  Waterbury,  of  Stamford,  Conn.^Improved  Automatic  Gate.— Totent 
dated  November  12,  1861. — This  invention  relates  to  that  class  of  gates  which  are  made  to 
open  and  close  by  means  of  the  w::eeis  of  the  vehicles  actuating  certain  levers  which  put  in 
motion  the  varions  parts,  the  movement  of  the  gate  being  governed  by  a  weight  connected 
with  a  sector  and  gearing,  and  arranged  with  a  catch  or  iastening. 

Claim. — First,  the  arrangement  ol  the  sector  F,  with  a  sliding  weight  G  attached,  toothed 
segments  d  rf,  placed  loosely  on  shaft  I),  arms  o  o,  attached  to  the  shaft  D,  and  the  plate  R, 
attached  to  itic  srctor  F,  the  arms  o  o  being  connected  to  the  segments  d  rf,  which  p^r  into 
the  segments  c  r  by  the  pins  p  p,  and  the  plate  K  connected  to  the  arm  IP  by  the  pin  t,  sub- 
stantially as  and  fo.  the  purpose  set  forth. 

Second,  the  flap  g,  connected  with  the  shaft  D,  as  shown,  in  connexion  with  the  sliding 
rods  /  /  on  the  gate,  all  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  3:^,724.— James  White,  of  Cleveland,  O. —  Improved  Camp  Bedstead, —  Patent 
dated  November  12,  1861. — The  parts  composing  the  bed  arc  so  constructed  as  to  be  folded 
up  and  packed  in  a  small  compass  without  detticliing  any  of  the  parts.  A  cam  is  fixed  to 
the  side  rails  for  stretching  the  canvas  when  the  bed  is  to  be  used. 

Claim. — The  pieces  D  D  and  cams  F,  in  combination  with  the  side  pieces  A  A',  head  pieces 
H  H'  and  K,  legs  B,  and  canvas  G,  when  these  several  parts  are  constructed,  arranged,  and 
operated  as  and  for  the  purpose  specified. 

No.  33,725.— J.  M.  Luther,  assignor  to  W.  E.  Hartshorn,  of  Salina,  N.  Y.— Improve- 
ment in  the  Process  of  Purifuing  Brine  for  the  Manufacture  of  Salt. — Patent  dated  Novem- 
ber 12,  1861. — The  object  of  this  invention  is  to  neutralize  or  expel  by  precipitation  the 
impurities  in  the  brine,  such  as  the  chlorides  of  calcium  and  magnesium  and  sulphate  of  lime. 

Claim. — ^The  introduction  of  bicarbonate  of  soda  or  salsoda  into  the  brine  in  the  manufac- 
ture of  salt  by  the  boiling  process,  either  before  or  during  the  boiling  process,  substantially 
as  and  for  the  purpose  specined. 

No.  33,726.— Joseph  Short,  of  New  York,  N.  Y.,  sssiffnor  to  Charles  Short,  of  Sa- 
lem, Mass. — Improvement  in  Knapsacks, — Patent  dated  November  12,  1861. — This  inven- 
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tion  consists  in  so  arranging  the  back  and  shoulder  straps  and  the  neck  strap,  and  connecting 
them  with  the  knapsack,  toat  the  whole  weight  of  the  latter  is  brought  directly  upon  tho 
shoulders  and  across  the  back  of  the  neck,  instead  of  bearing  upon  the  chest,  as  usual. 

Claim, — The  arrangement  of  the  back  and  shoulder  straps  E  E,  the  neck  strap  F,  and  the 
bottom  straps  A  A,  the  same  being  constructed  and  applied  together  and  to  the  bottom  of  tho 
knapsack,  in  manner  and  so  as  to  operate  as  set  forth. 

No.  33,727.— Turner  Williams,  assignor  to  Himself  and  David  Heaton,  2d,  of  Provi- 
dence, R.  I. — Improved  Crank  for  Driving  Setcing  Machines  and  other  Machinery. — Patent 
dated  November  12,  1861. — ^This  invention  consists  in  combining  a  device  described  in  the 
patent  granted  March  5,  1800,  to  Williams  and  Heaton,  with  a  crank,  by  means  of  which  the 
^'dead  centre"  is  avoided  in  said  crank,  and  the  crank  is  made  to  turn  alwavs  in  one  direo 
tion,  the  stroke  of  the  treadle  being  limited  or  measured  without  the  aid  of  bufifers  or  other 
similar  devices. 

Claim. — First,  attaching  the  connecting  rod  L  to  two  auxiliary  pins  A,  or  their  equivalent, 
instead  of  directly  to  the  crank  pin  d,  substantially  as  shown  and  described. 

Second,  the  alternate  connecting  and  disconnecting  of  the  said  auxiliary  pins,  or  an 
equivalent  means  of  attachment  to  and  from  the  crank  pin  d  of  a  crank,  in  the  act  of  turning 
such  crank  by  means  of  a  treadle  or  other  device  for  the  imparting  a  reciprocating  movement, 
substantially  as  described,  for  the  purpose  specified. 

No.  33,728.--J.  D.  Woodruff,  of  Brooklyn,  N.  Y.,  assignor  to  T.  B.  Beck,  of  Yonkers, 
N.  Y. — Improvement  in  Saddles. — Patent  dated  November  12,  1861. — This  invention  con- 
sists in  attaching  to  each  side  of  the  pommel  of  the  saddle,  pieces  or  stops  at  an  inclination  to 
fit  the  leg  of  the  rider,  for  the  purpose  of  preventing  him  from  being  thrown  forward  and 
injuring  his  person. 

Claim. — Ihe  arran^ment,  as  described,  and  at  a  suitable  angle  of  inclination  to  overhansr 
and  support  the  leg  ot  the  rider  equally  along  their  surface  from  top  to  bottom  of  the  stops  5 
upon  a  riding  saddle,  substantially  as  described,  and  in  such  a  manner  as  to  secure  the 
advantages  set  forth. 

No.  33,729.— H.  8.  Fisher,  of  Newburg,  T&.— Improved  Means  of  Sealing  Preserv 
Cans, — Patent  dated  November  12,  1861. — The  paper  or  other  fibrous  pallet  used  is  saturated 
with  a  composition  of  melted  beeswax  and  rosin,  and  is  secured  over  the  opening  of  the  can 
by  a  metal  plate  or  cap,  which  is  pressed  upon  it  by  a  wedge  or  wedges  passmg  under  a 
spring-rod  secured  at  both  ends  to  the  can,  whereby  India-rubber  rings  are  dispensed  with, 
and  the  unsealing  of  the  can  readily  efiected. 

Claim. — The  use  of  paper  or  other  fibrous  pallets,  saturated  and  coated  on  both  surfacee 
with  a  composition  sucn  as  specified,  in  combination  with  a  preserve  can  or  jar,  and  with  the 
cap  B,  and  retaining  device  C,  in  the  manner  €tnd  for  the  purpose  specified. 

No.  33,730.— Nathan  Ames,  of  Saugus  Centre,  assignor  to  Parker  &  Perkins,  of 
Meriden,  Conn. — Improved  Means  of  Attacking  Forks^  Spoons,  and  Knives. — Patent  dated 
November  19,  1861. — ^The  fork  and  spoon  are  secured  to  the  knife  by  means  of  a  button  on 
the  fork  and  spoon  passing  through  slots  in  the  blade  of  the  knife.  Secured  to  hantlles  of  the 
fork  and  spoon  are  pins  wnich  fit  in  corresponding  holes  in  the  knife-handle  to  keep  them  in 
place. 

Claim. — First,  confining  to  the  blade  and  handle  of  any  knife  a  detachable  fork  or  spoon, 
or  both,  by  the  elasticity  of  the  fork. or  spoon  and  knife-blade,  operating  in  combination  with 
a  button  ^,  slot  c,  pin  P,  and  hole  A,  or  their  equivalents,  substantially  as  and  for  the 
object  specified. 

Second,  so  applying  and  attaching  a  fork  to  a  knife  that  one  of  the  outer  tines  shall  be 
flush,  or  a  little  more  than  flush,  with  the  knife-edge,  to  prevent  the  latter  from  cutting  when 
handled  or  carried  in  a  pocket,  substantially  as  dcscribea. 

No.  33,731. — J.  W.  Andrews,  of  Norristo^vn,  Pa. — Improvement  in  Gun  and  Bayonet 
Battery. — Patent  dated  November  19,  1861. — Attached  to  the  main  frame  aretwo  sliding  bars, 
in  eacQ  of  which  are  fastened  a  series  of  bayonets.  The  banj  are  connected  by  rods  to  eccen- 
trics on  the  shaft  and  pins  on  the  wheels,  by  which  means  an  alternate  reciprocating  motion 
is  imparted  to  the  two  sets  of  bayonets.  Mounted  upon  the  carriage  is  a  number  of  guns 
connected  with  revolving  chambers. 

Claim. — First,  the  bars  F  and  G,  into  which  are  secured  a  number  of  bayonets  g  g,  &c., 
and  J  j,  &c,  arranged,  constmcted,  and  operated  in  connexion  with  a  carriage,  substantially 
as  and  for  the  purpose  described. 

Second,  the  combination  of  a  number  of  guns  and  bayonets,  fixed,  arranged,  and  operated 
on  a  carriage,  substantially  in  the  manner  set  forth,  and  for  the  purpose  described. 

No.  33,732. — G.  L.  Baar,  of  Indianapolis,  Ind. — Improved  Scroll  Saw.— Patent  dated 
November  19,  1861. — The  endless  saw  runs  upon  two  pulleys,  the  upper  one  of  which  is 
made  adjustable  so  as  to  regulate  the  strain  upon  the  saw.    The  pulleys  are  caused  to  rotate 
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together  by  means  of  an  endless  band  passing  over  smaller  pulleys  upon  the  shaft,  and  upon 
three  pulleys  on  the  frame  in  the  rear  of  the  saw,  so  as  to  be  out  of  the  way  of  the  saw  room. 
Claim, — An  endless  saw  S,  in  combination  with  the  two  pulleys   D^  D^  each  propelled 
by  the  same  belt,  arranged  as  described. 

No.  33,733. — Simon  Brooks,  of  Chester,  Conn. — Improvement  in  Machinery  for  Bend- 
ing  Hooks  and  Staples, — Patent  dated  November  19,  18(31. — Secured  to  the  bed  piece  is  a 
spindle  upon  which  the  hook  or  staple  is  bent.  Spindles  of  different  sizes  are  provided  to 
suit  the  size  of  the  hook  required.  By  means  of  a  clamping  lever  the  blank  is  held  rigidly 
in  position,  while  the  set  or  tool  bends  the  end  around  the  spindle. 

Claim. — ^The  bed  piece  A,  spindle  D,  hinged  arm  E,  i)ivoted  set  or  tool  F  G,  and  clamping 
lover  H  I,  when  combined,  arranged,  and  operating  in  the  manner  and  for  the  purpose 
described. 

No.  33,734. — A.  S.  Carner,  of  Brooklyn,  N.  Y. — Improvement  in  Camp  Chests. — 
Patent  dated  November  19,  1861. — The  nature  of  this  invention  consists  of  an  arrangeooent 
of  devices  whereby  a  trunk  may  readily  be  converted  into  a  table,  and  vice  versa. 

Claim. — First,  the  slides  O  O',  clasp  Q,  and  plug  Z,  when  the  same  are  arranged  in  combi- 
nation with  the  movable  top  X,  substantially  as  described. 

Second,  the  slides  O  0',  movable  top  X,  and  folding  leaves  C  C\  when  the  same  an 
arranged  substanNally  as  described,  for  the  purposes  set  Ibrth. 

Third,  the  slides  O  O',  movable  top  X,  when  the  same  are  arranged  in  combination  with 
the  hinged  legs  D  and  the  straps  F,  substantially  tis  described. 

Fourth,  a  trunk  with  its  parts  arranged  and  constructed  substantially  as  and  for  the  pur- 
poses specified,  it  being  susceptible  of  a  ready  conversion  into  a  table. 

No.  33,735. — Lewis  Eiki*nberry,  of  Philadelphia,  Pa. — Improvement  in  Steam  Slide 
and  Cut-off  Valves. — Patent  dated  November  19,  18U1. — ^This  invention  consists  in  the  combi- 
nation of  a  slide  which  is  constructed  with  the  width  of  the  face  of  its  jaws  extended,  wiUi 
the  mechanism  which  imparts  motion  to  it,  and  with  the  ports  of  the  steam  cylinder  so  thai 
the  steam  shall  be  admitted  at  ftill  nressure  into  the  cylinder  and  cut-off  at  about  one  to  three- 
quarters  of  \%i  movement,  without  binding  up  the  exhaust  to  an  injurious  extent  on  the  oppo- 
site end  of  the  cylinder,  and  then  woiked  expansively  during  the  balance  of  the  effective  part 
of  the  stroke,  without  loss  of  power  from  the  exhaust  or  loss  of  power  at  that  end  of  the  cylin 
der  to  which  the  steam  was  last  admitted,  during  the  forward  movement  of  the  piston. 

Claim, — ^The  described  method  of  adjusting  combined  working  and  cut-off  valves  rela- 
tively to  the  ports  of  a  steAm-engine  cylinder,  in  combination  with  the  specified  operation 
of  the  same,  tor  the  purpose  set  Ibrth. 

No.  3.3,730.— W.  H.  Elliott,  of  Plattsburg,  N.  Y. —Improvement  in  Pump  for  Oil 
Wells. — Patent  dated  November  19,  1861. — In  connexion  with  and  below  tiie  pump  used  in 
pumping  oil  wells,  is  an  inner  well  or  trap  into  which  the  liquid  oil  and  water  fall  and  sepa* 
rate  themselves  by  their  specific  gravity  from  the  gases  which  rise  with  them,  and  out  of 
which  inner  well,  these  liqukls  are  drawn  by  the  suction-pipe  of  the  pump.  A  balanced  float- 
ing valve  18  used  ior  the  purpose  of  closing  and  opening  the  pipe  through  which  the  gases 
escape  from  the  well. 

Claim. — First,  the  employment  of  an  inner  well  or  trap,  in  combination  with  the  pump, 
as  and  for  the  purpose  specified. 

Second,  the  employment  of  floating  valve  A:,  in  combination  with  the  pump,  as  and  for  the 
purpose  set  forth. 

No.  33,737.— R.  B.  FiTTS,  of  Philadelphia,  Pa,— Improvement  in  Army  Feed  and  Water 
Buckets. — Patent  dated  November  19,  18U1. — This  invention  is  designed  as  an  improvement 
upon  the  patent  granted  September  17,  1861,  to  the  said  Fitts,  and  consists  in  making  the  rim 
ot  the  holder  flexible,  and  attaching  to  it  the  rigid  bail,  so  as  to  keep  the  mouth  of  the  holder 
open  when  the  bucket  is  in  use,  and  to  serve  as  a  means  of  carrying  the  same. 

Claim. — The  flexible  rim  B,  rigid  bail  C,  and  plates//,  the  same  being  constructed  and 
combined  together  with  the  flexible  holder  A,  so  as  to  operate  together,  substentially  in  the 
manner  described  and  for  the  purposes  specified. 

No.  33,738.— Cancelled. 

No.  33,739.— M.  La  Rue  Harrison,  of  Burlington,  Iowa.— Improved  Mode  of  Applying 
the  Bolster  in  Railroad  Car  Trucks. — Patent  dated  November  19,  1861. — The  bolster  is  sup- 
j)orted  in  swinging  stirrups  at  a  distance  below  the  bearings  on  the  top  of  the  springs,  by 
which  means  the  lull  effect  of  the  elasticity  of  the  springs  is  obtained  and  the  car  reudeied 
more  steady. 

Claim, — ^The  employment  of  a  swinging  bolster  H  made  in  one  piece,  in  combination  with 
the  pendulous  stirrups  C  C,  springs  E  E,  slotted  stirrups  F  F,  boxes  c  c,  and  bolts  bb g g, 
ail  as  shown  and  described,  for  the  purpose  set  forth. 
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No.  33,740.— A.  Hoffman  and  H.  W.  Limebeck,  of  Halfday,  HI.— /wiprorcinen^  in  Cut 
tivators. — Patent  dated  November  19,  1861. — ^Tbe  seed-box  is  operatecl  by  metins  of  a  rod 
actuated  by  a  cam  en  the  shaft  of  the  driving  wheel.  A  series  of  teeth  are  secured  in  the 
front  part  of  the  machine,  and  at  the  rear  is  a  detachable  curved  harrow.  Ploughs  are  arranged 
upon  the  inner  and  outer  longitudinal  beams. 

Claim, — The  seed-box  C,  cam  wheel  Ac,  lever/,  harrow  «,  teeth  bb  b^  and  ploughs  q  q  and 
w  tr,  when  all  are  constructed  and  arranged  substantially  in  the  manner  and  for  the  puipose 
set  forth. 

No.  33,741. — Otis  Howe,  of  Cambridgeport,  'Mastt.— Improved  Spring  Bed  Bottom,— VaU 
exit  dated  November  19,  1861. — This  invention  is  explained  by  the  ciaim  and  enprraving. 

Claim. — An  improved  mode  of  constructing  the  rocker  and  applying  it  to  the  bt^dstead  or  bed 
frame,  viz.,  making  such  rocker  with  one  or  more  legs,  and  constructing  the  bedstead  or  bed 
frame  with  one  or  more  conical  or  flaring  sockets  to  receive,  support,  and  estop  such  leg  or 
legs,  in  manner  substantially  as  described,  and  enable  such  to  vibrate  longitudinally  of  the 
spring- bexirer,  and  to  be  raised  out  of  such  sockets,  substantially  as  specilied. 

No.  33,742.— W.  L.  Hubbell,  of  Brooklyn,  N.  Y.— Improved  Means  of  Attaching  Traces 
to  Carriages. — Patent  dated  November  19,  1861. — The  eye  of  the  whiffletreo  is  provided  with 
a  bolt,  which  is  kept  down  in  position  by  means  of  a  coiled  spring.  The  trace  is  attached 
by  raising  the  bolt  and  passing  the  hole  in  the  trace  to  the  narrow  part  of  the  eye,  the  projeo- 
tion  of  the  bolt  underneath  preventing  it  from  coming  off. 

Claim. — ^The  cross  bolt  c  applied  to  the  eye  a  of  the  whiffletree,  in  the  manner  and  for  the 
purposes  specified. 

No.  33,743.— Junius  Jupson,  of  Rochester,  N.  Y .—Improvement  in  Governors  for  Steam 
Engines. — Patent  dated  November  19,  1861. — This  invention  consists  in  connecting  the  arms 
of  the  fly-balls  directly  with  a  stationary  rod  from  the  valve  by  means  of  a  swivel  collar,  for 
the  purpose  of  reducing  friction  and  simplifying  the  construction. 

Claim, — The  swivel  collar  h  revolving  freely  on  the  rod  b  between  the  fixed  collars  jj,  or 
their  equivalents,  so  as  to  receive  and  turn  with  the  ends  of  the  governor-arms  e  f ,  and  thereby 
obviate  excessive  friction  and  destructive  wear,  substantially  as  specified. 

No.  33,744. — D.  S.  Kimball,  of  Lowell,  Mass. — Improvement  in  Carding  Engines. — Pati- 
ent dated  November  19,  1861. — Upon  the  sides  of  the  frame  of  the  screen  are  arranged  two 
guards  so  as  to  extend  up  around  the  edges  of  the  main  card  cylinder,  in  order  that  when 
such  cylinder  may  be  set  m  motion,  the  currents  of  air  shall  be  prevented  from  escaping  side- 
ways or  transversely  of  the  screen  and  be  caused  to  flow  forward  in  uniform  streams,  whereby 
the  fibres  of  the  wool  shall  be  acted  upon  uniformly,  and  be  borne  forward  to  the  doffer  in  an 
eiren  mass. 

Claim. — An  improved  carding  machine,  having  its  parts  constructed  and  made  to  operate 
together,  in  manner  substantially  as  set  forth. 

Also,  the  application  of  the  guards  c  c,  or  their  equivalents,  to  the  sides  of  the  screen,  and 
80  as  to  operate  with  the  main  card  cylinder,  in  manner  and  for  the  purpose  set  forth. 

No.  33,745. — TiiomasLee,  of  Newark,  N.  J. — Improrementin  Breech- Loading  Fire  Arm,—' 
Patent  dated  November  19,  1861. — The  removal  of  the  spent  cartridge  after  a  discharge  is 
effected  by  the  act  of  opening  the  breech,  the  cartridge  being  seized  between  arms  or  levers 
placed  each  side  of  the  cartridge  and  within' its  end  margin.  Attached  to  the  ba'cch  piece 
and  near  its  leaver  sides  are  two  pawls,  having  at  their  end  a  hooked  projection  travelling  in 
channels  in  the  curved  blocking  piece.  By  the  movement  of  the  parts  the  pawls  are  brought 
into  action,  when  the  breech  is  thrown  open  and  the  spent  cartridge  is  at  the  same  time  in- 
stantly expelled  and  thrown  some  distance  from  its  place. 

Claim, — Removing  the  spent  cartridge  from  its  chamber  by  means  of  the  arms  c  c,  pins  « 
fi,  and  pawls  a  a,  in  combination  with  appliances,  substantially  such  as  shown,  for  opening 
and  closing  the  breech,  all  essentially  for  the  purpose  and  in  the  manner  set  forth. 

No.  33,740.- Elisha  Matteson,  of  Brooklyn,  N.  Y .—Improvement  in  Projectiles  for 
Firearms. — Patent  dated  November  19,  1861. — The  base  of  the  angular  passage  through  the 
ball  is  made  in  the  form  of  a  section  of  a  truncated  cone,  instead  of  that  of  a  complete  cone, 
80  that  a  larger  central  chamber  for  the  entrance  of  the  resisting  air  shall  be  formed,  and  so 
that  there  shall  be  presented  a  square  horizontal  surface  for  the  small  end  of  the  ramrod  to 
rest  against  squarely  when  it  is  used  for  forcing  the  projectile  into  the  gun.  The  projectile  is 
attached  to  the  ordinary  paper  cartndge,  and  the  two  are  held  together  by  means  of  an  India- 
rubber  band  which  envelops  a  soft  packing  disc.  As  the  charge  is  forced  home  by  the  ram- 
rod, it  slips  through  the  rubber  band,  when  the  latter  collapses  upon  the  ramxod  and  may  be 
dcawn  out  and  used  again. 

Claim. — First,  making  the  base  of  the  angular  passage  BOCA'  of  the  projectile  in  its 
transverse  vertical  section  in  the  form  of  a  section  of  a  tiiincated  cone,  in  the  manner  and  for 
the  purpose  described. 

Second,  a  cartridge  formed  of  the  improved  projectile  A  B  C  A'  and  the  ordinary  charged 
paper  or  bog  case  and  a  rubber  band,  in  the  manner  and  for  the  purpose  described. 
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No.  33,747. — Morris  Mattson,  of  Boston,  Mass. — hnprovernent  in  Enema  Syringes, — 
Patent  dated  November  19,  1861. — This  invention  is  explained  by  the  claim  and  engraving^. 

Claim. — The  connexion,  consisting  of  the  perforated  screw  plug  m  on  which  the  connect 
ing  p'ne  screws,  confining  the  bag  t^tween  the  pipe  and  the  head5  of  the  plug,  in  the  mai>> 
ner  substautiaUy  as  described. 

No.  33,748.— J.  C.  and  C.  N.  Mayberry,  of  White  Rock,  Hi—Improvement  in  Harvet$- 
ing  Machines. — Patent  dated  November  19,  1861. — This  invention  relates  to  that  class  of 
machines  m  which  the  team  is  placed  behind  the  frame  of  the  machine,  and  an  endless  apron 
employed  for  discharging  the  cut  grain.  The  object  of  the  invention  is  to  give  a  more  even 
balance  to  the  machine,  and  cause  it  to  work  with  less  vibration  to  equalize  the  draoght, 
render  the  cutting  device  cauable  of  being  readily  raised  and  lowered,  and  enable  the  dis- 
charging apron  to  be  adjusted  to  suit  receiving  wagons  of  different  heights. 

Claim. — First,  the  elevated  yoke  E,  connectmg  the  linked  rear  rail  b  of  the  balanced  fmmB 
A,  and  emi)i()yed  in  connexion  with  the  thrusting  tongue  D,  rope  F,  and  pulley  c  </,  sabstan- 
tially  as  and  lor  the  purposes  set  forth. 

Second,  the  endless  conveying  and  elevating  apron  K,  carried  at  one  end  in  an  inclined 
frame  L  M,  jointed  midway  of  its  length  in  standards  g^  in  the  manner  and  for  the  porpoM 
fhown  and  explained. 

No.  33,749.— Wm.  Morehouse,  of  Buffalo,  N.  Y.—Impratement  in  Lamps.— Patent  dated 
November  19,  Ic^Ol. — This  lamp  is  designed  for  burning  coal  oil  without  a  chimney.  The 
wick  tulH)  is  oncompa^sscd  with  a  taper  tube,  in  connexion  with  which  are  plates  or  hoaten 
placed  within  a  suitable  case  or  deflector,  the  plates  or  heaters  having  such  a  rela  Ive  position 
with  the  wick  tube,  cuue  or  deflector,  and  the  tube  which  surrounds  the  wick  tube,  that  a 
•trong  draught  will  be  obtained  below  the  top  of  the  wick  tube  and  the  flame  supplied  with 
a  requisite  quantity  of  air  to  support  proper  combustion. 

Claim. — The  combination  of  the  cylinder  or  case  D,  tube  C,  and  plates  E  F,  arranged  rela- 
tively with  the  wick  tube  B  and  cone  or  deflector  £,  to  operate  as  and  for  the  purpose  iwt 
forth. 

No.  33,750.— Wm.  Morehouse,  of  Buffalo,  N.  Y.— Improvement  in  Sash  Supporters, — 
Patent  dated  November  19,  1861.— Secured  within  one  side  of  the  window  frame  is  a  box  or 
shell,  in  which  is  a  roller  formed  with  a  circular  groove  to  receive  a  clothing  of  India-rubber 
to  bear  against  the  stush.  Under  the  roller  is  arranged  a  clamp  or  brake,  which,  when  the 
sash  is  raised,  is  made  to  bear  against  the  roller  and  retain  the  sash  at  any  desired  height 
The  pressure  of  the  roller  upon  the  sash  is  regulated  by  means  of  a  set-screw,  the  tapenng 
point  of  which  bears  against  the  rear  bevelled  face  of  the  clamp. 

Claim. — ^A  sash  retainer,  constructed  and  operating  in  the  manner  and  for  the  purpose  aeft 
forth. 

Also,  constructing  the  bearings  d  of  the  box  E,  plane-surfaced,  and  of  a  length  greater 
than  the  diameter  ot  the  axle  of  the  wheel  B,  in  the  manner  and  for  the  purpose  set  forth. 

Also,  regulating  the  pressure  of  the  roller  B  upon  the  sash  rail  t,  by  means  of  the  Inclined 
•houlder  brake  11  and  tapered  sot-screw  n,  in  the  manner  and  for  the  purpose  speciiied. 

No.  3:5,751.— L.  II.  Olmsted,  of  Binghamton,  N.  Y.— Improvement  in  Oilers. — Patent 
dated  November  19,  1K51. — The  oil  receptacle  is  made  semi-spherical  in  form,rSO  that  it  maj 
be  stamped,  cast,  or  otherwise  made>in  one  piece  without  any  seam,  so  as  to  prevent  liabllitj 
to  leakage.  The  cover  is  made  flexible,  so  that  the  all  may  be  expelled  by  picssure,  and  the 
upper  end  of  the  tube  is  provided  with  a  wire  to  conduct  back  into  the  oiler  any  oil  adhering 
to  the  exterior  of  the  tube  after  use. 

Claim. — An  oiler  made  with  a  semi'Spherical  bottom,  without  seam,  a  flexible  cover  and  a 
conducting  wire  attached  to  the  extremity  of  the  tube,  all  as  shown  and  described. 

No.  33,752.— n.  J.  Phillips,  of  New  York,  N.  Y.— Improvement  in  Convertible  Overcoat 
and  Tent. — I*ateut  dated  November  19,  1801. — ^This  device  is  so  constructed  as  to  be  com 
pactly  folded  and  carried  in  or  on  the  knapsack  with  httle  addition  to  the  weight 

Claim, — A  combined  tent,  overcoat  and  cape,  made  as  shown  and  described. 

No.  33,753.— Charles  Ray,  of  Boston,  'bliBss.— Improvement  in  5<irrtips.— Patent  dated 
November  19,  18()1. — The  object  of  this  invention  is  to  prevent  the  loot  of  the  rider  Irom 
catching  in  the  stirrup  in  case  of  his  falling  from  the  horse. 

Claim. — ^The  application  to  the  sides  of  stirrups  of  a  revolving  surface,  however  arranged, 
BO  as  to  prevent  the  feet  of  the  rider  from  catching  in  the  stirrups,  in  combination  with  a  step 
or  bottom  having  a  fixed  and  non-rotating  surface,  and  which  bottom  shadl  bo  rigidly  attached 
to  tho  frame  of  the  stirrup,  substantially  as  described. 

No.  33,754.— Addison  M.  Sawyer,  of  Fitchburg,  Uaas.— Improvement  in  Canister  Shift 
for  Ordnance.— VaUint  dated  November  19,  1861.— The  canister  is  strongly  constructed,  and 
is  provided  with  one  or  more  holes  in  its  rear  end  through  which  sufficient  force  is  commoni* 


Digiti 


zed  by  Google 


COMMISSIONER   OF   PATENTS.  579 

eated  by  the  discbaree  to  start  the  balls  simultaneously  with  the  canister  and  to  drive  them 
to  its  forward  end,  fiius  tending  to  keep  the  canister  mouth  foremost.  The  balls  are  placed 
in  the  canister  with  a  layer  of  shavings,  or  other  snitable  material,  between  each  layer  of  ballB^ 
to  keep  them  from  coming  in  contact  with  each  other. 

Claim. — ^A  canister  shot,  constructed  in  the  manner  substantially  as  described. 

No.  33,755.— Thomas  Schankwiler,  of  Fayette,  N.  Y. — Improved  Mode  of  Constructing 
Horse-Power, — Patent  dated  November  19,  1861. — This  invention  consists  in  the  method  of 
connecting  the  draught  arms  or  levers  with  the  driving-wheel  so  as  to  obviate  their  liability 
to  break,  to  cconomzie  power  and  equalize  the  draught  to  the  different  teams. 

Claim, — ^The  arrangement  and  combination  of  the  levers  c,  draught  rods/,  fulcrum  bearing- 
if,  socket  e,  and  connecting  rod  gi  substantially  in  the  manner  and  for  the  purposes  shown  ana 
described. 

No.  33,756.— W.  G.  Sherwin,  James  McFarland,  and  Charles  Thteme,  of  Cleve- 
land, O. — Improvement  in  Breech-loading  Ordnance, — Patent  dated  November"  19,  1861. — 
The  plug  which  closes  the  aperture  of  the  breech  has  in  opposite  sides  of  it  two  cavities  of 
unequal  depth  and  diameter,  separated  by  a  projection  or  partition,  through  which  is  screwed 
a  nipple  which  projects  some  distance  into  both  cavities,  and  has  two  or  more  sharp  points 
for !  Mpturing  the  rear  end  of  the  cartridge  in  the  act  of  loading,  which  is  effected  by  the  meiB 
weigiit  of  the  descending  cartridge.  The  cock  or  capper  inserted  through  the  end  of  ths 
breech  into  the  barrel  has  at  one  end  a  recess  and  slotted  cavity,  and  at  the  other  end  a  knoU 

Claim. — First,  the  arrangement  of  a  nipple  H  I  at  the  bottom  of  a  cartridge  chamber  when 
in  position  for  loading,  so  that  the  vent  will  be  automatically  closed,  substantially  as  set  fortlk 

Second,  in  combination  with  a  faucet  breech,  which  requires  the  charge  in  a  vertical  posi- 
tion, as  explained,  the  projecting  point  or  points  I  of  the  nipple,  for  the  purpose  of  opening 
the  cartridge  by  its  own  weight  in  the  act  of  loading. 

Third,  the  cock  or  capper  J  J,  adapted  to  perform  the  several  offices  of  capping,  firing,  and 
uncapping  the  nipple,  together  with  nolding  the  vibratory  breech  rigidly  and  exactly  to  its 
place  whUia  discharging,  substantially  as  set  forth. 

No.  33,757.— Aaron  Shute,  of  Flushing,  N.  Y .—Improvement  in  Fire  Escapes.— Patent 
dated  November  19,  1861. — Attached  to  a  balcony  or  to  the  building  under  a  window  in  the 
upper  part  of  the  house  is  a  box  containing  a  chain  ladder,  one  end  of  which  is  secured  to 
the  building  under  the  window.  The  box  is  hinged  at  the  bottom  and  secured  by  catches  at 
the  upper  part,  and  so  connected  with  a  rod  that  by  actuating  the  latter,  the  catches  will  be 
released  and  the  box  be  tilted  over,  dropping  the  loose  end  of  the  chain  to  the  ground. 

Claim. — The  chain  ladder  E,  when  connected  to  the  building  and  to  the  tilting  box  D.  and 
the  latter  provided  with  catches  or  levers  b  6,  arranged  as  described,  or  in  anv  equivalent 
way,  so  as  to  admit  of  the  releasing  of  the  box  D  and  the  liberation  of  the  ladder  E  when 
required,  and  for  the  purpose  set  forth. 

No.  33,758. — David  N.  Skillings,  of  Boston,  Mass.,'  assignor  to  Himself  and  D.  B. 
Flynt,  of  Cambridge,  Mass. — Improvement  in  Portable  Houses. — Patent  dated  November 
19,  1861. — ^The  boarding  of  the  sides  and  ends  of  the  house  are  made  in  sections  and  frames, 
the  inner  edges  of  the  vertical  posts  and  edges  of  the  cap  plates  and  sills  being  grooved,  so 
that  each  frame  will  iit  between  anv  two  of  the  posts.    The  roof  is  also  made  in  sections. 

Claim. — An  improved  portable  house,  having  its  framing  constmcted  substantially  as  de- 
scribed, and  the  sides,  ends,  and  roof  constructed  in  sections,  as  set  forth,  and  applied  to  the 
framing  in  the  manner  specified. 

No.  33,759. — Charles  Ward,  of  Salem,  Mass. — Improved  Mode  of  Securing  Knobs  to 
DoorSy  Drawers,  S^c. — Patent  dated  November  19, 1861. — The  knob  is  secured  to  the  drawer, 
door,  or  other  article  by  means  of  a  right  and  left-hand  screw,  one  end  of  which  passes  into 
the  knob  and  the  other  into  the  drawer.  The  spindle  of  the  screw  is  provided  with  a  collar 
and  a  square  shoulder,  on  which  tits  a  metal  plate  let  into  the  face  of  the  knob  and  secured 
by  screws. 

Claim. — The  described  attachment  for  fastening  on  knobs  or  other  articles,  substantially 
as  specified. 

No.  33,760. — S.  L.  Whetstone,  of  Cincinnati,  O. — Improvement  in  Locomotives. — Patent 
dated  November  19,  1861. — The  object  of  this  invention,  as  expressed  by  the  claim,  is  to 
obtain  an  increased  amount  of  tractive  power,  and  at  the  same  time  a  lighit  rail  may  be  used. 

Claim. — The  use,  in  a  locomotive,  of  wheels  applied  to  bear  against  opposite  sides  of  a 
rail,  in  combination  with  wheels  running  upon  top  of  the  same  rail,  when  the  side  wheels 
derive  suitable  pressure  from  the  weight  of^  the  locomotive  through  a  system  of  levers,  or 
their  substantial  equivalents,  as  is  fully  represented. 

No.  :53,761.— W.  A.  Wood,  of  Iloosick  Falls,  N.  Y.— Improvement  in  Rakes  for  Har- 
vesters.—PoXeni  dated  November  19,  1861.— The  rake  stale,  which  has  two  joints  in  it,  is 
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secured  to  the  outer  or  grain  side  of  the  platform,  its  free  end  carrying  a  rake.  Upon  each 
corner  of  the  platform  frame  is  a  pulley  around  which  an  endless  belt  is  caused  to  move.  On 
the  sidt-  of  the  platform  next  to  tho  main  frnme  is  a  fence  against  and  by  which  the  gavel  is 
directed  as  it  is  moved  by  the  rake  towards  the  delivery  point,  the  gjavel  being  deposited  in  »k 
position  in  the  roar  of  the  grain  side  of  the  main  frame  and  out  ol  me  way  of  the  path  of  the 
machine  on  its  return  swath. 

Claim. — Firfit,  a  jointed  rake  stale  that  will,  in  connexion  with  an  endless  travelling  brlt 
trave.  so  the  sides  of  tho  platform  and  sweep  therefrom  and  deliver  tho  cut  g^n,  substantiailj 
as  described. 

Jj?ccoud,  connecting  the  jointed  rake  stale  to  the  outer  or  grain  side  of  the  plhtform,  so  that 
the  delivery  point  for  the  g^vel  may  be  next  to,  or  at,  or  near  the  rear  of  the  main  frame, 
substantially  us  described. 

No.  33,76'2.— George  Bradley,  of  Paterson,  N.  J.,  assignor  to  Jacob  S.  Ro<5>:rs,  of 
the  same  place  — Improvement  in  Curding  Engines. — Pa.eiit  dated  November  19, 1861. — The 
stripping  cyhnder  is  so  constructed  and  opexHted  as  to  run  iu' contact  With  the  main  cylinder 
and  with  a  proper  motion  for  a  sufficient  time  to  strip  it  and  to  retain  the  stripping  upon  itself, 
and  is  then  automatically  moved  out  of  contact  therewith,  and  is  it-elf  stripped  or  c'leaned  by 
suiiMblb  mechanism,  depositing  the  strip|/iugs  in  a  receptacle  apart  from  the  cotton  which  ii 
being  caided.  The  motion  of  the  stripping  cylinder  i«  reversea  after  leaving  the  mam  cyl- 
inde  ,  and  turned  slowly  in  that  direction,  thereby  submitting  its  sm-face  to  the  action  of  a 
comb,  combined  with  which  is  a  motion  of  the  str-.pping  cylinder  to  and  from  the  mam  cyl- 
inder Fo  iha  the  strippmgs  which  have  adhered  to  ;ts  surface  while  in  contact  with  the  main 
cyhnder,  may  be  removed  and  deposited  in  their  proper  receptticle. 

C/a«w.— Pirst,  causing  a  .stiipping  cylinder  0  covered  with  card  clothing,  or  equivalent 
material,  which  retains  the  strippings,  to*  be  automatically  operated  against  the  main  cylinder, 
so  as  to  ''trip  it  during  a  ceriain  period  and  then  to  be  sepa.ated  the  elrom.  and  to  be  in  turn 
stripped  or  cleaned  by  suitabl*-.  mechanism,  and  to  depos.t  the  stnppmgs  separate  from  the 
fibres  which  are  being  carded,  subotantiaily  in  the  manner  and  for  the  purpose  deseiibed. 

Second,  turning  the  stripping  cylinder  C  slowly  backward,  or  in  the  reverse  direction  to 
thai  in  whu-h  it  perlbrms  its  function  of  a  stnpper,  and  thereby  subjecting  its  surface  to  the 
action  of  the  clearing  comb  N,  or  its  equivalent,  in  combination  with  a  motion  of  the  said 
stnpping  cylinder  C  to  and  from  the  ma.n  cyhnder,  substantially  as  and  for  the  purposes  set 
forth. 

No.  33,763.— D.  II.  CH-AMBFRLain,  of  West  Roxbury,  Mass.,  a  signer  to  Himself  and 
Alexandkk  II.  TwoMBLY  of  Boston,  Mass. — Improvement  in  Tuba  for  Surface  Con- 
deni>ers. —Vsktent  dated  l>ovcmber  19, 1861. — Thetube^  of  the  surface  condenser  are  strengtlk 
ened  to  resist  the  presswe  produced  by  the  vacuum,  by  applying  rings  to  their  inner  surface 
at  short  intervals,  so  that  thin  metal  may  be  employed  m  the  CQustruciion  of  the  tubes. 

Claim.-  A  surface  condenser  having  its  tubes  strengthened  hy  rings,  as  set  forth,  for  the 
purpose  specified. 

No.  33,764.— W.  E.  Frost,  of  Clinton,  Mass.,  assignor  to  W-V^hburn  &  MoEX,  of 
Worca-^ter,  Mass. — Improvement  in  'kirt  /I'ir^.— Patent  dated  November  18,  I86i. — The 
coveiiug  on  the  wire  is  braided  more  openly  than  usual,  so  as  to  admi  of  the  stock  or  braids 
being  exi ended  over  a  iargor  surlac^  of  the  wire,  and  also  to  admit  of  interstices  being  be- 
tween the  stiands,  and  using  in  connexion  with  the  open  fabric  a  size  or  glazing  to  fill  up  the 
iii.er.<tices  and  thereby  make  a  smooth  surface. 

Cfaim  -  A  skirt  wire  A,  provided  with  an  openly  braided  covering  B,  when  combined  with 
a  suitable  size  or  glazing  ^,  as  sot  forth. 

No.  33,765.— John  W.  Lane,  of  Newton,  N.  J.,  assignor  to  W.  &  B.  Douglas,  of  Mid- 
dletown,  Conn. — Improvement  in  Ptwn/>s.— Patent  dated  X*Jovembcr  19,  1661. — To  the  indue- 
tion  pipe  of  a  pump  near  its  junction  with  the  niunp  cyhnder  is  attached  a  water  chamber  or 
retrervoir,  which  shall  be  suflicienLly  largo  ana  in  such  close  proximity  to  the  pump  as  to 
supply  or  till  the  latter  when  the  piston  is  operated,  and  insure  the  perfect  action  of  the  piston 
almost  immediately,  even  if  the  packing  bo  quite  dry. 

Claim. — The  w^ater-chamber  or  reservoir  C.  in. combination  with  the  induction  pipe  formed 
of  two  parts  B  and  B,  so  arranged  and  applied  to  the  pump  to  operate  as  and  for  the  purpose 
set  fortn. 

N«.  33,766.— E.  C.  T«iwnsend,  assignor  to  S>nTH  &  Browner,  of  New  York,  N.  Y.— 
Improvement  in  Neck-Ttes. — Patent  dated  November  19,  1861. — The  neck-tie  is  made  of 
pai^r  with  an  internal  lining  to  the  band  to  give  it  tenacity,  one  end  of  the  band  being  passed 
through  a  loop  and  fastened. 

C  a:m. — A  neck  tie  made  of  paper  and  adapted  to  tho  neck  of  the  wearer,  substantially  iu 
the  manner  described. 

No.  33,7n7.— Christian  Weiiman,  assignor  to  Himself,  H.  W.  Glynn,  and  A.  Hage- 
MAN,  of  Independence,  Iowa. — Improved  Device  for  Shrinking  Tires, — Patent  dated  Novein- 
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ber  19,  1861. — ^A  metal  plate  or  wooden  block  covered  with  metal  is  provided  with  a  series  of 
holes  made  in  semicireulnr  concentnc  rows  for  the  reception  of  pins  to  admit  of  adjustment 
to  the  tire,  combined  with  which  is  a  chain  and  lever  by  which  the  tire  is  compressed  upon 
the  wheel. 

Cl'iim. — The  plate  A,  provided  with  a  series  of  semicircular  concentric  holes  a  and  pins  ft, 
in  combination  with  the  chain  B  and  lover  C,  all  arranged  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  3:?, 768. — G.  F.  Wilson,  of  Providence,  R.  I. — Improvement  in  Army  Cooking  Wa- 
gans, — Patent  dated  November  19,  1861. — This  invention  consists  in  combining  with  an 
army  wagon  the  oven  patented  to  Blod^et  &  Sweet,  December  5,  1854,  and,  in  combination 
with  the  above,  the  employment  of  a  boiling  and  broiling  apparatus. 

Claim. — First,  combining  the  above-mentioned  oven  with  an  army  wagon  or  other  vehicle, 
substantiallv  as  described. 

Second,  the  combination  of  the  said  oven  or  baker  with  either  the  boiler  or  broiling  appa- 
ratus, or  both,  and  this  combination  with  the  wagon,  substantially  as  described,  for  the  pur. 
pose  of  making  a  portable  army  cooking  stove. 

No.  33,769.— Arnold  IL\MILT0N,  of  Broad  Brook,  Conn. — Improvement  in  Breech- Load- 
ing Fire- Arms. — Patent  dated  November  19,  1861. — The  sliding  charge-chamber  is  fitted  in 
the  breech  and  secured  to  the  back  end  of  the  barrel,  so  as  to  move  up  and  down  freely  by 
means  of  a  rack  and  sector  and  a  lover  guard,  which  causes  the  chamber  to  be  lowered  so  as 
to  bring  its  hollow  cylinder  into  a  line  with  the  charger  formed  in  the  breech.  The  roar  end 
of  the  barrel  is  made  corneal  in  shape,  so  as  to  adapt  it  to  the  slide-chamber  and  secure  tho 
compression  of  the  ball  to  the  bore  and  rifle  of  the  g^n. 

cla.m. — The  combination  and  arrangement  of  the  sliding  charge-chamber  C  with  the 
conical  .'-haped  chamber  of  the  barrel  A  at  its  breech,  and  the  lever-toothed  sector  F  E,  sub- 
stantially as  and  for  the  purpose  descnbed. 

No.  33,770. — Charles  H.  Alsop,  of  Mlddletown,  Conn. — Improvement  in  Revolving 
Fire-Arms. — Patent  dated  November  26,  1861. — The  obiect  of  this  invention  is  to  in.-ure  a 
tight  joint  between  the  chambered  bi-eech  and  the  fixed  barrel,  the  breech-pin  being  prissed 
backward  against  the  recoil  shield  by  the  pressure  of  the  ga  es  against  its  front  end,  and 
thus  the  wear  of  the  recoil  pin  is  compensated  or  and  the  recoil  in  a  great  degree  <'ounteracted. 
Concave  recesses  are  cut  in  that  portion  of  each  breech  pm  which  projects  in  the  rear  of  the 
cylinder  to  fit  the  periphery  of  tlie  adjacent  breech  pin,  by  which  means  the  several  breech 
pins  aie  locked  together  and  prevenied  irom  turning. 

CVaim.— Fust,  in  combmrtiion  with  a  breech  pin  applied  as  described,  the  shoulder  i,  so 
formed  in  the  chamber  by  counier-bonng  thar  the  force  of  the  explosion  acting  upon  it  will 
tend  to  press  fonvard  the  cyander  or  chambeied  breech  into  contact  with  the  barrel,  while 
the  force  acting  against  the  breech-p*u  will  tend  to  press  it  back  against  the  recoil  shield  or 
its  equivHleut,  substantially  as  descnbed 

Second,  in  a  revolver  or  many-chambered  fire-arm,  forming  recesses  //in  the  sides  of  the 
breech-pins,  to  fit  to  the  peripheries  of  the  adjacent  ones,  substantially  as  and  for  the  pur 
pose  specified. 

No.  33,771. —W.  H.  Andrews,  of  New  Haven,  Conn.^  Improvement  in  Vuriablt  Cams  - 
Patent  da'ed  November  ^6.  J 8(51. —Upon  the  extenor  of  the  hub  is  a  screw  thread,  on  one 
end  of  which  is  formed  k  flange.  To  the  exlerior  ol'the  flange,  and  pivoted  thereto  by  a  pm, 
is  fitted  loo>'tly  a  ring.  Between  the  hub  and  ring  and  within  a  .slot  is  a  .«pnng  kep  in  p:uce 
by  a  pin,  the  spring  acting  to  brow  ihe  ring  into  an  obi  que  position  lelat  veiy  to  the  p  ane 
of  revolution  of  the  hub.  A  loose  collar  or  nut  is  made  to  screw  upon  the  hub.  aud  lorms  a 
re-ting  place  for  the  side  of  the  loose  ring.  By  screwing  the  collar  towards  or  fiom  the 
flange,  tne  throw  of  the  cam  can  be  varied  at  pleasure. 

claim, — The  variable  cam,  composed  ©f  a  hub  A,  ring  B,  spring  D,  and  nut  or  adjustable 
collar  C,  the  whole  combined  and  operating  substantially  as  specined.  » 

No.  3:5,772.— AcHILLE  Berihoud,  of  New  York,  N.  Y. — Improvement  in  Apparatus  for 
Adctrtising. — ^Patent  dated  November  26,  1861. — ^This  invention  relates  to  a  method  of 
advertismg  in  which  a  travelhng  band  is  used,  upon  which  thf  notices  are  placed.  The 
apparatus  is  enclosed  in  a  case,  the  front  side  of  which  is  divided  into  distinet  sei'tiuns  by 
frame-work.  An  intermy.tent  motion  is  given  to  the  band,  the  degree  of  which  corresponds 
with  a  section  of  the  fiame-work,  the  advertisement  being  made  to  remain  in  one  position  a 
short  time  and  then  quickly  moved  on. 

CVtf  im.— Giving  to  the  band  an  intermittent  motion  of  alternate  advancing  and  resting,  bh 
described. 

No.  33,773.— Mills  L.  C  \LLENDER,  of  New  York,  N.  Y.— Improvement  in  Vupor  l.amps.^ 
Patent  dated  November  26,  1861. — This  invention  consists  in  a  method  of  heating  metallic 
surlaces  to  rarity  a  column  or  body  of  air  so  as  to  produce  a  draught  of  air  into  and  around 
the  illiuninating  flame  without  the  aid  of  a  chimney. 
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Claim, — ^Tho  relative  arrangement  of  the  two  burning  wicks  d  d  and  c  c,  by  wbich  tbe 
wick  d  d'ls  set  to  bum  higher  than  the  wick  c  c,  and  two  or  more  wicks  can  be  Biniultauoonslj 
rai.stid  or  dej)rcsbed  in  by  one  ratchet  wheel  or  one  wick  tube,  in  the  manner  and  for  the  pur- 
pose specified. 

No.  33,774. — A.  C.  Ch.\MBERLain,  of  Newport,  R.  I. — Improved  Method  of  Growing 
Plants  and  Fruits. — Patent  dated  November  26,  1861. — ^The  object  of  this  invention  is  to 
ffrow  any  desirable  variety  or  kind  of  fruit  or  flowers  in  a  light  wire  basket,  to  be  placed  in 
the  green-house  or  parlor.  A  fillingr  tube  is  provided  for  introducing  liquid  manure  to  the 
roots  of  the  plants. 

Claim. — The  construction  of  a  basket  or  vase  for  growing  fruits  and  plants,  with  a  per- 
forated plate  C  to  receive  and  hold  the  plant,  and  a  receptacle  below  the  plate  for  holding 
the  Hubstanees  from  which  the  plant  is  to  derive  nutriment,  substantially  as  shown  and  de- 
Bcribed. 

Also,  the  employment  of  a  filling  tube  D,  with  said  plate  and  basket,  as  and  for  the  pur- 
poses set  forth. 

No.  34,775.— A.  S.  Davis,  of  Boston,  Mass.— Mode  of  Attaching  Blocks  to  Belts  of 
Printing  ^;?;>aro/as.— Patent  dated  November  'zG^  18G1. — ^This  invention  relates  to  a  method 
of  attaching  engraved  wooden  blocks  to  an  endless  belt  which  is  used  in  a  machine  for  print- 
ing addresses  on  newspapers,  and  for  which  a  patent  was  granted  to  R.  W.  and  D.  Davis, 
September  6,  1859.  The  blocks  ai-e  attached  to  the  endless  belt  by  means  of  straps  or  loops, 
BO  that  the  blocks  may  be  moved  along  and  any  of  them  readilv  detached  when  necessary. 

Claim. — The  attaching  of  engraved  or  indented  wooden  blocks  a  x  to  their  endless  belt  O, 
by  means  of  straps  or  loops  b  z,  substantially  as  shown  and  described,  when  said  blocks  and 
belt  are  used  in  a  machine  for  printing  addresses  on  newspapers,  as  set  forth. 

No.  33,776. — I.  H.  Dennis,  of  Louisville,  Ky. — Improvement  in  Equalizing  Beams  and 
Levers  in  Railroad  Cars. — Patent  dated  November  26,  ISQl. — This  invention  is  designed 
more  especially  for  street  railway  cars,  which  are  not  usually  provided  with  trucks.  Passing 
longitudinally  through  the  pedestals  in  which  the  axle-boxes  are  placed  are  beams  so  shaped 
as  to  admit  of  the  interposition  of  rubber,  steel,  or  other  suitable  springs,  between  their  ends 
and  the  longitudinal  tunbers,  for  the  purpose  of  equaiiy  distributing  the  weight  on  the  car. 
These  longitudinal  beams  are  connected  together  by  two  equ€uizing  beams,  each  end  of  the 
latter  being  jointed  to  the  inner  ends  of  the  distributing  beams,  in  such  a  manner  as  to  allow 
them  to  vibrate  freely,  by  which  means  the  wheels  are  kept  down  upon  rails  of  uneven  or 
irregtilar  surface. 

Claim. — The  equalizing  beams  H,  connecting  the  distributing  beams  F  F,  and  operating 
in  combination  therewith,  in  the  manner  and  for  the  purposes  sho^-n  and  explained. 

No.  33,777.— Bridge  Frodsham,  of  New  York,  N.  Y.— Improved  Material  for  Mai- 
tresses ,  Cushions t  S^c. — Patent  dated  November  245,  1861. — ^This  invention  consists  in  pre- 
paring the  cork  by  cutting  it  into  fine  fibres  or  strips  for  the  purpose  of  imparting  a  greater 
and  more  even  elasticity  to  the  cushion,  &c.,  than  is  obtained  by  cork  cuttings  and  shavings. 

Claim. — As  a  new  article  of  manufacture,  forming  an  elastic  material  for  cushions,  &c, 
the  tine  polygonal  strips  of  cork,  formed  as  specified. 

No.  33,773. — W.  O.  Grover,  of  Boston,  Mass. — Improvement  in  Setcing 'Machines, — 
Patent  dated  November  26,  1861. — ^This  invention,  the  nature  of  which  wiS  be  seen  from 
the  claim,  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  a  supporting  table  and  an  eye-pointed  piercinff  needle, 
with  a  lower  needle  having  motions  in  six  directions,  substantially  such  as  described,  and 
for  the  purposes  specified,  the  combination  being  substantially  as  set  forth. 

Second,  imparting  motions  in  six  directions  to  a  lower  needle  by  means  of  an  inclined 
crank-pin,  substantially  in  the  manner  specified.     ^ 

Lastly,  in  combination  with  a  tension  apparatus,  a  check-spring  and  nippers,  when  they  are 
relatively  arranged  and  combined,  substantially  as  described,  so  as  to  operate  substantially 
in  the  manner  and  to  produce  the  effects  set  forth. 

No.  33,779. — S.  C.  Granger,  of  Chicago,  111, — Improvement  in  preparing  Mash  for  BreW' 
iug' — Patent  dated  November  2(3,  1861.— ^his  invention  is  explained  by  the  claim. 

Claim. — The  combination  of  common  malt,  crushed  raw  Indian  com,  or  Indian  com  meal, 
and  pulverized  or  granulated  carbonized  **zea  major"  and  water  in  the  mash  for  brewing  ale, 
beer,  and  porter,  substantially  and  for  the  purposes  as  described. 

No.  33,780.— Kendall  Gibbs,  of  Berwick,  Me.—'Improvement  in  Cattle  Fastening.— 
Patent  dated  November  26,  1861. — ^The  object  of  this  invention  is  to  prevent  the  twisting  of 
the  rope  and  breaking  of  the  tie.  The  rope  is  secured  to  the  ring  that  plays  upon  the  upright 
post,  by  means  of  a  swivel  joint,  that  admits  of  a  rope  being  turned  in  any  direction. 

Claim. — The  swivel  shackle  and  attached  ring,  or  their  equivalents,  in  combination  with 
the  neck  rope  and  button,  substantially  as  descri^. 
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No.  a'lJSl.— R.  K.  Hawley  and  W.  W.  Maughun,  of  Baltimore,  MH.— Improvement  in 
Portable  Wooden  Tents. — Patent  dated  November  26,  18(61. — The  tent  is  so  constructed  as  to 
be  readily  put  up  and  taken  down  without  the  use  of  screws,  nails,  or  other  permanent  fasten- 
ing, and  admits  of  any  desired  extension  by  multiplying,  without  altering  the  form  or  dimen- 
f  ion  of  the  parts. 

Claim, — The  construction  of  a  wooden  tent,  substantially  in  the  manner  and  for  the  pur- 
pose described,  the  same  consisting  in  the  combination  of  the  gables,  constructed  and  united 
as  shown,  with  the  side  pieces  and  ridge  pole,  to  receive  a  roof,  in  the  manner  specified  and 
represented. 

No.  33,78^.— R.  P.  Henry  and  G.  W.  Fox,  of  Akron,  O.— Improvement  in  Tomb- 
stones.— Patent  dated  November  26,  1861. — Secured  to  a  tombstone,  by  moans  of  a  lock,  is 
a  shield,  tl»e  lower  part  of  which  is  kept  in  place  by  means  of  a  catch.  Cndemoath  the  shield 
are  chambers,  in  wnich  may  be  placed  a  likeness  or  records  of  the  deceased  person. 

Claim. — The  shield  C,  lock  M,  and  catch  J,  in  combination  with  the  stone  A,  when  ar- 
ranged and  applied  to  the  purposes  set  forth. 

No.  33,783. — J.  G.  Holt,  of  Chicago,  111. — Improvement  in  Casting  Seamless  Screw 
Nuts. — Patent  dated  November  26,  J8(iJ. — An  undivided  cylinder  of  sand  is  built  up  on  a 
support,  and  on  the  circumierence  of  this  cylinder  is  formed  an  unbroken  or  continuous  screw- 
thro^.  This  core  is  placed  in  a  sand  mould,  formed  by  a  solid  nut  pattern.  The  molten 
metal  is  then  run  in  between  the  core  and  the  mould,  by  which  is  formed,  from  a  sand  core, 
a  cast  nut  with  an  unbroken  thread  on  its  inner  circumference. 

Claim. — First,  a  seamless  screw-threaded  sand  core,  the  seamless  thread  being  on  the  outer 
circumference  of  the  sand  core,  for  the  purpose  set  forth. 

Second,  the  production  of  nuts  and  other  tubular  articles,  with  a  seamless  screw-thread 
on  their  inner  circumference,  from  seamless  screw-threaded  sand  cores,  substantially  as  sel 
forth. 

No.  33,784.— R.  W.  Huston,  of  Providence,  R.  I. — Improvement  in  Store-Cover  Lifters. — 
Patent  dafed  November  26,  1861. — ^This  holder  consists  of  a  short  metal  bar,  having  at  one 
end  two  claws  and  at  the  other  end  three  claws,  for  the  purpose  of  lifting  heated  plates,  stove- 
covers,  &c. 

Claim. — The  described  article  of  manufacture,  constructed  and  used  in  the  manner  and  for 
the  purpose  specified. 

No.  33,785. — Antiione  Iske,  of  Lancaster,  Pa. — Improvement  in  Fire  Escape  Ladders,'-^ 
Patent  dated  November  26,  186 J. — A  series  of  short  ladders  is  so  constructed  and  suspended 
between  ibe  sides  of  extension  elevators  as  to  be  capable  of  being  folded  in  a  small  compass 
and  sustained  on  a  carriage  of  ordinary  length,  and  also  of  being  elevated  in  a  narrow  allej 
perpendicularly,  and  then  inclined  at  any  desired  angle  against  a  building,  with  its  platform 
OQ  the  upper  end. 

Claim. — First,  the  independent  ladders,  five  or  more  in  number,  suspended  by  their  upper 
ends,  on  pivots,  between  the  elevating  cross  levers,  one  above  the  other,  successively  nar- 
rowed, wiih  their  stay  catches  x  a:,  in  combination  with  the  rope  v'y  attached  in  the  manner 
and  for  the  purpose  specified. 

Second,  tlio  truss  or  supporting  frame  B,  with  its  jointed  side  pieces  E  F,  when  the  same 
is  held  on  pivots  o,  between  or  inside  of  the  frame  A,  of  the  hose  carriage,  with  the  reel  Y, 
operated  bv  means  of  the  windlass  D,  and  by  straps  d,  or  their  equivalent,  for  the  purpose  of 
inclining  the  ladders,  in  the  manner  and  for  the  purpose  specified. 

No.  33,786.— CanceUed. 

No.  3.3,787. — H.  F.  Mann,  of  Laporte,  Ind. — Improvement  in  Breech- Loading  Ordnance.— - 
Patent  dated  November  26,  1861. — A  stirrup  passes  from  the  trunnions  of  the  barrel  to  and 
around  the  open  breech,  and  has  an  open  slot  cut  in  its  inner  curved  portion  for  the  reception 
of  a  sliding  breech  piece.  Passing  through  the  rear  curved  end  of  the  stirrup,  and  binding 
against  the  breech  piece,  is  a  screw,  whicn  acts  to  force  the  breech  piece  into  the  bore  of  the 
barrel  at  the  rear  end  and  secure  a  gas-tight  joint. 

Claim. — First,  the  combination  of  the  oscillating  cannon  A,  slotted  bracket  E,  and  crank 
shaft  F,  the  whole  arranged  and  operating  in  the  manner  and  for  the  purpose  described. 

Second,  the  combination  of  the  longitudinally-sliding  breech  piece  (J,  with  or  without  a 
sharp  edge,  i^tirrup  B,  screw  D,  or  its  equivalent,  and  oscillating  cannon  A,  the  whole  a»- 
mnged  and  operating  substantially  in  the  manner  and  for  tho^urpose  described. 

No.  33,788.— S.  L.  Marsden,  of  Westville,  Conn.,  and  S.  R.  Burrell,  of  Now  York, 
N.  Y. — Improvement  in  Candlesticks. — Patent  dated  November  26,  1861. — A  metal  socket  for 
holding  a  candle  is  provided  with  a  spike,  or  screw,  or  both  combined,  at  its  lower  end,  so  ae 
to  be  readily  secured  to  the  frame  of  a  window,  the  centre  pole  of  a  tent,  or  any  wood-work. 

Claim. — A  portable  candlestick,  formed  of  a  metal  socket  A,  and  a  snike  or  screw  B,  <»a 
spike  and  screw  combined,  substantially  as  described. 
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No.  33,789.— A.  R.  Miller,  of  Attica,  N.  Y, ^Improvement  in  Carriage  Spring*.— Patent 
dated  November  2i\  1801. — This  invention  consists  in  employing^  two  bearings,  both  on  tfao 
npper  and  lower  side  of  an  elliptic  spring,  near  its  ends,  instead  of  a  single  central  bearings 
as  usual,  for  the  puiposo  of  attaining  a  more  gentle  and  easy  motion. 

Claim. — Constructing  elliptic  springs  with  double  bearings  b  ft,  and  leaving  the  centra 
thereof  detacbid  from  the  axle  and  spring  bar,  substantially  in  the  manner  and  for  the  pur- 
poses shown  and  described. 

No.  33,790.— -John  M.  Muller,  of  Kichmondville,  N.  Y,— -Improved  Process  of  Tanning. 
Patent  dated  November  5^6,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  employment  or  use,  for  the  tanning  o(  leather,  of  tansey,  in  combination  with 
hemlock  or  oak  bark,  substantially  as  set  forth. 

No.  33,791. — John  Mulvaney,  of  New  York,  N.  Y. — Improvement  in  Lamps. — Patent 
dated  November  *i(),  1801. — ^The  object  of  this  invention  is  to  convert  an  ordinary  camphenn 
lamp  into  a  coul-oil  lanip.  The  cone  used  in  the  camphene  lamp  is  removed,  and  perforated 
wire-cloth  disks  are  provided  in  the  wick  tube  and  air  chamber  for  equalizing  the  supply  of 
air,  while  the  globe  portion  of  the  glass  chimney  serves  to  retain  a  body  of  air  around  the 
flame. 

Claim. — The  employment  or  use  of  perforated  or  wire-cloth  disks  a  bin  the  tube  C  and  air 
or  draught  chamber  H  ot  a  camphene  lamp,  when  said  disks  are  used  in  combination  with  the 
glass  chimneys  I  provided  with  a  lower  globe  portion  c,  and  without  the  ordinary  draught 
cone  J,  which  encompasses  the  upper  part  of  tube  O,  substantially  as  and  for  the  purpose  set 
forth. 

No.  33,792.-0.  11.  P.  Orendorfp,  of  Bloomington,  IIL— Improvement  in  Portable  Fidd 
Fences. — I'ateut  dated  November  S^,  1801. — This  invention  is  explained  by  the  claim  and 
engiaving. 

Claim. — Making  the  panels  of  a  portable  fence  in  such  a  way  that  the  end  ports  thereof 
gfaall  set  back  from  the  ends  of  the  rails,  leaving  the  ends  of  said  rails  projecting  pa.st  the  posts 
a  short  distance,  thereby  forming  an  angle  into  which  the  end  of  the  adjoining  panel  may 
enter,  then  uuitiug  the  panels  by  inserting  the  end  of  one  panel  into  the  angle  lormcd  as  d&> 
scribed,  and  fastening  the  panels  when  thus  united  by  hooks  and  staples  attached  to  the  sam^ 
the  whole  being  constructed  and  arranged  as  and  for  the  purpose  described. 

No.  33,793.— C.  E.  Paxson,  of  Salem,  O.— Improvement  in  Com  Ploughs. —FeLtent  dated 
November  26,  18G1. — ^This  implement  is  designed  for  cultivating  between  the  rows  of  com. 
The  pai  is  are  so  constructed  as  to  admit  of  an  adjustment  by  which  the  inplement  is  brought 
under  complete  control  of  the  operator,  and  adapti'd  to  follow  and  cultivate  opposite  sides  of 
two  straight  or  crooked  rows  wiih  facility  ai  one  operation. 

Claim. — The  lenders  B  B,  hinged  forked  bars  C  C,  hinged  handles  D  D,  with  the  gnaid 
F  and  draught-beam  A",  when  combined,  arranged,  and  operating  in  the  manner  described. 

No.  33,794.— B.  D.  Pease,  of  Madison,  Fa.—Improved  BuHer  Scraper.— Patent  dated 
November  !ox),  18ol. — This  invention  consists  in  the  use  of  a  horizontal  rotating  bowl  in  con- 
nexion with  a  rotary  beaier  arranged  for  joint  action,  for  the  purpose  of  separating  buttermilk 
and  other  forogu  liquids  from  the  butter;  the  parts  being  so  arrang<^  as  to  be  readily  discon- 
nected for  washing  and  cleaning. 

Claim. — The  combination  of  a  rotating  bowl  B  with  a  rotary  beater  E,  formed  of  radial 
wings  or  blades  g,  the  outer  edges  of  which  are  parallel  with  the  inclined  or  concave  bottom 
i*oi  the  buwl,  as  and  for  the  purpose  set  forth. 

Also,  aKaching  the  guard  or  fender  G  to  the  device  by  means  of  eyes  m  m  fitted  on  vertical 
rods  n  n  at  the  ui)per  part  of  the  upright  c',  in  connexion  with  the  key  E',  for  securing  the 

Cmal  of  the  shit  D  m  its  bearing  in  upright  e\  whereby  the. guard  or  fender-shaft  D  and 
ter  E  may  be  readily  detached  when  necessary  for  cleaning  pui-poses. 

No.  33,795. — J.  D.  PoTTS,  of  Pittsburg,  Pa. — Improvement  in  Ret  rockers  for  Railroad 
Cars. — Patent  dated  November  26,  1801. — This  invention  has  for  its  object  the  replacing  of 
the  wheels  of  railroad  cars  or  engines  upon  the  track  from  which  they  may  have  oecn  acci- 
dentally displaced,  by  means  of  a  metal  block  having  an  inclined  upper  sudace,  and  provided 
with  pointed  projections  underneath  for  secur:ng  the  block  in  position. 

Claim, — First,  the  construction  of  the  adjustable  track  or  retracker,  inclined  and  rostinff 
on  and  secured  to  a  horizontal  base,  substantially  as  described,  to  operate  in  the  manner  and 
for  the  pm-poses  set  forth. 

Second,  the  device  of  points  on  the  under  side  of  this  base  whereby  the  track  can  be  se- 
cured in  any  position  desired,  by  forcing  said  points  into  the  ties  or  other  wooden  support  of 
the  rails,  either  by  bringing  on  the  adjustable  track  the  weight  of  the  car  or  engine  to  be  pot 
on,  or  by  other  means. 

Third,  in  retrackers  constructed  substantially  as  described,  the  combination  of  inclines  and 
levels,  whereby,  when  the  wheels  are  brought  thereon,  they  are  so  moved  that  the  wheel  l^jiXig 
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entirely  ontside  the  rails  has  its  flange  first  lifted  above  the  rails  of  the  road  and  then  ^dually 
lowered  so  that  it  touches  said  rail ;  and  that  the  wheel  lying  between  the  rails  has  its  tread 
raised  above  the  rail  of  the  road  and  then  gradually  lowered  on  to  said  rail,  and  by  the  action 
of  its  own  gravity,  guided  by  the  incline,  is  forced  towards  said  rail,  thus  bringing  its  own 
and  the  tread  of  the  opposite  wheel  into  their  proper  positions  on  the  track,  and  placing  the 
two  wheels  as  nearly  simultaneously  as  possible  on  their  proper  rails. 

Fourth,  the  arrangement  whereby  the  flanges  of  the  wheels  arc  guided  by  coming  against 
the  sides  of  the  retrackers  to  the  track  on  which  they  are  to  be  placed. 

Fifth,  the  lip  which,  by  projecting  over  the  rail  of  the  road,  prevents  the  flange  of  the  wheel 
firom  going  between  said  rail  and  the  adjustable  track. 

Sixth,  the  arrangement  whereby  each  of  the  two  adjustable  tracks,  constituting  a  set^  is 
arranged  so  that  it  can  be  used  for  either  wheels  between  the  rails  as  is  required. 

Seventh,  the  devices  whereby  the  incline  and  base  sure  united,  as  shown. 

No.  33,796. — ^A.  D.  Puffer,  of  Somerville,  Mass. — Improvement  in  Soda  Fountains. — 
Patent  dated  November  26,  1861. — The  stand  is  divided  into  a  number  of  compartments  for 
containing  the  different  kinds  of  sirup,  and  surrounding  an  ice  compartment  in  the  centiv. 
The  water  from  the  ice  as  it  melts  runs  through  a  pipe  into  the  forward  end  of  a  hollow  arm, 
which  forms  a  trough  within  which  lie  the  pipes  that  convey  the  sirups  and  soda  to  the  draught- 
cock,  by  which  means  the  pipes  and  their  contents  are  kept  cool.  By  means  of  a  force  pump 
air  is  forced  into  the  soda  compartments,  each  of  which  communicates  with  the  other  by  means 
of  small  openings  near  their  upper  ends,  and  the  sirup  is  consequentlv  ejected. 

Claim. — Passmg  the  pipes  wnich  convey  the  soda  and  sirups  to  the  draught-cock  within 
the  trough  F,  where  they  are  cooled  by  the  water  from  the  melting  ice,  as  set  forth. 

Second,  the  arrangement  within  a  single  draught-stand  of  the  compartments  B  C  and  D, 
all  in  contiguity  with  the  central  cooler,  communicating  with  each  other  by  the  air  passages 
h  and  closed  by  tight  fitting  plugs  z,  whereby,  while  the  sirups  are  kept  sepaiatc,  they  are  all 
ejected  by  the  operation  of  the  same  force  pump,  as  set  forth. 

No.  33,797. — ^W.  F.  Quinby,  of  Stanton,  Del. — Improved  Apparatus  for  Navigating  tite 
Air, — ^Patent  dated  November  26,  1861. — ^The  oscillating  wings  are  composed  each  of  an 
oblong  frame  of  wood  or  other  suitable  material  fitted  with  valve-like  flaps  made  of  light 
wooden  frames,  with  oiled  silk  stretched  upon  them.  These  wings  are  attached  to  a  shaft 
projecting  through  and  from  each  side  of  thc^  car.  A  screw  propeXer  at  one  end  of  the  car  is 
attached  to  a  longitudinal  shaft,  to  be  driven  by  a  small  steam  engine  or  other  suitable  power. 
Above  the  car  ave  arranged  two  splral-bladed  wheels  for  raising  and  sustaining  the  machine, 
the  blades  inclining  in  opposite  directions,  motion  being  imparted  to  them  by  means  of  up- 
right shafts  geared  to  the  main  longitudinal  shaft. 

Claim, — First,  the  emplo^ent,  in  combination  with  the  boat-like  car,  of  oscillating  wings 
Ad  dy  constructed  and  appbed  to  operate  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  wings  Add,  the  screw-propeller  C,  and  the  .spiral-bladed 
wheels  1 1',  the  whole  operating  together,  substantially  as  and  for  the  purpose  specified. 

No.  33,798. — J.  W.  SfflPMAN,  of  Springfield  Centre,  N.  Y,— Improvement  in  Presses  for 
Hops,  Hay,  S^c, — Patent  dated  November  26, 1861. — To  the  outer  part  of  each  box  F,  through 
which  the  rack  bars  pass,  is  fitted  a  shaft  on  which  are  placed  cams  having  reverse  positions, 
which  operate  in  connexion  with  toggles  acting  as  pawls  upon  the  rack,  and  cause  the  bottom 
of  the  press-box  to  ascend  and  compress  the  material  within  the  box. 

Claim, — The  combination  of  the  cam-piece  and  socket  H',  and  toggles  1 1,  with  the  box  F, . 
hinged  rack-bar  E,  and  bars  D  D,  as  shown  and  described. 

No.  33,799. — Philander  Siiaw,  of  Boston,  Mass. — Improvement  in  Hot-air  Engines, — 
Patent  dated  November  26,  1861. — This  invention  does  not  admit  of  a  brief  description. 

Claim, — First?,  the  combined  arrangement  in  a  caloric  engine,  operating  substantially  as 
shown  and  described,  of  the  cyhnders,  pistons,  reservoir,  and  furnace ;  the  cylinders  and 
their  accessories  acting  together  to  rotate  one  shaft,  and  the  cylinders  being  located  partly 
within  and  partly  without  the  reservoir  which  contains  a  supply  of  compressed  and  heated 
air,  and  a  furnace  which  heats  the  said  supply,  which,  with  the  gaseous  products  of  combus- 
tion, passes  through  the  engine. 

Second,  the  combination  of  the  finished  or  upper  part  of  the  cylinder,  with  its  head^  piston, 
and  trunk  therewith  connected,  all  operating  together,  substantially  as  described,  anu  with 
inlet  and  outlet  valves,  and  suitable  packing  round  the  said  trunk,  to  form  an  annular  air 
pump. 

Third,  the  chamber  or  groove  around  the  cylinder,  arranged  and  operating  substantially  as 
specified,  at  or  near  where  the  lower  part  of  the  piston  comes  at  the  termination  of  its  down- 
ward movement.  • 

Fourth,  the  isolated  oil  trough  within  the  chamber  or  groove  around  and  within  the  cylin- 
der, for  the  specified  purpose. 

Fifth,  the  inwardly  projecting  flange  s,  arranged  and  operating  substantially  as  shown  and' 
described. 
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Sixth,  admitting  into  the  cylinder  comparatively  pure  and  cool  air,  from  a  reaenroir  in 
>\'hich  it  \6  constantly  Djaintained  compressed,  at  the  place  and  times  and  by  suitable  Talve 
gearmg,  substantiHliy  as  and  for  the  purposes  specified. 

No.  33,800.— Cancelled. 

No.  33,801. — J.  H.  SifOTWKLL,  of  Rahway,  N.  J. — Improvement  in  Air-heating  Appa- 
raius  for  Engine  Furnaces. — Patent  dated  November  26,  18(51. — This  invention  consibta  in 
connecting  the  exhaust  passages  of  the  steam  cylinder  with  a  heater  which  is  composed  of  a 
series  of  rmliators.  The  exhaust  hteam  from  the  cylinder  circulutmg  in  these  radiators,  throws 
out  its  heat  and  raises  the  temperature  of  the  air  passing  through  their  radiating  surfaces  to 
supply  the  fire  to  a  high  temperature  suitable  for  perfect  combustion,  the  object  being  to.  save 
the  greater  portion  of  the  heat  usually  lost  after  passing  through  the  cylinder  by  being  thrown 
into  tho  atmosphere  or  condenser. 

Claim. — The  combination  of  the  steam  passages  «,  with  air  passages/,  and  water  passages 
g^  combined,  arranged  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  33  802.— Henry  Sidle,  of  Dillsburg,  Ta.— Improvement  tn  CAwnw.— Patent  dated 
November  26, 1861. — This  invention  consists  in  combining  the  upright  cleats  or  fillets  attached 
to  the  inner  sides  of  the  cream-chamber  with  two  upright  revolving  dashers  moving  in  oppo- 
site directions,  and  provided  with  teeth  so  arranged  on  each  dasher  as  to  pass  between  ttoso 
on  the  other. 

Claim. — The  combination  of  the  fillets  or  cleats/,  with  the  dashers  I  and  G,  when  the  whole 
are  arranged  and  constructed  to  operate  in  the  manner  and  for  the  purposes  described. 

No.  33,803. — Joseph  Stewart,  of  San  Francisco,  Cal. — Improvement  in  Manoeuvring 
Heavy  Guns. — Patent  dated  November  26,  1861. — This  invention  consists  of  a  wheel  or  shiA 
apphed  to  the  rear  part  of  the  inclined  chassis  or  frame,  with  a  rope  attached  to  the  gun  car 
riaee  upon  the  chassis  and  connecting  with  tho  shaft,  by  means  of  which  a  heavy  gun  may 
easily  be  drawn  from  the  battery  into  which  the  gun  runs  by  its  own  weight  upon  the  inclined 
frame. 

Claim. — ^The  combination  of  shaft  S,  and  rope  or  chain  D,  with  tho  inclined  chassis  A  and 
gun  carriage  B,  substantially  as  described,  and  for  the  purposes  and  uses  as  set  forth. 

No.  33,804.— J.  A.  Strong,  of  Hyde  Park,  Yt— Improved  Stlf-waiting  Toi/e.— Patent 
dated  November  26,  1861. — The  revolving  part  of  the  table  is  made  annular,  and  is  so  con- 
structed as  to  leave  a  stationary  portion  in  the  centre  of  the  ttible,  to  support  dishes  or  orna- 
ments not  required  to  be  passed  round. 

C /aim.— Providing  a  self-waiting  table  B  G  D,  with  a  stationary  central  part  C.  adapted  to 
support  dishes,  lamps,  or  the  like,  and  supported  by  a  spindle  or  neck  of  less  diameter  serving 
to  guide  and  retain  the  annular  revolving  part  D,  substautially  as  and  for  the  purpose  set 
forth. 

No.  33,805.— ROLLIN  White,  of  Dayenport,  loyv9,.— Improvement  in  Cartri%«*.— Patent 
dated  November  26,  J  861. — The  case  of  the  cartridge  is  constracted  of  two  or  more  pieces 
of  metal  movable  longitudinally  in  relation  to  each  other,  so  that  when  the  charge  is  fixed  one 
portion  may  be  driven  by  the  force  of  the  explosion  forward  against  the  barrel  or  fixed  poraon 
thereof,  and  the  other  portion  backward  against  the  breech,  to  prevent  the  escape  of  the  gas. 
The  second  and  third  daims  explain  themselves. 

Claim. — First,  the  constrnction  of  the  case  of  a  cartridge  of  two  or  more  pieces  of  metal 
movable  longitudinally  relatively  to  each  other,  substantially  as  and  for  the  purpose  specified. 

Second,  so  constructing  the  cap  or  pellet  g,  con'aining  the  percussion  pnming,  and  apply- 
ing the  same  to  the  base  of  the  cartridge,  that  it  will  be  caused  to  operate  as  a  valve  to  clo?e 
the  vent  thereof  by  the  force  of  the  explosion  of  the  charge. 

Third,  fitting  tho  percussion  cap  or  pellet  ^  to  a  shoulder  t ,  formed  around  the  vent  in  the 
base  of  the  cartridge  case,  substantially- as  described,  for  the  purpose  of  a  firm  bearing,  to 
support  the  said  cap  or  pellet  against  the  blow  of  the  hammer,  and  so  insuring  the  explosion 
of  tne  priming. 

No.  33,806.— J.  W.  Whittier,  of  Cambridge,  Me^s.— Improvement  in  Fastening  Win- 
dow Blinds. — Patent  dated  November  26,  1861. — This  invention  consists  of  a  blind  rest  and 
fastener,  so  constructed  as  to  form  a  support  to  the  blind  and  prevent  its  sagging.  The  bliod 
is  detached  and  thrown  fi^om  its  fastening  by  means  of  levers. 

Claim. — The  levers  B  and  D,  tho  notcied  rest  or  support  A,  and  the  plate  or  catch  A,  con 
stmcted,  combined,  and  arranged  as  and  for  the  purpose  above  set  forth. 

No.  33,807.— A.  J.  Wiley,  of  South  Attleborough,  'iAm?^.— Improvement  in  Making  Joint 
Wire  Of  Stock  for  Jcitelry. — Patent  dated  November  26,  1861. — Instead  of  using  hollow  win*. 
Hs  usual,  one  edge  of  a  flat  stnp  of  metal  is  rolled  up  in  the  form  of  a  tube,  the  edge  so 
rolled  up  meeting  the  flat  portion  of  the  strip,  to  which  it  is  united  by  soldering. 
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Ctaim, — The  making  of  joint  wire  or  joint  stock  from  one  piece  of  metal,  as  described. 
Also,  making  the  said  joint  wire  cs'  joint  stock,  substantially  in  the  manner  shown  and 
described. 

No.  33,808.-1.  F.  Williams,  of  New  York,  N.  Y.— Improved  Machine  for  Applying 
Flocks  to  Felt  Rubber  Goods,— Va,tent  dated  November  26,  I8al. — ^The  gummioc  table,  which 
is  inclined,  is  combined  with  a  self-ad^justing  distributing  knife,  so  that  when  the  solution  of 
gum  is  applied  to  the  surface  of  the  tabnc  tne  knife  edge  will  cause  it  to  flow  evenly  down- 
wards and  laterally  over  the  surface,  to  prepare  it  for  the  application  of  the  flock.  With  the 
revolving  flock  duster  and  case  surroimoing  it,  is  combined  a  smut  collector,  so  as  to  prevent 
the  gummed  surface  of  the  cloth  being  smutched,  which  tends  to  gather  the  flock  in  masaeff 
at  the  front  sides  of  the  duster  case  and  cause  an  uneven  .surface.  The  revolving  flock  or 
cloth  beaters  are  provided  with  swinging  arms  or  beaters,  so  as  to  beat  the  under  side  of  the 
cloth  by  a  sudden  blow  and  cause  the  flock  to  become  more  thoroughly  set  in  the  gum. 

CUtim. — First,  the  arrangement  of  the  gumming  table  so  as  to  be  an  incline  plane,  as  de- 
scribed, in  combination  with  a  self-adjustable  gum  distributor,  for  the  purposes  set  forth. 

Second,  the  use  of  throat  F  and  smut  collector  G,  or  .equivalent  devices,  in  the  sifter  case, 
as  a  method  of  preventing  masses  of  falling  flock  from  smutting  the  cloth,  substantially  us 
descnbed. 

Third,  the  use  of  swin^ng  arms  or  beaters  A3,  in  combination  with  the  revolving  beaters 
H,  substantially  as  described,  and  for  the  purposes  set  forth. 

Fourth,  the  use  of  the  cloth  tension  roller  I,  in  combination  with  the  carrying  roller  K  at 
the  back  end  of  the  machine,  arranged  on  a  line  below  the  revolving  beaters,  while  the  roller 
I  is  arranged  on  a  line  above  the  gumming  table,  so  as  to  support  the  cloth  on  these  two 
points,  and  thus  prevent  the  blows  of  the  beaters  drawing  or  joikmg  the  cloth  over  the  sur- 
lace  of  the  gumming  table. 

Fifth,  the  combination  of  the  finishing  brush  J  with  the  revolving  beaters,  substantially  as 
described. 

No.  33,809. — S.  D.  Woodbury,  of  Lynn,  Mass. — Improvement  in  Elastic  Carriage 
Wheels. — Patent  dated  November  26,  1861. — This  invention  is  explained  by  the  claim. 

Claim, — Rendering  a  carnage  wheel  elastic  bv  making  the  felly  :n  two  concentric  parts  F 
and/,  and  interposing  a  belt  or  layer  of  India-rubber  or  other  elastic  material  R,  substantially 
as  described,  and  for  the  objects  specified. 

No.  33,810.— G.  F.  Blake,  of  Medford,  Mass.,  assignor  to  Himself  and  Peter  Hubbell, 
of  Charlestown,  Mass. — Improvement  in  Machines  for  Pulverizing  and  Cleaning  Clay, — 
Patent  dated  November  26,  1861. — In  the  upper  chamber  is  arranged  a  plunger  or  wipe,  to 
which  a  reciprocating  movement  is  given  by  means  of  a  series  of  levers  and  connecting  rods, 
and  which  serves  to  press  the  clay  against  and  through  the  revolving  grate  into  the  middle 
chamber.  The  revolvmg  grate  consists  of  four  circular  discs  and  a  nuinber  of  circular  knives 
arranged  upon  a  shaft.  Above  the  revolving  grate  is  secured  a  rod,  supported  upon  which 
are  a  -series  of  fingers,  which  pass  between  the  circular  knives  and  serve  to  remove  firom  them 
the  adhenng  clay. 

C^iim.— First,  in  combination  with  a  machine  for  cleaning  and  pulverizing  clay,  the  recip- 
rocating wipe  or  plunger  W,  constructed  and  operating  substantially  as  described. 

Second,  the  revolving  grate,  constructed  and  operating  as  described. 

Third,  the  stationary  fingers  w,  constructed,  arranged,  and  operating  as  set  forth. 

No.  33,811.— S.  E.  Bolles,  of  Mattapoisett,  Mass.,  a«?8ignor  to  Himself  and  Thomas 
Ellis,  of  Rochester,  Mass. — Improvement  in  Carriage-pole  Supporter, — Patent  dated  No- 
vember 26,  1861. — ^I'his  invention  consists  of  a  bre^sr  bar,  whicn  sustains  the  carriage  pole, 
to  the  rear  of  which  bar  are  attached  two  pairs  of  short  thills,  supported  by  means  of  chains 
passing  over  the  saddle,  for  the  purpose  of  supporting  the  weight  of  the  carriage  pole  upon 
the  backs  instead  of  the  necks  of  the  horses. 

Claim. — ^An  improved  carriage-pole  supporter,  having  its  several  part*  constructed  and 
arranged  in  relation  to  each  other,  and  so  as  to  operate  together,  substantially  as  shown  and 
described. 

No.  33,812. — R.  G.  Holmes,  of  Worcester,  Mass.,  assignor  to  Himself  and  Jonathan- 
Luther,  of  the  same  place. — Improved  Clothes  Washer  and  Wringer. — Patent  dated  November 
26,  1861. — ^The  parts  are  so  arranged  that  by  adjusting  the  screw,  the  pressure  of  the  rollers 
may  be  graduated  as  desired,  while  the  India-rubber  springs  admit  of  the  upper  roller  yielding 
to  suit  the  varying  thicknesses  of  the  cloth  passing  between  the  rollers. 

Claim. — ^The  arrangement  of  the  guides  J  with  the  roller  slides  H,  rollers  G,  springs  I,  and 
bar  K,  as  shown  and  described. 

No.  3.3,813.— Wiluam  McCord,  of  Sing  Sing,  N.  Y.,  and  Edmund  Maker,  of  New 
York,  N.  Y.,  assignor  to  WtliaaM  McCord,  aforesaid. — Improvement  in  Repeating  Ord- 
nance, Sfc, — Patent  dated  November  26,  1831. — This  invention  consists  in  a  construction  and 
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arrangement  of  parts  by  which  peculiarly  formed  metallic  cartridge  chambers  charged  with 
powder  and  ball,  are  successively  and  at  regular  intervals  dropped  from  a  hopper  opposite  to, 
and  held  tightly  in  contact  witl^,  a  gun  barrel  of  corresponding  calibre,  secured  to  a  stock, 
and  after  being  fired,  discharged  from  below,  while  the  necessary  movements  are  being  made 
for  the  reception  from  the  hopper  of  the  next  loaded  cartridge  chambers  in  succession,  in  such 
a  manner  as  to  keep  up  a  constant  firing  of  the  cartridge  chambers  by  simply  turning  a 
crank. 

Claim. — First,  embracing  and  holding  the  cartridge  chambers  O  opposite  the  gun  barrel 
B  by  means  of  the  oscillating  and  reciprocating  jaws  C  D,  constructed,  combined,  arranged, 
and  operating  as  described. 

Second,  the  employment  of  the  bars  L  and  segment  of  a  cog  wheel  M  on  the  oscillating 
jaw  C  and  slide  N,  with  cogged  rack  on  its  lower  surface,  and  a  ridge  on  its  upper  one,  for 
throwing  off  from  said  jaw  C^  the  exploded  cartridge  chambers,  and  admitting  loaded  ones 
singly  from  the  hopper,  as  set  forth. 

Third,  the  peculiar  form  of  the  opening  or  space  D3  in  the  reciprocating  jaw  piece  D,  in 
connexion  with  the  crank  E',  by  which  the  necessary  stoppage  is  given  the  said  jaw  piece  at 
the  end  of  every  reciprocal  throw  of  Xho  same,  as  fullv  set  forth. 

Fourth,  covering  the  nipple  ends  of  the  cartridge  chambers  with  a  cap  P,  baring  a  headed 
or  valve  pin  F'  working  loosely  in  an  opening  immediately  opposite  the  percussion  cap  on 
the  nipple,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,814.— J.  D.  Owen,  of  Carlinville,  HI.,  assignor  to  Himself,  E.  L.  Owen,  and  G. 
W.  Uarnett,  of  same  place. — Improvement  in  Post-hole  Exeazators, — Patent  dated  No- 
vember 2<>,  J8()l. — The  metal  cylinder  is  designed  to  be  forced  into  the  earth  to  the  depth 
required  for  the  reception  of  the  post,  and  is  then  withdrawn  with  the  enclosed  soil.  The 
earth  is  removed  from  the  cylinder  by  striking  on  a  ^od  fitt«d  into  a  follower  within  the  cyl- 
inder. 

Claim, — ^The  combination  of  the  cylinder  fl,  the  follower  D,  and  the  rod  c,  when  constructed 
and  arranged  substantially  as  described,  for  the  purpose  of  excavating  boles  for  posts. 

No.  33,815.— R.  H.  Peck,  of  Wolcott,  Vt.;  assignor  to  Himself  and  E.  Gifford,  of  Ca- 
dy*s  Falls,  Vt. — Improved  Chum, — Patent  dated  November  26,  1861. — The  interior  of  the 
tub  is  provided  with  a  frame  composed  of  uprights  and  cross  bars,  for  preventing  a  rotary 
motion  of  the  cream.  The  tub  is  placed  witnin  a  frame,  to  which  is  secured  the  gearing  for 
imparting  motion  to  the  dasher. 

Claim, — The  combination  and  arrangement  of  the  frame  A  adapted  to  receive  the  tub  with 
its  frame- work  C,  the  crank  shaft  H,  and  its  gear  wheel  G  mounted  thereon,  the  tub  B,  the 
upright  revolving  dasher  E  e,  with  its  gear  wheel  F,  the  cross  piece  a,  and  the  hanged  cap  1, 
the  whole  oppiating  together  in  the  manner  and  for  the  purpose  described. 

No.  33,816.— Francis  A.  Pratt,  of  Hartford,  Conn.,  assignor  to  G.  8.  Lincoln  &  Co., 
of  the  same  place. — Improvement  in  Stopping  and  Changing  Motion. — Patent  dated  Novem- 
ber *26j  1861. — ^This  invention  consists  in  the  construction  of  angular-shaped  lever  clamps, 
having  arms  projecting  from  their  fulcrum  pins  nearly  at  a  right  angle  with  the  shafl  or  the 
wedge  collar  on  which  they  are  arranged,  and  the  outer  ends  of  which  arms  are  made  to  op- 
erate upon  the  inner  surface  of  the  loose  pulley  rim. 

Claim. — ^Adapting  the  action  of  the  levers  e  e'  to  the  rim  of  a  pulley  D,  in  combination  with 
the  wedge  collar  /,  substantially  in  the  manner  as  and  for  the  purpose  described. 

No.  33,817.-8.  D.  Tccker,  of  Troy,  N.  Y.,  assignor  to  C.  8.  Siix,  of  the  same  place.— 
Improvement  in  Cording  Guides  for  Sewing  Machines. — Patent  dated  November  26,  1861.— 
This  invention  consists  of  a  device  for  pr<3ucing  various  kinds  of  work  relating  to  folding 
and  introducing  a  cord  in  the  fold  by  means  of  the  different  combinations  of  parts  of  which 
the  sewing  guide  consists. 

Claim. — First,. the  arrangement  of  the  lower  outside  guide  F  with  the  bending  shell  A 
core  B,  and  two  inside  guides  C  D,  as  and  for  the  purpose  specified  and  shown. 

Second,  the  arrangement  of  the  cord-guiding  aperture  e  with  the  bending  shell  A,  core  B, 
mside  guides  C  D,  and  lower  outside  guide  F,  as  and  for  the  puipose  speHcined  and  shown. 

Third,  the  arrangement  of  the  upper  outside  guides  O  witn  the  bending  shell  A,  core  B, 
and  two  inside  guides  C  D,  as  and  for  the  purpose  specified  and  shown. 

Fourth,  the  arrangement  of  the  core  guide  e  with  the  bending  shell  A,  core  B,  inside 
guides  C  D,  and  upper  outside  guide  G,  as  and  for  thepurpose  specified  and  shown. 

Firth,  the  anangement  of  the  two  outside  guides  F  G  with  the  folding  shell  A,  core  B 
and  two  inside  guides  C  D,  as  and  for  the  purpose  specified  and  shown. 

Sixth,  the  arrangement  of  the  cord-guiding  opening  e  with  the  bending  shell  A,  core  B, 
two  inside  guides  C  D,  and  two  outside  guides  F  G,  substantially  as  and  for  the  purpose 
specified  and  shown.  ,  ,i  a 

Seventh,  the  arrangement  of  the  cloth-passage  h  in  the  upper  side  of  the  folding  shell  A, 
as  and  for  the  purpose  specified  and  shown. 
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No.  33,818. — David  Btssell,  of  Detroit,  Mich. — Improvement  in  Machines  for  Turning 
Boot  Legs. — Patent  dated  December  3,  1861. — Placed  upon  a  frame  are  two  racks,  which  are 
made  to  move  in  opposite  directions  by  means  of  a  pinion.  One  of  the  racks  B  works  within 
a  cylinder  npon  which  the  boot  leff  is  placed.  Upon  the  end  of  the  rack  B  are  hooks  which 
catch  into  the  straps  of  the  boot  leg,  while  a  catcher  attached  to  the  outer  rack  holds  the 
counter  of  the  boot  log,  and  the  opposite  movement  of  the  racks  causes  the  boot  leg  to  be 
drawn  inside  the  cylinder  and  turned  inside  out. 

Claim, — The  racks  B  and  C,  cylinder  H  G  G»  ring  J,  and  catcher  F,  when  arranged  and 
combined  with  the  irame  A  and  pinion  D,  and  constructed  to  operate  as  described  and  for  the 
purposes  set  forth. 

No.  33,819.— John  A.  Bolton,  of  Leicester,  Englmd,— Improvement  in  Hot- Air  Fur- 
wac«.— Patented  in  England  March  19, 1861. — Patent  dated  December  3,  1861.— This  inven- 
tion is  explained  by  the  claim  and  engraving. 

C/«im.— First,  the  arrangement  of  the  flue  conveying  the  outer  air  to  the  heating  chamber 
by  bifurcating  it  at  or  about  the  said  fire  chamber,  and  by  so  continuing  each  branch  flue  as 
to  follow  up  both  sides  of  the  fire  hole  and  ash  pit  and  then  reunite  in  the  heating  chamber, 
whence  the  heated  air  is  delivered  to  a  hot-air  chamber,  and  from  there  delivered  to  the  apart- 
ments, as  shown  and  described. 

Second,  forming  the  heating  chamber  and  hot-air  chamber  in  one  compartment  by  the  use 
of  a  divisional  plate  provided  with  a  bottom  plate,  so  that  the  air  shall  be  gradually  heated 
in  the  former  and  caused  to  come  in  contact  with  the  fire-plate  previous  to  its  entering  the 
hot-air  chamber,  as  dcsciibed  and  shown. 

No.  33,820.— C.  C.  Bradley,  of  Brodhead,  Wib,— Improvement  in  Doubletrees.— Tatf^ni 
dated  December  3,  1861. — The  doubletree  is  made  of  sufficient  length  to  receive  the  outside 
traces,  and  to  the  ends  of  which  they  are  attached.  The  inside  traces  of  each  animal  are 
connected  and  pass  around  a  pulley  in  the  centre,  by  which  means  the  draught  is  equalized. 
The  ends  of  the  doubletree  are  provided  with  a  slot  through  which  the  chafe  irons  are  bolted, 
which  admits  of  the  trace  being  placed  more  or  less  near  to  the  end. 

Claim. — ^The  construction  of  a  doubletree  which  dispenses  entirely  with  swingletrees,  and 

the  application  of  the  central  pulley  as  a  substitute  therefor.    Also,  the  method  described  of 

'  attaching  the  trace  hooks  to  a  movable  slide  'with  the  slot  therein,  or  substantially  the  same. 

No.  33,821.— John  Broughton,  of  New  York,  N.  Y.— Improved  Cut-off  Valve  for  Steam 
Engines. — Patent  dated  December  3,  1861. — This  invention  consists  in  the  operation  of  the 
cut-oflF  valve  or  valves  of  a  steam  engine  with  a  positive  movement  which  is  so  controlled 
by  a  governor  or  other  means  independent  of  the  eccentric  from  which  such  movement  is  de- 
rived, as  to  be  capable  of  producing  a  variable  lead  of  the  valve  and  to  make  the  amount  of 
lead  determine  the  point  in  the  stroke  of  the  piston  at  which  the  steam  is  cut  off. 

Claim. — First,  regulating  the  velocity  of  a  steam  engine  by  combining  the  regulator  with 
a  positively  operating  valve  ge^r  when  such  regulator  determines  the  lead  of  the  valve,  and 
the  lead  of  the  valve  is  made  to  determine  the  point  in  the  stroke  of  the  piston  at  which  the 
steam  is  cut  off. 

Second,  in  combination  with  a  lifter  K,  having  a  certain  movement  in  relation  to  the  main 
valves,  the  sliding  bevel-faced  toes  Q  Q',  inclined  tappets  a  a\  and  rods  I  P,  or  their  equiva- 
lents, operating  substantially  in  the  manner  explained  to  impart  a  positive  movement  to  the 
cut-off  valves  5  G'. 

No.  33,822. — ^J.  C.  Brown,  of  Fond  du  Lac,  Wis. — Improvement  in  Machines  for  Sawing 
Shingle  Bolts. — Patent  dated  December  3, 1861. — The  revolving  table  upon  which  the  blocks 
to  be  sawed  are  placed,  is  formed  by  the  enlargement  of  the  upper  end  of  a  vertical  shall  and 
made  adjustable  by  means  of  a  toggle  joint  operated  by  a  lever,  so  that  the  blocks  may  bo 
raised  and  revolved  with  the  table  and  lowered  again  to  the  carriage. 

Claim. — The  use  of  the  adjustable  revolving  table,  or  its  equivalent,  substantially  as  de- 
scribed, for  sawing  the  blocks  on  end,  whereby  they  may  bo  divided  into  suitable  liolts  for 
shingles,  as  specified. 

No.  33,823.— W.  D.  Bush,  of  Fall  River,  Mbss.— Improved  Roto  Loc^.— Patent  dated 
December  3,  1861. — ^The  points  of  the  row  locks  are  recessed  on  their  inner  sides  for  the  re- 
ception of  a  leather  mat.  The  shaft  is  provided  with  a  projection  or  pin  at  its  lower  end  by 
which  it  is  retained  in 'the  socket,  which  latter  has  a  spiral  groove  upon  its  inner  side  through 
which  the  pin  passes  as  the  row  lock  is  inserted. 

Claim. — Recess  F3,  and  pin  a3,  the  spirally  rifled  socket  G4,  constructed  and  operating  as 
and  for  the  purpose  set  forth. 

No.  33,824.— C.  W.  Cahoon,  of  Portland,  'Me.— Improvement  in  Lamps. — ^Patent  dated 
December  3,  1861. — ^The  base  of  the  fulcrum  is  made  to  fit  the  collar  of  the  lamp.  From  the 
base  extend  two  arms,  which  are  brought  nearly  together  and  curved  so  as  to  reach  up  and 
hold  the  lever.  The  indentations  in  tho  fulcrum  allow  of  the  distance  to  which  the  chimney 
shall  go  back  to  be  regulated,  without  regard  to  the  lamp. 


Digiti 


zed  by  Google 


590  ANNUAL  REPORT  OP  THE 

Claim. — In  combination  with  a  lever  and  chimney  fastenings,  an  adjustable  folcmm,  sub- 
stantially as  described. 

Also,  in  combination  with  a  lever  and  chimney  fastenini^,  the  indentations  F  P,  for  the 
purpose  of  preventing  the  chimney  from  going  too  far  back,  substantially  as  described. 

No.  33,825.— -C.  W.  Cahoon,  of  Portland,  Me.— Improvement  in  Lawi;»5.— Patent  dated 
December  3,  1861. — ^The  portion  of  the  lever  on  which  the  chimney  rests  is  made  in  the  form 
of  a  fiat  plate,  having  a  circular  hole  in  its  central  portion  for  the  flame  to  pass  through,  so 
that  the  lever  will  serve  as  a  deflector.  The  air  chamber  is  attached  to  the  lever  so  as  to  be 
moved  by  it,  by  which  the  necessity  of  raising  the  wick  alone  is  obviated.  To  the  lever 
outside  of  the  air  chamber  is  attached  a  tubular  screen  to  prevent  the  lamp  from  smoking 
when  carried  about.  Just  above  the  top  of  the  wick  tube  is  placed  a  flat  metal  ring  com- 
bined with  the  lever  for  raising  the  chimney,  so  as  to  prevent  the  lamp  from  smoking  in  light- 
ing other  lairii).s.  A  bar  is  provided  with  a  stop  near  that  end  of  it  which  goes  into  the  wick, 
over  which  stop  is  placed  a  cap  attached  to  the  wick  tube,  to  atford  a  u.eans  for  raising  a 
round  solid  wick  when  a  lever  for  lifting  the  chimnev  is  used.  Attached  to  an  adjustable 
fulcnim  is  a  piece  of  metal  reaching  downwards,  so  that  it  can  be  easily  held  by  one  of  the 
fingers  of  the  hand. 

Claim. — First,  a  lever  with  chimney  fastenings  having  that  part  of  it  on  which  the  chimney 
rests  extended  so  as  to  form  a  deflector,  substantially  as  described. 

Second,  the  combination  of  the  lever  A  with  the  air  chamber  D,  when  the  air  chamber  is 
attached  to  the  lever  and  is  movable  with  it,  substantially  as  described. 

Third,  in  combination  with  a  lever  for  raising  the  chimney,  the  air  chamber  D  and  screen 
E,  arranged  substantially  as  described. 

Fourth,  the  ring  G,  in  combination  with  the  lever  A,  substantially  as  described. 

Fifth,  the  bar  H,  having  a  stop  1,  in  combination  with  the  cap  J  and  lever  A,  substantially 
as  described. 

Sixth,  the  handle  L,  in  combination  with  the  adjustable  fulcrum  K  and  the  lever  A,  sub- 
stantially as  described. 

No.  33,826. — Richard  Colvin,  of  Baltimore,  Md. — Improvement  in  Beehives. — Patent 
dated  December  3,  18(31. — This  invention  consists  in  making  a  division  or  partition  between 
the  spaces  designed  to  be  occupied  by  combs  for  the  purpose  of  securing  straight  combs;  to 
be  used  more  especially  in  connexion  with  movable  frames. 

Claim. — ^The  divisions  or  partitions  placed  between  the  spaces  designed  to  be  occupied  by 
combs  in  beehives,  for  the  purpose  of  insuring  straight  and  uniform  combs,  substantially  as 
described,  when  either  the  partitions  or  comb  frames,  or  both,  are  made  capable  of  independ- 
ent lateral  movement 

No.  33,827. — T.  D.  Davis,  of  Syracuse,  N.  Y. — Improvement  in  Mode  of  Attaching  Car- 
riage SImfts. — Patent  dated  December  3,  1861. — The  heel  aud  arm  are  cast  or  made  in  one 
piece,  and  are  attached  to  the  shafts  and  cross  bars  by  flanges  and  bolts. 

Claim. — A  wrought  or  malleable  shaft  heel  and  arm  constructed  so  as  to  secure  and  tighten 
the  shafts  and  cross  bdr,  substantially  as  shown  and  descnbed. 

No.  33,828.— G.  C.  L.  Degenhardt,  of  Tresckow,  Pa.— /mproredJpparaf  as /or  Pun/jf- 
ing  Acid  Water  for  Steam  Boilers. — Patent  dated  December  3,  1861. — The  object  of  this  in- 
vention is  to  purify  water  pumped  from  mines  to  be  used  in  steam  boilers.  The  mine  water, 
instead  of  bemg  pumped  directly  into  the  boilers,  is  first  pumped  into  a  tank  above  the 
boilers.  In  this  tank  is  placed  a  requisite  quantity  of  slacked  lime;  steam  is  then  introduced 
by  means  of  pipes  into  the  tank,  which  heats  the  water  and  stirs  the  lime  so  as  to  cause  a 
complete  neutralization  of  the  acid  in  the  water. 

Claim. — ^The  combination  of  apparatus,  substantially  as  described,  to  operate  in  the  man- 
ner and  for  the  purposes  set  forth. 

No.  33,829. — J.  C.  DiCKEV,  of  Saratoga  Springs,  N.  Y. — Improvement  in  Machinery  for 
Crushing  or  Pulverizing  Quartz. — Patent  dated  December  3,  1861. — The  wheel  is  made  hol- 
low and  in  sections,  to  the  two  outer  ones  of  which  are  bolted  adjustable  hammers  on  the 
inside  of  the  wheel.  One  of  the  sections  is  made  conical  at  its  centre  to  allow  the  pulver- 
ized quartz  to  pass  into  the  conical^  sieve,  which  is  secured  within  the  hollow  shaft  at  one 
side.  The  hopper  is  made  with  a  projection  at  its  base,  which  extends  into  the  hollow  shaft 
on  one  of  the  sections  of  the  wheel,  the  shaft  being  made  inclined  so  as  to  pass  the  quartz 
more  readily  into  the  wheel. 

Claim. — First,  the  employment  of  one  or  more  of  the  hammers  I  in  the  wheel  B,  for  the 
purpose  specified. 

Second,  the  employment  of  the  sieve  D  in  the  hollow  shaft  of  section  I  of  wheel  B,  for 
the  pui-poso  specified. 

Third,  the  arrangement  and  employment  of  the  hopper  E,  for  the  purpose  specified. 

No.  33,8:W.— G.  H.  Dodge,  of  Camden,  N.  J.— Improvement  in  Ilinges.—Faicnt  dated 
December  3,  1861. — This  invention  consists  of  a  hinge  so  constructed  and  applied  to  the 
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doors  or  lids  of  cabinet- ware,  &c.,  as  to  be  effectually  concealed  from  view  when  Ibo  doors 
or  lids  are  closed. 

Claim. — First,  the  link  E,  with  its  pins  e  and  c',  in  combination  with  tbe  boxes  C  and  D, 
or  their  equivalents,  and  their  elongated  slots  for  the  reception  of  the  said  pins,  the  whole 
being^  constructed  and  applied  to  the  lids  or  doors  of  pianos,  cabinets,  &c.,  substantially  us 
93xd  tor  the  purposes  set  u>rth. 

Second,  the  projections  «  and  i'  of  the  link  E,  when  arranjred  in  respect  to  the  concave 
interior  of  the  boxes  C  and  D,  and  to  the  recesses  j  j  of  the  said  boxes,  substantially  as  sot 
forth. 

No.  33,831.— H.  C.  Felthousen,  of  Buffalo,  N.  Y ,^Improtement  in  Signal  Lanterns.— 
Patent  dated  December  3,  18G1. — ^A  pair  of  vertical  rods  are  arranged  upon  two  opposite 
sides  of  the  lantern,  one  of  each  pair  being  stationary  and  the  other  movable,  and  both  con- 
nected to  colored  glass,  so  that  the  latter  may  be  supported,  and  raised  and  lowered,  for  a 
change  of  signals.  The  funnel  inverted  over  the  chimney  is  made  air-tight  at  its  apex  and 
sides,  so  as  to  prevent  any  pressure  or  puff  of  air  from  stilking  the  top  of  the  chimney, 
thereby  adapting  the  lamp  to  bum  kerosene  oil. 

CUtm. — ^I'he  arrangement  of  the  movable  and  stationary  vertical  rods  D  and  E,  and  the 
movable  and  stationary  tubes  G  and  H,  and  connecting  piece  F,  with  the  colored  glass  and 
frame  C,  as  a  means  of  raising,  lowering,  and  supporting  the  colored  glass  for  change  of 
signals,  substantially  as  described. 

Also,  the  funnel  J,  made  air-tight  at  its  apex  and  sides,  inverted  and  suspended  over  the 
top  of  the  lamp  chimney,  in  its  arrangement  with  the  cap  L  and  outside  guard  K,  for  the 
purposes  and  substantially  as  describedr 

No.  33,832. — J.  H.  Foster,  of  Detroit,  Mich. — Improved  Apparatus  for  Steering  Ves- 
sels by  Water. — Patent  dated  December  3,  1861. — The  stationary  tubes  are  secured  trans- 
versely to  the  hull  of  the  vessel,  one  at  each  side  near  the  stem  or  stem  and  extending  through 
the  sides  to  the  water.  Between  the  inner  ends  of  the  tubes  is  joumaled  a  cylinder  con- 
taining a  spiral  flange  or  screw,  and  on  the  periphery  of  the  cylinder  is  a  circle  of  cogs,  to 
be  connectcKi  with  the  steam  engine  and  receive  motion  therefrom.  By  the  motion  of  the 
screw,  water  is  drawn  into  one  or  the  other  of  the  tubes  at  one  side  and  expelled  at  the  other, 
thus  imparting  a  lateral  motion  to  either  side  as  desired. 

Claim. — ^The  combination  of  the  stationary  transverse  tubes  B  B'  and  rotary  cylinder  C, 
with  a  shaftless  screw  F  fixed  therein,  and  cogs  G  upon  its  periphery,  employed  in  the  man- 
ner explained,  for  working  and  steering  vessels. 

No.  33,833.— Henry  FranKFItrth,  of  Utica,  N.  Y.— Improved  Baby  Jumper  and  Sup- 
porter.— Patent  dated  December  3,  1861. — Under  the  ring  which  supports  the  child  is  fixed 
a  vertical  rod  over  each  of  the  legs  of  t^le  stand.  These  rods  slide  up  and  down  in  the  legs, 
and  are  adjusted  to  any  height  by  means  of  a  curved  spring  catching  in  ratchet  teeth  on  the 
rods. 

Claim. — First,  the  making  of  the  baby  walker  and  supporter  adjustable  as  to  its  height, 
in  order  to  suit  the  length  of  the  child,  or  more  or  less  to  relieve  its  feet  and  limbs,  as  de- 
scribed. 

Second,  the  gate  and  gateway,  as  described,  by  means  of  which  the  child  may  be  intro- 
duced or  removed  horizontally,  as  described. 

No.  33,834.— WiLKENSON  Furnas,  of  Ononwa,  lowtk.— Improvement  in  Ploughs.— 
Patent  dated  December  3,  J 861. — This  invention  is  designed  for  cultivating  growing  plants 
in  hills  or  drills,  and  consists  in  ananging  the  parts  so  as  to  admit  of  lateral  and  vertical 
adjustment,  for  the  purpose  of  regulating  the  depth  of  the  furrows,  and  also  the  course  of 
the  furrows  relatively  with  the  plants. 

Claim. — The  arrangement  of  the  pulley  bars  N  N,  pulleys  M  o,  treadles  P,  levers  J  J, 
cords  c  c,  bars  F  F,  and  racks  K  K,  with  the  swinging  and  rising  plough,  standards  G  G,  and 
tbe  driver's  seat  Q,  all  as  shown  and  described. 

No.  33,835.— G.  W.  Gardner,  of  Troj,  N.  Y.— Improvement  in  Percussion  Shells,— 
Patent  dated  December  3,  1861. — The  object  of  this  invention  is  to  constmct  a  percussion 
shell  so  as  to  allow  it  to  be  handled,  transported,  or  rammed  into  the  gun  without  the  lia- 
bility of  exnlosion.  The  hammer  is  retained  within  the  nipple-tube  by  means  of  a  spring, 
when  the  shell  is  not  subject  to  explosion  ;  but  when  the  shell  is  exposed  to  the  flame  in  its 
discharge  from  the  gun  the  fuze- plug  will  be  ignited  and  consumed,  and  the  cylinder,  being 
liberated  from  the  pressure  produced  by  the  plug,  will  rise  so  that  its  head  will  project,  which 
brings  the  hammer  over  the  percussion  cap  in  condition  for  exploding  the  shell  upon  striking 
an  object. 

Claim. — So  constructing  percussion  shells  that  the  hammer,  or  its  equivalent,  may  be  held 
by  the  side  of  the  cap,  or  moperative  until  discharged  from  the  gun,  and  then  be  placed  upon 
the  cap  by  the  use  of  the  fhze-plug,  or  its  equivcdent,  and  the  combination  of  the  cylinders 
and  springs,  substantially  as  set  forth. 
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No.    33,830.— Henry  Gross,  of  Tiffin,   O.— Improvement  -in  Revolving  Fire-Arms.^ 

Patent  dated  December  3,  1861. — ^This  invention  is  explained  by  the  claim  and  ennuving. 

Claim. — The  hammer  E,  when  constructed  as  described,  which,  on  being  raised  or  cocked 
through  the  mechanism  described,  withdraws  the  cylinder  from  the  breech  of  the  barrel,  in- 
termiitently  revolves  and  releases  it,  and  by  means  of  its  projecting  part  or  cam  F  firmly 
locks  the  cylinder  to  the  barrel  at  the  moment  of  firing,  as  set  forth. 

No.  33,837.— T.  C.  Hargraves,  of  Schenectady,  N.  Y.— Improvement  in  Broom  rise.— 
Patent  dated  December  3,  18t>i. — This  invention,  which  consists  of  a  series  of  devices  indi- 
cated in  the  claim,  is  dcsisfued  for  holding  brooms  while  the  stitches  are  being  put  in,  to 
hold  the  com  below"  the  handle. 

Claim. — The  arrangement  described  of  the  bed-plate  1,  with  its  side  ribs  3  3,  crosn-plate 
5,  jaw  6,  fingers  21  23,  folding  jaw  25,  and  lugs  9,  the  sliding  plato  4,  with  its  sido  ribs  7, 
cross-plate  H,  rack  gear  11,  ratchet  rack  15,  jaw  18,  fingers  22  24,  folding  jaw  26,  the  pinion 
lever  13,  and  the  pawl  10,  in  combination  with  each  other,  substantially  as  set  forth. 

No.  33,838. — Aaron  Higley,  of  Sand  Creek,  Minn. — Improvement  in  Grain  Separators. — 
Patent  dated  December  3,  18(51. — This  invention  consists  in  an  arrangement  of  sieves  with 
an  endless  conveyor-ian  and  seed-drawers,  for  separating  the  different  kinds  of  grain  and 
depositing  the  sauie  in  separate  receptacles,  free  from  impurities,  such  as  chess,  cockle,  and 
tailings. 

Claim. — First,  the  arrangement  of  the  hopper  A,  sieves  efg  h  ij^  imperforate  plates  o  v. 
and  troughs  A'  B'  W  X,  with  shoe  B,  the  whole  combined  and  operating  in  the  manner  and 
for  the  puq)ose  described. 

Second,  the  arrangement  of  the  sieves  in  the  shoe  B  with  the  endless  apron  F,  trunk  G, 
fan  I,  sieves  K  L  M  in  the  shoe  J,  and  drawers  E  O  R,  the  whole  combined  and  operating 
in  the  manner  and  for  the  purpose  described. 

Third,  the  combination  of  the  sliding  gate  or  valve  a,  screw-bolt  ft,  and  nut  c,  for  regulat- 
ing the  size  of  the  seed  aperture  in  the  hopper  H,  subutantially  as  described. 

No.  33.839. — B.  B.  HllX,  of  Chicopee,  Mass. — Improvement  in  Shaft-Coupling, — Patent 
dated  December  3,  1801. — The  pin  or  bolt  which  passes  through  the  jaws  of  tne  clip  and  thg 
eye  of  the  shaft  iron  and  fastens  the  shaft  in  its  place,  is  made  lai-ger  at  one  end  than  the  other, 
the  part  which  rests  in  the  eye  at  the  end  of  the  shaft  being  of  taper  form ;  the  eye  in  the 
shaft  iron  behig  also  tapering.  The  ends  of  the  pin  may  be  cylindrical,  and  are  threaded  ad 
screws. 

Claim, — ^The  employment  of  a  tapering  or  conical  bearing  pin  or  bolt  B  for  the  socket  of 
the  shaft  iron,  having  an  adjustable  set  sciisw  A  and  set  nut  E,  in  the  manner  substantially 
as  and  for  the  purpose  described. 

No.  33,840.—.!.  "W.  Hinman,  of  Omro,  Wis.— /m»ror«n«w«  tit  BiicWes.— Patent  dated 
December  3,  1861. — ^This  invention  consists  in  the  combination  of  a  sliding  tongue  with  a  bar 
upon  which  it  is  allowed  to  slide,  and  by  which  it  is  kept  in  position  and  prcvented  from  turn- 
ing, and  two  cross-bars,  between  which  the  strap  to  b«  held  passes,  by  which  cross-bars  the 
tongue  is  supported  at  both  ends. 

Claim, — A  buckle  constructed,  combined,  and  operating  substantially  as  described. 

No.  33,841.— H.  C.  Hunt,  of  Amboy,  111.— /mf^rorem^nf  in  Car-Cofip/iw^».— Patent  dated 
December  3,  1861.— This  invention  consists  in  the  arrangement  of  a  peculiariy  formed  hook 
hung  on  an  axis  npon  which  it  is  allowed  to  turn  freely,  a  vertiail  sliding-catch  held  in  posi- 
tionl)y  a  spring,  and  a  link  provided  with  a  hook  at  one  end  and  supported  in  a  horizontal 
position  by  means  of  a  curved  spring. 

C/aim.— The  arrangement  of  the  syrm^  G  and  hooked  link  F  with  the  curved  oscillating 
hook  13,  verticallv  sliding-catch  C,  vibratmg  arm  rf,  and  flaring  draw-bead  A,  the  said  paria 
being  constructed  and  operating  together  in  the  manner  shown  and  described. 

No.  33,842.— P.  Kane  and  W.  Floyd,  of  South  Peny,  O.— Improved  Burglar  Alarm,— 
Patent  dated  December  3,  1861. — This  invention  consists  in  the  adaptation  to  a  common  gun 
lock,  enclosed  in  a  suitable  case  or  stock,  of  certain  devices  by  means  of  which  it  may  Iw 
attached  to  the  keyhole  of  a  door  lock.  An  attempt  to  introduce  a  key  or  other  instniiiiout 
on  the  outside  of  the  door,  after  the  alarm  is  set,  causes  the  hammer  to  fall  and  effect  an  expio- 
Bion  of  such  charge  as  may  have  been  provided. 

Claim. — The  combination  of  stud  I,  spring  U,  and  case  A,  substantially  as  described, 
whereby  the  alarm  can  be  readily  appfied  to  any  ordinary  door  lock. 

Also,  the  plunging  trigger  F,  in  combination  with  the  devices  referred  to,  and  with  the 
alarm  mechanism  constructed,  arranged,  and  operating  substantially  in  the  manner  and  for 
the  purpose  sot  forth. 

No.  33,843.— Mark  Lounsbury,  of  Seymour,  Conn. — Imnrorement  in  Fruit-Gatherers.— 
Patent  dated  December  3,  1861.— Upon  the  upper  part  of  the  handle  or  pole  is  arranged  a 
slide-bar  actuated  by  a  cord  and  connected  by  links  to  two  knives  of  a  semicircular  snape, 
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80  that  they  may  bo  brought  together  by  the  slide  and  cat  the  stem  of  the  fimit,  which  latter 
falls  into  a  bag  or  basket  depending  from  a  ring  attached  to  the  handle. 

Claim, — The  slide-bar^  and  Umis//,  actuated  by  the  cord  A,  in  combination  with  the 
kftives  e  e  and  receptacle  or  bag  d,  for  the  purposes  and  as  set  forth. 

No.  33,844. — D.  McDaniel,  of  New  Castle  counhr,  and  E.  A.  Harvey,  of  Wilmington, 
Del. — Improvement  in  Removing  Acid  from  the  Surface  of  Iron, — Patent  dated  December  3, 
1861. — Tnis  invention  is  explained  by  the  claim. 

Claim. — ^The  improved  process  of  removing  acid  from  sheets  and  other  articles  of  iron 
described,  to  wit :  Immersing  the  sheets  or  articles  of  iron  under  a  vacuum  or  partial  vacuiun, 
or  immersing  and  boiling  under  a  vacuum  or  partial  vacuum  the  sheets  or  article  of  iron  from 
which  the  acid  is  to  be  removed  or  cleaned,  in  a  solution  of  soda,  lime,  or  caustic  soda,  or  in 
some  solution  which  will  neutralize  the  acid  previoxisly  applied  to  the  iron. 

Also,  UTjpng  or  forcing,  by  means  of  liquid,  steam,  or  atmospheric  pressure,  the  neutralizing 
solution  otsoda,  lime,  caustic  soda,  or  other  solution,  as  will  neutralize  the  acid  previously 
applied  to  the  iron  into  the  pores  or  interstices  in  the  iron. 

No.  33,845. — ^Lewis  Miller,  of  Canton,  O. — Improvement  in  Harvesting  Machines, — 
Patent  dated  December  3,  1861. — Between  the  end  of  the  main  supporting  a^e  and  the  end 
of  a  pulley  shaft,  whence  the  reel  is  driven,  is  a  toggle  link  so  arranged  that  the  reel  may,  in 
rising  and  falling,  and  in  approaching  or  receding  from  the  main  frame,  still  continue  in  m(^ 
tion  without  being  cramped  or  checked. 

Claim. — In  combination  with  a  harvesting  machine  that  has  its  finger  bars  hinged  to  the 
main  frame,  and  whose  reel  is  operated  from  the  main  driver  wheel  or  axle,  a  toggle  link 
connexion  between  said  driver  wheel  or  axle  and  the  reel  shaft,  so  that  the  finger  bar  and  its 
appliances  may  be  free  to  rise  and  fall  in  conforming  to  the  inequalities  of  the  ground  over 
which  it  is  passing,  and  continue  to  be  driven  without  cramping,  substantially  as  described. 

No.  33,846.— Henry  Mooers,  of  Toledo,  0,—Im]^roved  Mode  of  Heating  Moutds.^Tat- 
ent  dated  December  3,  1861. — ^The  device  used  in  this  invention  consists  ot  a  ring  or  chill, 
cast  hollow,  and  provided  with  a  tube  for  the  entrance  and  escape  of  the  steam,  or  a  coil  of 
iron  pipe  passing  several  times  around  the  chiU  may  be  used. 

Claim, — The  heating,  by  means  of  steam,  the  cmlls  or  moulds  for  hardening  the  tread  of 
cast  iron  wheels  or  wheel-tire  for  raihroad  cars  or  carriages,  in  the  mode  substantially  as  de- 
scribed. 

No.  33,847. — Daniel  Moore,  of  Brooklyn,  N.  Y. — Improvement  in  Breech-Loading  Fire- 
Arms. — Patent  dated  December  3,  1861. — ^This  invention  consists  in  the  use  of  double  breech 
blocks,  one  sliding  in  the  other  on  the  line  of  the  barrel  and  the  other  at  right  angles  thereto, 
in  such  a  manner  that  the  transverse  moving  block  draws  away  from  bemnd  the  longitudi- 
nally moving  block  which  draws  away  from  the  barrel  for  introducing  the  cartridge,  and  is 
forced  up  a^ain  to  the  rear  end  of  the  barrel,  when  the  laterally  moving  olock  comes  up  behind 
to  sustain  the  longitudinally  moving  block  against  the  force  of  the  explosion.  A  peculiarly 
constructed  lever  is  made  to  act  upon  the  blocks  in  such  a  manner  that  by  a  simple  movement 
forward  or  back  the  two  blocks  are  slidden,  and  the  breech  opened  or  closed  by  the  one  mo- 
tion of  the  lever. 

Claim. — First,  the  breech  blocks  d  sliding  on  the  line  of  the  barrel,  combined  with  the  rec- 
tangular block  e,  moving  at  right  angles  to  said  block  d  in  the  manner  specified,  so  that  the 
block  e  is  drawn  down  for  the  block  a  to  slide  back  and  over  said  block  e,  as  set  forth. 

Second,  the  lever  h  on  the  fulcrum  4,  with  the  arms  i  and  k^  in  combination  with  the  blocks 
d  and  e,  so  that  the  movements  specified  are  given  to  said  blocks  by  said  lever,  as  set  forth. 

Thir4  the  semicircular  grooved  piece  3  to  receive  the  flange  of  the  cartridge,  in  combination 
with  the  breech  block  d^  fitted  and  acting  as  set  forth. 

Fourth,  the  spoon-shaped  piece  I  on  the  lever  h  to  receive  the  cartridge  when  entered,  or  to 
loosen  the  metallic  case  from  the  groove  3,  as  set  forth. 

No.  33,848.— E.  A.  and  Samuel  Moore  and  David  Mooney,  of  Ilndley,  O.— /mwrow- 
ment  in  Cattle  Pumps, — Patent  dated  December  3,  1861. — ^This  invention  consists  in  the  use 
of  a  force  pump  in  connexion  with  a  loaded  or  counterpoised  tilting  platform,  so  arranged 
that  as  the  piston  begins  to  descend  under  the  action  of  the  weight  of  tne  animal,  water  will 
be  ejected  from  the  spout  x 

Claim. — ^The  arrangement  of  the  tilting  platform  I  and  bar  or  lever  J,  loaded  as  shown,  in 
combination  with  the  force  pump  partially  or  wholly  submerged,  and  provided  with  thejointed 
elevation  tube  F,  valves  C  G,  and  solid  or  close  piston  D,  as  and  for  the  purpose  set  forth. 

No.  33,849.— G.  W.  Oakeley,  of  Reading,  Fa.,^ Improvement  in  fl«ater».— Patent  dated 
December  3,  1861. — The  inclination  of  the  tubes  is  designed  to  cause  a  continuous  current  of 
air  to  pass  from  one  side  to  the  other;  partitions  are  secured  between  the  tiers  of  flues,  with 
an  open  space  at  each  end  alternately,  so  as  to  give  the  products  of  combustion  a  tortuous 
course  through  the  radiator. 
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Claim. — ^The  flues  B  B,  arranged  in  tiers,  one  tier  being  inclined  in  a  direction  contrary  to 
that  of  the  adjacent  tier,  in  combination  with  the  inclined  partitions  D  L,  the  whole  being  ar- 
ranged within  a  casing  of  any  desired  form,  substantially  as  and  for  the  purpose  set  forth. 

No.  .'^3,850.— Oscar  Paddock,  of  Watortown,  N.  Y. —Improved  lee  Cream  Freezer.— 
Patent  dated  December  3,  18G1. — ^The  obiect  of  this  invention  is  to  give  motion  to  the  freezing 
vessel  within  the  ice  reservoir  and  clear  the  interior  surface  of  the  vessel  from  the  ice  adhering 
thereto. 

Claim. — First,  in  a  freezing  vessel  designed  to  rotate  its  axis  the  stirring  blades  or  studs 
arranged  upon  and  around  the  said  vessel,  substantially  as  described,  so  that  the  ice  in  im- 
mediate vicinity  of  the  said  vessel  shall  bo  constantly  stirred  and  the  salt  precipitated  to  the 
bottom  of  the  resen'oir,  mixed  with  the  ice,  as  set  forth. 

Second,  funning  the  pivot  of  the  freezing  vessel  of  a  spherical  or  conical  shape  extemaDy, 
with  an  angular  cavity  internally,  in  combination  with  a  cylindrical  spindle  having  angular 
ends  to  fit  tuo  said  cavity  and  crank,  whereby  rotation  may  be  imparted  to  the  vessel  wiUiout 
fastening  the  spindle  thereto. 

Third,  combining  with  the  spindle  and  freezing  vessel,  constructed  as  described,  a  hollow 
^spindle  provided  with  scraping  blades,  the  former  having  an  angular  head  for  holding  tha 
scrapers  stationary  within  the  vessel  while  it  is  being  rotated,  substantially  as  and  for  the  pur- 
pose Tet  forth. 

Fourth,  providing  the  cover  of  the  freezing  vessel  with  adjustable  flaps  to  clasp,  when 
necessary,  the  solid  spindle,  so  that  the  scraping  blades  may  bo  removed  when  the  ice  shall 
have  acquired  a  certain  degree  of  consistency. 

No.  33,851.— W.  B.  Ready,  of  Sacramento,  Cal. — Improvement  in  Gang  Ploughs.— 
Patent  dated  December  3,  18G1. — ^The  curved  beams  are  designed  to  throw  the  strain  or  pull 
down  and  lessen  the  draught  of  the  implement.  To  the  forward  part  of  tho  outer  beams  aro 
secured  bent  arms,  to  which  the  wheels  aro  attached,  and  by  means  of  a  slotted  bar  and  set 
screw  the  position  of  tho  wheels  is  regulated,  so  as  to  determine  the  depth  of  the  ploughs  in 
the  grouna.  By  means  of  a  lever  attached  to  one  of  tho  arms  tho  ploughs  may  be  raised 
clear  from  the  ground  by  the  driver. 

Claim. — First,  the  curved  beams  A,  when  used  in  connexion  with  a  gang  plough,  or  a  series 
of  ploughs,  connected  together  by  cross-bars  B  B  B^  constructed  and  operating  as  and  for  tho 
purpose  set  forth. 

Second,  the  arrangement  of  the  arms  G,  wheels  I,  and  the  lever  J,  when  attached  to  tho 
right-hand  arm  G,  and  connected  to  the  central  beam  A,  as  and  for  tho  purpose  set  forth. 

No.  33,a')2.— C.  G.  Sargent,  of  Granite  ville,  'bloss.— Improvement  in  Machines  for  Clean- 
ing Fibrous  Materials. — Patent  dated  December  3,  1861. — ^The  case  containing  the  comh- 
beating  cylinder  is  constructed  so  that  no  air  can  enter  except  a  small  quantity  imder  the  feed 
rolls  and  at  the  opening  under  the  guard  cylinder.  The  material  being  fed  upon  the  aijron. 
is  carried  forwara  to  the  feeding  rolls,  which  pass  it  to  the  comb  cylinder,  by  which  the  tibres 
are  combed  out  and  straightened,  the  dust  and  light  dirt  being  carried  through  the  perforated 
lining  on  the  top  of  tho  cylinder  and  blown  off  by  the  fan. 

Claim. — Picking  the  tibre  at  tho  front  and  rear  of  the  machine,  in  combination  with  two 
inrushing  currents  of  air,  substantially  as  described. 

Also,  in  combination  with  the  picking  of  the  fibre  at  the  front  and  rear  of  the  machine,  and 
the  two  inrushing  currents  of  air  for  carrying  the  lighter  impurities  up  into  the  machine,  the 
two  passages  immediately  below  the  picking  points  for  tho  grosser  impurities  to  fall  into,  sub- 
stantially as  described. 

Also,  in  combination  with  the  main  cylinder  D  and  tho  toothed  cylinder  I,  the  guard  cyuD- 
der.J,  in  connexion  with  tho  open  space  leading  into  said  cylinder  D  for  the  air  to  paw 
in,  substantially  as  and  for  the  purpose  described. 

Also,  in  combination  with  an  exhaust  fan,  arranged  over  the  machine,  and  tho  air  passages 
leading  to  it  from  the  front  and  rear  of  the  machine,  for  carrying  off  tho  lighter  impuriti^ 
and  tho  passages  below  for  tho  grosser  impurities  to  fall  into,  the  cylinders  JIM,  for  the 
double  purpose  of  closing  that  part  of  the  machine  against  tho  admission  of  air,  and  for  sepa- 
rating and  carrying  out  at  different  points  or  places  the  cleaned  fibre,  the  dust,  and  the  grosser 
impuiities,  without  allowmg  them  to  minglo  after  they  aro  once  separated,  substantially  as 
described. 

No.  33,853.— John  Sciieeper,  of  New  York,  N.  Y.— Improvement  in  Combined  Carria^ 
Lantern  and  Axle  Lubricator.— Voieni  dated  December  3,  18C1.— This  invention  consists  m 
attaching  a  lantern  to  the  front  axle  of  a  carriage,  which  is  provided  with  a  reservoir,  so  con- 
structed as  to  automatically  supply  oil  to  lubricato  the  axle  h^aring^  and  at  the  same  time  leefi 
the  hintem.  . 

Claim. — First,  feeding  a  carriage  lantern  and  axle  bearing  with  oil  from  the  same  reservou, 
Knbstantially  as  described  for  the  purpose  set  forth. 

Second,  the  reservoir  E,  screw  cap  J,  horizontal  perforated  tube  F,  screw  nuts  *  c»  ^"v^J' 
collar  0,  and  axle  bearing  B,  when  combined,  arranged,  and  operating  in  the  manner  descnbeo. 


Digiti 


zed  by  Google 


COMMISSIONER    OF   PATENTS.  595 

No.  33,854— S.  J.  Seely,  of  Brooklyn,  N.  Y,—Tmprovement  in  Portable  Body  Battery,— 
Patent  dated  December  3,  1861. — ^This  invention  consists  of  a  portable  battery,  to  be  carried 
by  a  foot  soldier  npon  the  front  of  his  body,  and  to  be  fired  from  that  position,  or  upon  the 
breast  of  the  horse  of  a  cavaky  soldier,  to  oe  fired  by  the  rider.  A  series  of  breech-loading 
pistol  barrels  are  attached  to  a  plate,  which  serves  the  double  purpose  of  securing  the  barrels 
of  the  battery  in  place  and  of  protecting  the  vital  parts  of  the  bo<ly  of  the  wearer  from  shot. 
The  whole  nimiber  of  barrels  of  the  battery  may  be  fired  instantaneously,  by  moans  of  an 
arrangement  of  coimnunicatin^  apertures,  upon  the  explosion  of  a  single  percussion  cap,  or 
each  adjoining  barrel  after  the  first  may  bo  fired  by  the  tiring  of  the  preceding  barrel. 

Claim, — First,  the  general  arrangement  of  the  portable  battery,  constructed  and  operated 
89  shown  and  described. 

Second,  the  use  of  the  breast  or  body  plate  A,  in  combination  with  the  series  of  barrels  B, 
for  the  purposes  set  forth. 

Third,  the  combination  of  the  breast  or  body  plate  A  with  the  breastplate  F,  as  shown, 
whereby  the  series  of  barrels  B  can  be  loaded  readily  from  the  breech  by  the  wearer  and  opera- 
tor of  the  battery,  as  described. 

Fourth,  the  use  of  the  arrangement  of  the  apertures  communicating  from  the  first  to  the 
last  of  the  series  of  barrels  B,  as  described,  by  which  the  whole  of  the  series  of  barrels  are 
fired  by  the  explosion  of  a  single  percussion  cap  or  wafer,  (avoiding  the  necessity  of  using  a 
train  or  fuze  to  effect  that  pcurpose,)  as  set  forth. 

No.  33,855.— F.  B.  Stevens,  of  Weehawken,  N.  J,— Improvement  in  Cut-Off  Valve  Mo- 
tion,— Patent  dated  December  3,  1861. — This  invention  consists  in  certain  additions  to  the 
valve  motion  patented  by  E.  L.  and  F.  B.  Stevens,  January  25,  1841,  and  have  for  their 
object  raising  tne  eduction  valves  more  rapidly  than  they  are  commonly  raised ;  and  also  to 
produce  the  same  effect  as  that  of  the  addition  of  Stevens's  cut-off,  known  as  the  *'Gags,"  by 
placing  hinge  pieces  on  the  top  of  the  tappets  that  work  the  induction  valves,  which  hinge 
pieces  are  worked  by  small  tappets  placed  on  the  hollow  rock  shafl. 

Claim. — First,  setting  the  tappets  that  work  the  eduction  valves  on  the  same  shafl,  and  at 
or  near  the  same  angle  of  depression  that  the  tappets  of  Stevens's  cut-off  are  set,  so  that  the 
eduction  valves  can  be  lifted  at  the  same  speed  that  the  induction  valves  are  lifted  by  Stevens's 
cut-off. 

Second,  the  hinge  pieces  E  F  G  and  H,  hinged  at  the  ends  of  the  tappets  ABC  and  D, 
and  raised  and  lowered  by  the  small  tappets  L  M  N  and  0,  these  small  tappets  being  attached 
to  the  hollow  rock  shaft  1  placed  over  tne  rock  shaft  </,  and  worked  by  the  cccentiic  motion 
that  works  the  eduction  valves  in  Stevens's  cut-off,  as  commonly  constructed. 

No.  33,856.— F.  B.  Stevens,  of  Weehawken,  N.  J,— Improved  Condenser  for  Steam  En- 
gines,— Patent  dated  December  3,  1861. — ^The  nature  of  this  invention  will  bo  understood 
from  the  claim. 

Claim. — First,  the  combination  of  a  surface  or  external  condenser  with  a  cooler,  so  that  a 
part  of  the  steam  is  condensed  by  external  condensation  and  a  part  by  the  injection  of  water 
withdrawn  from  the  condenser  and  cooler  after  having  been  cooled  there. 

Second,  the  combination  of  a  surface  or  external  condenser  placed  between  the  side  pipes 
and  the  ordinary  condenser  of  a  steam  engine,  with  a  cooler  for  cooling  the  water  from  the 
hot  well ;  this  cooler  being  placed  between  the  hot  well  and  the  ordinary  condenser,  so  that 
Uie  steam,  after  being  partially  condensed  by  the  external  condenser,  is  then  further  con- 
densed by  means  of  the  injection  of  the  cooled  water  from  the  hot  well  into  the  ordinary  con- 
denser, the  surface  of  both  external  condenser  and  cooler  being  cooled  by  the  application  of 
water. 

No.  33,857.— F.  B.  Stevens,  of  Weehawken,  N.  J. —Improved  Condenser  for  Steam  En- 
gines,— Patent  dated  Decembers,  1861. — This  invention  consists  in  forming  the  condenser  or 
cooler  in  a  series  of  parallel  rectangular  passages  by  plates  of  cast  iron,  the  water  to  be  cooled 
or  the  steam  to  be  condensed,  being  made  to  pass  through  certain  of  the  passages,  while  the 
cooling  water  is  made  to  pass  through  the  others  in  a  current  at  right  angles  to  the  current  of 
the  water  to  be  cooled  or  the  steam  to  be  condensed,  and  on  the  reverse  side  of  the  surface. 
The  current  of  the  water  to  be  cooled  is  reversed  and  made  to  pass  successively  through  two 
or  more  of  the  rectangular  passages.  In  the  pipes  that  convey  water  to  the  rectangular  pas- 
sages are  placed  guide  plates  in  such  a  manner,  that  the  water  may  be  conducted  into  each 
passage  in  equal,  or  nearly  equal,  quantity.  Between  every  two  apertures  is  formed  a  wedge 
or  bow  piece  for  the  purpose  of  preventing  the  water  from  being  impeded  by  striking  against 
a  flat  surface  between  the  two  apertui"es.  Water  is  made  to  enter  the  vessel  by  means  of  two 
or  more  apertures  in  its  side.  ^ 

Claim, — First,  a  condenser  or  cooler  for  steam  engines,  formed  by  a  series  of  parallel  rec- 
tangular passages  ft  6  6,  through  which  the  steam  to  be  condensed  or  water  to  bo  cooled 
passes,  while  the  current  of  the  cooling  water  is  made  to  pass  through  tho  passages  a  a  a  on 
the  reverse  side  of  the  surface,  and  in  a  current  at  right  angles  to  the  current  of  tho  steam  to 
be  condensed  or  water  to  be  cooled,  and  forming  these  passages  by  means  of  the  rectangular 
metallic  plates  c  cc^  made  separately,  and  bolted  together  by  the  bolts  eee,  or  cast  together 
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as  shown  in  figures  V,  YI,  YII,  and  VIII.  Also  two  or  more  of  these  condensers  combmed 
into  one,  by  being  attached  to  each  other  by  the  screw  bolts  0  0  0. 

Second,  reversing  the  current  of  the  water  to  be  cooled  by  means  of  the  cap  pieces  r  and  », 
so  that  it  may  be  made  to  flow  in  succession  through  two  or  more  of  the  rectangular  pas- 
sages 6  6. 

Third,  the  miiding  plates  K  K  E,  as  a  means  of  guiding  the  water  into  the  rectangolar 
passages,  so  that  it  may  be  equally  distributed. 

Fourth,  the  deflecting  pieces  A  A  A,  so  arranged  as  to  gently  deflect  the  cooling  water  into 
the  rcctangular  apertures  a  a  a. 

Fifth,  two  or  more  apertures  tit  made  through  the  side  of  the  vessel  or  ship,  in  combination 
with  the  condenser  or  cooler,  and  also  in  the  same  combination  with  the  sloping  recesses  ti  k. 

Sixth,  in  combination  with  the  condenser  or  cooler,  the  pipe  II,  turned  upward  as  a  device 
to  render  the  condenser  or  cooler  accessible  without  the  intervention  of  a  cock  or  valve;  also, 
the  small  pipe  and  cock  Y,  connecting  the  pipe  at  or  near  the  summit  of  the  torn  with  the 
interior  of  the  condenser. 

No.  33,858.— F.  B.  Stevens,  of  Weekawken,  N.  J,— Improvement  in  Cirt-OJf.— Patent 
dated  December  3,  1861. — ^This  invention  consists  in  certain  additions  to  the  valve  motion 
patented  by  E.  L.  and  F.  B.  Stevens,  January  25,  1841.  An  additional  rock  shaft  is  con- 
nected with  the  exhaust  rock  shaft,  so  that  its  motion  is  identical,  and  upon  this  additional 
rock  shaft  are  placed  toes  or  tappets  that  work  against  additional  feet  placed  on  the  in- 
duction valve  lilting  rods.  By  means  of  screws  and  nuts,  in  connexion  with  the  tappets,  the 
steam  may  be  cut  off  at  some  point  between  that  at  which  Stevens's  cut-off  is  set  and  the  foil 
stroke  of  the  piston. 

Claim, — Adding  to  Stevens's  cut-off  the  shaft  A,  and  tappets  E  and  F,  the  lifters  Q  and  B, 
the  hinge  pieces  O  and  P. 

Also,  adding  the  right  and  left  handed  screw  H,  working  the  nuts  I  and  E  backward  and 
forward,  and  elevating  and  depressing  the  tappets  E  and  1* . 

No.  33,859.— Emil  Tritten,  of  Philadelphia,  Tei.— Improvement  in  Lamjif.-Patent  dated 
December  3,  1861. — In  connexion  with  the  wick  tube  is  used  a  perforated  sliding  cap,  fitted 
upon  the  wick  tube  by  means  of  a  non-conducting  connexion,  for  the  purpose  of  buminj^  coal 
oil  without  a  chimney,  and  admitting  of  a  ready  adjustment  for  burning  coal  oils  of  different 
grades. 

Claim. — ^The  sliding  cap  C,  formed  of  a  lower  conical  part  a,  surmounted  by  a  deflector  i, 
said  parts  being  perforatea,  and  the  cap  connected  with  the  wick  tube  B,  by  having  the  latter 
pass  through  the  bottom  e  of  the  former,  substantially  as  and  for  the  purpose  set  forth. 

Also,  having  the  bottom  e  of  the  cap  C  constructed  of  wood  or  other  substance,  which  is  a 
good  non-conductor  of  heat,  when  said  cap  isnised  in  combination  with  the  wick  tube  B,  and 
all  arranged  as  and  for  the  purpose  specified. 

No.  33,860.-1.  B.  TURNER,  of  Jacksonville,  El. — Improvement  in  Cultivators,— TaXcni 
dated  December  3,  1861. — This  machine  is  designed  to  plough,  roll,  and  pulverize  the  groond 
at  the  same  time. 

Claim. — First,  in  combination  with  a  main  frame,  supported  on  and  carried  by  a  drum  B, 
on  one  side  serving  as  a  roller  and  a  wheel  0,  on  the  opposite  side  a  hinged  plough  ftame  D, 
controlled  by  said  main  frame,  substantially  as  described. 

Also,  the  combination  of  the  pivoted  levers  E  P  with  a  horizontally  hing^  tongue  0,  so 
that  the  driver,  from  his  seat,  may  change  the  line  of  draught  and  the  direction  oi  the  mar 
chine,  substantially  as  set  forth. 

Also,  the  angularly  shaped  brace  n,  for  holding  the  mould  board  to  the  brace  at  its  upper 
portion,  when  it  also  admits  of  having  the  unobstructed  space  between  the  mould  board  and 
the  brace,  as  at  A,  for  the  purpose  as  described. 

Also,  fastening  the  mould  boards  to  the  plough  frame  by  means  of  the  cross  braces  t  j, 
brace  tt,  and  staple  my  with  its  key,  in  the  manner  and  for  the  purpose  described. 

Also,  the  removable  extension  piece  t,  in  combination  with  the  mould  board,  for  the  purpose 
described. 

No.  33,861.— Washington  Whitney,  of  Baldwinsville,  Mass.— /*iiDror«i  Clothes 
Wringer. — Patent  dated  December  3, 1861. — This  invention  consists  in  a  method  of  applying 
an  India-rubber  spring  to  the  rollers,  for  the  purpose  of  regulating  the  degree  of  pressure  upon 
the  clothes  which  pass  between  them. 

Claim. — The  described  wringing  machine,  having  its  rolls  B  and  C  drawn  together  by  the 
spring  G,  which  is  pivoted  at  one  end  to  the  frame,  and  is  compressed  by  an  attachment  g  to 
the  upper,  as  set  forth,  for  the  purpose  specified. 

No.  33,862.- W.  A.  Wood,  of  Hoosick  Falls,  N.  Y,— Improvement  in  Harcwfers.— Patent 
dated  December  3,  1861. — ^Tfais  invention  consists  in  uniting  the  finger  bar  to  a  bent  bar  at 
or  near  the  line  of  the  centre  or  axle  of  the  drive  wheel,  said  bent  bar  being  in  turn  hingjed 
l^  rods  to  the  stubble  side  of  the  main  frame,  so  that  it,  as  well  as  the  finger  bar,  may  nse 
and  &11,  or  be  raised  up  and  held  or  let  down,  at  pleasure,  by  the  operator,  from  his  scat. 
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Claim. — Connecting  a  short  finger  bar  to  the  bent  bar  E,  at  or  near  the  line  of  the  axle  or 
centre  of  the  main  dnving  wheel,  in  combination  with  the  hinging  of  said  bent  bar  to,  or 
near  to,  the  stubble  side  of  the  main  frame  by  rods  or  braces,  substantially  in  the  manner 
and  for  the  purpose  described. 

No.  .'):3,863. — J.  A.  Woodbury,  of  Boston,  Mass. — Improvement  in  Projectiles  for  Smooth- 
bored  Ordnance, — Patent  dated  December  3,  1861. — ^The  external  oblique  channels  by  which 
rotation  is  imparted  to  the  shot  are  formed  of  the  greatest  depth  at  the  greatest  diameter  of 
the  shot,  and  decreasing  gradually  in  depth  towards  the  front  and  rear,  in  order  to  present 
the  smallest  possible  area  of  resistance  to  the  passage  of  the  shot  through  the  air. 

Claim. — Jirst,  channelling  or  grooving,  in  the  manner  explained,  the  surface  of  an  elon- 
gated projectile,  tapering  toward  both  ends,  for  the  purpose  of  producing  the  greatest  rotative 
torce  with  the  least  possible  atmospheric  resistance. 

Second,  the  use  ot  a  sabot,  spirally  or  obliquely  winged  or  grooved,  so  as  to  receive  rota- 
tion by  the  action  of  the  gases  escaping  in  the  act  of  firing  in  the  described  combination,  with 
a  projectile  spirally  winged  or  grooved  in  the  opposite  direction,  so  as  to  receive  a  correspond- 
ing rotation  by  the  action  of  tne  atmosphere  during  its  flight. 

No.  33,804.— Suspended. 

No.  33,865.— L.  R.  Carpenter,  assignor  to  Himself  and  S.  K.  Williams,  of  Lancaster, 
O. — Improvement  in  Carriage  Brakes. — Patent  dated  December  3,  1861. — This  invention  is 
explained  by  the  claim. 

Claim. — Hanging  or  arranging  the  shaft  that  winds  the  chain  and  applies  the  brake,  sub- 
stantially as  descrilxMl,  so  that  when. the  fore  end  of  the  pole  or  perch  is  depressed  in  descend- 
ing a  hill,  the  roller  S  will  swing  against  the  wheel  or  hub  and  be  turned,  so  as  to  wind  the 
chain  and  apply  the  brake,  and  when  the  fore  end  of  the  pole  is  raised  the  wheel  will  swing 
from  the  hub  and  release  the  brake, 

Also,  the  cam  U  on  the  shaft  I>>  for  the  purpose  specified,  substantially  as  described. 

No.  33,866.— J.  B.  Clark,  administrator  of  D.  F.  Smith,  deceased,  assignor  to  A.  W. 
Smith,  of  Manchester,  N.  H. — Improvement  in  Fliers. — Patent  dated  December  3,  1861. — 
The  object  of  this  invention  is  to  wind  more  closely  and  evenly  the  thread  upon  its  bobbin, 
by  means  of  an  adjustable  pressor  attached  to  the  flier.  The  bobbin  having  oeen  placed  in 
the  flier,  the  latter  is  set  in  motion  with  the  thread,  and  by  the  revolution  of  its  flier  the  thread 
is  wound  on  its  bobbin,  and  the  arm  of  the  pressor,  flattened  at  its  end,  is  continually  held 
down  to  the  surface  of  the  bobbin  by  means  of  its  springs. 

Claim. — ^The  mode  of  regulating  the  pressure,  by  means  of  the  adjustable  spiral  spring  S 
connected  thereto,  substantially  as  described,  for  the  purposes  set  forth. 

No.  33,867.— W.  E.  Hatfield,  assignor  to  Beubeji  Raden  and  George  Hall,  of  New- 
ark, N.  J. — Improvement  in  Machines  for  Sizing  Hat  Bodies. — Patent  dated  December  3, 
1861 . — The  cisterns  which  contain  the  heated  liquor  are  placed  between  a  crozing  board  or 
plank  and  the  sliding  and  lifting  plates  which  do  the  work.  The  upper  plate  is  provided  with 
corrugations  on  its  under  side,  and  to  this  plate  a  reciprocating  motion  is  given.  The  under 
plates  being  fast  in  a  frame,  are  arranged  to  be  lifted  by  the  foot  of  the  workman  to  the  upper 
mo\nng  plate,  so  that  the  amount  of  pressure  may  be  duly  regulated. 

Claim. — ^The  combination  of  the  plates  C  and  H,  having  either  smooth  or  roughened  sur- 
faces, with  the  cisterns  and  crozing  planks,  the  whole  being  constructed  and  operated  sub- 
stantially as  and  for  the  purpose  specified. 

No.  33,868.— B.  B.  Hill,  assignor  to  Himself  and  H.  R.  Gardner,  of  Chicopee,  Mass. — 
Marking  Brand, — Patent  dated  December  3, 1861. — ^This  invention  is  explained  by  the  claim 
and  engraving. 

Claim. — A  marking  brand  fl,  case  c,  open  on  one  side  to  receive  the  letter  A  for  the  purpose 
of  providing  proper  flanges  d  for  holding  the  letters  and  bosses  K,  for  securing  the  cap  c,  with 
the  letters  in  place,  substantially  as  and  for  the  purpose  described. 

No.  33,869. — S.  G.  Rice,  assignor  to  Himself  and  Hezekiah  Dodge,  of  Albany,  N.  Y.— 
Improvement  in  Sash- Fasteners. — Patent  dated  December  3,  1861. — ^A  toothed  wheel  is  so 
placed  that  its  cogs  shall  project  just  beyond  the  outer  edge  of  the  sash  frame  and  fit  in  the 
rack  at  the  side.  The  movement  of  the  wheel  is  controlled  by  a  bent  lever  kept  in  position 
by  a  spring,  by  w^ich  means  the  sash  is  held  at  any  desired  height. 

filaim. — ^The  rotary  catch  B,  in  combination  with  the  ratchet  R  and  the  stop  lever  L,  for 
the  purposes  set  forth,  and  substantially  as  set  forth  in  the  specification. 

No.  33,870.— J.  B.  Williams,  of  Williamstown,  N.  J.,  assignor  to  Hunself  and  J.  M. 
Moore,  of  Fisherville,  N.  J. — Improvement  in  Preserving  Tw^c/^.-^Patent  dated  Decem- 
ber 3,  1861. — ^The  nature  of  this  invention  will  be  understood  by  reference  to  the  engraving. 

Claim, — ^The  cover  H,  its  annular  flan^  h,  the  annular  projection  i,  and  gum-elastic  ring 
I,  in  combination  with  the  tapering  mouth  a  of  the  vessel  and  the  collar  6,  together  with  the 
joke  B,  or  its  equivalent,  the  whole  being  arranged  as  set  forth,  for  the  purpose  specked. 
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No.  33, P71.— Joseph  Wood,  assiprnor  to  Himself  and  Edward  W.  Serrell,  of  Bed 
Bank,  N.  J. — Improvement  in  the  Mode  of  Oiling  Journals. — Patent  dated  December  3, 
18ol. — This  invention  consists  in  the  use  ot  shavinffs  saturated  with  oil,  in  contact  with  ths 
be^irinj:^  or  journal  to  bo  lubricated,  as  a  substitute  tor  cotton  waste. 

Claim. — The  manner  specified  of  supplying  oil  or  lubricating  material  to  journals  by  the 
employment  of  the  material  described,  m  the  manner  and  for  the  purpose  set  forth. 

No.  3:$, 872.— Thomas  Bracher,  of  New  York,  N.  Y .—Improvement  in  Manufacturing 
Bonnets. — Patent  dated  Decembers,  1861. — This  invention  consists  in  arranging  and  com- 
bining, with  a  single  heated  former  of  the  desired  shape,  a  stretcher  or  instrument  which 
shall  draw  and  hold  the  material  upon  the  former  until  it  is  sufficiently  dried  to  maintain  its 
shape. 

Claim. — ^The  combination  of  a  former  A,  of  the  desired  shape,  and  a  stretcher  or  upper  in- 
strument B,  constructed  and  operated  substantially  as  described,  to  draw  and  hold  the  material 
upon  the  former  while  being  shaped,  whereby  a  heated  upper  die  is  dispensed  with,  and 
bonnets,  bats,  &c.,  are  made  of  difierent  material  and  thicknesses  upon  the  same  former,  sub- 
stantially as  set  forth  and  specified. 

No.  33,873. — Levi  Abbot,  of  Boston,  Mass. — Improvement  in  Gas  Regulators. — ^Patent 
dated  December  10,  1861. — This  invention  consists  in  making  tbe  regulating  valve  and  seat 
of  vulcanized  India-rubber,  which,  being  a  poor  conductor,  the  vapors  are  less  likely  to  con- 
dense upon  the  valve  and  seat  than  when  tney  are  constructed  of  metal.  A  rod  projecting^ 
downward  from  the  valve  and  entering  a  cavity  in  the  regulating  screw  forms  a  guide  for 
the  valve  stem,  thus  dispensing  with  the  necessity  of  a  guide  across  or  above  the  valve  seat, 
and  obviating  the  obstruction  which  is  offered  to  the  gas  by  the  cross-bar  which  supports  such 
guide. 

Claim. — First,  the  construction  of  the  valve  and  valve  seat  of  a  gas  regulator  of  vulcanized 
India-rubber,  substantially  as  and  for  the  purpose  specified. 

Second,  forming  a  guide  for  the  valve  stem  within  the  regulating  screw  E,  applied  at  the 
bottom  of  the  stem,  substantially  as  specified. 

No.  33,874.— J.  R.  BayUS,  of  Baltimore,  Md. — Improved  Double  Cone  Marine  Propeller.— 
Patent  dated  December  10,  1861. — A  series  of  oars  which  are  set  at  an  equal  distance  apart 
are  attached  to  each  end  of  a  cone-shaped  hub  upon  the  shaft,  so  that  the  oars  of  each  set 
alternate.  The  oars  are  wider  at  their  outer  ends  than  at  the  centre  of  the  cone  and  are  set 
obliquelv,  the  angle  of  one  sot  being  the  reverse  of  the  other.  As  the  ends  of  one  set  of  tho 
oars  stnke  tho  water  the  latter  is  forced  between  the  blades  to  the  centre,  and  thence,  by  the 
spiral  motion,  is  forced  from  the  centre  between  the  blades  of  tho  other  set  of  oars,  thereby 
^creasing  the  speed  of  the  propeller.  By  reversing  tho  motion  of  the  shaft  a  backward  mo- 
tion can  eiisil V  be  given  to  tne  Doat. 

Claim, — The  construction  of  a  double  cone  propeller,  having  its  oars  or  blades  constructed 
and  when  arranged  relatively  to  the  hub  or  axis,  substantially  as  and  for  the  purpose  described, 

No.  33,875.— Edwin  Bo  wen,  of  Meriden,  Conn. — Improvement  in  Mode  of  Securing 
Chimneys  to  Lamps. — ^Patent  dated  December  10,  1861. — This  invention  consists  in  the  em- 
ployment of  a  slide  placed  horizontally  in  the  lamp  top  and  provided  at  one  end  with  a  hook 
or  catch,  the  slide  having  a  spring  applied  to  it  near  its  centre.  By  means  of  the  spring,  ons 
end  of  which  bears  against  tho  wick-tube,  the  slide  is -drawn  inwards  and  the  catch  brought 
over  the  chimney  flange,  so  as  to  secure  it  The  chimney  is  released  by  pressing  a  button 
on  the  slide  opposite  the  hook. 

Claim. — The  slide  D,  fitted  horizontally  in  the  lamp  top  A,  provided  with  a  hook  a  at  on« 
end,  and  having  a  spring  E,  bearing  or  acting  against  it  within  the  top,  substantially  as  and 
for  the  purpose  set  forth. 

No.  33,876. — L.  W.  BrOadwell,  of  St.  Petersburg,  'Rvu^ia,.— Improvement  in  Breech- 
Loading  Ordnance. — Patent  dated  December  10,  1861.— ^he  Bliding  breech-block  fits  within 
a  mortise  cut  for  its  reception  in  the  breech  of  the  gun,  and  is  rals^  and  lowered  by  means 
of  a  transverse  shaft  having  two  arms,  which  are  connected  with  the  breech-block  by  means 
of  two  links  and  pins.  The  arms  and  links  work  in  narrow  mortises  provided  for  them  in 
the  back  part  of  the  breech-block,  and  operate  as  a  toggle  when  the  block  is  raised  above  tbe 
bore,  the  arms  and  links  being  in  line  with  each  other.  When  the  block  is  closed  the  arms 
and  links  fold  together. 

Claim. — ^Tho  emplovment  for  elevating  and  depressing  the  breech-block  B,  for  opening  and 
closing  the  breech,  of  shaft  g,  arms  h  a,  and  links  1 1,  the  whole  combined,  arranged,  and 
operating  substantially  as  specified. 

No.  33,877.— L.  J.  Chateau,  of  Paris,  Tmnce.— Improved  Machine  for  Breaking  Subsoil.— 
Patent  dated  December  10,  1861. — The  "breaking  instrament"  consists  of  a  block  of  iron 
in  which  are  inserted  three  angular,  pointed  ieei\  inclined  downwards.  The  block  is  covend 
with  a  piece  of  wood,  and  tne  heads  of  the  teeth,  which  are  provided  with  nuts,  project 
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through  it.  The  block  is  attached  to  the  car  frame  bj*  a  jointed  j>ole,  one  end  of  which  is 
fastened  to  the  front  cross-beam  of  the  frame  by  an  axle  bolt,  thus  allowing  its  angle  of  incli- 
nation to  be  varied,  and  thereby  regulating  the  depth  to  which  the  teeth  penetrate.  The  regu- 
lator is  a  flat  bar  of  iron,  which  is  attached  to  the  pole  by  a  head  and  bolt,  and  extends  up 
to  the  frame  near  the  axle,  where  it  is  fastened  bv  passing  up  through  a  hole  in  the  bar.  By 
having  several  holes  made,  the  inclination  of  the  bar  can  be  varied.  The  teeth  are  raised  from 
the  ground  by  a  cord  attached  to  a  winch  on  the  rear  part  of  the  frame. 

Claim. — First,  the  breaking  instrument,  constructed  and  arranged  as  specified. 

Also,  connecting  the  bixjaking  instrument  with  the  carriage  by  means  ot  a  compound  reach- 
pole,  as  described. 

Also,  in  combination  therewith  the  regulator  j,  in  the  manner  and  for  the  purposes  set  forth*; 
and  further,  in  combination  with  the  apparatus  specified,  the  hoist  for  elevating  the  breaking 
apparatus,  as  described. 

No.  33,878.— John  De  Long,  of  Monroe,  Wis,— Improved  Washing  Machine,—V&teni 
dated  December  10,  18()1. — ^The  wash-box  contains  a  frame  made  in  two  parts,  hinged  to- 
gether near  one  end.  The  under  side  of  the  frame  is  provided  with  staples  to  which  rods  are 
applied,  so  that  the  rubber  may  be  adjusted  at  different  angles.  The  irame  is  provided  with 
an  axle  or  pins  at  either  side,  so  as  to  allow  it  to  oscilkte  and  cause  the  rubber  to  be  moved 
over  the  clothes. 

Claim.— ThQ  employment  of  the  adjustable  hinged  frame  B,  forming  both  a  lever  and  rub- 
ber, when  constructed  and  ananged  to  operate  with  the  box  A,  as  and  for  the  purpose 
specified. 

No.  33,879.— H.  H.  Dickinson,  of  Hartford,  Conn,— Attachment  to  Kerosene  Lamps,— 
Patent  dated  December  10,  J861. — The  object  of  this  invention  is  to  obtain  a  simple  device 
which  can  be  applied  to  any  lamp  having  a  round  wick-tube,  to  adapt  it  lor  burning  coal  oil 
without  a  chimney,  and  the  invention  consists  in  the  application  of  a  thimble  attachment  to 
the  wick-tube  of  a  larger  diameter  than  the  said  tube  for  the  purpose  of  allowing  a  free 
circulation  of  air  to  the  flame.  The  upper  portion  of  the  thimble  is  of  conical  form,  and  it  is 
also  provided  with  slitted  interstices  alternating  with  points. 

C7«iw.— The  adjustable  tube  or  thimble  C  surrounding  the  round  wick-tube  of  an  ordinary 
lamp,  said  thimble  being  of  conical  form  at  top,  and  having  points  b  e  and  interstices  a  d  aX 
top  and  bottom,  operating  in  the  manner  described  for  the  puipose  set  forth. 

No.  33,880.— G.  D.  Dows,  of  Boston,  Mass.— Improved  Soda  Apparatus,  combined  with 
an  let  Cutter. — Patent  dated  December  10,  18G1. — In  the  end  of  the  ice  box  is  a  vertical 
cylinder  provided  with  an  ice  cutter  extending  the  whole  length  of  the  cylinder.  Upon  the 
top  of  the  cylinder  is  placed  a  toothed  wheel  which,  through  a  series  of  geanng,  is  made  to 
opera'te  screw  shafts  on  each  side  of  the  ice  box,  passing  through  nuts  attaciied  to  the  follower 
which  consists  of  a  metal  plate  nearly  fitting  the  dox.  As  the  ice  is  cut  off,  the  follower  keeps 
it  close  against  the  ice  cutter.  Underneath  the  ice  box  is  the  cream  chest,  provided  with  an 
eduction  pipe  opening  in  the  vertical  cylinder,  thus  allowing  the  cream  to  be  added  at  the 
same  time  the  tumbler  is  filled  with  ice. 

Claim. — The  arrangement,  for  cutting  ice,  of  one  or  more  cutters  placed  in  a  vertical  cylin- 
der, when  the  same  are  so  arranged  as  to  permit  the  passage  downward  of  the  ice,  and  are  in 
combination  with,  substantially,  the  screw  shafts  T  and  S,  nuts  X  X,  and  follower  Y  Y. 

Second,  the  arrangement  of  the  ice  cutter  substantially  as  and  for  the  purpose  described, 
when  the  same  is  in  combination  with  the  enveloping  chest  A  A  A  A,  sirup  vessels  B  B,  and 
cream  chest  H. 

Third,  the  combination  of  the  cream  chest  Ha:,  the  enveloping  chest  A  A  A  A,  the  ice  chest 
C  C  C  C,  and  sirup  vessels  B  B,  all  arranged  substantially  as  and  for  the  purpose  described. 

No.  33,881.— Jacob  Early  and  J.  B.  Parvin,  of  Hightstown,  N.  3.— Improvement  in 
Seeding  Machines.— Fektent  dated  December  10,  1861.— Between  the  stationary  cut-off  brush 
and  the  perforated  bottom,  whose  perforations  correspond  to  the  distances  between  the  bristles 
on  the  brush,  is  placed  the  reciprocating  slide  formed  of  two  perforated  plates,  the  longitu- 
dinal adjustment  of  which,  varies  the  size  of  the  openings,  and  thus  regulates  the  quantity  of 
seed  sown.    The  oblique  braces  which  are  placed  between  the  bars  are,  near  their  extremities 

Earallel  with  the  latter,  and  at  that  point  one  arm  of  the  V-shaped  plough  standard  is  pivoted 
y  a  wooden  pin.    The  other  arm  of  the  plough  standard  is  attached  by  a  crank  to  a  lever  by 
which  the  ploughs  can  be  raised  from  the  ground. 

Claim.— VirsU  the  reciprocating  slide  (T,  formed  of  two  adjustable  perforated  plates  e  c  in 

combination  with  the  stationary  cut-off  brush  F  and  perforated  bottom  c  of  the  seed  box  E 

all  arranged  as  and  for  the  purpose  set  forth.  * 

Second,  the  combmation  and  arrangement  of  the  parallel  adjustable  bars  K,  oblique  braces 

L,  plough  standards  M,  and  levers  N  N,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,882.— J.  W.  Fawkes,  of  Decatur,  111. — Improvement  in  Stedm  Ploughs.— Patent 
dated  December  10,  1861.— The  geared  drum  which  supports  Ae  machine  is  provided  at  each 
end  with  toothed  rims.    The  lower  of  the  two  rollers,  which  forms  the  windlass  on  which  the 
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chains  or  ropes  attaching  the  plotiffh  frame  to  the  machine,  are  wound,  is  also  provided  at  each 
extremity  with  pears.  The  shifting  wheels,  gearing  with  wheels  at  each  extremity  of  the 
main  driving  shatl  of  the  engine,  are  mounted  on  a  tmoil  which  rests  in  segmental  bearings, 
moving  in  segmental  guides  on  each  side  of  the  frame,  and  by  means  of  a  lever  in  reach  of 
the  driver,  can  bo  thrown  into  ge^r  either  with  the  toothed  rims  of  the  traction  drum  or  the 
geared  rollers.  By  this  means  the  whole  power  of  the  engine  may  be  applied  either  to  pro- 
pel Hug  the  machine  forward,  the  plough  frame  in  the  mean  time,  if  desired,  remaining  sta- 
tionary, and  the  attaching  ropes  unwinding;  or  else  the  power  may  be  applied  solely  to 
drawing  the  ploughs,  the  machine  iK-ing  kept  stationanr  by  spuds  entering  the  ground  at  its 
sides.  One  chuin  is  attached  directly  to  the  plough  frame,  tno  other  to  the  bar  extending 
longitudinally  under  it  and  provided  with  a  screw  and  nut,  by  wliich  the  obliquity  of  the 
frame  can  be  adjusted. 

Claim, — First,  the  combination  for  the  purpose  of  ploughing,  ditching,  &c,  by  steam,  of 
a  stationary  and  traction  engine,  windlass  attachment  and  plough  frames,  substantially  as 
set  forth. 

{Second,  the  peculiar  arrangement  of  the  geared  drum  B,  shifting  wheels  R  R,  and  g^red 
rollers  Z'  Z",  which  form  a  windlass,  substantially  as  shown  and  described,  for  the  purpose 
of  readily  changing  the  engine  from  a  traction  to  a  stationary  one,  and  vice  versa,  when  said 
windlass  and  engine  are  used  in  combination  with  ploughs,  for  the  purpose  specifie<l. 

Third,  the  adjustable  draught  bar  C  of  the  frame  B',  arranged  substantially  os  shown,  to 
admit  of  the  adjusting  of  the  frame  B',  for  the  purpose  specified. 

No.  33,883.— C.  J.  Glexn,  C.  Ball,  and  U.  I.  IIackett,  of  Unadilla,  Mich.— /wi^ore- 
ment  in  Stump  Extractors. — Patent  dated  December  10, 1861. — This  invention  consists  in  the 
employment  of  two  levers,  in  connexion  with  cords  so  arranged  that  as  the  power  is  applied 
to  the  lower  lever  it  operates  to  draw  down  the  other  lever,  which  latter  can  again  bo  raised, 
and  the  chain  which  is  attached  to  the  stump  may  be  moved  by  degrees  imtil  the  stump  is 
extracted. 

CVaiwi.— The  employment  of  the  levers  C  and  D,  the  cords  E  and  F,  the  block  G,  and  the 
pulleys  a  ad,  constructed  and  arranged  for  extracting  grubs  and  stumps,  substantially  as 
specified. 

No.  33,884.— W.  H.  Gwynne,  of  Brooklyn,  N.  Y. ^Improvement  in  Machinery  for  Rifling 
Guns. — Patent  dated  December  10,  1861. — This  invention  consists  in  the  employment  of  a 
small  hydraulic  pump,  bv  means  of  which  a  gun  can  be  rifled  without  moving  it  from  its 
place  in  the  field  or  fortification.  Water  is  forced  through  a  pipe  into  the  gun  at  the  rear  of 
the  bore  against  a  piston  which  drives  the  rifling  shaft  forward,  with  its  cutters  and  attach- 
ments. The  cutters  are  placed  upon  the  end  of^a  hollow  shaft,  within  which  latter  is  fitted 
an  expanding  rod  against  which  the  cutters  rest.  As  the  expanding  rod  is  turned,  its  conical 
ends  serve  to  dnve  out  the  cutters  against  the  inside  of  the  gun  to  any  desired  distance.  ' 

Claim. — First,  the  direct  application  of  hydraulic  pressure  for  the  purpose  of  rifling  guns. 

Second,  the  combination  of  the  hollow  shaft  F,  expanding  rod  E,  cutters  D  D,  piston  C, 
the  whole  operating  substantially  as  described  and  shown. 

No.  33,885.— Thomas  Holmes,  of  Williamsburg,  N.  Y, —Improvement  in  Embalming.— 
Patent  dated  December  10,  1861. — ^This  invention  consists  in  the  combination  of  a  regulating 
spigot,  with  an  air  chamber  containing  a  piston,  cylinder,  ejecting  pipe,  valve,  and  discharge 
pipe,  which  are  placed  over  a  vessel  containing  a  fluid.  The  piston  ptmips  up  the  fluid  and 
forces  it  through  the  ejecting  pipe  and  spigot,  which  operates  as  a  regulator,  into  a  discharge 

Sipe,  which  is  insertea  into  and  fastenea  to  an  artery  m  one  of  the  limbs  of  the  body.    Tlk) 
aid  is  thus  injected  through  all  the  vessels  of  the  aorta  and  veins  of  the  corpse. 
Claim, — The  combination  of  the  chamber  B,  enclosed  pump  C,  and  regulating  stop-cock 
H,  in  the  manner  and  for  the  purpose  stated. 

No.  33,886.— Benjamin  Hoyle,  of  Martinis  Ferry,  O.— Improvement  in  Threshing  Ma- 
chines.— Patent  dated  December  10,  1861. — ^This  invention  consists  in  arranging  a  shoe 
screen  and  fan  over  the  straw  carrier,  to  which  the  threshed  and  screened  grain  is  elevated, 
when  it  is  re-fanned  and  delivered  frofti  the  machine  into  bags. 

Claim, — In  combination  with  a  threshing  machine,  the  combination  and  arrangement  of 
the  shoe  J,  screen  g,  and  fan  K,  over  the  straw  carrier,  to  re-screen  and  re-fan  the  grain  and 
deliver  the  tailing  to  the  threshing  cylinder,  substantially  as  described. 

No.  33,887.— W.  H.  Joeckel,  of  New  York,  N.  Y,— Improved  Seat  for  Railroad  Cars 
and  Schools, — Patent  dated  December  10,  1861.— Underneath  the  seat  at  each  end  are  placed 
pendant  plates,  through  which  the  screw  by  which  the  seat  is  attached  to  the  support  passes, 
thus  allowing  the  seats  a  slight  tilting  motion.  The  side-pieces  are  also  pivoted  on  the  same 
screws,  and  can  be  turned  to  either  side  of  the  seat,  the  ends  of  the  latter  being  recessed  to 
receive  the  lower  parts  of  the  side-pieces,  and  thereby  admit  of  the  lips  projecting  over  the 
ends  of  the  seat  so  as  to  serve  as  bearings.  The  back-piece  is  made  of  two  rectangular 
firames  hinged  together,  and  is  swung  between  the  side-pieces  by  pivots  on  the  upper  frame, 
thus  affording  a  proper  support  in  either  position  of  the  side-pieces. 
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Claim. — First,  the  reversible  side-pieces  b  6,  attached  to  the  seat  supports  A  A,  at  the  points 
specified,  iu  connection  with  the  independent  adjustable  rest  or  bacK  support  D,  armuged 
substantiullv  as  and  for  the  purpose  set  forth. 

Second,  tuc  combination  of  the  side-pieces  b  6,  and  adjustable  seat  B,  attached  to  the  sup- 
port A  A,  and  arrang^ed  to  operate  as  and  for  the  purpose  set  forth. 

No.  33,888.--II.  W.  Johnson,  of  Athens,  Fa,— Improved  Washing  itfacAinc.— Patent 
dated  Dcceinber  10,  18ol. — A  hollo>y  cylinder  rotates  in  a  i*emi-cylindrical  box,  the  inner 
side  of  which  hitter  is  cornigated.  Each  end  of  the  shaft  of  the  cylinder  is  provided  with 
friction  rollers,  which  rest  upon  inclined  ways  on  the  inside  surface  of  the  end  of  the  box, 
thus  allowing^  the  cylinder,  wuen  the  clothes  accumulate  in  wads  or  knots  on  the  side,  to  yield 
upwardly  and  sideways.  Bearing  strips,  moving  in  vertical  guides  on  each  end  of  the  ways, 
rest  on  the  friction  rollers,  and  by  the  action  of  the  springs  effect  a  return  of  the  cylinder  to 
its  proper  position.  The  holding  bars  on  the  surface  ofthe  cylinder  are  for  the  piu-pose  of 
confining  by  one  end,  the  smaller  articles  to  be  washed,  the  other  end  being  curved  in  and 
out  of  the  cylinder  under  a  stationary  bar.  The  clamping  bars  are  omitted  at  one  point  of 
the  cylinder,  and  an  opening  left  for  the  insertion  of  larger  articles. 

Claim. — First,  the  inclined  ways  b  b  and  friction  rollers  a,  in  combination  with  the  bearing 
strips  e  and  springs  /,  as  and  for  the  purpose  specified. 

Second,  the  clam])ing  and  stationary  holding  bars  i  j  and  m,  in  combination  with  the 
intervening,  comigatcd,  or  fluted  sections  A,  as  and  for  the  purpose  set  forth. 

Third,  the  clamping  and  stationary  holding  bars  t  j  and  m,  in  combination  with  the  open- 
ing «,  in  the  cylinder,  as  described. 

Fourth,  the  hollow  cylinder,  with  its  opening  ii,  in  combination  with  the  external  corruga- 
tions A,  and  the  concave  corrugated  or  fluted  bottom  B,  of  box  A,  as  and  for  the  purpose 
described. 

No.  33,889.--W.  C.  BIneeland,  of  Brooklyn,  N.  Y. ^Improvement  in  Ct^ars.— Patent 
dated  December  10,  1861. — ^The  nature  of  this  invention  will  be  understood  from  the  claim. 

Claim. — A  smoking  cigar  produced  from  fine  cut  tobacco,  enclosed  first  within  a  tube  of 
silk  or  other  tasteless  and  inodorous  materials,  and  afterward  covered  with  a  wrapper  of  to- 
bacco in  the  manner  described. 

No.  33,890  — Edward  Kirk,  jr.,  of  New  York,  N.  Y. — Improvement  in  Cook  Stoves, — 
Patent  dated  December  10,  1861. — This  invention  consists  in  connecting  the  smoke-pipe  col- 
lar with  one  of  the  lids  or  covers  of  the  pot-holes  of  the  stove,  and  so  arranging  the  dampers 
therewith  that  the  stove  may  be  placed  with  its  back  against  the  flue,  and  project  into  the 
room  as  might  be  required  in  winter,  or  adjusted  with  one  side  against  the  flue,  so  as  to  avoid 
the  radiation  of  heat  in  sununer. 

Claim. — Having  the  flanch  E,  Which  receives  the  smoke-pipe,  formed  on  one  of  the  lids 
or  covers  D  of  the  pot-holes,  and  arranging  the  dampers  and  flues  of  the  stove,  substan- 
tially as  shown,  or  in  an  equivalent  way,  to  admit  of  a  direct  draught,  or  a  circuitous  one, 
around  the  oven  C,  in  either  positions  of  the  lid  or  cover  B,  for  the  purpose  set  forth. 

No.  33,891.— P.  F.  Jones,  of  New  York,  N.  Y.-~ Improvement  in  Operating  Heavy  Guns,— 
Patent  dated  December  10,  1861. — Upon  the  platform  which  supports  the  gun,  and  concen- 
tric with  the  traverse  circle,  is  placed  a  cogged  circle.  A  httle  in  front  of  the  rear  transom  of 
the  chas-ses  is  placed  another  transom,  and  these  two  afford  bearings  for  a  shaft  which  is 
provided  at  its  rear  extremity  with  a  hand  wheel,  and  between  the  two  transoms  with  a 
pinion.  This  pinion  engages  with  a  cog  wheel  having  its  bearings  in  pendents  from  the 
transoms,  and  the  cog  wheel  engages  with  the  cogged  circle,  so  that  by  rotating  the  shaft 
the  gun  can  bo  turned  in  any  direction.  The  cogged  semicircle  is  moved  by  the  worm  on 
the  inchned  shaft,  which  has  its  bearings  in  the  transoms  of  the  carriage,  and  is  operated  by 
a  hand  wheel.  By  this  moans  the  gun  is  elevated  and  depressed  with  the  expenditure  of  a 
very  little  power.  A  slotted  gauge  is  fixed  at  one  end  to  the  worm  rod,  and  is  held  in  proper 
position  by  a<louble-headed  index  projecting  from  the  cascabel  through  the  slot,  thus  en- 
abling the  gunner  to  determine  at  a  glance  the  degree  of  elevation. 

Claim. — riie  cog  circle  B,  in  combination  with  the  pinions  L  and  N,  or  either  of  them, 
when  constructed  as  described,  and  used  in  connecticm  with  the  traverse  circle  A. 

Also,  the  cogged  semicircle  C,  attached  to  the  chase  or  neck,  and  to. the  cascabel  as  de- 
Bcribed,  in  combination  with  the  worm  A^  as  and  for  the  purpose  set  forth. 

Also,  the  fixed  circular  slotted  scale  or  gauge  D,  when  constructed  and  arranged  substan- 
tifdlv  as  specified. 

Also,  the  cogged  semicircle  C  and  worm  A^  in  combination  with  the  fixed  chrcular  slotted 
scale  or  gauge,  as  described. 

Lastly,  the  cogged  circle  B,  with  its  pinion  or  pinions,  in  combination  with  the  cogged 
semicircle  C  and  worm  A^  as  and  for  the  purpose  indicated. 

No.  33,892. — IIenry  Killam,  of  New  Haven,  Conn.^Improved  Stop  for  Coach  Doors.— 
Patent  dated  December  10,  1861. — The  object  of  this  invention  is  to  prevent  coa^-h  doors  from 
opening  beyond  a  certain  limit,  and  so  avoid  contact  with  the  bact  wheel.     The  invention 
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consists  in  the  nso  of  a  ciirvod  metal  bar,  one  end  of  which  is  atfathod  by  a  binfred 
joint  to  the  door,  and  t\w  other  end  is  attached  to  a  8li<le,  which  is  fitted  on  a  horizontal  rod  f*e- 
curcd  to  a  rail  to  whioh  tlic  fiont  part  of  the  scat  is  attached,  the  rod  bcin<]^  of  such  a  lenjrth  and 
placed  in  such  a  position  as  to  admit  of  the  door  opening  to  a  position  at  right  angles  with  the 
Hide  of  the  vehicle. 

Claim. — The  curved  bar  F,  slide  G,  and  guide  rod  H,  arranged  as  shown,  and  applied  re- 
spectively to  the  door  A,  and  seat  rail  p],  as  and  for  the  purpose  set  forth. 

No.  3:?,893. — ElT<5ENE  LACnoiX,  jr.,  of  Rouen,  France. — Improved  Marine  Propeller, — 
Patent  dated  December  JO,  ISOl.— llic  claim  and  engraving  explain  the  nature  of  this 
invention. 

Claim. — ^The  combination  of  a  propeller,  mounted  on  a  sliding  frame,  as  set  forth,  so  as 
to  be  raised  and  lowered  within  a  recess  in  the  stem  of  the  vessel,  so  that  said  sliding  frame 
shall  receive  its  support  from  the  sides  of  the  recess,  to  strengthen  and  brace  the  frame  and 
protect  the  propeller,  as  and  for  the  purpose  described. 

No.  33,894.— C.  W.  Lord,  of  New  York,  N.  Y.— For  a  Pen  and  Pencil  Case.— Patent 
dated  December  10,  1861. — The  object  of  this  invention  is  to  prevent  injury  to  the  point  of 
the  pens  or  pencils  while  carried  in  the  pocket  by  heing  crowded  too  far  into  the  case. 

Claim. — A  pen-holder  and  pencil  case  having  metallic  conical  thimbles  b  arranged  in  the 
bottom,  of  each  of  its  several  compartments,  when  constructed,  combined,  and  operating  in 
the  manner  and  for  the  purpose  set  forth. 

No.  33,895. — Lewis  Miller,  of  Canton,  O. — Improvement  in  Grain  and  Grass  Har- 
vesten. — Patent  dated  December  10,  1861. — The  nature  and  object  of  this  invention  will 
be  understood  from  the  claim. 

Claim. — First,  in  combination  with  the  main  frame  having  droping  ends,  a  tie  rod,  that 
may  serve  as  a  hinge  for  the  coupling  arm  and  brace,  substantially  as  described  and  for  the 
puipose  set  forth. 

Also,  in  combination  with  the  widening  out  of  the  rear  portion  of  the  main  frame  end  of 
the  finger  bar  a,  brace  m,  for  the  purpose  of  making  a  long  hinge  and  strong  connexion  be- 
tween the  finger  bar  and  coupling  arm,  without  the  use  of  an  intermediate  shoe,  substan- 
tially as  described. 

Also,  in  combination  with  a  finger  bar  that  is  made  in  two  sections  longitudinally,  a  cut- 
ter and  cutter  bar,  also  made  in  sections,  so  that  the  finger-bar  and  cutters  may  bo  shortened 
or  lengthened  for  cutting  grass  or  gram,  as  described  and  repiesented. 

Also,  in  combination  with  a  pivoted  or  hinged  track  clearer,  the  slot,  set  screw,  and  shoul- 
der, or  their  equivalent,  for  the  purpose  of  controlling  the  descent  of  the  track  clearer  while 
it  is  in  operation,  and  for  allowing  it  to  bo  swung  up  and  held  up,  out  of  the  way,  when  the 
machine  is  being  transported  from  place  to  place,  substantially  as  described. 

No.  33.896.— n.  W.  MiSKiNlEN,  of  Kingston  Mines,  111.— /m/>ror<rf  Automatic  Gate.— 
Patent  dated  December  In,  1 86 1. — The  gate  posts  are  so  attached  by  links  to  a  transverse 
rock  shaft  mounted  in  the  sides  of  the  hox,  that  when  the  rock-shaft  is  partially  rotated  in 
one  di lection  the  gate  will  be  opened.  A  weighted  bar  is  attached  to  thtf  rock-shaft  in  such 
a  manner  as  to  tuni  it  back  to  its  first  position,  and  thus  cause  the  gate  to  close.  The  plat 
forms  on  each  side  of  the  gate  are  so  aiTanged  that  the  weight  of  any  animal  or  vehicle  upon 
them  acts  on  the  tiansverse  rock-shaft  and  tnrows  the  gate  open.  The  hinged  vibrating  plank, 
when  depressed  by  the  weight  of  a  vehicle,  acts  on  levers,  which  elevates  the  rear  end  of  the 


lockin^i^  lever  and  allows  the  gate  to  open. 
Claim. — In  combination  with  the  gates,  the  i 


the  mechanism  described  for  opening  and  closing 
them,  consisting  of  the  rock-shafU,^arms,  links,  and  weight,  constructed  and  arranged  us 
set  forth. 

Also,  the  hinged  vibrating  p^ank  at  the  end  of  the  platform,  in  combination  with  the  levers 
«  »  and  locking  lever  a,  constructed  to  operate  as  described,  for  the  purpose  set  forth. 


provided  at  its  ends  with  rims  or 
wheels,  which  tit  in'^o  corresponding  depressions  or  elevations  on  the  ends  of  the  larger  cyl- 
indi r,  so  arranged  that  during  each  quarter  revolution  of  the  latter,  one  of  the  rollers  only  is 
brought  agaiust  the  type,  all  the  others  being  raised  firom  contact  with  it;  by  this  means  the 
paper  on  the  smaller  roller,  which  is  arranged  so  as  to  revolve  four  times  during  one  revolu- 
tion of  the  larger  cylinder,  is  printed  with  all  the  desired  colors. 

Claim. — First,  the  combination  of  two  cylinders  for  letter-press  printing  in  different  colors, 
whereby  a  sheet  once  fed  to  the  small  cylinder  is  printed  with  vanous  c3ore  before  leaving 
the  press,  for  jthe  purpose  and  substantially  in  the  manner  described. 

Second,  interchangeable  ink  rollers,  in  combination  with  the  cylinders  A  B,  to  ink  the  dif- 
ferent forms  with  different  colors,  for  the  purpose  and  substantially  in  the  manner  described. 
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No.  33,898. — D.  A.  Moore,  of  Syracuse,  N.  Y. — Improvement  in  Lamps. — Patent  dated 
December  10,  1861. — This  invention  consists  in  the  arrangement  of  an  internal  tube,  over 
which  passes  a  sliding  tube  extending  nearly  to  the  bottom  of  the  body  of  the  lamp,  the  latter 
tube  being  provided  with  a  tubular  wick,  and  having  also  attached  to  it  a  wire  or  metallic 
strip,  which  works  in  a  slit  in  the  interna^  tube,  and  by  means  of  which  the  wick  is  raised 
and  lowered  to  regulate  the  flame. 

Claim. — The  entire  arrangement  for  raising  and  lowering  the  sliding  tube  and  wick,  for 
the  purpose  of  regulating  the  flame.  In  this  arrangetnent  I  include  the  slit  C  in  the  internal 
tube  B,  the  wire  or  metallic  strip  G,  the  attachment  of  this  wire  to  the  sliding  tube  D,  the 
concave  plate  I,  the  funnel  K,  for  guiding  the  wire  or  strip  through  the  aperture  in  the  plate. 

No.  33,899.— Charles  Morrill,  of  New  York,  N.  Y.— Improvement  in  Bit  Braces.^ 
Patent  dated  December  10,  1861. — To  the  bit  head  is  secured  a  cam,  which  is  caused  to  fit 
into  a  recess  in  the  shank  of  tho  bit,  where  it  is  held  in  position  by  means  of  a  flat  spring 
secured  to  the  bit  head. 

Claim. — ^The  bit-brace  head  A  and  cam  B,  in  combination  with  the  spring  D,  as  described, 
for  the  purpose  specified. 

No.  33,900.— C.  L.  Pascal,  of  Philadelphia,  Ve^— Improvement  in  Military  //a«5.— Patent 
dated  December  10,  1861. — This  invention  consists  in  supplying  the  body  of  the  hat  with  a 
flap  of  tho  shape  shown  in  the  engraving,  and  attaching  it  so  that  it  can  readily  be  used  as  a 
protection  against  the  sun  and  rain. 

Claim. — A  military  hat  having  the  reversible  flap  B,  formed  and  arranged  substantially  as 
descnbed,  when  the  ends  of  tho  said  flap  are  constructed  for  attachmci^t  to,  and  detachment 
from,  the  peak  or  shade  C,  in  the  manner  and  for  the  purpose  specified. 

No.  33,901.— Alfred  Pouks,  of  Paris,  Fmnce.— Improved  Camp  Bedstead.— PeLtenioH  in 
France  April  23, 1861. — Patent  dated  December  10, 1861. — This  invention  consists  in  fastening 
upon  eacn  side  of  a  piece  of  strong  canvas,  which  forms  the  bed  packing,  metallic  tubes, 
into  the  ends  of  wliich  the  dowels  of  the  supports  are  inserted,  so  that  the  bedstead  can 
readily  be  taken  apart  and  packed  in  a  small  compass. 

Claim. — The  X  shaped  supports  provided  with  tho  metallic  dowels  or  tenons  e  eff,  enter- 
injy  the  ends  of  the  metallic  tubes  B  C  D  B'  C  D',  in  the  manner  and  for  the  purposes  spe- 
cified. 

No  33,902. — David  Pollock,  of  Lancaster,  Pa. — Improvement  in  Connecting  Rods  for 
Locomotircs. — Patent  dated  December  10,  1861. — This  invention  relates  to  the  construction 
of  a  connecting  rod  with  straps  and  fixtures  for  locomotive  steam  engines  and  other  purposes, 
designed  to  insure  greater  durability  and  to  compensate  for  the  wear  of  tho  difterent  parts. 
Tht  connectm^  rod  may  be  formed  of  any  number  of  bars,  or  of  one  piece  of  metal  divided 
longitudinally  into  any  number  of  parts,  connected  at  their  ends  and  diverging  at  the  centre, 
at  or  near  which  are  placed  yokes,  secured  upon  one  side  of  the  bar,  and  allowing  the  other 
side  to  slide  freely  in  the  yoke,  so  that  the  parts  may  be  adjusted  to  any  desired  degree  ot 
flexibility.  Attached  to  the  rod  are  straps  containing  the  boxes,  the  straps  having  an  adjust- 
able raised  projecting  inner  surface,  so  that  in  case  of  wear  it  may  bo  dressed  or  faced  without 
affecting  tho  rest  of  the  rod.  Keys  arc  used  on  either  side  of  the  boxes,  and  placed  in  reversed 
positions,  for  readily  adjusting  the  boxes.  Projecting  through  the  straps  are  oil  boxes  made 
with  conical  points,  for  the  purpose  of  adjusting  and  confining  the  boxes  apart  and  perma- 
nently m  their  seats.     Set  screws  are  also  provided  for  the  same  purpose. 

Claim. — First,  a  metal  rod  when  made  nexible  and  combined  with  a  yoke  or  stops,  for  the 
purpose  of  regulating  it  to  any  degree  of  flexibility  or  tension,  substantially  as  and  for  the 
purpose  set  forth. 

Second,  a  strap  with  adjastable  or  movable  inner  projecting  plate,  when  combined  with  a 
metallic,  rod  and  boxes,  as  and  for  the  purpose  specified. 

Third,  the  raised  or  widened  outer  edges  or  siaes  of  the  strap,  in  combination  with  (he  metal 
rod  and  boxes,  in  the  manner  shown  and  described. 

Fourth,  corresponding  projections  on  the  sides  at  the  end  of  the  rod,  in  combination  with  a 
strap,  as  shown. 

Fifth,  the  reversed  keys,  when  combined  with  the  metal  rod,  strap,  and  boxes,  as  set  forth. 

Sixth,  the  adjusting  conical-pomted  set  screws  and  cup,  for  the  purpose  set  forth. 

No.  33,903. — J.  H.  Pomeroy,  of  Jordan,  N.  Y.— Improved  Steam  Engine  Oovemor, — 
Patent  dated  December  10,  1861. — At  the  ends  of  a  transverse  bar,  attached  to  the  top  of  the 
rod,  which  moves  freely  up  and  down  in,  but  rotates  with  a  hollow  shaft,  are  placed  two  ver 
ticai  discs  or  wings  of  metal.  They  are  attached  by  screws,  so  as  to  admit  of  adjustment  at 
different  distances  from  the  centre  of  the  rod.  The  shaft  is  rotated  by  means  of  gearing  con- 
necting it  with  the  engine.  Upon  the  top  of  the  shaft  is  placed  a  disc  provided  with  cams 
or  inchned  edges,  the  inclinations  being  in  opposite  directions  diametrically.  On  these  inclines 
run  wheels,  the  axles  of  which  bear  in  pendents  from  the  transverse  bar.  When  the  shaft  is 
rotating  at  a  certain  velocity,  the  transverse  bar  partaking  of  its  motion,  as  shown,  the  weight 
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of  the  arms  is  sufficient  to  keep  the  wheels  at  the  lowest  point  of  the  inclines ;  bnt  when  the 
velocity  is  increased,  the  resistance  of  the  air  upon  the  winj^  causes  the  wheels  to  run  up  the 
incliucs,  thus  raising  the  rod,  and,  by  means  of  a  lever  attached  to  its  lower  end,  operating  a 
cut-off  valve  so  as  to  diminish  the  supply  of  steam.  As  the  velocity  of  the  rotation  of  the 
shaft  is  diminished  the  wheels  run  down  the  inclines  to  their  former  positions,  the  rod  descends, 
and  the  supply  of  steam  is  increased,  and  in  this  manner  a  uniform  motion  of  the  engine  is 
secured. 

Claim. — First,  in  such  governor  the  combination  of  the  wings  K  K  with  the  inclines  H  H, 
arranged  and  operating  substantially  as  desciibed. 

Second,  the  combination  of  the  wings  K  K  with  the  inclines  H  H,  and  the  wheels  or  roUen 
ff,  arranged  substantially  in  the  manner  and  for  the  purpose  described. 

Third,  the  combination  of  the  wings  K  K,  the  inclines  H  H,  the  wheels//,  and  the  rod  J, 
the  whole  operating  for  the  purpose  and  substantially  in  the  manner  described. 

No.  33,904. — R.  D.  Porter,  of  Zanesville,  O. — Improvement  tn  Currycombs, — ^Patent 
dated  December  10,  1861. — The  teeth  are  made  in  separate  sections,  and  are  secured  between 
blocks,  the  outer  edges  of  which  are  grooved.  Within  the  grooves  is  fitted  a  wire  frame,  the 
rear  ends  of  which  are  secured  to  a  mCtal  plate  coiTesponding  in  length  to  the  blocks,  and  the 
front  ends  of  the  wires  are  twisted  together  to  form  a  tang  for  the  handle. 

Claim. — The  mode  of  fastening  the  t^eth  and  other  parts  of  the  comb  together  in  a  compact 
and  substantial  manner,  substantially  the  same  and  for  the  purpose  set  forth. 

No.  33,905.— G.  T.  Sawyer,  W.  Howland,  jr.,  and  T.  C.  Hatch,  of  New  Bedford, 
Mass. — Improvement  in  Setting  Stills. — Patent  dated  December  10,  1861. — Near  the  outer 
edge  of  the  bottom  of  the  still  is  arranged  a  series  of  diving  flues  communicating  with  a  flue 
which  extends  around  the  setting  at,  below,  or  near  the  level  of  the  lower  part  of  the  fire 
chamber,  and  connects  in  the  rear  of  the  still  with  the  main  flue  or  chimney;  tue  object  being 
to  obtain  a  uniform  heat  under  all  parts  of  the  bottom  of  the  still. 

Claim. — The  arrangement  of  the  equal  drop  flues  D,  with  the  vessel  A,  connecting  flue  E, 
and  chimney  G,  as  shown  and  described. 

No.  33,906.— L.  W.  Shaffar,  of  Shelbvyille,  Ky.— Improvement  in  P/o«^A».— Patent 
dated  December  10,  18G1. — The  novelty  of  this  invention  consists  in  the  combination  of  parts 
designated  in  the  claim,  the  separate  features  being  disclaimed. 

Claim. — The  combination  ot  the  steel  mould-board  when  made  as  described,  the  cast-iron 
standard  provided  with  the  flanges  on  its  top,  the  recess  for  the  point,  the  projection  for  holding 
the  brace,  the  recess  on  the  landside  and  removable  plate  H  to  fit  the  same,  with  the  reversible 
point,  when  the  whole  are  constructed  and  arranged  as  and  for  the  purposes  described. 

No.  33,907. — ^W.  H.  Smith,  of  Birmingham,  Conn. — Improvement  in  Breech- Loading  Fire- 
arms.— Patent  dated  December  10,  1861. — The  breech  piece  is  provided  on  its  rear  end  with 
a  tongue,  which  enters  a  slot  in  the  breech-holder  in  the  rear  of  the  cavity  into  which  the 
breech  is  fitted,  and  in  the  under  side  of  this  tqngue  is  a  notch  for  the  reception  of  the  upper 
end  of  the  breech-operating  lever,  which  also  fits  in  the  said  slot,  and  which  is  arranged  to 
work  in  a  vertical  plane  parallel  with  the  bore  of  the  barrel  on  a  fixed  pin.  The  front  portion 
of  the  upper  end  of  the  lover  is  formed  like  a  cam  to  act  upon  the  rear  end  of  the  breech  to 
drive  it  forward,  and  the  back  portion  of  the  upper  end  is  formed  with  a  tooth  to  draw  the 
breech  back.  The  lover  has  also  a  tongue  at  its  upper  end  which  operates  to  cock  the  hammer, 
60  that  the  cocking  of  the  hammer  is  cflected  simultaneously  with  the  release  of  the  sliding 
and  swinging  breech  piece. 

Claim. — The  combiiiation  with  the  lever  E,  sliding  and  swinging  breech  B,  and  hammer 
F,  of  the  tooth  i,  cam^,  horn  k,  hooked  tongue/^,  and  projecting  plate  /  m,  all  constructed 
and  arranged  as  specih(>d  and  operating  in  the  manner  explained,  to  impart  a  simultaneous 
movement  to  the  breech  and  hammer. 

No.  33,908.— John  Tilley,  of  West  Troy,  N.  Y. —Improvement  in  Machines  for  Cham' 
fcring  Barrels, — Patent  dated  December  10,  1861. — The  rotary  truss  rings  are  mounted  in 
annmar  stocks,  and  turn  fi-eely  in  them.  The  under  side  of  these  rings  is  made  flaring,  so 
that  they  hold  the  staves  firmly  in  a  cylindrical  form,  the  ends  pijojecting  from  the  rings,  which 
also  act  as  the  axles  upon  which  the  barrel  revolves  when  acted  upon  by  the  cuttere.  Cham- 
fering knives  aix)  located  within  the  barrel  so  as  to  groove  its  inner  surface  outwards  from  its 
ends,  while  knives  ara  placed  outside  the  cylinder  so  as  to  cut  grooves,  and  thereby  form  the 
bevelled  ends  of  the  barrel. 

Claim, — ^The  rotary  truss  rings  B  B',  when  constmcted  and  arranged  with  the  end  stocks 
C  C  mounted  together,  and  one  or  both  made  movable,  all  substantially  as  and  for  the  pur- 
pose set  forth. 

Also,  the  arrangement  of  the  two  groove-cuttinj^  chamfering  knives  J  J',  and  the  two  score- 
cutting  levelling  knives  P  P',  in  combination  with  the  apparatus  for  holding  the  revolving 
cylinder  of  staves,  with  both  ends  of  the  staves  expased,  as  and  for  the  purpose  set  forth. 
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No.  33,909. — John  and  William  Toothill,  of  Wallingford,  Conn. — Improvement  in 
Portable  Cooking  Apparatus, — Patent  dated  December  10,  1801. — This  invention  consists  in 
tbo  employment  of  two  pans  having  false  bottoms,  the  lower  one  of  the  pans  beinff  provided 
with  a  lamp  and  grease  receptacle;  the  object  beiug  to  obtain  a  portable  and  simple  cooking 
apparatus  lor  the  use  of  soldiers. 

Claim,— The  two  pans  A  15,  provided  respectively  with  the  false  bottoms  b  gj  draught 
openings //c,  lamp  and  false  side  i,  and  with  or  without  the  lid  or  cover  E,  all  arranged  as 
and  for  the  purpose  set  forth. 

No.  33,910. —F.  W.  Weiss,  of  Mount  Vernon,  N.  Y.— -Improvement  in  Military  Cloaks,— 
Patent  dated  December  10,  1861. — The  coat  is  constructed  of  India  rubber,  and  is  provided 
with  an  air  bag  or  compartment,  which  is  inflated  when  the  device  is  used  as  a  mattress  or 
float. 

Claim. — The  construction  of  a  military  cloak  or  a  military  coat  in  the  manner  described, 
80  as  to  bo  capable  of  conversion  at  will  into  an  air  bed  or  mattress,  substantially  as  set  forth. 

No.  .33,911.— IlKNRY  WEIS8EXBORN,  of  Newark,  N.  J.— Apparatus  for  Collecting  Zinc 
from  ^yaste  Gases  of  Furnaces. — l*atent  dated  December  10,  18(31. — This  invention  consists 
in  the  application  of  a  series  of  pipes  and  apartments  to  the  conductiug  pipes  for  the  waste 
gases  between  the  blast  furnace  and  hot-blast,  welding  and  puddling  furnaces,  whereby  the 
gaises  or  vapors  of  zinc  ore  which  is  combined  with  the  iron,  are  caused  to  deposit  the  mixture 
of  zinc  and  its  oxide  ill  the  said  pipes,  &c.,  from  whence  they  can  be  readily  removed. 

Claim. — Separating  zinc,  through  an  apparatus,  from  the  waste  gases  while  conducted  from 
the  top  of  a  blast  furnace  to  steam  boilers  or  hot-blast  oven,  in  the  manner  substantially  as  set 
forth. 

No.  33,912.  —J.  J.  Welling,  of  Cedar  Falls,  Iowa. — Improved  Device  for  Weaning 
Calces. — Patent  dated  December  10,  1861. — This  invention  consists  of  a  device  to  be  applied 
to  the  nose  of  a  calf  when  it  is  to  bo  weaned.  In  applying  the  device  the  balls  are  inserted 
ill  each- nos till  of  the  animal's  nose,  with  the  jointed  or  middle  part  below  the  nostril  and 
resting  on  the  animal's  lip,  the  prongs  pointing  forward. 

Claim. — The  jointed  cmTed  piece  F,  provided  with  prongs  B,  balls  a,  spring  d,  and  stand- 
ards c,  the  whole  constructed  and  operating  substantially  as  and  for  the  puipose  set  forth. 

No.  33,913. — A.  H.  Wellington,,  of  Woodstock,  Vt. — Improvement  in  Saw  Gummers, — 
Patent  dated  December  10,  1861. — This  invention  is  designed  for  gumming  lar^e  circular 
saws.  Secured  in  the  middle  of  a  short  shaft,  which  is  journaled  on  opposite  sides  of  the 
burr  in  the  sides  of  the  caiTiage,  is  a  burr  gummer  li^  so  as  to  have  lateral  as  well  as  rotary 
movement.  Another  .shaft  D  is  also  journaled  in  the  carriage,  parallel  with  the  fonuer.  The 
carriage  is  fltted  and  moved  back  and  forth  on  guides  attached  on  opposite  sides  of  the  upper 
horizontal  portion  of  the  clamps  by  means  of  a  screw  provided  wiih  a  hand-wheel.  Tnis 
screw  is  turned  down  a  short  distance  from  the  point  to  the  side  of  the  barrel  and  a  spii^al 
spring  placed  thereon,  for  the  pmposo  of  giving  a  yielding  motion  to  the  carriage,  and, 
through  it,  to  the  bar. 

Claim. — The  carriage  C,  laterally  sliding  shafts  B  D,  arm  A,  screw  J,  and  spiral  spring 
/,  with  the  clamps  I  and  pivot  screw  e,  when  combined,  arranged,  and  operating  in  th«3 
manner  described. 

No.  33,91 4.--T.  J.  WiLLETT,  of  Nunda,  N.  Y .—Improvement  in  Pi«nj?«.— Patent  dated 
December  10,  1861. — Upon  the  piston-rod  are  placed  two  metallic  discs  the  one  below  and 
the  other  above  the  piston-block,  and  are  allowed  to  play  freely  up  and  down  upon  the  rod, 
their  edges  being  bevelled  off.  The  packing  of  the  piston  consists  of  a  band  of  leather  wider 
than  the  block,  and  fastened  firmly  to  it.  At  the  upward  and  downward  strokes  of  the  pump 
these  discs  are  forced  upon  the  leather,  and  thus  render  the  packing  tight.  The  pipes  C  D 
are  secured  to  the  sides  of  the  cylinder  by  means  of  thimbles.  The  pipes  are  bound  together 
by  an  encircling  band,  a  wedge  inserted  between  the  pipes  and  band,  keeping  them  closely 
together. 

Claim. — The  combination  of  a  hand-lever  O  and  platform  M,  oscillating  tog*'ther,  when 
connected  with  the  piston-rod  /c  of  a  pump,  substantially  as  described,  so  that  the  combined 
exertions  of  the  muscular  power  of  the  arms  and  the  weight  of  the  body  may  be  employed 
for  working  the  pump. 

Also,  the  employment  of  the  discs  m  m,  in  combination  with  the  packing/,  rod  A,  and  piston 
cylinder  B',  arranged  and  operating  substantially  in  the  manner  and  lor  the  purposes  set 
forth. 

Also,  the  combination  of  the  cylinder  A,  and  pipe  or  pipes  C  D,  thimbles  e  e,  bands  g  g^ 
and  wedges  h  A,  substantially  as  shown  and  described. 

No.  33,915.— U.  B.  Winchell,  of  Oak  Hill,  N.  Y.— Improvement  in  Hold-back  Hooks.— 
Patent  dated  December  10,  1861. — This  invention  consists  in  combining  a  cam  projection, 
or  button  on  the  cock-eye  or  loop,  with  a  slot  in  the  plate  and  a  recess  in  tne  hook,  by  which, 
after  the  (5ock-eyo  and  hook  aio  united,  they  cannot  be  disconnected  until  the  cock-eye  is 
turned  up  into  the  position  it  would  take  after  the  braces  are  disengaged. 
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Claim, — Tho  combination  of  the  cam^  projection,  or  button  on  the  cockn^yo  or  loop,  and 
the  recess,  or  recess  and  nlot,  in  the  hook  and  plate,  \vlien  operatinjr  together  in  the  manner 
and  tor  tho  puq)oses  fjubstautiully  as  herein  dcHcribed  and  represented. 

No.  :j;J,916.— Petkr  Wright,  of  Dudley,  Enjrland. — Tmprorement  in  Jfheels. — Patent 
daied  December  10,  18iil. — Puteuted  in  Euf^land  May  22,  iHiil. — Each  half  of  the  nave  is 
formed  separately  by  pressing  wrought  or  scrap  iron  in  a  heated  state  in  dies  of  tho  proper 
shape.  Uy  means  of  a  hydraulic  press  a  hole  is  then  punctured  in  the  naves  for  the  axle. 
Tho  lialves  are  placed  on  each  side  of  a  disc  of  metal  having  a  hole  through  it,  and  secured 
together  by  bolts  passing  through  tho  flanges.  The  tyre  is  attached  by  bolting  its  projection 
to  the  disc  The  wheel  is  constructed  by  placing  the  two  halves  of  tho  nave  toother  and 
securing  on  each  side  of  the  flange  discs  of  cast  metal,  between  which  and  tho  projection  the 
tyre  is  riveted. 
'  Claim. — First,  the  formation  of  tho  bosses  or  naves  of  wheels,  in  the  manner  described. 

JSecond,  the  mode  of  combining  or  connecting  together,  as  described,  the  several  parts  of 
wheels,  with  tho  exception  of  that  porl*!on  of  the  single  disc-wheel  alluded  to. 

'Jhud,  tho  manultictme  of  wheels  with  cast-iron  bosses  or  naves  formed,  and  sccur^as  de- 
scribed. 

No.  33,917.— Alfred  Delestattus.  assignor  to  Andrew  Rankin,  of  Philadelphia,  Pa.— 
Iiiiprovtment  in  Manacles. — Patent  dated  December  10,  1861. — One  end  of  the  opening  bolt 
U  piovided  with  a  screw  which  tits  into  tho  key,  on  turning  which  the  bolt  will  be  drawn 
back  far  enough  to  allow  tho  projection  c  to  slip  off  the  projection/  When  the  key  is  re- 
moved the  bolt  is  foiccd  back  by  the  spiing.  A  lerrule  prevents  access  to  the  lock,  and  resists 
any  attempt  a(p  piCkmg. 

Claim.— The  portion  A  of  the  ring  with  its  rounded  projection/,  in  combination  with  the 
portion  A'  of  the  nug  and  its  projection  c,  the  whole  being  constructed  and  arranged  sub- 
stiintially  as  set  forth,  so  that  on  closmgand  opening  the  ring  the  two  parts  will  yield  slightly 
and  allow  tho  projection  e  to  pass  over  the  projection/ 

Second,  the  spiing-bolt  1),  constructed  and  arranged  within  the  chamber  c,  in  relation  to 
the  piojcct.oci  €,  substantially  as  and  for  the  purpose  set  forth. 

'lliird,  the  fenulc  q  and  its  flange  <,  arranged  in  respect  to  the  chamber  c,  the  entranced 
to  the  same,  the  stem  of  the  bolt  D,  and  the  spring  n,  substantially  as  described  for  the  pur- 
pose specified. 

No.  33,918.— D.  L.  EMERSON,  assignor  to  Mary  Manny,  of  Rockford,  JW.^lmprormeMl 
in  Uarreaters. — Patent  dated  December  10,  l8ol. — Tho  wheel  which  is  located  at  tho  extreme 
front  end  of  tho  divider,  is  so  arranged  that  its  rim  overlaps  the  point  of  tho  body  of  the  di- 
vider and  thus  prevents  grass  and  dirt  from  getting  into  its  bearing.  The  pitman  is  made  in 
one  piece  with  the  plate  of  the  cutter  by  thinnmg  tho  metal,  thus  securing  a  flexible  con- 
iiexion  and  doing  away  with  the  inconvenience  of  a  hinge  joint.  To  tho  edge  plate  of  ihu 
Khoe  which  forms  the  bearing  of  the  cutter,  is  secured  a  guide  consisting  of  a  blocK,  in  which 
i.>  a  slot  through  which  tho  latter  passes,  a  set-screw  securing  it  to  theplato.  By  this  means 
the  guide  may  be  set  so  as  to  compensate  for  the  wear ;of  the  parts  in  contact  with  the  cutter. 

Claim. — The  combination  of  a  wheel  with  the  body  of  a  divider  for  a  harvesting  machine, 
in  such  manner  that  tho  wheel  forms  tho  front  end  of  the  divider,  subf-tantially  as  described. 

A!>o,  the  combination  of  a  reciprocating  cutter  of  a  harvesting  machine  with  a  stiff  pitumn. 
by  means  of  a  flexible  connexion  at  the  end  of  the  pitman  that  is  nearer  the  cutter,  substan- 
tially as  described. 

Also,  the  combination  of  the  shoe  which  forms  the  bearing  of  the  cutter  for  a  har\'esting 
machine  with  an  adjustable  guide  secured  to  said  shoe,  substantially  as  described. 

No.  33,919.— John  Magke,  of  Bo.ston,  Mass.,  assignor  to  tho  Norton  Fwrnaci:  Com- 
PAW,  of  N(»iton,  Mass. — Jmprorcment  in  Store  G'r<i/ri-.— Patent  dated  December  10,  P^l.— 
This  invention  consists  in  so  const  meting  and  applying  the  grate  to  the  lower  plate  of  the 
liT-clmniber  as  to  admit  of  a  rectilinear  horizontal  and  a  rocking  vertical  movement,  so  ns  to 
allow  the  coal  to  be  screened  without  the  ashes  escaping  into  the  room,  and  the  coal  to  be 
readily  dumped  into  a  receiver  below. 

Claim. — Combining  and  arranging  together  the  rectangular  grate  C,  with  guard  plates  D' 
D^  and  the;  ways  b,  so  that  the  grate  can  not  only  bo  rocked  on  its  pivots  c,  but  bo  moved  in 
the  direction  of  its  length,  substantially  as  described. 

Nu.  33,9,0.— E.  M.  and  J.  E.  Mix,  assignors  to  Themselves  and  JoilN  Gauxtlett,  of 
Ithaca,  N.  Y. — Jmprocftnent  in  Padlocks. — Patent  dated  December  10,  18(>1. — The  sector 
tumburs  arc  each  piovided  with  a  radial  slot,  which  slots  are  not  in  a  lino  with  each  other. 
The  key  is  constructed  with  bits  of'vaiying  lengths,  so  that  wJien  tumed  it  acts  upon  the 
lower  part  of  the  tumbler,  and  herves  to  force  all  the  slots  into  a  line,  by  which  tho  bent  end 
of  the  dog  is  made  to  fit  into  the  notch,  thus  unlocking  the  lock. 

Claim. — The  arrangement  of  tho  sector  tumblers  D,  guide  pin  h  of  tho  key  F,  and  the 
doiz  •',  substantially  as  shown  and  descn])ed,  for  the  pniimse  of  admitting  the  key  F  to  bo 
lunied  in  either  diie<'tioii  to  unlock  the  lock,  and  also  to  prevent  the  internal  parts  of  the  lock 
being  iiyurcd  by  the  iuierseClion  of  false  keys,  as  set  forth. 
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No.  'A 921. —A.  K.  TUPPCR,  assijrDor  to  llimsolf,  J.  E.  Tupper,  nnd  J.  W.  GREEN,  Pon- 
tiac,  Micb. — Improvement  in  Gas  Retorts. — Patent  dated  December  10,  18G1. — ^Tbo  coke  box 
is  inserted  into  the  body  of  the  retort  and  is  attached  to  the  cover,  so  that  it  can  easily  be 
talien  out  and  all  the  coke  removed  at  once. 

Claim. — The  coke  box  or  basket  C,  combined  vjrith  the  cover  or  cap  B  of  the  retort,  sub- 
stantially as  set  forth. 

No.  SS,^*^.— Jacob  WiDMER.  (assignor  to  II.  B.  Bigelo>v,)  of  New  Havcm,  Conn.— 
Improvement  in  Machines  for  Cutting  Hoots. — Patent  dated  December  10,  1801. — ^An  adjusta- 
ble cylinder  is  mounted  eccentrically  on  the  shaft,  so  that  by  partially  rotating  it,  the  distance 
between  it  and  the  cutters  can  be  varied,  thus  enabling  the  root  to  be  cut  to  any  required 
degree  of  fineness. 

Claim. — The  adjustable  eccentric  cylinder  C,  in  combination  with  the  rotating  beads  or 
discs  F  G,  knives  H,  and  hopper  B,  arranged  substantially  as  and  for  the  purposes  set  forth. 

No.  33,923. — G.  B.  Adams,  of  Cambridge,  Mass.,  assignor  to  Himself  and  James  M. 
Stone,  of  Charlestown,  Mass. — Improvement  in  Supporting  Tents. — Patent  dated  December 
10,  1801. — The  claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — Supporting  a  tent  cover  on  a  centre  pole  by  means  of  detached  braees,  whose  in- 
ner ends  are  held  and  made  by  means  of  shouldered  recesses  on  said  centre  pole,  and  whoso 
outer  ends  pass  through  the  grummet  holes  in  said  cover,  as  representee^ and  for  the  purposo 
set  forth. 

No.  33,924.— W.  S.  G.  Baker,  of  Baltimore,  ^d.— Improved  Camp  Bed.— Vatent  dated 
December  17,  1801. — The  framework  consists  of  a  series  of  iron  tubes  connected  together 
by  means  of  hinges  or  knuckle  joints,  so  that  the  whole  mav  be  folded  together.  The  frame 
is  stren^hened  by  a  brace  which  connects  the  lower  part  ot'^  the  end  supports  and  forms  the 
frame  ot  the  lower  bed.  The  canvas  is  secured  to  the  longitudinal  pieces  above  and  the  braces 
below. 

Claim. — The  jointed  framework  W  W  in  combination  with  the  jointed  lower  pieces  r  r,  so 
oonstnicted  as  to  form  frames  for  an  upper  and  lower  bed,  which  are  supported  by  a  hinged 
dianfonal  brace  in  such  a  manner  that  the  lower  fmme  can  be  disconnected  and  the  whole 
folded  up  together,  substantially  as  and  for  the  purpose  specified. 

No.  33,925. — B.  G.  Barney,  of  Philadelphia,  Pa. — Improvement  in  Fastenings  for  Shoul- 
der Straps. — Patent  dated  December  17,  1801. — This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — The  projecting  lips  e  and  e'  on  the  under  side  of  the  shoulder  strap  A,  in  combi- 
nation with  the  strips  D  and  D'  attached  to  the  shoulder  of  the  coiit,  the  whole  being  con- 
structed and  arranged  substantially  as  set  forth,  for  the  ready  attachment  of  the  strap  to  and 
its  ready  detachment  from  the  coat,  in  the  manner  specified. 

No.  33,926.— J.  n.  H.  Bennttt,  of  Hunt's  Hollow,  N.  Y.— Improved  Hotel  Annunciator. — 
Patent  dated  December  17,  1801. — This  invention  consists  of  mechanism  so  arranged  and 
connected  with  a  knob  in  the  room  of  a  hotel,  that  as  the  knob  is  actuated  by  the  occupant  a 
bell  will  be  sounded  at  the  office,  and  a  slide  moved  which  discloses  the  name  of  the  article 
wanted.  A  shdo  in  the  room  is  made  to  cover  the  names  of  articles  generally  wanted  in  a 
bedroom,  and  coiTesponds  with  a  similar  slide  and  names  in  the  office. 

Claim. — The  anungement  of  the  plates  c,  slide  C  having  the  plate  D  attached,  which  is 

Srovlded  with  a  pin  d  and  connected  with  the  drum  E  or  other  spring,  the  slide  L  of  the  knob 
I,  the  bell  I  and  the  slides  F,  substantially  as  and  for  the  purpose  set  forth. 

No.  33  927.  —David  Deniiam,  of  Virdcn,  IW.^Improved  Portable  Field  /-Viicc.— Patent 
dated  December  17,  1801. — The  parts  are  so  constructed  and  arranged  as  to  admit  of  the  fence 
being  readilv  transported  and  set  up  or  ttiJ\on  down. 

Claim. — The  combination  of  the  horizontal  rails  A,  cross  pieces  B,  oblique  braces  C,  pro- 
jecting ends  a  a,  supports  D  E  E',  mortifies*  1,  gains  2  and  keys  F,  all  constructed,  aiTanged 
and  employed  in  the  manner  and  for  the  purposes  specified.  ^ 

No.  33,928.-^.  H.  Dennis,  of  Louisville,  Ky.—Improrcd  Mode  of  Collecting  Fares  on 
Street  Railway  Cars. — Patent  dated  December  17,  1801. — This  invention  consists  in  con- 
stnicting  the  car  so  that  the  passenger  shall  enter  at  the  front  end  and  pay  his  fare  to  the 
driver,  or  deposit  it  in  a  box  under  the  eye  of  the  driver,  the  exit  being  at  the  rear  of  the 
car,  the  door  of  which  is  under  the  control  of  the  driver,  thus  dispensing  with  the  services 
of  a  separate  collector. 

Claim. — The  combination  of  the  platformless  rear  with  a  door  for  exit  only,  the  entrance 
platform  and  door  in  front,  the  strap  C  and  fare-box  E,  all  as  explained,  a.s  and  for  the  pur- 
poses set  forth. 

No.  33,929.— Watson  Ditchemin,  of  Chariottetown,  Prince  Edward's  Island.— /m/^rarcd 
Hoisting  Block. — Patent*dated  December  17,  18<il. — The  block  is  provided  with  a  ring  or 
central  bearing  of  considerable  diameter  cast  upon  or  otherwise  suitably  attached  to  the  shell 
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of  tlu'  block  and  surroundrd  by  a  loo^o  metal  rinf»'.  (which  sen'os  tho  purpose  of  tho  sheave 
of  (mlinurv  block, )  and  between  which  and  the  central  bearing,  i>  interi>osed  a  series  of  friction 
rolls  on  which  the  loo.se  rinjr  tnrns. 

Vhiiin. — A  hoi^tinfI:  block  haviuf]^  a  loose  metal  rinj]c  C  which  takes  tho  place  of  the  sheave^ 
in  coiiibiuaiion  with  the  central  bearing  e  and  tho  friction  rolls  ?n,  operating  substautiailj  as 
specilied. 

No,  33,{rw). — R.  N.  E  \glk,  of  United  States  Army. — Imvrorcmcnt  in  Stirrups  and  their 
Covers. — Patent  dated  December  J 7,  IHUl. — The  nature  ana  object  of  this  invention  arc  ex- 
plained by  the  claim. 

Claim, — First,  the  locating  of  tho  point  of  suspension  inside  or  toward  the  horse  from  a 
vertical  lino  which  is  dtaun  from  near  tho  centre  of  and  at  right  angles  to  the  treml  of  the 
stirnip,  8ul>stantially  as  set  forth. 

{Second,  in  making  tliis  inclination  adjustable  by  the  sliding  hub,  or  its  equivalent,  so  as  to 
suit  the  ditfereut  circumstances  under  which  it  may  be  used,  or  the  contbrmation  of  the  user, 
substantially  as  described. 

Third,  the  peculiar  angular  constniction  of  the  eye  and  hub  combined  and  the  manner  of 
their  attachment  to  the  body  of  the  stirrup,  so  as  to  impart  to  the  tread  of  said  stirrup  an  an- 
gular position  horizontally,  and  also  with  reference  to  the  body  of  the  horse,  thus  allowing 
an  easy  entrance  to  the  t'oot  without  twisting  the  stirrup  leather,  and  causing,  at  the  same 
time,  the  foot  to  m^'e  in  the  proper  directions,  substantially  as  set  forth. 

Fourth,  hanging  tho  stiirup  upon  the  horizontal  or  nearly  horizontal  axis,  which  passes 
angularly  over  the  tread  in  the  direction  of  a  line  drawn  horizontally  from  the  little  toe  to  the 
instep,  substantially  as  set  forth. 

Fifth,  constructing  the  sides  or  ftmis  of  a  stirrup  in  a  spiral  form,  with  the  inner  side  or 
arm  shorter  than  the  outer  side  or  arm,  so  as  to  compel  tho  toes  and  foot  of  the  rider  to  turn 
inward  toward  tho  body  of  tho  horso,  substantially  as  described. 

Sixth,  constnicting  tho  tread  or  marginal  btvso  of  the  stirrup  with  an  in'egular  concavity 
in  order  to  conform  to  the  bend  of  the  loot  or  boot,  and  with  tue  front  of  said  marginal  base 
of  tho  tread  higher  relatively  than  tho  base  at  the  cntrauco  of  the  stirrup,  as  and  for  the  pur- 
poses dei^cribed. 

{Seventh,  the  cover  of  the  stirrup  as  described,  said  cover  being  made  of  one  piece,  tho 
lower  portion  being  turned  inward  from  the  bottom  to  cover  the  tread  and  lower  part  of  sides, 
thus  forming  a  guard  and  protection  for  tho  foot,  substantially  as  set  forth. 

No.  33,931.— R.  S.  Eddy  and  A.  O.  Milrs,  of  Na^^Ima,  N.  U.-^Improremfnt  in  Locks.- 
Patent  dated  December  J7,  IHOI. — The  object  of  this  invention  is  to  obtain  a  lock  of  simple 
construction  which  will  be  burgular-j)roof  and  capable  of  being  changed,  or  having  its  lum- 
bleis  so  adjusted,  that  dillerent  keys  will  bo  required  to  o|)en  it,  or  a  diti'erent  adjustment  of 
the  bits  of  the  same  key. 

Claim. — The  combination  of  the  tumblers  D,  frames  c  g  and  slotted  and  notched  slides  de 
/",  when  constructed,  arranged,  and  operatinginconnexion  witha  bolt  Ba,  and  key  E  Aj,  all 
as  shown  and  described,  and  for  tho  purposes  explained. 

No.  33,932.— W.  H.  Elliott,  of  Plattsburgh,  N.  Y.^ Improvement  in  the  Base  Pin  and 
Rammer  of  Revolving  Piaiols. — Patent  dated  December  17,  1801. — The  nature  and  object 
of  this  invention  are  explained  by  tho  claim  and  engraving. 

Claim. — First,  so  constructing  and  arranging  tlie  base  pin  e  and  lever  </ in  relation  to 
each  other  and  to  the  barrel  that  the  baso-pm  may  be  drawn  out  in  front  without  first  dis- 
placing the  lover  or  any  portion  of  the  frame,  when'  these  devices  are  employed  with  a  ham- 
mer, which  is  located  in  tho  centre  of  the  frame,  in  the  rear  of  the  cyhnder,  as  set  forth. 

Second,  providing  a  groove  u  in  lever  rf,  so  as  to  aflbrd  space  for  the  reception  of  the  base- 
pin  e,  as  it  is  passca  forward  out  of  the  cylinder,  as  and  for  the  pui*pose  specified. 

Third,  cutting  awa^  the  projecting  portions  of  the  head  of  the  base-pin,  as  represented  at 
V  c,  when  tho  base-pin,  so  formed,  is  employed  with  a  grooved  lever  i,  as  and  for  the  pur- 
pose set  fortjj. 

No.  33,933.— Philo  S.  Felter,  of  Cincinnatus,  N.  Y.—It,iprovemcnt  in  Guard  Attaeh- 
ment  for  Locks. — Patcut  dated  December  17,  18G1. — This  invention  consists  in  the  employ- 
ment of  a  spring  in  connexion  with  movable  circular  slotted  discs  and  movable  dials,  a  key 
and  guard,  by  means  of  which  tbo  keyhole  of  a  lock  may  bo  guarded  so  tm  to  prevent  the 
admi^sion  of  a  key  when  the  lock  is  locked,  and  thereby  prevent  the  lock  from  being  acces- 
isiblc  to  picking  or  obtaining  impressions  for  making  a  key. 

Claim. — Tho  bar  or  gniard  I),  provided  with  tho  recess  a,  in  connection  with  the  notched 
discs  G,  spring  F,  provided  with  the  projections  b  d  d^  and  the  key  H,  arranged  substanti»iliy 
as  and  for  the  purpose  set  forth. 

No.  3.3, 9:M.— Joseph  W.  Elli.s,  M.  D.,  of  Augusta,  Me. — Improrcment  in  Tent  Venti- 
lator.— Patent  dated  December  17,  1801. — Tho  claim  and  engraving  explain  the  nature  of 
diis  invention. 
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Claim. — Siispending  the  open  npper  end  of  the  taperinj^  body  A,  of  my  improved  tent,  to 

a  shoulder  ne^ir  the  upper  end  of  the  tent  pole  D,  by  means  of  the  peiforated  culhir  g  und  the 

ropea  p  p,  but  this  I  only  claim  when  the  expanded  and  conical ly-shaped  tent  cui*  C  is  used 

L  for  the  purpose  of  closinjj  the  oi)en  upper  end  of  the  said  body  of  the  tent,  au«i  when  the 

\^       shoulder  upon  the  pole  I)  i.s  locatwl  in  such  a  position  that  the  upper  end  of  said  j)ole  will 

Bupport  the  said  tent  cap  C  in  substantially  the  same  relative  position  as  represented. 

Also,  passing  the  tent  cap  guy  ropes  A  k  through  a  series  of  eyelet  holes  in  the  U])per  por- 
tion of  the  body  of  the  tent,  to  the  belaying  buttons  /  /  that  are  secured  to  the  sitks  ot  the 
tent  pole  D,  for  the  purpose  of  enabling  the  said  tent  cap  to  be  confined  to  any  desired  posi- 
tion, for  the  purposes  set  forth. 

No.  :V.i,9:r).— M.  A.  Fixnell,  M.  D.,  of  New  York,  N.  Y.— Improvement  in  Thermome- 
ters.— Patent  dated  December  17,  18(>1. — The  method  of  constructing  this  thermometer  is  as 
follows :  After  having  ascertained  and  marked  upon  a  tube  the  mngo  of  the  expansion  of  the 
mercury,  or  spirit  within  it,  between  the  two  points  of  temperature,  it  is  secured  by  cement 
to  a  scale  selected  from  a  series  of  graduated  seniles  printed  upon  paper  or  pasteboard,  whose 
graduations  correspond  at  these  points  with  the  marks  on  tlie  tube.  Thu  tube  is  bent  Ibr- 
ward  near  the  bulb  so  that  the  scale  can  be  closely  attached  to  the  card  without  making  a 
hole  for  the  insertion  of  the  bulb. 

Claim, — The  employment  of  card,  bristol,  or  paste  board,  as  the  material  for  printed  ther- 
mometer scales,  as  and  tor  the  purposes  set  forth. 

Also,  securmg  the  tube  to  such  scales  by  cementation,  as  set  forth. 

Also,  in  combination  with  tubes  thus  secured,  the  bend  near  the  bulb,  as  set  forth. 

Finally,  in  combination  with  said  printed  thermometer  scales,  the  described  method  of 
adapting  the  thermometer  tubes  to  their  appropriate  ranges  of  indication. 

No.  3i?,9:M5.— Elisha  Fitzgerald,  of  New  York,  N.  Y.—Fmpr0vement  in  Pumps.— Vat- 
ent  dated  December  17,  18G1. — ^At  the  bottom  of  the  pump  which  is  used  to  force  any  rKpiid 
into  the  lower  part  of  a  division  pump,  are  two  weighted  valves  made  to  open  and  close  in 
opposite  directions,  so  that  when  the  pressure  in  the  division  pump  becomes  too  great,  one  of 
the  valves  will  open  and  allow  the  superfluous  liquid  to  escape;  and  when  there  is  too  httle 
of  the  liquid,  the  other  valve  opens  to  admit  more,  and  thus  obviates  a  partial  vacuum. 

Claim. — In  combination  with  the  division  pump  ABC,  using  for  the  pump  D  the  two 
valves  F  and  G,  as  described,  and  for  the  purposes  set  forth. 

No.  3;?,i)37.— H.  C.  FOOTK,  of  Jersey  City,  N.  J.— Improved  Portable  Farm  Fence.— 
Patent  dated  December  17,  IHtJl. — This  invention  consists  in  constructing  the  pjiuels  of 
portable  farm  fencing  so  that  they  can  be  set  up  and  form  an  open  structure  or  fence,  and, 
at  will,  every  alternate  panel  thereof  can  be  readily  disconnected  and  inverted  or  reverhcd, 
and  the  rails^of  the  same  slipped  into  the  spaces  between  the  rails  of  the  panels,  which  are 
not  inverted,  in  such  a  manner  as  to  make  double  or  compound  panels  which  are  clo>ed  and 
water-proof,  and  which  will  answer  for  erecting  winter  shelter  for  gathered  produce  of  the 
farm,  and  for  animals,  &<?. 

Claim. — The  manner,  substantially  as  described,  of  constructing  the  panels  of  an  open 
fann  fence,  whereby  the  panels  can  be  doubled  at  will,  so  as  to  iorm  closed  frames  with  a 
rain-proof  lap  surface,  for  the  purposes  set  forth. 

No,  33,9:18.— N.  S.  Gilbert,  of  Lockport,  N.  Y.-Imprgred  Preserve  Jar.— Patent  dated 
December  17,  18(51. — This  invention  consists  in  the  use  of  a  cover  pro\ided  with  a  neck 
surmounted  by  an  clliptically  shaped  button,  which  is  made  to  pass  through  a  circular  hole 
in  the  **  bail,"  the  latter  being  provided  with  wedge-like  projections  by  which  it  is  secured  to 
a  rim  on  the  outer  side  of  the  top  of  the  jar. 

Claim. — The  combination  of  the  bail  D  with  its  wedge-like  projections  b  fc,  the  stopper  A, 
with  its  elliptical  button  and  the  mouth  of  the  jar,  as  specified,  the  whole  being  arranged  as 
and  for  the  purpose  set  forth. 

No.  33,939.— S.  R.  Going,  of  Brooklyn,  N.  Y.— Improvement  in  Skates.— VAtont  dated 
December  17,  18GL — Attached  to  that  part  of  the  skate  stock  which  is  under  the  hollow  ot 
the  loot  is  a  spring  plate  which,  by  means  of  set  screws,  can  be  adjusted  so  as  to  enable  the 
stock  to  fit  closely  to  the  soles  of  boots  or  shoes  having  heels  of  different  heights.  Fastened 
to  the  stock  are  a  heel  and  toe  strap  connected  together  and  provided  with  eyelet  holes  tor 
lacing. 

Claim. — First,  supporting  the  hollow  of  the  foot  by  fitting  the  stock  A  to  the  shape  of  the 
boot  or  shoo,  as  set  forth. 

Second,  attaching  a  plate  or  spring  G  to  the  stock  A,  to  answer  the  purposes  described. 

Third,  joining  straps  C  and  D  at  E,  in  combination  with  bed-plate  A,  as  set  forth. 

No.  33,940. — ^W.  O.  Grovkr,  of  Boston,  Mass. — Improvement  in  Semng  Machines.— 
Patent  dated  December  17,  18()1. — The  thiead  passes  from  the  tension  apparatus  through  the 
eyes  of  two  vertical  and  parallel  plates  secured  to  the  side  of  the  needle  guide,  and  its  bight 
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passes  under  tho  lower  end  of  an  cd^^c  plate  secured  between  tbe  eyes.  Upon  the  needle 
bur  is  a  tork,  between  tbe  prongs  ot  wbieb,  on  tbe  descent  of  tbe  needle,  tbe  ed}^e  plato 
pusses  ami  draws  down  witb  it  a  bigbt  of  tbroad  equal  to  twice  tbe  extent  of  motion  of  tho 
needle,  tbus  avoiding  tbe  formation  of  slack  below  the  needle,  and  causing  tbe  thread  to  nm 
stiiiij^lit  Irom  tbe  needle's  eve  to  tbe  cloth,  hy  having  tbe  edge  plate  near  its  lower  ex- 
tremity bent  out  of  tho  vertical  line  away  from  the  fork,  the  bigbt  of  tbe  thread,  at  tbe  time 
tbe  needle-eye  has  reached  the  cloth,  has  slipped  forward  so  that  it  is  no  longer  reUiined  by 
the  loi  k,  and  therefore  slips  out  and  furnishes  tho  required  length  of  thread  lor  the  use  of 
the  luedle. 

Claim, — Tbe  combination  of  two  eyes  with  an  edge  piece  and  a  fork,  operating  on  the 
thiead  on  tho  down  stroke  of  tbe  needle,  the  whole  constituting  a  contrivance  operating 
substantially  in  the  manner  set  forth,  and  performing  the  offices  specified. 

No.  :?:J,041. — T.  C.  Hargraves,  of  Schenectady,  N.  Y. — Improvement  in  Cutting  Am- 
ratus  for  Harvesters. — Patent  dated  December  J7,  1861. — ^I'he  8ickle4J  are  const  meted  in 
the  usual  manner,  the  lower  one  resting  upon  the  finger  bar.  Tho  fingers,  Tnstead  of  being 
provided  with  a  cap  or  top,  have  a  shallow  recess  made  horizontally  in  their  front  parts  t4) 
re^-eive  tbe  ends  of  tbe  cutters  or  teeth.  Tbe  two  sickles  are  kept  in  proper  contact  by 
means  of  screws  passing  through  guides  which  project  over  the  top  plate  of  thr  sickle  and 
uudeiueaih  the  fin^^ar  bar,  by  wbicii  means  tbe  sickles  are  operated  with  a  short  stroke,  the 
tiugeis  protect  tbe  cutters  from  stones  or  stumps,  and  clogging  is  effectually  prevented. 

Claim. — The  combination  of  the  two  reciprocating  toothed  cutters  A  A',  recessed  fingers  C 
c,  set  sciews  //,  guard  g,  and  plate  A,  all  constructed,  arranged,  and  operating  in  the  man- 
ner and  for  the  pui-poses  shown  and  explained. 

No.  33,942. — J.  V.  Harter,  of  Plymouth,  111. — Improved  Evaporating  Pan  for  Sat- 
charine  Juices. — Patent  dated  December  17,  1861. — ^The  follower,  which  is  made  to  conform 
on  its  under  side  to  tho  bottom  and  sloping  sides  of  the  pan,  has  a  slot  running  transversely 
through  its  under  side,  in  which  a  slide  or  shoe  and  two  springs  arejfitted  and  covered  with  a 
strip  of  goatskin,  or  other  suitable  material,  by  means  of  whicn  a  tight  joint  is  formed,  which 
prevents  the  liquor  from  passing  beneath  tbe  follower  from  one  side  to  the  other.  On  each 
end  and  near  the  top,  the  follower  is  provided  with  friction  rollers,  which  work  against  the 
under  side  of  flanges  and  serve  to  keep  the  under  side  of  the  follower  in  close  contact  with  the 
sides  and  bottom  of  the  pan. 

Claim. — The  follower  D,  provided  with  friction  rollers  c  rf,  springs/^,  shoe  «,  and  covering 
j,  with  pan  A  and  flanges  a  6,  when  combined,  arranged,  and  operating  in  the  manner  and  for 
the  purpose  dascribed. 

No.  33,94:$. — H.  L.  Hopkins,  of  Lebanon,  N.  Y , -^Improvement  in  Harvesters.— P&ieni 
dated  December  17,  1861. — This  invention  consists  in  a  method  of  connecting  tbe  rack  or 
finger  bai  to  the  main  frame  of  the  machine,  so  as  to  admit  of  its  being  turned  aiound  hori- 
zontally fiom  one  side  of  the  frame  to  tbe  other.  The  finger  bar  is  supported  on  either  side 
of  the  frame,  and  by  means  of  a  hand  lever  and  its  connexions^  may  be  elevated  from  the 
ground  and  held  at  any  desired  position  above  tbe  ground  by  the  driver  while  in  bis  seat. 
The  driver's  seat  is  connected  with  tho  frame  in  such  a  manner  as  to  be  turned  upward  upon 
a  jomt,  and  allow  tbe  tongue  to  be  turned  over  upon  its  pivoted  connexion,  for  tbe  pm-pose 
of  enabling  tbe  machine  to  be  drawn  in  either  direction. 

Claim. — Fust,  combining  \v-itb  tho  frame  of  a  harvester  a  finger  bar,  which  may  be  turned 
horizontally  upon  its  pivoted  connexion  from  one  side  of  the  frame  to  the  opposite  bide,  sub- 
stantially as  described. 

J;k?cond,  combining  witb  said  finger  bar  an  elevating  and  supporting  apparatus,  so  arranged 
as  to  perform  the  same  service  whether  the  finger  bar  projects  to  the  right  or  left  of  tho  ujain 
fiame,  substantially  as  represented  and  described. 

Thud,  in  combination  witb  a  finder  bar  having  its  connexion  witb  the  frame  of  the  machine, 
substimtially  as  described,  a  hinged  driver's  seat  and  a  reversible  tongue  co-operating  together, 
whereby  tbe  machme  may,  at  pleasure,  be  drawn  in  cither  dncction,  substantially  a» 
described. 

No.  33,944.— Obadiaii  ITopkixs,  of  New  York,  N.  Y .—Improvement  in  Mounting  and 
Manaucring  Cannon. — Patent  dated  December  17,  1861. — Tbe  nature  of  this  invention  is 
(jxp'ained  by  the  claim. 

Claim. — Mounting  two  guns  and  their  c^irriages  upon  a  balanced  frame,  so  constructed  and 
arranged  that  they  may  alternately  be  elevated  and  depressed  above  and  below  a  parapet  and 
brought  into  a  safe  position  to  bo  loaded  and  discharged,  in  tbe  manner  specified  and  for  the 
pnrpo.ses  set  forth. 

No.  33,945. — Daniel  Hugiies,  of  Rochester,  N.  Y. — Improvement  in  La/n»s.— Patent 
dated  December  17,  1861. — Tbe  upper  part  of  the  lamp,  which  is  of  a  conical  shape,  is  sur- 
roimdcd  by  a  casing,  so  as  to  leave  a  space  between  it  and  the  lamp,  forming  an  air-chamber. 
At  the  lower  part  of  this  casing  are  boles  covered  witb  wire  gauze^  and  upon  its  upper  part 
is  placed  tbe  globe,  the  purpose  being  to  provide  for  a  checked  or  controlled  circulation  of  air. 
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Claim. — ^The  air-chamber  between  the  conductor  and  the  body  of  the  lamp,  as  recited,  the 
gauze-covered  boles  or  small  i)erforations  as  tbe  inlets  for  the  air,  and  the  globe  shade,  iis  thej 
are  arranged  in  relation  to  each  other  and  tor  the  purposes  set  forth. 

No.  33,94G.— C.  W.  Irwin,  of  St.  Louis,  'Slo.—lmprorcd  Camp  CAes/.— Patent  dntod 
December  17,  18(51. — The  chest  is  constructed  with  a  series  of  compartments  and  sub-cuui- 
partmeuts  fitting  into  and  adapted  to  each  other  ibr  holding  and  storing  the  various  tiriicles 
required  in  camp. 

Claim. — The  arrangement  of  the  grooved  cleats  on  the  bottom  of  the  chest  and  the  com- 
partments and  sub-compartments  in  the  inside  thereof,  the  whole  in  respect  to  each  other, 
gubstuutially  as  and  for  ihe  purpose  set  lorth. 

No.  33,947.— Charles  Kaiser,  of  New  York,  N.  Y.— Improvement  in  Machines  jor 
Polishing  tlic  Eyes  of  Needles. — Patent  dated  December  17,  1861.— The  nature  of  this  in- 
vention is  explained  by  the  claim. 

Claim. — First,  arranging  the  wires  upon  which  the  needles  are  strung  upon  a  frame,  to 
which  may  be  imparted  eitner  a  revolving  or  reciprocating  motion,  in  such  manner  that  the 
needles  will  bo  forced  by  gravitation  to  slide  longitudinally  upon  said  wires,  substantially  as 
described. 

Second,  in  combination  with  the  foregoing,  by  the  interposition  of  suitable  mechanical  ob- 
structions, ariesting  the  needles  in  their  attempted  revolution  around  the  wire,  and  retaining 
them  for  a  portion  of  the  time  witJi  their  long  ends  upward,  in  order  that  during  such  period 
of  time  that  side  of  the  eye  of  the  needle  which  is  nearest  the  long  end  may,  by  coming  in 
contact  with  the  wire  and  having  the  wei-^ht  of  the  needle  superimposed  upon  It,  be  poli,>>hLd 
•qually  with  the  other  side  of  the  eye,  substantially  as  described. 

No.  3.^,948. — J.  L.  LAIKDIE80N,  01  Troy,  N.  Y. — Apparatus  for  Garnishing  Loom  Ihd- 
dies. — Patent  dated  December  17,  )8(iJ.— This  invention  relates  lo  the  employment  of  roller* 
lor  applying  the  varnish  and  rolUng  it  into  the  heddles,  in  combination  with  a  system  of  re- 
ciprocating brushes  tor  brushing  otl  the  superfluous  varnish  fiom  and  laying  down  the  litres, 
of  which  the  heddles  are  composed  i  means  of  holding  the  frames  containing  the  heddles 
during  the  brushing  operation  being  provided. 

Claim. — First,  the  employment,  for  apply in«^  the  varnish  in  the  varnishing  of  heddles,  of 
a  pair  of  rolls  operating  on  opposite  sides  of  the  heddles  to  roll  the  varaish  into  the  threads, 
auostautiully  as  specified. 

Second,  the  employment,  in  combination  with  the  varnishing  rolls,  of  a  system  of  recipro- 
cating brushes,  operating  on  opposite  sides  of  the  heddles,  substantially  as  specified. 

Third,  the  employment,  in  combination  with  the  rollers  a  a  and  bltKrks  p,  or  other  equivalent 
supports,  of  a  pair  of  eccentric  clamps  N  N  and  a  hook  P  applied  to  operate  in  combination 
with  each  other  upon  the  frames  B  and  connecting  hooks  ot  the  heddie  rails,  subsiantlalJy  as 
get  forth. 

Fourth,  combining  the  upper  roller  E'  with  the  brash  operating  mechanism  In  such  man- 
ner that  the  said  roller  may  have  a  rotary  motion  imparted  to  it  when  the  brushes  are  in  opera- 
tion, substantially  as  described. 

Fifth,  the  arrangonieut  of  the  vaniish  rollers,  the  reciprocating  brushes  and  operating  me- 
chanism, and  the  rollers  a  a,  or  equivalent  horizontal  supports  for  the  heddie  frames,  substan- 
tially as  specified. 

No.  33,949. — MAUrrs  Lane,  of  Washington,  D.  C— Improvement  in  Process  of  MaUing 
Iron  and  Steel. — Patent  dated  December  17,  18G1. — This  invention  is  explained  by  the  claim. 

Claim. — First,  broadly  the  simultaneous  applications  of  agents  other  than  decarbonizing 
agent  for  the  purpose  of  refining  and  carbonizin"-  metals,  which  shall  act  himultantoasly  not 
only  to  caiTy  off  the  impunties  in  the  metal  in  the  condition  of  gases,  but  also  the  inipuritiea 
oi*  the  metal  in  the  condition  of  slag. 

Sicond,  broadly  the  simultaneous  use  of  a  carbonizing  and  decarbonizing  agent  in  fre.iting 
fused  metals,  which  shall  act  to  delay  the  final  decarbonizing  of  the  metal  to  a  lime  at  which 
the  impurities  shall  have  been  removetl  by  the  agents  employed. 

Third,  the  introduction  of  carbon  at  a  point  above  the  surface  of  a  mass  of  fused  metal, 
while  the  metal  is  in  rotary  motion. 

Fourth,  the  introduction  of  the  gases  from  a  refining  furnace  into  the  stack  of  a  smelting 
furnace,  in  such  position  and  in  an  inflamed  state,  as  to  as'^ist  in  fusing  the  ore  by  h*img 
passt'd  into  the  smelting  furnace  in  immediate  contact  with  the  ore. 

Filth,  causing  the  ga>es  evolved  from  the  tused  metal,  and  which  hare  accuniulated  in  the 
refining  chamber,  to  be  forced  into  and  among  the  fusing  metal  in  the  smelting  furaace. 

Sixth,  the  introduction  of  carbonate  of  soda  and  the  alkalies  at  a  point  below  the  surface 
of  the  lu.'^cd  metal  in  a  refining  chamber  while  the  metal  is  in  a  rotary  motion. 

No.  33,tr)(). — ^^V.  A.  LiniiTilvM.,  of  New  Yqrk,  N.  \.—  Improved  Method  of  Sitting  Tubes 
for  Coiidcn^ir^i. — Patent  dated  December  17,  IHGl.— The  apertures  in  the  head  shexjt  for  the 
insertion  of  the  tubes  are  enlarged  at  their  outer  ends  for  about  two-ihirds  of  their  depth,  in 
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order  to  form  a  space  for  the  reception  of  a  packing^  ring  which  consists  of  lead  or  other  soft 
niotul,  and  is  secured  in  place  by  maUiu;^  the  recesses  of  pre^iter  diameter  at  the  bottom  than 
top,  and  forcing  in  the  packing  ring  until  the  space  is  completely  filled.  This  packing  secures 
the  ends  of  the  tubes  perfectly  tight,  while  at  the  same  time  it  allows  the  proper  movement  of 
the  tubes  lor  their  expansion  and  contraction. 

Claim. — The  use  of  the  packing  ring  C,  constructed  and  applied  as  described,  in  combma- 
tion  wiih  the  tube  D  and  head  sheet  A,,as  and  for  the  pui-pose  set  forth. 

No.  3I?,9r)l. — W.  A.  LlGiiTHALL,  of  New  York,  N.  Y. — Fmprorement  in  Condensers  for 
Steam  Engines. — Patent  dated  December  17,  IftJl. — This  invention  consists  of  a  combination 
of  a  jet  and  surface  condenser  in  one  instmment,  the  steam  exhausted  into  it  from  the  enjrine 
being  met  at  its  first  entrance  by  a  jet  of  cold  water,  (pnxluced  by  the  condensation  ot  tho 
Bteam  exhausted  at  each  revolution  ot  tho  engine  and  cooled  down  to  tho  temperature  of  the 
sea,  river,  or  other  cooling  water,)  and  afterwards  fully  condensed  by  contact  with  tubes 
through  which  passes  a  cun'ent  of  cooling  water,  and  by  passing  through  a  body  of  water 
collected  in  the  lower  section  of  the  apparatus. 

Claim. — The  use  of  a  combined  jet  and  surface  condenser,  constructed  and  operated  sub- 
stantially as  set  forth  and  lor  tho  purpose  describexi. 

No.  33,9r)2.— W.  A.  LigiithaLL,  of  New  York,  N.  Y. --Improved  Steam  Condenser.— 
Patent  dated  December  J 7,  J 80 J. — Between  the  engine  and  boilers  is  placed  a  condenser  into 
"which  the  steam  exhausted  from  the  engine  is  carried  to  be  condensed,  and  from  which  the 
water  of  condensation  is  returned  to  the  boilere  by  tho  action  of  tho  force  pump  of  the  engine. 
Within  a  shell  or  case  of  plate  or  cast  iron  is  placed  a  series  of  tubes  connecting  at  each  end 
with  reservoii"s,  the  tubes  being  of  tho  smallest  diameter  to  allow  the  requisite  amount  of 
cooling  water  to  pass  through  them.  Transversely  to  the  pipes  are  placed  a  series  of  division 
plates  extending  nearly  across  the  space  within  the  case,  tho  open  spaces  at  the  end  of  each 
alternating  in  order  to  cause  the  steam  to  pass  in  a  zig-zag  direction  through  tho  condenser. 
Below  the  tubes  is  placed  a  perforated  drip-plate  through  which  the  water  of  condensation 
passes  into  a  receiving  reservoir,  from  whence  it  passes  to  the  force  pump. 

Claim. — The  combination  of  the  drip  plate  J,  drip  reservoir  K,  tubes  h,  and  division  plates 
G,  with  the  case  A,  arranged  and  operated  as  and  lor  the  purpose  set  forth. 

No.  33,953. — Henry  Lowe,  of  Baltimore,  Md. — Improvemtnt  in  the  Process  of  Recoteriug 
Soda  used  in  the  Manufacture  of  Paper  Stock. — Patent  dated  December  17,  18(31. — ^I'he  nature 
of  this  invention  is  explained  by  the  claim. 

Claim. — Reclaiming  the  soda  from  the  spent  solution  of  caustic  soda  after  its  action  upon 
reeds,  straw,  or  other  fibrous  material,  by  charging  the  solution  with  carbonic  acid  gas  in  » 
suitable  vessel,  so  that  the  orgamc  matter  will  be  precipitated. 

No.  33,954.— Archibald  McGrFPiE,  of  Rochester,  N.  Y. — Jmprozement  in  Construction 
of  Bridges. — Patent  dated  December  17,  18()l. — The  arches  of  tho  bridge  are  fonned  in  sec- 
tions, each  section  consisting  of  a  straight  metal  tube,  the  ends  of  which  arc  fitted  on  joints. 
These  joints  consist  of  angularly  shaped  metal  heads,  provided  with  tenons  and  shoulders, 
upon  whch  tho  ends  of  tho  tubes  fit.  Ptissiug  through  the  joints  are  rods  to  which  are  at- 
tached the  ends  of  forked  suspension  rods,  having  secured  to  their  lower  ends  bars  upon 
v.hich  rest  the  ends  of  tho  sleepers;  the  said  bars  being  braced,  by  means  of  rods  secured  at 
their  ends,  to  the  abutments. 

Claim.— Tho  combination  of  the  angular  tenoned  heads  b  with  the  tubular-arched  section 
fl,  in  tho  manner  shown  and  descri1:)ed. 

Also,  the  arrangement  with  the  heads  0  and  sections  a  of  the  rodse,  forked  rods  C,  sleepers 
D,  bars  F,  rods  G  g  11,  and  bars  I,  as  shown  and  described. 

No.  33,9r>5. — Joshua  Merrill,  of  Boston,  Mass. — Improvement  in  Construction  of  Stills 
and  Still  Bottoms. — Patent  dated  December  17,  18GI. — Tho  bottom  of  the  still  consists  of  » 
plate  iomied  between  loUers  from  an  ingot  of  cast  steel,  from  which  are  cut  circular  discs  of 
suitable  size.  These  discs  are  then  placed  singly  in  a  roverberatory  furnace  and  exposed 
to  tho  action  of  the  fire,  and  when  sufiiciently  lieated  are  placed  upon  a  former  and  beaten 
alternately  with  iron  and  wooden  swages,  b^  which  they  are  brought  to  tho  proper  shape 
belore  the  metal  cools.    Tho  bottom  is  then  n voted  or  bolted  to  tho  body  of  the  still. 

Claim. — Tho  formed  seamless  steel  still  bottom  in  combination  with  tho  body  of  a  still, 
substantially  as  described. 

No.  33,956. — Lewis  and  Jacob  Mif.ler,  of  Canton,  O.— Improvement  in  Grain  Cltancrs.— 
-Patent  dated  December  17,  1801. — The  nature  of  this  invention  is  mainly  explained  by  the 
claims.  To  the  upper  and  lower  front  part  of  tho  fan  chamber  are  hinged  adjustable  ^^'Dd 
boai<ls,  tho  lower  one  of  which  has  a  lip  or  return  upon  its  under  side  for  the  purpose  oi  pro- 
venting  the  ffrain  from  ninning  over  the  trough  or  spout,  which  conducts  it  out  of  the  niachiui^- 
Claim. — First,  suspending  liie  shoo  of  a  grain-cleaning  machine  to  the  hame  by  incau'^of 
straps  that  are  hinged  at  one  of  their  ends,  and  have  a  spriuging  motion  at  the  other  end  thereof 
for  producinjj  a  regular  but  noiseless  motion  to  the  shoi^  substantially  as  described. 
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Also,  in  combination  with  a  shoe  suspended  by  straps  that  are  hinged  at  one  end  and  have 
a  spring  motion  at  the  other  end,  a  spring  pitman  for  vibnvting  said  shoe  without  sudden  jar 
or  noise,  substantially  aa  described. 

Also,  the  adjustable  wind  boards  K  L,  the  latter  having  a  lip  or  flange  c,  constructed  and 
opemtinf]^  substantially  as  described  and  for  the  purpose  set  foi-th. 

Also,  hanging  the  front  of  the  riddle  in  adjustable  bearings,  so  that  it  may  be  moved  to  or 
from  the  grain -directing  board  N,  for  the  purpose  of  regulating  the  blast  with  regard  to  that 
end  of  the  riddle,  substantially  as  described. 

No.  33,957.— James  Millholland,  of  Reading,  'Pa.— Improved  Mode  of  Operating  Gif- 
fard's  Injector. — Patent  dated  December  17,  18(51. — This  invention  has  for  its  object  the 
placing  of  the  injector  in  such  a  position,  on  a  locomotive,  that  the  supply  of  water  to  the 
instrument  from  the  tank  will  depend  upon  the  direct  flow  of  water  from  the  same,  and  not 
upon  the  aspiration  of  the  instrument  itself  as  usual ;  and  it  consists  in  operating  the  perfo- 
rated tube  and  internal  rod  of  the  injector  by  means  of  levers  so  arranged  and  provided  with 
jointed  rods,  that  the  said  levers  can  be  readily  operated  by  the  engineer,  either  together  or 
independently  of  each  other. 

Claim. — Operating  the  perforated  tube  and  internal  rod  of  a  Giffard  injector  by  levers  N 
and  M,  arranged  substantially  as  described,  the  said  levers  being  provided  with  the  appliances 
described,  or  their  equivalents,  so  that  they  can  be  operated  together  or  independently  of  each 
other,  as  set  forth. 

No.  33.958. — G.  W.  MoFPiT,  of  Washington,  'Psk.^Improvement  in  Car-Coupling.— 
Patent  dated  December  17,  18C1. — The  link  and  hook  of  each  coupler  are  secured  within  a 
box  or  draw-head  by  means  of  a  vertical  bolt  upon  which  they  are  arranged  to  work  loosely. 
Secured  to  the  upper  part  of  the  inside  of  the  box  is  an  abutment  which  forms  a  rest  for  the 
upper  end  of  the  hook,  and  has  jointed  to  it  a  drop  piece  near  its  projecting  end  which  causes 
the  link  opposite  to  it,  and  which  does  not  connect  with  its  corresponding  hook,  to  run  over 
its  upper  face  and  abutment,  whilst  the  under  running  link  forces  its  corresponding  hook 
downwards  and  aflbcts  the  coupling. 

Claim. — The  application  of  a  wrought-iron  link  A,  a  hook  or  catch  B,  and  an  abutment  F, 
with  a  drop  piece/',  to  a  bufBng  dmw-head  of  a  car,  so  that  when  two  cars,  to  which  the 
same  are  respectively  applied,  are  run  into  contact  with  each  other  f«r  the  purpose  of  being 
coupled,  the  link  of  either  will  interlock  with  the  catch  or  hook  of  the  other,  and  thus  com- 
plete a  reliable  connexion  of  the  said  cars,  the  same  being  constructed  and  arranged  together 
to  operate  substantially  in  the  manner  described. 

No.  33,959.— R.  B.  Pullan,  of  Cumminsville,  O.— Improvement  in  Tcnf*.— Patent  dated 
December  17,  1861. — The  nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engraving. 

Claim. — So  constructing  the  centre  joint,  in  combination  with  the  folding  thighs  and  legs, 
as  to  produce  three  different  forms  of  tent,  all  as  described  and  represented. 

Also,  the  double  parallel  coverings  H  and  I,  when  the  ventilaiinff  space  between  them  ia 
made  with  a  free  and  unobstructed  egress  at  the  top,  as  described  and  represented. 

But  1  disclaim  all  modes  of  ventilating  the  space  between  the  inner  and  outer  tent,  where 
the  current  is  taken  through  hollow  ventilating  tent  poles,  and  all  other  modes  of  ventilating 
such  double  tents,  except  where  the  upper  part  of  said  passage  is  left  open,  free,  -and  unob- 
structed, as  set  forth. 

No.  33,960.— H.  W.  Putman,  of  Cleveland,  O.— Improved  Clothes  Wringer.— Feitent 
dated  December  17,  1861. — ^To  the  lower  ends  of  the  standards  which  sustain  the  rollers  are 
attached  diverging  arms,  having  at  their  outer  sides  semicircular  ratchets,  and  near  the  lower 
ends  of  each  outer  arm  is  secured  a  cam  provided  with  a  handle  which  serves  the  purpose  of 
a  pawl,  in  connexion  with  the  ratchet,  to  hold  the  cam  against  the  outside  of  the  tub,  and  by 
which  the  device  is  firmlv  held  to  the  tub. 

Claim. — The  described  side  pieces  B  B'  H,  constructed  as  specified,  in  combination  with 
the  cross-bar  M,  ratchets  C,  and  cams  D,  arranged  and  operating  as  and  for  the  purpose  set 
forth. 

No.  33,961  .—Ferdinand  Rochow,  of  New  York,  N.  Y.— Improvement  tn  Rotary  Pumps.— 
Patent  dated  December  17,  1861. — ^This  invention  consists  of  a  hollow  enclosing  shell  of  an 
irregular  form,  two  opposite  side  pieces,  and  a  revolving  shaft  having  movable  pistons  or 
abutments.  The  irregularity  or  eccentricity  of  the  shell  consists  in  the  manner  in  which  it 
is  formed,  thus  dispensing  with  the  usual  method  of  filling  in  the  inner  sides  of  the  casing. 
Between  the  shaft  and  the  side  pieces  are  placed  two  leather  rings,  fixed  to  the  shaft  by  means 
of  small  metal  rinss  or  bands  fitting  in  recesses  in  the  side  pieces,  for  the  purpose  of  preventing 
leakage  on  the  sides  of  the  shaft ;  and,  to  prevent  air  from  entering  the  suction  apartment 
between  the  packing  rings  and  side  pieces,  an  elastic  packing  of  hemp  is  set  in  the  side  pieces. 

Claim. — rir«it,  constructing  the  enclosing  shell  or  case  A  of  an  eccentric  or  ineguiarcuive, 
such  that  all  lines  diawn  from  its  opposite  sides  and  through  any  one  of  tho  same  pomt  O'  in 
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the  axis  or  diameter  of  siicli  curv-e,  but  at  one  side  of  the  centre  of  such  axis,  shall  be  of  equal 
l('ji;rtl«,  so  that  abiitusents  or  pistons  r  r  of  the  same  lenj^th  with  such  axis  or  d'.ameler,  re- 
*  vo  vi!!}r  in  such  sliell  ami  passing  tlirough  a  shaft  or  cylinder  haviu{r  the  centre  of  its  axle  in 
pui  ii  j)ohit  0'»  will  always  be  in  contact  with  the  sides  of  the  shell,  without  tho  use  of  any 
dv\  it  e  to  vary  their  leujjth. 

S  t'oud,  the  c*»nibinatit>u  of  the  shell  or  ca^^e  A  when  so  constructed,  with  the  enclosed  shaft 
or  cylinder  K  and  its  movable  solid  pistons  r  r,  arranged  in  respect  to  such  shell,  substantljJlj 
as  described. 

.  'Jhiul,  the  application  and  use  of  the  packing  rings /?'p'  and  the  elastic  packing  ^  <^,  in 
combination  with  the  shaft  K,  side  pieces  8  S,  substantially  as  and  for  the  purposes  set  ioith. 

Fourth,  the  whole  machine  or  apparatus,  constructed  substantially  as  and  for  the  purposes 
set  forth. 

No.  3.'^,96'2.— W.  G.  ScifMTDLiN  and  J.  W.  Driscoll,  of  New  York,  N.  Y .—Improvement 
in  Itrjlectors  for  Lamps. — Patent  dated  December  17,  J8G1. — This  invention  is  designed  more 
especially  for  street  lamps,  and  it  consists  in  so  arranging  the  reflector  formed  as  sections  of 
truncated  cones  as  to  reflect  the  light  shining  upwards,  and  cause  it  to  be  thrown  otf  hori- 
zouiaily  in  either  direction. 

Claim. — The  employment  of  tho  reflectors  d  and  c,  formed  as  sections  of  truncated  cones 
or  pyramids,  and  flanng  away  from  the  flame,  substantially  as  and  tor  the  piu]pose»  sjHicilied. 

No.  33,963.— W.  A.  Shannon,  of  Washington,  D.  C— Improvement  in  Fire-Escape  Lad- 
ders.— Patent  dated  December  17,  IStH. — The  ladder  is  formed  in  sections  so  as  to  be  folded 
in  a  zig-zag  manner,  and  fastened  at  one  end  upon  the  inside  of  the  window.  At  either  side 
and  at  each  joint  of  the  sections  are  placed  small  arms,  which  work  freely  on  the  round*^  and 
are  let  into  the  side  pieces  so  as  to  admit  of  the  ladder  being  folded,  but  when  opened  the 
arms  fall  out  by  their  own  weight  and  remain  at  right  angles  to  the  ladder  so  as  to  prevent 
the  latter  from  coming  in  contact  with  the  wall.  To  prevent  the  ladder  from  entering  the 
lower  windows,  arms  are  mode  to  fall  out  from  the  sides  of  tho  lower  sections. 

Claim. — An  improvement  in  tho  construction  of  a  sectional  ladder,  with  arms  or  braces. 
Fig.  2,  e  c,  working  freely  on  the  rounds  and  gravitating  to  their  position,  after  the  ladder  has 
been  passed  freely  and  unobstructedly  through  tho  window,  and  the  side  braces.  Fig,  1^  k  k,  . 
which  are  designed  to  prevent  tho  ladder  from  being  pressed  into  tho  lower  windows. 

Xo.  33,964.— W.  A.  Shaw,  of  Boston,  M&b^.— Improved  Bottle  Stopper.— Feitent  dated 
December  17,  1861. — This  device  consists  of  a  hollow  stopper  made  of  elastic  gam,  open  at 
its  upper  end,  and  having  shoulders  upon  its  outer  sides  made  to  correspond  with  shoulders 
within  the  neck  of  the  bottle.     It  is  placed  in  tho  bottle  by  means  of  a  pro[)erly  shaped 

E:ecc  of  wood,  which  is  inserted  through  the  aperture  at  its  upper  end,  by  wmch  the  stopper 
ecomes  elongated  and  eiu^ily  slips  into  place.     Upon  wiihdiawing  the  handle  tho  shouldeii 
of  tho  stopper  fit  closely  into  the  corresj)onding  shoulders  of  the  bottle. 

Claim. — A  hollow,  elastic  stopper,  operating  in  the  manner  substantially  as  described. 

No.  33,965.— Wm.  J.  Stillman,  United  States  Consul  at  Rome,  JU\]y.— Improvement  in 
Rifle  Sights. — Patent  dated  December  17,  1861. — ^This  invention  consists  in  the  employment 
ot  a  sight  having  a  reflecting  surface  placed  at  such  an  angle  as  to  reflect  to  the  eye  light 
from  one  dnection  only,  so  that  from  whatever  direction  tho  liffht  may  fall  upon  it,  none  will 
reach  the  eye  except  that  from  one  certain  direction,  and  this  always  coming  at  tho  same 
anjr.e  prevents  any  variation  in  the  aim  from  that  cause.  Combined  with  tho  above  i^  an 
adjustable  covering  or  protector,  so  arranged  as  to  bo  opened  or  closed  at  will,  whereby  the 
sight  may  be  made  either  a  bi  .ght  or  a  perfectly  black  one,  as  circumstances  may  require. 

Claim. — First,  the  employment  in  nfled  or  other  fire-arms  of  a  reflecting  sight  C,  so  con- 
structed and  arranged  as  to  reflect  in  tho  line  of  sight  light  from  a  given  direction  only,  sub- 
stantially as  and  lor  the  purpose  set  forth. 

Second,  in  combination  with  a  reflecting  surface  C,  an  adjustable  covering  or  protector  B 
D,  so  arranged  as  to  admit  of  being  opened  or  closed  at  pleasure,  for  the  purpose  above 


No.  33,966.— A.  Stoler  and  S.  A.  SissoN,  of  Bristol,  Ta,— Improvement  in  Cutting  Ap- 
paratus for  Harvesters. — Patent  dated  December  17,  18i51. — ^This  device  is  designed  For  re- 
taining the  cutter  in  its  proper  place.  The  upper  plate  is  countersunk  to  receive  the  conical 
head  of  a  bolt,  and  in  tlio  lower  nlate  is  drilled  a  recess  to  receive  a  steadying  pin  of  the 
bolt,  by  which  means  much  weight  of  material  is  dispensed  with,  while  sufficient  strengtii 
of  beam  is  obtained. 

C/aim.— The  bolt  D,  when  formed  with  a  square  shank  and  conical  head,  whether  with  or 
without  the  steadying  pin  at  its  base,  as  shown,  when  used  in  combination  with  tho  finger 
bar  and  cutter,  in  tho  manner  and  for  the  purpose  specified. 

No  33,967.— John  Trageser,  of  New  York,  N.  Y .—-Improvement  in  Beer  Coa/«r».— Patent 
dated  December  17, 1861 . — This  hivention  consists  in  the  use  of  a  horizontal  tube,  which  receives 
the  wort  from  tlie  boiler,  and  is  perforated  chiefly  at  its  upper  surface.     It  is  fitted  within  a 


Digiti 


zed  by  Google 


COMMISSIONER    OF    PATENTS.  615 

suitable  vessel  having  a  perforated  bottom,  and  provided  at  its  under  side  with  sernited 
flanches,  which  are  directly  over  the  upper  cooling  tube  for  the  purpose  of  effecting  a  per- 
fect straining  of  the  wort  after  leaving  the  boiler  and  previous  to  its  distribution  over  the 
cooling  tubes. 

Claim. — First,  a  strainer  for  a  wort  or  beer  cooler  formed  of  a  tube  A,  perforated  at  its 
upper  part,  as  shown  at  a,  and  used  with  or  without  the  perfomtions  6,  substantially  as  and 
for  the  purpose  set  forth. 

Second,  providing  the  vessel  B,  in  which  the  tubular  strainer  A  is  placed,  with  narrow 
boxes  C  C,  one  or  more,  at  its  bottom ;  the  boxes  having  notched  edges  and  arranged  in 
relation  with  the  upper  cooling  tube  D,  to  operate  as  and  for  the  purpose  specified. 

Thud,  having  the  bottom  of  the  vessel  B  perforated  with  two  rows  of  holes  d  d,  when 
Baid  perlbrations  are  used  in  connection  with  the  boxes  C  C,  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  tubular  strainer  A,  vessel  B,  with  its  perforated  bottom, 
the  boxes  C  C,  attached  to  the  under  side  of  the  bottom  of  B.  and  notched  as  shown,  and 
the  cooling  tubes  D,  all  arranged  as  and  for  the  purpose  sx)eciiied. 

No.  33,96ci.— O.  M.  Truair,  of  Mount  Morris,  N.  Y.— Improved  Machine  for  Sizing 
Broom  Corn. — ^Patent  dated  December  17,  3861. — In  the  centre  of  the  bed  of  the  machine 
is  a  longitudinal  opening,  one  side  of  which  is  stepped  off  at  equal  distances  and  depths, 
thus  forming  a  series  of  transverse  openings  in  the  bed,  which  increase  in  length  from  ono 
end  of  the  machine  to  the  other.  Beneath  these  openings  are  partitions  which  serve  as  re- 
ceptacles for  the  different  lengths  of  broom  com.  Near  each  end  of  the  machine  is  journallod 
a  roller,  around  which  pass  one  or  more  endless  bands  connected  together  by  slats,  for  the 
purpose  of  moving  the  oroom  com  along  on  the  table  and  over  the  openings  therein  until  it 
meets  with  an  opening  corresponding  in  len^h  with  the  length  of  the  broom  com.  At  the 
front  end  of  one  side  of  the  machine  is  secured  a  knife,  set  obliquely,  for  cutting  off  the  but 
ends  of  the  com,  which  latter  is  placed  upon  an  inclined  board,  and  is  forced  down  by  the 
revolving  slats  and  carried  over  the  bed. 

Claim. — ^The  bed  A,  leceptacles  J  J,  rollers  E  E',  bands  F  F,  and  slats  6,  furnished  with 
projections,  with  the  inclined  board  rf,  and  knife  e,  when  combined,  arranged,  and  operating 
in  the  manner  substantially  as  described. 

No.  33,%9.— James  Turner,  of  Chicago,  IW. ^Imj)roved  Process  of  Rendering  Lard  and 
Tallow. — Patent  dated  December  17,  Idtil. — The  object  of  this  invention  is  to  save  the  fat 
from  injury  resulting  to  it  by  the  action  of  the  steam  after  it  has  been  rendered,  which  is 
effected  by  removing  the  fat  from  the  action  of  the  steam  as  fast  as  it  is  rendered,  and  with- 
out interrupting  the  process  of  rendering.  The  apparatus  used  consists  of  a  steam-light 
tank  provided  with  a  float  perforated  ou  its  lower  suiface  and  fixed  upon  the  lower  end  ot  a 
movable  pipe,  which  passes  through  a  stuffing-box  on  the  top  of  the  tank.  The  upper  end 
of  this  pipe  is  joined  to  an  elbow-pipe,  which  is  connected  to  a  vibrating-pipe  and  joined  to 
a  standard,  in  which  latter  is  also  lixed  a  stationary  pipe,  all  so  connected  as  to  leave  a  free 
communicaiion  from  ono  to  the  other,  by  which  means  the  tallow  is  forced  by  the  steam  from 
the  tank  through  the  pipes  to  any  desired  point. 

Claim. — First,  drawing  off  the  fat  as  fast  as  it  is  rendered  by  the  pressure  of  the  steam  in 
the  tank. 

Second,  the  process  described  of  drawing  off  the  fat  as  fast  as  rendered  by  the  use  of  a 
Bteaui-tight  tank  in  combination  with  a  strainer  or  float,  and  movable  or  flexible  pipe,  sub- 
stantially as  set  forth. 

Third,  the  mode  of  delivering  the  melted  fat  by  the  pressure  of  the  steam  in  the  tank  to 
any  part  of  the  building,  substantially  as  set  forth. 

No.  3:^970.— Frederick  YeiseR,  of  Danville,  Ky. — Improvement  in  Meridian  Instru- 
ments.— Patent  dated  December  J 7,  1861. — Upon  the  upper  end  of  a  pillar  or  cylinder,  which 
is  attached  to  a  base-plate,  is  secured  a  disc  parallel  with  the  base-plate.  To  the  upper  side 
of  this  disc  is  pivoted  a  horizontal  bar,  ono  end  of  which  projects  over  the  edge  ot  the  disc, 
and  has  attached  to  its  projecting  end,  by  a  shaft  or  pivot,  a  bar  G,  moving  freely  and  at 
right  angles  to  the  movement  of  the  horizontal  bar.  To  each  end  of  the  bar  G  is  fixed  a  small 
plate  at  right  angles  to  the  same,  in  one  of  which  is  a  convex  lens,  and  on  the  opposite  plate 
are  two  sets  of  parallel  lines  crossing  each  other  at  right  angles,  at  a  suitable  distance  apart, 
to  embrace  the  sun's  image,  which  tails  between  them  from  the  lens. 

Claim.— In  combination  with  the  bars  G  and  plates  J  J',  the  bar  D  and  disc  C,  operated 
substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,971.— J.  F.  Brown,  assignor  to  Hunself  and  Allen  Richards,  of  New  London, 
Conn. — Improvement  in  Skirt  Supporters, — ^Patent  dated  December  17,  1861. — ^This  inven- 
tion consists  in  the  use  of  two  jaws  surrounded  by  an  India-rabber  buid,  and  provided  with 
a  fulcrum  pin  fitted  in  a  recess  or  groove  formed  in  each  jaw. 

Claim, — The  two  jaws  A  A,  encompassed  by  an  elastic  band  or  spring  C,  when  used  in 
combination  with  a  detached  fulcrum  pin  B,  all  being  arranged  as  shown  and  described,  to 
fomi  a  new  and  improved  article  of  manufacture,  for  the  purpose  set  forth. 


Digiti 


zed  by  Google 


616  ANNUAL  REPORT  OF  THE 

No.  'X\.[)7'2. — Joseph  Davis,  of  East  Wilton,  N.  II.,  assirriior  to  J.  Noonk,  of  Potor- 
b;»iuii^di,  N,  H.,  ttiul  W.  EaKI^  jr.,  olTioy,  N.  H. — Jmnrurauentin  Cartiitig  Ln^^incs. — Patent 
dHi(M|  DeL'tnibor  17,  \i^\. — Iklow  the  malu  card  cyliiiuer  is  arranged -ad  eudless  a])ron  orprid, 
^rli^t  h  nnis  upim  tlnoo  ioIUts.  tbt-  journals  of  the  inidaU-one  l>oin«r  placed  iu  staudard.^  provided 
will!  "ilots  an<l  adjustiug  Hcrew.s,  by  iiioaus  of  whicli  the  position  of  the  belt  may  be  afljiistc-d 
in  U'lation  lo  ilie  main  cylinder,  the  object  of  the  invention  being-  to  convey  the  tibruiis  ma- 
ter,;i!.  whii  h  IS  u>uailv  wa^tetl,  back  lo  a  position  wlieie  the  cylinder  can  apfaiu  seize  It.  and 
alM>  tt)  di>cli.nfr<^  the  dirt  thai  may  fall  upon  the  apron. 

CI  a  nil. — TJK'  specified  arrangement  or  application  of  an  endless  traversinfj  frrid  or  apron, 
or  till'  iiiii  Imiiical  ecpnvaient  of  either,  with  the  main  card  cylinder  of  a  cardiujj  engine,  and 
to  opiTiite  liiercwith  Hubstantially  in  the  manner  and  for  the  purpose  as  deiicnbed. 

And  in  coiiibinalion  with  tlie  said  endless  prid  or  apron  and  the  cardinp  enjrine  or  its 
mam  caril  cylinder,  the  arranjjemint  and  combination  of  an  adjustable  hunporier  F,  ibo 
same  beinpr  to  oju^rate  in  manner  and  for  the  purposes  substantially  as  set  forth. 

Vo.  3:i,97;?. — CiKORGE  Goewey,  of  New  York,  N.  Y.,  assip^nor  to  Himself  and  E.  S. 
Marsh,  of  Morrisiana,  N.  Y. — Imrorement  in  Chums. — Patent  dated  December  17,  l^iil. — 
"Within  a  tub  is  phiced  a  vert icid  stationary  perlbrated  cylinder  euclosinjf  an  uprijrht  hbaft 
havniiT  a  spiral  tlaufre  acting:  like  a  screw  propeller  at  its  lower  end,  to  which  is  piven  a 
rapidly  revolving^  motion  which  causes  the  milk  within  the  cylinder,  tojjether  with  air  from 
above,  to  be  driven  through  spaces  at  the  lower  end  of  the  cylinder  into  the  outer  tub  or 
vessel. 

Claim. — The  use  or  employment  of  the  perforated  cylinder  G,  in  combination  with  the 
BCiew-blade  or  proj)eller  C,  for  the  purpose  of  speedily  producing  butter  and  prt-veniing  it, 
as  lormcd.  \w\i\<f  operated  upon  or  agitated  by  the  movement  of  thoyet  unconverted  milk, 
substantially  as  described. 

No.  3:J.974.— E.  J.  Hall,  assignor  to  Himself  and  E.  P.  Stimets,  of  Highgate,  Vt. — 
Improved  Spring  Caster. — Patent  dated  December  J7.  18(51. — To  the  top  of  the  roller-box  is 
secured  a  screw-shaft,  upon  which  is  arranged  a  circular  plate,  having  attached  to  it  three 
guide-rods  passing  through  an  intei mediate  plate  to  a  thiid  plate  above,  to  which  they  are 
permanently  lusteiud.  Upon  the  lower  pate  is  placed  a  double  spiral  spring.  The  inter- 
mediate plate  opeiates  as  a  nut  on  the  screw-shatt,  by  which  means  the  roller  is  adjusted  to 
a  level  w  ith  th<^  other  feet,  being  raised  or  lowered  as  lequired. 

Claim. — The  combination  and  arrangement  with  an  ordinary  ca^ster  of  the  screw -„shaft  C, 
the  spiral  springs  E,  adjustable  plates  H  and  I,  guide-rods  G,  substantially  as  and  lor  ih« 
purpose  specilied. 

No.  33,1)75.— K.  H.  C.  Preston,  assignor  to  E.  P.  Russell,  of  Manlius,  N.  Y.-~/«- 
prorement  in  Harresters. — Patent  dated  December  17,  IHdl. — This  invention  consists  in 
transmitting  the  requisite  rate  and  force  of  motion  from  the  driving-wheel  to  the  crank-shai% 
th:ongh  the  medium  of  a  series  of  robers  pivoted  to  the  face  of  the  driving-wheel,  and  a 
tapering  smgle  screw  thread,  which  projects  from  the  periphery  of  the  crank-shaft,  by  which 
means  the  crank-shaft  may  bo  placed  in  such  a  position  that  its  axis  will  be  exactly  opposite 
to  a  portion  of  an  imaginary  curcular  line  passing  through  the  centres  of  the  pivots  of  each 
of  the  rollers. 

Claim. — First,  the  tapering  shape  of  the  single  screw  thread  rf,  which  is  employed  for  the 
purpose  of  enabiug  the  desired  amount  of  motion  to  be  communicated  to  the  crank-shafi  C, 
substantially  as  set  forth. 

Also,  when  a  tapering  single  screw  thread  is  combined  with  a  shaft,  either  directly  or 
through  the  medium  of  a  tulnj  or  collar,  acting  upon  said  scrc«w  thread  by  means  of  a  series 
of  pivoted  rollers  and  a  driving-wheel  for  carrying  the  same,  substantially  as  set  forth. 

Also,  when  a  tapering  single  screw  thread  is  combined  with  a  shaft,  either  directly  or 
through  the  medium  of  a  tube  or  collar,  acting  upon  the  said  screw  thread  through  the  me- 
dium of  a  series  of  tapering  pivoted  rollers  and  a  suitable  driving-wheel,  substantially  in  the 
maimer  set  forth. 

No.  33,976.— Charles  Alger,  of  Hudson,  N.  Y. — Improvement  in  Breerk- Loading 
Ordnance. — Patent  dated  December  24,  18G1. — ^Tho  breech  is  composed  of  a  spherical  piece 
of  metal  inserted  into  a  hemispherical  seat  in  the  gun  in  the  rear  ot  its  bore,  where  it  is  con- 
fined by  means  of  a  hollow  screw.  The  front  end  of  the  screw  is  countersunk  so  as  to  form 
the  rear  seat  oi  the  spherical  piece,  which  latter  has  an  opening  through  its  centre  of  suflScient 
size,  and  the  internal  calibre  of  the  hollow  screw  being  sufficient  to  permit  the  projectile  and 
the  cartridge  to  be  inserted  through  them  into  the  chamber  of  the  gun ;  the  spherical  piece 
being  furnished  with  suitable  means  of  turning  it  to  bring  its  opening  transversely  to  the 
bore,  and  thereby  make  it  close  the  rear  of  the  gun  and  bring  it  opposite  to  the  bore  for 
loading  at  the  breech. 

Claim. — The  spherical  breech  piece  B,  having  a  central  opening  g^  and  the  Iiollow  screw 
C,  applied  in  combination  with  each  other  and  with  the  barrel  or  body  A  of  the  gun,  sub- 
stantially as  described. 
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No.  3:^,977.-- TraUGOTT  Bgcil.  of  Newark,  N.  J,—fmprotfed  Apparatus  for  Bracing  the 
Yards  of  Vessels, — ^Patent  dated  December  :J4.  J 86 J. — In  any  convenient  place  in  the  vessel 
is  placed  a  barrel  or  barrels,  so  as  to  bo  rotated  by  any  mechanical  means.  The  baiYels  are 
constructed  of  double  cones  joined  at  their  apexes,  and  have  »  screw  thread  ninning  from  one 
end  to  the  other.  The  barrel  is  so  proportioned  to  the  bevel  of  the  cones  as  to  correspond 
with  the  increasing  or  decreasing  length  of  the  braces  consequent  upon  the  ends  of  the  yard- 
arms  fuming  in  a  circUs  and  increasing  the  angle  on  the  one  side,  while  it  decreases  in  the 
Faijio  proportion  on  the  other,  the  brace  being  around  the  smallest  part  of  the  barrel  when 
the  yards  are  square,  aad  the  diameter  of  the  barrel  being  exactly  adapted  to  the  required 
VHrintions  in  the  length  of  brace. 

claim.-  The  combmation  and  arranffement  of  the  cone  barrels  and  the  tightener,  with  the 
braces,  substantially  in  the  manner  ana  for  the  purpose  specified. 

No  33,078. — S.  A.  BIake,  of  New  York,  N.  Y. — Imjnovement  in  Bonnets. — Patent  dated 
Doceml>cr  *J4,  J 86 1. — This  invention  is  explained  by  the  claim. 

Claim. — A  bonnet,  cap,  or  other  head  covering,  the  body  of  which  is  made  of  two  or  more 
thicknesv^^es  of  muslin,  or  other  suitable  fabric,  shaped  or  formed  with  a  series  of  raised  or 
embossed  stripes,  in  imitation  of  straw  or  other  braid,  by  means  of  suitable  dies,  in  the  man- 
ne:  ^et  toith. 

No.  ,33,979.— W.  A.  Brown,  of  Philadelphia,  Tv^.— Improvement  in  Railroad  Car  Fen- 
tiiators.—V&ient  dated  December  24,  1861. — Near  each  end  of  the  roof  of  the  car  is  placed  a 
horizontal  tube  connected  to  the  roof  by  a  vertical  tube.  The  ends  of  the  horizontal  tube' 
consist  of  hollow  conical  frusta,  and  at  one  end  of  the  sa«ie  is  a  deflecting  partition  consisting 
of  spiral  flanges.  The  lower  end  of  the  vertical  tube  or  cylinder  is  fitted  with  an  adjustable 
valve,  80  as  to  be  closed  when  necessary.  Xhe  motion  of  the  car  causes  ft^sh  air  to  enter  the 
foi-^ard  cylinder,  while  the  impure  ^ir  is  expelled  from  that  in  the  rear. 

Claim. — A  ventilator,  consisting  of  the  horizontal  cylinder  B,  with  its  conical  frustra  V  h\ 
the  interior  spjral  passa^  formed  by  the  partition  d',  in  the  rear  end  of  cylinder  B,  with  the 
vertical  cylinder  C,  with  its. adjustable  valve  F,  the  said  parts  being  constructed  and  com- 
bined together  with  each  other,  substantially  as  described,  and  applied  near  each  end  of  the 
roof  A,  so  as  to  operate  in  combinaiion  with  the  car  in  motion  on  a  track,  in  the  manner  set 
forth  and  for  the  purposes  specified. 

No.  3*1,980  —John  O'Bryan,  of  Owego,  N.  Y .—Improvement  in  Truss  Po/f 5.— Patent 
dated  December  24,  1861. — The  pressure,  over  the  place  reqtiired,  is  effected  by  means  of  two 
cups,  a  smaller  one  fitting  inversely  witbm  a  larger  one,  between  which  is  placed  a  spiral 
spring,  the  end  of  the  standard  passing  through  the  cup  where  it  is  attached  to  the  flat  spring 
and  provided  with  a  nut,  by  means  of  which  the  pressure  of  the  spiral  spring  may  be  adjustea 
as  required. 

I'latrn. — The  construction  of  the  pad,  consisting  of  the  two  cups,  the  helical  spring,  and 
the  adjusting  screw,  all  combined  and  operating  in  the  manner  set  forth. 

No.  33.981.— Andrew  'Buchanan,  of  Jersey  City,  N.  J.— Improvement  in  Steam  En- 
gines — Patent  dated  December  24,  1861. — This  invention  con.^ists  in  arranging  one  or  more 
parallel  motions  in  combination  with  a  slide  valve,  in  such  a  manner  that  the  pressure  of  the 
steam  is  counteracted  by  the  parallel  motion  or  motions,  and  the  valve  sustained  in  the  proper 
place,  the  said  valve  moving  equally  free  when  subjected  to  the  pressure  of  the  steam  as 
when  the  steam  is  shut  off.  A  valve  with  corrugated  elastic  sides  and  ends  or  with  an  elastic 
back  is  used  in  combination  with  an  oblong  bearing  of  the  pivot,  which  secures  the  valve  to 
the  parallel  motion,  so  that  the  valve  when  acted  upon  by  the  steam  is  forced  down  upon  ita 
seat  with  a  certain  vielding  pressure  determined  by  the  elasticity  of  its  sides  before  the  pres- 
sure of  the  steam  is  counteracted  by  the  parallel  motion,  and  the  jumping  of  the  valve  or 
leakage  of  steam  is  prevented.  The  frame  which  supports  the  parallel  motion  is  so  arranged, 
in  combination  with  an  elastic  diaphragm,  that,  by  toe  action  of  the  steam  on  the  under  side 
of  the  diaphragm,  the  pressure  on  the  back  of  the  valve  is* diminished.  In  combination 
with  the  fiame  supporting  the  parallel  motion  i.s  a  bell-crank  le^^er,  so  arranged  that  the 
frame,  together  witn  the  valve,  can  bo  raised  clear  off  its  seat,  and  when  the  motion  of  the 
valve  continues  afrer  the  steam  has  been  shut  off,  a  cutting  of  the  face  of  the  valve  or  of  the 
■eat  is  prevented. 

Claim. — First,  the  arrangement  of  one  or  mere  parallel  motions  E,  in  combination  with  a 
slide  valve  A,  substantially  as  and  for  the  ptirpose  set  forth. 

Second,  the  employment  of  a  valve  A,  with  corrugated  sides  and  ends,  or  with  a  corrugated 
back,  in  combination  with  the  oblong  bearing  h  of  the  pivot  a,  which  connects  the  vaive  to 
the  parallel  motion  £,  substantially  in  the  manner  and  ior  the  purpose  shown  and  described. 

Tnird,  the  rising  and  falling  frame  D,  in  combmation  with  the  vulve  A,  and  with  an  elastic 
diaphragm  F,  or  its  equivalent,  con3tructed  ^nd  opeyrating  substantially  as  and  for  the  pur- 
pose specified. 

Fourth,  the  combination  of  the  bell-crank  lever  G,  or  its  equivalent,  with  the  rising  and 
foiling  frume  D,  and  valve  A,  substantially  in  the  manner  and  for  the  purpose  set  forth. 
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No.  33,962.— M.  D.  BUDD,  ofRoscoe,  Ii\.— -Improved  Machine  for  Cutting  Bolts.— FnUstA 
dated  December  24,  38GJ. — This  invention  conHlsts  in  providing  one  of  the  jaws  with  a  jomt, 
■with  which  is*  arranj^od  a  hook  or  fastening  formed  of  two  links  placed  one  at  each  side  of  the 
two  parts  of  the  jhw,  by  which  means  ine  cutliTs  can  be  distended  further  apart  so  as  to 
enable  them  t<»  grasp  a  larger  boh ;  the  object  being  to  provide  a  tool  for  cutting  bolts  or 
rivets  which  vary  uiaterialJy  in  size,  without  lengthening  the  purchase  of  the  main  lever  upon 
the  pivot  jaw. 

Claim. — Forming  the  iaw  B  of  two  parts  c  rf,  connected  by  a  joint  ?,  said  parts  c  d  being 
provided  re.sp(?ctively  with  a  hook  A,  and  notches  I  /',  and  all  arranged  substantially  as  shown, 
whereby  the  juws  A  B,  and  then*  cutters  C  C.  may  be  distended  or  spread  apart  at  a  greater 
distance  than  they  otherwise  could  be,  and  admit  bolts  or  rivets  wnich  vary  materially  in 
size,  being  cut  with  one  and  the  same  implement. 

No.  33,983.— P.  Cawhaupr,  of  New  Lebanon,  N.  Y. — Improvement  in  making  Capstdet 
of  Copaciu. — Patent  dated  December  24,  1861. — This  invention  relates  to  the  moulds  over 
which  the  capsu'.cs  arc  toiinctl,  and  it  consists  in  turning  the  upper  ends  of  the  said  moulds 
down  in  such  a  manner  that  a  sbouldcr  is  produced,  for  tne  purpose  of  facilitating  the  closing 
of  the  capsules  formed  over  the  moulds.  The  capsules,  after  being  filled,  are  dipped  into  the 
same  composition  of  which  thfey  are  made,  so  as  to  produce  an  even  and  8eamles^  surface. 

Claim.-  -First,  the  arrangement  of  the  shoulder  c,  on  the  mould  A,  as  and  for  the  purposo 
as  shown  and  described. 

Second,  dipping  the  capsules  A,  after  they  have  been  charged,  into  some  suitable  com- 
positiou,  as  ue^jcribcd,  for  the  purpose  of  closing  them,  and  to  produce  an  even  and  seamless 
surface.  # 

No.  33,984  —M.  D.  Cohen,  of  Philadelphia,  Fa.— Improvement  in  Coverings  for  tks 
Head. — Patent  dated  December  24,  1861. — The  object  of  this  invention  is  to  piovide  a  pro- 
tector fur  the  ears,  mnrk,  and  back  of  the  head,  made  independently  of,  and  capable  of  being 
worn  in  connexion  with,  a  cap  (»r  other  covering  for  the  head.  The  claim  explains  its  gen- 
eral construct  i(»n. 

Claim.—  The  combination,  with  fiirlaps  and  apron,  or  either,  of  an  elastic  or  adjustable 
belt  in  front  and  brace  bands  on  top,  arranged  in  the  manner  and  for  the  purposes  set  forth. 

No.  33  985.— Jereivhah  Fink,  of  Baldwinsville,  N.  Y.— Improvement  in  Cultivators.— 
Patent  dated  December  24,  1861. — To  each  side  of  the  beam  of  a  shovel  plough  is  attached 
an  angular  biaco,  to  which  additional  fine  teeth  may  be  secured,  and  their  positions  shifted 
on  the  brace  as  may  be  desired,  by  whch  me^ns  it  is  designed  to  combine  a  shovel  plough 
with  a  small  tooth  cultivator  in  one  machine,  to  be  used  as  lequired. 

Claim. — Combining  with  the  beam r A,  of  a  shovel  plough,  the  triangular  or  double  braot 
wings  E  E,  substantially  as  and  for  the  purpose  specified. 

No.  :i3,98t).— Thaddeus  Fowler,  of  Richmond  Valley,  N.  Y.— Improved  Marking 
Brush. — Patent  dated  December  24,  1861. — This  invention  consists  of  a  reservoir  or  ink  re- 
ceptacle combined  with  a  bruph  fitted  at  the  end  of  a  hollow  arm  extending  from  the  reser- 
voir and  slightly  inclined  upwards,  so  that  the  brush  is  above  the  ordinary  level  of  t)M 
Uquid,  when  not  in  use ;  and  the  act  of  applying  the  brush  to  the  article  to  be  marked,  and 
elevating  the  receptacle  more  or  less  above  the  brush,  regulates  the  supply  of  ink  withoat 
the  use  of  valves  or  air-tight  reservoirs. 

Claim. — The  hollow  arm  c,  inclined  upward  from  the  resei-voir  a,  and  the  brush  t,  at  the 
end  thereof,  ananged  in  the  manner  and  for  the  purposes  specified. 

Also,  arranging  the  marking  brush  t,  spring  o,  and  screw  g^  substantially  as  set  forth, 
whereby  the  fiow  of  liquid  is  regulated  by  the  motion  of  the  biush,  when  pressed  upon,  at 
set  forth. 

No.  3:5,987.- H.  N.  Fryatt,  of  Belleville,  N.  J  .—Improvement  in  Itefining  and  Crystal- 
ixing  Sugar. — Patent  dated  December  24,  1861. — ^The  natm*e  of  this  invention  will  be  on- 
derr*tood  from  the  claim. 

C/«iwt.— The  process,  substantially  as  specified,  for  the  admission  and  use  in  the  vacuum 
pan  of  alcohol  as  a  divisor  of  the  crystals  after  the  sugar  has  parted  with  all  or  nearly  all 
it"*  water  of  solution,  for  the  purpose  of  rendering  the  mass  misciblo,  and  thus  permit  its 
easy  flow  or  exit  from  the  pan  or  evaporating  vessel,  and  also  be  capable  of  netting  or  ar- 
ranging its  crystals,  and  parting  with  its  fluid  portions  and  coloring  matter,  whereby  I  am 
able  to  obtain  a  larger  percentage  of  crystals  than  by  the  method  before  known. 

No.  33,988. — D.  C.  Gilliand,  of  Brownsville,  O. — Improvement  in  Cultivators, — 
Patent  dated  December  24,  1861. — To  the  draught  beam  is  rigidly  attached  a  plate,  to  which 
are  pivoted  beams,  so  that  their  rear  ends  can  be  expanded  or  contracted  at  pleasure.  Se 
cured  to  the  rear  ends  of  these  beams  are  removable  shanks  carrying  shares  or  cultivator 
teeth,  which  admit  of  being  readily  detached,  and  mould  boards  and  a  rake  may  be 
substituted. 
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Claim. — ^The  combination  of  the  draft-beam  A,  binged  beams  B  and  C,  removable  sbanka 
ab  c,  and  attachable  shares  H,  shovels  I,  and  rake  J,  all  constructed,  arranged,  and  em- 
ployed in  the  manner  and  for  the  purpose  shown  and  explained. 

No.  33,989. — Rhesa  Griffin,  of  Syracuse,  N.  Y. — Imvrovement  in  Machines  for  Punch- 
ing Boiler  Plates. — Patent  dated  December  24,  ItiCl. —  This  invention  consists  in  the  em- 
ployment of  a  series  of  bars  with  catches  arranged  between  two  parallel  ways  or  tracks  lor 
a  table  or  platform  to  travel  on,  thereby  forming  a  rack  for  the  latch  or  pawl  to  act  ujwn  ; 
and  a  sway  bar  and  its  connexions  with  a  cross-bar  secured  to  the  ways  at  rigjht  angles  from 
one  to  the  other.  Upon  the  adjustable  platform  is  a  slide  used  in  connexion  with  movable 
dies  provided  with  holes,  and  a  stationary  die  with  a  pin.  The  machine  is  designed  for 
punching  holes  in  cylinders  of  different  sizes,  so  as  to  adapt  the  holes  of  an  iimer  cyfinder  to 
conform  to  those  of  an  outer  one,  to  which  the  former  is  to  be  riveted. 

Claim. — A  series  of  rods  or  bars  with  catches  or  hooks  arranged  between  two  parallel 
ways  or  track;}  for  a  platform  to  travel  on,  thereby  forming  a  rack,  as  seen  at  rf,  Fig.  2,  for 
the  latch  or  pall  i,  as  seen  at  Fig.  4,  to  set  against  when  let  down  by  slide  Y ;  also,  the 
sway  bar  «,  and  form  of  the  catches,  and  the  manner  of  connecting  them  to  the  sway  bar  «, 
as  seen  at  Figs.  6  and  7  ;  also  the  bar  m  over  the  sway  bar  n ;  also  slide  A,  attached  to  the 
platform  a  by  set  screws  k  /«,  Fi^.  3,  with  a  slot  in  it,  at  right  angles  with  the  platform,  as 
is  also  seen  at  A  A,  Fig.  5,  with  movable  dies  1 1,  with  holes  in  them  for  the  more  expe- 
ditiously adjusting  of  the  plates  or  sheets  of  iron,  for  the  purpose  mentioned. 

No.  33,990. — ^William  Hart,  of  Mayville,  Wis. — Improvement  in  Clock  Escapements. — 
Patent  dated  December  24,  J":^!. — This  invention  consists  of  an  escapement  composed  of  a 
single  crank  or  eccentric  wrist-pin,  which  derives  a  revolving  motion  by  its  attachment  to 
the  ordinary  escape-wheel,  spindle,  or  to  any  suitable  rotating  spindle  gearing  with  the  clock 
movement,  and  which  works  within  a  slot  in  the  pendulum  rod,  such  escapement  dispensing 
with  the  escape-wheel  and  the  verge  and  its  appendages,  whereby  less  power  is  required  to 
mn  it,  and  it  is  rendered  less  likely  to  get  out  of  order.  The  stud  from  which  the  above-mentioned 
pendulum  pin  is  suspended  is  so  applied  in  combination  with  the  crank-pin  or  eccentric 
wrist  as  to  make  it  se'i'-adjusting  for  the  purpose  of  bringing  the  pendulum  always  in  beat, 
and  thereby  enabling  an  inexperienced  person  to  set  up  a  pendulum  clock  without  difficulty. 

Claim. — First,  the  escapement  composed  of  a  revolving  crank -j)in  or  eccentric  wrist  c, 
working  within  a  slot  3,  in  the  pendulum  rod,  substantially  as  specilied. 

Second,  arranging  the  pendulum  stud  e,  in  a  plate  /,  fitted  to  oscillate  about  the  axis  of 
the  spindle  which  carries  tne  crank-pin  or  eccentric  wrist  c,  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  33,991.--G.  C.  Hathaway,  of  Plymouth,  Mass.— Portfolio  and  Writing  Tablet.—- 
Patent  dated  December  24,  1861. — This  invention  consists  in  forming  a  tablet  of  strips  of 
,  wood  or  other  suitable  material  placed  in  juxtaposition  and  united  by  a  sheet  of  any  suitable 
flexible  material  extending  over  one  face  of  the  strips,  which  may  be  rendered  rigid  with  re- 
spect to  each  other  by  means  of  clamps  pivoted  to  the  other  face  of  the  strips,  and  which 
admit  of  being  tumeu  so  as  to  be  folded  up  with  the  strips  when  not  in  use.  Combined 
with  the  tablet  is  a  portfolio  of  flexible  material  so  disposed  as  to  admit  of  paper  being  rolled 
up  therein. 

Claim. — The  combination  of  a  tablet,  made  substantially  as  described,  with  a  flexible 
portfolio,  for  the  purpose  set  forth. 

No.  a3,992.— O.  T.  L.  Heine  and  E.  Prussing,  of  Chicago,  lU.— Improvement  in  Journal 
Boxes, — Patent  dated  December  24,  18(51. — This  invention  consists  in  drilling  a  passage 
through  the  friction  roller  bolts,  by  means  of  which  the  oil  will  be  conducted  from  the  rollers 
to  the  shaft.  Behind  each  roller  box,  and  between  them  and  the  pedestal,  is  placed  a  wedge 
which,  as  it  is  driven  in,  will  cause  the  roller  box  to  move  towards  the  shaft,  so  as  to  hold  it 
steady  and  keep  it  in  place. 

Claim. — ^The  construction  of  friction  or  anti-friction  rollers,  with  holes  or  passages  cut  or 
drilled  through  them,  for  the  pm-pose  of  receiving  and  distributing  oil  or  other  Iubv\ctttmg 
material  upon  the  shaft,  axle,  pinion  and  rollers,  in  combination  with  the  peculiar  mode  ot 
wedging,  in  the  manner  and  for  the  purjioses  described. 

No.  33,993.r-S.  F.  Hodge,  of  Detroit,  Mich.— Improved  Stamp  Head  for  (Quartz  Crush- 
ers.— ^Patent  dated  December  24,  18t>l. — ^This  invention  is  explained  by  tho  claim. 

Claim. — ^The  construction  of  stamp  he^ids  for  crushing  ores  of  two  niela/y,  one  of  which 
is  of  greater  durability  than  the  other,  the  two  metals  bearing  the  relation  to  each  other  de- 
scribed, so  as  to  wear  away  unequally  on  the  working  face  of  the  stamp  head,  and  thus  in- 
sure the  gradual  production  of  an  undulating,  corrugated  or  honey-comb  cnLshing  face. 

No.  33,994.— W.  H.  JOECKEL,  of  New  York,  N.  Y.— Improved  Seat  frr  Schools,  Sfc. 

Patent  dated  December  24,  1861. — ^This  inventioi>  consists  in  so  constniciingthe  desks  and 
seats,  and  connecting  them  together,  as  to  render  them  readily  adjustable  to  children  of  dif- 
ferent ages  or  sizes,  and  which,  by  a  simnlo  adjuAtmeut.  may  be  placed  out  of  the  way  and 
admit  of  a  free  passage  between  ttiem  and  the  desks. 
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Claim. ---The  sliding^  tiltiDg,  or  vertioally  adjustable  seat  D,  in  combination  with  the  ^«r- 
ticully  adjujitable.  desk  F,  substantially  as  described. 

Second,  the  plate  H,  provided  witb  tbe  pins  i>  b  and  projections  c  e,  and  attached  to  the 
upper  cud  of  tube  6,  iu  coiiibiuation  witb  tbe  guides  d  d  attached  to  the  under  side  of  tbe 
seat  D,  and  provided  witb  tbe  notches  e  «,  the  plate  H  beiuff  fitted  between  the  ^ides  d  d, 
aud  ull  arranged  as  showu,  to  admit  of  tbe  slidiug  backward  and  the  tilting  of  the  seat,  as 
dcsciibed.  , 

No.  33,995.— W.  B.  JoiiNS,  of  Georgetown,  D.  C^hnprotfement  in  Portable  Fireplaces. — 

Patent  dated  December  ti4,  1861. — This  fireplace  or  stove  is  constructed  of  double  side  plates, 
having  a  space  between  them  for  the  reception  of  sand  or  earth  when  in  use,  and  hinged  to- 
gether, so  that  the  parts  can  be  easily  folded  for  tran^portation.  To  the  front  part  is  hinged  a 
mantel  plate,  so  as  to  hang  down  and  aid  in  increasing  the  draught. 

Claim. — The  construction  of  the  fireplace  or  stove  sp  that  its  sides  and  top  shall  fold  com- 
pactiy  together  for  transportation,  and,  when  set  up  ior  use,  shall  unfold,  so  as  to  furnish  a 
space  between  the  outer  and  inner  plates  to  be  filled  with  sand,  or  its  eqmvalont,  substan 
tially  as  and  for  the  purpose  specified. 

Also,  the  folding  mantel  plate  £,  in  combination  witb  the  fireplace,  as  described. 

No.  33,996.— W.  B.  Johns,  of  Georgetown,  D.  C— Improvement  in  Saddle  Leggings. — 
Patent  dated  December  24,  1661. — This  invention  consists  in  the  employment  of  two  pieces 
or  flaps  of  rubber  cloth,  or  other  suitable  material,  of  a  size  sufficient  to  extend  down  over 
the  saddle,  on  each  side,  and  cover  the  rider  V  legs,  and  so  shaped  that,  when  joined  together 
at  their  upper  ends,  a  space  is  left  large  enough  to  admit  the  body  of  the  rider.  Their  front 
edges  are  connected  together  by  straps  and  buckles.  Between  the  straps  is  also  an  opening 
lor  the  pommel  of  the  saddle  to  project  through.  The  article  is  designed  to  be  used  only 
when  the  rider  is  mounted,  being  attached  to  the  saddle. 

Claim. — As  a  new  article  of  niauutacture,  constructing  the  leggings,  with  the  adjustable 
openings  C  and  B,  to  be  attached  to  the  saddle  retained  upon  the  person,  in  the  manner  and 
for  the  purpose  substantially  as  specified. 

No.  33,997. — G.  S.  Knapp,  of  Dubuque,  Iowa. — Improvement  in  Harvesters. — Patent 
dated  December  24,  1861. — This  invention  consists  in  mounting  the  body  \)f  the  machine  on 
wheels  which  are  provided  with  adjustable  axles,  so  arranged  that  the  axles  of  both  wheels 
mav  be  elevated  and  depressed  simultaneously,  and  the  b^y  of  the  machine  readily  raised 
and  lowered  at  the  will  of  the  attendant. 

Claim. — The  attaching  of  the  axles  of  the  wheels  C  D  of  a  harvester,  or  other  mounted 
agricultural  machine,  tu  arms  e  H,  connected  to  the  frame  A  or  body  of  the  machine,  and  to 
a  shaft  F,  substantially  as  and  for  the  purposes  set  forth. 

No.  33,998. — L.  G.  Kniffen,  of  Worcester,  Mass. — Improvement  in  Mowing  Machines. — 
Patent  dated  December  24,  1861. — ^This  invention  does  not  admit  of  a  brid"  description. 

Claim. — First,  the  combination  with  the  front  inner  comer  of  the  main  frame  and  rear  inner 
side  of  tongiie  D  of  shoe  1,  coupling  or  connecting  piece  A,  bent  bearing  piece  O,  its  pulley 
m,  chain  n,  and  lever  I*,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  piece  a  and  pivoted  arm  i,  with  shoe  I  and  lever  P,  substan- 
tially as  and  for  the  purposes  set  forth. 

Third,  the  combination  of  the  rigid  track  piece  L  with  a  finger  beam  hinged  to  the  front 
inner  comer  of  a  main  frame,  having  a  hinged  tongue  and  the  elevating  lever,  as  and  for  the 
purposes  set  forth. 

Fourth,  suspending  the  front  of  ihe  frame  from  the  tongue  by  means  of  chain  Z  and  arm 
R,  substantially  as  described. 

Filth,  the  combination  of  the  metal  piece  £  and  collar  c  with  axle  B  .and  tongue  D,  as 
described. 

No.  3:^999.— L.  G.  Kniffen,  of  Worcester,  yiasa.— Improvement  in  Cutting  Apparatus 
for  linrresten. — Patent  dated  December  24,  ISdi. — The  heel  of  the  finger  beam  is  tastened 
to  the  heel  piece,  and  to  the  rear  of  the  under  «ide  of  the  finger  beam  are  riveted  the  g^rds 
or  lingers,  after  which  narrow  bearing  pieces  are  placed  on  the  front  of  the  finger  bc^m,  at 
suitabto  distances  apart,  their  front  ends  striking  against  elevations  of  the  guard  fingers. 
Over  the  bearing  pieces  and  cutter  bar  and  rear  of  the  cutters  are  placed  buttons,  which  are 
riveted  to  the  finger  bar.  By  elevating  the  cutter  bar  the  heel  thereof  is  enabled  to  be  upeet, 
wheieO>  the  joint  of  the  pitman  is  brought  down  as  low  as  the  cutters,  and  in  a  horizontal 
plane  with  the  joint  of  the  heel  piece,  with  the  coupling  piece  attached  to  the  main  frame,  by 
wiiifih  means  the  cutter  bar  is  allowed  to  work  over  the  finger  beam,  and  at  the  same  time  a 
stfong  joint  to  operate  the  cutters  by  is  afforded. 

Claim. — First,  the  coniblnations  of  the  elevations  e  of  the  guards  D,  bearing  pieces  if,  and 
buttons  /i.  with  the  finger  beam  C  and  the  cutter  bar  E,  arranged  and  operating  as  and  lor  the 
purposes  set  forth. 

.ScK'oiid,  elevating  the  cutter  bar  E  and  supporting  it  above  the  finger  beam,  in  c-ombinotion 
wiih  the  enlargement  of  tbe  heel  of  the  bar  as  seen  at  /;,  Vig.  1,  as  and  for  the  purposes  sat 
forth. 
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No.  34,000.— C.  B.  Lashar,  of  New  York,  N.  Y.— Improved  Car  Brakes.— Patent  dated 
December  24,  1861. — ^This  inyention  consists  in  combining  the  bearing  of  the  brake  standard 
with  the  brake  shoes  in  such  a  manner  that  the  pressure  exerted  upon  the  brake  standard  Is 
communicated  to  the  shoes  and  made  available  in  holding  them  in  contact  with  the  wheels. 
Combined  with  the  brake  mechanism  is  a  thnist-plate  which  projects  in  front  of  the  oar  bumper 
and  operates  the  brake  shoe^,  so  as  to  cause  them  to  act  automatically  by  the  slackening  of 
speed  in  a  preceding  car.  Two  reversible  thrust-plates  are  employed,  one  at  each  end  of  the 
car,  capable  of  being  placed  in  or  out  the  line  of  motion  of  the  bumpers,  so  that  the  position 
of  each  thrust-plate  can  be  reversed  when  the  direction  of  the  car  is  changed. 

Claim, — The  combination  of  the  bearing  of  the  brake  standard  with  the  brake  shoes,  by 
mechanism,  in  such  manner  that  the  pressure  exerted  upon  the  said  bearing  is  propagated  to 
the  biake  shoes,  substantially  as  described. 

Also,  the  combination  of  the  brake  mechanism  of  a  car  with  a  thrust-plate  that  projects  in 
advance  of  the  bumper  of  the  car,  and  intervenes  between  it  and  the  bumper  of  the  adjacent 
car  when  the  cars  are  coupled  together,  substantially  as  set  foith.  » 

Also,  the  combination  of  the  brake  mechanism  ot  a  car  with  two  reversible  thrust-plates, 
each  capable  of  being  placed  either  m  the  lino  of  motion  of  the  bumper  or  out  of  that  line  of 
motion,  substantially  as  set  forth. 

No.  34,001. — T.  J.  May  ALL,  of  Roxbury,  Mass.^-Improvement  in  India- Rubber  Mats  for 
Floors,  Sfc. — Patent  dated  December  24,  1861. — This  invention  is  explained  by  the  claim. 

Claim, — Constructing  India-rubber  or  gutta  percha  mats,  substantially  as  set  forth — i.  e., 
providing  the  bottom  or  base  with  vertical  projections  or  starts,  of  such  torm  and  relative  ar- 
rangement that,  while  affording  great  facility  tor  the  cleaning  of  the  mat,  they  shall  act  upon 
the  Doot  or  shoe  not  only  as  a  scraper,  but  also  as  a  brush,  and  that  they  shall  adapt  them- 
selves to  and  fit  into  the  irregularities  or  curved  portions  of  the  same,  wHereby  every  portion 
of  the  boot  or  shoe  can  be  regularly  cleaned. 

No.  34,002.— William  McKain,  of  Conoy  Township,  FA.--Improvement  in  Mode  of  Pre- 
venting the  Destruction  of  Bolting  Cloths  in  Flouring  and  Grist  Mills. — Patent  dated  De- 
cembci  24,  1861.— The  shaft  of  the  reel  or  bolter  is  surrounded  with  a  wire  screen  connected 
at  each  end  with  a  tin  plate  head  by  means  of  a  flange,  so  as  to  leave  a  space  between  the 
plates  and  outer  ends  of  the  reel.  The  feeding  spout  has  an  open  elbow  entering  the  wire 
screen,  in  which  elbow  are  flights  or  wings  on  the  end  of  the  shaft  which  serve  to  feed  the 
meal  into  the  screen,  there  being  no  communication  between  the  screen  and  bolting  cloth  ex- 
cept through  the  meshes  of  the  screen.  To  prevent  clogging  of  the  flour,  tin  tubes  containing 
balls,  aio  secured  between  the  reel  and  screen,  serving  as  knockers. 

Claim, — The  combination  of  the  tin  plate  heads  A  and  C  by  the  flange  B,  with  the  wire 
screen  F,  the  rolling  tubular  knockers  M  N,  and  arrangement  of  the  winged  shaft  with  the 
feeding  spout  I  J^  substantially  as  set  forth  for  the  purpose  specified. 

No.  34,003. — Solomon  Mead,  of  New  Haven,  Conn. — Improvement  in  Hot- Air  Furnaces. — 
Patent  dated  December  24,  1^1. — The  novelty  of  this  invention  consists  in  the  method  of 
combining  and  arranging  a  series  of  external  and  internal  spiral  air  passages,  spiral  fire  flues, 
and  separate  conducting  pipes.    The  use  of  spiral  passages  in  themselves  is  disclaimed. 

Claim. — The  combination  of  the  external  spiral  air  passage  A  I  C,  internal  spiral  air  pas- 
sages P  II  C'j  spiral  flues  S,  and  separate  conducting  pipes  g  and  g',  all  anrangea  in  the  man- 
ner and  for  the  purposes  shown  and  explained. 

No.  34,004.— S.  G.  Morrison,  of  Williamsport,  Ta.— Improved  Canfccw.— Patent  dated 
December  24,  1861. — The  upper  part  of  the  canteen  is  provided  with  a  cape  of  gum  elastic, 
or  its  equivalent,  in  the  centre  of  which  is  a  hole  that  fits  over  the  mouth-piece  of  the  canteen. 
By  turning  up  the  elastic  cape  it  is  made  to  serve  as  a  funnel  for  filling  the  canteen,  and  it 
may  also  be  used  as  a  drinking  cup. 

Claim. — The  application  to  canteens  of  a  cone  or  cape  of  any  elastic  material,  which,  by 
invening,  may  form  a  funnel  on  the  canteen,  or,  removed  therefrom,  may  be  used  as  a  cap, 
substantially  as  and  fof  the  purpose  specified. 

No.  34,005. — David  Mumma,  of  Mount  Carroll,  III. — Improvement  in  Heating  Skin  with- 
out removing  the  Hair  or  Fur. — Patent  dated  December  24,  1861. — The  nature  of  this  inven- 
tion is  explained  by  the  claim. 

Claim, — Taking  the  skins  in  a  dry  or  fresh  state  and  immediately  immersing  them  in  the 
tanning  liquid,  so  that  sufficient  of  the  liquid  remains  in  the  skins,  when  coming  in  contact 
with  the  second  ingredient,  to  destroy  the  gum  without  loosing  the  fur,  substantially  as  spe- 
cified. 

No.  34,006.— Peter  Naylor,  of  New  York,  N.  Y.— Improvement  in  Casting  Balls  for 
Rifles. —Fekteut  dated  December  24,  1861. — ^This  invention*  consists  in  the  employment  of  a 
punch  held  above  the  mould  at  a  sufficient  distance  to  allow  the  metal  to  be  poured,  which 
punch,  on  being  forced  towards  the  moulds,  is  designed  to  effect  simultaneously  the  following 
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results,  viz :  consolidating  the  metal  and  thoroughly  filling  the  mould  bj  pressore  on  the 
semifluid  mass;  impressing  its  own  form  in  the  molten  metal,  and  thus  completely  finishing 
it  at  the  pouring  point;  tilling  or  nearly  filling  the  opening  to  the  mould  thiough  which  ths 
metal  was  poured,  so  as  to  sepamto  the  ball  and  the  surplus  metal,  and  thus  obviate  the 
necessity  ot  cutting  off"  the  smplus  metal  by  a  separate  operation. 

Claim, — The  employment  ot'  A  die  3,  at  the  opening  through  w^hich  metal  is  poured,  in  the 
manner  and  lor  the  purpose  specified. 

No.  34,007.— A.  W.  Olds,  of  Green  Oak,  Mich. — Improvement  in  Rotary  Harrows.— 
Patent  dated  December  24,  ibOl. — The  harrow  frame  is  constmcted  with  radial  arms,  and 
from  its  centre  aiises  a  stem  which  forms  a  vertical  axis  for  a  sleeve  or  pipe.  Upon  the  rear 
of  this  pipe  is  cast  a  flange,  to  which  the  axletree  is  bolted,  so  as  to  admit  of  a  wedge  being 
passed  between  the  axletree  and  flange  at  one  side  of  the  other,  for  the  purpose  of  determining 
the  direction  ot  the  rotation  of  the  harrow.  The  axles  are  attached  to  the  ends  of  the  axletree, 
and  are  provided  with  slots  through  which  pass  bolts,  by  means  of  which  the  axles  can  be 
adjustcHl  vertically  as  may  be  required. 

Claim. — First,  the  vertical  and  interchangeable  adjustment  of  the  wBeels  1 1,  by  means  of 
the  axles  G,  bolts  H  H,  and  slots  11  H',  as  and  for  the  purpose  specified. 

Second,  placing  the  flange  D  in  such  position  in  relation  to  the  sleeve  C  that  the  axletree 
E  may  be  of  one  entire  piece,  as  described. 

Third,  the  wedge  F,  when  placed  between  the  bottom  of  the  flange  D  and  the  axletree  E, 
as  and  for  the  purpose  set  lortn. 

No.  34,008. — S.  J.  Parmele,  of  Killingworth,  Conn. — Improvement  in  Com-Shellers. — 
Patent  dated  December  24,  186 J. — This  invention  consists  in  the  employment  of  two  ribbed 
cylinders,  having  diflerent  rates  of  speed,  in  connexion  with  a  yielding  corrugated  concave 
placed  vertically  at  the  feed  side  of  the  cylinders,  a  yielding  screen  fonned  of  parallel  cuned 
rods  placed  beneath  the  lower  cylinder,  and  a  guard  door  placed  at  the  front  of  the  upper  part 
of  the  discharge  spout,  by  means  of  which  the  com  is  shelled  and  afterwards  separated  from 
the  cob. 

Claim. — First,  in  combination  with  one  or  more  ribbed  or  toothed  shelling  cylinders  B  B', 
a  concave  pressure  plate  C,  suspended  b^  an  universal  joint  D,  substantially  as  shown,  for 
the  purpose  of  allowing  the  plate  0  to  adjust  itself  to  the  ear  of  corn  while  being  shelled,  and 
insure  tne  perfect  shelling  ot  the  same,  as  set  forth. 

Second,  the  ribbed  cylinders  B  B',  concave  pressure  plate  C,  yielding  screw  F,  and  door 
or  flap  1,  all  combined  and  arranged  for  joint  opeitition,  as  and  for  the  purpose  set  forth. 

No.  34,009.— F.  C.  Payne,  of  New  York,  N.  Y.— Improved  Folding  Bedstead. -^Fateni 
dated  December  24,  1801. — The  nature  of  this  invention  will  be  understood  from  the  claim. 

Claim. — A  folding  bedstead  formed  by  the  combination  of  the  three  frames  A  B  C  with  a 
mattiess  D,  when  aiTanged  as  shown  and  described,  to  admit  of  the  frames  and  mattress 
being  iblded,  and  at  the  same  time  form  a  box  or  receptacle  for  the  bed  clothes,  as  set  forth. 

No.  34,010.— William  Pierpont,  of  Salem,  N.  J.— Improvement  in  Strata  Carriers 
and  Grain  Separators  for  Threshing  Machines. — Patent  dated  December  24,  1861.— The 
elongated  perlbrated  apron  is  operated  by  the  cranks  in  such  a  manner  as  to  throw  forward 
the  straw  as  it  rises,  and  then  suddenly  recedes  as  the  cranks  descend,  the  straw  being  thus 
gradually  carried  forward  to  the  end  ot  the  apron.  In  order  to  prevent -the  straw  from  slip- 
ping back  during  this  operation,  a  series  of  cleats  are  placed  upon  the  top  of  the  apron,  into 
which  are  inserted  curved  teeth,  which  admits  of  the  apron  being  considerably  inclined  during 
the  operation.  Directly  below  the  perforated  apron  is  secured  a  tight  apron  for  the  purpose 
of  conducting  off  the  seed  as  it  falls  from  the  perforated  apron. 

Claim. — I'irst,  the  combination  with  the  elongated,  perforated  apron,  operated  by  a  crank 
or  cranks,  having  the  peculiar  motion  described,  of  a  series  of  feeding  and  separating  teeth  &, 
Bubstantiallv  as  and  for  the  purposes  set  foith. 

Second,  the  combination  of  a  tight  apron  J,  with  an  elongated  apron  or  pierced  platform, 
hung  upon  and  worked  by  a  crank  or  cranks,  having  the  pecuUar  motion  described,  con- 
nected with  and  forming  a  part  of  the  threshing  and  separating  machine,  substantially  in  the 
manner  and  for  the  purposes  described. 

No.  34,011.— William  Rankin,  of  New  York,  N.  Y.— Improvement  in  Ten(«.— Patent 
dated  December  24,  1861. — Upon  the  central  pole  is  a  metal  collar,  from  which  projects  amui 
forming  ^ockets  to  receive  the  upper  ends  of  the  bars  which  form  the  principal  fmme  of  the 
tent.  These  bars  are  formed  in  two  parts  connected  by  a  hinge,  and  to  each  lower  part  » 
hinged  a  brace  placed  at  a  short  distance  above  the  ground.  Hooks  are  also  attached  to  each 
lower  part  of  the  hinged  bars,  and  to  the  centre  polo,  to  which  sacking  bottoms  or  mattresses 
may  be  secured  for  the  purpose  of  forming  berths  above  the  surface  ol  the  ground. 

Claim. — The  combination  of  the  lateral  liingod  adjustable  braces  C  with  the  diyided 
hinged  bars  B.  and  pole  A,  as  shown  and  described. 

^o,  the  combination  of  the  sacking  D  with  the  hinged  adjustable  braces  0,  bare  B,  aad 
pole  A,  substantially  as  shown  and  diMcribed. 
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No.  34,012.— Rensselaer  Reynolds,  of  Stocksort,  N.  Y. — Improvement  in  Friction 
Clutches. — ^Patent  dated  December  24,  1861. — ^This  iuveDtion  is  designed  as  an  improvement 
upon  a  clutch,  for  which  a  patent  was  granted  to  the  said  Reynolds  on  March  3,  1859.  The 
invention  consists  in  the  employment  of  Iriction  brakes,  which  act  against  the  rim  or  inner 
periphery  of  a  pulley  attached  to  and  turning  with  the  shaft,  the  said  friction  brakes  being 
connected  with  another  wheel  turning  ii'eoly  on  the  said  shaft,  in  combination  with  tho 
inclined  planes  of  a  bifurcated  sleeve. 

Claim. — Connecting  the  longitudinally  sliding  sleeve  with  the  radial  arms  of  the  sector 
friction  brakes,  so  that  when  the  same  is  liberated  the  centrifugal  force  generated  by  the  rota- 
tion of  tho  brakes  before  the  clutching  takes  place,  will  force  the  friction  brakes  outward 
against  the  inner  periphery  of  the  fast  pulley,  and  thereby  clutch  the  same ;  and  by  moving 
the  sleeve  longitudinally  on  tho  hub  of  the  loose  pulley  in  one  dii"ection,  shall,  by  means  of 
the  inclined  planes,  cause  the  sector  friction  brakes  to  move  away  from  and  break  contact 
with  the  inner  periphery  of  the  fast  pulley,  thus  unclutchin^  or  disconnecting  the  pulleys  bv 
inclined  planes,  and  clutching  the  same  wholly  by  ceutrii'ugul  force,  substantially  as  described. 

No.  34,013.— A.  K.  Rider,  of  Hydeville,  Yt.— Improvement  in  Cut-off  Gear  for  Steam 
Engines, — Patent  dated  December  24,  1861. — ^This  invention  consists  in  controlling  the 
closing  movements  of  a  cut-oflf  sliding  valve,  which  operates  at  the  back  and  independently 
of  the  main  valves,  by  means  of  two  ooliquely  arranged  sectors  or  segments  carried  by  a  rod 
or  shaft,  which  derives  a  longitudinal  reciprocating  motion  from  the  crank  shaft  of  the  engine 
and  an  oscillating  motion  on  its  axis  from  the  governor  or  other  regulating  device,  and  so 
makes  the  sectors  serve  to  effect  the  variation  in  the  point  of  cutting  off  steam  from  the  engino 
cylinder  throughout  the  whole  length,  or  netuly  so,  of  the  stroke  of  the  piston. 

Claim. — The  employment  for  controlling  the  closing  movements  of  me  cut-off  valves,  of 
two  obliquely  arranged  sectors  or  segments  L  L',  on  a  shaft  or  rod  K,  which  has  a  longitu- 
dinal reciprocatmg  movement  and  an  oscillating  movement  upon  its  axis,  derived  substan- 
tially as  described. 

No.  34,014. — E.  P.  Russell,  of  Manlius,  N.  Y. — Improvement  in  Harvesters. — Patent 
dated  December  24,  1861. — Near  the  edge  of  the  driving  wheel  are  secured  conically-shaped 
or  bevelled  rollers.  Upon  the  outer  edge  of  tho  screw  or  flange  of  the  shaft  is  formed  an  oval- 
shaped  bead  for  the  purpose  of  diminishiug  the  bearing  point  of  the  rollers. 

Claim. — First,  the  conical  rollers,  in  combination  with  the  oval  or  bead  on  the  flange,  as 
set  forth  and  described. 

Second,  the  oval  or  bead  on  the  flange  c,  either  without  or  with  the  bevel,  from  the  shaft  to 
the  edge  of  the  flange,  as  set  forth  and  described. 

No.  34,015. — John  Sciieeper,  of  New  York,  N.  Y. — Improvement  in  the  Mode  of  Securing 
Carriage- IVhecl  Hubs  on  Axles. — Patent  dated  December  2-1,  1861. — The  outer  end  of  the 
axle,  which  is  smaller  in  diameter  than  the  journal,  projects  through  the  hub  of  the  wheel, 
and  upon  tho  small  end  is  fitted  a  flanged  cap,  secured  in  position  by  a  pin  passing  vertically 
through  it  and  the  axle.  The  upper  end  of  the  pin  is  furnished  with  an  eye,  ana  is  inserted 
in  an  opening  ia  the  cap  and  axle  from  above,  through  a  hole  in  the  band,  which  hole  is  then 
closed  oy  a  screw  to  prevent  tho  entrance  of  the  dirt.  The  inner  part  of  the  axle  is  provided 
with  a  collar,  which  is  imbedded  in  the  but  end  of  the  hub. 

Claim. — The  hub  A,  axle  journal  B,  flanged  cap  D,  pin  h,  collar  a,  band  e,  and  screw  </, 
when  combined,  arsanged  and  operating  in  the  manner  substantially  as  described. 

No.  34,016. — Anthony  Smith,  assignor  to  Himself  and  W.  H.  Brodley,  of  Hartford, 
Conn. — Improvement  in  Revolving  Fire-Anns. — Patent  dated  December  24,  1861. — The  na- 
ture and  object  of  this  invention  are  explained  by  the  claim. 

Claim. — The  improved  method  of  ejectmg  the  discharged  cartridge  by  the  simple  act  of 
inserting  a  iresh  one  in  the  roar  thereof,  substantially  as  described,  by  means  of  suitable  de- 
pressions or  opening  of  the  frame  or  stock  of  the  fire-arm,  both  in  the  rear  and  in  front  of 
the  perforated  cylinder,  and  in  line  therewith,  the  cartridge  being  held  in  place  by  the  double 
retaining  spring  i  tmd  t',  or  their  mechanical  equivalents,  substantially  as  shown,  so  that 
the  said  arm  may  be  kept  in  constant  readiness  for  firing  by  the  single  operation  of  continued 
loading. 

No.  34,017.— C.  Stacp  and  C.  J.  Steinbach,  of  St.  Louis,  Uo.-— Improvement  in  Port- 
able Battery  or  Platoon  Gun, — Patent  dated  December  24,  1861. — This  invention  consists  of 
a  cylindncal  metal  disc  of  any  requued  thickness,  and  having  any  desiiable  number  of  cavi- 
ties answering  as  chambers,  and  made  to  revolve  upon  a  central  shaft  secured  to  a  suitable 
frame.  In  front  of  these  chambers  are  placed  any  suitable  number  of  stationary  barrels  ar- 
ranged in  a  fan-like  form  in  the  segment  oi  a  cucle,  and  corresponding  with  chambers  of  the 
revolving  cylinder. 

Claim. — A  portable  battery  or  platoon  g^Qf  consisting  of  a  horizontal  chambered  cylinder, 
or  its  equivalent,  with  divergent  barrels,  all  constructed  and  operated  substantially  as  de- 
scribed and  for  the  purpose  set  forth. 
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No.  34,018.— A.  C.  Twining,  of  New  Haven,  Conn. — Improvement  in  Apparatus  far 
Cooling  and  Frtezing. — ^Patent  dated  December  24,  ltf(»l.— Thii  invention  does  not  admit  of 
a  brief  description. 

Claim. — First,  the  construction  of  freezing  cisterns  by  pipes  ranged  in  stacks,  in  combi- 
nation with  a  supply  or  an  exit  pipe  and  connecting  channels  conducting  the  circulation  from 
one  stack  or  ciatem  to  another,  all. substantially  as  above,  and  whether  with  or  without  the 
cocks. 

Second,  the  four  way  cocks  in  their  construction,  and  the  combination  of  those  cocks,  or 
their  equivalents,  with  the  channels  and  the  stacks,  or  with  the  stacks  directly. 

Third,  the  equalizer. 

Fourth,  the  combination  of  the  splash-pump  with  the  cisterns  by  pipes  and  valves,  sub- 
Btantmlly  as  above. 

Fifth,  the  combmauou  jf  an  air-pump  with  a  tightly  covered  vessel  or  vessels,  to  draw 
an:  from  the  veseb  and  contents  during  Ixecziug  by  iuterveuiug  pipes  or  connexions. 

Sixth,  the  peculiar  mode  of  connecting  the  stacks  with  the  channels,  and  channels  with- 
the  cocks  or  other  pieces,  as  shown  and  described. 

No.  34,019.— WUXUM  Van  Anden,  of  Poughkeepsie,  N.  Y.-- Improvement  in  Harvest^ 
trs, — ^Patent  dated  December  24,  JbGl. — The  adjustable  cutter  bar  holder  is  formed  of  two 
parts,  one  of  which  is  firmly  secured  to  the  tiuger  bar  and  slotted  in  such  a  manner  that,  in 
coimcxiou  with  a  bolt,  it  may  be  set  to  compensate  for  the  wear  of  the  cutter  bar  and  cut- 
ters, and  always  hold  the  cutter  bar  closely  ui>on  the  finger  btir.  Fastened  to  the  main  axle, 
by  means  of  adjustable  rods  and  bolts,  kre  adjustable  bars,  the  forward  end  of  one  of  which 
is  attached  to  the  axle  of  the  lorward  bearing  wheel,  which  cutter  sustains  the  weight  of  tho 
finger  bar  when  raised. 

Claim. — Fu-st,  the  combination  of  the  adjustable  bolt($  O  O  with  the  adjustable  bars  R, 
and  with  the  main  frame  and  axle,  for  the  purpose  and  in  the  manner  described. 

Second,  the  combination  and  arrangement  of  the  adjustable  cutter  bar  holder  U  and  cut- 
ter V  with  the  finger  bar  E,  substantially  as  described,  and  ibr  the  purpose  set  forth. 

No.  34,0^.— J.  H.  Wells,  of  Brooklyn,  N.  Y.— Improvement  in  Automatic  Pnmer  for 
Firt'Amis. — Patent  dated  December  24,  1861. — 5his  invention  consists  in  combining  with 
a  firo-arm  a  hopper  for  contammg  globules  or  pills  of  fulminating  composition,  and  a  slide 
for  carrying  the  same  from  the  hopper  to  the  place  of  dischaigo,  the  paits  being  so  arranged 
as  to  receive  the  pills  in  bulk  and  feed  them  singly  to  tho  point  of  explosion  as  they  are  re- 
quired for  the  discharge  of  tho  piece.  Tho  hammer  is  connected  with  tho  slide  in  such  a 
manner  as  to  allow  the  latter  to  be  readily  disconnected  from  the  hammer,  so  as  to  avoid  any 
discharge  by  the  accidental  drawing  back  of  the  hammer  or  puUino^  of  the  trigger.  The 
hopper  io  consauctod  in  two  parts,  so  arranged  in  reference  to  each  otner  and  with  the  shde 
as  to  insure  certainty  of  action  when  tho  gun  is  put  into  any  of  the  ordinary  positions  for 
firing. 

Claim. — First,  the  combination  with  a  fire-arm  of  a  hopper  and  a  slide,  or  its  equivalent, 
which  is  operated  by  the  cocking  and  letting  go  the  hammor  of  the  gun,  and  by  other  manip- 
ulation of  the  arm  to  bring  and  deliver  the  priming  pills  to  and  at  the  point  of  explosion, 
said  paits  being  so  constructed  and  arranged,  as  described,  as  to  receive  the  said  pills  from 
the  mass,  without  any  previous  arrangement  in  order  being  necessary,  and  to  deliver  them 
single  in  succession,  as  sot  forth. 

&cond,  the  combination  of  the  slide  4,  vibrating  arm  or  catch  7,  or  other  catch  perform- 
ing its  lunctions,  catch  8,  and  spring  10,  substantially  as  described,  fo^  the  purpose  of  at- 
taching the  slide  to  and  detaching  it  from  the  hammer,  so  as  to  make  it  oj|[>erati\e,  or  other- 
wise, as  desired,  for  the  purpose  set  forth. 

Third,  the  ccnstniction,  as  described,  of  the  chamber  or  reservoir,  for  containing  the  pills 
or  priming  material  in  two  compaitments  so  formed  and  arranged  with  reference  to  each  other 
that  the  smaller  compartment  of  the  one  which  is  over  tho  opening  in  the  slide  will  receivo 
tho  pills  freely  from  the  other  compartments,  and  have  a  tendency  to  retain  them,  substantially 
as  set  forth. 

No.  34,021. — John  Wilson,  of  Chicago,  HI. — Improved  Manufacture  of  Fibrous  Water- 
proof Fabrics. — Patent  dated  December  24,  IBGl. — This  fabric  is  composed  of" cotton  or 
wool  or  other  similar  material  first  made  in  thin  laps  or  layers,  two  or  more  of  which  are 
united  by  the  introduction  of  a  water-proof  solution  between  the  said  layers,  so  as  to  com- 
bine a  water-proof  centre  with  a  fibrous  exterior. 

Claim. — The  new  article  of  manufacture  described,  constituting  a  water-proof  fabric  hav- 
ing both  surfaces  capable  of  securing  a  cloth  finish. 

No.  34,022. — Joseph  Wood,  of  Red  Bank,  N.  J. — Improvement  in  Frogs  for  Railroads. — 
Patent  dated  December  24,  18(51. — This  invention  consists  in  the  employment  of  two  bars  at 
the  termination  of  the  track  rails,  extending  to  the  point  of  the  frog  and  connected  to  each 
other  by  a  bar  passing  through  the  point  of  the  frog  in  such  a  manner  that  the  rail  to  take 
tho  weight  is  moved  to  its  placo  by  the  flange  of  tho  wheel  taking  the  other  mil  in  whichever 
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direction  the  train  may  be  moving,  and  in  that  position  the  nuls  of  the  frog  remain  until  a 
train  passes  along  on  the  other  track  or  turn-out,  when  the  rails  are  again  moved  and  so  re- 
main until  acted  upon  as  before. 

Claim. — The  combination  of  rails  h  and  /  connected  together  and  prolonged  from  the  rails 
e  and  6,  with  the  irog^poiut  n,  in  the  manner  and  for  the  purposes  specified. 

No.  34,023.— James  S.  Yerk  and  G.  EL  Heming,  of  Tifl&n,  Ohio. — Improvemmt  in 
Bridges. — Patent  dated  December  24,  1861. — ^The  nature  of  this  invention  is  explained  by 
the  claim. 

Claim. — First,  the  use  of  longitudinally  bisected  tubes  in  the  consiruction  of  truss  frames, 
substantially  as  described. 

Second,  casting  or  moulding  the  panels  of  truss  frames  in  longitudinal  sections,  each  sec- 
tion embracing  half  of  the  upper  chord  and  cross  braces,  and  a  portion  of  the  shoe  or  heel 
post,  as  set  forth. 

Third}  the  manner  above  described  of  connecting  the  sections  of  one  panel  to  those  of 
another  in  truss  frames  when  the  said  c^mnexions  embrace  within  themselves  the  shines  or 
heel  posts,  as  stated. 

No.  34,024.-^.  A.  DeBrame,  assigiior  to  Himself  and  jEREmAH  Gurney,  of  New 
York,  N.  Y. — Improvement  in  Revolving  Ordnance. — Patent  dated  December  24,  1H61. — 
Through  a  tapped  hole  in  the  rear  of  the  cylinder  frame  is  applied  a  breech  screw  having  its 
axis  directly  in  line  with  the  axis  of  the  ban-el  and  provided  at  its  outer  end  with  a  lever  or 
handle,  by  which  it  is  turned.  Between  this  screw  and  the  cylinder  is  interposed  a  loose 
disc  fitted  in  a  recess  in  the  frame  for  the  purpose  of  closing  the  rear  ends  of  the  chamber. 
A  vent  is  made  through  the  screw  and  disc,  and  the  nipple  is  provided  at  the  outer  end  of 
the  screw  for  the  reception  of  a  percussion  cap. 

Claim. — ^The  combination  of  the  screw  F,  constructed  as  set  forth,  so  as  to  serve  as  nip- 
ple vent  and  cylinder  presser,  with  the  frame  A  and  revolving  chamber  C,  all  as  set  forth. 

Also,  the  combination  of  the  perforated  disc  G  with  the  said  screw  F,  frame  A,  and  cyl- 
inder C,  as  set  forth. 

No.  34,025. — J.  A.  DeBrame,  assignor  to  Himself  and  Jeremiah  Gurney,  of  New 
York,  N.  \ .—Improvement  in  Breech-Loading  Ordnance — Patent  dated  December  24,  1861. — 
The  axis  pin  is  arranged  parallel  with  the  bore  of  the  barrel,  and  at  such  a  distance  above 
the  said  barrel  that  a  chamber  in  line  with  the  barrel  is  directly  under  the  said  pin.  That 
portion  of  the  pin  in  the  front  part  of  the  frame  is  larger  than  the  portion  passing  thi'ough 
the  cylinder,  so  as  to  fit  against  the  end  of  the  cylinder  with  a  shoulder.  Upon  the  rear 
end  of  this  pin  is  a  screw  thread  which,  by  means  of  a  nut  and  lever  in  connexion  with 
the  shoulder,  serves  to  make  a  gas-tight  breech-joint. 

Upon  the  rear  end  of  the  cylinder  is  fitted  a  ring  connected  by  a  fork  and  pii^to  a  lever 
which  moves  laterally  to  the  can'iago  under  the  frame,  and  turns  the  ring  upon  the  cylinder. 
Attached  to  the  ring  by  means  of  a  spring  is  a  tooth  which  works  througli  a  hole  in  the  ring 
and  enters  notches  in  the  cylinder  corresponding  in  number  with  the  number  of  chambers, 
so  that  the  ring  is  moved  independently  of  the  cylinder  in  one  direction,  but  causes  the  cyl- 
inder to  bo  turned  with  it  when  moved  in  the  opposite  direction. 

CVaim.-rFirst,  the  axis  pin  a,  huviug  a  shoulder  r,  and  fitted  to  the  cylinder  frame  F,  and 
rotating  a  many -chambered  cylinder,  substantially  as  described,  and  furnished  with  a  screw 
thi'ead,  receiving  a  nut  M,  applied  in  rear  of  the  cylinder  frame  to  operate  substantially 
as  set  forth,  for  the  purpose  of  niakmg  a  tight  joint  Uuwcen  the  open  rears  of  the  chambers 
and  a  breech  formed  by  the  rear  end,  of  tho  cylinder  frame. 

Second,  the  combination  with  the  rotating  inany-chamborcd  cylinder  H  of  the  ring  N,  the 
lever  O,  the  spring  tooth  W,  and  the  stop  pin  Z,  said  tooth  and  pin  operating  in  combina- 
tion with  notches  y  y  in  the  cylinder,  substaatially  as  and  for  the  piu^ioso  specified. 

No.  34,026.— B.  A.  Mann,  assignor  to  Jedeihah  Wilcox  and  H.  H.  Miller,  of  West 
Meriden,  Conn. — Improvement  in  Machines  for  Clasping  Hoops  to  Ladies*  Skirts. — Patent 
dated  December  24, 1861. — ^This  invention  consists  in  the  employment  of  a  hopper  and  feeding 
plate  so  constructed  and  arranged,  in  connexion  with  a  clinching  mechanism,  that  the  clasps, 
as  the  machine  is  operated,  will  be  fed  down  in  a  proper  manner  to  the  clinching  device, 
which  latter  is  operated  by  the  foot  of  the  attendant,  the  hoops  and  tapes  being  presented  to 
the  machine  by  the  hands  of  the  attendant. 

Claim. — First,  the  incUned  hopper  F  and  feeding  plato  G,  when  arranged  so  as  to  be  ad- 
justed by  the  rods  D  1,  and  used  in  connexion  witu  a  clinching  device,  lor  the  purpose  set 
forth. 

Second,  the  bars  ij  placed  obliquely  on  the  feeding  plate  G,  provided  with  grooves  /,  and 
used  in  connexion  with  tho  slot  or  opening  p,  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  passage  way  for  the  clasps  K  formed  of  the  plates  m  m,  attached  to  the  head  or 
bar  H  and  gix>ove  n  made  therein,  wnen  said  passage  way  is  used  in  combination  with  tho 
feeding  plate  G  and  the  clinching  device,  and  arranged  therewith,  as  and  for  the  purpose  spe- 
cified. 
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Fourth,  the  clinching  device,  formed  of  the  plate  J  attached  to  lever  B,  or  its  equivalent, 
and  provided  with  the  lodge  tr,  having  a  concave  or  grooved  upper  surface,  in  combination 
"with  the  clasp  sustaining  ptetes*  1  I  attached  to  the  head  or  barrel  11,  and  arranged  in  relati<m 
with  tho  plates  m  m  and  groove  «,  substantially  as  and  for  the  purpose  set  forth. 

No.  34,027.— Conrad  Marquardt,  assignor  to  M.  L.  Marquardt,  of  Rhineback,  N. 
y. — Improtemenl  in  H'hiffletree  AitacUment, — Patent  dated  December  24,  1861. — This  inven- 
tion has  for  its  object  a  means  for  readily  adjusting  the  whififletrees  upon  the  doubletree  nearer 
to  or  further  from  its  bolt,  so  as  to  regulate  tlic  draught  for  either  norse.  The  rear  edge  of 
the  doubletree  is  provided  with  notches  or  racks  at  eacn  end,  in  which  the  whiffletree  links  or 
clasps  aio  tilted  and  retained  in  position  by  means  of  springs  placed  on  pins  and  attached  to 
the  I  ear  edge  of  iLo  whifflctrees. 

Claim. — Attaching  or  connecting  tho  whiffletrecs  D  D  to  the  doubletree  A  by  means  of  the 
links  E  E,  lacka  B  B,  and  the  spring  F  F,  ananged  substantially  as  set  forth. 

No.  34,028.— J.  F.  Leitcit,  assignor  to  O.  D.  Carter,  of  Green,  N.  Y, ^Improved  Fan 
Blower. — Patent  dated  December  24,  lc*OI. — Between  the  sides  is  secured  the  outer  rim  of  the 
case,  in  such  a  manner  as  to  form  an  air-tight  joint.  The  fan  room  is  made  in  a  circle  by 
means  of  a  rim  or  tlanffe  secured  to  the  sides,  and  extending  so  as  to  fill  about  three-fourtng 
of  the  space  between  the  sides,  thus  fomiiiig  a  partition  between  the  fan  room  and  the  scroll 
air  passage,  with  the  exception  of  a  narrow  opeuiug  or  slit  in  the  centre,  extending  around 
thu  fan  room  and  closed  at  one  point,  thus  fonnmff  a  wind  cut-off  where  the  scroll  commences, 
and  preventing  any  air  from  being  carried  around  by  the  wings. 

Claim. — Thu  circumscribed  fan-room  scroll,  air  passage,  and  wind  cut-off,  all  in  combina- 
tion, as  and  lor  the  purpose  specified. . 

No.  34,029.— R.  B.  Puixan,  assignor  to  J.  D.  Pullan,  of  Cincinnati,  O.— Improvement 
in  Lamps. — Patent  dated  December  24,  1861. — The  body  of  the  lamp  is  provided  witli  an 
endless  screw,  upon  which  works  a  tiavelling  nut.  To  this  nut  is  secured  an  arm  which,  in 
connexion  with  a  *  bayonet'  catch,  serves  as  a  fastening  for  the  wick  tube  and  as  a  means  of 
raising  and  lowering  the  wick. 

Claim. — The  making  of  the  double  concentric  tube  a  b  constituting  the  inner  and  outer 
walls  of  air  passage  e,  hy  striking  it  up  from  a  single  plate  of  sheet  metal,  in  the  manner  de- 
scribed. 

Also,  the  combination  of  the  bayonet  catch  F  with  the  arm /of  the  travelling  nut  (L,  both 
as  a  fastening  for  the  wick  tube  and  as  a  means  of  raising  and  lowering  the  wick,  substan- 
tially as  described. 

No.  34,030.— E.  D.  RosECRANS,  assignor  to  Himself,  J.  S.  Hull,  and  Nelson  Gates, 
of  Cincinnati,  O. — Improvement  in  Lamps. — Patent  dated  December  24,  1861. — Within  tho 
body  of  tfie  lamp  is  arranged  an  air  pump  which  forces  the  air  into  the  reservoir,  above  the 
surnice  of  the  oil,  for  the  purpose  of  aflfording  a  constant  and  steady  supply  of  oil  to  the  wick. 
In  the  side  of  the  burner  tube  is  an  opening  through  which  atmospheric  air  is  admitted,  so  as 
to  mingle  with  the  gas.  To  the  burner  tulK)  are  attached  wings  of  a  curved  form  constituting 
the  heater. 

Claim, — The  employment  of  atmospheric  pressure  upon  the  surface  of  the  finid  in  the 
reservoir  x  x  by  means  of  the  uir  pump  w  tr',  when  used  with  the  tubes  o  off  and  valve  ft& 
d\  in  a  hmjp,  substantiallv  as  described. 

Also,  the  air  pump  tc  lo ,  when  used  in  combination  with  the  reservoir  x  ar,  filling  tube  p, 
and  escape  tube  r,  in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

Also,  tiie  omployment  of  the  burner  and  heater,  when  constructed  with  curved  wings  h  6, 
as  described,  when  used  with  the  tube  a  having  an  opening  a,  in  the  manner  substanti^y  as 
set  forth. 

No.  34,031.— C.  H.  Sayre,  assignor  to  Himself  and  C.  E.  Barnard,  of  Utica,  N.  Y.— 
Improvement  in  Projectiles  for  Rifled  Ordnance, — ^Patent  dated  December  24,  1861. — ^The 
claim  explains  the  nature  of  this  invention. 

Claim. — The  employment,  in  combinatbn  with  a  leaden  or  other  soft  metal  band,  applied 
to  a  cast-iron  projectile  of  a  lining  tube  b  of  wrought  or  malleable  iron,  or  other  suitable 
tough  or  tenacious  metal,  attaching  the  said  band  to  the  head  or  body  of  the  projectile,  in  the 
manner  substantially  as  specified. 

No.  34,032. —Thomas  Shaw,  assignor  to  Himself  and  B.  Hart,  of  Philadelphia,  Pa,— 
Improvement  in  Revolving  Fire- Arms, — Patent  dated  December  24,  1861. — ^To  tho  inner  side 
oi'  the  rear  of  the  handle  is  screwed  one  end  of  an  arm  consisting  of  a  piece  of  steel,  the  other 
end  of  which  locks  into  a  projection  or  lug  on  the  pawl  which  commumcates  with  the  hammer 
and  trigger,  for  the  purpose  of  keeping  the  hammer  off  ftom.  tho  caps  and  preventing  aoei- 
dental  explosion  of  tne  cap. 

Claim, — The  combination  of  the  pawl  G  with  the  arm  K,  substantially  as  described  «nd 
for  the  purpose  set  forth. 


Digiti 


zed  by  Google 


COMMISSIONER    OP    PATENTS.  627 

No.  34, 033. —Joseph  Young,  assignor  to  J.  B.  and  J.  Young,  of  Varick,  N.  Y. — 7m- 
provement  in  Machines  for  Removing  the  Husks  from  Corn, — Patent  dated  December  24, 
1861. — Two  revolving  cutter  knives  are  placed  at  the  end  of  a  feed  chute,  and  the  material, 
when  cut,  falls  upon  an  endless  conveyor,  from  whence  it  drops  upon  a  riddle.  In  passing 
from  the  conveyor  to  the  riddle  the  product  is  subjected  to  the  action  of  a  fan  blast  generated 
by  the  revolving  fan. 

Claim, — The  combination  of  the  cutting  apparatus  with  the  fan  blast  and  separator,  ar- 
langed  and  operating  substantially  as  and  tor  the  purpose  set  forth. 

No.  34,0.34. — Edwin  Corner,  of  Columbus,  O. — Improvement  in  Beehives. ^-Vatont  dated 
December  24,  1861. — This  invention  will  be  understood  by  reference  to  the  claim  and  eur 
graving, 

Claim. — Hinging  the  comb  firames  in  steps,  so  that  the  several  frames  may  be  swung  open 
at  the  same  time,  as  described,  in  combination  with  the  hinged  door  and  stationary  central 
£nme,  substantially  as  and  for  the  purpose  specified. 

No.  34,035. — John  Dean,  of  Worcester,  Mass. — Improvement  in  Mats  for  Daguerreo- 
types f  Ss'c. — Patent  dated  December  24,  18ol. — This  invention  has  for  its  object,  principally, 
tne  economizing  of  material  used  in  the  formation  of  mats  or  metallic  pieces  f6r  furnishing 
the  ornamental  border  for  the  lining  of  photographic  and  other  cases.  The  invention  consists 
in  forming  the  mat  of  such  a  shape  that  a  larger  number  of  regular  sized  mats  can  bo  cut  out 
of  a  given  sized  plate  with  less  waste  of  metal,  and  so  that  tho  mat  can  be  supported  upon 
the  clipped  comers  of  tho  same,  thus  preventing  the  opening  &om  pressing  upon  the  surtace 
of  the  picture. 

Claim. — Forming  from  sheets  of  metal  mats,  with  their  comers  clipped  or  cut  off,  and  fin- 
ishing the  said  comers  so  as  to  conform  with  the  outer  bevel,  and  to  form  supports  for  sus- 
taining tho  said  mats  upon  the  photograph  or  other  plates,  in  the  manner  and  for  the  piir* 
poses  set  forth. 

No.  34,036. — G.  F.  Holland,  of  Leominster,  Mass. — Improvement  in  Mode  of  Attaching 
Breeching  to  Shafts  of  Carriages. — Patent  dated  December  24,  186J. — Attached  "to  tho 
hold-back  straps  that  have  usually  been  secured  directly  to  the  shalts  is  a  spring  clutch, 
which  so  engages  with  a  hook,  having  a  suitable  stud  or  projection  placed  upon  the  shafts, 
as  to  be  immetuately  released  from  the  same,  should  the  traces  become  accidentally  unhitched 
or  broken. 

Claim. — The  particular  combination  and  aiTangement  described,  the  same  consisting  of  a 
spring  clutch  attached  to  the  harness,  and  a  fixed  stud  or  standard  permanently  afGixed  to  the 
snah,  the  two  operating  together,  substantially  as  described. 

No.  34,037. — G.  W.  Keene,  of  Lynn.  Mass. — Improvement  in  Heels  for  Boots  and  Shoes. — 
Patent  dated  December  24,  1861, — This  invention  is  explained  by  the  claim. 

Claim. — As  an  article  of  manufacture,  a  heel  formed  of  successive  rises,  united  by  nails, 
which  are  driven  and  clinched  at  t^o  time  the  heel  is  compressed,  as  set  forth. 

No.  34,038. — Robert  Kershaw,  of  Philadelphia,  Vf^.— Improvement  in  Gigg  Mills. — 
Patent  dated  December  24,  1861. — ^This  invention  relates  to  an  miprovement  upon  the  patent 
of  James, Shaw,  granted  August  28,  1860.     Its  nature  is  explained  by  the  claim. 

Claim. — As  an  improvement  on  James  Shaw's  patent  of  August  28,  1830,  raising  a  nap 
on  textile  liahrics  by  means  of  two  or  more  card  rollers,  the  latter  being  caused  to  revolve  at 
such  a  speed,  and  the  fabric  being  so  guided  by  plain  rollers  that  an  alternating  slackening 
and  tightening  of  the  said  faljric  will  take  place,  thereby  causing  the  wues  of  the  rollers  to 
penetrate  the  fibres,  and  effectually  raise  the  desired  nap. 

No.  34,039.— J.  O.  Doris,  of  Philadelphia,  F&.^Improvement  in  Fertilizers.— T&tent 
dated  December  24,  1801. — The  seveiul  substances,  as  named  in  the  claim,  being  properly 
prepared  and  mixed,  are  subjected  to  a  grinding  process  which  reduces  the  mass  to  powder, 
in  which  state  it  is  used  for  reitilizing  the  soil. 

Claim. — ^The  improved  fertilizing  compound,  composed  of  coal  ashes,  animal  manure, 
animal  matter,  and  vegetable  matter,  such  as  named,  in  the  manner  and  the  proportions 
specified. 

No.  34,040.— Sylvanus  Sawyer,  of  Fitchburg,  Mass.— Improved  Fuse  Hood  for  Sheils.— 
Patent  dated  December  24,  1861. — This  invention  consists  in  the  application  to  the  fuses  of 
shells,  of  a  thin  circular  concave  plate  or  disc,  placed  concentric  with  and  at  a  Mtio  distaQca 
from  tho  outer  extremity  of  tho  fuse,  in  which  position  it  is  supported  by  any  convenient  at- 
tachment to  the  fuse  stock,  its  purpose  being  to  deflect  or  conduct  a  part  of  the  flame  in  which 
the  projectde  is  enveloped  after  it  leaves  the  muzzle  of  the  gun,  directly  upon  the  fuse,  to  in- 
sure its  ignition. 

Claim.-^The  employment  of  a  hood,  or  other  equivalent  device,  in  combination  with  a 
fuse,  substantially  in  the  manner  and  for  the  purpose  described. 
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No.  34,041.— Sylvanus  Sawyer,  of  Fitchbur^,  Mass.— /mjiroeenieiit  in  Mamdrd  for 
Loading  Case  Shot,  8fc. — Patent  dated  December  24,  18S1. — ^This  inyentiou  consists  in  fom^ 
ing  a  central  chamber  or  cavity  for  the  bursting  charge  within  the  mass  of  missiles,  bj  means 
of  an  instrument  termed  a  'Hooding  mandrel,  whicn  is  inserted  into  the  fdse  hole  of  a  sh^ 
and  thereby  iixed  in -a  central  position,  around  which  the  balls  are  packed,  and  through  which 
they  are  introduced.  In  connexion  with  the  mandrel  is  used  a  thm  case  or  sheath  of  tin,  or 
other  suitable  material,  which  sun*ounds  that  part  of  the  mandrel  within  the  shell,  and  which 
is  left  within  the  shell  when  the  mandrel  is  withdrawn,  the  same  forming  a  chamber  for  the 
powder  and  retaining  the  balls  in  position  after  the  mandrel  is  removed. 

Claim. — First,  the  loading  mandrel,  constructed  substantially  as  described,  as  an-  instru- 
ment for  loading  ordnance  shells  or  any  other  analogous  use. 

Second,  the  employment,  in  combination  with  the  loading  mandrel,  of  a  caae  ox  sheath, 
substantially  as  described. 

No.  34,042.— N.  W.  Spaulding,  of  San  Francisco,  Ca\,-~Improvement%n  Sato  Gnmmers.^ 
Patent  dated  December  24,  1861. — This  invention  is  more  particularly  intended  to  be  used  in 
acting  upon  saws  or  saw  plates  for  the  purpose  oi  inserting  detachable  teeth,  and  has  special 
application  to  such  saws  and  saw  plates  as  are  to  be  provided  with  teeth  or  other  pieces  set 
therein  on  drcular  instead  of  angular  lines,  such  as  are  made  the  subject  of  letters  patent 
granted  to  the  said  Spaulding  on  September  10, 1861.  The  punch  of  this  gummer  is  attached 
to  the  die  or  bed  by  a  bolt,  which  forms  the  fulcrum  of  the  punch,  so  that  the  motion  of  the 
punch  in  cutting  is  in  the  line  of  a  circle,  cutting  like  sheais.  ^  The  punch  passes  down  into 
the  slot  of  the  die,  each  edge  of  the  punch  and  tne  die  forming  cutting  edges,  so  that  the  ac- 
tion of  the  two  is  that  of  double  shears.  The  punch  is  so  formed  that  it  may  be  reversed  and 
either  end  be  used. 

Claim, — First,  pivoting  or  hinging  the  double-edged  punch  to  the  double-edged  die,  as  re- 
cited, whereby  the  double  shear  cut  may  be  made  by  the  gummer. 

Second,  in  combination  with  the  double-edged  die,  the  double-end  punch,  as  described, 
whereby  the  one  end  may  be  substituted  for  the  other,  as  and  for  the  purpose  described. 

No.  34,043.— T.  W.  Adams,  assignor  to  Himself  and  C.  H.  Slicer,  of  Baltimore,  Md.— 
ImprovemejU  in  Men's  Hats, — ^Patent  dated  December  24,  1861. — ^This  invention  is  explauned 
by  the  claim  and  engraving. 

Claim, — In  the  construction  of  men's  hats,  when  the  brims  are  of  flexible  or  yielding  ma- 
terial, giving  the  frori  and  side  curve  to  the  brim  by  means  of  a  frame  of  cane,  metal,  or  othsst 
mateiial,  confined  within  or  attached  to  the  brim,  at  or  neai'  its  circumference,  substantially  as 
and  for  the  purpose  sot  forth. 

Also,  in  combination  with  a  hat  brim,  constructed  as  claimed  in  the  preceding  clause,  the 
head  band  O,  for  the  purpose  of  preserving  the  symmetry  of  the  body  of  the  hat,  substan- 
tially as  described. 

No.  34,044.— R.  N.  Eagle,  of  the  United  States  Aimy, —Improvement  in  Saddles,— Vtdeni 
dated  December  24,  1861. — This  invention  consists  in  th9  use  of  a  horizontal  a^ustiiig  bar 
attached  to  each  side  of  the  saddletree,  and  provided  with  a  number  of  projecting  studs  on 
its  upper  ed^,  so  that  the  loops  to  which  the  stirrup  leather  is  attached  may  be  a^usted  for- 
ward or  bacK,  to  suit  the  want^  or  convenience  of  the  rider. 

Claim. — Attaching  the  stirrups  to  a  saddliB  by  variable  points  of  suspension,  iu  the  manner 
explained,  or  in  any  other  manner  substantially  equivalent. 


EEISSUES. 


No.  1,106.— F.  E.  Stckels,  of  New  York,  N.  Y ,— Improvement  in  Steam  Engines.— Pat- 
ented September  19,  1845;  extended  for  seven  years;  reissued  February  21,  1860;  again 
reissued  January  1,  1861. 

Claim, — Counterbalancing  the  weight  of  the  lifting  rods  so  as  to  relieve  the  engineer  in 
working  the  engine  by  hand,  and  so  that  when  the  engine  is  hooked  on  they  will  exert  their 
full  force  in  descending,  to  overcome  any  opposing  friction. 

No.  J,107.— F.  E.  SiCKELS,  of  New  York,  N.  Y,—Improrement  in  Steam  Engines.— Vat^ 
ented  September  19,  1845;  extended  for  seven  years;  reissued  February  21,  1860;  again 
reissued  January  1,  1861. 

Claim, — ^The  paddle-wheel  coDstructed  with  buckets  of  varying  areas,  substantially  qa  de» 
scribed. 
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No.  1,108.--Heniiy  Keney,  of  Hartford,  Conn.,  Grant,  Warren  &  Co.,  of  Boston, 
Mass.,  and  Joseph  Jordan,  of  East  Hartford,  Conn.,  assignees  of  George  Sweetland, 
of  New  Haven,  Conn. — Improvement  in  Pulp  Machines, — Patented  September  5,  1848 ;  re- 
issued January  1,  1861. 

Claim. — ^The  combination,  in  a  pulping  engine,  of  two  series  of  disintegrating  knives  with 
two  knife  st4>cks,  (between  which  the  paper  material  is  passed,  and  one  of  which  revolves, )  in 
such  manner  that  the  edges  of  the  knives  diverge  from  the  axis  of  rotation,  substantially  as 
described. 

Also,  the  combination  of  the  following  elements  in  a  pulping  engine,  viz : 

First,  two  knife  stocks,  between  which  the  paper  matenal  is  caused  to  pass,  and  one  of 
which  revolves  on  a  central  axis. 
■  Second,  two  series  of  disintegrating  knives  secured  to  the  stocks. 

Thud,  a  feeding  or  entry  passage  to,  and  an  exit  passage  from,  the  knife  stock,  so  arranged 
relatively  to  the  disintegrating  knives  that  the  paper  material,  in  passing  from  one  passage  to 
the  other,  traverses  lengthwise  with  the  knives,  substantially  as  described. 

Also,  the  combination  of  a  series  of  diverging  disintegrating  knives  upon  the  knife  stock 
of  a  pulping  engine,  with  filling  between  the  Knives,  which  may  be  cut  away  as  may  bo 
founa  necessary  to  control  the  more  or  less  rapid  passage  of  the  paper  material-  lengthwise 
with  the  disintegrating  surfaces,  substantiallv  as  described. 

Also,  arranging  a  series  of  disintegrating  Knives  upon  the  knife  stock  of  a  pulping  engine 
in  such  a  manner  that  there  are  fewer  knives  near  the  entry  passage  than  at  the  ps^  of  the 
knife  stock  further  therefrom,  substantially  as  described. 

Also,  the  combination,  in  a  pulping  engine,  of  the  following  elements,  viz :  a  pair  of  knife 
stocks  having  diverging  disintegrating  knives  thereon,  suitable  entry  and  exit  passages  for 
the  paper  material,  and  a  casing  so  constructed  that  returns  the  partially  ground  pulp  between 
the  knife  stocks,  for  the  purpose  of  ^nding  the  pulp  further,  substantially  as  described. 

Also,  the  combination,  in  a  pulpmff  engine,  of  the  following  elements,  viz:  a  revolving 
knife  stock,  a  series  of  disintegrating  knives  upon  one  side  thereof,  and  arms  upon  the  oppo- 
site side  thereof,  substantially  as  described. 

No.  1,109.— A.  Palmer,  of  Brockport,  N.  T.,  and  S.  G.  Williams,  of  Janesville,  Wis., 
assignors,  through  me^ne  assignments,  to  D.  S.  Morgan,  W.  H.  Seymour,  S.  G.  Wil- 
liams, and  Aaron  Palmer. — Improvement  in  Harvesters, — Patented  July  1,  1851;  reissued 
April  10,  1855;  again  reissued  January  1,  1861. 

Claim. — Discharging  the  cut  grain  from  a  quadrant-shaped  platform,  on  which  it  falls  as  it 
is  cut,  by  means  of  an  automatic  sweep  rake  sweeping  over  the  same,  substantially  as  de- 
scribed. 

No.  1,110.— A.  Palmer,  of  Brockport,  N.  Y.,  and  S.  G.  Williams,  of  Janesville,  Wis., 
assignors,  through  mesne  assignments,  to  D.  8.  Morgan,  W.  H.  Seymour,  S.  G.  Wil- 
liams, and  Aaron  Palmer. — Improvement  in  Harvesters, — Patented  July  1,  1851;  reissued 
April  10,  1855;  again  reissued  January  1,  1861. 

Claim, — Sweeping  the  cut  grain  from  the  platform  upon  which  it  falls  as  it  is  cut  by  means 
of  an  automatic  sweep  rake  moved  by  gearing  located  within  the  inner  edge  of  said  platform, 
substantially  as  descnbed. 

No.  1,111.— J.  E.  Brown  and  S.  S.  Bartlett,  of  Woonsocket,  R.  I,— Improvement  in 
Grain  and  Grass  Harvesters. — Patented  January  22,  1855;  reissued  January  1,  1861. 

Claim, — Hanging  or  hinging  the  bar  G  to  the  carriage  so  as  to  vibrate,  substantially  as 
described,  in  combination  with  the  hanging  or  hinging  bt  the  cutter  stock  to  the  bar  G,  sub- 
stantially as  described,  so  that  the  cutter  stock  mav  vibrate  and  accommodate  itself  to  any 
undulations  in  the  surface  of  the  ground,  and  so  that  it  may  be  raised  by  the  attendant  to 
pass  stones,  stumps,  or  other  obstructions,  without  tipping  the  carriage. 

Also,  the  use  ot  a  single  draw  bar,  attached  by  yioldinff  and  hinged  connexion  at  the  side 
of  the  carriage  or  main  frame,  in  combination  w^ith  the  hinged  or  ripdly  connected  cutter 
stock  or  finger  bar,  substantially  as  described,  for  the  purpose  specified 

No.  1,112.— F.  E.  SiCKELS,  of  New  York,  N.  Y.— Improvement  in  the  Method  of  Opening 
and  Closing  the  Valves  of  Steam  Engines, — Patented  October  19,  1844;  extended  for  seven 
years;  reissued  January  1,  1861. 

Claim, — First,  my  improvement  in  the  periods  of  the  movements  of  the  valves,  by  which 
they  are  opened  and  closed  relatively  to  each  other  and  to  the  movement  of  the  piston,  by 
means  of  which  the  piston  completes  each  stroke  in  equilibrio,  or  nearly  so,  without  admitting 
steam  against  the  movement  ot  the  piston  by  a  lead  to  the  steam  valves,  which  is  effected,  as 
before  stated,  by  opening  the  lower  exhaust  valve  before  the  end  of  the  upward  stroke  of  the 
piston  and  before  the  upper  exhaust  valve  is  closed,  and  opening  the  upper  exhaust  valve 
.  beibre  the  end  of  the  downward  stroke  of  the  piston  and  before  the  lower  exhaust  valve  is 
closed ;  the  movement  of  the  steam  valves  being  so  regulated  as  to  admit  steam  to  the  cylin- 
der only  afler  the  exhaust  valve  on  the  corresponding  end  of  the  cylinder  has  been  closed. 

Also,  as  my  next  improvement,  and  as  a  means  ot  canrying  into  eSoct  my  first  and  lessen- 
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tial  improTemenf,  the  arrangomcnt  of  the  toes  and  the  rock-shaft  in  snch  a  manner,  relativelj 
to  the  location  and  form  of  the  feet  on  the  lifting  rods,  that  at  the  middle,  or  nearly  so,  of  the 
rocking  motion  of  the  rock-shaft,  both  littinj^  r^ls,  with  their  exhaust  valves,  shall  be  partly 
up,  as  herein  described ;  and  also,  in  combination  with  this  aiTangement,  the  slip  of  the  lifters 
on  the  steam-valve  slems,  as  described,  to  insure  the  closing  of  the  exhaust  valves  before  the 
opening  of  the  steam  valves  on  the  corresponding  ends  of  the  cylinder,  as  herein  described. 

No.  1,113.— F.  E.  SiCKELS,  of  New  York,  N.  Y. ^Improvement  in  the  Method  of  Opening 
and  Closing  the  Valces  of  Steam  Engines, — Patented  October  lU,  1844 ;  extended  for  seven 
years;  reij^hucd  January  1,  1801. 

Claim, — Giving  to  each  exhaust  valve,  alternately,  while  the  piston  is  at  or  near  the  end 
of  the  cylinder  furthest  from  it,  a  large  amount  of  motion  as  compared  with  the  motion  of  the 
other  exhaust  valve  at  that  time,  so  as  to  move  freely,  exhaust  tne  cylinder  with  less  extent 
and  greater  ease  of  motion  to  tho  valves  than  has  been  done  heretofore,  substantially  as 
described. 

Also,  imparting  these  motions  to  the  exhaust  valves  by  me>ans  of  a  rocker  interposed  be- 
tween the  hist  motion  from  tho  engine  and  the  valves,  so  that  it  will  increase  and  diminish  ita 
leverage  relative  to  each  valve  vvhjie  moving  them,  and  thereby  impart  my  improved  motion. 

No.  1,114.— Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignors, 
through  me^uo  assignments,  to  J.  A.  Saxton,  of  Canton,  Ohio. — Improvement  in  Gra99 
Harvesters. — Patented  July  ^0,  18o2;  reissued  January  1,  1861. 

Having  described  one  practical  way  in  which  that  branch  of  our  invention,  which  forms 
the  subject  of  this  patent,  can  be  carried  out,  we  wish  it  to  be  understood  that  we  do  not  limit 
ourselves  to  any  particular  cutting  apparatus,  main  frame,  or  mode  oi  operating  the  cntluig 
apparatus — 

But  what  we  claim  under  this  patent  as  our  invention  is  attaching  or  fastening  that  part  of 
a  mowing  machine  to  which  the  guards  or  fingers,  which  support  and  hold  the  grass  while  it 
is  being  seveied  by  the  cutter  or  cutters,  are  attached  to  the  main  frame,  or  to  an  intermediate 
coupling  piece,  so  that  the  guards  or  fingers,  or  that  part  to  which  they  are  attached,  and  by 
which  they  are  siLstained  and  supported,  will  be  free  to  rise  or  lall  bodily,  and  also  to  have  a 
lateral  rolling  or  wabbling  motion  to  enable  the  cutting  apparatus  to  conform  freely  to  the 
undulation  of  the  ground  over  which  it  is  drawn  independent  of  the  up-and-down  motions  of 
the  main  irame. 

No.  1,115.— Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignors, 
through  mesne  assignments,  to  James  A.  S.\xton,  of  Canton,  Ohio. — Improvement  $• 
Grass  Harvesters, — Patented  July  20,  1852;  reissued  January  1,  1861. 

Claim. — First,  the  combination  of  a  hinged  lever  seat,  for  the  driver,  with  tho  main  frame 
and  cutting  apparatus  of  a  mowing  machine. 

Second,  the  combination  of  a  main  frame  and  an  inclined  projecting  hinged  lever  seat  with 
a  main  drive-wheel,  having  no  outside  support. 

No.  1,116.— Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landmg,  N.  J.,  assignors, 
through  mesne  assignments,  to  James  A.  Saxton,  of  Canton,  Ohio. — Improvement  in 
Grass  Harvesters, — Patented  July  2(),  1852;  reissued  January  1,  1861. 

Claim. — Pirst,  placing  the  dnving-wheel  in  a  mowing  machine  on  the  outside  of  the  frame 
in  combination  with  a  triangu^ar-shapcd  I'rame  on  the  inside  of  the  wheel. 

Second,  in  a  mowing  machine,  the  combination  of  the  following  elements,  viz :  a  trian- 
guhu*  main  frame,  a  single  driving-wheel  arranged  on  the  outside  ot  said  frame,  and  a  hinged 
fever  seat  for  the  -driver,  for  the  purposes  set  forth. 

Third,  in  combinationVith  the  main  frame  of  a  mowing  machine,  a  single  drive-wheel  and 
a  leadmg  swivel-wheel,  so  arranged  in  relation  to  each  other,  and  the  cutting  apparatus,  as 
that  the  said  wheels  shall  run  on  lines  just  outside  of  the  grass  to  be  cut. 

No.  1,117. — Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignors, 
through  mesne  assig^nments,  to  James  A.  Saxton,  of  Canton,  Ohio. — Improvement  in 
Grass  Harvesters, — Patented  July  20,  1852;  reissued  January  1,  1861. 

Claim, — First,  the  combination  of  the  coupling  piece  I,  and  finger  support  G,  with  an 
intermediate  metallic  connexion  or  lever  H,  for  the  purpose  stated. 

Second,  tho  metallic  connexion  or  lever  H,  both  as  a  hinge  and  support  to  the  cutting  ap- 
paratus and  finger  support. 

Third,  the  combination  of  the  finger  support  and  the  metallic  connexion  or  lever  H,  in  eoch 
a  manner  that  their  lower  surfaces  shall  be  flush,  for  the  purposes  set  forth. 

Fomth,  in  combination  with  the  main  frame  of  a  grass  harvester,  a  finger,  or  guard  sup- 
port, whatever  it  may  be  called,  having  two  independently  acting  hinges  or  yielding  con- 
nexions iuteiposed  between  it  and  the  main  frame,  in  such  a  manner  as  that  said  finger  or 
guard  support,  as  it  is  advanced  by  means  of  its  hinges  or  yielding  connexions,  shall  he  free 
to  rise  above  or  fall  below  the  plane  on  which  the  canying  or  driving  wheel  or  wheels  are 
passing. 


Digiti 


zed  by  Google 


COMMISSIONER    OF   PATENTS.  631 

Fifth,  BO  hingingf  that  part  of  a  mowing  machine  to  which  the  guards  or  fingers  are 
attached,  as  that  it  may  oscillate  or  turn  on  a  line  at  right, angles  to  the  line  of  motion  of  tho 
machine,  for  the  purpose  of  raising  the  points  of  the  guards  to  adapt  the  cutting  apparatus  to 
tho  condition  of  the  ground,  while  it  is  also  free  to  roll,  rock,  or  wabble  on  a  line  parallel  to 
the  line  of  motion  of  the  machine. 

Sixth,  the  combination  with  the  main  frame,  finger  support,  and  cutting  apparatus  of  a 
mowing  machine,  of  a  lever  with  an  adjustable  weight  thereon,  whereby  the  pressure  of  the 
finger  support  and  cutting  apparatus  upon  tho  ground  can  be  regulated  by  simply  moving 
said  weight  upon  its  lever. 

Seventh,  tho  combination  of  a  counterpoise  weight,  or  the  equivalent  thereof,  with  that 
part  of  a  mowing  machine,  whatever  it  may  be  called,  to  which  the  guard  fingers  are 
attached,  to  diminish  its  pressure  upon  tho  ground,  and  thus  obviate  side  draught  and  friction. 

No.  1,118. — M.  R.  Flanders,  of  Greenwich,  N.  Y. — Improvement  in  Grain  Cradles. — 
Patented  Juno  29,  1859 ;  reissued  January  8,  1861. 

Claim. — Attaching  the  finger  standard  B  to  the  snath  A,  by  means  of  the  rod  C,  and  eye  6, 
secured  respectively  to  the  standard  and  snath,  in  connexion  with  the  compensating  or  ad- 
justable braces  H  J,  the  whole  being  constructed  and  arranged  substantially  as  and  for  tho 
purpose  set  forth. 

Also,  the  compensating  or  adjustable  braces  or  stays  that  connect  the  fingers  F,  and  which 
are  formed  of  the  rods  e  e,  and  socket  G,  when  said  rods  are  connected  to  the  fingers  F  by  tho 
collars  a,  substantially  as  set  forth. 

No.  1,119. — Elliot  Dickerman,  of  Richmond,  Yi,— Improved  Clothes  Wnnger, — 
Patented  April  10,  1860;   reissued  January  8,  1861. 

Claim. — In  machines  for  drying  clothes  by  compression  between  rollers,  employing,  as  one 
or  both  of  the  rollers  for  acting'  upon  the  clothes,  a  rubber-coated  or  equivalent  clastic  and 
non-absorbent  roller  A,  so  mounted  in  a  suitable  framing  B  B  that  the  compression  of  the 
elastic  material  on  that  side  which  is  acting  upon  the  clothes  is  attached  by  a  corresponding 
compression  of  the  elastic  material  against  a  roller  D  or  E,  on  its  opposite  side,  as  and  for 
the  purpose  set  forth. 

No.  1,120. — ^J.  A.Vaughn,  of  Cuyahoga  Falls,  Ohio, — Improvement  in  Grain  Separators, — 

Patented  April  24, 1860;  reissued  January  8,  1861. 

Claim. — First,  in  combination  with  a  series  of  zigzag  screens  and  directing  boards,  having 
a  shake  motion,  the  stationary  chambers  for  receiving  the  material  therefrom,  substantially 
as  described. 

Second,  tho  combination  of  the  series  of  zigzag  screens  and  directing  boards,  having  a 
shake  motion,  the  stationary  receiving  chambers  and  short  fan,  when  arranged  to  operate 
substantially  as  described. 

Third,  the  combination  of  the  directing  board  P,  cockle  riddle  Q,  and  cockle  board  R,  Bub- 
tantially  as  and  for  the  purpose  described. 

8 

No.  1,121. — Jasper  Johnson,  of  Geneseo,  N.  Y. — Improved  Gate. — Patented  March  6, 
1860;  reissued  January  8,  1861. 

Claim. — Operating  a  gate  upon  its  hinges  by  the  alternate  partial  rotation  of  a  bent  rod  or 
bar,  one  branch  of  which  moves  between  guides  on  the  fac«  of  the  gate,  the  other  branch 
being  inserted  into  the  supporting  post,  said  partial  rotation  being  eflected  by  the  devices 
described,  or  their  equivalents. 

No.  1,122.— J.  W.  MOFFITT,  of  Harrisbnrg,  Pa. — Improvement  in  tJte  Manufacture  of 
Porcelain  Teeth. — ^Patented  November  20,  1860;  reissued  January's,  1861. 

Claim. — ^The  manufacture  of  porcelain  teeth  and  gums  of  the  material  specified,  in  tho 
proportions  described  and  set  forth;  the  same  being  prepared,  applied,  and  consolidated 
together  upon  the  plate,  substantially  in  the  manner  described  and  for  the  purpose  specified. 

No.  1,123.— E.  H.  Graham,  of  Manchester,  N.  H.,  (formerly  of  Biddeford,  Me.)— /m- 
provemcnt  in  Magazine  Guns. — Patented  October  4,  1853;  reissued  January  8,  ISGl. 

Claim. — First,  the  combination  of  a  rotating  magazine,  separate  rotating  charge  receiver 
or  conveyer,  and  gun  barrel,  for  operation  together,  substantially  as  specified. 

Second,  operating  tho  rotating  magazine  and  rotating  charge  receiver  automatically  by  the 
action  of  the  trigger  guard,  or  its  equivalent. 

Third,  the  arrangement  of  tho  scries  of  ball  chambers  b  b  b,  &c.,  and  tho  series  of  powder 
chambers  a  a  a,  &c.,  in  concentric  circles,  and  on  tho  side  of  the  gun  barrel  and  out  of  tho 
si^ht  range,  and  so  as  not  only  to  revolve  and  work  against  a  common  plate  E,  aflixed  to  the 
side  of  the  gun,  but  to  operato  in  conjunction  with  a  rotary  charge  receiver  k.  placed  within 
tho  barrel,  as  specified,  such  arrangement  of  tho  magazine  of  chambers  not  only  causing  tho 
powder  of  the  charges  to  be  kept  in  separate  chambers,  so  as  to  lessen  the  danger  of  accident, 
but  causing  tho  magazine  to  be  so  arranged  as  to  be  out  of  range  of  the  sight  m  taking  aim. 
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Fonrthf  so  to  combine  the  percussion  hammer  or  cock,  rotary  charge  receiver,  and  the 
rotary  magazine,  with  the  trigger  guard,  that,  by  the  movement  of  the  said  guard  away  from 
the  Htock,  they  may  bo  simultaneously  put  in  motion  and  the  hammer  brought  up  to  full 
cock,  as  Hpecilicd. 

No.  1,124.— George  Lindsay  and  Willia»i  Cameron,  of  Petersburg,  Va.,  assignors  to 
William  Cameron,  of 'the  same  place. — Improvement  in  Tobacco  Presses. — Patented  Sep- 
tember 13,  18o9;  reissued  January  15,  1861. 

a  aim. — The  combination  of  a  portable  hydraulic  press  or  jack,  with  a  stationary  t^taining 
press,  or  series  or  tier  of  retaining  presses,  when  operating  together,  for  the  purposes  and 
substantially  in  the  manner  represented. 

No.  1,125. — Robert  H.  Long,  of  Philadelphia,  Pa. — Improvement  in  the  Mode  of  Propel- 
ling Railway  Cars  by  Steam. — Patented  January  24,  186();  reissued  January  15,  1861. 

Claim. — First,  placing  a  steam  engine  and  boiler,  constructed  and  arranged  as  described, 
on  the  platform  ot  a  railway  car,  in  the  manner  substantially  as  specified. 

Second,  placing  the  pinion  F  upon  the  frame  of  the  engine,  thus  permitting  the  engine  to 
be  brought  closti  to  its  work,  and  the  whole  to  be  used  in  combination  with  a  railway  car, 
for  the  purposes  set  forth. 

No.  1.126. — Aaron  H.  Allen,  of  Boston,  Mass. — Improvement  in  Opera  Seats. — Patented 
Decembers,  1854;  reissued  January  15,  1861. 

Claim. — A  swinging  or  lever  seat,  set  and  moving  upon  a  cross  shaft  or  hinges,  and  sus- 
tained, when  in  une,  by  a  stop  or  stops,  so  disposed  as  that  the  rear  portion  of  the  seat  comes 
in  contact  with  said  stop  or  stops  when  the  seat  is  turned  down,  substantially  as  set  forth; 
and,  whether  combined'or  not  witn  weights  or  springs,  whereby  the  said  seat  may  assume  and 
retain  a  vertical  or  raised  position  automatically,  as  specified. 

No.  1,127. — William  Cameron,  of  Petersburg,  Va. — Improvement  in  Machinery  for 
Pressing  Tobacco. — Patented  November  9,  ISoS;  reissued  January  15,  1861. 

Claim. — The  makmg  of  a  hydraulic  press  available  in  the  pressing  and  retaining  under 
pressure,  of  tobacco,  by  combining  and  using  in  connexion  with  it  a  retaining  press  or  stand 
that  will  receive  and  hold  the  pressure  imparted  to  it  by  the  said  hydraulic  pre^,  substantially 
M  described. 

No.  1,128. — William  Cameron,  of  Petersburg,  Va. — Improvement  in  Machinery  for 
Pressing  Tobacco. — Patented  November  9,  1858;  reissued  January  15,  1861. 

Claim. — Combining  with  a  retaming  press  or  stand  that  is  to  be  used  in  connexion  with 
and  receive  its  pressure  from  a  hydraulic  press,  a  series  of  boxes,  into  which  the  tobacco  is 
pressed  by  the  greater  press  but  retained  by  a  minor  press,  substantially  as  described. 

No.  1,129. — ^JoHN  Gore,  of  Brattleboro,  Vt. — Improvement  in  Grain  and  Grass  Harvest- 
ers.— Patented  December  27,  1859;  reissued  January  15,  1861. 

Claim. — First,  the  use  of  the  lever  M',  constructed  as  described,  in  combination  with  the 
tapering  draw  bar  D,  for  elevating  the  cutting  apparatus  of  harvesters  in  the  manner  described. 

Second,  the  adjustable  box  J,  constructed  as  described,  in  combination  with  the  connecting 
rod  a  and  cutting  apparatus,  and  operatmg  as  set  forth. 

No.  1,130. — Samuel  Barley  and  J.  H,  Barley,  of  Longwood,  Mo. — Improvement  in 
Harvesters. — Patented  June  19,  1860;  reissued  January  22,  1^1. 

Claim. — First,  the  arrangement  of  the  oblique  bars  a"  a*"  of  the  frame,  the  latter  bar  a*" 
extending  over  or  within  a  vertical  line  with  the  shoe  or  lower  part  b*'  of  the  frame  D,  in 
connexion  with  the  long  axle  B,  with  the  driving  and  grain  wheels  A  A'  on  either  end,  as  and 
fqr  the  purpose  set  Ibrth. 

Second,  the  arrangement  of  the  rake  bar  and  head  e'  e"  to  operate  in  combination  with  the 
guard  plate  8,  crank  d\  shafts  e'  Q,  and  platform  I,  as  shown  and  described. 

Third,  we  do  ribt  claim  broadly  the  invention  of  the  divider,  but  we  do  claim  the  arrange-' 
ment  of  the  horn-shaped  divider  T  to  revolve  so  that  it  can  be  adjusted  to  any  desired  position, 
in  the  manner  shown  and  described. 

No.  1,131.— Willis  Humiston,  of  Troy,  N.  Y.-r  Improvement  in  Candle  Mould  Machines. — 
Patented  July  24,  1855;  reissued  January  22,  1861. 

Claim. — First,  the  combination  of  the  candle-tip  mould  a  with  the  drive-rod  D,  as  and  for 
the  purposes  described  and  set  forth. 

Second,  the  combination  of  the  said  candle-tip  mould  a,  connected  and  combined  with  the 
drive-rod  D,  with  the  candle  mould  or  tube  B,  as  and  for  the  purposes  set  forth  and  described. 

Third,  the  clamping  of  the  candles  in  the  position  in  which  they  are  driven  or  forced  fitjm 
the  moulds  or  tubes  B,  and  thus  thereby  holding  them  during  the  operation  of  casting  or 
moulding  candles  in  the  said  moulds  or  tubes  B  directly  below,  while  the  said  candles  in 
the  said  clamps  aie  ready  to  be  removed  therefrom,  substantially  as  described  and  set  forth. 
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Fourth,  the  a^ostin^  and  holding  the  wick  (for  the  candle)  in  the  centre  of  the  said  moulds 
or  tubes  B  by  the  use  of  the  said  clamps  F  and  the  candle  therein  firmly  secured  by  means 
thereof,  in  connexion  with  the  said  candle  tip  mould  a  attached  to  the  said  drive-rod  D,  sub- 
stantially as  described  and  set  forth. 

No.  1,132.— Willis  Humiston,  of  Troy,  N.  Y.— Improvement  in  Candle  Making  Appa- 
ratus.— Patented  December  23,  1854 ;  reissued  January  22,  1861. 

Claim, — First,  the  wicking  the  candle  moulds  A  by  means  of  the  gripers  or  pincers  D, 
in  coimftcion  with  the  reel  or  spool  containing  the  wick  below,  as  described  and  set  forth. 

Second,  the  suspending  of  the  candles  in  and  upon  a  ceAtre  line  with  the  moulds  A  directly 
below,  by  means  of  gripers  or  pincers  D,  in  connexion  with  the  tip  of  the  said  mould,  as 
and  for  the  purpose  described  and  set  forth. 

Third,  the  griping  of  the  candle  wick  t>y  means  of  the  said  gripers  or  pincers  D,  or  their 
equivalents,  and  by  the  same  drawing  the  candles  from  their  respective  moulds  and  suspend- 
ing the  same  above  the  moulds  until  the  next  series  of  candles  are  moulded,  and  those  suspended 
are  cut  from  the  wick  and  removed,  in  the  manner  and  for  the  purpose  described  and  set  forth. 

No.  1,133.— David  S.  Wagener,  of  Penn  Yan,  N.  Y,— Improvement  in  Threshing  Ma- 
ehines. — Patented  May  1,  1860;  reissued  January  29,  1861. 

Claim. — In  combination  with  a  thi'cshing  mechanism  enclosed  in  an  outer  case,  and  an 
exhaust  or  suction  fan  enclosed  in  a  fan  case,  the  communicating  trunks  or  passages  which 
connect  them  for  the  purpose  of  causing  all  the  incoming  currents  of  air  to  become  vehicles 
for  carrying  and  concentratmg  the  dust  in  the  fan  case,  from  whence  it  is  driven  to  any 
proper  depository,  substantially  as  described. 

No.  1,134.— SewallBrackett,  of  Fall  River,  Mass. — Improved  Knife  and  Fork  Cleaner.-^ 
Patented  Anril  10,  1860;  reissued  February  5,  1861. 

Claim. — ^My  improved  scouring  machine  as  composed  of  the  two  rollers  B  B,  the  trough 
A,  the  auxiliary  or  scouring  and  counteracting  rollers  B'  B',  and  the  four  connectmg  gears 
D  D  D  D,  or  mechanical  equivalents  for  such  gears,  arranged  and  combined  substantially  in 
the  manner  and  so  as  to  operate  together  as  specified. 

No.  1,135. — Christian  Reif,  of  Hartleton,  Pa. — Improvement  in  Clover  Separators. — 
Patented  August  8,  1854 ;  reissued  Februarv  5,  1861.     * 

Claim. — The  employment  of  a  cast  metal  bed  or  concave  in  which  the  angular  projection* 
on  its  fiM:e,  as  described,  furnish  one  of  the  rubbing  surfaces,  when  used  with  a  revolving 
cylinder  A  armed  with  spikes,  constracted  in  the  manner  and  for  the  purposes  set  forth. 

Also,  the  described  arrangement  of  sieves  H  and  q  and  carriers  I  cmd  J,  for  cleaning  clover 
seed,  substantially  as  fully  set  forth. 

No.  1,136.— Davids.  Wagener,  of  Penn  Yan,  N.  Y.-— Improvement  in  Flouring  Mills.^ 
Patented  September  25,  1855;  reissued  March  13,  1860;  again  reissued  February  5,  1861. 

Claim. — In  combination  with  a  grinding  mill  the  feeding  of  the  grain  trough  or  post;  a  suc- 
tion draught  interposed  between  the  hopper  and  the  grinamg  surl'aces  of  the  stopes  for  tbo 
purpose  of  removing  firom  the  grain  the  dust  and  other  impurities  in  it,  substantially  as  de- 
scribed. 

No.  1,137. — S.  R.  Parkiiurst,  of  West  Bloomfield,  N.  J. — Improvement  in  Machines  for 
Ginning  Cotton  and  Burring  Wool. — ^Patented  May  1,  1845,  and  extended  seven  years ;  re- 
issued February  12,  1881. 

Claim. — First,  a  hollow  cylinder  having  an  outer  acting  surface  composed  of  flat,  strong, 
long-topped  metallic  teeth  combined  with  plain  surfaces  below  the  tops  of  the  teeth,  substan- 
tially as  described,  and  capable  of  being  used  to  produce  the  results  specified. 

Second,  in  combination  with  a  hollow  cylinder  provided  with  an  acting  or  working  surface, 
substantially  as  is  described,  the  feeding  rollers  constructed  and  relatively  arranged  therewith, 
substantialiv  ioa  set  forth,  the  combination  operating  substantially  as  described ;  and,  also, 
in  combination  with  a  rotating  beater  constructed  relatively,  arranged  therewith,  and  operating 
sub-itantially  as  herein  set  forth. 

Third,  a  rotating  beater,  substantially  such  as  is  described,  in  combination  with  a  hollow 
cylinder  having  an  acting  surface  of  teeth  and  cylindrical  surface,  substantially  such  as  is 
specified,  and  in  combination  with  these  a  burr  box  or  trash  box  and  a  rotating  brush,  or  its 
equivalent,  or  either  of  them,  all  the  parts  enumerated  being  substantially  such  as  are  hereiiv- 
beforo  set  forth. 

Fourth,  a  hollow  cylinder  having,  substantially,  such  an  acting  surface  a»  is  hereinbefom 
described,  in  combination  with  a  rot^iting  beater  as  specified,  and  with  a  carding  engine  or 
machine,  the  combination  acting  substantially  as  set  lorth ;  and,  in  combination  with  thesa 
three  elements  or  parts  of  a  whole  machine,  a  feeding  and  a  trash  box,  substantially  such  as 
spociued,  by  whicli  combinations  the  cicausiugs  preparatory  to  carding  of  wool  aie  carried  os 
jointly  as  a  continuous  process. 

H.  Ex.  Doc.  53 41 
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No.  1,138.— M.  A.  Howell,  jr.,  asskpoee  of  J..  H.  Elwood,  of  Ottawa,  111.— /mpnwe- 
ment  in  Mole  Plough, — Patented  November  13,  1800 ;  reissued  February  19,  18t>l. 

Claim. — First,  in  combiuatiou  with  a  plough  or  niachiiio  for  purposes  of  uuderCTOuud  drill- 
ing, a  stationary  coulter,  and  a  coulter  tno  front  edge  of  which  may  be  moved  laterally,  and 
for  the  purpose  and  substantially  as  described. 

Second,  the  sections  e  d  and  c,  in  combination  with  the  coulters  a  and  ft,  when  arranged 
as  and  for  the  purposes  set  forth,  substantially  as  described. 

Third,  the  movable  coulter  a,  in  combination  with  the  side  draught,  as  applied  at^the  link 
or  loop  at/,  on  the  side  of  the  beam  A,  through  either  of  the  slots  in  the  transverse  piece  upon 
the  forwai'd  end  of  the  beam  A,  for  the  purposes  substantially  as  set  forth  and  described. 

No.  1,139.— S.  H.  Ransom  &  Co.,  of  Albany,  N.  Y.,  assignees  of  Washburn  Race,  of 
Seneca  Falls,  N.  Y. — improvement  in  Registers  for  Stores, — Patented  April  4,  1846;  re- 
issued February  19,  1861. 

Claim. — Connecting  the  expansion  rod  with  the  register  in  the  manner  substantially  as 
described  and  for  the  purpose  specified. 

No.  1,140.— C.  B.  Hoard,  of  Watertown,  N.  Y.^Improved  Method  of  Winding  Tinu- 
keepers  by  Currents  of  Air. — Patented  April  3,  1860;  reissued  February  19,  1861. 

Claim. — Winding  a  clock  or  other  timekeeper  by  means  of  a  current  of  air  produced  by  a 
pipe,  flue,  or  other  artificial  channel,  employed  for  ventilation,  or  otherwise  actuating  an  air 
motor. 

No.  1,141.— P.  H.  Jackson,  of  New  York,  N.  Y.— Improvement  in  Ships'  Winches. — 
Patented  August  7,  1855;  reissued  February  19,  1861. 

Claim. — The  pawl  4,  and  counterweight  6,  constructed  as  specified,  so  that  the  pawl  can 
be  reversed  by  turning  it  under  the  centre  5,  and  the  counterweight  wiU  cause  the  said  pawl 
to  act  upward  on  either  side  of  the  centre,  as  set  forth. 

The  rachet  wheel  3,  of  a  windlass  or  winch,  and  the  reversible  pawl  4,  below  said  wheel, 
in  combination  with  a  double-acting  heaver,  as  specified,  by  which  arrangement  a  windlass 
or  winch  can  be  rotated  in  either  direction  by  the  use  of  one  rachet  wheel,  as  described  and 
shown. 

Also,  the  pawl  a,  formed  with  two  arms  or  points,  as  sot  forth,  in  combination  with  the 
socket  or  plate  receiving  the  handspike  or  heaver,  said  pawl  being  reversible  in  the  manner 
.specified,  so  that  the  arm  not  in  action  becomes  a  counterweight  to  the  arm  or  point  taking 
the  rachet  teeth,  as  set  forth.  ^ 

No.  1,142.— Suspended.  y  * 

.  No.  1,143.— William  Wharton,  jr.,  of  Philadelphia,  T&.-^Improvement  in  Trans- 
f erring  Cars  from  one  Track  to  Another, — Patented  September  18,  1860;  reissued  February 
19,  1861. 

Claim. — ^The  employment,  in  connexion  with  sidings  or  turnouts  on  railways,  of  a  sup- 
plementary inclined  or  curved  guide  rail,  in  combiniUiou  with  car  wheels  so  constructed  as 
regards  the  said  supplementary  rail  which  is  so  arranged  in  respect  to  the  rails  of  the  main 
track  and.^ose  of  the  siding  that  the  wheels  may  be  transferred  from  thjB  control  of  the  rails 
on  one  track  to  that  of  the  rails  of  the  other,  by  a  lateral  thrust  caused  by  the  wheels  bearing 
against  the  side  only  of  the  said  guide  rail,  as  set  forth. 

No.  1,144.— R.  B.  Burchell,  of  Brooklyn,  N.  Y. ^Improved  JVindow  Curtain  Fixture.— 
Patented"  August  7,  1860;  reissued  February  26,  1881. 

Claim. — ^The  arran^ment  of  the  rod  A,  pulley  rf,  and  stationary  eye  B,  in  substantially 
the  manner  specified,  tor  forming  a  tightener  for  the  cords  of  curtams,  wherein  said  cord  can 
be  lightened  or  slackened  by  sliding  the  said  rod  through  the  eve,  as  specified. 

Also,  in  a  tightener  for  the  cords  of  curtains,  forming  the  roa  A,  with  ratchet  teeth  and  a 
smooth  snrtace  or  surfaces,  in  combination  with  a  pawl  or  pawls,  substantially  as  specified, 
whereby  the  said  rod  A  can  be  moved  in  either  direction  when  turned,  so  that  the  pawl  oi 
pawls  are  in  contact  with  the  smooth  surface  or  surfaces,  as  and  for  the  purposes  specified. 

No.  1,145.— F.  A.  Ross  and  W.  H.  Marshall,  of  New  York,  N.  Y. — TmprovemeHt  in 
Sewing  Machine  Cases. — Patented  August  28,  1856;  reissued  February  26,  1861. 

Claim. — First,  the  combination  of  a  cabinet  provided  with  a  proper  door  or  doors  with  a 
«ewing  machine  in  such  manner  that  the  foot  pedal  of  the  machine  shall  be  enclosed  by  the 
o>abinet,  and  the  needle  stock  arm.  or  bar  shall  be  above  its  upper  surface,  the  combination 
being  substantially  such  as  described. 

Second,  in  combination  vnth  a  cabinet  and  a  sewing  machine,  the  former  provided  with 
doors  and  enclosing  the  foot  pedal  of  the  latter,  a  box  or  cover  substantially  such  as  described, 
and  serving  the  purposes  specified,  the  combination  being  substantially  such  as  is  set  forth. 

Third,  combining  with  a  cabinet  protecting  a  sewing  machine,  side  leaves  and  doors  so 
instructed  as  that  the  doors  shall  support  the  laavos  when  raised  up,  the  whole  combinaiion 
b«ing  substantially  such  as  specified. 
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No.  1,146.— W.  T.  VcwB,  of  Nowtonville,  Maes. — Improvement  in  Portable  Pump$,— 
Patented  November  16,  1859;  reissued  February  26,  1861. 

•   Claim. — The  combination  of  a  footstand,  stirrup  or  rest,  ob  set  forth,  with  a  pump  barrel, 
in  a  manner  substantially  as  described. 

No.  1,147.— J.  M.  Wood,  of  Seneca,  N.  Y.— Improved  Willow  PecZer.— Patented  August 
7,  1860;  reissued  February  26,  1861. 

Claim. — First,  the  circular  friction  disc  D,  wiUi  its  suitable  covering,  as  and  for  the  pur- 
pose dfescribed. 

Second,  the  screw  cylinder  S,  with  its  conical-shaped  end  and  variable  thread,  and  with 
or  without  a  circular  groove,  as  and  for  the  purpose  set  forth. 

Third,  the  combination  of  the  disc  D,  and  screw  cylinder  S,  with  %adju8ting  springs, 
substantially  in  the  manner  and  for  the  purpose  specified. 

No.  1,148. — Ira  Einmak,  of  Freeport,  HI. — Improvement  in  Measuring  Faucets, — Pat- 
ented May  3,  1859;  reissued  March  5,  1861.  ' 

Claim, — The  construction  of  the  faucet  with  the  rotating  slide  F,  and  an  eccentric  barrel 
C,  operating  substantially  as  shown  and  described,  in  combination  with  the  described  device 
to  register  accurately  and  automatically  the  number  of  rotations  of  the  slide,  and  to  arrest  it 
when  the  desired  quantity  of  fluid  is  discharged,  as  set  forth. 

Also,  the  employment  of  an  endless  screw,  in  combination  with  the  rotary  slide  F,  and 
eccentric  chamber  E,  arranged  and  operating  in  the  manner  and  for  the  purposes  substan- 
tially as  set  ibrth. 

No.  1,149.— Frederick  Nishwitz,  of  Brooklyn,  N.  Y .^Improvement  in  Harvesters, — 
Patented  February  16,  1858;  reissued  March  5,  J  861. 

Claim, — First,  the  arrangement  of  an  adjustable  lever  directly  connected  with  the  tongue 
or  pole,  for  elevating  the  cutting  apparatus,  and  to  hold  it  at  any  desired  height,  as  and  for 
the  purpose  sot  forth. 

Second,  said  lover,  in  combination  with  the  polo,  chain  or  cord,  the  frame  or  finger  bar, 
said  polo  being  attached  at  its  rear  end  near  tho  centre  of  the  machine,  as  and  for  the  purposo 
set  forth. 

Third,  in  cembination  with  the  said  lever  and  pole,  tho  pawl  and  treadle  operating  jointly 
in  tho  manner  and  for  the  purpose  specified. 

Fourth,  also,  the  combination  of  the  lever,  pawl  and  treadle  with  tho  adjustable  stop  K, 
subst^tially  as  described,  for  the  purposes  specified. 

No.  1,150. — D.  W.  Shares,  of  Hamden,  Conn. — Improvement  in  Harrows, — ^Patented 
January  27,  1857;  reissued  March  12,  1861. 

Claim, — A  series  of  coulter  teeth  H,  formed  substantially  as  specified,  and  arranged  diago- 
nally to  the  lino  of  motion,  so  as  to  form  a  burrow  that  loosens,  mollifies,  and  harrows  tho 
soil,  as  described. 

Second,  tho  tooth  G,  at  tho  front  end  of  the  centre  bar,  formed  with  two  divergent  wings, 
in  combination  with  a  series  of  harrow  teeth  H,  on  the  diagonal  bars  B  B',  as  set  forth. 

No.  1,151.— Hentiy  Hewitt,  of  San  Francisco,  Cal.,  assignor  to  W.  A.  Sanford,  Pots- 
dam, N.  Y. — Improvement  in  Seeding  Harrows, — l?atented  March  27,  1860 ;  reissued  March 
19,  1861. 

Claim. — The  arrangement  of  the  sowing  apparatus  and  the  cylindrical  harrow  described — 
all  the  various  parts  being  constructed  for  operation  conjointly,  in  tho  manner  and  for  tho 
purposes  described. 

No.  1,152.— Bernard  Hupnagel,  of  New  York,  N.  Y.^ Improvement  in  Photographic 
Ba<A».— Patented  October  5,  1858;  reissued  November  13,  1860;  reissued  March  19,  1881. 

Claim, — First,  the  arrangement  and  use  of  a  frame  or  box  of  wood,  or  any  dther  suitable 
material,  to  hold  together  and  support  two  plates  of  glass  with  packing  between,  for  the  pur- 
pose of  forming  a  silver  bath  for  photographic  and  ambrotype  use. 

Second,  the  application  and  uso  of  India-rabbor  packing  between  the  two  plates  of  glass, 
for  the  purpose  ot  making  a  tight  joint  between  the  plates  at  the  sides  and  bottom,  as  well  as 
to  protect  ttie  iirame-work  irom  the  action  of  tho  solution. 

Third,  the  construction  of  the  outer  box  or  case,  and  tho  manner  of  fastening  the  same  to- 
gether by  tho  screws  S,  for  the  purpose  and  in  the  manner  set  forth. 

Fourth,  I  claim  the  arrangement  and  use  of  doors  or  panels  D  D'  on  opposite  sides  of  the 
outer  box  or  casing,  for  the  purpose  substantially  as  described; 

No.  1,153.— C.  C.  Lloyd,  of  Philadelphia,  PA,^Improvement  in  Gai  Jlfrtcr*.— Patented 
June  20,  1854;  reissued  March  19,  1861. 

Claim. — ^The  application  and  mode  of  operation  described,  when  tho  double  purpose  is 
effected  of  equalizing  and  regulating  the  pressure  of  gas  within  the  meter  and  of  shutting  off 
the  gas  when  the  water  gets  too  low,  by  combining  the  valve  with  one  and  the  same  float, 
ail  within  the  meter,  substantially  as  and  for  the  purposes  set  forth. 
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Also,  the  float  K,  in  combination  with  any  suitable  inlet  valve,  when -the  said  float  oper- 
ates in  a  chamber  L,  so  placed  in  the  front  of  the  meter  as  to  be  Lsoiated  from  the  inlet  pros- 
snre,  and  the  said  chamber  being  so  situated  or  so  constructed  that  its  interior  may  comma- 
nic^te  with  the  inlet  pressure  at  a  point  between  the  water  line  and  the  top  of  "the  centre 
opening  of  the  drum,  when  the  water  gets  too  low,  as  set  forth. 

No.  1,154. — Elias  Howe,  jr.,  of  Brooklyn,  N.  Y. — Improvement  in  Seieing  Machines.— 
Patented  September  10,  184G,  and  extended  seven  years;  reissued  March  19,  l5oi. 

Claim. — First,  a  sewing  machine  constructed  and  operating  to  form  a  seam  substantiall/ 
as  described. 

Second,  the  combination  of  a  needle  and  a  shuttle,  or  equivalent,  and  holding  surfaces, 
constructed  and  operating  substantially  as  described. 

Third,  the  combination  of  holding  surfaces  with  a  baster  plate,  or  equivalent,  constructed 
and  operating  substantially  as  described. 

Fourth,  a  lifting  rod,  a  clipping  lever,  and  a  receiving  pin,  respectively,  each  constructed 
and  operated  to  control  the  threads,  substantially  as  described. 

Fifth,  a  baaier  plate  constructed  and  operating  substantially  as  described. 

Sixth,  holding  surfaces  constructed  and  operating  substantially  as  described. 

Seventh,  a  grooved  and  eye-pbintcd  needle  constructed  and  adapted  for  rapid  machiiw 
sewing,  substantially  as  described. 

Eighth,  a  side-pointed  shuttle  constructed  and  operating  substantially  as  described. 

No.  1 , 1 55. — Caesar  Neumann,  of  New  York,  N.  Y. — Improved  Machine  for  Making  Hooped 
Skirts, — Patented  August  IG,  llSol);  reissued  March  19,  1861. 

'   Claim. — The  combination  of  a  series  of  twisting  apparatus  for  the  purpose  of  forming  a 
hoop  skirt,  substantially  as  and  for  the  purposes  set  forth. 

Also,  in  combination  with  the  twisting  apparatus,  the  elevating  screw  and  its  appendages, 
and  the  mode  of  operating  the  same,  as  described. 

Also,  the  guide  rod  i,  for  guiding  the  twisting  apparatus  and  determining  the  size  and 
shape  of  the  skirt,  as  set  forth. 

Also,  collapsing  the  guides  to  form  different  sized  skirts  and  to  deliver  the  same,  as 
ejK'ciIied. 

Also,  moving  the  guides  up  and  down,  to  determine  the  position  of  the  twisting  apparatus. 

Also,  simultaneously  twisting  a  scries  of  cords  for  the  puiposo  of  forming  a  hoop  skirt, 
substantially  as  described. 

No.  1,15(5.— The  Merrill  Patent  Fire- Arm  Manufacturing  Company,  assignees  of 
J.  II.  Merrill,  of  Baltimore,  Md. — Improvement  in  Fire-Arms, — Patented  July  20,  1858; 
rcii^sued  March  26,  18ol. 

Claim. — The  con\bination  of  a  barrel  that  opens  out  at  its  top,  and  an  open  chamber  be- 
hind it  for  receiving  a  cartridge,  with  a  breech  pin  or  plug  and  two  levers  for  actuating  and 
holding  it  locked,  substantially  as  described. 

No.  1,157.--The  Mekrill  Patent  Fire- Arm  Manufacturing  Company,  assignees 
of  J.  H.  Merrill,  of  Baltimore,  Md. — Improvement  in  Fire- Arms, — Patented  July  2U,  1858; 
reissued  March  26,  1861. 

Claim, — In  combination  with  a  barrel  that  opens  out  at  its  top,  a  long,  open,  drooping 
chamber  in  rear  of  it,  for  the  purpose  of  easil  v  dropping  in  the  cartridge  and  the  ready  cleans- 
ing of  the  bore  of  the  gun  frOm  the  rear,  substantially  as  represented. 

No.  1,158.— The  Merrill  Patent  Fire- Arm  Manufacturing  Company,  assignee! 
of  J.  H.  Merrill,  of  Baltimore,  Md. — Improvement  ia  Fire- Arms, — Patented  July  20, 1858; 
reissued  March  26,  18 Jl. 

Claim, — In  combination  with  the  levers  by  which  the  breech  pin  or  plug  is  actuated,  a 
guiding  mechanism,  substantially  as  described,  by  which  said  levers  and  plug  are  controlled 
m  theii*  movements,  to  prevent  binding,  chahug,  or  bruising,  as  set  forth. 

No.  1,159.— The  Merrill  Patent  Fire-Arm  Manufacturing  Company,  assignees 
of  J.  II.  Merrill,  of  Baltimore,  Md. — Improvement  in  Fire-Arms, — Patented  July  20, 1858; 
reissued  March  26,  1861. 

Claim, — Converting  what  is  known  as  the  **Jenk8gun'*  from  a  loose  powder  and  ball 
loader  to  a  cartridge  loader,  by  closing  up  the  opening  through  which  that  gun  was  loaded, 
cutting  away  and  opening  out  in  rear  of  the  banel  so  as  to  load  at  the  rear  end  of  the  bore, 
and  allowing  the  lever,  toggle,  and  piston  to  come  far  enough  back  to  admit  a  cartridge  to 
be  dropped  in  behind  the  bore,  and  thence  run  up  into  the  chamber,  as  set  forth. 

No.  1,160.— E.  E.  EvERlTT,of  Philadelphia,  Pa.— /m;>rarcrfiJ«^ii/co<frfl*icntn^.— Patented 
Mardi-^  1K59;  reissued  March  26,  1861. 

Claim. — The  coinbinatiori  of  the  tapering,  weilgo-fomied  head  or  tenon  /,  with  the  tapering 
mortise  t,  onti  being  attached  to  the  post  and  the  other  to  the  rail  of  a  bedstead,  when,  tba 
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naid  tenon  is  lesa  than  the  mortise,  and  when  both  are  constructed  and  arranged  in  respect  to 
each  other,  substantially  as  set  forth,  for  the  doable  purpose  of  readily  tightening  the  rail  to 
the  post,  when  the  joint  has  become  loose  through  shrinkage,  and  of  lorming  a  coupling 
capaoie  of  self-adjustment  laterally,  as  specified. 

Also,  one  or  more  fins  or  ribs  c,  in  combination  with  the  plugs  A  and  A',  when  these  are 
constructed  substantially  as  described. 

No.  1,161. — W.  O.  HiCKOK,  of  Harrisburff,  Pa. — Improvement  in  Milts  for  Grinding  Ap- 
ples.— Patented  November  20,  1855;  reissued  March  26,  1861. 

Claim. — The  application  of  breakers  d  d,  along  between  the  parallel  rows  of  the  teeth  b  6, 
in  each  of  the  cylinders  A  A' ;  and  whether  the  said  breakers  be  formed  as  Ae  plain  or  ser- 
rated, continuous,  longitudinal  ridges  d  d,  shown  in  the  drawings,  or  as  a  series  of  isolated 
or  distinct  small  teeth  between  the  said  rows  of  the  larger  teeth  fc  6,  as  described ;  and  whether 
the  helical  ribs  c  c  be  used  or  not ;  the  said  teeth  or  breakers  operating  together,  substantially 
.n  the  manner  described  and  for  the  pui-pose  specified. 

No.  1,162.— W.  F.  Ketchum,  of  Buffalo,  N.  Y. —Improvement  in  Track  Clearers  for  Har- 
»c«(er5.— Patented  May  17,  1853;  reissued  March  26,  1861.  ^ 

Claim.— Y'lYstj  a  track  clearer  or  scraper  placed  near  the  outer  end  of  the  finger  bar  and 
behind  the  divider,  at  an  acute  angle  with  the  finger  bar,  arranged  in  relation  to  the  same  so 
as  to  sweep  the  grass  inwards  as  it  falls  over  the  finger  bar,  and  with  cutters  supported  and 
^dcd  near  their  outer  ends  wholly  by  stationary  supports  or  guides,  so  that  the  mechanism 
tor  the  operation  of  the  cutting  apparatus  will  not  clog  or  obstruct  the  action  of  said  track 
clearer  or  scraper,  substantially  as  described. 

Second,  placing  the  lower  surfaces  of  the  rear  of  the  divider  and  front  end  of  the  track 
cleai-er  close  together  and  substantially  on  a  level  with  the  under  surface  of  the  cutter  bar, 
substantially  as  described. 

Third,  and  in  combination  therewith  connecting  the  track  clearer  at  its  front  end  by  a  ver- 
tically-yielding joint  placed  near  its  lower  surface,  substantially  as  set  forth. 

Fourth,  the  combination  of  the  divider  with  a  track  clearer  connected  at  the  rear  thereof, 
and  standing  at  an  acute  angle  with  the  cutter  bar,  while  the  lower  edge  of  the  track  clearer 
is  on  or  near  the  ground,  and  its  upper  edge  rises  gradually  backward  from  the  upper  sur- 
face of  the  divider,  substantially  as  set  forth. 

Fifth,  the  short  divider,  in  combination  with  a  track  clearer  attached  close  to  its  rear  and 
at  an  acute  angle  with  the  finger  bar,  as  set  forth. 

Sixth,  placing  the  front  end  of  the  inside  track  clearer  close  to  the  rear  of  the  divider,  at 
or  near  its  outer  side  and  beyond  its  extreme  cutting  point,  so  that  the  grass  shall  fall  over 
the  cutters  and  finger  bar  inside  of  the  track  clearer  in  condition  to  be  swept  inward,  sub- 
stantially as  described. 

No.  1,163.— Leonard  Campbell  and  T.  W.  Brown,  of  Columbus,  Miss.,  assignees  or 
said  Campbell  and  T.  W.  Brows.— Improvement  in  Cotton  Gins.— Patented  May  22, 1855; 
reissued  April  2,  1861. 

Claim. — First,  ginning  the  cotton,  stretching  and  straightening  its  fibre,  and  combing  the 
same,  at  one  continuous  operation,  by  means  of  a  combination  of  the  gin  saws  a,  brush  cyl- 
inders £  F,  and  stationary  brush  bar  I,  substantially  in  the  manner  described. 

Second,  the  use  of  a  stationary  brush  bar  in  combination  with  the  brush  cylinder  £,  sub- 
stantially in  the  manner  and  fur  the  purpose  described. 

Third,  the  employment  of  a  combined  mote  and  cotton  discharge  board,  constructed  of  two 
planes  placed  at  certain  angles  or  in  certain  relative  positions  to  each  other,  substantially  as 
and  for  the  purposes  set  forth. 

Fourth,  the  employment  of  a  wind  and  guard  plate  G',  in  combination  with  the  brush  F, 
that  takes  the  cotton  fi*om  the  gin  saws,  substantially  as  and  for  the  purposes  set  forth. 

Fifth,  the  combination  of  the  gin  saw,  the  brushes,  tho  brush  bar,  the  division  wind  board, 
the  pertbrated  concave,  the  wind  and  guard  plate,  and  tho  combined  mote  and  cotton  sepa- 
rating board,  substantially  as  and  for  tlie  purposes  set  forth. 

No.  1,164. — Francis  Draper,  of  East  Cambridge,  Mass. — Improvement  in  Fountain 
Inkstands.— P&tentcd  January  7,  1851;  reissued  April  2,  1861. 

Claim. — First,  extending  the  tube  of  the  dipping  cup,  made  adjustable  up  and  down  by 
screw  or  otherwise,  down  to  the  bottom  of  the  reservoir,  and  so  fitting  or  packing  the  lower 
end  of  said  tube  and  bottom  of  the  reservoir,  or  either,  as  to  establish  a  cut-off  at  pleasuitj 
between  the  dipping  cup  and  reservoir  at  tho  bottom  of  the  latter,  substantially  as  specified. 

Second,  in  combination  with  the  piston  or  cut-off  for  closing  the  tube  at  tho  end  of  the 
stroke,  substantially  as  shown  and  described,  the  formation  in  the  bottom  of  the  reservoir  of 
a  cup  or  recess,  as  set  forth. 

Third,  the  combination  with  the  reservoir  and  adjustable  dipping  cup  or  tube  of  an  inner 
or  intermediate  cylinder,  for  operation  together,  essentially  as  specified. 
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No.  1,165. — C.  F.  J.  Colburn,  of  Newark,  N.  J. — Irnproved  Evaporator  for  Hot-Air 
Pipes, — Patented  January  22,  1861;  reissued  April  2,  1861. 

Claim. — First,  the  arrangement  of  the  reflector  C,  in  combination  with  the  evaporating 
yesscl  A  and  hot-air  pipe  B,  as  described,  for  the  purpose  of  fiM^ilitating  the  evaporation  ana 
to  prevent  the  dust  rising  into  the  apartment 

Second,  making  the  evaporating  vessel  A,  or  a  portion  of  the  same,  of  unglazed  earthea- 
waro,  or  some  other  porous  material,  substantially  as  and  for  the  purpose  speciticd. 

Third,  constructing  the  vessel  A  of  two  parts  a  and  b,  the  part  a  to  be  made  of  porous  ma- 
terial, and  the  part  o  to  contain  a  lamp- wick,  or  its  equivalent,  substantially  as  and  for  tbo 
purpose  set  forth. 

No.  1,166.— Jonathan  Smith,  of  TiflSn,  O.— Improvement  in  Seed  Drii/s.— Patented 
January  4,  1860;  reissued  April  2,  1H61. 

Claim. — First,  producing  a  direct  downward  pressure  on  the  grain  by  the  ratchet  washer, 
when  it3  lateral,  agitation  by  the  corrugated  plates  is  suspended,  to  insure  a  continuous  flow 
of  grain,  substantially  in  the  manner  described. 

Second,  the  thin  metal  corrugated  wheels  D  and  ratchet  washers  E,  conforming  therewith 
in  lateral  surface,  in  combination  with  shall  A,  collars  F,  and  concave  hopper  bottom  B,  the 
operation  being  as  set  forth. 

No.  1,167.— L.  F.  MUNGER,  of  Rochester,  N.  Y.,  formcriy  of  Le  Roy,  N.  Y.— Improve 
ment  in  Locks. — Patented  July  14,  1857;  reii^sued  April  2,  lt<Cl. 

Claim. — First,  a  series  of  wheels  W  revolving  on  a  common  centre  and  provided  with  teeth 
or  indentations  at  their  peripheries,  for  changing  their  posiiiou  relatively  with  other  wheels 
V,  or  their  equivalents,  when  each  of  the  wheels  W  aforesaid  has  a  pin  projerting  from  its 
side  or  sides,  so  placed  as  to  interlock  with  similar  pins  in  the  wheel  or  wheels  next  adjoining 
it,  to  operate  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  wheels  VV  with  the  wheels  V,  or  their  equivalents,  when 
the  latter  arc  arran^d  or  placed  on  an  adjustable  axis  or  8hat%  specifically  as  shown,  for  the 
purpose  of  ^onnectmg  and  disconnecting  the  wheels  W  and  the  wheels  V,  or  their  equiva- 
lents, as  specified. 

No.  1,168.— A.  W.  Morse,  assignee  of  J.  H.  Maydole  and  A.  W.  Morse,  of  Eaton, 
N.  Y. — Improvement  in  Grass  Harvesters. — Patented  Februaiy  6,  1855 ;  reissued  April  2, 
1861. 

Claim. — First,  combining  with  the  finger  bar  of  said  grass  harvester  an  adjustable  arm  or 
lever  c,  provided  with  a  roller  or  other  means  of  passing  easily  over  the  ground,  for  tlio 
purpose  of  sustaining  the  finger  bar  at  any  required  distance  from  the  ground,  or  allowing  it 
to  rest  upon  the  ground  at  pleasure,  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  aforesaid  arm  or  lever  c  in  near  proximity  with  the  driver's 
Beat,  for  the  purpose  of  operating  the  finger  bar,  in  the  manner  substantially  as  described. 

Third,  the  combination  of  the  orace  bar  K  with  the  frame  of  the  said  improved  grass  har- 
vester, when  the  said  bar  is  arranged  in  such  a  manner  as  to  form  a  lateral  support  to  tho 
operating  arm  or  lever  c,  substantially  as  described. 

Fourth,  the  adjustable  wheel  a,  which  serves  as  a  fulcrum  for  raising  the  cutting  apparatus, 
in  combination  with  the  inner  shoe,  substantially  as  set  forth  and  for  the  purposes  specified. 

No.  1,169.— J.  N.  Wyckofp,  of  Brooklyn,  N.  Y.,  and  T.  M.  Fell,  of  MelviUo  Mines, 
Va. — Improvement  in  Gold  Amalgamators. — Patented  July  HQ^  1859 ;  reissued  April  9, 1861. 

Claim. — The  process  of  separating  gold  or  silver  from  other  substances  by  mixing  the 
whole  with  water,  confining  it  together  with  mercury  within  suitable  containing  vessels,  and 
there,  by  tho  action  of  heat,  commingling  the  mercury  thioughout  the  entire  body  of  water 
and  substances  containing  the  precious  metals,  substantially  as  set  forth. 

No.  1,170. — E.  W.  GooDALE,  of  Clinton,  Mass. — Improvement  in  Machines  for  Making 
Envelopes. — Patented  October  9,  1855;  reissued  April  16,  1861. 

Claim. — First,  tho  employment,  in  a  machine  for  making  envelopes  or  bags,  to  support  tho 
blanks  during  either  or  all  of  the  operations  of  pasting,  stamping,  and  applying  the  gluten, 
of  a  self-adjusting  table  C,  supported  by  a  cam  whose  position  is  so  controlled  by  a  spring, 
or  its  equivalent,  applied  to  its  shaft,  that,  as  the  blanks  are  removed  one  by  one,  the  table  is 
caused  to  rise  to  bring  the  next  one  to  the  proper  height  or  position  to  be  pasted,  stamped,  or 
have  tho  gluten  applied,  substantially  as  set  forth. 

Second,  giving  the  self-adjusting  table  a  drop  movement,  substantially  as  described,  by 
means  of  the  cam  H,  the  lever  II ,  pawl  Ar,  ratehet  wheel  I,  or  their  equivalents,  acting  oA 
the  shaft  of  the  supporting  cam  C2. 

Third,  applying  tho  gluten,  which  makes  the  envelope  or  bag  self-sealing,  to  that  part  of 
the  blank  which  is  to  form  the  seal  flap  or  closing  flap  of  the  envelope  or  bag  by  a  die,  while 
in  the  machine,  at  the  commencement  of  the  procfess,  substantially  as  described,  whereby  the 
said  die  serves  the  two  purposes  of  applying  tho  gluten  and  of  lifting  tho  blanks,  one  at  a 
time,  from  the  pile,  or  retaining  the  top  one  while  the  remainder  of  the  pile  is  lowered  away 
fxom  it. 
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Fourth,  applying  the  two  dies  h  h'  to  two  wins  or  jaws  i  I,  which  are  connected  togodier 
by  a  h  in  pre,  or  its  equivalent,  arranged  at  the  rear  of  the  table  C,  and  which  have  a  sliding 
motion  back  and  forth,  substantially  as  descnbed,  to  move  the  said  dies  out  of  the  way  oi" 
every  successive  blank  till  the  latter  has  had  the  gluten  applied  and  been  separated  from  the 
pile,  and  then  to  bring  them  forward  again  to  receive  the  separated  blank  and  to  receive  the 
pressure  of  the  screw  g^  or  its  equivalent. 

Fifth,  attaching  the  paste  Box,  the  gluten  die,  and  the  screw  g,  or  other  equivalent  device, 
which  gives  pressure  to  the  stamp  which  produces  the  seal,  to  a  head  E,  receiving  such  a  mo- 
tion as  is  described  from  a  pair  ot  cranks,  or  their  equivalents. 

Sixth,  the  employment  of  a  pair  of  nippers  O  O',  naving  a  motion  of  a  positive  len^h  in 
the  line,  or  parallel  with  the  line  in  which  the  blank  is  required  to  move  from  the  pasting  to 
the  folding  apparatus,  either  to  take  a  cut  blank  from  a  table  or  to  draw  the  material  before 
it  is  cut  from  a  roll  and  measure  off  the  proper  length  to  bo  cut,  substantially  as  set  forth. 

Seventh,  the  method  of  giving  the  necessary  movements  to  the  lappers  t\  Vi  (3  t4  by  means 
of  the  bent  lever  til  u2  it3  t^4,  and  the  springs  t*,  applied  to  their  hinges,  substantially  as  de- 
scribed. 

Eighth,  the  creasing  fingers  ir,  arranged  and  operating  substantially  as  described,  to  hold 
the  biuiik  in  position  and  crease  it  in  toe  lino  for  folding  the  seal  flap,  substantially  as  set 
forth. 

Kinth,  the  nippers  y  u\  arranged  and  operating  in  a  lateral  direction,  substantially  as  de- 
scribed, to  remove  the  fanished  envelopes  or  bags  at  one  side  of  the  folding  stand. 

Tenth,  the  lifter  10,  appHed,  substantially  as  described,  to  the  folding  stand,  and  operated 
by  the  lever  which  carries  the  nippers  y  y'j  for  the  purpose  of  lifting  the  finished  envelope  or 
ba|f  at  one  side  thereof  from  the  stand,  to  enable  it  to  be  taken  by  th^  nippers. 

Eleventh,  applying  a  stamp  V  to  work  through  the  table  C,  substantially  as  described,  foi* 
the  purpose  of  stamping  a  card  or  other  impression  on  a  bag  during  the  process  of  manu- 
facture. 

Twelfth,  the  general  arrangement  and  combination  of  the  several  working  parts  of  the 
machine. 

Thirteenth,  the  cutting  and  folding  of  the  paper  in  such  manner  that  the  lap  for  closing  the 
bottom  of  the  bag  and  a  projection  on  one  side  of  the  mouth,  aflbrding  convenience  for  open- 
ing the  bag  and  constituting  a  flap  to  cover  the  mouth,  are  both  produced  by  the  form  of  the 
cut  by  which  the  paper  is  cut  from  the  roll,  substantially  as  descnbed,  without  any  waste  oi 
paper;  but  I  do  not  wish  to  be  understood  as  now  claiming  the  cutting  off  the  paper  in  such 
form  as  to  produce  only  the  projection  at  one  side  of  the  mouth,  that  being  claimed  in  thf 
reissue,  dated  September  4,  1860,  of  my  letters  patent  of  May  29,  1855. 

No.  1,171.— Huntley,  Bowman  &  Co.,  assignees  of  Fredkrtck  Landon,  of  Brock- 
port,  N.  Y. — Improvement  in  Harvesters. — Patented  November  13,  1860;  reissued  April  16, 
1861. 

Claim. — The  use  of  a  traction  lever  connected  with  the  axle  of  the  drive  wheel  or  wheels 
of  harvestmg  machines,  in  such  a  manner  as  that  the  power  of  the  team  in  moving  the  ma- 
chine forward  will  insure  a  rolling  motion  of  the  drive  wheel  or  wheels  and  a  continuous 
action  of  the  cutting  apparatus,  substantially  as  described. 

No.  1,172.— Huntley,  Brown  &  Co.,  assignees  of  Frederick  Landon,  of  Lockport, 
N.  Y. — Improvement  in  Harvesters. — Patented  November  13,  1860;  reissued  April  16,  186J. 

Claim, — First,  the  combination  of  the  frame  A  with  the  traction  lever  D  and  the  axle  J,  to 
seciure  an  automatic  adjustment  of  the  cutting  apparatus  to  undulations  of  the  earth  in  its  path 
consistently  with  the  effect  of  the  traction  lever  D,  substantially  as  described. 

Second,  the  combination  of  the  chain  r  and  the  projection  p  with  the  frame  A,  the  lever  D. 
and  the  axle  J,  to  secure  a  suitable  adjustment  of  the  cutting  apparatus  for  harvesting  grain 
consistently  with  the  eft'ect  of  the  lever  D,  substantially  as  described. 

No.  1,173.— Tire  American  Hoop  Machine  Company,  assignees  of  Joseph  Sawyer 
and  Sylvester  Sawyer,  Fitchburg,  Mass. — Improved  Hoop  jMacAin*. —Patented  May  6, 
1856 ;  reissued  April  J6,  1861. 

Claim. — First,  the  combination  of  the  rests  before  and  behind  the  cutting  point  with  the 
yielding  roll  L,  when  the  former  are  on  the  side  of  the  hoop  to  be  dressed,  and  the  latter  bears 
upon  the  undressed  or  knot  side,  for  the  purpose  set  forth. 

Second,  the  described  combination  of  the  rest  D  and  the  pressure  roll  L  with  the  hollow- 
faced  cutter  head  C,  operating  in  the  manner  substaotially  as  set  forth. 

Third,  the  method  described  of  tapering  the  hoop  for  the  lap  by  means  of  the  lever  T  and 
spring  stop  O,  operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  1,174.— J.  C.  Tiffany,  of  New  York  city,  assignee  to  Himself  and  G.  O.  Heer- 
MANCK,  of  Hudson,  N.  Y. — Improvement  in  tiie  Means  of  Promoting  Combustion  in  tftc 
Furnaces  of  Steam  Boilers. — Patented  April  2,  1861 ;  reissued  April  16,  1861. 

Claim, — ^First,  the  combination  of  a  chamber  or  flue  for  the  heating  and  transmission  of  air 
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into  a  farnace  above  the  fuel,  with  a  perforated  pipe  therein  to  transmit  steam  mingled  with 
the  heated  air  through  said  chamber,  bo  as  to  supply  an  amount  of  steam  and  heated  air 
mingled  together  for  the  purpose  of  consuming  the  products  of  imperfect  combustion  evolved 
from  the  fuel,  substantially  as  described. 

Second,  the  method  of  combining  and  commingling  tho  heated  air  and  st^am  or  gases 
liberated  by  tho  decomposition  of  steam  in  the  heated  clmmber  aforesaid,  by  which  the  draught 
through  the  chamber  is  essentially  increased,  and  the  mingled  air  and  steam  or  gases  liberated, 
as  aforesaid,  are  thoroughly  intermixed  with  tho  inflammable  gases  and  cinders  which  pass 
off  from  the  fuel  unconsumed,  and  thus  cause  their  perfect  combustion,  substantially  as  set 
forth. 

Third,  the  combination  of  such  heated  chamber  with  its  interior  pipe,  as  described,  with  the 
furnace,  at  such  part  of  the  furnace  as  that  the  jet  of  heated  air  and  steam  of  tho  gases  liber- 
ated from  the  decomposition  of  steam  may  mingle  with  the  unconsumed  gases  and  cinders 
from  the  fuel^  so  that  the  flame  arising  from  their  combustion  may  come  in  contact  with  th« 
surfaces  of  the  boiler  and  flues,  for  the  purpose  and  in  the  manner  described. 

Fourth,  tho  combination  of  a  regulated  supply  of  heated  air  and  steam  into  the  combustion 
chamber,  so  as  to  effect  a  perfect  combustion  of  the  unconsumed  gases  and  cinders  from  the 
fuel,  in  tho  manner  described. 

Fifth,  the  constmction  of  the  chamber/,  as  represented  in  Fig.  3,  with  the  lugs  and  spikes, 
for  the  purposes  and  as  set  forth.  • 

No.  1,175. — G.  A.  Cox,  of  Brooklyn,  N.  Y. — Improvement  in  Bonnet  Fronts. — Patented 
January  17,  1860;  reissued  April  23,  18G1. 

Claim, — Providing  the  former  A  with  tho  grooved  rims  I  and  V  and  interstices  t  i,  in  tho 
manner  shown  and  tor  the  purpose  set  forth. 

Second,  in  combination  with  the  same,  tho  frame  composed  of  the  parts  D  E  and  F,  when 
arranged  and  operated  as  specified  and  for  the  purpose  set  forth. 

No.  1,176. — Philander  Shaw,  of  Boston,  Mass. — Improvement  in  Air  Engines, — 
Patented  May  2,  1854;  reissued  July  17,  1860;  again  reissued  April  23,  1861. 

Claim. — First,  the  described  auxiliary  heater,  constructed  and  arranged  as  set  forth,  the  ex- 
haust air  and  the  products  Of  combustion  being  passed  through  in  one  direction  while  the  cold 
air  iVom  the  force  pump  is  passed  through  in  the  other,  by  which  means  the  heat  is  extracted 
from  the  heated  air  and  smoke,  and  transferred  to  the  cold  air  on  its  way  to  the  engine,  the 
latter  being  pumped  in  against  a  pressure  much  less  than  that  at  which  it  is  worked  off  from 
the  mam  heater,  as  explained. 

Second,  passing  tho  exhaust  air  which  has  propelled  the  piston  directly  through  tho  fire  for 
the  purpose  of  economizing  heat,  as  set  forth. 

Thiru,  in  combination  with  a  tight  ash-pit,  into  which  the  air  for  the  support  of  the  com- 
bustion within  the  furnace  is  forced,  a  chamtx^r  D,  communicating  with  the  ash-pit  and  sur- 
rounding the  furnace  for  the  passage  of  a  portion  of  the  air  not  required  by  the  lire,  which, 
combining  with  the  products  of  combustion  in  the  chcuuber  E,  passes  off  through  tho  flue  G, 
for  the  puipose  of  economizing  heat,  as  set  forth. 

Foiirth,  tho  arrangement  described  of  the  tubes  within  the  piston  rod,  the  reservoir  R,  and 
the  India-rubber  tul^  S  8\  for  the  purpose  set  forth. 

No.  1,177.--W.  H.  Seymour,  D.  S.  Morgan,  and  Aaron  Palmer,  of  Brockport,  N. 
Y.,  and  S.  G.  Williams,  of  Janesville,  Wis.,  assignees  of  Wm.  H.  Seymour,  of  Bi-ock- 

fort,  N.  Y. — Improvement  in  Reaping  Machines, — Patented  July  8,  1851 ;  reissued  July  10, 
860;  again  reissued  Mav  7,  1861. 
Claim. — A  quadrant-shaped  platform,  arranged  relatively  to  the  cutting  apparatus  sub- 
stantially as  described,  for  the  purpose  set  forth. 

No.  1,178.-11.  F.  LOPER,  of  Philadelphia,  TtL—Improvemcnt  in  SArp-Bio/rfin^.— Patented 
November  13,  1847;  reissued  May  7,  1861. 

Claim. — Constructing  ships  and  other  vessels  by  combining  iron  hollow  forms  of  ribs  or 
timbers  with  wooden  sides,  bottom,  keel,  stem,  and  stem  posts,  substantially  as  described. 

No.  1,179.— G.  M.  Selden,  of  Troy,  N.  Y.,  assignee  of  D.  S.  McNamara,  North  Hoosic, 
N.  Y. — Improvement  in  Harvesters. — ^l^atented  September  28,  1858 ;  reissued  May  7,  1861. 

Claim. — First,  so  constructing  the  main  frame  of  a  grain  and  grass  harvester,  or  cither,  as 
that  tho  rear  of  tho  frame,  together  with  the  front  outer  corner,  will  be  elevated  above  tho 
grormd  to  pass  freely  over  cut  grass  and  other  obstructions,  while  the  front  inner  comer  of 
said  frame  is  depressed  down  near  to  the  ground  to  receive  and  support  the  shoo  whicii  sup- 
ports the  heel  of  the  finger  beam,  as  set  forth,  and  wherebv  the  position  of  the  driver  can  do 
placed  well  back  of  the  cutting  apparatus,  thus  enabling  him  to  keep  a  constant  watch  over 
the  same  without  danger  of  faUing  in  front  of  the  cutters  should  he  be  thrown  from  the  ma- 
chine. 

Second,  also  the  combination  of  the  pieces  BCD  and  £,  when  arranged  in  relation  to  each 
other  as  and  for  the  purposes  stated. 
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Third,  also  the  combination  of  the  truss  rods  C  with  the  pieces  C  and  E,  substantially  aa 
amd  for  the  purposes  set  forth. 

Fourth,  also  the  truss  rod  B',  with  the  frame  pieces  BCD  and  E,  substantially  as  and  for 
thepurposes  set  forth. 

Fifth,  also  the  combination  with  the  finger  beam  F,  of  the  pieces  E  E'  and  truss  rod  C,  or 
its  equiviilent,  substantially  as  and  for  the  purposes  set  forth. 

Sixth,  alf^o  the  combination  of  a  metallic  gmde  piece  n",  with  arm  n  and  cutter  bar  and  pit- 
man, substantially  as  set  forth,  whereby  the  heel  of  the  cutter  bar  is  left  free  and  uncovered 
go  as  to  avoid  clogging-,  and  yet  is  kept  in  place  as  described. 

Seventh,  also  the  combination  of  stationary  journal  piece  a  with  the  main  frame  and  drive 
wheel,  substantially  as  set  forth,  whereby  the  frame  is  not  only  strengthened  but  depressed 
tow  ard  the  ground,  although  a  wheel  of  large  size  is  used. 

Eighth,  also  the  combination  of  the  lever  4^  spring  7,  and  staple  8,  with  journal  piece  a  and 
shaft  dy  for  the  purposes  set  forth. 

Ninth,  also  tne  combination  of  the  cross  piece  S  S'  and  springs  Ij"  L'"  with  seat  L,  conp 
structed  and  arranged  in  relation  to  each  other  as  set  forth. 

Tenth,  also  the  combination  of  the  slotted  tracker  board  N  with  the  bent  tracker  iron  W  and 
set  bolt  and  nut  N",  substantially  as  and  for  the  purposes  set  forth. 

Eleventh,  also  the  combination  of  metal  piece  q',  bolt  y,  with  shoe  G'  and  finger  beam,  as 
amd  for  the  purpose  set  forth. 

Twelfth,  also  forming  the  metal  shoe  G',  substantially  as  described  and  shown  in  the  draw- 
ings, whereby  the  piece  E  can  be  securely  fastened  to  its  side,  so  as  to  have  a  support  both  in 
front  and  I'ear  of  the  end  of  the  finger  beam,  and  the  inner  inclined  part  K  made  to  afford  a 
proper  support  to  the  tracker,  while  the  part  x  affords  an  even  metallic  surface  upon  which 
the  arm  r  and  end  of  the  cutter  bar  hinged  thereto  can  vibrate  when  the  machine  is  in  opera- 
tion. 

Thirteenth,  also  shoe  G,  for  supporting  the  heel  of  the  finger  beam  or  bar,  constructed  as 
shown  and  described,  whereby  its  union  with  the^main  frame  and  finger  beam  is  rendered 
simple  and  strong,  and  in  such  a  manner  as  to  a^if^  a  proper  metallic  support  to  the  pivot  of 
the  rear  end  of  arm  «. 

Fourteenih,  also  the  curved  metallic  finger  bar,  extension  piece  F',  in  combination  with 
shoe  G,  and  the  front  outer  comer  of  the  main  frame,  whereby  the  finger  bar  is  stiengthened 
and  the  crank  end  of  the  pitman  protected  from  cut  stalks  of  grass. 

^o.  1,180.— G.  M.  Selden,  of  Troy,  N.  Y.,  assignee  of  D.  S.  McNamara,  of  North 
Hoosic,  N.  Y. — Improvement  in  Harvesters. — Patented  September  28,  1858 ;  reissued  May 
7,  1^1. 

Claim. — First,  the  combination  and  arrangement  with  a  hinged  tongue  or  draught  beam  of  a 
grain  or  grass  harvester,  of  a  lever  or  lifting  device  in  such  a  manner  as  that  when  the  upper 
end  of  the  lever  is  drawn  back  by  the  driver  the  cutting  apparatus  wiU  be  raised  by  the  other 
end  of  said  l^er  above  the  ground  and  be  suspended  from  the  tongue,  substantially  as  de- 
scribed. • 

Second,  also  the  combination  of  a  right-angled  lever  with  the  rear  side  of  a  hinged  tongue 
of  a  gra«?8  harvester,  and  so  connected  with  the  shoe,  which  supports  the  heel  of  the  finger 
beam  and  cutter  bar,  as  that  when  the  long  arm  of  said  lever  is  drawn  back  by  the  driver  the 
power  will  be  communicated  from  the  short  arm  of  said  lever  to  said  shoe,  causing  it,  together 
with  the  cutting  apparatus,  to  be  raised  or  elevated  above  the  ground  and  suspended  from  the 
tongue  for  the  purposes  stated. 

Third,  the  combination  of  finger  beam  F,  shoe  G,  adjustable  connexion  1",  lever  I,  and 
hinged  tongue,  or  their  equivalents,  substantially  as  described. 

No.  1,181.— G.  M.  Selden,  of  Troy,  N.  Y.,  assignee  of  D.  S.  McNamara,  of  North 
Hoosic,  N.  Y. — Improvement  in  Harvesters, — ^Patented  September  28,  1858 ;  reissued  May  7, 
1861. 

Claim. — First,  the  combination  of  the  following  elements  in  a  grain  or  grass  harvester,  viz: 
a  main  frame,  a  hinged  tongue,  and  two  lever  arrangements,  whereby  the  driver,  from  his 
seat  on  the  machine,  can  use  his  feet  or  his  hands,  or  both,  to  raise  the  cutting  apparatus  and 
surpend  the  same  from  the  tongue,  for  the  purpose  of  passing  over  cut  grass  or  obstructions 
in  tne  path  of  the  machine. 

Second,  also  the  combination  of  lever  J  J'  with  the  slotted  lever  I,  substantially  as  and  for 
the  purposes  stated. 

Third,  also  the  combination  of  levers  J  J'  and  I,  and  the  hinged  tongue  H  H',  connexion 
I,  lever  K,  and  stop  piece  K^  substantially  as  set  forth. 

Fourth,  also  the  combination  and  arrangement  with  the  main  frame  of  a  grass  harvester  and 
a  hinged  tongue,  to  the  jear  of  which  is  fiilcnuned  a  lever  for  raising  the  finger  bar  by  a  back- 
ward motion  of  the  driver,  of  a  stop,  in  such  a  manner  as  that  when  the  finger  beam  is  I'aised 
above  the  ground  its  weight  thus  raised  will  be  borne  by  the  tongue,  while  the  strain  due  to 
holding  said  lever  back  will  be  borne  by  the  main  frame,  to  which  the  stop  device  is  hinged. 

Fifth,  also  the  combination  with  the  main  frame  of  a  grass  harvester,  or  mowing  machine, 
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of  a  hinged  ton^o  haying  a  lever  folcrnmed  to  the  rear  inner  side  thereof,  together  with  a  seat 
for  the  driver,  the  latter  l^ing  so  arranged  that  the  position  of  the  driver  will  be  over  the  rear 
of  the  main  frame,  and  so  that  he  can  use  his  right  hand  to  draw  the  lever  back  by  a  direct 
backward  morion  of  his  arm  or  bodv,  or  both,  thus  raising  the  cutting  apparatus,  while  tfai 
reins  are  kept  fast  and  taut  in  the  other  hand,  and  the  team  under  full  control. 

Ko.  1,18-2.— O.  M.  Selden,  of  Troy,  N.  Y.,  assipee  of  D.  S.  McNamara,  of  North 
Hoosic,  N.  y. — Improvement  in  Harvtaiers, — ^Patented  September  28,  1858 ;  reissue  May  7, 
1861. 

Claim, — ^First,  the  combination  of  the  following  elements  in  a  grass  harvester,  viz:  a  main 
frame,  a  hinged  tongue,  to  the  rear  inner  side  of  which  is  pivoted  a  lever  and  a  cutting  device^ 
arranged  in  such  relation  to  the  main  frame  as  that  the  front  of  the  shoe,  which  supports  the 
heel  of  the  finger  beam,  will  project  forward  beyond  or  in  advance  of  the  front  of  the  main 
frame,  so  as  to  permit  of  a  free  up  and  down  motion  in  advance  of  the  inner  front  comer  of 
the  main  frame  of  the  connexion  which  connects  the  shoe  with  the  lifring  device  or  levei; 
whose  fulcrum  or  journal  is  on  the  rear  of  the  hinged  tongue. 

Second,  also  the  combination  and  arrangement  of  the  main  frame  which  supports  the  crank 
shaft,  and  the  shoe  which  supports  the  heel  of  the  finger  beam  and  cutter  bar,  and  the  hinged 
tongue  by  which  the  machine  is  drawn,  in  such  manner  as  that  the  end  of  the  pitman,  which 
connects  the  crank  shaft,  will  work  in  front  of  the  front  outer  end  or  corner  of  the  main 
frame,  which  is  elevated  above  the  ground,  while  the  other  end  of  the  pitman,  which  is  con- 
nected with  the  heel  of  the  cutter  bar,  will  incline  down  in  front  of  the  inner  front  comer  of 
the  main  frame  to  the  shoe,  which  supports. the  heel  of  the  finger  beam,  and  which  shoe  is 
depressed  below  the  front  outer  comer  of  the  main  frame,  and  supported  so  as  to  run  on  the 
ground,  whereby  the  crank  end  of  the  pitman  is  elevated  above  obstructions,  and  at  the  same 
time  its  motions  are  not  obstmcted  or  interfered  with  by  the  front  of  the  main  frame  on  the 
rear  of  the  hinged  toneue  under  which  it  works. 

Third,  also  the  combination  with  the  maiu  frame  of  a  erass  harvester  of  a  hinged  tx^igae, 
or  draught  beam,  and  a  metallic  shoe  to  sup^rt  the  bee!  end  of  the  cutter  bar  and  imger  bMQi, 
substantially  as  set  forth ;  that  is, to  say,  so  that  the  hinge  of  the  tongue  will  be  in  rear  of  the 
pitman  which  operates  the  sickle  bar,  while  the  front  end  of  the  shoe  extends  forward  and  ia 
connected  to  an  adjustable'lifling  connexion  which  works  in  front  or  advance  of  the  pitman, 
in  combination  with  a  right-angled  lever,  or  its  equivalent,  fulcnuned  to  the  rear  inner  side  of 
said  tongue. 

Fourth,  also  so  arranging  a  right-angled  lever  fulcnuned  on  the  rear  inner  side  of  a  hinged 
tongue  of  a  mowinj?  machmo  as  that  its  horizontal  arm  will  project  forward  as  far,  or  nearly 
so,  as  the  front  of  the  shoe  which  supports  the  heel  of  the  fineer  beam,  so  as  to  prevent  un- 
due twisting  of  the  parts  or  the  adjustable  connexion  by  which  they  are  connected  when  the 
driver  is  raising  the  cutting  device. 

No.  1,183.— F.  G.  Seymour,  of  Waterbury,  Conn.,  assignor  to  the  Waterbury  Brass 
Company. — Improvement  in  Making  Brass  Kettles, — Patented  May  13, 1856;  reissued  May 
14,  1861. 

Claim, — ^First,  the  production  of  kettles  and  articles  of  similar  character,  by  the  combined 
processes  of  stamping,  to  produce  a  preliminary  shape,  and  spinning,  to  complete  the  ultimate 
or  finished  form,  substantially  as  described. 

Second,  the  new  method  or  process,  substantially  as  described,  of  stamping  up  vessels  by 
a  mode  of  operation  in  which  the  bottom  is  stamped  up  first  and  the  sides  are  then  formed  or 
drawn  in  successive  lengths  by  means  of  dies,  substantially  as  set  forth. ;  and  this,  whether 
the  vessel  be  entirely  finished  by  this  new  stamping  process,  or  whether  it  be  completed  by  a 
spinning  process  subsequent  thereto. 

No.  1,184. — J.  R.  Robinson,  of  Boston,  Mass. — Improvement  in  Steam  Boiler  Furnaces, — 
Patented  March  5,  1861 ;  reissued  May  14,  1861. 

Claim. — First,  the  gas-mixing  chamber  B  constructed  in  the  rear  of  the  bridge  well  C, 
with  a  covering  arch  F,  and  openings  dd  in  the  said  arch,  substantially  as  described. 

Second,  providing  a  boiler  furnace  with  one  or  more  trunks  s,  or  equivalent  independent 
outlets  from  the  fire  chamber  for  the  exit  of  the  lighter  gases  of  combustion,  substantially  at 
specified. 

Third,  the  combination  of  one  or  more  trunks  e  with  a  gas-mixing  chamber  B,  substantially 
as  specified. 

No.  1,185.— John  Brayley,  of  Buffalo,  N.  Y.,  administrator,  and  Mary  Pitts,  of  Buf- 
falo, N.  Y.,  administratrix,  of  the  estate  of  John  A.  Pitts,  deceased,  late  of  said  Buffalo. — 
Improvement  in  Horse  Power, — Patented  July  4,  1854 ;  reissued  May  14,  1861. 

Claim. — First,  so  combining  an  internal  gear  main  driving  wheel  with  two  pinions  work- 
ing at  diametrically  oppo^te  sides  thereof  as  that  the  said  main  wheel  may  move  in  a  direction 
transv>:;rse  to  that  of  a  line  drawn  through  said  pinions,  for  the  purpose  of  allowing  said  main 
wheel  to  automatically  adjust  itself  to  said  pinions,  substantially  as  and  for  the  purpose  set 
forth.. 
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Second,  banging  the  pinions  of  a  double-geared  borse  power  m  adjustable  bearings  bo  tbat 
tbey  may  be  set  close  mesh  with  the  main  or  master  wheel,  substantially  as  described. 

Third,  in  so  combining  the  pinions  and  bevel  wheels  upon  one  shaft,  in  pab's,  and  support- 
ing them  in  adjustable  bearings  as  that  their  shafts  may  bo  kept  in  a  perpendicular  position 
whilst  the  two  gears  are  made  adjustable  to  the  respective  wheels  that  they  mesh  with,  sub- 
stantially as  described. 


No.  1,186.— Emerson  Gaylord,  assignee  of  L.  M.  Ferry,  of  Chicopee,  Mass.- 
provement  in  Hose  Coupling, — Patented  October  7,  1856 ;  reissued  May  21,  1861. 

Claim, — Giving  to  one  of  Ae  parts  B  a  simultaneous,  vertical,  and  lateral  movement,  sub- 
stantially in  the  manner  and  for  the  purpose  shown  and  described. 

Also,  the  combination  with  each  other,  and  with  the  parts  A  B  of  the  bevel-lipped  hood  a  a 
and  bevel-faced  flanch  6  &,  in  the  manner  shown  and  described. 

Also,  constructing  the  hook  a  a  and  flanch  b  b,  respectively,  with  hook  and  recess  h  h\  as 
and  for  the  purpose  shown  and  described. 

Also,  the  combination  with  the  parts  A  B  of  the  inclined  faced  flanch  6',  staple  c,  and  wedge 
c2,  in  the  manner  and  for  the  purpose  shown  and  described. 

Ifo.  1,187. — ^H.  G.  Nelson,  of  Mexico,  N,  Y. — Improvemtnt  in  Water  Wheels, — Patented 
August  28,  1860 ;  reissued  May  21,  1861. 

Claim, — First,  the  combination  of  the  polygonal  flanged  adjustable  collars  FF'c  with  buckets 
G  formed  of  simple  platen  of  metal  or  other  material  forming  connexions  between  the  said 
collars  and  secured  to  the  flanches  c  by  bolts  b'^  all  as  shown  and  described  and  for  the  pur- 
poses explained. 

Second,  the  arrangement  of  the  gates  1 1,  shafts  H  H,  and  sectors  J  J,  with  the  shaft  D, 
vent  C,  and  case  A,  all  as  shown  and  described,  for  the  purpose  set  forth. 

No.  1,188.— Charles  Perly,  of  New  York,  N.  Y,— Improved  Direct  and  Counter  Motion 
»^i«cA.— Patented  May  29;  1849 ;  reissued  May  21,  1861. 

Claim. — The  disc  d,  provided  with  a  handspike  socket,  and  fitted  upon  the  shaft  carrying 
the  winch  head,  and  acting  through  the  agency  of  pawls  and  ratchet  teeth  to  rotate  the  winch 
in  either  direction,  as  set  forth. 

Also,  the  pawl  5  fitted  to  act  on  either  side  of  its  centre  6,  that  is,  on  the  stanchion  or  timber, 
and  take  the  teeth  when  moving  in  either  direction,  a^  specified. 

No.  1,189.— F.  A.  Redington  and  George  McCluer,  of  Fredonia,  N.  Y.— Improvement 
in  the  Manufacture  of  Cheese. — Patented  February  8,  1859;  reissued  May  21,  1861. 

Claim. — First,  the  described  combination  of  the  water  box  A,  milk  vat  B,  boiler  E,  and 
reserve  water  box  G,  with  a  six  waycock  F,  or  substantially  equivalent  device,  for  forming  a 
double  communication  between  the  boiler  and  either  one  of  the  water  boxes  exclusively,  in 
the  manner  and  for  the  purposes  shown  and  explained. 

Second,  the  arrangement  in  the  described  connexion  with  the  water  box  A,  milk  vat  B,  and 
boiler  E  of  the  discharging  water  pipe  g,  extending  from  the  top  of  the  boiler  into  the  box  A, 
and  lengthwise  beneath  the  bottom  of  the  vat  B,  to  uniformly  heat  the  contents  thereof,  in  the 
manner  and  for  the  purpose  shown  and  explained. 

No.  1,190.— H.  D.  Stover,  of  New  York,  N.  Y.— Improvement  in  Wood  Planing  Ma 
chines. — Patented  December  18,  1860;  reissued  May  21,  1861. 

Claim. — ^Tho  arrangement  of  the  two  screws  E  for  elevating,  lowering,  and  retaining  the 
planing  cylinder  O  in  position,  parallel  with  the  face  of  the  platen,  substantially  as  described, 
when  combined  with  the  platen  B,  operated  movably  to  carry  the  lumber  which  is  being 
dressed  by  the  planing  cutters,-  or  stationary  as  a  bed  piece  over  and  upon  which  the  lumber 
is  moved  by  feeding  rollers  to  the  cutting  blades,  in  order  that  the  entire  cutting  cylinder  may 
be  readily,  easily,  and  positively  elevated  or  lowered  and  positioned  as  desired,  and  at  aU 
times  fixed  for  use  in  such  position  parallel  to  the  f*ace  of  the  platen,  ready  for  correctly  dress* 
ing  the  surface  of  lumber  at  whatever  elevation  the  planing  cylinder  may  be  placed. 

Also,  encasing  the  raising  and  lowering  scre^vs  E  witmn  the  uprights  C  in  which  they 
operate,  in  order  to  eftectually  exclude  dust,  dirt,  and  shavings. 

Also,  providing  the  planing  cylinder  O  with  sectional  cutting  blades  P,  each  imparting  or 
performing  a  shearing  or  drawing  stroke  or  cut,  essentially  as  described,  to  effect  a  nearly- 
equal  cut  during  the  entire  revolution  of  the  planing  cylinder,  and  so  as  to  be  easily  removed, 
sharpened,  and  reset  for  use. 

Also,  forming  that  portion  of  the  planing  cylinder  O  which  is  immediately  back  of  the  edges 
and  in  contact  with  the  face  surface  of  the  cutting  blades  at  an  angle  varying  from  5*^  to  &o 
from  the  plane  or  face  surface  of  the  cutting  blades,  as  the  material  being  planed  may  require. 

Also,  suspending  the  drive  shaft  S  2  in  movable  journal  boxes  T,  and  so  connecting  them 
to  the  planing  cylinder  O  by  rods  U,  or  otherwise,  that  the  axis  of  the  drive  shaft  and  the  axis 
of  the  planing  cylinder  will  always  be  equidistant  from  each  other,  to  retain  au  equal  uniform 
tension  of  the  driving  belts  at  whatever  elevation  the  planing  cylinder  may  be  placed. 

Also,  driving  the  platen  B  back  and  forth  by  means  of  the  friction  slide  A^  and  fxiclion  wheel 
D^  and  the  rack  B^  and  pinion  C,  substantially  as  described* 
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Also,  starting,  stopping,  and  reversing  the  movement  of  the  platen  B  by  means  of  screw 
M',  arranged  substantially  as  described,  for  forcibly  engaging  the  friction  wheel  D'  with  the 
friction  slido  A',  which  is  attached  to  the  platen,  or  engaging  or  gearinff  the  pinion  C  with 
the  rack  B',  which  is  also  connected  to  the  platen,  in  order  to  easily  and  gradually  start  the 
platen  and  a  heavy  piece  into  motion,  and  to  quickly  start  the  platen  and  a  light  piece  into 
motion,  as  may  be  required. 

Also,  the  arrangement  of  the  crosshead  M  which  carries  the  planing  cylinder  O  with  the 
uprights  C  by  axljustable  jib  slides  N,  substantially  as  described,  when  combined  with  platen 
B,  which  may  bo  operated  movably  or  as  a  stationary  bed  for  the  lumber. 

Also,  pivoring,  and  giving  a  vctical  adjustment  by  slot  C  4  and  pin  K',  or  otherwise,  to 
the  journal  box  II'  which  carries  the  operating  end  ol  the  friction  drive  roll  shaft,  so  that  it 
may  freely  swing  and  revolve  when  its  friction  drive  roll  is  engaged  or  disengaged  from  its 
friction  shdo  A'  on  the  platen,  and  at  the  same  time  allow  it  vertically  to  adjust  itself  by  means 
of  the  vertical  movability  of  the  journal  box  for  causing  the  friction  drive  roll  D'  to  correctly 
enffago  with  its  slide  A',  for  the  purpose  set  forth. 

Also,  providing  the  j^aten  B,  which  is  operated  both  movably  and  stationarily,  with  several 
holding  dogs  C  operated  independently  of  each  other  by  cams  X',  or  otherwise,  to  hold  several 
distinct  and  separate  pieces  wnile  being  dressed. 

Also,  providing  the  feed  roll  frame  with  slides  so  adjusted  to  the  bod  piece  of  the  machine 
that  the  feed  rolls  may  be  readily  slid,  or  position  therein  for  use,  and  removed  therefrom. 

Also,  suspending,  raising,  and  lowering  the  crosshead  which  carries  the  planing  cylinder 
by  universal  globular  bearings,  which  are  operated  by  and  constitute  the  nuts  for  the  screws 
li,  to  allow  a  ready  parallel  or  desired  adjustment  of  the  crosshead  in  first  constructing  the 
machine,  and  also  to  admit  a  free,  untrammelled,  and  parallel  movement  to  the  planing  cyl- 
inder, and  at  the  same  time  retaining  a  firm  working  position  at  whatever  elevation  it  may 
bo  placed. 

Also,  a  conductory,  A  4,  made  of  any  suitable  material,  open  near  the  planing  cylinder, 
and  at  such  other  place  as  may  be  desired,  when  so  combinea  with  the  planing  cylinder  that 
its  velocity  and  the  current  of  air  thereby  set  in  motion  will  remove  the  dust  and  shavings 
away  from  the  machine  through  this  cpnductory  to  such  receptacle  or  place  as  may  be  desired. 

Also,  the  arrangement  of  tno  elastic  surfaced  pressure  roll  C  4  with  the  adjustable  rigid 
pressure  roll  D  4,  and  adjustable  scraper  F  4  attached  to  and  carried  by  the  crosshead  M.  or 
means  of  stands  B  4,  or  otherwise,  so  that  either  the  rigid  roll  or  scraper  can  bo  used  with 
the  elastic  roll  C  4  at  pleasure,  or  as  mfty  bo  required,  essentially  as  described,  when  combined 
with  the  planing  cylinder,  for  the  purpose  set  forth. 

Also,  so  constructing  the  ways  or  slides  of  the  bed  piece  A,  and  of  the  platen  B,  essentially 
as  seen  at  A  2  and  A  3,  so  that  the  platen  may  have  a  longer  movement  and  not  tip  or  become 
unsteady  when  more  than  half  its  weight  projects  over  the  end  of  the  bed  piece,  thereby  in- 
creasing the  capacity  of  the  machine  so  as  to  plane  longer  pieces  than  could  bo  done  by 
planing  machines  with  the  same  length  of  bed  and  provided  witn  the  ways  heretofore  known. 

Also,  the  iron  uprights  C  carrying  the  elevating  screws  E  for  raising,  lowering,  and  posi- 
tioning the  planing  cylinder  accurately  with  the  top  face  of  the  platen,  essentially  as  described, 
when  combined  with  the  bed  piece  winch  carries  the  platen  for  dressing  the  lumber,  essentiaUj 
as  set  forth. 

No.  1,191. — ^R.  R,  Taylor,  of  Reading,  Pa. — Improved  Steam  Hammer, — Patented  Jan- 
uary 1,  18G1 ;  reissued  May  21,  1861. 

Claim. — First,  combining  the  vibrating  wooden  helve  G  with  the  hammer  block,  moving 
in  vertical  guides,  and  with  a  double  acting  steam  cylinder,  when  the  latter  is  connected  to 
the  wooden  helve  at  a  point  between  the  centre  of  the  helve's  vibration  and  the  hammer,  as 
and  for  the  purpose  set  forth. 

Second,  operatinff  both  exhaust  and  steam  valves  by  moans  of  the  projections  j  on  the 
helve  and  the  slotted  lever  A,  with  its  adjustable  set  screws  k  and  k'^  the  whole  being  arranged 
and  operating  as  set  forth,  for  the  purpose 'specified. 

No.  1,192.— Edward  M.\ynard,  of  Washington,  D.  C, ^Improvement  in  Metallic  Car- 
tridffe  Cases. — Patented  January  11,  1859;  reissued  May  28,  1861. 

Claim. — ^A  double-bottomed  cartridge  composed  of  an  elastic  metal  cup  and  an  exterior 
metallic  disc,  the  said  cup  and  disc  being  permanently  united  with  each  other  by  soldering, 
or  some  other  similar  process,  substantiaUy  in  the  manner  set  forth. 

No.  1,193. — G.  D.  Baldwin,  of  New  York,  N.  Y.,  assignee  of  J.  H.  Bltter worth,  of 
Dover,  N.  J. — Improvement  in  Door  Locks, — Patented  April  11,  1846,  and  extended;  re- 
issued June  4,  18Gl, 

Claim. — First,  the  pawl  described,  or  its  equivalent,  when  combined  with  a  movable  talon 
that  can  yield  to  the  pressure  of  the  key  bit  or  key  to  a  point  beyond  its  range,  in  the  maimer 
and  for  the  purpose  set  forMi. 

Second,  the  use  or  employment  of  one  or  more  sets  of  rotating  cam  or  disc  plates,  such  as 
described,  having  two  or  more  in  a  set,  on  the  same  stem,  when  so  combined  with  a  tumbler 
or  tumblers  that  lock  the  main  bolt,  so  that  it  cannot  be  withdrawn  until  all  the  plates  are 
rotated  in  such  a  position  relative  to  the  tumbler  that  the  resisting  parts  can  enter  the  notches 
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in  the  circular  cam  plates,  po£s  within  the  line  of  their  periphery,  and  so  allow  the  tumbler 
to  withdraw  from  contact  with  and  resistance  to  the  witndrawal  of  the  bolt. 

Third,  the  use  or  employmeut  of  cam  or  disc  plates,  two  or  more,  in  a  set  haviug  the  same 
centre  or  key  bolt,  when  so  constructed  that  one  plate  only  is  attached  to  the  key  bolt,  the 
next  plate  being  moved  by  the  pin  projecting  from  its  surface  coming  in  contact  with  the  ends 
of  the  slits  described,  or  in  any  analogous  manner  that  allows  the  plate  acted  upon  by  the 
key  to  move,  during  a  part  of  its  revolution,  without  engaging  and  carrying  around  the  next 
plate. 

Fourth,  the  use  or  employment  of  plates  such  as  are  described,  two  or  more  in  a  set,  when 
go  constructed  and  arranged  as  to  require  the  motion  of  the  key  to  be  reversed,  in  order  to  set 
each  succeeding  plate  into  such  a  position  that  the  tumblers  can  descend  into  their  notches 
and  relieve  the  bolt. 

Fifth,  the  use  of  a  plurality  of  cam  or  disc  plates  in  one  set,  operated  by  one  key,  key  bolt 
or  stem,  when  so  constructed  that  the  plates  are  to  be  set  consecutively  by  means  of  the 
same  key,  key  bolt,  stem,  or  their  equivalent,  each  plate  to  its  own  proper  position,  according 
to  the  existing  combination,  by  the  aid  of  the  same  index,  so  as  to  relieve  the  bolt  from  the 
tumbler  or  other  mechanism  combined  with  the  plates,  that  has  kept  the  bolt  from  being  drawn 
back. 

Sixth,  the  use  or  employment  of  a  disc  or  cam  plates,  such  as  described,  combined  by  levers, 
or  their  equivalent,  with  the  talon  that  draws  back  the  bolt,  when  so  arranged,  that  the  talon 
is  thereby  withdrawn  beybnd  the  range  of  the  key  bit,  and  only  allowed  to  come  within  its 
range  so  as  to  bo  acted  upon  by  it  when  the  plates  have  been  brought  into  such  a  position  as 
to  allow  that  part  of  the  levers  that  rest  upon  the  edges  of  the  plates  to  pass  into  the  notches 
with  the  lino  of  their  periphery. 

Seventh,  separate  pieces  of  metal,  2  2  2  2,  moving  upon  pins,  when  used  in  connexion  with 
cam  plates,  so  as  to  change  the  point  of  contact  between  the  plates  themselves,  and  thus  di- 
versity, regularly  or  irregularly,  the  combination  of  permutation  locks. 

No.  1, 394.— Richard  Vose,  of  New  York,N,  Y.— Improved  Car  Spring. —Patented  Jan- 
uary 3,  1860;  reissued  June  4,  18G1. 

Claim. — Placing  the  India-rubber  discs  of  said  spring  between  interposed  discs  formed  of 
some  fibrous  material,  substantially  in  the  manner  and  tor  the  purpose  set  forth. 

Also,  when  the  India-rubber  discs  in  a  car  spring  ai*o  placed  between  interposed  discs  formed 
of  some  fibrous  material,  the  combining  internally  grooved  metallic  rings  C  C  with  the  periph- 
eries of  said  discs,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  1,195. — J.  A.  Vaughn,  of  Cuyahoga  Falls,  Ohio. — Improvement  in  Grain  Sepa- 
Tatars. — Patented  April  24,  18u0;   reissued  January  8,  16G1 ;  again  reissued  June  11.  1861. 

Claim. — The  comoination  of  a  series  of  zizzag  riddles  and  directing  boards,  having  a 
shake  motion  imparted  to  them  with  a  short  fan,  when  arranged  to  operate  therewith  sub- 
stantially as  described.  . 

]|jro.  1,190. — J.  A.  Vaughn,  of  Cuyahoga  Falls,  Ohio. — Improvement  in  Grain  Sepa- 
rators.— Patented  April  24,  1860;  reissued  January  8,  1861 ;  aeain  reissued  June  11,  1861. 

Claim. — In  combination  with  a  series  of  zigzig  screens  or  riddles,  and  a  series  of  direct- 
ing boards  having  a  shake  motion,  the  stationary  receiving  chambers,  for  receiving  the 
material  from  the  screens,  substantially  as  herein  des(?ribed. 

Also,  the  combination  of  the  senes  of  zigzig  screens  and  directing  boards  having  a  shako 
motion,  the  stationary  receiving  chambers,  and  short  fan,  when  arranged  to  operate  sub- 
stantially as  herein  described. 

Also,  the  combination  of  the  directing  board  P,  cockle  riddle  Q,  and  cockle  board,  sub- 
stantially as  and  for  the  pinpose  herein  described. 

No.  1,197. — Ira  Perego,  jr..  New  York,  N.  Y. — Improvement  in  Shirt  Bosoms. — Pat- 
ented September  25,  1860;  reissued  June  11,  1861. 

Claim. — First,  a  shirt  bosom  made  with  a  stiffening  strip  or  strips  of  suitable  material, 
applied  substantially  as  and  for  the  purposes  herein  set  forth. 

Second,  a  shirt  bosom  having  the  upper  portion  thicker  and  stiffer  than  the  lower  portion, 
substantially  as  herein  described. 

No.  1,198. — Lewis  Moore,  of  Ypsilanti,  Mich. — Improvement  in  Seeding  Machines. — 
Patented  August  31,  1858;  reissued  June  18,  J861. 

Claim. — First,  the  zigzag-shaped  strip  D,  in  combination  with  a  seed  hopper,  substan- 
tially as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  thin  zigzag-shaped  strip  D,  reciprocating  bar  C,  and 
adjustable  perforated  gage  plate  B  6  6'  c  c,  and  hopper  A  a,  substantially  as  and  for  the 
purpose^s  described. 

Third,  the  combination  of  the  ^age  plate  B,  which  has  its  ends  s  extending  beyond  the 
hopper,  and  has  two  different  siz^  sets  of  seed  cells  b  c,  with  the  stationary  pertbratod 
bottom  A  a,  and  a  vibrating  seed-agitating  bar,  substantially  as  and  for  the  purposes  set 
forth. 
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No.  1,199. — Christian  Sharps,  of  Philadelphia,  Pa.— /mvroMtRenf  in  Breech-Loading 
repeating  Fire- Arms, — Patented  January  25,  1859;  reissued  June  18,  1861. 

Claim. — First,  exploding  in  succession  a  number  of  cartridges  of  the  class  described,  by 
means  of  a  projection  caused  to  revolve  by  the  movement  of  the  hammer,  when  the  said 
cartridges  are  so  arranged,  in  respect  to  the  projection,  that  the  latter  shall  strike  the  edgo 
only  ot  each  cartridge  m  succession,  as  set  forth. 

Second,  the  lover  M,  with  its  projection  V,  and  the  rod  N,  in  combination  with  the 
barrel  block  and  its  stock,  when  the  whole  is  arranged  as  set  forth,  and  when  the  lever  M 
is  so  formed  as  to  serve  the  purpose  of  a  trigger  guard. 

Third,  causing  the  spent  cartridges  to  be  withdrawn  from  the  barrel  during  the  moving 
out  of  the  latter,  by  means  of  a  clip  or  cDps  (,  applied  and  operating  substantially  as  set 
forth. 

No.  1,200.— WiLUAM  N.  Whiteley,  of  Springfield,  Ohio,  assignee,  through  mesne 
assignment,  of  J,  L.  Hardeman,  deceased,  late  of  Arrow  Rock,  Mo. — Improvtment  m 
MacJiines  for  Cutting  Hemp. — Patented  August  20,  1850 ;  reissued  June  18,  ISSSI. 

Claim. — First,  in  combination  with  the  arm  or  finger  bar  d  and  main  frame  o,  when 
constructed  substantially  as  described,  the  projecting  point/,  constructed  and  connected  as 
shown,  for  the  purposes  specified. 

Second,  in  combination  with  the  shafts,  or  their  equivalents,  and  a  cutting  apparatus  pro- 
jecting out  from  one  side  of  the  main  frame,  the  adjustable  clevis,  or  its  equivalent,  arranged 
for  shifting  the  point  of  draught,  for  the  purpose  specified,  substantially  as  described. 

No.  1,20J.— William  N.  Whiteley,  jr.,  of  Springfield,  Ohio,  assignee,  through  mesne 
assignment,  of  J.  L.  Hardeman,  deceased,  late  of  Arrow  Rock,  Mo. — Improvement  in 
Machines  for  Cutting  ficmp. — Patented  August  20,  1850;  reissued  June  18,  ICJCl. 

Claim. — First,  in  combination  with  a  cuttmg  apparatus  which  projects  out  from  one  side 
of  the  main  driving  wheel  frame  the  sustaining  rod  A,  or  its  equivalent,  aiTanged  and 
operating  substantially  as  described,  for  the  purpose  set  forth. 

Second,  in  combination  with  a  cutting  apparatus  which  projects  out  from  one  side  of  the 
main  driving  wheel  frame  the  sustaming  rod  /i,  wedge  a  a  a^  Fig.  4,  and  revolving  cone, 
substunlially  as  described,  for  dischaiging  the  cut  grain  in  the  manner  specified. 

No.  1,202.— William  N.  Whiteley,  jr.,  of  Springfield,  Ohio,  assignee,  through  mesne 
assignment,  of  J.  L.  Hardeman,  deceased,  late  ot  Arrow  Rock,  Mo. — Improvement  ta 
Machines  for  Cutting  Hemp. — Patented  August  20,  1850;  reissued  June  18,  18G1. 

Claim. — First,  in  combination  with  the  main  ground  wheel  £*amo  and  cutting  apparatus 
of  harvesting  machines  the  rack  or  comb  which  has  no  shaft  passing  through  its  ceniro,  and 
the  ribs  or  tans  of  which  have  no  connexion  with  each  other  at  their  en(£  projecting  over 
the  cutting  apparatus,  substantially  as  described. 

Second,  the  use  of  the  rack  or  comb  as  a  substilute  for  the  reel  of  the  harvesting  machine, 
the  ends  of  the  ribs  of  said  rack  which  are  projected  out  over  the  cutting  apparatus  having 
no  connexion  with  each  other  or  with  said  appai'atus,  substantially  as  described. 

Third,  in  combination  with  the  main  ground  wheel  frame  and  cutting  apparatus  of  har- 
vesting machines,  the  latter  of  which  projects  out  from  one  side  of  the  Ibrmer,  the  rack  or 
comb,  the  ribs  or  fans  o^  which  move  backward  in,  or  nearly  in,  a  horizontal  plane,  Instead 
of  in  the  arc  of  a  circle,  substantially  as  desci  ibcd.  ^ 

No.  1,203.— William  N.  Whiteley,  jr.,  of  Springfield,  Ohio.— /m;irw«iM««  in  Har- 
vesters.—VoXGni^di  November  25,  1856;  reissued  June  25,  1861. 

Claim. — Fi.st,  in  combination  with  the  main  ground  wheel  frame  of  a  harvesting  machine 
the  sector  plates  //,  provided  with  the  adjustable  boxes  g  g\  or  their  equivalents,  sub- 
stantially as  shown  ana  described,  for  the  purposes  specified. 

Second,  in  combination  with  the  sector  plate/  a  projecting  lip  for  the  shipper's  fulcrum 
pin,  substantially  such  as  shown  and  described,  for  the  ])ui'po8es- specified. 

Th'rd,  retaining  the  pinion  on  its  shaft  by  means  of  the  shipper,  or  its  equivalent,  by 
which  said  pinion  is  tnrown  in  and  out  of  connexion  with  its  clutch  pin,  substantially  as 
shown  and  dcsa  ibed,  for  the  purpose  stated. 

Fouilh,  so  connecting  or  combining  the  driver's  seat  of  harvesting  machines  with  the 
front  end  of  the  frame  of  the  some,  when  used  for  reaping,  that  when  the  driveris  on  his 
seat  his  weight  will  either  raise  and  hold  up  the  rear  end  ot  the  wheel  frame  to  which  the 
cutting  apparatus  is  connected,  or  both  the  rear  end  of  the  frame  and  the  centre  of  the  finger 
bar,  for  tne  purposes  specified. 

No.  1,204.— Natkan  Cope  and  William  Hodgson,  of  Cincinnati,  Ohio. — Jmprovemtnt 

in  Butterfly  Fa/t?cs.— Pat<3i^ed  May  10,  1859;  reissued  July  2,  1861. 

Claim. — Fiist,  making  the  opening  or  openings  controlled  by  the  governor  valves  of 
Bteam  engines  of  gi"adually  increasing  capacity  from  the  closed  to  the  open  position,  when 
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theralro  and  case  are  constracted  and  arranged  to^  operate  sabstantially  in  the  manner 
herein  specified. 

Second,  controlling  the  excess  of  motion  imparted  to  the  governor  valves  bj  means  of  tha 
a^ustmont  represented  and  described. 

No.  1,205. — Jeremiah  Steyer,  of  Bristol,  Conn.,  assignor,  through  mesne  assignments, 
to  James  H.  Ashmead,  E.  Hurlburt,  E.  W.  Sperry,  S.  S.  Rooks  and  Gkeen  Ken- 
DR1CK,  of  State  aforesaid. — Improrement  in  Machines  for  Burnishing  Metals, — Patented 
May  ],  1855;  reissued  October  11,  1859;  again  reissued  July  2,  1861. 

Claim, — The  combination  of  these  three  things,  viz :  a  tool  proper  for  burnishing  metals 
and  caused  to  traverse  mechanically,  a  rest  or  support  for  the  article  to  be  burnished,  and  a 
contrivance  for  holding  the  tool  and  article  to  be  burnished,  in  working  contact  by  a  yield- 
ing or  spring  pressure,  the  combination  beyig  substantially  such  as  specified. 

No.  1,206.— James  S.  Upton,  of  Battle  Creek,  Mich. — Improvement  in  Horse  Power, — 
Patented  February  5,  1861  i  reissued  July  2,  1861. 

Claim. — F*^t,  the  employment  of  the  centre  pinion  G,  when  provided  with  a  flanched 
collar  c,  which  fits  into  a  corresponding  opening  in  the  bevel  wheel  I,  by  means  of  which 
a  firm  and  at  the  same  time  an  easily  separated  connexion  is  formed  between  the  wheels,  as 
set  forth. 

Second,  the  combination  of  the  pinion  G  with  the  wheels  I  and  L  and  shaft  J,  also  the 
combination  of  shaft  J  with  wheels  D  and  K,  so  that  more  power  and  less  speed  may  be  used 
or  the  converse,  substtrntially  as  specified. 

Third,  the  arrangement  of  the  shoe  c,  the  levers  M  and  N,  and  the  connecting  bar  o, 
when  the  same  are  constructed  and  used  in  the  manner  and  for  the  purposes  set  forth. 

No.  1,207. — A.  A.  HojTCHKlss,  of  Sharon,  Conn.,  administrator  of  the  estate  of  Andrew 
Hotchklss,  late  of  said  Sharon,  deceased. — Improved  Projectiles  for  Rifled  Ordnance, — 
Patented  October  16,  1855;  reissued  July  2,  1861. 

Claim. — First,  constructing  a  projectile  in  three  parts,  one  of  them  of  flexible  or  pla<4tio 
material,  in  the  form  of  a  ring,  interposed  between  the  other  two  parts  formed  of  a  harder 
material  and  so  arranged  that  in  the  act  of  loading  or  of  firing,  or  of  both,  the  resistance  or 
the  exp'.osivfc  effect  of  the  powder  actiiig  on  a  larger  sectional  area  of  the  part  E  than  the 
section  of  the  ring  C,  shall  cause  the  latter  to  be  so  expanded  or  distended  that  it  shall  tako 
the  impression  of  the  grooves  and  be  made  to  fit  the  bore  of  the  ^n,  as  described. 

Second,  the  tail  piece  tor  securmg  the  cap  to  the  body  of  the  shot  and  as  a  guide  to  the  cap 
in  its  iorward  motion,  in  the  manner  descnbed. 

No.  1,208— Patrick  S.  Devlan,  of  Elizabethport,  N.  3 ,— Improvement  in  Journal 
tfaxM.— Patented  September  25,  1860;  reissued  July  9,  1861. 

Claim, — The  employment  of  paper  pulp  or  pulp  made  of  any  vegetable  fibrous  material,  to 
form  the  bearing  surface  of  journal  boxes,  substantially  as  set  forth. 

No.  1,209  —Patrick  S.  Devlan,  of  Elizabethport,  N.  3 .—Improvement  in  Journal 
Boies.— Patented  September  25,  1860;   reissued  July  9,  1861. 

Claim. — Formmff  the  bearing  surfaces  of  journal  boxes  of  a  composition  of  vegetablt 
fibrous  matter  and  fine  earthy  siibstance,  substantially  as  described. 

No.  1,210.— Andrew  M.  Hall,  of  West  Falmouth,  Me.,  assignor  to  James  A.  Saxton, 
'  of  Canton,  Ohio. — Improvement  in  Mowing  Machines. — Patented  December  3,  1856;  reissued 
July  9,  1861. 

Claim. — First,  the  combination  with  the  heel  of  a  finger  beam,  so  connected  or  hinged  to 
the  main  frame  of  a  mowm^  machine,  as  that  the  entire  bar  can  rise  or  full,  independenl  of 
the  up  and  down  motions  of  the  main  frame  of  a  self-adjusting,  hinged  plate,  or  auxiliary 
shoe,  for  the  purposes  of  allowing  the  points  of  the  guards  or  hngers  to  treelv  adapt  them- 
selves to  the  character  of  the  ground  over  which  the  machine  passes  while  in  operation. 

Second,  in  combination  with  a  self-adjusting  auxiliary  shoe  or  plate,  as  set  forth,  of  an 
adjusting  screw  or  bo'it,  for  the  purposes  stated. 

Third,  the  combination  of  the  adjustable  metallic  plate  M  with  its  ears  N  N,  and  otherwise 
constructed  as  described,  with  the  heel  of  the  finger  beam  and  main  frame,  as  set  forth. 

Fourth,  the  combination  of  the  bent  lever  J  and  its  operating  mechanism,  and  hinged 
oscillatmg  cutters  j,  with  a  hinged  finger  beam,  for  the  purposes  stated. 

No.  1,211.— William  A.  Kirby,  of  Buffalo,  N.  Y.,  and  David  M.  Osborne,  of  Auburn. 
N.  Y.,  assignees  of  said  William  A.  ICirby. — Improvement  in  Harvesters, — Patented  Novem- 
ber 15,  1859;  reissued  July  9,  1861.  '  , 

Claim. — In  combination  with  a  cutting  apparatus  and  a  platform  having  a  side  delivery, 
and  both  placed  in  rear  of  a  line  drawn  through  the  front  of  the  main  wheel,  the  rater's  .seat 
located  Hi  the  side  of  the  platform,  and  arranged  so  that  the  raker  sits  bt^hind  the  main  fran» 
and  facing  the  falling  grain,  substantially  as  and  for  the  purpose  described. 
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No.  1,212.— EUSHA  Waters,  of  Troy,  N.  Y. —Improvement  in  Making  Paper  Boxes.— 

Patented  February  2,  1858;  reissued  Julv  9,  1861. 

Claim, — Annular  boxes  of  paper  board,  constructed  by  cuttmg  the  said  board  into  strips 
or  pieces  for  the  sides,  and  into  parts  for  the  top  and  bottom  thereof,  forming  the  uprigm 
angles  or  comer,  one  by  one,  by  pressing  the  said  strips  or  pieces  between  male  and  lcmal« 
dies  corresponding  to  and  with  the  angle  or  comer  to  be  turned  or  formed,  substantially  aa 
described  and  set  forth. 

Second,  the  flanches  B  and  E,  formed  upon  the  sides  A  and  D,  ty  pressing  the  paper 
board  or  strip  between  dies,  in  proper  form,  thus  and  thereby  constructing  said  flanches  to 
receive  and  combine  the  same  with  the  top  or  bottom  of  the  said  box,  as  described  and  set 
forth. 

Also,  forming  the  comers  of  paper  boxes  by  pressing  the  same  between  cold  or  hot  diet 
constructed  for  that  purpose,  as  described  and  set  forth. 

No.  1,213.-— Samuel  J.  Seely,  of  New  York,  N.  Y.,  assignor  to  Charles  W.  Dcrant. 
of 'the  same  {AacG,— Improvement  in  Iron  Railway  Cars. — Patented  April  24,  160U;  reissued 
October  2,  IHGO;  again  reissued  July  9,  1861. 

Claim. — First,  the  application  and  use  of  corrugated  metal  plates  to  and  in  the  construction 
of  raili  oad  cars  and  other  vehicles,  when  the  said  plates  are  applied  and  used  in  a  single  series 
or  thickness  with  their  cormgations  running  horizontally,  as  set  forth. 

Second,  the  application  and  use  of  corrugated  metal  plates  to  and  for  the  purposes  named. 
when  two  or  more  series  or  thicknesses  of  plates  are  used,  when  the  outer  senos  of  said  plates 
has  its  corrugations  running  horizontally,  as  set  forth. 

Third,  the  application  of  corrugated  metal  plates,  combined  with  and  secured  to  and  upon 
tlio  an^le  irons  a  b  c  d^  for  the  construction  of  the  bodies  of  railroad  cars  and  other  vehi<des, 
as  set  lorth. 

Fourth,  the  application  of  the  said  corrugated  metal  plates  and  angle  irons,  combined  with 
the  trough  irons  E,  as  set  forth  and  for  the  purpose  described. 

No.  1,214.— Alexander  T.  Watson,  of  Castleton,  N.  Y.— Improved  Railroad  Car 
5priH^.— Patented  March  20,  1860;  reissued  July  J6,  1861. 

Claim. — First,  the  manner  of  arranging  and  combining  the  two  spring  blades  B  B',  in 
pairs  of  different  lengths  and  curves,  vertically,  as  described,  so  that  the  curves  of  the  blodeo, 
when  under  pressure,  will  not  be  liable  to  fracture  from  coming  to  too  sharp  an  angle. 

Second,  the  form  of  the  casting  or  frame  A  A,  by  which  the  springs  are  held  in  position  utd 
made  to  operate  in  the  manner  described. 

No.  1,215. — Jefferson  Nash,  of  Janesville,  Wis.,  assignor  to  Himself  and  Alonzo  K. 
CuTTS,  of  the  same  place. — Improvement  in  Grain  Separators. — Patented  Se])tembcr  27, 
J859;  reissued  July  23,  1861. 

Claim. — Fii-st,  the  arrangement  and  combination  of  a  vibrating  lever  E,  the  elbow  crank/, 
and  the  rods  c  and  A,  whereby  the  motion  of  the  shoe  can  be  changed  from  a  longitudinal  to 
a  transverse  direction,  and  vice  versa^  substantially  as  described. 

Second,  making  a  grain  separator  with  apertures  in  its  sides  or  casing  L,  through  which  to 
allow  the  shoe  M  to  vibrate,  substantially  as  and  for  the  purpose  described. 

Third,  giving  a  lateral  body  motion  of  the  entire  shoe  M,  when  constructed  substantially 
as  described,  in  combination  with  a  longitudinal  motion  of  a  screen  H,  substantially  as  and 
for  the  purposes  described. 

Fourth,  finally  the  rod  h,  in  combination  with  sieve  or  screen  H  and  step  I,  for  the  porposs 
of  giving  a  jog  or  slight  up  and  down  motion  as  the  separator  is  operated,  substantially  as 
described. 

No.  1,216— John  Young,  of  West  Galway,  N.  Y.— Improvement  in  Washing  Machines. — 
Patented  September  19,  1848;  reissued  July  30,  1861. 

Claim. — Firsts  the  combination  of  the  rollers  with  the  hinged  platform,  for  the  purpose  of 
rubbing  the  cloth  and  squeezing  the  water  therefrom,  substantially  as  and  for  the  purposes 
described  and  specified. 

Second,  the  employment  and  use  of  elastic  rollers  which  shall  readily  yield  to  any  inequali- 
ties in  the  clothes  passing  through  them,  and  thereby  prevent  injury,  substantially  as  and  for 
thepurpose  specified. 

Tiiircf,  the  employment  of  the  conical  rollers  for  producing  a  rubbing  as  well  as  squeezing 
motion  on  the  clothes  passing  between  them,  whereby  the  operation  of  washing  is  g^reatly 
accelerated,  substantially  as  and  for  the  purposes  described  and  specified. 

No.  1,217.— Hiram  Tucker,  of  Newton,  M&ss.— Improved  Spring  Bed  Bottom. — ^Patented 
July  3,  1855;  additional  improvement  Juno  9,  1857;  reissued  April  5,  1859;  again  reissued 
Augurtt  6,  1801. 

Claim.— A  spring  bed  bottom  constnicted  and  operating  substantially  as  described. 
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No.  l,917J.--RiCHARD  YosE,  of  New  York,  N.  Y,— Improved  Car  5pn«^.-— Patented 
Jnhe5,  18<i";  reissued  August  6,  1881. 

Claim. — Giving  such  a  shape  to  the  metallic  sections,  which  are  interposed  between  the 
elastic  sections  ofthe  improved  car  spriDSTt  as  will  produce  any  desired  number  of  air  cavities 
or  sptices  between  the  bearing  surfaces  ofj^aid  sections,  substantially  as  set  forth. 

Also,  giving  such  a  shape  respectively  to  the  elastic  and  the  inelastic  sections  of  my  im- 
proved cur  spriug  as  will  allow  the  former,  while  under  pressure,  to  yield  freely  at  their  outer 
and  inner  peripherics,  whilst  the  sides  of  the  said  elastic  sections  are  allowed  to  yield  into  air 
cavities  between  the  beonng  surfaces  of  the  unelastic  sections  of  said  spring,  substantially  as 
set  forth. 

No.  1,218.— S.  E.  OviATT,  of  Richfield,  Oh'io.^ Improvement  in  Threshing  Machines.— 
Patented  July  10,  1860;  reissued  August  13,  1861. 

Claim. — First,  the  employment  or  use  of  suction  tubes  or  pipes,  in  combination  with  the 
beater  or  threshing  cylinder  of  a  grain  threshm^  machine,  for  the  purpose  of  receiving  or 
"sucking  in"  the  dust  evolved  during  the  operation  of  threshing  and  discharging  the  same 
at  any  convenient  point,  free  from  the  operators  or  attendants,  when  arranged  and  opemting 
substantiallv  as  set  forth. 

Second,  the  endless  feeding  apron  and  screen  J.  arranged  in  relation  to  the  threshing  cyl- 
inder G,  to  operate  as  and  for  the  purpose  specified. 

No.  l,219.--JosEPU  F.  Pond,  of  Cleveland,  O.— Improved  Washing  Machine.— Faienied 
May  22,  186U ;  reissued  August  13,  1861. 

Claim. — First,  the  adaptation  to  a  common  wash-tub  T  of  a  separate  portable  frame  which 
supports  the  washing  mechanism,  consisting  of  the  upright  pieces  B  B,  the  fluted  roller  R, 
and  yielding  bed  C,  constructed,  arranged,  and  combined  in  tne  manner  and  for  the  purpose 
set  forth. 

Second,  the  obliquely  fluted  spring  bed  C,  in  combination  with  the  fluted  roller  R,  arranged 
and  operating  substantially  as  and  for  the  purposes  specified. 

No.  1,220.— T.  H.  Dodge,  of  Washington.  D.  C,  assignor  of  P.  H.  Keli.s,  of  Adrian, 
•Mich. — Improvement  in  Harvesters. — Patented  March  21,  J854 ;  reissued  August  J 3,  1881. 

Claim. — First,  attaching  the  shoo  which  runs  on  the  ground  and  supportjt  the  heel  of  the 
finger  beam  m  a  mowing  machine  to  the  front  inner  comer  of  the  main  frame,  in  corabina 
tion  with  the  use  and  employment  of  a  single  dnve  wheel,  u  short  finger  beam,  a  hinged 
tongue,  and  a  small  supporting  wheel,  whereby,  as  the  machine  is  advanced,  the  finger 
beam  is  allowed  to  conform  to  the  mequalities  of  the  ground  without  danger  of  diagging  cut 
grass,  substantially  as  described. 

Second,  the  arrangement  with  the  main  frame  of  a  mowing  machine  of  a  hinged  tongue 
and  a  single  mam  jiupportmg  and  driving  wheel  in  such  a  manner  that  the  weight  of  the 
frame  and  the  finger  team  will  prepondoiate  in  front  of  thi-  axis  of  said  wheel,  in  combina 
tion  with  supporting  the  frout  part  of  the  frame  with  a  small  wheel  arranged  to  run  on  the 
ground  cut  by  u  previous  swath  in  range  with  the  heel  of  the  finger  beam,  whereby  the  cut 
ter  will  be  allowed  to  run  close  to  the  ground,  and  yet  the  points  of  the  cutters  and  guards 
prevented  from  being  thrust  into  the  ground  in  passing  over  water  furrows  and  uneven  sur- 
faces, substantially  as  described. 

Thiid,  the  combination,  in  a  mowiug  machine,  of  a  main  frame  of  a  proper  rolling  sup- 

Eort  to  said  frame,  combined,  with  mechanism  for  giving  motion  to  the  cutter,  a  shoit  finger 
cam  having  a  .shoe  which  runs  upon  the  ground  interposed  between  it  and  the  main  frame, 
and  a  hinged  draught  beam  or  tongue,  when  constructed  and  arranged  in  relation  to  each  other, 
so  that  when  the  machine  is  advanced  by  the  team  the  cutter  will  not  only  be  operated,  but 
will  also,  together  with  the  finger  beam,  have  the  capability  of  rising  and  falling  to  conform 
to  the  inequalities  of  the  ground,  independent  of  ine  up  and  down  motions  of  said  rolling 
support  to  the  main  fmme,  while  both  ends  of  main  frame  are  maintamed  in  elevated  posi- 
tions, 80  as  to  be  out  of  the  way  of  cut  grass,  short  stumps,  and  similar  obstructions,  sub- 
stantiallv  as  described 

Fourth,  the  combination  with  the  shoe  which  runs  upon  the  ground  and  supports  the  heel 
of  the  finger  beam  in  a  mowing  machine,  the  cutter  having  the  capabilities  stated  in  the 
third  claim,  of  a  small  guiding,  leading,  or  supporting  wheel, ^whereby  undue  friction  of 
said  shoe  and  finger  beam  upon  the  ground  is  prevented,  and  the  operation  of  the  machine  is 
rendei^  more  uniform  and  easy,  and  a  close  cut  of  stul>ble  insured,  as  described. 

Fifth,  the  combination  in  a  mowing  machine  having  the  advantages  of  an  open  and 
unobstructed  space  and  a  single  drive  wheel,  as  claimed  by  Wm.  F.  l^tclmm  in  his  patent 
of  July  10,  1847,  and  reissued  April  26,  1853,  of  a  small  wheel  or  roller  with  the  heel  of  the 
short  finger  beam  which  is  supported  by  a  single  downwardly  projecting  arm  to  render  the 
action  of  the  machine  more  easv,  and  to  prevent  side  draught  by  oeanng  a  part  of  the  weight 
of  the  finger  beam,  subBtantially  as  described. 

Sixth,  placing  or  arranging  the  shoe  part,  to  which  the- heel  of  the  finger  beam  is  attached 
in  a  mowing  machine,  out  from  and  lower  than  the  front  comer  of  the  main  frame,  in  com- 
bination witk  supporting  it  in  that  position  near  the  ground  from  the  front  of  the  frame,  by 
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means  of  an  npward  inclined  connexion  or  extension  piece,  which  extends  up  from  tbe  beeil 
of  the  finger  beam  and  toward  the  front  of  the  frame  in  a  line  in  range  with  the  finger  beam, 
in  connexion  with  the  use  of  a  hinged  tongue  or  draught  beam,  whereby,  as  the  machine  is 
advanced,  the  front  of  the  frame  is  well  elevated  above  cut  grass  ana  other  obstructions, 
whil*-  the  finger  beam  and  cutters  are  permitted  to  run  close  to  the  ground,  and  are  also 
allowed  to  rise  and  fall  to  conform  to  the  inequalities  in  the  surface  thereof,  and  the  machines 
rendered  of  easy  draught,  substantially  as  described. 

No.  1,221  —Thomas  H.  Dodge,  of  Washington,  D.  C,  assignee  of  Praup  H.  Kells, 
of  Adrian,  Mich. — Improtemcnt  in  Harvesters. — Patented  March  21,  1854,  reissued  August 
13,  1861. 

Claim  — First,  extending  the  rear  end  of  the  shaft  which  operates  the  pitman  and  cutter  of 
a  mowing  machine  back  of  the  rear  end  ol  the  main  frame^  and  providing  it  with  a  small 
pinion  wheel,  in  combination  with  extending  the  rear  end  of  another  shaft  whose  front  end  is 
geared  with  the  driving  mechanism  back  of  ihe  rear  end  of  said  frame,  and  providing  it 
with  H  large  co^  whce  to  ^ear  into  said  pinion  wheel,  whereby,  when  the  machine  is  drawn 
forward,  tt  mpid  motion  ih  imparted  to  the  pii^n  wheel  and  its  shaft  to  operate  tbe  pitman 
and  cutters,  and  whereby  said  rear  gearing  is  brought  near  the  centre  of  ihe  rear  of  the  mar 
chine,  and  in  compact  form  ;  and  also  so  that  -^aid  rear  gears  can  bo  readily  examined  and 
replaced  without  necessarily  lemoving  their  shafts  or  disturoing  the  bearings  thereof. 

Second,  placing  ilic  finger  bar  in  a  mowing  machine  at  tht-  side  of  the  gearing  and  in  front 
of  thf  driving  wheel,  in  combination  with  the  use  of  a  long  eccentric  or  crank  shaft  and  leai 
gearing,  arranged  as  described. 

No.  1,222.— Thomas  II.  Dodge,  of  Washington.  D  C,  assignee  of  Philip  II.  KellI 
of  Adrian,  Mich —Improvement  in  ifarresfers.— Patent  dated  March  21,  1854;  icissued 
August  la,  18G1. 

Claim. — Tht  arrangement  of  the  projecting  or  runner  part  of  the  shoe  with  the  upwardly 
inclined  <-omiexion  and  main  frame,  substantially  as  described,  whereby  free  access  may  be 
had  to  th«-  shoe  in  advance  of  the  frame,  and.  at  the  same  time,  an  open  and  imobstracted 
tpaco  is  left  between  the  heel  of  the  finger  beam  and  the  line  of  draught. 

No  1,223.— Thom.\s  H  Dodue,  of  Washington,  D  C,  assignee  of  Philip  H  Kelia 
•f  Adrian,  Mich. — Improcement  in  Harvesters, — Patented  March  21  ^  1854;  reissued  August 

ja,  i8oi. 

Claun  — First,  forming  or  construiting  the  cutters  in  mowing  machines  separately  in  the 
f««rm  shown  in  Figs  2,  3,  and  4,  of  the  accompanying  drawings,  for  the  purposes  speciuea. 

Second,  th*-  u.»»e  and  employment  in  «  mowing  machine,  ot  a  ser'.os  of  nlotted  fingers,  m 
combination  with  a  .<!eiies  of  cutters  fastened  rigidly  to  their  bar,  in  such  a  manner  hs  to 
leav*^  au  open  space  bctwceu  the  cutten*  lo  faci'.'taie  the  cleaning  of  the  fingers  as  the  cutter 
Mnd  cutter  bar  leciprocato  through  the  slotted  fingers. 

No  1,224.— RUFUS  DuiTON,  of  Dayton,  O.— Improvement  in  Harvesters.— V&tenUid 
Aoril  V7,  J 858;  reissued  August  27.  I8dl 

t :i ft iin.— 'The  concentric  lack  H,  in  combination  with  the  pinion  I,  when  iho  ^ame  nre  re- 
spectively secured  di»-octly  with  the  platform  frame  and  the  axle  of  iho  mam  dnving  wheel  of 
M  haivesier,  without  mtenncdiate  paits,  and  so  that  by  merely  raising  the  platlorm  with  one 
hand  the  adjustment  is  accomplished,  while,  at  the  same  time,  ihi  gear  whce.  and  actuating 
pinion  are  perfectly  meshed  ai  any  position,  substantially  as  tct  !brtn 

Also,  the  hollow  sleovi  or  bore  L,  enciosmg  the  axh-  K  and  forming  the  bearing  of  the 
hub  ol  the  driving  wheel,  when  said  sleeve  is  provided  with  the  face  c,  and  projection  or 
proje»-tions  d,  resting  in  the  slot  h  of  the  plate,  substantially  as  descnbed. 

Also,  in  combination  with  the  sleeve  L  and  the  axle  K,  with  its  pinion  I ;  al**o,  the 
jam  washer  g  and  nut  A,  for  clamping  the  pinion  with  the  plate,  substantially  as  spcafied. 

No  1,225. — John  S.  Harbison,  of  Sacramento,  Cal. — Improvement  in  Beehives.— 
Ptttejiled  January  4,  ]8o9;  reissued  September  3,  1861. 

Clatm. — First,  ihe  adjustable  sectional  comb  liamcs  K,  constnicted  and  arranged  and  sup- 
poi  ted  within  the  hiv*-  &s  described,  so  that  they  may  bo  readily  removed  through  the  side  or 
dnor  thereof,  substantially  as  set  forth. 

Second,  a  separate  store  honey  box  in  the  upper  portion  of  the  hive,  constructed  in  sec- 
tions temporarily  connected  together  m  the  manner  explained  and  for  the  purposes  specified. 

Third,  the  combination  in  a  beehive  of  the  air  chamber  B,  ventilation  passage  w,  dM 
curtain  C,  substantially  as  and  for  the  purpose  set  forth. 

No.  1,286.— Robert  J.  Marcher,  of  New  York,  N.  Y.,  assignee  of  Ira  S.  Barber, 
of  Boston,  Mass. — Improvement  in  Machinery  for  Cutting  Irregular  Forms. — Patented 
May  l.^,  1855;  reissued  September  in,  1861. 

Claim, — The  combination  of  a  fable  or  equivalent  for  rotating  iho  frame  to  be  cut,  sub- 
itantially  as  described,  a  pattern  of  the  general  form  of  the  frame  to  bo  made,  and  two  i^ 
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tat!i](2^  shafts,  each  carrying  a  saiiable  tracer  and  cutter;*,  one  of  the  &aid  Bhafls  Wmg  self- 
adapting  to  the  outer,  and  the  other  to  the  inner  periphery  of  pattern,  substantially  ua  de-  ' 
Bcribcd. 

Also,  the  employment  of  two  sets  of  cutters  on  parallel  shafts,  so  mounted  that  the  dis- 
tance between  the  two  shafts  shall  be  self-adapting,  substantially  as  and  for  the  purpose 
specified,  in  combination  with  a  pattern  and  tracers,  or  equivalent  means  lor  determining  the 
oval  or  other  general  form,  as  t>ct  forth. 

Also,  arranging  two  cutter  and  tracer  shafts  on  oppasite  sides  of  the  axis  of  the  rougk 
frame,  and  one  on  the  outside,  and  the  other  on  the  inside  of  such  frame,  substantially  as  and 
for  the  purpose  specified. 

No.  1,227. — Henry  B.  Myer,  of  Cleveland,  O. — Improvement  in  Converting  Railroad 
Car  Seats  into  Bcd^f  or  Lounges, — Patented  September  19,  1854;  leissucd  May  3,  1859; 
again  reissued  October  fi,  J8:>1. 

Cloim. — First,  the  forming  of  berths  in  raihoad  cars  by  means  of  the  backs  of  the  trans- 
ver.so  .seati,  substantially  as  described. 

Second,  the  forming  of  berths  in  rallroa;^  car-  by  means  of  the  transver>e  seats  in  combi- 
nation with  corresponding  supplementary  cushioned  or  uncushioned  frames,  or  their  tquiva- 
lents,  to  fill  up  the  spaces  between  the  transverse  seats,  substantinlly  as  described. 

No.  1,228.— Bridget  Leonard,  of  Kenosha.  Wis.,  administratrix  of  Andrew  Leonard, 
decea-ed. — Improved  Mode  of  Casting  Seamlas  Skeins  for  Wngons. — Patented  FebiTiary 
24,  .857 ;  reissued  Jul}'  i^,  1858;  again  reissued  October  8,  18til. 

Claim, — First,  the  manner  substanlially  as  herein  described  of  producing  the  core  I,  which 
gives  the  internal  form  of  the  ax!o  skein,  and  that  part  of  the  mould  which  gives  the  external 
lorm.  ot  J  he  but  thereof. 

Second,  the  manner  substantially  as  herein  described  of  producing  that  part  of  the  mould 
which  gives  iho  external  form  of  the  weanng  pait  of  the  thimble  skein. 

Thi  d.  the  manner  substantially  as  he:-ein  described  of  producing  an  unbroken  impression 
in  sand  (^f  the  oxtomal  shoulder  a  of  the  axle  .<keln 

Four.h,  the  manner  subotantially  as  herein  described  of  uniting  the  base  of  the  green- 
eand  core  with  the  lower  section  of  the  sand  mould,  which  gives  the  external  form  to  the 
thimble  skein 

Fifth,  the  manner  substantially  as  heroin  described  of  holding  in  true  position,  or  centering 
the  green  sand  cores. 

I  Six^h,  the  manner  substantially  as  hoioin  described  of  producing,  as  a  whole,  a  sand  mould 
which  (urns  out  in  the  one  operation  of  casting  a  finished  seamless  and  shouldered  cast 
thimble  skein. 

No  1 ,229  —Bridget  Leonard,  of  Kenosha.  Wis.,  administratrix  of  Andrew  Leonard, 
docea-.cd  -  Improvement  m  Cabt  ^eajnless  Thimbh  Skeins  for  Wagons. — Patented  February 
24,    8. »7 ;  reissued  July  j7,    858;  again  reissued  October  8,  1861. 

Claim  — A  cast .  eamlcss  thimble  skein,  substantially  such  as  specified,  which  is  not  made 
scaiii.ess  by  filmg,  turniag,  or  otherwise  being  manipulated  with  after  it  leaves  the  mould. 

No  1,*^30.— A.  V.  BiANrii^RD,  J.  D.  Blanchard,  and  Franklin  Blanchard,  of 
Palmer,  Mass.,  assignees  of  G  C  Howard,  of  Hardwick,  Mass. — Improvement  in  Spade, 
Shovel,  or  Dung-Fork  Handles. — Patented  July  Jl,  1857 ;  reissued  October  22,  l8(il. 

Clatm  —A  handle  lor  thovols  and  Bimiar  or  analogous  implements,  having  its  eye  b  and 
holder  B  Tomied  by  splitting  or  sawing  longitudinally  for  a  nuitabie  distance  the  end  of  the 
bar  A,  and  hen  bending  ihn  parts  or  arms  /«  a  formed  by  the  split  or  kerf  in  the  form  of  a 
fork,  and  secunng  the  ho  der  b  in  any  suitable  way  between  thf  parts  or  arms  a  a,  whereby  a 
new  and  improved  article  of  manufacture  is  obtained  for  the  purpose  specified. 

.    No    1,231.— Cancelled. 

No.  1,232.— Cancelled. 

No  1, 233. —Wait  T.  Huntington  and  Hervey  Platts,  of  Ithaca,  N.  Y.,  assignees  ef 
EuoENE  M.  Muc  and  Jambs  K.  Mdc,  of  the  same  place. — Improvement  in  Calendar  Clocks, — 
Patented  January  31,  1660;  reissued  October  29,  1861. 

Claim, — First,  the  employment  in  a  calendar  clock  of  a  year  wheel  K  and  a  detached  leap- 
year  wheel  L  applied  to  rotate  about  separate  fixed  axis,  and  combined  and  operating  together 
snbstantiall  V  as  specified. 

Second,  the  combination  of  the  year  wheel  K,  detached  leap-year  wheel  L,  detent  J,  and  a 
day-of-t he-month  wheel  F,  of  the  construction  described,  the  whole  operating  together  stib- 
stantially  as  set  forth. 

No.  1,234.— E.  A.  Tuttlf,  of  Brooklyn,  N.  Y.— Improvement  in  Registers  and  Ventila- 
tors,— Patented  June  19,  1856;  reissued  November  12,  1861. 

Claim. — ^The  construction  of  the  valves  and  plates  with  pins  or  projections  arranged  ftd 
operate  together,  substantinliy  as  shown  and  described,  without  the  use  of  any  intervening 
parts  or  pieces,  as  set  forth. 
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No.  1,235.— Wendell  WRiGirr,  of  New  York,  N.  Y .—Improvement  in  Friction  Clutches. — 
Patented  June  15,  J 852;  reissued  November  J 9,  J 861. 

Claim. — First,  operating  the  friction  segments  to  bring  them  into  and  out  of  contact  with 
the  inner  periphery  of  the  pulley  by  means  of  a  connexion  with  a  sleeve  E  sliding  lon^tu- 
diually  upon  tlie  shaft  ot  the  pulley,  substantially  as  described. 

Second,  so  applying  the  friction  segments  in  combination  with  the  shafl  hand  pulley  that 
the  centnfngal  force  developed  in  the  segments  by  their  rotary  motion  shall  be  allowed  to  force 
them  outward  against  the  inner  penphery  of  the  pulley,  and  so  be  productive  of  friction  be- 
tween the  segments  and  pulley,  and  made  instrumental  in  or  accessory  to  the  transmission  of 
rotary  motion,  substantially  us  described. 

No.  1,236.— Dennis  G.  Littlefield,  of  Albany,  N.  Y.— Improvement  in  Base  Burning 
Stove. — Patented  January  24,  1854;  reissued  November  19,  1861. 

Claim. — In  a  stove  which  discbarges  the  products  of  combustion  into  a  flue  or  space  exter^ 
nal  to  the  room  in  which  the  stove  is  situated,  an  organization  which  temporarily  confines 
the  gahes  in  a  coal  supply  chamber  or  pot,  then  ignites  them  above  the  base  of  the  grate  and 
passive  them  through  an  unintemiptcu  opening  or  openings  extending  up  from  the  OTate  to 
the  closed  sides  or  portion  of  the  coal  supply  chamber  and  bums  them  in  a  space  or  chamber 
laterally  to  the  coal  supply  chamber  or  pot,  then  circulates  the  spent  gases,  or  a  portion  of 
them,  over  the  top  of  the  coal  supply  cnamber  or  pot,  and  then  discharges  them  into  and 
through  a  smoke  liue  passage,  substantially  as  described. 

No.  1,237.— Dennis  G.  Littlefield,  of  Albany,  N.  Y.— Improvement  in  Bate  Burning 
5<orM. —Patented  January  24,  I8.'')4;  reissued  November  19,  18til. 

CVotm.— First,  tho  vertical  wedge-shaped  passages  between  the  gjate  bars  of  the  fire  pot, 
•Qbstantiallv  as  described. 

Second,  the  employment  of  a  grated  fire  pot  forming  a  downward  continuation  of  a  coal 
•apply  pot,  in  combination  with  a  gas-consuming  chamber  or  flue  between  tho  outer  case  and 
the  connected  fire  and  coal  supply  pot  and  an  externally  discharging  spent-gas  pipe,  substan- 
tially Hs  and  for  the  purpose  set  lorth. 

Third,  an  illuminated  exterior  wall  M,  in  combination  with  a  coal  supply  chamber  and  an 
intermediate  gas-consuming  chamber,  substantially  as  described. 

No.  1,238.— J.  8.  Smith,  of  New  York,  N.  Y.— Improvement  in  Epaulets.— Vatenidd  April 
12,  ia'>9;  reissued  November  26,  1861. 

Claim. — The  conntruction,  arrangement,  and  combination  of  epaulets,  substantially  as  de- 
scribed, the  same  consisting  ot  the  I'ollowing  three  elements  combined  : 

Firiit,  a  shell,  or  epaulet  proper,  with  its  usual  appliance  or  appliances  for  its  attachment  to 
the  coat. 

Second,  a  bullion,  or  fringe,  permanently  attached  or  secured  to  a  frame,  plate,  or  what  is 
termed  an  adjuster;  and 

Third,  a  mechanical  device  for  holding  the  said  frame,  plate,  or  adjuster  within  the  shell' 
substantially  in  the  manner  und  for  the  purposes  set  forth. 

No  1,239— Edw.\rd  Lvnch,  of  Washington,  D.  C— Improvement  in  Steam  Engines.-- 
Patented  April  12,  1859;  reissued  December  .«,  1861. 

Claim. — First,  the  arrangement  oi  the  several  parts  of  tho  engine  in  their  relation  to  each 
other,  and  to  the  proper  shaft,  as  set  forth. 

Second,  constructing  the  connectiag  rod  of  one  of  tho  crank.4  or  cross-heads,  in  the  manner 
descnbed,  so  as  U>  allow  ol  its  surrounding  the  propeller  shaft,  as  described. 

Third,  acting  upon  the  condensing  water  and  tho  water  of  condensation,  or  using  the  oppo- 
site eud>  of  the  same  double-acting  pump  for  the  air  pump,  and  for  the  circulating  pump  of  * 
surface  condenser :  that  is,  one  end  for  the  air  pump  and  one  for  the  circulating  pump,  sub- 
stantially as  described.  * 

No  1,240.— Samuel  Pierce  of  Troy.  N.  Y.,  assignor  to  Johnson  &  Cox,  of  same  place, 
assignors,  through  mesne  assignments,  to  Samuel  Pierce,  aforesaid. — Improvement  in  Cook- 
ing Stores.— PeLXeiitei\  December  6,  1845;  reissued  April  12,  i84T,  aijd  July  31,  1847,  and 
extended  hcven  years  December  6,  1 87)9,  and  again  reissued  December  li,  1861. 

Claim.  —The  extending  of  the  front  lower  part  of  tho  oven  under  the  fire  grate  a'  by  means 
of  the  said  plate  6,  substantially  as  and  for  the  purposes  described  and  set  iorth. 

No.  1,241.— Samuel  Pierce,  of  Troy,  N.  Y.,  assignor  to  Johnson  &  Cox,  of  same  place, 
assignors,  through  mesne  assignments,  to  Samuel  Pierce,  aforesaid. — Improvement  in  Cook- 
ing Stores.— Vaiented  December  6,  1845;  reissued  April  12,  1847,  and  July  31,  1847,  and* 
extended  seven  years  December  6,  1859 ;  again  reissued  December  3,  1861. 

'  laim. — Firat,  the  arrangement  of  the  parts  by  which  the  fire  is  supplied  with  heated  air 
by  its  passage  through  the  apertures  in  the  front  plate  or  doors,  and  against  the  said  plate  * 
in  fruiit  und  down  (he  ftont  suifnce  of  which  it  must  pass  on  its  passage  to  the  under  part  of 
the  srtid  fi.e  chamber,  and  through  the  fire  grato  a'  into  the  fire,  substantially  as  and  for  the 
purposes  described  and  set  forth. 
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Second,  the  making  of  the  top  of  ovens  of  cooking  stoves  of  fire-brick  or  other  earthy  sub- 
stance, when  this  is  combined  with  a  stove  in  which  the  products  of  combustion  from  the  fire 
chamber  pass  first  over  the  top  of  the  oven,  substantially  as  described,  whereby  the  heat  in 
the  oven  is  equalized,  and  the  vapors  or  ga^es  evolved  in  the  oven  are  absorbed  and  carried 
off,  as  described. 

No.  1,242.— W.  O.  Grover,  of  Jamaica  Plain,  Mass.,  and  W.  E.  Baker,  of  Boston, 
Mass.,  assignors  to  Grover  &  Baker  Sewing  Ma<:h[NE  CoMVASY.—Tmprovement  in  Seto 
ing  Machines, — Patented  February  11,  1851 ;  reissued  Jime  15,  1858;  again  reissued  Decem- 
ber 3,  1861.  . 

Claim. — In  combination,  first,  an  eye-pointed  needle,  which  descends  and  carries  its  thread 
through  the  material  supported  on  a  table ;  second,  a  table  which  supports  the  material  hoq- 
zontally  below  the  neecfle  and  above  a  thread-carrier ;  third,  a  thread-carrier  below  the  table 
carrying  a  thread  which  is  not  passed  through  the  material,  operating  together  substantially 
as  set  forth,  in  a  machine  making  the  double-looped  seam  described. 

Second,  in  combination,  first,  a  horizontal  table  or  support ;  Becond,  a  feeding  apparatus ; 
third,  a  stitching  apparatus;  each  having  the  distmgmsning  characteristics  specified,  ana 
operating  substantially  aa  set  forth,  "to  make  the  double-looped  seam  described. 

No.  1,2421.— S.  B.  Sexton,  of  Baltimore,  ^di.—Improttment  in  Srorw.— Patented  April 
19,  1859;  reissued  December  3,  1861 ;  again  reissued  December  10,  1861. 

Claim. — A  fuel  supply  chamber  suspended  within  or  above  the  fire  box,  with  its  lower  end 
out  of  contact  with  the  latter,  by  connexions  which  shall  be  out  of  contact  with  the  burning 
fuel,  and  shall  permit  the  free  circulation  of  gases  around  and  above  the  supply  chamber. 

Also,  a  cold-air  chamber,  combined  in  any  manner  substantially  as  described,  with  a  fuel- 
supply  chamber  so  applied  as  to  permit  the  passage  of  the  products  of  combustion  around  and 
above  it. 

Also,  the  combination  of  the  main  chamber  A,  fael  chamber  H,  flues  C  B  E  B'  D,  and 
damper  6,  arranged  and  operating  substantially  as  explained. 

No.  1,243. — C.  AuLTMAN  and  L.  Midler,  of  Canton,  O. — Improvement  in  Mowing  Mm- 
chines. — Patented  July  17,  1856;  reissued  July  39,  18r»9;  again  reissued  December  H»,  1861. 

Claim. — Mounting  the  two  driving  wheels  and  one  main  gear  wheel  upon  a  common  axle, 
in  combination  with  a  ratchet  wheel  for  each  driving  wheel,  each  ratchet  wheel  fitted  with  a 
pawl  that  can  be  made  to  stand  in  or  out  of  gear  with  the  ratchet  teeth  at  will,  the  whole 
arranged  and  operatitig  substantially  as  described. 

No.  1,244. — C.  AuLTMAN  and  L.  Miller,  of  Canton,  O. — Improvement  in  Mowing  Ma- 
chines.— Patented  July  17,  1850;  reissued  July  19,  1859;  again  reissued  December  10,  1861. 

Claim. — In  combination  with  a  hinged  finger  bar  and  cutter  a  stop  which,  w^hen  the  finger 
bar  is  raised  up,  will  prevent  the  cutter  from  dropping  out  of  its  bearings,  substantially  as 
described. 

No.  1,245. — J.  n.  Landell,  of  Newark,  N.  J. — Improvement  in  Tent  Fixtures. — Patented 
June  4,  3861 ;  reissued  December  17,  1861. 

Claim. — First,  the  combination  of  the  conical  ferrule  with  the  rings,  or  either  of  them,  in 
the  manner  described. 

Second,  constructing  the  tripod,  which  supports  the  tent  pole  of  a  ring  of  sufficient  diameter 
to  receive  the  ferrule  of  the  lower  end  of  the  polo,  and  having  legs  attached,  in  the  manner 
described.  '^ 

Third,  the  combination  of  the  tripod,  constructed  as  described,  with  the  ferrule  fitted  on  the 
lower  ends  of  the  tent  pole,  in  the  manner  described. 

No.  3,246.— George  Wood,  John  Kino,  and  Wilijam  Lawrence,  of  Philadelphia' 
Pa.,  assignees  of  said  Wood  and  KiSG.— Improvement  in  Dredging  Crane. — Patented 
November  9,  1858;  reissued  December  17,  1861. 

Claim. — First,  the  two  barrels  K  K,  hung  to  the  shaft  J,  in  combination  with  the  clutch 
M,  or  its  equivalent,  the  whole  being  arranged  on  the  deck  of  a  vessel,  and  operating  sub- 
stantially as  set  forth,  for  the  purpose  specihed. 

Second,  in  combination  with  the  aforesaid  barrels  and  clutch,  or  its  equivalent,  the  posts  D 
and  D',  each  having  a  pulley  a  and  a  movable  jib  K,  with  pulleys  H  and  G  arranged  in 
respect  to  the  opposite  sides  of  the  vessel,  substautially  as  specified. 

Third,  the  carrier  F,  with  its  pulley  jCr,  and  its  hollow  stem,  as  arranged,  to  turn  in  the 
socket  in  the  end  of  the  jib,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  1,247. — A.  A.  HoTrHKiss,  (administrator  of  Andrew  Hotchhiss,  deceased,)  of  Sharon, 
Conn. — Improvement  in  Projectiles  for  Bifled  Ordnance, — Patented  October  16, 1855;  reissued 
July  2,  1861 ;  again  reissued  December  24,  1861. 

Claim. — First,  constructing  a  projectile  in  throe  parts,  one  of  them  of  flexible  or  plastic 
material,  in  the  form  of  a  ring,  interposed  between  the  other  two  parts,  ibrmed  of  a  narder 
material,  and  so  arranged  that  in  the  act  of  loading  or  firing,  or  of  W^t  the  resistanco  or  the 
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explosive  ciToct  of  tlie  powder,  acting  on  a  larger  sectional  area  of  the  part  E  than  the  ?ection 
of  the  ring  C,  shall  cause  the  latter  to  be  so  expanded  or  distended  that  it  shall  take  the  ina- 
pression  of  the  grooves,  and  bo  made  to  fit  the  bore  of  the  gun,  as  described. 

Second,  locking  or  securing  the  expansive  material  to  the  body  of  an  expansive  projectile 
by  means  of  one  or  more  lips  or  projections  extending  outward  from  the  body  of  the  shot  into 
corresponding  recesses  in  tuo  expansive  material,  as  at  f,  or  of  one  or  more  grooves  or  recesses 
in  the  body  receive  internal  lips  or  projections  from  the  expansive  mateiial,  as  at  c  or  t' . 

Thiid,  the  tail  piece  for  securing  the  cjip  to  the  body  of  the  shot,  and  as  a  guide  to  the  cap 
in  its  forward  motion,  in  the  manner  desciibcd. 

No.  1,248. — C.  M.  WiLKlxs,  of  West  Andover,  Ohio. — Improvement  in  Cheese  Vats. — 
Patented  November  22,  IHoO;  reissued  December  24,  ItSol. 

Clfiim. — First,  the  arrangement  of  the  pipe  W,  heater  F,  and  chamber  L,  substantially  as 
and  for  the  purpose  speciiieS. 

Second,  the  combination  of  the  valve  N,  arm  M,  to  which  it  is  attached,  and  the  lever  R, 
arranged  for  operating  substantially  as  shown,  and  for  the  purpose  described. 

Third,  arrangmg  either  or  both  of  the  valves  N  and  O,  in  combination  with  their  respective 
*  >t\s  over  the  fire  box  of  the  heater,  substantially  as  and  for  the  purpose  speci6ed. 

h^ourth,  the  use  of  the  truss  braces  J  J  J,  in  the  manner  and  for  the  purpose  described  and 
Bbovvn. 

No.  1,249.-1.  P.  Frink,  of  Newark,  N.  J ,—lmprotement  in  iiJr/7ecfor».— Patented  April 
17,  JKJO;  reissued  December  24,  18G1. 

f/tfiwi.— First,  the  employment  of  an  oblong  pyramidal  reflector,  lined  with  glass  or  other 
diay»hanuous  material,  pubstantially  as  shown  and  described. 

Second,  the  combination  of  the  cover  B  with  a  pyramidal  reflector,  substantially  as  shown 
and  descnbed. 

Thud,  thf  combination  of  the  Hinged  adjustable  section  C  with  a  pyramidal  reflector,  sub- 
etantmlly  as  shown  and  described. 

>  ourth,  the  combmaiion  of  the  beads  b  b'  with  a  pyramidal  reflector,  substantially  as  shown 
and  described. 

Fifth,  the  combination  of  the  cover  B  and  hinged  adjustable  section  C  with  a  pyramidal 
reflector,  with  or  without  the  beads  b  b\  substantially  as  shown  and  described. 

No  1,25'J.— CvRRNrs  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y.,  assignee  to  R.  T.  Osgood. 
of  Orlaud,  Me.  Iwprorcment  in  Grain  and  Grass  Harvesters. — Patented  February  17, 
I85',i;  reissued  December  Vi4,  1861. 

(7aim.  — First,  two  independent  driving  and  snpporting  wheels  on  a  common  axle,  carry- 
ing a  lectangulnr  mam  liame  located  between  said  wheels,  and  suspended  from  and  nearly 
baltinced  on  said  axle,  ui  combination  with  the  cutting  apparatus  hinged  to  said  main  frame, 
subbtantialiy  as  described, 

Al-o,  balancing  the  main  fmme,  and  mounting  the  two  driving  and  one  main  gearwheel  on 
a  common  axle,  in  combination  with  a  ratchet  wheel  for  each  diiving  wheel  rigidly  affixed  to 
thf  axle,  t-ach  driving  wheel  carrying  a  pawl  that  wiil  stand  in  gear  with  its  ratchet  wheel 
when  the  machine  is  advanced,  and  out  of  gear  when  the  machine  is  backed,  substantioliy 
as  set  forth  and  descr'bed. 

Also,  the  down  hangers,  as  points  of  attachment  for  the  hinges,  and  to  bring  the  hinges 
beUiw  the  main  frame,  substantially  as  descnbed. 

Also,  aiTangIng  the  hinges  by  which  the  finger  beam  is  connected  to  the  main  frame,  and 
thus  advanced  over  the  giound,  on  opposite  sides  of  the  centre  of  motion,  and  at  opposite 
ends  ol  the  main  frame,  substantially  as  and  for  the  pumose  set  forth. 

Also,  giving  the  hinges,  by  which  the  finger  beam  is  thus  connected  and  advanced  over  the 
ffround,  a  common  centre  or  axis  of  motion,  though  located  at  opposite  ends  of  the  main 
flume,  substantially  as  dc«^cribed. 

Also,  so  connecting  the  cutters  with  the  crank  that  four  vibrations  of  the  cutters  will  be 
given  for  every  singe  revolution  of  the  crank,  substantially  as  described. 

Also,  in  combination  with  the  two  independent  driving  wheels  and  a  hinged  cutting  ap- 
paratus, a  balance  when  ],  to  equalize  the  motions  ot  the  cutlers,  and  give  steadiness  of  motion 
to  the  gearing,  substantially  as  descnbed. 

Also,  the  combination,  in  a  haiTcsting  machinCj  substantially  as  described,  of  a  hinged 
tongue,  the  main  frame,  two  main  supporting  wheels,  and  the  hinged  cutting  apparatus,  for 
the  puii)ose  set  forth. 

Also,  in  combination  with  a  finger  beam,  an  adjustable  sole,  substantially  as  describeil. 

Also,  in  combination  with  a  finger  beam  and  an  adjustable  sole,  a  lever,  so  arrangi*d  that 
the  driver  can  by  it,  when  in  his  seat,  and  with  the  machind  in  motion,  raise  or  depress  the 
cutting  apparatus  at  pleasiu-c,  substantially  as  and  for  the  purpose  described. 

No.  1,251.-— CvRENis  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y.,  assignee  to  R.  T.  Osgood, 
of  Oilund,  Me. — luiprotcmcfd  in  Grain  and  Grass  JIarcesters. — i*atented  February  17, 
1^52;  reissued  December  24,  1801. 
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C/fli«.— First,  the  combinution  with  tho  muin  frame  of  two  independent  driving  wheels 
and  ii  hiaged  cutting  apparatus,  whereby  the  cutters  tue  kept  in  operation  when  the  machine 
is  turned  either  lo  the  right  or  left,  and  tho  cutting  apparatus,  or  either  end  thereof,  is  fitjo  to 
conloiiii  to  the  inequalities  of  the  ground,  independent  of  the  up  and  down  motions  of  tho 
driving  wheels,  substantially  as  described. 

Second,  the  combination  in  a  mowing  machine,  in  tho  manner  set  forth,  of  tho  following 
elen;euts,  viz:  a  hingjed  tongue  to  draw  and  steady  tho  machine,  a  frame  to  cairy  and  sup- 
port the  A'iver  and  gearing,  two  independent  driving  and  supporting  wheels  to  carry  the 
frame  and  give  motion  to  the  cutters,  and  a  short  finger  bai*  so  hinged  to  the  main  frame  that 
its  progressive  movement  over  the  ground  wili  be  controlled  by  the  main  frame,  and  the  up- 
ward and  downward  movements  of  the  entire  linger  beam,  or  of  either  end  thereof,  independent 
of  the  other  end,  by  the  undulations  oH  the  ground  over  which  it  is  di-awn,  substanliaJy  as 
described. 

Third,  arranging  the  hinges,  by  which  the  finger  beam  is  connected  to  tne  main  frame  and 
advanced  over  the  ground,  above  the  plane  of  cutters,  substantialiy  as  and  for  the  purpose 
described. 

Fourth,  in  combination  with  the  main  frame  and  finger  beam,  so  arranging  the  coupling 
arm  Y  that  while  that  end  carrying  the  beam  can  be  brought  close  to,  so  as  to  permit  the 
finger  beam  to  travel  on  the  ground,  its  other  end,  together  with  the  hinges,  will  be  carried 
above  tho  ground,  and  free  of  obstructions,  substantialiy  as  def^cribec^. 

Fifth,  in  combination  with  the  main  frame,  and  its  supporting  wheels,  tho  hinged  cutting 
apparatus  located  on  one  side  of  the  centre  of  motion,  and  the  gearing  located  on  tho  opposite 
Bide  tliercof,  substantially  as  and  for  the  purpose  set  forth. 

Sixth,  in  combination  with  the  main  frame,  mounted  on  two  independent  driving  and  sup- 
porting wheels  and  a  hinged  cutting  apparatus  connected  with  the  haid  main  frame,  a  seat  for 
the  driver,  so  located  that  the  cuttera  will  travel  in  advance  of  the  driver,  substantially  as  abd 
for  the  purpose  set  forth. 

No.  1,252.— Cyrenus  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y.,  assignee  of  R.  T.  Osgood, 
of  Orland,  Me. — Improvement  in  Grain  and  Grass  Harvesters, — Patented  Febiiiary  17, 
185'-i;  reissued  December  iM,  1861. 

Claim. — First,  a  hinged  finger  beam,  so  connected  to  or  with  the  main  frame  that  while  it 
receives  its  advancing  movements  from  the  main  frame  it  will,  in  its  upward  and  downward 
movements,  conform  to  tho  surface  of  the  ground  over  which  it  passes,  substantially  as  set 
forth. 

Second,  in  combination  with  tho  main  frame  and  finger  beam,  the  intermediate  hinged 
coupling  arm,  whereby  tho  progressive  movements  of  the  finger  beam  and  cutters  shall  be 
controlled  by  the  main  frame,  while  in  their  upward  and  downward  movements  they  may 
conform  to  the  undulations  of  the  ground  over  which  they  pass. 

Thud,  the  short  finger  beam  in  combination  with  the  intermediate  hinged  coupling  arm, 
substantially  as  described. 


DESIGNS. 


No.  1,366.— Robert  Allan,  of  Camden,  N.  Y.,  assignor  to  A.  Smith,  of  West  Fann, 
N.  Y. — Design  for  Carpets. — Patent  dated  February  5,  1861. 

Claim, — The  combination  and  arrangement  of  tho  devices  as  described  and  represented  in 
tho  drawings,  as  a  new  design  for  carpets. 

No.  1,367.— Elemir  J.  Ney,  of  Lowell,  Ma*<s.,  assignor  to  Lowell  Manufacturino 
Company,  of  s^ame  place. — New  Pattern  for  Carpets. — Patent  dated  February  5,  1861. 
Claim. — Tho  design  or  pattern  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,368.— Elemhi  J.  Ney,  of  Lowell,  Mass.,  assignor  to  Lowell  Manufactltiino 
Company,  of  same  place. — New  Pattern  for  Car^c/s.— Patent  dated  Febmaiy  5,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics,  tis  set  forth. 

No.  1,369.— Joseph  D.  Warren,  James  B.  Scofield,  I.^aac  Wardweix  and  Augus- 
tus T.  Jones,  of  Stamford,  Conn.— Design  for  Stores. — Patent  dated  February  5,  1861. 

Claim. — The  form,  configuration  and  arrangement  of  the  raised  figures  and  beads,  aa 
described. 

No.  1,370.— Henry  G.  Thompson,  of  New  Yorlc,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Ctfr/?f^— Patent  dated  February  12,  J861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  tAvo-ply 
ingrain  or  other  carpeting,  in  the  form  yimilar  to  ,tho  drawings  accompanying  the  specifi- 
cation. 
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No.  1,371.— Henry  G.  Thompsox,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Design /or  a  C'arpc/.— Patent  dated  February  12, 1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  three-ply 
ingrain  or  other  carpeting,  in  the  form  sunilar  to  the  drawings  accompanying  the  specin- 
cation. 

No.  1,372.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  IVbruafy  12,  1861. 

Claim. — ^I'hc  configuration  of  the  design,  when  made  by  being  inwrought  into  three-ply 
ingrain  or  other  carpeting,  in  the  rorm  similar  to  the  drawings  accompanying  the  specifica- 
tion. 

No.  1,373.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Ilartlord,  Conn. — Design  for  a  Carpet.— Vatent  dated  February  12, 1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  three-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanymg  the  specifica- 
tion. 

No.  1,374.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet.— Patent  dated  February  12, 1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  three-plr 
Ingram  or  other  carpeting,  in  the  form  sunilar  to  the  drawings  accompanying  the  spocm- 
cation. 

No.  1,375.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carocf.— Patent  dated  February  12,  1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  three-plr 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  spedn- 
cation. 

No.  1,376.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignortothe  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Design  for  a  Cflrpc^— Patent  dated  February  12,  1861. 

Claim. — The  configuration  of  the  design,  when  niaae  by  being  inwrought  into  three-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  1,377. — Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pei'  Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  February  12,  1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  two-plr 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  spocin- 
cation. 

Nt».  1,378.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  ot  Hartford,  Conn. — Design  for  a  Carpel.— Patent  dated  February  12,  1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  two-plr 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  speon 
cation. 

No.  1,379.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Design  for  a  Carpcf.-Patent  dated  February  12,  1861. 

C/c/i/rt.— The  configuration  of  the  design,  when  made  by  being  inwrought  into  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  I,'.i80.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignortothe  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Z>csi^n  for  a  Cflr»e<.— Patent  dated  February  12,  1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  two-ply- 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  di'awings  accompanying  the  specin- 
uation. 

No.  1,381.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— /)csi^n /or  a  C'arpft.— Patent  dated  Februarj'  12,  1861. 

Claim. — ^The  configuration  of  the  design,  when  made  by  being  inwrotight  into^  two-ply- 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  1,382.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  a.'ssignor  to  the  H.uitfo:id  Car- 
pet Company,  of  Hartford,  Conn. — Design  fora  Carpet.— Fatent  dated  February  12,  1861. 

Claim. — Tho  configuration  of  the  design,  when  made  by  being  inwrought  into  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 


Digiti 


zed  by  Google 


COMMISSIONER   OP   PATENTS.  657 

No.  1,383.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assizor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Design  for  a  Carpet.— Paient  dated  February  l5>,  1861. 

Claim. — The  confi^ration  of  tbe  design,  when  made  by  being  inwrought  into  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specin- 
cation. 

No.  1,384.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Design  for  a  Carpct.-Fixteni  dated  Februaiy  12,  J  861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompan^'iug  the  specin- 
cation. 

No.  1,385.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.— Design  Jor  a  Carpet.— Patent  dated  February  12,  lt*61. 

Claim. — ^Tho  configuration  of  the  design,  when  made  by  being  inwrought  into  two-pljr 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  spocin- 
cation.  ^ 

No.  1,386.— John  Long,  of  Massilon,  Ohio.— Design /or  Cooking  5<orM.— Patent  dated 
February  19,  1861. 

Claim. — The  combination  and  arrangement  of  the  described  shapes,  figures,  ornaments 
and  mouldings,  in  a  design  for  cooking  stoves,  as  represented  in  the  drawings. 

No.  1,387.— Sampson  Haineman,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Julius 
NE«iHnoL'R,  of  same  place. — Design  for  a  Trade-Mark. — Patent  dated  February  26,  1861. 

Claim. — The  picture  or  figure  to  bo  used  as  a  trade-mark,  and  designed  as  described, 
with  the  words  *' Magnesia  Green"  associated  therewith,  as  described. 

No.  1,388.— N.  S.  Vedder,  of  Troy,  N.  Y.— Design  for  a  Cook  5<orc.— Patent  dated 
March5,  1H61. 

Claim. — The  ornamental  design  aud  configuration  of  cook  stove  plates,  such  as  described. 

•  No.  1,389.- N.  S.  Vedder  and  E.  Ripley,,  of  Troy,  N.  Y.,  assignors  to  N.  S.  Vedder, 
of  same  place. — Design  for  a  Stove. — Patent  dated  March  5,  1861. 

Claim. — The  ornamental  design  and  configuration  of  stove  plates,  such  as  described. 

No.  1,:^).— E.  C.  Brewster,  Bristol,  Conn.— Design  for  a  Clock  Case.— Patent  dated 
March  19,  1861. 

Claim. — The  design  for  a  clock  case,  as  illustrated  and  set  forth. 

No.  1,391.— Jamei  Horton  and  John  Martino,  of  Philadelphia,  Pa.,  assignors  to  D. 
Sti'art  and  R.  Peterson,  of  same  place. — Design  for  Plates  of  a  Cooking  Stove. — Patent 
dated  March  19,  1861. 

Claim. — The  combination  and  arrangement  of  the  oniamental  figures  and  forms  repre- 
sented in  and  by  the  drawing,  forming  together  an  ornamental  design  for  the  front,  side 
and  back  plates  of  a  cooking  stove. 

No.  1,392.— Elias  Ingraham,  of  Bristol,  Conn.— De5i^n  for  a  Clock  Case  Front. — 
Patent  dated  March  19,  1^61. 

Claim. — The  design  and  arrangement  of  the  projecting  surface  A,  and  the  half  bead  B, 
for  clock  case  fronts,  in  the  manner  as  described  and  represented. 

No.  1,393.— Eleahr  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Maxufacturins 
Company,  of  same  place. — Design  for  Carpets. — Patent  dated  March  19,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,394.— ElemirJ.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company,  of  same  place. — Design  for  Carpets. — Patent  dated  March  19,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,395.— ElemhiJ.Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company,  of  same  place. — Design  for  Carpets. — Patent  dated  March  19,  186L 
Claim. — The  design  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,396.- A.  C.  Barstow,  of  Providence,  R.  I.— Design  for  Base  for  Parlor  Stoves,— 
Patent  dated  March  26,  1861. 

Claim. — The  new  design  for  base  for  parlor  stoves,  having  the  general  ornamental  form 
and  configuration,  as  described  and  represented.     * 
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No.  1,397.— N.  S.  Vedder,  of  Troy,  N.  Y.,  assignor  to  IXGRAnAM  and  PniLUPS,  of  same 

?lace. — Ornamental  Design  for  an  Elevated  Oven  Cooking  Stove. — Patent  dated  April  2, 
sm. 

Claim. — The  ornamental  design  for  an  elevated  oven  cooking  stove,  as  described  and 
represented. 

No.  J, 308. —Charles  Probst,  of  Hudson  City,  N.  Y,—De$ign  for  fVindotB  Glass, — 
Patent  dated  April  9,  1881. 

Claim. — Tho  peculiar  arrangement  and  configuration  of  leaves  and  stems,  as  described  and 
represented  in  the  drawing,  the  same  forming  a  new  and  ornamental  design  for  window  glass. 

No.  1,:599.— Walter  W.  Stan.\rd,  of  BufiPalo,  N.  Y.,  assignor  to  Jewett  &  EooT,  of 
6amw  place. — Design  for  Coal  Stoves. — Patent  dated  April  9,  ]8ol. 

Claim, — The  ornamental  design  for  a  coal  stove,  as  described  and  represented. 

No.  1,400.— Walter  W.  Stanard,  of  Buffalo,  N.  Y.,  assignor  to  Jewett  &  Root,  of 
same  place. — Design  for  Parlor  Stoves. — Patent  dated  April  9,  1861. 

Claim. — The  ornamental  design  for  a  parlor  stove,  as  described  and  represented. 

No.  1,401.— Walt':rW.  Stanard,  of  Buffalo,  N.  Y.,  assignor  to  Jewett  &  Root, 
of  same  place. — Dmign  for  an  Elevated  Oven  for  Cook  Stoves. — Patent  dated  April  9,  1661. 

Claim. — Tho  ornamental  design  for  elevated  oven  for  cook  stove,  as  described  and  repre 
sented. 

No.  1,402. — S.  E.  Chubbugk,  of  Roxbilry,  Mass.,  assignor  to  Himself,  I.  Y.  and  S.  E. 
Chubbick. — Design  for  a  Steam  Radiator. — Patent  dated  April  30,  1861. 

Claim. — AiTanging  the  corrugation  on  plate  A,  so  as  to  produce  tho  configuration,  as 
described  and  represented. 

No.  1,403.— J.  B.  Sargent,  of  New  Britain,  Conn.— Design  for  a  Twine  Box, — Patent 
dated  April  30,  18G1. 

Claim. — ^Tho  design  of  the  beehive  twine  box  A,  with  its  border  B,  as  shown  and  described. 

No.  1,404.— Samuel  W.  Gibb.«?,  of  Albany,  N.  Y.,  assignor  to  John  F.  Rathbone,  of 
same  place. — Design  for  a  Stove. — Patent  dated  May  7,  ISOl. 

Claim. — Tho  combination  and  arrangement  of  figures  and  forms  represented  in  tho  said 
drawings,  forming  together  the  ornamental  design  for  the  plates  of  a  parlor  or  hall  stove. 

No.  1,405.— Samuel  W.  Gibbs,  of  Albany,  N.  Y.,  assignor  to  John  F.  Rathbone,  of 
same  place. — Design  for  a  Parlor  Stove. — Patent  dated  May  7,  1831. 

Claim. — Tho  combination  and  arrangement  of  figures  and  forms  represented"  in  the  said 
drawing.?,  forming  together  the  ornamental  design  for  tho  plates  of  a  parlor  stove. 

No.  1,400.— Samuel  W.  Gibbs,  of  Albany,  N.  Y.,  assignor  to  John  F.  Rathbone,  of 
same  place. — Design  for  a  Cooking  Stove. — Patent  dated  May  7,  1881. 

Claim. — ^The  combination  and  arrangement  of  figures  and  forms  represented  in  tho  said 
drawings,  forming  together  the  ornamental  design  for  the  plates  of  a  cooking  stove. 

No.  1,407.— Caleb  W.  Palmer,  of  Troy,  N.  Y,— Design  for  Cooking  5<orc5.— Patent 
dated  May  7,  1861. 

Claim, — Tho  configuration  of  and  arrangement  of  ornaments  and  mouldings  upon  the  end 
and  side  plates  of  the  elevated  ovens  of  cooking  stoves. 

No.  1,408.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  May  7,  18(51. 

Claim. — The  configuration  of  tho  design,  when  made,  by  being  inwrought  into  two-ply  in- 
grain or  other  caq3Cting,  in  the  fonn  similar  to  the  drawings  accompanying  tho  specification. 

No.  1,409.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  tho  Hartford 
Carpet  Comp.\ny,  of  Hartford,  Conn.— Dc^t^n  for  a  Carpet.— Patent  dated  May  7,  1861. 

Claim. — Tho  configuration  of  the  design,  when  made,  by  being  inwrought  into  three-ply  In- 
grain or  other  carpeting,  in  tho  form  similar  to  the  drawings  accompanying  tho  specification. 

No.  1,410.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  tho  H.artpord 
Carpet  Company,  of  Hartford,  Oonn.— Design  for  a  Carped.— Patent  dated  May  7,  1831. 

Claim. — ^The  configuration  of  tho  design,  when  made,  by  being  inwrought  into  throe-ply 
ingrain  or  other  carpeting,  in  tho  form  similar  to  tho  drawings  accompanying  the  specification. 

No.  1,411.— Henry  f}.  Thompson,  of  Now  York,  N.  Y.,  assignor  to  tho  H.^rtpord 
Carpet  Company,  of  Hartford,  Conn.— Design  for  a  Carped- Patent  dated  May  7,  1861. 

Claim. — ^Tho  configm*ation  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
grain or  othfer  carpeting,  in  tho  form  similar  to  tho  drawings  accompanying  the  specification 
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No.  1,412.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  tbo  Hartford 
Carpet  Company,  of  Hartford,  Conn,— Design  for  a  Carpet.— Patent  dated  May  7,  1831. 

Claim. — The  configuration  of  the  desi^,  when  made,  by  oeing  inwrought  into  two-ply  in- 
grain or  other  carpeting,  m  the  form  similar  to  the  drawings  accompanying  the  spcciiication. 

No.  1,413.-— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  COxMPany,  of  Hartford,  Conn.— Design  for  a  Carpet.— Vatmi  dated  May  7,  IbGl. 

Claim. — ^The  configuration  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,414.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
(Carpet  Co    pany,  of  Hartfonl,  Conn.— Design  for  a  Carpet.— Patent  dated  May  7,  1861. 

Claim. — The  configuration  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
gprain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,415.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Co^n>ANY,  of  Hartford,  Conn.— Design  for  a  Carped- Patent  dated  May  7,  1861. 

Claim. — ^The  configuration  of  the  desi^,  when  made,  by  being  inwrought  into  three-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,416.— Henry  G.  Tho>h>son,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn.— Design  for  a  Carvct.— Patent  dated  May  7,  18G1. 

Claim, — The  configuration  of  the  design,  when  made,  by  tcing  inwrought  into  thrcr-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specilication. 

No.  1,417.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn.— Dc^tVn  for  a  Carpct.—Patcnt  dated  May  7,  1861. 

Claim. — The  coufigiu^tion  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,418.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  May  7,  1861. 

Claim. — The  configuration  of  the  design,  Avhen  made,  by  being  inwrought  into  two-ply  in- 
grain or  other  carpeting,  in  tbo  form  simOar  to  the  drawings  accompanying  the  specification. 

No.  1,419.— Hiram  Young,  of  New  York,  N.  Y.— Design  for  a  Tca;?o/.— Patent  dated 
May  7,  1861. 

Claim. — The  general  configuration  of  the  concave  lid  A  having  a  flat  bottom  a,  an  inclined 
slightly  curved  or  convex  side  A,  and  a  bead  /  on  its  lip  or  flange  c,  in  connexion  with  the 
bead  t  on  flange  A,  all  being  combined  and  arranged  to  form  a  new  and  original  design  for  a 
teapot. 

No.  1,420.— Garrettson  Smith  and  Henry  Brown,  of  Philadelphia,  Pa.,  assignors  to 
Lei  BRANDT  &  McDowell,  of  the  same  place. — Dcsigh  for  a  Cooking  iSiorc— Patent 
dated  May  14,  1861. 

Claim. — The  described  ornamental  figure  in  the  middle  of  each  of  tbe  larger  doors  A, 
those  in  the  middle  of  each  of  the  two  smaller  doors  C,  and  those  in  each  of  the  two  front 
doors  D,  and  also  the  edge  mouldings  around  the  said  doors  A  C  D,  the  said  mouldings  be- 
ing of  the  form  or  configuration  shown  in  figures  1  and  5  respectively,  also  the  described 
ornamental  fij^ure  in  the  middle  of  the  back  plate  B',  and  also  the  edge  mouldings  around 
the  top  plate  E  and  the  bottom  plate  F,  the  said  mouldings  being  respectively  of  the  form  or 
configuration  shown  in  figures  1,  3,  and  4,  the  said  ornamentations  constituting  a  design  for 
the  plates  of  a  cooking  stove. 

No.  1,421.— Samuel  K.  Hawley,  of  New  York,  N.  Y.—D-sign  for  J/a«s.— Patent  dated 
May  28,  1861. 

C7atm.— The  general  configuration  of  the  stars  ah  c  respectively  on  the  crown  A  and  brim 
B,  as  shown,  to  form  a  new  and  original  design  for  a  hat. 

No.  1,422.— Isaac  D.  Brewer,  of  Cambridge,  Uass.— Design  for  a  Label  or  Trad* 
Mark.— Patent  dated  May  28,  1861. 
Claim, — The  described  design  for  a  label  or  trade  mark. 

No.  1,423.— M.  C.  Burleigh,  of.  Somersworth,  N.  H.— Design  for  Stoves.— Patent  dated 
May  28,  1861. 
Claim. — The  general  configuration  of  the  parts  herein  shown  and  described  to  form  a  now 
,  and  original  design  for  tbo  doors  or  panels  oi  stoves. 
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No.  1,424,— C.  W.  Cooke,  of  Waterloo,  "S,  Y.— Design  for  Balmoral  Skirts,— Tt^ieaX 
dated  May  28,  1661. 

Claim.'- Thi^  stripes  a,  of  gray  or  other  pale  color  alternating  with  stripes  6,  of  increasing 
width,  and  of  blue  or  other  oriiUant  culor,  and  provided  with  borders  c,  and  centre  lines  a, 
as  shown  and  described. 

No.  1.425.— >IiLES  Greenwood,  of  Cincinnati,  O.— Design  for  PMm»s.— Patent  dated 
May2?-,  18»;i. 

Claim. — The  design  described,  con<sist!ng  of  an  eagle  and  shield  enclosed  in  an  arched 
panel  in  demi-relief,  the  whole  being  substantially  as  lepresented. 

No.  1,426.— Albert  F.  Johnson,  of  Boston,  ^iasti.— Design  for  a  Trade  J^far^.— Patent 
dated  May  2h,  J8G1. 

Claim.— The  combination  and  arrangement  of  words  and  ornamented  devices  for  a  trade 
mark  to  be  applied  to  sowing  machines,  the  same  being  as  described,  and  as  ieprest*nted  in 
the  drawing. 

No.  1,427.— S.\MUEL  W.  GiBBS,  of  Albany,  N.  Y.,  assignor  to  John  F.  Rathbone,  of 
same  place. — Design  for  a  Parlor  Stove. 

Claim. — ^The  combination  and  arrangement  of  figiirc.s  and  forms  represented  in  the  draw- 
ings or  delineations,  forming  together  the  ornamental  designs  for  the  plMtes  of  a  parlor  f<tove. 

No.  1,428.— Edward  Maynard,  of  Brooklyn,  N.  Y.,  ass'ffwor  to  Gibbons  L.  Kelty,  of 
New  York,  N.  Y.— Design  for  Curtain  Lfwp».— Parent  dated  May  28,  1861. 

Claim. — The  new  and  origmal  design  for  omamentmg  curtain  oops  sot  forth,  the  samo 
consisting  of  a  medallion  surrounded  by  the  cord  of  the  loop,  as  shown. 

No.  1,429.— James  J.  Morrisett,  of  New  York,  N.  Y.,  a.-*8ignor  to  Jacob  L.  Dodge,  of 
the  same  place. — Design  for  Hats. — Patent  dated  May  28,  1861. 

Claim. — The  configuration  of  the  brim  of  the  hat,  as  illustrated  by  the  several  figures  of 
the  drawing,  and  heiein  described. 

No.  1,430.— Garrettson  Smith  and  Uenry  Brown,  of  Philadelphia.  Pa.,  assignors  to 
Cox,  Whitman  &  Cox,  of  the  same  place. — Design  for  a  S<o re. —Patent  dated  May  28, 
18*31. 

Claim. — Tlio  ornamental  figures  and  forms  represented  in  and  b^  the  dravring,  the  whole 
forming  an  ornamental  design  for  the  front,  side,  and  back  plates  ot  a  cooking  stove. 

No.  1,431.— N.  S.  Veddkr,  of  Troy,  N.  Y.,  assignor  to  Vincent.  Tibbals,  Shirk  &. 
Co.,  of  Erio,  Vti.—Dfsign  for  Cooking  Stoves      Patent  dated  May  28.    861. 

Cl'iim. — The.  specified  combination  and  arrangemeu;  of  forms  and  mouldings  constituting 
the  whole  de^^igu  of  a  cooking  stove,  as  represented. 

No.  1,432.— Levi  L.  T<»wer,  of  Boston,  Mass.,  a-signor  to  CuiTER,  Tower  &  Co.,  of 

the  same  place. — Design  for  «  Trade  Mark. — Patent  dated  June  11,  1861. 

Claim. — The  said  design  as  a  trade  mark,  to  bo  apphed  to  lead  pencils,  &.C.,  the  same  be- 
ing as  described  and  represented. 

No.  1,433.— Cn\RLES  S.  Ciuffee,  of  East  Cambridge,  Mass.,  assignor  to  the  Bay 
State  Glass  Company,  of  the  same  place. — Design  for  Tumblers,  Goblets,  ^c— Patent 
dated  June  25,  1861. 

Claim. — Thu  said  design,  as  described  and  represented. 

No.  1,434.— H.  W.  Hayden,  oiW^ii:xh\xxy,Convi.—  T)fsignforaMatforDaguerrsO' 
type,    Ambrotype,  and  Photograph  Cases. — Patent  dated  June  25,  1861. 

Claim. — The  general  conhguration -of  the  parts  shown  and  described  to  form  a  new  and 
original  design  for  a  mat  for  daguerieotype  and  similar  cases. 

No.  1,435.— James  Hutchinson,  of  Lannngburg,  N.  Y.,  assignor  to  Jona.  E.  Whipple 
of  the  same  place. — Design  for  Oil  Cloths. — Patent  dated  June  25,  1861. 

Claim, — The  general  configuration  of  the  parts  to  form  a  new  and  original  design  for  oil 
cloths. 

No.  1,436.— James  M<  Duff,  of  Morrisania,  N.  Y.,  assignor  to  N.  M  ^Gr  vw  and  M.  A. 
Taylor,  of  New  York,  N.  Y.^ Design  for  Coffins.— PAtcni  dated  Juno  25,  1861. 

Claim. — The  double  ogee  or  serpentine  raised  top  A  and  ends  B  C,  corresponding  in  con- 
figuration with  the  top,  as  described  and  represented. 

No.  1,437.— Gibbons  L.  Kelty,  of  New  York,  N.  Y.— Design  for  Painted  fVindow 
Shade  M«/trw/.— Patent  dated  July  9,  1H61. 

Clfiim  — The  new  and  original  dasign  for  the  manufacture  of  window  shades  or  curtains 
set  forth,  thu  same  consisting  of  an  ornamental  lattice  painted  upon  the  entire  surface  of  the 
fabric,  as  shown. 
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No.  1,438.— JosiAH  C.  Fay,  of  Troy,  N.  Y.— Design  for  Cooking  Stoves. —P&teni  dated 
July  16,  18f>l. 

Claim. — The  ornamental  design  of  the  stove,  as  described  and  shown. 

No.  1,439.— John  Goriiam,  Gorham  Thurber,  and  Lewis  Dexter,  jr.,  of  Providence, 
R.  I. — Design  for  the  Handles  of  TabU  Spoens  and  Forks. — Patent  dated  July  16,  1861. 

Claim. — The  dedgn  specified  for  the  handles  of  spoons  and  forks,  as  set  forth  and  repre- 
sented. 

No.  t.  440.— John  Gorham,  Gorham  Thurber,  and  Lewi.s  Dexter,  jr.,  of  Providence, 
R.  I. — Design  for  Spoon  and  Fork  Handler — Patent  dated  Jnly  16,  1861. 

Claim, — The  desigu  specified  for  the  handles  of  spoons  and  forks,  as  set  forth  and  repre- 
sented. 

No.  1,441. — James  Horton  and  John  Martino,  of  Philadelphia,  Pa.,  assignors  to  David 
Stev*  AR  r  and  Richard  Peterson,  of  the  same  place.— De^i^n  fur  the  Plates  of  a  Parlor 
5toce.— Patent  dated  July  16,  1861. 

Claim. — The  combination  of  the  ornamental  figures  and  forms  represented  in  and  by  the 
drawmg,  formmg  together  an  ornamental  desigu  for  the  plates  of  a  parlor  stove. 

No.  1.442.— Jamejs  Horton  and  John  Martino,  of  Philadelphia,  Pa.,  assignors  to  Da- 
vid Stewart  and  R  ch.\rd  Pkterson,  of  the  same  place.— Z?csi^« /or  PlatiS  of  a  Cojk- 
ing  Stove.— Fatem  dated  July  16,  1861. 

Claun, — The  combinatioL  of  the  ornamented  figures,  in  forms,  repr&sented  in  and  by  the 
drawings,  forming  together  an  ornamental  design  for  the  plates  of  a  cooking  stove. 

No  1  -443.— Elemir  J.  Ney,  of  Lowell,  Mass  ,  assignor  to  the  Lowell  Manupacturino 
Company.— Dwi^n /or  a  Carpet  Pa/fcrn.— Patent  dated  July  16,  1861. 
Claim, — ^The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No  1.444.— Elemir  J.  Ney.  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
COMFANY.—Dc«^»/or  «•  Carp./  Pa/ecr»— Patent  dated  July  16,  1861. 
Claim. — ^The  design  or  pattern  for  carpets  or  other  fabncs  set  forth. 

No  1,445.— Elemir  J.  Ney.  of  Lowell,  Mass.,  as.^ignor  to  the  Lowell  Manufacturing 
Company.— /)wi^» /or  carpet  /'tf«eni.— Patent  dated  July  16,    861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabncs  set  forth. 

No  1,446.— Elemir  J.  Ney,  of  Lowell.  Mass..  assignor  to  the  Lowell  Manufacturing 
Company.— D«5i^« /or  o  Carpet  Pot/cm.— Patent  dated  July  16,  J861. 
Claim. — The  design  or  pnttem  for  carpets  or  other  fabncs  set  forth. 

No.  1,447. — Elemir  J.  Ney.  of  Jewell,  Ma-»8..  as.«?ignor  to  the  LowELL  MANUFACTURING 
Company. — Design  for  a  Carpet  Pai/em.— Patent  dated  Jnly  16,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No  1,448.— Elemir  J.  Ney.  of  Lowell,  Masv,  assignor  to  the  Lowell  Manufacturing 
Company.— !>«5i^» /or  «  Carprt  Por/crn.— Patent  dated  July  16,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No.  1,449.— Elemtr  J.  Ney.  of  Lowell,  Mass..  assignor  to  the  Lowell  Manupacturins 
Company.— Dmi^ji /or  a  Carp  ft  Pattern  —Patent  dated  July  .6,  1861. 
Claim. — The  de.'jign  or  pattern  for  carpets  or  other  fabncs  set  forth. 

No.  1,450.— Elemir  J.  Ney,  of  Lowell,  Mass..  assignor  to  the  Lowell  Manupacturino 
Company.— Dwi^n /or  a  Carpet  Parent.— Patent  dated  July  16,  J861. 
Claim. — The  design  or  pattern  for  carpets  or  orher  fabncs  set  forth. 

No.  1,451.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Compvny.— Design /or  a  Carprt  Pattern —V^Xeui  dated  July  16,   1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No.  1,452.- Elemir  J.  Nky,  of  Lowell,  Mass.,  assignor  to  the  LoWELL  ManufA-TURINO 
Company.— D'^ii^w /or  a  Carpet  Ptf^/ern.— Patent  dated  July  16,  1^1. 
Claim, — ^The  design  or  pattern  for  carpets  or  other  fabncs  bet  forth. 

No.  1,453.— GARRETTsr»N  Smith  and  Hrnry  BRfkWN,  of  Philadelphia,  Pa.,  assignors  to 
North,  Chase,  and  North,  of  the  same  place. — Design  for  Iron  Doors. — Patent  dated  July 
16,  1861. 

Claim. — ^The  design  and  configuration  i»f  the  mouldings  a  a  a,  forming  an  ornamental  de- 
sign for  iron  doors,  and  the  desire  to  limit  our  claim  to  said  desig^. 
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No.  MM.— Nancy  D.  Terrv,  of  Providence,  R.  I,— Design  for  a  Shaker  DonneL — 

Patent  iluci}  July  IG,  1^^.51. 

Clai.n. — My  pccnlior  design,  shape,  or  configuration  for  a  shaker  bonnet,  as  described. 

No  1.1.V)  — AxdiCew  DouciHcriTY,  of  Brooklyn,  N.  Y,— Design  for  Playing  Cards. — 
Patent  .:-iH'l  July  '>.\  IKH. 

CI  'I'll.  -A  c/>lored  flajr  doslj^n  for  p!ayiD^  cards,  consisting  of  colored  faces  with  colored 
flag  b:u:ks,  as  described  and  represented. 

No.  I, ir>a— Daniel  M.  Scypcs  and  Samuel  Smitii,  of  Springville,  Pa.,  assignors  to 
Smii'ii,  I  uancis,  and  Wells,  of  the  same  place. — Design  for  a  Cooking  Stove, — Patent 
datofi  July  *j:t,  I«(>1. 

Claim.  -The  ornamental  (ippires  and  forms  represented  in  and  by  the  drawings,  and  form- 
ing, t<»g(  ihcr,  an  ornamental  design  for  the  plates  of  a  cooking  stove. 

No.  I,r7.— Daniel  M.  Scypes  and  Samuel  S.wtii,  of  Springville,  Pa.,  assignors  to 
SMiril,  I'ltANCls,  and  Wells,  of  the  same  place. — Design  for  the  Plates  of  a  Summer 
Range  -^ViiUmt  diited  July.:^.},  IHol. 

t'luim.  -The  ornamental  figuios  und  forms  reprc;^cnted  in  and  by  the  drawings,  and  form- 
ing, toj^cther,  an  otnamcutal  design  for  a  summer  range. 

No  1.4.''H  —Samuel  W.  Gibds,  of  Albany,  N.  Y.,  assignor  to  Abdott  and  Noble,  of 
Ph";adc.j)hi!i,  Pa,  —  Design  for  Plates  of  a  Parlor  Store. — Patent  dated  August  13,  IKil. 

Claim.  -Ihc  omamentiii  figures  and  forms  represented  in  and  by  the  drawings,  and  form> 
ing,  ioj;ether,  an  ornamental  design  for  the  cap  and  base  of  a  parlor  siovo. 

No.  ],4:)9.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  LOWELL  Makufacturino 
Company. — Design  for  a  Carpet  Pattern. — Patent  datetl  August  13,  18G1. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  as  set  forth. 

No   1 .400 — Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  LoWELL  MANUFACTURlITa 
Company. — Design  for  a  Carpet  Pattern. — Patent  dated  August  13,  1861. 
Claim. — The  design  or  pattern  for  carpet  or  other  fabrics  as  set  forth. 

No.  1. 461.— E LEMHI  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  LoWELL  MaNUFACTURINO 
Company. — Design  for  a  Carpet  Pattern. — Patent  dated  August  13,  1881. 
Clwrn. — The  design  or  pattern  for  carpet  or  other  fabrics  as  set  forth. 

No.  1,462.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacitrino 
Company.—  Design  for  a  Carpet  Pattern. — Patent  daied  August  13,  1881. 
Claim. — The  design  or  pattern  for  car^Mits  or  other  fabrics  as  set  forth. 

No.  1 .403.— I^LEMIR  J.  Ney,  of  Lowell,  Mas.s.,  assignor  to  the  Lowell  Manufacturino 
Company. — Design  for  a  Carpet  Pattern. — Patent  dated  August  ]3,  18G1. 
Claim. — The  design  or  patusm  for  carpets  or  other  fabrics  as  set  forth. 

No.  1.464.— Elemir  J.  I^ey,  of  I^well,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company. —  Design  for  a  Carpit  Pattern. — Patent  dated  August  13,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  labile^  as  set  forth. 

No.  1.465.— Elemir' J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company. — Design  for  a  Carpet  Pattern. — Patent  dated  August  13,  1831. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  as  set  forth. 

No.  1,466.— William  A.  Greene,  of  Albany,  N.  Y.— Design  for  a  Laundry  Stove. — 
Patent  dated  August  13,  1861. 

Claim. — The  design  or  form,  as  described  and  shown  in  the  drawings,  the  same  constitatin^ 
the  external  form  or  design  for  a  lauifdry  or  heating  stove. 

No.  1,467.— Daniel  Rickerby,  of  Boston,  lAaas.— Design  for  Slate  RooJing.—TaUmidaiod 
August  l;{,  1861.* 
Claim. — ^Tho  design  for  slating,  produced  by  the  use  of  the  slates  A  and  B,  as  spocifiod. 

No.  1,468.— Charles  A.  Shaw,  of  Biddeford,  M^.—Design  for  a  Work  Jlolder.—Patmi 
dated  August  13,  1861. 
Claim, — ^The  design  for  a  work  holder  as  described  and  illustrated  in  the  drawings. 

No.  1,469.— Charles  A.  Shaw  and  James  R.  Clark,  of  Biddeford,  Me. — Design  for  m 
Sowing  ilf<u:Ame.— Patent  Klatod  August  13,  1861. 

C/aim.— The  ornamental  design  lor  the  standard  aaaa*  as  shown  in  the  dmwings  and 
described. 
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No.  1,470. — Barnard  Sivnxn,  of  Cincinnati,  O. — Design  for  a  Burial  Case. — Patent 
dated  Ao^st  27,  1861. 

Claim. — ^Tho  design  of  a  metallic  burial  case,  as  described  and  represented. 

No.  1,471.— John  Goriiam,  Goriiam  Tiiurber,  and  Lewis  Dexter,  jr.,  of  Providence, 
B.  I. — Design  for  Spoons. — Patent  dated  Scntcmber  3,  18G1. 
Claim, — The  design  for  spoons,  substantially  as  described. 

No.  1,472.--Elias  Ixgraham,  of  Bristol,  Conn. — Design  for  a  Clock  Case  Front, — 
Patent  dated  September  3,  1801. 

Claim. — The  design  for  a  clock  case,  as  illustrated  and  set  forth. 

No.  1,473.— Gilbert  Knapp,  of  Honcsdalc,  Va,— Design  for  a  Cooh  Store.— Peitent  dated 
September  3,  1861. 

■    Claim.— ThQ  general  configuration  of  the  parts  shown  and  described,  to  form  a  new  and 
original  design  for  a  cook  stove. 

*  No.  1,  474.— Jacob  Mershrrau,  of  Port  Chester,  N.  Y.,  assignor  to  W.  P.  A.  and  J. 
Abendroth,  of  New  York,  N.  Y.— Design  for  a  Cooking  Store. — Patent  dated  September 
17,  1861. 

Claim. — The  general  configuration  of  parts  shown  and  described,  to  form  a  new  and 
original  design  for  a  cooking  stove. 

No.  1,475.— EberHARD  FaBKR,  of  New  York,  N.  Y.— Design  for  a  Trade  Mark  on  Lead 
Pencils.— Fatent  dated  October  8,  1861. 

Claim. — The  ornamental  design,  or  trade  mark,  composed  of  an  American  or  national  flag, 
combined  with  the  word  "Union,"  as  represented,  to  be  fixed  on  pencils,  in  the  m^iuner  and 
for  the  purposes  described. 

No.  1,476. — S.  H.  Sailor,  of  Philadelphia,  Pa.,  assignor  to  Smitii,  Francis  and  Wells, 
of  Springville,  Pa. — Design  for  an  Egg  Cylinder  Stoce. — Patent  dated  October  8,  1861. 

Claim. — The  ornamental  figures  and  tbrms  lepresented  in  and  by  the  drawing,  the  whole 
forming  an  ornamental  design  for  an  c^  cylinder  stove. 

No.  1,477.— S.  H.  Sailor,  of  Philadelphia,  Pa,,  assignor  to  Sxith,  Francis  and  Wells, 
of  Springville,  Pa. — Design  for  a  Gas  Burning  Cylinder  Stove. — Patent  daled  October  8, 
1861. 

Claim,— ThQ  ornamental  figures  and  forms  represented  in  and  by  the  drawing,  the  wholo 
forming  an  ornamental  design  for  a  cylinder  stove. 

No.  1,478.— William  P.  Uulinger,  of  Philadelphia,  Va.— Design  for  a  Scliool  Desk,— 
Patent  dated  October  8,  1861. 

Claim. — The  ornamental  configuration  of  the  cast  iron  uprights  B,  constituting,  in  com 
bination  with  a  table  C,  back  D,  and  seat  A,  a  new  and  original  design  for  a  school  desk,  as 
set  forth  and  represented  in  the  drawing. 

No.  1,479.— Francis  Girad,  of  New  York,  N.  Y,— Design  for  a  Picture  Frame.— Vatoni 
dated  October  22,  1861. 

Claim. — A  design  for  picture  frama<<,  differing  from  tho  oval,  in  which  the  middle  of  the 
four  sides  and  tho  middle  of  tho  four  round  coiners  are  equal  in  width,  but  larger  than  tho 
eight  intermediate  pieces. 

No.  1,480.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company,  of  the  same  place. — Design  for  a  Carpet  Pattern. — Patent  dated  October  22,  1861. 
Claim, — ^The  design  or  pattern  for  carpots  or  other  fabrics  as  set  forth. 

No.  1,481.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company,  of  the  samo  place. — Design  for  a  Carpet  Pattern. — Patent  dated  October  22, 1861. 
Claim,— ThQ  design  or  pattern  for  cai-pets  or  other  fabrics  as  set  forth. 

No.  1,4^.— Elemir  J.  Ney,  of  I^owell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company,  of  tho  samo  place. — Design  for  a  Carpet  Pattern, — Patent  dated  October  22, 1861, 
Claim. — ^The  design  or  pattern  for  carpets  or  other  fabrics  as  set  forth. 

No.  1,483.— Henry  Terry,  of  Plymouth,  Conn.— Design  for  a  Clock  Case  Front.^ 
Patent  dated  Octobar  22,  1861. 
Claim, — Tho  design  for  a  clock  case  front,  substantially  as  described  and  illustrated. 

No.  1,484.— Henry  K.  Hotchkiss,  of  Bristol,  Conn. — Design  for  a  Clock  Com.— Patenl 
dated  October  29,  1861. 

Claim, — The  design  or  pattern  for  a  clock  case,  as  illustrated  and  described. 
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No.  1,485.— Caleb  W.  Palmer,  of  Troy,  N.  Y, —Design  for  a  Cooking  5(orc,— Patent 
dated  October  29,  1861. 

Claim, — Cooking  stovo  plates,  ornamented  as  described. 

No.  1,480.— James  J.  Morrisett,  of  New  York,  N.  Y.,  assignor  to  Jacob  L.  Dodge,  of 
the  same  place. — Design  for  Hats. — Patent  dated  October  2^,  1861. 

Claim. — The  configuration  of  the  biim  of  the  hat,  as  illustrated  by  the  several  figures  of 
tho  drawing  and  described. 

No.  1,487. — Gardner  Chilson,  of  Boston,  Mass. — Design  for  a  Parlor  Stoce, — Patent 
dated  November  5,  1861. 

Claim. — The  design  of  the  base  A,  the  door  frames  F  and  G,  the  cap  plate  E,  the  legs  H 
H  H,  the  register  K,  and  the  am  D,  the  same  being  formed  and  ornamented  in  manner  as 
shown  in  the  drawings. 

No.  1,4S'S.— J.  A.  EsHLEM.\N,  of  Philadelphia,  Va.— Design  for  a  Crarai.— Patent  dated 
November  12,  1861. 

Clatm. — A  cravat  composed  of  a  fabric  of  two  different  colors,  and  formed  into  the  orna- 
mental bow  represented  in  and  by  the  drawing. 

No.  1,489.— Henrv  G.  Thompson,  qf  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company. — Design  for  a  Carpet  Pattern. — Patent  dated  November  19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  carpet- 
ing, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,490.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company.— D«#t^  for  a  Carvet  Pattern.— FaXont  dated  November  19,  1861. 

Claim. — The  desi^,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  carpet- 
ing, in  the  form  similar  to  the  drawings  accompanymg  the  specification. 

No.  1,491.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company. — Design  for  a  Carpet  Pattern. — Patent  dated  November  19,  1861. 

Claim.— The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other  car- 
peting, in  the  form  Bimilar  to  the  drawings  accompanymg  the  specification. 

No.  1,492.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company. — Design  for  a  Carpet  Pattern  —Patent  dated  November  19,  1861. 

Claim. — The  design,  whSn  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  dj-awings  accompanymg  the  specification. 

No.  1,49.3.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpkt  Company. — Design  for  a  Carpet  Pattern. — Patent  dated  November  19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,494.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company. — Dtsi^n  for  a  Carpet  Pattern. — Patent  dated  November  19,  1831. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  carpet- 
ing, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,495.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet  Co.mpany,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern, — Patent  dated  Novem- 
ber 19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specihcation. 

No.  1,496.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C  ar- 
PET  Company,  of  Hartford,  Coim,— Design  for  a  Carpet  Pattern, — Patent  dated  Novem- 
ber 19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specincation. 

No.  1,497.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C.ui- 
PET  Company,  of  Hartford,  Conn.— Design  for  a  Carpet  Paf/cm.- Patent  dated  Novem- 
ber 19,  1861. 

Claim, — ^The  design,  when  made,  by  being  inwrought  into  two-ply  ingprain  or  other  car- 
peting, in  the  form  siinilar  to  the  drawings  accompanying  the  spocificalion. 

No.  1,498.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
PET  Company,  of  Hartford,  Conn.— Dc^i^n  for  a  Carpet  Po/^erti.— Patent  dated  Noven- 
her  19,  1861. 
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Claim, — The  design,  when  made,  by  being  inwronght  into  tbree-plj  ingprain  or  other  car- 
peting, in  tbo  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,499.~Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern. — Patent  dated  Novem- 
ber 19,  1801. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,500.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn.^ Design  for  a  Carpet  Pattern,— Faieni  dated  Novem- 
ber 19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,501.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Po^tcrw.— Patent  dated  November 
19,  1861. 

"_   *  _    "    or  other  car- 
peting. 


Claim. — ^The  desi^,  when  made,  by  being  inwrought  into  two-ply  ingrain 
eting,  in  the  form  sunilar  to  the  drawings  accompanying  the  specification. 


No.  1,502.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Corm,— Design  for  a  Carpet  Poltem.— Patent  dated  November 
19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car^ 
peting,  in  the  form  similar  to  the  di^wings  accompanying  the  specification. 

No.  1,503.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern, — ^Patent  dated  November 
19,  1861. 

Claim, — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other 
carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,504.— EUAS  Ingraham,  of  Bristol,  Conn.— Design  for  a  Clock  Ca«e.— Patent 
dated  December  3,  1863. 

Claim, — The  design  for  a  clock  case,  as  illustrated  and  described. 

No.  1,505. — AxBERT  E.  Powers,  of  Lansingburgh,  Pa.,  administrator  of  Antoini 
Glomenski,  deceased.— DMi^n/cw  Floor  Oil  C/oJAs.— Patent  dated  December  3,  1861. 

Claim. — The  design  or  pattern  described  in  the  specification  and  the  drawings  accompany- 
ing the  same. 

No.  1,506.— John  Holt,  of  Gardner,  Maine.— I>e#i^n /or  a  Rolling  Pin.— Patent  dated 
December  10,  1861. 

Claim, — The  ^neral  configuration  of  parts  shown  and  described,  to  form  a  new  and 
original  design  lor  a  rolling  pm. 

No.  1,507.— Thomas  Lyons,  of  New  Britain,  Conn.,  assignor  to  Russell  &  Erwim, 
manufacturing  company,  of  New  York,  N.  Y. — Design  for  a  Horse  Spur, — Patent  dated 
December  24,  1861. 

Claim, — The  general  config^ation  of  the  parts  described,  to  form  a  new  and  ornamental 
design  for  a  spur. 


ADDITIONAL  IMPROVEMENTS. 

No.  312.— Jasper  Johnson,  of  Genesee,  N.  Y,— Improved  Go/e.— Patent  dated  Jannarr 
39,  1861. 
Claim, — ^The  dropping  latch  combined  with  the  operating  lever  as  set  forth. 

No.  313.— F.  Chamberlin,  of  Berlin,  WlB.^Improvenunt  in  Seeding  Machines.— T^ 
floted  April  10,  1860;  impioToment  of  February  26,  1861. 

Claim, — ^Tho  employment  of  the  adjustable  regelating  rim  a  a,  as  constructed  in  combina- 
tion w^th  the  hopper  A,  box  D,  and  cover  F,  arranged  in  the  manner  and  for  the  purpose  8«t 
forth. 

H.  Ex.  Doc.  53 44 
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IN  Hartman,  jr.,  of  Philadelphia,  Pa. — Improvement  in  Conch  Semis  for 

-Patented  .September  7,  185!3;  improvement  of  February  26,  1861. 


No.  314.-^0IIN 
Hail  road  Cars.- 

tlaim. — The  groove  or  slot  G,  and  the  bolt  of  pin  H,  the  same  being  constructed  and 
applied  to  operate  in  combination,  substantially  in  tne  manner  described  and  for  the  purpoM 
specified. 

Alr<o,  in  combination  with  the  subject  of  the  above  claim  and  the  diagonal  brace  E,  and 
ling  1,  the  application  of  the  knee  joint  brace  F,  the  same  beine  constructed  and  arranged  to 
operate  substantially  as  described  and  for  the  purposes  specitied. 

No.  315. — A.  H.  RoWAND,  of  Allegheny,  Pa. — Improvement  in  Coupling  for  Railroad 
Cars. — Patented  January  1,  1801;  improvement  of  February  26,  1861. 

Claim. — ^Tho  application  and  use  of  the  compound  metallic  springs,  supported  by  the 
elastic  spring  pads  or  cushions  c  c,  and  its  socket  or  bed  m  wi,  operating  by  lateral  rc^i.stanc• 
or  pressure ;  also  elastic  spring  pads  or  cushions  o  o,  near  the  ends  of  the  main  metallic 
spring,  so  as  to  increase  the  lateral  resistance  of  said  spring  when  the  car  is  drawn  forward, 
tne  above  parts  being  arranged  as  shown,  and  operating  iu  the  manner  and  for  the  purpose 
set  forth. 

No.  316.— G.  J.  WiLLSON  and  D.  H.   Fox,  of  Beading,   V^—Improvemtni  in   Cms 

Meierst — Improvement  of  February  26,  1861. 

Claim. — First,  the  application  and  combination  of  the  lower  valve  c,  and  its  seat  D,  with 
our  open  discharge  pipe  Q,  and  open  filling  tube  R. 

Second,  the  application  of  a  back  outlet  connexion  with  one  or  more  openings,  in  back  of 
meter  at  any  convenient  place,  to  prevent  a  direct  connexion  to  or  with  the  measuring  dmm, 
or  the  applying  of  any  instrument  to  pierce  or  injure  the  measuring  drum  of  a  wet  gas  meter, 
as  set  forth. 

•  No.  317.— Douglas  Bly,  of  Rochester,  N.  Y. ^Improvement  in  Attaching  Thills  to 
Vehicles. — Letters  patent  No.  23,549,  dated  April  12,  1859;  reissue  with  additional  improve- 
ment No.  253,  dated  October  11,  1859;  improvement  of  March  12,  1861. 

Claim. — ^The  tightening  block  D,  in  combination  with  the  movable  collar  G,  and  nut  H, 
substantially  as  and  for  the  purpose  herein  specified. 

No.  318. — Samuel  B.  H.  Vance,  of  New  York  citj.—Improved  Electrical  Apparatus  for 
Lighting  Gas. — Letters  patent  No.  335,  dated  February  5,  1861 ;  improvement  of  March 
12,  1861. 

Claim. — ^The  employment  or  use  of  the  stationary  electric  machine,  as  described,  in  place 
of  the  lamp,  candle,  taper  or  other  match  generally  used  for  lighting  gas. 


EXTENSIONS. 


Eunice  B.  Husset,  administratrix  of  Obed  Husset,  deceased,  late  of  Baltimore,  Md.— 
Improvement  in  Reaping  Machines. — Patent  dated  August  7,  1847;  reissue  917;  dated 
Febniary28,  I860;  extended  February  27,  1861. 

Claim. — The  combination  of  the  finger  beam,  (without  a  platform,)  the  short,  open  slot 
fingers,  having  small  projections  below  the  cutter,  the  scolloped  cutter,  and  the  guides  for  the 
cutter,  these  parts  bcmg  constructed  and  combined  substantially  as  described;  the  cutter 
vibrating  in  a  straight  line,  each  scollop  having  an  edge  sliding  in  close  proximity  to  aa 
angular  comer  of  the  finger,  and  forming  therewith  a  nipping  angle,  substantially  as  described. 

Henry  Jenkins,  of  Brooklyn,  N.  Y.,  formeriy  of  Pottsville,  ^2^-- Improvement  in  Ma 
ckinery  for  Weaving  Wire  Grating. — Patented  March  6,  1847;  extended  March  5,  1861. 

Claim. — Manufacturinap  screens  or  other  articles  from  metallic  wires  or  bars  that  are  bent 
or  crinkled  at  the  point  of  intersection  previously  to  being  laid  or  woven  up,  whereby  I  am 
enabled  to  form  meshes  of  any  desired  size  or  snape  by  such  intersecting  bars  or  wires,  so 
that  they  shall  be  rigid  and  durable,  as  set  forth;  and  this  is  claimed  irrespective  of  the  me- 
chanism for  bending  or  crinkling  said  wires,  or  interweaving  them  to  lorm  the  requisite 
meshes. 

Eunice  B.  Husset,  administratrix  of  Obed  Husset,  deceased,  late  of  Baltimore  Md.-- 
Improvement  in  Reaping  Machines. — Patent  dated  August  7,  184^;  reissue  449;  dated  April 
14,  ia->7;  extended  March  1,  1861. 

C/aim.~The  combination  of  a  vibrating  scolloped  gutter,  the  indentations  of  whose  ©age 
act  as  a  seriet  of  moving  shear  blades,  with  slotted  gaud  fingers,  the  sides  of  which  act  as  a 
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corresponding  series  of  fixed  shear  blades ;  the  parts  of  snch  fingers  forming  the  slot  being 
connected  at  the  front  ends  only,  leaving  the  rear  of  the  slot  open  and  free  for  the  escape  of 
material  that  would  otherwise  clog  the  cutter,  substantially  as  described. 

Eunice  B.  IIussey,  administratrix  of  Obed  Hussey,  deceased,  late  of  Baltimore,  Md. — 
Improvement  in  Reaping  JfacAiwcs.— Patent  dated  August  7,  1847;  reissue  451 ;  dated  April 
14,  1857;  extended  March  1,  1861. 

Claim, — The  combination  of  a  slot  formed  between  the  long  and  short  parts  of  the  guard 
finger,  with  an  opening  in  the  rear  of  the  short  part,  substantially  as  descnbed. 

Eunice  B.  IIussey,  administratrix  of  Obed  Hussey,  deceased,  late  of  Baltimore,  Md.— 
Improrement  in  Reaping  Machines. — Patent  dated  August  7,  1847;  reissue  742;  dated  June 
21,  1S:/J;  extended  March  1,  1861. 

Claim. — The  combination  of  the  side  and  cross  bearings  of  the  guards,  with  flush  edges  at 
or  near  the  forks  of  the  blades,  substantially  as  described. 

E.  B.  BiGELOW,  of  Boston,  Mass. — Improvement  in  Brussel  Looms, — Patented  March  20, 
1847;  reissued  September  11,  1849;  extended  March  6,  1861. 

Claim. — First,  giving  to  the  two  parts  of  the  mechanism — that  which  weaves  the  cloth  or 
forms  the  body  of  the  labric,  and  the  one  which  operates  the  figuring  wires — a  separate  and 
distinct  organization,  substantially  as  described,  when  these  are  connected  and  confined  by 
an  intermediate  mechanism  which  shifts  the  motive  or  driving  power  from  one  to  the  other, 
substantially  as  described ;  and,  in  combination  with  this,  the  employment  of  two  brakes  to 
arrest  the  momentum  of  the  moving  parts,  to  prevent  any  conflict  in  the  operations  of  the 
two  parts  of  the  mechanism. 

Second,  in  combination  with  a  loom  for  weaving  such  looped  fabrics  as  desiffuated,  the 
employment  of  a  box,  trough,  or  the  equivalent  thereof,  for  receiving  and  holding  Uie  figuring 
wires  preparatory  to  their  being  introduced  under  the  figuring  warps,  substantially  tis  de- 
scribed. 

Third,  the  finders,  or  their  equivalents,  which  receive  the  figuring  wires  from  under  the 
pile  or  figuring  loops,  in  combination  with  the  trough  box,  or  the  equivalent  thereof,  into 
which  they  are  deposited  preparatory  to  the  introduction  of  them  under  the  figuring  warps, 
substantially  as  described. 

Fouiih,  in  combination  with  the  mechanism  which  withdraws  the  figuring  wires  from 
under  the  pile  or  figuring  loops,  the  fingers,  or  their  equivalent,  for  transferring  the  said  wires 
to  the  trough,  or  the  equivalent  thereof,  from  which  or  by  which  they  are  transferred  to  the 
open  shed  of  the  figuring  warps,  substantially  as  described.  • 

Fifth,  the  method,  substantially  as  described,  of  introducing  and  dropping  the  figuring 
wires  in  the  open  shed  of  the  figuring  warps,  as  described. 

Sixth,  the  method,  substantially  as  described,  of  supporting  the  figuring  wires  in  the  open- 
ing shed  of  the  figm'ing  warps  when  they  are  being  introduced,  as  described. 

Charles  Wilson,  of  Springfield,  Mass. — Improvement  in  Cutting  Stone. — Patented 
March  13,  1847;  reissued  March  4,  1851 ;  extended  March  12,  1861. 

Claim, — The  mode  of  cutting,  turning,  or  splitting  stone,  or  other  like  material,  by  means 
of  a  revolving  cutter,  operating  in  the  manner  set  forth. 

William  Joslin,  of  Cleveland,  Ohio. — Improvement  in  Machinery  for  Manufacturing 
Cordage.r^Fatcnicd  Janu&Tj  19,  1847;  reissued  September  25,  1860;  extended  January  19, 
1861. 

Claim. — First,  the  construction  of  the  revolving  condensing  tube  K'^  with  the  stationary 
laying  block  J,  the  former  being  constructed  and  operated  in  the  manner  and  for  the  purpose 
set  forth. 

Second,  the  combination  of  the  adjustable  frustrum  of  a  cone  with  the  revolving  shaft  H 
and  condensing  tube  K^  for  graduating  the  tension  of  the  strands  during  the  operation  of 
laying  them,  as  described. 

James  Rabdeth,  of  East  Hartford,  Conn. — Improvement  in  Diaper  Pins, — ^Patented 
January  21,  1847;  extended  January  19,  1861. 

Claim. — The  combination  of  the  tubes,  caps,  elastic  bands  and  pins,  as  described,  so  as  to 
form  a  pin  in  such  a  manner  as  that  the  pin  will  be  confined  or  held  in  it.s  place,  and  the  point 
thereof  prevented  from  piercing  or  otherwise  injuring  the  person  wearing  or  using  the  same, 

Richard  F.  LopeR,  of  Philadelphia,  Pa. — Improvement  in  Ship-building. — Patented 
November  i:^  lS17j  reissued  May  7,  1861;  extended  November  6,  1861. 

C/afw.—Constructing  ships  and  other  vessels  with  hollow  iron  ribs,  rolled  as  described, 
and  bound  together  by  means  of  a  wooden  planking  and  ceiling,  substantially  as  described, 
whereby  a  gieat  saving  in  weight  and  cost  of  metal  is  cflbcted,  said  hollow  ribs  afibrding  a 
means  of  introducing  oil,  which  by  the  motion  of  the  vessel  is  to  circulate  and  penetrate  to 
the  bottom  fastenings,  preventing  the  rotting  of  the  planks  and  the  oxydation  of  the  metU, 
as  doscribed. 
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H.  R.  Dunham,  of  New  York,  N.  Y.—hnprovement  in  Connecting  Side  Pipes  tnth  tk$ 
Steam  Chests.-— V&tented  March  20,  1847;  extended  March  19,  1861. 

Claim.— The  application  of  a  plat©  of  flexible  metal  in  a  steam  pip©  betw©en  two  flanges 
of  difibrcnt  diameters,  the  yielding  of  which  plate  shall  give  suflicient  room  for  the  expansion 
of  the  pipe,  thereby  avoiding  the  necessity  of  usin^  stufl^g  boxes  or  the  ordinaiy  copper 
hemispocrical  ring  joints  for  side  pipes  of  steam  engmes. 

T.  B.  Bleecker,  of  New  York,  N.  Y. — Improvement  in  Folding  Bedsttadi,— 
Patented  April  17,  1847;  reissued  July  24,  1860;  extended  April  10,  1861. 

Claim. — ^i'irst,  the  ©mployment  of  a  frame  hinged  in  the  centre  and  connected  to  the  two 
ends  of  a  bedstead,  for  the  purpose  of  folding  the  whole  bedstead  together  endwise,  in  tht 
nianner  described. 

Second,  in  combination  with  said  folding  frame,  the  hook-shaped  ends  to  the  side  rails, 
taking  bolts  attached  to  the  posts  and  fonnmg  hinges  at  these  pomts  for  folding  the  hinged 
frame  or  allowing  said  frame  to  be  disconnected  from  the  posts,  as  specified. 

Third,  in  combination  with  said  frame  hinged  to  the  centre,  the  pendent  legs  fig.  9.  and  th« 
braces  k^  for  the  purposes  and  as  specified. 

Thomas  Brown,  of  London,  England. — Improved  Arrangement  of  Means  for 
Working  and  Stopping  Cliain  Cables. — Pat©nted  July  25,  1854;  ante-dated  April  20,  1847; 
reissued  March  25,  l»56;  aj^ain  reissued  February  15,  1859;  extended  April  12,  1861. 

KJlaim. — The  flaring  and  radially  flauched  annular  recess  in  the  capstan  of  working  a  cable 
of  any  given  size,  or  cables  of  several  different  sizes,  the  same  being  constructed  and  operating 
in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

Also,  in  combination  witu  a  capstan,  a  windlass  which  is  capable  of  working  a  chain  cabk 
when  only  a  partial  turn  is  taken,  a  set  of  removable  rollera,  so  arranged  in  relation  to  the 
capstan,  the  deck  pipes  and  hawse  holes,  that  either  a  port  or  starboard  chain  cable  can  be 
continuously  hove  in  by  means  of  said  capstan  and  rollers,  and  can  be  directly  run  out  of  its 
locker  without  any  previous  overhauling,  substantially  as  sot  forth. 

Also,  the  described  arrangement  of  bow  stopper  and  after  stoppers,  wherebv  more  cable 
can  gradually  an4  controUably  be  given  to  a  vessel  while  riding  heavily  at  anchor,  substan- 
tially as  set  forth*. 

Also,  the  clearing  guide,  in  combination  with  the  annular  recess  of  a  capstan  or  windlaa«, 
which  is  capable  ot  working  a  chain  cable  when  only  a  partial  turn  is  token,  for  the  purpose 
and  in  the  manner  substantially  as  set  forth. 

ANiioy  At  WOOD,  of  Troy,  N.  Y.— Improvement  in  Cast  Iron  Wheels  for  JtaUroad  Car- 
riages.— Patented  May  15, 1847 ;  reissued  June  9,  1857 ;  again  reissued  September  22, 1857; 
eixtended  April  27,  1861. 

'Claim. —  f  he  connecting  of  the  rim  of  the  wheel  with  the  hub  in  cast-iron  car  wheels  by 
means  of  two  curved  plates,  starting  from  near  the  ends  of  the  hub  and  joining  at  a  part  of 
the  distance  between  it  and  the  rim,  thus  forming  a  hollow  ring  or  arch  around  the  huo,  and 
joining  said  ring  with  the  rim  by  a  single  plate,  or  its  equivalent,  for  the  uses  and  purpose* 
set  forth. 

Anson  Atwood,  of  Troy,  N.  Y.— Improvement  in  Cast  Iron  Wheds  for  Railroad  Car- 
riages.— Patented  May  15,  1847;  reissued  June  9, 1857  ;  agaui  reissued  September  22,  1857; 
extended  April  27,  1861. 

Claim. — Connecting  the  rim  of  a  wheel  cast  in  one  piece  with  a  solid  hub  by  means  of  a 
single  waved  plate,  in  combination  with  the  dished  flanch  or  flanches  of  the  hub,  forming  a 
ring  concentric  with  the  rim  of  the  wheel,  substantially  as  described,  whereby  the  sevCTal 
parts  can  yield  to  the  unequal  contraction  in  all  directions  without  serious  strain  of  the  metaL 
extended  April  27,  1861. 

Anson  Atwood,  of  Troy,  N.  Y. — Improvement  in  Cast  Iron  Wheels  for  Railroad  Car- 
riages.— Patented  May  15,  1847;  reissued  Juno  9, 1857  ;  again  reissued  September  22,  1857; 

Claim. — A  cast-iron  disc,  corrugated  in  the  manner  substantially  as  and  for  the  purposes 
described,  when  used  in  connexion  with  the  chilled  rim  of  a  cast-iron  wheel. 

P.  W.  Gates,  of  Chicago,  111. — Improvement  in  Dies  for  Cutting  Screws. — Patented 
May  8,  1847;  extended  May  6,  1861. 

Claim. — The  forming  of  such  dies  of  one  solid  block,  in  such  a  manner  as  that  they  shall 
cut  a  perfect  screw  by  the  once  passing  of  it  along  the  piece  to  bo  cut,  this  being  effected  in 
the  manner  set  forth,  that  is  to  say,  uy  the  forming  of  acute  cutting  edges  on  the  threads 
within  the  die,  which  threads  are  to  be  regularly  reduced  in  height  from  the  upper  to  the 
lower  face  thereof,  at  which  part  the  last  terminating  thread  is  obliterated,  and  by  the  filing 
away  of  a  large  portion  of  the  threads,  as  shown  at  B  B,  and  by  the  curves  e  m  and/w; 
the  cutting  edges  being  also  furnished  with  throats  for  the  escape  of  the  cuttinms,  as  madi 
known  and  represented,  and  the  whole  apparatus  being  arrangeo,  combined,  and  operating 
substantially  in  the  manner  and  for  the  purpose  set  forth. 
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R.  M.  Hoe,  of  New  York,  N.  Y. — Improvement  in  Rotary  Printing  Pr*s$e$,— 
Patent  dated  July  24,  1847 ;  extended  July  24,  1861. 

Claim. — First,  putting  the  form  or  forms  of  types  on  a  movable  or  permanent  segment  of 
a  cylinder  which  forms  the  bed  and  chase,  substantially  as  described,  and  also  when  this  is 
combined  with  the  cylindrical  distributing  table  which  occupies  another  segment  of  the  same 
cylinder,  substantially  as  described. 

Second,  giving  to  the  inking  rollers  a  movement  toward  and  from  the  centre  of  the  cylin- 
der that  carries  the  form  of  types,  substantially  as  described,  when  this  is  combined  with 
the  form  of  types,  and  the  distribtiting  table  made  on  one  and  the  same  cylinder  and  of  dif- 
ferent radius,  as  described,  whereby  the  inking  rollers  are  adapted  to  the  diflferent  diameter 
of  the  form  of  types  and  distributing  table,  as  aescribed. 

Third,  giving  to  the  ductor  or  fountain  roller  of  the  inking  apparatus  a  slow,  continuous, 
rotary  motion,  in  combination  with  the  ratchet  connexion  between  the  roller  and  the  mechan- 
ism nrom  which  it  receives  its  continuous  rotary  motion,  substantially  as  described,  whereby 
the  ink  is  more  regularly  supplied,  and  by  which,  also,  this  supply  may  be  altered  when  de- 
sired, as  described. 

Lastly,  the  method  of  securing  the  form  of  types  on  a  cylindrical  surface  with  column 
niles,  made  thicker  toward  their  outer  than  their  inner  edge,  by  connecting  these  with  grooves 
in  the  bed,  by  which  they  are  permitted  to  approach  and  recede  from  each  other,  and  at  the 
same  time  kept  down  to  the  same  radius,  substantially  as  described,  whereby  prismatic 
tvpes  can  be  secured  and  held  on  a  cylindrical  surface  as  effectually  as  on  a  flat  surface,  as 
described. 

T.  J.  Rodman,  of  Pittsburg,  Pa. — Improvement  in  Casting  Ordnance,  8(c, — 
Patented  August  14,  1847 ;  extended  August  6,  1861. 

Claim, — The  cooling  from  the  interior  of  guiw  or  other  heavy  hollow  castings  intendecl  to 
resist  a  central  force,  by  circulating  within  the  core  a  cooling  fluid  or  gas,  in  combination 
with  the  application  of  artificial  heat  at  the  exterior  of  the  flask  to  prevent  cooling  from 
without 

Wm.  J.  PuLVER,  of  Troy,  N.  Y.— Improvement  in  Fire  Graf  w.— Patented 
August  7,  1847;  extended  August  6,  1861. 

Claim, — The  manner  of  dividing  the  grate  into  compartments  by  means  of  serrated  or  in- 
terlacing bars  or  teeth,  having  an  oscillatory  or  semi-revolving  motion  with  the  transverse 
bars  of^which  they  form  a  part,  or  to  which  they  are  united,  and  this  in  combination  with 
the  rock  shaft  through  which  the  said  motion  is  propagated  from  the  lever. 

S.  G.  Cornell,  of  Greenwich,  Conn. — Improvement  in  Lead  Pipe  Machinery. — 
Patented  August  21,  1847;  extended  August  20,  1861. 

Claim, — Placing  the  die  for  forming  the  exterior  surface  of  the  pipe  in  the  piston,  or  the 
hollow  mandrel,  as  the  case  may  be,  substantially  as  described,  instead  of  placing  it  in  the 
head  of  the  lead  cylinder,  as  has  been  heretofore  done,  so  that,  as  the  piston  is  forced  into 
the  cylinder,  or  the  cylinder  forced  over  the  piston,  the  pipe  will  be  formed  at  the  point  of 
pressure  without  moving  the  mass  of  lead  relativelv  to  the  cylinder ;  and  in  combination 
therewith  the  color  for  forming  the  interior  surface  of  the  pipe,  the  die  and  core  being  adjustt^d 
and  held  in  their  proper  relative  positions  by  any  of  the  known  methods. 

Timothy  Clark,  of  New  Haven,  Conn. — Improvement  in  Safety  Apparatus  for  Steam 
Boiier*.— Patented  August  21,  1847;  extended  August  27,  1861. 

Claim, — ^The  application  of  an  elastic  vessel,  substantially  as  described,  instead  of  the 
piston,  whereby  the  friction  of  the  piston  is  avoided,  and  the  operation  of  the  damper  is  ren- 
uorod  much  more  uniform,  the  whole  being  constructed  and  operating  substantially  a^ 
described. 

J.  W.  WiNSLOW,  of  Troy,  N.  Y. — Improvement  in  Rolling  and  Compressing  Puddler's 
Ba//s.— Patented  December  18,  1847 ;  extended  December  11,  1861. 

Claim, — ^The  method,  substantially  as  described,  of  compressing  or  shingling  puddler's 
balls  or  loops  of  iron  into  blooms,  by  the  combination  of  the  cam-formed  compressor  and  two 
ui-  more  rollers,  substantially  as  described. 

Second,  the  spring  or  yielding  checks  for  setting  up  the  ends  of  the  blooms,  in  combina- 
tion with  the  combined  cam-formed  compressor  ana  rollers,  substantially  as  described. 

And,  finally,  I  claim  the  feeder  and  discharg^ing  follower,  in  combination  with  the  oombixi%d 
eofn-formed  comproeser  and  rollers,  in  the  manner  and  for  the  purpose  described. 
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